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Keep your equipment – and 
your business – moving forward
The whole world is on the move today. Everything from people and products to ideas 
and information That means business has to be on the move, as well. Regal Power 
Transmission Solutions can help. We keep products – and businesses – moving forward. 
Whether it’s helping to make sure that packages arrive on time, roads are built, energy is 
produced, food and beverages are processed, or luggage arrives at airport baggage areas, 
our products and solutions help make the world go.
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The Regal Power Transmission
Solutions Advantage
Regal Power Transmission Solutions brings 

you more than a century of technology and 

engineering experience. As a Regal Power 

Transmission Solutions business, we are part 

of one of the world’s leading suppliers of 

innovation and insight, providing solutions 

to customers around the world. Backed 

by extraordinary technological capabilities 

and resources, we can deliver customized, 

competitively valuable solutions that meet 

the unique needs of each of our customers.
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Time-tested Brand Performance
Regal Power Transmission Solutions is a family of respected product brands that supply 

a variety of power transmission components designed to increase both uptime and 

productivity. Each of our brands brings years of time-tested reliability and proven 

performance results. Together they deliver a product line unparalleled in its breadth.

Founded in 1886, Browning is the world leader in V-belt drives and helical shaft-
mounted speed reducers. Browning also offers a broad range of other products, 
including gearing, mounted ball bearings, mounted roller bearings and sprockets.

Founded in 1958 in Spain, Jaure is a leader in the European marketplace. 
Jaure provides highly engineered couplings for industries ranging from 
steel and paper, hoisting to windmills and marine applications.

®

Founded in 1920, Kop-Flex brings over 80 years of design and application 
experience to a wide range of industries. Kop-Flex products include gear, 
disc and resilient shaft couplings.

Founded in 1905, McGill patented the CAMROL® cam-follower bearing, which 
today is offered in more than 1,400 different combinations and configurations. 
McGill products also include aerospace bearings, needle and spherical bearings.

Founded in 1880, Morse is well known for its performance-proven 
roller-chain drives, clutches, worm-gear speed reducers and couplings.

Founded in 1908, Rollway provides over 2,000 different types of cylindrical roller 
bearings, cylindrical and tapered thrust bearings and extra-large roller bearings.

Founded in 1935, Sealmaster is the industry’s preferred bearing product, known for 
its premium-quality mounted ball-bearing line, as well as its mounted roller bearings.

Founded in 1985, System Plast S.p.A. is a global supplier of steel and engineered 
plastic conveying chains and chain tracks, modular plastic belts, composite housed 
bearings and Valu Guide® conveyor components and guide rails.
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A History of Innovation
Our tradition of innovation goes far beyond our product 

enhancements. We’ve been at the forefront in offering across-the-

board improvements in everything from  manufacturing techniques to 

online tools as well as our Customer Solution and Innovation Centers.

Online Tools
Our EDGE® Online industry-leading consultative website 

(www.RegalPTS.com) offers quick, concise and complete 

access to a wide range of support services, including: 

 • eCatalog  • Smart interchange 

 • Product selection  • Product literature 

 • Engineered solutions  • CAD templates

 • EDGE JIT – a seamless, web-based program that 
  selects drives at the lowest transactional costs

 • eLINK – a transaction tool that lets you instantly 
  contact us for messages and updates on:

 - Stock/price checks  - Order entry

 - Order status  - Quote center

 - Shipment tracking  - Shopping list (favorites)

Manufacturing
Our lean-manufacturing capabilities, 

coupled with our combined engineering 

expertise and our global facilities, lets us 

deliver the solutions you need – when 

and where you need them. In addition, 

our bearings group continues to advance 

its assemble-to-order (ATO) capabilities. 

The result? Fast, accurate production that 

outpaces industry standards. Meanwhile, 

our coupling operation’s engineered 

to order (ETO) process offers specific 

customer application solutions.
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Training
PT University® online training program helps make sure that your 

personnel receive the training they require. Regal Power Transmission 

Solutions provides comprehensive, high- quality product training 

for our customers. Our cutting edge training tools, coupled with our 

experienced training personnel, deliver unsurpassed product knowledge 

to customers everywhere. We can tailor training to programs that best 

fit your needs, including online and instructor-led courses.

The Power of People
The real innovation behind our products comes from our people. Our 

engineers study your unique industry challenges as thoroughly as their 

own areas of expertise.  Meanwhile, our sales force and field-service 

personnel also work hard to understand the challenges of every 

customer, in every marketplace and industry. Finally, our customer 

service representatives are always ready and available to answer any  

questions, solve problems or deal with any issues.

Channel Partners
Regal Power Transmission Solutions has distribution channel partners 

throughout the world offering a wide variety of value-added services. 

For a full listing of our authorized distributors, technical support 

centers and online tools, visit www.RegalPTS.com

Technical Support
For added technical support, we provide: 

• Research & design – Regal Power Transmission Solutions spends

 3.5% of its total revenue on R&D

• Six global technical support centers

• International technical support

• Around-the-clock service availability, via our Application Engineering  

 Department (800-626-2093), e-mail or online chat
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To help you easily locate the information you are looking for this catalog has been laid out in a consistent 

format between the various brands and bearing types. The structure of the catalog is as follows:

Inside this catalog, you will find the common range of unmounted and mounted bearing products 

offered by Regal Power Transmission Solutions, carrying the globally recognized brands: Browning, 

McGill, Rollway and Sealmaster.

About This Catalog

Product Type Overview
A short descriptive narrative of the bearing types found in this section.

Section Table of Contents
A pictorial and descriptive table allowing you to narrow down the 

bearing type required for specific application or design need.

Exploded Product View
An exploded product view highlighting various critical components of 

the bearing.

Bearing Basics
This section includes general engineering information pertaining to bearing types, selection 

criteria, standard formulas used across the various bearing types such as L10, lubrication 

methods and types.

Product Sections
The following information typically appears in each product section.
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Engineering Section
Technical information pertaining to the information found in the 

section.  The technical information will vary slightly by product type such 

as speed limits, lubrication recommendations, series codes, internal and 

mounting clearances, and mounting instructions.

Standard Product Features & Benefits
Additional details of the key components highlighted in the exploded 

view detailing the specific feature and reviewing why it is a benefit to 

you the user.

Optional Product Features & Benefits
A listing of the common options available to further enhance bearing 

performance in your application or features tailored to specific applications 

such as high speed, high temperature, low temperature, etc.

Product Tables
• A 3D Model of the bearing product at the top of the page to clearly 
 identify what the product looks like.

• Basic Product Information to help guide the user in understanding the 
 key product attributes.

• A 2D Line Drawing with dimensional call outs that have been 
 standardized across product types for easy comparisons.

• Table with inch and metric dimensions listing the critical dimensions  
 for design and selection as shown in the 2D line drawing, including the  
 bearing dynamic capacity, and mass in lbs. and kgs.

• Special notes or instructions pertaining to the specific product shown.

Product Nomenclature
A breakdown of the part nomenclature (description) as a guide to easily 

understand the part numbers, and shows the standard and common 

optional features.
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Table of Contents
Bearing BasicsA
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Mounting Continued

Shaft Seat Fits

Operating Condition

Spherical Roller Bearings Cylindrical Roller Bearings

Nominal Shaft Dia.
Fit  

Symbol

Nominal Shaft Dia.
Fit  

Symbol
MM Inch MM Inch

Stationary inner 
ring relative  

to load direction, 
all loads

Inner ring easily
displaced All diameters All diameters g6 All diameters All diameters g6

Inner ring not 
easily displaced All diameters All diameters h6 All diameters All diameters h6

Inner ring rotating
relative to load 

direction,
 or load direction

indeterminate

Radial load
≤ .08 BDR*

≤ 40
Over 40 to 100
Over 100 to 200

≤ 1.57
Over 1.57 to 3.94
Over 3.94 to 7.88

j6
k6
m6

≤ 40
Over 40 to 140

Over 140 to 320

≤ 1.57
Over 1.57 to 5.51
Over 5.51 to 12.6

j6
k6
m6

Radial load
> .08 BDR*
≤ .18 BDR*

≤ 40
Over 40 to 65
Over 65 to 100
Over 100 to 140
Over 140 to 280

≤ 1.57
Over 1.57 to 2.56
Over 2.56 to 3.94
Over 3.94 to 5.52
Over 5.52 to 11.10

k5
m5
m6
n6
p6

≤ 40
Over 40 to 100

Over 100 to 140
Over 140 to 320
Over 320 to 500

≤ 1.57
Over 1.57 to 3.94
Over 3.94 to 5.51
Over 5.51 to 12.6
Over 12.6 to 19.7

k5
m5
m6
n6
p6

Radial load
> .18 BDR

≤ 40
Over 40 to 65
Over 65 to 100
Over 100 to 140
Over 140 to 200
Over 200 to 500

≤ 1.57
Over 1.57 to 2.56
Over 2.56 to 3.94
Over 3.94 to 5.52
Over 5.52 to 7.88
Over 7.88 to 19.69

m5
m6
n6
p6
r6
r7

≤ 40
Over 40 to 65

Over 65 to 140
Over 140 to 200
Over 200 to 500

Over 500

≤ 1.57
Over 1.57 to 2.56
Over 2.56 to 5.51
Over 5.51 to 7.87
Over 7.87 to 19.7

Over 19.7

m5
m6
n6
p6
r6
r7

* BDR - Bearing Basic Dynamic Rating

For more information on Bearing Basics, please contact Application Engineering (800) 626-2093.
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Mounting Continued
Standard Shaft Fits
Dimensions in 0.0001 inches

Bore mm g6 h6 j5 j6 k5 k6 m5 m6 n6 p6 r6

3 6
-2 0 +1 +2 +2 - +4 - - - -

-5 -3 -1 -1 0 - +2 - - - -

7 10
-2 0 +2 +3 +3 - +5 - - - -

-6 -4 -1 -1 0 - +2 - - - -

11 18
-2 0 +2 +3 +4 - +6 - - - -

-7 -4 -1 -1 0 - +3 - - - -

19 30
-3 0 +2 +4 +4 - +7 - - - -

-8 -5 -2 -2 +1 - +3 - - - -

31 50
-4 0 +2 +4 +5 +7 +8 +10 - - -

-10 -6 -2 -2 +1 +1 +4 +4 - - -

51 80
-4 0 +2 +5 +6 +8 +9 +12 +15 - -

-11 -7 -3 -3 +1 +1 +4 +4 +8 - -

81 120
-5 0 +2 +5 +7 +10 +11 +14 +18 +23 -

-13 -9 -4 -4 +1 +1 +5 +5 +9 +15 -

121 180
-6 0 +3 +6 +8 +11 +13 +16 +20 +27 +35

-15 -10 -4 -4 +1 +1 +6 +6 +11 +17 +26

181 200
-6 0 +3 +6 +9 - +15 +18 +24 +31 +42

-17 -11 -5 -5 +2 - +7 +7 +12 +20 +30

201 225
-6 0 +3 +6 +9 - +15 +18 +24 +31 +43

-17 -11 -5 -5 +2 - +7 +7 +12 +20 +31

226 250
-6 0 +3 +6 +9 - +15 +18 +24 +31 +44

-17 -11 -5 -5 +2 - +7 +7 +12 +20 +33

251 280
-7 0 +3 +6 +11 - +17 +20 +26 +35 +50

-19 -13 -6 -6 +2 - +8 +8 +13 +22 +37

281 315
-7 0 +3 +6 +11 - +17 +20 +26 +35 +51

-19 -13 -6 -6 +2 - +8 +8 +13 +22 +39

316 355
-7 0 +3 +7 +11 - +18 +22 +29 +39 +57

-21 -14 -7 -7 +2 - +8 +8 +15 +24 +43

356 400
-7 0 +3 +7 +11 - +18 - +29 +39 +59

-21 -14 -8 -7 +2 - +8 - +15 +24 +45

401 450
-8 0 +3 +8 +13 - +20 - +31 +43 +65

-24 -16 -8 -8 +2 - +9 - +16 +27 +50

451 500
-8 0 +3 +8 +13 - +20 - +31 +43 +68

-24 -16 -8 -8 +2 - +9 - +16 +27 +52

501 560
-9 0 +3 +9 +12 - +22 - - +48 +76

-26 -17 -9 -9 0 - +10 - - +31 +59

561 630
-9 0 +3 +9 +12 - +22 - - +48 +78

-26 -17 -9 -9 0 - +10 - - +31 +61

631 710
-9 0 +4 +10 +14 - +26 - - +54 +89

-29 -20 -10 -10 0 - +12 - - +35 +69
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Mounting Continued
Standard Shaft Fits
Dimensions in 0.0001 inches

Bore mm g6 h6 j5 j6 k5 k6 m5 m6 n6 p6 r6

3 6
-2 0 +1 +2 +2 - +4 - - - -

-5 -3 -1 -1 0 - +2 - - - -

7 10
-2 0 +2 +3 +3 - +5 - - - -

-6 -4 -1 -1 0 - +2 - - - -

11 18
-2 0 +2 +3 +4 - +6 - - - -

-7 -4 -1 -1 0 - +3 - - - -

19 30
-3 0 +2 +4 +4 - +7 - - - -

-8 -5 -2 -2 +1 - +3 - - - -

31 50
-4 0 +2 +4 +5 +7 +8 +10 - - -

-10 -6 -2 -2 +1 +1 +4 +4 - - -

51 80
-4 0 +2 +5 +6 +8 +9 +12 +15 - -

-11 -7 -3 -3 +1 +1 +4 +4 +8 - -

81 120
-5 0 +2 +5 +7 +10 +11 +14 +18 +23 -

-13 -9 -4 -4 +1 +1 +5 +5 +9 +15 -

121 180
-6 0 +3 +6 +8 +11 +13 +16 +20 +27 +35

-15 -10 -4 -4 +1 +1 +6 +6 +11 +17 +26

181 200
-6 0 +3 +6 +9 - +15 +18 +24 +31 +42

-17 -11 -5 -5 +2 - +7 +7 +12 +20 +30

201 225
-6 0 +3 +6 +9 - +15 +18 +24 +31 +43

-17 -11 -5 -5 +2 - +7 +7 +12 +20 +31

226 250
-6 0 +3 +6 +9 - +15 +18 +24 +31 +44

-17 -11 -5 -5 +2 - +7 +7 +12 +20 +33

251 280
-7 0 +3 +6 +11 - +17 +20 +26 +35 +50

-19 -13 -6 -6 +2 - +8 +8 +13 +22 +37

281 315
-7 0 +3 +6 +11 - +17 +20 +26 +35 +51

-19 -13 -6 -6 +2 - +8 +8 +13 +22 +39

316 355
-7 0 +3 +7 +11 - +18 +22 +29 +39 +57

-21 -14 -7 -7 +2 - +8 +8 +15 +24 +43

356 400
-7 0 +3 +7 +11 - +18 - +29 +39 +59

-21 -14 -8 -7 +2 - +8 - +15 +24 +45

401 450
-8 0 +3 +8 +13 - +20 - +31 +43 +65

-24 -16 -8 -8 +2 - +9 - +16 +27 +50

451 500
-8 0 +3 +8 +13 - +20 - +31 +43 +68

-24 -16 -8 -8 +2 - +9 - +16 +27 +52

501 560
-9 0 +3 +9 +12 - +22 - - +48 +76

-26 -17 -9 -9 0 - +10 - - +31 +59

561 630
-9 0 +3 +9 +12 - +22 - - +48 +78

-26 -17 -9 -9 0 - +10 - - +31 +61

631 710
-9 0 +4 +10 +14 - +26 - - +54 +89

-29 -20 -10 -10 0 - +12 - - +35 +69

For more information on Bearing Basics, please contact Application Engineering (800) 626-2093.
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Mounting Continued
Standard Housing Fits
Dimensions in 0.0001 inches

OD mm G7 H8 H7 H6 J6 J7 K6 K7 M6 M7 N6 N7 P6 P7

10 18
+2 0 0 0 -2 -3 -4 -5 -6 -7 -8 -9 -10 -11

+9 +11 +7 +4 +2 +4 +1 +2 -2 0 4 -2 -6 -4

19 30
+3 0 0 0 -2 -4 -4 -6 -7 -8 -9 -11 -12 -14

+11 +13 +8 +5 +3 +5 +1 +2 -2 0 -4 -3 -7 -6

31 50
+4 0 0 0 -2 -4 -5 -7 -8 -10 -11 -13 -15 -17

+13 +15 +10 +6 +4 +6 +1 +3 -2 0 -5 -3 -8 -7

51 80
+4 0 0 0 -2 -5 -6 -8 -9 -12 -13 -15 -18 -20

+16 +18 +12 +7 +5 +7 +2 +4 -2 0 -6 -4 -10 -8

81 120
+5 0 0 0 -2 -5 -7 -10 -11 -14 -15 -18 -20 -23

+19 +21 +14 +9 +6 +9 +2 +4 -2 0 -6 -4 -12 -9

121 150
+6 0 0 0 -3 -6 -8 -11 -13 -16 -18 -20 -24 -27

+21 +25 +16 +10 +7 +10 +2 +5 -3 0 -8 -5 -14 -11

151 180
+6 0 0 0 -3 -6 -8 -11 -13 -16 -18 -20 -24 -27

+21 +25 +16 +10 +7 +10 +2 +5 -3 0 -8 -5 -14 -11

181 250
+6 0 0 0 -3 -6 -9 -13 -15 -18 -20 -24 -28 -31

+24 +28 +18 +11 +9 +12 +2 +5 -3 0 -9 -6 -16 -13

251 315
+7 0 0 0 -3 -6 -11 -14 -16 -20 -22 -26 -31 -35

+27 +32 +20 +13 +10 +14 +2 +6 -4 0 -10 -6 -19 -14

316 400
+7 0 0 0 -3 -7 -11 -16 -18 -22 -24 -29 -34 -39

+30 +35 +22 +14 +11 +15 +3 +7 -4 0 -10 -6 -20 -16

401 500
+8 0 0 0 -3 -8 -13 -18 -20 -25 -26 -31 -37 -43

+33 +38 +25 +16 +13 +17 +3 +7 -4 0 -11 -7 -22 -18

501 630
+9 0 0 0 -3 -9 -17 -28 -28 -38 -35 -45 -48 -58

+36 +43 +28 +17 +15 +19 0 0 -10 -10 -17 -17 -31 -31

631 800
+9 0 0 0 -4 -9 -20 -31 -31 -43 -39 -51 -54 -66

+41 +49 +31 +20 +16 +22 0 0 -12 -12 -20 -20 -35 -35

801 1000
+10 0 0 0 -4 -10 -22 -35 -35 -49 -44 -57 -61 -75

+46 +55 +35 +22 +18 +25 0 0 -13 -13 -22 -22 -39 -39
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Inch Cam Follower Bearings

B-3

Size Range DeSign ChaRaCteRiStiCS FeatuReS

 Product Series Material / Finish Inch Metric Radial 
Load

Thrust 
Load Precision High 

Speed

Relative  
Base 
Cost *

Crowned 
OD

Eccentric 
Stud

Lubrication 
Holes Seal Hex Hole Slotted 

Face Jam Nuts Page  
No.

CAMROL 

CF

Black Oxide Finish 
Bearing Steel

1/2 - 10 $ O O S O O S - B-15

CYR 3/4 - 10 $ O - S O - - - B-39

CFH 1/2 - 7 $$ O - S O O S - B-15

BCF 1/2 - 4 $ O O S O O S - B-45

BCYR 3/4 - 4 $ O - S O - - - B-57

MCF 16 - 90 $ S O S O O S S B-69

MCFR 13 - 90 $ S O S O O S S B-69

MCYR 5 - 50 $ S - S O O - S B-91

MCYRR 5 - 50 $ S - S O - - S B-91

Heavy-Duty

CFD

Black Oxide Finish 
Bearing Steel

1 1/4 - 6 $$ O O O S S - - B-103

CYRD 1 1/4 - 6 $$ O - O S - - - B-107

MCFD 35 - 80 $$ S O S - O S S B-111

MCYRD 15 - 50 $$ S - S - - - - B-115

Circular Track / Misalignment
Load Sharing / Adjustment To Track

 Relubrication To Help Promote Bearing Operating Life
Contamination Barrier
Blind Hole Mounting
Allows The Use Of A Lube Fitting When Lubrication From The Flange Side Of Bearing
Accessories Included

      

Cam Follower Selection Guide

* For estimating purpose only, individually sizes may vary and are subject to change without notification

McGill CAMROL Cam Followers are available in 400 series stainless steel 
components for improved resistance to both external and internal corrosion.

CRES CAMROL bearings are dimensionally interchangeable with standard 
CAMROL® bearings and easily identifiable with “CR” designation.
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Inch Cam Follower Bearings

B-4

Size Range DeSign ChaRaCteRiStiCS FeatuReS

 Product Series Material / Finish Inch Metric Radial 
Load

Thrust 
Load Precision High 

Speed

Relative  
Base 
Cost *

Crowned 
OD

Eccentric 
Stud

Lubrication 
Holes Seal Hex Hole Slotted 

Face Jam Nuts Page  
No.

CAMROL 

CF

Black Oxide Finish 
Bearing Steel

1/2 - 10 $ O O S O O S - B-15

CYR 3/4 - 10 $ O - S O - - - B-39

CFH 1/2 - 7 $$ O - S O O S - B-15

BCF 1/2 - 4 $ O O S O O S - B-45

BCYR 3/4 - 4 $ O - S O - - - B-57

MCF 16 - 90 $ S O S O O S S B-69

MCFR 13 - 90 $ S O S O O S S B-69

MCYR 5 - 50 $ S - S O O - S B-91

MCYRR 5 - 50 $ S - S O - - S B-91

Heavy-Duty

CFD

Black Oxide Finish 
Bearing Steel

1 1/4 - 6 $$ O O O S S - - B-103

CYRD 1 1/4 - 6 $$ O - O S - - - B-107

MCFD 35 - 80 $$ S O S - O S S B-111

MCYRD 15 - 50 $$ S - S - - - - B-115

Circular Track / Misalignment
Load Sharing / Adjustment To Track

 Relubrication To Help Promote Bearing Operating Life
Contamination Barrier
Blind Hole Mounting
Allows The Use Of A Lube Fitting When Lubrication From The Flange Side Of Bearing
Accessories Included

      
O = Optional
S = Standard

= Not Recommended

Poor Best 



B-5

C
a

m
 F

o
ll

o
w

e
r  

B
e

a
ri

n
g

s

Inch Cam Follower Bearings

B-5

Size Range DeSign ChaRaCteRiStiCS FeatuReS

 Product Series Material / Finish Inch Metric Radial 
Load

Thrust 
Load Precision High 

Speed

Relative  
Base 
Cost *

Crowned 
OD

Eccentric 
Stud

Lubrication 
Hole Seal Hex Hole Slotted 

Face Jam Nuts Page 
No.

Special Duty

SDCF

Black Oxide Finish 
Bearing Steel

1 - 4  $$$ O O - S S - S B-123

SDMCF 25 - 100 $$$ O O - S S - S B-125

TRAKROL

PCF

Black Oxide Finish  
Bearing Steel

1 1/2 - 9 $$ O O - S - - O B-131

PCYR 3 - 6 $$ O - - S S - - B-133

FCF 1 1/2 - 9 $$$ - O - S S - O B-135

FCYR 3 - 6 $$ - - - S - - - B-137

VCF 2 1/2 - 8 1/2 $$ - O - S S - O B-139

VCYR 3 1/2 - 7 1/2 $$ - - - S - - - B-141

Circular Track / Misalignment
Load Sharing / Adjustment To Track

 Relubrication And Promote Bearing Life
Contamination Barrier
Blind Hole Mounting
Allows The Use Of A Lube Fitting When Lubrication From The Flange Side Of Bearing
Accessories Included

      

Cam Follower Selection Guide

McGill CAMROL Cam Followers are available in 400 series stainless steel 
components for improved resistance to both external and internal corrosion.

CRES CAMROL bearings are dimensionally interchangeable with standard 
CAMROL® bearings and easily identifiable with “CR” designation.
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Inch Cam Follower Bearings

B-6

Size Range DeSign ChaRaCteRiStiCS FeatuReS

 Product Series Material / Finish Inch Metric Radial 
Load

Thrust 
Load Precision High 

Speed

Relative  
Base 
Cost *

Crowned 
OD

Eccentric 
Stud

Lubrication 
Hole Seal Hex Hole Slotted 

Face Jam Nuts Page 
No.

Special Duty

SDCF

Black Oxide Finish 
Bearing Steel

1 - 4  $$$ O O - S S - S B-123

SDMCF 25 - 100 $$$ O O - S S - S B-125

TRAKROL

PCF

Black Oxide Finish  
Bearing Steel

1 1/2 - 9 $$ O O - S - - O B-131

PCYR 3 - 6 $$ O - - S S - - B-133

FCF 1 1/2 - 9 $$$ - O - S S - O B-135

FCYR 3 - 6 $$ - - - S - - - B-137

VCF 2 1/2 - 8 1/2 $$ - O - S S - O B-139

VCYR 3 1/2 - 7 1/2 $$ - - - S - - - B-141

Circular Track / Misalignment
Load Sharing / Adjustment To Track

 Relubrication And Promote Bearing Life
Contamination Barrier
Blind Hole Mounting
Allows The Use Of A Lube Fitting When Lubrication From The Flange Side Of Bearing
Accessories Included

      

* For estimating purpose only, individual costs may vary and are subject to change without notification

O = Optional
S = Standard

= Not Recommended

Poor Best 
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B-7

McGill Inch Cam Followers
McGill CAMROL bearings are full complement needle bearings feature black oxide treated bearing steel, available 
in two basic mounting styles for use in mechanical automation or linear motion applications.  Our basic features 
each contribute to improved performance, while the LUBRI-DISC® seal option helps prevent metal to metal contact 
within the bearing while providing a barrier for contaminant entry and allow venting of excess or old grease during 
relubrication.  In addition to the seal option these bearings are available with several dimensional choices and 
combinations to provide a specific solution for the application. Within the following section you can learn more 
about these features and how they can be applied to your application.

Cylindrical 
Outside 

Diameter
Annular Lube 

Groove*
*sealed bearings

Single Row Full 
Complement 

Needle Rollers

Lubrication 
Holes

Zone  
Hardened 

RacePermanent 
Marking

Integral 
Flange

Ductile 
Stem 

Material

Heavy 
Section 
Outer

LUBRI-DISC® Seal

Hardened 
Endplate

Oil Hole Plug(s)

McGill CAMROL  bearings 
are manufactured from 
bearing quality steel with a 
black oxide finish and come 
factory filled with grease.

Optional  
Hex Hole
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B-15

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1/2 CF 1/2 S

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A 680                 
3,025

790               
3,514

CF 1/2 CF 1/2 S

- - .125 
3.175

.410              
10.41

.016              
.40

.1903 
4.834

+.0002/-.0003 
+.0005/-.0008 10-32 15 

2 11,500 .04 
.02

CF 1/2 B CF 1/2 SB CF 1/2 B CF 1/2 SB

CCF 1/2 CCF 1/2 S 7                           
178

CCF 1/2 CCF 1/2 S
N/A

CCF 1/2 B CCF 1/2 SB CCF 1/2 B CCF 1/2 SB

CFE 1/2 CFE 1/2 S

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical
.010                 
.25

.375              
9.53

.250              
6.35

680                 
3,025

790               
3,514

CFE 1/2 CFE 1/2 S

- - .125 
3.175

.410              
10.41

.016              
.40

.253 
6.42

+.001/-.001 
+.025/-.025 10-32 15 

2 11,500 .04 
.02

CFE 1/2 B CFE 1/2 SB CFE 1/2 B CFE 1/2 SB

CCFE 1/2 CCFE 1/2 S 7                           
178

CCFE 1/2 CCFE 1/2 S
N/A

CCFE 1/2 B CCFE 1/2 SB CCFE 1/2 B CCFE 1/2 SB

CFH 1/2 CFH 1/2 S

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A 680                 
3,025

1,580               
7,028

CFH 1/2 CFH 1/2 S

- - .125 
3.175

.410              
10.41

.016              
.40

.2503 
6.358

+.0002/-.0003 
+.0005/-.0008 1/4-28 35 

4 11,500 .04 
.02

CFH 1/2 B CFH 1/2 SB CFH 1/2 B CFH 1/2 SB

CCFH 1/2 CCFH 1/2 S 7                           
178

CCFH 1/2 CCFH 1/2 S
N/A

CCFH 1/2 B CCFH 1/2 SB CCFH 1/2 B CCFH 1/2 SB

CF 1/2 N CF 1/2 N S

.500              
12.70

+0/-.001 
+0/-.03

.344              
8.74

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.50              
12.7

.031              
.8

.25              
6.4

.88              
22.2

Cylindrical

N/A N/A N/A 620                 
2,758

720               
3,203

CF 1/2 N CF 1/2 N S

- - .125 
3.175

.410              
10.41

.016              
.40

.1903 
4.834

+.0002/-.0003 
+.0005/-.0008 10-32 15 

2 11,500 .04 
.02

CF 1/2 N B CF 1/2 N SB CF 1/2 N B CF 1/2 N SB

CCF 1/2 N CCF 1/2 N S 6                           
152

CCF 1/2 N CCF 1/2 N S
N/A

CCF 1/2 N B CCF 1/2 N SB CCF 1/2 N B CCF 1/2 N SB

CFE 1/2 N CFE 1/2 N S

.500              
12.70

+0/-.001 
+0/-.03

.344              
8.74

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.50              
12.7

.031              
.8

.25              
6.4

.88              
22.2

Cylindrical
.010                 
.25

.250              
6.35

.250              
6.35

620                 
2,758

720               
3,203

CFE 1/2 N CFE 1/2 N S

- - .125 
3.175

.410              
10.41

.016              
.40

.253 
6.42

+.001/-.001 
+.025/-.025 10-32 15 

2 11,500 .04 
.02

CFE 1/2 N B CFE 1/2 N SB CFE 1/2 N B CFE 1/2 N SB

CCFE 1/2 N CCFE 1/2 N S 6                           
152

CCFE 1/2 N CCFE 1/2 N S
N/A

CCFE 1/2 N B CCFE 1/2 N SB CCFE 1/2 N B CCFE 1/2 N SB

CF 9/16 CF 9/16 S

.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A

680                 
3,025

790               
3,514

CF 9/16 CF 9/16 S

- - .125 
3.175

.410              
10.41

.016              
.40

.1903 
4.834

+.0002/-.0003 
+.0005/-.0008

10-32 15 
2 10,000 .04 

.02

CF 9/16 B CF 9/16 SB CF 9/16 B CF 9/16 SB

CCF 9/16 CCF 9/16 S 7                           
178

CCF 9/16 CCF 9/16 S
N/A

CCF 9/16 B CCF 9/16 SB CCF 9/16 B CCF 9/16 SB

CFE 9/16 CFE 9/16 S

.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical
.010                 
.25

.375              
9.53

.250              
6.35

CFE 9/16 CFE 9/16 S

- - .125 
3.175

.016              
.40

.253 
6.42

+.001/-.001 
+.025/-.025

CFE 9/16 B CFE 9/16 SB CFE 9/16 B CFE 9/16 SB

CCFE 9/16 CCFE 9/16 S 7                           
178

CCFE 9/16 CCFE 9/16 S
N/A

CCFE 9/16 B CCFE 9/16 SB CCFE 9/16 B CCFE 9/16 SB

CFH 9/16 CFH 9/16 S

.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A 680                 
3,025

1,580               
7,028

CFH 9/16 CFH 9/16 S

- - .125 
3.175

.410              
10.41

.016              
.40

.2503 
6.358

+.0002/-.0003 
+.0005/-.0008 1/4-28 35 

4 10,000 .04 
.02

CFH 9/16 B CFH 9/16 SB CFH 9/16 B CFH 9/16 SB

CCFH 9/16 CCFH 9/16 S 7                           
178

CCFH 9/16 CCFH 9/16 S
N/A

CCFH 9/16 B CCFH 9/16 SB CCFH 9/16 B CCFH 9/16 SB

CF, CFE, CFH

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L
Basic Construction Type: Stud Type Crowned / 

Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Bearing Selection
Page B-3

Nomenclature Aid
Page B-8

Features & Benefits
Page B-9

Product Options
Page B-11

Technical Engineering
Page B-143

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Cam Follower
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B-16

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1/2 CF 1/2 S

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A 680                 
3,025

790               
3,514

CF 1/2 CF 1/2 S

- - .125 
3.175

.410              
10.41

.016              
.40

.1903 
4.834

+.0002/-.0003 
+.0005/-.0008 10-32 15 

2 11,500 .04 
.02

CF 1/2 B CF 1/2 SB CF 1/2 B CF 1/2 SB

CCF 1/2 CCF 1/2 S 7                           
178

CCF 1/2 CCF 1/2 S
N/A

CCF 1/2 B CCF 1/2 SB CCF 1/2 B CCF 1/2 SB

CFE 1/2 CFE 1/2 S

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical
.010                 
.25

.375              
9.53

.250              
6.35

680                 
3,025

790               
3,514

CFE 1/2 CFE 1/2 S

- - .125 
3.175

.410              
10.41

.016              
.40

.253 
6.42

+.001/-.001 
+.025/-.025 10-32 15 

2 11,500 .04 
.02

CFE 1/2 B CFE 1/2 SB CFE 1/2 B CFE 1/2 SB

CCFE 1/2 CCFE 1/2 S 7                           
178

CCFE 1/2 CCFE 1/2 S
N/A

CCFE 1/2 B CCFE 1/2 SB CCFE 1/2 B CCFE 1/2 SB

CFH 1/2 CFH 1/2 S

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A 680                 
3,025

1,580               
7,028

CFH 1/2 CFH 1/2 S

- - .125 
3.175

.410              
10.41

.016              
.40

.2503 
6.358

+.0002/-.0003 
+.0005/-.0008 1/4-28 35 

4 11,500 .04 
.02

CFH 1/2 B CFH 1/2 SB CFH 1/2 B CFH 1/2 SB

CCFH 1/2 CCFH 1/2 S 7                           
178

CCFH 1/2 CCFH 1/2 S
N/A

CCFH 1/2 B CCFH 1/2 SB CCFH 1/2 B CCFH 1/2 SB

CF 1/2 N CF 1/2 N S

.500              
12.70

+0/-.001 
+0/-.03

.344              
8.74

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.50              
12.7

.031              
.8

.25              
6.4

.88              
22.2

Cylindrical

N/A N/A N/A 620                 
2,758

720               
3,203

CF 1/2 N CF 1/2 N S

- - .125 
3.175

.410              
10.41

.016              
.40

.1903 
4.834

+.0002/-.0003 
+.0005/-.0008 10-32 15 

2 11,500 .04 
.02

CF 1/2 N B CF 1/2 N SB CF 1/2 N B CF 1/2 N SB

CCF 1/2 N CCF 1/2 N S 6                           
152

CCF 1/2 N CCF 1/2 N S
N/A

CCF 1/2 N B CCF 1/2 N SB CCF 1/2 N B CCF 1/2 N SB

CFE 1/2 N CFE 1/2 N S

.500              
12.70

+0/-.001 
+0/-.03

.344              
8.74

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.50              
12.7

.031              
.8

.25              
6.4

.88              
22.2

Cylindrical
.010                 
.25

.250              
6.35

.250              
6.35

620                 
2,758

720               
3,203

CFE 1/2 N CFE 1/2 N S

- - .125 
3.175

.410              
10.41

.016              
.40

.253 
6.42

+.001/-.001 
+.025/-.025 10-32 15 

2 11,500 .04 
.02

CFE 1/2 N B CFE 1/2 N SB CFE 1/2 N B CFE 1/2 N SB

CCFE 1/2 N CCFE 1/2 N S 6                           
152

CCFE 1/2 N CCFE 1/2 N S
N/A

CCFE 1/2 N B CCFE 1/2 N SB CCFE 1/2 N B CCFE 1/2 N SB

CF 9/16 CF 9/16 S

.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A

680                 
3,025

790               
3,514

CF 9/16 CF 9/16 S

- - .125 
3.175

.410              
10.41

.016              
.40

.1903 
4.834

+.0002/-.0003 
+.0005/-.0008

10-32 15 
2 10,000 .04 

.02

CF 9/16 B CF 9/16 SB CF 9/16 B CF 9/16 SB

CCF 9/16 CCF 9/16 S 7                           
178

CCF 9/16 CCF 9/16 S
N/A

CCF 9/16 B CCF 9/16 SB CCF 9/16 B CCF 9/16 SB

CFE 9/16 CFE 9/16 S

.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical
.010                 
.25

.375              
9.53

.250              
6.35

CFE 9/16 CFE 9/16 S

- - .125 
3.175

.016              
.40

.253 
6.42

+.001/-.001 
+.025/-.025

CFE 9/16 B CFE 9/16 SB CFE 9/16 B CFE 9/16 SB

CCFE 9/16 CCFE 9/16 S 7                           
178

CCFE 9/16 CCFE 9/16 S
N/A

CCFE 9/16 B CCFE 9/16 SB CCFE 9/16 B CCFE 9/16 SB

CFH 9/16 CFH 9/16 S

.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A 680                 
3,025

1,580               
7,028

CFH 9/16 CFH 9/16 S

- - .125 
3.175

.410              
10.41

.016              
.40

.2503 
6.358

+.0002/-.0003 
+.0005/-.0008 1/4-28 35 

4 10,000 .04 
.02

CFH 9/16 B CFH 9/16 SB CFH 9/16 B CFH 9/16 SB

CCFH 9/16 CCFH 9/16 S 7                           
178

CCFH 9/16 CCFH 9/16 S
N/A

CCFH 9/16 B CCFH 9/16 SB CCFH 9/16 B CCFH 9/16 SB

CF, CFE, CFH

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

Bearing Selection
Page B-3

Nomenclature Aid
Page B-8

Features & Benefits
Page B-9

Product Options
Page B-11

Technical Engineering
Page B-143

For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 

Cam Follower with Eccentric Bushing
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B-17

CF, CFE, CFH

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L
Basic Construction Type: Stud Type Crowned / 

Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 5/8 CF 5/8 S

.625              
15.88

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A

955                 
4,248

1,215               
5,404

CF 5/8 CF 5/8 S

- - .125 
3.175

.462              
11.73

.016              
.40

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008

1/4-28 35                    
4 9,200 .05                         

.02

CF 5/8 B CF 5/8 SB CF 5/8 B CF 5/8 SB

CCF 5/8 CCF 5/8 S 8                           
203

CCF 5/8 CCF 5/8 S
N/A

CCF 5/8 B CCF 5/8 SB CCF 5/8 B CCF 5/8 SB

CFE 5/8 CFE 5/8 S

.625              
15.88

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical
.015                 
.38

.437              
11.10

.375              
9.53

CFE 5/8 CFE 5/8 S

- - .125 
3.175

.016              
.40

.378 
9.60

+.001/-.001 
+.025/-.025

CFE 5/8 B CFE 5/8 SB CFE 5/8 B CFE 5/8 SB

CCFE 5/8 CCFE 5/8 S 8                           
203

CCFE 5/8 CCFE 5/8 S
N/A

CCFE 5/8 B CCFE 5/8 SB CCFE 5/8 B CCFE 5/8 SB

CFH 5/8 CFH 5/8 S

.625              
15.88

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.3125              
7.94

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A 955                 
4,248

2,480               
11,031

CFH 5/8 CFH 5/8 S

- - .125 
3.175

.462              
11.73

.016              
.40

.3128              
7.945

+.0002/-.0003 
+.0005/-.0008 5/16-24 90                    

10 9,200 .05                         
.02

CFH 5/8 B CFH 5/8 SB CFH 5/8 B CFH 5/8 SB

CCFH 5/8 CCFH 5/8 S 8                           
203

CCFH 5/8 CCFH 5/8 S
N/A

CCFH 5/8 B CCFH 5/8 SB CCFH 5/8 B CCFH 5/8 SB

CF 5/8 N CF 5/8 N S

.625              
15.88

+0/-.001 
+0/-.03

.406              
10.31

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.31              
7.9

1.06              
27.0

Cylindrical

N/A N/A N/A 930                 
4,137

1,085               
4,826

CF 5/8 N CF 5/8 N S

- - .125           
3.175

.462              
11.73

.016              
.40

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008 1/4-28 35                    

4 9,200 .05                         
.02

CF 5/8 N B CF 5/8 N SB CF 5/8 N B CF 5/8 N SB

CCF 5/8 N CCF 5/8 N S
7                           

178

CCF 5/8 N CCF 5/8 N S

N/ACCF 5/8 N B CCF 5/8 N SB CCF 5/8 N B CCF 5/8 N SB

CCFE 5/8 N  .015                 
.38

.437              
11.10

.375              
9.53 CCFE 5/8 N  

CF 11/16 CF 11/16 S

.688              
17.46

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A

955                 
4,248

1,215               
5,404

CF 11/16 CF 11/16 S

- - .125 
3.175

.462              
11.73

.016              
.40

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008

1/4-28 35                    
4 8,300 .06 

.03

CF 11/16 B CF 11/16 SB CF 11/16 B CF 11/16 SB

CCF 11/16 CCF 11/16 S 8                           
203

CCF 11/16 CCF 11/16 S
N/A

CCF 11/16 B CCF 11/16 SB CCF 11/16 B CCF 11/16 SB

CFE 11/16 CFE 11/16 S

.688              
17.46

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical
.015                 
.38

.437              
11.10

.375              
9.53

CFE 11/16 CFE 11/16 S

- - .125 
3.175

.016              
.40

.378 
9.60

+.001/-.001 
+.025/-.025

CFE 11/16 B CFE 11/16 SB CFE 11/16 B CFE 11/16 SB

CCFE 11/16 CCFE 11/16 S 8                           
203

CCFE 11/16 CCFE 11/16 S
N/A

CCFE 11/16 B CCFE 11/16 SB CCFE 11/16 B CCFE 11/16 SB

CFH 11/16 CFH 11/16 S

.688              
17.46

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.3125              
7.94

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A 955                 
4,248

2,480               
11,031

CFH 11/16 CFH 11/16 S

- - .125 
3.175

.462              
11.73

.016              
.40

.3128              
7.945

+.0002/-.0003 
+.0005/-.0008 5/16-24 90                    

10 8,300 .06 
.03

CFH 11/16 B CFH 11/16 SB CFH 11/16 B CFH 11/16 SB

CCFH 11/16 CCFH 11/16 S 8                           
203

CCFH 11/16 CCFH 11/16 S
N/A

CCFH 11/16 B CCFH 11/16 SB CCFH 11/16 B CCFH 11/16 SB

Cam Follower

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-18

CF, CFE, CFE

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 5/8 CF 5/8 S

.625              
15.88

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A

955                 
4,248

1,215               
5,404

CF 5/8 CF 5/8 S

- - .125 
3.175

.462              
11.73

.016              
.40

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008

1/4-28 35                    
4 9,200 .05                         

.02

CF 5/8 B CF 5/8 SB CF 5/8 B CF 5/8 SB

CCF 5/8 CCF 5/8 S 8                           
203

CCF 5/8 CCF 5/8 S
N/A

CCF 5/8 B CCF 5/8 SB CCF 5/8 B CCF 5/8 SB

CFE 5/8 CFE 5/8 S

.625              
15.88

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical
.015                 
.38

.437              
11.10

.375              
9.53

CFE 5/8 CFE 5/8 S

- - .125 
3.175

.016              
.40

.378 
9.60

+.001/-.001 
+.025/-.025

CFE 5/8 B CFE 5/8 SB CFE 5/8 B CFE 5/8 SB

CCFE 5/8 CCFE 5/8 S 8                           
203

CCFE 5/8 CCFE 5/8 S
N/A

CCFE 5/8 B CCFE 5/8 SB CCFE 5/8 B CCFE 5/8 SB

CFH 5/8 CFH 5/8 S

.625              
15.88

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.3125              
7.94

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A 955                 
4,248

2,480               
11,031

CFH 5/8 CFH 5/8 S

- - .125 
3.175

.462              
11.73

.016              
.40

.3128              
7.945

+.0002/-.0003 
+.0005/-.0008 5/16-24 90                    

10 9,200 .05                         
.02

CFH 5/8 B CFH 5/8 SB CFH 5/8 B CFH 5/8 SB

CCFH 5/8 CCFH 5/8 S 8                           
203

CCFH 5/8 CCFH 5/8 S
N/A

CCFH 5/8 B CCFH 5/8 SB CCFH 5/8 B CCFH 5/8 SB

CF 5/8 N CF 5/8 N S

.625              
15.88

+0/-.001 
+0/-.03

.406              
10.31

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.63              
15.9

.031              
.8

.31              
7.9

1.06              
27.0

Cylindrical

N/A N/A N/A 930                 
4,137

1,085               
4,826

CF 5/8 N CF 5/8 N S

- - .125           
3.175

.462              
11.73

.016              
.40

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008 1/4-28 35                    

4 9,200 .05                         
.02

CF 5/8 N B CF 5/8 N SB CF 5/8 N B CF 5/8 N SB

CCF 5/8 N CCF 5/8 N S
7                           

178

CCF 5/8 N CCF 5/8 N S

N/ACCF 5/8 N B CCF 5/8 N SB CCF 5/8 N B CCF 5/8 N SB

CCFE 5/8 N  .015                 
.38

.437              
11.10

.375              
9.53 CCFE 5/8 N  

CF 11/16 CF 11/16 S

.688              
17.46

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A

955                 
4,248

1,215               
5,404

CF 11/16 CF 11/16 S

- - .125 
3.175

.462              
11.73

.016              
.40

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008

1/4-28 35                    
4 8,300 .06 

.03

CF 11/16 B CF 11/16 SB CF 11/16 B CF 11/16 SB

CCF 11/16 CCF 11/16 S 8                           
203

CCF 11/16 CCF 11/16 S
N/A

CCF 11/16 B CCF 11/16 SB CCF 11/16 B CCF 11/16 SB

CFE 11/16 CFE 11/16 S

.688              
17.46

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical
.015                 
.38

.437              
11.10

.375              
9.53

CFE 11/16 CFE 11/16 S

- - .125 
3.175

.016              
.40

.378 
9.60

+.001/-.001 
+.025/-.025

CFE 11/16 B CFE 11/16 SB CFE 11/16 B CFE 11/16 SB

CCFE 11/16 CCFE 11/16 S 8                           
203

CCFE 11/16 CCFE 11/16 S
N/A

CCFE 11/16 B CCFE 11/16 SB CCFE 11/16 B CCFE 11/16 SB

CFH 11/16 CFH 11/16 S

.688              
17.46

+0/-.001 
+0/-.03

.438              
11.11

+0 / -.005 
+0 / -.13

.3125              
7.94

+.001/-0 
+.03/-0

.75              
19.1

.031              
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A 955                 
4,248

2,480               
11,031

CFH 11/16 CFH 11/16 S

- - .125 
3.175

.462              
11.73

.016              
.40

.3128              
7.945

+.0002/-.0003 
+.0005/-.0008 5/16-24 90                    

10 8,300 .06 
.03

CFH 11/16 B CFH 11/16 SB CFH 11/16 B CFH 11/16 SB

CCFH 11/16 CCFH 11/16 S 8                           
203

CCFH 11/16 CCFH 11/16 S
N/A

CCFH 11/16 B CCFH 11/16 SB CCFH 11/16 B CCFH 11/16 SB

Cam Follower with Eccentric Bushing
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Inch Cam Follower Bearings

B-19

CF, CFE, CFH

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L
Basic Construction Type: Stud Type Crowned / 

Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 3/4 CF 3/4 S

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A

1,660                 
7,384

2,065               
9,185

CF 3/4 CF 3/4 S

.25 
6

.0938 
2

.1875 
5

.609              
15.48

.016              
.40

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008

3/8-24 95                    
11 6,400 .07 

.03

CF 3/4 B CF 3/4 SB CF 3/4 B CF 3/4 SB

CCF 3/4 CCF 3/4 S 10                           
254

CCF 3/4 CCF 3/4 S
N/A

CCF 3/4 B CCF 3/4 SB CCF 3/4 B CCF 3/4 SB

CFE 3/4 CFE 3/4 S

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical
.015                 
.38

.500              
12.70

.500              
12.70

CFE 3/4 CFE 3/4 S

.25 
6

.0938 
2

.1875 
5

.016              
.40

.503              
12.77

+.001/-.001 
+.025/-.025

CFE 3/4 B CFE 3/4 SB CFE 3/4 B CFE 3/4 SB

CCFE 3/4 CCFE 3/4 S 10                           
254

CCFE 3/4 CCFE 3/4 S
N/A

CCFE 3/4 B CCFE 3/4 SB CCFE 3/4 B CCFE 3/4 SB

CFH 3/4 CFH 3/4 S

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A 1,660                 
7,384

4,130               
18,370

CFH 3/4 CFH 3/4 S

.25 
6

.0938 
2

.1875 
5

.609              
15.48

.016              
.40

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008 7/16-20 250                    

28 6,400 .08 
.04

CFH 3/4 B CFH 3/4 SB CFH 3/4 B CFH 3/4 SB

CCFH 3/4 CCFH 3/4 S 10                           
254

CCFH 3/4 CCFH 3/4 S
N/A

CCFH 3/4 B CCFH 3/4 SB CCFH 3/4 B CCFH 3/4 SB

CF 7/8 CF 7/8 S

.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A

1,660                 
7,384

2,065               
9,185

CF 7/8 CF 7/8 S

.25 
6

.0938 
2

.1875 
5

.609              
15.48

.016              
.40

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008

3/8-24 95                    
11 5,400 .09 

.04

CF 7/8 B CF 7/8 SB CF 7/8 B CF 7/8 SB

CCF 7/8 CCF 7/8 S 10                           
254

CCF 7/8 CCF 7/8 S
N/A

CCF 7/8 B CCF 7/8 SB CCF 7/8 B CCF 7/8 SB

CFE 7/8 CFE 7/8 S

.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical
.015                 
.38

.500              
12.70

.500              
12.70

CFE 7/8 CFE 7/8 S

.25 
6

.0938 
2

.1875 
5

.016              
.40

.503              
12.77

+.001/-.001 
+.025/-.025

CFE 7/8 B CFE 7/8 SB CFE 7/8 B CFE 7/8 SB

CCFE 7/8 CCFE 7/8 S 10                           
254

CCFE 7/8 CCFE 7/8 S
N/A

CCFE 7/8 B CCFE 7/8 SB CCFE 7/8 B CCFE 7/8 SB

CFH 7/8 CFH 7/8 S

.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A 1,660                 
7,384

4,130               
18,370

CFH 7/8 CFH 7/8 S

.25 
6

.0938 
2

.1875 
5

.609              
15.48

.016              
.40

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008 7/16-20 250                    

28 5,400 .11 
.05

CFH 7/8 B CFH 7/8 SB CFH 7/8 B CFH 7/8 SB

CCFH 7/8 CCFH 7/8 S 10                           
254

CCFH 7/8 CCFH 7/8 S
N/A

CCFH 7/8 B CCFH 7/8 SB CCFH 7/8 B CCFH 7/8 SB

Cam Follower

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-20

CF, CFE, CFH

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 3/4 CF 3/4 S

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A

1,660                 
7,384

2,065               
9,185

CF 3/4 CF 3/4 S

.25 
6

.0938 
2

.1875 
5

.609              
15.48

.016              
.40

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008

3/8-24 95                    
11 6,400 .07 

.03

CF 3/4 B CF 3/4 SB CF 3/4 B CF 3/4 SB

CCF 3/4 CCF 3/4 S 10                           
254

CCF 3/4 CCF 3/4 S
N/A

CCF 3/4 B CCF 3/4 SB CCF 3/4 B CCF 3/4 SB

CFE 3/4 CFE 3/4 S

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical
.015                 
.38

.500              
12.70

.500              
12.70

CFE 3/4 CFE 3/4 S

.25 
6

.0938 
2

.1875 
5

.016              
.40

.503              
12.77

+.001/-.001 
+.025/-.025

CFE 3/4 B CFE 3/4 SB CFE 3/4 B CFE 3/4 SB

CCFE 3/4 CCFE 3/4 S 10                           
254

CCFE 3/4 CCFE 3/4 S
N/A

CCFE 3/4 B CCFE 3/4 SB CCFE 3/4 B CCFE 3/4 SB

CFH 3/4 CFH 3/4 S

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A 1,660                 
7,384

4,130               
18,370

CFH 3/4 CFH 3/4 S

.25 
6

.0938 
2

.1875 
5

.609              
15.48

.016              
.40

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008 7/16-20 250                    

28 6,400 .08 
.04

CFH 3/4 B CFH 3/4 SB CFH 3/4 B CFH 3/4 SB

CCFH 3/4 CCFH 3/4 S 10                           
254

CCFH 3/4 CCFH 3/4 S
N/A

CCFH 3/4 B CCFH 3/4 SB CCFH 3/4 B CCFH 3/4 SB

CF 7/8 CF 7/8 S

.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A

1,660                 
7,384

2,065               
9,185

CF 7/8 CF 7/8 S

.25 
6

.0938 
2

.1875 
5

.609              
15.48

.016              
.40

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008

3/8-24 95                    
11 5,400 .09 

.04

CF 7/8 B CF 7/8 SB CF 7/8 B CF 7/8 SB

CCF 7/8 CCF 7/8 S 10                           
254

CCF 7/8 CCF 7/8 S
N/A

CCF 7/8 B CCF 7/8 SB CCF 7/8 B CCF 7/8 SB

CFE 7/8 CFE 7/8 S

.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical
.015                 
.38

.500              
12.70

.500              
12.70

CFE 7/8 CFE 7/8 S

.25 
6

.0938 
2

.1875 
5

.016              
.40

.503              
12.77

+.001/-.001 
+.025/-.025

CFE 7/8 B CFE 7/8 SB CFE 7/8 B CFE 7/8 SB

CCFE 7/8 CCFE 7/8 S 10                           
254

CCFE 7/8 CCFE 7/8 S
N/A

CCFE 7/8 B CCFE 7/8 SB CCFE 7/8 B CCFE 7/8 SB

CFH 7/8 CFH 7/8 S

.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

.88              
22.2

.031              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A 1,660                 
7,384

4,130               
18,370

CFH 7/8 CFH 7/8 S

.25 
6

.0938 
2

.1875 
5

.609              
15.48

.016              
.40

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008 7/16-20 250                    

28 5,400 .11 
.05

CFH 7/8 B CFH 7/8 SB CFH 7/8 B CFH 7/8 SB

CCFH 7/8 CCFH 7/8 S 10                           
254

CCFH 7/8 CCFH 7/8 S
N/A

CCFH 7/8 B CCFH 7/8 SB CCFH 7/8 B CCFH 7/8 SB

Cam Follower with Eccentric Bushing

For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-21

CF, CFE, CFH

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L
Basic Construction Type: Stud Type Crowned / 

Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1 CF 1 S

1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

1.66              
42.1

Cylindrical

N/A N/A N/A

2,225                 
9,897

3,060               
13,611

CF 1 CF 1 S

.25 
6

.0938 
2

.1875 
5

.781              
19.84

.031              
.79

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008

7/16-20 250                    
28 4,800 .17 

.08

CF 1 B CF 1 SB CF 1 B CF 1 SB

CCF 1 CCF 1 S 12                           
305

CCF 1 CCF 1 S
N/A

CCF 1 B CCF 1 SB CCF 1 B CCF 1 SB

CFE 1 CFE 1 S

1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

1.66              
42.1

Cylindrical
.030                 
.76

.500              
12.70

.625              
15.88

CFE 1 CFE 1 S

.25 
6

.0938 
2

.1875 
5

.031              
.79

.628             
15.95

+.001/-.001 
+.025/-.025

CFE 1 B CFE 1 SB CFE 1 B CFE 1 SB

CCFE 1 CCFE 1 S 12                           
305

CCFE 1 CCFE 1 S
N/A

CCFE 1 B CCFE 1 SB CCFE 1 B CCFE 1 SB

CFH 1 CFH 1 S

1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

1.66              
42.1

Cylindrical

N/A N/A N/A 2,225                 
9,897

6,120               
27,222

CFH 1 CFH 1 S

.25 
6

.0938 
2

.1875 
5

.781              
19.84

.031              
.79

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008 5/8-18 650                    

73 4,800 .20 
.09

CFH 1 B CFH 1 SB CFH 1 B CFH 1 SB

CCFH 1 CCFH 1 S 12                           
305

CCFH 1 CCFH 1 S
N/A

CCFH 1 B CCFH 1 SB CCFH 1 B CCFH 1 SB

CF 1 1/8 CF 1 1/8 S

1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

.031              
.8

Cylindrical

N/A N/A N/A

2,225                 
9,897

3,060               
13,611

CF 1 1/8 CF 1 1/8 S

.25 
6

.0938 
2

.1875 
5

.781              
19.84

.031              
.79

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008

7/16-20 250                    
28 3,400 .19 

.09

CF 1 1/8 B CF 1 1/8 SB CF 1 1/8 B CF 1 1/8 SB

CCF 1 1/8 CCF 1 1/8 S 12                           
305

CCF 1 1/8 CCF 1 1/8 S
N/A

CCF 1 1/8 B CCF 1 1/8 SB CCF 1 1/8 B CCF 1 1/8 SB

CFE 1 1/8 CFE 1 1/8 S

1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

1.66              
42.1

Cylindrical
.030                 
.76

.500              
12.70

.625              
15.88

CFE 1 1/8 CFE 1 1/8 S

.25 
6

.0938 
2

.1875 
5

.031              
.79

.628             
15.95

+.001/-.001 
+.025/-.025

CFE 1 1/8 B CFE 1 1/8 SB CFE 1 1/8 B CFE 1 1/8 SB

CCFE 1 1/8 CCFE 1 1/8 S 12                           
305

CCFE 1 1/8 CCFE 1 1/8 S
N/A

CCFE 1 1/8 B CCFE 1 1/8 SB CCFE 1 1/8 B CCFE 1 1/8 SB

CFH 1 1/8 CFH 1 1/8 S

1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

1.66              
42.1

Cylindrical

N/A N/A N/A 2,225                 
9,897

6,120               
27,222

CFH 1 1/8 CFH 1 1/8 S

.25 
6

.0938 
2

.1875 
5

.781              
19.84

.031              
.79

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008 5/8-18 650                    

73 3,400 .24 
.11

CFH 1 1/8 B CFH 1 1/8 SB CFH 1 1/8 B CFH 1 1/8 SB

CCFH 1 1/8 CCFH 1 1/8 S 12                           
305

CCFH 1 1/8 CCFH 1 1/8 S
N/A

CCFH 1 1/8 B CCFH 1 1/8 SB CCFH 1 1/8 B CCFH 1 1/8 SB

Cam Follower

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-22

CF, CFE, CFH

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1 CF 1 S

1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

1.66              
42.1

Cylindrical

N/A N/A N/A

2,225                 
9,897

3,060               
13,611

CF 1 CF 1 S

.25 
6

.0938 
2

.1875 
5

.781              
19.84

.031              
.79

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008

7/16-20 250                    
28 4,800 .17 

.08

CF 1 B CF 1 SB CF 1 B CF 1 SB

CCF 1 CCF 1 S 12                           
305

CCF 1 CCF 1 S
N/A

CCF 1 B CCF 1 SB CCF 1 B CCF 1 SB

CFE 1 CFE 1 S

1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

1.66              
42.1

Cylindrical
.030                 
.76

.500              
12.70

.625              
15.88

CFE 1 CFE 1 S

.25 
6

.0938 
2

.1875 
5

.031              
.79

.628             
15.95

+.001/-.001 
+.025/-.025

CFE 1 B CFE 1 SB CFE 1 B CFE 1 SB

CCFE 1 CCFE 1 S 12                           
305

CCFE 1 CCFE 1 S
N/A

CCFE 1 B CCFE 1 SB CCFE 1 B CCFE 1 SB

CFH 1 CFH 1 S

1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

1.66              
42.1

Cylindrical

N/A N/A N/A 2,225                 
9,897

6,120               
27,222

CFH 1 CFH 1 S

.25 
6

.0938 
2

.1875 
5

.781              
19.84

.031              
.79

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008 5/8-18 650                    

73 4,800 .20 
.09

CFH 1 B CFH 1 SB CFH 1 B CFH 1 SB

CCFH 1 CCFH 1 S 12                           
305

CCFH 1 CCFH 1 S
N/A

CCFH 1 B CCFH 1 SB CCFH 1 B CCFH 1 SB

CF 1 1/8 CF 1 1/8 S

1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

.031              
.8

Cylindrical

N/A N/A N/A

2,225                 
9,897

3,060               
13,611

CF 1 1/8 CF 1 1/8 S

.25 
6

.0938 
2

.1875 
5

.781              
19.84

.031              
.79

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008

7/16-20 250                    
28 3,400 .19 

.09

CF 1 1/8 B CF 1 1/8 SB CF 1 1/8 B CF 1 1/8 SB

CCF 1 1/8 CCF 1 1/8 S 12                           
305

CCF 1 1/8 CCF 1 1/8 S
N/A

CCF 1 1/8 B CCF 1 1/8 SB CCF 1 1/8 B CCF 1 1/8 SB

CFE 1 1/8 CFE 1 1/8 S

1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

1.66              
42.1

Cylindrical
.030                 
.76

.500              
12.70

.625              
15.88

CFE 1 1/8 CFE 1 1/8 S

.25 
6

.0938 
2

.1875 
5

.031              
.79

.628             
15.95

+.001/-.001 
+.025/-.025

CFE 1 1/8 B CFE 1 1/8 SB CFE 1 1/8 B CFE 1 1/8 SB

CCFE 1 1/8 CCFE 1 1/8 S 12                           
305

CCFE 1 1/8 CCFE 1 1/8 S
N/A

CCFE 1 1/8 B CCFE 1 1/8 SB CCFE 1 1/8 B CCFE 1 1/8 SB

CFH 1 1/8 CFH 1 1/8 S

1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.00              
25.4

.031              
.8

.50              
12.7

1.66              
42.1

Cylindrical

N/A N/A N/A 2,225                 
9,897

6,120               
27,222

CFH 1 1/8 CFH 1 1/8 S

.25 
6

.0938 
2

.1875 
5

.781              
19.84

.031              
.79

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008 5/8-18 650                    

73 3,400 .24 
.11

CFH 1 1/8 B CFH 1 1/8 SB CFH 1 1/8 B CFH 1 1/8 SB

CCFH 1 1/8 CCFH 1 1/8 S 12                           
305

CCFH 1 1/8 CCFH 1 1/8 S
N/A

CCFH 1 1/8 B CCFH 1 1/8 SB CCFH 1 1/8 B CCFH 1 1/8 SB

Cam Follower with Eccentric Bushing

For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-23

CF, CFE, CFH

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L
Basic Construction Type: Stud Type Crowned / 

Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1 1/4 CF 1 1/4 S

1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A

3,930                 
17,481

4,250               
18,904

CF 1 1/4 CF 1 1/4 S

.3125              
8

.0938 
2

.1875 
5

.984              
25.00

.031              
.79

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008

1/2-20 350                    
40 3,100 .30 

.14

CF 1 1/4 B CF 1 1/4 SB CF 1 1/4 B CF 1 1/4 SB

CCF 1 1/4 CCF 1 1/4 S 14                           
356

CCF 1 1/4 CCF 1 1/4 S
N/A

CCF 1 1/4 B CCF 1 1/4 SB CCF 1 1/4 B CCF 1 1/4 SB

CFE 1 1/4 CFE 1 1/4 S

1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical
.030                 
.76

.625              
15.88

.687              
17.45

CFE 1 1/4 CFE 1 1/4 S

.3125              
8

.0938 
2

.1875 
5

.031              
.79

.690             
17.52

+.001/-.001 
+.025/-.025

CFE 1 1/4 B CFE 1 1/4 SB CFE 1 1/4 B CFE 1 1/4 SB

CCFE 1 1/4 CCFE 1 1/4 S 14                           
356

CCFE 1 1/4 CCFE 1 1/4 S
N/A

CCFE 1 1/4 B CCFE 1 1/4 SB CCFE 1 1/4 B CCFE 1 1/4 SB

CFH 1 1/4 CFH 1 1/4 S

1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A 3,930                 
17,481

8,500               
37,808

CFH 1 1/4 CFH 1 1/4 S

.3125              
8

.0938 
2

.1875 
5

.984              
25.00

.031              
.79

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008 3/4-16 1,250                    

141 3,100 .38 
.17

CFH 1 1/4 B CFH 1 1/4 SB CFH 1 1/4 B CFH 1 1/4 SB

CCFH 1 1/4 CCFH 1 1/4 S 14                           
356

CCFH 1 1/4 CCFH 1 1/4 S
N/A

CCFH 1 1/4 B CCFH 1 1/4 SB CCFH 1 1/4 B CCFH 1 1/4 SB

CF 1 3/8 CF 1 3/8 S

1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A

3,930                 
17,481

4,250               
18,904

CF 1 3/8 CF 1 3/8 S

.3125              
8

.0938 
2

.1875 
5

.984              
25.00

.047              
1.19

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008

1/2-20 350                    
40 2,800 .35 

.16

CF 1 3/8 B CF 1 3/8 SB CF 1 3/8 B CF 1 3/8 SB

CCF 1 3/8 CCF 1 3/8 S 14                           
356

CCF 1 3/8 CCF 1 3/8 S
N/A

CCF 1 3/8 B CCF 1 3/8 SB CCF 1 3/8 B CCF 1 3/8 SB

CFE 1 3/8 CFE 1 3/8 S

1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical
.030                 
.76

.625              
15.88

.687              
17.45

CFE 1 3/8 CFE 1 3/8 S

.3125              
8

.0938 
2

.1875 
5

.047              
1.19

.690             
17.52

+.001/-.001 
+.025/-.025

CFE 1 3/8 B CFE 1 3/8 SB CFE 1 3/8 B CFE 1 3/8 SB

CCFE 1 3/8 CCFE 1 3/8 S 14                           
356

CCFE 1 3/8 CCFE 1 3/8 S
N/A

CCFE 1 3/8 B CCFE 1 3/8 SB CCFE 1 3/8 B CCFE 1 3/8 SB

CFH 1 3/8 CFH 1 3/8 S

1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A 3,930                 
17,481

8,500               
37,808

CFH 1 3/8 CFH 1 3/8 S

.3125              
8

.0938 
2

.1875 
5

.984              
25.00

.047              
1.19

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008 3/4-16 1,250                    

141 2,800 .44 
.19

CFH 1 3/8 B CFH 1 3/8 SB CFH 1 3/8 B CFH 1 3/8 SB

CCFH 1 3/8 CCFH 1 3/8 S 14                           
356

CCFH 1 3/8 CCFH 1 3/8 S
N/A

CCFH 1 3/8 B CCFH 1 3/8 SB CCFH 1 3/8 B CCFH 1 3/8 SB

Cam Follower

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-24

CF, CFE, CFH

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1 1/4 CF 1 1/4 S

1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A

3,930                 
17,481

4,250               
18,904

CF 1 1/4 CF 1 1/4 S

.3125              
8

.0938 
2

.1875 
5

.984              
25.00

.031              
.79

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008

1/2-20 350                    
40 3,100 .30 

.14

CF 1 1/4 B CF 1 1/4 SB CF 1 1/4 B CF 1 1/4 SB

CCF 1 1/4 CCF 1 1/4 S 14                           
356

CCF 1 1/4 CCF 1 1/4 S
N/A

CCF 1 1/4 B CCF 1 1/4 SB CCF 1 1/4 B CCF 1 1/4 SB

CFE 1 1/4 CFE 1 1/4 S

1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical
.030                 
.76

.625              
15.88

.687              
17.45

CFE 1 1/4 CFE 1 1/4 S

.3125              
8

.0938 
2

.1875 
5

.031              
.79

.690             
17.52

+.001/-.001 
+.025/-.025

CFE 1 1/4 B CFE 1 1/4 SB CFE 1 1/4 B CFE 1 1/4 SB

CCFE 1 1/4 CCFE 1 1/4 S 14                           
356

CCFE 1 1/4 CCFE 1 1/4 S
N/A

CCFE 1 1/4 B CCFE 1 1/4 SB CCFE 1 1/4 B CCFE 1 1/4 SB

CFH 1 1/4 CFH 1 1/4 S

1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A 3,930                 
17,481

8,500               
37,808

CFH 1 1/4 CFH 1 1/4 S

.3125              
8

.0938 
2

.1875 
5

.984              
25.00

.031              
.79

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008 3/4-16 1,250                    

141 3,100 .38 
.17

CFH 1 1/4 B CFH 1 1/4 SB CFH 1 1/4 B CFH 1 1/4 SB

CCFH 1 1/4 CCFH 1 1/4 S 14                           
356

CCFH 1 1/4 CCFH 1 1/4 S
N/A

CCFH 1 1/4 B CCFH 1 1/4 SB CCFH 1 1/4 B CCFH 1 1/4 SB

CF 1 3/8 CF 1 3/8 S

1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A

3,930                 
17,481

4,250               
18,904

CF 1 3/8 CF 1 3/8 S

.3125              
8

.0938 
2

.1875 
5

.984              
25.00

.047              
1.19

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008

1/2-20 350                    
40 2,800 .35 

.16

CF 1 3/8 B CF 1 3/8 SB CF 1 3/8 B CF 1 3/8 SB

CCF 1 3/8 CCF 1 3/8 S 14                           
356

CCF 1 3/8 CCF 1 3/8 S
N/A

CCF 1 3/8 B CCF 1 3/8 SB CCF 1 3/8 B CCF 1 3/8 SB

CFE 1 3/8 CFE 1 3/8 S

1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical
.030                 
.76

.625              
15.88

.687              
17.45

CFE 1 3/8 CFE 1 3/8 S

.3125              
8

.0938 
2

.1875 
5

.047              
1.19

.690             
17.52

+.001/-.001 
+.025/-.025

CFE 1 3/8 B CFE 1 3/8 SB CFE 1 3/8 B CFE 1 3/8 SB

CCFE 1 3/8 CCFE 1 3/8 S 14                           
356

CCFE 1 3/8 CCFE 1 3/8 S
N/A

CCFE 1 3/8 B CCFE 1 3/8 SB CCFE 1 3/8 B CCFE 1 3/8 SB

CFH 1 3/8 CFH 1 3/8 S

1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.25              
31.8

.031              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A 3,930                 
17,481

8,500               
37,808

CFH 1 3/8 CFH 1 3/8 S

.3125              
8

.0938 
2

.1875 
5

.984              
25.00

.047              
1.19

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008 3/4-16 1,250                    

141 2,800 .44 
.19

CFH 1 3/8 B CFH 1 3/8 SB CFH 1 3/8 B CFH 1 3/8 SB

CCFH 1 3/8 CCFH 1 3/8 S 14                           
356

CCFH 1 3/8 CCFH 1 3/8 S
N/A

CCFH 1 3/8 B CCFH 1 3/8 SB CCFH 1 3/8 B CCFH 1 3/8 SB

Cam Follower with Eccentric Bushing

For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-25

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L

CF, CFE, CFH

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1 1/2 CF 1 1/2 S

1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A

4,840                 
21,528

5,640               
25,087

CF 1 1/2 CF 1 1/2 S

.375              
10

.0938 
2

.1875 
5

1.094              
27.78

.063              
1.59

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008

5/8-18 650                    
73 2,500 .53 

.24

CF 1 1/2 B CF 1 1/2 SB CF 1 1/2 B CF 1 1/2 SB

CCF 1 1/2 CCF 1 1/2 S 20                           
508

CCF 1 1/2 CCF 1 1/2 S
N/A

CCF 1 1/2 B CCF 1 1/2 SB CCF 1 1/2 B CCF 1 1/2 SB

CFE 1 1/2 CFE 1 1/2 S

1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical
.030                 
.76

.750              
19.05

875              
22.23

CFE 1 1/2 CFE 1 1/2 S

.375              
10

.0938 
2

.1875 
5

.063              
1.59

.878              
22.30

+.001/-.001 
+.025/-.025

CFE 1 1/2 B CFE 1 1/2 SB CFE 1 1/2 B CFE 1 1/2 SB

CCFE 1 1/2 CCFE 1 1/2 S 20                           
508

CCFE 1 1/2 CCFE 1 1/2 S
N/A

CCFE 1 1/2 B CCFE 1 1/2 SB CCFE 1 1/2 B CCFE 1 1/2 SB

CFH 1 1/2 CFH 1 1/2 S

1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A 4,840                 
21,528

11,280               
50,173

CFH 1 1/2 CFH 1 1/2 S

.375              
10

.0938 
2

.1875 
5

1.094              
27.78

.063              
1.59

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008 7/8-14 1,500                    

170 2,500 .69 
.31

CFH 1 1/2 B CFH 1 1/2 SB CFH 1 1/2 B CFH 1 1/2 SB

CCFH 1 1/2 CCFH 1 1/2 S 20                           
508

CCFH 1 1/2 CCFH 1 1/2 S
N/A

CCFH 1 1/2 B CCFH 1 1/2 SB CCFH 1 1/2 B CCFH 1 1/2 SB

CF 1 5/8 CF 1 5/8 S

1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A

4,840                 
21,528

5,640               
25,087

CF 1 5/8 CF 1 5/8 S

.375              
10

.0938 
2

.1875 
5

1.094              
27.78

.063              
1.59

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008

5/8-18 650                    
73 2,350 .60 

.27

CF 1 5/8 B CF 1 5/8 SB CF 1 5/8 B CF 1 5/8 SB

CCF 1 5/8 CCF 1 5/8 S 20                           
508

CCF 1 5/8 CCF 1 5/8 S
N/A

CCF 1 5/8 B CCF 1 5/8 SB CCF 1 5/8 B CCF 1 5/8 SB

CFE 1 5/8 CFE 1 5/8 S

1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical
.030                 
.76

.750              
19.05

.875              
22.23

CFE 1 5/8 CFE 1 5/8 S

.375              
10

.0938 
2

.1875 
5

.063              
1.59

.878              
22.30

+.001/-.001 
+.025/-.025

CFE 1 5/8 B CFE 1 5/8 SB CFE 1 5/8 B CFE 1 5/8 SB

CCFE 1 5/8 CCFE 1 5/8 S 20                           
508

CCFE 1 5/8 CCFE 1 5/8 S
N/A

CCFE 1 5/8 B CCFE 1 5/8 SB CCFE 1 5/8 B CCFE 1 5/8 SB

CFH 1 5/8 CFH 1 5/8 S

1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A 4,840                 
21,528

11,280               
50,173

CFH 1 5/8 CFH 1 5/8 S

.375              
10

.0938 
2

.1875 
5

1.094              
27.78

.063              
1.59

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008 7/8-14 1,500                    

170 2,350 .75 
.34

CFH 1 5/8 B CFH 1 5/8 SB CFH 1 5/8 B CFH 1 5/8 SB

CCFH 1 5/8 CCFH 1 5/8 S 20                           
508

CCFH 1 5/8 CCFH 1 5/8 S
N/A

CCFH 1 5/8 B CCFH 1 5/8 SB CCFH 1 5/8 B CCFH 1 5/8 SB

Cam Follower

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-26

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

CF, CFE, CFH
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1 1/2 CF 1 1/2 S

1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A

4,840                 
21,528

5,640               
25,087

CF 1 1/2 CF 1 1/2 S

.375              
10

.0938 
2

.1875 
5

1.094              
27.78

.063              
1.59

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008

5/8-18 650                    
73 2,500 .53 

.24

CF 1 1/2 B CF 1 1/2 SB CF 1 1/2 B CF 1 1/2 SB

CCF 1 1/2 CCF 1 1/2 S 20                           
508

CCF 1 1/2 CCF 1 1/2 S
N/A

CCF 1 1/2 B CCF 1 1/2 SB CCF 1 1/2 B CCF 1 1/2 SB

CFE 1 1/2 CFE 1 1/2 S

1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical
.030                 
.76

.750              
19.05

875              
22.23

CFE 1 1/2 CFE 1 1/2 S

.375              
10

.0938 
2

.1875 
5

.063              
1.59

.878              
22.30

+.001/-.001 
+.025/-.025

CFE 1 1/2 B CFE 1 1/2 SB CFE 1 1/2 B CFE 1 1/2 SB

CCFE 1 1/2 CCFE 1 1/2 S 20                           
508

CCFE 1 1/2 CCFE 1 1/2 S
N/A

CCFE 1 1/2 B CCFE 1 1/2 SB CCFE 1 1/2 B CCFE 1 1/2 SB

CFH 1 1/2 CFH 1 1/2 S

1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A 4,840                 
21,528

11,280               
50,173

CFH 1 1/2 CFH 1 1/2 S

.375              
10

.0938 
2

.1875 
5

1.094              
27.78

.063              
1.59

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008 7/8-14 1,500                    

170 2,500 .69 
.31

CFH 1 1/2 B CFH 1 1/2 SB CFH 1 1/2 B CFH 1 1/2 SB

CCFH 1 1/2 CCFH 1 1/2 S 20                           
508

CCFH 1 1/2 CCFH 1 1/2 S
N/A

CCFH 1 1/2 B CCFH 1 1/2 SB CCFH 1 1/2 B CCFH 1 1/2 SB

CF 1 5/8 CF 1 5/8 S

1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A

4,840                 
21,528

5,640               
25,087

CF 1 5/8 CF 1 5/8 S

.375              
10

.0938 
2

.1875 
5

1.094              
27.78

.063              
1.59

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008

5/8-18 650                    
73 2,350 .60 

.27

CF 1 5/8 B CF 1 5/8 SB CF 1 5/8 B CF 1 5/8 SB

CCF 1 5/8 CCF 1 5/8 S 20                           
508

CCF 1 5/8 CCF 1 5/8 S
N/A

CCF 1 5/8 B CCF 1 5/8 SB CCF 1 5/8 B CCF 1 5/8 SB

CFE 1 5/8 CFE 1 5/8 S

1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical
.030                 
.76

.750              
19.05

.875              
22.23

CFE 1 5/8 CFE 1 5/8 S

.375              
10

.0938 
2

.1875 
5

.063              
1.59

.878              
22.30

+.001/-.001 
+.025/-.025

CFE 1 5/8 B CFE 1 5/8 SB CFE 1 5/8 B CFE 1 5/8 SB

CCFE 1 5/8 CCFE 1 5/8 S 20                           
508

CCFE 1 5/8 CCFE 1 5/8 S
N/A

CCFE 1 5/8 B CCFE 1 5/8 SB CCFE 1 5/8 B CCFE 1 5/8 SB

CFH 1 5/8 CFH 1 5/8 S

1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

1.50              
38.1

.031              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A 4,840                 
21,528

11,280               
50,173

CFH 1 5/8 CFH 1 5/8 S

.375              
10

.0938 
2

.1875 
5

1.094              
27.78

.063              
1.59

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008 7/8-14 1,500                    

170 2,350 .75 
.34

CFH 1 5/8 B CFH 1 5/8 SB CFH 1 5/8 B CFH 1 5/8 SB

CCFH 1 5/8 CCFH 1 5/8 S 20                           
508

CCFH 1 5/8 CCFH 1 5/8 S
N/A

CCFH 1 5/8 B CCFH 1 5/8 SB CCFH 1 5/8 B CCFH 1 5/8 SB

Cam Follower with Eccentric Bushing

For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-27

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L

CF, CFE, CFH

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1 3/4 CF 1 3/4 S

1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A

6,385                 
28,400

7,920               
35,228

CF 1 3/4 CF 1 3/4 S

.4375              
11

.125 
3

.1875 
5

1.250              
31.75

.063              
1.59

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008

3/4-16 1,250                    
141 2,200 .84 

.38

CF 1 3/4 B CF 1 3/4 SB CF 1 3/4 B CF 1 3/4 SB

CCF 1 3/4 CCF 1 3/4 S 20                           
508

CCF 1 3/4 CCF 1 3/4 S
N/A

CCF 1 3/4 B CCF 1 3/4 SB CCF 1 3/4 B CCF 1 3/4 SB

CFE 1 3/4 CFE 1 3/4 S

1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical
.030                 
.76

.875              
22.23

1.000              
25.40

CFE 1 3/4 CFE 1 3/4 S

.4375              
11

.125 
3

.1875 
5

.063              
1.59

1.003 
25.47

+.001/-.001 
+.025/-.025

CFE 1 3/4 B CFE 1 3/4 SB CFE 1 3/4 B CFE 1 3/4 SB

CCFE 1 3/4 CCFE 1 3/4 S 20                           
508

CCFE 1 3/4 CCFE 1 3/4 S
N/A

CCFE 1 3/4 B CCFE 1 3/4 SB CCFE 1 3/4 B CCFE 1 3/4 SB

CFH 1 3/4 CFH 1 3/4 S

1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A 6,385                 
28,400

15,840               
70,456

CFH 1 3/4 CFH 1 3/4 S

.4375              
11

.125 
3

.1875 
5

1.250              
31.75

.063              
1.59

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008 1-14 2,250                    

254 2,200 1.00 
.45

CFH 1 3/4 B CFH 1 3/4 SB CFH 1 3/4 B CFH 1 3/4 SB

CCFH 1 3/4 CCFH 1 3/4 S 20                           
508

CCFH 1 3/4 CCFH 1 3/4 S
N/A

CCFH 1 3/4 B CCFH 1 3/4 SB CCFH 1 3/4 B CCFH 1 3/4 SB

CF 1 7/8 CF 1 7/8 S

1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A

6,385                 
28,400

7,920               
35,228

CF 1 7/8 CF 1 7/8 S

.4375              
11

.125 
3

.1875 
5

1.250              
31.75

.063              
1.59

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008

3/4-16 1,250                    
141 2,000 .95 

.43

CF 1 7/8 B CF 1 7/8 SB CF 1 7/8 B CF 1 7/8 SB

CCF 1 7/8 CCF 1 7/8 S 20                           
508

CCF 1 7/8 CCF 1 7/8 S
N/A

CCF 1 7/8 B CCF 1 7/8 SB CCF 1 7/8 B CCF 1 7/8 SB

CFE 1 7/8 CFE 1 7/8 S

1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical
.030                 
.76

.875              
22.24

1.000              
25.40

CFE 1 7/8 CFE 1 7/8 S

.4375              
11

.125 
3

.1875 
5

.063              
1.59

1.003 
25.47

+.001/-.001 
+.025/-.025

CFE 1 7/8 B CFE 1 7/8 SB CFE 1 7/8 B CFE 1 7/8 SB

CCFE 1 7/8 CCFE 1 7/8 S 20                           
508

CCFE 1 7/8 CCFE 1 7/8 S
N/A

CCFE 1 7/8 B CCFE 1 7/8 SB CCFE 1 7/8 B CCFE 1 7/8 SB

CFH 1 7/8 CFH 1 7/8 S

1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A 6,385                 
28,400

15,840               
70,456

CFH 1 7/8 CFH 1 7/8 S

.4375              
11

.125 
3

.1875 
5

1.250              
31.75

.063              
1.59

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008 1-14 2,250                    

254 2,000 1.15 
.52

CFH 1 7/8 B CFH 1 7/8 SB CFH 1 7/8 B CFH 1 7/8 SB

CCFH 1 7/8 CCFH 1 7/8 S 20                           
508

CCFH 1 7/8 CCFH 1 7/8 S
N/A

CCFH 1 7/8 B CCFH 1 7/8 SB CCFH 1 7/8 B CCFH 1 7/8 SB

Cam Follower

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-28

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

CF, CFE, CFH
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1 3/4 CF 1 3/4 S

1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A

6,385                 
28,400

7,920               
35,228

CF 1 3/4 CF 1 3/4 S

.4375              
11

.125 
3

.1875 
5

1.250              
31.75

.063              
1.59

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008

3/4-16 1,250                    
141 2,200 .84 

.38

CF 1 3/4 B CF 1 3/4 SB CF 1 3/4 B CF 1 3/4 SB

CCF 1 3/4 CCF 1 3/4 S 20                           
508

CCF 1 3/4 CCF 1 3/4 S
N/A

CCF 1 3/4 B CCF 1 3/4 SB CCF 1 3/4 B CCF 1 3/4 SB

CFE 1 3/4 CFE 1 3/4 S

1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical
.030                 
.76

.875              
22.23

1.000              
25.40

CFE 1 3/4 CFE 1 3/4 S

.4375              
11

.125 
3

.1875 
5

.063              
1.59

1.003 
25.47

+.001/-.001 
+.025/-.025

CFE 1 3/4 B CFE 1 3/4 SB CFE 1 3/4 B CFE 1 3/4 SB

CCFE 1 3/4 CCFE 1 3/4 S 20                           
508

CCFE 1 3/4 CCFE 1 3/4 S
N/A

CCFE 1 3/4 B CCFE 1 3/4 SB CCFE 1 3/4 B CCFE 1 3/4 SB

CFH 1 3/4 CFH 1 3/4 S

1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A 6,385                 
28,400

15,840               
70,456

CFH 1 3/4 CFH 1 3/4 S

.4375              
11

.125 
3

.1875 
5

1.250              
31.75

.063              
1.59

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008 1-14 2,250                    

254 2,200 1.00 
.45

CFH 1 3/4 B CFH 1 3/4 SB CFH 1 3/4 B CFH 1 3/4 SB

CCFH 1 3/4 CCFH 1 3/4 S 20                           
508

CCFH 1 3/4 CCFH 1 3/4 S
N/A

CCFH 1 3/4 B CCFH 1 3/4 SB CCFH 1 3/4 B CCFH 1 3/4 SB

CF 1 7/8 CF 1 7/8 S

1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A

6,385                 
28,400

7,920               
35,228

CF 1 7/8 CF 1 7/8 S

.4375              
11

.125 
3

.1875 
5

1.250              
31.75

.063              
1.59

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008

3/4-16 1,250                    
141 2,000 .95 

.43

CF 1 7/8 B CF 1 7/8 SB CF 1 7/8 B CF 1 7/8 SB

CCF 1 7/8 CCF 1 7/8 S 20                           
508

CCF 1 7/8 CCF 1 7/8 S
N/A

CCF 1 7/8 B CCF 1 7/8 SB CCF 1 7/8 B CCF 1 7/8 SB

CFE 1 7/8 CFE 1 7/8 S

1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical
.030                 
.76

.875              
22.24

1.000              
25.40

CFE 1 7/8 CFE 1 7/8 S

.4375              
11

.125 
3

.1875 
5

.063              
1.59

1.003 
25.47

+.001/-.001 
+.025/-.025

CFE 1 7/8 B CFE 1 7/8 SB CFE 1 7/8 B CFE 1 7/8 SB

CCFE 1 7/8 CCFE 1 7/8 S 20                           
508

CCFE 1 7/8 CCFE 1 7/8 S
N/A

CCFE 1 7/8 B CCFE 1 7/8 SB CCFE 1 7/8 B CCFE 1 7/8 SB

CFH 1 7/8 CFH 1 7/8 S

1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

1.75              
44.5

.031              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A 6,385                 
28,400

15,840               
70,456

CFH 1 7/8 CFH 1 7/8 S

.4375              
11

.125 
3

.1875 
5

1.250              
31.75

.063              
1.59

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008 1-14 2,250                    

254 2,000 1.15 
.52

CFH 1 7/8 B CFH 1 7/8 SB CFH 1 7/8 B CFH 1 7/8 SB

CCFH 1 7/8 CCFH 1 7/8 S 20                           
508

CCFH 1 7/8 CCFH 1 7/8 S
N/A

CCFH 1 7/8 B CCFH 1 7/8 SB CCFH 1 7/8 B CCFH 1 7/8 SB

Cam Follower with Eccentric Bushing

For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-29

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L

CF, CFE, CFH

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 2 CF 2 S

2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical

N/A N/A N/A

8,090                 
35,984

10,570               
47,015

CF 2 CF 2 S

.50 
13

.125 
3

.1875 
5

1.406              
35.72

.094              
2.38

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008

7/8-14 1,500                    
170 1,400 1.36 

.62

CF 2 B CF 2 SB CF 2 B CF 2 SB

CCF 2 CCF 2 S 24                           
610

CCF 2 CCF 2 S
N/A

CCF 2 B CCF 2 SB CCF 2 B CCF 2 SB

CFE 2 CFE 2 S

2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical
.030                 
.76

1.000              
25.40

1.187              
30.15

CFE 2 CFE 2 S

.50 
13

.125 
3

.1875 
5

.094              
2.38

1.190             
30.22

+.001/-.001 
+.025/-.025

CFE 2 B CFE 2 SB CFE 2 B CFE 2 SB

CCFE 2 CCFE 2 S 24                           
610

CCFE 2 CCFE 2 S
N/A

CCFE 2 B CCFE 2 SB CCFE 2 B CCFE 2 SB

CFH 2 CFH 2 S

2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

1.125              
28.58

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical

N/A N/A N/A 8,090                 
35,984

21,140               
94,031

CFH 2 CFH 2 S

.50 
13

.125 
3

.1875 
5

1.406              
35.72

.094              
2.38

1.1253              
28.583

+.0002/-.0003 
+.0005/-.0008 1 1/8-12 2,800                    

316 1,400 1.56 
.71

CFH 2 B CFH 2 SB CFH 2 B CFH 2 SB

CCFH 2 CCFH 2 S 24                           
610

CCFH 2 CCFH 2 S
N/A

CCFH 2 B CCFH 2 SB CCFH 2 B CCFH 2 SB

CF 2 1/4 CF 2 1/4 S

2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical

N/A N/A N/A

8,090                 
35,984

10,570               
47,015

CF 2 1/4 CF 2 1/4 S

.50 
13

.125 
3

.1875 
5

1.406              
35.72

.094              
2.38

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008

7/8-14 1,500                    
170 1,300 1.65 

.75

CF 2 1/4 B CF 2 1/4 SB CF 2 1/4 B CF 2 1/4 SB

CCF 2 1/4 CCF 2 1/4 S 24                           
610

CCF 2 1/4 CCF 2 1/4 S
N/A

CCF 2 1/4 B CCF 2 1/4 SB CCF 2 1/4 B CCF 2 1/4 SB

CFE 2 1/4 CFE 2 1/4 S

2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical
.030                 
.76

1.000              
25.40

1.187              
30.15

CFE 2 1/4 CFE 2 1/4 S

.50 
13

.125 
3

.1875 
5

.094              
2.38

1.190             
30.22

+.001/-.001 
+.025/-.025

CFE 2 1/4 B CFE 2 1/4 SB CFE 2 1/4 B CFE 2 1/4 SB

CCFE 2 1/4 CCFE 2 1/4 S 24                           
610

CCFE 2 1/4 CCFE 2 1/4 S
N/A

CCFE 2 1/4 B CCFE 2 1/4 SB CCFE 2 1/4 B CCFE 2 1/4 SB

CFH 2 1/4 CFH 2 1/4 S

2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

1.125              
28.58

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical

N/A N/A N/A 8,090                 
35,984

21,140               
94,031

CFH 2 1/4 CFH 2 1/4 S

.50 
13

.125 
3

.1875 
5

1.406              
35.72

.094              
2.38

1.1253              
28.583

+.0002/-.0003 
+.0005/-.0008 1 1/8-12 2,800                    

316 1,300 1.88 
.85

CFH 2 1/4 B CFH 2 1/4 SB CFH 2 1/4 B CFH 2 1/4 SB

CCFH 2 1/4 CCFH 2 1/4 S 24                           
610

CCFH 2 1/4 CCFH 2 1/4 S
N/A

CCFH 2 1/4 B CCFH 2 1/4 SB CCFH 2 1/4 B CCFH 2 1/4 SB

Cam Follower

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-30

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

CF, CFE, CFH
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 2 CF 2 S

2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical

N/A N/A N/A

8,090                 
35,984

10,570               
47,015

CF 2 CF 2 S

.50 
13

.125 
3

.1875 
5

1.406              
35.72

.094              
2.38

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008

7/8-14 1,500                    
170 1,400 1.36 

.62

CF 2 B CF 2 SB CF 2 B CF 2 SB

CCF 2 CCF 2 S 24                           
610

CCF 2 CCF 2 S
N/A

CCF 2 B CCF 2 SB CCF 2 B CCF 2 SB

CFE 2 CFE 2 S

2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical
.030                 
.76

1.000              
25.40

1.187              
30.15

CFE 2 CFE 2 S

.50 
13

.125 
3

.1875 
5

.094              
2.38

1.190             
30.22

+.001/-.001 
+.025/-.025

CFE 2 B CFE 2 SB CFE 2 B CFE 2 SB

CCFE 2 CCFE 2 S 24                           
610

CCFE 2 CCFE 2 S
N/A

CCFE 2 B CCFE 2 SB CCFE 2 B CCFE 2 SB

CFH 2 CFH 2 S

2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

1.125              
28.58

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical

N/A N/A N/A 8,090                 
35,984

21,140               
94,031

CFH 2 CFH 2 S

.50 
13

.125 
3

.1875 
5

1.406              
35.72

.094              
2.38

1.1253              
28.583

+.0002/-.0003 
+.0005/-.0008 1 1/8-12 2,800                    

316 1,400 1.56 
.71

CFH 2 B CFH 2 SB CFH 2 B CFH 2 SB

CCFH 2 CCFH 2 S 24                           
610

CCFH 2 CCFH 2 S
N/A

CCFH 2 B CCFH 2 SB CCFH 2 B CCFH 2 SB

CF 2 1/4 CF 2 1/4 S

2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical

N/A N/A N/A

8,090                 
35,984

10,570               
47,015

CF 2 1/4 CF 2 1/4 S

.50 
13

.125 
3

.1875 
5

1.406              
35.72

.094              
2.38

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008

7/8-14 1,500                    
170 1,300 1.65 

.75

CF 2 1/4 B CF 2 1/4 SB CF 2 1/4 B CF 2 1/4 SB

CCF 2 1/4 CCF 2 1/4 S 24                           
610

CCF 2 1/4 CCF 2 1/4 S
N/A

CCF 2 1/4 B CCF 2 1/4 SB CCF 2 1/4 B CCF 2 1/4 SB

CFE 2 1/4 CFE 2 1/4 S

2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical
.030                 
.76

1.000              
25.40

1.187              
30.15

CFE 2 1/4 CFE 2 1/4 S

.50 
13

.125 
3

.1875 
5

.094              
2.38

1.190             
30.22

+.001/-.001 
+.025/-.025

CFE 2 1/4 B CFE 2 1/4 SB CFE 2 1/4 B CFE 2 1/4 SB

CCFE 2 1/4 CCFE 2 1/4 S 24                           
610

CCFE 2 1/4 CCFE 2 1/4 S
N/A

CCFE 2 1/4 B CCFE 2 1/4 SB CCFE 2 1/4 B CCFE 2 1/4 SB

CFH 2 1/4 CFH 2 1/4 S

2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

+0 / -.005 
+0 / -.13

1.125              
28.58

+.001/-0 
+.03/-0

2.00              
50.8

.031              
.8

1.00             
25.4

3.28              
83.3

Cylindrical

N/A N/A N/A 8,090                 
35,984

21,140               
94,031

CFH 2 1/4 CFH 2 1/4 S

.50 
13

.125 
3

.1875 
5

1.406              
35.72

.094              
2.38

1.1253              
28.583

+.0002/-.0003 
+.0005/-.0008 1 1/8-12 2,800                    

316 1,300 1.88 
.85

CFH 2 1/4 B CFH 2 1/4 SB CFH 2 1/4 B CFH 2 1/4 SB

CCFH 2 1/4 CCFH 2 1/4 S 24                           
610

CCFH 2 1/4 CCFH 2 1/4 S
N/A

CCFH 2 1/4 B CCFH 2 1/4 SB CCFH 2 1/4 B CCFH 2 1/4 SB

Cam Follower with Eccentric Bushing

For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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Inch Cam Follower Bearings

B-31

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L

CF, CFE, CFH

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 2 1/2 CF 2 1/2 S

2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical

N/A N/A N/A

11,720                 
52,131

16,450               
73,170

CF 2 1/2 CF 2 1/2 S

.5625              
14

.125 
3

.1875 
5

1.688              
42.86

.094              
2.38

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008

1-14 2,250                    
254 1,100 2.50 

1.13

CF 2 1/2 B CF 2 1/2 SB CF 2 1/2 B CF 2 1/2 SB

CCF 2 1/2 CCF 2 1/2 S 30                           
762

CCF 2 1/2 CCF 2 1/2 S
N/A

CCF 2 1/2 B CCF 2 1/2 SB CCF 2 1/2 B CCF 2 1/2 SB

CFE 2 1/2 CFE 2 1/2 S

2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical
.030                 
.76

1.125              
28.58

1.375              
34.93

CFE 2 1/2 CFE 2 1/2 S

.5625              
14

.125 
3

.1875 
5

.094              
2.38

1.378              
35.00

+.001/-.001 
+.025/-.025

CFE 2 1/2 B CFE 2 1/2 SB CFE 2 1/2 B CFE 2 1/2 SB

CCFE 2 1/2 CCFE 2 1/2 S 30                           
762

CCFE 2 1/2 CCFE 2 1/2 S
N/A

CCFE 2 1/2 B CCFE 2 1/2 SB CCFE 2 1/2 B CCFE 2 1/2 SB

CFH 2 1/2 CFH 2 1/2 S

2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical

N/A N/A N/A 11,720                 
52,131

32,900               
146,339

CFH 2 1/2 CFH 2 1/2 S

.5625              
14

.125 
3

.1875 
5

1.688              
42.86

.094              
2.38

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008 1 1/4-12 3,450                    

390 1,100 2.75 
1.25

CFH 2 1/2 B CFH 2 1/2 SB CFH 2 1/2 B CFH 2 1/2 SB

CCFH 2 1/2 CCFH 2 1/2 S 30                           
762

CCFH 2 1/2 CCFH 2 1/2 S
N/A

CCFH 2 1/2 B CCFH 2 1/2 SB CCFH 2 1/2 B CCFH 2 1/2 SB

CF 2 3/4 CF 2 3/4 S

2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical

N/A N/A N/A

11,720                 
52,131

16,450               
73,170

CF 2 3/4 CF 2 3/4 S

.5625              
14

.125 
3

.1875 
5

1.688              
42.86

.094              
2.38

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008

1-14 2,250                    
254 1,050 2.93 

1.33

CF 2 3/4 B CF 2 3/4 SB CF 2 3/4 B CF 2 3/4 SB

CCF 2 3/4 CCF 2 3/4 S 30                           
762

CCF 2 3/4 CCF 2 3/4 S
N/A

CCF 2 3/4 B CCF 2 3/4 SB CCF 2 3/4 B CCF 2 3/4 SB

CFE 2 3/4 CFE 2 3/4 S

2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical
.030                 
.76

1.125              
28.58

1.375              
34.93

CFE 2 3/4 CFE 2 3/4 S

.5625              
14

.125 
3

.1875 
5

.094              
2.38

1.378              
35.00

+.001/-.001 
+.025/-.025

CFE 2 3/4 B CFE 2 3/4 SB CFE 2 3/4 B CFE 2 3/4 SB

CCFE 2 3/4 CCFE 2 3/4 S 30                           
762

CCFE 2 3/4 CCFE 2 3/4 S
N/A

CCFE 2 3/4 B CCFE 2 3/4 SB CCFE 2 3/4 B CCFE 2 3/4 SB

CFH 2 3/4 CFH 2 3/4 S

2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical

N/A N/A N/A 11,720                 
52,131

32,900               
146,339

CFH 2 3/4 CFH 2 3/4 S

.5625              
14

.125 
3

.1875 
5

1.688              
42.86

.094              
2.38

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008 1 1/4-12 3,450                    

390 1,050 3.19 
1.47

CFH 2 3/4 B CFH 2 3/4 SB CFH 2 3/4 B CFH 2 3/4 SB

CCFH 2 3/4 CCFH 2 3/4 S 30                           
762

CCFH 2 3/4 CCFH 2 3/4 S
N/A

CCFH 2 3/4 B CCFH 2 3/4 SB CCFH 2 3/4 B CCFH 2 3/4 SB

Cam Follower

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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B-32

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

CF, CFE, CFH
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 2 1/2 CF 2 1/2 S

2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical

N/A N/A N/A

11,720                 
52,131

16,450               
73,170

CF 2 1/2 CF 2 1/2 S

.5625              
14

.125 
3

.1875 
5

1.688              
42.86

.094              
2.38

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008

1-14 2,250                    
254 1,100 2.50 

1.13

CF 2 1/2 B CF 2 1/2 SB CF 2 1/2 B CF 2 1/2 SB

CCF 2 1/2 CCF 2 1/2 S 30                           
762

CCF 2 1/2 CCF 2 1/2 S
N/A

CCF 2 1/2 B CCF 2 1/2 SB CCF 2 1/2 B CCF 2 1/2 SB

CFE 2 1/2 CFE 2 1/2 S

2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical
.030                 
.76

1.125              
28.58

1.375              
34.93

CFE 2 1/2 CFE 2 1/2 S

.5625              
14

.125 
3

.1875 
5

.094              
2.38

1.378              
35.00

+.001/-.001 
+.025/-.025

CFE 2 1/2 B CFE 2 1/2 SB CFE 2 1/2 B CFE 2 1/2 SB

CCFE 2 1/2 CCFE 2 1/2 S 30                           
762

CCFE 2 1/2 CCFE 2 1/2 S
N/A

CCFE 2 1/2 B CCFE 2 1/2 SB CCFE 2 1/2 B CCFE 2 1/2 SB

CFH 2 1/2 CFH 2 1/2 S

2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical

N/A N/A N/A 11,720                 
52,131

32,900               
146,339

CFH 2 1/2 CFH 2 1/2 S

.5625              
14

.125 
3

.1875 
5

1.688              
42.86

.094              
2.38

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008 1 1/4-12 3,450                    

390 1,100 2.75 
1.25

CFH 2 1/2 B CFH 2 1/2 SB CFH 2 1/2 B CFH 2 1/2 SB

CCFH 2 1/2 CCFH 2 1/2 S 30                           
762

CCFH 2 1/2 CCFH 2 1/2 S
N/A

CCFH 2 1/2 B CCFH 2 1/2 SB CCFH 2 1/2 B CCFH 2 1/2 SB

CF 2 3/4 CF 2 3/4 S

2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical

N/A N/A N/A

11,720                 
52,131

16,450               
73,170

CF 2 3/4 CF 2 3/4 S

.5625              
14

.125 
3

.1875 
5

1.688              
42.86

.094              
2.38

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008

1-14 2,250                    
254 1,050 2.93 

1.33

CF 2 3/4 B CF 2 3/4 SB CF 2 3/4 B CF 2 3/4 SB

CCF 2 3/4 CCF 2 3/4 S 30                           
762

CCF 2 3/4 CCF 2 3/4 S
N/A

CCF 2 3/4 B CCF 2 3/4 SB CCF 2 3/4 B CCF 2 3/4 SB

CFE 2 3/4 CFE 2 3/4 S

2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical
.030                 
.76

1.125              
28.58

1.375              
34.93

CFE 2 3/4 CFE 2 3/4 S

.5625              
14

.125 
3

.1875 
5

.094              
2.38

1.378              
35.00

+.001/-.001 
+.025/-.025

CFE 2 3/4 B CFE 2 3/4 SB CFE 2 3/4 B CFE 2 3/4 SB

CCFE 2 3/4 CCFE 2 3/4 S 30                           
762

CCFE 2 3/4 CCFE 2 3/4 S
N/A

CCFE 2 3/4 B CCFE 2 3/4 SB CCFE 2 3/4 B CCFE 2 3/4 SB

CFH 2 3/4 CFH 2 3/4 S

2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.25              
57.2

.031              
.8

1.125             
28.57

3.78              
96.0

Cylindrical

N/A N/A N/A 11,720                 
52,131

32,900               
146,339

CFH 2 3/4 CFH 2 3/4 S

.5625              
14

.125 
3

.1875 
5

1.688              
42.86

.094              
2.38

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008 1 1/4-12 3,450                    

390 1,050 3.19 
1.47

CFH 2 3/4 B CFH 2 3/4 SB CFH 2 3/4 B CFH 2 3/4 SB

CCFH 2 3/4 CCFH 2 3/4 S 30                           
762

CCFH 2 3/4 CCFH 2 3/4 S
N/A

CCFH 2 3/4 B CCFH 2 3/4 SB CCFH 2 3/4 B CCFH 2 3/4 SB

Cam Follower with Eccentric Bushing

For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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B-33

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L

CF, CFE, CFH

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 3 CF 3 S

3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical

N/A N/A N/A

15,720                 
69,923

24,910               
110,800 
24,910               
110,800

CF 3 CF 3 S

.625              
16

.125 
3

.25 * 
6

2.125              
53.98

.125              
3.18

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008

1 1/4-12 3,450                    
390 950 4.20 

1.91

CF 3 B CF 3 SB CF 3 B CF 3 SB

CCF 3 CCF 3 S 30                           
762

CCF 3 CCF 3 S
N/A

CCF 3 B CCF 3 SB CCF 3 B CCF 3 SB

CFE 3 CFE 3 S

3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical
.060                 
.52

1.250              
31.75

1.750              
44.45

CFE 3 CFE 3 S

.625              
16

.125 
3

.25 * 
6

.125              
3.18

1.753             
44.52

+.001/-.001 
+.025/-.025

CFE 3 B CFE 3 SB CFE 3 B CFE 3 SB

CCFE 3 CCFE 3 S 30                           
762

CCFE 3 CCFE 3 S
N/A

CCFE 3 B CCFE 3 SB CCFE 3 B CCFE 3 SB

CFH 3 CFH 3 S

3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical

N/A N/A N/A 15,720                 
69,923

49,820               
221,599

CFH 3 CFH 3 S

.625              
16

.125 
3

.25 * 
6

2.125              
53.98

.125              
3.18

1.5003              
38.108

+.0002/-.0003 
+.0005/-.0008 1 1/2-12 5,000                    

565 950 4.56 
2.07

CFH 3 B CFH 3 SB CFH 3 B CFH 3 SB

CCFH 3 CCFH 3 S 30                           
762

CCFH 3 CCFH 3 S
N/A

CCFH 3 B CCFH 3 SB CCFH 3 B CCFH 3 SB

CF 3 1/4 CF 3 1/4 S

3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical

N/A N/A N/A

15,720                 
69,923

24,910               
110,800

CF 3 1/4 CF 3 1/4 S

.625              
16

.125 
3

.25 * 
6

2.125              
53.98

.125              
3.18

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008

1 1/4-12 3,450                    
390 880 4.81 

2.18

CF 3 1/4 B CF 3 1/4 SB CF 3 1/4 B CF 3 1/4 SB

CCF 3 1/4 CCF 3 1/4 S 30                           
762

CCF 3 1/4 CCF 3 1/4 S
N/A

CCF 3 1/4 B CCF 3 1/4 SB CCF 3 1/4 B CCF 3 1/4 SB

CFE 3 1/4 CFE 3 1/4 S

3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical
.060                 
.52

1.250              
31.75

1.750              
44.45

CFE 3 1/4 CFE 3 1/4 S

.625              
16

.125 
3

.25 * 
6

.125              
3.18

1.753             
44.52

+.001/-.001 
+.025/-.025

CFE 3 1/4 B CFE 3 1/4 SB CFE 3 1/4 B CFE 3 1/4 SB

CCFE 3 1/4 CCFE 3 1/4 S 30                           
762

CCFE 3 1/4 CCFE 3 1/4 S
N/A

CCFE 3 1/4 B CCFE 3 1/4 SB CCFE 3 1/4 B CCFE 3 1/4 SB

CFH 3 1/4 CFH 3 1/4 S

3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical

N/A N/A N/A 15,720                 
69,923

49,820               
221,599

CFH 3 1/4 CFH 3 1/4 S

.625              
16

.125 
3

.25 * 
6

2.125              
53.98

.125              
3.18

1.5003              
38.108

+.0002/-.0003 
+.0005/-.0008 1 1/2-12 5,000                    

565 880 5.19 
2.35

CFH 3 1/4 B CFH 3 1/4 SB CFH 3 1/4 B CFH 3 1/4 SB

CCFH 3 1/4 CCFH 3 1/4 S 30                           
762

CCFH 3 1/4 CCFH 3 1/4 S
N/A

CCFH 3 1/4 B CCFH 3 1/4 SB CCFH 3 1/4 B CCFH 3 1/4 SB

Cam Follower

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 
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B-34

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

CF, CFE, CFH

* Lubrication hole (F) at bottom of hex hole and 1/4 inch straight drive fitting will ball check supplied but not installed. 
For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 3 CF 3 S

3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical

N/A N/A N/A

15,720                 
69,923

24,910               
110,800 
24,910               
110,800

CF 3 CF 3 S

.625              
16

.125 
3

.25 * 
6

2.125              
53.98

.125              
3.18

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008

1 1/4-12 3,450                    
390 950 4.20 

1.91

CF 3 B CF 3 SB CF 3 B CF 3 SB

CCF 3 CCF 3 S 30                           
762

CCF 3 CCF 3 S
N/A

CCF 3 B CCF 3 SB CCF 3 B CCF 3 SB

CFE 3 CFE 3 S

3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical
.060                 
.52

1.250              
31.75

1.750              
44.45

CFE 3 CFE 3 S

.625              
16

.125 
3

.25 * 
6

.125              
3.18

1.753             
44.52

+.001/-.001 
+.025/-.025

CFE 3 B CFE 3 SB CFE 3 B CFE 3 SB

CCFE 3 CCFE 3 S 30                           
762

CCFE 3 CCFE 3 S
N/A

CCFE 3 B CCFE 3 SB CCFE 3 B CCFE 3 SB

CFH 3 CFH 3 S

3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical

N/A N/A N/A 15,720                 
69,923

49,820               
221,599

CFH 3 CFH 3 S

.625              
16

.125 
3

.25 * 
6

2.125              
53.98

.125              
3.18

1.5003              
38.108

+.0002/-.0003 
+.0005/-.0008 1 1/2-12 5,000                    

565 950 4.56 
2.07

CFH 3 B CFH 3 SB CFH 3 B CFH 3 SB

CCFH 3 CCFH 3 S 30                           
762

CCFH 3 CCFH 3 S
N/A

CCFH 3 B CCFH 3 SB CCFH 3 B CCFH 3 SB

CF 3 1/4 CF 3 1/4 S

3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical

N/A N/A N/A

15,720                 
69,923

24,910               
110,800

CF 3 1/4 CF 3 1/4 S

.625              
16

.125 
3

.25 * 
6

2.125              
53.98

.125              
3.18

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008

1 1/4-12 3,450                    
390 880 4.81 

2.18

CF 3 1/4 B CF 3 1/4 SB CF 3 1/4 B CF 3 1/4 SB

CCF 3 1/4 CCF 3 1/4 S 30                           
762

CCF 3 1/4 CCF 3 1/4 S
N/A

CCF 3 1/4 B CCF 3 1/4 SB CCF 3 1/4 B CCF 3 1/4 SB

CFE 3 1/4 CFE 3 1/4 S

3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical
.060                 
.52

1.250              
31.75

1.750              
44.45

CFE 3 1/4 CFE 3 1/4 S

.625              
16

.125 
3

.25 * 
6

.125              
3.18

1.753             
44.52

+.001/-.001 
+.025/-.025

CFE 3 1/4 B CFE 3 1/4 SB CFE 3 1/4 B CFE 3 1/4 SB

CCFE 3 1/4 CCFE 3 1/4 S 30                           
762

CCFE 3 1/4 CCFE 3 1/4 S
N/A

CCFE 3 1/4 B CCFE 3 1/4 SB CCFE 3 1/4 B CCFE 3 1/4 SB

CFH 3 1/4 CFH 3 1/4 S

3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

2.50              
63.5

.031              
.8

1.25             
31.75

4.28              
108.7

Cylindrical

N/A N/A N/A 15,720                 
69,923

49,820               
221,599

CFH 3 1/4 CFH 3 1/4 S

.625              
16

.125 
3

.25 * 
6

2.125              
53.98

.125              
3.18

1.5003              
38.108

+.0002/-.0003 
+.0005/-.0008 1 1/2-12 5,000                    

565 880 5.19 
2.35

CFH 3 1/4 B CFH 3 1/4 SB CFH 3 1/4 B CFH 3 1/4 SB

CCFH 3 1/4 CCFH 3 1/4 S 30                           
762

CCFH 3 1/4 CCFH 3 1/4 S
N/A

CCFH 3 1/4 B CCFH 3 1/4 SB CCFH 3 1/4 B CCFH 3 1/4 SB

Cam Follower with Eccentric Bushing
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Inch Cam Follower Bearings

B-35

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 3 1/2 CF 3 1/2 S

3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0 / -.005 
+0 / -.13

1.375              
34.93

+.001/-0 
+.03/-0

2.75              
69.9

.031              
.8

1.375             
34.93

4.78              
121.4

Cylindrical

N/A N/A N/A

22,800                 
101,414

31,625               
140,668

CF 3 1/2 CF 3 1/2 S

.6875              
17

.125 
3

.25 * 
6

2.438              
61.91

.125              
3.18

1.3753              
34.933

+.0002/-.0003 
+.0005/-.0008

1 3/8-12 4,200                    
475 820 6.42 

2.91

CF 3 1/2 B CF 3 1/2 SB CF 3 1/2 B CF 3 1/2 SB

CCF 3 1/2 CCF 3 1/2 S 30                           
762

CCF 3 1/2 CCF 3 1/2 S
N/A

CCF 3 1/2 B CCF 3 1/2 SB CCF 3 1/2 B CCF 3 1/2 SB

CFE 3 1/2 CFE 3 1/2 S

3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0 / -.005 
+0 / -.13

1.375              
34.93

+.001/-0 
+.03/-0

2.75              
69.9

.031              
.8

1.375             
34.93

4.78              
121.4

Cylindrical
.060                 
.52

1.375              
34.93

1.812              
46.02

CFE 3 1/2 CFE 3 1/2 S

.6875              
17

.125 
3

.25 * 
6

.125              
3.18

1.815              
46.10

+.001/-.001 
+.025/-.025

CFE 3 1/2 B CFE 3 1/2 SB CFE 3 1/2 B CFE 3 1/2 SB

CCFE 3 1/2 CCFE 3 1/2 S 30                           
762

CCFE 3 1/2 CCFE 3 1/2 S
N/A

CCFE 3 1/2 B CCFE 3 1/2 SB CCFE 3 1/2 B CCFE 3 1/2 SB

CFH 3 1/2 CFH 3 1/2 S

3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0 / -.005 
+0 / -.13

1.750              
44.45

+.001/-0 
+.03/-0

2.75              
69.9

.031              
.8

1.375             
34.93

4.78              
121.4

Cylindrical

N/A N/A N/A 22,800                 
101,414

63,250               
281,336

CFH 3 1/2 CFH 3 1/2 S

.6875              
17

.125 
3

.25 * 
6

2.438              
61.91

.125              
3.18

1.7503              
44.458

+.0002/-.0003 
+.0005/-.0008 1 3/4-12 5,000                    

565 820 7.01 
3.18

CFH 3 1/2 B CFH 3 1/2 SB CFH 3 1/2 B CFH 3 1/2 SB

CCFH 3 1/2 CCFH 3 1/2 S 30                           
762

CCFH 3 1/2 CCFH 3 1/2 S
N/A

CCFH 3 1/2 B CCFH 3 1/2 SB CCFH 3 1/2 B CCFH 3 1/2 SB

CF 4 CF 4 S

4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

3.50              
88.9

.031              
.8

1.50              
38.1

5.78              
146.8

Cylindrical

N/A N/A N/A

22,800                 
101,414

44,770               
199,137

CF 4 CF 4 S

.75 
19

.125 
3

.25 * 
6

2.797              
71.04

.125              
3.18

1.5003              
38.108

+.0002/-.0003 
+.0005/-.0008

1 1/2-12 5,000                    
565 700 9.46 

4.29

CF 4 B CF 4 SB CF 4 B CF 4 SB

CCF 4 CCF 4 S 30                           
762

CCF 4 CCF 4 S
N/A

CCF 4 B CCF 4 SB CCF 4 B CCF 4 SB

CFE 4 CFE 4 S

4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

3.50              
88.9

.031              
.8

1.50              
38.1

5.78              
146.8

Cylindrical
.060                 
.52

2.000              
50.80

2.000              
50.80

CFE 4 CFE 4 S

.75 
19

.125 
3

.25 * 
6

.125              
3.18

2.002           
50.85

+.001/-.001 
+.025/-.025

CFE 4 B CFE 4 SB CFE 4 B CFE 4 SB

CCFE 4 CCFE 4 S 30                           
762

CCFE 4 CCFE 4 S
N/A

CCFE 4 B CCFE 4 SB CCFE 4 B CCFE 4 SB

CFH 4 CFH 4 S

4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0 / -.005 
+0 / -.13

2.000              
50.80

+.001/-0 
+.03/-0

3.50              
88.9

.031              
.8

1.50              
38.1

5.78              
146.8

Cylindrical

N/A N/A N/A 29,985                 
133,373

89,540               
398,274

CFH 4 CFH 4 S

.75 
19

.125 
3

.25 * 
6

2.797              
71.04

.125              
3.18

2.0003              
50.808

+.0002/-.0003 
+.0005/-.0008 2-12 5,000                    

565 700 10.83 
4.91

CFH 4 B CFH 4 SB CFH 4 B CFH 4 SB

CCFH 4 CCFH 4 S 30                           
762

CCFH 4 CCFH 4 S
N/A

CCFH 4 B CCFH 4 SB CCFH 4 B CCFH 4 SB

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L

CF, CFE, CFH

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Cam Follower

Metric dimensions for reference only. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156. 

Bearing Selection
Page B-3

Nomenclature Aid
Page B-8

Features & Benefits
Page B-9

Product Options
Page B-11

Technical Engineering
Page B-143



B-36

C
a

m
 F

o
ll

o
w

e
r  

B
e

a
ri

n
g

s

Inch Cam Follower Bearings

B-36

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 3 1/2 CF 3 1/2 S

3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0 / -.005 
+0 / -.13

1.375              
34.93

+.001/-0 
+.03/-0

2.75              
69.9

.031              
.8

1.375             
34.93

4.78              
121.4

Cylindrical

N/A N/A N/A

22,800                 
101,414

31,625               
140,668

CF 3 1/2 CF 3 1/2 S

.6875              
17

.125 
3

.25 * 
6

2.438              
61.91

.125              
3.18

1.3753              
34.933

+.0002/-.0003 
+.0005/-.0008

1 3/8-12 4,200                    
475 820 6.42 

2.91

CF 3 1/2 B CF 3 1/2 SB CF 3 1/2 B CF 3 1/2 SB

CCF 3 1/2 CCF 3 1/2 S 30                           
762

CCF 3 1/2 CCF 3 1/2 S
N/A

CCF 3 1/2 B CCF 3 1/2 SB CCF 3 1/2 B CCF 3 1/2 SB

CFE 3 1/2 CFE 3 1/2 S

3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0 / -.005 
+0 / -.13

1.375              
34.93

+.001/-0 
+.03/-0

2.75              
69.9

.031              
.8

1.375             
34.93

4.78              
121.4

Cylindrical
.060                 
.52

1.375              
34.93

1.812              
46.02

CFE 3 1/2 CFE 3 1/2 S

.6875              
17

.125 
3

.25 * 
6

.125              
3.18

1.815              
46.10

+.001/-.001 
+.025/-.025

CFE 3 1/2 B CFE 3 1/2 SB CFE 3 1/2 B CFE 3 1/2 SB

CCFE 3 1/2 CCFE 3 1/2 S 30                           
762

CCFE 3 1/2 CCFE 3 1/2 S
N/A

CCFE 3 1/2 B CCFE 3 1/2 SB CCFE 3 1/2 B CCFE 3 1/2 SB

CFH 3 1/2 CFH 3 1/2 S

3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0 / -.005 
+0 / -.13

1.750              
44.45

+.001/-0 
+.03/-0

2.75              
69.9

.031              
.8

1.375             
34.93

4.78              
121.4

Cylindrical

N/A N/A N/A 22,800                 
101,414

63,250               
281,336

CFH 3 1/2 CFH 3 1/2 S

.6875              
17

.125 
3

.25 * 
6

2.438              
61.91

.125              
3.18

1.7503              
44.458

+.0002/-.0003 
+.0005/-.0008 1 3/4-12 5,000                    

565 820 7.01 
3.18

CFH 3 1/2 B CFH 3 1/2 SB CFH 3 1/2 B CFH 3 1/2 SB

CCFH 3 1/2 CCFH 3 1/2 S 30                           
762

CCFH 3 1/2 CCFH 3 1/2 S
N/A

CCFH 3 1/2 B CCFH 3 1/2 SB CCFH 3 1/2 B CCFH 3 1/2 SB

CF 4 CF 4 S

4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

3.50              
88.9

.031              
.8

1.50              
38.1

5.78              
146.8

Cylindrical

N/A N/A N/A

22,800                 
101,414

44,770               
199,137

CF 4 CF 4 S

.75 
19

.125 
3

.25 * 
6

2.797              
71.04

.125              
3.18

1.5003              
38.108

+.0002/-.0003 
+.0005/-.0008

1 1/2-12 5,000                    
565 700 9.46 

4.29

CF 4 B CF 4 SB CF 4 B CF 4 SB

CCF 4 CCF 4 S 30                           
762

CCF 4 CCF 4 S
N/A

CCF 4 B CCF 4 SB CCF 4 B CCF 4 SB

CFE 4 CFE 4 S

4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

3.50              
88.9

.031              
.8

1.50              
38.1

5.78              
146.8

Cylindrical
.060                 
.52

2.000              
50.80

2.000              
50.80

CFE 4 CFE 4 S

.75 
19

.125 
3

.25 * 
6

.125              
3.18

2.002           
50.85

+.001/-.001 
+.025/-.025

CFE 4 B CFE 4 SB CFE 4 B CFE 4 SB

CCFE 4 CCFE 4 S 30                           
762

CCFE 4 CCFE 4 S
N/A

CCFE 4 B CCFE 4 SB CCFE 4 B CCFE 4 SB

CFH 4 CFH 4 S

4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0 / -.005 
+0 / -.13

2.000              
50.80

+.001/-0 
+.03/-0

3.50              
88.9

.031              
.8

1.50              
38.1

5.78              
146.8

Cylindrical

N/A N/A N/A 29,985                 
133,373

89,540               
398,274

CFH 4 CFH 4 S

.75 
19

.125 
3

.25 * 
6

2.797              
71.04

.125              
3.18

2.0003              
50.808

+.0002/-.0003 
+.0005/-.0008 2-12 5,000                    

565 700 10.83 
4.91

CFH 4 B CFH 4 SB CFH 4 B CFH 4 SB

CCFH 4 CCFH 4 S 30                           
762

CCFH 4 CCFH 4 S
N/A

CCFH 4 B CCFH 4 SB CCFH 4 B CCFH 4 SB

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

CF, CFE, CFH

Cam Follower with Eccentric Bushing

* Lubrication hole (F) at bottom of hex hole and 1/4 inch straight drive fitting will ball check supplied but not installed. 
For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque is based on dry threads. If threads are lubricated, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156.
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Inch Cam Follower Bearings

B-37

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

-

CF 5 SB
5.000              
127.00

+0/-.001 
+0/-.03

2.750              
69.85

+0 / -.005 
+0 / -.13

2.000              
50.80

+.001/-0 
+.03/-0

5.06              
128.6

.062              
1.57

2.563             
65.1

7.88              
200.0

Cylindrical
N/A N/A N/A 46,575                 

207,166
67,950               

302,242

-

CF 5 S
.875              
22

.1875              
5 1/4” NPT 3.563              

90.49
.125              
3.18

2.0003              
50.808

+.0002/-.0003 
+.0005/-.0008 2-12 5,000                    

565 575 19.60 
8.89

CCF 5 SB 48                           
1,219 CCF 5 S

CFH 5 SB
5.000              
127.00

+0/-.001 
+0/-.03

2.750              
69.85

+0 / -.005 
+0 / -.13

2.500              
63.50

+.001/-0 
+.03/-0

5.06              
128.6

.062              
1.57

2.563             
65.1

7.88              
200.0

Cylindrical
N/A N/A N/A 46,575                 

207,166
135,900               
604,483

CFH 5 S
.875              
22

.1875              
5 1/4” NPT 3.563              

90.49
.125              
3.18

2.5030              
63.576

+.0002/-.0003 
+.0005/-.0008 2 1/2-12 5,000                    

565 575 22.10 
10.02

CCFH 5 SB 48                           
1,219 CCFH 5 S

-

CF 6 SB
6.000              
152.40

+0/-.001 
+0/-.03

3.250              
82.55

+0 / -.005 
+0 / -.13

2.500              
63.50

+.001/-0 
+.03/-0

6.00              
152.4

.062              
1.57

3.00             
76.2

9.31              
236.5

Cylindrical
N/A N/A N/A 60,000                 

266,880
80,450               

357,842

-

CF 6 S
1.00              
25

.1875              
5 1/4” NPT 4.469              

113.51
.125              
3.18

2.5030              
63.576

+.0002/-.0003 
+.0005/-.0008 2 1/2-12 5,000                    

565 475 32.73 
14.85

CCF 6 SB 56                           
1,422 CCF 6 S

CFH 6 SB
6.000              
152.40

+0/-.001 
+0/-.03

3.250              
82.55

+0 / -.005 
+0 / -.13

2.500              
63.50

+.001/-0 
+.03/-0

6.00              
152.4

.062              
1.57

3.00             
76.2

9.31              
236.5

Cylindrical
N/A N/A N/A 60,000                 

266,880
160,900               
715,683

CFH 6 S
1.00              
25

.1875              
5 1/4” NPT 4.469              

113.51
.125              
3.18

3.0003              
76.208

+.0002/-.0003 
+.0005/-.0008 3-12 5,000                    

565 475 36.41                         
16.52

CCFH 6 SB 56                           
1,422 CCFH 6 S

--

CF 7 SB
7.000              
177.80

+0/-.001 
+0/-.03

3.750              
95.25

+0 / -.005 
+0 / -.13

3.000              
76.20

+.001/-0 
+.03/-0

7.69              
195.3

.062              
1.57

4.125           
104.77

11.50              
292.1

Cylindrical
N/A N/A N/A 75,380                 

335,290
106,930               
475,625

--

CF 7 S
1.25              
32

.1875              
5 1/4” NPT 5.188              

131.76
.125              
3.18

3.0003              
76.208

+.0002/-.0003 
+.0005/-.0008 3-12 5,000                    

565 400 54.73                         
24.83

CCF 7 SB 60                           
1,524 CCF 7 S

CFH 7 SB
7.000              
177.80

+0/-.001 
+0/-.03

3.750              
95.25

+0 / -.005 
+0 / -.13

3.000              
76.20

+.001/-0 
+.03/-0

7.69              
195.3

.062              
1.57

4.125           
104.77

11.50              
292.1

Cylindrical
N/A N/A N/A 75,380                 

335,290
213,860               
951,249

CFH 7 S
1.25              
32

.1875              
5 1/4” NPT 5.188              

131.76
.125              
3.18

3.5003              
88.908

+.0002/-.0003 
+.0005/-.0008 3 1/2-4 5,000                    

565 400 68.03 
30.86

CCFH 7 SB 60                           
1,524 CCFH 7 S

-

CF 8 SB
8.000              
203.20 * 4.250              

107.95 * 3.250              
82.55

+.001/-0 
+.03/-0

8.50              
215.9

.125             
3.175

4.25              
107.95

12.81              
325.4

Cylindrical
N/A N/A N/A 92,200                 

410,106
144,100               
640,957 -

CF 8 S
- - 1/4” NPT 4.375              

111.13
.219              
5.56

3.2503              
82.558

+.0002/-.0003 
+.0005/-.0008 3 1/4-4 5,000                    

565 350 79.80                         
36.19

CCF 8 SB 40                           
1,016 CCF 8 S

-

CF 9 SB
9.000              
228.60 * 4.750              

120.65 * 3.750              
95.25

+.001/-0 
+.03/-0

9.50              
241.3

.125             
3.175

4.75              
120.65

14.31              
363.5

Cylindrical
N/A N/A N/A 113,260                 

503,780
183,430               
815,897 -

CF 9 S
- - 1/4” NPT 5.063              

128.59
.250              
6.35

3.7503              
95.258

+.0002/-.0003 
+.0005/-.0008 3 1/2-4 5,000                    

565 300 111.60                         
50.62

CCF 9 SB 40                           
1,016 CCF 9 S

-

CF 10 SB
10.000              
254.00 * 5.250              

133.35 * 4.250              
107.95

+.001/-0 
+.03/-0

10.00              
254.0

.125             
3.175

4.75              
120.65

15.31              
388.9

Cylindrical
N/A N/A N/A 131,545                 

585,112
215,565               
958,833 -

CF 10 S
- - 1/4” NPT 5.469              

138.91
.281              
7.14

4.2503              
107.958

+.0002/-.0003 
+.0005/-.0008 3 1/2-4 5,000                    

565 275 148.20                         
67.22

CCF 10 SB 40                           
1,016 CCF 10 S

HD

H

SDF

C

HC

RD

W SL

TL

E

R

Ro

L

CF, CFE, CFH

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Metric dimensions for reference only. 
*Standard tolerances do not apply. Consult Application Engineering. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156.
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Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F E Ro HBD

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Min 
Thread   
Length

Length 
Overall

Crown Eccentric

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole  
Dia or  
Fitting

Min Boss 
Diameter Outer Corner Housing Bore 

Diameter
Bearing 
WeightPrefix 

CCF-XX
Base Modifier 

CFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius 

(Ref)  (Ref) +0/-.010 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

-

CF 5 SB
5.000              
127.00

+0/-.001 
+0/-.03

2.750              
69.85

+0 / -.005 
+0 / -.13

2.000              
50.80

+.001/-0 
+.03/-0

5.06              
128.6

.062              
1.57

2.563             
65.1

7.88              
200.0

Cylindrical
N/A N/A N/A 46,575                 

207,166
67,950               
302,242

-

CF 5 S
.875              
22

.1875              
5 1/4” NPT 3.563              

90.49
.125              
3.18

2.0003              
50.808

+.0002/-.0003 
+.0005/-.0008 2-12 5,000                    

565 575 19.60 
8.89

CCF 5 SB 48                           
1,219 CCF 5 S

CFH 5 SB
5.000              
127.00

+0/-.001 
+0/-.03

2.750              
69.85

+0 / -.005 
+0 / -.13

2.500              
63.50

+.001/-0 
+.03/-0

5.06              
128.6

.062              
1.57

2.563             
65.1

7.88              
200.0

Cylindrical
N/A N/A N/A 46,575                 

207,166
135,900               
604,483

CFH 5 S
.875              
22

.1875              
5 1/4” NPT 3.563              

90.49
.125              
3.18

2.5030              
63.576

+.0002/-.0003 
+.0005/-.0008 2 1/2-12 5,000                    

565 575 22.10 
10.02

CCFH 5 SB 48                           
1,219 CCFH 5 S

-

CF 6 SB
6.000              
152.40

+0/-.001 
+0/-.03

3.250              
82.55

+0 / -.005 
+0 / -.13

2.500              
63.50

+.001/-0 
+.03/-0

6.00              
152.4

.062              
1.57

3.00             
76.2

9.31              
236.5

Cylindrical
N/A N/A N/A 60,000                 

266,880
80,450               
357,842

-

CF 6 S
1.00              
25

.1875              
5 1/4” NPT 4.469              

113.51
.125              
3.18

2.5030              
63.576

+.0002/-.0003 
+.0005/-.0008 2 1/2-12 5,000                    

565 475 32.73 
14.85

CCF 6 SB 56                           
1,422 CCF 6 S

CFH 6 SB
6.000              
152.40

+0/-.001 
+0/-.03

3.250              
82.55

+0 / -.005 
+0 / -.13

2.500              
63.50

+.001/-0 
+.03/-0

6.00              
152.4

.062              
1.57

3.00             
76.2

9.31              
236.5

Cylindrical
N/A N/A N/A 60,000                 

266,880
160,900               
715,683

CFH 6 S
1.00              
25

.1875              
5 1/4” NPT 4.469              

113.51
.125              
3.18

3.0003              
76.208

+.0002/-.0003 
+.0005/-.0008 3-12 5,000                    

565 475 36.41                         
16.52

CCFH 6 SB 56                           
1,422 CCFH 6 S

--

CF 7 SB
7.000              
177.80

+0/-.001 
+0/-.03

3.750              
95.25

+0 / -.005 
+0 / -.13

3.000              
76.20

+.001/-0 
+.03/-0

7.69              
195.3

.062              
1.57

4.125           
104.77

11.50              
292.1

Cylindrical
N/A N/A N/A 75,380                 

335,290
106,930               
475,625

--

CF 7 S
1.25              
32

.1875              
5 1/4” NPT 5.188              

131.76
.125              
3.18

3.0003              
76.208

+.0002/-.0003 
+.0005/-.0008 3-12 5,000                    

565 400 54.73                         
24.83

CCF 7 SB 60                           
1,524 CCF 7 S

CFH 7 SB
7.000              
177.80

+0/-.001 
+0/-.03

3.750              
95.25

+0 / -.005 
+0 / -.13

3.000              
76.20

+.001/-0 
+.03/-0

7.69              
195.3

.062              
1.57

4.125           
104.77

11.50              
292.1

Cylindrical
N/A N/A N/A 75,380                 

335,290
213,860               
951,249

CFH 7 S
1.25              
32

.1875              
5 1/4” NPT 5.188              

131.76
.125              
3.18

3.5003              
88.908

+.0002/-.0003 
+.0005/-.0008 3 1/2-4 5,000                    

565 400 68.03 
30.86

CCFH 7 SB 60                           
1,524 CCFH 7 S

-

CF 8 SB
8.000              
203.20 * 4.250              

107.95 * 3.250              
82.55

+.001/-0 
+.03/-0

8.50              
215.9

.125             
3.175

4.25              
107.95

12.81              
325.4

Cylindrical
N/A N/A N/A 92,200                 

410,106
144,100               
640,957 -

CF 8 S
- - 1/4” NPT 4.375              

111.13
.219              
5.56

3.2503              
82.558

+.0002/-.0003 
+.0005/-.0008 3 1/4-4 5,000                    

565 350 79.80                         
36.19

CCF 8 SB 40                           
1,016 CCF 8 S

-

CF 9 SB
9.000              
228.60 * 4.750              

120.65 * 3.750              
95.25

+.001/-0 
+.03/-0

9.50              
241.3

.125             
3.175

4.75              
120.65

14.31              
363.5

Cylindrical
N/A N/A N/A 113,260                 

503,780
183,430               
815,897 -

CF 9 S
- - 1/4” NPT 5.063              

128.59
.250              
6.35

3.7503              
95.258

+.0002/-.0003 
+.0005/-.0008 3 1/2-4 5,000                    

565 300 111.60                         
50.62

CCF 9 SB 40                           
1,016 CCF 9 S

-

CF 10 SB
10.000              
254.00 * 5.250              

133.35 * 4.250              
107.95

+.001/-0 
+.03/-0

10.00              
254.0

.125             
3.175

4.75              
120.65

15.31              
388.9

Cylindrical
N/A N/A N/A 131,545                 

585,112
215,565               
958,833 -

CF 10 S
- - 1/4” NPT 5.469              

138.91
.281              
7.14

4.2503              
107.958

+.0002/-.0003 
+.0005/-.0008 3 1/2-4 5,000                    

565 275 148.20                         
67.22

CCF 10 SB 40                           
1,016 CCF 10 S

CENTERLINE
BEARING 

ECC

F E

G

C

SL

TL

RD

W

BD

R

F SD

Ro

L

CF, CFE, CFH

For positive clamping, use housing thickness equal to G dimension =.010”. 
Clamping torque based on dry threads. For wet (lubricated) threads, use half of value shown. 
Hex wrench size for “Broached” version is located in the wrench size chart on page B-156.

Cam Follower with Eccentric Bushing
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CYR

HD

LUBRICATIION
GROOVE

W1

W

B ERD

Ro

R

Basic Construction Type: Yoke Type Crowned/
Cylindrical Outside Diameter

Rolling Elements: Full Complement/Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HD E Ro
 Recommended Shaft Diameters Limiting 

Speed

WT

W/O Seals
With 

 LUBRI-DISC 
Seals

Roller Diameter Roller Width Bore Diameter Overall 
Width

Crown 

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Diameter

Min. 
Clamping 
Diameter

Outer Corner Bearing 
WeightPrefix 

CCYR-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb

kgNom. Tol. Nom. Tol. Nom. Tol. Nom. Tol. Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

CYR 3/4 CYR 3/4 S
.750               
19.05

+0/-.001 
+0/-.03

.500               
12.70

+0/-.005 
+0/-.13

.250               
6.35

+.0002/-.0004                          
+.0005/-.0010

.5625               
14.28

+.005/-.01
+0.13/-0.25

Cylindrical
1,660                  
7,384

4,130                  
18,370

CYR 3/4 CYR 3/4 S
.09               
2.4

.61               
15.5

.02 
.4

.2495               
6.337

±.0002                          
±.005

.2501              
6.353

±.0002                          
±.005

.2503              
6.357

±.0002                          
±.005 6,400 .06 

.03
CCYR 3/4 S 10                           

254 CCYR 3/4 S N/A

CYR 7/8 CYR 7/8 S
.875               
22.23

+0/-.001 
+0/-.03

.500               
12.70

+0/-.005 
+0/-.13

.250               
6.35

+.0002/-.0004                          
+.0005/-.0010

.5625               
14.28

+.005/-.01
+0.13/-0.25

Cylindrical
1,660                  
7,384

4,130                  
18,370

CYR 7/8 CYR 7/8 S
.09               
2.4

.61               
15.5

.02 
.4

.2495               
6.337

±.0002                          
±.005

.2501              
6.353

±.0002                          
±.005

.2503              
6.357

±.0002                          
±.005 5,400 .08 

.04
CCYR 7/8 S 10                           

254 CCYR 7/8 S N/A

CYR 1 CYR 1 S
1.000               
25.40

+0/-.001 
+0/-.03

.625               
15.88

+0/-.005 
+0/-.13

.3125               
7.94

+.0002/-.0004                          
+.0005/-.0010

.6875               
17.46

+.005/-.01
+0.13/-0.25

Cylindrical
2,225                  
9,897

6,120                  
27,222

CYR 1 CYR 1 S
.09               
2.4

.78               
19.8

.03 
.8

.3120               
7.925

±.0002                          
±.005

.3126               
7.940

±.0002                          
±.005

.3128               
7.945

±.0002                          
±.005 4,800 .15 

.07
CCYR 1 S 12                           

305 CCYR 1 S N/A

CYR 1 1/8 CYR 1 1/8 S
1.125               
28.58

+0/-.001 
+0/-.03

.625               
15.88

+0/-.005 
+0/-.13

.3125               
7.94

+.0002/-.0004                          
+.0005/-.0010

.6875               
17.46

+.005/-.01
+0.13/-0.25

Cylindrical
2,225                  
9,897

6,120                  
27,222

CYR 1 1/8 CYR 1 1/8 S
.09               
2.4

.78               
19.8

.03 
.8

.3120               
7.925

±.0002                          
±.005

.3126               
7.940

±.0002                          
±.005

.3128               
7.945

±.0002                          
±.005 3,400 .17 

.08
CCYR 1 1/8 S 12                           

305 CCYR 1 1/8 S N/A

CYR 1 1/4 CYR 1 1/4 S
1.250               
31.75

+0/-.001 
+0/-.03

.750               
19.05

+0/-.005 
+0/-.13

.375               
9.53

+.0002/-.0004                          
+.0005/-.0010

.8125               
20.64

+.005/-.01
+0.13/-0.25

Cylindrical
3,930                  
17,481

8,500                  
37,808

CYR 1 1/4 CYR 1 1/4 S
.09               
2.4

.98               
25.0

.03 
.8

.3745               
9.512

±.0002                          
±.005

.3751              
9.527

±.0002                          
±.005

.3753              
9.532

±.0002                          
±.005 3,100 .24 

.11
CCYR 1 1/4 S 14                           

356 CCYR 1 1/4 S N/A

CYR 1 3/8 CYR 1 3/8 S
1.375               
34.93

+0/-.001 
+0/-.03

.750               
19.05

+0/-.005 
+0/-.13

.375               
9.53

+.0002/-.0004                          
+.0005/-.0010

.8125               
20.64

+.005/-.01
+0.13/-0.25

Cylindrical
3,930                  
17,481

8,500                  
37,808

CYR 1 3/8 CYR 1 3/8 S
.09               
2.4

.98               
25.0

.05               
1.2

.3745               
9.512

±.0002                          
±.005

.3751              
9.527

±.0002                          
±.005

.3753              
9.532

±.0002                          
±.005 2,800 .30 

.14
CCYR 1 3/8 S 14                           

356 CCYR 1 3/8 S N/A

CYR 1 1/2 CYR 1 1/2 S
1.500               
38.10

+0/-.001 
+0/-.03

.875               
22.23

+0/-.005 
+0/-.13

.4375               
11.11

+.0002/-.0004                          
+.0005/-.0010

.9375               
23.81

+.005/-.01
+0.13/-0.25

Cylindrical
4,840                  
21,528

11,280                  
50,173

CYR 1 1/2 CYR 1 1/2 S
.09               
2.4

1.09               
27.8

.06               
1.6

.4370               
11.100

±.0002                          
±.005

.4376               
11.115

±.0002                          
±.005

.4378               
11.120

±.0002                          
±.005 2,500 .41 

.19
CCYR 1 1/2 S 20                           

508 CCYR 1 1/2 S N/A

CYR 1 5/8 CYR 1 5/8 S
1.625               
41.28

+0/-.001 
+0/-.03

.875               
22.23

+0/-.005 
+0/-.13

.4375               
11.11

+.0002/-.0004                          
+.0005/-.0010

.9375               
23.81

+.005/-.01
+0.13/-0.25

Cylindrical
4,840                  
21,528

11,280                  
50,173

CYR 1 5/8 CYR 1 5/8 S
.09               
2.4

1.09               
27.8

.06               
1.6

.4370               
11.100

±.0002                          
±.005

.4376               
11.115

±.0002                          
±.005

.4378               
11.120

±.0002                          
±.005 2,350 .50 

.23
CCYR 1 5/8 S 20                           

508 CCYR 1 5/8 S N/A

CYR 1 3/4 CYR 1 3/4 S
1.750               
44.45

+0/-.001 
+0/-.03

1.000               
25.40

+0/-.005 
+0/-.13

.500               
12.70

+.0002/-.0004                          
+.0005/-.0010

1.0625               
26.98

+.005/-.01
+0.13/-0.25

Cylindrical
6,385                  
28,400

115,840                  
515,256

CYR 1 3/4 CYR 1 3/4 S
.09               
2.4

1.25               
31.8

.06               
1.6

.4995               
12.687

±.0002                          
±.005

.5001              
12.703

±.0002                          
±.005

.5005              
12.713

±.0002                          
±.005 2,200 .64 

.29
CCYR 1 3/4 S 20                           

508 CCYR 1 3/4 S N/A

Cam Yoke Roller
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CYR 

W

W1

RD B E

R

HD

LUBRICATION 
GROOVE

Ro

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HD E Ro
 Recommended Shaft Diameters Limiting 

Speed

WT

W/O Seals
With 

 LUBRI-DISC 
Seals

Roller Diameter Roller Width Bore Diameter Overall 
Width

Crown 

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Diameter

Min. 
Clamping 
Diameter

Outer Corner Bearing 
WeightPrefix 

CCYR-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb

kgNom. Tol. Nom. Tol. Nom. Tol. Nom. Tol. Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

CYR 3/4 CYR 3/4 S
.750               
19.05

+0/-.001 
+0/-.03

.500               
12.70

+0/-.005 
+0/-.13

.250               
6.35

+.0002/-.0004                          
+.0005/-.0010

.5625               
14.28

+.005/-.01
+0.13/-0.25

Cylindrical
1,660                  
7,384

4,130                  
18,370

CYR 3/4 CYR 3/4 S
.09               
2.4

.61               
15.5

.02 
.4

.2495               
6.337

±.0002                          
±.005

.2501              
6.353

±.0002                          
±.005

.2503              
6.357

±.0002                          
±.005 6,400 .06 

.03
CCYR 3/4 S 10                           

254 CCYR 3/4 S N/A

CYR 7/8 CYR 7/8 S
.875               
22.23

+0/-.001 
+0/-.03

.500               
12.70

+0/-.005 
+0/-.13

.250               
6.35

+.0002/-.0004                          
+.0005/-.0010

.5625               
14.28

+.005/-.01
+0.13/-0.25

Cylindrical
1,660                  
7,384

4,130                  
18,370

CYR 7/8 CYR 7/8 S
.09               
2.4

.61               
15.5

.02 
.4

.2495               
6.337

±.0002                          
±.005

.2501              
6.353

±.0002                          
±.005

.2503              
6.357

±.0002                          
±.005 5,400 .08 

.04
CCYR 7/8 S 10                           

254 CCYR 7/8 S N/A

CYR 1 CYR 1 S
1.000               
25.40

+0/-.001 
+0/-.03

.625               
15.88

+0/-.005 
+0/-.13

.3125               
7.94

+.0002/-.0004                          
+.0005/-.0010

.6875               
17.46

+.005/-.01
+0.13/-0.25

Cylindrical
2,225                  
9,897

6,120                  
27,222

CYR 1 CYR 1 S
.09               
2.4

.78               
19.8

.03 
.8

.3120               
7.925

±.0002                          
±.005

.3126               
7.940

±.0002                          
±.005

.3128               
7.945

±.0002                          
±.005 4,800 .15 

.07
CCYR 1 S 12                           

305 CCYR 1 S N/A

CYR 1 1/8 CYR 1 1/8 S
1.125               
28.58

+0/-.001 
+0/-.03

.625               
15.88

+0/-.005 
+0/-.13

.3125               
7.94

+.0002/-.0004                          
+.0005/-.0010

.6875               
17.46

+.005/-.01
+0.13/-0.25

Cylindrical
2,225                  
9,897

6,120                  
27,222

CYR 1 1/8 CYR 1 1/8 S
.09               
2.4

.78               
19.8

.03 
.8

.3120               
7.925

±.0002                          
±.005

.3126               
7.940

±.0002                          
±.005

.3128               
7.945

±.0002                          
±.005 3,400 .17 

.08
CCYR 1 1/8 S 12                           

305 CCYR 1 1/8 S N/A

CYR 1 1/4 CYR 1 1/4 S
1.250               
31.75

+0/-.001 
+0/-.03

.750               
19.05

+0/-.005 
+0/-.13

.375               
9.53

+.0002/-.0004                          
+.0005/-.0010

.8125               
20.64

+.005/-.01
+0.13/-0.25

Cylindrical
3,930                  
17,481

8,500                  
37,808

CYR 1 1/4 CYR 1 1/4 S
.09               
2.4

.98               
25.0

.03 
.8

.3745               
9.512

±.0002                          
±.005

.3751              
9.527

±.0002                          
±.005

.3753              
9.532

±.0002                          
±.005 3,100 .24 

.11
CCYR 1 1/4 S 14                           

356 CCYR 1 1/4 S N/A

CYR 1 3/8 CYR 1 3/8 S
1.375               
34.93

+0/-.001 
+0/-.03

.750               
19.05

+0/-.005 
+0/-.13

.375               
9.53

+.0002/-.0004                          
+.0005/-.0010

.8125               
20.64

+.005/-.01
+0.13/-0.25

Cylindrical
3,930                  
17,481

8,500                  
37,808

CYR 1 3/8 CYR 1 3/8 S
.09               
2.4

.98               
25.0

.05               
1.2

.3745               
9.512

±.0002                          
±.005

.3751              
9.527

±.0002                          
±.005

.3753              
9.532

±.0002                          
±.005 2,800 .30 

.14
CCYR 1 3/8 S 14                           

356 CCYR 1 3/8 S N/A

CYR 1 1/2 CYR 1 1/2 S
1.500               
38.10

+0/-.001 
+0/-.03

.875               
22.23

+0/-.005 
+0/-.13

.4375               
11.11

+.0002/-.0004                          
+.0005/-.0010

.9375               
23.81

+.005/-.01
+0.13/-0.25

Cylindrical
4,840                  
21,528

11,280                  
50,173

CYR 1 1/2 CYR 1 1/2 S
.09               
2.4

1.09               
27.8

.06               
1.6

.4370               
11.100

±.0002                          
±.005

.4376               
11.115

±.0002                          
±.005

.4378               
11.120

±.0002                          
±.005 2,500 .41 

.19
CCYR 1 1/2 S 20                           

508 CCYR 1 1/2 S N/A

CYR 1 5/8 CYR 1 5/8 S
1.625               
41.28

+0/-.001 
+0/-.03

.875               
22.23

+0/-.005 
+0/-.13

.4375               
11.11

+.0002/-.0004                          
+.0005/-.0010

.9375               
23.81

+.005/-.01
+0.13/-0.25

Cylindrical
4,840                  
21,528

11,280                  
50,173

CYR 1 5/8 CYR 1 5/8 S
.09               
2.4

1.09               
27.8

.06               
1.6

.4370               
11.100

±.0002                          
±.005

.4376               
11.115

±.0002                          
±.005

.4378               
11.120

±.0002                          
±.005 2,350 .50 

.23
CCYR 1 5/8 S 20                           

508 CCYR 1 5/8 S N/A

CYR 1 3/4 CYR 1 3/4 S
1.750               
44.45

+0/-.001 
+0/-.03

1.000               
25.40

+0/-.005 
+0/-.13

.500               
12.70

+.0002/-.0004                          
+.0005/-.0010

1.0625               
26.98

+.005/-.01
+0.13/-0.25

Cylindrical
6,385                  
28,400

115,840                  
515,256

CYR 1 3/4 CYR 1 3/4 S
.09               
2.4

1.25               
31.8

.06               
1.6

.4995               
12.687

±.0002                          
±.005

.5001              
12.703

±.0002                          
±.005

.5005              
12.713

±.0002                          
±.005 2,200 .64 

.29
CCYR 1 3/4 S 20                           

508 CCYR 1 3/4 S N/A
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B-41

CYR

HD

LUBRICATIION
GROOVE

W1

W

B ERD

Ro

R

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Yoke Type Crowned/
Cylindrical Outside Diameter

Rolling Elements: Full Complement/Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HD E Ro
 Recommended Shaft Diameters Limiting 

Speed

WT

W/O Seals
With 

 LUBRI-DISC 
Seals

Roller Diameter Roller Width Bore Diameter Overall 
Width

Crown 

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Diameter

Min. 
Clamping 
Diameter

Outer Corner Bearing 
WeightPrefix 

CCYR-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb

kgNom. Tol. Nom. Tol. Nom. Tol. Nom. Tol. Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

CYR 1 7/8 CYR 1 7/8 S
1.875               
47.63

+0/-.001 
+0/-.03

1.000               
25.40

+0/-.005 
+0/-.13

.500               
12.70

+.0001/-.0005                          
+.0003/-.0013

1.0625               
26.98

+.005/-.01
+0.13/-0.25

Cylindrical
6,385                  
28,400

115,840                  
515,256

CYR 1 7/8 CYR 1 7/8 S
.09               
2.4

1.25               
31.8

.06               
1.6

.4995               
12.687

±.0002                          
±.005

.5001              
12.703

±.0002                          
±.005

.5005              
12.713

±.0002                          
±.005 2,000 .80 

.36
CCYR 1 7/8 S 20                           

508 CCYR 1 7/8 S N/A

CYR 2 CYR 2 S
2.000               
50.80

+0/-.001 
+0/-.03

1.250               
31.75

+0/-.005 
+0/-.13

.625               
15.88

+.0001/-.0005                          
+.0003/-.0013

1.3125              
33.34

+.005/-.01
+0.13/-0.25

Cylindrical
8,090                  
35,984

21,140                  
94,031

CYR 2 CYR 2 S
.13               
3.2

1.41               
35.7

.09               
2.4

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005 1,400 1.05 

.48
CCYR 2 S 24                           

610 CCYR 2 S N/A

CYR 2 1/4 CYR 2 1/4 S
2.250               
57.15

+0/-.001 
+0/-.03

1.250               
31.75

+0/-.005 
+0/-.13

.625               
15.88

+.0001/-.0005                          
+.0003/-.0013

1.3125              
33.34

+.005/-.01
+0.13/-0.25

Cylindrical
8,090                  
35,984

21,140                  
94,031

CYR 2 1/4 CYR 2 1/4 S
.13               
3.2

1.41               
35.7

.09               
2.4

.6245               
15.862

±.0002                          
±.005

.6251               
15.877

±.0002                          
±.005

.6255               
15.887

±.0002                          
±.005 1,300 1.32 

.59
CCYR 2 1/4 S 24                           

610 CCYR 2 1/4 S N/A

CYR 2 1/2 CYR 2 1/2 S
2.500               
63.50

+0/-.001 
+0/-.03

1.500               
38.10

+0/-.005 
+0/-.13

.750               
19.05

+.0001/-.0005                          
+.0003/-.0013

1.5625               
39.69

+.005/-.01
+0.13/-0.25

Cylindrical
11,720                  
52,131

32,900                  
146,339

CYR 2 1/2 CYR 2 1/2 S
.13               
3.2

1.69               
42.9

.09               
2.4

.7495               
19.037

±.0002                          
±.005

.7501              
19.053

±.0002                          
±.005

.75015             
19.063

±.0002                          
±.005 1,100 1.80 

.82
CCYR 2 1/2 S 30                           

762 CCYR 2 1/2 S N/A

CYR 2 3/4 CYR 2 3/4 S
2.750               
69.85

+0/-.001 
+0/-.03

1.500               
38.10

+0/-.005 
+0/-.13

.750               
19.05

+.0001/-.0005                          
+.0003/-.0013

1.5625               
39.69

+.005/-.01
+0.13/-0.25

Cylindrical
11,720                  
52,131

32,900                  
146,339

CYR 2 3/4 CYR 2 3/4 S
.13               
3.2

1.69               
42.9

.09               
2.4

.7495               
19.037

±.0002                          
±.005

.7501              
19.053

±.0002                          
±.005

.75015             
19.063

±.0002                          
±.005 1,050 2.25 

1.02
CCYR 2 3/4 S 30                           

762 CCYR 2 3/4 S N/A

CYR 3 CYR 3 S
3.000               
76.20

+0/-.001 
+0/-.03

1.750               
44.45

+0/-.005 
+0/-.13

1.000               
25.40

+.0001/-.0005                          
+.0003/-.0013

1.8125               
46.04

+.005/-.01
+0.13/-0.25

Cylindrical
15,720                  
69,923

49,820                  
221,599

CYR 3 CYR 3 S
.13               
3.2

2.13               
54.0

.13               
3.2

.9994               
25.385

+.0002/-.0003                          
+.005/-.008

1.0002               
25.405

+.0002/-.0003                          
+.005/-.008

1.0006               
25.415

+.0002/-.0003                          
+.005/-.008 950 3.10 

1.41
CCYR 3 S 30                           

762 CCYR 3 S N/A

CYR 3 1/4 CYR 3 1/4 S
3.250               
82.55

+0/-.001 
+0/-.03

1.750               
44.45

+0/-.005 
+0/-.13

1.000               
25.40

+.0001/-.0005                          
+.0003/-.0013

1.8125               
46.04

+.005/-.01
+0.13/-0.25

Cylindrical
15,720                  
69,923

49,820                  
221,599

CYR 3 1/4 CYR 3 1/4 S
.13               
3.2

2.13               
54.0

.13               
3.2

.9994               
25.385

+.0002/-.0003                          
+.005/-.008

1.0002               
25.405

+.0002/-.0003                          
+.005/-.008

1.0006               
25.415

+.0002/-.0003                          
+.005/-.008 880 3.62 

1.64
CCYR 3 1/4 S 30                           

762 CCYR 3 1/4 S N/A

CYR 3 1/2 CYR 3 1/2 S
3.500               
88.90

+0/-.001 
+0/-.03

2.000               
50.80

+0/-.005 
+0/-.13

1.125               
28.58

+.0001/-.0005                          
+.0003/-.0013

2.0625               
52.39

+.005/-.01
+0.13/-0.25

Cylindrical
22,800                  
101,414

63,250                  
281,336

CYR 3 1/2 CYR 3 1/2 S
.13               
3.2

2.44               
61.9

.13               
3.2

1.1244               
28.560

+.0002/-.0003                          
+.005/-.008

1.1252              
28.580

+.0002/-.0003                          
+.005/-.008

1.1256              
28.590

+.0002/-.0003                          
+.005/-.008 820 4.95 

2.25
CCYR 3 1/2 S 30                           

762 CCYR 3 1/2 S N/A

CYR 4 CYR 4 S
4.000               
101.60

+0/-.001 
+0/-.03

2.250               
57.15

+0/-.005 
+0/-.13

1.250               
31.75

+.0001/-.0005                          
+.0003/-.0013

2.3125               
58.74

+.005/-.01
+0.13/-0.25

Cylindrical
29,985                  
133,373

89,540                  
398,274

CYR 4 CYR 4 S
.13               
3.2

2.80               
71.0

.13               
3.2

1.2494               
31.735

+.0002/-.0003                          
+.005/-.008

1.2502               
31.755

+.0002/-.0003                          
+.005/-.008

1.2506               
31.765

+.0002/-.0003                          
+.005/-.008 700 7.05 

3.19
CCYR 4 S 30                           

762 CCYR 4 S N/A
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B-42

CYR 

W

W1

RD B E

R

HD

LUBRICATION 
GROOVE

Ro

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HD E Ro
 Recommended Shaft Diameters Limiting 

Speed

WT

W/O Seals
With 

 LUBRI-DISC 
Seals

Roller Diameter Roller Width Bore Diameter Overall 
Width

Crown 

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Diameter

Min. 
Clamping 
Diameter

Outer Corner Bearing 
WeightPrefix 

CCYR-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb

kgNom. Tol. Nom. Tol. Nom. Tol. Nom. Tol. Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

CYR 1 7/8 CYR 1 7/8 S
1.875               
47.63

+0/-.001 
+0/-.03

1.000               
25.40

+0/-.005 
+0/-.13

.500               
12.70

+.0001/-.0005                          
+.0003/-.0013

1.0625               
26.98

+.005/-.01
+0.13/-0.25

Cylindrical
6,385                  
28,400

115,840                  
515,256

CYR 1 7/8 CYR 1 7/8 S
.09               
2.4

1.25               
31.8

.06               
1.6

.4995               
12.687

±.0002                          
±.005

.5001              
12.703

±.0002                          
±.005

.5005              
12.713

±.0002                          
±.005 2,000 .80 

.36
CCYR 1 7/8 S 20                           

508 CCYR 1 7/8 S N/A

CYR 2 CYR 2 S
2.000               
50.80

+0/-.001 
+0/-.03

1.250               
31.75

+0/-.005 
+0/-.13

.625               
15.88

+.0001/-.0005                          
+.0003/-.0013

1.3125              
33.34

+.005/-.01
+0.13/-0.25

Cylindrical
8,090                  
35,984

21,140                  
94,031

CYR 2 CYR 2 S
.13               
3.2

1.41               
35.7

.09               
2.4

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005 1,400 1.05 

.48
CCYR 2 S 24                           

610 CCYR 2 S N/A

CYR 2 1/4 CYR 2 1/4 S
2.250               
57.15

+0/-.001 
+0/-.03

1.250               
31.75

+0/-.005 
+0/-.13

.625               
15.88

+.0001/-.0005                          
+.0003/-.0013

1.3125              
33.34

+.005/-.01
+0.13/-0.25

Cylindrical
8,090                  
35,984

21,140                  
94,031

CYR 2 1/4 CYR 2 1/4 S
.13               
3.2

1.41               
35.7

.09               
2.4

.6245               
15.862

±.0002                          
±.005

.6251               
15.877

±.0002                          
±.005

.6255               
15.887

±.0002                          
±.005 1,300 1.32 

.59
CCYR 2 1/4 S 24                           

610 CCYR 2 1/4 S N/A

CYR 2 1/2 CYR 2 1/2 S
2.500               
63.50

+0/-.001 
+0/-.03

1.500               
38.10

+0/-.005 
+0/-.13

.750               
19.05

+.0001/-.0005                          
+.0003/-.0013

1.5625               
39.69

+.005/-.01
+0.13/-0.25

Cylindrical
11,720                  
52,131

32,900                  
146,339

CYR 2 1/2 CYR 2 1/2 S
.13               
3.2

1.69               
42.9

.09               
2.4

.7495               
19.037

±.0002                          
±.005

.7501              
19.053

±.0002                          
±.005

.75015             
19.063

±.0002                          
±.005 1,100 1.80 

.82
CCYR 2 1/2 S 30                           

762 CCYR 2 1/2 S N/A

CYR 2 3/4 CYR 2 3/4 S
2.750               
69.85

+0/-.001 
+0/-.03

1.500               
38.10

+0/-.005 
+0/-.13

.750               
19.05

+.0001/-.0005                          
+.0003/-.0013

1.5625               
39.69

+.005/-.01
+0.13/-0.25

Cylindrical
11,720                  
52,131

32,900                  
146,339

CYR 2 3/4 CYR 2 3/4 S
.13               
3.2

1.69               
42.9

.09               
2.4

.7495               
19.037

±.0002                          
±.005

.7501              
19.053

±.0002                          
±.005

.75015             
19.063

±.0002                          
±.005 1,050 2.25 

1.02
CCYR 2 3/4 S 30                           

762 CCYR 2 3/4 S N/A

CYR 3 CYR 3 S
3.000               
76.20

+0/-.001 
+0/-.03

1.750               
44.45

+0/-.005 
+0/-.13

1.000               
25.40

+.0001/-.0005                          
+.0003/-.0013

1.8125               
46.04

+.005/-.01
+0.13/-0.25

Cylindrical
15,720                  
69,923

49,820                  
221,599

CYR 3 CYR 3 S
.13               
3.2

2.13               
54.0

.13               
3.2

.9994               
25.385

+.0002/-.0003                          
+.005/-.008

1.0002               
25.405

+.0002/-.0003                          
+.005/-.008

1.0006               
25.415

+.0002/-.0003                          
+.005/-.008 950 3.10 

1.41
CCYR 3 S 30                           

762 CCYR 3 S N/A

CYR 3 1/4 CYR 3 1/4 S
3.250               
82.55

+0/-.001 
+0/-.03

1.750               
44.45

+0/-.005 
+0/-.13

1.000               
25.40

+.0001/-.0005                          
+.0003/-.0013

1.8125               
46.04

+.005/-.01
+0.13/-0.25

Cylindrical
15,720                  
69,923

49,820                  
221,599

CYR 3 1/4 CYR 3 1/4 S
.13               
3.2

2.13               
54.0

.13               
3.2

.9994               
25.385

+.0002/-.0003                          
+.005/-.008

1.0002               
25.405

+.0002/-.0003                          
+.005/-.008

1.0006               
25.415

+.0002/-.0003                          
+.005/-.008 880 3.62 

1.64
CCYR 3 1/4 S 30                           

762 CCYR 3 1/4 S N/A

CYR 3 1/2 CYR 3 1/2 S
3.500               
88.90

+0/-.001 
+0/-.03

2.000               
50.80

+0/-.005 
+0/-.13

1.125               
28.58

+.0001/-.0005                          
+.0003/-.0013

2.0625               
52.39

+.005/-.01
+0.13/-0.25

Cylindrical
22,800                  
101,414

63,250                  
281,336

CYR 3 1/2 CYR 3 1/2 S
.13               
3.2

2.44               
61.9

.13               
3.2

1.1244               
28.560

+.0002/-.0003                          
+.005/-.008

1.1252              
28.580

+.0002/-.0003                          
+.005/-.008

1.1256              
28.590

+.0002/-.0003                          
+.005/-.008 820 4.95 

2.25
CCYR 3 1/2 S 30                           

762 CCYR 3 1/2 S N/A

CYR 4 CYR 4 S
4.000               
101.60

+0/-.001 
+0/-.03

2.250               
57.15

+0/-.005 
+0/-.13

1.250               
31.75

+.0001/-.0005                          
+.0003/-.0013

2.3125               
58.74

+.005/-.01
+0.13/-0.25

Cylindrical
29,985                  
133,373

89,540                  
398,274

CYR 4 CYR 4 S
.13               
3.2

2.80               
71.0

.13               
3.2

1.2494               
31.735

+.0002/-.0003                          
+.005/-.008

1.2502               
31.755

+.0002/-.0003                          
+.005/-.008

1.2506               
31.765

+.0002/-.0003                          
+.005/-.008 700 7.05 

3.19
CCYR 4 S 30                           

762 CCYR 4 S N/A
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Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HD E Ro
 Recommended Shaft Diameters Limiting 

Speed

WT

W/O Seals
With 

 LUBRI-DISC 
Seals

Roller Diameter Roller Width Bore Diameter Overall 
Width

Crown 

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Diameter

Min. 
Clamping 
Diameter

Outer Corner Bearing 
WeightPrefix 

CCYR-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb

kgNom. Tol. Nom. Tol. Nom. Tol. Nom. Tol. Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

-

CYR 5 S
5.000               
127.00

+0/-.001 
+0/-.03

2.750               
69.85

+0/-.005 
+0/-.13

1.750               
44.45

+.0001/-.0005                          
+.0003/-.0013

2.875              
73.03

+.005/-.01
+0.13/-0.25

Cylindrical
46,575                  
207,166

135,900                  
604,483 -

CYR 5 S
.19               
4.8

3.56               
90.5

.13               
3.2

1.7494               
44.435

+.0002/-.0003                          
+.005/-.008

1.7502             
44.455

+.0002/-.0003                          
+.005/-.008

1.7506             
44.465

+.0002/-.0003                          
+.005/-.008 575 14.34 

6.59
CCYR 5 S 48                           

1,219 CCYR 5 S N/A

-

CYR 6 S
6.000               
152.40

+0/-.001 
+0/-.03

3.250               
82.55

+0/-.005 
+0/-.13

2.250               
57.15

+.0001/-.0005                          
+.0003/-.0013

3.375               
85.725

+.005/-.01
+0.13/-0.25

Cylindrical
60,000                  
266,880

160,900                  
715,683 -

CYR 6 S
.19               
4.8

4.47               
113.5

.13               
3.2

2.2494               
57.135

+.0002/-.0003                          
+.005/-.008

2.2502              
57.155

+.0002/-.0003                          
+.005/-.008

2.2506              
57.165

+.0002/-.0003                          
+.005/-.008 475 20.16 

9.14
CCYR 6 S 56                           

1,422 CCYR 6 S N/A

-

CYR 7 S
7.000               
177.80

+0/-.001 
+0/-.03

3.750               
95.25

+0/-.005 
+0/-.13

2.750               
69.85

+.0001/-.0005                          
+.0003/-.0013

3.875               
98.43

+.005/-.01
+0.13/-0.25

Cylindrical
75,380                  
335,290

213,860                  
951,249 -

CYR 7 S
.19               
4.8

5.19               
131.8

.13               
3.2

2.7494               
69.835

+.0002/-.0003                          
+.005/-.008

2.7502                
69.855

+.0002/-.0003                          
+.005/-.008

2.7506                
69.865

+.0002/-.0003                          
+.005/-.008 400 32.43 

14.71
CCYR 7 S 60                           

1,524 CCYR 7 S N/A

-

CYR 8 S
8.000               
203.20 * 4.250               

107.95 * 3.255               
82.68

+.001/-0                          
+.025/-0

4.50               
114.3

+.005/-.01
+0.13/-0.25

Cylindrical
92,200                  
410,106

288,200                  
1,281,914 -

CYR 8 S
.25               
6.4

4.38               
111.1

.22               
5.6

3.2545               
82.664

±.0005                          
±.0013

3.2560              
82.702

±.0005                          
±.0013

3.2565              
82.715

±.0005                          
±.0013 350 47.30 

21.45
CCYR 8 S 40                           

1,016 CCYR 8 S N/A

-

CYR 9 S
9.000               
228.60 * 4.750               

120.65 * 3.755               
95.38

+.001/-0                          
+.025/-0

5.00               
127.0

+.005/-.01
+0.13/-0.25

Cylindrical
113,260                  
503,780

366,850                  
1,631,749 -

CYR 9 S
.31               
7.9

5.06               
128.6

.25               
6.4

3.7545               
95.364

±.0005                          
±.0013

3.7560               
95.402

±.0005                          
±.0013

3.7565               
95.415

±.0005                          
±.0013 300 65.70 

29.80
CCYR 9 S 40                           

1,016 CCYR 9 S N/A

-

CYR 10 S
10.000               
254.00 * 5.250               

133.35 * 4.255               
108.08

+.001/-0                          
+.025/-0

5.50               
139.7

+.005/-.01
+0.13/-0.25

Cylindrical
131,545                  
585,112

431,130                  
1,917,666 -

CYR 10 S
.38               
9.5

5.47               
138.9

.28               
7.1

4.2545               
108.064

±.0005                          
±.0013

4.2560               
108.102

±.0005                          
±.0013

4.2565               
108.115

±.0005                          
±.0013 275 89.20 

40.46
CCYR 10 S 40                           

1,016 CCYR 10 S N/A

CYR

HD

LUBRICATIION
GROOVE

W1

W

B ERD

Ro

R

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Yoke Type Crowned/
Cylindrical Outside Diameter

Rolling Elements: Full Complement/Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

Cam Yoke Roller
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Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HD E Ro
 Recommended Shaft Diameters Limiting 

Speed

WT

W/O Seals
With 

 LUBRI-DISC 
Seals

Roller Diameter Roller Width Bore Diameter Overall 
Width

Crown 

W/O Seals
With  

LUBRI-DISC 
Seals

Hole 
Diameter

Min. 
Clamping 
Diameter

Outer Corner Bearing 
WeightPrefix 

CCYR-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb

kgNom. Tol. Nom. Tol. Nom. Tol. Nom. Tol. Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

-

CYR 5 S
5.000               
127.00

+0/-.001 
+0/-.03

2.750               
69.85

+0/-.005 
+0/-.13

1.750               
44.45

+.0001/-.0005                          
+.0003/-.0013

2.875              
73.03

+.005/-.01
+0.13/-0.25

Cylindrical
46,575                  
207,166

135,900                  
604,483 -

CYR 5 S
.19               
4.8

3.56               
90.5

.13               
3.2

1.7494               
44.435

+.0002/-.0003                          
+.005/-.008

1.7502             
44.455

+.0002/-.0003                          
+.005/-.008

1.7506             
44.465

+.0002/-.0003                          
+.005/-.008 575 14.34 

6.59
CCYR 5 S 48                           

1,219 CCYR 5 S N/A

-

CYR 6 S
6.000               
152.40

+0/-.001 
+0/-.03

3.250               
82.55

+0/-.005 
+0/-.13

2.250               
57.15

+.0001/-.0005                          
+.0003/-.0013

3.375               
85.725

+.005/-.01
+0.13/-0.25

Cylindrical
60,000                  
266,880

160,900                  
715,683 -

CYR 6 S
.19               
4.8

4.47               
113.5

.13               
3.2

2.2494               
57.135

+.0002/-.0003                          
+.005/-.008

2.2502              
57.155

+.0002/-.0003                          
+.005/-.008

2.2506              
57.165

+.0002/-.0003                          
+.005/-.008 475 20.16 

9.14
CCYR 6 S 56                           

1,422 CCYR 6 S N/A

-

CYR 7 S
7.000               
177.80

+0/-.001 
+0/-.03

3.750               
95.25

+0/-.005 
+0/-.13

2.750               
69.85

+.0001/-.0005                          
+.0003/-.0013

3.875               
98.43

+.005/-.01
+0.13/-0.25

Cylindrical
75,380                  
335,290

213,860                  
951,249 -

CYR 7 S
.19               
4.8

5.19               
131.8

.13               
3.2

2.7494               
69.835

+.0002/-.0003                          
+.005/-.008

2.7502                
69.855

+.0002/-.0003                          
+.005/-.008

2.7506                
69.865

+.0002/-.0003                          
+.005/-.008 400 32.43 

14.71
CCYR 7 S 60                           

1,524 CCYR 7 S N/A

-

CYR 8 S
8.000               
203.20 * 4.250               

107.95 * 3.255               
82.68

+.001/-0                          
+.025/-0

4.50               
114.3

+.005/-.01
+0.13/-0.25

Cylindrical
92,200                  
410,106

288,200                  
1,281,914 -

CYR 8 S
.25               
6.4

4.38               
111.1

.22               
5.6

3.2545               
82.664

±.0005                          
±.0013

3.2560              
82.702

±.0005                          
±.0013

3.2565              
82.715

±.0005                          
±.0013 350 47.30 

21.45
CCYR 8 S 40                           

1,016 CCYR 8 S N/A

-

CYR 9 S
9.000               
228.60 * 4.750               

120.65 * 3.755               
95.38

+.001/-0                          
+.025/-0

5.00               
127.0

+.005/-.01
+0.13/-0.25

Cylindrical
113,260                  
503,780

366,850                  
1,631,749 -

CYR 9 S
.31               
7.9

5.06               
128.6

.25               
6.4

3.7545               
95.364

±.0005                          
±.0013

3.7560               
95.402

±.0005                          
±.0013

3.7565               
95.415

±.0005                          
±.0013 300 65.70 

29.80
CCYR 9 S 40                           

1,016 CCYR 9 S N/A

-

CYR 10 S
10.000               
254.00 * 5.250               

133.35 * 4.255               
108.08

+.001/-0                          
+.025/-0

5.50               
139.7

+.005/-.01
+0.13/-0.25

Cylindrical
131,545                  
585,112

431,130                  
1,917,666 -

CYR 10 S
.38               
9.5

5.47               
138.9

.28               
7.1

4.2545               
108.064

±.0005                          
±.0013

4.2560               
108.102

±.0005                          
±.0013

4.2565               
108.115

±.0005                          
±.0013 275 89.20 

40.46
CCYR 10 S 40                           

1,016 CCYR 10 S N/A

CYR 

W

W1

RD B E

R

HD

LUBRICATION 
GROOVE

Ro

Cam Yoke Roller with Seals
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BCF, BCFE

Basic Construction Type: Stud Type Crowned / Cylindrical 
Outside Diameter

Rolling Elements: Non-Metallic Bushing

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: None - Self Lubricating Bushing

System Configuration: Concentric / Eccentric

Mounting Feature: Slot / Hex Hole

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

RD

W

C

SL

TL

HD

H

HC

F SD E

R

Ro

L

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 1/2 S

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.625              
15.9

.03                         
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1/2 S

- - .125              
3.17

.125              
3.17

.41              
10.4

.02 
.4

.1903              
4.834

+.0002/-.0003 
+.0005/-.0008 10-32 15                          

2
See Load-

Speed Chart
.04 
.02

BCF 1/2 SB BCF 1/2 SB

BCCF 1/2 S 7                           
178

BCCF 1/2 S
N/A

BCCF 1/2 SB BCCF 1/2 SB

BCFE 1/2 S

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.625              
15.9

.03                         
.8

.25              
6.4

1.03              
26.2

Cylindrical
.010                 
.25

.38              
9.5

.25              
6.4 See Load-Speed Chart

BCFE 1/2 S

- - .125              
3.17

.125              
3.17

.41              
10.4

.02 
.4

.253              
6.426

+.001/-.001 
+.025/-.025 10-32 15                          

2
See Load-

Speed Chart
.04 
.02

BCFE 1/2 SB BCFE 1/2 SB

BCCFE 1/2 S 7                           
178

BCCFE 1/2 S
N/A

BCCFE 1/2 SB BCCFE 1/2 SB

BCF 9/16 S

.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.625              
15.9

.03                        
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 9/16 S

- - .125              
3.17

.125              
3.17

.41              
10.4

.02 
.4

.1903              
4.834

+.0002/-.0003 
+.0005/-.0008 10-32 15                          

2
See Load-

Speed Chart
.04 
.02

BCF 9/16 SB BCF 9/16 SB

BCCF 9/16 S 7                           
178

BCCF 9/16 S
N/A

BCCF 9/16 SB BCCF 9/16 SB

BCFE 9/16 S

.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.625              
15.9

.03                        
.8

.25              
6.4

1.03              
26.2

Cylindrical
.010                 
.25

.38              
9.5

.25              
6.4 See Load-Speed Chart

BCFE 9/16 S

- - .125              
3.17

.125              
3.17

.41              
10.4

.02 
.4

.253              
6.426

+.001/-.001 
+.025/-.025 10-32 15                          

2
See Load-

Speed Chart
.04 
.02

BCFE 9/16 SB BCFE 9/16 SB

BCCFE 9/16 S 7                           
178

BCCFE 9/16 S
N/A

BCCFE 9/16 SB BCCFE 9/16 SB

BCF 5/8 S

.625              
15.88

+0/-.001 
+0/-.03

.4375              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.03                       
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 5/8 S

- - .125              
3.17

.125              
3.17

.46              
11.7

.02 
.4

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008 1/4-28 35                            

4
See Load-

Speed Chart
.05 
.02

BCF 5/8 SB BCF 5/8 SB

BCCF 5/8 S 8                           
203

BCCF 5/8 S
N/A

BCCF 5/8 SB BCCF 5/8 SB

BCFE 5/8 S

.625              
15.88

+0/-.001 
+0/-.03

.4375              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.03                       
.8

.31              
7.9

1.22              
31.0

Cylindrical
.015                 
.38

.44              
11.1

.38              
9.5 See Load-Speed Chart

BCFE 5/8 S

- - .125              
3.17

.125              
3.17

.46              
11.7

.02 
.4

.378              
9.60

+.001/-.001 
+.025/-.025 1/4-28 35                            

4
See Load-

Speed Chart
.05 
.02

BCFE 5/8 SB BCFE 5/8 SB

BCCFE 5/8 S 8                           
203

BCCFE 5/8 S
N/A

BCCFE 5/8 SB BCCFE 5/8 SB

BCF 11/16 S

.6875              
17.46

+0/-.001 
+0/-.03

.4375              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.03                       
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 11/16 S

- - .125              
3.17

.125              
3.17

.46              
11.7

.02 
.4

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008 1/4-28 35                            

4
See Load-

Speed Chart
.06 
.03

BCF 11/16 SB BCF 11/16 SB

BCCF 11/16 S 8                           
203

BCCF 11/16 S
N/A

BCCF 11/16 SB BCCF 11/16 SB

BCFE 11/16 S

.6875              
17.46

+0/-.001 
+0/-.03

.4375              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.03                       
.8

.31              
7.9

1.22              
31.0

Cylindrical
.015                 
.38

.44              
11.1

.38              
9.5 See Load-Speed Chart

BCFE 11/16 S

- - .125              
3.17

.125              
3.17

.46              
11.7

.02 
.4

.378              
9.60

+.001/-.001 
+.025/-.025 1/4-28 35                            

4
See Load-

Speed Chart
.06 
.03

BCFE 11/16 SB BCFE 11/16 SB

BCCFE 11/16 S 8                           
203

BCCFE 11/16 S
N/A

BCCFE 11/16 SB BCCFE 11/16 SB

Bushing Cam Follower
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BCF, BCFE

FRD

C

W SL

TL

F BD E

G

BEARING
CENTERLINEECC

L

SD

R

Ro

HD

HC  

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 1/2 S

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.625              
15.9

.03                         
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1/2 S

- - .125              
3.17

.125              
3.17

.41              
10.4

.02 
.4

.1903              
4.834

+.0002/-.0003 
+.0005/-.0008 10-32 15                          

2
See Load-

Speed Chart
.04 
.02

BCF 1/2 SB BCF 1/2 SB

BCCF 1/2 S 7                           
178

BCCF 1/2 S
N/A

BCCF 1/2 SB BCCF 1/2 SB

BCFE 1/2 S

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.625              
15.9

.03                         
.8

.25              
6.4

1.03              
26.2

Cylindrical
.010                 
.25

.38              
9.5

.25              
6.4 See Load-Speed Chart

BCFE 1/2 S

- - .125              
3.17

.125              
3.17

.41              
10.4

.02 
.4

.253              
6.426

+.001/-.001 
+.025/-.025 10-32 15                          

2
See Load-

Speed Chart
.04 
.02

BCFE 1/2 SB BCFE 1/2 SB

BCCFE 1/2 S 7                           
178

BCCFE 1/2 S
N/A

BCCFE 1/2 SB BCCFE 1/2 SB

BCF 9/16 S

.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.625              
15.9

.03                        
.8

.25              
6.4

1.03              
26.2

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 9/16 S

- - .125              
3.17

.125              
3.17

.41              
10.4

.02 
.4

.1903              
4.834

+.0002/-.0003 
+.0005/-.0008 10-32 15                          

2
See Load-

Speed Chart
.04 
.02

BCF 9/16 SB BCF 9/16 SB

BCCF 9/16 S 7                           
178

BCCF 9/16 S
N/A

BCCF 9/16 SB BCCF 9/16 SB

BCFE 9/16 S

.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0 / -.005 
+0 / -.13

.190              
4.83

+.001/-0 
+.03/-0

.625              
15.9

.03                        
.8

.25              
6.4

1.03              
26.2

Cylindrical
.010                 
.25

.38              
9.5

.25              
6.4 See Load-Speed Chart

BCFE 9/16 S

- - .125              
3.17

.125              
3.17

.41              
10.4

.02 
.4

.253              
6.426

+.001/-.001 
+.025/-.025 10-32 15                          

2
See Load-

Speed Chart
.04 
.02

BCFE 9/16 SB BCFE 9/16 SB

BCCFE 9/16 S 7                           
178

BCCFE 9/16 S
N/A

BCCFE 9/16 SB BCCFE 9/16 SB

BCF 5/8 S

.625              
15.88

+0/-.001 
+0/-.03

.4375              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.03                       
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 5/8 S

- - .125              
3.17

.125              
3.17

.46              
11.7

.02 
.4

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008 1/4-28 35                            

4
See Load-

Speed Chart
.05 
.02

BCF 5/8 SB BCF 5/8 SB

BCCF 5/8 S 8                           
203

BCCF 5/8 S
N/A

BCCF 5/8 SB BCCF 5/8 SB

BCFE 5/8 S

.625              
15.88

+0/-.001 
+0/-.03

.4375              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.03                       
.8

.31              
7.9

1.22              
31.0

Cylindrical
.015                 
.38

.44              
11.1

.38              
9.5 See Load-Speed Chart

BCFE 5/8 S

- - .125              
3.17

.125              
3.17

.46              
11.7

.02 
.4

.378              
9.60

+.001/-.001 
+.025/-.025 1/4-28 35                            

4
See Load-

Speed Chart
.05 
.02

BCFE 5/8 SB BCFE 5/8 SB

BCCFE 5/8 S 8                           
203

BCCFE 5/8 S
N/A

BCCFE 5/8 SB BCCFE 5/8 SB

BCF 11/16 S

.6875              
17.46

+0/-.001 
+0/-.03

.4375              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.03                       
.8

.31              
7.9

1.22              
31.0

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 11/16 S

- - .125              
3.17

.125              
3.17

.46              
11.7

.02 
.4

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008 1/4-28 35                            

4
See Load-

Speed Chart
.06 
.03

BCF 11/16 SB BCF 11/16 SB

BCCF 11/16 S 8                           
203

BCCF 11/16 S
N/A

BCCF 11/16 SB BCCF 11/16 SB

BCFE 11/16 S

.6875              
17.46

+0/-.001 
+0/-.03

.4375              
11.11

+0 / -.005 
+0 / -.13

.250              
6.35

+.001/-0 
+.03/-0

.75              
19.1

.03                       
.8

.31              
7.9

1.22              
31.0

Cylindrical
.015                 
.38

.44              
11.1

.38              
9.5 See Load-Speed Chart

BCFE 11/16 S

- - .125              
3.17

.125              
3.17

.46              
11.7

.02 
.4

.378              
9.60

+.001/-.001 
+.025/-.025 1/4-28 35                            

4
See Load-

Speed Chart
.06 
.03

BCFE 11/16 SB BCFE 11/16 SB

BCCFE 11/16 S 8                           
203

BCCFE 11/16 S
N/A

BCCFE 11/16 SB BCCFE 11/16 SB

Bushing Cam Follower with Eccentric Bushing
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Inch Cam Follower Bearings

B-47

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 3/4 S

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.875              
22.2

.03              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 3/4 S

.25              
6.4

.09              
2.4

.1875              
4.76

.1875              
4.76

.61              
15.5

.02 
.4

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008 3/8-24 95                            

11
See Load-

Speed Chart
.07 
.03

BCF 3/4 SB BCF 3/4 SB

BCCF 3/4 S 10                           
254

BCCF 3/4 S
N/A

BCCF 3/4 SB BCCF 3/4 SB

BCFE 3/4 S

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.875              
22.2

.03              
.8

.38              
9.5

1.41              
35.7

Cylindrical
.015                 
.38

.50              
12.7

.50              
12.7 See Load-Speed Chart

BCFE 3/4 S

.25              
6.4

.09              
2.4

.1875              
4.76

.1875              
4.76

.61              
15.5

.02 
.4

.503              
12.77

+.001/-.001 
+.025/-.025 3/8-24 95                            

11
See Load-

Speed Chart
.07 
.03

BCFE 3/4 SB BCFE 3/4 SB

BCCFE 3/4 S 10                           
254

BCCFE 3/4 S
N/A

BCCFE 3/4 SB BCCFE 3/4 SB

BCF 7/8 S

.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.875              
22.2

.03              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 7/8 S

.25              
6.4

.09              
2.4

.1875              
4.76

.1875              
4.76

.61              
15.5

.02 
.4

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008 3/8-24 95                            

11
See Load-

Speed Chart
.09 
.04

BCF 7/8 SB BCF 7/8 SB

BCCF 7/8 S 10                           
254

BCCF 7/8 S
N/A

BCCF 7/8 SB BCCF 7/8 SB

BCFE 7/8 S

.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.875              
22.2

.03              
.8

.38              
9.5

1.41              
35.7

Cylindrical
.015                 
.38

.50              
12.7

.50              
12.7 See Load-Speed Chart

BCFE 7/8 S

.25              
6.4

.09              
2.4

.1875              
4.76

.1875              
4.76

.61              
15.5

.02 
.4

.503              
12.77

+.001/-.001 
+.025/-.025 3/8-24 95                            

11
See Load-

Speed Chart
.09 
.04

BCFE 7/8 SB BCFE 7/8 SB

BCCFE 7/8 S 10                           
254

BCCFE 7/8 S
N/A

BCCFE 7/8 SB BCCFE 7/8 SB

BCF 1 S

1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.03              
.8

.50              
12.7

1.66              
42.1

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 S

.25              
6.4

.09              
2.4

.1875              
4.76

.25              
6.4

.78              
19.8

.03 
.8

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008 7/16-20 250                            

28
See Load-

Speed Chart
.17 
.08

BCF 1 SB BCF 1 SB

BCCF 1 S 12                           
305

BCCF 1 S
N/A

BCCF 1 SB BCCF 1 SB

BCFE 1 S

1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.03              
.8

.50              
12.7

1.66              
42.1

Cylindrical
.030                 
.76

.50              
12.7

.63              
15.9 See Load-Speed Chart

BCFE 1 S

.25              
6.4

.09              
2.4

.1875              
4.76

.25              
6.4

.78              
19.8

.03 
.8

.628              
15.95

+.001/-.001 
+.025/-.025 7/16-20 250                            

28
See Load-

Speed Chart
.17 
.08

BCFE 1 SB BCFE 1 SB

BCCFE 1 S 12                           
305

BCCFE 1 S
N/A

BCCFE 1 SB BCCFE 1 SB

BCF 1 1/8 S

1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.03              
.8

.50              
12.7

1.66              
42.1

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 1/8 S

.25              
6.4

.09              
2.4

.1875              
4.76

.25              
6.4

.78              
19.8

.03 
.8

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008 7/16-20 250                            

28
See Load-

Speed Chart
.19 
.09

BCF 1 1/8 SB BCF 1 1/8 SB

BCCF 1 1/8 S 12                           
305

BCCF 1 1/8 S
N/A

BCCF 1 1/8 SB BCCF 1 1/8 SB

BCFE 1 1/8 S

1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.03              
.8

.50              
12.7

1.66              
42.1

Cylindrical
.030                 
.76

.50              
12.7

.63              
15.9 See Load-Speed Chart

BCFE 1 1/8 S

.25              
6.4

.09              
2.4

.1875              
4.76

.25              
6.4

.78              
19.8

.03 
.8

.628              
15.95

+.001/-.001 
+.025/-.025 7/16-20 250                            

28
See Load-

Speed Chart
.19 
.09

BCFE 1 1/8 SB BCFE 1 1/8 SB

BCCFE 1 1/8 S 12                           
305

BCCFE 1 1/8 S
N/A

BCCFE 1 1/8 SB BCCFE 1 1/8 SB

BCF, BCFE

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / Cylindrical 
Outside Diameter

Rolling Elements: Non-Metallic Bushing

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: None - Self Lubricating Bushing

System Configuration: Concentric / Eccentric

Mounting Feature: Slot / Hex Hole

RD

W

C

SL

TL

HD

H

HC

F SD E

R

Ro

L

Bushing Cam Follower
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B-48

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 3/4 S

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.875              
22.2

.03              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 3/4 S

.25              
6.4

.09              
2.4

.1875              
4.76

.1875              
4.76

.61              
15.5

.02 
.4

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008 3/8-24 95                            

11
See Load-

Speed Chart
.07 
.03

BCF 3/4 SB BCF 3/4 SB

BCCF 3/4 S 10                           
254

BCCF 3/4 S
N/A

BCCF 3/4 SB BCCF 3/4 SB

BCFE 3/4 S

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.875              
22.2

.03              
.8

.38              
9.5

1.41              
35.7

Cylindrical
.015                 
.38

.50              
12.7

.50              
12.7 See Load-Speed Chart

BCFE 3/4 S

.25              
6.4

.09              
2.4

.1875              
4.76

.1875              
4.76

.61              
15.5

.02 
.4

.503              
12.77

+.001/-.001 
+.025/-.025 3/8-24 95                            

11
See Load-

Speed Chart
.07 
.03

BCFE 3/4 SB BCFE 3/4 SB

BCCFE 3/4 S 10                           
254

BCCFE 3/4 S
N/A

BCCFE 3/4 SB BCCFE 3/4 SB

BCF 7/8 S

.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.875              
22.2

.03              
.8

.38              
9.5

1.41              
35.7

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 7/8 S

.25              
6.4

.09              
2.4

.1875              
4.76

.1875              
4.76

.61              
15.5

.02 
.4

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008 3/8-24 95                            

11
See Load-

Speed Chart
.09 
.04

BCF 7/8 SB BCF 7/8 SB

BCCF 7/8 S 10                           
254

BCCF 7/8 S
N/A

BCCF 7/8 SB BCCF 7/8 SB

BCFE 7/8 S

.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0 / -.005 
+0 / -.13

.375              
9.53

+.001/-0 
+.03/-0

.875              
22.2

.03              
.8

.38              
9.5

1.41              
35.7

Cylindrical
.015                 
.38

.50              
12.7

.50              
12.7 See Load-Speed Chart

BCFE 7/8 S

.25              
6.4

.09              
2.4

.1875              
4.76

.1875              
4.76

.61              
15.5

.02 
.4

.503              
12.77

+.001/-.001 
+.025/-.025 3/8-24 95                            

11
See Load-

Speed Chart
.09 
.04

BCFE 7/8 SB BCFE 7/8 SB

BCCFE 7/8 S 10                           
254

BCCFE 7/8 S
N/A

BCCFE 7/8 SB BCCFE 7/8 SB

BCF 1 S

1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.03              
.8

.50              
12.7

1.66              
42.1

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 S

.25              
6.4

.09              
2.4

.1875              
4.76

.25              
6.4

.78              
19.8

.03 
.8

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008 7/16-20 250                            

28
See Load-

Speed Chart
.17 
.08

BCF 1 SB BCF 1 SB

BCCF 1 S 12                           
305

BCCF 1 S
N/A

BCCF 1 SB BCCF 1 SB

BCFE 1 S

1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.03              
.8

.50              
12.7

1.66              
42.1

Cylindrical
.030                 
.76

.50              
12.7

.63              
15.9 See Load-Speed Chart

BCFE 1 S

.25              
6.4

.09              
2.4

.1875              
4.76

.25              
6.4

.78              
19.8

.03 
.8

.628              
15.95

+.001/-.001 
+.025/-.025 7/16-20 250                            

28
See Load-

Speed Chart
.17 
.08

BCFE 1 SB BCFE 1 SB

BCCFE 1 S 12                           
305

BCCFE 1 S
N/A

BCCFE 1 SB BCCFE 1 SB

BCF 1 1/8 S

1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.03              
.8

.50              
12.7

1.66              
42.1

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 1/8 S

.25              
6.4

.09              
2.4

.1875              
4.76

.25              
6.4

.78              
19.8

.03 
.8

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008 7/16-20 250                            

28
See Load-

Speed Chart
.19 
.09

BCF 1 1/8 SB BCF 1 1/8 SB

BCCF 1 1/8 S 12                           
305

BCCF 1 1/8 S
N/A

BCCF 1 1/8 SB BCCF 1 1/8 SB

BCFE 1 1/8 S

1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0 / -.005 
+0 / -.13

.4375              
11.11

+.001/-0 
+.03/-0

1.00              
25.4

.03              
.8

.50              
12.7

1.66              
42.1

Cylindrical
.030                 
.76

.50              
12.7

.63              
15.9 See Load-Speed Chart

BCFE 1 1/8 S

.25              
6.4

.09              
2.4

.1875              
4.76

.25              
6.4

.78              
19.8

.03 
.8

.628              
15.95

+.001/-.001 
+.025/-.025 7/16-20 250                            

28
See Load-

Speed Chart
.19 
.09

BCFE 1 1/8 SB BCFE 1 1/8 SB

BCCFE 1 1/8 S 12                           
305

BCCFE 1 1/8 S
N/A

BCCFE 1 1/8 SB BCCFE 1 1/8 SB

BCF, BCFE

Metric dimensions for reference only.

Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.
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B-49

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 1 1/4 S

1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.03              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 1/4 S

.31              
7.9

.09              
2.4

.1875              
4.76

.25              
6.4

.98              
25.0

.03 
.8

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008 1/2-20 350 

40
See Load-

Speed Chart
.30 
.14

BCF 1 1/4 SB BCF 1 1/4 SB

BCCF 1 1/4 S 14                           
356

BCCF 1 1/4 S
N/A

BCCF 1 1/4 SB BCCF 1 1/4 SB

BCFE 1 1/4 S

1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.03              
.8

.63              
15.9

2.03              
51.6

Cylindrical
.030                 
.76

.63              
15.9

.69              
17.4 See Load-Speed Chart

BCFE 1 1/4 S

.31              
7.9

.09              
2.4

.1875              
4.76

.25              
6.4

.98              
25.0

.03 
.8

.690              
17.52

+.001/-.001 
+.025/-.025 1/2-20 350 

40
See Load-

Speed Chart
.30 
.14

BCFE 1 1/4 SB BCFE 1 1/4 SB

BCCFE 1 1/4 S 14                           
356

BCCFE 1 1/4 S
N/A

BCCFE 1 1/4 SB BCCFE 1 1/4 SB

BCF 1 3/8 S

1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.03              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 3/8 S

.31              
7.9

.09              
2.4

.1875              
4.76

.25              
6.4

.98              
25.0

.05              
1.2

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008 1/2-20 350 

40
See Load-

Speed Chart
.35 
.16

BCF 1 3/8 SB BCF 1 3/8 SB

BCCF 1 3/8 S 14                           
356

BCCF 1 3/8 S
N/A

BCCF 1 3/8 SB BCCF 1 3/8 SB

BCFE 1 3/8 S

1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.03              
.8

.63              
15.9

2.03              
51.6

Cylindrical
.030                 
.76

.63              
15.9

.69              
17.4 See Load-Speed Chart

BCFE 1 3/8 S

.31              
7.9

.09              
2.4

.1875              
4.76

.25              
6.4

.98              
25.0

.05              
1.2

.690              
17.52

+.001/-.001 
+.025/-.025 1/2-20 350 

40
See Load-

Speed Chart
.35 
.16

BCFE 1 3/8 SB BCFE 1 3/8 SB

BCCFE 1 3/8 S 14                           
356

BCCFE 1 3/8 S
N/A

BCCFE 1 3/8 SB BCCFE 1 3/8 SB

BCF 1 1/2 S

1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.03              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 1/2 S

.38              
9.5

.09              
2.4

.1875              
4.76

.31              
7.9

1.09              
27.8

.06              
1.6

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008 5/8-18 650 

73
See Load-

Speed Chart
.53 
.24

BCF 1 1/2 SB BCF 1 1/2 SB

BCCF 1 1/2 S 20                           
508

BCCF 1 1/2 S
N/A

BCCF 1 1/2 SB BCCF 1 1/2 SB

BCFE 1 1/2 S

1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.03              
.8

.75              
19.1

2.41              
61.1

Cylindrical
.030                 
.76

.75              
19.1

.88              
22.2 See Load-Speed Chart

BCFE 1 1/2 S

.38              
9.5

.09              
2.4

.1875              
4.76

.31              
7.9

1.09              
27.8

.06              
1.6

.878              
22.30

+.001/-.001 
+.025/-.025 5/8-18 650 

73
See Load-

Speed Chart
.53 
.24

BCFE 1 1/2 SB BCFE 1 1/2 SB

BCCFE 1 1/2 S 20                           
508

BCCFE 1 1/2 S
N/A

BCCFE 1 1/2 SB BCCFE 1 1/2 SB

BCF 1 5/8 S

1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.03              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 5/8 S

.38              
9.5

.09              
2.4

.1875              
4.76

.31              
7.9

1.09              
27.8

.06              
1.6

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008 5/8-18 650 

73
See Load-

Speed Chart
.60 
.27

BCF 1 5/8 SB BCF 1 5/8 SB

BCCF 1 5/8 S 20                           
508

BCCF 1 5/8 S
N/A

BCCF 1 5/8 SB BCCF 1 5/8 SB

BCFE 1 5/8 S

1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.03              
.8

.75              
19.1

2.41              
61.1

Cylindrical
.030                 
.76

.75              
19.1

.88              
22.2 See Load-Speed Chart

BCFE 1 5/8 S

.38              
9.5

.09              
2.4

.1875              
4.76

.31              
7.9

1.09              
27.8

.06              
1.6

.878              
22.30

+.001/-.001 
+.025/-.025 5/8-18 650 

73
See Load-

Speed Chart
.60 
.27

BCFE 1 5/8 SB BCFE 1 5/8 SB

BCCFE 1 5/8 S 20                           
508

BCCFE 1 5/8 S
N/A

BCCFE 1 5/8 SB BCCFE 1 5/8 SB

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

BCF, BCFE

Basic Construction Type: Stud Type Crowned / Cylindrical 
Outside Diameter

Rolling Elements: Non-Metallic Bushing

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: None - Self Lubricating Bushing

System Configuration: Concentric / Eccentric

Mounting Feature: Slot / Hex Hole

RD

W

C

SL

TL

HD

H

HC

F SD E

R

Ro

L

Bushing Cam Follower
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Inch Cam Follower Bearings

B-50

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 1 1/4 S

1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.03              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 1/4 S

.31              
7.9

.09              
2.4

.1875              
4.76

.25              
6.4

.98              
25.0

.03 
.8

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008 1/2-20 350 

40
See Load-

Speed Chart
.30 
.14

BCF 1 1/4 SB BCF 1 1/4 SB

BCCF 1 1/4 S 14                           
356

BCCF 1 1/4 S
N/A

BCCF 1 1/4 SB BCCF 1 1/4 SB

BCFE 1 1/4 S

1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.03              
.8

.63              
15.9

2.03              
51.6

Cylindrical
.030                 
.76

.63              
15.9

.69              
17.4 See Load-Speed Chart

BCFE 1 1/4 S

.31              
7.9

.09              
2.4

.1875              
4.76

.25              
6.4

.98              
25.0

.03 
.8

.690              
17.52

+.001/-.001 
+.025/-.025 1/2-20 350 

40
See Load-

Speed Chart
.30 
.14

BCFE 1 1/4 SB BCFE 1 1/4 SB

BCCFE 1 1/4 S 14                           
356

BCCFE 1 1/4 S
N/A

BCCFE 1 1/4 SB BCCFE 1 1/4 SB

BCF 1 3/8 S

1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.03              
.8

.63              
15.9

2.03              
51.6

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 3/8 S

.31              
7.9

.09              
2.4

.1875              
4.76

.25              
6.4

.98              
25.0

.05              
1.2

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008 1/2-20 350 

40
See Load-

Speed Chart
.35 
.16

BCF 1 3/8 SB BCF 1 3/8 SB

BCCF 1 3/8 S 14                           
356

BCCF 1 3/8 S
N/A

BCCF 1 3/8 SB BCCF 1 3/8 SB

BCFE 1 3/8 S

1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0 / -.005 
+0 / -.13

.500              
12.70

+.001/-0 
+.03/-0

1.25              
31.8

.03              
.8

.63              
15.9

2.03              
51.6

Cylindrical
.030                 
.76

.63              
15.9

.69              
17.4 See Load-Speed Chart

BCFE 1 3/8 S

.31              
7.9

.09              
2.4

.1875              
4.76

.25              
6.4

.98              
25.0

.05              
1.2

.690              
17.52

+.001/-.001 
+.025/-.025 1/2-20 350 

40
See Load-

Speed Chart
.35 
.16

BCFE 1 3/8 SB BCFE 1 3/8 SB

BCCFE 1 3/8 S 14                           
356

BCCFE 1 3/8 S
N/A

BCCFE 1 3/8 SB BCCFE 1 3/8 SB

BCF 1 1/2 S

1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.03              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 1/2 S

.38              
9.5

.09              
2.4

.1875              
4.76

.31              
7.9

1.09              
27.8

.06              
1.6

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008 5/8-18 650 

73
See Load-

Speed Chart
.53 
.24

BCF 1 1/2 SB BCF 1 1/2 SB

BCCF 1 1/2 S 20                           
508

BCCF 1 1/2 S
N/A

BCCF 1 1/2 SB BCCF 1 1/2 SB

BCFE 1 1/2 S

1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.03              
.8

.75              
19.1

2.41              
61.1

Cylindrical
.030                 
.76

.75              
19.1

.88              
22.2 See Load-Speed Chart

BCFE 1 1/2 S

.38              
9.5

.09              
2.4

.1875              
4.76

.31              
7.9

1.09              
27.8

.06              
1.6

.878              
22.30

+.001/-.001 
+.025/-.025 5/8-18 650 

73
See Load-

Speed Chart
.53 
.24

BCFE 1 1/2 SB BCFE 1 1/2 SB

BCCFE 1 1/2 S 20                           
508

BCCFE 1 1/2 S
N/A

BCCFE 1 1/2 SB BCCFE 1 1/2 SB

BCF 1 5/8 S

1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.03              
.8

.75              
19.1

2.41              
61.1

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 5/8 S

.38              
9.5

.09              
2.4

.1875              
4.76

.31              
7.9

1.09              
27.8

.06              
1.6

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008 5/8-18 650 

73
See Load-

Speed Chart
.60 
.27

BCF 1 5/8 SB BCF 1 5/8 SB

BCCF 1 5/8 S 20                           
508

BCCF 1 5/8 S
N/A

BCCF 1 5/8 SB BCCF 1 5/8 SB

BCFE 1 5/8 S

1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0 / -.005 
+0 / -.13

.625              
15.88

+.001/-0 
+.03/-0

1.50              
38.1

.03              
.8

.75              
19.1

2.41              
61.1

Cylindrical
.030                 
.76

.75              
19.1

.88              
22.2 See Load-Speed Chart

BCFE 1 5/8 S

.38              
9.5

.09              
2.4

.1875              
4.76

.31              
7.9

1.09              
27.8

.06              
1.6

.878              
22.30

+.001/-.001 
+.025/-.025 5/8-18 650 

73
See Load-

Speed Chart
.60 
.27

BCFE 1 5/8 SB BCFE 1 5/8 SB

BCCFE 1 5/8 S 20                           
508

BCCFE 1 5/8 S
N/A

BCCFE 1 5/8 SB BCCFE 1 5/8 SB

BCF, BCFE

FRD

C

W SL

TL

F BD E

G

BEARING
CENTERLINEECC

L

SD

R

Ro

HD

HC  
Bushing Cam Follower with Eccentric Bushing
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Inch Cam Follower Bearings

B-51

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 1 3/4 S

1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.03              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 3/4 S

.44              
11.1

.125 
3

.1875              
4.76

.31              
7.9

1.25              
31.8

.06              
1.6

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008 3/4-16 1,250               

141
See Load-

Speed Chart
.84 
.38

BCF 1 3/4 SB BCF 1 3/4 SB

BCCF 1 3/4 S 20                           
508

BCCF 1 3/4 S
N/A

BCCF 1 3/4 SB BCCF 1 3/4 SB

BCFE 1 3/4 S

1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.03              
.8

.88              
22.2

2.78              
70.6

Cylindrical
.030                 
.76

.88              
22.2

.00              
25.4 See Load-Speed Chart

BCFE 1 3/4 S

.44              
11.1

.125 
3

.1875              
4.76

.31              
7.9

1.25              
31.8

.06              
1.6

1.003              
25.47

+.001/-.001 
+.025/-.025 3/4-16 1,250               

141
See Load-

Speed Chart
.84 
.38

BCFE 1 3/4 SB BCFE 1 3/4 SB

BCCFE 1 3/4 S 20                           
508

BCCFE 1 3/4 S
N/A

BCCFE 1 3/4 SB BCCFE 1 3/4 SB

BCF 1 7/8 S

1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.03              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 7/8 S

.44              
11.1

.125 
3

.1875              
4.76

.31              
7.9

1.25              
31.8

.06              
1.6

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008 3/4-16 1,250               

141
See Load-

Speed Chart
.95 
.43

BCF 1 7/8 SB BCF 1 7/8 SB

BCCF 1 7/8 S 20                           
508

BCCF 1 7/8 S
N/A

BCCF 1 7/8 SB BCCF 1 7/8 SB

BCFE 1 7/8 S

1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.03              
.8

.88              
22.2

2.78              
70.6

Cylindrical
.030                 
.76

.88              
22.2

.00              
25.4 See Load-Speed Chart

BCFE 1 7/8 S

.44              
11.1

.125 
3

.1875              
4.76

.31              
7.9

1.25              
31.8

.06              
1.6

1.003              
25.47

+.001/-.001 
+.025/-.025 3/4-16 1,250               

141
See Load-

Speed Chart
.95 
.43

BCFE 1 7/8 SB BCFE 1 7/8 SB

BCCFE 1 7/8 S 20                           
508

BCCFE 1 7/8 S
N/A

BCCFE 1 7/8 SB BCCFE 1 7/8 SB

BCF 2 S

2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.03              
.8

2.00              
50.8

3.28              
83.3

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 2 S

.50              
12.7

.125 
3

.1875              
4.76

.44              
11.1

1.41              
35.7

.09              
2.4

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008 7/8-14 1,500               

170
See Load-

Speed Chart
1.36 
.62

BCF 2 SB BCF 2 SB

BCCF 2 S 24                           
610

BCCF 2 S
N/A

BCCF 2 SB BCCF 2 SB

BCFE 2 S

2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.03              
.8

2.00              
50.8

3.28              
83.3

Cylindrical
.030                 
.76

.00              
25.4

.19              
30.1 See Load-Speed Chart

BCFE 2 S

.50              
12.7

.125 
3

.1875              
4.76

.44              
11.1

1.41              
35.7

.09              
2.4

1.190              
30.22

+.001/-.001 
+.025/-.025 7/8-14 1,500               

170
See Load-

Speed Chart
1.36 
.62

BCFE 2 SB BCFE 2 SB

BCCFE 2 S 24                           
610

BCCFE 2 S
N/A

BCCFE 2 SB BCCFE 2 SB

BCF 2 1/4 S

2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.03              
.8

2.00              
50.8

3.28              
83.3

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 2 1/4 S

.50              
12.7

.125 
3

.1875              
4.76

.44              
11.1

1.41              
35.7

.09              
2.4

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008 7/8-14 1,500               

170
See Load-

Speed Chart
1.65 
.75

BCF 2 1/4 SB BCF 2 1/4 SB

BCCF 2 1/4 S 24                           
610

BCCF 2 1/4 S
N/A

BCCF 2 1/4 SB BCCF 2 1/4 SB

BCFE 2 1/4 S

2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.03              
.8

2.00              
50.8

3.28              
83.3

Cylindrical
.030                 
.76

.00              
25.4

.19              
30.1 See Load-Speed Chart

BCFE 2 1/4 S

.50              
12.7

.125 
3

.1875              
4.76

.44              
11.1

1.41              
35.7

.09              
2.4

.8753              
22.233

+.001/-.001 
+.025/-.025 7/8-14 1,500               

170
See Load-

Speed Chart
1.65 
.75

BCFE 2 1/4 SB BCFE 2 1/4 SB

BCCFE 2 1/4 S 24                           
610

BCCFE 2 1/4 S
N/A

BCCFE 2 1/4 SB BCCFE 2 1/4 SB

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

BCF, BCFE

Basic Construction Type: Stud Type Crowned / Cylindrical 
Outside Diameter

Rolling Elements: Non-Metallic Bushing

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: None - Self Lubricating Bushing

System Configuration: Concentric / Eccentric

Mounting Feature: Slot / Hex Hole
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Bushing Cam Follower
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B-52

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 1 3/4 S

1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.03              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 3/4 S

.44              
11.1

.125 
3

.1875              
4.76

.31              
7.9

1.25              
31.8

.06              
1.6

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008 3/4-16 1,250               

141
See Load-

Speed Chart
.84 
.38

BCF 1 3/4 SB BCF 1 3/4 SB

BCCF 1 3/4 S 20                           
508

BCCF 1 3/4 S
N/A

BCCF 1 3/4 SB BCCF 1 3/4 SB

BCFE 1 3/4 S

1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.03              
.8

.88              
22.2

2.78              
70.6

Cylindrical
.030                 
.76

.88              
22.2

.00              
25.4 See Load-Speed Chart

BCFE 1 3/4 S

.44              
11.1

.125 
3

.1875              
4.76

.31              
7.9

1.25              
31.8

.06              
1.6

1.003              
25.47

+.001/-.001 
+.025/-.025 3/4-16 1,250               

141
See Load-

Speed Chart
.84 
.38

BCFE 1 3/4 SB BCFE 1 3/4 SB

BCCFE 1 3/4 S 20                           
508

BCCFE 1 3/4 S
N/A

BCCFE 1 3/4 SB BCCFE 1 3/4 SB

BCF 1 7/8 S

1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.03              
.8

.88              
22.2

2.78              
70.6

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 1 7/8 S

.44              
11.1

.125 
3

.1875              
4.76

.31              
7.9

1.25              
31.8

.06              
1.6

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008 3/4-16 1,250               

141
See Load-

Speed Chart
.95 
.43

BCF 1 7/8 SB BCF 1 7/8 SB

BCCF 1 7/8 S 20                           
508

BCCF 1 7/8 S
N/A

BCCF 1 7/8 SB BCCF 1 7/8 SB

BCFE 1 7/8 S

1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

0 / -.005 
+0 / -.13

.750              
19.05

+.001/-0 
+.03/-0

1.75              
44.5

.03              
.8

.88              
22.2

2.78              
70.6

Cylindrical
.030                 
.76

.88              
22.2

.00              
25.4 See Load-Speed Chart

BCFE 1 7/8 S

.44              
11.1

.125 
3

.1875              
4.76

.31              
7.9

1.25              
31.8

.06              
1.6

1.003              
25.47

+.001/-.001 
+.025/-.025 3/4-16 1,250               

141
See Load-

Speed Chart
.95 
.43

BCFE 1 7/8 SB BCFE 1 7/8 SB

BCCFE 1 7/8 S 20                           
508

BCCFE 1 7/8 S
N/A

BCCFE 1 7/8 SB BCCFE 1 7/8 SB

BCF 2 S

2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.03              
.8

2.00              
50.8

3.28              
83.3

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 2 S

.50              
12.7

.125 
3

.1875              
4.76

.44              
11.1

1.41              
35.7

.09              
2.4

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008 7/8-14 1,500               

170
See Load-

Speed Chart
1.36 
.62

BCF 2 SB BCF 2 SB

BCCF 2 S 24                           
610

BCCF 2 S
N/A

BCCF 2 SB BCCF 2 SB

BCFE 2 S

2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.03              
.8

2.00              
50.8

3.28              
83.3

Cylindrical
.030                 
.76

.00              
25.4

.19              
30.1 See Load-Speed Chart

BCFE 2 S

.50              
12.7

.125 
3

.1875              
4.76

.44              
11.1

1.41              
35.7

.09              
2.4

1.190              
30.22

+.001/-.001 
+.025/-.025 7/8-14 1,500               

170
See Load-

Speed Chart
1.36 
.62

BCFE 2 SB BCFE 2 SB

BCCFE 2 S 24                           
610

BCCFE 2 S
N/A

BCCFE 2 SB BCCFE 2 SB

BCF 2 1/4 S

2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.03              
.8

2.00              
50.8

3.28              
83.3

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 2 1/4 S

.50              
12.7

.125 
3

.1875              
4.76

.44              
11.1

1.41              
35.7

.09              
2.4

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008 7/8-14 1,500               

170
See Load-

Speed Chart
1.65 
.75

BCF 2 1/4 SB BCF 2 1/4 SB

BCCF 2 1/4 S 24                           
610

BCCF 2 1/4 S
N/A

BCCF 2 1/4 SB BCCF 2 1/4 SB

BCFE 2 1/4 S

2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

0 / -.005 
+0 / -.13

.875              
22.23

+.001/-0 
+.03/-0

2.00              
50.8

.03              
.8

2.00              
50.8

3.28              
83.3

Cylindrical
.030                 
.76

.00              
25.4

.19              
30.1 See Load-Speed Chart

BCFE 2 1/4 S

.50              
12.7

.125 
3

.1875              
4.76

.44              
11.1

1.41              
35.7

.09              
2.4

.8753              
22.233

+.001/-.001 
+.025/-.025 7/8-14 1,500               

170
See Load-

Speed Chart
1.65 
.75

BCFE 2 1/4 SB BCFE 2 1/4 SB

BCCFE 2 1/4 S 24                           
610

BCCFE 2 1/4 S
N/A

BCCFE 2 1/4 SB BCCFE 2 1/4 SB

BCF, BCFE

FRD
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B-53

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 2 1/2 S

2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.03              
.8

2.25              
57.2

3.78              
96.0

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 2 1/2 S

.56              
14.3

.125 
3

.1875              
4.76

.50              
12.7

1.69              
42.9

.09              
2.4

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008 1-14 2,250               

254
See Load-

Speed Chart
2.50                         
1.13

BCF 2 1/2 SB BCF 2 1/2 SB

BCCF 2 1/2 S 30                           
762

BCCF 2 1/2 S
N/A

BCCF 2 1/2 SB BCCF 2 1/2 SB

BCFE 2 1/2 S

2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.03              
.8

2.25              
57.2

3.78              
96.0

Cylindrical
.030                 
.76

.13              
28.6

.38              
34.9 See Load-Speed Chart

BCFE 2 1/2 S

.56              
14.3

.125 
3

.1875              
4.76

.50              
12.7

1.69              
42.9

.09              
2.4

1.378              
35.00

+.001/-.001 
+.025/-.025 1-14 2,250               

254
See Load-

Speed Chart
2.50                         
1.13

BCFE 2 1/2 SB BCFE 2 1/2 SB

BCCFE 2 1/2 S 30                           
762

BCCFE 2 1/2 S
N/A

BCCFE 2 1/2 SB BCCFE 2 1/2 SB

BCF 2 3/4 S

2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.03              
.8

2.25              
57.2

3.78              
96.0

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 2 3/4 S

.56              
14.3

.125 
3

.1875              
4.76

.50              
12.7

1.69              
42.9

.09              
2.4

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008 1-14 2,250               

254
See Load-

Speed Chart
2.93                        
1.33

BCF 2 3/4 SB BCF 2 3/4 SB

BCCF 2 3/4 S 30                           
762

BCCF 2 3/4 S
N/A

BCCF 2 3/4 SB BCCF 2 3/4 SB

BCFE 2 3/4 S

2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.03              
.8

2.25              
57.2

3.78              
96.0

Cylindrical
.030                 
.76

.13              
28.6

.38              
34.9 See Load-Speed Chart

BCFE 2 3/4 S

.56              
14.3

.125 
3

.1875              
4.76

.50              
12.7

1.69              
42.9

.09              
2.4

1.378              
35.00

+.001/-.001 
+.025/-.025 1-14 2,250               

254
See Load-

Speed Chart
2.93                        
1.33

BCFE 2 3/4 SB BCFE 2 3/4 SB

BCCFE 2 3/4 S 30                           
762

BCCFE 2 3/4 S
N/A

BCCFE 2 3/4 SB BCCFE 2 3/4 SB

BCF 3 S

3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.03              
.8

2.50              
63.5

4.28              
108.7

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 3 S

.63              
15.9

.125 
3

.25              
6.4

.75              
19.1

2.13              
54.0

.13              
3.2

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008 1 1/4-12 3,450               

390
See Load-

Speed Chart
4.20                        
1.91

BCF 3 SB BCF 3 SB

BCCF 3 S 30                           
762

BCCF 3 S
N/A

BCCF 3 SB BCCF 3 SB

BCFE 3 S

3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.03              
.8

2.50              
63.5

4.28              
108.7

Cylindrical
.060                 
.52

.25              
31.8

.75              
44.5 See Load-Speed Chart

BCFE 3 S

.63              
15.9

.125 
3

.25              
6.4

.75              
19.1

2.13              
54.0

.13              
3.2

1.753              
44.52

+.001/-.001 
+.025/-.025 1 1/4-12 3,450               

390
See Load-

Speed Chart
4.20                        
1.91

BCFE 3 SB BCFE 3 SB

BCCFE 3 S 30                           
762

BCCFE 3 S
N/A

BCCFE 3 SB BCCFE 3 SB

BCF 3 1/4 S

3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.03              
.8

2.50              
63.5

4.28              
108.7

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 3 1/4 S

.63              
15.9

.125 
3

.25              
6.4

.75              
19.1

2.13              
54.0

.13              
3.2

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008 1 1/4-12 3,450               

390
See Load-

Speed Chart
4.81                         
2.18

BCF 3 1/4 SB BCF 3 1/4 SB

BCCF 3 1/4 S 30                           
762

BCCF 3 1/4 S
N/A

BCCF 3 1/4 SB BCCF 3 1/4 SB

BCFE 3 1/4 S

3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.03              
.8

2.50              
63.5

4.28              
108.7

Cylindrical
.060                 
.52

.25              
31.8

.75              
44.5 See Load-Speed Chart

BCFE 3 1/4 S

.63              
15.9

.125 
3

.25              
6.4

.75              
19.1

2.13              
54.0

.13              
3.2

1.753              
44.52

+.001/-.001 
+.025/-.025 1 1/4-12 3,450               

390
See Load-

Speed Chart
4.81                         
2.18

BCFE 3 1/4 SB BCFE 3 1/4 SB

BCCFE 3 1/4 S 30                           
762

BCCFE 3 1/4 S
N/A

BCCFE 3 1/4 SB BCCFE 3 1/4 SB

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

BCF, BCFE

Basic Construction Type: Stud Type Crowned / Cylindrical 
Outside Diameter

Rolling Elements: Non-Metallic Bushing

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: None - Self Lubricating Bushing

System Configuration: Concentric / Eccentric

Mounting Feature: Slot / Hex Hole
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B-54

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 2 1/2 S

2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.03              
.8

2.25              
57.2

3.78              
96.0

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 2 1/2 S

.56              
14.3

.125 
3

.1875              
4.76

.50              
12.7

1.69              
42.9

.09              
2.4

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008 1-14 2,250               

254
See Load-

Speed Chart
2.50                         
1.13

BCF 2 1/2 SB BCF 2 1/2 SB

BCCF 2 1/2 S 30                           
762

BCCF 2 1/2 S
N/A

BCCF 2 1/2 SB BCCF 2 1/2 SB

BCFE 2 1/2 S

2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.03              
.8

2.25              
57.2

3.78              
96.0

Cylindrical
.030                 
.76

.13              
28.6

.38              
34.9 See Load-Speed Chart

BCFE 2 1/2 S

.56              
14.3

.125 
3

.1875              
4.76

.50              
12.7

1.69              
42.9

.09              
2.4

1.378              
35.00

+.001/-.001 
+.025/-.025 1-14 2,250               

254
See Load-

Speed Chart
2.50                         
1.13

BCFE 2 1/2 SB BCFE 2 1/2 SB

BCCFE 2 1/2 S 30                           
762

BCCFE 2 1/2 S
N/A

BCCFE 2 1/2 SB BCCFE 2 1/2 SB

BCF 2 3/4 S

2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.03              
.8

2.25              
57.2

3.78              
96.0

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 2 3/4 S

.56              
14.3

.125 
3

.1875              
4.76

.50              
12.7

1.69              
42.9

.09              
2.4

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0008 1-14 2,250               

254
See Load-

Speed Chart
2.93                        
1.33

BCF 2 3/4 SB BCF 2 3/4 SB

BCCF 2 3/4 S 30                           
762

BCCF 2 3/4 S
N/A

BCCF 2 3/4 SB BCCF 2 3/4 SB

BCFE 2 3/4 S

2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0 / -.005 
+0 / -.13

1.000              
25.40

+.001/-0 
+.03/-0

2.25              
57.2

.03              
.8

2.25              
57.2

3.78              
96.0

Cylindrical
.030                 
.76

.13              
28.6

.38              
34.9 See Load-Speed Chart

BCFE 2 3/4 S

.56              
14.3

.125 
3

.1875              
4.76

.50              
12.7

1.69              
42.9

.09              
2.4

1.378              
35.00

+.001/-.001 
+.025/-.025 1-14 2,250               

254
See Load-

Speed Chart
2.93                        
1.33

BCFE 2 3/4 SB BCFE 2 3/4 SB

BCCFE 2 3/4 S 30                           
762

BCCFE 2 3/4 S
N/A

BCCFE 2 3/4 SB BCCFE 2 3/4 SB

BCF 3 S

3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.03              
.8

2.50              
63.5

4.28              
108.7

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 3 S

.63              
15.9

.125 
3

.25              
6.4

.75              
19.1

2.13              
54.0

.13              
3.2

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008 1 1/4-12 3,450               

390
See Load-

Speed Chart
4.20                        
1.91

BCF 3 SB BCF 3 SB

BCCF 3 S 30                           
762

BCCF 3 S
N/A

BCCF 3 SB BCCF 3 SB

BCFE 3 S

3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.03              
.8

2.50              
63.5

4.28              
108.7

Cylindrical
.060                 
.52

.25              
31.8

.75              
44.5 See Load-Speed Chart

BCFE 3 S

.63              
15.9

.125 
3

.25              
6.4

.75              
19.1

2.13              
54.0

.13              
3.2

1.753              
44.52

+.001/-.001 
+.025/-.025 1 1/4-12 3,450               

390
See Load-

Speed Chart
4.20                        
1.91

BCFE 3 SB BCFE 3 SB

BCCFE 3 S 30                           
762

BCCFE 3 S
N/A

BCCFE 3 SB BCCFE 3 SB

BCF 3 1/4 S

3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.03              
.8

2.50              
63.5

4.28              
108.7

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 3 1/4 S

.63              
15.9

.125 
3

.25              
6.4

.75              
19.1

2.13              
54.0

.13              
3.2

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0008 1 1/4-12 3,450               

390
See Load-

Speed Chart
4.81                         
2.18

BCF 3 1/4 SB BCF 3 1/4 SB

BCCF 3 1/4 S 30                           
762

BCCF 3 1/4 S
N/A

BCCF 3 1/4 SB BCCF 3 1/4 SB

BCFE 3 1/4 S

3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0 / -.005 
+0 / -.13

1.250              
31.75

+.001/-0 
+.03/-0

2.50              
63.5

.03              
.8

2.50              
63.5

4.28              
108.7

Cylindrical
.060                 
.52

.25              
31.8

.75              
44.5 See Load-Speed Chart

BCFE 3 1/4 S

.63              
15.9

.125 
3

.25              
6.4

.75              
19.1

2.13              
54.0

.13              
3.2

1.753              
44.52

+.001/-.001 
+.025/-.025 1 1/4-12 3,450               

390
See Load-

Speed Chart
4.81                         
2.18

BCFE 3 1/4 SB BCFE 3 1/4 SB

BCCFE 3 1/4 S 30                           
762

BCCFE 3 1/4 S
N/A

BCCFE 3 1/4 SB BCCFE 3 1/4 SB

BCF, BCFE

FRD

C

W SL

TL

F BD E

G

BEARING
CENTERLINEECC

L

SD

R

Ro

HD

HC  
Bushing Cam Follower with Eccentric Bushing
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B-55

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 3 1/2 S

3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0 / -.005 
+0 / -.13

1.375              
34.93

+.001/-0 
+.03/-0

2.75              
69.9

.03              
.8

2.75              
69.9

4.78              
121.4

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 3 1/2 S

.69              
17.5

.125 
3

.25              
6.4

.75              
19.1

2.44              
61.9

.13              
3.2

1.3753              
34.933

+.0002/-.0003 
+.0005/-.0008 1 3/8-12 4,200               

475
See Load-

Speed Chart
6.42                         
2.91

BCF 3 1/2 SB BCF 3 1/2 SB

BCCF 3 1/2 S 30                           
762

BCCF 3 1/2 S
N/A

BCCF 3 1/2 SB BCCF 3 1/2 SB

BCFE 3 1/2 S

3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0 / -.005 
+0 / -.13

1.375              
34.93

+.001/-0 
+.03/-0

2.75              
69.9

.03              
.8

2.75              
69.9

4.78              
121.4

Cylindrical
.060                 
.52

.38              
34.9

.81              
46.0 See Load-Speed Chart

BCFE 3 1/2 S

.69              
17.5

.125 
3

.25              
6.4

.75              
19.1

2.44              
61.9

.13              
3.2

1.815              
46.10

+.001/-.001 
+.025/-.025 1 3/8-12 4,200               

475
See Load-

Speed Chart
6.42                         
2.91

BCFE 3 1/2 SB BCFE 3 1/2 SB

BCCFE 3 1/2 S 30                           
762

BCCFE 3 1/2 S
N/A

BCCFE 3 1/2 SB BCCFE 3 1/2 SB

BCF 4 S

4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

3.50              
88.9

.03              
.8

3.50              
88.9

5.78              
146.8

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 4 S

.75              
19.1

.125 
3

.25              
6.4

.75              
19.1

2.80              
71.0

.13              
3.2

1.5003              
38.108

+.0002/-.0003 
+.0005/-.0008 1 1/2-12 5,000               

565
See Load-

Speed Chart
9.46                         
4.29

BCF 4 SB BCF 4 SB

BCCF 4 S 30                           
762

BCCF 4 S
N/A

BCCF 4 SB BCCF 4 SB

BCFE 4 S

4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

3.50              
88.9

.03              
.8

3.50              
88.9

5.78              
146.8

Cylindrical
.060                 
.52

.00              
50.8

.00              
50.8 See Load-Speed Chart

BCFE 4 S

.75              
19.1

.125 
3

.25              
6.4

.75              
19.1

2.80              
71.0

.13              
3.2

2.003              
50.85

+.001/-.001 
+.025/-.025 1 1/2-12 5,000               

565
See Load-

Speed Chart
9.46                         
4.29

BCFE 4 SB BCFE 4 SB

BCCFE 4 S 30                           
762

BCCFE 4 S
N/A

BCCFE 4 SB BCCFE 4 SB

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

BCF, BCFE

Basic Construction Type: Stud Type Crowned / Cylindrical 
Outside Diameter

Rolling Elements: Non-Metallic Bushing

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: None - Self Lubricating Bushing

System Configuration: Concentric / Eccentric

Mounting Feature: Slot / Hex Hole

RD

W

C

SL

TL

HD

H

HC

F SD E

R

Ro

L

Bushing Cam Follower
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B-56

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H E Ro
 

Housing Bore 
Diameter Thread 

Type

Clamping 
Torque

Limiting 
Speed

WT

With LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud  
Diameter 

Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown Eccentric

With LUBRI-DISC 
Seals

Hole 
Center

Radial Hole 
Diameter

Axial Hole 
Dia 

or Fitting
Hex Hole Min Boss 

Diameter
Outer 

Corner 
Radius

Bearing 
WeightPrefix 

BCCF-XX 
Base Modifier 

BCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm N/lb N/lb

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius  (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

BCF 3 1/2 S

3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0 / -.005 
+0 / -.13

1.375              
34.93

+.001/-0 
+.03/-0

2.75              
69.9

.03              
.8

2.75              
69.9

4.78              
121.4

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 3 1/2 S

.69              
17.5

.125 
3

.25              
6.4

.75              
19.1

2.44              
61.9

.13              
3.2

1.3753              
34.933

+.0002/-.0003 
+.0005/-.0008 1 3/8-12 4,200               

475
See Load-

Speed Chart
6.42                         
2.91

BCF 3 1/2 SB BCF 3 1/2 SB

BCCF 3 1/2 S 30                           
762

BCCF 3 1/2 S
N/A

BCCF 3 1/2 SB BCCF 3 1/2 SB

BCFE 3 1/2 S

3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0 / -.005 
+0 / -.13

1.375              
34.93

+.001/-0 
+.03/-0

2.75              
69.9

.03              
.8

2.75              
69.9

4.78              
121.4

Cylindrical
.060                 
.52

.38              
34.9

.81              
46.0 See Load-Speed Chart

BCFE 3 1/2 S

.69              
17.5

.125 
3

.25              
6.4

.75              
19.1

2.44              
61.9

.13              
3.2

1.815              
46.10

+.001/-.001 
+.025/-.025 1 3/8-12 4,200               

475
See Load-

Speed Chart
6.42                         
2.91

BCFE 3 1/2 SB BCFE 3 1/2 SB

BCCFE 3 1/2 S 30                           
762

BCCFE 3 1/2 S
N/A

BCCFE 3 1/2 SB BCCFE 3 1/2 SB

BCF 4 S

4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

3.50              
88.9

.03              
.8

3.50              
88.9

5.78              
146.8

Cylindrical

N/A N/A N/A See Load-Speed Chart

BCF 4 S

.75              
19.1

.125 
3

.25              
6.4

.75              
19.1

2.80              
71.0

.13              
3.2

1.5003              
38.108

+.0002/-.0003 
+.0005/-.0008 1 1/2-12 5,000               

565
See Load-

Speed Chart
9.46                         
4.29

BCF 4 SB BCF 4 SB

BCCF 4 S 30                           
762

BCCF 4 S
N/A

BCCF 4 SB BCCF 4 SB

BCFE 4 S

4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0 / -.005 
+0 / -.13

1.500              
38.10

+.001/-0 
+.03/-0

3.50              
88.9

.03              
.8

3.50              
88.9

5.78              
146.8

Cylindrical
.060                 
.52

.00              
50.8

.00              
50.8 See Load-Speed Chart

BCFE 4 S

.75              
19.1

.125 
3

.25              
6.4

.75              
19.1

2.80              
71.0

.13              
3.2

2.003              
50.85

+.001/-.001 
+.025/-.025 1 1/2-12 5,000               

565
See Load-

Speed Chart
9.46                         
4.29

BCFE 4 SB BCFE 4 SB

BCCFE 4 S 30                           
762

BCCFE 4 S
N/A

BCCFE 4 SB BCCFE 4 SB

BCF, BCFE

FRD

C

W SL

TL

F BD E

G

BEARING
CENTERLINEECC

L

SD

R

Ro

HD

HC  
Bushing Cam Follower with Eccentric Bushing
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B-57

Basic Construction Type: Yoke Type Crowned / Cylindrical 
Outside Diameter

Rolling Elements: Non-Metallic Bushing

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: None - Self Lubricating Bushing

System Configuration: Concentric / Eccentric / Heavy 
Stud

Mounting Feature: Slot / Hex Hole

BCYR

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

R

HD

LUBRICATION
GROOVE

EBRD

W

W1

Ro

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller  
Static 
Rating

Part No. HC E Ro PF PFT PF PFT PF PFT
Limiting  
Speed

WT

With LUBRI-DISC  
Seals

Roller Diameter Roller Width Bore Diameter Endplate 
Extension

Crown 

With LUBRI-DISC  
Seals

Hole 
Center

Min Boss 
Diameter

Outer  
Corner

Recommended Shaft Diameters Bearing  
WeightPrefix 

BCCYR-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb

kgNom. Tol. Nom. Tol. Nom Tol (Ref) Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

BCYR 3/4 S
.750               
19.05

+0/-.001 
+0/-.03

.500               
12.70

+0/-.001 
+0/-.03

.250               
6.35

+.0002/-.0004                          
+.0005/-.0010

.56               
14.3

Cylindrical

See Load-Speed Chart

BCYR 3/4 S
.25               
6.4

.61               
15.5

.02 
.4

.2495               
6.337

±.0002                          
±.005

.2495               
6.337

±.0002                          
±.005

.2495               
6.337

±.0002                          
±.005

See Load-Speed 
Chart

.06 

.03
BCCYR 3/4 S 10                           

254 BCCYR 3/4 S N/A

BCYR 7/8 S
.875               
22.23

+0/-.001 
+0/-.03

.500               
12.70

+0/-.001 
+0/-.03

.250               
6.35

+.0002/-.0004                          
+.0005/-.0010

.56               
14.3

Cylindrical

See Load-Speed Chart

BCYR 7/8 S
.25               
6.4

.61               
15.5

.02 
.4

.2495               
6.337

±.0002                          
±.005

.2495               
6.337

±.0002                          
±.005

.2495               
6.337

±.0002                          
±.005

See Load-Speed 
Chart

.08                         

.04
BCCYR 7/8 S 10                           

254 BCCYR 7/8 S N/A

BCYR 1 S
1.000               
25.40

+0/-.001 
+0/-.03

.625               
15.88

+0/-.001 
+0/-.03

.313               
7.94

+.0002/-.0004                          
+.0005/-.0010

.69               
17.5

Cylindrical

See Load-Speed Chart

BCYR 1 S
.25               
6.4

.78               
19.8

.03 
.8

.3120               
7.925

±.0002                          
±.005

.3120               
7.925

±.0002                          
±.005

.3120               
7.925

±.0002                          
±.005

See Load-Speed 
Chart

.15 

.07
BCCYR 1 S 12                           

305 BCCYR 1 S N/A

BCYR 1 1/8 S
1.125               
28.58

+0/-.001 
+0/-.03

.625               
15.88

+0/-.001 
+0/-.03

.313               
7.94

+.0002/-.0004                          
+.0005/-.0010

.69               
17.5

Cylindrical

See Load-Speed Chart

BCYR 1 1/8 S
.25               
6.4

.78               
19.8

.03 
.8

.3120               
7.925

±.0002                          
±.005

.3120               
7.925

±.0002                          
±.005

.3120               
7.925

±.0002                          
±.005

See Load-Speed 
Chart

.17                         

.08
BCCYR 1 1/8 S 12                           

305 BCCYR 1 1/8 S N/A

BCYR 1 1/4 S
1.250               
31.75

+0/-.001 
+0/-.03

.750               
19.05

+0/-.001 
+0/-.03

.375               
9.53

+.0002/-.0004                          
+.0005/-.0010

.81               
20.6

Cylindrical

See Load-Speed Chart

BCYR 1 1/4 S
.31               
7.9

.98               
25.0

.03 
.8

.3745               
9.512

±.0002                          
±.005

.3745               
9.512

±.0002                          
±.005

.3745               
9.512

±.0002                          
±.005

See Load-Speed 
Chart

.24 

.11
BCCYR 1 1/4 S 14                           

356 BCCYR 1 1/4 S N/A

BCYR 1 3/8 S
1.375               
34.93

+0/-.001 
+0/-.03

.750               
19.05

+0/-.001 
+0/-.03

.375               
9.53

+.0002/-.0004                          
+.0005/-.0010

.81               
20.6

Cylindrical

See Load-Speed Chart

BCYR 1 3/8 S
.31               
7.9

.98               
25.0

.05               
1.2

.3745               
9.512

±.0002                          
±.005

.3745               
9.512

±.0002                          
±.005

.3745               
9.512

±.0002                          
±.005

See Load-Speed 
Chart

.30 

.14
BCCYR 1 3/8 S 14                           

356 BCCYR 1 3/8 S N/A

BCYR 1 1/2 S
1.500               
38.10

+0/-.001 
+0/-.03

.875               
22.23

+0/-.001 
+0/-.03

.438               
11.11

+.0002/-.0004                          
+.0005/-.0010

.94               
23.8

Cylindrical

See Load-Speed Chart

BCYR 1 1/2 S
.38               
9.5

1.09               
27.8

.06               
1.6

.4370               
11.100

±.0002                          
±.005

.4370               
11.100

±.0002                          
±.005

.4370               
11.100

±.0002                          
±.005

See Load-Speed 
Chart

.41 

.19
BCCYR 1 1/2 S 20                           

508 BCCYR 1 1/2 S N/A

BCYR 1 5/8 S
1.625               
41.28

+0/-.001 
+0/-.03

.875               
22.23

+0/-.001 
+0/-.03

.438               
11.11

+.0002/-.0004                          
+.0005/-.0010

.94               
23.8

Cylindrical

See Load-Speed Chart

BCYR 1 5/8 S
.38               
9.5

1.09               
27.8

.06               
1.6

.4370               
11.100

±.0002                          
±.005

.4370               
11.100

±.0002                          
±.005

.4370               
11.100

±.0002                          
±.005

See Load-Speed 
Chart

.50 

.23
BCCYR 1 5/8 S 20                           

508 BCCYR 1 5/8 S N/A

BCYR 1 3/4 S
1.750               
44.45

+0/-.001 
+0/-.03

1.000               
25.40

+0/-.001 
+0/-.03

.500               
12.70

+.0002/-.0004                          
+.0005/-.0010

1.06               
27.0

Cylindrical

See Load-Speed Chart

BCYR 1 3/4 S
.44               
11.1

1.25               
31.8

.06               
1.6

.4995               
12.687

±.0002                          
±.005

.4995               
12.687

±.0002                          
±.005

.4995               
12.687

±.0002                          
±.005

See Load-Speed 
Chart

.64 

.29
BCCYR 1 3/4 S 20                           

508 BCCYR 1 3/4 S N/A
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BCYR
Part No. RD W B W1 R

Track Roller 
Dynamic 
Rating

Track Roller  
Static 
Rating

Part No. HC E Ro PF PFT PF PFT PF PFT
Limiting  
Speed

WT

With LUBRI-DISC  
Seals

Roller Diameter Roller Width Bore Diameter Endplate 
Extension

Crown 

With LUBRI-DISC  
Seals

Hole 
Center

Min Boss 
Diameter

Outer  
Corner

Recommended Shaft Diameters Bearing  
WeightPrefix 

BCCYR-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb

kgNom. Tol. Nom. Tol. Nom Tol (Ref) Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

BCYR 3/4 S
.750               
19.05

+0/-.001 
+0/-.03

.500               
12.70

+0/-.001 
+0/-.03

.250               
6.35

+.0002/-.0004                          
+.0005/-.0010

.56               
14.3

Cylindrical

See Load-Speed Chart

BCYR 3/4 S
.25               
6.4

.61               
15.5

.02 
.4

.2495               
6.337

±.0002                          
±.005

.2495               
6.337

±.0002                          
±.005

.2495               
6.337

±.0002                          
±.005

See Load-Speed 
Chart

.06 

.03
BCCYR 3/4 S 10                           

254 BCCYR 3/4 S N/A

BCYR 7/8 S
.875               
22.23

+0/-.001 
+0/-.03

.500               
12.70

+0/-.001 
+0/-.03

.250               
6.35

+.0002/-.0004                          
+.0005/-.0010

.56               
14.3

Cylindrical

See Load-Speed Chart

BCYR 7/8 S
.25               
6.4

.61               
15.5

.02 
.4

.2495               
6.337

±.0002                          
±.005

.2495               
6.337

±.0002                          
±.005

.2495               
6.337

±.0002                          
±.005

See Load-Speed 
Chart

.08                         

.04
BCCYR 7/8 S 10                           

254 BCCYR 7/8 S N/A

BCYR 1 S
1.000               
25.40

+0/-.001 
+0/-.03

.625               
15.88

+0/-.001 
+0/-.03

.313               
7.94

+.0002/-.0004                          
+.0005/-.0010

.69               
17.5

Cylindrical

See Load-Speed Chart

BCYR 1 S
.25               
6.4

.78               
19.8

.03 
.8

.3120               
7.925

±.0002                          
±.005

.3120               
7.925

±.0002                          
±.005

.3120               
7.925

±.0002                          
±.005

See Load-Speed 
Chart

.15 

.07
BCCYR 1 S 12                           

305 BCCYR 1 S N/A

BCYR 1 1/8 S
1.125               
28.58

+0/-.001 
+0/-.03

.625               
15.88

+0/-.001 
+0/-.03

.313               
7.94

+.0002/-.0004                          
+.0005/-.0010

.69               
17.5

Cylindrical

See Load-Speed Chart

BCYR 1 1/8 S
.25               
6.4

.78               
19.8

.03 
.8

.3120               
7.925

±.0002                          
±.005

.3120               
7.925

±.0002                          
±.005

.3120               
7.925

±.0002                          
±.005

See Load-Speed 
Chart

.17                         

.08
BCCYR 1 1/8 S 12                           

305 BCCYR 1 1/8 S N/A

BCYR 1 1/4 S
1.250               
31.75

+0/-.001 
+0/-.03

.750               
19.05

+0/-.001 
+0/-.03

.375               
9.53

+.0002/-.0004                          
+.0005/-.0010

.81               
20.6

Cylindrical

See Load-Speed Chart

BCYR 1 1/4 S
.31               
7.9

.98               
25.0

.03 
.8

.3745               
9.512

±.0002                          
±.005

.3745               
9.512

±.0002                          
±.005

.3745               
9.512

±.0002                          
±.005

See Load-Speed 
Chart

.24 

.11
BCCYR 1 1/4 S 14                           

356 BCCYR 1 1/4 S N/A

BCYR 1 3/8 S
1.375               
34.93

+0/-.001 
+0/-.03

.750               
19.05

+0/-.001 
+0/-.03

.375               
9.53

+.0002/-.0004                          
+.0005/-.0010

.81               
20.6

Cylindrical

See Load-Speed Chart

BCYR 1 3/8 S
.31               
7.9

.98               
25.0

.05               
1.2

.3745               
9.512

±.0002                          
±.005

.3745               
9.512

±.0002                          
±.005

.3745               
9.512

±.0002                          
±.005

See Load-Speed 
Chart

.30 

.14
BCCYR 1 3/8 S 14                           

356 BCCYR 1 3/8 S N/A

BCYR 1 1/2 S
1.500               
38.10

+0/-.001 
+0/-.03

.875               
22.23

+0/-.001 
+0/-.03

.438               
11.11

+.0002/-.0004                          
+.0005/-.0010

.94               
23.8

Cylindrical

See Load-Speed Chart

BCYR 1 1/2 S
.38               
9.5

1.09               
27.8

.06               
1.6

.4370               
11.100

±.0002                          
±.005

.4370               
11.100

±.0002                          
±.005

.4370               
11.100

±.0002                          
±.005

See Load-Speed 
Chart

.41 

.19
BCCYR 1 1/2 S 20                           

508 BCCYR 1 1/2 S N/A

BCYR 1 5/8 S
1.625               
41.28

+0/-.001 
+0/-.03

.875               
22.23

+0/-.001 
+0/-.03

.438               
11.11

+.0002/-.0004                          
+.0005/-.0010

.94               
23.8

Cylindrical

See Load-Speed Chart

BCYR 1 5/8 S
.38               
9.5

1.09               
27.8

.06               
1.6

.4370               
11.100

±.0002                          
±.005

.4370               
11.100

±.0002                          
±.005

.4370               
11.100

±.0002                          
±.005

See Load-Speed 
Chart

.50 

.23
BCCYR 1 5/8 S 20                           

508 BCCYR 1 5/8 S N/A

BCYR 1 3/4 S
1.750               
44.45

+0/-.001 
+0/-.03

1.000               
25.40

+0/-.001 
+0/-.03

.500               
12.70

+.0002/-.0004                          
+.0005/-.0010

1.06               
27.0

Cylindrical

See Load-Speed Chart

BCYR 1 3/4 S
.44               
11.1

1.25               
31.8

.06               
1.6

.4995               
12.687

±.0002                          
±.005

.4995               
12.687

±.0002                          
±.005

.4995               
12.687

±.0002                          
±.005

See Load-Speed 
Chart

.64 

.29
BCCYR 1 3/4 S 20                           

508 BCCYR 1 3/4 S N/A
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Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller  
Static 
Rating

Part No. HC E Ro PF PFT PF PFT PF PFT
Limiting  
Speed

WT

With LUBRI-DISC  
Seals

Roller Diameter Roller Width Bore Diameter Endplate 
Extension

Crown 

With LUBRI-DISC  
Seals

Hole 
Center

Min Boss 
Diameter

Outer  
Corner

Recommended Shaft Diameters Bearing  
WeightPrefix 

BCCYR-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb

kgNom. Tol. Nom. Tol. Nom Tol (Ref) Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

BCYR 1 7/8 S
1.875               
47.63

+0/-.001 
+0/-.03

1.000               
25.40

+0/-.001 
+0/-.03

.500               
12.70

+.0002/-.0004                          
+.0005/-.0010

1.06               
27.0

Cylindrical

See Load-Speed Chart

BCYR 1 7/8 S
.44               
11.1

1.25               
31.8

.06               
1.6

.4995               
12.687

±.0002                          
±.005

.4995               
12.687

±.0002                          
±.005

.4995               
12.687

±.0002                          
±.005

See Load-Speed 
Chart

.80 

.36
BCCYR 1 7/8 S 20                           

508 BCCYR 1 7/8 S N/A

BCYR 2 S
2.000               
50.80

+0/-.001 
+0/-.03

1.250               
31.75

+0/-.001 
+0/-.03

.625               
15.88

+.0002/-.0004                          
+.0005/-.0010

1.31               
33.3

Cylindrical

See Load-Speed Chart

BCYR 2 S
.50               

12.7
1.41               
35.7

.09               
2.4

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005

See Load-Speed 
Chart

1.05 
.48

BCCYR 2 S 24                           
610 BCCYR 2 S N/A

BCYR 2 1/4 S
2.250               
57.15

+0/-.001 
+0/-.03

1.250               
31.75

+0/-.001 
+0/-.03

.625               
15.88

+.0002/-.0004                          
+.0005/-.0010

1.31               
33.3

Cylindrical

See Load-Speed Chart

BCYR 2 1/4 S
.50               

12.7
1.41               
35.7

.09               
2.4

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005

See Load-Speed 
Chart

1.32 
.59

BCCYR 2 1/4 S 24                           
610 BCCYR 2 1/4 S N/A

BCYR 2 1/2 S
2.500               
63.50

+0/-.001 
+0/-.03

1.500               
38.10

+0/-.001 
+0/-.03

.750               
19.05

+.0002/-.0004                          
+.0005/-.0010

1.56               
39.7

Cylindrical

See Load-Speed Chart

BCYR 2 1/2 S
.56               

14.3
1.69               
42.9

.09               
2.4

.7495               
19.037

±.0002                          
±.005

.7495               
19.037

±.0002                          
±.005

.7495               
19.037

±.0002                          
±.005

See Load-Speed 
Chart

1.80 
.82

BCCYR 2 1/2 S 30                           
762 BCCYR 2 1/2 S N/A

BCYR 2 3/4 S
2.750               
69.85

+0/-.001 
+0/-.03

1.500               
38.10

+0/-.001 
+0/-.03

.750               
19.05

+.0002/-.0004                          
+.0005/-.0010

1.56               
39.7

Cylindrical

See Load-Speed Chart

BCYR 2 3/4 S
.56               

14.3
1.69               
42.9

.09               
2.4

.7495               
19.037

±.0002                          
±.005

.7495               
19.037

±.0002                          
±.005

.7495               
19.037

±.0002                          
±.005

See Load-Speed 
Chart

2.25 
1.02

BCCYR 2 3/4 S 30                           
762 BCCYR 2 3/4 S N/A

BCYR 3 S
3.000               
76.20

+0/-.001 
+0/-.03

1.750               
44.45

+0/-.001 
+0/-.03

1.000               
25.40

+.0001/-.0005                          
+.0003/-.0013

1.81               
46.0

Cylindrical

See Load-Speed Chart

BCYR 3 S
.63               

15.9
2.13               
54.0

.13               
3.2

.9994               
25.385

±.0002                          
±.005

.9994               
25.385

±.0002                          
±.005

.9994               
25.385

±.0002                          
±.005

See Load-Speed 
Chart

3.10 
1.41

BCCYR 3 S 30                           
762 BCCYR 3 S N/A

BCYR 3 1/4 S
3.250               
82.55

+0/-.001 
+0/-.03

1.750               
44.45

+0/-.001 
+0/-.03

1.000               
25.40

+.0001/-.0005                          
+.0003/-.0013

1.81               
46.0

Cylindrical

See Load-Speed Chart

BCYR 3 1/4 S
.63               

15.9
2.13               
54.0

.13               
3.2

.9994               
25.385

±.0002                          
±.005

.9994               
25.385

±.0002                          
±.005

.9994               
25.385

±.0002                          
±.005

See Load-Speed 
Chart

3.62                         
1.64

BCCYR 3 1/4 S 30                           
762 BCCYR 3 1/4 S N/A

BCYR 3 1/2 S
3.500               
88.90

+0/-.001 
+0/-.03

2.000               
50.80

+0/-.001 
+0/-.03

1.125               
28.58

+.0001/-.0005                          
+.0003/-.0013

2.06               
52.4

Cylindrical

See Load-Speed Chart

BCYR 3 1/2 S
.69               

17.5
2.44               
61.9

.13               
3.2

1.1244               
28.560

±.0002                          
±.005

1.1244               
28.560

±.0002                          
±.005

1.1244               
28.560

±.0002                          
±.005

See Load-Speed 
Chart

4.95 
2.25

BCCYR 3 1/2 S 30                           
762 BCCYR 3 1/2 S N/A

BCYR 4 S
4.000               
101.60

+0/-.001 
+0/-.03

2.250               
57.15

+0/-.001 
+0/-.03

1.250               
31.75

+.0001/-.0005                          
+.0003/-.0013

2.06               
52.4

Cylindrical

See Load-Speed Chart

BCYR 4 S
.75               

19.1
2.80               
71.0

.13               
3.2

1.2494               
31.735

±.0002                          
±.005

1.2494               
31.735

±.0002                          
±.005

1.2494               
31.735

±.0002                          
±.005

See Load-Speed 
Chart

7.05 
3.19

BCCYR 4 S 30                           
762 BCCYR 4 S N/A

Basic Construction Type: Yoke Type Crowned / Cylindrical 
Outside Diameter

Rolling Elements: Non-Metallic Bushing

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: None - Self Lubricating Bushing

System Configuration: Concentric / Eccentric / Heavy 
Stud

Mounting Feature: Slot / Hex Hole

BCYR

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

R

HD

LUBRICATION
GROOVE

EBRD

W

W1

Ro

Bushing Cam  
Yoke Roller
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Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller  
Static 
Rating

Part No. HC E Ro PF PFT PF PFT PF PFT
Limiting  
Speed

WT

With LUBRI-DISC  
Seals

Roller Diameter Roller Width Bore Diameter Endplate 
Extension

Crown 

With LUBRI-DISC  
Seals

Hole 
Center

Min Boss 
Diameter

Outer  
Corner

Recommended Shaft Diameters Bearing  
WeightPrefix 

BCCYR-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb

kgNom. Tol. Nom. Tol. Nom Tol (Ref) Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

BCYR 1 7/8 S
1.875               
47.63

+0/-.001 
+0/-.03

1.000               
25.40

+0/-.001 
+0/-.03

.500               
12.70

+.0002/-.0004                          
+.0005/-.0010

1.06               
27.0

Cylindrical

See Load-Speed Chart

BCYR 1 7/8 S
.44               
11.1

1.25               
31.8

.06               
1.6

.4995               
12.687

±.0002                          
±.005

.4995               
12.687

±.0002                          
±.005

.4995               
12.687

±.0002                          
±.005

See Load-Speed 
Chart

.80 

.36
BCCYR 1 7/8 S 20                           

508 BCCYR 1 7/8 S N/A

BCYR 2 S
2.000               
50.80

+0/-.001 
+0/-.03

1.250               
31.75

+0/-.001 
+0/-.03

.625               
15.88

+.0002/-.0004                          
+.0005/-.0010

1.31               
33.3

Cylindrical

See Load-Speed Chart

BCYR 2 S
.50               
12.7

1.41               
35.7

.09               
2.4

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005

See Load-Speed 
Chart

1.05 
.48

BCCYR 2 S 24                           
610 BCCYR 2 S N/A

BCYR 2 1/4 S
2.250               
57.15

+0/-.001 
+0/-.03

1.250               
31.75

+0/-.001 
+0/-.03

.625               
15.88

+.0002/-.0004                          
+.0005/-.0010

1.31               
33.3

Cylindrical

See Load-Speed Chart

BCYR 2 1/4 S
.50               
12.7

1.41               
35.7

.09               
2.4

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005

See Load-Speed 
Chart

1.32 
.59

BCCYR 2 1/4 S 24                           
610 BCCYR 2 1/4 S N/A

BCYR 2 1/2 S
2.500               
63.50

+0/-.001 
+0/-.03

1.500               
38.10

+0/-.001 
+0/-.03

.750               
19.05

+.0002/-.0004                          
+.0005/-.0010

1.56               
39.7

Cylindrical

See Load-Speed Chart

BCYR 2 1/2 S
.56               
14.3

1.69               
42.9

.09               
2.4

.7495               
19.037

±.0002                          
±.005

.7495               
19.037

±.0002                          
±.005

.7495               
19.037

±.0002                          
±.005

See Load-Speed 
Chart

1.80 
.82

BCCYR 2 1/2 S 30                           
762 BCCYR 2 1/2 S N/A

BCYR 2 3/4 S
2.750               
69.85

+0/-.001 
+0/-.03

1.500               
38.10

+0/-.001 
+0/-.03

.750               
19.05

+.0002/-.0004                          
+.0005/-.0010

1.56               
39.7

Cylindrical

See Load-Speed Chart

BCYR 2 3/4 S
.56               
14.3

1.69               
42.9

.09               
2.4

.7495               
19.037

±.0002                          
±.005

.7495               
19.037

±.0002                          
±.005

.7495               
19.037

±.0002                          
±.005

See Load-Speed 
Chart

2.25 
1.02

BCCYR 2 3/4 S 30                           
762 BCCYR 2 3/4 S N/A

BCYR 3 S
3.000               
76.20

+0/-.001 
+0/-.03

1.750               
44.45

+0/-.001 
+0/-.03

1.000               
25.40

+.0001/-.0005                          
+.0003/-.0013

1.81               
46.0

Cylindrical

See Load-Speed Chart

BCYR 3 S
.63               
15.9

2.13               
54.0

.13               
3.2

.9994               
25.385

±.0002                          
±.005

.9994               
25.385

±.0002                          
±.005

.9994               
25.385

±.0002                          
±.005

See Load-Speed 
Chart

3.10 
1.41

BCCYR 3 S 30                           
762 BCCYR 3 S N/A

BCYR 3 1/4 S
3.250               
82.55

+0/-.001 
+0/-.03

1.750               
44.45

+0/-.001 
+0/-.03

1.000               
25.40

+.0001/-.0005                          
+.0003/-.0013

1.81               
46.0

Cylindrical

See Load-Speed Chart

BCYR 3 1/4 S
.63               
15.9

2.13               
54.0

.13               
3.2

.9994               
25.385

±.0002                          
±.005

.9994               
25.385

±.0002                          
±.005

.9994               
25.385

±.0002                          
±.005

See Load-Speed 
Chart

3.62                         
1.64

BCCYR 3 1/4 S 30                           
762 BCCYR 3 1/4 S N/A

BCYR 3 1/2 S
3.500               
88.90

+0/-.001 
+0/-.03

2.000               
50.80

+0/-.001 
+0/-.03

1.125               
28.58

+.0001/-.0005                          
+.0003/-.0013

2.06               
52.4

Cylindrical

See Load-Speed Chart

BCYR 3 1/2 S
.69               
17.5

2.44               
61.9

.13               
3.2

1.1244               
28.560

±.0002                          
±.005

1.1244               
28.560

±.0002                          
±.005

1.1244               
28.560

±.0002                          
±.005

See Load-Speed 
Chart

4.95 
2.25

BCCYR 3 1/2 S 30                           
762 BCCYR 3 1/2 S N/A

BCYR 4 S
4.000               
101.60

+0/-.001 
+0/-.03

2.250               
57.15

+0/-.001 
+0/-.03

1.250               
31.75

+.0001/-.0005                          
+.0003/-.0013

2.06               
52.4

Cylindrical

See Load-Speed Chart

BCYR 4 S
.75               
19.1

2.80               
71.0

.13               
3.2

1.2494               
31.735

±.0002                          
±.005

1.2494               
31.735

±.0002                          
±.005

1.2494               
31.735

±.0002                          
±.005

See Load-Speed 
Chart

7.05 
3.19

BCCYR 4 S 30                           
762 BCCYR 4 S N/A

BCYR
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Metric CAMROL Bearings

B-61

McGill Metric Cam Followers
McGill Metric CAMROL bearings are available with either a full complement, or caged (retainer type) set of 
needles featuring black oxide treated bearing steel while conforming to ISO standard envelope dimensions 
for use mechanical automation or linear motion applications.  Our basic features each contribute to improved 
performance, while the LUBRI-DISC® seal option helps prevent metal to metal contact within the bearing while 
providing a barrier for contaminant entry and allow venting of excess or old grease during lubrication.  In addition 
to the seal option these bearings are available with several dimensional choices and combinations to provide a 
solution specific for the application. Within the following section you can learn more about these features and how 
they can be applied to your application.

Accessory Pack
(Stud only) Oil Hole Plug

Hardened
Endplate

Single Row Needles

Ductile 
Stem 

Material

Zone Hardened 
Bearing Quality 

Steel

Integral Flange

Permanent 
Marking

LUBRI-DISC® Seal

Black Oxide Finish

Crowned OD

Heavy 
Section 
Outer

Lubrication 
Holes

Dimensionally Interchangeable 
with ISO Standard.

Steel Cage

Optional  
Hex Hole
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Metric CAMROL Bearings

B-69

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCFR 13 MCFR 13 S

13.000              
.5118

+0/-.050          
+0/-.002

9.000              
.3543

0/-0.12 
+0/-0.005

5.000              
.1969

+0/-.012              
+0/-.0005

13                             
.5

.60              
.024

7.5              
.30

23              
.9

500                       
19.7

N/A N/A N/A 2,060                    
463

1,650                    
371

MCFR 13 MCFR 13 S

- -

3.1                           
.12 N/A

.3                           
.01

9                           
.4

5.000                      
.1969

+.012/-0                 
+.0005/- 0 M5x0.8 2.2 

19 20,000 .01                                     
.02

MCFR 13 B MCFR 13 SB MCFR 13 B MCFR 13 SB - 3.1                           
.12

MCFR 13 X MCFR 13 SX +0/-.008          
+0/-.0003 Cylindrical

MCFR 13 X MCFR 13 SX 3.1                           
.12 N/A

MCFR 13 BX MCFR 13 SBX MCFR 13 BX MCFR 13 SBX - 3.1                           
.12

MCF 16 MCF 16 S

16.000              
.6299

+0/-.050          
+0/-.002

11.000              
.4331

0/-0.12 
+0/-0.005

6.000              
.2362

+0/-.012              
+0/-.0005

16              
.6

.60              
.024

9.0              
.35

28              
1.1

500                       
19.7

N/A N/A N/A

5,790                    
1,302

2,350                    
528

MCF 16 MCF 16 S

- -

4                           
.16 N/A

.3                           
.01

11                           
.4

6.000                      
.2362

+.012/-0                 
+.0005/- 0 M6x1 3 

27 13,000 .02                                     
.04

MCF 16 B MCF 16 SB MCF 16 B MCF 16 SB - 4                           
.16

MCF 16 X MCF 16 SX +0/-.008          
+0/-.0003 Cylindrical

MCF 16 X MCF 16 SX 4                           
.16 N/A

MCF 16 BX MCF 16 SBX MCF 16 BX MCF 16 SBX - 4                           
.16

MCFE 16 MCFE 16 S

16.000              
.6299

+0/-.050          
+0/-.002

11.000              
.4331

0/-0.12 
+0/-0.005

6.000              
.2362

+0/-.012              
+0/-.0005

16              
.6

.60              
.024

9.0              
.35

28              
1.1

500                       
19.7

0.5                 
.02

7                              
0.27

9                 
.35

MCFE 16 MCFE 16 S

- -

4                           
.16 N/A

.3                           
.01

11                           
.4

11.050                      
.4350

+0.025/-0                 
+0.0009/- 0 M6x1 3 

27 13,000 .02                                     
.04

MCFE 16 SB MCFE 16 SB - 4                           
.16

MCFE 16 SX +0/-.008          
+0/-.0003 Cylindrical

MCFE 16 SX 4                           
.16 N/A

MCFE 16 SBX MCFE 16 SBX - 4                           
.16

MCFR 16 MCFR 16 S

16.000              
.6299

+0/-.050          
+0/-.002

11.000              
.4331

0/-0.12 
+0/-0.005

6.000              
.2362

+0/-.012              
+0/-.0005

16              
.6

.60              
.024

9.0              
.35

28              
1.1

500                       
19.7

N/A N/A N/A

3,430                    
771

2,350                    
528

MCFR 16 MCFR 16 S

- -

4                           
.16 N/A

.3                           
.01

11                           
.4

6.000                      
.2362

+.012/-0                 
+.0005/- 0 M6x1 3 

27 19,500 .02                                     
.04

MCFR 16 B MCFR 16 SB MCFR 16 B MCFR 16 SB - 4                           
.16

MCFR 16 X MCFR 16 SX +0/-.008          
+0/-.0003 Cylindrical

MCFR 16 X MCFR 16 SX 4                           
.16 N/A

MCFR 16 BX MCFR 16 SBX MCFR 16 BX MCFR 16 SBX - 4                           
.16

MCFRE 16 MCFRE 16 S

16.000              
.6299

+0/-.050          
+0/-.002

11.000              
.4331

0/-0.12 
+0/-0.005

6.000              
.2362

+0/-.012              
+0/-.0005

16              
.6

.60              
.024

9.0              
.35

28              
1.1

500                       
19.7

0.5                 
.02

7                              
0.27

9                 
.35

MCFRE 16 MCFRE 16 S

- -

4                           
.16 N/A

.3                           
.01

11                           
.4

11.050                      
.4350

+.012/-0                 
+.0005/- 0 M6x1 3 

27 19,500 .02                                     
.04

MCFRE 16 SB MCFRE 16 SB - 4                           
.16

MCFRE 16 SX +0/-.008          
+0/-.0003 Cylindrical

MCFRE 16 SX 4                           
.16 N/A

MCFRE 16 SBX MCFRE 16 SBX - 4                           
.16

MCF 19 MCF 19 S

19.000              
.7480

+0/-.050          
+0/-.002

11.000              
.4331

+0/-.12 
+0/-.005

8.000              
.3150

+0/-.015              
+0/-.0006

20              
.8

.60              
.024

11.0              
.43

32              
1.3

500                       
19.7

N/A N/A N/A

6,670                    
1,500

5,100                    
1,147

MCF 19 MCF 19 S

- -

4                           
.16 N/A

.3                           
.01

13                           
.5

8.000                      
.3150

+.015/-0                 
+.0006/- 0 M8x1.25 8 

71 10,500 .03                                     
.07

MCF 19 B MCF 19 SB MCF 19 B MCF 19 SB - 4                           
.16

MCF 19 X MCF 19 SX +0/-.009          
+0/-.0004 Cylindrical

MCF 19 X MCF 19 SX 4                           
.16 N/A

MCF 19 BX MCF 19 SBX MCF 19 BX MCF 19 SBX - 4                           
.16

MCFE 19 MCFE 19 S

19.000              
.7480

+0/-.050          
+0/-.002

11.000              
.4331

+0/-.12 
+0/-.005

8.000              
.3150

+0/-.015              
+0/-.0006

20              
.8

.60              
.024

11.0              
.43

32              
1.3

500                       
19.7

0.5                 
.02

9                 
0.35

11                 
.43

MCFE 19 MCFE 19 S

- -

4                           
.16 N/A

.3                           
.01

13                           
.5

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M8x1.25 8 

71 10,500 .03                                     
.07

MCFE 19 SB MCFE 19 SB - 4                           
.16

MCFE 19 SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 19 SX 4                           
.16 N/A

MCFE 19 SBX MCFE 19 SBX - 4                           
.16

MCFR 19 MCFR 19 S

19.000              
.7480

+0/-.050          
+0/-.002

11.000              
.4331

+0/-.12 
+0/-.005

8.000              
.3150

+0/-.015              
+0/-.0006

20              
.8

.60              
.024

11.0              
.43

32              
1.3

500                       
19.7

N/A N/A N/A

3,730                    
839

4,140                    
931

MCFR 19 MCFR 19 S

- -

4                           
.16 N/A

.3                           
.01

13                           
.5

8.000                      
.3150

+.015/-0                 
+.0006/- 0 M8x1.25 8 

71 15,500 .03                                     
.07

MCFR 19 B MCFR 19 SB MCFR 19 B MCFR 19 SB - 4                           
.16

MCFR 19 X MCFR 19 SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 19 X MCFR 19 SX 4                           
.16 N/A

MCFR 19 BX MCFR 19 SBX MCFR 19 BX MCFR 19 SBX - 4                           
.16

MCFRE 19 MCFRE 19 S

19.000              
.7480

+0/-.050          
+0/-.002

11.000              
.4331

+0/-.12 
+0/-.005

8.000              
.3150

+0/-.015              
+0/-.0006

20              
.8

.60              
.024

11.0              
.43

32              
1.3

500                       
19.7

0.5                 
.02

9                 
0.35

11                 
.43

MCFRE 19 MCFRE 19 S

- -

4                           
.16 N/A

.3                           
.01

13                           
.5

13.050                      
.5138

+.015/-0                 
+.0006/- 0 M8x1.25 8 

71 15,500 .03                                     
.07

MCFRE 19 SB MCFRE 19 SB - 4                           
.16

MCFRE 19 SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 19 SX 4                           
.16 N/A

MCFRE 19 SBX MCFRE 19 SBX - 4                           
.16

MCF, MCFE

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

W

C

SL

TL

F SD E

HC

RD

H

HD

Ro

L

R

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

Metric Cam Follower
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Metric CAMROL Bearings
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HC

HD
Ro

SD BEARING 
CENTERLINE

ECC

RD

C

SL

TL

L

E

GR

F BDF

W

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCFR 13 MCFR 13 S

13.000              
.5118

+0/-.050          
+0/-.002

9.000              
.3543

0/-0.12 
+0/-0.005

5.000              
.1969

+0/-.012              
+0/-.0005

13                             
.5

.60              
.024

7.5              
.30

23              
.9

500                       
19.7

N/A N/A N/A 2,060                    
463

1,650                    
371

MCFR 13 MCFR 13 S

- -

3.1                           
.12 N/A

.3                           
.01

9                           
.4

5.000                      
.1969

+.012/-0                 
+.0005/- 0 M5x0.8 2.2 

19 20,000 .01                                     
.02

MCFR 13 B MCFR 13 SB MCFR 13 B MCFR 13 SB - 3.1                           
.12

MCFR 13 X MCFR 13 SX +0/-.008          
+0/-.0003 Cylindrical

MCFR 13 X MCFR 13 SX 3.1                           
.12 N/A

MCFR 13 BX MCFR 13 SBX MCFR 13 BX MCFR 13 SBX - 3.1                           
.12

MCF 16 MCF 16 S

16.000              
.6299

+0/-.050          
+0/-.002

11.000              
.4331

0/-0.12 
+0/-0.005

6.000              
.2362

+0/-.012              
+0/-.0005

16              
.6

.60              
.024

9.0              
.35

28              
1.1

500                       
19.7

N/A N/A N/A

5,790                    
1,302

2,350                    
528

MCF 16 MCF 16 S

- -

4                           
.16 N/A

.3                           
.01

11                           
.4

6.000                      
.2362

+.012/-0                 
+.0005/- 0 M6x1 3 

27 13,000 .02                                     
.04

MCF 16 B MCF 16 SB MCF 16 B MCF 16 SB - 4                           
.16

MCF 16 X MCF 16 SX +0/-.008          
+0/-.0003 Cylindrical

MCF 16 X MCF 16 SX 4                           
.16 N/A

MCF 16 BX MCF 16 SBX MCF 16 BX MCF 16 SBX - 4                           
.16

MCFE 16 MCFE 16 S

16.000              
.6299

+0/-.050          
+0/-.002

11.000              
.4331

0/-0.12 
+0/-0.005

6.000              
.2362

+0/-.012              
+0/-.0005

16              
.6

.60              
.024

9.0              
.35

28              
1.1

500                       
19.7

0.5                 
.02

7                              
0.27

9                 
.35

MCFE 16 MCFE 16 S

- -

4                           
.16 N/A

.3                           
.01

11                           
.4

11.050                      
.4350

+0.025/-0                 
+0.0009/- 0 M6x1 3 

27 13,000 .02                                     
.04

MCFE 16 SB MCFE 16 SB - 4                           
.16

MCFE 16 SX +0/-.008          
+0/-.0003 Cylindrical

MCFE 16 SX 4                           
.16 N/A

MCFE 16 SBX MCFE 16 SBX - 4                           
.16

MCFR 16 MCFR 16 S

16.000              
.6299

+0/-.050          
+0/-.002

11.000              
.4331

0/-0.12 
+0/-0.005

6.000              
.2362

+0/-.012              
+0/-.0005

16              
.6

.60              
.024

9.0              
.35

28              
1.1

500                       
19.7

N/A N/A N/A

3,430                    
771

2,350                    
528

MCFR 16 MCFR 16 S

- -

4                           
.16 N/A

.3                           
.01

11                           
.4

6.000                      
.2362

+.012/-0                 
+.0005/- 0 M6x1 3 

27 19,500 .02                                     
.04

MCFR 16 B MCFR 16 SB MCFR 16 B MCFR 16 SB - 4                           
.16

MCFR 16 X MCFR 16 SX +0/-.008          
+0/-.0003 Cylindrical

MCFR 16 X MCFR 16 SX 4                           
.16 N/A

MCFR 16 BX MCFR 16 SBX MCFR 16 BX MCFR 16 SBX - 4                           
.16

MCFRE 16 MCFRE 16 S

16.000              
.6299

+0/-.050          
+0/-.002

11.000              
.4331

0/-0.12 
+0/-0.005

6.000              
.2362

+0/-.012              
+0/-.0005

16              
.6

.60              
.024

9.0              
.35

28              
1.1

500                       
19.7

0.5                 
.02

7                              
0.27

9                 
.35

MCFRE 16 MCFRE 16 S

- -

4                           
.16 N/A

.3                           
.01

11                           
.4

11.050                      
.4350

+.012/-0                 
+.0005/- 0 M6x1 3 

27 19,500 .02                                     
.04

MCFRE 16 SB MCFRE 16 SB - 4                           
.16

MCFRE 16 SX +0/-.008          
+0/-.0003 Cylindrical

MCFRE 16 SX 4                           
.16 N/A

MCFRE 16 SBX MCFRE 16 SBX - 4                           
.16

MCF 19 MCF 19 S

19.000              
.7480

+0/-.050          
+0/-.002

11.000              
.4331

+0/-.12 
+0/-.005

8.000              
.3150

+0/-.015              
+0/-.0006

20              
.8

.60              
.024

11.0              
.43

32              
1.3

500                       
19.7

N/A N/A N/A

6,670                    
1,500

5,100                    
1,147

MCF 19 MCF 19 S

- -

4                           
.16 N/A

.3                           
.01

13                           
.5

8.000                      
.3150

+.015/-0                 
+.0006/- 0 M8x1.25 8 

71 10,500 .03                                     
.07

MCF 19 B MCF 19 SB MCF 19 B MCF 19 SB - 4                           
.16

MCF 19 X MCF 19 SX +0/-.009          
+0/-.0004 Cylindrical

MCF 19 X MCF 19 SX 4                           
.16 N/A

MCF 19 BX MCF 19 SBX MCF 19 BX MCF 19 SBX - 4                           
.16

MCFE 19 MCFE 19 S

19.000              
.7480

+0/-.050          
+0/-.002

11.000              
.4331

+0/-.12 
+0/-.005

8.000              
.3150

+0/-.015              
+0/-.0006

20              
.8

.60              
.024

11.0              
.43

32              
1.3

500                       
19.7

0.5                 
.02

9                 
0.35

11                 
.43

MCFE 19 MCFE 19 S

- -

4                           
.16 N/A

.3                           
.01

13                           
.5

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M8x1.25 8 

71 10,500 .03                                     
.07

MCFE 19 SB MCFE 19 SB - 4                           
.16

MCFE 19 SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 19 SX 4                           
.16 N/A

MCFE 19 SBX MCFE 19 SBX - 4                           
.16

MCFR 19 MCFR 19 S

19.000              
.7480

+0/-.050          
+0/-.002

11.000              
.4331

+0/-.12 
+0/-.005

8.000              
.3150

+0/-.015              
+0/-.0006

20              
.8

.60              
.024

11.0              
.43

32              
1.3

500                       
19.7

N/A N/A N/A

3,730                    
839

4,140                    
931

MCFR 19 MCFR 19 S

- -

4                           
.16 N/A

.3                           
.01

13                           
.5

8.000                      
.3150

+.015/-0                 
+.0006/- 0 M8x1.25 8 

71 15,500 .03                                     
.07

MCFR 19 B MCFR 19 SB MCFR 19 B MCFR 19 SB - 4                           
.16

MCFR 19 X MCFR 19 SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 19 X MCFR 19 SX 4                           
.16 N/A

MCFR 19 BX MCFR 19 SBX MCFR 19 BX MCFR 19 SBX - 4                           
.16

MCFRE 19 MCFRE 19 S

19.000              
.7480

+0/-.050          
+0/-.002

11.000              
.4331

+0/-.12 
+0/-.005

8.000              
.3150

+0/-.015              
+0/-.0006

20              
.8

.60              
.024

11.0              
.43

32              
1.3

500                       
19.7

0.5                 
.02

9                 
0.35

11                 
.43

MCFRE 19 MCFRE 19 S

- -

4                           
.16 N/A

.3                           
.01

13                           
.5

13.050                      
.5138

+.015/-0                 
+.0006/- 0 M8x1.25 8 

71 15,500 .03                                     
.07

MCFRE 19 SB MCFRE 19 SB - 4                           
.16

MCFRE 19 SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 19 SX 4                           
.16 N/A

MCFRE 19 SBX MCFRE 19 SBX - 4                           
.16

MCF, MCFE

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

* Sizes 13 - 19 have no lube holes in the threaded end of the stud.
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Metric CAMROL Bearings

B-71

MCF, MCFE

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 22 MCF 22 S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

N/A N/A N/A

7,850                    
1,765

10,400                    
2,338

MCF 22 MCF 22 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1 15                     

133 9,000 .04 
.09

MCF 22 B MCF 22 SB MCF 22 B MCF 22 SB - 4                           
.16

MCF 22 X MCF 22 SX +0/-.009          
+0/-.0004 Cylindrical

MCF 22 X MCF 22 SX 4                           
.16 N/A

MCF 22 BX MCF 22 SBX MCF 22 BX MCF 22 SBX - 4                           
.16

MCFE 22 MCFE 22 S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFE 22 MCFE 22 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1 15                     

133 9,000 .04 
.09

MCFE 22 SB MCFE 22 SB - 4                           
.16

MCFE 22 SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 22 SX 4                           
.16 N/A

MCFE 22 SBX MCFE 22 SBX - 4                           
.16

MCFR 22 MCFR 22 S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

N/A N/A N/A

5,200                    
1,169

6,050                    
1,360

MCFR 22 MCFR 22 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1 15                     

133 13,500 .04 
.09

MCFR 22 B MCFR 22 SB MCFR 22 B MCFR 22 SB - 4                           
.16

MCFR 22 X MCFR 22 SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 22 X MCFR 22 SX 4                           
.16 N/A

MCFR 22 BX MCFR 22 SBX MCFR 22 BX MCFR 22 SBX - 4                           
.16

MCFRE 22 MCFRE 22 S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFRE 22 MCFRE 22 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1 15                     

133 13,500 .04 
.09

MCFRE 22 SB MCFRE 22 SB - 4                           
.16

MCFRE 22 SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 22 SX 4                           
.16 N/A

MCFRE 22 SBX MCFRE 22 SBX - 4                           
.16

MCF 22A MCF 22A S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

N/A N/A N/A

7,850                    
1,765

10,400                    
2,338

MCF 22A MCF 22A S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1.25 15                     

133 9,000 .04 
.09

MCF 22A B MCF 22A SB MCF 22A B MCF 22A SB - 5                               
.2

MCF 22A X MCF 22A SX +0/-.009          
+0/-.0004 Cylindrical

MCF 22A X MCF 22A SX 4                           
.16 N/A

MCF 22A BX MCF 22A SBX MCF 22A BX MCF 22A SBX - 5                               
.2

MCFE 22A MCFE 22A S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFE 22A MCFE 22A S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1.25 15                     

133 9,000 .04 
.09

MCFE 22A SB MCFE 22A SB - 5                          
.2

MCFE 22A SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 22A SX 4                           
.16 N/A

MCFE 22A SBX MCFE 22A SBX - 5                           
.2

MCFR 22A MCFR 22A S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

N/A N/A N/A

5,200                    
1,169

6,050                    
1,360

MCFR 22A MCFR 22A S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1.25 15                     

133 13,500 .04 
.09

MCFR 22A B MCFR 22A SB MCFR 22A B MCFR 22A SB - 5                           
.2

MCFR 22A X MCFR 22A SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 22A X MCFR 22A SX 4                           
.2 N/A

MCFR 22A BX MCFR 22A SBX MCFR 22A BX MCFR 22A SBX - 5                              
.2

MCFRE 22A MCFRE 22A S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFRE 22A MCFRE 22A S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1.25 15                     

133 13,500 .04 
.09

MCFRE 22A SB MCFRE 22A SB - 5                            
.2

MCFRE 22A SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 22A SX 4                           
.16 N/A

MCFRE 22A SBX MCFRE 22A SBX - 5                               
.2

W

C

SL

TL

F SD E

HC

RD

H

HD

Ro

L

R
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Metric CAMROL Bearings

B-72

MCF, MCFE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 22 MCF 22 S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

N/A N/A N/A

7,850                    
1,765

10,400                    
2,338

MCF 22 MCF 22 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1 15                     

133 9,000 .04 
.09

MCF 22 B MCF 22 SB MCF 22 B MCF 22 SB - 4                           
.16

MCF 22 X MCF 22 SX +0/-.009          
+0/-.0004 Cylindrical

MCF 22 X MCF 22 SX 4                           
.16 N/A

MCF 22 BX MCF 22 SBX MCF 22 BX MCF 22 SBX - 4                           
.16

MCFE 22 MCFE 22 S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFE 22 MCFE 22 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1 15                     

133 9,000 .04 
.09

MCFE 22 SB MCFE 22 SB - 4                           
.16

MCFE 22 SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 22 SX 4                           
.16 N/A

MCFE 22 SBX MCFE 22 SBX - 4                           
.16

MCFR 22 MCFR 22 S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

N/A N/A N/A

5,200                    
1,169

6,050                    
1,360

MCFR 22 MCFR 22 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1 15                     

133 13,500 .04 
.09

MCFR 22 B MCFR 22 SB MCFR 22 B MCFR 22 SB - 4                           
.16

MCFR 22 X MCFR 22 SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 22 X MCFR 22 SX 4                           
.16 N/A

MCFR 22 BX MCFR 22 SBX MCFR 22 BX MCFR 22 SBX - 4                           
.16

MCFRE 22 MCFRE 22 S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFRE 22 MCFRE 22 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1 15                     

133 13,500 .04 
.09

MCFRE 22 SB MCFRE 22 SB - 4                           
.16

MCFRE 22 SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 22 SX 4                           
.16 N/A

MCFRE 22 SBX MCFRE 22 SBX - 4                           
.16

MCF 22A MCF 22A S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

N/A N/A N/A

7,850                    
1,765

10,400                    
2,338

MCF 22A MCF 22A S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1.25 15                     

133 9,000 .04 
.09

MCF 22A B MCF 22A SB MCF 22A B MCF 22A SB - 5                               
.2

MCF 22A X MCF 22A SX +0/-.009          
+0/-.0004 Cylindrical

MCF 22A X MCF 22A SX 4                           
.16 N/A

MCF 22A BX MCF 22A SBX MCF 22A BX MCF 22A SBX - 5                               
.2

MCFE 22A MCFE 22A S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFE 22A MCFE 22A S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1.25 15                     

133 9,000 .04 
.09

MCFE 22A SB MCFE 22A SB - 5                          
.2

MCFE 22A SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 22A SX 4                           
.16 N/A

MCFE 22A SBX MCFE 22A SBX - 5                           
.2

MCFR 22A MCFR 22A S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

N/A N/A N/A

5,200                    
1,169

6,050                    
1,360

MCFR 22A MCFR 22A S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1.25 15                     

133 13,500 .04 
.09

MCFR 22A B MCFR 22A SB MCFR 22A B MCFR 22A SB - 5                           
.2

MCFR 22A X MCFR 22A SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 22A X MCFR 22A SX 4                           
.2 N/A

MCFR 22A BX MCFR 22A SBX MCFR 22A BX MCFR 22A SBX - 5                              
.2

MCFRE 22A MCFRE 22A S

22.000              
.8661

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFRE 22A MCFRE 22A S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1.25 15                     

133 13,500 .04 
.09

MCFRE 22A SB MCFRE 22A SB - 5                            
.2

MCFRE 22A SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 22A SX 4                           
.16 N/A

MCFRE 22A SBX MCFRE 22A SBX - 5                               
.2
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Metric CAMROL Bearings

B-73

MCF, MCFE

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 26 MCF 26 S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

N/A N/A N/A

7,850                    
1,765

10,400                    
2,338

MCF 26 MCF 26 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1 15                     

133 9,000 .05                                     
.11

MCF 26 B MCF 26 SB MCF 26 B MCF 26 SB - 4                           
.16

MCF 26 X MCF 26 SX +0/-.009          
+0/-.0004 Cylindrical

MCF 26 X MCF 26 SX 4                           
.16 N/A

MCF 26 BX MCF 26 SBX MCF 26 BX MCF 26 SBX - 4                           
.16

MCFE 26 MCFE 26 S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFE 26 MCFE 26 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1 15                     

133 9,000 .05                                     
.11

MCFE 26 SB MCFE 26 SB - 4                           
.16

MCFE 26 SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 26 SX 4                           
.16 N/A

MCFE 26 SBX MCFE 26 SBX - 4                           
.16

MCFR 26 MCFR 26 S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

N/A N/A N/A

5,200                    
1,169

6,050                    
1,360

MCFR 26 MCFR 26 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1 15                     

133 13,500 .05                                     
.11

MCFR 26 B MCFR 26 SB MCFR 26 B MCFR 26 SB - 4                           
.16

MCFR 26 X MCFR 26 SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 26 X MCFR 26 SX 4                           
.16 N/A

MCFR 26 BX MCFR 26 SBX MCFR 26 BX MCFR 26 SBX - 4                           
.16

MCFRE 26 MCFRE 26 S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFRE 26 MCFRE 26 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1 15                     

133 13,500 .05                                     
.11

MCFRE 26 SB MCFRE 26 SB - 4                           
.16

MCFRE 26 SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 26 SX 4                           
.16 N/A

MCFRE 26 SBX MCFRE 26 SBX - 4                           
.16

MCF 26A MCF 26A S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

N/A N/A N/A

7,850                    
1,765

10,400                    
2,338

MCF 26A MCF 26A S

- -

4                           
.16 N/A

.5                           
.02

19                           
.7

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1.25 22                     

195 9,000 .05                                     
.11

MCF 26A B MCF 26A SB MCF 26A B MCF 26A SB - 5                              
.2

MCF 26A X MCF 26A SX +0/-.009          
+0/-.0004 Cylindrical

MCF 26A X MCF 26A SX 4                           
.16 N/A

MCF 26A BX MCF 26A SBX MCF 26A BX MCF 26A SBX - 5                                
.2

MCFE 26A MCFE 26A S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFE 26A MCFE 26A S

- -

4                           
.16 N/A

.5                           
.02

19                           
.7

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1.25 22                     

195 9,000 .05                                     
.11

MCFE 26A SB MCFE 26A SB - 5                            
.2

MCFE 26A SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 26A SX 4                           
.16 N/A

MCFE 26A SBX MCFE 26A SBX - 5                            
.2

MCFR 26A MCFR 26A S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

N/A N/A N/A

5,200                    
1,169

6,050                    
1,360

MCFR 26A MCFR 26A S

- -

4                           
.16 N/A

.5                           
.02

19                           
.7

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1.25 22                     

195 13,500 .05                                     
.11

MCFR 26A B MCFR 26A SB MCFR 26A B MCFR 26A SB - 5                            
.2

MCFR 26A X MCFR 26A SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 26A X MCFR 26A SX 4                           
.16 N/A

MCFR 26A BX MCFR 26A SBX MCFR 26A BX MCFR 26A SBX - 5                              
.2

MCFRE 26A MCFRE 26A S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFRE 26A MCFRE 26A S

- -

4                           
.16 N/A

.5                           
.02

19                           
.7

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1.25 22                     

195 13,500 .05                                     
.11

MCFRE 26A SB MCFRE 26A SB - 5                               
.2

MCFRE 26A SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 26A SX 4                           
.16 N/A

MCFRE 26A SBX MCFRE 26A SBX - 5                            
.2

W
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Metric CAMROL Bearings

B-74

MCF, MCFE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 26 MCF 26 S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

N/A N/A N/A

7,850                    
1,765

10,400                    
2,338

MCF 26 MCF 26 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1 15                     

133 9,000 .05                                     
.11

MCF 26 B MCF 26 SB MCF 26 B MCF 26 SB - 4                           
.16

MCF 26 X MCF 26 SX +0/-.009          
+0/-.0004 Cylindrical

MCF 26 X MCF 26 SX 4                           
.16 N/A

MCF 26 BX MCF 26 SBX MCF 26 BX MCF 26 SBX - 4                           
.16

MCFE 26 MCFE 26 S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFE 26 MCFE 26 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1 15                     

133 9,000 .05                                     
.11

MCFE 26 SB MCFE 26 SB - 4                           
.16

MCFE 26 SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 26 SX 4                           
.16 N/A

MCFE 26 SBX MCFE 26 SBX - 4                           
.16

MCFR 26 MCFR 26 S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

N/A N/A N/A

5,200                    
1,169

6,050                    
1,360

MCFR 26 MCFR 26 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1 15                     

133 13,500 .05                                     
.11

MCFR 26 B MCFR 26 SB MCFR 26 B MCFR 26 SB - 4                           
.16

MCFR 26 X MCFR 26 SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 26 X MCFR 26 SX 4                           
.16 N/A

MCFR 26 BX MCFR 26 SBX MCFR 26 BX MCFR 26 SBX - 4                           
.16

MCFRE 26 MCFRE 26 S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

12.0              
.47

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFRE 26 MCFRE 26 S

- -

4                           
.16 N/A

.5                           
.02

15                           
.6

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1 15                     

133 13,500 .05                                     
.11

MCFRE 26 SB MCFRE 26 SB - 4                           
.16

MCFRE 26 SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 26 SX 4                           
.16 N/A

MCFRE 26 SBX MCFRE 26 SBX - 4                           
.16

MCF 26A MCF 26A S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

N/A N/A N/A

7,850                    
1,765

10,400                    
2,338

MCF 26A MCF 26A S

- -

4                           
.16 N/A

.5                           
.02

19                           
.7

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1.25 22                     

195 9,000 .05                                     
.11

MCF 26A B MCF 26A SB MCF 26A B MCF 26A SB - 5                              
.2

MCF 26A X MCF 26A SX +0/-.009          
+0/-.0004 Cylindrical

MCF 26A X MCF 26A SX 4                           
.16 N/A

MCF 26A BX MCF 26A SBX MCF 26A BX MCF 26A SBX - 5                                
.2

MCFE 26A MCFE 26A S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFE 26A MCFE 26A S

- -

4                           
.16 N/A

.5                           
.02

19                           
.7

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1.25 22                     

195 9,000 .05                                     
.11

MCFE 26A SB MCFE 26A SB - 5                            
.2

MCFE 26A SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 26A SX 4                           
.16 N/A

MCFE 26A SBX MCFE 26A SBX - 5                            
.2

MCFR 26A MCFR 26A S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

N/A N/A N/A

5,200                    
1,169

6,050                    
1,360

MCFR 26A MCFR 26A S

- -

4                           
.16 N/A

.5                           
.02

19                           
.7

10.000                      
.3937

+.015/-0                 
+.0006/- 0 M10x1.25 22                     

195 13,500 .05                                     
.11

MCFR 26A B MCFR 26A SB MCFR 26A B MCFR 26A SB - 5                            
.2

MCFR 26A X MCFR 26A SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 26A X MCFR 26A SX 4                           
.16 N/A

MCFR 26A BX MCFR 26A SBX MCFR 26A BX MCFR 26A SBX - 5                              
.2

MCFRE 26A MCFRE 26A S

26.000              
1.0236

+0/-.050          
+0/-.002

12.000              
.4724

+0/-.12 
+0/-.005

10.000              
.3937

+0/-.015              
+0/-.0006

23              
.9

.60              
.024

13.0              
.51

36              
1.4

500                       
19.7

0.5                 
.02

10                 
0.39

13                 
.51

MCFRE 26A MCFRE 26A S

- -

4                           
.16 N/A

.5                           
.02

19                           
.7

13.050                      
.5138

+0.025/-0                 
+0.0009/- 0 M10x1.25 22                     

195 13,500 .05                                     
.11

MCFRE 26A SB MCFRE 26A SB - 5                               
.2

MCFRE 26A SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 26A SX 4                           
.16 N/A

MCFRE 26A SBX MCFRE 26A SBX - 5                            
.2

Metric Cam Follower with Eccentric Bushing

Bearing Selection
Page B-3

Nomenclature Aid
Page B-62

Features & Benefits
Page B-63

Product Options
Page B-66

Technical Engineering
Page B-143

HC

HD
Ro

SD BEARING 
CENTERLINE

ECC

RD

C

SL

TL

L

E

GR

F BDF

W



B-75

C
a

m
 F

o
ll

o
w

e
r  

B
e

a
ri

n
g

s

Metric CAMROL Bearings

B-75

MCF, MCFE

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 30 MCF 30 S

30.000              
1.1811

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

N/A N/A N/A

11,080                    
2,491

15,300                    
3,440

MCF 30 MCF 30 S

6                   
.236

3                   
.118

6                          
.24 N/A

1.0                           
.04

19                           
.7

12.000                      
.4724

+.018/-0                 
+.0007/- 0 M12x1.5 22                     

195 6,400 .09                                     
.20

MCF 30 B MCF 30 SB MCF 30 B MCF 30 SB - 6                           
.24

MCF 30 X MCF 30 SX +0/-.009          
+0/-.0004 Cylindrical

MCF 30 X MCF 30 SX 6                           
.24 N/A

MCF 30 BX MCF 30 SBX MCF 30 BX MCF 30 SBX - 6                           
.24

MCFE 30 MCFE 30 S

30.000              
1.1811

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

0.5                 
.02

11                 
0.43

15                 
.59

MCFE 30 MCFE 30 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

19                           
.7

15.050                      
.5925

+0.025/-0                 
+0.0009/- 0 M12x1.5 22                     

195 6,400 .09                                     
.20

MCFE 30 SB MCFE 30 SB - 6                           
.24

MCFE 30 SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 30 SX 6                           
.24 N/A

MCFE 30 SBX MCFE 30 SBX - 6                           
.24

MCFR 30 MCFR 30 S

30.000              
1.1811

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

N/A N/A N/A

6,860                    
1,542

8,050                    
1,810

MCFR 30 MCFR 30 S

6                   
.236

3                   
.118

6                          
.24 N/A

1.0                           
.04

19                           
.7

12.000                      
.4724

+.018/-0                 
+.0007/- 0 M12x1.5 22                     

195 9,600 .09                                     
.20

MCFR 30 B MCFR 30 SB MCFR 30 B MCFR 30 SB - 6                           
.24

MCFR 30 X MCFR 30 SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 30 X MCFR 30 SX 6                           
.24 N/A

MCFR 30 BX MCFR 30 SBX MCFR 30 BX MCFR 30 SBX - 6                           
.24

MCFRE 30 MCFRE 30 S

30.000              
1.1811

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

0.5                 
.02

11                 
0.43

15                 
.59

MCFRE 30 MCFRE 30 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

19                           
.7

15.050                      
.5925

+0.025/-0                 
+0.0009/- 0 M12x1.5 22                     

195 9,600 .09                                     
.20

MCFRE 30 SB MCFRE 30 SB - 6                           
.24

MCFRE 30 SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 30 SX 6                           
.24 N/A

MCFRE 30 SBX MCFRE 30 SBX - 6                           
.24

MCF 32 MCF 32 S

32.000              
1.2598

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

N/A N/A N/A

11,080                    
2,491

15,300                    
3,440

MCF 32 MCF 32 S

6                   
.236

3                   
.118

6                          
.24 N/A

1.0                           
.04

21                           
.8

12.000                      
.4724

+.018/-0                 
+.0007/- 0 M12x1.5 57                     

504 6,400 .10                                     
.22

MCF 32 B MCF 32 SB MCF 32 B MCF 32 SB - 6                           
.24

MCF 32 X MCF 32 SX +0/-.011          
+0/-.0004 Cylindrical

MCF 32 X MCF 32 SX 6                           
.24 N/A

MCF 32 BX MCF 32 SBX MCF 32 BX MCF 32 SBX - 6                           
.24

MCFE 32 MCFE 32 S

32.000              
1.2598

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

0.5                 
.02

11                 
0.43

15                 
.59

MCFE 32 MCFE 32 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

21                           
.8

15.050                      
.5925

+0.025/-0                 
+0.0009/- 0 M12x1.5 57                     

504 6,400 .10                                     
.22

MCFE 32 SB MCFE 32 SB - 6                           
.24

MCFE 32 SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 32 SX 6                           
.24 N/A

MCFE 32 SBX MCFE 32 SBX - 6                           
.24

MCFR 32 MCFR 32 S

32.000              
1.2598

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

N/A N/A N/A

6,860                    
1,542

8,050                    
1,810

MCFR 32 MCFR 32 S

6                   
.236

3                   
.118

6                          
.24 N/A

1.0                           
.04

21                           
.8

12.000                      
.4724

+.018/-0                 
+.0007/- 0 M12x1.5 57                     

504 9,600 .10                                     
.22

MCFR 32 B MCFR 32 SB MCFR 32 B MCFR 32 SB - 6                           
.24

MCFR 32 X MCFR 32 SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 32 X MCFR 32 SX 6                           
.24 N/A

MCFR 32 BX MCFR 32 SBX MCFR 32 BX MCFR 32 SBX - 6                           
.24

MCFRE 32 MCFRE 32 S

32.000              
1.2598

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

0.5                 
.02

11                 
0.43

15                 
.59

MCFRE 32 MCFRE 32 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

21                           
.8

15.050                      
.5925

+0.025/-0                 
+0.0009/- 0 M12x1.5 57                     

504 9,600 .10                                     
.22

MCFRE 32 SB MCFRE 32 SB - 6                           
.24

MCFRE 32 SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 32 SX 6                           
.24 N/A

MCFRE 32 SBX MCFRE 32 SBX - 6                           
.24

W
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Metric CAMROL Bearings

B-76

MCF, MCFE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 30 MCF 30 S

30.000              
1.1811

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

N/A N/A N/A

11,080                    
2,491

15,300                    
3,440

MCF 30 MCF 30 S

6                   
.236

3                   
.118

6                          
.24 N/A

1.0                           
.04

19                           
.7

12.000                      
.4724

+.018/-0                 
+.0007/- 0 M12x1.5 22                     

195 6,400 .09                                     
.20

MCF 30 B MCF 30 SB MCF 30 B MCF 30 SB - 6                           
.24

MCF 30 X MCF 30 SX +0/-.009          
+0/-.0004 Cylindrical

MCF 30 X MCF 30 SX 6                           
.24 N/A

MCF 30 BX MCF 30 SBX MCF 30 BX MCF 30 SBX - 6                           
.24

MCFE 30 MCFE 30 S

30.000              
1.1811

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

0.5                 
.02

11                 
0.43

15                 
.59

MCFE 30 MCFE 30 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

19                           
.7

15.050                      
.5925

+0.025/-0                 
+0.0009/- 0 M12x1.5 22                     

195 6,400 .09                                     
.20

MCFE 30 SB MCFE 30 SB - 6                           
.24

MCFE 30 SX +0/-.009          
+0/-.0004 Cylindrical

MCFE 30 SX 6                           
.24 N/A

MCFE 30 SBX MCFE 30 SBX - 6                           
.24

MCFR 30 MCFR 30 S

30.000              
1.1811

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

N/A N/A N/A

6,860                    
1,542

8,050                    
1,810

MCFR 30 MCFR 30 S

6                   
.236

3                   
.118

6                          
.24 N/A

1.0                           
.04

19                           
.7

12.000                      
.4724

+.018/-0                 
+.0007/- 0 M12x1.5 22                     

195 9,600 .09                                     
.20

MCFR 30 B MCFR 30 SB MCFR 30 B MCFR 30 SB - 6                           
.24

MCFR 30 X MCFR 30 SX +0/-.009          
+0/-.0004 Cylindrical

MCFR 30 X MCFR 30 SX 6                           
.24 N/A

MCFR 30 BX MCFR 30 SBX MCFR 30 BX MCFR 30 SBX - 6                           
.24

MCFRE 30 MCFRE 30 S

30.000              
1.1811

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

0.5                 
.02

11                 
0.43

15                 
.59

MCFRE 30 MCFRE 30 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

19                           
.7

15.050                      
.5925

+0.025/-0                 
+0.0009/- 0 M12x1.5 22                     

195 9,600 .09                                     
.20

MCFRE 30 SB MCFRE 30 SB - 6                           
.24

MCFRE 30 SX +0/-.009          
+0/-.0004 Cylindrical

MCFRE 30 SX 6                           
.24 N/A

MCFRE 30 SBX MCFRE 30 SBX - 6                           
.24

MCF 32 MCF 32 S

32.000              
1.2598

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

N/A N/A N/A

11,080                    
2,491

15,300                    
3,440

MCF 32 MCF 32 S

6                   
.236

3                   
.118

6                          
.24 N/A

1.0                           
.04

21                           
.8

12.000                      
.4724

+.018/-0                 
+.0007/- 0 M12x1.5 57                     

504 6,400 .10                                     
.22

MCF 32 B MCF 32 SB MCF 32 B MCF 32 SB - 6                           
.24

MCF 32 X MCF 32 SX +0/-.011          
+0/-.0004 Cylindrical

MCF 32 X MCF 32 SX 6                           
.24 N/A

MCF 32 BX MCF 32 SBX MCF 32 BX MCF 32 SBX - 6                           
.24

MCFE 32 MCFE 32 S

32.000              
1.2598

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

0.5                 
.02

11                 
0.43

15                 
.59

MCFE 32 MCFE 32 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

21                           
.8

15.050                      
.5925

+0.025/-0                 
+0.0009/- 0 M12x1.5 57                     

504 6,400 .10                                     
.22

MCFE 32 SB MCFE 32 SB - 6                           
.24

MCFE 32 SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 32 SX 6                           
.24 N/A

MCFE 32 SBX MCFE 32 SBX - 6                           
.24

MCFR 32 MCFR 32 S

32.000              
1.2598

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

N/A N/A N/A

6,860                    
1,542

8,050                    
1,810

MCFR 32 MCFR 32 S

6                   
.236

3                   
.118

6                          
.24 N/A

1.0                           
.04

21                           
.8

12.000                      
.4724

+.018/-0                 
+.0007/- 0 M12x1.5 57                     

504 9,600 .10                                     
.22

MCFR 32 B MCFR 32 SB MCFR 32 B MCFR 32 SB - 6                           
.24

MCFR 32 X MCFR 32 SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 32 X MCFR 32 SX 6                           
.24 N/A

MCFR 32 BX MCFR 32 SBX MCFR 32 BX MCFR 32 SBX - 6                           
.24

MCFRE 32 MCFRE 32 S

32.000              
1.2598

+0/-.050          
+0/-.002

14.000              
.5512

+0/-.12 
+0/-.005

12.000              
.4724

+0/-.018              
+0/-.0007

25              
.9

.60              
.024

14.0              
.55

40              
1.6

500                       
19.7

0.5                 
.02

11                 
0.43

15                 
.59

MCFRE 32 MCFRE 32 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

21                           
.8

15.050                      
.5925

+0.025/-0                 
+0.0009/- 0 M12x1.5 57                     

504 9,600 .10                                     
.22

MCFRE 32 SB MCFRE 32 SB - 6                           
.24

MCFRE 32 SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 32 SX 6                           
.24 N/A

MCFRE 32 SBX MCFRE 32 SBX - 6                           
.24
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Metric CAMROL Bearings

B-77

MCF, MCFE

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 35 MCF 35 S

35.000              
1.3780

+0/-.050          
+0/-.002

18.000              
.7087

+0/-.12 
+0/-.005

16.000              
.6299

+0/-.018              
+0/-.0007

33              
1.3

.80              
.031

18.0              
.71

52              
2.0

500                       
19.7

N/A N/A N/A

16,970                    
3,815
16,970                    
3,815

28,500                    
6,407

28,500                    
6,407

MCF 35 MCF 35 S

8                   
.315

3                   
.118

6                          
.24 N/A

1.0                           
.04

24                           
.9

16.000                      
.6299

+.018/-0                 
+.0007/- 0 M16x1.5 85                     

752 4,200 .16 
.35

MCF 35 B MCF 35 SB MCF 35 B MCF 35 SB - 8                            
.31

MCF 35 X MCF 35 SX +0/-.011          
+0/-.0004 Cylindrical

MCF 35 X MCF 35 SX 6                           
.24 N/A

MCF 35 BX MCF 35 SBX MCF 35 BX MCF 35 SBX - 8                            
.31

MCFE 35 MCFE 35 S

35.000              
1.3780

+0/-.050          
+0/-.002

18.000              
.7087

+0/-.12 
+0/-.005

16.000              
.6299

+0/-.018              
+0/-.0007

33              
1.3

.80              
.031

18.0              
.71

52              
2.0

500                       
19.7

0.5                 
.02

14                 
0.55

20                 
.79

MCFE 35 MCFE 35 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

24                           
.9

20.050                      
.7894

+0.025/-0                 
+0.0009/- 0 M16x1.5 85                     

752 4,200 .16 
.35

MCFE 35 SB MCFE 35 SB - 8                            
.31

MCFE 35 SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 35 SX 6                           
.24 N/A

MCFE 35 SBX MCFE 35 SBX - 8                            
.31

MCFR 35 MCFR 35 S

35.000              
1.3780

+0/-.050          
+0/-.002

18.000              
.7087

+0/-.12 
+0/-.005

16.000              
.6299

+0/-.018              
+0/-.0007

33              
1.3

.80              
.031

18.0              
.71

52              
2.0

500                       
19.7

N/A N/A N/A

10,890                    
2,448

15,900                    
3,575

MCFR 35 MCFR 35 S

8                   
.315

3                   
.118

6                          
.24 N/A

1.0                           
.04

24                           
.9

16.000                      
.6299

+.018/-0                 
+.0007/- 0 M16x1.5 85                     

752 6,300 .16 
.35

MCFR 35 B MCFR 35 SB MCFR 35 B MCFR 35 SB - 8                            
.31

MCFR 35 X MCFR 35 SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 35 X MCFR 35 SX 6                           
.24 N/A

MCFR 35 BX MCFR 35 SBX MCFR 35 BX MCFR 35 SBX - 8                            
.31

MCFRE 35 MCFRE 35 S

35.000              
1.3780

+0/-.050          
+0/-.002

18.000              
.7087

+0/-.12 
+0/-.005

16.000              
.6299

+0/-.018              
+0/-.0007

33              
1.3

.80              
.031

18.0              
.71

52              
2.0

500                       
19.7

0.5                 
.02

14                 
0.55

20                 
.79

MCFRE 35 MCFRE 35 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

24                           
.9

20.050                      
.7894

+0.025/-0                 
+0.0009/- 0 M16x1.5 85                     

752 6,300 .16 
.35

MCFRE 35 SB MCFRE 35 SB - 8                            
.31

MCFRE 35 SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 35 SX 6                           
.24 N/A

MCFRE 35 SBX MCFRE 35 SBX - 8                            
.31

MCF 40 MCF 40 S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

19.0              
.75

58              
2.3

500                       
19.7

N/A N/A N/A

19,420                    
4,366

32,200                    
7,239

MCF 40 MCF 40 S

8                   
.315

3                   
.118

6                          
.24 N/A

1.5                           
.06

27                           
1.1

18.000                      
.7087

+.018/-0                 
+.0007/- 0 M18x1.5 85                     

752 3,300 .25 
.55

MCF 40 B MCF 40 SB MCF 40 B MCF 40 SB - 8                            
.31

MCF 40 X MCF 40 SX +0/-.011          
+0/-.0004 Cylindrical

MCF 40 X MCF 40 SX 6                           
.24 N/A

MCF 40 BX MCF 40 SBX MCF 40 BX MCF 40 SBX - 8                            
.31

MCFE 40 MCFE 40 S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

19.0              
.75

58              
2.3

500                       
19.7

1                 
.04

16                 
0.63

22                 
.87

MCFE 40 MCFE 40 S

N/A N/A

6                          
.24 N/A

1.5                           
.06

27                           
1.1

22.050                      
.8681

+0.025/-0                 
+0.0009/- 0 M18x1.5 85                     

752 3,300 .25 
.55

MCFE 40 SB MCFE 40 SB - 8                            
.31

MCFE 40 SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 40 SX 6                           
.24 N/A

MCFE 40 SBX MCFE 40 SBX - 8                            
.31

MCFR 40 MCFR 40 S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

19.0              
.75

58              
2.3

500                       
19.7

N/A N/A N/A

13,340                    
2,999

19,800                    
4,451

MCFR 40 MCFR 40 S

8                   
.315

3                   
.118

6                          
.24 N/A

1.5                           
.06

27                           
1.1

18.000                      
.7087

+.018/-0                 
+.0007/- 0 M18x1.5 85                     

752 5,000 .25 
.55

MCFR 40 B MCFR 40 SB MCFR 40 B MCFR 40 SB - 8                            
.31

MCFR 40 X MCFR 40 SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 40 X MCFR 40 SX 6                           
.24 N/A

MCFR 40 BX MCFR 40 SBX MCFR 40 BX MCFR 40 SBX - 8                            
.31

MCFRE 40 MCFRE 40 S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

19.0              
.75

58              
2.3

500                       
19.7

1                 
.04

16                 
0.63

22                 
.87

MCFRE 40 MCFRE 40 S

N/A N/A

6                          
.24 N/A

1.5                           
.06

27                           
1.1

22.050                      
.8681

+0.025/-0                 
+0.0009/- 0 M18x1.5 85                     

752 5,000 .25 
.55

MCFRE 40 SB MCFRE 40 SB - 8                            
.31

MCFRE 40 SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 40 SX 6                           
.24 N/A

MCFRE 40 SBX MCFRE 40 SBX - 8                            
.31

W

C

SL

TL

F SD E

HC
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H

HD
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Metric CAMROL Bearings

B-78

MCF, MCFE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 35 MCF 35 S

35.000              
1.3780

+0/-.050          
+0/-.002

18.000              
.7087

+0/-.12 
+0/-.005

16.000              
.6299

+0/-.018              
+0/-.0007

33              
1.3

.80              
.031

18.0              
.71

52              
2.0

500                       
19.7

N/A N/A N/A

16,970                    
3,815
16,970                    
3,815

28,500                    
6,407
28,500                    
6,407

MCF 35 MCF 35 S

8                   
.315

3                   
.118

6                          
.24 N/A

1.0                           
.04

24                           
.9

16.000                      
.6299

+.018/-0                 
+.0007/- 0 M16x1.5 85                     

752 4,200 .16 
.35

MCF 35 B MCF 35 SB MCF 35 B MCF 35 SB - 8                            
.31

MCF 35 X MCF 35 SX +0/-.011          
+0/-.0004 Cylindrical

MCF 35 X MCF 35 SX 6                           
.24 N/A

MCF 35 BX MCF 35 SBX MCF 35 BX MCF 35 SBX - 8                            
.31

MCFE 35 MCFE 35 S

35.000              
1.3780

+0/-.050          
+0/-.002

18.000              
.7087

+0/-.12 
+0/-.005

16.000              
.6299

+0/-.018              
+0/-.0007

33              
1.3

.80              
.031

18.0              
.71

52              
2.0

500                       
19.7

0.5                 
.02

14                 
0.55

20                 
.79

MCFE 35 MCFE 35 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

24                           
.9

20.050                      
.7894

+0.025/-0                 
+0.0009/- 0 M16x1.5 85                     

752 4,200 .16 
.35

MCFE 35 SB MCFE 35 SB - 8                            
.31

MCFE 35 SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 35 SX 6                           
.24 N/A

MCFE 35 SBX MCFE 35 SBX - 8                            
.31

MCFR 35 MCFR 35 S

35.000              
1.3780

+0/-.050          
+0/-.002

18.000              
.7087

+0/-.12 
+0/-.005

16.000              
.6299

+0/-.018              
+0/-.0007

33              
1.3

.80              
.031

18.0              
.71

52              
2.0

500                       
19.7

N/A N/A N/A

10,890                    
2,448

15,900                    
3,575

MCFR 35 MCFR 35 S

8                   
.315

3                   
.118

6                          
.24 N/A

1.0                           
.04

24                           
.9

16.000                      
.6299

+.018/-0                 
+.0007/- 0 M16x1.5 85                     

752 6,300 .16 
.35

MCFR 35 B MCFR 35 SB MCFR 35 B MCFR 35 SB - 8                            
.31

MCFR 35 X MCFR 35 SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 35 X MCFR 35 SX 6                           
.24 N/A

MCFR 35 BX MCFR 35 SBX MCFR 35 BX MCFR 35 SBX - 8                            
.31

MCFRE 35 MCFRE 35 S

35.000              
1.3780

+0/-.050          
+0/-.002

18.000              
.7087

+0/-.12 
+0/-.005

16.000              
.6299

+0/-.018              
+0/-.0007

33              
1.3

.80              
.031

18.0              
.71

52              
2.0

500                       
19.7

0.5                 
.02

14                 
0.55

20                 
.79

MCFRE 35 MCFRE 35 S

N/A N/A

6                          
.24 N/A

1.0                           
.04

24                           
.9

20.050                      
.7894

+0.025/-0                 
+0.0009/- 0 M16x1.5 85                     

752 6,300 .16 
.35

MCFRE 35 SB MCFRE 35 SB - 8                            
.31

MCFRE 35 SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 35 SX 6                           
.24 N/A

MCFRE 35 SBX MCFRE 35 SBX - 8                            
.31

MCF 40 MCF 40 S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

19.0              
.75

58              
2.3

500                       
19.7

N/A N/A N/A

19,420                    
4,366

32,200                    
7,239

MCF 40 MCF 40 S

8                   
.315

3                   
.118

6                          
.24 N/A

1.5                           
.06

27                           
1.1

18.000                      
.7087

+.018/-0                 
+.0007/- 0 M18x1.5 85                     

752 3,300 .25 
.55

MCF 40 B MCF 40 SB MCF 40 B MCF 40 SB - 8                            
.31

MCF 40 X MCF 40 SX +0/-.011          
+0/-.0004 Cylindrical

MCF 40 X MCF 40 SX 6                           
.24 N/A

MCF 40 BX MCF 40 SBX MCF 40 BX MCF 40 SBX - 8                            
.31

MCFE 40 MCFE 40 S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

19.0              
.75

58              
2.3

500                       
19.7

1                 
.04

16                 
0.63

22                 
.87

MCFE 40 MCFE 40 S

N/A N/A

6                          
.24 N/A

1.5                           
.06

27                           
1.1

22.050                      
.8681

+0.025/-0                 
+0.0009/- 0 M18x1.5 85                     

752 3,300 .25 
.55

MCFE 40 SB MCFE 40 SB - 8                            
.31

MCFE 40 SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 40 SX 6                           
.24 N/A

MCFE 40 SBX MCFE 40 SBX - 8                            
.31

MCFR 40 MCFR 40 S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

19.0              
.75

58              
2.3

500                       
19.7

N/A N/A N/A

13,340                    
2,999

19,800                    
4,451

MCFR 40 MCFR 40 S

8                   
.315

3                   
.118

6                          
.24 N/A

1.5                           
.06

27                           
1.1

18.000                      
.7087

+.018/-0                 
+.0007/- 0 M18x1.5 85                     

752 5,000 .25 
.55

MCFR 40 B MCFR 40 SB MCFR 40 B MCFR 40 SB - 8                            
.31

MCFR 40 X MCFR 40 SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 40 X MCFR 40 SX 6                           
.24 N/A

MCFR 40 BX MCFR 40 SBX MCFR 40 BX MCFR 40 SBX - 8                            
.31

MCFRE 40 MCFRE 40 S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

19.0              
.75

58              
2.3

500                       
19.7

1                 
.04

16                 
0.63

22                 
.87

MCFRE 40 MCFRE 40 S

N/A N/A

6                          
.24 N/A

1.5                           
.06

27                           
1.1

22.050                      
.8681

+0.025/-0                 
+0.0009/- 0 M18x1.5 85                     

752 5,000 .25 
.55

MCFRE 40 SB MCFRE 40 SB - 8                            
.31

MCFRE 40 SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 40 SX 6                           
.24 N/A

MCFRE 40 SBX MCFRE 40 SBX - 8                            
.31
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Metric CAMROL Bearings

B-79

MCF, MCFE

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 40A MCF 40A S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

20.0              
.79

58              
2.3

500                       
19.7

N/A N/A N/A

19,420                    
4,366

32,200                    
7,239

MCF 40A MCF 40A S

10                   
.394

3                   
.118

6                          
.24 N/A

1.5                           
.06

27                           
1.1

18.000                      
.7087

+.018/-0                 
+.0007/- 0 M18x1.5 118                     

1,044 3,300 .25                                     
.55

MCF 40A B MCF 40A SB MCF 40A B MCF 40A SB - 8                            
.31

MCF 40A X MCF 40A SX +0/-.011          
+0/-.0004 Cylindrical

MCF 40A X MCF 40A SX 6                           
.24 N/A

MCF 40A BX MCF 40A SBX MCF 40A BX MCF 40A SBX - 8                            
.31

MCFE 40A MCFE 40A S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

20.0              
.79

58              
2.3

500                       
19.7

1                 
.04

16                 
0.63

22                 
.87

MCFE 40A MCFE 40A S

N/A N/A

6                          
.24 N/A

1.5                           
.06

27                           
1.1

22.050                      
.8681

+0.025/-0                 
+0.0009/- 0 M18x1.5 118                     

1,044 3,300 .25                                     
.55

MCFE 40A SB MCFE 40A SB - 8                            
.31

MCFE 40A SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 40A SX 6                           
.24 N/A

MCFE 40A SBX MCFE 40A SBX - 8                            
.31

MCFR 40A MCFR 40A S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

20.0              
.79

58              
2.3

500                       
19.7

N/A N/A N/A

13,340                    
2,999

19,800                    
4,451

MCFR 40A MCFR 40A S

10                   
.394

3                   
.118

6                          
.24 N/A

1.5                           
.06

27                           
1.1

18.000                      
.7087

+.018/-0                 
+.0007/- 0 M18x1.5 118                     

1,044 5,000 .25                                     
.55

MCFR 40A B MCFR 40A SB MCFR 40A B MCFR 40A SB - 8                            
.31

MCFR 40A X MCFR 40A SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 40A X MCFR 40A SX 6                           
.24 N/A

MCFR 40A BX MCFR 40A SBX MCFR 40A BX MCFR 40A SBX - 8                            
.31

MCFRE 40A MCFRE 40A S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

20.0              
.79

58              
2.3

500                       
19.7

1                 
.04

16                 
0.63

22                 
.87

MCFRE 40A MCFRE 40A S

N/A N/A

6                          
.24 N/A

1.5                           
.06

27                           
1.1

22.050                      
.8681

+0.025/-0                 
+0.0009/- 0 M18x1.5 118                     

1,044 5,000 .25                                     
.55

MCFRE 40A SB MCFRE 40A SB - 8                            
.31

MCFRE 40A SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 40A SX 6                           
.24 N/A

MCFRE 40A SBX MCFRE 40A SBX - 8                            
.31

MCF 47 MCF 47 S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

N/A N/A N/A

25,690                    
5,776

46,700                    
10,499

MCF 47 MCF 47 S

9                   
.354

4                   
.157

8                           
.31 N/A

1.5                           
.06

30                           
1.2

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 2,600 .39 
.86

MCF 47 B MCF 47 SB MCF 47 B MCF 47 SB - 10                       
.39

MCF 47 X MCF 47 SX +0/-.011          
+0/-.0004 Cylindrical

MCF 47 X MCF 47 SX 8                           
.31 N/A

MCF 47 BX MCF 47 SBX MCF 47 BX MCF 47 SBX - 10                       
.39

MCFE 47 MCFE 47 S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

1                 
.04

18                            
0.71

24                 
.94

MCFE 47 MCFE 47 S

N/A N/A

8                           
.31 N/A

1.5                           
.06

30                           
1.2

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 2,600 .39 
.86

MCFE 47 SB MCFE 47 SB - 10                       
.39

MCFE 47 SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 47 SX 8                           
.31 N/A

MCFE 47 SBX MCFE 47 SBX - 10                       
.39

MCFR 47 MCFR 47 S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

N/A N/A N/A

17,750                    
3,991

29,800                    
6,700

MCFR 47 MCFR 47 S

9                   
.354

4                   
.157

8                           
.31 N/A

1.5                           
.06

30                           
1.2

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 3,900 .39 
.86

MCFR 47 B MCFR 47 SB MCFR 47 B MCFR 47 SB - 10                       
.39

MCFR 47 X MCFR 47 SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 47 X MCFR 47 SX 8                           
.31 N/A

MCFR 47 BX MCFR 47 SBX MCFR 47 BX MCFR 47 SBX - 10                       
.39

MCFRE 47 MCFRE 47 S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

1                 
.04

18                            
0.71

24                 
.94

MCFRE 47 MCFRE 47 S

N/A N/A

8                           
.31 N/A

1.5                           
.06

30                           
1.2

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 3,900 .39 
.86

MCFRE 47 SB MCFRE 47 SB - 10                       
.39

MCFRE 47 SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 47 SX 8                           
.31 N/A

MCFRE 47 SBX MCFRE 47 SBX - 10                       
.39

W

C

SL

TL

F SD E

HC

RD

H

HD

Ro

L

R
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Metric CAMROL Bearings

B-80

MCF, MCFE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 40A MCF 40A S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

20.0              
.79

58              
2.3

500                       
19.7

N/A N/A N/A

19,420                    
4,366

32,200                    
7,239

MCF 40A MCF 40A S

10                   
.394

3                   
.118

6                          
.24 N/A

1.5                           
.06

27                           
1.1

18.000                      
.7087

+.018/-0                 
+.0007/- 0 M18x1.5 118                     

1,044 3,300 .25                                     
.55

MCF 40A B MCF 40A SB MCF 40A B MCF 40A SB - 8                            
.31

MCF 40A X MCF 40A SX +0/-.011          
+0/-.0004 Cylindrical

MCF 40A X MCF 40A SX 6                           
.24 N/A

MCF 40A BX MCF 40A SBX MCF 40A BX MCF 40A SBX - 8                            
.31

MCFE 40A MCFE 40A S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

20.0              
.79

58              
2.3

500                       
19.7

1                 
.04

16                 
0.63

22                 
.87

MCFE 40A MCFE 40A S

N/A N/A

6                          
.24 N/A

1.5                           
.06

27                           
1.1

22.050                      
.8681

+0.025/-0                 
+0.0009/- 0 M18x1.5 118                     

1,044 3,300 .25                                     
.55

MCFE 40A SB MCFE 40A SB - 8                            
.31

MCFE 40A SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 40A SX 6                           
.24 N/A

MCFE 40A SBX MCFE 40A SBX - 8                            
.31

MCFR 40A MCFR 40A S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

20.0              
.79

58              
2.3

500                       
19.7

N/A N/A N/A

13,340                    
2,999

19,800                    
4,451

MCFR 40A MCFR 40A S

10                   
.394

3                   
.118

6                          
.24 N/A

1.5                           
.06

27                           
1.1

18.000                      
.7087

+.018/-0                 
+.0007/- 0 M18x1.5 118                     

1,044 5,000 .25                                     
.55

MCFR 40A B MCFR 40A SB MCFR 40A B MCFR 40A SB - 8                            
.31

MCFR 40A X MCFR 40A SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 40A X MCFR 40A SX 6                           
.24 N/A

MCFR 40A BX MCFR 40A SBX MCFR 40A BX MCFR 40A SBX - 8                            
.31

MCFRE 40A MCFRE 40A S

40.000              
1.5748

+0/-.050          
+0/-.002

20.000              
.7874

+0/-.12 
+0/-.005

18.000              
.7087

+0/-.018              
+0/-.0007

37              
1.4

.80              
.031

20.0              
.79

58              
2.3

500                       
19.7

1                 
.04

16                 
0.63

22                 
.87

MCFRE 40A MCFRE 40A S

N/A N/A

6                          
.24 N/A

1.5                           
.06

27                           
1.1

22.050                      
.8681

+0.025/-0                 
+0.0009/- 0 M18x1.5 118                     

1,044 5,000 .25                                     
.55

MCFRE 40A SB MCFRE 40A SB - 8                            
.31

MCFRE 40A SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 40A SX 6                           
.24 N/A

MCFRE 40A SBX MCFRE 40A SBX - 8                            
.31

MCF 47 MCF 47 S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

N/A N/A N/A

25,690                    
5,776

46,700                    
10,499

MCF 47 MCF 47 S

9                   
.354

4                   
.157

8                           
.31 N/A

1.5                           
.06

30                           
1.2

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 2,600 .39 
.86

MCF 47 B MCF 47 SB MCF 47 B MCF 47 SB - 10                       
.39

MCF 47 X MCF 47 SX +0/-.011          
+0/-.0004 Cylindrical

MCF 47 X MCF 47 SX 8                           
.31 N/A

MCF 47 BX MCF 47 SBX MCF 47 BX MCF 47 SBX - 10                       
.39

MCFE 47 MCFE 47 S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

1                 
.04

18                            
0.71

24                 
.94

MCFE 47 MCFE 47 S

N/A N/A

8                           
.31 N/A

1.5                           
.06

30                           
1.2

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 2,600 .39 
.86

MCFE 47 SB MCFE 47 SB - 10                       
.39

MCFE 47 SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 47 SX 8                           
.31 N/A

MCFE 47 SBX MCFE 47 SBX - 10                       
.39

MCFR 47 MCFR 47 S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

N/A N/A N/A

17,750                    
3,991

29,800                    
6,700

MCFR 47 MCFR 47 S

9                   
.354

4                   
.157

8                           
.31 N/A

1.5                           
.06

30                           
1.2

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 3,900 .39 
.86

MCFR 47 B MCFR 47 SB MCFR 47 B MCFR 47 SB - 10                       
.39

MCFR 47 X MCFR 47 SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 47 X MCFR 47 SX 8                           
.31 N/A

MCFR 47 BX MCFR 47 SBX MCFR 47 BX MCFR 47 SBX - 10                       
.39

MCFRE 47 MCFRE 47 S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

1                 
.04

18                            
0.71

24                 
.94

MCFRE 47 MCFRE 47 S

N/A N/A

8                           
.31 N/A

1.5                           
.06

30                           
1.2

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 3,900 .39 
.86

MCFRE 47 SB MCFRE 47 SB - 10                       
.39

MCFRE 47 SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 47 SX 8                           
.31 N/A

MCFRE 47 SBX MCFRE 47 SBX - 10                       
.39
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Metric CAMROL Bearings

B-81

MCF, MCFE

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 47A MCF 47A S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

N/A N/A N/A

25,690                    
5,776

46,700                    
10,499

MCF 47A MCF 47A S

12                   
.472

4                   
.157

8                           
.31 N/A

1.5                           
.06

30                           
1.2

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 2,600 .39 
.86

MCF 47A B MCF 47A SB MCF 47A B MCF 47A SB - 10                       
.39

MCF 47A X MCF 47A SX +0/-.011          
+0/-.0004 Cylindrical

MCF 47A X MCF 47A SX 8                           
.31 N/A

MCF 47A BX MCF 47A SBX MCF 47A BX MCF 47A SBX - 10                       
.39

MCFE 47A MCFE 47A S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFE 47A MCFE 47A S

N/A N/A

8                           
.31 N/A

1.5                           
.06

30                           
1.2

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 2,600 .39 
.86

MCFE 47A SB MCFE 47A SB - 10                       
.39

MCFE 47A SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 47A SX 8                           
.31 N/A

MCFE 47A SBX MCFE 47A SBX - 10                       
.39

MCFR 47A MCFR 47A S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

N/A N/A N/A

17,750                    
3,991

29,800                    
6,700

MCFR 47A MCFR 47A S

12                   
.472

4                   
.157

8                           
.31 N/A

1.5                           
.06

30                           
1.2

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 3,900 .39 
.86

MCFR 47A B MCFR 47A SB MCFR 47A B MCFR 47A SB - 10                       
.39

MCFR 47A X MCFR 47A SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 47A X MCFR 47A SX 8                           
.31 N/A

MCFR 47A BX MCFR 47A SBX MCFR 47A BX MCFR 47A SBX - 10                       
.39

MCFRE 47A MCFRE 47A S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFRE 47A MCFRE 47A S

N/A N/A

8                           
.31 N/A

1.5                           
.06

30                           
1.2

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 3,900 .39 
.86

MCFRE 47A SB MCFRE 47A SB - 10                       
.39

MCFRE 47A SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 47A SX 8                           
.31 N/A

MCFRE 47A SBX MCFRE 47A SBX - 10                       
.39

MCF 52 MCF 52 S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

N/A N/A N/A

25,690                    
5,776

46,700                    
10,499

MCF 52 MCF 52 S

9                   
.354

4                   
.157

8                           
.31 N/A

1.5                           
.06

36                           
1.4

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 2,600 .45 
.99

MCF 52 B MCF 52 SB MCF 52 B MCF 52 SB - 10                       
.39

MCF 52 X MCF 52 SX +0/-.013          
+0/-.0005 Cylindrical

MCF 52 X MCF 52 SX 8                           
.31 N/A

MCF 52 BX MCF 52 SBX MCF 52 BX MCF 52 SBX - 10                       
.39

MCFE 52 MCFE 52 S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFE 52 MCFE 52 S

N/A N/A

8                           
.31 N/A

1.5                           
.06

36                           
1.4

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 2,600 .45 
.99

MCFE 52 SB MCFE 52 SB - 10                       
.39

MCFE 52 SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 52 SX 8                           
.31 N/A

MCFE 52 SBX MCFE 52 SBX - 10                       
.39

MCFR 52 MCFR 52 S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

N/A N/A N/A

17,750                    
3,991

29,800                    
6,700

MCFR 52 MCFR 52 S

9                   
.354

4                   
.157

8                           
.31 N/A

1.5                           
.06

36                           
1.4

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 3,900 .45 
.99

MCFR 52 B MCFR 52 SB MCFR 52 B MCFR 52 SB - 10                       
.39

MCFR 52 X MCFR 52 SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 52 X MCFR 52 SX 8                           
.31 N/A

MCFR 52 BX MCFR 52 SBX MCFR 52 BX MCFR 52 SBX - 10                       
.39

MCFRE 52 MCFRE 52 S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFRE 52 MCFRE 52 S

N/A N/A

8                           
.31 N/A

1.5                           
.06

36                           
1.4

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 3,900 .45 
.99

MCFRE 52 SB MCFRE 52 SB - 10                       
.39

MCFRE 52 SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 52 SX 8                           
.31 N/A

MCFRE 52 SBX MCFRE 52 SBX - 10                       
.39

W

C

SL

TL

F SD E
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RD
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HD
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Metric CAMROL Bearings

B-82

MCF, MCFE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 47A MCF 47A S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

N/A N/A N/A

25,690                    
5,776

46,700                    
10,499

MCF 47A MCF 47A S

12                   
.472

4                   
.157

8                           
.31 N/A

1.5                           
.06

30                           
1.2

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 2,600 .39 
.86

MCF 47A B MCF 47A SB MCF 47A B MCF 47A SB - 10                       
.39

MCF 47A X MCF 47A SX +0/-.011          
+0/-.0004 Cylindrical

MCF 47A X MCF 47A SX 8                           
.31 N/A

MCF 47A BX MCF 47A SBX MCF 47A BX MCF 47A SBX - 10                       
.39

MCFE 47A MCFE 47A S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFE 47A MCFE 47A S

N/A N/A

8                           
.31 N/A

1.5                           
.06

30                           
1.2

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 2,600 .39 
.86

MCFE 47A SB MCFE 47A SB - 10                       
.39

MCFE 47A SX +0/-.011          
+0/-.0004 Cylindrical

MCFE 47A SX 8                           
.31 N/A

MCFE 47A SBX MCFE 47A SBX - 10                       
.39

MCFR 47A MCFR 47A S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

N/A N/A N/A

17,750                    
3,991

29,800                    
6,700

MCFR 47A MCFR 47A S

12                   
.472

4                   
.157

8                           
.31 N/A

1.5                           
.06

30                           
1.2

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 3,900 .39 
.86

MCFR 47A B MCFR 47A SB MCFR 47A B MCFR 47A SB - 10                       
.39

MCFR 47A X MCFR 47A SX +0/-.011          
+0/-.0004 Cylindrical

MCFR 47A X MCFR 47A SX 8                           
.31 N/A

MCFR 47A BX MCFR 47A SBX MCFR 47A BX MCFR 47A SBX - 10                       
.39

MCFRE 47A MCFRE 47A S

47.000              
1.8504

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFRE 47A MCFRE 47A S

N/A N/A

8                           
.31 N/A

1.5                           
.06

30                           
1.2

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 3,900 .39 
.86

MCFRE 47A SB MCFRE 47A SB - 10                       
.39

MCFRE 47A SX +0/-.011          
+0/-.0004 Cylindrical

MCFRE 47A SX 8                           
.31 N/A

MCFRE 47A SBX MCFRE 47A SBX - 10                       
.39

MCF 52 MCF 52 S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

N/A N/A N/A

25,690                    
5,776

46,700                    
10,499

MCF 52 MCF 52 S

9                   
.354

4                   
.157

8                           
.31 N/A

1.5                           
.06

36                           
1.4

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 2,600 .45 
.99

MCF 52 B MCF 52 SB MCF 52 B MCF 52 SB - 10                       
.39

MCF 52 X MCF 52 SX +0/-.013          
+0/-.0005 Cylindrical

MCF 52 X MCF 52 SX 8                           
.31 N/A

MCF 52 BX MCF 52 SBX MCF 52 BX MCF 52 SBX - 10                       
.39

MCFE 52 MCFE 52 S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFE 52 MCFE 52 S

N/A N/A

8                           
.31 N/A

1.5                           
.06

36                           
1.4

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 2,600 .45 
.99

MCFE 52 SB MCFE 52 SB - 10                       
.39

MCFE 52 SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 52 SX 8                           
.31 N/A

MCFE 52 SBX MCFE 52 SBX - 10                       
.39

MCFR 52 MCFR 52 S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

N/A N/A N/A

17,750                    
3,991

29,800                    
6,700

MCFR 52 MCFR 52 S

9                   
.354

4                   
.157

8                           
.31 N/A

1.5                           
.06

36                           
1.4

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 118                     

1,044 3,900 .45 
.99

MCFR 52 B MCFR 52 SB MCFR 52 B MCFR 52 SB - 10                       
.39

MCFR 52 X MCFR 52 SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 52 X MCFR 52 SX 8                           
.31 N/A

MCFR 52 BX MCFR 52 SBX MCFR 52 BX MCFR 52 SBX - 10                       
.39

MCFRE 52 MCFRE 52 S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

21.0              
.83

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFRE 52 MCFRE 52 S

N/A N/A

8                           
.31 N/A

1.5                           
.06

36                           
1.4

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 118                     

1,044 3,900 .45 
.99

MCFRE 52 SB MCFRE 52 SB - 10                       
.39

MCFRE 52 SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 52 SX 8                           
.31 N/A

MCFRE 52 SBX MCFRE 52 SBX - 10                       
.39
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Metric CAMROL Bearings

B-83

MCF, MCFE

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 52A MCF 52A S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

N/A N/A N/A

25,690                    
5,776

46,700                    
10,499

MCF 52A MCF 52A S

12                   
.472

4                   
.157

8                           
.31 N/A

1.5                           
.06

36                           
1.4

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 216                     

1,912 2,600 .45                                     
.99

MCF 52A B MCF 52A SB MCF 52A B MCF 52A SB - 10                       
.39

MCF 52A X MCF 52A SX +0/-.013          
+0/-.0005 Cylindrical

MCF 52A X MCF 52A SX 8                           
.31 N/A

MCF 52A BX MCF 52A SBX MCF 52A BX MCF 52A SBX - 10                       
.39

MCFE 52A MCFE 52A S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFE 52A MCFE 52A S

N/A N/A

8                           
.31 N/A

1.5                           
.06

36                           
1.4

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 216                     

1,912 2,600 .45                                     
.99

MCFE 52A SB MCFE 52A SB - 10                       
.39

MCFE 52A SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 52A SX 8                           
.31 N/A

MCFE 52A SBX MCFE 52A SBX - 10                       
.39

MCFR 52A MCFR 52A S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

N/A N/A N/A

17,750                    
3,991

29,800                    
6,700

MCFR 52A MCFR 52A S

12                   
.472

4                   
.157

8                           
.31 N/A

1.5                           
.06

36                           
1.4

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 216                     

1,912 3,900 .45                                     
.99

MCFR 52A B MCFR 52A SB MCFR 52A B MCFR 52A SB - 10                       
.39

MCFR 52A X MCFR 52A SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 52A X MCFR 52A SX 8                           
.31 N/A

MCFR 52A BX MCFR 52A SBX MCFR 52A BX MCFR 52A SBX - 10                       
.39

MCFRE 52A MCFRE 52A S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFRE 52A MCFRE 52A S

N/A N/A

8                           
.31 N/A

1.5                           
.06

36                           
1.4

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 216                     

1,912 3,900 .45                                     
.99

MCFRE 52A SB MCFRE 52A SB - 10                       
.39

MCFRE 52A SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 52A SX 8                           
.31 N/A

MCFRE 52A SBX MCFRE 52A SBX - 10                       
.39

MCF 62 MCF 62 S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

38,840                    
8,732

65,400                    
14,703

MCF 62 MCF 62 S

11                   
.433

4                   
.157

8                           
.31 N/A

2.0                           
.08

44                           
1.7

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 2,100 .81 
1.79

MCF 62 B MCF 62 SB MCF 62 B MCF 62 SB - 14                       
.55

MCF 62 X MCF 62 SX +0/-.013          
+0/-.0005 Cylindrical

MCF 62 X MCF 62 SX 8                           
.31 N/A

MCF 62 BX MCF 62 SBX MCF 62 BX MCF 62 SBX - 14                       
.55

MCFE 62 MCFE 62 S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFE 62 MCFE 62 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 2,100 .81 
1.79

MCFE 62 SB MCFE 62 SB - 14                       
.55

MCFE 62 SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 62 SX 8                           
.31 N/A

MCFE 62 SBX MCFE 62 SBX - 14                       
.55

MCFR 62 MCFR 62 S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

26,380                    
5,931

46,300                    
10,409

MCFR 62 MCFR 62 S

11                   
.433

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 3,100 .81 
1.79

MCFR 62 B MCFR 62 SB MCFR 62 B MCFR 62 SB - 14                       
.55

MCFR 62 X MCFR 62 SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 62 X MCFR 62 SX 8                           
.31 N/A

MCFR 62 BX MCFR 62 SBX MCFR 62 BX MCFR 62 SBX - 14                       
.55

MCFRE 62 MCFRE 62 S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFRE 62 MCFRE 62 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 3,100 .81 
1.79

MCFRE 62 SB MCFRE 62 SB - 14                       
.55

MCFRE 62 SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 62 SX 8                           
.31 N/A

MCFRE 62 SBX MCFRE 62 SBX - 14                       
.55

W

C

SL

TL

F SD E

HC
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H

HD
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L

R
Metric Cam Follower

Bearing Selection
Page B-3

Nomenclature Aid
Page B-62

Features & Benefits
Page B-63

Product Options
Page B-66

Technical Engineering
Page B-143



B-84

C
a

m
 F

o
ll

o
w

e
r  

B
e

a
ri

n
g

s

Metric CAMROL Bearings

B-84

MCF, MCFE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 52A MCF 52A S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

N/A N/A N/A

25,690                    
5,776

46,700                    
10,499

MCF 52A MCF 52A S

12                   
.472

4                   
.157

8                           
.31 N/A

1.5                           
.06

36                           
1.4

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 216                     

1,912 2,600 .45                                     
.99

MCF 52A B MCF 52A SB MCF 52A B MCF 52A SB - 10                       
.39

MCF 52A X MCF 52A SX +0/-.013          
+0/-.0005 Cylindrical

MCF 52A X MCF 52A SX 8                           
.31 N/A

MCF 52A BX MCF 52A SBX MCF 52A BX MCF 52A SBX - 10                       
.39

MCFE 52A MCFE 52A S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFE 52A MCFE 52A S

N/A N/A

8                           
.31 N/A

1.5                           
.06

36                           
1.4

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 216                     

1,912 2,600 .45                                     
.99

MCFE 52A SB MCFE 52A SB - 10                       
.39

MCFE 52A SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 52A SX 8                           
.31 N/A

MCFE 52A SBX MCFE 52A SBX - 10                       
.39

MCFR 52A MCFR 52A S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

N/A N/A N/A

17,750                    
3,991

29,800                    
6,700

MCFR 52A MCFR 52A S

12                   
.472

4                   
.157

8                           
.31 N/A

1.5                           
.06

36                           
1.4

20.000                      
.7874

+.021/-0                 
+.0008/- 0 M20x1.5 216                     

1,912 3,900 .45                                     
.99

MCFR 52A B MCFR 52A SB MCFR 52A B MCFR 52A SB - 10                       
.39

MCFR 52A X MCFR 52A SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 52A X MCFR 52A SX 8                           
.31 N/A

MCFR 52A BX MCFR 52A SBX MCFR 52A BX MCFR 52A SBX - 10                       
.39

MCFRE 52A MCFRE 52A S

52.000              
2.0472

+0/-.050          
+0/-.002

24.000              
.9449

+0/-.12 
+0/-.005

20.000              
.7874

+0/-.021              
+0/-.0008

41              
1.6

.80              
.031

22.0              
.87

66              
2.6

500                       
19.7

1                 
.04

18                          
0.71

24                 
.94

MCFRE 52A MCFRE 52A S

N/A N/A

8                           
.31 N/A

1.5                           
.06

36                           
1.4

24.050                      
.9469

+0.025/-0                 
+0.0009/- 0 M20x1.5 216                     

1,912 3,900 .45                                     
.99

MCFRE 52A SB MCFRE 52A SB - 10                       
.39

MCFRE 52A SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 52A SX 8                           
.31 N/A

MCFRE 52A SBX MCFRE 52A SBX - 10                       
.39

MCF 62 MCF 62 S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

38,840                    
8,732

65,400                    
14,703

MCF 62 MCF 62 S

11                   
.433

4                   
.157

8                           
.31 N/A

2.0                           
.08

44                           
1.7

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 2,100 .81 
1.79

MCF 62 B MCF 62 SB MCF 62 B MCF 62 SB - 14                       
.55

MCF 62 X MCF 62 SX +0/-.013          
+0/-.0005 Cylindrical

MCF 62 X MCF 62 SX 8                           
.31 N/A

MCF 62 BX MCF 62 SBX MCF 62 BX MCF 62 SBX - 14                       
.55

MCFE 62 MCFE 62 S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFE 62 MCFE 62 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 2,100 .81 
1.79

MCFE 62 SB MCFE 62 SB - 14                       
.55

MCFE 62 SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 62 SX 8                           
.31 N/A

MCFE 62 SBX MCFE 62 SBX - 14                       
.55

MCFR 62 MCFR 62 S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

26,380                    
5,931

46,300                    
10,409

MCFR 62 MCFR 62 S

11                   
.433

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 3,100 .81 
1.79

MCFR 62 B MCFR 62 SB MCFR 62 B MCFR 62 SB - 14                       
.55

MCFR 62 X MCFR 62 SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 62 X MCFR 62 SX 8                           
.31 N/A

MCFR 62 BX MCFR 62 SBX MCFR 62 BX MCFR 62 SBX - 14                       
.55

MCFRE 62 MCFRE 62 S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFRE 62 MCFRE 62 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 3,100 .81 
1.79

MCFRE 62 SB MCFRE 62 SB - 14                       
.55

MCFRE 62 SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 62 SX 8                           
.31 N/A

MCFRE 62 SBX MCFRE 62 SBX - 14                       
.55
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Metric CAMROL Bearings

B-85

MCF, MCFE

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 62A MCF 62A S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

38,840                    
8,732

65,400                    
14,703

MCF 62A MCF 62A S

12                   
.472

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 2,100 .81 
1.79

MCF 62A B MCF 62A SB MCF 62A B MCF 62A SB - 14                       
.55

MCF 62A X MCF 62A SX +0/-.013          
+0/-.0005 Cylindrical

MCF 62A X MCF 62A SX 8                           
.31 N/A

MCF 62A BX MCF 62A SBX MCF 62A BX MCF 62A SBX - 14                       
.55

MCFE 62A MCFE 62A S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFE 62A MCFE 62A S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 2,100 .81 
1.79

MCFE 62A SB MCFE 62A SB - 14                       
.55

MCFE 62A SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 62A SX 8                           
.31 N/A

MCFE 62A SBX MCFE 62A SBX - 14                       
.55

MCFR 62A MCFR 62A S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

26,380                    
5,931

46,300                    
10,409

MCFR 62A MCFR 62A S

12                   
.472

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 3,100 .81 
1.79

MCFR 62A B MCFR 62A SB MCFR 62A B MCFR 62A SB - 14                       
.55

MCFR 62A X MCFR 62A SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 62A X MCFR 62A SX 8                           
.31 N/A

MCFR 62A BX MCFR 62A SBX MCFR 62A BX MCFR 62A SBX - 14                       
.55

MCFRE 62A MCFRE 62A S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFRE 62A MCFRE 62A S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 3,100 .81 
1.79

MCFRE 62A SB MCFRE 62A SB - 14                       
.55

MCFRE 62A SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 62A SX 8                           
.31 N/A

MCFRE 62A SBX MCFRE 62A SBX - 14                       
.55

MCF 72 MCF 72 S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

38,840                    
8,732

65,400                    
14,703

MCF 72 MCF 72 S

12                   
.472

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 2,100 1.04 
2.29

MCF 72 B MCF 72 SB MCF 72 B MCF 72 SB - 14                       
.55

MCF 72 X MCF 72 SX +0/-.013          
+0/-.0005 Cylindrical

MCF 72 X MCF 72 SX 8                           
.31 N/A

MCF 72 BX MCF 72 SBX MCF 72 BX MCF 72 SBX - 14                       
.55

MCFE 72 MCFE 72 S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFE 72 MCFE 72 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 2,100 1.04 
2.29

MCFE 72 SB MCFE 72 SB - 14                       
.55

MCFE 72 SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 72 SX 8                           
.31 N/A

MCFE 72 SBX MCFE 72 SBX - 14                       
.55

MCFR 72 MCFR 72 S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

26,380                    
5,931

46,300                    
10,409

MCFR 72 MCFR 72 S

12                   
.472

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 3,100 1.04 
2.29

MCFR 72 B MCFR 72 SB MCFR 72 B MCFR 72 SB - 14                       
.55

MCFR 72 X MCFR 72 SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 72 X MCFR 72 SX 8                           
.31 N/A

MCFR 72 BX MCFR 72 SBX MCFR 72 BX MCFR 72 SBX - 14                       
.55

MCFRE 72 MCFRE 72 S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFRE 72 MCFRE 72 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 3,100 1.04 
2.29

MCFRE 72 SB MCFRE 72 SB - 14                       
.55

MCFRE 72 SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 72 SX 8                           
.31 N/A

MCFRE 72 SBX MCFRE 72 SBX - 14                       
.55

W

C

SL

TL

F SD E

HC

RD

H

HD

Ro

L

R
Metric Cam Follower

Bearing Selection
Page B-3

Nomenclature Aid
Page B-62

Features & Benefits
Page B-63

Product Options
Page B-66

Technical Engineering
Page B-143



B-86

C
a

m
 F

o
ll

o
w

e
r  

B
e

a
ri

n
g

s

Metric CAMROL Bearings

B-86

MCF, MCFE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 62A MCF 62A S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

38,840                    
8,732

65,400                    
14,703

MCF 62A MCF 62A S

12                   
.472

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 2,100 .81 
1.79

MCF 62A B MCF 62A SB MCF 62A B MCF 62A SB - 14                       
.55

MCF 62A X MCF 62A SX +0/-.013          
+0/-.0005 Cylindrical

MCF 62A X MCF 62A SX 8                           
.31 N/A

MCF 62A BX MCF 62A SBX MCF 62A BX MCF 62A SBX - 14                       
.55

MCFE 62A MCFE 62A S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFE 62A MCFE 62A S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 2,100 .81 
1.79

MCFE 62A SB MCFE 62A SB - 14                       
.55

MCFE 62A SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 62A SX 8                           
.31 N/A

MCFE 62A SBX MCFE 62A SBX - 14                       
.55

MCFR 62A MCFR 62A S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

26,380                    
5,931

46,300                    
10,409

MCFR 62A MCFR 62A S

12                   
.472

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 3,100 .81 
1.79

MCFR 62A B MCFR 62A SB MCFR 62A B MCFR 62A SB - 14                       
.55

MCFR 62A X MCFR 62A SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 62A X MCFR 62A SX 8                           
.31 N/A

MCFR 62A BX MCFR 62A SBX MCFR 62A BX MCFR 62A SBX - 14                       
.55

MCFRE 62A MCFRE 62A S

62.000              
2.4409

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFRE 62A MCFRE 62A S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 3,100 .81 
1.79

MCFRE 62A SB MCFRE 62A SB - 14                       
.55

MCFRE 62A SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 62A SX 8                           
.31 N/A

MCFRE 62A SBX MCFRE 62A SBX - 14                       
.55

MCF 72 MCF 72 S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

38,840                    
8,732

65,400                    
14,703

MCF 72 MCF 72 S

12                   
.472

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 2,100 1.04 
2.29

MCF 72 B MCF 72 SB MCF 72 B MCF 72 SB - 14                       
.55

MCF 72 X MCF 72 SX +0/-.013          
+0/-.0005 Cylindrical

MCF 72 X MCF 72 SX 8                           
.31 N/A

MCF 72 BX MCF 72 SBX MCF 72 BX MCF 72 SBX - 14                       
.55

MCFE 72 MCFE 72 S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFE 72 MCFE 72 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 2,100 1.04 
2.29

MCFE 72 SB MCFE 72 SB - 14                       
.55

MCFE 72 SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 72 SX 8                           
.31 N/A

MCFE 72 SBX MCFE 72 SBX - 14                       
.55

MCFR 72 MCFR 72 S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

26,380                    
5,931

46,300                    
10,409

MCFR 72 MCFR 72 S

12                   
.472

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 3,100 1.04 
2.29

MCFR 72 B MCFR 72 SB MCFR 72 B MCFR 72 SB - 14                       
.55

MCFR 72 X MCFR 72 SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 72 X MCFR 72 SX 8                           
.31 N/A

MCFR 72 BX MCFR 72 SBX MCFR 72 BX MCFR 72 SBX - 14                       
.55

MCFRE 72 MCFRE 72 S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFRE 72 MCFRE 72 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 3,100 1.04 
2.29

MCFRE 72 SB MCFRE 72 SB - 14                       
.55

MCFRE 72 SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 72 SX 8                           
.31 N/A

MCFRE 72 SBX MCFRE 72 SBX - 14                       
.55
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Metric CAMROL Bearings

B-87

MCF, MCFE

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 72A MCF 72A S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

38,840                    
8,732

65,400                    
14,703

MCF 72A MCF 72A S

11                   
.433

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 2,100 1.04 
2.29

MCF 72A B MCF 72A SB MCF 72A B MCF 72A SB - 14                       
.55

MCF 72A X MCF 72A SX +0/-.013          
+0/-.0005 Cylindrical

MCF 72A X MCF 72A SX 8                           
.31 N/A

MCF 72A BX MCF 72A SBX MCF 72A BX MCF 72A SBX - 14                       
.55

MCFE 72A MCFE 72A S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFE 72A MCFE 72A S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 2,100 1.04 
2.29

MCFE 72A SB MCFE 72A SB - 14                       
.55

MCFE 72A SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 72A SX 8                           
.31 N/A

MCFE 72A SBX MCFE 72A SBX - 14                       
.55

MCFR 72A MCFR 72A S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

26,380                    
5,931

46,300                    
10,409

MCFR 72A MCFR 72A S

11                   
.433

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 3,100 1.04 
2.29

MCFR 72A B MCFR 72A SB MCFR 72A B MCFR 72A SB - 14                       
.55

MCFR 72A X MCFR 72A SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 72A X MCFR 72A SX 8                           
.31 N/A

MCFR 72A BX MCFR 72A SBX MCFR 72A BX MCFR 72A SBX - 14                       
.55

MCFRE 72A MCFRE 72A S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFRE 72A MCFRE 72A S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 3,100 1.04 
2.29

MCFRE 72A SB MCFRE 72A SB - 14                       
.55

MCFRE 72A SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 72A SX 8                           
.31 N/A

MCFRE 72A SBX MCFRE 72A SBX - 14                       
.55

MCF 80 MCF 80 S

80.000              
3.1496

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

64,140                    
14,420

102,300                    
22,999

MCF 80 MCF 80 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 1,500 1.64 
3.62

MCF 80 B MCF 80 SB MCF 80 B MCF 80 SB - 14                       
.55

MCF 80 X MCF 80 SX +0/-.015          
+0/-.0006 Cylindrical

MCF 80 X MCF 80 SX 8                           
.31 N/A

MCF 80 BX MCF 80 SBX MCF 80 BX MCF 80 SBX - 14                       
.55

MCFE 80 MCFE 80 S

80.000              
3.1496

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFE 80 MCFE 80 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 2,200 1.64 
3.62

MCFE 80 SB MCFE 80 SB - 14                       
.55

MCFE 80 SX +0/-.015          
+0/-.0006 Cylindrical

MCFE 80 SX 8                           
.31 N/A

MCFE 80 SBX MCFE 80 SBX - 14                       
.55

MCFR 80A MCFR 80A S

80.000              
3.1496

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

46,680                    
10,495

87,600                    
19,694

MCFR 80A MCFR 80A S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 2,200 1.64 
3.62

MCFR 80A B MCFR 80A SB MCFR 80A B MCFR 80A SB - 14                       
.55

MCFR 80A X MCFR 80A SX +0/-.015          
+0/-.0006 Cylindrical

MCFR 80A X MCFR 80A SX 8                           
.31 N/A

MCFR 80A BX MCFR 80A SBX MCFR 80A BX MCFR 80A SBX - 14                       
.55

MCFRE 80A MCFRE 80A S

80.000              
3.1496

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFRE 80A MCFRE 80A S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 2,200 1.64 
3.62

MCFRE 80A SB MCFRE 80A SB - 14                       
.55

MCFRE 80A SX +0/-.015          
+0/-.0006 Cylindrical

MCFRE 80A SX 8                           
.31 N/A

MCFRE 80A SBX MCFRE 80A SBX - 14                       
.55

W
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Metric CAMROL Bearings

B-88

MCF, MCFE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 72A MCF 72A S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

38,840                    
8,732

65,400                    
14,703

MCF 72A MCF 72A S

11                   
.433

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 2,100 1.04 
2.29

MCF 72A B MCF 72A SB MCF 72A B MCF 72A SB - 14                       
.55

MCF 72A X MCF 72A SX +0/-.013          
+0/-.0005 Cylindrical

MCF 72A X MCF 72A SX 8                           
.31 N/A

MCF 72A BX MCF 72A SBX MCF 72A BX MCF 72A SBX - 14                       
.55

MCFE 72A MCFE 72A S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFE 72A MCFE 72A S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 2,100 1.04 
2.29

MCFE 72A SB MCFE 72A SB - 14                       
.55

MCFE 72A SX +0/-.013          
+0/-.0005 Cylindrical

MCFE 72A SX 8                           
.31 N/A

MCFE 72A SBX MCFE 72A SBX - 14                       
.55

MCFR 72A MCFR 72A S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

N/A N/A N/A

26,380                    
5,931

46,300                    
10,409

MCFR 72A MCFR 72A S

11                   
.433

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

24.000                      
.9449

+.021/-0                 
+.0008/- 0 M24x1.5 216                     

1,912 3,100 1.04 
2.29

MCFR 72A B MCFR 72A SB MCFR 72A B MCFR 72A SB - 14                       
.55

MCFR 72A X MCFR 72A SX +0/-.013          
+0/-.0005 Cylindrical

MCFR 72A X MCFR 72A SX 8                           
.31 N/A

MCFR 72A BX MCFR 72A SBX MCFR 72A BX MCFR 72A SBX - 14                       
.55

MCFRE 72A MCFRE 72A S

72.000              
2.8346

+0/-.050          
+0/-.002

29.000              
1.1417

+0/-.12 
+0/-.005

24.000              
.9449

+0/-.021              
+0/-.0008

50              
1.9

.80              
.031

25.0              
.98

80              
3.1

500                       
19.7

1                 
.04

22                 
0.87

28                 
.10

MCFRE 72A MCFRE 72A S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

28.050                      
.1043

+0.025/-0                 
+0.0009/- 0 M24x1.5 216                     

1,912 3,100 1.04 
2.29

MCFRE 72A SB MCFRE 72A SB - 14                       
.55

MCFRE 72A SX +0/-.013          
+0/-.0005 Cylindrical

MCFRE 72A SX 8                           
.31 N/A

MCFRE 72A SBX MCFRE 72A SBX - 14                       
.55

MCF 80 MCF 80 S

80.000              
3.1496

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

64,140                    
14,420

102,300                    
22,999

MCF 80 MCF 80 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 1,500 1.64 
3.62

MCF 80 B MCF 80 SB MCF 80 B MCF 80 SB - 14                       
.55

MCF 80 X MCF 80 SX +0/-.015          
+0/-.0006 Cylindrical

MCF 80 X MCF 80 SX 8                           
.31 N/A

MCF 80 BX MCF 80 SBX MCF 80 BX MCF 80 SBX - 14                       
.55

MCFE 80 MCFE 80 S

80.000              
3.1496

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFE 80 MCFE 80 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 2,200 1.64 
3.62

MCFE 80 SB MCFE 80 SB - 14                       
.55

MCFE 80 SX +0/-.015          
+0/-.0006 Cylindrical

MCFE 80 SX 8                           
.31 N/A

MCFE 80 SBX MCFE 80 SBX - 14                       
.55

MCFR 80A MCFR 80A S

80.000              
3.1496

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

46,680                    
10,495

87,600                    
19,694

MCFR 80A MCFR 80A S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 2,200 1.64 
3.62

MCFR 80A B MCFR 80A SB MCFR 80A B MCFR 80A SB - 14                       
.55

MCFR 80A X MCFR 80A SX +0/-.015          
+0/-.0006 Cylindrical

MCFR 80A X MCFR 80A SX 8                           
.31 N/A

MCFR 80A BX MCFR 80A SBX MCFR 80A BX MCFR 80A SBX - 14                       
.55

MCFRE 80A MCFRE 80A S

80.000              
3.1496

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFRE 80A MCFRE 80A S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 2,200 1.64 
3.62

MCFRE 80A SB MCFRE 80A SB - 14                       
.55

MCFRE 80A SX +0/-.015          
+0/-.0006 Cylindrical

MCFRE 80A SX 8                           
.31 N/A

MCFRE 80A SBX MCFRE 80A SBX - 14                       
.55
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Metric CAMROL Bearings

B-89

MCF, MCFE

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric 

Mounting Feature: Slot / Hex Hole

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

4. Dynamic load should not exceed 50% of Dynamic Rating as a track roller.

5. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 80 MCF 80 S

85.000              
3.3465

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

64,140                    
14,420

102,300                    
22,999

MCF 80 MCF 80 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 1,500 1.64 
3.62

MCF 80 B MCF 80 SB MCF 80 B MCF 80 SB - 14                       
.55

MCF 80 X MCF 80 SX +0/-.015          
+0/-.0006 Cylindrical

MCF 80 X MCF 80 SX 8                           
.31 N/A

MCF 80 BX MCF 80 SBX MCF 80 BX MCF 80 SBX - 14                       
.55

MCFE 80 MCFE 80 S

85.000              
3.3465

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFE 80 MCFE 80 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 1,500 1.64 
3.62

MCFE 80 SB MCFE 80 SB - 14                       
.55

MCFE 80 SX +0/-.015          
+0/-.0006 Cylindrical

MCFE 80 SX 8                           
.31 N/A

MCFE 80 SBX MCFE 80 SBX - 14                       
.55

MCFR 85 MCFR 85 S

85.000              
3.3465

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

46,680                    
10,495

87,600                    
19,694

MCFR 85 MCFR 85 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 2,200 1.81 
3.99

MCFR 85 B MCFR 85 SB MCFR 85 B MCFR 85 SB - 14                       
.55

MCFR 85 X MCFR 85 SX +0/-.015          
+0/-.0006 Cylindrical

MCFR 85 X MCFR 85 SX 8                           
.31 N/A

MCFR 85 BX MCFR 85 SBX MCFR 85 BX MCFR 85 SBX - 14                       
.55

MCFRE 85 MCFRE 85 S

85.000              
3.3465

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFRE 85 MCFRE 85 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 2,200 1.81 
3.99

MCFRE 85 B MCFRE 85 SB MCFRE 85 B MCFRE 85 SB - 14                       
.55

MCFRE 85 X MCFRE 85 SX +0/-.015          
+0/-.0006 Cylindrical

MCFRE 85 X MCFRE 85 SX 8                           
.31 N/A

MCFRE 85 BX MCFRE 85 SBX MCFRE 85 BX MCFRE 85 SBX - 14                       
.55

MCF 90 MCF 90 S

90.000              
3.5433

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

64,140                    
14,420

102,300                    
22,999

MCF 90 MCF 90 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

68                           
2.7

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 1,500 1.99 
4.39

MCF 90 B MCF 90 SB MCF 90 B MCF 90 SB - 14                       
.55

MCF 90 X MCF 90 SX +0/-.015          
+0/-.0006 Cylindrical

MCF 90 X MCF 90 SX 8                           
.31 N/A

MCF 90 BX MCF 90 SBX MCF 90 BX MCF 90 SBX - 14                       
.55

MCFE 90 MCFE 90 S

90.000              
3.5433

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFE 90 MCFE 90 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

68                           
2.7

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 1,500 1.99 
4.39

MCFE 90 SB MCFE 90 SB - 14                       
.55

MCFE 90 SX +0/-.015          
+0/-.0006 Cylindrical

MCFE 90 SX 8                           
.31 N/A

MCFE 90 SBX MCFE 90 SBX - 14                       
.55

MCFR 90 MCFR 90 S

90.000              
3.5433

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

46,680                    
10,495

87,600                    
19,694

MCFR 90 MCFR 90 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

68                           
2.7

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 2,200 1.99 
4.39

MCFR 90 B MCFR 90 SB MCFR 90 B MCFR 90 SB - 14                       
.55

MCFR 90 X MCFR 90 SX +0/-.015          
+0/-.0006 Cylindrical

MCFR 90 X MCFR 90 SX 8                           
.31 N/A

MCFR 90 BX MCFR 90 SBX MCFR 90 BX MCFR 90 SBX - 14                       
.55

MCFRE 90 MCFRE 90 S

90.000              
3.5433

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFRE 90 MCFRE 90 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

68                           
2.7

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 2,200 1.99 
4.39

MCFRE 90 SB MCFRE 90 SB - 14                       
.55

MCFRE 90 SX +0/-.015          
+0/-.0006 Cylindrical

MCFRE 90 SX 8                           
.31 N/A

MCFRE 90 SBX MCFRE 90 SBX - 14                       
.55

W

C

SL
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H
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L
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Metric CAMROL Bearings

B-90

MCF, MCFE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD F H Ro E
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

 Limiting 
Speed 

(Grease)

WT

W/O Seals
With  

LUBRI-DISC 
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

W/O Seals
With  

LUBRI-DISC 
 Seals

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole 

Dia
Hex Hole Outer 

Corner
Min. 

Clamping 
Diameter

Bearing 
WeightSuffix 

MCF-xx-X
Base Modifier 

MCFE-xx
Suffix 

MCF_xx B
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +05/-.15 

+.002/-.006 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCF 80 MCF 80 S

85.000              
3.3465

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

64,140                    
14,420

102,300                    
22,999

MCF 80 MCF 80 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 1,500 1.64 
3.62

MCF 80 B MCF 80 SB MCF 80 B MCF 80 SB - 14                       
.55

MCF 80 X MCF 80 SX +0/-.015          
+0/-.0006 Cylindrical

MCF 80 X MCF 80 SX 8                           
.31 N/A

MCF 80 BX MCF 80 SBX MCF 80 BX MCF 80 SBX - 14                       
.55

MCFE 80 MCFE 80 S

85.000              
3.3465

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFE 80 MCFE 80 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 1,500 1.64 
3.62

MCFE 80 SB MCFE 80 SB - 14                       
.55

MCFE 80 SX +0/-.015          
+0/-.0006 Cylindrical

MCFE 80 SX 8                           
.31 N/A

MCFE 80 SBX MCFE 80 SBX - 14                       
.55

MCFR 85 MCFR 85 S

85.000              
3.3465

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

46,680                    
10,495

87,600                    
19,694

MCFR 85 MCFR 85 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

63                           
2.5

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 2,200 1.81 
3.99

MCFR 85 B MCFR 85 SB MCFR 85 B MCFR 85 SB - 14                       
.55

MCFR 85 X MCFR 85 SX +0/-.015          
+0/-.0006 Cylindrical

MCFR 85 X MCFR 85 SX 8                           
.31 N/A

MCFR 85 BX MCFR 85 SBX MCFR 85 BX MCFR 85 SBX - 14                       
.55

MCFRE 85 MCFRE 85 S

85.000              
3.3465

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFRE 85 MCFRE 85 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

63                           
2.5

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 2,200 1.81 
3.99

MCFRE 85 B MCFRE 85 SB MCFRE 85 B MCFRE 85 SB - 14                       
.55

MCFRE 85 X MCFRE 85 SX +0/-.015          
+0/-.0006 Cylindrical

MCFRE 85 X MCFRE 85 SX 8                           
.31 N/A

MCFRE 85 BX MCFRE 85 SBX MCFRE 85 BX MCFRE 85 SBX - 14                       
.55

MCF 90 MCF 90 S

90.000              
3.5433

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

64,140                    
14,420

102,300                    
22,999

MCF 90 MCF 90 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

68                           
2.7

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 1,500 1.99 
4.39

MCF 90 B MCF 90 SB MCF 90 B MCF 90 SB - 14                       
.55

MCF 90 X MCF 90 SX +0/-.015          
+0/-.0006 Cylindrical

MCF 90 X MCF 90 SX 8                           
.31 N/A

MCF 90 BX MCF 90 SBX MCF 90 BX MCF 90 SBX - 14                       
.55

MCFE 90 MCFE 90 S

90.000              
3.5433

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFE 90 MCFE 90 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

68                           
2.7

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 1,500 1.99 
4.39

MCFE 90 SB MCFE 90 SB - 14                       
.55

MCFE 90 SX +0/-.015          
+0/-.0006 Cylindrical

MCFE 90 SX 8                           
.31 N/A

MCFE 90 SBX MCFE 90 SBX - 14                       
.55

MCFR 90 MCFR 90 S

90.000              
3.5433

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

N/A N/A N/A

46,680                    
10,495

87,600                    
19,694

MCFR 90 MCFR 90 S

15                   
.591

4                   
.157

8                           
.31 N/A

2.0                           
.08

68                           
2.7

30.000                      
.1811

+.021/-0                 
+.0008/- 0 M30x1.5 441                     

3,903 2,200 1.99 
4.39

MCFR 90 B MCFR 90 SB MCFR 90 B MCFR 90 SB - 14                       
.55

MCFR 90 X MCFR 90 SX +0/-.015          
+0/-.0006 Cylindrical

MCFR 90 X MCFR 90 SX 8                           
.31 N/A

MCFR 90 BX MCFR 90 SBX MCFR 90 BX MCFR 90 SBX - 14                       
.55

MCFRE 90 MCFRE 90 S

90.000              
3.5433

+0/-.050          
+0/-.002

35.000              
1.3780

+0/-.12 
+0/-.005

30.000              
1.1811

+0/-.021              
+0/-.0008

63              
2.5

1.00              
.039

32.0              
1.26

100              
3.9

500                       
19.7

1.5                 
.06

29                 
1.14

35                 
.38

MCFRE 90 MCFRE 90 S

N/A N/A

8                           
.31 N/A

2.0                           
.08

68                           
2.7

35.050                      
.3799

+0.025/-0                 
+0.0009/- 0 M30x1.5 441                     

3,903 2,200 1.99 
4.39

MCFRE 90 SB MCFRE 90 SB - 14                       
.55

MCFRE 90 SX +0/-.015          
+0/-.0006 Cylindrical

MCFRE 90 SX 8                           
.31 N/A

MCFRE 90 SBX MCFRE 90 SBX - 14                       
.55
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Metric CAMROL Bearings

B-91

MCYR

W1

E

W

RD B

R

Ro

Basic Construction Type: Yoke Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. E Ro LF LFT TF TFT
Limiting  
Speed

WT

W/O Seals With LUBRI-DISC  
Seals

Roller Diameter Roller  Width Bore Overall Width
Cylindrical

W/O Seals With LUBRI-DISC  
Seals

Min. Clamping 
Diameter Outer Corner

Recommended Shaft Diameters Bearing  
WeightSuffix 

MCYR-X
Loose Fit 

(for light loads) g6
Light Fit 

(for medium loads) h6
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch RPM kg

lbNom. Tol. Nom. Tol. Nom Tol (Ref) (Ref) Radius  
(Ref) (Ref) (Ref) Nom. Tol. Nom. Tol.

MCYR 5 MCYR 5 S

16.000      
.6299

0/-0.05           
+0/-0.0002

11.00 
.433

+0/-.12 
+0/-.005

5.000      
.1969

+0/-.008           
+0/-.0003

12.000      
.4724

+0/-.18           
+0/-.007

500                                 
20 5,790            

1,302
6,900 
1,551

MCYR 5 MCYR 5 S

11                             
.4

.30 
.012

4.996                 
.1967

+0/-.008           
+0/-.0003

5.000                 
.1968

+0/-.0 
+0/-.00

13,000

.01 

.02
MCYR 5 X MCYR 5 SX +0/-.008           

+0/-.0003 Cylindrical MCYR 5 X MCYR 5 SX

MCYRR 5 MCYRR 5 S 0/-0.05           
+0/-0.0002

500                                 
20 3,430           

771
3,380 
760

MCYRR 5 MCYRR 5 S
19,500

MCYRR 5 X MCYRR 5 SX +0/-.008           
+0/-.0003 Cylindrical MCYRR 5 X MCYRR 5 SX

MCYR 6 MCYR 6 S

19.000      
.7480

0/-0.05           
+0/-0.0002

11.00 
.433

+0/-.12 
+0/-.009

6.000      
.2362

+0/-.008           
+0/-.0003

12.000      
.4724

+0/-.18           
+0/-.007

500                                 
20 6,670           

1,500
8,760 
1,969

MCYR 6 MCYR 6 S

13                           
.5

.30 
.012

5.996                 
.2361

+0/-.008           
+0/-.0003

6.000                 
.2362

+0/-.0 
+0/-.00

10,500

.02 

.04
MCYR 6 X MCYR 6 SX +0/-.009           

+0/-.0004 Cylindrical MCYR 6 X MCYR 6 SX

MCYRR 6 MCYRR 6 S 0/-0.05           
+0/-0.0002

500                                 
20 3,730            

839
4,090 
920

MCYRR 6 MCYRR 6 S
15,500

MCYRR 6 X MCYRR 6 SX +0/-.009           
+0/-.0004 Cylindrical MCYRR 6 X MCYRR 6 SX

MCYR 8 MCYR 8 S

24.000      
0.9449

0/-0.05           
+0/-0.0002

14.00 
.551

+0/-.12 
+0/-.013

8.000      
.3150

+0/-.008           
+0/-.0003

15.000      
.5906

+0/-.18           
+0/-.007

500                                 
20 9,610           

2,161
12,600      
2,833

MCYR 8 MCYR 8 S

16 
.6

.50 
.020

7.995                 
.3148

+0/-.009           
+0/-.0004

8.000                 
.3149

+0/-.0 
+0/-.00

8,400

.04 

.09
MCYR 8 X MCYR 8 SX +0/-.009           

+0/-.0004 Cylindrical MCYR 8 X MCYR 8 SX

MCYRR 8 MCYRR 8 S 0/-0.05           
+0/-0.0002

500                                 
20 5,690             

1,279
6,450 
1,450

MCYRR 8 MCYRR 8 S
12,500

MCYRR 8 X MCYRR 8 SX +0/-.009           
+0/-.0004 Cylindrical MCYRR 8 X MCYRR 8 SX

MCYR 10 MCYR 10 S

30.000      
1.1811

0/-0.05           
+0/-0.0002

14.00 
.551

+0/-.12 
+0/-.017

10.000      
.3937

+0/-.008           
+0/-.0003

15.000      
.5906

+0/-.18           
+0/-.007

500                                 
20 11,080      

2,491
15,300      
3,440

MCYR 10 MCYR 10 S

19                          
.7

1.00                 
.039

9.995                 
.3935

+0/-.009           
+0/-.0004

10.000                 
.3937

+0/-.0 
+0/-.00

6,400

.06 

.13
MCYR 10 X MCYR 10 SX +0/-.009           

+0/-.0004 Cylindrical MCYR 10 X MCYR 10 SX

MCYRR 10 MCYRR 10 S 0/-0.05           
+0/-0.0002

500                                 
20 6,860             

1,542
8,050 
1,810

MCYRR 10 MCYRR 10 S
9,600

MCYRR 10 X MCYRR 10 SX +0/-.009           
+0/-.0004 Cylindrical MCYRR 10 X MCYRR 10 SX

MCYR 12 MCYR 12 S

32.000      
1.2598

0/-0.05           
+0/-0.0002

14.00 
.551

+0/-.12 
+0/-.021

12.000      
.4724

+0/-.008           
+0/-.0003

15.000      
.5906

+0/-.18           
+0/-.007

500                                 
20 12,060               

2,711
17,400      
3,912

MCYR 12 MCYR 12 S

21 
.8

1.00                 
.039

11.994                 
.4722

+0/-.011            
+0/-.0004

12.000                 
.4724

+0/-.0 
+0/-.00

6,400

.07 

.15
MCYR 12 X MCYR 12 SX +0/-.011           

+0/-.0004 Cylindrical MCYR 12 X MCYR 12 SX

MCYRR 12 MCYRR 12 S 0/-0.05           
+0/-0.0002

500                                 
20 1,260              

283
9,120 
2,050

MCYRR 12 MCYRR 12 S
9,600

MCYRR 12 X MCYRR 12 SX +0/-.011           
+0/-.0004 Cylindrical MCYRR 12 X MCYRR 12 SX

MCYR 15 MCYR 15 S

35.000      
1.3780

0/-0.05           
+0/-0.0002

18.00 
.709

+0/-.12 
+0/-.025

15.000      
.5906

+0/-.008           
+0/-.0003

19.000      
.7480

+0/-.21           
+0/-.008

500                                 
20 16,970      

3,815
28,500      
6,407

MCYR 15 MCYR 15 S

24 
0.9

1.00                 
.039

14.994                 
.5903

+0/-.011            
+0/-.0004

15.000                 
.5905

+0/-.0 
+0/-.00

4,200

.10 

.22
MCYR 15 X MCYR 15 SX +0/-.011           

+0/-.0004 Cylindrical MCYR 15 X MCYR 15 SX

MCYRR 15 MCYRR 15 S 0/-0.05           
+0/-0.0002

500                                 
20 10,890      

2,448
15,900      
3,575

MCYRR 15 MCYRR 15 S
6,300

MCYRR 15 X MCYRR 15 SX +0/-.011           
+0/-.0004 Cylindrical MCYRR 15 X MCYRR 15 SX

MCYR 17 MCYR 17 S

40.000      
1.5748

0/-0.05           
+0/-0.0002

20.00 
.787

+0/-.12 
+0/-.029

17.000      
.6693

+0/-.008           
+0/-.0003

21.000      
.8268

+0/-.21           
+0/-.008

500                                 
20 19,420      

4,366
32,200      
7,239

MCYR 17 MCYR 17 S

27 
1.1

1.50                 
.059

16.994                 
.6691

+0/-.011            
+0/-.0004

17.000                
.6692

+0/-.0 
+0/-.00

3,300

.15 

.33
MCYR 17 X MCYR 17 SX +0/-.011           

+0/-.0004 Cylindrical MCYR 17 X MCYR 17 SX

MCYRR 17 MCYRR 17 S 0/-0.05           
+0/-0.0002

500                                 
20 13,340      

2,999
19,700      
4,429

MCYRR 17 MCYRR 17 S
5,000

MCYRR 17 X MCYRR 17 SX +0/-.011           
+0/-.0004 Cylindrical MCYRR 17 X MCYRR 17 SX

Metric Cam Yoke Roller 
with Crowned O.D.
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Metric CAMROL Bearings

B-92

MCYR

BRD E

W

W1

Ro

R

For a tight fit and heavy loads, us ISO tolerance J6.

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. E Ro LF LFT TF TFT
Limiting  
Speed

WT

W/O Seals With LUBRI-DISC  
Seals

Roller Diameter Roller  Width Bore Overall Width
Cylindrical

W/O Seals With LUBRI-DISC  
Seals

Min. Clamping 
Diameter Outer Corner

Recommended Shaft Diameters Bearing  
WeightSuffix 

MCYR-X
Loose Fit 

(for light loads) g6
Light Fit 

(for medium loads) h6
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch RPM kg

lbNom. Tol. Nom. Tol. Nom Tol (Ref) (Ref) Radius  
(Ref) (Ref) (Ref) Nom. Tol. Nom. Tol.

MCYR 5 MCYR 5 S

16.000      
.6299

0/-0.05           
+0/-0.0002

11.00 
.433

+0/-.12 
+0/-.005

5.000      
.1969

+0/-.008           
+0/-.0003

12.000      
.4724

+0/-.18           
+0/-.007

500                                 
20 5,790            

1,302
6,900 
1,551

MCYR 5 MCYR 5 S

11                             
.4

.30 
.012

4.996                 
.1967

+0/-.008           
+0/-.0003

5.000                 
.1968

+0/-.0 
+0/-.00

13,000

.01 

.02
MCYR 5 X MCYR 5 SX +0/-.008           

+0/-.0003 Cylindrical MCYR 5 X MCYR 5 SX

MCYRR 5 MCYRR 5 S 0/-0.05           
+0/-0.0002

500                                 
20 3,430           

771
3,380 
760

MCYRR 5 MCYRR 5 S
19,500

MCYRR 5 X MCYRR 5 SX +0/-.008           
+0/-.0003 Cylindrical MCYRR 5 X MCYRR 5 SX

MCYR 6 MCYR 6 S

19.000      
.7480

0/-0.05           
+0/-0.0002

11.00 
.433

+0/-.12 
+0/-.009

6.000      
.2362

+0/-.008           
+0/-.0003

12.000      
.4724

+0/-.18           
+0/-.007

500                                 
20 6,670           

1,500
8,760 
1,969

MCYR 6 MCYR 6 S

13                           
.5

.30 
.012

5.996                 
.2361

+0/-.008           
+0/-.0003

6.000                 
.2362

+0/-.0 
+0/-.00

10,500

.02 

.04
MCYR 6 X MCYR 6 SX +0/-.009           

+0/-.0004 Cylindrical MCYR 6 X MCYR 6 SX

MCYRR 6 MCYRR 6 S 0/-0.05           
+0/-0.0002

500                                 
20 3,730            

839
4,090 
920

MCYRR 6 MCYRR 6 S
15,500

MCYRR 6 X MCYRR 6 SX +0/-.009           
+0/-.0004 Cylindrical MCYRR 6 X MCYRR 6 SX

MCYR 8 MCYR 8 S

24.000      
0.9449

0/-0.05           
+0/-0.0002

14.00 
.551

+0/-.12 
+0/-.013

8.000      
.3150

+0/-.008           
+0/-.0003

15.000      
.5906

+0/-.18           
+0/-.007

500                                 
20 9,610           

2,161
12,600      
2,833

MCYR 8 MCYR 8 S

16 
.6

.50 
.020

7.995                 
.3148

+0/-.009           
+0/-.0004

8.000                 
.3149

+0/-.0 
+0/-.00

8,400

.04 

.09
MCYR 8 X MCYR 8 SX +0/-.009           

+0/-.0004 Cylindrical MCYR 8 X MCYR 8 SX

MCYRR 8 MCYRR 8 S 0/-0.05           
+0/-0.0002

500                                 
20 5,690             

1,279
6,450 
1,450

MCYRR 8 MCYRR 8 S
12,500

MCYRR 8 X MCYRR 8 SX +0/-.009           
+0/-.0004 Cylindrical MCYRR 8 X MCYRR 8 SX

MCYR 10 MCYR 10 S

30.000      
1.1811

0/-0.05           
+0/-0.0002

14.00 
.551

+0/-.12 
+0/-.017

10.000      
.3937

+0/-.008           
+0/-.0003

15.000      
.5906

+0/-.18           
+0/-.007

500                                 
20 11,080      

2,491
15,300      
3,440

MCYR 10 MCYR 10 S

19                          
.7

1.00                 
.039

9.995                 
.3935

+0/-.009           
+0/-.0004

10.000                 
.3937

+0/-.0 
+0/-.00

6,400

.06 

.13
MCYR 10 X MCYR 10 SX +0/-.009           

+0/-.0004 Cylindrical MCYR 10 X MCYR 10 SX

MCYRR 10 MCYRR 10 S 0/-0.05           
+0/-0.0002

500                                 
20 6,860             

1,542
8,050 
1,810

MCYRR 10 MCYRR 10 S
9,600

MCYRR 10 X MCYRR 10 SX +0/-.009           
+0/-.0004 Cylindrical MCYRR 10 X MCYRR 10 SX

MCYR 12 MCYR 12 S

32.000      
1.2598

0/-0.05           
+0/-0.0002

14.00 
.551

+0/-.12 
+0/-.021

12.000      
.4724

+0/-.008           
+0/-.0003

15.000      
.5906

+0/-.18           
+0/-.007

500                                 
20 12,060               

2,711
17,400      
3,912

MCYR 12 MCYR 12 S

21 
.8

1.00                 
.039

11.994                 
.4722

+0/-.011            
+0/-.0004

12.000                 
.4724

+0/-.0 
+0/-.00

6,400

.07 

.15
MCYR 12 X MCYR 12 SX +0/-.011           

+0/-.0004 Cylindrical MCYR 12 X MCYR 12 SX

MCYRR 12 MCYRR 12 S 0/-0.05           
+0/-0.0002

500                                 
20 1,260              

283
9,120 
2,050

MCYRR 12 MCYRR 12 S
9,600

MCYRR 12 X MCYRR 12 SX +0/-.011           
+0/-.0004 Cylindrical MCYRR 12 X MCYRR 12 SX

MCYR 15 MCYR 15 S

35.000      
1.3780

0/-0.05           
+0/-0.0002

18.00 
.709

+0/-.12 
+0/-.025

15.000      
.5906

+0/-.008           
+0/-.0003

19.000      
.7480

+0/-.21           
+0/-.008

500                                 
20 16,970      

3,815
28,500      
6,407

MCYR 15 MCYR 15 S

24 
0.9

1.00                 
.039

14.994                 
.5903

+0/-.011            
+0/-.0004

15.000                 
.5905

+0/-.0 
+0/-.00

4,200

.10 

.22
MCYR 15 X MCYR 15 SX +0/-.011           

+0/-.0004 Cylindrical MCYR 15 X MCYR 15 SX

MCYRR 15 MCYRR 15 S 0/-0.05           
+0/-0.0002

500                                 
20 10,890      

2,448
15,900      
3,575

MCYRR 15 MCYRR 15 S
6,300

MCYRR 15 X MCYRR 15 SX +0/-.011           
+0/-.0004 Cylindrical MCYRR 15 X MCYRR 15 SX

MCYR 17 MCYR 17 S

40.000      
1.5748

0/-0.05           
+0/-0.0002

20.00 
.787

+0/-.12 
+0/-.029

17.000      
.6693

+0/-.008           
+0/-.0003

21.000      
.8268

+0/-.21           
+0/-.008

500                                 
20 19,420      

4,366
32,200      
7,239

MCYR 17 MCYR 17 S

27 
1.1

1.50                 
.059

16.994                 
.6691

+0/-.011            
+0/-.0004

17.000                
.6692

+0/-.0 
+0/-.00

3,300

.15 

.33
MCYR 17 X MCYR 17 SX +0/-.011           

+0/-.0004 Cylindrical MCYR 17 X MCYR 17 SX

MCYRR 17 MCYRR 17 S 0/-0.05           
+0/-0.0002

500                                 
20 13,340      

2,999
19,700      
4,429

MCYRR 17 MCYRR 17 S
5,000

MCYRR 17 X MCYRR 17 SX +0/-.011           
+0/-.0004 Cylindrical MCYRR 17 X MCYRR 17 SX

Metric Cam Yoke Roller 
with Cylindrical O.D.
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Metric CAMROL Bearings

B-93

MCYR

Basic Construction Type: Yoke Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement / Retained  
(Caged) Needle Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFR-35-X or MCF-35-SX.

2. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

3. Static load rating is based on stud strength or on internal rolling element load distribution stresses.

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. E Ro LF LFT TF TFT
Limiting  
Speed

WT

W/O Seals With LUBRI-DISC  
Seals

Roller Diameter Roller  Width Bore Overall Width
Cylindrical

W/O Seals With LUBRI-DISC  
Seals

Min. Clamping 
Diameter Outer Corner

Recommended Shaft Diameters Bearing  
WeightSuffix 

MCYR-X
Loose Fit 

(for light loads) g6
Light Fit 

(for medium loads) h6
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch RPM kg

lbNom. Tol. Nom. Tol. Nom Tol (Ref) (Ref) Radius  
(Ref) (Ref) (Ref) Nom. Tol. Nom. Tol.

MCYR 20 MCYR 20 S

47.000      
1.8504

0/-0.05           
+0/-0.0002

24.00 
.945

+0/-.12 
+0/-.033

20.000      
.7874

+0/-.010           
+0/-.0004

25.000      
.9843

+0/-.21           
+0/-.008

500                                 
20 25,690      

5,776
48,000      
10,791

MCYR 20 MCYR 20 S

30 
1.2

1.50                 
.059

19.993                 
.7871

+0/-.013           
+0/-.0005

20.000                 
.7874

+0/-.0 
+0/-.00

2,600

.25 

.55
MCYR 20 X MCYR 20 SX +0/-.011           

+0/-.0004 Cylindrical MCYR 20 X MCYR 20 SX

MCYRR 20 MCYRR 20 S 0/-0.05           
+0/-0.0002

500                                 
20 17,750               

3,991
29,800      
6,700

MCYRR 20 MCYRR 20 S
3,900

MCYRR 20 X MCYRR 20 SX +0/-.011           
+0/-.0004 Cylindrical MCYRR 20 X MCYRR 20 SX

MCYR 25 MCYR 25 S

52.000      
2.0472

0/-0.05           
+0/-0.0002

24.00 
.945

+0/-.12 
+0/-.037

25.000      
.9843

+0/-.010           
+0/-.0004

25.000      
.9843

+0/-.21           
+0/-.008

500                                 
20 28,440      

6,394
58,700      
13,197

MCYR 25 MCYR 25 S

36 
1.4

1.50                 
.059

24.993                 
.9840

+0/-.013           
+0/-.0005

25.000                 
.9842

+0/-.0 
+0/-.00

2,600

.29 

.64
MCYR 25 X MCYR 25 SX +0/-.013           

+0/-.0005 Cylindrical MCYR 25 X MCYR 25 SX

MCYRR 25 MCYRR 25 S 0/-0.05           
+0/-0.0002

500                                 
20 19,120      

4,299
34,900      
7,846

MCYRR 25 MCYRR 25 S
3,900

MCYRR 25 X MCYRR 25 SX +0/-.013           
+0/-.0005 Cylindrical MCYRR 25 X MCYRR 25 SX

MCYR 30 MCYR 30 S

62.000      
2.4409

0/-0.05           
+0/-0.0002

29.00      
1.142

+0/-.12 
+0/-.041

30.000      
1.1811

+0/-.010           
+0/-.0004

29.000      
1.1417

+0/-.21           
+0/-.008

500                                 
20 41,480      

9,326
89,000      
20,009

MCYR 30 MCYR 30 S

44 
1.7

2.00                 
.079

29.993                 
1.1808

+0/-.013           
+0/-.0005

30.000                 
1.1811

+0/-.0 
+0/-.00

2,100

.47 
1.04

MCYR 30 X MCYR 30 SX +0/-.013           
+0/-.0005 Cylindrical MCYR 30 X MCYR 30 SX

MCYRR 30 MCYRR 30 S 0/-0.05           
+0/-0.0002

500                                 
20 28,340      

6,371
54,300      
12,208

MCYRR 30 MCYRR 30 S
3,100

MCYRR 30 X MCYRR 30 SX +0/-.013           
+0/-.0005 Cylindrical MCYRR 30 X MCYRR 30 SX

MCYR 35 MCYR 35 S

72.000      
2.8346

0/-0.05           
+0/-0.0002

29.00      
1.142

+0/-.12 
+0/-.045

35.000      
1.3780

+0/-.012           
+0/-.0005

29.000      
1.1417

+0/-.21           
+0/-.008

500                                 
20 47,370      

10,650
10,000      
2,248

MCYR 35 MCYR 35 S

52 
2.0

2.00                 
.079

34.991                 
1.3776

+0/-.016           
+0/-.0006

35.000                 
1.3779

+0/-.0 
+0/-.00

2,100

.64 
1.41

MCYR 35 X MCYR 35 SX +0/-.013           
+0/-.0005 Cylindrical MCYR 35 X MCYR 35 SX

MCYRR 35 MCYRR 35 S 0/-0.05           
+0/-0.0002

500                                 
20 32,460      

7,298
60,900      
13,692

MCYRR 35 MCYRR 35 S
3,100

MCYRR 35 X MCYRR 35 SX +0/-.013           
+0/-.0005 Cylindrical MCYRR 35 X MCYRR 35 SX

MCYR 40 MCYR 40 S

80.000      
3.1496

0/-0.05           
+0/-0.0002

35.00      
1.378

+0/-.12 
+0/-.049

40.000      
1.5748

+0/-.012           
+0/-.0005

32.000      
1.2598

+0/-.25           
+0/-.010

500                                 
20 58,350      

13,118
123,000      
27,653

MCYR 40 MCYR 40 S

58 
2.3

2.00                 
.079

39.991                 
1.5744

+0/-.016           
+0/-.0006

40.000                 
1.5748

+0/-.0 
+0/-.00

1,500
.84 
1.84

MCYR 40 X MCYR 40 SX +0/-.015           
+0/-.0006 Cylindrical MCYR 40 X MCYR 40 SX

MCYRR 40 MCYRR 40 S 0/-0.05           
+0/-0.0002

500                                 
20 41,480      

9,326
78,700      
17,693

MCYRR 40 MCYRR 40 S
2,200

MCYRR 40 X MCYRR 40 SX +0/-.015           
+0/-.0006 Cylindrical MCYRR 40 X MCYRR 40 SX

MCYR 45 MCYR 45 S

85.000      
3.3465

0/-0.05           
+0/-0.0002

35.00      
1.378

+0/-.12 
+0/-.053

45.000      
1.7717

+0/-.012           
+0/-.0005

32.000      
1.2598

+0/-.25           
+0/-.010

500                                 
20 61,490      

13,824
136,000      
30,576

MCYR 45 MCYR 45 S

63 
2.5

2.00                 
.079

44.991                 
1.7713

+0/-.016           
+0/-.0006

45.000                 
1.7716

+0/-.0 
+0/-.00

1,500
.90 
1.99

MCYR 45 X MCYR 45 SX +0/-.015           
+0/-.0006 Cylindrical MCYR 45 X MCYR 45 SX

MCYRR 45 MCYRR 45 S 0/-0.05           
+0/-0.0002

500                                 
20 42,760      

9,613
84,100      
18,907

MCYRR 45 MCYRR 45 S
2,200

MCYRR 45 X MCYRR 45 SX +0/-.015           
+0/-.0006 Cylindrical MCYRR 45 X MCYRR 45 SX

MCYR 50 MCYR 50 S

90.000      
3.5433

0/-0.05           
+0/-0.0002

35.00      
1.378

+0/-.12 
+0/-.057

50.000      
1.9685

+0/-.012           
+0/-.0005

32.000      
1.2598

+0/-.25           
+0/-.010

500                                 
20 64,330      

14,463
148,000      
33,273

MCYR 50 MCYR 50 S

68 
2.7

2.00                 
.079

45.991                 
1.8107

+0/-.016           
+0/-.0006

50.000                 
1.9685

+0/-.0 
+0/-.00

1,500
.97 
2.14

MCYR 50 X MCYR 50 SX +0/-.015           
+0/-.0006 Cylindrical MCYR 50 X MCYR 50 SX

MCYRR 50 MCYRR 50 S 0/-0.05           
+0/-0.0002

500                                 
20 45,600      

10,252
94,800      
21,313

MCYRR 50 MCYRR 50 S
2,200

MCYRR 50 X MCYRR 50 SX +0/-.015           
+0/-.0006 Cylindrical MCYRR 50 X MCYRR 50 SX

W1

E

W

RD B

R

Ro

Metric Cam Yoke Roller 
with Crowned O.D.

Bearing Selection
Page B-3

Nomenclature Aid
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Features & Benefits
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Product Options
Page B-66

Technical Engineering
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Metric CAMROL Bearings

B-94

MCYR

For a tight fit and heavy loads, us ISO tolerance J6.

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. E Ro LF LFT TF TFT
Limiting  
Speed

WT

W/O Seals With LUBRI-DISC  
Seals

Roller Diameter Roller  Width Bore Overall Width
Cylindrical

W/O Seals With LUBRI-DISC  
Seals

Min. Clamping 
Diameter Outer Corner

Recommended Shaft Diameters Bearing  
WeightSuffix 

MCYR-X
Loose Fit 

(for light loads) g6
Light Fit 

(for medium loads) h6
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch RPM kg

lbNom. Tol. Nom. Tol. Nom Tol (Ref) (Ref) Radius  
(Ref) (Ref) (Ref) Nom. Tol. Nom. Tol.

MCYR 20 MCYR 20 S

47.000      
1.8504

0/-0.05           
+0/-0.0002

24.00 
.945

+0/-.12 
+0/-.033

20.000      
.7874

+0/-.010           
+0/-.0004

25.000      
.9843

+0/-.21           
+0/-.008

500                                 
20 25,690      

5,776
48,000      
10,791

MCYR 20 MCYR 20 S

30 
1.2

1.50                 
.059

19.993                 
.7871

+0/-.013           
+0/-.0005

20.000                 
.7874

+0/-.0 
+0/-.00

2,600

.25 

.55
MCYR 20 X MCYR 20 SX +0/-.011           

+0/-.0004 Cylindrical MCYR 20 X MCYR 20 SX

MCYRR 20 MCYRR 20 S 0/-0.05           
+0/-0.0002

500                                 
20 17,750               

3,991
29,800      
6,700

MCYRR 20 MCYRR 20 S
3,900

MCYRR 20 X MCYRR 20 SX +0/-.011           
+0/-.0004 Cylindrical MCYRR 20 X MCYRR 20 SX

MCYR 25 MCYR 25 S

52.000      
2.0472

0/-0.05           
+0/-0.0002

24.00 
.945

+0/-.12 
+0/-.037

25.000      
.9843

+0/-.010           
+0/-.0004

25.000      
.9843

+0/-.21           
+0/-.008

500                                 
20 28,440      

6,394
58,700      
13,197

MCYR 25 MCYR 25 S

36 
1.4

1.50                 
.059

24.993                 
.9840

+0/-.013           
+0/-.0005

25.000                 
.9842

+0/-.0 
+0/-.00

2,600

.29 

.64
MCYR 25 X MCYR 25 SX +0/-.013           

+0/-.0005 Cylindrical MCYR 25 X MCYR 25 SX

MCYRR 25 MCYRR 25 S 0/-0.05           
+0/-0.0002

500                                 
20 19,120      

4,299
34,900      
7,846

MCYRR 25 MCYRR 25 S
3,900

MCYRR 25 X MCYRR 25 SX +0/-.013           
+0/-.0005 Cylindrical MCYRR 25 X MCYRR 25 SX

MCYR 30 MCYR 30 S

62.000      
2.4409

0/-0.05           
+0/-0.0002

29.00      
1.142

+0/-.12 
+0/-.041

30.000      
1.1811

+0/-.010           
+0/-.0004

29.000      
1.1417

+0/-.21           
+0/-.008

500                                 
20 41,480      

9,326
89,000      
20,009

MCYR 30 MCYR 30 S

44 
1.7

2.00                 
.079

29.993                 
1.1808

+0/-.013           
+0/-.0005

30.000                 
1.1811

+0/-.0 
+0/-.00

2,100

.47 
1.04

MCYR 30 X MCYR 30 SX +0/-.013           
+0/-.0005 Cylindrical MCYR 30 X MCYR 30 SX

MCYRR 30 MCYRR 30 S 0/-0.05           
+0/-0.0002

500                                 
20 28,340      

6,371
54,300      
12,208

MCYRR 30 MCYRR 30 S
3,100

MCYRR 30 X MCYRR 30 SX +0/-.013           
+0/-.0005 Cylindrical MCYRR 30 X MCYRR 30 SX

MCYR 35 MCYR 35 S

72.000      
2.8346

0/-0.05           
+0/-0.0002

29.00      
1.142

+0/-.12 
+0/-.045

35.000      
1.3780

+0/-.012           
+0/-.0005

29.000      
1.1417

+0/-.21           
+0/-.008

500                                 
20 47,370      

10,650
10,000      
2,248

MCYR 35 MCYR 35 S

52 
2.0

2.00                 
.079

34.991                 
1.3776

+0/-.016           
+0/-.0006

35.000                 
1.3779

+0/-.0 
+0/-.00

2,100

.64 
1.41

MCYR 35 X MCYR 35 SX +0/-.013           
+0/-.0005 Cylindrical MCYR 35 X MCYR 35 SX

MCYRR 35 MCYRR 35 S 0/-0.05           
+0/-0.0002

500                                 
20 32,460      

7,298
60,900      
13,692

MCYRR 35 MCYRR 35 S
3,100

MCYRR 35 X MCYRR 35 SX +0/-.013           
+0/-.0005 Cylindrical MCYRR 35 X MCYRR 35 SX

MCYR 40 MCYR 40 S

80.000      
3.1496

0/-0.05           
+0/-0.0002

35.00      
1.378

+0/-.12 
+0/-.049

40.000      
1.5748

+0/-.012           
+0/-.0005

32.000      
1.2598

+0/-.25           
+0/-.010

500                                 
20 58,350      

13,118
123,000      
27,653

MCYR 40 MCYR 40 S

58 
2.3

2.00                 
.079

39.991                 
1.5744

+0/-.016           
+0/-.0006

40.000                 
1.5748

+0/-.0 
+0/-.00

1,500
.84 

1.84
MCYR 40 X MCYR 40 SX +0/-.015           

+0/-.0006 Cylindrical MCYR 40 X MCYR 40 SX

MCYRR 40 MCYRR 40 S 0/-0.05           
+0/-0.0002

500                                 
20 41,480      

9,326
78,700      
17,693

MCYRR 40 MCYRR 40 S
2,200

MCYRR 40 X MCYRR 40 SX +0/-.015           
+0/-.0006 Cylindrical MCYRR 40 X MCYRR 40 SX

MCYR 45 MCYR 45 S

85.000      
3.3465

0/-0.05           
+0/-0.0002

35.00      
1.378

+0/-.12 
+0/-.053

45.000      
1.7717

+0/-.012           
+0/-.0005

32.000      
1.2598

+0/-.25           
+0/-.010

500                                 
20 61,490      

13,824
136,000      
30,576

MCYR 45 MCYR 45 S

63 
2.5

2.00                 
.079

44.991                 
1.7713

+0/-.016           
+0/-.0006

45.000                 
1.7716

+0/-.0 
+0/-.00

1,500
.90 

1.99
MCYR 45 X MCYR 45 SX +0/-.015           

+0/-.0006 Cylindrical MCYR 45 X MCYR 45 SX

MCYRR 45 MCYRR 45 S 0/-0.05           
+0/-0.0002

500                                 
20 42,760      

9,613
84,100      
18,907

MCYRR 45 MCYRR 45 S
2,200

MCYRR 45 X MCYRR 45 SX +0/-.015           
+0/-.0006 Cylindrical MCYRR 45 X MCYRR 45 SX

MCYR 50 MCYR 50 S

90.000      
3.5433

0/-0.05           
+0/-0.0002

35.00      
1.378

+0/-.12 
+0/-.057

50.000      
1.9685

+0/-.012           
+0/-.0005

32.000      
1.2598

+0/-.25           
+0/-.010

500                                 
20 64,330      

14,463
148,000      
33,273

MCYR 50 MCYR 50 S

68 
2.7

2.00                 
.079

45.991                 
1.8107

+0/-.016           
+0/-.0006

50.000                 
1.9685

+0/-.0 
+0/-.00

1,500
.97 

2.14
MCYR 50 X MCYR 50 SX +0/-.015           

+0/-.0006 Cylindrical MCYR 50 X MCYR 50 SX

MCYRR 50 MCYRR 50 S 0/-0.05           
+0/-0.0002

500                                 
20 45,600      

10,252
94,800      
21,313

MCYRR 50 MCYRR 50 S
2,200

MCYRR 50 X MCYRR 50 SX +0/-.015           
+0/-.0006 Cylindrical MCYRR 50 X MCYRR 50 SX

BRD E

W

W1

Ro

R

Metric Cam Yoke Roller 
with Cylindrical O.D.

Bearing Selection
Page B-3
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Heavy Duty CAMROL Bearings

B-95

Heavy-Duty Inch and Metric CAMROL®

McGill Heavy-Duty CAMROL bearings are full complement cylindrical roller bearings featuring black oxide treated 
bearing steel, available in two basic mounting styles (stud or yoke) for use mechanical automation or linear motion 
applications.  Our standard integral flange construction of stud version bearings helps maintain bearing integrity 
throughout the life.  The inch series utilizes a rubber lip seal to provide a barrier for contamination and lubricant 
retention.  Within the following section you can learn more about how these features and others can be applied to 
your application.

Double Row Cylindrical 
Rollers and Separator*
*separator on inch only

Heavy Section 
Outer

Black Oxide  
Finish

Permanent
Marking

Ductile Stem
Material

Rubber Lip
Contact Seal

(Inch Series only)

Integral Flange

Zone Hardened
Bearing Quality

Steel

Dimensionally 
Interchangeable with 
respective  Standard Inch 
and Metric CAMROL

Hardened Endplate
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Heavy Duty CAMROL Bearings

B-103

CFD

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Cylindrical 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. H E Ro
 Housing Bore 

Diameter
Thread 
Type

Clamping Torque
WT

With Seals

Roller Diameter Roller Width Stud Diameter Stud  
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown  
Prefix  
CCFD

With Seals

Hex Hole Min. Clamping 
Diameter Corner Bearing Weight

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm
lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius Size (Ref) (Ref) Nom. Tol.

CFD 1 1/4
1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

1.25              
31.8

.03                         
.8

.63                         
15.9

2.03              
51.6

Cylindrical
3,300                    
14,680

2,400                      
10,680

CFD 1 1/4
.25 
6.4

.98 
25.0

.03 
.8

.5003 
12.708

+.0002/-.0003 
+.0005/-.0008 1/2-20 350 

40
.29 
.13

CCFD 1 1/4 14                           
356 CCFD 1 1/4 N/A

CFD 1 3/8
1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

1.25              
31.8

.03                        
.8

.63                         
15.9

2.03              
51.6

Cylindrical
3,600                    
16,000

2,400                      
10,680

CFD 1 3/8
.25 
6.4

.98 
25.0

.05 
1.2

.5003 
12.708

+.0002/-.0003 
+.0005/-.0012 1/2-20 350 

40
.35 
.16

CCFD 1 3/8 14                           
356 CCFD 1 3/8 N/A

CFD 1 1/2
1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

1.50              
38.1

.03                        
.8

.75                       
19.1

2.41              
61.1

Cylindrical
5,000                   
22,240

4,100 
18,240

CFD 1 1/2
.312 
7.9

1.09 
27.8

.06 
1.6

.6253 
15.883

+.0002/-.0003 
+.0005/-.0016 5/8-18 650 

73
.50 
.22

CCFD 1 1/2 20                           
508 CCFD 1 1/2 N/A

CFD 1 5/8
1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

1.50              
38.1

.03                        
.8

.75                       
19.1

2.41              
61.1

Cylindrical
5,400                   
24,020

4,100 
18,240

CFD 1 5/8
.312 
7.9

1.09 
27.8

.06 
1.6

.6253 
15.883

+.0002/-.0003 
+.0005/-.0020 5/8-18 650 

73
.58 
.26

CCFD 1 5/8 20                           
508 CCFD 1 5/8 N/A

CFD 1 3/4
1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

1.75              
44.5

.03                        
.8

.88                       
22.2

2.78              
70.6

Cylindrical
6,650 
29,580

6,100                    
27,130

CFD 1 3/4
.312 
7.9

1.25 
31.8

.06 
1.6

.7503 
19.058

+.0002/-.0003 
+.0005/-.0024 3/4-16 1,250                     

141
.81 
.37

CCFD 1 3/4 20                           
508 CCFD 1 3/4 N/A

CFD 1 7/8
1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

1.75              
44.5

.03                        
.8

.88                       
22.2

2.78              
70.6

Cylindrical
7,100 
31,580

6,100                    
27,130

CFD 1 7/8
.312 
7.9

1.25 
31.8

.06 
1.6

.7503 
19.058

+.0002/-.0003 
+.0005/-.0028 3/4-16 1,250                     

141
.91 
.41

CCFD 1 7/8 20                           
508 CCFD 1 7/8 N/A

CFD 2
2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

2.00              
50.8

.03                        
.8

1.00        
25.4

3.28              
83.3

Cylindrical
9,500 
42,260

8,300                    
36,920

CFD 2
.437 
11.1

1.41 
35.7

.09 
2.4

.8753 
22.233

+.0002/-.0003 
+.0005/-.0032 7/8-14 1,500                     

170
1.29 
.59

CCFD 2 24                           
610 CCFD 2 N/A

CFD 2 1/4
2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

2.00              
50.8

.03                        
.8

1.00        
25.4

3.28              
83.3

Cylindrical
10,500 
46,700

8,300                    
36,920

CFD 2 1/4
.437 
11.1

1.41 
35.7

.09 
2.4

.8753 
22.233

+.0002/-.0003 
+.0005/-.0036 7/8-14 1,500                     

170
1.59 
.72

CCFD 2 1/4 24                           
610 CCFD 2 1/4 N/A

H

SD

C

W

RD

SL

TL

E

R

Ro

L

Bearing Selection
Page B-3

Nomenclature Aid
Page B-96

Features & Benefits
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Product Options
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Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.
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Heavy Duty CAMROL Bearings

B-104

CFD

Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

Part No. RD W SD SL C TL L R Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. H E Ro
 Housing Bore 

Diameter
Thread 
Type

Clamping Torque
WT

With Seals

Roller Diameter Roller Width Stud Diameter Stud  
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown  
Prefix  
CCFD

With Seals

Hex Hole Min. Clamping 
Diameter Corner Bearing Weight

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm
lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius Size (Ref) (Ref) Nom. Tol.

CFD 1 1/4
1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

1.25              
31.8

.03                         
.8

.63                         
15.9

2.03              
51.6

Cylindrical
3,300                    
14,680

2,400                      
10,680

CFD 1 1/4
.25 
6.4

.98 
25.0

.03 
.8

.5003 
12.708

+.0002/-.0003 
+.0005/-.0008 1/2-20 350 

40
.29 
.13

CCFD 1 1/4 14                           
356 CCFD 1 1/4 N/A

CFD 1 3/8
1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

1.25              
31.8

.03                        
.8

.63                         
15.9

2.03              
51.6

Cylindrical
3,600                    
16,000

2,400                      
10,680

CFD 1 3/8
.25 
6.4

.98 
25.0

.05 
1.2

.5003 
12.708

+.0002/-.0003 
+.0005/-.0012 1/2-20 350 

40
.35 
.16

CCFD 1 3/8 14                           
356 CCFD 1 3/8 N/A

CFD 1 1/2
1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

1.50              
38.1

.03                        
.8

.75                       
19.1

2.41              
61.1

Cylindrical
5,000                   
22,240

4,100 
18,240

CFD 1 1/2
.312 
7.9

1.09 
27.8

.06 
1.6

.6253 
15.883

+.0002/-.0003 
+.0005/-.0016 5/8-18 650 

73
.50 
.22

CCFD 1 1/2 20                           
508 CCFD 1 1/2 N/A

CFD 1 5/8
1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

1.50              
38.1

.03                        
.8

.75                       
19.1

2.41              
61.1

Cylindrical
5,400                   
24,020

4,100 
18,240

CFD 1 5/8
.312 
7.9

1.09 
27.8

.06 
1.6

.6253 
15.883

+.0002/-.0003 
+.0005/-.0020 5/8-18 650 

73
.58 
.26

CCFD 1 5/8 20                           
508 CCFD 1 5/8 N/A

CFD 1 3/4
1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

1.75              
44.5

.03                        
.8

.88                       
22.2

2.78              
70.6

Cylindrical
6,650 
29,580

6,100                    
27,130

CFD 1 3/4
.312 
7.9

1.25 
31.8

.06 
1.6

.7503 
19.058

+.0002/-.0003 
+.0005/-.0024 3/4-16 1,250                     

141
.81 
.37

CCFD 1 3/4 20                           
508 CCFD 1 3/4 N/A

CFD 1 7/8
1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

1.75              
44.5

.03                        
.8

.88                       
22.2

2.78              
70.6

Cylindrical
7,100 
31,580

6,100                    
27,130

CFD 1 7/8
.312 
7.9

1.25 
31.8

.06 
1.6

.7503 
19.058

+.0002/-.0003 
+.0005/-.0028 3/4-16 1,250                     

141
.91 
.41

CCFD 1 7/8 20                           
508 CCFD 1 7/8 N/A

CFD 2
2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

2.00              
50.8

.03                        
.8

1.00        
25.4

3.28              
83.3

Cylindrical
9,500 
42,260

8,300                    
36,920

CFD 2
.437 
11.1

1.41 
35.7

.09 
2.4

.8753 
22.233

+.0002/-.0003 
+.0005/-.0032 7/8-14 1,500                     

170
1.29 
.59

CCFD 2 24                           
610 CCFD 2 N/A

CFD 2 1/4
2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

2.00              
50.8

.03                        
.8

1.00        
25.4

3.28              
83.3

Cylindrical
10,500 
46,700

8,300                    
36,920

CFD 2 1/4
.437 
11.1

1.41 
35.7

.09 
2.4

.8753 
22.233

+.0002/-.0003 
+.0005/-.0036 7/8-14 1,500                     

170
1.59 
.72

CCFD 2 1/4 24                           
610 CCFD 2 1/4 N/A
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Heavy Duty CAMROL Bearings

B-105

Part No. RD W SD SL C TL L R Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. H E Ro
 Housing Bore 

Diameter
Thread 
Type

Clamping Torque
WT

With Seals

Roller Diameter Roller Width Stud Diameter Stud  
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown  
Prefix  
CCFD

With Seals

Hex Hole Min. Clamping 
Diameter Corner Bearing Weight

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm
lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius Size (Ref) (Ref) Nom. Tol.

CFD 2 1/2
2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

2.25              
57.2

.03                         
.8

1.125 
28.6

3.78              
96.0

Cylindrical
14,000
62,270

10,400                      
46,260

CFD 2 1/2
.50 

12.7
1.69 
42.9

.09 
2.4

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0040 1-14 2,250                     

254
2.38 
1.08

CCFD 2 1/2 30                           
762 CCFD 2 1/2 N/A

CFD 2 3/4
2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

2.25              
57.2

.03                         
.8

1.125 
28.6

3.78              
96.0

Cylindrical
15,000 
66,720

10,400                      
46,260

CFD 2 3/4
.50 

12.7
1.69 
42.9

.09 
2.4

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0044 1-14 2,250                     

254
2.93 
1.33

CCFD 2 3/4 30                           
762 CCFD 2 3/4 N/A

CFD 3
3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

2.50              
63.5

.03                         
.8

1.25             
 31.7

4.28              
108.7

Cylindrical
18,300 
81,400

18,100                    
80,510

CFD 3
.75 

19.1
2.13 
54.0

.13 
3.2

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0048 1 1/4-12 3,450                     

390
4.20 
1.91

CCFD 3 30                           
762 CCFD 3 N/A

CFD 3 1/4
3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

2.50              
63.5

.03                         
.8

1.25             
 31.7

4.28              
108.7

Cylindrical
20,300 
90,290

18,100                    
80,510

CFD 3 1/4
.75 

19.1
2.13 
54.0

.13 
3.2

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0052 1 1/4-12 3,450                     

390
4.52 
2.05

CCFD 3 1/4 30                           
762 CCFD 3 1/4 N/A

CFD 3 1/2
3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0/-.001 
+0/-.03

1.375              
34.93

+0/-.001 
+0/-.03

2.75              
69.9

.03                         
.8

1.375 
34.9

4.78              
121.4

Cylindrical
23,700 
105,420

21,500                    
95,630

CFD 3 1/2
.75 

19.1
2.44 
61.9

.13 
3.2

1.3753              
34.933

+.0002/-.0003 
+.0005/-.0056 1 3/8-12 4,200                     

475
5.99 
2.72

CCFD 3 1/2 30                           
762 CCFD 3 1/2 N/A

CFD 4
4.000              
101.60

+0/-.001 
+0/-.03

2.250              
57.15

+0/-.001 
+0/-.03

1.500              
38.10

+0/-.001 
+0/-.03

3.50              
88.9

.03                         
.8

1.50             
38.1

5.78              
146.8

Cylindrical
32,500 
144,560

22,800                    
101,410

CFD 4
.75 

19.1
2.80 
71.0

.13 
3.2

1.5003              
38.108

+.0002/-.0003 
+.0005/-.0060 1 1/2-12 5,000                     

565
8.97 
4.07

CCFD 4 30                           
762 CCFD 4 N/A

CFD 5
5.000              
127.00

+0/-.001 
+0/-.03

2.750              
69.85

+0/-.001 
+0/-.03

2.000              
50.80

+0/-.001 
+0/-.03

5.06              
128.6

.06                        
1.6

2.00 
50.4

7.88              
200.0

Cylindrical
50,500 
224,620

50,800                      
225,960

CFD 5
.875 
22.2

3.56 
90.5

.13 
3.2

2.0003              
50.808

+.0002/-.0003 
+.0005/-.0064 2-12 5,000                     

565
18.37                    
8.33

CCFD 5 48                           
1,219 CCFD 5 N/A

CFD 6
6.000              
152.40

+0/-.001 
+0/-.03

3.250              
82.55

+0/-.001 
+0/-.03

2.500              
63.50

+0/-.001 
+0/-.03

6.00              
152.4

.06                  
1.6

2.50 
63.5

9.31              
236.5

Cylindrical
71,500 
318,030

86,100                    
382,970

CFD 6
1.00 
25.4

4.47 
113.5

.13 
3.2

2.5003              
63.508

+.0002/-.0003 
+.0005/-.0068 2 1/2-12 5,000                     

565
31.99                    
14.51

CCFD 6 30                           
762 CCFD 6 N/A

H

SD

C

W

RD

SL

TL

E

R

Ro

L
Basic Construction Type: Stud Type Crowned / 

Cylindrical Outside Diameter

Rolling Elements: Full Complement Cylindrical 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: LUBRI-DISC®

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

CFD
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Heavy Duty CAMROL Bearings

B-106

Part No. RD W SD SL C TL L R Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. H E Ro
 Housing Bore 

Diameter
Thread 
Type

Clamping Torque
WT

With Seals

Roller Diameter Roller Width Stud Diameter Stud  
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Crown  
Prefix  
CCFD

With Seals

Hex Hole Min. Clamping 
Diameter Corner Bearing Weight

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm
lb
kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius Size (Ref) (Ref) Nom. Tol.

CFD 2 1/2
2.500              
63.50

+0/-.001 
+0/-.03

1.500              
38.10

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

2.25              
57.2

.03                         
.8

1.125 
28.6

3.78              
96.0

Cylindrical
14,000
62,270

10,400                      
46,260

CFD 2 1/2
.50 
12.7

1.69 
42.9

.09 
2.4

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0040 1-14 2,250                     

254
2.38 
1.08

CCFD 2 1/2 30                           
762 CCFD 2 1/2 N/A

CFD 2 3/4
2.750              
69.85

+0/-.001 
+0/-.03

1.500              
38.10

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

2.25              
57.2

.03                         
.8

1.125 
28.6

3.78              
96.0

Cylindrical
15,000 
66,720

10,400                      
46,260

CFD 2 3/4
.50 
12.7

1.69 
42.9

.09 
2.4

1.0003              
25.408

+.0002/-.0003 
+.0005/-.0044 1-14 2,250                     

254
2.93 
1.33

CCFD 2 3/4 30                           
762 CCFD 2 3/4 N/A

CFD 3
3.000              
76.20

+0/-.001 
+0/-.03

1.750              
44.45

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

2.50              
63.5

.03                         
.8

1.25             
 31.7

4.28              
108.7

Cylindrical
18,300 
81,400

18,100                    
80,510

CFD 3
.75 
19.1

2.13 
54.0

.13 
3.2

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0048 1 1/4-12 3,450                     

390
4.20 
1.91

CCFD 3 30                           
762 CCFD 3 N/A

CFD 3 1/4
3.250              
82.55

+0/-.001 
+0/-.03

1.750              
44.45

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

2.50              
63.5

.03                         
.8

1.25             
 31.7

4.28              
108.7

Cylindrical
20,300 
90,290

18,100                    
80,510

CFD 3 1/4
.75 
19.1

2.13 
54.0

.13 
3.2

1.2503              
31.758

+.0002/-.0003 
+.0005/-.0052 1 1/4-12 3,450                     

390
4.52 
2.05

CCFD 3 1/4 30                           
762 CCFD 3 1/4 N/A

CFD 3 1/2
3.500              
88.90

+0/-.001 
+0/-.03

2.000              
50.80

+0/-.001 
+0/-.03

1.375              
34.93

+0/-.001 
+0/-.03

2.75              
69.9

.03                         
.8

1.375 
34.9

4.78              
121.4

Cylindrical
23,700 
105,420

21,500                    
95,630

CFD 3 1/2
.75 
19.1

2.44 
61.9

.13 
3.2

1.3753              
34.933

+.0002/-.0003 
+.0005/-.0056 1 3/8-12 4,200                     

475
5.99 
2.72

CCFD 3 1/2 30                           
762 CCFD 3 1/2 N/A

CFD 4
4.000              

101.60
+0/-.001 
+0/-.03

2.250              
57.15

+0/-.001 
+0/-.03

1.500              
38.10

+0/-.001 
+0/-.03

3.50              
88.9

.03                         
.8

1.50             
38.1

5.78              
146.8

Cylindrical
32,500 
144,560

22,800                    
101,410

CFD 4
.75 
19.1

2.80 
71.0

.13 
3.2

1.5003              
38.108

+.0002/-.0003 
+.0005/-.0060 1 1/2-12 5,000                     

565
8.97 
4.07

CCFD 4 30                           
762 CCFD 4 N/A

CFD 5
5.000              

127.00
+0/-.001 
+0/-.03

2.750              
69.85

+0/-.001 
+0/-.03

2.000              
50.80

+0/-.001 
+0/-.03

5.06              
128.6

.06                        
1.6

2.00 
50.4

7.88              
200.0

Cylindrical
50,500 
224,620

50,800                      
225,960

CFD 5
.875 
22.2

3.56 
90.5

.13 
3.2

2.0003              
50.808

+.0002/-.0003 
+.0005/-.0064 2-12 5,000                     

565
18.37                    
8.33

CCFD 5 48                           
1,219 CCFD 5 N/A

CFD 6
6.000              

152.40
+0/-.001 
+0/-.03

3.250              
82.55

+0/-.001 
+0/-.03

2.500              
63.50

+0/-.001 
+0/-.03

6.00              
152.4

.06                  
1.6

2.50 
63.5

9.31              
236.5

Cylindrical
71,500 
318,030

86,100                    
382,970

CFD 6
1.00 
25.4

4.47 
113.5

.13 
3.2

2.5003              
63.508

+.0002/-.0003 
+.0005/-.0068 2 1/2-12 5,000                     

565
31.99                    
14.51

CCFD 6 30                           
762 CCFD 6 N/A

CFD
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Heavy Duty CAMROL Bearings

B-107

CYRD

Ri
(BOTH SIDES)

RD

W

B E

W1

R

Ro
HC

Basic Construction Type: Yoke Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Cylindrical 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip Seal

Lubrication: Lithium Soap Grease NLGI #2

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC E Ri Ro
 Recommended Shaft Diameters

WT

With Seals

Roller Diameter Roller Width Bore Diameter Overall  
Width

Crown 

With Seals

Hole 
Center

Min. Clamping 
Diameter

Outer Corner 
Radius

Inner Corner 
Radius

Bearing 
WeightPrefix 

CCYRD-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom. Tol. Nom. Tol. Nom Tol Nom. Tol. Radius (Ref) (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

CYRD 1 1/4
1.250                  
31.75

+0/-.001 
+0/-.03

.750                  
9.05

+0/-.001 
+0/-.03

.375                  
9.53

+.0002/-.0004                          
+.0005/-.0010

.8125                 
20.6

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
3,300
14,680

2,400 
10,680

CYRD 1 1/4
.31                  
7.9

.98                  
5.0

.03                  
0.8

.03                  
0.8

.3745                  
9.512

±.0002                          
±.005

.3751 
9.53

±.0002                          
±.005

.3753 
9.53

±.0002                          
±.005

.21 

.09
CCYRD 1 1/4 14                           

356 CCYRD 1 1/4

CYRD 1 3/8
1.375                  
34.93

+0/-.001 
+0/-.03

.750                  
9.05

+0/-.001 
+0/-.05

.375                  
9.53

+.0002/-.0004                          
+.0005/-.0010

.8125                
20.6

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
3,600 
16,000

2,400 
10,680

CYRD 1 3/8
.31                  
7.9

.98                  
5.0

.03                  
0.8

.05                  
1.2

.3745                  
9.512

±.0002                          
±.005

.3751 
9.53

±.0002                          
±.005

.3753 
9.53

±.0002                          
±.005

.26 

.12
CCYRD 1 3/8 14                           

356 CCYRD 1 3/8

CYRD 1 1/2
1.500                  
38.10

+0/-.001 
+0/-.03

.875                  
2.23

+0/-.001 
+0/-.07

.438                  
1.11

+.0002/-.0004                          
+.0005/-.0010

.9375                
23.8

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
5,000 
22,240

4,100                    
18,240

CYRD 1 1/2
.38                  
9.5

1.09                  
27.8

.04                  
1.0

.06                  
1.6

.4370                  
1.100

±.0002                          
±.005

.4376 
11.12

±.0002                          
±.005

.4378 
11.12

±.0002                          
±.005

.35 

.16
CCYRD 1 1/2 20                           

508 CCYRD 1 1/2

CYRD 1 5/8
1.625                  
41.28

+0/-.001 
+0/-.03

.875                  
2.23

+0/-.001 
+0/-.09

.438                  
1.11

+.0002/-.0004                          
+.0005/-.0010

.9375                
23.8

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
5,400 
24,020

4,100                    
18,240

CYRD 1 5/8
.38                  
9.5

1.09                  
27.8

.04                  
1.0

.06                  
1.6

.4370                  
1.100

±.0002                          
±.005

.4376 
11.12

±.0002                          
±.005

.4378 
11.12

±.0002                          
±.005

.43 

.19
CCYRD 1 5/8 20                           

508 CCYRD 1 5/8

CYRD 1 3/4
1.750                  
44.45

+0/-.001 
+0/-.03

1.000                  
25.40

+0/-.001 
+0/-.11

.500                  
2.70

+.0002/-.0004                          
+.0005/-.0010

1.0625                  
27.0

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
6,650 
29,580

6,100                    
27,130

CYRD 1 3/4
.44                  
1.1

1.25                  
31.8

.05                  
1.3

.06                  
1.6

.4995                  
2.687

±.0002                          
±.005

.5001 
12.70

±.0002                          
±.005

.5005 
12.71

±.0002                          
±.005

.57 

.26
CCYRD 1 3/4 20                           

508 CCYRD 1 3/4

CYRD 1 7/8
1.875                  
47.63

+0/-.001 
+0/-.03

1.000                  
25.40

+0/-.001 
+0/-.13

.500                  
2.70

+.0002/-.0004                          
+.0005/-.0010

1.0625                  
27.0

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
7,100 
31,580

6,100                    
27,130

CYRD 1 7/8
.44                  
1.1

1.25                  
31.8

.05                  
1.3

.06                  
1.6

.4995                  
2.687

±.0002                          
±.005

.5001 
12.70

±.0002                          
±.005

.5005 
12.71

±.0002                          
±.005

.66 

.29
CCYRD 1 7/8 20                           

508 CCYRD 1 7/8

CYRD 2
2.000                  
50.80

+0/-.001 
+0/-.03

1.250                  
31.75

+0/-.001 
+0/-.15

.625                  
5.88

+.0002/-.0004                          
+.0005/-.0010

1.3125                  
33.3

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
9,500 
42,260

8,300                    
36,920

CYRD 2
.50                  
2.7

1.41                  
35.7

.06                  
1.5

.09                  
2.4

.6245                  
5.862

±.0002                          
±.005

.6251 
15.88

±.0002                          
±.005

.6255 
15.89

±.0002                          
±.005

.88 

.39
CCYRD 2 24                           

610 CCYRD 2

CYRD 2 1/4
2.250                  
57.15

+0/-.001 
+0/-.03

1.250                  
31.75

+0/-.001 
+0/-.17

.625                  
5.88

+.0002/-.0004                          
+.0005/-.0010

1.3125                  
33.3

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
10,500 
46,700

8,300                    
36,920

CYRD 2 1/4
.50                  
2.7

1.41                  
35.7

.06                  
1.5

.09                  
2.4

.6245                  
5.862

±.0002                          
±.005

.6251 
15.88

±.0002                          
±.005

.6255 
15.89

±.0002                          
±.005

1.18 
.54

CCYRD 2 1/4 24                           
610 CCYRD 2 1/4
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Heavy Duty CAMROL Bearings

B-108

CYRD
Part No. RD W B W1 R

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC E Ri Ro
 Recommended Shaft Diameters

WT

With Seals

Roller Diameter Roller Width Bore Diameter Overall  
Width

Crown 

With Seals

Hole 
Center

Min. Clamping 
Diameter

Outer Corner 
Radius

Inner Corner 
Radius

Bearing 
WeightPrefix 

CCYRD-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom. Tol. Nom. Tol. Nom Tol Nom. Tol. Radius (Ref) (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

CYRD 1 1/4
1.250                  
31.75

+0/-.001 
+0/-.03

.750                  
9.05

+0/-.001 
+0/-.03

.375                  
9.53

+.0002/-.0004                          
+.0005/-.0010

.8125                 
20.6

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
3,300
14,680

2,400 
10,680

CYRD 1 1/4
.31                  
7.9

.98                  
5.0

.03                  
0.8

.03                  
0.8

.3745                  
9.512

±.0002                          
±.005

.3751 
9.53

±.0002                          
±.005

.3753 
9.53

±.0002                          
±.005

.21 

.09
CCYRD 1 1/4 14                           

356 CCYRD 1 1/4

CYRD 1 3/8
1.375                  
34.93

+0/-.001 
+0/-.03

.750                  
9.05

+0/-.001 
+0/-.05

.375                  
9.53

+.0002/-.0004                          
+.0005/-.0010

.8125                
20.6

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
3,600 
16,000

2,400 
10,680

CYRD 1 3/8
.31                  
7.9

.98                  
5.0

.03                  
0.8

.05                  
1.2

.3745                  
9.512

±.0002                          
±.005

.3751 
9.53

±.0002                          
±.005

.3753 
9.53

±.0002                          
±.005

.26 

.12
CCYRD 1 3/8 14                           

356 CCYRD 1 3/8

CYRD 1 1/2
1.500                  
38.10

+0/-.001 
+0/-.03

.875                  
2.23

+0/-.001 
+0/-.07

.438                  
1.11

+.0002/-.0004                          
+.0005/-.0010

.9375                
23.8

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
5,000 
22,240

4,100                    
18,240

CYRD 1 1/2
.38                  
9.5

1.09                  
27.8

.04                  
1.0

.06                  
1.6

.4370                  
1.100

±.0002                          
±.005

.4376 
11.12

±.0002                          
±.005

.4378 
11.12

±.0002                          
±.005

.35 

.16
CCYRD 1 1/2 20                           

508 CCYRD 1 1/2

CYRD 1 5/8
1.625                  
41.28

+0/-.001 
+0/-.03

.875                  
2.23

+0/-.001 
+0/-.09

.438                  
1.11

+.0002/-.0004                          
+.0005/-.0010

.9375                
23.8

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
5,400 
24,020

4,100                    
18,240

CYRD 1 5/8
.38                  
9.5

1.09                  
27.8

.04                  
1.0

.06                  
1.6

.4370                  
1.100

±.0002                          
±.005

.4376 
11.12

±.0002                          
±.005

.4378 
11.12

±.0002                          
±.005

.43 

.19
CCYRD 1 5/8 20                           

508 CCYRD 1 5/8

CYRD 1 3/4
1.750                  
44.45

+0/-.001 
+0/-.03

1.000                  
25.40

+0/-.001 
+0/-.11

.500                  
2.70

+.0002/-.0004                          
+.0005/-.0010

1.0625                  
27.0

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
6,650 
29,580

6,100                    
27,130

CYRD 1 3/4
.44                  
1.1

1.25                  
31.8

.05                  
1.3

.06                  
1.6

.4995                  
2.687

±.0002                          
±.005

.5001 
12.70

±.0002                          
±.005

.5005 
12.71

±.0002                          
±.005

.57 

.26
CCYRD 1 3/4 20                           

508 CCYRD 1 3/4

CYRD 1 7/8
1.875                  
47.63

+0/-.001 
+0/-.03

1.000                  
25.40

+0/-.001 
+0/-.13

.500                  
2.70

+.0002/-.0004                          
+.0005/-.0010

1.0625                  
27.0

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
7,100 
31,580

6,100                    
27,130

CYRD 1 7/8
.44                  
1.1

1.25                  
31.8

.05                  
1.3

.06                  
1.6

.4995                  
2.687

±.0002                          
±.005

.5001 
12.70

±.0002                          
±.005

.5005 
12.71

±.0002                          
±.005

.66 

.29
CCYRD 1 7/8 20                           

508 CCYRD 1 7/8

CYRD 2
2.000                  
50.80

+0/-.001 
+0/-.03

1.250                  
31.75

+0/-.001 
+0/-.15

.625                  
5.88

+.0002/-.0004                          
+.0005/-.0010

1.3125                  
33.3

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
9,500 
42,260

8,300                    
36,920

CYRD 2
.50                  
2.7

1.41                  
35.7

.06                  
1.5

.09                  
2.4

.6245                  
5.862

±.0002                          
±.005

.6251 
15.88

±.0002                          
±.005

.6255 
15.89

±.0002                          
±.005

.88 

.39
CCYRD 2 24                           

610 CCYRD 2

CYRD 2 1/4
2.250                  
57.15

+0/-.001 
+0/-.03

1.250                  
31.75

+0/-.001 
+0/-.17

.625                  
5.88

+.0002/-.0004                          
+.0005/-.0010

1.3125                  
33.3

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
10,500 
46,700

8,300                    
36,920

CYRD 2 1/4
.50                  
2.7

1.41                  
35.7

.06                  
1.5

.09                  
2.4

.6245                  
5.862

±.0002                          
±.005

.6251 
15.88

±.0002                          
±.005

.6255 
15.89

±.0002                          
±.005

1.18 
.54

CCYRD 2 1/4 24                           
610 CCYRD 2 1/4
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Heavy Duty CAMROL Bearings

B-109

CYRD

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC E Ri Ro
 Recommended Shaft Diameters

WT

With Seals

Roller Diameter Roller Width Bore Diameter Overall  
Width

Crown 

With Seals

Hole 
Center

Min. Clamping 
Diameter

Outer Corner 
Radius

Inner Corner 
Radius

Bearing 
WeightPrefix 

CCYRD-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom. Tol. Nom. Tol. Nom Tol Nom. Tol. Radius (Ref) (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

CYRD 2 1/2
2.500                  
63.50

+0/-.001 
+0/-.03

1.500                  
38.10

+0/-.001 
+0/-.19

.750                  
9.05

+.0002/-.0004                          
+.0005/-.0010

1.5625                  
39.7

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
14,000 
62,270

10,400 
46,260

CYRD 2 1/2
.56                  
4.3

1.69                  
42.9

.07                  
1.8

.09                  
2.4

.7495                  
9.037

±.0002                          
±.005

.7501 
19.05

±.0002                          
±.005

.7505 
19.06

±.0002                          
±.005

1.74 
.79

CCYRD 2 1/2 30                           
762 CCYRD 2 1/2

CYRD 2 3/4
2.750                  
69.85

+0/-.001 
+0/-.03

1.500                  
38.10

+0/-.001 
+0/-.21

.750                  
9.05

+.0002/-.0004                          
+.0005/-.0010

1.5625                  
39.7

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
15,000 
66,720

10,400 
46,260

CYRD 2 3/4
.56                  
4.3

1.69                  
42.9

.07                  
1.8

.09                  
2.4

.7495                  
9.037

±.0002                          
±.005

.7501 
19.05

±.0002                          
±.005

.7505 
19.06

±.0002                          
±.005

2.17 
.98

CCYRD 2 3/4 30                           
762 CCYRD 2 3/4

CYRD 3
3.000                  
76.20

+0/-.001 
+0/-.03

1.750                  
44.45

+0/-.001 
+0/-.23

1.000                  
25.40

+.0001/-.0005                          
+.0003/-.0013

1.8125                  
46.0

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
18,300 
81,400

18,100 
80,510

CYRD 3
.63                  
5.9

2.13                  
54.0

.08                  
2.0

.13                  
3.2

.9994                  
5.385

±.0002                          
±.005

1.002 
25.5

±.0002                          
±.005

1.006 
25.55

±.0002                          
±.005

3.08 
1.39

CCYRD 3 30                           
762 CCYRD 3

CYRD 3 1/4
3.250                  
82.55

+0/-.001 
+0/-.03

1.750                  
44.45

+0/-.001 
+0/-.25

1.000                  
25.40

+.0001/-.0005                          
+.0003/-.0013

1.8125                  
46.0

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
20,300 
90,290

18,100 
80,510

CYRD 3 1/4
.63                  
5.9

2.13                  
54.0

.08                  
2.0

.13                  
3.2

.9994                  
5.385

±.0002                          
±.005

1.002 
25.5

±.0002                          
±.005

1.006 
25.55

±.0002                          
±.005

3.62 
1.64

CCYRD 3 1/4 30                           
762 CCYRD 3 1/4

CYRD 3 1/2
3.500                  
88.90

+0/-.001 
+0/-.03

2.000                  
50.80

+0/-.001 
+0/-.27

1.125                  
28.58

+.0001/-.0005                          
+.0003/-.0013

2.0625                  
52.4

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
23,700 
105,420

21,500 
95,630

CYRD 3 1/2
.69                  
7.5

2.44                  
61.9

.09                  
2.3

.13                  
3.2

1.1244                  
28.560

±.0002                          
±.005

1.1252 
28.58

±.0002                          
±.005

1.1256 
28.59

±.0002                          
±.005

4.41 
2.00

CCYRD 3 1/2 30                           
762 CCYRD 3 1/2

CYRD 4
4.000                  
101.60

+0/-.001 
+0/-.03

2.250                  
57.15

+0/-.001 
+0/-.29

1.250                  
31.75

+.0001/-.0005                          
+.0003/-.0013

2.3125                  
58.7

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
32,500 
144,560

22,800 
101,410

CYRD 4
.75                  
9.1

2.80                  
71.0

.10                  
2.5

.13                  
3.2

1.2494                  
31.735

±.0002                          
±.005

1.2502 
31.76

±.0002                          
±.005

1.2506 
31.77

±.0002                          
±.005

6.57 
2.98

CCYRD 4 30                           
762 CCYRD 4

CYRD 5
5.000                  
127.00

+0/-.001 
+0/-.03

2.750                  
69.85

+0/-.001 
+0/-.31

1.750                  
44.45

+.0001/-.0005                          
+.0003/-.0013

2.875                  
73.0

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
50,500 
224,620

50,800 
225,960

CYRD 5
.88                  
2.2

3.56                  
90.5

.11                  
2.8

.13                  
3.2

1.7494                  
44.435

±.0002                          
±.005

1.7502 
44.46

±.0002                          
±.005

1.7506 
44.47

±.0002                          
±.005

12.33 
5.59

CCYRD 5 48                           
1,219 CCYRD 5

CYRD 6
6.000                  
152.40

+0/-.001 
+0/-.03

3.250                  
82.55

+0/-.001 
+0/-.33

2.250                  
57.15

+.0001/-.0005                          
+.0003/-.0013

3.375                  
85.7

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
71,500 
318,030

86,100 
382,970

CYRD 6
1.00                  
25.4

4.47                  
113.5

.12                  
3.0

.13                  
3.2

2.2494                  
57.135

±.0002                          
±.005

2.2502 
57.16

±.0002                          
±.005

2.2506 
57.17

±.0002                          
±.005

20.47 
9.29

CCYRD 6 56                           
1,422 CCYRD 6

Ri
(BOTH SIDES)

RD

W

B E

W1

R

Ro
HC

Basic Construction Type: Yoke Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Cylindrical 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip Seal

Lubrication: Lithium Soap Grease NLGI #2
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Heavy Duty CAMROL Bearings

B-110

CYRD
Part No. RD W B W1 R

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC E Ri Ro
 Recommended Shaft Diameters

WT

With Seals

Roller Diameter Roller Width Bore Diameter Overall  
Width

Crown 

With Seals

Hole 
Center

Min. Clamping 
Diameter

Outer Corner 
Radius

Inner Corner 
Radius

Bearing 
WeightPrefix 

CCYRD-XX Push Fit Drive Fit Press Fit
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom. Tol. Nom. Tol. Nom Tol Nom. Tol. Radius (Ref) (Ref) (Ref) (Ref) Nom Tol Nom Tol Nom Tol

CYRD 2 1/2
2.500                  
63.50

+0/-.001 
+0/-.03

1.500                  
38.10

+0/-.001 
+0/-.19

.750                  
9.05

+.0002/-.0004                          
+.0005/-.0010

1.5625                  
39.7

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
14,000 
62,270

10,400 
46,260

CYRD 2 1/2
.56                  
4.3

1.69                  
42.9

.07                  
1.8

.09                  
2.4

.7495                  
9.037

±.0002                          
±.005

.7501 
19.05

±.0002                          
±.005

.7505 
19.06

±.0002                          
±.005

1.74 
.79

CCYRD 2 1/2 30                           
762 CCYRD 2 1/2

CYRD 2 3/4
2.750                  
69.85

+0/-.001 
+0/-.03

1.500                  
38.10

+0/-.001 
+0/-.21

.750                  
9.05

+.0002/-.0004                          
+.0005/-.0010

1.5625                  
39.7

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
15,000 
66,720

10,400 
46,260

CYRD 2 3/4
.56                  
4.3

1.69                  
42.9

.07                  
1.8

.09                  
2.4

.7495                  
9.037

±.0002                          
±.005

.7501 
19.05

±.0002                          
±.005

.7505 
19.06

±.0002                          
±.005

2.17 
.98

CCYRD 2 3/4 30                           
762 CCYRD 2 3/4

CYRD 3
3.000                  
76.20

+0/-.001 
+0/-.03

1.750                  
44.45

+0/-.001 
+0/-.23

1.000                  
25.40

+.0001/-.0005                          
+.0003/-.0013

1.8125                  
46.0

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
18,300 
81,400

18,100 
80,510

CYRD 3
.63                  
5.9

2.13                  
54.0

.08                  
2.0

.13                  
3.2

.9994                  
5.385

±.0002                          
±.005

1.002 
25.5

±.0002                          
±.005

1.006 
25.55

±.0002                          
±.005

3.08 
1.39

CCYRD 3 30                           
762 CCYRD 3

CYRD 3 1/4
3.250                  
82.55

+0/-.001 
+0/-.03

1.750                  
44.45

+0/-.001 
+0/-.25

1.000                  
25.40

+.0001/-.0005                          
+.0003/-.0013

1.8125                  
46.0

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
20,300 
90,290

18,100 
80,510

CYRD 3 1/4
.63                  
5.9

2.13                  
54.0

.08                  
2.0

.13                  
3.2

.9994                  
5.385

±.0002                          
±.005

1.002 
25.5

±.0002                          
±.005

1.006 
25.55

±.0002                          
±.005

3.62 
1.64

CCYRD 3 1/4 30                           
762 CCYRD 3 1/4

CYRD 3 1/2
3.500                  
88.90

+0/-.001 
+0/-.03

2.000                  
50.80

+0/-.001 
+0/-.27

1.125                  
28.58

+.0001/-.0005                          
+.0003/-.0013

2.0625                  
52.4

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
23,700 
105,420

21,500 
95,630

CYRD 3 1/2
.69                  
7.5

2.44                  
61.9

.09                  
2.3

.13                  
3.2

1.1244                  
28.560

±.0002                          
±.005

1.1252 
28.58

±.0002                          
±.005

1.1256 
28.59

±.0002                          
±.005

4.41 
2.00

CCYRD 3 1/2 30                           
762 CCYRD 3 1/2

CYRD 4
4.000                  

101.60
+0/-.001 
+0/-.03

2.250                  
57.15

+0/-.001 
+0/-.29

1.250                  
31.75

+.0001/-.0005                          
+.0003/-.0013

2.3125                  
58.7

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
32,500 
144,560

22,800 
101,410

CYRD 4
.75                  
9.1

2.80                  
71.0

.10                  
2.5

.13                  
3.2

1.2494                  
31.735

±.0002                          
±.005

1.2502 
31.76

±.0002                          
±.005

1.2506 
31.77

±.0002                          
±.005

6.57 
2.98

CCYRD 4 30                           
762 CCYRD 4

CYRD 5
5.000                  

127.00
+0/-.001 
+0/-.03

2.750                  
69.85

+0/-.001 
+0/-.31

1.750                  
44.45

+.0001/-.0005                          
+.0003/-.0013

2.875                  
73.0

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
50,500 
224,620

50,800 
225,960

CYRD 5
.88                  
2.2

3.56                  
90.5

.11                  
2.8

.13                  
3.2

1.7494                  
44.435

±.0002                          
±.005

1.7502 
44.46

±.0002                          
±.005

1.7506 
44.47

±.0002                          
±.005

12.33 
5.59

CCYRD 5 48                           
1,219 CCYRD 5

CYRD 6
6.000                  

152.40
+0/-.001 
+0/-.03

3.250                  
82.55

+0/-.001 
+0/-.33

2.250                  
57.15

+.0001/-.0005                          
+.0003/-.0013

3.375                  
85.7

+0.005/-0.01                          
+0.13/-0.25

Cylindrical
71,500 
318,030

86,100 
382,970

CYRD 6
1.00                  
25.4

4.47                  
113.5

.12                  
3.0

.13                  
3.2

2.2494                  
57.135

±.0002                          
±.005

2.2502 
57.16

±.0002                          
±.005

2.2506 
57.17

±.0002                          
±.005

20.47 
9.29

CCYRD 6 56                           
1,422 CCYRD 6
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Heavy Duty CAMROL Bearings

B-111

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD D E Ro HBD sdt Thread 
Type CT LSD WT

With Shields

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

With Shields

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole Dia. 
/ Lub. Fitting

Min. Clamping 
Diameter

Outer Radius 
(suffix X)

Housing Bore 
Diameter

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)
Bearing 
WeightSuffix 

MCFD-xx-X
Base Modifier 

MCFDE-xx
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) +05/-.15 

(+.002 / -.006) See Table (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCFD 35

35.000              
1.3780

+0/-.050               
+0/-.002

18.00              
.709

+0/.12 
+0/-.005

16.000              
.6299

+0/-.018               
+0/-.0007

32.50              
1.280

.80              
.031

17.00              
.669

52.00              
2.047

500                            
20

N/A N/A N/A

16,000       
3,597

18,000       
4,047

MCFD 35

8.00              
.315

3.00              
.118

6.00              
.236

21.00              
.827

1.00              
.039

16.000              
.6299

+0/-.018               
+0/-.0007 M16x1.5 85                          

752 6,500 .16 
.36

MCFDE 35 0.5                 
.02

14                 
0.55

20                 
.79 MCFDE 35

MCFD 35 X
+0/-.011               

+0/-.0004 Cylindrical
N/A N/A N/A MCFD 35 X

MCFDE 35 X 0.5                 
.02

14                 
0.55

20                 
.79 MCFDE 35 X

MCFD 40

40.000              
1.5748

+0/-.050               
+0/-.002

20.00              
.787

+0/.12 
+0/-.009

18.000              
.7087

+0/-.018               
+0/-.0007

36.50              
1.437

.80              
.031

19.00              
.748

58.00              
2.283

500                            
20

N/A N/A N/A

18,000       
4,047

22,000       
4,946

MCFD 40

8.00              
.315

3.00              
.118

6.00              
.236

23.00              
.906

1.50              
.059

18.000              
.7087

+0/-.018               
+0/-.0007 M18x1.5 85                          

752 5,500 .24 
.53

MCFDE 40 1                 
.04

16                 
0.63

22                 
.87 MCFDE 40

MCFD 40 X
+0/-.011               

+0/-.0004 Cylindrical
N/A N/A N/A MCFD 40 X

MCFDE 40 X 1                 
.04

16                 
0.63

22                 
.87 MCFDE 40 X

MCFD 47

47.000              
1.8504

+0/-.050               
+0/-.002

24.00              
.945

+0/.12 
+0/-.013

20.000              
.7874

+0/-.021               
+0/-.0008

40.50              
1.594

.80              
.031

21.00              
.827

66.00              
2.598

500                            
20

N/A N/A N/A

27,000       
6,070

32,000       
7,194

MCFD 47

9.00              
.354

4.00              
.157

8.00                         
.315

27.00              
1.063

1.50              
.059

20.000              
.7874

+0/-.021               
+0/-.0008 M20x1.5 118                       

1,044 4,200 .38 
.84

MCFDE 47 1                 
.04

18                 
0.71

24                 
.94 MCFDE 47

MCFD 47 X
+0/-.011               

+0/-.0004 Cylindrical
N/A N/A N/A MCFD 47 X

MCFDE 47 X 1                 
.04

18                 
0.71

24                 
.94 MCFDE 47 X

MCFD 52

52.000              
2.0472

+0/-.050               
+0/-.002

24.00              
.945

+0/.12 
+0/-.017

20.000              
.7874

+0/-.021               
+0/-.0008

40.50              
1.594

.80              
.031

21.00              
.827

66.00              
2.598

500                            
20

N/A N/A N/A

30,000       
6,745

35,000       
7,869

MCFD 52

9.00              
.354

4.00              
.157

8.00                         
.315

21.00              
.827

1.50              
.059

20.000              
.7874

+0/-.021               
+0/-.0008 M20x1.5 118                       

1,044 3,400 .45 
.99

MCFDE 52 1                 
.04

18                 
0.71

24                 
.94 MCFDE 52

MCFD 52 X
+0/-.013               
+0/-.0005 Cylindrical

N/A N/A N/A MCFD 52 X

MCFDE 52 X 1                 
.04

18                 
0.71

24                 
.94 MCFDE 52 X

MCFD 62

62.000              
2.4409

+0/-.050               
+0/-.002

29.00              
1.142

+0/.12 
+0/-.021

24.000              
.9449

+0/-.021               
+0/-.0008

49.50              
1.949

.80              
.031

25.00              
.984

80.00              
3.150

500                            
20

N/A N/A N/A

41,000       
9,218

48,000       
10,791

MCFD 62

11.00              
.433

4.00              
.157

8.00                         
.315

38.00              
1.496

2.00              
.079

24.000              
.9449

+0/-.021               
+0/-.0008 M24x1.5 216              

1,912 2,600
.80
1.75

MCFDE 62 1                 
.04

22                 
0.87

28                 
.10 MCFDE 62

MCFD 62 X
+0/-.013               
+0/-.0005 Cylindrical

N/A N/A N/A MCFD 62 X

MCFDE 62 X 1                 
.04

22                 
0.87

28                 
.10 MCFDE 62 X

MCFD, MCFDE

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Cylindrical 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: Metallic Shield

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric

Mounting Feature: Slot / Hex Hole

Inch dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFD-35-X.

2. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. If grease lubricated, frequent relubrication is required. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed. 

3. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.
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B-112

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD D E Ro HBD sdt Thread 
Type CT LSD WT

With Shields

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

With Shields

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole Dia. 
/ Lub. Fitting

Min. Clamping 
Diameter

Outer Radius 
(suffix X)

Housing Bore 
Diameter

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)
Bearing 
WeightSuffix 

MCFD-xx-X
Base Modifier 

MCFDE-xx
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) +05/-.15 

(+.002 / -.006) See Table (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCFD 35

35.000              
1.3780

+0/-.050               
+0/-.002

18.00              
.709

+0/.12 
+0/-.005

16.000              
.6299

+0/-.018               
+0/-.0007

32.50              
1.280

.80              
.031

17.00              
.669

52.00              
2.047

500                            
20

N/A N/A N/A

16,000       
3,597

18,000       
4,047

MCFD 35

8.00              
.315

3.00              
.118

6.00              
.236

21.00              
.827

1.00              
.039

16.000              
.6299

+0/-.018               
+0/-.0007 M16x1.5 85                          

752 6,500 .16 
.36

MCFDE 35 0.5                 
.02

14                 
0.55

20                 
.79 MCFDE 35

MCFD 35 X
+0/-.011               

+0/-.0004 Cylindrical
N/A N/A N/A MCFD 35 X

MCFDE 35 X 0.5                 
.02

14                 
0.55

20                 
.79 MCFDE 35 X

MCFD 40

40.000              
1.5748

+0/-.050               
+0/-.002

20.00              
.787

+0/.12 
+0/-.009

18.000              
.7087

+0/-.018               
+0/-.0007

36.50              
1.437

.80              
.031

19.00              
.748

58.00              
2.283

500                            
20

N/A N/A N/A

18,000       
4,047

22,000       
4,946

MCFD 40

8.00              
.315

3.00              
.118

6.00              
.236

23.00              
.906

1.50              
.059

18.000              
.7087

+0/-.018               
+0/-.0007 M18x1.5 85                          

752 5,500 .24 
.53

MCFDE 40 1                 
.04

16                 
0.63

22                 
.87 MCFDE 40

MCFD 40 X
+0/-.011               

+0/-.0004 Cylindrical
N/A N/A N/A MCFD 40 X

MCFDE 40 X 1                 
.04

16                 
0.63

22                 
.87 MCFDE 40 X

MCFD 47

47.000              
1.8504

+0/-.050               
+0/-.002

24.00              
.945

+0/.12 
+0/-.013

20.000              
.7874

+0/-.021               
+0/-.0008

40.50              
1.594

.80              
.031

21.00              
.827

66.00              
2.598

500                            
20

N/A N/A N/A

27,000       
6,070

32,000       
7,194

MCFD 47

9.00              
.354

4.00              
.157

8.00                         
.315

27.00              
1.063

1.50              
.059

20.000              
.7874

+0/-.021               
+0/-.0008 M20x1.5 118                       

1,044 4,200 .38 
.84

MCFDE 47 1                 
.04

18                 
0.71

24                 
.94 MCFDE 47

MCFD 47 X
+0/-.011               

+0/-.0004 Cylindrical
N/A N/A N/A MCFD 47 X

MCFDE 47 X 1                 
.04

18                 
0.71

24                 
.94 MCFDE 47 X

MCFD 52

52.000              
2.0472

+0/-.050               
+0/-.002

24.00              
.945

+0/.12 
+0/-.017

20.000              
.7874

+0/-.021               
+0/-.0008

40.50              
1.594

.80              
.031

21.00              
.827

66.00              
2.598

500                            
20

N/A N/A N/A

30,000       
6,745

35,000       
7,869

MCFD 52

9.00              
.354

4.00              
.157

8.00                         
.315

21.00              
.827

1.50              
.059

20.000              
.7874

+0/-.021               
+0/-.0008 M20x1.5 118                       

1,044 3,400 .45 
.99

MCFDE 52 1                 
.04

18                 
0.71

24                 
.94 MCFDE 52

MCFD 52 X
+0/-.013               

+0/-.0005 Cylindrical
N/A N/A N/A MCFD 52 X

MCFDE 52 X 1                 
.04

18                 
0.71

24                 
.94 MCFDE 52 X

MCFD 62

62.000              
2.4409

+0/-.050               
+0/-.002

29.00              
1.142

+0/.12 
+0/-.021

24.000              
.9449

+0/-.021               
+0/-.0008

49.50              
1.949

.80              
.031

25.00              
.984

80.00              
3.150

500                            
20

N/A N/A N/A

41,000       
9,218

48,000       
10,791

MCFD 62

11.00              
.433

4.00              
.157

8.00                         
.315

38.00              
1.496

2.00              
.079

24.000              
.9449

+0/-.021               
+0/-.0008 M24x1.5 216              

1,912 2,600
.80

1.75

MCFDE 62 1                 
.04

22                 
0.87

28                 
.10 MCFDE 62

MCFD 62 X
+0/-.013               

+0/-.0005 Cylindrical
N/A N/A N/A MCFD 62 X

MCFDE 62 X 1                 
.04

22                 
0.87

28                 
.10 MCFDE 62 X

MCFD, MCFDE

HC

Ro

BEARING 
CENTERLINE
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Heavy Duty CAMROL Bearings

B-113

MCFD, MCFDE

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Full Complement Cylindrical 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: Metallic Shield

Lubrication: Lithium Soap Grease NLGI #2

System Configuration: Concentric / Eccentric / 
Heavy Stud

Mounting Feature: Slot / Hex Hole

Dimensional Interchange: ISO Standard

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCFD-35-X.

2. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. If grease lubricated, frequent relubrication is required. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed. 

3. Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD D E Ro HBD sdt Thread 
Type CT LSD WT

With Shields

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

With Shields

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole Dia. 
/ Lub. Fitting

Min. Clamping 
Diameter

Outer Radius 
(suffix X)

Housing Bore 
Diameter

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)
Bearing 
WeightSuffix 

MCFD-xx-X
Base Modifier 

MCFDE-xx
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) +05/-.15 

(+.002 / -.006) See Table (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCFD 72

72.000              
2.8346

+0/-.050               
+0/-.002

29.00              
1.142

+0/.12 
+0/-.025

24.000              
.9449

+0/-.021               
+0/-.0008

49.50              
1.949

.80              
.031

25.00              
.984

80.00              
3.150

500                            
20

N/A N/A N/A

46,000       
10,342

57,000       
12,815

MCFD 72

12.00              
.472

4.00              
.157

8.00                      
.315

44.00              
1.732

2.00              
.079

24.000              
.9449

+0/-.021               
+0/-.0008 M24x1.5 216              

1,912 2,100 1.01 
2.23

MCFDE 72 1                 
.04

22                 
0.87

28                 
.10 MCFDE 72

MCFD 72 X
+0/-.013               
+0/-.0005 Cylindrical

N/A N/A N/A MCFD 72 X

MCFDE 72 X 1                 
.04

22                 
0.87

28                 
.10 MCFDE 72 X

MCFD 80

80.000              
3.1496

+0/-.050               
+0/-.002

35.00              
1.378

+0/.12 
+0/-.029

30.000              
1.1811

+0/-.021               
+0/-.0008

63.00              
2.480

1.00              
.039

32.00              
1.260

100.00              
3.937

500                            
20

N/A N/A N/A

67,000       
15,063

91,000       
20,459

MCFD 80

15.00              
.591

4.00              
.157

8.00                      
.315

47.00              
1.850

2.00              
.079

30.000              
1.1811

+0/-.021               
+0/-.0008 M30x1.5 441              

3,903 1,800 1.54 
3.39

MCFDE 80 1.5                 
.06

29                 
1.14

35                 
.38 MCFDE 80

MCFD 80 X
+0/-.015               
+0/-.0006 Cylindrical

N/A N/A N/A MCFD 80 X

MCFDE 80 X 1.5                 
.06

29                 
1.14

35                 
.38 MCFDE 80 X

MCFD 90

90.000              
3.5433

+0/-.050               
+0/-.002

35.00              
1.378

+0/.12 
+0/-.033

30.000              
1.1811

+0/-.021               
+0/-.0008

63.00              
2.480

1.00              
.039

32.00              
1.260

100.00              
3.937

500                            
20

N/A N/A N/A

67,000       
15,063

101,000       
22,707

MCFD 90

15.00              
.591

4.00              
.157

8.00                      
.315

47.00              
1.850

2.00              
.079

30.000              
1.1811

+0/-.021               
+0/-.0008 M30x1.5 441              

3,903 1,800 1.96 
4.32

MCFDE 90 1.5                 
.06

29                 
1.14

35                 
.38 MCFDE 90

MCFD 90 X
+0/-.015               
+0/-.0006 Cylindrical

N/A N/A N/A MCFD 90 X

MCFDE 90 X 1.5                 
.06

29                 
1.14

35                 
.38 MCFDE 90 X
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Heavy Duty CAMROL Bearings

B-114

MCFD, MCFDE
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. HC HD D E Ro HBD sdt Thread 
Type CT LSD WT

With Shields

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric

With Shields

Hole 
Center

Radial Lub.  
Hole 

Diameter
Lub. Hole Dia. 
/ Lub. Fitting

Min. Clamping 
Diameter

Outer Radius 
(suffix X)

Housing Bore 
Diameter

Thread 
Type

Clamping 
Torque

Limiting 
Speed 

(Grease)
Bearing 
WeightSuffix 

MCFD-xx-X
Base Modifier 

MCFDE-xx
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb RPM kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) +05/-.15 

(+.002 / -.006) See Table (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

MCFD 72

72.000              
2.8346

+0/-.050               
+0/-.002

29.00              
1.142

+0/.12 
+0/-.025

24.000              
.9449

+0/-.021               
+0/-.0008

49.50              
1.949

.80              
.031

25.00              
.984

80.00              
3.150

500                            
20

N/A N/A N/A

46,000       
10,342

57,000       
12,815

MCFD 72

12.00              
.472

4.00              
.157

8.00                      
.315

44.00              
1.732

2.00              
.079

24.000              
.9449

+0/-.021               
+0/-.0008 M24x1.5 216              

1,912 2,100 1.01 
2.23

MCFDE 72 1                 
.04

22                 
0.87

28                 
.10 MCFDE 72

MCFD 72 X
+0/-.013               

+0/-.0005 Cylindrical
N/A N/A N/A MCFD 72 X

MCFDE 72 X 1                 
.04

22                 
0.87

28                 
.10 MCFDE 72 X

MCFD 80

80.000              
3.1496

+0/-.050               
+0/-.002

35.00              
1.378

+0/.12 
+0/-.029

30.000              
1.1811

+0/-.021               
+0/-.0008

63.00              
2.480

1.00              
.039

32.00              
1.260

100.00              
3.937

500                            
20

N/A N/A N/A

67,000       
15,063

91,000       
20,459

MCFD 80

15.00              
.591

4.00              
.157

8.00                      
.315

47.00              
1.850

2.00              
.079

30.000              
1.1811

+0/-.021               
+0/-.0008 M30x1.5 441              

3,903 1,800 1.54 
3.39

MCFDE 80 1.5                 
.06

29                 
1.14

35                 
.38 MCFDE 80

MCFD 80 X
+0/-.015               

+0/-.0006 Cylindrical
N/A N/A N/A MCFD 80 X

MCFDE 80 X 1.5                 
.06

29                 
1.14

35                 
.38 MCFDE 80 X

MCFD 90

90.000              
3.5433

+0/-.050               
+0/-.002

35.00              
1.378

+0/.12 
+0/-.033

30.000              
1.1811

+0/-.021               
+0/-.0008

63.00              
2.480

1.00              
.039

32.00              
1.260

100.00              
3.937

500                            
20

N/A N/A N/A

67,000       
15,063

101,000       
22,707

MCFD 90

15.00              
.591

4.00              
.157

8.00                      
.315

47.00              
1.850

2.00              
.079

30.000              
1.1811

+0/-.021               
+0/-.0008 M30x1.5 441              

3,903 1,800 1.96 
4.32

MCFDE 90 1.5                 
.06

29                 
1.14

35                 
.38 MCFDE 90

MCFD 90 X
+0/-.015               

+0/-.0006 Cylindrical
N/A N/A N/A MCFD 90 X

MCFDE 90 X 1.5                 
.06

29                 
1.14

35                 
.38 MCFDE 90 X

HC

Ro

BEARING 
CENTERLINE

FRD F BD E

G

C

W SL

TL

L

HD

ECC

500mm CROWN RADIUS

Heavy Duty Metric Cam  
Follower with Eccentric Bushing
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Heavy Duty CAMROL Bearings

B-115

MCYRD

Ro

Ri

R

RD EB

W1

W
Basic Construction Type: Yoke Type Crowned / 

Cylindrical Outside Diameter

Rolling Elements: Full Complement Cylindrical 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: Metallic Shield

Lubrication: Lithium Soap Grease NLGI #2

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

1. Standard bearing has a crowned roller outside diameter. For straight cylindrical outside roller diameter, add suffix “X”. Example - MCYRD-15-X.

2. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speed. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and are 
listed only as a design guide. If grease lubricated, frequent relubrication is required. Actual bearing testing in the specific application should be conducted if the anticipated operating speed approaches the listed limiting speed. 

3. Positive clamping across endplates required to ensure proper end play after mounting.

Part No. RD W B W1 R
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

E Ro Ri LF LFT TF TFT LSD WT

With Shields

Roller Diameter Roller Width Bore Diameter Overall Width
Cylindrical Min. Clamping 

Diameter Outer Corner Radius Inner Corner Radius
Recommended Shaft Diameters Limiting Speed 

(Grease) Bearing WeightSuffix 
MCF-X Loose Fit Light Fit

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch RPM kg

lbNom. Tol. Nom. Tol. Nom Tol Nom Tol Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol

MCYRD 15
35.000              
1.3780

+0/-.050               
+0/-.002 18.00              

.709
+0/.12 

+0/-.005
15.000              
.5906

+0/-.008 
+0/-.0003

19.00              
.748

+0/-0.21      
+0/-0.0008

500                            
20 16,000            

3,597
18,000 
4,047

20.00 
.787

.60 
.024

.30 
.012

14.994 
.5903

+0/-.011
+0/-.0004

15.000 
.5906

+0/-.011
+0/-.0004 6,500 .10 

.22
MCYRD 15 X +0/-0.011     

+0/- 0.0004 Cylindrical

MCYRD 17
40.000              
1.5748

+0/-.050               
+0/-.002 20.00              

.787
+0/.12 

+0/-.009
17.000              
.6693

+0/-.008 
+0/-.0003

21.00              
.827

+0/-0.21      
+0/-0.0008

500                            
20 18,000 

4,047
22,000 
4,946

22.00 
.866

1.00 
.039

.30 
.012

16.994 
.6691

+0/-.011
+0/-.0004

17.000
.6693

+0/-.011
+0/-.0004 5,500 .15 

.32
MCYRD 17 X +0/-0.011     

+0/- 0.0004 Cylindrical

MCYRD 20
47.000              
1.8504

+0/-.050               
+0/-.002 24.00              

.945
+0/.12 

+0/-.013
20.000              
.7874

+0/-.010 
+0/-.0004

25.00              
.984

+0/-0.21      
+0/-0.0008

500                            
20 27,000 

6,070
32,000 
7,194

27.00 
1.063

1.00 
.039

.30 
.012

19.993 
.7871

+0/-.013 
+0/-.0005

20.000 
.7874

+0/-.013 
+0/-.0005 4,200 .25 

.54
MCYRD 20 X +0/-0.011     

+0/- 0.0004 Cylindrical

MCYRD 25
52.000              
2.0472

+0/-.050               
+0/-.002 24.00              

.945
+0/.12 

+0/-.017
25.000              
.9843

+0/-.010 
+0/-.0004

25.00              
.984

+0/-0.21      
+0/-0.0008

500                            
20 30,000 

6,745
35,000 
7,869

31.00 
1.220

1.00 
.039

.30 
.012

24.993 
.9840

+0/-.013 
+0/-.0005

25.000 
.9843

+0/-.013 
+0/-.0005 3,400 .28 

.62
MCYRD 25 X +0/-0.013     

+0/- 0.0005 Cylindrical

MCYRD 30
62.000              
2.4409

+0/-.050               
+0/-.002 28.00              

1.102
+0/.12 

+0/-.021
30.000              
1.1811

+0/-.010 
+0/-.0004

29.00              
1.142

+0/-0.21      
+0/-0.0008

500                            
20 41,000 

9,218
47,000 
10,567

38.00 
1.496

1.00 
.039

.30 
.012

29.993              
1.1808

+0/-.013 
+0/-.0005

30.000 
1.1811

+0/-.013 
+0/-.0005 2,600 .46 

1.02
MCYRD 30 X +0/-0.013     

+0/- 0.0005 Cylindrical

MCYRD 35
72.000              
2.8346

+0/-.050               
+0/-.002 28.00              

1.102
+0/.12 

+0/-.025
35.000              
1.3780

+0/-.012 
+0/-.0005

29.00              
1.142

+0/-0.21      
+0/-0.0008

500                            
20 46,000 

10,342
57,000 
12,815

44.00 
1.732

1.10 
.043

.60 
.024

34.991              
1.3776

+0/-.016 
+0/-.0006

35.000              
1.3780

+0/-.016 
+0/-.0006 2,100 .63 

1.39
MCYRD 35 X +0/-0.013     

+0/- 0.0005 Cylindrical

MCYRD 40
80.000              
3.1496

+0/-.050               
+0/-.002 30.00              

1.181
+0/.12 

+0/-.029
40.000              
1.5748

+0/-.012 
+0/-.0005

32.00              
1.260

+0/-0.25             
+0/-0.009

500                            
20 64,000 

14,388
71,000 
15,962

51.00 
2.008

1.10 
.043

.60 
.024

39.991              
1.5744

+0/-.016 
+0/-.0006

40.000              
1.5748

+0/-.016 
+0/-.0006 1,600 .82 

1.80
MCYRD 40 X +0/-0.015     

+0/- 0.0006 Cylindrical

MCYRD 45
85.000              
3.3465

+0/-.050               
+0/-.002 30.00              

1.181
+0/.12 

+0/-.033
45.000              
1.7717

+0/-.012 
+0/-.0005

32.00              
1.260

+0/-0.25             
+0/-0.009

500                            
20 67,000 

15,063
72,000 
16,187

55.00 
2.165

1.10 
.043

.60 
.024

44.991              
1.7713

+0/-.016 
+0/-.0006

45.000              
1.7717

+0/-.016 
+0/-.0006 1,400 .89 

1.95
MCYRD 45 X +0/-0.015     

+0/- 0.0006 Cylindrical

MCYRD 50
90.000              
3.5433

+0/-.050               
+0/-.002 30.00              

1.181
+0/.12 

+0/-.037
50.000              
1.9685

+0/-.012 
+0/-.0005

32.00              
1.260

+0/-0.25             
+0/-0.009

500                            
20 71,000 

15,962
77,000 
17,311

60.00 
2.362

1.10 
.043

.60 
.024

45.991              
1.8107

+0/-.016 
+0/-.0006

50.000              
1.9685

+0/-.016 
+0/-.0006 1,300 .95 

2.09
MCYRD 50 X +0/-0.015     

+0/- 0.0006 Cylindrical
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Heavy Duty CAMROL Bearings

B-116

MCYRD
Part No. RD W B W1 R

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

E Ro Ri LF LFT TF TFT LSD WT

With Shields

Roller Diameter Roller Width Bore Diameter Overall Width
Cylindrical Min. Clamping 

Diameter Outer Corner Radius Inner Corner Radius
Recommended Shaft Diameters Limiting Speed 

(Grease) Bearing WeightSuffix 
MCF-X Loose Fit Light Fit

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch RPM kg

lbNom. Tol. Nom. Tol. Nom Tol Nom Tol Radius (Ref) (Ref) (Ref) Nom Tol Nom Tol

MCYRD 15
35.000              
1.3780

+0/-.050               
+0/-.002 18.00              

.709
+0/.12 

+0/-.005
15.000              
.5906

+0/-.008 
+0/-.0003

19.00              
.748

+0/-0.21      
+0/-0.0008

500                            
20 16,000            

3,597
18,000 
4,047

20.00 
.787

.60 
.024

.30 
.012

14.994 
.5903

+0/-.011
+0/-.0004

15.000 
.5906

+0/-.011
+0/-.0004 6,500 .10 

.22
MCYRD 15 X +0/-0.011     

+0/- 0.0004 Cylindrical

MCYRD 17
40.000              
1.5748

+0/-.050               
+0/-.002 20.00              

.787
+0/.12 

+0/-.009
17.000              
.6693

+0/-.008 
+0/-.0003

21.00              
.827

+0/-0.21      
+0/-0.0008

500                            
20 18,000 

4,047
22,000 
4,946

22.00 
.866

1.00 
.039

.30 
.012

16.994 
.6691

+0/-.011
+0/-.0004

17.000
.6693

+0/-.011
+0/-.0004 5,500 .15 

.32
MCYRD 17 X +0/-0.011     

+0/- 0.0004 Cylindrical

MCYRD 20
47.000              
1.8504

+0/-.050               
+0/-.002 24.00              

.945
+0/.12 

+0/-.013
20.000              
.7874

+0/-.010 
+0/-.0004

25.00              
.984

+0/-0.21      
+0/-0.0008

500                            
20 27,000 

6,070
32,000 
7,194

27.00 
1.063

1.00 
.039

.30 
.012

19.993 
.7871

+0/-.013 
+0/-.0005

20.000 
.7874

+0/-.013 
+0/-.0005 4,200 .25 

.54
MCYRD 20 X +0/-0.011     

+0/- 0.0004 Cylindrical

MCYRD 25
52.000              
2.0472

+0/-.050               
+0/-.002 24.00              

.945
+0/.12 

+0/-.017
25.000              
.9843

+0/-.010 
+0/-.0004

25.00              
.984

+0/-0.21      
+0/-0.0008

500                            
20 30,000 

6,745
35,000 
7,869

31.00 
1.220

1.00 
.039

.30 
.012

24.993 
.9840

+0/-.013 
+0/-.0005

25.000 
.9843

+0/-.013 
+0/-.0005 3,400 .28 

.62
MCYRD 25 X +0/-0.013     

+0/- 0.0005 Cylindrical

MCYRD 30
62.000              
2.4409

+0/-.050               
+0/-.002 28.00              

1.102
+0/.12 

+0/-.021
30.000              
1.1811

+0/-.010 
+0/-.0004

29.00              
1.142

+0/-0.21      
+0/-0.0008

500                            
20 41,000 

9,218
47,000 
10,567

38.00 
1.496

1.00 
.039

.30 
.012

29.993              
1.1808

+0/-.013 
+0/-.0005

30.000 
1.1811

+0/-.013 
+0/-.0005 2,600 .46 

1.02
MCYRD 30 X +0/-0.013     

+0/- 0.0005 Cylindrical

MCYRD 35
72.000              
2.8346

+0/-.050               
+0/-.002 28.00              

1.102
+0/.12 

+0/-.025
35.000              
1.3780

+0/-.012 
+0/-.0005

29.00              
1.142

+0/-0.21      
+0/-0.0008

500                            
20 46,000 

10,342
57,000 
12,815

44.00 
1.732

1.10 
.043

.60 
.024

34.991              
1.3776

+0/-.016 
+0/-.0006

35.000              
1.3780

+0/-.016 
+0/-.0006 2,100 .63 

1.39
MCYRD 35 X +0/-0.013     

+0/- 0.0005 Cylindrical

MCYRD 40
80.000              
3.1496

+0/-.050               
+0/-.002 30.00              

1.181
+0/.12 

+0/-.029
40.000              
1.5748

+0/-.012 
+0/-.0005

32.00              
1.260

+0/-0.25             
+0/-0.009

500                            
20 64,000 

14,388
71,000 
15,962

51.00 
2.008

1.10 
.043

.60 
.024

39.991              
1.5744

+0/-.016 
+0/-.0006

40.000              
1.5748

+0/-.016 
+0/-.0006 1,600 .82 

1.80
MCYRD 40 X +0/-0.015     

+0/- 0.0006 Cylindrical

MCYRD 45
85.000              
3.3465

+0/-.050               
+0/-.002 30.00              

1.181
+0/.12 

+0/-.033
45.000              
1.7717

+0/-.012 
+0/-.0005

32.00              
1.260

+0/-0.25             
+0/-0.009

500                            
20 67,000 

15,063
72,000 
16,187

55.00 
2.165

1.10 
.043

.60 
.024

44.991              
1.7713

+0/-.016 
+0/-.0006

45.000              
1.7717

+0/-.016 
+0/-.0006 1,400 .89 

1.95
MCYRD 45 X +0/-0.015     

+0/- 0.0006 Cylindrical

MCYRD 50
90.000              
3.5433

+0/-.050               
+0/-.002 30.00              

1.181
+0/.12 

+0/-.037
50.000              
1.9685

+0/-.012 
+0/-.0005

32.00              
1.260

+0/-0.25             
+0/-0.009

500                            
20 71,000 

15,962
77,000 
17,311

60.00 
2.362

1.10 
.043

.60 
.024

45.991              
1.8107

+0/-.016 
+0/-.0006

50.000              
1.9685

+0/-.016 
+0/-.0006 1,300 .95 

2.09
MCYRD 50 X +0/-0.015     

+0/- 0.0006 Cylindrical
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 Special Duty CAMROL Bearings

B-123

SDCF

Ro

L

SD

SL

TL

ERD

W

C

H

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Retained  (Caged) Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: Metal Extension Plug and 
LUBRI-DISC® Seal

Lubrication: Synthetic Grease NLGI #2

System Configuration: Concentric / Eccentric

Mounting Feature: Hex Hole on Thread Face

Dimensional Interchange: Standard CAMROL Bearing

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. H E Ro
Housing Bore 

Diameter
Thread 
Type

Clamping  
Torque

Limiting 
Speed

WT

With LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud Length Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

With LUBRI-DISC  
Seals

Hex Hole Min. Clamping 
Diameter

Outer Corner 
Radius

Bearing  
Weight

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm in-lb RPM lb

kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

SDCF 1 1.000              
25.40

+0 / -0.001        
+0 / - 0.03

.6250              
15.875

+0 / -0.010        
+0 / - 0.25

.4375              
11.113

+0.001 /-0     
+0.03 / - 0

1.00              
25.4

.03                                
.8

.50              
12.7

1.09              
27.8

1,280 
5,693

1,450                 
6,450 SDCF 1 .25 

6.4
.59                     

15.1
.03 
.8

.44 
11.1

+.0002/-.0003 
+.0005/-.0008 7/16-20 250                          

28 12,500 .16 
.07

SDCF 1 1/4 1.250              
31.75

+0 / -0.001        
+0 / - 0.03

.7500              
19.050

+0 / -0.010        
+0 / - 0.25

.5000              
12.700

+0.001 /-0     
+0.03 / - 0

1.25              
31.8

.03                            
.8

.63              
15.9

1.28              
32.5

1,630 
7,250

2,050                
9,118 SDCF 1 1/4 .25 

6.4
.83                       

21.0
.03 
.8

.50 
12.7

+.0002/-.0003 
+.0005/-.0008 1/2-20 350                        

40 8,100 .29 
.13

SDCF 1 1/2 1.500              
38.10

+0 / -0.001        
+0 / - 0.03

.8750              
22.225

+0 / -0.010        
+0 / - 0.25

.6250              
15.875

+0.001 /-0     
+0.03 / - 0

1.50              
38.1

.03                             
.8

.75              
19.1

1.53              
38.9

2,450 
10,898

3,570             
15,879 SDCF 1 1/2 .31 

7.9
.95                       

24.2
.06 
1.6

.63 
15.9

+.0002/-.0003 
+.0005/-.0008 5/8-18 650                         

73 6,300 .49 
.22

SDCF 1 3/4 1.750              
44.45

+0 / -0.001        
+0 / - 0.03

1.0000              
25.400

+0 / -0.010        
+0 / - 0.25

.7500              
19.050

+0.001 /-0     
+0.03 / - 0

1.75              
44.5

.03                           
.8

.88              
22.2

1.78              
45.2

3,000 
13,344

4,450                 
19,794 SDCF 1 3/4 .31 

7.9
1.11                        
28.2

.06 
1.6

.75 
19.1

+.0002/-.0003 
+.0005/-.0008 3/4-16 1,250                    

141 5,000 .80 
.36

SDCF 2 2.000              
50.80

+0 / -0.001        
+0 / - 0.03

1.2500              
31.750

+0 / -0.010        
+0 / - 0.25

.8750              
22.225

+0.001 /-0     
+0.03 / - 0

2.00              
50.8

.03                           
.8

2.00              
50.8

2.16              
54.8

4,000 
17,792

6,700             
29,802 SDCF 2 .44 

11.1
1.28                          
32.5

.09 
2.4

.88 
22.2

+.0002/-.0003 
+.0005/-.0008 7/8-14 1,500 

170 3,900 1.30 
.59

SDCF 2 1/2 2.500              
63.50

+0 / -0.001        
+0 / - 0.03

1.5000              
38.100

+0 / -0.010        
+0 / - 0.25

1.0000              
25.400

+0.001 /-0     
+0.03 / - 0

2.25              
57.2

.03                       
.8

2.25              
57.2

2.53              
64.3

5,930 
26,377

10,400 
46,259 SDCF 2 1/2 .50 

12.7
1.56                           
39.7

.09 
2.4

.00 
25.4

+.0002/-.0003 
+.0005/-.0008 1-14 2,250 

254 3,100 2.33 
1.06

SDCF 3 3.000              
76.20

+0 / -0.001        
+0 / - 0.03

1.7500              
44.450

+0 / -0.010        
+0 / - 0.25

1.2500              
31.750

+0.001 /-0     
+0.03 / - 0

2.50              
63.5

.03                               
.8

2.50              
63.5

3.03              
77.0

10,500 
46,704

19,700 
87,626 SDCF 3 .75 

19.1
2.14                          
54.4

.13 
3.2

.25 
31.8

+.0002/-.0003 
+.0005/-.0008 1 1/4-12 3,450 

390 2,200 3.87 
1.76

SDCF 4 4.000              
101.60

+0 / -0.001        
+0 / - 0.03

2.2500              
57.150

+0 / -0.010        
+0 / - 0.25

1.5000              
38.100

+0.001 /-0     
+0.03 / - 0

3.50              
88.9

.03                            
.8

3.50              
88.9

3.78              
96.0

12,700 
56,490

23,200 
103,194 SDCF 4 .75 

19.1
2.63 
66.7

.13 
3.2

.50 
38.1

+.0002/-.0003 
+.0005/-.0008 1 1/2-12 5,000 

565 1,900 8.89 
4.03
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 Special Duty CAMROL Bearings

B-124

SDCF
Part No. RD W SD SL C TL L Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No. H E Ro
Housing Bore 

Diameter
Thread 
Type

Clamping  
Torque

Limiting 
Speed

WT

With LUBRI-DISC  
Seals

Roller Diameter Roller Width Stud Diameter Stud Length Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

With LUBRI-DISC  
Seals

Hex Hole Min. Clamping 
Diameter

Outer Corner 
Radius

Bearing  
Weight

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm in-lb RPM lb

kgNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

SDCF 1 1.000              
25.40

+0 / -0.001        
+0 / - 0.03

.6250              
15.875

+0 / -0.010        
+0 / - 0.25

.4375              
11.113

+0.001 /-0     
+0.03 / - 0

1.00              
25.4

.03                                
.8

.50              
12.7

1.09              
27.8

1,280 
5,693

1,450                 
6,450 SDCF 1 .25 

6.4
.59                     
15.1

.03 
.8

.44 
11.1

+.0002/-.0003 
+.0005/-.0008 7/16-20 250                          

28 12,500 .16 
.07

SDCF 1 1/4 1.250              
31.75

+0 / -0.001        
+0 / - 0.03

.7500              
19.050

+0 / -0.010        
+0 / - 0.25

.5000              
12.700

+0.001 /-0     
+0.03 / - 0

1.25              
31.8

.03                            
.8

.63              
15.9

1.28              
32.5

1,630 
7,250

2,050                
9,118 SDCF 1 1/4 .25 

6.4
.83                       
21.0

.03 
.8

.50 
12.7

+.0002/-.0003 
+.0005/-.0008 1/2-20 350                        

40 8,100 .29 
.13

SDCF 1 1/2 1.500              
38.10

+0 / -0.001        
+0 / - 0.03

.8750              
22.225

+0 / -0.010        
+0 / - 0.25

.6250              
15.875

+0.001 /-0     
+0.03 / - 0

1.50              
38.1

.03                             
.8

.75              
19.1

1.53              
38.9

2,450 
10,898

3,570             
15,879 SDCF 1 1/2 .31 

7.9
.95                       
24.2

.06 
1.6

.63 
15.9

+.0002/-.0003 
+.0005/-.0008 5/8-18 650                         

73 6,300 .49 
.22

SDCF 1 3/4 1.750              
44.45

+0 / -0.001        
+0 / - 0.03

1.0000              
25.400

+0 / -0.010        
+0 / - 0.25

.7500              
19.050

+0.001 /-0     
+0.03 / - 0

1.75              
44.5

.03                           
.8

.88              
22.2

1.78              
45.2

3,000 
13,344

4,450                 
19,794 SDCF 1 3/4 .31 

7.9
1.11                        
28.2

.06 
1.6

.75 
19.1

+.0002/-.0003 
+.0005/-.0008 3/4-16 1,250                    

141 5,000 .80 
.36

SDCF 2 2.000              
50.80

+0 / -0.001        
+0 / - 0.03

1.2500              
31.750

+0 / -0.010        
+0 / - 0.25

.8750              
22.225

+0.001 /-0     
+0.03 / - 0

2.00              
50.8

.03                           
.8

2.00              
50.8

2.16              
54.8

4,000 
17,792

6,700             
29,802 SDCF 2 .44 

11.1
1.28                          
32.5

.09 
2.4

.88 
22.2

+.0002/-.0003 
+.0005/-.0008 7/8-14 1,500 

170 3,900 1.30 
.59

SDCF 2 1/2 2.500              
63.50

+0 / -0.001        
+0 / - 0.03

1.5000              
38.100

+0 / -0.010        
+0 / - 0.25

1.0000              
25.400

+0.001 /-0     
+0.03 / - 0

2.25              
57.2

.03                       
.8

2.25              
57.2

2.53              
64.3

5,930 
26,377

10,400 
46,259 SDCF 2 1/2 .50 

12.7
1.56                           
39.7

.09 
2.4

.00 
25.4

+.0002/-.0003 
+.0005/-.0008 1-14 2,250 

254 3,100 2.33 
1.06

SDCF 3 3.000              
76.20

+0 / -0.001        
+0 / - 0.03

1.7500              
44.450

+0 / -0.010        
+0 / - 0.25

1.2500              
31.750

+0.001 /-0     
+0.03 / - 0

2.50              
63.5

.03                               
.8

2.50              
63.5

3.03              
77.0

10,500 
46,704

19,700 
87,626 SDCF 3 .75 

19.1
2.14                          
54.4

.13 
3.2

.25 
31.8

+.0002/-.0003 
+.0005/-.0008 1 1/4-12 3,450 

390 2,200 3.87 
1.76

SDCF 4 4.000              
101.60

+0 / -0.001        
+0 / - 0.03

2.2500              
57.150

+0 / -0.010        
+0 / - 0.25

1.5000              
38.100

+0.001 /-0     
+0.03 / - 0

3.50              
88.9

.03                            
.8

3.50              
88.9

3.78              
96.0

12,700 
56,490

23,200 
103,194 SDCF 4 .75 

19.1
2.63 
66.7

.13 
3.2

.50 
38.1

+.0002/-.0003 
+.0005/-.0008 1 1/2-12 5,000 

565 1,900 8.89 
4.03
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 Special Duty CAMROL Bearings

B-125

SDMCF

SD

SL

TL

ERD

W

C

H

Basic Construction Type: Stud Type Crowned / 
Cylindrical Outside Diameter

Rolling Elements: Retained (Caged) Needle 
Roller

Bearing Material: Bearing Quality Steel

Seal Type: Metal Extension Plug and 
Rubber Lip Seal

Lubrication: Synthetic Grease NLGI #2

System Configuration: Concentric / Eccentric

Mounting Feature: Hex Hole on Thread Face

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W SD SL C TL L R ECC G BD
Track Roller 

Dynamic 
Rating

Track Roller 
Static 
Rating

Part No.

H E Ro
Housing Bore 

Diameter
Thread 
Type

Clamping  
Torque

WT

With  
LUBRI-DISC 

Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric
Hex Hole Min. Clamping 

Diameter
Outer Corner 

Radius
Bearing  
WeightPrefix 

SDCF-XX
Base Modifier 

SDCFE-XX
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch  N/lb  N/lb

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb
kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) Nom. Tol.

SDMCF 25
25.00              
.984

+0 / -0.02       
+0 / - 0.001

16.00              
.630

+0 / -0.25        
+0 / - 0.010

10.00              
.394

+0 / -0.02       
+0 / - 0.001

25              
.98

.8                            
.03

14                         
.55

27              
1.1

500                   
20 N/A N/A N/A

5,690 
1,279

6,450                 
1,450

SDMCF 25
5 

.20
15.1 
.59

1 
.04

10.00 
.394

+.025/-.000 
+.001/-.000 M10x1.25 57 

6
.06 
.14

SDMCFE 25 500                   
20

.5                 
.02

10                 
.39

13                 
.51 SDMCFE 25

SDMCF 40
40.00              
1.575

+0 / -0.02       
+0 / - 0.001

25.00              
.984

+0 / -0.25        
+0 / - 0.010

16.00              
.630

+0 / -0.02       
+0 / - 0.001

30              
1.18

.8                            
.03

17                        
.67

42              
1.6

500                   
20 N/A N/A N/A

10,890   
2,448

15,900              
3,575

SDMCF 40
8 

.31
24.1 
.95

1 
.04

16.00 
.630

+.025/-.000 
+.001/-.004 M16x1.5 85 

10
.26 
.57

SDMCFE 40 500                   
20

.5                 
.02

14                 
.55

20                 
.79 SDMCFE 40

SDMCF 50
50.00              
1.969

+0 / -0.02       
+0 / - 0.001

30.00              
1.181

+0 / -0.25        
+0 / - 0.010

20.00              
.787

+0 / -0.02       
+0 / - 0.001

40              
1.57

.8                            
.03

22                      
.87

51              
2.0

500                   
20 N/A N/A N/A

17,750   
3,991

29,800                
6,700

SDMCF 50
10 
.39

32.5 
1.28

1 
.04

20.00 
.787

+.025/-.000 
+.001/-.008 M20x1.5 85 

10
.50 
1.10

SDMCFE 50 500                   
20

1                 
.04

18                               
.71

24                 
.94 SDMCFE 50

SDMCF 60
60.00              
2.362

+0 / -0.02       
+0 / - 0.001

35.00              
1.378

+0 / -0.25        
+0 / - 0.010

24.00              
.945

+0 / -0.02       
+0 / - 0.001

50              
1.97

.8                            
.03

27              
1.06

60              
2.4

500                   
20 N/A N/A N/A

26,380   
5,931

46,300   
10,409

SDMCF 60
12 
.47

39.6 
1.56

1 
.04

24.00 
.945

+.025/-.000 
+.001/-.012 M24x2 118 

13
.85 
1.86

SDMCFE 60 500                   
20

1                 
.04

22                 
.87

28                 
.10 SDMCFE 60

SDMCF 80
80.00              
3.150

+0 / -0.02       
+0 / - 0.001

45.00              
1.772

+0 / -0.25        
+0 / - 0.010

30.00              
1.181

+0 / -0.02       
+0 / - 0.001

60              
2.36

.8                            
.03

32              
1.26

76              
3.0

500                   
20 N/A N/A N/A

4,680 
1,052

87,600   
19,694

SDMCF 80
14 
.55

54.2 
2.13

2 
.08

30.00 
.181

+.025/-.000 
+.001/-.016 M30x2 118 

13
1.89 
4.16

SDMCFE 80 500                   
20

.5                 
.06

29                 
.14

35                 
.38 SDMCFE 80

SDMCF 100 100.00              
3.937

+0 / -0.02        
+0 / - 0.001

50.00              
1.969

+0 / -0.25        
+0 / - 0.010

36.00              
1.417

+0 / -0.02        
+0 / - 0.001

80              
3.15

.8                         
.03

42              
1.65

87              
3.4

800                   
31 N/A N/A N/A 56,500   

12,702
103,200   
23,201 SDMCF 100 17 

.67
66.5 
2.62

2 
.08

36.00 
.417

+.025/-.000 
+.001/-.020 M36x3 118 

13
3.36 
7.40
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Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.
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 Special Duty CAMROL Bearings

B-126

SDMCF
Part No. RD W SD SL C TL L R ECC G BD

Track Roller 
Dynamic 
Rating

Track Roller 
Static 
Rating

Part No.

H E Ro
Housing Bore 

Diameter
Thread 
Type

Clamping  
Torque

WT

With  
LUBRI-DISC 

Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

Cylindrical Eccentric
Hex Hole Min. Clamping 

Diameter
Outer Corner 

Radius
Bearing  
WeightPrefix 

SDCF-XX
Base Modifier 

SDCFE-XX
mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch  N/lb  N/lb

mm 
inch

mm 
inch

mm 
inch Nm 

in-lb
kg
lbNom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) Radius (Ref) +0/-.001 

(+0/-.03)
± .001 
(± .03) (Ref) (Ref) (Ref) Nom. Tol.

SDMCF 25
25.00              
.984

+0 / -0.02       
+0 / - 0.001

16.00              
.630

+0 / -0.25        
+0 / - 0.010

10.00              
.394

+0 / -0.02       
+0 / - 0.001

25              
.98

.8                            
.03

14                         
.55

27              
1.1

500                   
20 N/A N/A N/A

5,690 
1,279

6,450                 
1,450

SDMCF 25
5 

.20
15.1 
.59

1 
.04

10.00 
.394

+.025/-.000 
+.001/-.000 M10x1.25 57 

6
.06 
.14

SDMCFE 25 500                   
20

.5                 
.02

10                 
.39

13                 
.51 SDMCFE 25

SDMCF 40
40.00              
1.575

+0 / -0.02       
+0 / - 0.001

25.00              
.984

+0 / -0.25        
+0 / - 0.010

16.00              
.630

+0 / -0.02       
+0 / - 0.001

30              
1.18

.8                            
.03

17                        
.67

42              
1.6

500                   
20 N/A N/A N/A

10,890   
2,448

15,900              
3,575

SDMCF 40
8 

.31
24.1 
.95

1 
.04

16.00 
.630

+.025/-.000 
+.001/-.004 M16x1.5 85 

10
.26 
.57

SDMCFE 40 500                   
20

.5                 
.02

14                 
.55

20                 
.79 SDMCFE 40

SDMCF 50
50.00              
1.969

+0 / -0.02       
+0 / - 0.001

30.00              
1.181

+0 / -0.25        
+0 / - 0.010

20.00              
.787

+0 / -0.02       
+0 / - 0.001

40              
1.57

.8                            
.03

22                      
.87

51              
2.0

500                   
20 N/A N/A N/A

17,750   
3,991

29,800                
6,700

SDMCF 50
10 
.39

32.5 
1.28

1 
.04

20.00 
.787

+.025/-.000 
+.001/-.008 M20x1.5 85 

10
.50 

1.10
SDMCFE 50 500                   

20
1                 

.04
18                               
.71

24                 
.94 SDMCFE 50

SDMCF 60
60.00              
2.362

+0 / -0.02       
+0 / - 0.001

35.00              
1.378

+0 / -0.25        
+0 / - 0.010

24.00              
.945

+0 / -0.02       
+0 / - 0.001

50              
1.97

.8                            
.03

27              
1.06

60              
2.4

500                   
20 N/A N/A N/A

26,380   
5,931

46,300   
10,409

SDMCF 60
12 
.47

39.6 
1.56

1 
.04

24.00 
.945

+.025/-.000 
+.001/-.012 M24x2 118 

13
.85 

1.86
SDMCFE 60 500                   

20
1                 

.04
22                 
.87

28                 
.10 SDMCFE 60

SDMCF 80
80.00              
3.150

+0 / -0.02       
+0 / - 0.001

45.00              
1.772

+0 / -0.25        
+0 / - 0.010

30.00              
1.181

+0 / -0.02       
+0 / - 0.001

60              
2.36

.8                            
.03

32              
1.26

76              
3.0

500                   
20 N/A N/A N/A

4,680 
1,052

87,600   
19,694

SDMCF 80
14 
.55

54.2 
2.13

2 
.08

30.00 
.181

+.025/-.000 
+.001/-.016 M30x2 118 

13
1.89 
4.16

SDMCFE 80 500                   
20

.5                 
.06

29                 
.14

35                 
.38 SDMCFE 80

SDMCF 100 100.00              
3.937

+0 / -0.02        
+0 / - 0.001

50.00              
1.969

+0 / -0.25        
+0 / - 0.010

36.00              
1.417

+0 / -0.02        
+0 / - 0.001

80              
3.15

.8                         
.03

42              
1.65

87              
3.4

800                   
31 N/A N/A N/A 56,500   

12,702
103,200   
23,201 SDMCF 100 17 

.67
66.5 
2.62

2 
.08

36.00 
.417

+.025/-.000 
+.001/-.020 M36x3 118 

13
3.36 
7.40
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TRAKROL Cam Follower Bearings

B-131

PCF

H

TL

SD

C

W

RD E

SL

L
Basic Construction Type: Stud Type Cylindrical Outside 

Diameter 

Rolling Elements: Ball or Tapered Roller Bearing 
Insert

Bearing Material: Bearing Quality Steel

Seal Type: Metal Extension Plug and 
Rubber Lip Seal. Ball Bearing has 
Additional NYLAPLATE Seal

Lubrication: Polyurea Thickened Grease NLGI #2

Stem Configuration: Concentric / Eccentric

Mounting Feature: Hex Hole on Thread Face

*Dynamic thrust load rating based on application of a centric, axial load. Fatigue life calculations for combined radial and thrust loading require special considerations 
and Application Engineering should be contacted.  
Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. Insert Type RD W SD SL C TL L
Track Roller 

Dynamic 
Rating

Track Roller 
Dynamic Thrust 

Rating*
Track Roller 
Static Rating

Part No. ECC G BD H E
 Housing Bore 

Diameter
Thread 
Type

 
Clamping 

Torque 
 

WT

With LUBRI-DISC  
Seals

Ball or 
Tapered 
Roller 

Bearing

Roller 
Diameter 

Roller  
Width Stud Diameter Stud  

Length
Endplate 
Extension

Thread   
Length

Length 
Overall

With LUBRI-DISC  
Seals

Eccentric
Hex Hole Min. Clamping 

Diameter
Bearing  
WeightBase Modifier 

PCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm
lb
kg(Ref) (Ref) Nom Tol (Ref) (Ref) Min (Ref) (Ref) +0/-.010 ±.001 (Ref) (Ref) Nom. Tol.

PCF 1 1/2
BB 1.50              

38.1
1.19              
30.2

.625              
15.9

+0 / -0.001     
+0 / - 0.03

1.500              
38.10

.06                         
1.6

.75              
19.1

2.69              
68.3

2,520                 
11,209

1,320                 
5,871

1,370                 
6,094

PCF 1 1/2 -              -              -              
.2500              
6.350

.75 
19.1

.6260              
15.900 ±.001 

±.025 5/8-18 650 
74

.51 

.23
PCFE 1 1/2 PCFE 1 1/2 .03 

.8
.73 

18.5
.875 
22.2

1.13               
28.6

.8780              
22.301

PCF 1 3/4
BB 1.75              

44.5
1.19              
30.2

.750              
19.1

+0 / -0.001     
+0 / - 0.03

1.750              
44.45

.06                         
1.6

.88              
22.2

2.94              
74.6

2,520                 
11,209

1,320                 
5,871

1,370                 
6,094

PCF 1 3/4 -              -              -              
.2500              
6.350

1.00               
25.4

.7510              
19.075 ±.001 

±.025 3/4-16 1,250 
142

.81 

.37
PCFE 1 3/4 PCFE 1 3/4 .03 

.8
.86 

21.7
1.000 
25.4

1.25               
31.8

1.0030              
25.476

PCF 2
BB 2.00              

50.8
1.69              
42.9

.875              
22.2

+0 / -0.001     
+0 / - 0.03

2.000              
50.80

.06                         
1.6

1.13              
28.6

3.69              
93.7

3,490                 
15,524

1,830                 
8,140

2,000                 
8,896

PCF 2 -              -              -              
.3750              
9.525

1.00               
25.4

.8760              
22.250 ±.001 

±.025 7/8-14 1,500                              
170

1.34 
.61

PCFE 2 PCFE 2 .03 
.8

.98 
24.9

1.187 
30.1

1.50               
38.1

1.1900              
30.226

PCF 2 1/4
BB 2.25              

57.2
1.69              
42.9

.875              
22.2

+0 / -0.001     
+0 / - 0.03

2.000              
50.80

.06                         
1.6

1.13              
28.6

3.69              
93.7

3,490                 
15,524

1,830                 
8,140

2,000                 
8,896

PCF 2 1/4 -              -              -              
.3750              
9.525

1.00               
25.4

.8760              
22.250 ±.001 

±.025 7/8-14 1,500                              
170

1.72 
.78

PCFE 2 1/4 PCFE 2 1/4 .03 
.8

.98 
24.9

1.187 
30.1

1.50               
38.1

1.1900              
30.226

PCF 2 1/2
BB 2.50              

63.5
1.69              
42.9

1.00              
25.4

+0 / -0.001     
+0 / - 0.03

2.250              
57.15

.06                         
1.6

1.50              
38.1

3.94              
100.0

5,120                 
22,774

2,680                 
11,921

3,120                 
13,878

PCF 2 1/2 -              -              -              
.4375              
11.113

1.25               
31.8

1.0010              
25.425 ±.001 

±.025 1-14 2,240 
254

2.12 
.96

PCFE 2 1/2 PCFE 2 1/2 .03 
.8

.98 
24.9

1.187 
30.1

1.50               
38.1

1.1900              
30.226

PCF 3
TRB 3.00              

76.2
2.00              
50.8

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.500              
63.50

.06                         
1.6

1.75              
44.5

4.50              
114.3

14,300                 
63,606

5,790                 
25,754

16,000                 
71,168

PCF 3 -              -              -              
.4375              
11.113

1.75               
44.5

1.2510              
31.775 ±.001 

±.025 1 1/4-12 3,440 
388

3.91 
1.77

PCFE 3 PCFE 3 .06 
1.5

1.23 
31.2

1.750 
44.5

2.31               
58.7

1.7530              
44.526

PCF 3 1/4
TRB 3.25              

82.6
2.00              
50.8

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.500              
63.50

.06                         
1.6

1.75              
44.5

4.50              
114.3

14,300                 
63,606

5,790                 
25,754

16,000                 
71,168

PCF 3 1/4 -              -              -              
.4375              
11.113

1.75               
44.5

1.2510              
31.775 ±.001 

±.025 1 1/4-12 3,440 
388

4.60 
2.08

PCFE 3 1/4 PCFE 3 1/4 .06 
1.5

1.23 
31.2

1.750 
44.5

2.31               
58.7

1.7530              
44.526

PCF 3 1/2
TRB 3.50              

88.9
2.00              
50.8

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.750              
69.85

.06                         
1.6

1.75              
44.5

4.75              
120.7

14,300                 
63,606

5,790                 
25,754

16,000                 
71,168

PCF 3 1/2 -              -              -              
.4375              
11.113

1.75               
44.5

1.2510              
31.775 ±.001 

±.025 1 1/4-12 3,440 
388

6.25 
2.83

PCFE 3 1/2 PCFE 3 1/2 .06 
1.5

1.36 
34.4

1.812 
46.0

2.31               
58.7

1.8150              
46.101

PCF 4
TRB 4.00              

101.6
2.00              
50.8

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.750              
69.85

.06                         
1.6

1.75              
44.5

4.75              
120.7

14,300                 
63,606

5,790                 
25,754

16,000                 
71,168

PCF 4 -              -              -              
.4375              
11.113

1.75               
44.5

1.2510              
31.775 ±.001 

±.025 1 1/4-12 3,440 
388

7.94 
3.60

PCFE 4 PCFE 4 .06 
1.5

1.36 
34.4

1.812 
46.0

2.31               
58.7

1.8150              
46.101

PCF 4 1/2
TRB 4.50              

114.3
2.00              
50.8

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.750              
69.85

.06                         
1.6

1.75              
44.5

4.75              
120.7

14,300                 
63,606

5,790                 
25,754

16,000                 
71,168

PCF 4 1/2 -              -              -              
.4375              
11.113

1.75               
44.5

1.2510              
31.775 ±.001 

±.025 1 1/4-12 3,440 
388

9.88 
4.48

PCF 5 PCF 5 -              -              -              3.25               
82.6

2.0010              
50.825

PCF 6
TRB 6.00              

152.4
3.00              
76.2

2.50              
63.5

+0 / -0.001     
+0 / - 0.03

5.500              
139.70

.06                         
1.6

3.25              
82.6

8.50              
215.9

35,800                 
159,238

14,200                 
63,162

62,000                 
275,776

PCF 6 -              -              -              
.8750              

22.225

3.25               
82.6

2.5010              
63.525 ±.001 

±.025 2 1/2-12 5,000 
566

30.00 
13.61

PCF 7 PCF 7 -              -              -              3.25               
82.6

2.5010              
63.525

PCF 8 TRB 8.00              
203.2

3.00              
76.2

2.50              
63.5

+0 / -0.001     
+0 / - 0.03

5.500              
139.70

.06                      
1.6

3.25              
82.6

8.50              
215.9

35,800                 
159,238

14,200                 
63,162

62,000                 
275,776 PCF 8 -              -              -              .8750              

22.225
3.25               
82.6

2.5010              
63.525

±.001 
±.025 2 1/2-12 5,000 

566
49.00 
22.23

Bearing Selection
Page B-5

Nomenclature Aid
Page B-128

Features & Benefits
Page B-129

Technical Engineering
Page B-143
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TRAKROL Cam Follower Bearings

B-132

PCF

BEARING
CENTERLINE

BD E

TL

SL

RD

W

G

C

ECC

H

SD

L

Part No. Insert Type RD W SD SL C TL L
Track Roller 

Dynamic 
Rating

Track Roller 
Dynamic Thrust 

Rating*
Track Roller 
Static Rating

Part No. ECC G BD H E
 Housing Bore 

Diameter
Thread 
Type

 
Clamping 

Torque 
 

WT

With LUBRI-DISC  
Seals

Ball or 
Tapered 
Roller 

Bearing

Roller 
Diameter 

Roller  
Width Stud Diameter Stud  

Length
Endplate 
Extension

Thread   
Length

Length 
Overall

With LUBRI-DISC  
Seals

Eccentric
Hex Hole Min. Clamping 

Diameter
Bearing  
WeightBase Modifier 

PCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N lb/N

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm
lb
kg(Ref) (Ref) Nom Tol (Ref) (Ref) Min (Ref) (Ref) +0/-.010 ±.001 (Ref) (Ref) Nom. Tol.

PCF 1 1/2
BB 1.50              

38.1
1.19              
30.2

.625              
15.9

+0 / -0.001     
+0 / - 0.03

1.500              
38.10

.06                         
1.6

.75              
19.1

2.69              
68.3

2,520                 
11,209

1,320                 
5,871

1,370                 
6,094

PCF 1 1/2 -              -              -              
.2500              
6.350

.75 
19.1

.6260              
15.900 ±.001 

±.025 5/8-18 650 
74

.51 

.23
PCFE 1 1/2 PCFE 1 1/2 .03 

.8
.73 
18.5

.875 
22.2

1.13               
28.6

.8780              
22.301

PCF 1 3/4
BB 1.75              

44.5
1.19              
30.2

.750              
19.1

+0 / -0.001     
+0 / - 0.03

1.750              
44.45

.06                         
1.6

.88              
22.2

2.94              
74.6

2,520                 
11,209

1,320                 
5,871

1,370                 
6,094

PCF 1 3/4 -              -              -              
.2500              
6.350

1.00               
25.4

.7510              
19.075 ±.001 

±.025 3/4-16 1,250 
142

.81 

.37
PCFE 1 3/4 PCFE 1 3/4 .03 

.8
.86 
21.7

1.000 
25.4

1.25               
31.8

1.0030              
25.476

PCF 2
BB 2.00              

50.8
1.69              
42.9

.875              
22.2

+0 / -0.001     
+0 / - 0.03

2.000              
50.80

.06                         
1.6

1.13              
28.6

3.69              
93.7

3,490                 
15,524

1,830                 
8,140

2,000                 
8,896

PCF 2 -              -              -              
.3750              
9.525

1.00               
25.4

.8760              
22.250 ±.001 

±.025 7/8-14 1,500                              
170

1.34 
.61

PCFE 2 PCFE 2 .03 
.8

.98 
24.9

1.187 
30.1

1.50               
38.1

1.1900              
30.226

PCF 2 1/4
BB 2.25              

57.2
1.69              
42.9

.875              
22.2

+0 / -0.001     
+0 / - 0.03

2.000              
50.80

.06                         
1.6

1.13              
28.6

3.69              
93.7

3,490                 
15,524

1,830                 
8,140

2,000                 
8,896

PCF 2 1/4 -              -              -              
.3750              
9.525

1.00               
25.4

.8760              
22.250 ±.001 

±.025 7/8-14 1,500                              
170

1.72 
.78

PCFE 2 1/4 PCFE 2 1/4 .03 
.8

.98 
24.9

1.187 
30.1

1.50               
38.1

1.1900              
30.226

PCF 2 1/2
BB 2.50              

63.5
1.69              
42.9

1.00              
25.4

+0 / -0.001     
+0 / - 0.03

2.250              
57.15

.06                         
1.6

1.50              
38.1

3.94              
100.0

5,120                 
22,774

2,680                 
11,921

3,120                 
13,878

PCF 2 1/2 -              -              -              
.4375              
11.113

1.25               
31.8

1.0010              
25.425 ±.001 

±.025 1-14 2,240 
254

2.12 
.96

PCFE 2 1/2 PCFE 2 1/2 .03 
.8

.98 
24.9

1.187 
30.1

1.50               
38.1

1.1900              
30.226

PCF 3
TRB 3.00              

76.2
2.00              
50.8

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.500              
63.50

.06                         
1.6

1.75              
44.5

4.50              
114.3

14,300                 
63,606

5,790                 
25,754

16,000                 
71,168

PCF 3 -              -              -              
.4375              
11.113

1.75               
44.5

1.2510              
31.775 ±.001 

±.025 1 1/4-12 3,440 
388

3.91 
1.77

PCFE 3 PCFE 3 .06 
1.5

1.23 
31.2

1.750 
44.5

2.31               
58.7

1.7530              
44.526

PCF 3 1/4
TRB 3.25              

82.6
2.00              
50.8

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.500              
63.50

.06                         
1.6

1.75              
44.5

4.50              
114.3

14,300                 
63,606

5,790                 
25,754

16,000                 
71,168

PCF 3 1/4 -              -              -              
.4375              
11.113

1.75               
44.5

1.2510              
31.775 ±.001 

±.025 1 1/4-12 3,440 
388

4.60 
2.08

PCFE 3 1/4 PCFE 3 1/4 .06 
1.5

1.23 
31.2

1.750 
44.5

2.31               
58.7

1.7530              
44.526

PCF 3 1/2
TRB 3.50              

88.9
2.00              
50.8

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.750              
69.85

.06                         
1.6

1.75              
44.5

4.75              
120.7

14,300                 
63,606

5,790                 
25,754

16,000                 
71,168

PCF 3 1/2 -              -              -              
.4375              
11.113

1.75               
44.5

1.2510              
31.775 ±.001 

±.025 1 1/4-12 3,440 
388

6.25 
2.83

PCFE 3 1/2 PCFE 3 1/2 .06 
1.5

1.36 
34.4

1.812 
46.0

2.31               
58.7

1.8150              
46.101

PCF 4
TRB 4.00              

101.6
2.00              
50.8

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.750              
69.85

.06                         
1.6

1.75              
44.5

4.75              
120.7

14,300                 
63,606

5,790                 
25,754

16,000                 
71,168

PCF 4 -              -              -              
.4375              
11.113

1.75               
44.5

1.2510              
31.775 ±.001 

±.025 1 1/4-12 3,440 
388

7.94 
3.60

PCFE 4 PCFE 4 .06 
1.5

1.36 
34.4

1.812 
46.0

2.31               
58.7

1.8150              
46.101

PCF 4 1/2
TRB 4.50              

114.3
2.00              
50.8

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.750              
69.85

.06                         
1.6

1.75              
44.5

4.75              
120.7

14,300                 
63,606

5,790                 
25,754

16,000                 
71,168

PCF 4 1/2 -              -              -              
.4375              
11.113

1.75               
44.5

1.2510              
31.775 ±.001 

±.025 1 1/4-12 3,440 
388

9.88 
4.48

PCF 5 PCF 5 -              -              -              3.25               
82.6

2.0010              
50.825

PCF 6
TRB 6.00              

152.4
3.00              
76.2

2.50              
63.5

+0 / -0.001     
+0 / - 0.03

5.500              
139.70

.06                         
1.6

3.25              
82.6

8.50              
215.9

35,800                 
159,238

14,200                 
63,162

62,000                 
275,776

PCF 6 -              -              -              
.8750              
22.225

3.25               
82.6

2.5010              
63.525 ±.001 

±.025 2 1/2-12 5,000 
566

30.00 
13.61

PCF 7 PCF 7 -              -              -              3.25               
82.6

2.5010              
63.525

PCF 8 TRB 8.00              
203.2

3.00              
76.2

2.50              
63.5

+0 / -0.001     
+0 / - 0.03

5.500              
139.70

.06                      
1.6

3.25              
82.6

8.50              
215.9

35,800                 
159,238

14,200                 
63,162

62,000                 
275,776 PCF 8 -              -              -              .8750              

22.225
3.25               
82.6

2.5010              
63.525

±.001 
±.025 2 1/2-12 5,000 

566
49.00 
22.23

Special Duty Cam Follower 
 with Eccentric Bushing

Bearing Selection
Page B-5

Nomenclature Aid
Page B-128

Features & Benefits
Page B-129

Technical Engineering
Page B-143

Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.
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TRAKROL Cam Follower Bearings

B-133

PCYR

EBRD

W1

W

Basic Construction Type: Yoke Type Cylindrical Outside 
Diameter 

Rolling Elements: Ball or Tapered Roller Bearing 
Insert

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip

Lubrication: Polyurea Thickened Grease NLGI #2

*Dynamic thrust load rating based on application of a centric, axial load. Fatigue life calculations for combined radial and thrust loading require special considerations 
and Application Engineering should be contacted. 

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. Insert Type RD W B W1 E
Track Roller 

Dynamic 
Rating

Thrust 
Capacity

Track Roller 
Static Rating

WT

With LUBRI-DISC  
Seals

Ball or 
Tapered Roller 

Bearing

Roller 
Diameter 

Roller  
Width Bore Diameter Endplate 

Extension
Min. Clamping 

Diameter
Bearing 
Weight

inch 
mm

inch 
mm

inch 
mm lb/N lb/N lb/N lb

kg(Ref) (Ref) Nom. Tol. (Ref) (Ref)

PCYR 3 TRB 3.00              
76.2

1.75              
44.5

1.000              
25.40

+0.0007 /-0     
+0.02 / - 0

1.81              
46.0

1.75              
44.5

14,300         
63,606

5,790                  
25,754

20,000         
88,960

2.57                
1.17

PCYR 3 1/2 TRB 3.50              
88.9

2.00              
50.8

1.125              
28.58

+0.0007 /-0     
+0.02 / - 0

2.06              
52.4

2.00              
50.8

14,300         
63,606

5,790                    
25,754

27,200         
120,986

4.41                 
2.00

PCYR 4 TRB 4.00              
101.6

2.25              
57.2

1.250              
31.75

+0.0007 /-0     
+0.02 / - 0

2.31              
58.7

2.25              
57.2

14,300         
63,606

5,790                  
25,754

27,200         
120,986

6.57 
2.98

PCYR 4 1/2 TRB 4.50              
114.3

1.75              
44.5

1.000              
25.40

+0.0007 /-0     
+0.02 / - 0

1.81              
46.0

1.75              
44.5

14,300         
63,606

5,790                  
25,754

20,000         
88,960

9.09 
4.12

PCYR 5 TRB 5.00              
127.0

3.75              
95.3

1.750              
44.45

+0.0007 /-0     
+0.02 / - 0

2.85              
72.3

3.00              
76.2

35,800         
159,238

13,300         
59,158

58,400         
259,763

11.61 
5.27

PCYR 6 TRB 6.00              
152.4

3.25              
82.6

2.250              
57.15

+0.0007 /-0     
+0.02 / - 0

3.38              
85.7

3.25              
82.6

35,800         
159,238

14,200         
63,162

58,400         
259,763

20.47 
9.29

Bearing Selection
Page B-5

Nomenclature Aid
Page B-128

Features & Benefits
Page B-129

Technical Engineering
Page B-143
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TRAKROL Cam Follower Bearings

B-135

FCF

H

20°

TL

SD

W

FT

FD RD E

SL

C

L
Basic Construction Type: Stud Type Flanged Outside 

Diameter

Rolling Elements: Ball or Tapered Roller Bearing 
Insert

Bearing Material: Bearing Quality Steel

Seal Type: Metal Extension Plug and Rubber 
Lip Seal Ball Bearing with Additional 
NYLAPLATE Seal 

Lubrication: Polyurea Thickened Grease NLGI #2

Stem Configuration: Concentric / Eccentric / Heavy 
Stud

Mounting Feature: Hex Hole on Thread Face

*Dynamic thrust load rating based on application of a centric, axial load. Fatigue life calculations for combined radial and thrust loading require special considerations 
and Application Engineering should be contacted. 

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. Insert Type RD W FD FT SD SL C TL L
Track Roller 

Dynamic 
Rating

Thrust 
Capacity

Track Roller 
Static Rating

Part No. ECC G BD H E
 Housing Bore 

Diameter
Thread 
Type

 
Clamping 

Torque 
 

WT

With LUBRI-DISC  
Seals

Ball or 
Tapered 
Roller 

Bearing

Roller 
Diameter 

Roller 
Width 

Flange
Stud Diameter Stud 

Length
Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

With LUBRI-DISC  
Seals

Eccentric
Hex Hole Min. Clamping 

Diameter
Bearing  
WeightDiameter Width Base Modifier 

FCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N lb/N

inch 
mm

inch 
mm

inch 
mm (Ref) in-lb 

Nm
lb
kg(Ref) (Ref) (Ref) (Ref) Nom Tol (Ref) (Ref) (Ref) (Ref) (Ref) +0/-.010 ±.001 (Ref) (Ref) Nom. Tol.

FCF 1 1/2
BB 1.50              

38.1
1.188              
30.16

2.19              
55.6

.34              
8.7

.625              
15.9

+0 / -0.001     
+0 / - 0.03

1.50              
38.1

.06                           
1.6

.75              
19.1

2.69              
68.3

2,520         
11,209

1,320                    
5,871

1,370         
6,094

FCF 1 1/2 -              -              -              
.25 
6.4

.75 
19.1

.6260              
15.900

±.0002                          
±.005

5/8-18 650                        
74

.63 
1.4

FCFE 1 1/2 FCFE 1 1/2 .03 
.8

.730              
18.54

.875              
22.23

.878 
22.30

+.001 
+.025

FCF 1 3/4
BB 1.75              

44.5
1.188              
30.16

2.44              
61.9

.34              
8.7

.750              
19.1

+0 / -0.001     
+0 / - 0.03

1.75              
44.5

.06                           
1.6

.88              
22.2

2.94              
74.6

2,520         
11,209

1,320                    
5,871

1,370         
6,094

FCF 1 3/4 -              -              -              
.25 
6.4

1.00 
25.4

.7510              
19.075

±.0002                          
±.005

3/4-16 1,250 
142

1.00 
.45

FCFE 1 3/4 FCFE 1 3/4 .03 
.8

0.855              
21.72

1.000              
25.40

1.003 
25.47

+.001 
+.025

FCF 2 1/2
BB 2.50              

63.5
1.688              
42.86

3.19              
81.0

.59              
15.1

1.00              
25.4

+0 / -0.001     
+0 / - 0.03

2.25              
57.2

.06                        
1.6

1.50              
38.1

3.94              
100.0

5,120         
22,774

2,680         
11,921

3,120         
13,878

FCF 2 1/2 -              -              -              
.44                 
11.1

1.25 
31.8

1.0010              
25.425

±.0002                          
±.005

1-14 2,240 
254

2.75 
1.25

FCFE 2 1/2 FCFE 2 1/2 .03 
.8

1.105              
28.07

1.375              
34.93

1.378 
35.00

+.001 
+.025

FCF 2 3/4
BB 2.75              

69.9
1.688              
42.86

3.44              
87.3

.59              
15.1

1.00              
25.4

+0 / -0.001     
+0 / - 0.03

2.25              
57.2

.06                  
1.6

1.50              
38.1

3.94              
100.0

5,120         
22,774

2,680         
11,921

3,120         
13,878

FCF 2 3/4 -              -              -              
.44 
11.1

1.25 
31.8

1.0010              
25.425

±.0002                          
±.005

1-14 2,240 
254

3.25 
1.47

FCFE 2 3/4 FCFE 2 3/4 .03 
.8

1.105              
28.07

1.375              
34.93

1.378 
35.00

+.001 
+.025

FCF 3
TRB 3.00              

76.2
2.000              
50.80

3.94              
100.0

.59              
15.1

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.50              
63.5

.06                     
1.6

1.75              
44.5

4.50              
114.3

14,300         
63,606

5,790         
25,754

16,000         
71,168

FCF 3 -              -              -              
.44 
11.1

1.75 
44.5

1.2510              
31.775

±.0002                          
±.005

1 1/4-12 3,440 
388

4.69 
2.13

FCFE 3 FCFE 3 .06 
1.5

1.230              
31.24

1.750              
44.45

1.753 
44.52

+.001 
+.025

FCF 3 1/4
TRB 3.25              

82.6
2.000              
50.80

4.19              
106.4

.59              
15.1

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.50              
63.5

.06                     
1.6

1.75              
44.5

4.50              
114.3

14,300         
63,606

5,790         
25,754

16,000         
71,168

FCF 3 1/4 -              -              -              
.44 
11.1

1.75 
44.5

1.2510              
31.775

±.0002                          
±.005

1 1/4-12 3,440 
388

5.42 
2.46

FCFE 3 1/4 FCFE 3 1/4 .06 
1.5

1.230              
31.24

1.750              
44.45

1.753 
44.52

+.001 
+.025

FCF 3 1/2
TRB 3.50              

88.9
2.000              
50.80

4.44              
112.7

.59              
15.1

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.75              
69.9

.06                     
1.6

1.75              
44.5

4.75              
120.7

14,300         
63,606

5,790         
25,754

16,000         
71,168

FCF 3 1/2 -              -              -              
.44 
11.1

1.75 
44.5

1.2510              
31.775

±.0002                          
±.005

1 1/4-12 3,440 
388

6.25 
2.83

FCFE 3 1/2 FCFE 3 1/2 .06 
1.5

1.355              
34.42

1.812              
46.02

1.815 
46.10

+.001 
+.025

FCF 4
TRB 4.00              

101.6
2.000              
50.80

4.94              
125.4

.59              
15.1

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.75              
69.9

.06                            
1.6

1.75              
44.5

4.75              
120.7

14,300         
63,606

5,790         
25,754

16,000         
71,168

FCF 4 -              -              -              
.44 
11.1

1.75 
44.5

1.2510              
31.775

±.0002                          
±.005

1 1/4-12 3,440 
388

7.94 
3.60

FCFE 4 FCFE 4 .06 
1.5

1.355              
34.42

1.812              
46.02

1.815 
46.10

+.001 
+.025

FCF 4 1/2 TRB 4.50              
114.3

2.000              
50.80

5.44              
138.1

.59              
15.1

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.75              
69.9

.06                         
1.6

1.75              
44.5

4.75              
120.7

14,300         
63,606

5,790         
25,754

16,000         
71,168 FCF 4 1/2 -              -              -              .44 

11.1
1.75 
44.5

1.2510              
31.775

±.0002                          
±.005 1 1/4-12 3,440 

388
9.88 
4.48

FCF 5 TRB 5.00              
127.0

3.000              
76.20

5.94              
150.8

.72              
18.3

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

4.50              
114.3

.06                       
1.6

2.50              
63.5

7.50              
190.5

35,800         
159,238

13,300         
59,158

40,000         
177,920 FCF 5 -              -              -              .88 

22.2
3.25 
82.6

2.0010              
50.825

±.0002                          
±.005 2-12 5,000 

566
18.50 
8.39

FCF 6 TRB 6.00              
152.4

3.000              
76.20

6.94              
176.2

.72              
18.3

2.50              
63.5

+0 / -0.001     
+0 / - 0.03

5.50              
139.7

.06                        
1.6

3.25              
82.6

8.50              
215.9

35,800         
159,238

14,200         
63,162

62,000         
275,776 FCF 6 -              -              -              .88 

22.2
3.25 
82.6

2.5010              
63.525

±.0002                          
±.005 2 1/2-12 5,000 

566
30.00 
13.61

FCF 7 TRB 7.00              
177.8

3.000              
76.20

7.94              
201.6

.72              
18.3

2.50              
63.5

+0 / -0.001     
+0 / - 0.03

5.50              
139.7

.06                          
1.6

3.25              
82.6

8.50              
215.9

35,800         
159,238

14,200         
63,162

62,000         
275,776 FCF 7 -              -              -              .88 

22.2
3.25 
82.6

2.5010              
63.525

±.0002                          
±.005 2 1/2-12 5,000 

566
38.00 
17.24

FCF 8 TRB 8.00              
203.2

3.000              
76.20

8.94              
227.0

.72              
18.3

2.50              
63.5

+0 / -0.001     
+0 / - 0.03

5.50              
139.7

.06                     
1.6

3.25              
82.6

8.50              
215.9

35,800         
159,238

14,200         
63,162

62,000         
275,776 FCF 8 -              -              -              .88 

22.2
3.25 
82.6

2.5010              
63.525

±.0002                          
±.005 2 1/2-12 5,000 

566
49.00 
22.23

Special Duty Cam Follower

Bearing Selection
Page B-5

Nomenclature Aid
Page B-128

Features & Benefits
Page B-129

Technical Engineering
Page B-143
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TRAKROL Cam Follower Bearings

B-136

FCF

H

BEARING
CENTERLINE

20°

ECC

G

W

FT

C

FD RD E

SL

TL

BD

L

SD

Part No. Insert Type RD W FD FT SD SL C TL L
Track Roller 

Dynamic 
Rating

Thrust 
Capacity

Track Roller 
Static Rating

Part No. ECC G BD H E
 Housing Bore 

Diameter
Thread 
Type

 
Clamping 

Torque 
 

WT

With LUBRI-DISC  
Seals

Ball or 
Tapered 
Roller 

Bearing

Roller 
Diameter 

Roller 
Width 

Flange
Stud Diameter Stud 

Length
Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall

With LUBRI-DISC  
Seals

Eccentric
Hex Hole Min. Clamping 

Diameter
Bearing  
WeightDiameter Width Base Modifier 

FCFE-XX
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N lb/N

inch 
mm

inch 
mm

inch 
mm (Ref) in-lb 

Nm
lb
kg(Ref) (Ref) (Ref) (Ref) Nom Tol (Ref) (Ref) (Ref) (Ref) (Ref) +0/-.010 ±.001 (Ref) (Ref) Nom. Tol.

FCF 1 1/2
BB 1.50              

38.1
1.188              
30.16

2.19              
55.6

.34              
8.7

.625              
15.9

+0 / -0.001     
+0 / - 0.03

1.50              
38.1

.06                           
1.6

.75              
19.1

2.69              
68.3

2,520         
11,209

1,320                    
5,871

1,370         
6,094

FCF 1 1/2 -              -              -              
.25 
6.4

.75 
19.1

.6260              
15.900

±.0002                          
±.005

5/8-18 650                        
74

.63 
1.4

FCFE 1 1/2 FCFE 1 1/2 .03 
.8

.730              
18.54

.875              
22.23

.878 
22.30

+.001 
+.025

FCF 1 3/4
BB 1.75              

44.5
1.188              
30.16

2.44              
61.9

.34              
8.7

.750              
19.1

+0 / -0.001     
+0 / - 0.03

1.75              
44.5

.06                           
1.6

.88              
22.2

2.94              
74.6

2,520         
11,209

1,320                    
5,871

1,370         
6,094

FCF 1 3/4 -              -              -              
.25 
6.4

1.00 
25.4

.7510              
19.075

±.0002                          
±.005

3/4-16 1,250 
142

1.00 
.45

FCFE 1 3/4 FCFE 1 3/4 .03 
.8

0.855              
21.72

1.000              
25.40

1.003 
25.47

+.001 
+.025

FCF 2 1/2
BB 2.50              

63.5
1.688              
42.86

3.19              
81.0

.59              
15.1

1.00              
25.4

+0 / -0.001     
+0 / - 0.03

2.25              
57.2

.06                        
1.6

1.50              
38.1

3.94              
100.0

5,120         
22,774

2,680         
11,921

3,120         
13,878

FCF 2 1/2 -              -              -              
.44                 
11.1

1.25 
31.8

1.0010              
25.425

±.0002                          
±.005

1-14 2,240 
254

2.75 
1.25

FCFE 2 1/2 FCFE 2 1/2 .03 
.8

1.105              
28.07

1.375              
34.93

1.378 
35.00

+.001 
+.025

FCF 2 3/4
BB 2.75              

69.9
1.688              
42.86

3.44              
87.3

.59              
15.1

1.00              
25.4

+0 / -0.001     
+0 / - 0.03

2.25              
57.2

.06                  
1.6

1.50              
38.1

3.94              
100.0

5,120         
22,774

2,680         
11,921

3,120         
13,878

FCF 2 3/4 -              -              -              
.44 
11.1

1.25 
31.8

1.0010              
25.425

±.0002                          
±.005

1-14 2,240 
254

3.25 
1.47

FCFE 2 3/4 FCFE 2 3/4 .03 
.8

1.105              
28.07

1.375              
34.93

1.378 
35.00

+.001 
+.025

FCF 3
TRB 3.00              

76.2
2.000              
50.80

3.94              
100.0

.59              
15.1

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.50              
63.5

.06                     
1.6

1.75              
44.5

4.50              
114.3

14,300         
63,606

5,790         
25,754

16,000         
71,168

FCF 3 -              -              -              
.44 
11.1

1.75 
44.5

1.2510              
31.775

±.0002                          
±.005

1 1/4-12 3,440 
388

4.69 
2.13

FCFE 3 FCFE 3 .06 
1.5

1.230              
31.24

1.750              
44.45

1.753 
44.52

+.001 
+.025

FCF 3 1/4
TRB 3.25              

82.6
2.000              
50.80

4.19              
106.4

.59              
15.1

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.50              
63.5

.06                     
1.6

1.75              
44.5

4.50              
114.3

14,300         
63,606

5,790         
25,754

16,000         
71,168

FCF 3 1/4 -              -              -              
.44 
11.1

1.75 
44.5

1.2510              
31.775

±.0002                          
±.005

1 1/4-12 3,440 
388

5.42 
2.46

FCFE 3 1/4 FCFE 3 1/4 .06 
1.5

1.230              
31.24

1.750              
44.45

1.753 
44.52

+.001 
+.025

FCF 3 1/2
TRB 3.50              

88.9
2.000              
50.80

4.44              
112.7

.59              
15.1

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.75              
69.9

.06                     
1.6

1.75              
44.5

4.75              
120.7

14,300         
63,606

5,790         
25,754

16,000         
71,168

FCF 3 1/2 -              -              -              
.44 
11.1

1.75 
44.5

1.2510              
31.775

±.0002                          
±.005

1 1/4-12 3,440 
388

6.25 
2.83

FCFE 3 1/2 FCFE 3 1/2 .06 
1.5

1.355              
34.42

1.812              
46.02

1.815 
46.10

+.001 
+.025

FCF 4
TRB 4.00              

101.6
2.000              
50.80

4.94              
125.4

.59              
15.1

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.75              
69.9

.06                            
1.6

1.75              
44.5

4.75              
120.7

14,300         
63,606

5,790         
25,754

16,000         
71,168

FCF 4 -              -              -              
.44 
11.1

1.75 
44.5

1.2510              
31.775

±.0002                          
±.005

1 1/4-12 3,440 
388

7.94 
3.60

FCFE 4 FCFE 4 .06 
1.5

1.355              
34.42

1.812              
46.02

1.815 
46.10

+.001 
+.025

FCF 4 1/2 TRB 4.50              
114.3

2.000              
50.80

5.44              
138.1

.59              
15.1

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

2.75              
69.9

.06                         
1.6

1.75              
44.5

4.75              
120.7

14,300         
63,606

5,790         
25,754

16,000         
71,168 FCF 4 1/2 -              -              -              .44 

11.1
1.75 
44.5

1.2510              
31.775

±.0002                          
±.005 1 1/4-12 3,440 

388
9.88 
4.48

FCF 5 TRB 5.00              
127.0

3.000              
76.20

5.94              
150.8

.72              
18.3

1.25              
31.8

+0 / -0.001     
+0 / - 0.03

4.50              
114.3

.06                       
1.6

2.50              
63.5

7.50              
190.5

35,800         
159,238

13,300         
59,158

40,000         
177,920 FCF 5 -              -              -              .88 

22.2
3.25 
82.6

2.0010              
50.825

±.0002                          
±.005 2-12 5,000 

566
18.50 
8.39

FCF 6 TRB 6.00              
152.4

3.000              
76.20

6.94              
176.2

.72              
18.3

2.50              
63.5

+0 / -0.001     
+0 / - 0.03

5.50              
139.7

.06                        
1.6

3.25              
82.6

8.50              
215.9

35,800         
159,238

14,200         
63,162

62,000         
275,776 FCF 6 -              -              -              .88 

22.2
3.25 
82.6

2.5010              
63.525

±.0002                          
±.005 2 1/2-12 5,000 

566
30.00 
13.61

FCF 7 TRB 7.00              
177.8

3.000              
76.20

7.94              
201.6

.72              
18.3

2.50              
63.5

+0 / -0.001     
+0 / - 0.03

5.50              
139.7

.06                          
1.6

3.25              
82.6

8.50              
215.9

35,800         
159,238

14,200         
63,162

62,000         
275,776 FCF 7 -              -              -              .88 

22.2
3.25 
82.6

2.5010              
63.525

±.0002                          
±.005 2 1/2-12 5,000 

566
38.00 
17.24

FCF 8 TRB 8.00              
203.2

3.000              
76.20

8.94              
227.0

.72              
18.3

2.50              
63.5

+0 / -0.001     
+0 / - 0.03

5.50              
139.7

.06                     
1.6

3.25              
82.6

8.50              
215.9

35,800         
159,238

14,200         
63,162

62,000         
275,776 FCF 8 -              -              -              .88 

22.2
3.25 
82.6

2.5010              
63.525

±.0002                          
±.005 2 1/2-12 5,000 

566
49.00 
22.23

Special Duty Cam Follower 
 with Eccentric Bushing

Bearing Selection
Page B-5

Nomenclature Aid
Page B-128

Features & Benefits
Page B-129

Technical Engineering
Page B-143

Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.
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TRAKROL Cam Follower Bearings

B-137

FCYR

FD

FT

B ERD

20°

W1

W
Basic Construction Type: Yoke Type Flanged Outside 

Diameter

Rolling Elements: Tapered Roller Bearing Insert

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip Seal

Lubrication: Polyurea Thickened Grease NLGI #2

*Dynamic thrust load rating based on application of a centric, axial load. Fatigue life calculations for combined radial and thrust loading require special considerations 
and Application Engineering should be contacted.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. Insert Type RD W FD FT B W1 E
Track Roller 

Dynamic 
Rating

Thrust 
Capacity

Track Roller 
Static Rating

WT

With LUBRI-DISC 
Seals

Ball or Tapered 
Roller Bearing

Roller 
Diameter 

Roller 
Width 

Flange
Bore Diameter Endplate 

Extension
Min. 

Clamping 
Diameter

Bearing 
WeightDiameter Width

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N lb/N lb

kg(Ref) (Ref) (Ref) (Ref) Nom. Tol. (Ref) (Ref)

FCYR 3 TRB 3.00              
76.2

1.75              
44.5

3.94              
100.0

.59              
15.1

1.000              
25.40

+0.0007 /-0     
+0.02 / - 0

1.81              
46.0

1.75              
44.5

14,300          
63,606

5,790                 
25,754

20,000          
88,960

3.28 
1.49

FCYR 3 1/4 TRB 3.25              
82.6

1.75              
44.5

4.19              
106.4

.59              
15.1

1.000              
25.40

+0.0007 /-0     
+0.02 / - 0

1.81              
46.0

1.75              
44.5

14,300          
63,606

5,790                     
25,754

20,000          
88,960

3.93 
1.78

FCYR 3 1/2 TRB 3.50              
88.9

2.00              
50.8

4.44              
112.7

.59              
15.1

1.125              
28.58

+0.0007 /-0     
+0.02 / - 0

2.06              
52.4

2.00              
50.8

14,300          
63,606

5,790                    
25,754

27,200          
120,986

4.97 
2.25

FCYR 4 TRB 4.00              
101.6

2.25              
57.2

4.94              
125.4

.59              
15.1

1.250              
31.75

+0.0007 /-0     
+0.02 / - 0

2.31              
58.7

2.25              
57.2

14,300          
63,606

5,790                   
25,754

27,200          
120,986

7.39 
3.35

FCYR 4 1/2 TRB 4.50              
114.3

1.75              
44.5

5.44              
138.1

.59              
15.1

1.000              
25.40

+0.0007 /-0     
+0.02 / - 0

1.81              
46.0

1.75              
44.5

14,300          
63,606

5,790                   
25,754

20,000          
88,960

10.19 
4.62

FCYR 5 TRB 5.00              
127.0

3.75              
95.3

5.94              
150.8

.72              
18.3

1.750              
44.45

+0.0007 /-0     
+0.02 / - 0

2.85              
72.3

3.00              
76.2

35,800          
159,238

13,300          
59,158

58,400          
259,763

12.99 
5.89

FCYR 6 TRB 6.00              
152.4

3.25              
82.6

6.94              
176.2

.72              
18.3

2.250              
57.15

+0.0007 /-0     
+0.02 / - 0

3.38              
85.7

3.25              
82.6

35,800          
159,238

14,200          
63,162

58,400          
259,763

20.04 
9.09

Bearing Selection
Page B-5

Nomenclature Aid
Page B-128

Features & Benefits
Page B-129

Technical Engineering
Page B-143
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TRAKROL Cam Follower Bearings

B-139

VCF

TL

H

SLW

GC

C

SD

90°

VRD E

L
Basic Construction Type: Stud Type V-Grooved Outside 

Diameter

Rolling Elements: Ball or Tapered Roller Bearing 
Insert

Bearing Material: Bearing Quality Steel

Seal Type: Metal Extension Plug and Rubber 
Lip Seal Ball 

Lubrication: Polyurea Thickened Grease NLGI #2

Stem Configuration: Concentric / Eccentric

Mounting Feature: Hex Hole on Thread Face

*Dynamic thrust load rating based on application of a centric, axial load. Fatigue life calculations for combined radial and thrust loading require special considerations 
and Application Engineering should be contacted.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Special Duty Cam Follower

Bearing Selection
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Part No. Insert Type RD W V GC SD SL C L  ECC G BD
Track Roller 

Dynamic Rating
Thrust  

Capacity
Track Roller 
Static Rating

H E
 Housing Bore 

Diameter
Thread 
Type

Clamping Torque 

WT

With LUBRI-DISC  
Seals

Ball or Tapered 
Roller Bearing

Roller 
Diameter 

Roller 
Width 

Point 
Diameter

Groove 
Center Stud Diameter Stud 

Length
Endplate 
Extension

Length 
Overall

Thread 
Length

Eccentric
Hex Hole Min. Clamping 

Diameter Bearing WeightBase Modifier 
VCFE-XX

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N lb/N

inch 
mm

inch 
mm in-lb 

Nm
lb
kg(Ref) (Ref) (Ref) (Ref) Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) +0/-.010 ±.001 (Ref) (Ref) Nom. Tol.

VCF 2 1/2

BB 2.50              
63.5

1.31              
33.3

1.50              
38.1

.69              
17.5

1.00              
25.4

+0/-0.001     
+0/- 0.03

1.75 
44

0.06                     
2

2.94          
75

0.88         
22

- - -

2,520 
11,209

1,320                   
5,871

1,370 
6,094

.25 
6

1.0 
25

.7510 
19

+.0002/-.0003 
+.0005/-.0008

3/4-16 1,250 
142

1.3 
.59

VCFE 2 1/2 .03                
1

.86 
22

1.00 
25

1.003 
25.47

±.001 
±.025

VCF 3 1/2

BB 3.50              
88.9

1.69              
42.9

2.25              
57.2

.88              
22.2

1.25              
31.8

+0/-0.001     
+0/- 0.03

2.00 
51

0.06                     
2

3.69          
94

1.13         
29

- - -

3,490 
15,524

1,830                    
8,140

2,000 
8,896

.38 
10

1.0 
25

.8760 
22

+.0002/-.0003 
+.0005/-.0010

7/8-14 1,500 
170

3.2 
1.45

VCFE 3 1/2 .03                
1

.98 
25

1.19 
30

1.190 
30.23

±.001 
±.025

VCF 4 1/2

TRB 4.50              
114.3

2.00              
50.8

3.00              
76.2

1.00              
25.4

1.25              
31.8

+0/-0.001     
+0/- 0.03

2.50 
64

0.06                     
2

4.50          
114

1.75         
44

- - -

14,300        
63,606

5,790                    
25,754

16,000          
71,168

.44 
11

1.75 
44

1.2510 
32

+.0002/-.0003 
+.0005/-.0013

1 1/4-12 3,440 
388

6.8 
3.08

VCFE 4 1/2 .06                
2

1.23 
31

1.75 
44

1.753
44.52

±.001 
±.025

VCF 5 1/2

TRB 5.50              
139.7

2.00              
50.8

4.00              
101.6

1.00              
25.4

1.25              
31.8

+0/-0.001     
+0/- 0.03

2.75 
70

0.06                     
2

4.75          
121

1.75         
44

- - -

14,300        
63,606

5,790                    
25,754

16,000          
71,168

.44 
11

1.75 
44

1.2510 
32

+.0002/-.0003 
+.0005/-.0015

1 1/4-12 3,440 
388

10.7 
4.85

VCFE 5 1/2 .06                
2

1.36 
34

1.81 
46

1.815 
46.10

±.001 
±.025

VCF 6 1/2 TRB 6.50              
165.1

3.00              
76.2

5.00              
127.0

1.50              
38.1

2.00              
50.8

+0/-0.001     
+0/- 0.03

4.50       
114

0.06                    
2

7.50          
191

2.50         
64 - - - 35,800        

159,238
13,300         
59,158

40,000          
177,920

.88 
22

3.25 
83

2.0010 
51

+.0002/-.0003 
+.0005/-.0017 2-12 5,000 

566
26.1 
11.84

VCF 7 1/2 TRB 7.50              
190.5

3.00              
76.2

6.00              
152.4

1.50              
38.1

2.50              
63.5

+0/-0.001     
+0/- 0.03

5.50       
140

0.06                   
2

8.50          
216

3.25         
83 - - - 35,800        

159,238
14,200         
63,162

62,000          
275,776

.88 
22

3.25 
83

2.5010 
64

+.0002/-.0003 
+.0005/-.0018 2 1/2-12 5,000 

566
34.0 
15.42

VCF 8 1/2 TRB 8.50              
215.9

3.00              
76.2

7.00              
177.8

1.50              
38.1

2.50              
63.5

+0/-0.001     
+0/- 0.03

5.50       
140

0.06                     
2

8.50          
216

3.25         
83 - - - 35,800        

159,238
14,200         
63,162

62,000          
275,776

.88 
22

3.25 
83

2.5010 
64

+.0002/-.0003 
+.0005/-.0019 2 1/2-12 5,000 

566
45.0 
20.41
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TRAKROL Cam Follower Bearings

B-140

VCF

H

BEARING
CENTERLINE

G

TL

GC

SL

BD

ECC

C

W

90°

VRD ESD

L

Special Duty Cam Follower 
 with Eccentric Bushing
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Clamping torque is based on dry threads. If threads are lubricated, use half of value shown.

Part No. Insert Type RD W V GC SD SL C L  ECC G BD
Track Roller 

Dynamic Rating
Thrust  

Capacity
Track Roller 
Static Rating

H E
 Housing Bore 

Diameter
Thread 
Type

Clamping Torque 

WT

With LUBRI-DISC  
Seals

Ball or Tapered 
Roller Bearing

Roller 
Diameter 

Roller 
Width 

Point 
Diameter

Groove 
Center Stud Diameter Stud 

Length
Endplate 
Extension

Length 
Overall

Thread 
Length

Eccentric
Hex Hole Min. Clamping 

Diameter Bearing WeightBase Modifier 
VCFE-XX

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N lb/N

inch 
mm

inch 
mm in-lb 

Nm
lb
kg(Ref) (Ref) (Ref) (Ref) Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) +0/-.010 ±.001 (Ref) (Ref) Nom. Tol.

VCF 2 1/2

BB 2.50              
63.5

1.31              
33.3

1.50              
38.1

.69              
17.5

1.00              
25.4

+0/-0.001     
+0/- 0.03

1.75 
44

0.06                     
2

2.94          
75

0.88         
22

- - -

2,520 
11,209

1,320                   
5,871

1,370 
6,094

.25 
6

1.0 
25

.7510 
19

+.0002/-.0003 
+.0005/-.0008

3/4-16 1,250 
142

1.3 
.59

VCFE 2 1/2 .03                
1

.86 
22

1.00 
25

1.003 
25.47

±.001 
±.025

VCF 3 1/2

BB 3.50              
88.9

1.69              
42.9

2.25              
57.2

.88              
22.2

1.25              
31.8

+0/-0.001     
+0/- 0.03

2.00 
51

0.06                     
2

3.69          
94

1.13         
29

- - -

3,490 
15,524

1,830                    
8,140

2,000 
8,896

.38 
10

1.0 
25

.8760 
22

+.0002/-.0003 
+.0005/-.0010

7/8-14 1,500 
170

3.2 
1.45

VCFE 3 1/2 .03                
1

.98 
25

1.19 
30

1.190 
30.23

±.001 
±.025

VCF 4 1/2

TRB 4.50              
114.3

2.00              
50.8

3.00              
76.2

1.00              
25.4

1.25              
31.8

+0/-0.001     
+0/- 0.03

2.50 
64

0.06                     
2

4.50          
114

1.75         
44

- - -

14,300        
63,606

5,790                    
25,754

16,000          
71,168

.44 
11

1.75 
44

1.2510 
32

+.0002/-.0003 
+.0005/-.0013

1 1/4-12 3,440 
388

6.8 
3.08

VCFE 4 1/2 .06                
2

1.23 
31

1.75 
44

1.753
44.52

±.001 
±.025

VCF 5 1/2

TRB 5.50              
139.7

2.00              
50.8

4.00              
101.6

1.00              
25.4

1.25              
31.8

+0/-0.001     
+0/- 0.03

2.75 
70

0.06                     
2

4.75          
121

1.75         
44

- - -

14,300        
63,606

5,790                    
25,754

16,000          
71,168

.44 
11

1.75 
44

1.2510 
32

+.0002/-.0003 
+.0005/-.0015

1 1/4-12 3,440 
388

10.7 
4.85

VCFE 5 1/2 .06                
2

1.36 
34

1.81 
46

1.815 
46.10

±.001 
±.025

VCF 6 1/2 TRB 6.50              
165.1

3.00              
76.2

5.00              
127.0

1.50              
38.1

2.00              
50.8

+0/-0.001     
+0/- 0.03

4.50       
114

0.06                    
2

7.50          
191

2.50         
64 - - - 35,800        

159,238
13,300         
59,158

40,000          
177,920

.88 
22

3.25 
83

2.0010 
51

+.0002/-.0003 
+.0005/-.0017 2-12 5,000 

566
26.1 
11.84

VCF 7 1/2 TRB 7.50              
190.5

3.00              
76.2

6.00              
152.4

1.50              
38.1

2.50              
63.5

+0/-0.001     
+0/- 0.03

5.50       
140

0.06                   
2

8.50          
216

3.25         
83 - - - 35,800        

159,238
14,200         
63,162

62,000          
275,776

.88 
22

3.25 
83

2.5010 
64

+.0002/-.0003 
+.0005/-.0018 2 1/2-12 5,000 

566
34.0 

15.42

VCF 8 1/2 TRB 8.50              
215.9

3.00              
76.2

7.00              
177.8

1.50              
38.1

2.50              
63.5

+0/-0.001     
+0/- 0.03

5.50       
140

0.06                     
2

8.50          
216

3.25         
83 - - - 35,800        

159,238
14,200         
63,162

62,000          
275,776

.88 
22

3.25 
83

2.5010 
64

+.0002/-.0003 
+.0005/-.0019 2 1/2-12 5,000 

566
45.0 

20.41
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TRAKROL Cam Follower Bearings

B-141

VCYR

B

GC

ERD

W1

W

V

90°

Basic Construction Type: Yoke Type V-Grooved Outside 
Diameter

Rolling Elements: Tapered Roller Bearing Insert

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip Seal

Lubrication: Polyurea Thickened Grease NLGI #2

*Dynamic thrust load rating based on application of a centric, axial load. Fatigue life calculations for combined radial and thrust loading require special considerations 
and Application Engineering should be contacted.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. Insert Type RD W V GC B W1 E Track Roller 
Dynamic 
Rating

Thrust 
Capacity

Track Roller 
Static Rating

WT

With LUBRI-DISC  
Seals

Ball or 
Tapered 
Roller 

Bearing

Roller 
Diameter 

Roller 
Width 

Point 
Diameter

Groove 
Center Bore Diameter Endplate 

Extension
Min. 

Clamping 
Diameter

Bearing  
Weight

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N lb/N lb

kg(Ref) (Ref) (Ref) (Ref) Nom Tol (Ref) (Ref)

VCYR 4 1/2 TRB 4.50         
114

1.75         
44

3.00         
76

1.00         
25

1.0000          
25.40

+0.0007/-0                 
+0.02/- 0

1.81         
46

1.75         
44

14,300          
63,606

5,790          
25,754

20,000          
88,960

4.98 
2.26

VCYR 5 1/2 TRB 5.50         
140

2.25         
57

4.00         
102

1.00         
25

1.2500          
31.75

+0.0007/-0                 
+0.02/- 0

2.31         
59

2.25         
57

14,300          
63,606

5,790          
25,754

27,100          
120,541

11.11 
5.03

VCYR 6 1/2 TRB 6.50         
165

2.75         
70

5.00         
127

1.50         
38

1.7500          
44.45

+0.0007/-0                 
+0.02/- 0

2.88         
73

3.00         
76

35,800          
159,238

13,300          
59,158

56,200          
249,978

24.72 
11.21

Bearing Selection
Page B-5
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Page B-128

Features & Benefits
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Technical Engineering
Page B-143
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C-3

Size Range DeSign ChaRaCteRiStiCS Features

 Product 
Series Material / Roller Complement Inch Metric Equiv.

Limited 
Radial 
Space

Dynamic 
Load 

Rating

Static 
Load 

Rating
Oscillating 
Capability

High 
Speed

Relative  
Base 
Cost *

Separable 
Inner 
Race

Double 
Row Oil Holes Rubber 

Lip Seal
Metallic 
Shield

DS 
Matching

Separable 
Outer

Page 
No.

CAGEROL

MR

Bearing Steel 
Caged Needle Roller

5/8” - 9 1/4” 16 - 235 $ O - S - - O - C-9

MR Sealed 5/8” - 4 1/4” 16 - 108 $ O - S S - O - C-9

MR Narrow 5/8” - 6 1/2” 16 - 165 $ O - S - - O - C-9

GUIDEROL

GR

Bearing Steel 
Full Complement Center  

Guided Needle Roller

1/2” - 9 1/4” 13 - 235 $$$ O - S - - O - C-21

GR  
Sealed 5/8” - 4 1/4” 16 - 108 $$$ O - S S - O - C-21

GR Narrow 5/8” - 6 1/2” 16 - 165 $$$ O - S - - O - C-21

MULTI-ROL

RS
Bearing Steel 

Full Complement  
Needle Roller

3/4” - 3” 19 - 76 $$ - - S - S O - C-33

RD 1 1/4” - 4” 32 - 102 $$ - S S - S O - C-34

Journal
200 Series

Bearing Steel 
Caged Roller

1 3/16” - 8 5/8” 30 - 220 $$$ O - S - - - S C-37

300 Series 1” - 5 3/16” 25 - 130 $$$ O - S - - - S C-37

Utilize Mi Inner Rings For Installations On Unhardened Shafts

Higher Radial Loads

Relubrication To Help Promote Long Operating Life

Contamination Barrier Lubrication Retention

Elevated Temperature Applications (When Applied With Suitable Lubricant)

Recommended For Load Sharing When Mounting Bearing Pairs

Available As Complete Assembly Or Individual Components

Needle Selection Guide

C-3

Needle Bearings®

* For estimating purpose only, individually sizes may vary and are subject to change without notification

Metric dimensions are for reference only.
Listed needle roller bearings are manufactured to inch dimensions.
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C-4

Size Range DeSign ChaRaCteRiStiCS Features

 Product 
Series Material / Roller Complement Inch Metric Equiv.

Limited 
Radial 
Space

Dynamic 
Load 

Rating

Static 
Load 

Rating
Oscillating 
Capability

High 
Speed

Relative  
Base 
Cost *

Separable 
Inner 
Race

Double 
Row Oil Holes Rubber 

Lip Seal
Metallic 
Shield

DS 
Matching

Separable 
Outer

Page 
No.

CAGEROL

MR

Bearing Steel 
Caged Needle Roller

5/8” - 9 1/4” 16 - 235 $ O - S - - O - C-9

MR Sealed 5/8” - 4 1/4” 16 - 108 $ O - S S - O - C-9

MR Narrow 5/8” - 6 1/2” 16 - 165 $ O - S - - O - C-9

GUIDEROL

GR

Bearing Steel 
Full Complement Center  

Guided Needle Roller

1/2” - 9 1/4” 13 - 235 $$$ O - S - - O - C-21

GR  
Sealed 5/8” - 4 1/4” 16 - 108 $$$ O - S S - O - C-21

GR Narrow 5/8” - 6 1/2” 16 - 165 $$$ O - S - - O - C-21

MULTI-ROL

RS
Bearing Steel 

Full Complement  
Needle Roller

3/4” - 3” 19 - 76 $$ - - S - S O - C-33

RD 1 1/4” - 4” 32 - 102 $$ - S S - S O - C-34

Journal
200 Series

Bearing Steel 
Caged Roller

1 3/16” - 8 5/8” 30 - 220 $$$ O - S - - - S C-37

300 Series 1” - 5 3/16” 25 - 130 $$$ O - S - - - S C-37

Utilize Mi Inner Rings For Installations On Unhardened Shafts

Higher Radial Loads

Relubrication To Help Promote Long Operating Life

Contamination Barrier Lubrication Retention

Elevated Temperature Applications (When Applied With Suitable Lubricant)

Recommended For Load Sharing When Mounting Bearing Pairs

Available As Complete Assembly Or Individual Components

O = Optional
S = Standard

Poor Best 

= Not Recommended

C-4

Needle Bearings ®

Note: Cost ranges are approximate in the secondary dimension

N
ee

d
le

/J
o

u
rn

al
  

B
ea

ri
n

g
s



C-9

CAGEROL® Bearings
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MR SERIES

o

HD

LUBRICATION
GROOVE

D d

W

R

Basic Construction Type: Machined Race with Optional 
Separable Inner Ring

Rolling Elements: Cage Guided Precision 
Needles

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip

Lubrication: Sealed Bearings: Lithium 
Soap Grease NLGI #1 
Unsealed Bearings: Rust 
Preventative

Bearing Selection
Page C-3

Nomenclature Aid
Page C-6

Features & Benefits
Page C-7

Product Options
Page C-8

Technical Engineering
Page C-45

Metric dimensions for reference only.  
For sealed bearings, Outside diameter may be slightly oversize due to seal press fit. 
For DS matching as DS suffix to part number 
* For bearing properly filled with #1 grease reduce speed by 50%

Part No. d D W

Housing Bore Diameter

HD Ro
 Limiting 

Speed 
 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & 
Roller 

Assembly 
Weight

Part No.

Military No.

B D1 W1 HD Ri
Recommended Shaft Diameter 

with inner ring
Inner 

Weight

McGill Outer 
Ring & Roller 

Assembly
Military No.

Shaft Diameter Outside 
Diameter Width

Radial 
Lub.  
Hole 

Diameter

Max Hsg 
Radius to 

Clear
McGill Outer 
Ring & Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial 

Lub. Hole 
Diameter

Max Shaft 
Radius to 

Clear

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

MR 10 N MS 51961-1
MS 51961-1

.6250        
15.9

+0/-.0005       
+0/-.013

1.1250        
28.6

+0/-.0005       
+0/-.013

.750     
19.05

1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 19250 4,320    

19,215
4,300    

19,126
.12              
.05

MR 10 N
MI 6 N MS 500072-1 .3750        

9.529
+0/-.0004       
+0/-.010

.6245        
15.9

+0/-.0004       
+0/-.010

.760        
19.3

.09            
2.4

.25            
6.4

.3755        
9.541

.3747        
9.521

+0/-.0005       
+0/-.013

.05            

.02
1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 19250 4,320    

19,215
4,300    

19,126
.12              
.05 MI 7 N

 

.4375        
11.117

+0/-.0004       
+0/-.010

.6245        
15.9

+0/-.0004       
+0/-.010

.760        
19.3

.09            
2.4

.25            
6.4

.4380        
11.130

.4372        
11.109

+0/-.0005       
+0/-.013

.04            

.02
MR 10 SS, S, 
RS, SRS, RSS 1.000     

25.40

1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 6100 4,320    

19,215
4,300    

19,126
.15              
.07

MR 10 SS, S,  
RS, SRS, RSS

MI 6

.3750        
9.529

+0/-.0004       
+0/-.010

.6245        
15.9

+0/-.0004       
+0/-.010

1.010        
25.7

.09            
2.4

.25            
6.4

.3755        
9.541

.3747          
9.521

+0/-.0005       
+0/-.013

.05            

.02

MR 10 1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 19250 5,930    

26,377
6,500    

28,912
.15              
.07 MR 10 .3750        

9.529
+0/-.0004       
+0/-.010

.6245        
15.9

+0/-.0004       
+0/-.010

1.010        
25.7

.09            
2.4

.25            
6.4

.3755        
9.541

.3747          
9.521

+0/-.0005       
+0/-.013

.05            

.02

MR 12 N MS 51961-2
MS 51961-2

.7500        
19.1

+0/-.0005       
+0/-.013

1.2500        
31.8

+0/-.0005       
+0/-.013

.750     
19.05

1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 16000 4,990    

22,196
5,400    

24,019
.14             
.06

MR 12 N
MI 8 N MS 500072-2 .5000        

12.705
+0/-.0004       
+0/-.010

.7493        
19.0

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.5005        
12.718

.4997        
12.697

+0/-.0005       
+0/-.013

.04            

.02
1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 16000 4,990    

22,196
5,400    

24,019
.14             
.06 MI 9 N  .5625        

14.293
+0/-.0004       
+0/-.010

.7493        
19.0

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.5630        
14.306

.5623        
14.286

+0/-.0005       
+0/-.013

.04            

.02
MR 12 SS, S,  
RS, SRS, RSS 1.000     

25.40

1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 5100 4,990    

22,196
5,400    

24,019
.17              
.08

MR 12 SS, S,  
RS, SRS, RSS

MI 8 MS 500072-3

.5000        
12.705

+0/-.0004       
+0/-.010

.7493        
19.0

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.5005        
12.718

.4997          
12.697

+0/-.0005       
+0/-.013

.06            

.03

MR 12 MS 51961-3 1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 16000 6,830    

30,380
8,100    

36,029
.17              
.08 MR 12 .5000        

12.705
+0/-.0004       
+0/-.010

.7493        
19.0

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.5005        
12.718

.4997          
12.697

+0/-.0005       
+0/-.013

.06            

.03

MR 14 N MS 51961-5
MS 51961-5

.8750        
22.2

+0/-.0005       
+0/-.013

1.3750        
34.9

+0/-.0005       
+0/-.013

.750     
19.05

1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 13750 5,280    

23,485
6,000    

26,688
.16              
.07

MR 14 N
MI 10 N MS 500072-4 .6250        

15.881
+0/-.0004       
+0/-.010

.8743        
22.2

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.6255        
15.894

.6247          
15.874

+0/-.0005       
+0/-.013

.06            

.03
1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 13750 5,280    

23,485
6,000    

26,688
.16              
.07 MI 11 N

 

.6875        
17.469

+0/-.0004       
+0/-.010

.8743        
22.2

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.6880        
17.482

.6872          
17.462

+0/-.0005       
+0/-.013

.05            

.02
MR 14  SS, S,  
RS, SRS, RSS 1.000     

25.40

1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 4400 5,280    

23,485
6,000    

26,688
.21              
.09

MR 14 SS, S,  
RS, SRS, RSS

MI 10

.6250        
15.881

+0/-.0004       
+0/-.010

.8743        
22.2

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.6255        
15.894

.6247          
15.874

+0/-.0005       
+0/-.013

.08            

.04

MR 14 MS 51961-6 1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 13750 7,240    

32,204
9,000    

40,032
.21              
.09 MR 14 .6250        

15.881
+0/-.0004       
+0/-.010

.8743        
22.2

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.6255        
15.894

.6247          
15.874

+0/-.0005       
+0/-.013

.08            

.04

MR 16 N MS 51961-8
MS 51961-8

1.0000        
25.4

+0/-.0005       
+0/-.013

1.5000        
38.1

+0/-.0005       
+0/-.013

.750     
19.05

1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 12000 5,840    

25,976
7,100    

31,581
.20              
.09

MR 16 N
MI 12 N MS 500072-5 .7500        

19.058
+0/-.0004       
+0/-.010

.9993        
25.4

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.7505        
19.070

.7497          
19.050

+0/-.0005       
+0/-.013

.07            

.03
1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 12000 5,840    

25,976
7,100    

31,581
.20              
.09 MI 13 N MS 500072-6 .8125        

20.646
+0/-.0005       
+0/-.013

.9993        
25.4

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.8130        
20.658

.8121          
20.638

+0/-.0005       
+0/-.013

.07            

.03
MR 16 SS, S,  
RS, SRS, RSS 1.000     

25.40

1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 3800 5,840    

25,976
7,100    

31,581
.23              
.10

MR 16 SS, S,  
RS, SRS, RSS MI 12  .7500        

19.058
+0/-.0004       
+0/-.010

.9993        
25.4

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.7505        
19.070

.7497          
19.050

+0/-.0005       
+0/-.013

.10            

.05

MR 16 MS 51961-9 1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 12000 8,000    

35,584
10,600    
47,149

.23              

.10 MR 16 MI 13 MS 500072-7 .8125        
20.646

+0/-.0005       
+0/-.013

.9993        
25.4

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.8130        
20.658

.8121          
20.638

+0/-.0005       
+0/-.013

.11            

.05

MR 18 N MS 51961-11
MS 51961-11

1.1250        
28.6

+0/-.0005       
+0/-.013

1.6250        
41.3

+0/-.0005       
+0/-.013

.750     
19.05

1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 10700 8,720    

38,787
12,200    
54,266

.24              

.11
MR 18 N

MI 14 N MS 500072-8 .8750        
22.234

+0/-.0005       
+0/-.013

1.124        
28.6

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.8755        
22.246

.8746          
22.226

+0/-.0005       
+0/-.013

.11            

.05
1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 10700 8,720    

38,787
12,200    
54,266

.24              

.11 MI 15 N MS 500072-9 .9375        
23.822

+0/-.0005       
+0/-.013

1.124        
28.6

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.9380        
23.835

.9371          
23.814

+0/-.0005       
+0/-.013

.11            

.05
MR 18  SS, S,  

RS,  SRS,  RSS 1.000     
25.40

1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 3400 8,720    

38,787
12,200    
54,266

.32              

.15
MR 18 SS, S,  
RS, SRS, RSS

MI 14  

.8750        
22.234

+0/-.0005       
+0/-.013

1.124        
28.6

+0/-.0005       
+0/-.013

1.260        
32.0

.13            
3.2

.40            
10.2

.8755        
22.246

.8746          
22.226

+0/-.0005       
+0/-.013

.13            

.06

MR 18 MS 51961-12 1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 10700 10,900    

48,483
16,300    
72,502

.32              

.15 MR 18 .8750        
22.234

+0/-.0005       
+0/-.013

1.124        
28.6

+0/-.0005       
+0/-.013

1.260        
32.0

.13            
3.2

.40            
10.2

.8755        
22.246

.8746          
22.226

+0/-.0005       
+0/-.013

.13            

.06

MR 20 N MS 51961-14

1.2500        
31.8

+0/-.0005       
+0/-.013

1.7500        
44.5

+0/-.0005       
+0/-.013

1.000     
25.40

1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 9600 9,020    

40,121
13,100    
58,269

.27              

.12 MR 20 N MI 16 N MS 500072-10 1.0000        
25.410

+0/-.0005       
+0/-.013

1.249        
31.7

+0/-.0006       
+0/-.015

1.010        
25.7

.13            
3.2

.40            
10.2

1.0005        
25.423

0.9996        
25.402

+0/-.0005       
+0/-.013

.13            

.06
MR 20  SS, S,  

RS,  SRS,  RSS 1.250     
31.75

1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 3050 9,020    

40,121
13,100    
58,269

.34              

.15
MR 20 SS, S,  
RS, SRS, RSS

MI 16
 1.0000        

25.410
+0/-.0005       
+0/-.013

1.249        
31.7

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.40            
10

1.001        
25.4

1.000        
25.4

+0/-.0005       
+0/-.013

.16            

.07

MR 20 MS 51961-15 1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 9600 11,300    

50,262
17,500    
77,840

.34              

.15 MR 20 MS 500072-11 1.0000        
25.410

+0/-.0005       
+0/-.013

1.249        
31.7

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.40            
10

1.001        
25.4

1.000        
25.4

+0/-.0005       
+0/-.013

.16            

.07
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LUBRICATION
GROOVEHD

i

BD1

W1

R

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. d D W

Housing Bore Diameter

HD Ro
 Limiting 

Speed 
 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & 
Roller 

Assembly 
Weight

Part No.

Military No.

B D1 W1 HD Ri
Recommended Shaft Diameter 

with inner ring
Inner 

Weight

McGill Outer 
Ring & Roller 

Assembly
Military No.

Shaft Diameter Outside 
Diameter Width

Radial 
Lub.  
Hole 

Diameter

Max Hsg 
Radius to 

Clear
McGill Outer 
Ring & Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial 

Lub. Hole 
Diameter

Max Shaft 
Radius to 

Clear

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

MR 10 N MS 51961-1
MS 51961-1

.6250        
15.9

+0/-.0005       
+0/-.013

1.1250        
28.6

+0/-.0005       
+0/-.013

.750     
19.05

1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 19250 4,320    

19,215
4,300    
19,126

.12              

.05
MR 10 N

MI 6 N MS 500072-1 .3750        
9.529

+0/-.0004       
+0/-.010

.6245        
15.9

+0/-.0004       
+0/-.010

.760        
19.3

.09            
2.4

.25            
6.4

.3755        
9.541

.3747        
9.521

+0/-.0005       
+0/-.013

.05            

.02
1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 19250 4,320    

19,215
4,300    
19,126

.12              

.05 MI 7 N

 

.4375        
11.117

+0/-.0004       
+0/-.010

.6245        
15.9

+0/-.0004       
+0/-.010

.760        
19.3

.09            
2.4

.25            
6.4

.4380        
11.130

.4372        
11.109

+0/-.0005       
+0/-.013

.04            

.02
MR 10 SS, S, 
RS, SRS, RSS 1.000     

25.40

1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 6100 4,320    

19,215
4,300    
19,126

.15              

.07
MR 10 SS, S,  
RS, SRS, RSS

MI 6

.3750        
9.529

+0/-.0004       
+0/-.010

.6245        
15.9

+0/-.0004       
+0/-.010

1.010        
25.7

.09            
2.4

.25            
6.4

.3755        
9.541

.3747          
9.521

+0/-.0005       
+0/-.013

.05            

.02

MR 10 1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 19250 5,930    

26,377
6,500    
28,912

.15              

.07 MR 10 .3750        
9.529

+0/-.0004       
+0/-.010

.6245        
15.9

+0/-.0004       
+0/-.010

1.010        
25.7

.09            
2.4

.25            
6.4

.3755        
9.541

.3747          
9.521

+0/-.0005       
+0/-.013

.05            

.02

MR 12 N MS 51961-2
MS 51961-2

.7500        
19.1

+0/-.0005       
+0/-.013

1.2500        
31.8

+0/-.0005       
+0/-.013

.750     
19.05

1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 16000 4,990    

22,196
5,400    
24,019

.14             

.06
MR 12 N

MI 8 N MS 500072-2 .5000        
12.705

+0/-.0004       
+0/-.010

.7493        
19.0

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.5005        
12.718

.4997        
12.697

+0/-.0005       
+0/-.013

.04            

.02
1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 16000 4,990    

22,196
5,400    
24,019

.14             

.06 MI 9 N  .5625        
14.293

+0/-.0004       
+0/-.010

.7493        
19.0

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.5630        
14.306

.5623        
14.286

+0/-.0005       
+0/-.013

.04            

.02
MR 12 SS, S,  
RS, SRS, RSS 1.000     

25.40

1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 5100 4,990    

22,196
5,400    
24,019

.17              

.08
MR 12 SS, S,  
RS, SRS, RSS

MI 8 MS 500072-3

.5000        
12.705

+0/-.0004       
+0/-.010

.7493        
19.0

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.5005        
12.718

.4997          
12.697

+0/-.0005       
+0/-.013

.06            

.03

MR 12 MS 51961-3 1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 16000 6,830    

30,380
8,100    
36,029

.17              

.08 MR 12 .5000        
12.705

+0/-.0004       
+0/-.010

.7493        
19.0

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.5005        
12.718

.4997          
12.697

+0/-.0005       
+0/-.013

.06            

.03

MR 14 N MS 51961-5
MS 51961-5

.8750        
22.2

+0/-.0005       
+0/-.013

1.3750        
34.9

+0/-.0005       
+0/-.013

.750     
19.05

1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 13750 5,280    

23,485
6,000    
26,688

.16              

.07
MR 14 N

MI 10 N MS 500072-4 .6250        
15.881

+0/-.0004       
+0/-.010

.8743        
22.2

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.6255        
15.894

.6247          
15.874

+0/-.0005       
+0/-.013

.06            

.03
1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 13750 5,280    

23,485
6,000    
26,688

.16              

.07 MI 11 N

 

.6875        
17.469

+0/-.0004       
+0/-.010

.8743        
22.2

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.6880        
17.482

.6872          
17.462

+0/-.0005       
+0/-.013

.05            

.02
MR 14  SS, S,  
RS, SRS, RSS 1.000     

25.40

1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 4400 5,280    

23,485
6,000    
26,688

.21              

.09
MR 14 SS, S,  
RS, SRS, RSS

MI 10

.6250        
15.881

+0/-.0004       
+0/-.010

.8743        
22.2

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.6255        
15.894

.6247          
15.874

+0/-.0005       
+0/-.013

.08            

.04

MR 14 MS 51961-6 1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 13750 7,240    

32,204
9,000    
40,032

.21              

.09 MR 14 .6250        
15.881

+0/-.0004       
+0/-.010

.8743        
22.2

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.6255        
15.894

.6247          
15.874

+0/-.0005       
+0/-.013

.08            

.04

MR 16 N MS 51961-8
MS 51961-8

1.0000        
25.4

+0/-.0005       
+0/-.013

1.5000        
38.1

+0/-.0005       
+0/-.013

.750     
19.05

1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 12000 5,840    

25,976
7,100    
31,581

.20              

.09
MR 16 N

MI 12 N MS 500072-5 .7500        
19.058

+0/-.0004       
+0/-.010

.9993        
25.4

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.7505        
19.070

.7497          
19.050

+0/-.0005       
+0/-.013

.07            

.03
1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 12000 5,840    

25,976
7,100    
31,581

.20              

.09 MI 13 N MS 500072-6 .8125        
20.646

+0/-.0005       
+0/-.013

.9993        
25.4

+0/-.0005       
+0/-.013

.760        
19.3

.13            
3.2

.40            
10.2

.8130        
20.658

.8121          
20.638

+0/-.0005       
+0/-.013

.07            

.03
MR 16 SS, S,  
RS, SRS, RSS 1.000     

25.40

1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 3800 5,840    

25,976
7,100    
31,581

.23              

.10
MR 16 SS, S,  
RS, SRS, RSS MI 12  .7500        

19.058
+0/-.0004       
+0/-.010

.9993        
25.4

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.7505        
19.070

.7497          
19.050

+0/-.0005       
+0/-.013

.10            

.05

MR 16 MS 51961-9 1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 12000 8,000    

35,584
10,600    
47,149

.23              

.10 MR 16 MI 13 MS 500072-7 .8125        
20.646

+0/-.0005       
+0/-.013

.9993        
25.4

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.8130        
20.658

.8121          
20.638

+0/-.0005       
+0/-.013

.11            

.05

MR 18 N MS 51961-11
MS 51961-11

1.1250        
28.6

+0/-.0005       
+0/-.013

1.6250        
41.3

+0/-.0005       
+0/-.013

.750     
19.05

1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 10700 8,720    

38,787
12,200    
54,266

.24              

.11
MR 18 N

MI 14 N MS 500072-8 .8750        
22.234

+0/-.0005       
+0/-.013

1.124        
28.6

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.8755        
22.246

.8746          
22.226

+0/-.0005       
+0/-.013

.11            

.05
1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 10700 8,720    

38,787
12,200    
54,266

.24              

.11 MI 15 N MS 500072-9 .9375        
23.822

+0/-.0005       
+0/-.013

1.124        
28.6

+0/-.0005       
+0/-.013

1.010        
25.7

.13            
3.2

.40            
10.2

.9380        
23.835

.9371          
23.814

+0/-.0005       
+0/-.013

.11            

.05
MR 18  SS, S,  

RS,  SRS,  RSS 1.000     
25.40

1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 3400 8,720    

38,787
12,200    
54,266

.32              

.15
MR 18 SS, S,  
RS, SRS, RSS

MI 14  

.8750        
22.234

+0/-.0005       
+0/-.013

1.124        
28.6

+0/-.0005       
+0/-.013

1.260        
32.0

.13            
3.2

.40            
10.2

.8755        
22.246

.8746          
22.226

+0/-.0005       
+0/-.013

.13            

.06

MR 18 MS 51961-12 1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 10700 10,900    

48,483
16,300    
72,502

.32              

.15 MR 18 .8750        
22.234

+0/-.0005       
+0/-.013

1.124        
28.6

+0/-.0005       
+0/-.013

1.260        
32.0

.13            
3.2

.40            
10.2

.8755        
22.246

.8746          
22.226

+0/-.0005       
+0/-.013

.13            

.06

MR 20 N MS 51961-14

1.2500        
31.8

+0/-.0005       
+0/-.013

1.7500        
44.5

+0/-.0005       
+0/-.013

1.000     
25.40

1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 9600 9,020    

40,121
13,100    
58,269

.27              

.12 MR 20 N MI 16 N MS 500072-10 1.0000        
25.410

+0/-.0005       
+0/-.013

1.249        
31.7

+0/-.0006       
+0/-.015

1.010        
25.7

.13            
3.2

.40            
10.2

1.0005        
25.423

0.9996        
25.402

+0/-.0005       
+0/-.013

.13            

.06
MR 20  SS, S,  

RS,  SRS,  RSS 1.250     
31.75

1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 3050 9,020    

40,121
13,100    
58,269

.34              

.15
MR 20 SS, S,  
RS, SRS, RSS

MI 16
 1.0000        

25.410
+0/-.0005       
+0/-.013

1.249        
31.7

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.40            
10

1.001        
25.4

1.000        
25.4

+0/-.0005       
+0/-.013

.16            

.07

MR 20 MS 51961-15 1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 9600 11,300    

50,262
17,500    
77,840

.34              

.15 MR 20 MS 500072-11 1.0000        
25.410

+0/-.0005       
+0/-.013

1.249        
31.7

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.40            
10

1.001        
25.4

1.000        
25.4

+0/-.0005       
+0/-.013

.16            

.07
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MR SERIES (continued)

o

HD

LUBRICATION
GROOVE

D d

W

R

Basic Construction Type: Machined Race With Optional 
Separable Inner Ring

Rolling Elements: Cage Guided Precision  
Needles

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip

Lubrication: Sealed Bearings: Lithium Soap 
Grease NLGI #1 Unsealed 
Bearings: Rust Preventative

Metric dimensions for reference only. 
For sealed bearings, Outside diameter may be slightly oversize due to seal press fit. 
For DS matching as DS suffix to part number
* For bearing properly filled with #1 grease reduce speed by 50%

Part No. d D W

Housing Bore Diameter

HD Ro
 Limiting 

Speed 
 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & 
Roller 

Assembly 
Weight

Part No.

Military No.

B D1 W1 HD Ri
Recommended Shaft Diameter 

with inner ring
Inner 

Weight

McGill Outer 
Ring & Roller 

Assembly
Military No.

Shaft Diameter Outside 
Diameter Width

Radial 
Lub.  
Hole 

Diameter

Max Hsg 
Radius to 

Clear
McGill Outer 
Ring & Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial 

Lub. Hole 
Diameter

Max Shaft 
Radius to 

Clear

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

MR 22 N MS 51961-18

1.3750        
34.9

+0/-.0005       
+0/-.013

1.8750        
47.6

+0/-.0006       
+0/-.015

1.000     
25.40

1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 8750 9,640    

42,879
14,700    
65,386

.31              

.14 MR 22 N MI 18 N MS 500072-12 1.1250        
28.586

+0/-.0005       
+0/-.013

1.374        
34.9

+0/-.0006       
+0/-.015

1.010        
25.7

.13            
3.2

.40            
10.2

1.1255        
28.599

1.1246        
28.579

+0/-.0005       
+0/-.013

.14            

.06
MR 22 SS, S,  
RS, SRS, RSS 1.250     

31.75

1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 2800 9,640    

42,879
14,700    
65,386

.36              

.16
MR 22 SS, S,  
RS, SRS, RSS MI 17  1.0625        

26.998
+0/-.0005       
+0/-.013

1.374        
34.9

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.40            
10

1.0630        
27.011

1.0621        
26.991

+0/-.0005       
+0/-.013

.16            

.07

MR 22 MS 51961-19 1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 8750 12,100    

53,821
19,700    
87,626

.36              

.16 MR 22 MI 18 MS 500072-13 1.1250        
28.586

+0/-.0005       
+0/-.013

1.374        
34.9

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.40            
10

1.1255        
28.599

1.1246        
28.579

+0/-.0005       
+0/-.013

.17            

.08

MR 24 N MS 51961-21

1.5000        
38.1

+0/-.0005       
+0/-.013

2.0625        
52.4

+0/-.0006       
+0/-.015

1.000     
25.40

2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 8000 10,300    

45,814
15,500    
68,944

.41              

.19 MR 24 N MI 20 N MS 500072-15 1.2500        
31.763

+0/-.0005       
+0/-.013

1.499        
38.1

+0/-.0006       
+0/-.015

1.010        
25.7

.13            
3.2

.06            
1.5

1.2505        
31.775

1.2496        
31.755

+0/-.0005       
+0/-.013

.19            

.09
MR 24 SS, S,  
RS, SRS, RSS 1.250     

31.75

2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2500 10,300    

45,814
15,500    
68,944

.47              

.21
MR 24 SS, S,  
RS, SRS, RSS MI 19 MS 500072-16 1.250        

31.8
+0/-.0005       
+0/-.013

1.499        
38.1

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

.06            
1.5

1.2505        
31.775

1.2497        
31.755

+0/-.0005       
+0/-.013

.24            

.11

MR 24 MS 51961-22 2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 8000 13,000    

57,824
20,800    
92,518

.47              

.21 MI 20 MS 500072-14 1.1875        
30.174

+0/-.0005       
+0/-.013

1.499        
38.1

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

.06            
1.5

1.1880        
30.187

1.1871       
30.167

+0/-.0005       
+0/-.013

.22            

.09

MR 26 N MS 51961-24

1.6250        
41.3

+0/-.0005       
+0/-.013

2.1875        
55.6

+0/-.0006       
+0/-.015

1.000     
25.40

2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 7400 10,600    

47,149
16,400    
72,947

.46              

.21 MR 26 N MI 21 N MS 500072-17 1.3125        
33.351

+0/-.0005       
+0/-.013

1.624        
41.3

+0/-.0006       
+0/-.015

1.010        
25.7

.13            
3.2

.06            
1.5

1.3130        
33.363

1.3121        
33.343

+0/-.0005       
+0/-.013

.20            

.09
MR 26 SS, S,  
RS, SRS, RSS 1.250     

31.75

2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2350 10,600    

47,149
16,400    
72,947

.51              

.23
MR 26 SS, S,  
RS, SRS, RSS MI 21  1.3125        

33.351
+0/-.0005       
+0/-.013

1.624        
41.3

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.06            
2

1.3130        
33.363

1.3122        
33.343

+0/-.0005       
+0/-.013

.26            

.12

MR 26 MS 51961-25 2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 7400 13,300    

59,158
22,100    
98,301

.51              

.23 MR 26 MI 22 4S MS 500072-18 1.3750        
34.939

+0/-.0005       
+0/-.013

1.624        
41.3

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.06            
2

1.3755        
34.951

1.3746        
34.931

+0/-.0005       
+0/-.013

.20            

.09

MR 28 N MS 51961-27

1.7500        
44.5

+0/-.0005       
+0/-.013

2.3125        
58.8

+0/-.0006       
+0/-.015

1.000     
25.40

2.3121                   
58.750

2.3132                   
58.778

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6850 11,200    

49,818
18,100    
80,509

.47              

.21 MR 28 N MI 24 N MS 500072-21 1.5000        
38.115

+0/-.0005       
+0/-.013

1.749        
44.4

+0/-.0006       
+0/-.015

1.010        
25.7

.13            
3.2

.06            
1.5

1.5005        
38.128

1.4996        
38.107

+0/-.0005       
+0/-.013

.22            

.09
MR 28 SS, S,  
RS, SRS, RSS

1.250     
31.75

2.3121                   
59

2.3132                   
59

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2200 11,200    

49,818
18,100    
80,509

.55              

.25
MR 28 SS, S,  
RS, SRS, RSS

MI 22 MS 500072-19 1.3750        
34.939

+0/-.0005       
+0/-.013

1.749        
44.4

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

.06            
1.5

1.3755        
34.951

1.3746        
34.931

+0/-.0005       
+0/-.013

.26            

.12

MR 28 MS 51961-28
MS 51961-28

2.3121                   
59

2.3132                   
59

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6850 14,100    

62,717
24,400    

108,531
.55              
.25 MI 23 MS 500072-20 1.4375        

36.527
+0/-.0005       
+0/-.013

1.749        
44.4

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

.06            
1.5

1.4380        
36.540

1.4371        
36.519

+0/-.0005       
+0/-.013

.27            

.12
2.3121                   

59
2.3132                   

59
+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6850 14,100    

62,717
24,400    

108,531
.55              
.25 MI 24 MS 500072-22 1.5000        

38.115
+0/-.0005       
+0/-.013

1.749        
44.4

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

.06            
1.5

1.5005        
38.128

1.4996        
38.107

+0/-.0005       
+0/-.013

.22            

.09
MR 30 SS, S,  
RS, SRS, RSS 1.8750        

47.6
+0/-.0005       
+0/-.013

2.4375        
61.9

+0/-.0006       
+0/-.015

1.250     
31.75

2.4371                   
61.927

2.4382                   
61.955

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2040 11,400    

50,707
19,000    
84,512

.59              

.27
MR 30 SS, S,  
RS, SRS, RSS

MI 25 4S

1.5625        
39.703

+0/-.0005       
+0/-.013

1.874        
47.6

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

0.06            
2

1.5630        
39.716

1.5621        
39.696

+0/-.0005       
+0/-.013

.27            

.12

MR 30 MS 51961-29 2.4371                   
62

2.4382                   
62

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6400 14,400    

64,051
25,600    
113,869

.59              

.27 MR 30 1.5625        
39.703

+0/-.0005       
+0/-.013

1.874        
47.6

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

0.06            
2

1.5630        
39.716

1.5621        
39.696

+0/-.0005       
+0/-.013

.27            

.12

MR 31  1.9375        
49.2

+0/-.0005       
+0/-.013

2.5000        
63.5

+0/-.0006       
+0/-.015

1.250     
31.75

2.4996                   
63.515

2.5007                   
63.543

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6200 12,400    

55,155
22,400    
99,635

.60              

.27 MR 31 MI 26 2S  1.6250        
41.291

+0/-.0005       
+0/-.013

1.936        
49.2

+0/-.0007       
+0/-.018

1.260        
32.0

.13            
3.2

.06            
1.5

1.6255        
41.304

1.6246        
41.284

+0/-.0005       
+0/-.013

.30            

.14

MR 32 N
 

2.0000        
50.8

+0/-.0005       
+0/-.013

2.5625        
65.1

+0/-.0006       
+0/-.015

1.000     
25.40

2.5621                   
65.103

2.5632                   
65.131

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6000 12,000    

53,376
20,700    
92,074

.55              

.25 MR 32 N MI 26 N
 

1.6250        
41.291

+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.010        
25.7

.13            
3.2

.06            
1.5

1.6255        
41.304

1.6246        
41.284

+0/-.0005       
+0/-.013

.30            

.14
MR 32 SS, S,  
RS, SRS, RSS

1.250     
31.75

2.5621                   
65

2.5632                   
65

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 1900 12,000    

53,376
20,700    
92,074

.61            

.28
MR 32 SS, S,  
RS, SRS, RSS MI 25 1.5625        

39.703
+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.260        
32.0

.13            
3.2

.06            
1.5

1.5630        
39.716

1.5621        
39.696

+0/-.0005       
+0/-.013

.30            

.14

MR 32 MS 51961-30
MS 51961-30

2.5621                   
65

2.5632                   
65

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6000 15,200    

67,610
27,900    

124,099
.61            
.28

MR 32
MI 26 MS 500072-23 1.6250        

41.291
+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.260        
32.0

.13            
3.2

.06            
1.5

1.6255        
41.304

1.6246        
41.284

+0/-.0005       
+0/-.013

.38            

.17
2.5621                   

65
2.5632                   

65
+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6000 15,200    

67,610
27,900    

124,099
.61            
.28 MI 27  1.6875        

42.879
+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.260        
32.0

.13            
3.2

.06            
1.5

1.6880        
42.892

1.6871        
42.872

+0/-.0005       
+0/-.013

.32            

.15

MR 36 N MS 51961-31

2.2500        
57.2

+0/-.0005       
+0/-.013

3.0000        
76.2

+0/-.0006       
+0/-.015

1.500     
38.10

2.9996                   
76.220

3.0007                   
76.248

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 5350 22,400    

99,635
39,100    

173,917
1.13              
.51 MR 36 N MI 28 N MS 500072-24 1.7500        

44.468
+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.510        
38.4

.19            
4.8

.06            
1.5

1.7505        
44.480

1.7496        
44.460

+0/-.0005       
+0/-.013

.63            

.29
MR 36 SS, S,  
RS, SRS, RSS 1.750     

44.45

2.9996                   
76

3.0007                   
76

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 1700 22,400    

99,635
39,100    

173,917
1.32              
.59 MR 36 SS, S,  

RS, SRS, RSS

MI 28 MS 500072-25 1.750        
44.5

+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

0.19            
5

0.06            
2

1.7505        
44.480

1.7497        
44.460

+0/-.0005       
+0/-.013

.74            

.34

MR 36 MS 51961-32 2.9996                   
76

3.0007                   
76

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 5350 26,000    

115,648
47,400    

210,835
1.32              
.59 MI 30  1.8750        

47.644
+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

0.19            
5

0.06            
2

1.8755        
47.656

1.8746        
47.636

+0/-.0005       
+0/-.013

.85            

.39
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MR SERIES (continued)

LUBRICATION
GROOVEHD

i

BD1

W1

R

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. d D W

Housing Bore Diameter

HD Ro
 Limiting 

Speed 
 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & 
Roller 

Assembly 
Weight

Part No.

Military No.

B D1 W1 HD Ri
Recommended Shaft Diameter 

with inner ring
Inner 

Weight

McGill Outer 
Ring & Roller 

Assembly
Military No.

Shaft Diameter Outside 
Diameter Width

Radial 
Lub.  
Hole 

Diameter

Max Hsg 
Radius to 

Clear
McGill Outer 
Ring & Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial 

Lub. Hole 
Diameter

Max Shaft 
Radius to 

Clear

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

MR 22 N MS 51961-18

1.3750        
34.9

+0/-.0005       
+0/-.013

1.8750        
47.6

+0/-.0006       
+0/-.015

1.000     
25.40

1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 8750 9,640    

42,879
14,700    
65,386

.31              

.14 MR 22 N MI 18 N MS 500072-12 1.1250        
28.586

+0/-.0005       
+0/-.013

1.374        
34.9

+0/-.0006       
+0/-.015

1.010        
25.7

.13            
3.2

.40            
10.2

1.1255        
28.599

1.1246        
28.579

+0/-.0005       
+0/-.013

.14            

.06
MR 22 SS, S,  
RS, SRS, RSS 1.250     

31.75

1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 2800 9,640    

42,879
14,700    
65,386

.36              

.16
MR 22 SS, S,  
RS, SRS, RSS MI 17  1.0625        

26.998
+0/-.0005       
+0/-.013

1.374        
34.9

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.40            
10

1.0630        
27.011

1.0621        
26.991

+0/-.0005       
+0/-.013

.16            

.07

MR 22 MS 51961-19 1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 8750 12,100    

53,821
19,700    
87,626

.36              

.16 MR 22 MI 18 MS 500072-13 1.1250        
28.586

+0/-.0005       
+0/-.013

1.374        
34.9

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.40            
10

1.1255        
28.599

1.1246        
28.579

+0/-.0005       
+0/-.013

.17            

.08

MR 24 N MS 51961-21

1.5000        
38.1

+0/-.0005       
+0/-.013

2.0625        
52.4

+0/-.0006       
+0/-.015

1.000     
25.40

2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 8000 10,300    

45,814
15,500    
68,944

.41              

.19 MR 24 N MI 20 N MS 500072-15 1.2500        
31.763

+0/-.0005       
+0/-.013

1.499        
38.1

+0/-.0006       
+0/-.015

1.010        
25.7

.13            
3.2

.06            
1.5

1.2505        
31.775

1.2496        
31.755

+0/-.0005       
+0/-.013

.19            

.09
MR 24 SS, S,  
RS, SRS, RSS 1.250     

31.75

2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2500 10,300    

45,814
15,500    
68,944

.47              

.21
MR 24 SS, S,  
RS, SRS, RSS MI 19 MS 500072-16 1.250        

31.8
+0/-.0005       
+0/-.013

1.499        
38.1

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

.06            
1.5

1.2505        
31.775

1.2497        
31.755

+0/-.0005       
+0/-.013

.24            

.11

MR 24 MS 51961-22 2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 8000 13,000    

57,824
20,800    
92,518

.47              

.21 MI 20 MS 500072-14 1.1875        
30.174

+0/-.0005       
+0/-.013

1.499        
38.1

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

.06            
1.5

1.1880        
30.187

1.1871       
30.167

+0/-.0005       
+0/-.013

.22            

.09

MR 26 N MS 51961-24

1.6250        
41.3

+0/-.0005       
+0/-.013

2.1875        
55.6

+0/-.0006       
+0/-.015

1.000     
25.40

2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 7400 10,600    

47,149
16,400    
72,947

.46              

.21 MR 26 N MI 21 N MS 500072-17 1.3125        
33.351

+0/-.0005       
+0/-.013

1.624        
41.3

+0/-.0006       
+0/-.015

1.010        
25.7

.13            
3.2

.06            
1.5

1.3130        
33.363

1.3121        
33.343

+0/-.0005       
+0/-.013

.20            

.09
MR 26 SS, S,  
RS, SRS, RSS 1.250     

31.75

2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2350 10,600    

47,149
16,400    
72,947

.51              

.23
MR 26 SS, S,  
RS, SRS, RSS MI 21  1.3125        

33.351
+0/-.0005       
+0/-.013

1.624        
41.3

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.06            
2

1.3130        
33.363

1.3122        
33.343

+0/-.0005       
+0/-.013

.26            

.12

MR 26 MS 51961-25 2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 7400 13,300    

59,158
22,100    
98,301

.51              

.23 MR 26 MI 22 4S MS 500072-18 1.3750        
34.939

+0/-.0005       
+0/-.013

1.624        
41.3

+0/-.0006       
+0/-.015

1.260        
32.0

0.13            
3

0.06            
2

1.3755        
34.951

1.3746        
34.931

+0/-.0005       
+0/-.013

.20            

.09

MR 28 N MS 51961-27

1.7500        
44.5

+0/-.0005       
+0/-.013

2.3125        
58.8

+0/-.0006       
+0/-.015

1.000     
25.40

2.3121                   
58.750

2.3132                   
58.778

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6850 11,200    

49,818
18,100    
80,509

.47              

.21 MR 28 N MI 24 N MS 500072-21 1.5000        
38.115

+0/-.0005       
+0/-.013

1.749        
44.4

+0/-.0006       
+0/-.015

1.010        
25.7

.13            
3.2

.06            
1.5

1.5005        
38.128

1.4996        
38.107

+0/-.0005       
+0/-.013

.22            

.09
MR 28 SS, S,  
RS, SRS, RSS

1.250     
31.75

2.3121                   
59

2.3132                   
59

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2200 11,200    

49,818
18,100    
80,509

.55              

.25
MR 28 SS, S,  
RS, SRS, RSS

MI 22 MS 500072-19 1.3750        
34.939

+0/-.0005       
+0/-.013

1.749        
44.4

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

.06            
1.5

1.3755        
34.951

1.3746        
34.931

+0/-.0005       
+0/-.013

.26            

.12

MR 28 MS 51961-28
MS 51961-28

2.3121                   
59

2.3132                   
59

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6850 14,100    

62,717
24,400    
108,531

.55              

.25 MI 23 MS 500072-20 1.4375        
36.527

+0/-.0005       
+0/-.013

1.749        
44.4

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

.06            
1.5

1.4380        
36.540

1.4371        
36.519

+0/-.0005       
+0/-.013

.27            

.12
2.3121                   

59
2.3132                   

59
+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6850 14,100    

62,717
24,400    
108,531

.55              

.25 MI 24 MS 500072-22 1.5000        
38.115

+0/-.0005       
+0/-.013

1.749        
44.4

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

.06            
1.5

1.5005        
38.128

1.4996        
38.107

+0/-.0005       
+0/-.013

.22            

.09
MR 30 SS, S,  
RS, SRS, RSS 1.8750        

47.6
+0/-.0005       
+0/-.013

2.4375        
61.9

+0/-.0006       
+0/-.015

1.250     
31.75

2.4371                   
61.927

2.4382                   
61.955

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2040 11,400    

50,707
19,000    
84,512

.59              

.27
MR 30 SS, S,  
RS, SRS, RSS

MI 25 4S

1.5625        
39.703

+0/-.0005       
+0/-.013

1.874        
47.6

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

0.06            
2

1.5630        
39.716

1.5621        
39.696

+0/-.0005       
+0/-.013

.27            

.12

MR 30 MS 51961-29 2.4371                   
62

2.4382                   
62

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6400 14,400    

64,051
25,600    
113,869

.59              

.27 MR 30 1.5625        
39.703

+0/-.0005       
+0/-.013

1.874        
47.6

+0/-.0006       
+0/-.015

1.260        
32.0

.13            
3.2

0.06            
2

1.5630        
39.716

1.5621        
39.696

+0/-.0005       
+0/-.013

.27            

.12

MR 31  1.9375        
49.2

+0/-.0005       
+0/-.013

2.5000        
63.5

+0/-.0006       
+0/-.015

1.250     
31.75

2.4996                   
63.515

2.5007                   
63.543

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6200 12,400    

55,155
22,400    
99,635

.60              

.27 MR 31 MI 26 2S  1.6250        
41.291

+0/-.0005       
+0/-.013

1.936        
49.2

+0/-.0007       
+0/-.018

1.260        
32.0

.13            
3.2

.06            
1.5

1.6255        
41.304

1.6246        
41.284

+0/-.0005       
+0/-.013

.30            

.14

MR 32 N
 

2.0000        
50.8

+0/-.0005       
+0/-.013

2.5625        
65.1

+0/-.0006       
+0/-.015

1.000     
25.40

2.5621                   
65.103

2.5632                   
65.131

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6000 12,000    

53,376
20,700    
92,074

.55              

.25 MR 32 N MI 26 N
 

1.6250        
41.291

+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.010        
25.7

.13            
3.2

.06            
1.5

1.6255        
41.304

1.6246        
41.284

+0/-.0005       
+0/-.013

.30            

.14
MR 32 SS, S,  
RS, SRS, RSS

1.250     
31.75

2.5621                   
65

2.5632                   
65

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 1900 12,000    

53,376
20,700    
92,074

.61            

.28
MR 32 SS, S,  
RS, SRS, RSS MI 25 1.5625        

39.703
+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.260        
32.0

.13            
3.2

.06            
1.5

1.5630        
39.716

1.5621        
39.696

+0/-.0005       
+0/-.013

.30            

.14

MR 32 MS 51961-30
MS 51961-30

2.5621                   
65

2.5632                   
65

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6000 15,200    

67,610
27,900    
124,099

.61            

.28
MR 32

MI 26 MS 500072-23 1.6250        
41.291

+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.260        
32.0

.13            
3.2

.06            
1.5

1.6255        
41.304

1.6246        
41.284

+0/-.0005       
+0/-.013

.38            

.17
2.5621                   

65
2.5632                   

65
+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 6000 15,200    

67,610
27,900    
124,099

.61            

.28 MI 27  1.6875        
42.879

+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.260        
32.0

.13            
3.2

.06            
1.5

1.6880        
42.892

1.6871        
42.872

+0/-.0005       
+0/-.013

.32            

.15

MR 36 N MS 51961-31

2.2500        
57.2

+0/-.0005       
+0/-.013

3.0000        
76.2

+0/-.0006       
+0/-.015

1.500     
38.10

2.9996                   
76.220

3.0007                   
76.248

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 5350 22,400    

99,635
39,100    
173,917

1.13              
.51 MR 36 N MI 28 N MS 500072-24 1.7500        

44.468
+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.510        
38.4

.19            
4.8

.06            
1.5

1.7505        
44.480

1.7496        
44.460

+0/-.0005       
+0/-.013

.63            

.29
MR 36 SS, S,  
RS, SRS, RSS 1.750     

44.45

2.9996                   
76

3.0007                   
76

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 1700 22,400    

99,635
39,100    
173,917

1.32              
.59 MR 36 SS, S,  

RS, SRS, RSS

MI 28 MS 500072-25 1.750        
44.5

+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

0.19            
5

0.06            
2

1.7505        
44.480

1.7497        
44.460

+0/-.0005       
+0/-.013

.74            

.34

MR 36 MS 51961-32 2.9996                   
76

3.0007                   
76

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 5350 26,000    

115,648
47,400    
210,835

1.32              
.59 MI 30  1.8750        

47.644
+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

0.19            
5

0.06            
2

1.8755        
47.656

1.8746        
47.636

+0/-.0005       
+0/-.013

.85            

.39
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MR SERIES (continued)

o
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LUBRICATION
GROOVE

D d

W

R

Basic Construction Type: Machined Race With Optional 
Separable Inner Ring

Rolling Elements: Cage Guided Precision  
Needles

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip

Lubrication: Sealed Bearings: Lithium Soap 
Grease NLGI #1 Unsealed 
Bearings: Rust Preventative

For sealed bearings, Outside diameter may be slightly oversize due to seal press fit.  
For DS matching as DS suffix to part number 
* For bearing properly filled with #1 grease reduce speed by 50% 
† Not available from stock. Consult McGill customer service for availability.

Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. d D W

Housing Bore Diameter

HD Ro
 Limiting 

Speed 
 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & 
Roller 

Assembly 
Weight

Part No.

Military No.

B D1 W1 HD Ri
Recommended Shaft Diameter 

with inner ring
Inner 

Weight

McGill Outer 
Ring & Roller 

Assembly
Military No.

Shaft Diameter Outside 
Diameter Width

Radial 
Lub.  
Hole 

Diameter

Max Hsg 
Radius to 

Clear
McGill Outer 
Ring & Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial 

Lub. Hole 
Diameter

Max Shaft 
Radius to 

Clear

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

MR 40 N MS 51961-33

2.5000        
63.5

+0/-.0005       
+0/-.013

3.2500        
82.6

+0/-.0008       
+0/-.020

1.500     
38.10

3.2496                   
82.572

3.2507                   
82.600

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 4800 23,400    

104,083
42,900    

190,819
1.23              
.56 MR 40 N MI 32 N MS 500072-27 2.0000        

50.820
+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.510        
38.4

.19            
4.8

.08            
2.0

2.0005        
50.833

1.9996        
50.812

+0/-.0005       
+0/-.013

.74            

.34
MR 40 SS, S,  
RS, SRS, RSS

1.750     
44.45

3.2496                   
83

3.2507                   
83

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 1530 23,400    

104,083
42,900    

190,819
1.44              
.65

MR 40 SS, S,  
RS, SRS, RSS

MI 31 MS 500072-26 1.9375        
49.232

+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.510        
38.4

.19            
4.8

.08            
2.0

1.9380        
49.245

1.9371        
49.224

+0/-.0005       
+0/-.013

.97            

.44

MR 40 MS 51961-34 3.2496                   
83

3.2507                   
83

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 4800 27,200    

120,986
52,100    

231,741
1.44              
.65 MI 32

 

2.0000        
50.820

+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

.19            
4.8

.08            
2.0

2.0005        
50.833

1.9996        
50.812

+0/-.0005       
+0/-.013

.87            

.39

MR 40 MS 51961-34 3.2496                   
83

3.2507                   
83

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 4800 27,200    

120,986
52,100    

231,741
1.44              
.65 MI 34 2.1250        

53.996
+0/-.0006       
+0/-.015

2.249        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

.19            
4.8

.08            
2.0

2.1258        
54.017

2.1247        
53.989

+0/-.0008       
+0/-.020

1.00            
.45

MR 44 N MS 51961-35

2.7500        
69.9

+0/-.0005       
+0/-.013

3.5000        
88.9

+0/-.0008       
+0/-.020

1.500     
38.10

3.4995                  
89

3.5008                  
89

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 4370 24,500    

108,976
46,700    

207,722
1.36              
.62 MR 44 N MI 36 N MS 500072-29 2.2500        

57.173
+0/-.0006       
+0/-.015

2.749        
69.8

+0/-.0007       
+0/-.018

1.510        
38.4

.19            
4.8

.08            
2.0

2.2508        
57.193

2.2497        
57.165

+0/-.0008       
+0/-.020

.83            

.37
MR 44 SS, S,  
RS, SRS, RSS 1.750     

44.45

3.4995                  
89

3.5008                  
89

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 1390 24,500    

108,976
46,700    

207,722
1.59              
.72 MR 44 SS, S,  

RS, SRS, RSS

MI 35 MS 500072-28 2.1875        
55.584

+0/-.0006       
+0/-.015

2.749        
69.8

+0/-.0007       
+0/-.018

1.510        
38.4

0.19            
5

0.08            
2

2.1883        
55.605

2.1872        
55.577

+0/-.0008       
+0/-.020

1.06            
.48

MR 44 MS 51961-36 3.4995                  
89

3.5008                  
89

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 4370 28,400    

126,323
56,700    

252,202
1.59              
.72 MI 36  2.2500        

57.173
+0/-.0006       
+0/-.015

2.749        
69.8

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.08            
2

2.2508        
57.193

2.2497        
57.165

+0/-.0008       
+0/-.020

.97            

.44

MR 48 N MS 51961-37

3.0000        
76.2

+0/-.0005       
+0/-.013

3.7500        
95.3

+0/-.0008       
+0/-.020

1.500     
38.10

3.7495                   
95.275

3.7508                   
95.308

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 4000 26,100    

116,093
52,300    

232,630
1.53              
.69 MR 48 N MI 40 N MS 500072-31 2.5000        

63.525
+0/-.0006       
+0/-.015

2.9989        
76.202

+0/-.0007       
+0/-.018

1.510        
38.37

.19            
4.8

.08            
2.0

2.5008        
63.545

2.4997        
63.517

+0/-.0008       
+0/-.020

.92            

.43
MR 48 SS, S,  
RS, SRS, RSS

1.750     
44.45

3.7495                   
95

3.7508                   
95

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 1270 26,100    

116,093
52,300    

232,630
1.79              
.77

MR 48 SS, S,  
RS, SRS, RSS

MI 38 MS 500072-30 2.3750        
60.349

+0/-.0006       
+0/-.015

2.9989        
76.202

+0/-.0007       
+0/-.018

1.760        
44.72

.19            
4.8

.08            
2.0

2.3758        
60.369

2.3747        
60.341

+0/-.0008       
+0/-.020

1.28            
.58

MR 48 MS 51961-38
MS 51961-38

3.7495                   
95

3.7508                   
95

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 4000 30,300    

134,774
63,400    

282,003
1.79              
.77 MI 39

 

2.4375        
61.937

+0/-.0006       
+0/-.015

2.9989        
76.202

+0/-.0007       
+0/-.018

1.510        
38.37

.19            
4.8

.08            
2.0

2.4383        
61.957

2.4372        
61.929

+0/-.0008       
+0/-.020

1.05            
.47

3.7495                   
95

3.7508                   
95

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 4000 30,300    

134,774
63,400    

282,003
1.79              
.77 MI 40 2.5000        

63.525
+0/-.0006       
+0/-.015

2.9989        
76.202

+0/-.0007       
+0/-.018

1.760        
44.72

.19            
4.8

.08            
2.0

2.5008        
63.545

2.4997        
63.517

+0/-.0008       
+0/-.020

1.07            
.48

†  MR 52 SS, S, 
RS, SRS, RSS 3.2500        

82.6
+0/-.0005       
+0/-.013

4.2500        
108.0

+0/-.0008       
+0/-.020

1.750     
44.45

4.2495                   
107

4.2508                   
108

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1175 25,100    

111,645
54,300    

241,526
2.64              
1.19

†  MR 52 SS, S, 
RS, SRS, RSS MI 42  2.6250        

66.701
+0/-.0006       
+0/-.015

3.2487        
82.549

+0/-.0009       
+0/-.023

1.760        
44.72

.19            
4.8

0.08            
2

2.6258        
66.722

2.6247        
66.694

+0/-.0008       
+0/-.020

1.12            
.51

MR 52 MS 51961-39 4.2495                   
108

4.2508                   
108

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 3700 29,900    

132,995
64,400    

286,451
2.64              
1.19 MR 52 MI 44 MS 500072-32 2.7500        

69.878
+0/-.0006       
+0/-.015

3.2487        
82.549

+0/-.0009       
+0/-.023

1.760        
44.72

0.19            
5

0.08            
2

2.7508        
69.898

2.7497        
69.870

+0/-.0008       
+0/-.020

1.17            
.53

MR 56 N MS 51961-41

3.5000        
88.9

+0/-.0005       
+0/-.013

4.5000        
114.3

+0/-.0008       
+0/-.020

1.750     
44.45

4.4995                   
114

4.5008                   
114

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 3440 31,300    

139,222
71,600    

318,477
2.88              
1.31 MR 56 N MI 48 N

 

3.0000        
76.230

+0/-.0006       
+0/-.015

3.4987        
88.902

+0/-.0009       
+0/-.023

1.760        
44.72

.25            
6.4

.08            
2.0

3.0008        
76.250

2.9997        
76.222

+0/-.0008       
+0/-.020

1.32            
.59

MR 56 SS, S,  
RS, SRS, RSS

2.000     
50.80

4.4995                   
114

4.5008                   
114

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1090 31,300    

139,222
71,600    

318,477
3.18              
1.44

MR 56 SS, S,  
RS, SRS, RSS MI 46 2.8750        

73.054
+0/-.0006       
+0/-.015

3.4987        
88.902

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.08            
2

2.8758        
73.074

2.8747        
73.046

+0/-.0008       
+0/-.020

1.30           
.59

MR 56 MS 51961-42
MS 51961-42

2.000     
50.80

4.4995                   
114

4.5008                   
114

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 3440 35,900    

159,683
83,500    

371,408
3.18              
1.44

MR 56
MI 47 MS 500072-34 2.9375        

74.642
+0/-.0006       
+0/-.015

3.4987        
88.902

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.08            
2

2.9383        
74.662

2.9372        
74.634

+0/-.0008       
+0/-.020

1.58            
.72

4.4995                   
114

4.5008                   
114

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 3440 35,900    

159,683
83,500    

371,408
3.18              
1.44 MI 48  3.0000        

76.230
+0/-.0006       
+0/-.015

3.4987        
88.902

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.08            
2

3.0008        
76.250

2.9997        
76.222

+0/-.0008       
+0/-.020

1.43            
.65

†  MR 60 SS, S, 
RS, SRS, RSS 3.7500        

95.3
+0/-.0005       
+0/-.013

4.7500        
120.7

+0/-.0008       
+0/-.020

2.000     
50.80

4.7495                   
121

4.7508                   
121

+0/-.0010       
+0/-.025

.19                   
5

0.10                   
3 1020 31,600    

140,557
74,700    

332,266
3.38              
1.53 †  MR 60 SS, S, 

RS, SRS, RSS

MI 50 MS 500072-35 3.1250        
79.406

+0/-.0006       
+0/-.015

3.7487        
95.254

+0/-.0009       
+0/-.023

2.010        
51.07

.25            
6.4

.10            
2.5

3.1260        
79.432

3.1246        
79.396

+0/-.0010       
+0/-.025

1.88            
.85

MR 60 MS 51961-43 4.7495                   
121

4.7508                   
121

+0/-.0010       
+0/-.025

.19                   
5

0.10                   
3 3200 36,500    

162,352
87,100    

387,421
3.38              
1.53 MI 52 MS 500072-36 3.2500        

82.583
+0/-.0006       
+0/-.015

3.7487        
95.254

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6.4

0.10            
2.5

3.2510        
82.608

3.2496        
82.572

+0/-.0010       
+0/-.025

1.52            
.69

†  MR 64 SS, S, 
RS, SRS, RSS 4.0000        

101.6
+0/-.0007       
+0/-.018

5.0000        
127.1

+0/-.0010       
+0/-.025

2.000     
50.80

4.9999                   
127

5.0011                   
127

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 950 32,000    

142,336
80,400    

357,619
3.56             
1.61 †  MR 64 SS, S, 

RS, SRS, RSS

MI 54 MS 500072-38 3.3750        
85.759

+0/-.0008       
+0/-.020

3.9985        
101.602

+0/-.0009       
+0/-.023

2.010        
51.07

.25            
6.4

.10            
2.5

3.3760        
85.784

3.3746        
85.749

+0/-.0010       
+0/-.025

2.04            
.93

MR 64 MS 51961-45 4.9999                   
127

5.0011                   
127

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 3000 38,000    

169,024
93,800    

417,222
3.56             
1.61 MI 56  3.5000        

88.935
+0/-.0008       
+0/-.020

3.9985        
101.602

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6.4

0.10            
2.5

3.5010        
88.960

3.4996        
88.925

+0/-.0010       
+0/-.025

1.63            
.74
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LUBRICATION
GROOVE

HD

Ro

MR SERIES (continued)

† Not available from stock. Consult McGill customer service for availability.

LUBRICATION
GROOVEHD

i

BD1

W1

R

Part No. d D W

Housing Bore Diameter

HD Ro
 Limiting 

Speed 
 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & 
Roller 

Assembly 
Weight

Part No.

Military No.

B D1 W1 HD Ri
Recommended Shaft Diameter 

with inner ring
Inner 

Weight

McGill Outer 
Ring & Roller 

Assembly
Military No.

Shaft Diameter Outside 
Diameter Width

Radial 
Lub.  
Hole 

Diameter

Max Hsg 
Radius to 

Clear
McGill Outer 
Ring & Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial 

Lub. Hole 
Diameter

Max Shaft 
Radius to 

Clear

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

MR 40 N MS 51961-33

2.5000        
63.5

+0/-.0005       
+0/-.013

3.2500        
82.6

+0/-.0008       
+0/-.020

1.500     
38.10

3.2496                   
82.572

3.2507                   
82.600

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 4800 23,400    

104,083
42,900    
190,819

1.23              
.56 MR 40 N MI 32 N MS 500072-27 2.0000        

50.820
+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.510        
38.4

.19            
4.8

.08            
2.0

2.0005        
50.833

1.9996        
50.812

+0/-.0005       
+0/-.013

.74            

.34
MR 40 SS, S,  
RS, SRS, RSS

1.750     
44.45

3.2496                   
83

3.2507                   
83

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 1530 23,400    

104,083
42,900    
190,819

1.44              
.65

MR 40 SS, S,  
RS, SRS, RSS

MI 31 MS 500072-26 1.9375        
49.232

+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.510        
38.4

.19            
4.8

.08            
2.0

1.9380        
49.245

1.9371        
49.224

+0/-.0005       
+0/-.013

.97            

.44

MR 40 MS 51961-34 3.2496                   
83

3.2507                   
83

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 4800 27,200    

120,986
52,100    
231,741

1.44              
.65 MI 32

 

2.0000        
50.820

+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

.19            
4.8

.08            
2.0

2.0005        
50.833

1.9996        
50.812

+0/-.0005       
+0/-.013

.87            

.39

MR 40 MS 51961-34 3.2496                   
83

3.2507                   
83

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 4800 27,200    

120,986
52,100    
231,741

1.44              
.65 MI 34 2.1250        

53.996
+0/-.0006       
+0/-.015

2.249        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

.19            
4.8

.08            
2.0

2.1258        
54.017

2.1247        
53.989

+0/-.0008       
+0/-.020

1.00            
.45

MR 44 N MS 51961-35

2.7500        
69.9

+0/-.0005       
+0/-.013

3.5000        
88.9

+0/-.0008       
+0/-.020

1.500     
38.10

3.4995                  
89

3.5008                  
89

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 4370 24,500    

108,976
46,700    
207,722

1.36              
.62 MR 44 N MI 36 N MS 500072-29 2.2500        

57.173
+0/-.0006       
+0/-.015

2.749        
69.8

+0/-.0007       
+0/-.018

1.510        
38.4

.19            
4.8

.08            
2.0

2.2508        
57.193

2.2497        
57.165

+0/-.0008       
+0/-.020

.83            

.37
MR 44 SS, S,  
RS, SRS, RSS 1.750     

44.45

3.4995                  
89

3.5008                  
89

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 1390 24,500    

108,976
46,700    
207,722

1.59              
.72 MR 44 SS, S,  

RS, SRS, RSS

MI 35 MS 500072-28 2.1875        
55.584

+0/-.0006       
+0/-.015

2.749        
69.8

+0/-.0007       
+0/-.018

1.510        
38.4

0.19            
5

0.08            
2

2.1883        
55.605

2.1872        
55.577

+0/-.0008       
+0/-.020

1.06            
.48

MR 44 MS 51961-36 3.4995                  
89

3.5008                  
89

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 4370 28,400    

126,323
56,700    
252,202

1.59              
.72 MI 36  2.2500        

57.173
+0/-.0006       
+0/-.015

2.749        
69.8

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.08            
2

2.2508        
57.193

2.2497        
57.165

+0/-.0008       
+0/-.020

.97            

.44

MR 48 N MS 51961-37

3.0000        
76.2

+0/-.0005       
+0/-.013

3.7500        
95.3

+0/-.0008       
+0/-.020

1.500     
38.10

3.7495                   
95.275

3.7508                   
95.308

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 4000 26,100    

116,093
52,300    
232,630

1.53              
.69 MR 48 N MI 40 N MS 500072-31 2.5000        

63.525
+0/-.0006       
+0/-.015

2.9989        
76.202

+0/-.0007       
+0/-.018

1.510        
38.37

.19            
4.8

.08            
2.0

2.5008        
63.545

2.4997        
63.517

+0/-.0008       
+0/-.020

.92            

.43
MR 48 SS, S,  
RS, SRS, RSS

1.750     
44.45

3.7495                   
95

3.7508                   
95

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 1270 26,100    

116,093
52,300    
232,630

1.79              
.77

MR 48 SS, S,  
RS, SRS, RSS

MI 38 MS 500072-30 2.3750        
60.349

+0/-.0006       
+0/-.015

2.9989        
76.202

+0/-.0007       
+0/-.018

1.760        
44.72

.19            
4.8

.08            
2.0

2.3758        
60.369

2.3747        
60.341

+0/-.0008       
+0/-.020

1.28            
.58

MR 48 MS 51961-38
MS 51961-38

3.7495                   
95

3.7508                   
95

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 4000 30,300    

134,774
63,400    
282,003

1.79              
.77 MI 39

 

2.4375        
61.937

+0/-.0006       
+0/-.015

2.9989        
76.202

+0/-.0007       
+0/-.018

1.510        
38.37

.19            
4.8

.08            
2.0

2.4383        
61.957

2.4372        
61.929

+0/-.0008       
+0/-.020

1.05            
.47

3.7495                   
95

3.7508                   
95

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 4000 30,300    

134,774
63,400    
282,003

1.79              
.77 MI 40 2.5000        

63.525
+0/-.0006       
+0/-.015

2.9989        
76.202

+0/-.0007       
+0/-.018

1.760        
44.72

.19            
4.8

.08            
2.0

2.5008        
63.545

2.4997        
63.517

+0/-.0008       
+0/-.020

1.07            
.48

†  MR 52 SS, S, 
RS, SRS, RSS 3.2500        

82.6
+0/-.0005       
+0/-.013

4.2500        
108.0

+0/-.0008       
+0/-.020

1.750     
44.45

4.2495                   
107

4.2508                   
108

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1175 25,100    

111,645
54,300    
241,526

2.64              
1.19

†  MR 52 SS, S, 
RS, SRS, RSS MI 42  2.6250        

66.701
+0/-.0006       
+0/-.015

3.2487        
82.549

+0/-.0009       
+0/-.023

1.760        
44.72

.19            
4.8

0.08            
2

2.6258        
66.722

2.6247        
66.694

+0/-.0008       
+0/-.020

1.12            
.51

MR 52 MS 51961-39 4.2495                   
108

4.2508                   
108

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 3700 29,900    

132,995
64,400    
286,451

2.64              
1.19 MR 52 MI 44 MS 500072-32 2.7500        

69.878
+0/-.0006       
+0/-.015

3.2487        
82.549

+0/-.0009       
+0/-.023

1.760        
44.72

0.19            
5

0.08            
2

2.7508        
69.898

2.7497        
69.870

+0/-.0008       
+0/-.020

1.17            
.53

MR 56 N MS 51961-41

3.5000        
88.9

+0/-.0005       
+0/-.013

4.5000        
114.3

+0/-.0008       
+0/-.020

1.750     
44.45

4.4995                   
114

4.5008                   
114

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 3440 31,300    

139,222
71,600    
318,477

2.88              
1.31 MR 56 N MI 48 N

 

3.0000        
76.230

+0/-.0006       
+0/-.015

3.4987        
88.902

+0/-.0009       
+0/-.023

1.760        
44.72

.25            
6.4

.08            
2.0

3.0008        
76.250

2.9997        
76.222

+0/-.0008       
+0/-.020

1.32            
.59

MR 56 SS, S,  
RS, SRS, RSS

2.000     
50.80

4.4995                   
114

4.5008                   
114

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1090 31,300    

139,222
71,600    
318,477

3.18              
1.44

MR 56 SS, S,  
RS, SRS, RSS MI 46 2.8750        

73.054
+0/-.0006       
+0/-.015

3.4987        
88.902

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.08            
2

2.8758        
73.074

2.8747        
73.046

+0/-.0008       
+0/-.020

1.30           
.59

MR 56 MS 51961-42
MS 51961-42

2.000     
50.80

4.4995                   
114

4.5008                   
114

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 3440 35,900    

159,683
83,500    
371,408

3.18              
1.44

MR 56
MI 47 MS 500072-34 2.9375        

74.642
+0/-.0006       
+0/-.015

3.4987        
88.902

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.08            
2

2.9383        
74.662

2.9372        
74.634

+0/-.0008       
+0/-.020

1.58            
.72

4.4995                   
114

4.5008                   
114

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 3440 35,900    

159,683
83,500    
371,408

3.18              
1.44 MI 48  3.0000        

76.230
+0/-.0006       
+0/-.015

3.4987        
88.902

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.08            
2

3.0008        
76.250

2.9997        
76.222

+0/-.0008       
+0/-.020

1.43            
.65

†  MR 60 SS, S, 
RS, SRS, RSS 3.7500        

95.3
+0/-.0005       
+0/-.013

4.7500        
120.7

+0/-.0008       
+0/-.020

2.000     
50.80

4.7495                   
121

4.7508                   
121

+0/-.0010       
+0/-.025

.19                   
5

0.10                   
3 1020 31,600    

140,557
74,700    
332,266

3.38              
1.53 †  MR 60 SS, S, 

RS, SRS, RSS

MI 50 MS 500072-35 3.1250        
79.406

+0/-.0006       
+0/-.015

3.7487        
95.254

+0/-.0009       
+0/-.023

2.010        
51.07

.25            
6.4

.10            
2.5

3.1260        
79.432

3.1246        
79.396

+0/-.0010       
+0/-.025

1.88            
.85

MR 60 MS 51961-43 4.7495                   
121

4.7508                   
121

+0/-.0010       
+0/-.025

.19                   
5

0.10                   
3 3200 36,500    

162,352
87,100    
387,421

3.38              
1.53 MI 52 MS 500072-36 3.2500        

82.583
+0/-.0006       
+0/-.015

3.7487        
95.254

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6.4

0.10            
2.5

3.2510        
82.608

3.2496        
82.572

+0/-.0010       
+0/-.025

1.52            
.69

†  MR 64 SS, S, 
RS, SRS, RSS 4.0000        

101.6
+0/-.0007       
+0/-.018

5.0000        
127.1

+0/-.0010       
+0/-.025

2.000     
50.80

4.9999                   
127

5.0011                   
127

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 950 32,000    

142,336
80,400    
357,619

3.56             
1.61 †  MR 64 SS, S, 

RS, SRS, RSS

MI 54 MS 500072-38 3.3750        
85.759

+0/-.0008       
+0/-.020

3.9985        
101.602

+0/-.0009       
+0/-.023

2.010        
51.07

.25            
6.4

.10            
2.5

3.3760        
85.784

3.3746        
85.749

+0/-.0010       
+0/-.025

2.04            
.93

MR 64 MS 51961-45 4.9999                   
127

5.0011                   
127

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 3000 38,000    

169,024
93,800    
417,222

3.56             
1.61 MI 56  3.5000        

88.935
+0/-.0008       
+0/-.020

3.9985        
101.602

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6.4

0.10            
2.5

3.5010        
88.960

3.4996        
88.925

+0/-.0010       
+0/-.025

1.63            
.74
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MR SERIES (continued)

o

HD

LUBRICATION
GROOVE

D d

W

R

Basic Construction Type: Machined Race With Optional 
Separable Inner Ring

Rolling Elements: Cage Guided Precision  
Needles

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip

Lubrication: Sealed Bearings: Lithium Soap 
Grease NLGI #1 Unsealed 
Bearings: Rust Preventative

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

For sealed bearings, Outside diameter may be slightly oversize due to seal press fit. 

For DS matching as DS suffix to part number

* For bearing properly filled with #1 grease reduce speed by 50%

† Not available from stock. Consult McGill customer service for availability.

Part No. d D W

Housing Bore Diameter

HD Ro
 Limiting 

Speed 
 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & 
Roller 

Assembly 
Weight

Part No.

Military No.

B D1 W1 HD Ri
Recommended Shaft Diameter 

with inner ring
Inner 

Weight

McGill Outer 
Ring & Roller 

Assembly
Military No.

Shaft Diameter Outside 
Diameter Width

Radial 
Lub.  
Hole 

Diameter

Max Hsg 
Radius to 

Clear
McGill Outer 
Ring & Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial 

Lub. Hole 
Diameter

Max Shaft 
Radius to 

Clear

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

†  MR 68 SS, S, 
RS, SRS, RSS 4.2500        

108.0
+0/-.0007       
+0/-.018

5.2500        
133.4

+0/-.0010       
+0/-.025

2.000     
50.80

5.2499                   
133

5.2511                   
133

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 900 34,000    

151,232
86,200    

383,418
3.74            
1.69

†  MR 68 SS, S,  
RS, SRS, RSS MI 58  3.6250        

92.111
+0/-.0008       
+0/-.020

4.2485        
107.954

+0/-.0009       
+0/-.023

2.010        
51.07

.25            
6.4

0.10            
3

3.6260        
92.137

3.6246        
92.101

+0/-.0010       
+0/-.025

1.70            
.77

MR 68 MS 51961-46 5.2499                   
133

5.2511                   
133

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 2820 39,500    

175,696
101,000    
449,248

3.74            
1.69 MR 68 MI 60 MS 500072-40 3.7500        

95.288
+0/-.0008       
+0/-.020

4.2485        
107.954

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.7510        
95.313

3.7496        
95.277

+0/-.0010       
+0/-.025

1.75            
.79

MR 72 MS 51961-48 4.5000        
114.3

+0/-.0007       
+0/-.018

6.0000        
152.5

+0/-.0010       
+0/-.025

2.250     
57.15

5.9999                   
152

6.0011                   
152

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 2660 60,300    

268,214
130,000    
578,240

7.13              
3.23 MR 72 MI 62  3.8750        

98.464
+0/-.0008       
+0/-.020

4.4985        
114.307

+0/-.0009       
+0/-.023

2.260        
57.43

.25            
6.4

.10            
2.5

3.8760        
98.489

3.8746        
98.454

+0/-.0010       
+0/-.025

3.25           
1.47

MR 80  5.0000        
127.1

+0/-.0007       
+0/-.018

6.5000        
165.2

+0/-.0010       
+0/-.025

2.250     
57.15

6.4999                   
165

6.5011                   
165

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 800 64,600    

287,341
148,000    
658,304

7.78              
3.53 MR 80

MI 64
 

4.0000        
101.640

+0/-.0008       
+0/-.020

4.9985        
127.012

+0/-.0010       
+0/-.025

2.260        
57.43

.25            
6.4

0.10            
3

4.0010        
101.665

3.9996        
101.630

+0/-.0010       
+0/-.025

4.38            
1.99

MI 68 4.2500        
107.993

+0/-.0008       
+0/-.020

4.9985        
127.012

+0/-.0010       
+0/-.025

2.260        
57.43

0.25            
6

0.10            
3

4.2510        
108.018

4.2496        
107.982

+0/-.0010       
+0/-.025

5.24          
2.37

MR 88 N MS 51961-52
5.5000        
139.8

+0/-.0007       
+0/-.018

7.0000        
177.9

+0/-.0010       
+0/-.025

2.500     
63.50

6.9999                   
178

7.0011                  
178

+0/-.0015       
+0/-.038

.25                   
6

0.10                   
3 2180 70,200    

312,250
169,800    
755,270

10.40             
4.72 MR 88 N MI 72 N MS 500072-43 4.5000        

114.345
+0/-.0008       
+0/-.020

5.4985        
139.717

+0/-.0010       
+0/-.025

2.515        
63.91

.25            
6.4

0.10            
3

4.5010        
114.370

4.4996        
114.332

+0/-.0010       
+0/-.025

5.43            
2.47

MR 88 MS 51961-53 3.000     
76.20

6.9999                   
178

7.0011                  
178

+0/-.0015       
+0/-.038

.25                   
6

0.10                   
3 2180 85,700    

381,194
222,000    
987,456

11.82             
5.36 MR 88 MI 72 MS 500072-44 4.5000        

114.345
+0/-.0008       
+0/-.020

5.4985        
139.717

+0/-.0010       
+0/-.025

3.015        
76.61

0.25            
6

0.10            
3

4.5010        
114.370

4.4995        
114.332

+0/-.0010       
+0/-.025

5.97            
2.71

MR 96 N MS 51961-55
6.0000        
152.5

+0/-.0010       
+0/-.025

7.5000        
190.6

+0/-.0012       
+0/-.030

2.500     
63.50

7.4998                  
190

7.5011                  
190

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 2000 71,000    

315,808
177,000    
787,296

11.08              
5.02 MR 96 N MI 80 N MS 500072-46 5.0000        

127.050
+0/-.0010       
+0/-.025

5.9983        
152.417

+0/-.0010       
+0/-.025

2.515        
63.91

.31            
7.9

0.12            
3

5.0010        
127.075

4.9995        
127.037

+0/-.0010       
+0/-.025

5.97            
2.71

MR 96 MS 51961-56 3.000     
76.20

7.4998                  
190

7.5011                  
190

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 2000 86,600    

385,197
228,000    

1,014,144
12.69              
5.76 MR 96 MI 80 MS 500072-47 5.0000        

127.050
+0/-.0010       
+0/-.025

5.9983        
152.417

+0/-.0010       
+0/-.025

3.015        
76.61

0.31            
8

0.12            
3

5.0010        
127.075

4.9995        
127.037

+0/-.0010       
+0/-.025

7.12           
3.23

MR 104 N MS 51961-57
6.5000        
165.2

+0/-.0010       
+0/-.025

8.0000        
203.3

+0/-.0012       
+0/-.030

2.500     
63.50

7.9998                   
203

8.0011                   
203

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 1850 71,700    

318,922
183,000    
813,984

11.85              
5.37 MR 104 N MI 88 N MS 500072-48 5.5000        

139.755
+0/-.0010       
+0/-.025

6.4983        
165.122

+0/-.0010       
+0/-.025

2.515        
63.91

.31            
7.9

0.12            
3

5.5010        
139.780

5.4995        
139.742

+0/-.0010       
+0/-.025

6.30            
2.88

†  MR 104 MS 51961-58 3.000     
76.20

7.9998                   
203

8.0011                   
203

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 1850 87,500    

389,200
237,000    

1,054,176
13.55 
6.15 †  MR 104 MI 88 MS 500072-49 5.5000        

139.755
+0/-.0010       
+0/-.025

6.4983        
165.122

+0/-.0010       
+0/-.025

3.015        
76.61

0.31            
8

0.12            
3

5.5010        
139.780

5.4995        
139.742

+0/-.0010       
+0/-.025

7.56            
3.43

MR 116 MS 51961-59 7.2500        
184.2

+0/-.0010       
+0/-.025

9.1250        
231.9

+0/-.0012       
+0/-.030

3.000     
76.20

9.1248                   
231

9.1261                   
231

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 1680 95,200    

423,450
234,000    

1,040,832
19.32              
8.76 MR 116 MI 96 MS 500072-50 6.0000        

152.460
+0/-.0010       
+0/-.025

7.2481        
184.174

+0/-.0012       
+0/-.030

3.015        
76.61

.31            
7.9

.12            
3.0

6.0012        
152.490

5.9995        
152.447

+0/-.0012       
+0/-.030

11.06            
5.03

†  MR 124 7.7500        
196.9

+0/-.0010       
+0/-.025

9.6250        
244.6

+0/-.0012       
+0/-.030

3.000     
76.20

9.6250                   
244

9.6265                   
244

+0/-.0020       
+0/-.051

.25                   
6

0.12                   
3 1530 99,100    

440,797
252,000    

1,120,896
19.80              
8.97 †  MR 124 MI 104  6.5000        

165.165
+0/-.0010       
+0/-.025

7.7481        
196.879

+0/-.0012       
+0/-.030

3.015        
76.61

.31            
7.9

.12            
3.0

6.5012        
165.195

6.4995        
165.152

+0/-.0012       
+0/-.030

11.99            
5.39

†  MR 132 8.2500        
209.6

+0/-.0010       
+0/-.025

10.1250        
257.3

+0/-.0012       
+0/-.030

3.000     
76.20

10.1250                   
257

10.1265                   
257

+0/-.0020       
+0/-.051

.25                   
6

0.12                   
3 1460 103,000    

458,144
270,000    

1,200,960
21.63              
9.81 †  MR 132 MI 112  7.0000        

177.870
+0/-.0010       
+0/-.025

8.2481        
209.584

+0/-.0012       
+0/-.030

3.015        
76.61

.31            
7.9

.12            
3.0

7.0012        
177.900

6.9995        
177.857

+0/-.0012       
+0/-.030

12.70            
5.77

†  MR 140 8.7500        
222.3

+0/-.0010       
+0/-.025

10.6250        
270.0

+0/-.0014       
+0/-.036

3.000     
76.20

10.6250                   
269

10.6265                   
270

+0/-.0020       
+0/-.051

.25                   
6

0.16                   
4 1370 104,000    

462,592
280,000    

1,245,440
22.73             
10.31 †  MR 140 MI 120  7.5000        

190.575
+0/-.0012       
+0/-.030

8.7480        
222.287

+0/-.0012       
+0/-.030

3.015        
76.61

.31            
7.9

.16            
4.1

7.5012        
190.605

7.4995        
190.562

+0/-.0012       
+0/-.030

13.60            
6.17

MR 148 9.2500        
235.0

+0/-.0010       
+0/-.025

11.1250        
282.7

+0/-.0014       
+0/-.036

3.000     
76.20

11.1250                   
282

11.1265                   
282

+0/-.0020       
+0/-.051

.25                   
6

0.16                   
4 1300 108,000    

480,384
292,000    

1,298,816
24.90           
10.88 †  MR 148 MI 128  8.0000        

203.280
+0/-.0012       
+0/-.030

9.2480        
234.992

+0/-.0012       
+0/-.030

3.015        
76.61

.31            
7.9

.16            
4.1

8.0012        
203.310

7.9995        
203.267

+0/-.0012       
+0/-.030

14.40            
6.55
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MR SERIES (continued)

LUBRICATION
GROOVEHD

i

BD1

W1

R

† Not available from stock. Consult McGill customer service for availability.

Part No. d D W

Housing Bore Diameter

HD Ro
 Limiting 

Speed 
 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & 
Roller 

Assembly 
Weight

Part No.

Military No.

B D1 W1 HD Ri
Recommended Shaft Diameter 

with inner ring
Inner 

Weight

McGill Outer 
Ring & Roller 

Assembly
Military No.

Shaft Diameter Outside 
Diameter Width

Radial 
Lub.  
Hole 

Diameter

Max Hsg 
Radius to 

Clear
McGill Outer 
Ring & Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial 

Lub. Hole 
Diameter

Max Shaft 
Radius to 

Clear

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

†  MR 68 SS, S, 
RS, SRS, RSS 4.2500        

108.0
+0/-.0007       
+0/-.018

5.2500        
133.4

+0/-.0010       
+0/-.025

2.000     
50.80

5.2499                   
133

5.2511                   
133

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 900 34,000    

151,232
86,200    
383,418

3.74            
1.69

†  MR 68 SS, S,  
RS, SRS, RSS MI 58  3.6250        

92.111
+0/-.0008       
+0/-.020

4.2485        
107.954

+0/-.0009       
+0/-.023

2.010        
51.07

.25            
6.4

0.10            
3

3.6260        
92.137

3.6246        
92.101

+0/-.0010       
+0/-.025

1.70            
.77

MR 68 MS 51961-46 5.2499                   
133

5.2511                   
133

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 2820 39,500    

175,696
101,000    
449,248

3.74            
1.69 MR 68 MI 60 MS 500072-40 3.7500        

95.288
+0/-.0008       
+0/-.020

4.2485        
107.954

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.7510        
95.313

3.7496        
95.277

+0/-.0010       
+0/-.025

1.75            
.79

MR 72 MS 51961-48 4.5000        
114.3

+0/-.0007       
+0/-.018

6.0000        
152.5

+0/-.0010       
+0/-.025

2.250     
57.15

5.9999                   
152

6.0011                   
152

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 2660 60,300    

268,214
130,000    
578,240

7.13              
3.23 MR 72 MI 62  3.8750        

98.464
+0/-.0008       
+0/-.020

4.4985        
114.307

+0/-.0009       
+0/-.023

2.260        
57.43

.25            
6.4

.10            
2.5

3.8760        
98.489

3.8746        
98.454

+0/-.0010       
+0/-.025

3.25           
1.47

MR 80  5.0000        
127.1

+0/-.0007       
+0/-.018

6.5000        
165.2

+0/-.0010       
+0/-.025

2.250     
57.15

6.4999                   
165

6.5011                   
165

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 800 64,600    

287,341
148,000    
658,304

7.78              
3.53 MR 80

MI 64
 

4.0000        
101.640

+0/-.0008       
+0/-.020

4.9985        
127.012

+0/-.0010       
+0/-.025

2.260        
57.43

.25            
6.4

0.10            
3

4.0010        
101.665

3.9996        
101.630

+0/-.0010       
+0/-.025

4.38            
1.99

MI 68 4.2500        
107.993

+0/-.0008       
+0/-.020

4.9985        
127.012

+0/-.0010       
+0/-.025

2.260        
57.43

0.25            
6

0.10            
3

4.2510        
108.018

4.2496        
107.982

+0/-.0010       
+0/-.025

5.24          
2.37

MR 88 N MS 51961-52
5.5000        
139.8

+0/-.0007       
+0/-.018

7.0000        
177.9

+0/-.0010       
+0/-.025

2.500     
63.50

6.9999                   
178

7.0011                  
178

+0/-.0015       
+0/-.038

.25                   
6

0.10                   
3 2180 70,200    

312,250
169,800    
755,270

10.40             
4.72 MR 88 N MI 72 N MS 500072-43 4.5000        

114.345
+0/-.0008       
+0/-.020

5.4985        
139.717

+0/-.0010       
+0/-.025

2.515        
63.91

.25            
6.4

0.10            
3

4.5010        
114.370

4.4996        
114.332

+0/-.0010       
+0/-.025

5.43            
2.47

MR 88 MS 51961-53 3.000     
76.20

6.9999                   
178

7.0011                  
178

+0/-.0015       
+0/-.038

.25                   
6

0.10                   
3 2180 85,700    

381,194
222,000    
987,456

11.82             
5.36 MR 88 MI 72 MS 500072-44 4.5000        

114.345
+0/-.0008       
+0/-.020

5.4985        
139.717

+0/-.0010       
+0/-.025

3.015        
76.61

0.25            
6

0.10            
3

4.5010        
114.370

4.4995        
114.332

+0/-.0010       
+0/-.025

5.97            
2.71

MR 96 N MS 51961-55
6.0000        
152.5

+0/-.0010       
+0/-.025

7.5000        
190.6

+0/-.0012       
+0/-.030

2.500     
63.50

7.4998                  
190

7.5011                  
190

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 2000 71,000    

315,808
177,000    
787,296

11.08              
5.02 MR 96 N MI 80 N MS 500072-46 5.0000        

127.050
+0/-.0010       
+0/-.025

5.9983        
152.417

+0/-.0010       
+0/-.025

2.515        
63.91

.31            
7.9

0.12            
3

5.0010        
127.075

4.9995        
127.037

+0/-.0010       
+0/-.025

5.97            
2.71

MR 96 MS 51961-56 3.000     
76.20

7.4998                  
190

7.5011                  
190

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 2000 86,600    

385,197
228,000    

1,014,144
12.69              
5.76 MR 96 MI 80 MS 500072-47 5.0000        

127.050
+0/-.0010       
+0/-.025

5.9983        
152.417

+0/-.0010       
+0/-.025

3.015        
76.61

0.31            
8

0.12            
3

5.0010        
127.075

4.9995        
127.037

+0/-.0010       
+0/-.025

7.12           
3.23

MR 104 N MS 51961-57
6.5000        
165.2

+0/-.0010       
+0/-.025

8.0000        
203.3

+0/-.0012       
+0/-.030

2.500     
63.50

7.9998                   
203

8.0011                   
203

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 1850 71,700    

318,922
183,000    
813,984

11.85              
5.37 MR 104 N MI 88 N MS 500072-48 5.5000        

139.755
+0/-.0010       
+0/-.025

6.4983        
165.122

+0/-.0010       
+0/-.025

2.515        
63.91

.31            
7.9

0.12            
3

5.5010        
139.780

5.4995        
139.742

+0/-.0010       
+0/-.025

6.30            
2.88

†  MR 104 MS 51961-58 3.000     
76.20

7.9998                   
203

8.0011                   
203

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 1850 87,500    

389,200
237,000    

1,054,176
13.55 
6.15 †  MR 104 MI 88 MS 500072-49 5.5000        

139.755
+0/-.0010       
+0/-.025

6.4983        
165.122

+0/-.0010       
+0/-.025

3.015        
76.61

0.31            
8

0.12            
3

5.5010        
139.780

5.4995        
139.742

+0/-.0010       
+0/-.025

7.56            
3.43

MR 116 MS 51961-59 7.2500        
184.2

+0/-.0010       
+0/-.025

9.1250        
231.9

+0/-.0012       
+0/-.030

3.000     
76.20

9.1248                   
231

9.1261                   
231

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 1680 95,200    

423,450
234,000    

1,040,832
19.32              
8.76 MR 116 MI 96 MS 500072-50 6.0000        

152.460
+0/-.0010       
+0/-.025

7.2481        
184.174

+0/-.0012       
+0/-.030

3.015        
76.61

.31            
7.9

.12            
3.0

6.0012        
152.490

5.9995        
152.447

+0/-.0012       
+0/-.030

11.06            
5.03

†  MR 124 7.7500        
196.9

+0/-.0010       
+0/-.025

9.6250        
244.6

+0/-.0012       
+0/-.030

3.000     
76.20

9.6250                   
244

9.6265                   
244

+0/-.0020       
+0/-.051

.25                   
6

0.12                   
3 1530 99,100    

440,797
252,000    

1,120,896
19.80              
8.97 †  MR 124 MI 104  6.5000        

165.165
+0/-.0010       
+0/-.025

7.7481        
196.879

+0/-.0012       
+0/-.030

3.015        
76.61

.31            
7.9

.12            
3.0

6.5012        
165.195

6.4995        
165.152

+0/-.0012       
+0/-.030

11.99            
5.39

†  MR 132 8.2500        
209.6

+0/-.0010       
+0/-.025

10.1250        
257.3

+0/-.0012       
+0/-.030

3.000     
76.20

10.1250                   
257

10.1265                   
257

+0/-.0020       
+0/-.051

.25                   
6

0.12                   
3 1460 103,000    

458,144
270,000    

1,200,960
21.63              
9.81 †  MR 132 MI 112  7.0000        

177.870
+0/-.0010       
+0/-.025

8.2481        
209.584

+0/-.0012       
+0/-.030

3.015        
76.61

.31            
7.9

.12            
3.0

7.0012        
177.900

6.9995        
177.857

+0/-.0012       
+0/-.030

12.70            
5.77

†  MR 140 8.7500        
222.3

+0/-.0010       
+0/-.025

10.6250        
270.0

+0/-.0014       
+0/-.036

3.000     
76.20

10.6250                   
269

10.6265                   
270

+0/-.0020       
+0/-.051

.25                   
6

0.16                   
4 1370 104,000    

462,592
280,000    

1,245,440
22.73             
10.31 †  MR 140 MI 120  7.5000        

190.575
+0/-.0012       
+0/-.030

8.7480        
222.287

+0/-.0012       
+0/-.030

3.015        
76.61

.31            
7.9

.16            
4.1

7.5012        
190.605

7.4995        
190.562

+0/-.0012       
+0/-.030

13.60            
6.17

MR 148 9.2500        
235.0

+0/-.0010       
+0/-.025

11.1250        
282.7

+0/-.0014       
+0/-.036

3.000     
76.20

11.1250                   
282

11.1265                   
282

+0/-.0020       
+0/-.051

.25                   
6

0.16                   
4 1300 108,000    

480,384
292,000    

1,298,816
24.90           
10.88 †  MR 148 MI 128  8.0000        

203.280
+0/-.0012       
+0/-.030

9.2480        
234.992

+0/-.0012       
+0/-.030

3.015        
76.61

.31            
7.9

.16            
4.1

8.0012        
203.310

7.9995        
203.267

+0/-.0012       
+0/-.030

14.40            
6.55
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GUIDEROL® Bearings
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McGill GUIDEROL® machined race full complement needle bearings are manufactured from bearing quality steel 
with unique roller and race design to provide center-guided rolling elements for higher radial load capacity and 
is well suited for oscillating applications. GUIDEROL® bearings are constructed with radial lubrication hole and 
groove on the outer and optional inner raceway (MI-series) for relubrication through the housing or shaft.  Other 
options include a variety of seal configurations to either help prevent contaminant entry or contain the lubricant.  
Depending on your preference, these bearings are available in a wide variety of sizes and sealing options as 
illustrated on the pages to follow.

Unique Center Guided 
Needle Rollers

Rubber Lip 
Seal

Rubber Lip 
Seal

Permanent 
Marking

Machined 
Outer Race

Center  
Guide Rail

Annular Lubrication 
Groove

Oil Holes

Inner Ring
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GUIDEROL® Bearings
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GR SERIES

HD

o

LUBRICATION
GROOVE

W

D d

R

Basic Construction Type: Machined Race with full 
Complement of Needles

Rolling Elements: Center Guided Precision 
Needles

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip

Lubrication: Sealed Bearings: Lithium 
Soap Grease NLGI #1 
Unsealed Bearings: Rust 
Preventative

For sealed bearings, Outside diameter may be slightly oversize due to seal press fit.  
For DS matching as DS suffix to part number 
* For bearing properly filled with #1 grease reduce speed by 50% 

Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. d D W

Housing Bore Diameter

HD Ro
Limiting 
Speed 

 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & Roller 
Assembly 

Weight

Part No. B D1 W1 HD Ri
Recommended Shaft Diameter  

with inner ring
Inner 

Weight

Outer Ring & Roller 
Assembly

Shaft Diameter Outside 
Diameter Width

Radial Lub. 
Hole 

Diameter

Max Hsg 
Radius to 

Clear Outer Ring  
& Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial Lub.  

Hole 
Diameter

Max Shaft 
Radius to 

Clear
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

GR 8 N .5000        
12.7

+0/-.0005       
+0/-.013

1.0000        
25.4

+0/-.0005       
+0/-.013

.750     
19.05

0.9997                   
25.402

1.0070                   
25.588

+0/-.0007       
+0/-.018

.08                   
2

0.03                   
1 TBD 2,600    

11,565
4,500    

20,016
.12 
.05 GR 8 N - - - - - - - - - - - -

GR 10 N

.6250        
15.9

+0/-.0005       
+0/-.013

1.1250        
28.6

+0/-.0005       
+0/-.013

.750     
19.05

1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 9,600 3,400    

15,123
6,400    

28,467
.12 
.05 GR 10 N

MI 6 N .3750        
9.529

+0/-.0004       
+0/-.010

.6245        
15.869

+0/-.0004       
+0/-.010

.760        
19.31

0.09            
2

0.25            
6

.3755        
9.5

.3747          
9.5

+0/-.0005       
+0/-.013

.05            

.02
1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 9,600 3,400    

15,123
6,400    

28,467
.12 
.05 MI 7 N .4375        

11.117
+0/-.0004       
+0/-.010

.6245        
15.869

+0/-.0004       
+0/-.010

.760        
19.31

0.09            
2

0.25            
6

.4380        
11.1

.4372        
11.1

+0/-.0005       
+0/-.013

.04            

.02
GR 10 SS, S, RS,  

SRS, RSS 1.000     
25.40

1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 6,100 3,400    

15,123
6,400    

28,467
.15 
.07

GR 10 SS, S,  
RS, SRS, RSS MI 6 .3750        

9.529
+0/-.0004       
+0/-.010

.6245        
15.869

+0/-.0004       
+0/-.010

1.010        
25.66

0.09            
2

0.25            
6

.3755        
9.5

.3747        
9.5

+0/-.0005       
+0/-.013

.05            

.02

GR 10 1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 9,600 4,700    

20,906
9,100    

40,477
.15 
.07 GR 10 MI 6 .3750        

9.529
+0/-.0004       
+0/-.010

.3750        
9.530

+0/-.0004       
+0/-.010

1.010        
25.66

0.09            
2

0.25            
6

.3755        
9.5

.3747        
9.5

+0/-.0005       
+0/-.013

.05            

.02

GR 12 N

.7500        
19.1

+0/-.0005       
+0/-.013

1.2500        
31.8

+0/-.0005       
+0/-.013

.750     
19.05

1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 8,000 3,700    

16,458
7,200    

32,026
.14 
.06 GR 12 N

MI 8 N .5000        
12.705

+0/-.0004       
+0/-.010

.7493        
19.040

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.5005        
12.7

.4997        
12.7

+0/-.0005       
+0/-.013

.04            

.02
1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 8,000 3,700    

16,458
7,200    

32,026
.14 
.06 MI 9 N .5625        

14.293
+0/-.0004       
+0/-.010

.7493        
19.040

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.5630        
14.3

.5623        
14.3

+0/-.0005       
+0/-.013

.04            

.02
GR 12 SS, S, RS,  

SRS, RSS 1.000     
25.40

1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 5,100 3,700    

16,458
7,200    

32,026
.17 
.08

GR 12 SS, S,  
RS, SRS, RSS MI 8 .5000        

12.705
+0/-.0004       
+0/-.010

.7493        
19.040

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.5005        
12.7

.4997        
12.7

+0/-.0005       
+0/-.013

.06            

.03

GR 12 1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 8,000 5,100    

22,685
10,900    
48,483

.17 

.08 GR 12 MI 8 .5000        
12.705

+0/-.0004       
+0/-.010

.7493        
19.040

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.5005        
12.7

.4997        
12.7

+0/-.0005       
+0/-.013

.06            

.03

GR 14 N

.8750        
22.2

+0/-.0005       
+0/-.013

1.3750        
34.9

+0/-.0005       
+0/-.013

.750     
19.05

1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,800 4,150    

18,459
8,400    

37,363
.16 
.07 GR 14 N

MI 10 N .6250        
15.881

+0/-.0004       
+0/-.010

.8743        
22.216

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.6255        
15.9

.6247        
15.9

+0/-.0005       
+0/-.013

.06            

.03
1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,800 4,150    

18,459
8,400    

37,363
.16 
.07 MI 11 N .6875        

17.469
+0/-.0004       
+0/-.010

.8743        
22.216

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.6880        
17.5

.6872        
17.5

+0/-.0005       
+0/-.013

.05            

.02
GR 14 SS, S, RS,  

SRS, RSS 1.000     
25.40

1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 4,400 4,150    

18,459
8,400    

37,363
.21 
.09

GR 14 SS, S,  
RS, SRS, RSS MI 10 .6250        

15.881
+0/-.0004       
+0/-.010

.8743        
22.216

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.6255        
15.9

.6247        
15.9

+0/-.0005       
+0/-.013

.08            

.04

GR 14 1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,800 5,700    

25,354
12,800    
56,934

.21 

.09 GR 14 MI 10 .6250        
15.881

+0/-.0004       
+0/-.010

.8743        
22.216

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.6255        
15.9

.6247        
15.9

+0/-.0005       
+0/-.013

.08            

.04

GR 16 N

1.0000        
25.4

+0/-.0005       
+0/-.013

1.5000        
38.1

+0/-.0005       
+0/-.013

.750     
19.05

1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,000 4,350    

19,349
9,600    

42,701
.20 
.09 GR 16 N

MI 12 N .7500        
19.058

+0/-.0004       
+0/-.010

.9993        
25.392

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.7505        
19.1

.7497        
19.0

+0/-.0005       
+0/-.013

.07            

.03
1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,000 4,350    

19,349
9,600    

42,701
.20 
.09 MI 13 N .8125        

20.646
+0/-.0004       
+0/-.010

.9993        
25.392

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.8130        
20.7

.8121        
20.6

+0/-.0005       
+0/-.013

.07            

.03
GR 16 SS, S, RS,  

SRS, RSS 1.000     
25.40

1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 3,800 4,350    

19,349
9,600    

42,701
.23 
.10

GR 16 SS, S,  
RS, SRS, RSS MI 12 .7500        

19.058
+0/-.0004       
+0/-.010

.9993        
25.392

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.7505        
19.1

.7497        
19.0

+0/-.0005       
+0/-.013

.10            

.05

GR 16 1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,000 6,050    

26,910
14,500    
64,496

.23 

.10 GR 16 MI 13 .8125        
20.646

+0/-.0004       
+0/-.010

.9993        
25.392

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.8130        
20.7

.8121        
20.6

+0/-.0005       
+0/-.013

.11            

.05

GR 18 N

1.1250        
28.6

+0/-.0005       
+0/-.013

1.6250        
41.3

+0/-.0005       
+0/-.013

.750     
19.05

1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 5,300 6,250    

27,800
15,200    
67,610

.24 

.11 GR 18 N
MI 14 N .8750        

22.234
+0/-.0005       
+0/-.013

1.124        
28.563

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.8755        
22.2

.8746        
22.2

+0/-.0005       
+0/-.013

.11            

.05
1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 5,300 6,250    

27,800
15,200    
67,610

.24 

.11 MI 15 N .9375        
23.822

+0/-.0005       
+0/-.013

1.124        
28.563

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.9380        
23.8

.9371        
23.8

+0/-.0005       
+0/-.013

.11            

.05
GR 18 SS, S, RS,  

SRS, RSS 1.000     
25.40

1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 3,400 6,250    

27,800
15,200    
67,610

.3 
.14

GR 18 SS, S,  
RS, SRS, RSS MI 14 .8750        

22.234
+0/-.0005       
+0/-.013

1.124        
28.563

+0/-.0005       
+0/-.013

1.260        
32.02

0.13            
3

0.40            
10

.8755        
22.2

.8746        
22.2

+0/-.0005       
+0/-.013

.13            

.06

GR 18 1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 5,300 7,900    

35,139
20,900    
92,963

.3 
.14 GR 18 MI 15 .9375        

23.822
+0/-.0005       
+0/-.013

1.124        
28.563

+0/-.0005       
+0/-.013

1.260        
32.02

0.13            
3

0.40            
10

.9380        
23.8

.9371        
23.8

+0/-.0005       
+0/-.013

.12            

.06
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GR SERIES

LUBRICATION
GROOVEHD

i

BD1

W1

R

HD

o

LUBRICATION
GROOVE

W

D d

R

Part No. d D W

Housing Bore Diameter

HD Ro
Limiting 
Speed 

 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & Roller 
Assembly 

Weight

Part No. B D1 W1 HD Ri
Recommended Shaft Diameter  

with inner ring
Inner 

Weight

Outer Ring & Roller 
Assembly

Shaft Diameter Outside 
Diameter Width

Radial Lub. 
Hole 

Diameter

Max Hsg 
Radius to 

Clear Outer Ring  
& Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial Lub.  

Hole 
Diameter

Max Shaft 
Radius to 

Clear
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

GR 8 N .5000        
12.7

+0/-.0005       
+0/-.013

1.0000        
25.4

+0/-.0005       
+0/-.013

.750     
19.05

0.9997                   
25.402

1.0070                   
25.588

+0/-.0007       
+0/-.018

.08                   
2

0.03                   
1 TBD 2,600    

11,565
4,500    
20,016

.12 

.05 GR 8 N - - - - - - - - - - - -

GR 10 N

.6250        
15.9

+0/-.0005       
+0/-.013

1.1250        
28.6

+0/-.0005       
+0/-.013

.750     
19.05

1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 9,600 3,400    

15,123
6,400    
28,467

.12 

.05 GR 10 N
MI 6 N .3750        

9.529
+0/-.0004       
+0/-.010

.6245        
15.869

+0/-.0004       
+0/-.010

.760        
19.31

0.09            
2

0.25            
6

.3755        
9.5

.3747          
9.5

+0/-.0005       
+0/-.013

.05            

.02
1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 9,600 3,400    

15,123
6,400    
28,467

.12 

.05 MI 7 N .4375        
11.117

+0/-.0004       
+0/-.010

.6245        
15.869

+0/-.0004       
+0/-.010

.760        
19.31

0.09            
2

0.25            
6

.4380        
11.1

.4372        
11.1

+0/-.0005       
+0/-.013

.04            

.02
GR 10 SS, S, RS,  

SRS, RSS 1.000     
25.40

1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 6,100 3,400    

15,123
6,400    
28,467

.15 

.07
GR 10 SS, S,  

RS, SRS, RSS MI 6 .3750        
9.529

+0/-.0004       
+0/-.010

.6245        
15.869

+0/-.0004       
+0/-.010

1.010        
25.66

0.09            
2

0.25            
6

.3755        
9.5

.3747        
9.5

+0/-.0005       
+0/-.013

.05            

.02

GR 10 1.1247                   
28.579

1.1257                   
28.604

+0/-.0007             
+0/-.018

.08                   
2

0.03                   
1 9,600 4,700    

20,906
9,100    
40,477

.15 

.07 GR 10 MI 6 .3750        
9.529

+0/-.0004       
+0/-.010

.3750        
9.530

+0/-.0004       
+0/-.010

1.010        
25.66

0.09            
2

0.25            
6

.3755        
9.5

.3747        
9.5

+0/-.0005       
+0/-.013

.05            

.02

GR 12 N

.7500        
19.1

+0/-.0005       
+0/-.013

1.2500        
31.8

+0/-.0005       
+0/-.013

.750     
19.05

1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 8,000 3,700    

16,458
7,200    
32,026

.14 

.06 GR 12 N
MI 8 N .5000        

12.705
+0/-.0004       
+0/-.010

.7493        
19.040

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.5005        
12.7

.4997        
12.7

+0/-.0005       
+0/-.013

.04            

.02
1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 8,000 3,700    

16,458
7,200    
32,026

.14 

.06 MI 9 N .5625        
14.293

+0/-.0004       
+0/-.010

.7493        
19.040

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.5630        
14.3

.5623        
14.3

+0/-.0005       
+0/-.013

.04            

.02
GR 12 SS, S, RS,  

SRS, RSS 1.000     
25.40

1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 5,100 3,700    

16,458
7,200    
32,026

.17 

.08
GR 12 SS, S,  

RS, SRS, RSS MI 8 .5000        
12.705

+0/-.0004       
+0/-.010

.7493        
19.040

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.5005        
12.7

.4997        
12.7

+0/-.0005       
+0/-.013

.06            

.03

GR 12 1.2497                   
31.755

1.2507                   
31.780

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 8,000 5,100    

22,685
10,900    
48,483

.17 

.08 GR 12 MI 8 .5000        
12.705

+0/-.0004       
+0/-.010

.7493        
19.040

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.5005        
12.7

.4997        
12.7

+0/-.0005       
+0/-.013

.06            

.03

GR 14 N

.8750        
22.2

+0/-.0005       
+0/-.013

1.3750        
34.9

+0/-.0005       
+0/-.013

.750     
19.05

1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,800 4,150    

18,459
8,400    
37,363

.16 

.07 GR 14 N
MI 10 N .6250        

15.881
+0/-.0004       
+0/-.010

.8743        
22.216

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.6255        
15.9

.6247        
15.9

+0/-.0005       
+0/-.013

.06            

.03
1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,800 4,150    

18,459
8,400    
37,363

.16 

.07 MI 11 N .6875        
17.469

+0/-.0004       
+0/-.010

.8743        
22.216

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.6880        
17.5

.6872        
17.5

+0/-.0005       
+0/-.013

.05            

.02
GR 14 SS, S, RS,  

SRS, RSS 1.000     
25.40

1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 4,400 4,150    

18,459
8,400    
37,363

.21 

.09
GR 14 SS, S,  

RS, SRS, RSS MI 10 .6250        
15.881

+0/-.0004       
+0/-.010

.8743        
22.216

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.6255        
15.9

.6247        
15.9

+0/-.0005       
+0/-.013

.08            

.04

GR 14 1.3747                   
34.931

1.3757                   
34.957

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,800 5,700    

25,354
12,800    
56,934

.21 

.09 GR 14 MI 10 .6250        
15.881

+0/-.0004       
+0/-.010

.8743        
22.216

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.6255        
15.9

.6247        
15.9

+0/-.0005       
+0/-.013

.08            

.04

GR 16 N

1.0000        
25.4

+0/-.0005       
+0/-.013

1.5000        
38.1

+0/-.0005       
+0/-.013

.750     
19.05

1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,000 4,350    

19,349
9,600    
42,701

.20 

.09 GR 16 N
MI 12 N .7500        

19.058
+0/-.0004       
+0/-.010

.9993        
25.392

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.7505        
19.1

.7497        
19.0

+0/-.0005       
+0/-.013

.07            

.03
1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,000 4,350    

19,349
9,600    
42,701

.20 

.09 MI 13 N .8125        
20.646

+0/-.0004       
+0/-.010

.9993        
25.392

+0/-.0005       
+0/-.013

.760        
19.31

0.13            
3

0.40            
10

.8130        
20.7

.8121        
20.6

+0/-.0005       
+0/-.013

.07            

.03
GR 16 SS, S, RS,  

SRS, RSS 1.000     
25.40

1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 3,800 4,350    

19,349
9,600    
42,701

.23 

.10
GR 16 SS, S,  

RS, SRS, RSS MI 12 .7500        
19.058

+0/-.0004       
+0/-.010

.9993        
25.392

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.7505        
19.1

.7497        
19.0

+0/-.0005       
+0/-.013

.10            

.05

GR 16 1.4997                   
38.107

1.5007                   
38.133

+0/-.0007       
+0/-.018

.08                   
2

0.04                   
1 6,000 6,050    

26,910
14,500    
64,496

.23 

.10 GR 16 MI 13 .8125        
20.646

+0/-.0004       
+0/-.010

.9993        
25.392

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.8130        
20.7

.8121        
20.6

+0/-.0005       
+0/-.013

.11            

.05

GR 18 N

1.1250        
28.6

+0/-.0005       
+0/-.013

1.6250        
41.3

+0/-.0005       
+0/-.013

.750     
19.05

1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 5,300 6,250    

27,800
15,200    
67,610

.24 

.11 GR 18 N
MI 14 N .8750        

22.234
+0/-.0005       
+0/-.013

1.124        
28.563

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.8755        
22.2

.8746        
22.2

+0/-.0005       
+0/-.013

.11            

.05
1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 5,300 6,250    

27,800
15,200    
67,610

.24 

.11 MI 15 N .9375        
23.822

+0/-.0005       
+0/-.013

1.124        
28.563

+0/-.0005       
+0/-.013

1.010        
25.66

0.13            
3

0.40            
10

.9380        
23.8

.9371        
23.8

+0/-.0005       
+0/-.013

.11            

.05
GR 18 SS, S, RS,  

SRS, RSS 1.000     
25.40

1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 3,400 6,250    

27,800
15,200    
67,610

.3 
.14

GR 18 SS, S,  
RS, SRS, RSS MI 14 .8750        

22.234
+0/-.0005       
+0/-.013

1.124        
28.563

+0/-.0005       
+0/-.013

1.260        
32.02

0.13            
3

0.40            
10

.8755        
22.2

.8746        
22.2

+0/-.0005       
+0/-.013

.13            

.06

GR 18 1.6247                   
41.284

1.6257                   
41.309

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 5,300 7,900    

35,139
20,900    
92,963

.3 
.14 GR 18 MI 15 .9375        

23.822
+0/-.0005       
+0/-.013

1.124        
28.563

+0/-.0005       
+0/-.013

1.260        
32.02

0.13            
3

0.40            
10

.9380        
23.8

.9371        
23.8

+0/-.0005       
+0/-.013

.12            

.06
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GR SERIES (continued)

Basic Construction Type: Machined Race with full 
Complement of Needles

Rolling Elements: Center Guided Precision 
Needles

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip

Lubrication: Sealed Bearings: Lithium 
Soap Grease NLGI #1 
Unsealed Bearings: Rust 
Preventative

For sealed bearings, Outside diameter may be slightly oversize due to seal press fit.  
For DS matching as DS suffix to part number 
* For bearing properly filled with #1 grease reduce speed by 50% 

HD

o

LUBRICATION
GROOVE

W

D d

R

Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. d D W

Housing Bore Diameter

HD Ro
Limiting 
Speed 

 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & Roller 
Assembly 

Weight

Part No. B D1 W1 HD Ri
Recommended Shaft Diameter  

with inner ring
Inner 

Weight

Outer Ring & Roller 
Assembly

Shaft Diameter Outside 
Diameter Width

Radial Lub. 
Hole 

Diameter

Max Hsg 
Radius to 

Clear Outer Ring  
& Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial Lub.  

Hole 
Diameter

Max Shaft 
Radius to 

Clear
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

GR 20 N

1.2500        
31.8

+0/-.0005       
+0/-.013

1.7500        
44.5

+0/-.0005       
+0/-.013

1.000     
25.40

1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 4,800 6,500    

28,912
17,000    
75,616

.27 

.12 GR 20 N MI 16 N 1.0000        
25.410

+0/-.0005       
+0/-.013

1.2491        
31.740

+0/-.0006       
+0/-.015

1.010        
25.66

0.13            
3

0.40            
10

1.0005        
25.4

0.9996        
25.4

+0/-.0005       
+0/-.013

.13            

.06
GR 20 SS, S, RS,  

SRS, RSS 1.250     
31.75

1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 3,050 6,500    

28,912
17,000    
75,616

.39 

.15
GR 20 SS, S,  

RS, SRS, RSS MI 16 1.0000        
25.410

+0/-.0005       
+0/-.013

1.2491        
31.740

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.40            
10

1.0005        
25.4

0.9996        
25.4

+0/-.0005       
+0/-.013

.16            

.07

GR 20 1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 4,800 8,300    

36,918
23,100    

102,749
.39 
.15 GR 20 MI 16 1.0000        

25.410
+0/-.0005       
+0/-.013

1.2491        
31.740

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.40            
10

1.0005        
25.4

0.9996        
25.4

+0/-.0005       
+0/-.013

.16            

.07

GR 22 N

1.3750        
34.9

+0/-.0005       
+0/-.013

1.8750        
47.6

+0/-.0006       
+0/-.015

1.000     
25.40

1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 4,400 7,100    

31,581
18,600    
82,733

.31 

.14 GR 22 N MI 18 N 1.1250        
28.586

+0/-.0005       
+0/-.013

1.3741        
34.916

+0/-.0006       
+0/-.015

1.010        
25.66

0.13            
3

0.40            
10

1.1255        
28.6

1.1246        
28.6

+0/-.0005       
+0/-.013

.14            

.06
GR 22 SS, S, RS,  

SRS, RSS 1.250     
31.75

1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 2,800 7,100    

31,581
18,600    
82,733

.36 

.16
GR 22 SS, S,  

RS, SRS, RSS MI 18 1.1250        
28.586

+0/-.0005       
+0/-.013

1.3741        
34.916

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.40            
10

1.1255        
28.6

1.1246        
28.6

+0/-.0005       
+0/-.013

.17            

.08

GR 22 1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 4,400 9,050    

40,254
25,500    
113,424

.36 

.16 GR 22 MI 17 1.0625        
26.998

+0/-.0005       
+0/-.013

1.3741        
34.916

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.40            
10

1.0630        
27.0

1.0621        
27.0

+0/-.0005       
+0/-.013

.16            

.07

GR 24 N

1.5000        
38.1

+0/-.0005       
+0/-.013

2.0625        
52.4

+0/-.0006       
+0/-.015

1.000     
25.40

2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 4,000 7,150    

31,803
20,200    
89,850

.41 

.19 GR 24 N MI 20 N 1.2500        
31.763

+0/-.0005       
+0/-.013

1.4990        
38.090

+0/-.0006       
+0/-.015

1.010        
25.66

0.13            
3

0.06            
2

1.2505        
31.8

1.2496        
31.8

+0/-.0005       
+0/-.013

.19            

.09
GR 24 SS, S, RS,  

SRS, RSS 1.250     
31.75

2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2,500 7,150    

31,803
20,200    
89,850

.47 

.21
GR 24 SS, S,  

RS, SRS, RSS MI 20 1.2500        
31.763

+0/-.0005       
+0/-.013

1.4990        
38.090

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.2505        
31.8

1.2496        
31.8

+0/-.0005       
+0/-.013

.22            

.09

GR 24 2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 4,000 9,150    

40,699
27,800    

123,654
.47 
.21 GR 24 MI 19 1.1875        

30.174
+0/-.0005       
+0/-.013

1.4990        
38.090

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.1880        
30.2

1.1871        
30.2

+0/-.0005       
+0/-.013

.24            

.11

GR 26 N

1.6250        
41.3

+0/-.0005       
+0/-.013

2.1875        
55.6

+0/-.0006       
+0/-.015

1.000     
25.40

2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,700 7,500    

33,360
21,700    
96,522

.46 

.21 GR 26 N MI 21 N 1.3125        
33.351

+0/-.0005       
+0/-.013

1.6240        
41.266

+0/-.0006       
+0/-.015

1.010        
25.66

0.13            
3

0.06            
2

1.3130        
33.4

1.3121        
33.3

+0/-.0005       
+0/-.013

.20            

.09
GR 26 SS, S, RS,  

SRS, RSS 1.250     
31.75

2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2,350 7,500    

33,360
21,700    
96,522

.51 

.23
GR 26 SS, S,  

RS, SRS, RSS MI 21 1.3125        
33.351

+0/-.0005       
+0/-.013

1.6240        
41.266

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.3130        
33.4

1.3121        
33.3

+0/-.0005       
+0/-.013

.26           

.12

GR 26 2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,700 9,600    

42,701
29,800    

132,550
.51 
.23 GR 26 MI 22 4S 1.3750        

34.939
+0/-.0005       
+0/-.013

1.6240        
41.266

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.3755        
35.0

1.3746        
34.9

+0/-.0005       
+0/-.013

.20            

.09

GR 28 N

1.7500        
44.5

+0/-.0005       
+0/-.013

2.3125        
58.8

+0/-.0006       
+0/-.015

1.000     
25.40

2.3121                   
58.750

2.3132                   
58.778

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,400 7,750    

34,472
23,300    

103,638
.47 
.21 GR 28 N MI 24 N 1.5000        

38.115
+0/-.0005       
+0/-.013

1.7490        
44.442

+0/-.0006       
+0/-.015

1.010        
25.66

0.13            
3

0.06            
2

1.5005        
38.1

1.4996        
38.1

+0/-.0005       
+0/-.013

.22           

.09
GR 28 SS, S, RS, 

SRS, RSS
1.250     
31.75

2.3121                   
58.750

2.3132                   
58.778

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2,200 7,750    

34,472
23,300    

103,638
.55 
.25

GR 28 SS, S,  
RS, SRS, RSS MI 22 1.3750        

34.939
+0/-.0005       
+0/-.013

1.7490        
44.442

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.3755        
35.0

1.3746        
34.9

+0/-.0005       
+0/-.013

.26            

.12

GR 28

2.3121                   
58.750

2.3132                   
58.778

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,400 9,850    

43,813
32,100    

142,781
.55 
.25 GR 28

MI 23 1.4375        
36.527

+0/-.0005       
+0/-.013

1.7490        
44.442

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.4380        
36.5

1.4371        
36.5

+0/-.0005       
+0/-.013

.27            

.12
2.3121                   
58.750

2.3132                   
58.778

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,400 9,850    

43,813
32,100    

142,781
.55 
.25 MI 24 1.5000        

38.115
+0/-.0005       
+0/-.013

1.7490        
44.442

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.5005        
38.1

1.4996        
38.1

+0/-.0005       
+0/-.013

.22            

.09
GR 30 SS, S, RS,  

SRS, RSS 1.8750        
47.6

+0/-.0005       
+0/-.013

2.4375        
61.9

+0/-.0006       
+0/-.015

1.250     
31.75

2.4371                   
61.927

2.4382                   
61.955

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2,040 8,150    

36,251
25,200    
112,090

.59 

.27
GR 30 SS, S,  

RS, SRS, RSS MI 25 4S 1.5625        
39.703

+0/-.0005       
+0/-.013

1.8740        
47.618

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.5630        
39.7

1.5621        
39.7

+0/-.0005       
+0/-.013

.27            

.12

GR 30 2.4371                   
61.927

2.4382                   
61.955

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,100 8,150    

36,251
25,200    
112,090

.59 

.27 GR 30 MI 25 4S 1.5625        
39.703

+0/-.0005       
+0/-.013

1.8740        
47.618

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.5630        
39.7

1.5621        
39.7

+0/-.0005       
+0/-.013

.27            

.12

GR 32 N

2.0000        
50.8

+0/-.0005       
+0/-.013

2.5625        
65.1

+0/-.0006       
+0/-.015

1.000     
25.40

2.5621                   
65.103

2.5632                   
65.131

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,000 8,000    

35,584
26,700    
118,762

.55 

.25 GR 32 N MI 26 N 1.6250        
41.291

+0/-.0005       
+0/-.013

1.9989        
50.792

+0/-.0007       
+0/-.018

1.010        
25.66

0.13            
3

0.06            
2

1.6255        
41.3

1.6246        
41.3

+0/-.0005       
+0/-.013

.30            

.14
GR 32 SS, S, RS,  

SRS, RSS
1.250     
31.75

2.5621                   
65.103

2.5632                   
65.131

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 1,900 8,000    

35,584
26,700    
118,762

.61 

.28
GR 32 SS, S,  

RS, SRS, RSS MI 25 1.5625        
39.703

+0/-.0005       
+0/-.013

1.9989        
50.792

+0/-.0007       
+0/-.018

1.260        
32.02

0.13            
3

0.06            
2

1.5630        
39.7

1.5621        
39.7

+0/-.0005       
+0/-.013

.30            

.14

GR 32

2.5621                   
65.103

2.5632                   
65.131

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,000 10,250    

45,592
36,700    

163,242
.61 
.28 GR 32

MI 26 1.6250        
41.291

+0/-.0005       
+0/-.013

1.9989        
50.792

+0/-.0007       
+0/-.018

1.260        
32.0

0.13            
3

0.06            
2

1.6255        
41.3

1.6246        
41.3

+0/-.0005       
+0/-.013

.38            

.17
2.5621                   
65.103

2.5632                   
65.131

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,000 10,250    

45,592
36,700    

163,242
.61 
.28 MI 27 1.6875        

42.879
+0/-.0005       
+0/-.013

1.9989        
50.792

+0/-.0007       
+0/-.018

1.260        
32.0

0.13            
3

0.06            
2

1.6880        
42.9

1.6871        
42.9

+0/-.0005       
+0/-.013

.32            

.15
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GUIDEROL® Bearings
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GR SERIES (continued)

LUBRICATION
GROOVEHD

i

BD1

W1

R

HD

o

LUBRICATION
GROOVE

W

D d

R

Part No. d D W

Housing Bore Diameter

HD Ro
Limiting 
Speed 

 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & Roller 
Assembly 

Weight

Part No. B D1 W1 HD Ri
Recommended Shaft Diameter  

with inner ring
Inner 

Weight

Outer Ring & Roller 
Assembly

Shaft Diameter Outside 
Diameter Width

Radial Lub. 
Hole 

Diameter

Max Hsg 
Radius to 

Clear Outer Ring  
& Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial Lub.  

Hole 
Diameter

Max Shaft 
Radius to 

Clear
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

GR 20 N

1.2500        
31.8

+0/-.0005       
+0/-.013

1.7500        
44.5

+0/-.0005       
+0/-.013

1.000     
25.40

1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 4,800 6,500    

28,912
17,000    
75,616

.27 

.12 GR 20 N MI 16 N 1.0000        
25.410

+0/-.0005       
+0/-.013

1.2491        
31.740

+0/-.0006       
+0/-.015

1.010        
25.66

0.13            
3

0.40            
10

1.0005        
25.4

0.9996        
25.4

+0/-.0005       
+0/-.013

.13            

.06
GR 20 SS, S, RS,  

SRS, RSS 1.250     
31.75

1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 3,050 6,500    

28,912
17,000    
75,616

.39 

.15
GR 20 SS, S,  

RS, SRS, RSS MI 16 1.0000        
25.410

+0/-.0005       
+0/-.013

1.2491        
31.740

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.40            
10

1.0005        
25.4

0.9996        
25.4

+0/-.0005       
+0/-.013

.16            

.07

GR 20 1.7497                   
44.460

1.7507                   
44.485

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 4,800 8,300    

36,918
23,100    
102,749

.39 

.15 GR 20 MI 16 1.0000        
25.410

+0/-.0005       
+0/-.013

1.2491        
31.740

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.40            
10

1.0005        
25.4

0.9996        
25.4

+0/-.0005       
+0/-.013

.16            

.07

GR 22 N

1.3750        
34.9

+0/-.0005       
+0/-.013

1.8750        
47.6

+0/-.0006       
+0/-.015

1.000     
25.40

1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 4,400 7,100    

31,581
18,600    
82,733

.31 

.14 GR 22 N MI 18 N 1.1250        
28.586

+0/-.0005       
+0/-.013

1.3741        
34.916

+0/-.0006       
+0/-.015

1.010        
25.66

0.13            
3

0.40            
10

1.1255        
28.6

1.1246        
28.6

+0/-.0005       
+0/-.013

.14            

.06
GR 22 SS, S, RS,  

SRS, RSS 1.250     
31.75

1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 2,800 7,100    

31,581
18,600    
82,733

.36 

.16
GR 22 SS, S,  

RS, SRS, RSS MI 18 1.1250        
28.586

+0/-.0005       
+0/-.013

1.3741        
34.916

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.40            
10

1.1255        
28.6

1.1246        
28.6

+0/-.0005       
+0/-.013

.17            

.08

GR 22 1.8747                   
47.636

1.8757                   
47.662

+0/-.0007       
+0/-.018

.09                   
2

0.04                   
1 4,400 9,050    

40,254
25,500    
113,424

.36 

.16 GR 22 MI 17 1.0625        
26.998

+0/-.0005       
+0/-.013

1.3741        
34.916

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.40            
10

1.0630        
27.0

1.0621        
27.0

+0/-.0005       
+0/-.013

.16            

.07

GR 24 N

1.5000        
38.1

+0/-.0005       
+0/-.013

2.0625        
52.4

+0/-.0006       
+0/-.015

1.000     
25.40

2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 4,000 7,150    

31,803
20,200    
89,850

.41 

.19 GR 24 N MI 20 N 1.2500        
31.763

+0/-.0005       
+0/-.013

1.4990        
38.090

+0/-.0006       
+0/-.015

1.010        
25.66

0.13            
3

0.06            
2

1.2505        
31.8

1.2496        
31.8

+0/-.0005       
+0/-.013

.19            

.09
GR 24 SS, S, RS,  

SRS, RSS 1.250     
31.75

2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2,500 7,150    

31,803
20,200    
89,850

.47 

.21
GR 24 SS, S,  

RS, SRS, RSS MI 20 1.2500        
31.763

+0/-.0005       
+0/-.013

1.4990        
38.090

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.2505        
31.8

1.2496        
31.8

+0/-.0005       
+0/-.013

.22            

.09

GR 24 2.0621                   
52.398

2.0632                   
52.426

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 4,000 9,150    

40,699
27,800    
123,654

.47 

.21 GR 24 MI 19 1.1875        
30.174

+0/-.0005       
+0/-.013

1.4990        
38.090

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.1880        
30.2

1.1871        
30.2

+0/-.0005       
+0/-.013

.24            

.11

GR 26 N

1.6250        
41.3

+0/-.0005       
+0/-.013

2.1875        
55.6

+0/-.0006       
+0/-.015

1.000     
25.40

2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,700 7,500    

33,360
21,700    
96,522

.46 

.21 GR 26 N MI 21 N 1.3125        
33.351

+0/-.0005       
+0/-.013

1.6240        
41.266

+0/-.0006       
+0/-.015

1.010        
25.66

0.13            
3

0.06            
2

1.3130        
33.4

1.3121        
33.3

+0/-.0005       
+0/-.013

.20            

.09
GR 26 SS, S, RS,  

SRS, RSS 1.250     
31.75

2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2,350 7,500    

33,360
21,700    
96,522

.51 

.23
GR 26 SS, S,  

RS, SRS, RSS MI 21 1.3125        
33.351

+0/-.0005       
+0/-.013

1.6240        
41.266

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.3130        
33.4

1.3121        
33.3

+0/-.0005       
+0/-.013

.26           

.12

GR 26 2.1871                   
55.574

2.1882                   
55.602

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,700 9,600    

42,701
29,800    
132,550

.51 

.23 GR 26 MI 22 4S 1.3750        
34.939

+0/-.0005       
+0/-.013

1.6240        
41.266

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.3755        
35.0

1.3746        
34.9

+0/-.0005       
+0/-.013

.20            

.09

GR 28 N

1.7500        
44.5

+0/-.0005       
+0/-.013

2.3125        
58.8

+0/-.0006       
+0/-.015

1.000     
25.40

2.3121                   
58.750

2.3132                   
58.778

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,400 7,750    

34,472
23,300    
103,638

.47 

.21 GR 28 N MI 24 N 1.5000        
38.115

+0/-.0005       
+0/-.013

1.7490        
44.442

+0/-.0006       
+0/-.015

1.010        
25.66

0.13            
3

0.06            
2

1.5005        
38.1

1.4996        
38.1

+0/-.0005       
+0/-.013

.22           

.09
GR 28 SS, S, RS, 

SRS, RSS
1.250     
31.75

2.3121                   
58.750

2.3132                   
58.778

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2,200 7,750    

34,472
23,300    
103,638

.55 

.25
GR 28 SS, S,  

RS, SRS, RSS MI 22 1.3750        
34.939

+0/-.0005       
+0/-.013

1.7490        
44.442

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.3755        
35.0

1.3746        
34.9

+0/-.0005       
+0/-.013

.26            

.12

GR 28

2.3121                   
58.750

2.3132                   
58.778

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,400 9,850    

43,813
32,100    
142,781

.55 

.25 GR 28
MI 23 1.4375        

36.527
+0/-.0005       
+0/-.013

1.7490        
44.442

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.4380        
36.5

1.4371        
36.5

+0/-.0005       
+0/-.013

.27            

.12
2.3121                   
58.750

2.3132                   
58.778

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,400 9,850    

43,813
32,100    
142,781

.55 

.25 MI 24 1.5000        
38.115

+0/-.0005       
+0/-.013

1.7490        
44.442

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.5005        
38.1

1.4996        
38.1

+0/-.0005       
+0/-.013

.22            

.09
GR 30 SS, S, RS,  

SRS, RSS 1.8750        
47.6

+0/-.0005       
+0/-.013

2.4375        
61.9

+0/-.0006       
+0/-.015

1.250     
31.75

2.4371                   
61.927

2.4382                   
61.955

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 2,040 8,150    

36,251
25,200    
112,090

.59 

.27
GR 30 SS, S,  

RS, SRS, RSS MI 25 4S 1.5625        
39.703

+0/-.0005       
+0/-.013

1.8740        
47.618

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.5630        
39.7

1.5621        
39.7

+0/-.0005       
+0/-.013

.27            

.12

GR 30 2.4371                   
61.927

2.4382                   
61.955

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,100 8,150    

36,251
25,200    
112,090

.59 

.27 GR 30 MI 25 4S 1.5625        
39.703

+0/-.0005       
+0/-.013

1.8740        
47.618

+0/-.0006       
+0/-.015

1.260        
32.02

0.13            
3

0.06            
2

1.5630        
39.7

1.5621        
39.7

+0/-.0005       
+0/-.013

.27            

.12

GR 32 N

2.0000        
50.8

+0/-.0005       
+0/-.013

2.5625        
65.1

+0/-.0006       
+0/-.015

1.000     
25.40

2.5621                   
65.103

2.5632                   
65.131

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,000 8,000    

35,584
26,700    
118,762

.55 

.25 GR 32 N MI 26 N 1.6250        
41.291

+0/-.0005       
+0/-.013

1.9989        
50.792

+0/-.0007       
+0/-.018

1.010        
25.66

0.13            
3

0.06            
2

1.6255        
41.3

1.6246        
41.3

+0/-.0005       
+0/-.013

.30            

.14
GR 32 SS, S, RS,  

SRS, RSS
1.250     
31.75

2.5621                   
65.103

2.5632                   
65.131

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 1,900 8,000    

35,584
26,700    
118,762

.61 

.28
GR 32 SS, S,  

RS, SRS, RSS MI 25 1.5625        
39.703

+0/-.0005       
+0/-.013

1.9989        
50.792

+0/-.0007       
+0/-.018

1.260        
32.02

0.13            
3

0.06            
2

1.5630        
39.7

1.5621        
39.7

+0/-.0005       
+0/-.013

.30            

.14

GR 32

2.5621                   
65.103

2.5632                   
65.131

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,000 10,250    

45,592
36,700    
163,242

.61 

.28 GR 32
MI 26 1.6250        

41.291
+0/-.0005       
+0/-.013

1.9989        
50.792

+0/-.0007       
+0/-.018

1.260        
32.0

0.13            
3

0.06            
2

1.6255        
41.3

1.6246        
41.3

+0/-.0005       
+0/-.013

.38            

.17
2.5621                   
65.103

2.5632                   
65.131

+0/-.0007       
+0/-.018

.09                   
2

0.06                   
2 3,000 10,250    

45,592
36,700    
163,242

.61 

.28 MI 27 1.6875        
42.879

+0/-.0005       
+0/-.013

1.9989        
50.792

+0/-.0007       
+0/-.018

1.260        
32.0

0.13            
3

0.06            
2

1.6880        
42.9

1.6871        
42.9

+0/-.0005       
+0/-.013

.32            

.15

Bearing Selection
Page C-3

Nomenclature Aid
Page C-18

Features & Benefits
Page C-19

Product Options
Page C-20

Technical Engineering
Page C-45



C-25

GUIDEROL® Bearings
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GR SERIES (continued)

Basic Construction Type: Machined Race with full 
Complement of Needles

Rolling Elements: Center Guided Precision 
Needles

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip

Lubrication: Sealed Bearings: Lithium 
Soap Grease NLGI #1 
Unsealed Bearings: Rust 
Preventative

HD

o

LUBRICATION
GROOVE

W

D d

R

Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

For sealed bearings, Outside diameter may be slightly oversize due to seal press fit.  
For DS matching as DS suffix to part number 
* For bearing properly filled with #1 grease reduce speed by 50% 

Part No. d D W

Housing Bore Diameter

HD Ro
Limiting 
Speed 

 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & Roller 
Assembly 

Weight

Part No. B D1 W1 HD Ri
Recommended Shaft Diameter  

with inner ring
Inner 

Weight

Outer Ring & Roller 
Assembly

Shaft Diameter Outside 
Diameter Width

Radial Lub. 
Hole 

Diameter

Max Hsg 
Radius to 

Clear Outer Ring  
& Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial Lub.  

Hole 
Diameter

Max Shaft 
Radius to 

Clear
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

GR 36 N

2.2500        
57.2

+0/-.0005       
+0/-.013

3.0000        
76.2

+0/-.0006       
+0/-.015

1.500     
38.10

2.9996                   
76.220

3.0007                   
76.248

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 2,700 15,250    

67,832
49,100    

218,397
1.13 
.51 GR 36 N MI 28 N 1.7500        

44.468
+0/-.0005       
+0/-.013

2.2489        
57.145

+0/-.0007       
+0/-.018

1.510        
38.37

0.19            
5

0.06            
2

1.7505        
44.5

1.7496        
44.5

+0/-.0005       
+0/-.013

.63            

.29
GR 36 SS, S, RS,  

SRS, RSS 1.750     
44.45

2.9996                   
76.220

3.0007                   
76.248

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 1,700 15,250    

67,832
49,100    

218,397
1.32 
.59

GR 36 SS, S,  
RS, SRS, RSS MI 28 1.7500        

44.468
+0/-.0005       
+0/-.013

2.2489        
57.1

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.06            
2

1.7505        
44.5

1.7497        
44.5

+0/-.0005       
+0/-.013

.74            

.34

GR 36 2.9996                   
76.220

3.0007                   
76.248

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 2,700 18,450    

82,066
60,200    

267,770
1.32 
.59 GR 36 MI 30 1.8750        

47.644
+0/-.0005       
+0/-.013

2.2489        
57.1

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.06            
2

1.8755        
47.7

1.8746        
47.6

+0/-.0005       
+0/-.013

.85            

.39

GR 40 N

2.5000        
63.5

+0/-.0005       
+0/-.013

3.2500        
82.6

+0/-.0008       
+0/-.020

1.500     
38.10

3.2496                   
82.572

3.2507                   
82.600

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 2,400 16,200    

72,058
54,500    

242,416
1.23 
.56 GR 40 N MI 32 N 2.0000        

50.820
+0/-.0005       
+0/-.013

2.2489        
57.145

+0/-.0007       
+0/-.018

1.510        
38.37

0.19            
5

0.08            
2

2.0005        
50.8

1.9996        
50.8

+0/-.0005       
+0/-.013

.74            

.34
GR 40 SS, S, RS,  

SRS, RSS
1.750     
44.45

3.2496                   
82.572

3.2507                   
82.600

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 1,530 16,200    

72,058
54,500    

242,416
1.44 
.65

GR 40 SS, S,  
RS, SRS, RSS MI 31 1.9375        

49.232
+0/-.0005       
+0/-.013

2.2489        
57.1

+0/-.0007       
+0/-.018

1.510        
38.4

0.19            
5

0.08            
2

1.9380        
49.2

1.9371        
49.2

+0/-.0005       
+0/-.013

.97            

.44

GR 40

3.2496                   
82.572

3.2507                   
82.600

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 2,400 19,800    

88,070
66,800    

297,126
1.44 
.65 GR 40

MI 32 2.0000        
50.820

+0/-.0005       
+0/-.013

2.2489        
57.1

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.08            
2

2.0005        
50.8

1.9996        
50.8

+0/-.0005       
+0/-.013

.87            

.39
3.2496                   
82.572

3.2507                   
82.600

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 2,400 19,800    

88,070
66,800    

297,126
1.44 
.65 MI 34 2.1250        

53.996
+0/-.0006       
+0/-.015

2.2489        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

0.19            
5

0.08            
2

2.1258        
54.0

2.1247        
54.0

+0/-.0008       
+0/-.020

1.00            
.45

GR 44 N

2.7500        
69.9

+0/-.0005       
+0/-.013

3.5000        
88.9

+0/-.0008       
+0/-.020

1.500     
38.10

3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 2,200 16,800    

74,726
59,900    

266,435
1.36 
.62 GR 44 N MI 36 N 2.2500        

57.173
+0/-.0006       
+0/-.015

2.7489        
69.850

+0/-.0007       
+0/-.018

1.510        
38.37

0.19            
5

0.08            
2

2.2508        
57.2

2.2497        
57.2

+0/-.0008       
+0/-.020

.83            

.36
GR 44 SS, S, RS,  

SRS, RSS 1.750     
44.45

3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 1,390 16,800    

74,726
59,900    

266,435
1.59 
.72

GR 44 SS, S,  
RS, SRS, RSS MI 35 2.1875        

55.584
+0/-.0006       
+0/-.015

2.7489        
69.8

+0/-.0007       
+0/-.018

1.510        
38.4

0.19            
5

0.08            
2

2.1883        
55.6

2.1872        
55.6

+0/-.0008       
+0/-.020

1.06            
.48

GR 44 3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 2,200 20,350    

90,517
73,400    

326,483
1.59 
.72 GR 44 MI 36 2.2500        

57.173
+0/-.0006       
+0/-.015

2.7489        
69.8

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.08            
2

2.2508        
57.2

2.2497        
57.2

+0/-.0008       
+0/-.020

.97            

.44

GR 48 N

3.0000        
76.2

+0/-.0005       
+0/-.013

3.7500        
95.3

+0/-.0008       
+0/-.020

1.500     
38.10

3.7495                   
95.275

3.7508                   
95.308

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 2,000 20,500    

91,184
65,400    

290,899
1.53 
.69 GR 48 N MI 40 N 2.5000        

63.525
+0/-.0006       
+0/-.015

2.9989        
76.202

+0/-.0007       
+0/-.018

1.510        
38.37

0.19            
5

0.08            
2

2.5008        
63.5

2.4997        
63.5

+0/-.0008       
+0/-.020

.92            

.43
GR 48 SS, S, RS,  

SRS, RSS
1.750     
44.45

3.7495                   
95.275

3.7508                   
95.308

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 1,270 20,500    

91,184
65,400    

290,899
1.70 
.77

GR 48 SS, S,  
RS, SRS, RSS MI 38 2.3750        

60.349
+0/-.0006       
+0/-.015

2.9989        
76.2

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.08            
2

2.3758        
60.4

2.3747        
60.3

+0/-.0008       
+0/-.020

1.28           
.58

GR 48

3.7495                   
95.275

3.7508                   
95.308

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 2,000 20,600    

91,629
80,200    

356,730
1.70 
.77 GR 48

MI 39 2.4375        
61.937

+0/-.0006       
+0/-.015

2.9989        
76.2

+0/-.0007       
+0/-.018

1.510        
38.37

0.19            
5

0.08            
2

2.4383        
62.0

2.4372        
61.9

+0/-.0008       
+0/-.020

1.05            
.47

3.7495                   
95.275

3.7508                   
95.308

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 2,000 20,600    

91,629
80,200    

356,730
1.70 
.77 MI 40 2.5000        

63.525
+0/-.0006       
+0/-.015

2.9989        
76.2

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.08            
2

2.5008        
63.5

2.4997        
63.5

+0/-.0008       
+0/-.020

1.07            
.48

GR 52 SS, S, RS,  
SRS, RSS 3.2500        

82.6
+0/-.0005       
+0/-.013

4.2500        
108.0

+0/-.0008       
+0/-.020

1.750     
44.45

4.2495                   
107.980

4.2508                   
108.013

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,175 25,100    

111,645
63,800    

283,782
2.64 
1.19

GR 52 SS, S,  
RS, SRS, RSS MI 42 2.6250        

66.701
+0/-.0006       
+0/-.015

3.2487        
82.549

+0/-.0009       
+0/-.023

1.760        
44.72

0.19            
5

0.08            
2

2.6258        
66.7

2.6247        
66.7

+0/-.0008       
+0/-.020

1.12            
.51

GR 52 4.2495                   
107.980

4.2508                   
108.013

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,850 23,950    

106,530
80,100    

356,285
2.64 
1.19 GR 52 MI 44 2.7500        

69.878
+0/-.0006       
+0/-.015

3.2487        
82.549

+0/-.0009       
+0/-.023

1.760        
44.72

0.19            
5

0.08            
2

2.7508        
69.9

2.7497        
69.9

+0/-.0008       
+0/-.020

1.17            
.53

GR 56 N

3.5000        
88.9

+0/-.0005       
+0/-.013

4.5000        
114.3

+0/-.0008       
+0/-.020

1.750     
44.45

3.2496                   
82.572

3.2507                   
82.600

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,700 25,100    

111,645
86,500    

384,752
2.88 
1.31 GR 56 N MI 48 N 3.0000        

76.230
+0/-.0006       
+0/-.015

3.4987        
88.902

+0/-.0009       
+0/-.023

1.760        
44.72

0.25            
6

0.08            
2

3.0008        
76.3

2.9997        
76.2

+0/-.0008       
+0/-.020

1.32            
.55

GR 56 SS, S, RS,  
SRS, RSS

2.000     
50.80

3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,090 25,100    

111,645
86,500    

384,752
3.18 
1.44

GR 56 SS, S,  
RS, SRS, RSS MI 46 2.8750        

73.054
+0/-.0006       
+0/-.015

3.4987        
88.9

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.08            
2

2.8758        
73.1

2.8747        
73.0

+0/-.0008       
+0/-.020

1.30            
.59

GR 56

3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,700 28,900    

128,547
104,000    
462,592

3.18 
1.44 GR 56

MI 47 2.9375        
74.642

+0/-.0006       
+0/-.015

3.4987        
88.9

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.08            
2

2.9383        
74.7

2.9372        
74.6

+0/-.0008       
+0/-.020

1.58           
.72

3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,700 28,900    

128,547
104,000    
462,592

3.18 
1.44 MI 48 3.0000        

76.230
+0/-.0006       
+0/-.015

3.4987        
88.9

+0/-.0009       
+0/-.023

2.010        
51.1

0.25            
6

0.08            
2

3.0008        
76.3

2.9997        
76.2

+0/-.0008       
+0/-.020

1.43            
.65

GR 60 SS, S, RS,  
SRS, RSS 3.7500        

95.3
+0/-.0005       
+0/-.013

4.7500        
120.7

+0/-.0008       
+0/-.020

2.000     
50.80

4.7495                   
120.685

4.7508                   
120.718

+0/-.0010       
+0/-.025

.19                   
5

0.10                   
3 1,020 25,450    

113,202
92,300    

410,550
3.38 
1.53

GR 60 SS, S,  
RS, SRS, RSS MI 50 3.1250        

79.406
+0/-.0006       
+0/-.015

3.7487        
95.254

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.1260        
79.4

3.1246        
79.4

+0/-.0010       
+0/-.025

1.88            
.85

GR 60 4.7495                   
120.685

4.7508                   
120.718

+0/-.0010       
+0/-.025

.19                   
5

0.10                   
3 1,600 29,300    

130,326
111,000    
493,728

3.38 
1.53 GR 60 MI 52 3.2500        

82.583
+0/-.0006       
+0/-.015

3.7487        
95.254

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.2510        
82.6

3.2496        
82.6

+0/-.0010       
+0/-.025

1.52            
.69
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GR SERIES (continued)

LUBRICATION
GROOVEHD

i

BD1

W1

R

HD

o

LUBRICATION
GROOVE

W

D d

R

Part No. d D W

Housing Bore Diameter

HD Ro
Limiting 
Speed 

 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & Roller 
Assembly 

Weight

Part No. B D1 W1 HD Ri
Recommended Shaft Diameter  

with inner ring
Inner 

Weight

Outer Ring & Roller 
Assembly

Shaft Diameter Outside 
Diameter Width

Radial Lub. 
Hole 

Diameter

Max Hsg 
Radius to 

Clear Outer Ring  
& Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial Lub.  

Hole 
Diameter

Max Shaft 
Radius to 

Clear
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

GR 36 N

2.2500        
57.2

+0/-.0005       
+0/-.013

3.0000        
76.2

+0/-.0006       
+0/-.015

1.500     
38.10

2.9996                   
76.220

3.0007                   
76.248

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 2,700 15,250    

67,832
49,100    
218,397

1.13 
.51 GR 36 N MI 28 N 1.7500        

44.468
+0/-.0005       
+0/-.013

2.2489        
57.145

+0/-.0007       
+0/-.018

1.510        
38.37

0.19            
5

0.06            
2

1.7505        
44.5

1.7496        
44.5

+0/-.0005       
+0/-.013

.63            

.29
GR 36 SS, S, RS,  

SRS, RSS 1.750     
44.45

2.9996                   
76.220

3.0007                   
76.248

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 1,700 15,250    

67,832
49,100    
218,397

1.32 
.59

GR 36 SS, S,  
RS, SRS, RSS MI 28 1.7500        

44.468
+0/-.0005       
+0/-.013

2.2489        
57.1

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.06            
2

1.7505        
44.5

1.7497        
44.5

+0/-.0005       
+0/-.013

.74            

.34

GR 36 2.9996                   
76.220

3.0007                   
76.248

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 2,700 18,450    

82,066
60,200    
267,770

1.32 
.59 GR 36 MI 30 1.8750        

47.644
+0/-.0005       
+0/-.013

2.2489        
57.1

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.06            
2

1.8755        
47.7

1.8746        
47.6

+0/-.0005       
+0/-.013

.85            

.39

GR 40 N

2.5000        
63.5

+0/-.0005       
+0/-.013

3.2500        
82.6

+0/-.0008       
+0/-.020

1.500     
38.10

3.2496                   
82.572

3.2507                   
82.600

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 2,400 16,200    

72,058
54,500    
242,416

1.23 
.56 GR 40 N MI 32 N 2.0000        

50.820
+0/-.0005       
+0/-.013

2.2489        
57.145

+0/-.0007       
+0/-.018

1.510        
38.37

0.19            
5

0.08            
2

2.0005        
50.8

1.9996        
50.8

+0/-.0005       
+0/-.013

.74            

.34
GR 40 SS, S, RS,  

SRS, RSS
1.750     
44.45

3.2496                   
82.572

3.2507                   
82.600

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 1,530 16,200    

72,058
54,500    
242,416

1.44 
.65

GR 40 SS, S,  
RS, SRS, RSS MI 31 1.9375        

49.232
+0/-.0005       
+0/-.013

2.2489        
57.1

+0/-.0007       
+0/-.018

1.510        
38.4

0.19            
5

0.08            
2

1.9380        
49.2

1.9371        
49.2

+0/-.0005       
+0/-.013

.97            

.44

GR 40

3.2496                   
82.572

3.2507                   
82.600

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 2,400 19,800    

88,070
66,800    
297,126

1.44 
.65 GR 40

MI 32 2.0000        
50.820

+0/-.0005       
+0/-.013

2.2489        
57.1

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.08            
2

2.0005        
50.8

1.9996        
50.8

+0/-.0005       
+0/-.013

.87            

.39
3.2496                   
82.572

3.2507                   
82.600

+0/-.0007       
+0/-.018

.13                   
3

0.08                   
2 2,400 19,800    

88,070
66,800    
297,126

1.44 
.65 MI 34 2.1250        

53.996
+0/-.0006       
+0/-.015

2.2489        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

0.19            
5

0.08            
2

2.1258        
54.0

2.1247        
54.0

+0/-.0008       
+0/-.020

1.00            
.45

GR 44 N

2.7500        
69.9

+0/-.0005       
+0/-.013

3.5000        
88.9

+0/-.0008       
+0/-.020

1.500     
38.10

3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 2,200 16,800    

74,726
59,900    
266,435

1.36 
.62 GR 44 N MI 36 N 2.2500        

57.173
+0/-.0006       
+0/-.015

2.7489        
69.850

+0/-.0007       
+0/-.018

1.510        
38.37

0.19            
5

0.08            
2

2.2508        
57.2

2.2497        
57.2

+0/-.0008       
+0/-.020

.83            

.36
GR 44 SS, S, RS,  

SRS, RSS 1.750     
44.45

3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 1,390 16,800    

74,726
59,900    
266,435

1.59 
.72

GR 44 SS, S,  
RS, SRS, RSS MI 35 2.1875        

55.584
+0/-.0006       
+0/-.015

2.7489        
69.8

+0/-.0007       
+0/-.018

1.510        
38.4

0.19            
5

0.08            
2

2.1883        
55.6

2.1872        
55.6

+0/-.0008       
+0/-.020

1.06            
.48

GR 44 3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 2,200 20,350    

90,517
73,400    
326,483

1.59 
.72 GR 44 MI 36 2.2500        

57.173
+0/-.0006       
+0/-.015

2.7489        
69.8

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.08            
2

2.2508        
57.2

2.2497        
57.2

+0/-.0008       
+0/-.020

.97            

.44

GR 48 N

3.0000        
76.2

+0/-.0005       
+0/-.013

3.7500        
95.3

+0/-.0008       
+0/-.020

1.500     
38.10

3.7495                   
95.275

3.7508                   
95.308

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 2,000 20,500    

91,184
65,400    
290,899

1.53 
.69 GR 48 N MI 40 N 2.5000        

63.525
+0/-.0006       
+0/-.015

2.9989        
76.202

+0/-.0007       
+0/-.018

1.510        
38.37

0.19            
5

0.08            
2

2.5008        
63.5

2.4997        
63.5

+0/-.0008       
+0/-.020

.92            

.43
GR 48 SS, S, RS,  

SRS, RSS
1.750     
44.45

3.7495                   
95.275

3.7508                   
95.308

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 1,270 20,500    

91,184
65,400    
290,899

1.70 
.77

GR 48 SS, S,  
RS, SRS, RSS MI 38 2.3750        

60.349
+0/-.0006       
+0/-.015

2.9989        
76.2

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.08            
2

2.3758        
60.4

2.3747        
60.3

+0/-.0008       
+0/-.020

1.28           
.58

GR 48

3.7495                   
95.275

3.7508                   
95.308

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 2,000 20,600    

91,629
80,200    
356,730

1.70 
.77 GR 48

MI 39 2.4375        
61.937

+0/-.0006       
+0/-.015

2.9989        
76.2

+0/-.0007       
+0/-.018

1.510        
38.37

0.19            
5

0.08            
2

2.4383        
62.0

2.4372        
61.9

+0/-.0008       
+0/-.020

1.05            
.47

3.7495                   
95.275

3.7508                   
95.308

+0/-.0010       
+0/-.025

.13                   
3

0.08                   
2 2,000 20,600    

91,629
80,200    
356,730

1.70 
.77 MI 40 2.5000        

63.525
+0/-.0006       
+0/-.015

2.9989        
76.2

+0/-.0007       
+0/-.018

1.760        
44.72

0.19            
5

0.08            
2

2.5008        
63.5

2.4997        
63.5

+0/-.0008       
+0/-.020

1.07            
.48

GR 52 SS, S, RS,  
SRS, RSS 3.2500        

82.6
+0/-.0005       
+0/-.013

4.2500        
108.0

+0/-.0008       
+0/-.020

1.750     
44.45

4.2495                   
107.980

4.2508                   
108.013

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,175 25,100    

111,645
63,800    
283,782

2.64 
1.19

GR 52 SS, S,  
RS, SRS, RSS MI 42 2.6250        

66.701
+0/-.0006       
+0/-.015

3.2487        
82.549

+0/-.0009       
+0/-.023

1.760        
44.72

0.19            
5

0.08            
2

2.6258        
66.7

2.6247        
66.7

+0/-.0008       
+0/-.020

1.12            
.51

GR 52 4.2495                   
107.980

4.2508                   
108.013

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,850 23,950    

106,530
80,100    
356,285

2.64 
1.19 GR 52 MI 44 2.7500        

69.878
+0/-.0006       
+0/-.015

3.2487        
82.549

+0/-.0009       
+0/-.023

1.760        
44.72

0.19            
5

0.08            
2

2.7508        
69.9

2.7497        
69.9

+0/-.0008       
+0/-.020

1.17            
.53

GR 56 N

3.5000        
88.9

+0/-.0005       
+0/-.013

4.5000        
114.3

+0/-.0008       
+0/-.020

1.750     
44.45

3.2496                   
82.572

3.2507                   
82.600

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,700 25,100    

111,645
86,500    
384,752

2.88 
1.31 GR 56 N MI 48 N 3.0000        

76.230
+0/-.0006       
+0/-.015

3.4987        
88.902

+0/-.0009       
+0/-.023

1.760        
44.72

0.25            
6

0.08            
2

3.0008        
76.3

2.9997        
76.2

+0/-.0008       
+0/-.020

1.32            
.55

GR 56 SS, S, RS,  
SRS, RSS

2.000     
50.80

3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,090 25,100    

111,645
86,500    
384,752

3.18 
1.44

GR 56 SS, S,  
RS, SRS, RSS MI 46 2.8750        

73.054
+0/-.0006       
+0/-.015

3.4987        
88.9

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.08            
2

2.8758        
73.1

2.8747        
73.0

+0/-.0008       
+0/-.020

1.30            
.59

GR 56

3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,700 28,900    

128,547
104,000    
462,592

3.18 
1.44 GR 56

MI 47 2.9375        
74.642

+0/-.0006       
+0/-.015

3.4987        
88.9

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.08            
2

2.9383        
74.7

2.9372        
74.6

+0/-.0008       
+0/-.020

1.58           
.72

3.4995                   
88.922

3.5008                   
88.955

+0/-.0010       
+0/-.025

.19                   
5

0.08                   
2 1,700 28,900    

128,547
104,000    
462,592

3.18 
1.44 MI 48 3.0000        

76.230
+0/-.0006       
+0/-.015

3.4987        
88.9

+0/-.0009       
+0/-.023

2.010        
51.1

0.25            
6

0.08            
2

3.0008        
76.3

2.9997        
76.2

+0/-.0008       
+0/-.020

1.43            
.65

GR 60 SS, S, RS,  
SRS, RSS 3.7500        

95.3
+0/-.0005       
+0/-.013

4.7500        
120.7

+0/-.0008       
+0/-.020

2.000     
50.80

4.7495                   
120.685

4.7508                   
120.718

+0/-.0010       
+0/-.025

.19                   
5

0.10                   
3 1,020 25,450    

113,202
92,300    
410,550

3.38 
1.53

GR 60 SS, S,  
RS, SRS, RSS MI 50 3.1250        

79.406
+0/-.0006       
+0/-.015

3.7487        
95.254

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.1260        
79.4

3.1246        
79.4

+0/-.0010       
+0/-.025

1.88            
.85

GR 60 4.7495                   
120.685

4.7508                   
120.718

+0/-.0010       
+0/-.025

.19                   
5

0.10                   
3 1,600 29,300    

130,326
111,000    
493,728

3.38 
1.53 GR 60 MI 52 3.2500        

82.583
+0/-.0006       
+0/-.015

3.7487        
95.254

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.2510        
82.6

3.2496        
82.6

+0/-.0010       
+0/-.025

1.52            
.69
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GR SERIES (continued)

Basic Construction Type: Machined Race with full 
Complement of Needles

Rolling Elements: Center Guided Precision 
Needles

Bearing Material: Bearing Quality Steel

Seal Type: Rubber Lip

Lubrication: Sealed Bearings: Lithium 
Soap Grease NLGI #1 
Unsealed Bearings: Rust 
Preventative

For sealed bearings, Outside diameter may be slightly oversize due to seal press fit. 

For DS matching as DS suffix to part number

* For bearing properly filled with #1 grease reduce speed by 50% 

HD

o

LUBRICATION
GROOVE

W

D d

R

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. d D W

Housing Bore Diameter

HD Ro
Limiting 
Speed 

 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & Roller 
Assembly 

Weight

Part No. B D1 W1 HD Ri
Recommended Shaft Diameter  

with inner ring
Inner 

Weight

Outer Ring & Roller 
Assembly

Shaft Diameter Outside 
Diameter Width

Radial Lub. 
Hole 

Diameter

Max Hsg 
Radius to 

Clear Outer Ring  
& Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial Lub.  

Hole 
Diameter

Max Shaft 
Radius to 

Clear
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

GR 64 SS, S, RS,  
SRS, RSS 4.0000        

101.6
+0/-.0007       
+0/-.018

5.0000        
127.1

+0/-.0010       
+0/-.025

2.000     
50.80

4.9999                   
127.047

5.0011                   
127.078

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 950 26,750    

118,984
98,800    

439,462
3.56 
1.61

GR 64 SS, S,  
RS, SRS, RSS MI 54 3.3750        

85.759
+0/-.0008       
+0/-.020

3.9985        
101.602

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.3760        
85.8

3.3746        
85.7

+0/-.0010       
+0/-.025

2.04            
.93

GR 64 4.9999                   
127.047

5.0011                   
127.078

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 1,500 30,900    

137,443
119,000    
529,312

3.56 
1.61 GR 64 MI 56 3.5000        

88.935
+0/-.0008       
+0/-.020

3.9985        
101.602

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.5010        
89.0

3.4996        
88.9

+0/-.0010       
+0/-.025

1.63            
.74

GR 68 SS, S, RS,  
SRS, RSS 4.2500        

108.0
+0/-.0007       
+0/-.018

5.2500        
133.4

+0/-.0010       
+0/-.025

2.000     
50.80

5.2499                   
133.400

5.2511                   
133.430

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 900 27,400    

121,875
104,000    
462,592

3.74 
1.69

GR 68 SS, S,  
RS, SRS, RSS MI 58 3.6250        

92.111
+0/-.0008       
+0/-.020

4.2485        
107.954

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.6260        
92.1

3.6246        
92.1

+0/-.0010       
+0/-.025

1.70            
.77

GR 68 5.2499                   
133.400

5.2511                   
133.430

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 1,410 31,500    

140,112
126,000    
560,448

3.74 
1.69 GR 68 MI 60 3.7500        

95.288
+0/-.0008       
+0/-.020

4.2485        
107.954

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.7510        
95.3

3.7496        
95.3

+0/-.0010       
+0/-.025

1.75            
.79

GR 72 4.5000        
114.3

+0/-.0007       
+0/-.018

6.0000        
152.5

+0/-.0010       
+0/-.025

2.250     
57.15

5.9999                   
152.457

6.0011                   
152.488

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 1,330 43,400    

193,043
145,000    
644,960

7.13 
3.23 GR 72 MI 62 3.8750        

98.464
+0/-.0008       
+0/-.020

4.4985        
114.307

+0/-.0009       
+0/-.023

2.260        
57.43

0.25            
6

0.10            
3

3.8760        
98.5

3.8746        
98.5

+0/-.0010       
+0/-.025

3.25            
1.47

GR 80 5.0000        
127.1

+0/-.0007       
+0/-.018

6.5000        
165.2

+0/-.0010       
+0/-.025

2.250     
57.15

6.4999                   
165.162

6.5011                   
165.193

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 1,200 48,800    

217,062
161,000    
716,128

7.78 
3.53 GR 80

MI 64 4.0000        
101.640

+0/-.0008       
+0/-.020

4.9985        
127.012

+0/-.0010       
+0/-.025

2.260        
57.43

0.25            
6

0.10            
3

4.0010        
101.7

3.9996        
101.6

+0/-.0010       
+0/-.025

4.38            
1.99

6.4999                   
165.162

6.5011                   
165.193

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 1,200 48,800    

217,062
161,000    
716,128

7.78 
3.53 MI 68 4.2500        

107.993
+0/-.0008       
+0/-.020

4.9985        
127.012

+0/-.0010       
+0/-.025

2.260        
57.43

0.25            
6

0.10            
3

4.2510        
108.0

4.2496        
108.0

+0/-.0010       
+0/-.025

5.24            
2.37

GR 88 N 5.5000        
139.8

+0/-.0007       
+0/-.018

7.0000        
177.9

+0/-.0010       
+0/-.025

2.500     
63.50

4.7495                   
120.685

4.7508                   
120.718

+0/-.0015       
+0/-.038

.25                   
6

0.10                   
3 1,090 60,700    

269,994
171,000    
760,608

10.40              
4.73 GR 88 N MI 72 N 4.5000        

114.345
+0/-.0008       
+0/-.020

5.4985        
139.717

+0/-.0010       
+0/-.025

2.515        
63.91

0.25            
6

0.10            
3

4.5010        
114.4

4.4996        
114.3

+0/-.0010       
+0/-.025

5.43            
2.47

GR 88 3.000     
76.20

4.7495                   
120.685

4.7508                   
120.718

+0/-.0015       
+0/-.038

.25                   
6

0.10                   
3 1,090 65,000    

289,120
205,000    
911,840

11.82            
5.36 GR 88 MI 72 4.5000        

114.345
+0/-.0008       
+0/-.020

5.4985        
139.717

+0/-.0010       
+0/-.025

3.015        
76.61

0.25            
6

0.10            
3

4.5010        
114.4

4.4996        
114.3

+0/-.0010       
+0/-.025

5.97            
2.71

GR 96 N 6.0000        
152.5

+0/-.0010       
+0/-.025

7.5000        
190.6

+0/-.0012       
+0/-.030

2.500     
63.50

5.2499                   
133.400

5.2511                   
133.430

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 1,000 65,700    

292,234
223,000    
991,904

11.08 
5.02 GR 96 N MI 80 N 5.0000        

127.050
+0/-.0010       
+0/-.025

5.9983        
152.417

+0/-.0010       
+0/-.025

2.515        
63.91

0.31            
8

0.12            
3

5.0010        
127.1

4.9995        
127.0

+0/-.0010       
+0/-.025

5.97            
2.71

GR 96 3.000     
76.20

5.2499                   
133.400

5.2511                   
133.430

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 1,000 71,400    

317,587
283,000    

1,258,784
12.69              
5.76 GR 96 MI 80 5.0000        

127.050
+0/-.0010       
+0/-.025

5.9983        
152.417

+0/-.0010       
+0/-.025

3.015        
76.61

0.31            
8

0.12            
3

5.0010        
127.1

4.9995        
127.0

+0/-.0010       
+0/-.025

7.12            
3.23

GR 104 N 6.5000        
165.2

+0/-.0010       
+0/-.025

8.0000        
203.3

+0/-.0012       
+0/-.030

2.500     
63.50

5.9999                   
152.457

6.0011                   
152.488

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 930 68,900    

306,467
242,000    

1,076,416
11.85 
5.37 GR 104 N MI 88 N 5.5000        

139.755
+0/-.0010       
+0/-.025

6.4983        
165.122

+0/-.0010       
+0/-.025

2.515        
63.91

0.31            
8

0.12            
3

5.5010        
139.8

5.4995        
139.7

+0/-.0010       
+0/-.025

6.30            
2.88

GR 104 3.000     
76.20

5.9999                   
152.457

6.0011                   
152.488

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 930 75,000    

333,600
308,000    

1,369,984
13.55              
6.15 GR 104 MI 88 5.5000        

139.755
+0/-.0010       
+0/-.025

6.4983        
165.122

+0/-.0010       
+0/-.025

3.015        
76.61

0.31            
8

0.12            
3

5.5010        
139.8

5.4995        
139.7

+0/-.0010       
+0/-.025

7.56            
3.43

GR 116 7.2500        
184.2

+0/-.0010       
+0/-.025

9.1250        
231.9

+0/-.0012       
+0/-.030

3.000     
76.20

9.1248                   
231.861

9.1261                   
231.894

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 840 83,900    

373,187
332,000    

1,476,736
19.32             
8.76 GR 116 MI 96 6.0000        

152.460
+0/-.0010       
+0/-.025

7.2481        
184.174

+0/-.0012       
+0/-.030

3.015        
76.61

0.31            
8

0.12            
3

6.0012        
152.5

5.9995        
152.4

+0/-.0012       
+0/-.030

11.06            
5.03

GR 124 7.7500        
196.9

+0/-.0010       
+0/-.025

9.6250        
244.6

+0/-.0012       
+0/-.030

3.000     
76.20

6.6250                   
168.341

6.6265                   
168.379

+0/-.0020       
+0/-.051

.25                   
6

0.12                   
3 770 86,200    

383,418
355,000    

1,579,040
19.80              
8.97 GR 124 MI 104 6.5000        

165.165
+0/-.0010       
+0/-.025

7.7481        
196.879

+0/-.0012       
+0/-.030

3.015        
76.61

0.31            
8

0.12            
3

6.5012        
165.2

6.4995        
165.2

+0/-.0012       
+0/-.030

11.99            
5.39

GR 132 8.2500        
209.6

+0/-.0010       
+0/-.025

10.1250        
257.3

+0/-.0012       
+0/-.030

3.000     
76.20

10.1250                   
257.276

10.1265                   
257.314

+0/-.0020       
+0/-.051

.25                   
6

0.12                   
3 730 88,700    

394,538
378,000    

1,681,344
21.63              
9.81 GR 132 MI 112 7.0000        

177.870
+0/-.0010       
+0/-.025

8.2481        
209.584

+0/-.0012       
+0/-.030

3.015        
76.61

0.31            
8

0.12            
3

7.0012        
177.9

6.9995        
177.9

+0/-.0012       
+0/-.030

12.70            
5.77

GR 140 8.7500        
222.3

+0/-.0010       
+0/-.025

10.6250        
270.0

+0/-.0014       
+0/-.036

3.000     
76.20

10.6250                   
269.981

10.6265                   
270.019

+0/-.0020       
+0/-.051

.25                   
6

0.16                   
4 690 91,500    

406,992
401,000    

1,783,648
22.73              
10.31 GR 140 MI 120 7.5000        

190.575
+0/-.0012       
+0/-.030

8.7480        
222.287

+0/-.0012       
+0/-.030

3.015        
76.61

0.31            
8

0.16            
4

7.5012        
190.6

7.4995        
190.6

+0/-.0012       
+0/-.030

13.60            
6.17

GR 148 9.2500        
235.0

+0/-.0010       
+0/-.025

11.1250        
282.7

+0/-.0014       
+0/-.036

3.000     
76.20

11.1250                   
282.686

11.1265                   
282.724

+0/-.0020       
+0/-.051

.25                   
6

0.16                   
4 650 93,500    

415,888
423,000    

1,881,504
24.00              
10.88 GR 148 MI 128 8.0000        

203.280
+0/-.0012       
+0/-.030

9.2480        
234.992

+0/-.0012       
+0/-.030

3.015        
76.61

0.31            
8

0.16            
4

8.0012        
203.3

7.9995        
203.3

+0/-.0012       
+0/-.030

14.40            
6.55
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GUIDEROL® Bearings
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GR SERIES (continued)

LUBRICATION
GROOVEHD

i

BD1

W1

R

HD

o

LUBRICATION
GROOVE

W

D d

R

Part No. d D W

Housing Bore Diameter

HD Ro
Limiting 
Speed 

 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Outer & Roller 
Assembly 

Weight

Part No. B D1 W1 HD Ri
Recommended Shaft Diameter  

with inner ring
Inner 

Weight

Outer Ring & Roller 
Assembly

Shaft Diameter Outside 
Diameter Width

Radial Lub. 
Hole 

Diameter

Max Hsg 
Radius to 

Clear Outer Ring  
& Roller 

Assembly

Separable
Inner Ring 

Only

Bore Diameter Outside Diameter Width
Radial Lub.  

Hole 
Diameter

Max Shaft 
Radius to 

Clear
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kg

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgNom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref) Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) (Ref) Rotating Stationary Tol.

GR 64 SS, S, RS,  
SRS, RSS 4.0000        

101.6
+0/-.0007       
+0/-.018

5.0000        
127.1

+0/-.0010       
+0/-.025

2.000     
50.80

4.9999                   
127.047

5.0011                   
127.078

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 950 26,750    

118,984
98,800    
439,462

3.56 
1.61

GR 64 SS, S,  
RS, SRS, RSS MI 54 3.3750        

85.759
+0/-.0008       
+0/-.020

3.9985        
101.602

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.3760        
85.8

3.3746        
85.7

+0/-.0010       
+0/-.025

2.04            
.93

GR 64 4.9999                   
127.047

5.0011                   
127.078

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 1,500 30,900    

137,443
119,000    
529,312

3.56 
1.61 GR 64 MI 56 3.5000        

88.935
+0/-.0008       
+0/-.020

3.9985        
101.602

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.5010        
89.0

3.4996        
88.9

+0/-.0010       
+0/-.025

1.63            
.74

GR 68 SS, S, RS,  
SRS, RSS 4.2500        

108.0
+0/-.0007       
+0/-.018

5.2500        
133.4

+0/-.0010       
+0/-.025

2.000     
50.80

5.2499                   
133.400

5.2511                   
133.430

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 900 27,400    

121,875
104,000    
462,592

3.74 
1.69

GR 68 SS, S,  
RS, SRS, RSS MI 58 3.6250        

92.111
+0/-.0008       
+0/-.020

4.2485        
107.954

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.6260        
92.1

3.6246        
92.1

+0/-.0010       
+0/-.025

1.70            
.77

GR 68 5.2499                   
133.400

5.2511                   
133.430

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 1,410 31,500    

140,112
126,000    
560,448

3.74 
1.69 GR 68 MI 60 3.7500        

95.288
+0/-.0008       
+0/-.020

4.2485        
107.954

+0/-.0009       
+0/-.023

2.010        
51.07

0.25            
6

0.10            
3

3.7510        
95.3

3.7496        
95.3

+0/-.0010       
+0/-.025

1.75            
.79

GR 72 4.5000        
114.3

+0/-.0007       
+0/-.018

6.0000        
152.5

+0/-.0010       
+0/-.025

2.250     
57.15

5.9999                   
152.457

6.0011                   
152.488

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 1,330 43,400    

193,043
145,000    
644,960

7.13 
3.23 GR 72 MI 62 3.8750        

98.464
+0/-.0008       
+0/-.020

4.4985        
114.307

+0/-.0009       
+0/-.023

2.260        
57.43

0.25            
6

0.10            
3

3.8760        
98.5

3.8746        
98.5

+0/-.0010       
+0/-.025

3.25            
1.47

GR 80 5.0000        
127.1

+0/-.0007       
+0/-.018

6.5000        
165.2

+0/-.0010       
+0/-.025

2.250     
57.15

6.4999                   
165.162

6.5011                   
165.193

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 1,200 48,800    

217,062
161,000    
716,128

7.78 
3.53 GR 80

MI 64 4.0000        
101.640

+0/-.0008       
+0/-.020

4.9985        
127.012

+0/-.0010       
+0/-.025

2.260        
57.43

0.25            
6

0.10            
3

4.0010        
101.7

3.9996        
101.6

+0/-.0010       
+0/-.025

4.38            
1.99

6.4999                   
165.162

6.5011                   
165.193

+0/-.0015       
+0/-.038

.19                   
5

0.10                   
3 1,200 48,800    

217,062
161,000    
716,128

7.78 
3.53 MI 68 4.2500        

107.993
+0/-.0008       
+0/-.020

4.9985        
127.012

+0/-.0010       
+0/-.025

2.260        
57.43

0.25            
6

0.10            
3

4.2510        
108.0

4.2496        
108.0

+0/-.0010       
+0/-.025

5.24            
2.37

GR 88 N 5.5000        
139.8

+0/-.0007       
+0/-.018

7.0000        
177.9

+0/-.0010       
+0/-.025

2.500     
63.50

4.7495                   
120.685

4.7508                   
120.718

+0/-.0015       
+0/-.038

.25                   
6

0.10                   
3 1,090 60,700    

269,994
171,000    
760,608

10.40              
4.73 GR 88 N MI 72 N 4.5000        

114.345
+0/-.0008       
+0/-.020

5.4985        
139.717

+0/-.0010       
+0/-.025

2.515        
63.91

0.25            
6

0.10            
3

4.5010        
114.4

4.4996        
114.3

+0/-.0010       
+0/-.025

5.43            
2.47

GR 88 3.000     
76.20

4.7495                   
120.685

4.7508                   
120.718

+0/-.0015       
+0/-.038

.25                   
6

0.10                   
3 1,090 65,000    

289,120
205,000    
911,840

11.82            
5.36 GR 88 MI 72 4.5000        

114.345
+0/-.0008       
+0/-.020

5.4985        
139.717

+0/-.0010       
+0/-.025

3.015        
76.61

0.25            
6

0.10            
3

4.5010        
114.4

4.4996        
114.3

+0/-.0010       
+0/-.025

5.97            
2.71

GR 96 N 6.0000        
152.5

+0/-.0010       
+0/-.025

7.5000        
190.6

+0/-.0012       
+0/-.030

2.500     
63.50

5.2499                   
133.400

5.2511                   
133.430

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 1,000 65,700    

292,234
223,000    
991,904

11.08 
5.02 GR 96 N MI 80 N 5.0000        

127.050
+0/-.0010       
+0/-.025

5.9983        
152.417

+0/-.0010       
+0/-.025

2.515        
63.91

0.31            
8

0.12            
3

5.0010        
127.1

4.9995        
127.0

+0/-.0010       
+0/-.025

5.97            
2.71

GR 96 3.000     
76.20

5.2499                   
133.400

5.2511                   
133.430

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 1,000 71,400    

317,587
283,000    

1,258,784
12.69              
5.76 GR 96 MI 80 5.0000        

127.050
+0/-.0010       
+0/-.025

5.9983        
152.417

+0/-.0010       
+0/-.025

3.015        
76.61

0.31            
8

0.12            
3

5.0010        
127.1

4.9995        
127.0

+0/-.0010       
+0/-.025

7.12            
3.23

GR 104 N 6.5000        
165.2

+0/-.0010       
+0/-.025

8.0000        
203.3

+0/-.0012       
+0/-.030

2.500     
63.50

5.9999                   
152.457

6.0011                   
152.488

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 930 68,900    

306,467
242,000    

1,076,416
11.85 
5.37 GR 104 N MI 88 N 5.5000        

139.755
+0/-.0010       
+0/-.025

6.4983        
165.122

+0/-.0010       
+0/-.025

2.515        
63.91

0.31            
8

0.12            
3

5.5010        
139.8

5.4995        
139.7

+0/-.0010       
+0/-.025

6.30            
2.88

GR 104 3.000     
76.20

5.9999                   
152.457

6.0011                   
152.488

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 930 75,000    

333,600
308,000    

1,369,984
13.55              
6.15 GR 104 MI 88 5.5000        

139.755
+0/-.0010       
+0/-.025

6.4983        
165.122

+0/-.0010       
+0/-.025

3.015        
76.61

0.31            
8

0.12            
3

5.5010        
139.8

5.4995        
139.7

+0/-.0010       
+0/-.025

7.56            
3.43

GR 116 7.2500        
184.2

+0/-.0010       
+0/-.025

9.1250        
231.9

+0/-.0012       
+0/-.030

3.000     
76.20

9.1248                   
231.861

9.1261                   
231.894

+0/-.0015       
+0/-.038

.25                   
6

0.12                   
3 840 83,900    

373,187
332,000    

1,476,736
19.32             
8.76 GR 116 MI 96 6.0000        

152.460
+0/-.0010       
+0/-.025

7.2481        
184.174

+0/-.0012       
+0/-.030

3.015        
76.61

0.31            
8

0.12            
3

6.0012        
152.5

5.9995        
152.4

+0/-.0012       
+0/-.030

11.06            
5.03

GR 124 7.7500        
196.9

+0/-.0010       
+0/-.025

9.6250        
244.6

+0/-.0012       
+0/-.030

3.000     
76.20

6.6250                   
168.341

6.6265                   
168.379

+0/-.0020       
+0/-.051

.25                   
6

0.12                   
3 770 86,200    

383,418
355,000    

1,579,040
19.80              
8.97 GR 124 MI 104 6.5000        

165.165
+0/-.0010       
+0/-.025

7.7481        
196.879

+0/-.0012       
+0/-.030

3.015        
76.61

0.31            
8

0.12            
3

6.5012        
165.2

6.4995        
165.2

+0/-.0012       
+0/-.030

11.99            
5.39

GR 132 8.2500        
209.6

+0/-.0010       
+0/-.025

10.1250        
257.3

+0/-.0012       
+0/-.030

3.000     
76.20

10.1250                   
257.276

10.1265                   
257.314

+0/-.0020       
+0/-.051

.25                   
6

0.12                   
3 730 88,700    

394,538
378,000    

1,681,344
21.63              
9.81 GR 132 MI 112 7.0000        

177.870
+0/-.0010       
+0/-.025

8.2481        
209.584

+0/-.0012       
+0/-.030

3.015        
76.61

0.31            
8

0.12            
3

7.0012        
177.9

6.9995        
177.9

+0/-.0012       
+0/-.030

12.70            
5.77

GR 140 8.7500        
222.3

+0/-.0010       
+0/-.025

10.6250        
270.0

+0/-.0014       
+0/-.036

3.000     
76.20

10.6250                   
269.981

10.6265                   
270.019

+0/-.0020       
+0/-.051

.25                   
6

0.16                   
4 690 91,500    

406,992
401,000    

1,783,648
22.73              
10.31 GR 140 MI 120 7.5000        

190.575
+0/-.0012       
+0/-.030

8.7480        
222.287

+0/-.0012       
+0/-.030

3.015        
76.61

0.31            
8

0.16            
4

7.5012        
190.6

7.4995        
190.6

+0/-.0012       
+0/-.030

13.60            
6.17

GR 148 9.2500        
235.0

+0/-.0010       
+0/-.025

11.1250        
282.7

+0/-.0014       
+0/-.036

3.000     
76.20

11.1250                   
282.686

11.1265                   
282.724

+0/-.0020       
+0/-.051

.25                   
6

0.16                   
4 650 93,500    

415,888
423,000    

1,881,504
24.00              
10.88 GR 148 MI 128 8.0000        

203.280
+0/-.0012       
+0/-.030

9.2480        
234.992

+0/-.0012       
+0/-.030

3.015        
76.61

0.31            
8

0.16            
4

8.0012        
203.3

7.9995        
203.3

+0/-.0012       
+0/-.030

14.40            
6.55
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Precision ground inner ring provides a hardened raceway for the rollers when used with an unhardened shaft. The 
ring contains an oil hole and annular groove for relubrication of the bearing and can be used with both CAGEROL 
and GUIDEROL bearings or can be utilized as a bushing in plain bearing applications.

MI Series

LUBRICATION
GROOVEHD

i

BD1

W1

R

Basic Construction Type: Thru Hardened Precision 
Ground Rings

Ring Material: Bearing Quality Steel

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.
Military No.

B D1 W1 Ri Recommended Shaft Diameter  
with Inner Ring

Inner  
WeightBore Diameter Outside Diameter Width Inner Ring 

Corner
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgInner Ring Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) Rotating Stationary Tol.

MI 6 N MS 51962-1
.3750 
9.5

+0/-.0004       
+0/-.010

.6245        
15.9

+0/-.0004       
+0/-.010

.760        
19.3

.25 
6

.3755        
9.5

.3747          
9.5

+0/-.0005       
+0/-.013

.05            

.02

MI 6 1.010        
25.7

.25 
6

.3755        
9.5

.3747          
9.5

+0/-.0005       
+0/-.013

.05            

.02

MI 7 N .4375        
11.1

+0/-.0004       
+0/-.010

.6245        
15.9

+0/-.0004       
+0/-.010

.760        
19.3

.25 
6

.4380        
11.1

.4372          
11.1

+0/-.0005       
+0/-.013

.04            

.02

MI 8 N MS 51962-2
.5000        
12.7

+0/-.0004       
+0/-.010

.7493        
19.0

+0/-.0005       
+0/-.013

.760        
19.3

.40 
10

.5005        
12.7

.4997          
12.7

+0/-.0005       
+0/-.013

.04            

.02

MI 8 MS 51962-3 1.010        
25.7

.40 
10

.5005        
12.7

.4997          
12.7

+0/-.0005       
+0/-.013

.06            

.03

MI 9 N .5625        
14.3

+0/-.0004       
+0/-.010

.7493        
19.0

+0/-.0005       
+0/-.013

.760        
19.3

.40 
10

.5630        
14.3

.5622          
14.3

+0/-.0005       
+0/-.013

.04            

.02

MI 10
.6250        
15.9

+0/-.0004       
+0/-.010

.8743        
22.2

+0/-.0005       
+0/-.013

1.010        
25.7

.40 
10

.6255        
15.9

.6247          
15.9

+0/-.0005       
+0/-.013

.08            

.04

MI 10 N MS 51962-4 .760        
19.3

.40 
10

.6255        
15.9

.6247          
15.9

+0/-.0005       
+0/-.013

.06            

.03

MI 11 N .6875        
17.5

+0/-.0004       
+0/-.010

.8743        
22.2

+0/-.0005       
+0/-.013

.760        
19.3

.40 
10

.6880        
17.5

.6872          
17.5

+0/-.0005       
+0/-.013

.05            

.02

MI 12 N MS 51962-5
.7500        
19.1

+0/-.0004       
+0/-.010

.9993        
25.4

+0/-.0005       
+0/-.013

.760        
19.3

.40 
10

.7505        
19.1

.7497          
19.0

+0/-.0005       
+0/-.013

.07            

.03

MI 12 1.010        
25.7

.40 
10

.7505        
19.1

.7497          
19.0

+0/-.0005       
+0/-.013

.10            

.05

MI 13 N MS 51962-6
.8125        
20.6

+0/-.0005       
+0/-.013

.9993        
25.4

+0/-.0005       
+0/-.013

.760        
19.3

.40 
10

.8129        
20.7

.8121          
20.6

+0/-.0005       
+0/-.013

.07            

.03

MI 13 MS 51962-7 1.010        
25.7

.40 
10

.8130        
20.7

.8122          
20.6

+0/-.0005       
+0/-.013

.11 

.05

MI 14 N MS 51962-8
.8750        
22.2

+0/-.0005       
+0/-.013

1.124        
28.6

+0/-.0005       
+0/-.013

1.010        
25.7

.40 
10

.8754        
22.2

.8746          
22.2

+0/-.0005       
+0/-.013

.11 

.05

MI 14 1.260        
32.0

.40 
10

.8755        
22.2

.8747          
22.2

+0/-.0005       
+0/-.013

.13                  

.06

MI 14 N MS 51962-8
.8750        
22.2

+0/-.0005       
+0/-.013

1.124        
28.6

+0/-.0005       
+0/-.013

1.010        
25.7

.40 
10

.9379        
23.8

.9371          
23.8

+0/-.0005       
+0/-.013

.11                  

.05

MI 15 1.260        
32.0

.40 
10

.9380        
23.8

.9372          
23.8

+0/-.0005       
+0/-.013

.12                  

.05
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MI Series

Part No.
Military No.

B D1 W1 Ri Recommended Shaft Diameter  
with Inner Ring

Inner  
WeightBore Diameter Outside Diameter Width Inner Ring 

Corner
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgInner Ring Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) Rotating Stationary Tol.

MI 16 N MS 51962-10
1.000        
25.4

+0/-.0005       
+0/-.013

1.249        
31.7

+0/-.0006       
+0/-.015

1.010        
25.7

.40 
10

1.0004       
25.4

.9996          
25.4

+0/-.0005       
+0/-.013

.13                  

.06

MI 16 MS 51962-11 1.260        
32.0

.40 
10

1.001        
25.4

1.000          
25.4

+0/-.0005       
+0/-.013

.16                  

.07

MI 17 1.063        
27.0

+0/-.0005       
+0/-.013

1.374        
34.9

+0/-.0006       
+0/-.015

1.260        
32.0

.40 
10

1.063        
27.0

1.0621         
27.0

+0/-.0005       
+0/-.013

.16                  

.07

MI 18 N MS 51962-12
1.125        
28.6

+0/-.0005       
+0/-.013

1.374        
34.9

+0/-.0006       
+0/-.015

1.010        
25.7

.40 
10

1.1255        
28.6

1.1246          
28.6

+0/-.0005       
+0/-.013

.14                  

.06

MI 18 MS 51962-13 1.260        
32.0

.40 
10

1.126        
28.6

1.125          
28.6

+0/-.0005       
+0/-.013

.17                  

.08

MI 19 MS 51962-14 1.188        
30.2

+0/-.0005       
+0/-.013

1.499        
38.1

+0/-.0006       
+0/-.015

1.260        
32.0

.06 
2

1.188        
30.2

1.1871          
30.2

+0/-.0005       
+0/-.013

.24                  

.11

MI 20 N MS 51962-15
1.250        
31.8

+0/-.0005       
+0/-.013

1.499        
38.1

+0/-.0006       
+0/-.015

1.010        
25.7

.06 
2

1.2505        
31.8

1.2496          
31.8

+0/-.0005       
+0/-.013

.19                  

.09

MI 20 MS 51962-16 1.260        
32.0

.06 
2

1.251        
31.8

1.250          
31.8

+0/-.0005       
+0/-.013

.22                  

.09

MI 21 N MS 51962-17
1.313        
33.4

+0/-.0005       
+0/-.013

1.624        
41.3

+0/-.0006       
+0/-.015

1.010        
25.7

.06 
2

1.313        
33.4

1.3121          
33.3

+0/-.0005       
+0/-.013

.20                  

.09

MI 21 1.260        
32.0

.06 
2

1.313        
33.4

1.312          
33.3

+0/-.0005       
+0/-.013

.26                  

.12

MI 22 4S MS 51962-18
1.375        
34.9

+0/-.0005       
+0/-.013

1.624        
41.3

+0/-.0006       
+0/-.015

1.260        
32.0

.06 
2

1.3755        
35.0

1.3746          
34.9

+0/-.0005       
+0/-.013

.20                  

.09

MI 22 MS 51962-19 1.749        
44.4

+0/-.0006       
+0/-.015

1.260        
32.0

.06 
2

1.376        
35.0

1.375          
34.9

+0/-.0005       
+0/-.013

.26                  

.12

MI 23 MS 51962-20 1.438        
36.5

+0/-.0005       
+0/-.013

1.749        
44.4

+0/-.0006       
+0/-.015

1.260        
32.0

.06 
2

1.438        
36.5

1.4371          
36.5

+0/-.0005       
+0/-.013

.27                  

.12

MI 24 N MS 51962-21
1.500        
38.1

+0/-.0005       
+0/-.013

1.749        
44.4

+0/-.0006       
+0/-.015

1.010        
25.7

.06 
2

1.5005        
38.1

1.4996         
38.1

+0/-.0005       
+0/-.013

.22                  

.09

MI 24 MS 51962-22 1.260        
32.0

.06 
2

1.501        
38.1

1.500          
38.1

+0/-.0005       
+0/-.013

.22                  

.09

MI 25 4S
1.563        
39.7

+0/-.0005       
+0/-.013

1.874        
47.6

+0/-.0006       
+0/-.015

1.260        
32.0

.06 
2

1.563        
39.7

1.5621          
39.7

+0/-.0005       
+0/-.013

.27                  

.12

MI 25 1.999        
50.8

+0/-.0007       
+0/-.018

1.260        
32.0

.06 
2

1.563        
39.7

1.562          
39.7

+0/-.0005       
+0/-.013

.30                  

.14

MI 26 N

MS 51962-23 1.625        
41.3

+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.010        
25.7

.06 
2

1.6255       
41.3

1.6246          
41.3

+0/-.0005       
+0/-.013

.30                  

.14

MI 26 1.260        
32.0

.06 
2

1.6255       
41.3

1.6246          
41.3

+0/-.0005       
+0/-.013

.38                  

.17

MI 26 2S 1.936        
49.2

0/-.0007       
+0/-.018

1.260        
32.0

.06 
2

1.6255       
41.3

1.625          
41.3

+0/-.0005       
+0/-.013

.30                  

.14

MI 27 N
1.688        
42.9

+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.010        
25.7

.06 
2

1.688        
42.9

1.6871          
42.9

+0/-.0005       
+0/-.013

.30                  

.14

MI 27 1.260        
32.0

.06 
2

1.688        
42.9

1.687          
42.9

+0/-.0005       
+0/-.013

.32                  

.15
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MI Series (continued)

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Basic Construction Type: Thru Hardened Precision 
Ground Rings

Bearing Material: Bearing Quality Steel

Part No.
Military No.

B D1 W1 Ri Recommended Shaft Diameter  
with Inner Ring

Inner  
WeightBore Diameter Outside Diameter Width Inner Ring 

Corner
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgInner Ring Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) Rotating Stationary Tol.

MI 27 N
1.688        
42.9

+0/-.0005       
+0/-.013

1.999        
50.8

+0/-.0007       
+0/-.018

1.010        
25.7

.06 
2

1.688        
42.9

1.6871          
42.9

+0/-.0005       
+0/-.013

.32                  

.15

MI 28 MS 51962-25 1.760        
44.7

.06 
2

1.751        
44.5

1.750          
44.5

+0/-.0005       
+0/-.013

.63                  

.29

MI 30 1.875        
47.6

+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

.06 
2

1.8755        
47.7

1.8746          
47.6

+0/-.0005       
+0/-.013

.85                  

.39

MI 31 MS 51962-26 1.938        
49.2

+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.510        
38.4

.08 
2

1.938        
49.2

1.9371         
49.2

+0/-.0005       
+0/-.013

.97                  

.43

MI 32 N MS 51962-27
2.000        
50.8

+0/-.0005       
+0/-.013

2.249        
57.1

+0/-.0007       
+0/-.018

1.510        
38.4

.08 
2

2.0005        
50.8

1.9996         
50.8

+0/-.0005       
+0/-.013

.74                  

.33

MI 32 1.760        
44.7

.08 
2

2.001        
50.8

2.000          
50.8

+0/-.0005       
+0/-.013

.87                  

.39

MI 34 2.125        
54.0

+0/-.0006       
+0/-.015

2.249        
57.1

+0/-.0007       
+0/-.018

1.760        
44.7

.08 
2

2.1258        
54.0

2.1247          
54.0

+0/-.0008       
+0/-.020

1.00                  
.45

MI 35 MS 51962-28 2.188        
55.6

+0/-.0006       
+0/-.015

2.749        
69.8

+0/-.0007       
+0/-.018

1.510        
38.4

.08 
2

2.1883        
55.6

2.1872         
55.6

+0/-.0008       
+0/-.020

1.06                  
.48

MI 36 N MS 51962-29
2.250        
57.2

+0/-.0006       
+0/-.015

2.749        
69.8

+0/-.0007       
+0/-.018

1.510        
38.4

.08 
2

2.2508        
57.2

2.2497          
57.2

+0/-.0008       
+0/-.020

.83                  

.37

MI 36 1.760        
44.7

.08 
2

2.2508        
57.2

2.2497          
57.2

+0/-.0008       
+0/-.020

.97                  

.44

MI 38 MS 51962-30 2.375        
60.3

+0/-.0006       
+0/-.015

2.999        
76.2

+0/-.0007       
+0/-.018

1.760        
44.7

.08 
2

2.3758        
60.4

2.3747          
60.3

+0/-.0008       
+0/-.020

1.28                  
.58

MI 39 2.438        
61.9

+0/-.0006       
+0/-.015

2.999        
76.2

+0/-.0007       
+0/-.018

1.510        
38.4

.08 
2

2.4383       
62.0

2.4372          
61.9

+0/-.0008       
+0/-.020

1.05                  
.47

MI 40 N MS 51962-31
2.500        
63.5

+0/-.0006       
+0/-.015

2.999        
76.2

+0/-.0007       
+0/-.018

1.510        
38.4

.08 
2

2.5008       
63.5

2.4997          
63.5

+0/-.0008       
+0/-.020

.92                  

.43

MI 40 1.760        
44.7

.08 
2

2.501        
63.5

2.500          
63.5

+0/-.0008       
+0/-.020

1.07                  
.48

MI 42 2.625        
66.7

+0/-.0006       
+0/-.015

3.249        
82.5

+0/-.0009       
+0/-.023

1.760        
44.7

.08 
2

2.6258        
66.7

2.6247          
66.7

+0/-.0008       
+0/-.020

1.12                  
.51

MI 44 MS 51962-32 2.750        
69.9

+0/-.0006       
+0/-.015

3.249        
82.5

+0/-.0009       
+0/-.023

1.760        
44.7

.08 
2

2.7508        
69.9

2.7497          
69.9

+0/-.0008       
+0/-.020

1.17                  
.53

MI 46 2.875        
73.1

+0/-.0006       
+0/-.015

3.499        
88.9

+0/-.0009       
+0/-.023

2.010        
51.1

.08 
2

2.8758        
73.1

2.8747          
73.0

+0/-.0008       
+0/-.020

1.30                  
.59

MI 47 MS 51962-34 2.938        
74.6

+0/-.0006       
+0/-.015

3.499        
88.9

+0/-.0009       
+0/-.023

2.010        
51.1

.08 
2

2.9383        
74.7

2.9372          
74.6

+0/-.0008       
+0/-.020

1.58                  
.72

MI 48 N
3.000        
76.2

+0/-.0006       
+0/-.015

3.499        
88.9

+0/-.0009       
+0/-.023

1.760        
44.7

.08 
2

3.0008        
76.3

2.9997          
76.2

+0/-.0008       
+0/-.020

1.32                  
.59

MI 48 2.010        
51.1

.08 
2

3.001        
76.3

3.000          
76.2

+0/-.0008       
+0/-.020

1.43                  
.65

MI 50 MS 51962-35 3.125        
79.4

+0/-.0006       
+0/-.015

3.749        
95.3

+0/-.0009       
+0/-.023

2.010        
51.1

.10 
3

3.126        
79.4

3.1246          
79.4

+0/-.0010       
+0/-.025

1.88                  
.85

MI 52 MS 51962-36 3.250        
82.6

+0/-.0006       
+0/-.015

3.749        
95.3

+0/-.0009       
+0/-.023

2.010        
51.1

.10 
3

3.251        
82.6

3.2496          
82.6

+0/-.0010       
+0/-.025

1.52                  
.69
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MI Series (continued)

Part No.
Military No.

B D1 W1 Ri Recommended Shaft Diameter  
with Inner Ring

Inner  
WeightBore Diameter Outside Diameter Width Inner Ring 

Corner
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb

kgInner Ring Nom Tol. Nom Tol.
Tol 

+0/-.005 
(+0/.13)

(Ref) Rotating Stationary Tol.

MI 54 MS 51962-38 3.375        
85.8

+0/-.0008       
+0/-.020

3.999        
101.6

+0/-.0009       
+0/-.023

2.010        
51.1

.10 
3

3.3758        
85.8

3.3746          
85.7

+0/-.0010       
+0/-.025

2.04                  
.93

MI 56
3.500        
88.9

+0/-.0008       
+0/-.020

3.999        
101.6

+0/-.0009       
+0/-.023

2.010        
51.1

.10 
3

3.5008        
89.0

3.4996          
88.9

+0/-.0010       
+0/-.025

1.63                  
.74

MI 56 8G 4.249        
108.0

+0/-.0009       
+0/-.023

2.010        
51.1

.10 
3

3.501        
89.0

3.500          
88.9

+0/-.0010       
+0/-.025

1.67                 
.75

MI 58 3.625        
92.1

+0/-.0008       
+0/-.020

4.249        
108.0

+0/-.0009       
+0/-.023

2.010        
51.1

.10 
3

3.6258        
92.1

3.6246          
92.1

+0/-.0010       
+0/-.025

1.70                
.77

MI 60 MS 51962-40 3.750        
95.3

+0/-.0008       
+0/-.020

4.249        
108.0

+0/-.0009       
+0/-.023

2.010        
51.1

.10 
3

3.7508        
95.3

3.7496          
95.3

+0/-.0010       
+0/-.025

1.75                 
.79

MI 62 3.875        
98.5

+0/-.0008       
+0/-.020

4.499        
114.3

+0/-.0009       
+0/-.023

2.260        
57.4

.10 
3

3.876        
98.5

3.875          
98.5

+0/-.0010       
+0/-.025

3.25               
1.47

MI 64 4.000        
101.6

+0/-.0008       
+0/-.020

4.999        
127.0

+0/-.0010       
+0/-.025

2.260        
57.4

.10 
3

4.001        
101.7

4.000          
101.6

+0/-.0010       
+0/-.025

4.38                  
1.99

MI 68 4.250        
108.0

+0/-.0008       
+0/-.020

4.999        
127.0

+0/-.0010       
+0/-.025

2.260        
57.4

.10 
3

4.251        
108.0

4.250          
108.0

+0/-.0010       
+0/-.025

5.24                  
2.37

MI 72 N MS 51962-43
4.500        
114.3

+0/-.0008       
+0/-.020

5.499        
139.7

+0/-.0010       
+0/-.025

2.515        
63.9

.10 
3

4.501        
114.4

4.500          
114.3

+0/-.0010       
+0/-.025

5.43                  
2.47

MI 72 MS 51962-44 3.015        
76.6

.10 
3

4.501        
114.4

4.500          
114.3

+0/-.0010       
+0/-.025

5.97                  
2.71

MI 80 N MS 51962-46
5.000        
127.1

+0/-.0010       
+0/-.025

5.998        
152.4

+0/-.0010       
+0/-.025

2.515        
63.9

.12 
3

5.001        
127.1

5.000          
127.0

+0/-.0010       
+0/-.025

5.97                  
2.71

MI 80 2.010        
51.1

.10 
3

3.501        
89.0

3.500          
88.9

+0/-.0010       
+0/-.025

7.12                  
3.23

MI 88 N MS 51962-48
5.500        
139.8

+0/-.0010       
+0/-.025

6.498        
165.1

+0/-.0010       
+0/-.025

2.515        
63.9

.12 
3

5.501        
139.8

5.500          
139.7

+0/-.0010       
+0/-.025

6.30                  
2.88

MI 88 MS 51962-49 3.015        
76.6

.12 
3

5.501        
139.8

5.500          
139.7

+0/-.0010       
+0/-.025

7.56                  
3.54

MI 96 MS 51962-50 6.000        
152.5

+0/-.0010       
+0/-.025

7.248        
184.2

+0/-.0012       
+0/-.030

3.015        
76.6

.12 
3

6.001        
152.5

6.000          
152.4

+0/-.0012       
+0/-.030

11.06                  
5.03

MI 104 6.500        
165.2

+0/-.0010       
+0/-.025

7.748        
196.9

+0/-.0012       
+0/-.030

3.015        
76.6

.12 
3

6.501        
165.2

6.500          
165.2

+0/-.0012       
+0/-.030

11.90                  
5.39

MI 112 7.000        
177.9

+0/-.0010       
+0/-.025

8.248        
209.6

+0/-.0012       
+0/-.030

3.015        
76.6

.12 
3

7.001        
177.9

7.000          
177.9

+0/-.0012       
+0/-.030

12.70                  
5.77

MI 120 7.500        
190.6

+0/-.0012       
+0/-.030

8.748        
222.3

+0/-.0012       
+0/-.030

3.015        
76.6

.16 
4

7.501        
190.6

7.500          
190.6

+0/-.0012       
+0/-.030

13.60                  
6.17

MI 128 8.000        
203.3

+0/-.0012       
+0/-.030

9.248        
235.0

+0/-.0012       
+0/-.030

3.015        
76.6

.16 
4

8.001        
203.3

8.000          
203.3

+0/-.0012       
+0/-.030

14.40                  
6.55

Bearing Selection
Page C-3

Nomenclature Aid
Page C-18

Features & Benefits
Page C-19

Product Options
Page C-20

Technical Engineering
Page C-45



C-33

MULTI-ROL Bearings

N
e

e
d

le
/J

o
u

rn
a

l  
B

e
a

ri
n

g
s McGill MULTI-ROL Needle Bearings

Full complement needle bearing provides high radial load rating with good shaft support, angular rigidity, and is 
dimensionally equivalent to most plain bearings with bronze or babbitt bushing.  Available in both single and two 
row designs with non separable inner race and metallic shields for pure radial load applications. The angular lube 
groove provides a circumferential path to direct lubricant to the oil hole.

RS Series

W
HD
R

D D1 B

o

LUBRICATION 
GROOVE

Basic Construction Type: Full Complement Machined 
Race Needle Bearing and 
Non Separable Inner Ring

Rolling Elements: Single Row Precision Ground 
Needle

Bearing Material: Bearing Quality Steel

Seal Type: Metallic Shield 

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

* For bearing properly filled with #1 grease reduce speed by 50%

Part  
No. B D W

Housing Bore Diameter

HD Ro
Limiting 
Speed 

 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Weight

Single 
Row 

Bore Diameter Outside Diameter Width
Radial 

Lub. Hole 
Diameter

Max Hsg 
Radius to 

Clear

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kgNom Tol. Nom Tol.

Tol 
+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref)

RS 6 .7500        
19.058

+0/-.0004       
+0/-.010

1.5000        
38.115

+0/-.0005       
+0/-.013

.8750        
22.234

1.5000        
38.115

1.5005        
38.128

.0007        
0.018

.1250        
3.176

.0313        
0.794 5,000 3850        

17,125
11500        
51,152

.26                    

.12

RS 7 .8750        
22.234

+0/-.0005       
+0/-.013

1.6250        
41.291

+0/-.0005       
+0/-.013

1.0000        
25.410

1.6250        
41.291

1.6255        
41.304

.0007        
0.018

.1250        
3.176

.0313        
0.794 4,400 5560        

24,731
15550        
69,166

.34                    

.15

RS 8 1.0000        
25.410

+0/-.0005       
+0/-.013

1.8125        
46.056

+0/-.0005       
+0/-.013

1.0625        
26.998

1.8125        
46.056

1.8130        
46.068

.0007        
0.018

.1250        
3.176

.0313        
0.794 4,000 6170        

27,444
18700        
83,178

.42                    

.19

RS 9 1.1250        
28.586

+0/-.0005       
+0/-.013

1.9375        
49.232

+0/-.0005       
+0/-.013

1.0625        
26.998

1.9375        
49.232

1.9875        
50.502

.0007        
0.018

.1250        
3.176

.0313        
0.794 3,600 6500        

28,912
20500        
91,184

.46                    

.21

RS 10 1.2500        
31.763

+0/-.0005       
+0/-.013

2.0625        
52.408

+0/-.0006       
+0/-.015

1.0625        
26.998

2.0625        
52.408

2.0630        
52.421

.0007        
0.018

.1250        
3.176

.0313        
0.794 3,300 6830        

30,380
22400        
99,635

.49                    

.22

RS 12 1.5000        
38.115

+0/-.0005       
+0/-.013

2.5000        
63.525

+0/-.0006       
+0/-.015

1.1250        
28.586

2.5000        
63.525

2.5005        
63.538

.0007        
0.018

.1250        
3.176

.0625        
1.588 2,900 7740        

34,428
27500        

122,320
.83                    
.37

RS 14 1.7500        
44.468

+0/-.0005       
+0/-.013

2.7500        
69.878

+0/-.0006       
+0/-.015

1.1250        
28.586

2.7500        
69.878

2.7505        
69.890

.0007        
0.018

.1250        
3.176

.0625        
1.588 2,500 8330        

37,052
31400        

139,667
.93                    
.42

RS 16 2.0000        
50.820

+0/-.0005       
+0/-.013

3.2500        
82.583

+0/-.0006       
+0/-.015

1.1875        
30.174

3.2499        
82.580

3.2505        
82.595

.0007        
0.018

.1250        
3.176

.0625        
1.588 2,000 9820        

43,679
42200        

187,706
1.45                    
.66

RS 20 2.5000        
63.525

+0/-.0006       
+0/-.015

3.7500        
95.288

+0/-.0008       
+0/-.020

1.2500        
31.763

3.7498        
95.282

3.7507        
95.305

.0010        
0.025

.1875        
4.764

.0938        
2.382 1,700 11200        

49,818
52900        

235,299
1.79                    
.81

RS 22 2.7500        
69.878

+0/-.0006       
+0/-.015

4.0000        
101.640

+0/-.0008       
+0/-.020

1.2500        
31.763

3.9998        
101.635

4.0007        
101.658

.0010        
0.025

.1875        
4.764

.0938        
2.382 1,500 9920        

44,124
46700        

207,722
2.00                 
.91

RS 24 3.0000        
76.230

+0/-.0006       
+0/-.015

4.5000        
114.345

+0/-.0008       
+0/-.020

1.3750        
34.939

4.4998        
114.340

4.5007        
114.363

.0010        
0.025

.1875        
4.764

.0938        
2.382 1,400 14500        

64,496
58100        

258,429
2.88                    
1.31
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RD Series

Basic Construction Type: Full Complement Machined 
Race Needle Bearing and 
Non Separable Inner Ring

Rolling Elements: Double Row Precision 
Ground Needle

Bearing Material: Bearing Quality Steel

Seal Type: Metallic Shield 

LUBRICATION 
GROOVE

BD

WHD

R o

* For bearing properly filled with #1 grease reduce speed by 50%

Part No. B D W

Housing Bore Diameter

HD Ro
Limiting 
Speed 

 (In Oil)*

Basic 
Dynamic 
Rating

Basic 
Static 
Rating

Weight

Single 
Row 

Bore Diameter Outside Diameter Width
Radial 

Lub.  Hole 
Diameter

Max Hsg 
Radius to 

Clear

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

RPM lb/N lb/N lb
kgNom Tol. Nom Tol.

Tol 
+0/-.005 
(+0/.13)

Rotating Stationary Tol. (Ref) (Ref)

RD 10 1.2500        
31.763

+0/-.0005       
+0/-.013

2.0625        
52.408

+0/-.0006       
+0/-.015

2.2500        
57.173

2.0625        
52.408

2.0630        
52.421

.0007        
0.018

.1875        
4.764

.0313        
0.794 3,300 13600        

60,493
54300        

241,526
1.16                 
.53

RD 12 1.5000        
38.115

+0/-.0005       
+0/-.013

2.5000        
63.525

+0/-.0006       
+0/-.015

2.3750        
60.349

2.5000        
63.525

2.5005        
63.538

.0007        
0.018

.1875        
4.764

.0625        
1.588 2,900 15200        

67,610
65700        

292,234
1.83                 
.83

RD 14 1.7500        
44.468

+0/-.0005       
+0/-.013

2.7500        
69.878

+0/-.0006       
+0/-.015

2.3750        
60.349

2.7500        
69.878

2.7505        
69.890

.0007        
0.018

.1875        
4.764

.0625        
1.588 2,500 16400        

72,947
75100        

334,045
2.06                 
.93

RD 16 2.0000        
50.820

+0/-.0005       
+0/-.013

3.2500        
82.583

+0/-.0006       
+0/-.015

2.3750        
60.349

3.2499        
82.580

3.2505        
82.595

.0007        
0.018

.1875        
4.764

.0625        
1.588 2,000 18300        

81,398
94000        

418,112
3.09                 
1.40

RD 18 2.2500        
57.173

+0/-.0005       
+0/-.013

3.5000        
88.935

+0/-.0008       
+0/-.020

2.5000        
63.525

3.4998        
88.930

3.5007        
88.953

.0010        
0.025

.1875        
4.764

.0625        
1.588 1,800 19200        

85,402
102600        
456,365

3.57                 
1.62

RD 20 2.5000        
63.525

+0/-.0006       
+0/-.015

3.7500        
95.288

+0/-.0008       
+0/-.020

2.5000        
63.525

3.7498        
95.282

3.7507        
95.305

.0010        
0.025

.1875        
4.764

.0938        
2.382 1,700 20800        

92,518
117000        
520,416

3.8                 
1.72

RD 24 3.0000        
76.230

+0/-.0006       
+0/-.015

4.5000        
114.345

+0/-.0008       
+0/-.020

2.7500        
69.878

4.4998        
114.340

4.5007        
114.363

.0010        
0.025

.1875        
4.764

.0938        
2.382 1,400 29400        

130,771
144500        
642,736

6.14                 
2.78

RD 28 3.5000        
88.935

+0/-.0008       
+0/-.020

5.0000        
127.050

+0/-.0010       
+0/-.025

3.0000        
76.230

5.0003        
127.058

5.0011        
127.078

.0015        
0.038

.1875        
4.764

.0938        
2.382 1,250 34400        

153,011
184900        
822,435

7.54                 
3.42

RD 32 4.0000        
101.640

+0/-.0008       
+0/-.020

5.5000        
139.755

+0/-.0010       
+0/-.025

3.0000        
76.230

5.5003        
139.763

5.5011        
139.783

.0015        
0.038

.1875        
4.764

.0938        
2.382 1,100 34600        

153,901
194600        
865,581

8.29                 
3.76
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Rollway Journal bearings feature through hardened bearing quality steel raceways, with an oil hole in the outer 
raceway, “trunion style” rollers, and a non-separable steel retainer (cage) assembly.  The bearing design is well 
suited for high radial load, low speed applications.  Rollway Journal bearings are available as components or 
complete assemblies and conform to industry dimensions and manufactured with Rollway quality standards. 
Depending on your preference, these bearings are available in a wide variety of sizes and options as illustrated on 
the pages to follow.

Roller Assembly

Oil Hole

Oil Hole

Precision Ground 
Inner Ring

Precision Ground 
Outer Ring
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Journals

i

1

o

d
d

B

r

W

30°

D

30°

D

r

R
HBasic Construction Type: Journal Roller Bearing

Rolling Elements: Trunion Style Cylindrical 
Rollers

Bearing Material: Bearing Grade Quality Steel

Retainer Type: Steel Cage With Flush 
Ground Ends

For sealed bearings, Outside diameter may be slightly oversize due to seal press fit. 
Journal bearings and manufactured to the ABMA RBEC-1 tolerance class.  
Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

 Complete 
Assembly  

Nomenclature

B D W Recommended Shaft Diameter Housing Bore Diameter
D1  Rd  ri   ro

Hd  Components  Assembly 
Basic Dynamic 

Rating

Assembly  
Basic Static 

Rating
Assembly 

weightBore Diameter Outside Diameter Width Max Min Max Min Oil Hole 
Dia Component Nomenclature

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm  Inner Ring   Outer Ring   Roller Assembly  lb/N lb/N lb

kg

 D-305-18  0.9843 
25

2.441 
62

1.125 
28.58

0.9850 
25.02

0.9845 
25.01

2.4419                 
62.024

2.4409                   
61.999

1.2500            
31.75

0.4375          
11.11

0.062             
1.57

0.062        
1.57

0.250            
6.35  E-305-18-60   B-305-18-70   WS-305-18   8,000                       

35,900 
 12,200                    
54,200 

1.0                        
0.5

 D-206-13  
1.1811 

30
2.441 

62

0.813 
20.64

1.1819 
30.02

1.1814 
30.01

2.4419                 
62.024

2.4409                   
61.999

1.5000                  
38.10

0.3125                          
7.94

0.062             
1.57

0.062             
1.57

0.265              
6.73  E-206-13-60   B-206-13-70   WS-206-13   6,900            

30,900 
 13,000                 
58,100 

0.7                 
0.3

 D-206-18  1.125 
28.58

1.1819 
30.02

1.1814 
30.01

2.4419                 
62.024

2.4409                   
61.999

1.5000                  
38.10

0.3125                          
7.94

0.062             
1.57

0.062             
1.57

0.265              
6.73  E-206-18-60   B-206-18-70   WS-206-18   10,000             

44,400 
 20,800                    
92,700 

1.0                     
0.5

 D-207-15  

1.3779 
35

2.835 
72.00

0.938 
23.81

1.3788                 
35.02

1.3783                     
35.01

2.8357 
72.027

2.8346 
71.999

1.7500                  
44.45

0.3750            
9.53

0.062                
1.57

0.062                
1.57

0.250                        
6.35  E-207-15-60   B-207-15-70   WS-207-15   9,600                

42,700 
 18,000                 
80,200 

1.0                      
0.5

 D-207-19  1.188 
30.16

1.3788                 
35.02

1.3783                     
35.01

2.8357 
72.027

2.8346 
71.999

1.7500                  
44.45

0.3750            
9.53

0.062                
1.57

0.062                
1.57

0.250                        
6.35  E-207-19-60   B-207-19-70   WS-207-19   12,400                 

55,100 
 24,900               
111,100 

1.3                 
0.6

 D-307  3.15 
80

1.375 
34.93

1.3788                 
35.02

1.3783                     
35.01

3.1508              
80.030

3.1496              
80.000

1.7500                  
44.45

0.5000           
12.75

0.062                
1.57

0.078               
1.98

0.250                        
6.35  E-307-60   B-307-70   WS-307   12,900              

57,600 
 24,500                  
108,900 

2.0                       
0.9

 D-208-16  
1.5748 

40
3.15 
80

1 
25.4

1.5758 
40.03

1.5752 
40.01 

3.1508 
80.030

3.1496              
80.000

2.0000       
50.8

0.3750            
9.53

0.078               
1.98

0.078               
1.98

0.250                  
6.35  E-208-16-60   B-208-16-70   WS-208-16   10,000               

44,600 
 19,300                  
85,800 

1.5                      
0.7

 D-208-22  1.375 
34.93

1.5758 
40.03

1.5752 
40.01 

3.1508 
80.030

3.1496              
80.000

2.0000       
50.8

0.3750            
9.53

0.078               
1.98

0.078               
1.98

0.250                  
6.35  E-208-22-60   B-208-22-70   WS-208-22   14,100         

62,900 
 29,900              
133,400 

2.0                       
0.9

 D-209-18  

1.7717 
45

3.347 
85

1.125 
28.58

1.7728                  
45.03

1.7722                      
45.01

3.3478                       
85.034

3.3465                   
85.001

2.1870             
55.55

0.3750                  
9.53

0.078               
1.98

0.078               
1.98

0.250                        
6.35  E-209-18-60   B-209-18-70   WS-209-18   12,600                     

56,000 
 26,500                 
117,900 

1.8                 
0.8

 D-209-25  1.563 
39.69

1.7728                  
45.03

1.7722                      
45.01

3.3478                       
85.034

3.3465                   
85.001

2.1870             
55.55

0.3750                  
9.53

0.078               
1.98

0.078               
1.98

0.250                        
6.35  E-209-25-60   B-209-25-70   WS-209-25   17,600                   

78,500 
 40,900                   
182,300 

2.5               
1.1

 D-309  3.937 
100

1.563 
39.69

1.7728                  
45.03

1.7722                      
45.01

3.9384                         
100.035

3.9369                    
99.997

2.2490              
57.12

0.6250                
15.88

0.094                 
2.39

0.078               
1.98

0.328           
8.33  E-309-60   B-309-70   WS-309   20,200                 

90,200 
 35,500                     
158,200 

3.6                     
1.6

 D-210-20  

1.9685 
50

3.543                          
90

1.25 
31.75

1.9697                 
50.03

1.9691                    
50.02

3.5446               
90.033

3.5432                    
89.997

2.3750                   
60.33

0.3750                 
9.53

0.078                     
1.98

0.078                     
1.98

0.312                   
7.92  E-210-20-60   B-210-20-70   WS-210-20   14,500                      

64,500 
 32,500                 
144,500 

2.1                    
0.9

 D-210-28  1.75 
44.45

1.9697                 
50.03

1.9691                    
50.02

3.5446               
90.033

3.5432                    
89.997

2.3750                   
60.33

0.3750                 
9.53

0.078                     
1.98

0.078                     
1.98

0.312                   
7.92  E-210-28-60   B-210-28-70   WS-210-28   20460                       

91011 
 49,400                  
219,900 

3.0                    
1.4

 D-210-56  3.5 
88.90

1.9697                 
50.03

1.9691                    
50.02

3.5446               
90.033

3.5432                    
89.997

2.3750                   
60.33

0.3750                 
9.53

0.078                     
1.98

0.078                     
1.98

0.312                   
7.92  E-210-56-60   B-210-56-70   WS-210-28 (X2)   35,400                        

157,600 
 102,400                 
455,800    

5.9                    
2.7

 D-211  

2.1654 
55

3.937 
100

1.313 
33.34

2.1666 
55.03

2.1660                
55.02

3.9384                   
100.035

3.9369             
99.997

2.6250            
66.68

0.4375                   
11.11

0.078                     
1.98

0.078               
1.98

0.312             
7.92     E-211-60   B-211-70   WS-211   18,200                 

81,100 
 40,600            
180,900 

2.7                       
1.2

 D-211-29  1.813 
46.04

2.1666 
55.03

2.1660                
55.02

3.9384                   
100.035

3.9369             
99.997

2.6250            
66.68

0.4375                   
11.11

0.078                     
1.98

0.078               
1.98

0.312             
7.92     E-211-29-60   B-211-29-70   WS-211-29   25,200              

112,100 
 61,600             
274,100 

3.9                   
1.8

 D-211-58  3.625 
92.08

2.1666 
55.03

2.1660                
55.02

3.9384                   
100.035

3.9369             
99.997

2.6250            
66.68

0.4375                   
11.11

0.078                     
1.98

0.078               
1.98

0.312             
7.92     E-211-58-60   B-211-58-70   WS-211-58   43,200            

192,300 
 123,200                   
548,200 

7.8                      
3.5

 D-311  4.724 
120

1.938 
49.21

2.1666 
55.03

2.1660                
55.02

4.726              
120.040

4.7243              
119.997

2.7500             
69.85

0.6875               
17.46

0.109           
2.77

0.109         
2.77

0.375            
9.53  E-311-60   B-311-70   WS-311   31,400              

139,700 
 62,500               
278,000 

6.6                
3.0

 D-212  

2.3622 
60

4.331 
110

1.438 
36.51

2.3635 
60.03

2.3628                 
60.02

4.3322                   
110.038

4.3306                   
109.997

2.8750                    
73.03

0.5000            
12.75

0.094                  
2.39

0.094                       
2.39     

0.312                
7.92  E-212-60   B-212-70   WS-212   21,000                

93,700 
 45,700                   
203,600 

3.7                      
1.7

 D-212-31  1.938 
49.21

2.3635 
60.03

2.3628                 
60.02

4.3322                   
110.038

4.3306                   
109.997

2.8750                    
73.03

0.5000            
12.75

0.094                  
2.39

0.094                       
2.39     

0.312                
7.92  E-212-31-60   B-212-31-70   WS-212-31  5.0                         

2.0

 D-212-62  3.875 
98.43

2.3635 
60.03

2.3628                 
60.02

4.3322                   
110.038

4.3306                   
109.997

2.8750                    
73.03

0.5000            
12.75

0.094                  
2.39

0.094                       
2.39     

0.328                
8.33  E-212-62-60   B-212-62-70   WS-212-31 (X2)   48,900               

217,700 
 135,400                 
602,200 

9.9                        
4.5
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Journals

Outer Ring and 
Roller Assembly

B-XXX

Outer Ring

B-XXX-70

Roller Assembly

WS-XXX

Inner Ring

E-XXX-60

Assembly

D-XXX

 Complete 
Assembly  

Nomenclature

B D W Recommended Shaft Diameter Housing Bore Diameter
D1  Rd  ri   ro

Hd  Components  Assembly 
Basic Dynamic 

Rating

Assembly  
Basic Static 

Rating
Assembly 

weightBore Diameter Outside Diameter Width Max Min Max Min Oil Hole 
Dia Component Nomenclature

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm  Inner Ring   Outer Ring   Roller Assembly  lb/N lb/N lb

kg

 D-305-18  0.9843 
25

2.441 
62

1.125 
28.58

0.9850 
25.02

0.9845 
25.01

2.4419                 
62.024

2.4409                   
61.999

1.2500            
31.75

0.4375          
11.11

0.062             
1.57

0.062        
1.57

0.250            
6.35  E-305-18-60   B-305-18-70   WS-305-18   8,000                       

35,900 
 12,200                    
54,200 

1.0                        
0.5

 D-206-13  
1.1811 

30
2.441 

62

0.813 
20.64

1.1819 
30.02

1.1814 
30.01

2.4419                 
62.024

2.4409                   
61.999

1.5000                  
38.10

0.3125                          
7.94

0.062             
1.57

0.062             
1.57

0.265              
6.73  E-206-13-60   B-206-13-70   WS-206-13   6,900            

30,900 
 13,000                 
58,100 

0.7                 
0.3

 D-206-18  1.125 
28.58

1.1819 
30.02

1.1814 
30.01

2.4419                 
62.024

2.4409                   
61.999

1.5000                  
38.10

0.3125                          
7.94

0.062             
1.57

0.062             
1.57

0.265              
6.73  E-206-18-60   B-206-18-70   WS-206-18   10,000             

44,400 
 20,800                    
92,700 

1.0                     
0.5

 D-207-15  

1.3779 
35

2.835 
72.00

0.938 
23.81

1.3788                 
35.02

1.3783                     
35.01

2.8357 
72.027

2.8346 
71.999

1.7500                  
44.45

0.3750            
9.53

0.062                
1.57

0.062                
1.57

0.250                        
6.35  E-207-15-60   B-207-15-70   WS-207-15   9,600                

42,700 
 18,000                 
80,200 

1.0                      
0.5

 D-207-19  1.188 
30.16

1.3788                 
35.02

1.3783                     
35.01

2.8357 
72.027

2.8346 
71.999

1.7500                  
44.45

0.3750            
9.53

0.062                
1.57

0.062                
1.57

0.250                        
6.35  E-207-19-60   B-207-19-70   WS-207-19   12,400                 

55,100 
 24,900               
111,100 

1.3                 
0.6

 D-307  3.15 
80

1.375 
34.93

1.3788                 
35.02

1.3783                     
35.01

3.1508              
80.030

3.1496              
80.000

1.7500                  
44.45

0.5000           
12.75

0.062                
1.57

0.078               
1.98

0.250                        
6.35  E-307-60   B-307-70   WS-307   12,900              

57,600 
 24,500                  
108,900 

2.0                       
0.9

 D-208-16  
1.5748 

40
3.15 
80

1 
25.4

1.5758 
40.03

1.5752 
40.01 

3.1508 
80.030

3.1496              
80.000

2.0000       
50.8

0.3750            
9.53

0.078               
1.98

0.078               
1.98

0.250                  
6.35  E-208-16-60   B-208-16-70   WS-208-16   10,000               

44,600 
 19,300                  
85,800 

1.5                      
0.7

 D-208-22  1.375 
34.93

1.5758 
40.03

1.5752 
40.01 

3.1508 
80.030

3.1496              
80.000

2.0000       
50.8

0.3750            
9.53

0.078               
1.98

0.078               
1.98

0.250                  
6.35  E-208-22-60   B-208-22-70   WS-208-22   14,100         

62,900 
 29,900              
133,400 

2.0                       
0.9

 D-209-18  

1.7717 
45

3.347 
85

1.125 
28.58

1.7728                  
45.03

1.7722                      
45.01

3.3478                       
85.034

3.3465                   
85.001

2.1870             
55.55

0.3750                  
9.53

0.078               
1.98

0.078               
1.98

0.250                        
6.35  E-209-18-60   B-209-18-70   WS-209-18   12,600                     

56,000 
 26,500                 
117,900 

1.8                 
0.8

 D-209-25  1.563 
39.69

1.7728                  
45.03

1.7722                      
45.01

3.3478                       
85.034

3.3465                   
85.001

2.1870             
55.55

0.3750                  
9.53

0.078               
1.98

0.078               
1.98

0.250                        
6.35  E-209-25-60   B-209-25-70   WS-209-25   17,600                   

78,500 
 40,900                   
182,300 

2.5               
1.1

 D-309  3.937 
100

1.563 
39.69

1.7728                  
45.03

1.7722                      
45.01

3.9384                         
100.035

3.9369                    
99.997

2.2490              
57.12

0.6250                
15.88

0.094                 
2.39

0.078               
1.98

0.328           
8.33  E-309-60   B-309-70   WS-309   20,200                 

90,200 
 35,500                     
158,200 

3.6                     
1.6

 D-210-20  

1.9685 
50

3.543                          
90

1.25 
31.75

1.9697                 
50.03

1.9691                    
50.02

3.5446               
90.033

3.5432                    
89.997

2.3750                   
60.33

0.3750                 
9.53

0.078                     
1.98

0.078                     
1.98

0.312                   
7.92  E-210-20-60   B-210-20-70   WS-210-20   14,500                      

64,500 
 32,500                 
144,500 

2.1                    
0.9

 D-210-28  1.75 
44.45

1.9697                 
50.03

1.9691                    
50.02

3.5446               
90.033

3.5432                    
89.997

2.3750                   
60.33

0.3750                 
9.53

0.078                     
1.98

0.078                     
1.98

0.312                   
7.92  E-210-28-60   B-210-28-70   WS-210-28   20460                       

91011 
 49,400                  
219,900 

3.0                    
1.4

 D-210-56  3.5 
88.90

1.9697                 
50.03

1.9691                    
50.02

3.5446               
90.033

3.5432                    
89.997

2.3750                   
60.33

0.3750                 
9.53

0.078                     
1.98

0.078                     
1.98

0.312                   
7.92  E-210-56-60   B-210-56-70   WS-210-28 (X2)   35,400                        

157,600 
 102,400                 
455,800    

5.9                    
2.7

 D-211  

2.1654 
55

3.937 
100

1.313 
33.34

2.1666 
55.03

2.1660                
55.02

3.9384                   
100.035

3.9369             
99.997

2.6250            
66.68

0.4375                   
11.11

0.078                     
1.98

0.078               
1.98

0.312             
7.92     E-211-60   B-211-70   WS-211   18,200                 

81,100 
 40,600            
180,900 

2.7                       
1.2

 D-211-29  1.813 
46.04

2.1666 
55.03

2.1660                
55.02

3.9384                   
100.035

3.9369             
99.997

2.6250            
66.68

0.4375                   
11.11

0.078                     
1.98

0.078               
1.98

0.312             
7.92     E-211-29-60   B-211-29-70   WS-211-29   25,200              

112,100 
 61,600             
274,100 

3.9                   
1.8

 D-211-58  3.625 
92.08

2.1666 
55.03

2.1660                
55.02

3.9384                   
100.035

3.9369             
99.997

2.6250            
66.68

0.4375                   
11.11

0.078                     
1.98

0.078               
1.98

0.312             
7.92     E-211-58-60   B-211-58-70   WS-211-58   43,200            

192,300 
 123,200                   
548,200 

7.8                      
3.5

 D-311  4.724 
120

1.938 
49.21

2.1666 
55.03

2.1660                
55.02

4.726              
120.040

4.7243              
119.997

2.7500             
69.85

0.6875               
17.46

0.109           
2.77

0.109         
2.77

0.375            
9.53  E-311-60   B-311-70   WS-311   31,400              

139,700 
 62,500               
278,000 

6.6                
3.0

 D-212  

2.3622 
60

4.331 
110

1.438 
36.51

2.3635 
60.03

2.3628                 
60.02

4.3322                   
110.038

4.3306                   
109.997

2.8750                    
73.03

0.5000            
12.75

0.094                  
2.39

0.094                       
2.39     

0.312                
7.92  E-212-60   B-212-70   WS-212   21,000                

93,700 
 45,700                   
203,600 

3.7                      
1.7

 D-212-31  1.938 
49.21

2.3635 
60.03

2.3628                 
60.02

4.3322                   
110.038

4.3306                   
109.997

2.8750                    
73.03

0.5000            
12.75

0.094                  
2.39

0.094                       
2.39     

0.312                
7.92  E-212-31-60   B-212-31-70   WS-212-31  5.0                         

2.0

 D-212-62  3.875 
98.43

2.3635 
60.03

2.3628                 
60.02

4.3322                   
110.038

4.3306                   
109.997

2.8750                    
73.03

0.5000            
12.75

0.094                  
2.39

0.094                       
2.39     

0.328                
8.33  E-212-62-60   B-212-62-70   WS-212-31 (X2)   48,900               

217,700 
 135,400                 
602,200 

9.9                        
4.5
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Basic Construction Type: Journal Roller Bearing

Rolling Elements: Trunion Style Cylindrical 
Rollers

Bearing Material: Bearing Grade Quality Steel

Retainer Type: Steel Cage With Flush 
Ground Ends

i
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30°

D

30°
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Journals (continued)

For sealed bearings, Outside diameter may be slightly oversize due to seal press fit. 

Journal bearings and manufactured to the ABMA RBEC-1 tolerance class. 

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

 Complete 
Assembly  

Nomenclature

B D W Recommended Shaft Diameter Housing Bore Diameter
D1  Rd  ri   ro

Hd  Components  Assembly 
Basic Dynamic 

Rating

Assembly  
Basic Static 

Rating
Assembly 

weightBore Diameter Outside Diameter Width Max Min Max Min Oil Hole 
Dia Component Nomenclature

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm  Inner Ring   Outer Ring   Roller Assembly  lb/N lb/N lb

kg

 D-213  

2.5591 
65

4.7244                      
120

1.5 
38.10

2.5605 
65.04

2.5598 
65.02

4.726              
120.040

4.7243                
119.997

3.1250                
79.38

0.5000               
12.75

0.109               
2.77

0.109               
2.77

0.375              
9.53  E-213-60   B-213-70   WS-213   20,800           

92,800 
 46,000            
204,600 

4.7                    
2.1

 D-213-33  2.063 
52.40

2.5605 
65.04

2.5598 
65.02

4.726              
120.040

4.7243                
119.997

3.1250                
79.38

0.5000               
12.75

0.109               
2.77

0.109               
2.77

0.375              
9.53  E-213-33-60   B-213-33-70   WS-213-33   28,700           

127,700 
 69,400             
308,800 

6.4                  
2.9

 D-313-35  
5.5118 

140

2.188 
55.58

2.5605 
65.04

2.5598 
65.02

5.5135                  
140.043

5.5116                   
139.995

3.2500                   
82.55

0.8125                
20.64

0.125                       
3.18

0.125                       
3.18

0.437          
11.11  E-313-35-60   B-313-35-70   WS-313-35   40,800            

181,800 
 82,000                
365,000 

9.9                    
4.5

 D-313  2.313 
58.74

2.5605 
65.04

2.5598 
65.02

5.5135                  
140.043

5.5116                   
139.995

3.2500                   
82.55

0.8125                
20.64

0.125                       
3.18

0.125                       
3.18

0.468               
11.89  E-313-60   B-313-70   WS-313   42,900           

190,900 
 87,300                   
388,500 

10.0                    
4.5

 D-214-26  

2.7559 
70

4.921 
125

1.625 
41.28

2.7574 
70.04

2.7566 
70.02

4.9229                 
125.042

4.9212                    
124.998

3.3120                   
84.12

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375              
9.53  E-214-26-60   B-214-26-70   WS-214-26   25,800             

115,100 
 62,000             
275,700 

5.3                 
2.4

 D-214-38  2.375 
60.33

2.7574 
70.04

2.7566 
70.02

4.9229                 
125.042

4.9212                    
124.998

3.3120                   
84.12

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375              
9.53  E-214-38-60   B-214-38-70   WS-214-38   37,400                

166,500 
 99,600                 
443,300 

7.6                      
3.5

 D-214-76  4.75                   
120.65

2.7574 
70.04

2.7566 
70.02

4.9229                 
125.042

4.9212                    
124.998

3.3120                   
84.12

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375              
9.53  E-214-76-60   B-214-76-70   WS-214-38 (X2)   64,200               

285,500 
 199,300                 
886,600 

15.0                         
7.0

 D-215  

2.9528 
75

5.118                      
130

1.625 
41.28

2.9544                    
75.04

2.9536                  
75.02

5.1197               
130.040

5.1179               
129.995

3.5000              
88.90

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375                    
9.53  E-215-60   B-215-70   WS-215   25,700             

114,500 
 62,400                 
277,700 

5.6                 
2.5

 D-215-28  1.75 
44.45

2.9544                    
75.04

2.9536                  
75.02

5.1197               
130.040

5.1179               
129.995

3.5000              
88.90

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375                    
9.53  E-215-28-60   B-215-28-70   WS-215-28   27,700           

123,400 
 68,700              
305,600 

6.0                   
2.7

 D-215-42  2.625 
66.68

2.9544                    
75.04

2.9536                  
75.02

5.1197               
130.040

5.1179               
129.995

3.5000              
88.90

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375                    
9.53  E-215-42-60   B-215-42-70   WS-215-42   40,800                  

181,800 
 113,000             
502,700 

9.1                  
4.0

 D-215-84  5.25 
133.35

2.9544                    
75.04

2.9536                  
75.02

5.1197               
130.040

5.1179               
129.995

3.5000              
88.90

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375                    
9.53  E-215-84-60   B-215-84-70   WS-215-42 (X2)   84,700                

376,900 
 288,600                

1,283,800 
18.0                 
8.2

 D-315-39  6.299 
160

2.438 
61.91

2.9544                    
75.04

2.9536                  
75.02

6.3011             
160.048

6.299                
159.995

3.7500              
95.25

0.9375               
23.81

0.156                
3.96

0.125             
3.18

0.437          
11.11  E-315-39-60   B-315-39-70   WS-315-39   50,200             

223,500 
 101,300              
450,700 

14.0                   
6.4

 D-216  

3.1496 
80

5.512 
140

1.75 
44.45

3.1512 
80.04

3.1504 
80.02

5.5135              
140.043

5.5116                 
139.995

3.7500             
95.25

0.5625              
14.29

0.125        
3.18

0.125             
3.18

0.438           
11.13  E-216-60   B-216-70   WS-216   31,600        

140,700 
 76,800              
341,900 

7.0                         
3.2

 D-216-29  1.813 
46.04

3.1512 
80.04

3.1504 
80.02

5.5135              
140.043

5.5116                 
139.995

3.7500             
95.25

0.5625              
14.29

0.125        
3.18

0.125             
3.18

0.438           
11.13  E-216-29-60   B-216-29-70   WS-216-29   52,700           

234,400 
 79,200        
352,500 

7.6                    
3.5

 D-216-42  2.625 
66.68

3.1512 
80.04

3.1504 
80.02

5.5135              
140.043

5.5116                 
139.995

3.7500             
95.25

0.5625              
14.29

0.125        
3.18

0.125             
3.18

0.438           
11.13  E-216-42-60   B-216-42-70   WS-216-42   46,600            

207,200 
 126,400       
562,300 

10.0                       
5.0

 D-216-84  5.25 
133.35

3.1512 
80.04

3.1504 
80.02

5.5135              
140.043

5.5116                 
139.995

3.7500             
95.25

0.5625              
14.29

0.125        
3.18

0.125             
3.18

0.438           
11.13  E-216-84-60   B-216-84-70   WS-216-42 (X2)   79,900             

355,400 
 252,800           

1,124,600 
20.0                     
9.0

 D-316  6.693 
170

2.688 
68.26

3.1512 
80.04

3.1504 
80.02

6.6948               
170.048

6.6926 
169.992

4.000             
101.6

1.0000        
25.40

0.156         
3.96

0.125             
3.18

0.438           
11.13  E-316-60   B-316-70   WS-316   57,930             

257,600 
 118,600           
527,800 

17.0                              
7.7

 D-217  

3.3465 
85

5.906                       
150

1.938 
49.21

3.3482 
85.04

3.3474                      
85.02

5.9073                    
150.045

5.9053                      
149.995

4.0000                       
101.6

0.6250               
15.88

0.125             
3.18

0.125             
3.18

0.438                          
11.13  E-217-60   B-217-70   WS-217   34,100                  

151,700 
 80,000                        
355,900 

9.0                     
4.1

 D-217-44  2.75 
69.85

3.3482 
85.04

3.3474                      
85.02

5.9073                    
150.045

5.9053                      
149.995

4.0000                       
101.6

0.6250               
15.88

0.125             
3.18

0.125             
3.18

0.438                          
11.13  E-217-44-60   B-217-44-70   WS-217-44   47,400              

211,100 
 122,300                  
544,200 

13.0                     
5.9

 D-317  7.087 
180

2.875 
73.03

3.3482 
85.04

3.3474                      
85.02

7.0886                    
180.050

7.0863           
179.992

4.2500                   
107.95

1.0000       
25.40

0.156             
3.96

0.156             
3.96

0.562                       
14.27  E-314-60   B-317-70   WS-317   57,900                  

257,900 
 120,000                    
533,800 

21.0                    
9.5
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Journals (continued)

Outer Ring and 
Roller Assembly

B-XXX

Outer Ring

B-XXX-70

Roller Assembly

WS-XXX

Inner Ring

E-XXX-60

Assembly

D-XXX

 Complete 
Assembly  

Nomenclature

B D W Recommended Shaft Diameter Housing Bore Diameter
D1  Rd  ri   ro

Hd  Components  Assembly 
Basic Dynamic 

Rating

Assembly  
Basic Static 

Rating
Assembly 

weightBore Diameter Outside Diameter Width Max Min Max Min Oil Hole 
Dia Component Nomenclature

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm  Inner Ring   Outer Ring   Roller Assembly  lb/N lb/N lb

kg

 D-213  

2.5591 
65

4.7244                      
120

1.5 
38.10

2.5605 
65.04

2.5598 
65.02

4.726              
120.040

4.7243                
119.997

3.1250                
79.38

0.5000               
12.75

0.109               
2.77

0.109               
2.77

0.375              
9.53  E-213-60   B-213-70   WS-213   20,800           

92,800 
 46,000            
204,600 

4.7                    
2.1

 D-213-33  2.063 
52.40

2.5605 
65.04

2.5598 
65.02

4.726              
120.040

4.7243                
119.997

3.1250                
79.38

0.5000               
12.75

0.109               
2.77

0.109               
2.77

0.375              
9.53  E-213-33-60   B-213-33-70   WS-213-33   28,700           

127,700 
 69,400             
308,800 

6.4                  
2.9

 D-313-35  
5.5118 

140

2.188 
55.58

2.5605 
65.04

2.5598 
65.02

5.5135                  
140.043

5.5116                   
139.995

3.2500                   
82.55

0.8125                
20.64

0.125                       
3.18

0.125                       
3.18

0.437          
11.11  E-313-35-60   B-313-35-70   WS-313-35   40,800            

181,800 
 82,000                
365,000 

9.9                    
4.5

 D-313  2.313 
58.74

2.5605 
65.04

2.5598 
65.02

5.5135                  
140.043

5.5116                   
139.995

3.2500                   
82.55

0.8125                
20.64

0.125                       
3.18

0.125                       
3.18

0.468               
11.89  E-313-60   B-313-70   WS-313   42,900           

190,900 
 87,300                   
388,500 

10.0                    
4.5

 D-214-26  

2.7559 
70

4.921 
125

1.625 
41.28

2.7574 
70.04

2.7566 
70.02

4.9229                 
125.042

4.9212                    
124.998

3.3120                   
84.12

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375              
9.53  E-214-26-60   B-214-26-70   WS-214-26   25,800             

115,100 
 62,000             
275,700 

5.3                 
2.4

 D-214-38  2.375 
60.33

2.7574 
70.04

2.7566 
70.02

4.9229                 
125.042

4.9212                    
124.998

3.3120                   
84.12

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375              
9.53  E-214-38-60   B-214-38-70   WS-214-38   37,400                

166,500 
 99,600                 
443,300 

7.6                      
3.5

 D-214-76  4.75                   
120.65

2.7574 
70.04

2.7566 
70.02

4.9229                 
125.042

4.9212                    
124.998

3.3120                   
84.12

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375              
9.53  E-214-76-60   B-214-76-70   WS-214-38 (X2)   64,200               

285,500 
 199,300                 
886,600 

15.0                         
7.0

 D-215  

2.9528 
75

5.118                      
130

1.625 
41.28

2.9544                    
75.04

2.9536                  
75.02

5.1197               
130.040

5.1179               
129.995

3.5000              
88.90

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375                    
9.53  E-215-60   B-215-70   WS-215   25,700             

114,500 
 62,400                 
277,700 

5.6                 
2.5

 D-215-28  1.75 
44.45

2.9544                    
75.04

2.9536                  
75.02

5.1197               
130.040

5.1179               
129.995

3.5000              
88.90

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375                    
9.53  E-215-28-60   B-215-28-70   WS-215-28   27,700           

123,400 
 68,700              
305,600 

6.0                   
2.7

 D-215-42  2.625 
66.68

2.9544                    
75.04

2.9536                  
75.02

5.1197               
130.040

5.1179               
129.995

3.5000              
88.90

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375                    
9.53  E-215-42-60   B-215-42-70   WS-215-42   40,800                  

181,800 
 113,000             
502,700 

9.1                  
4.0

 D-215-84  5.25 
133.35

2.9544                    
75.04

2.9536                  
75.02

5.1197               
130.040

5.1179               
129.995

3.5000              
88.90

0.5000            
12.75

0.109                  
2.77

0.109                  
2.77

0.375                    
9.53  E-215-84-60   B-215-84-70   WS-215-42 (X2)   84,700                

376,900 
 288,600                

1,283,800 
18.0                 
8.2

 D-315-39  6.299 
160

2.438 
61.91

2.9544                    
75.04

2.9536                  
75.02

6.3011             
160.048

6.299                
159.995

3.7500              
95.25

0.9375               
23.81

0.156                
3.96

0.125             
3.18

0.437          
11.11  E-315-39-60   B-315-39-70   WS-315-39   50,200             

223,500 
 101,300              
450,700 

14.0                   
6.4

 D-216  

3.1496 
80

5.512 
140

1.75 
44.45

3.1512 
80.04

3.1504 
80.02

5.5135              
140.043

5.5116                 
139.995

3.7500             
95.25

0.5625              
14.29

0.125        
3.18

0.125             
3.18

0.438           
11.13  E-216-60   B-216-70   WS-216   31,600        

140,700 
 76,800              
341,900 

7.0                         
3.2

 D-216-29  1.813 
46.04

3.1512 
80.04

3.1504 
80.02

5.5135              
140.043

5.5116                 
139.995

3.7500             
95.25

0.5625              
14.29

0.125        
3.18

0.125             
3.18

0.438           
11.13  E-216-29-60   B-216-29-70   WS-216-29   52,700           

234,400 
 79,200        
352,500 

7.6                    
3.5

 D-216-42  2.625 
66.68

3.1512 
80.04

3.1504 
80.02

5.5135              
140.043

5.5116                 
139.995

3.7500             
95.25

0.5625              
14.29

0.125        
3.18

0.125             
3.18

0.438           
11.13  E-216-42-60   B-216-42-70   WS-216-42   46,600            

207,200 
 126,400       
562,300 

10.0                       
5.0

 D-216-84  5.25 
133.35

3.1512 
80.04

3.1504 
80.02

5.5135              
140.043

5.5116                 
139.995

3.7500             
95.25

0.5625              
14.29

0.125        
3.18

0.125             
3.18

0.438           
11.13  E-216-84-60   B-216-84-70   WS-216-42 (X2)   79,900             

355,400 
 252,800           

1,124,600 
20.0                     
9.0

 D-316  6.693 
170

2.688 
68.26

3.1512 
80.04

3.1504 
80.02

6.6948               
170.048

6.6926 
169.992

4.000             
101.6

1.0000        
25.40

0.156         
3.96

0.125             
3.18

0.438           
11.13  E-316-60   B-316-70   WS-316   57,930             

257,600 
 118,600           
527,800 

17.0                              
7.7

 D-217  

3.3465 
85

5.906                       
150

1.938 
49.21

3.3482 
85.04

3.3474                      
85.02

5.9073                    
150.045

5.9053                      
149.995

4.0000                       
101.6

0.6250               
15.88

0.125             
3.18

0.125             
3.18

0.438                          
11.13  E-217-60   B-217-70   WS-217   34,100                  

151,700 
 80,000                        
355,900 

9.0                     
4.1

 D-217-44  2.75 
69.85

3.3482 
85.04

3.3474                      
85.02

5.9073                    
150.045

5.9053                      
149.995

4.0000                       
101.6

0.6250               
15.88

0.125             
3.18

0.125             
3.18

0.438                          
11.13  E-217-44-60   B-217-44-70   WS-217-44   47,400              

211,100 
 122,300                  
544,200 

13.0                     
5.9

 D-317  7.087 
180

2.875 
73.03

3.3482 
85.04

3.3474                      
85.02

7.0886                    
180.050

7.0863           
179.992

4.2500                   
107.95

1.0000       
25.40

0.156             
3.96

0.156             
3.96

0.562                       
14.27  E-314-60   B-317-70   WS-317   57,900                  

257,900 
 120,000                    
533,800 

21.0                    
9.5
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Journals (continued)

i

1

o

d
d

B

r

W

30°

D

30°

D

r

R
HBasic Construction Type: Journal Roller Bearing

Rolling Elements: Trunion Style Cylindrical 
Rollers

Bearing Material: Bearing Grade Quality Steel

Retainer Type: Steel Cage With Flush 
Ground Ends

For sealed bearings, Outside diameter may be slightly oversize due to seal press fit. 
Journal bearings and manufactured to the ABMA RBEC-1 tolerance class.  
Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

 Complete 
Assembly  

Nomenclature

B D W Recommended Shaft Diameter Housing Bore Diameter
D1  Rd  ri   ro

Hd  Components  Assembly 
Basic Dynamic 

Rating

Assembly  
Basic Static 

Rating
Assembly 

weightBore Diameter Outside Diameter Width Max Min Max Min Oil Hole 
Dia Component Nomenclature

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm  Inner Ring   Outer Ring   Roller Assembly  lb/N lb/N lb

kg

 D-218  
3.5433                     

90
6.299 
160

2.063 
52.39

3.5450 
90.04

3.5442                     
90.02

6.3011               
160.048

6.299             
159.995

4.2480                   
107.90

0.6875                
17.46

0.125        
3.18

0.125             
3.18

0.438                          
11.13  E-218-60   B-218-70   WS-218   37,900                 

168,500 
 87,600               
389,700 

11.0                     
5.0

 D-218-45  2.8125 
71.44

3.5450 
90.04

3.5442                     
90.02

6.3011               
160.048

6.299             
159.995

4.2480                   
107.90

0.6875                
17.46

0.125        
3.18

0.125             
3.18

0.438                          
11.13  E-218-45-60   B-218-45-70   WS-218-45   51,600                

229,700 
 130,400                    
580,100 

15.0                         
6.8

 D-219  

3.7402                       
95

6.693 
170

2.188 
55.56

3.7420 
95.05

3.7412                   
95.03

6.6948              
170.048

6.6926               
169.992

4.5000                 
114.30

0.7500                 
19.05

0.125                   
3.18

0.125             
3.18

0.438                          
11.13  E-219-60   B-219-70   WS-219   46,500               

206,900 
 109,700                 
488,300 

15.0                         
6.8

 D-219-48  3.000 
76.2

3.7420 
95.05

3.7412                   
95.03

6.6948              
170.048

6.6926               
169.992

4.5000                 
114.30

0.7500                 
19.05

0.125                   
3.18

0.125             
3.18

0.438                          
11.13  E-219-48-60   B-219-48-70   WS-219-48   63,400                  

282,100 
 163,500                  
727,500 

18.0                 
8.2

 D-319  
7.874 
200

3.063 
77.79

3.7420 
95.05

3.7412                   
95.03

7.8762              
200.055

7.8737              
199.992

4.7500           
120.65

1.1250                
28.58

0.187                
4.75

0.156             
3.96

0.562              
14.27  E-319-60   B-319-70   WS-319   66,000                    

293,800 
 135,500              
602,900 

28.0                     
12.7

 D-319-50  3.125 
79.38

3.7420 
95.05

3.7412                   
95.03

7.8762              
200.055

7.8737              
199.992

4.7500           
120.65

1.1250                
28.58

0.187                
4.75

0.156             
3.96

0.562              
14.27  E-319-50-60   B-319-50-70   WS-319-50   67,500                  

300,500 
 139,500                     
620,700 

29.0                     
13.2

 D-220-37  

3.9370 
100

7.087 
180

2.313 
58.74

3.9389 
100.05

3.9380                   
100.03

7.0886                 
180.050

7.0863                
179.992

4.7500                
120.65

0.7500                  
19.05

0.156                
3.96

0.156                
3.96

0.562                
14.27  E-220-37-60   B-220-37-70   WS-220-37   49,000                  

218,000 
 118,000                     
529,100 

16.0                    
7.3

 D-220  2.375                  
60.33

3.9389 
100.05

3.9380                   
100.03

7.0886                 
180.050

7.0863                
179.992

4.7500                
120.65

0.7500                  
19.05

0.156                
3.96

0.156                
3.96

0.562                
14.27  E-220-60   B-220-70   WS-220   50,300                   

223,800 
 123,000                          
547,500 

17.0                  
7.7

 D-220-52  3.25 
82.55

3.9389 
100.05

3.9380                   
100.03

7.0886                 
180.050

7.0863                
179.992

4.7500                
120.65

0.7500                  
19.05

0.156                
3.96

0.156                
3.96

0.562                
14.27  E-220-52-60   B-220-52-70   WS-220-52   68,000                 

302,700 
 181,300                 
806,800 

23.0                     
10.5

 D-220-104  6.5 
165.10

3.9389 
100.05

3.9380                   
100.03

7.0886                 
180.050

7.0863                
179.992

4.7500                
120.65

0.7500                  
19.05

0.156                
3.96

0.156                
3.96

0.562                
14.27  E-220-104-60   B-220-104-70   WS-220-52 (X2)   116,600                     

519,000 
 362,700                      

1,613,700 
45.0                
20.5

 D-320  8.465 
215

3.25 
82.55

3.9389 
100.05

3.9380                   
100.03

8.4669                
215.059

8.4643              
214.993

5.0000                 
127.0

1.2500                  
31.75 

0.187                    
4.75

0.187                    
4.75

0.562                
14.27  E-320-60   B-320-70   WS-320   92,800                     

412,800 
 200,400                      
891,400 

34.0                            
15.5

 D-222-41  

4.3307 
110

7.874 
200

2.563                     
65.09

4.3328                   
110.05

4.3318                        
110.03

7.8762                  
200.055

7.8737                 
199.992

5.2500                       
133.35

0.8750                
22.23

0.156                
3.96

0.156                
3.96

0.562                 
14.27  E-222-41-60   B-222-41-70   WS-222-41   59,800          

266,300 
 142,800                
635,500  

22.0 
10.0

 D-222  2.75 
69.85

4.3328                   
110.05

4.3318                        
110.03

7.8762                  
200.055

7.8737                 
199.992

5.2500                       
133.35

0.8750                
22.23

0.156                
3.96

0.156                
3.96

0.562                 
14.27  E-222-60   B-222-70   WS-222   64,200                         

285,600 
 156,300                 
695,300 

23.0 
10.5

 D-222-56  3.5 
88.90

4.3328                   
110.05

4.3318                        
110.03

7.8762                  
200.055

7.8737                 
199.992

5.2500                       
133.35

0.8750                
22.23

0.156                
3.96

0.156                
3.96

0.562                 
14.27  E-222-56-60   B-222-56-70   WS-222-56   80,900              

359,900 
 210,500                 
936,300 

30.0 
13.6

 D-222-112  7 
177.80

4.3328                   
110.05

4.3318                        
110.03

7.8762                  
200.055

7.8737                 
199.992

5.2500                       
133.35

0.8750                
22.23

0.156                
3.96

0.156                
3.96

0.562                 
14.27  E-222-112-60   B-222-112-70   WS-222-56 (X2)   138,700                 

617,100 
 421,000                   

1,872,700 
59.0             
26.8

 D-322  
9.449                       
240

3.625                  
92.08

4.3328                   
110.05

4.3318                        
110.03

9.4512                  
240.060

9.4484                 
239.989

5.5000                      
139.70

1.3750                     
34.93

0.219              
5.56

0.219              
5.56

0.562                 
14.27  E-322-60   B-322-70   WS-322   101,600               

452,300 
 216,600               
963,800 

49.0                 
22.3

 D-322-60  3.75 
95.25

4.3328                   
110.05

4.3318                        
110.03

9.4512                  
240.060

9.4484                 
239.989

5.5000                      
139.70

1.3750                     
34.93

0.219              
5.56

0.219              
5.56

0.562                 
14.27  E-322-60-60   B-322-60-70   WS-322-60   105,000                 

467,400 
 226,020            

1,005,300 
51.0 
23.2

 D-224-45  

4.7244                    
120

8.465 
215

2.813 
71.44

4.7266               
120.06

4.7256                 
120.03

8.4669                    
215.059

8.4643                   
214.993

5.6250                
142.88

0.9375                
23.81

0.156                
3.96

0.187                  
4.75

0.562                     
14.27  E-224-45-60   B-224-45-70   WS-224-45   72,200              

321,200 
 177,100                
787,700 

28.0             
12.7

 D-224  3.00 
76.2

4.7266               
120.06

4.7256                 
120.03

8.4669                    
215.059

8.4643                   
214.993

5.6250                
142.88

0.9375                
23.81

0.156                
3.96

0.187                  
4.75

0.562                     
14.27  E-224-60   B-224-70   WS-224   76,700          

341,400 
 191,500                   
852,200 

29.0 
13.2

 D-224-62  3.875 
98.425

4.7266               
120.06

4.7256                 
120.03

8.4669                    
215.059

8.4643                   
214.993

5.6250                
142.88

0.9375                
23.81

0.156                
3.96

0.187                  
4.75

0.562                     
14.27  E-224-62-60   B-224-62-70   WS-224-62   95,600               

425,500 
 254,200          

1,130,800 
38.0                
17.0

 D-324  10.236 
260

4.125 
104.78

4.7266               
120.06

4.7256                 
120.03

10.2388               
260.066

10.2358                
259.989

6.0620               
153.97

1.3750               
34.93

0.250                
6.35

0.250                
6.35

0.562                     
14.27  E-324-60   B-324-70   WS-324   123,400              

549,000 
 283,600              

1,261,700 
67.0                
30.0
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 Complete 
Assembly  

Nomenclature

B D W Recommended Shaft Diameter Housing Bore Diameter
D1  Rd  ri   ro

Hd  Components  Assembly 
Basic Dynamic 

Rating

Assembly  
Basic Static 

Rating
Assembly 

weightBore Diameter Outside Diameter Width Max Min Max Min Oil Hole 
Dia Component Nomenclature

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm  Inner Ring   Outer Ring   Roller Assembly  lb/N lb/N lb

kg

 D-218  
3.5433                     

90
6.299 
160

2.063 
52.39

3.5450 
90.04

3.5442                     
90.02

6.3011               
160.048

6.299             
159.995

4.2480                   
107.90

0.6875                
17.46

0.125        
3.18

0.125             
3.18

0.438                          
11.13  E-218-60   B-218-70   WS-218   37,900                 

168,500 
 87,600               
389,700 

11.0                     
5.0

 D-218-45  2.8125 
71.44

3.5450 
90.04

3.5442                     
90.02

6.3011               
160.048

6.299             
159.995

4.2480                   
107.90

0.6875                
17.46

0.125        
3.18

0.125             
3.18

0.438                          
11.13  E-218-45-60   B-218-45-70   WS-218-45   51,600                

229,700 
 130,400                    
580,100 

15.0                         
6.8

 D-219  

3.7402                       
95

6.693 
170

2.188 
55.56

3.7420 
95.05

3.7412                   
95.03

6.6948              
170.048

6.6926               
169.992

4.5000                 
114.30

0.7500                 
19.05

0.125                   
3.18

0.125             
3.18

0.438                          
11.13  E-219-60   B-219-70   WS-219   46,500               

206,900 
 109,700                 
488,300 

15.0                         
6.8

 D-219-48  3.000 
76.2

3.7420 
95.05

3.7412                   
95.03

6.6948              
170.048

6.6926               
169.992

4.5000                 
114.30

0.7500                 
19.05

0.125                   
3.18

0.125             
3.18

0.438                          
11.13  E-219-48-60   B-219-48-70   WS-219-48   63,400                  

282,100 
 163,500                  
727,500 

18.0                 
8.2

 D-319  
7.874 
200

3.063 
77.79

3.7420 
95.05

3.7412                   
95.03

7.8762              
200.055

7.8737              
199.992

4.7500           
120.65

1.1250                
28.58

0.187                
4.75

0.156             
3.96

0.562              
14.27  E-319-60   B-319-70   WS-319   66,000                    

293,800 
 135,500              
602,900 

28.0                     
12.7

 D-319-50  3.125 
79.38

3.7420 
95.05

3.7412                   
95.03

7.8762              
200.055

7.8737              
199.992

4.7500           
120.65

1.1250                
28.58

0.187                
4.75

0.156             
3.96

0.562              
14.27  E-319-50-60   B-319-50-70   WS-319-50   67,500                  

300,500 
 139,500                     
620,700 

29.0                     
13.2

 D-220-37  

3.9370 
100

7.087 
180

2.313 
58.74

3.9389 
100.05

3.9380                   
100.03

7.0886                 
180.050

7.0863                
179.992

4.7500                
120.65

0.7500                  
19.05

0.156                
3.96

0.156                
3.96

0.562                
14.27  E-220-37-60   B-220-37-70   WS-220-37   49,000                  

218,000 
 118,000                     
529,100 

16.0                    
7.3

 D-220  2.375                  
60.33

3.9389 
100.05

3.9380                   
100.03

7.0886                 
180.050

7.0863                
179.992

4.7500                
120.65

0.7500                  
19.05

0.156                
3.96

0.156                
3.96

0.562                
14.27  E-220-60   B-220-70   WS-220   50,300                   

223,800 
 123,000                          
547,500 

17.0                  
7.7

 D-220-52  3.25 
82.55

3.9389 
100.05

3.9380                   
100.03

7.0886                 
180.050

7.0863                
179.992

4.7500                
120.65

0.7500                  
19.05

0.156                
3.96

0.156                
3.96

0.562                
14.27  E-220-52-60   B-220-52-70   WS-220-52   68,000                 

302,700 
 181,300                 
806,800 

23.0                     
10.5

 D-220-104  6.5 
165.10

3.9389 
100.05

3.9380                   
100.03

7.0886                 
180.050

7.0863                
179.992

4.7500                
120.65

0.7500                  
19.05

0.156                
3.96

0.156                
3.96

0.562                
14.27  E-220-104-60   B-220-104-70   WS-220-52 (X2)   116,600                     

519,000 
 362,700                      

1,613,700 
45.0                
20.5

 D-320  8.465 
215

3.25 
82.55

3.9389 
100.05

3.9380                   
100.03

8.4669                
215.059

8.4643              
214.993

5.0000                 
127.0

1.2500                  
31.75 

0.187                    
4.75

0.187                    
4.75

0.562                
14.27  E-320-60   B-320-70   WS-320   92,800                     

412,800 
 200,400                      
891,400 

34.0                            
15.5

 D-222-41  

4.3307 
110

7.874 
200

2.563                     
65.09

4.3328                   
110.05

4.3318                        
110.03

7.8762                  
200.055

7.8737                 
199.992

5.2500                       
133.35

0.8750                
22.23

0.156                
3.96

0.156                
3.96

0.562                 
14.27  E-222-41-60   B-222-41-70   WS-222-41   59,800          

266,300 
 142,800                
635,500  

22.0 
10.0

 D-222  2.75 
69.85

4.3328                   
110.05

4.3318                        
110.03

7.8762                  
200.055

7.8737                 
199.992

5.2500                       
133.35

0.8750                
22.23

0.156                
3.96

0.156                
3.96

0.562                 
14.27  E-222-60   B-222-70   WS-222   64,200                         

285,600 
 156,300                 
695,300 

23.0 
10.5

 D-222-56  3.5 
88.90

4.3328                   
110.05

4.3318                        
110.03

7.8762                  
200.055

7.8737                 
199.992

5.2500                       
133.35

0.8750                
22.23

0.156                
3.96

0.156                
3.96

0.562                 
14.27  E-222-56-60   B-222-56-70   WS-222-56   80,900              

359,900 
 210,500                 
936,300 

30.0 
13.6

 D-222-112  7 
177.80

4.3328                   
110.05

4.3318                        
110.03

7.8762                  
200.055

7.8737                 
199.992

5.2500                       
133.35

0.8750                
22.23

0.156                
3.96

0.156                
3.96

0.562                 
14.27  E-222-112-60   B-222-112-70   WS-222-56 (X2)   138,700                 

617,100 
 421,000                   

1,872,700 
59.0             
26.8

 D-322  
9.449                       
240

3.625                  
92.08

4.3328                   
110.05

4.3318                        
110.03

9.4512                  
240.060

9.4484                 
239.989

5.5000                      
139.70

1.3750                     
34.93

0.219              
5.56

0.219              
5.56

0.562                 
14.27  E-322-60   B-322-70   WS-322   101,600               

452,300 
 216,600               
963,800 

49.0                 
22.3

 D-322-60  3.75 
95.25

4.3328                   
110.05

4.3318                        
110.03

9.4512                  
240.060

9.4484                 
239.989

5.5000                      
139.70

1.3750                     
34.93

0.219              
5.56

0.219              
5.56

0.562                 
14.27  E-322-60-60   B-322-60-70   WS-322-60   105,000                 

467,400 
 226,020            

1,005,300 
51.0 
23.2

 D-224-45  

4.7244                    
120

8.465 
215

2.813 
71.44

4.7266               
120.06

4.7256                 
120.03

8.4669                    
215.059

8.4643                   
214.993

5.6250                
142.88

0.9375                
23.81

0.156                
3.96

0.187                  
4.75

0.562                     
14.27  E-224-45-60   B-224-45-70   WS-224-45   72,200              

321,200 
 177,100                
787,700 

28.0             
12.7

 D-224  3.00 
76.2

4.7266               
120.06

4.7256                 
120.03

8.4669                    
215.059

8.4643                   
214.993

5.6250                
142.88

0.9375                
23.81

0.156                
3.96

0.187                  
4.75

0.562                     
14.27  E-224-60   B-224-70   WS-224   76,700          

341,400 
 191,500                   
852,200 

29.0 
13.2

 D-224-62  3.875 
98.425

4.7266               
120.06

4.7256                 
120.03

8.4669                    
215.059

8.4643                   
214.993

5.6250                
142.88

0.9375                
23.81

0.156                
3.96

0.187                  
4.75

0.562                     
14.27  E-224-62-60   B-224-62-70   WS-224-62   95,600               

425,500 
 254,200          

1,130,800 
38.0                
17.0

 D-324  10.236 
260

4.125 
104.78

4.7266               
120.06

4.7256                 
120.03

10.2388               
260.066

10.2358                
259.989

6.0620               
153.97

1.3750               
34.93

0.250                
6.35

0.250                
6.35

0.562                     
14.27  E-324-60   B-324-70   WS-324   123,400              

549,000 
 283,600              

1,261,700 
67.0                
30.0

Journals (continued)
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Journals (continued)

i

1

o

d
d

B

r

W

30°

D

30°

D

r

R
HBasic Construction Type: Journal Roller Bearing

Rolling Elements: Trunion Style Cylindrical 
Rollers

Bearing Material: Bearing Grade Quality Steel

Retainer Type: Steel Cage With Flush 
Ground Ends

For sealed bearings, Outside diameter may be slightly oversize due to seal press fit. 

Journal bearings and manufactured to the ABMA RBEC-1 tolerance class. 

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

 Complete 
Assembly  

Nomenclature

B D W Recommended Shaft Diameter Housing Bore Diameter
D1  Rd  ri   ro

Hd  Components  Assembly 
Basic Dynamic 

Rating

Assembly  
Basic Static 

Rating
Assembly 

weightBore Diameter Outside Diameter Width Max Min Max Min Oil Hole 
Dia Component Nomenclature

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm  Inner Ring   Outer Ring   Roller Assembly  lb/N lb/N lb

kg

 D-226  

5.1181 
130

9.055 
230

3.125 
79.38

5.1204                  
130.06

5.1194 
130.03

9.0574                     
230.058

9.0547                 
229.989

6.062              
153.97

1.0000                
25.40

0.156                  
3.96

0.187                      
4.75

0.562                     
14.27  E-226-60   B-226-70   WS-226   89,600                     

398,800 
 229,300                  

1,020,200 
33.0             
15.0

 D-226-68  4.25 
107.95

5.1204                  
130.06

5.1194 
130.03

9.0574                     
230.058

9.0547                 
229.989

6.062              
153.97

1.0000                
25.40

0.156                  
3.96

0.187                      
4.75

0.562                     
14.27  E-226-68-60   B-226-68-70   WS-226-68   117,100                 

520,800 
 323,200            

1,437,700 
45.0                 
20.0

 D-226-136  8.5 
215.90

5.1204                  
130.06

5.1194 
130.03

9.0574                     
230.058

9.0547                 
229.989

6.062              
153.97

1.0000                
25.40

0.156                  
3.96

0.187                      
4.75

0.562                     
14.27  E-226-136-60   B-226-136-70   WS-226-68 (X2)   200,700                 

893,000 
 646,400                  

2,875,500 
90.0                    
41.0

 D-326  11.024                      
280

4.375 
111.13

5.1204                  
130.06

5.1194 
130.03

11.0263             
280.068

11.0231             
279.987

6.5580                   
166.57

1.5000        
38.10

0.250                 
6.35

0.250                 
6.35

0.562                     
14.27  E-326-60   B-326-70   WS-326   143,500                

638,300 
 332,500             

1,479,300 
80.0                  
36.0

 D-228  

5.5118                                 
140

9.843 
250

3.25 
82.55

5.5142 
140.06

5.5131                    
140.03

9.845               
250.063

9.8421                   
249.989

6.6250              
168.28

1.0625                    
26.99

0.219               
5.56

0.219               
5.56

0.562                     
14.27  E-228-60   B-228-70   WS-228   99,000                    

440,500 
 256,400                  

1,140,600 
43.0             
20.0

 D-228-76  4.75 
120.65

5.5142 
140.06

5.5131                    
140.03

9.845               
250.063

9.8421                   
249.989

6.6250              
168.28

1.0625                    
26.99

0.219               
5.56

0.219               
5.56

0.562                     
14.27  E-228-76-60   B-228-76-70   WS-228-76   137,700                   

612,800 
 391,800              

1,743,200 
63.0                   
29.0

 D-228-152  9.5 
241.3

5.5142 
140.06

5.5131                    
140.03

9.845               
250.063

9.8421                   
249.989

6.6250              
168.28

1.0625                    
26.99

0.219               
5.56

0.219               
5.56

0.563             
14.30  E-228-152-60   B-228-152-70   WS-228-76 (X2)   236,200                 

1,050,600 
 783,800                 

3,486,500 
125.0             
57.0

 D-230  
5.9055                           

150
10.63 
270

3.5 
88.90

5.9080                 
150.06

5.9069 
150.04

10.6326            
270.068

10.6295              
269.989

7.0620                   
179.37

1.1875            
30.16

0.219               
5.56

0.219 
5.56

0.625                  
15.88  E-230-60   B-230-70   WS-230   128,500                             

571,700 
 341,200                             

1,517,700 
52.0                     
24.0 

 D-230-76  4.75                  
120.65

5.9080                 
150.06

5.9069 
150.04

10.6326            
270.068

10.6295              
269.989

7.0620                   
179.37

1.1875            
30.16

0.219               
5.56

0.250             
6.35

0.625                  
15.88  E-230-76-60   B-230-76-70   WS-230-76   169,800                   

755,500 
 488,290                       

2,172,000 
70.0                  
32.0

 D-232  

6.2992                   
160

11.417 
290

3.875                   
98.43

6.3019               
160.07

6.3007                     
160.04

11.4201                
290.071

11.4168               
289.987

7.6250                 
193.68

1.2500                 
31.75

0.250                     
6.35

0.250                     
6.35

0.625                  
15.88  E-232-60   B-232-70   WS-232   149,000                       

662,900 
 407,000                

1,810,700 
67.0                   
30.0

 D-232-78  4.875 
123.83

6.3019               
160.07

6.3007                     
160.04

11.4201                
290.071

11.4168               
289.987

7.6250                 
193.68

1.2500                 
31.75

0.250                     
6.35

0.250                     
6.35

0.625                  
15.88  E-232-78-60   B-323-78-70   WS-232-78   183,300                     

815,500 
 531,300                

2,363,600 
85.0                   
39.0

 D-232-156  9.75 
247.65

6.3019               
160.07

6.3007                     
160.04

11.4201                
290.071

11.4168               
289.987

7.6250                 
193.68

1.2500                 
31.75

0.250                     
6.35

0.250                     
6.35

0.625                  
15.88  E-232-156-60   B-232-156-70   WS-232-78 (X2)   314,300                    

1,398,200 
 1,062,700                
4,727,300 

169.0                
77.0

 D-234-86  
6.6929 

170
12.205 

310

5.375                
136.53

6.6957 
170.07

6.6944                
170.04

12.2076                       
310.073

12.2042              
309.987

8.0620                    
204.77

1.3750                
34.93

0.250                     
6.35

0.250                     
6.35

0.687              
17.45  E-234-86-60   B-234-86-70   WS-234-86   185,900              

827,300 
 513,800                   

2,285,600 
108.0              
49.0

 D-234-172  10.75 
273.05

6.6957 
170.07

6.6944                
170.04

12.2076                       
310.073

12.2042              
309.987

8.0625               
204.79

1.3750                
34.93

0.250                     
6.35

0.250                     
6.35

0.688               
17.48  E-234-172-60   B-234-172-70   WS-234-86 (X2)   318,900               

1,418,800 
 1,027,100                     
4,569,000 

217.0                       
99.0

 D-236-94  7.0866                       
180

12.598 
320

5.875                 
149.23

7.0895                    
180.07

7.0882               
180.04

12.6013                 
320.073

12.5978                       
319.984

8.4680              
215.09

1.3750                 
34.93

0.250                     
6.35

0.250                     
6.35

0.687           
17.45  E-236-94-60   B-236-94-70   WS-236-94   220,500                      

980,800 
 649,700                     

2,890,200 
125.0                
57.0

 SD-240  
7.8740 

200
13.386 

340

4.75                  
120.65

7.8770                     
200.08

7.8757                
200.04

13.3888              
340.076

13.3852                   
339.984

9.2500               
234.95

1.3750                
34.93

0.250                     
6.35

0.250                     
6.35

0.687           
17.45  SE-240-60   SB-240-70   SWS-240   187,840                  

835,500 
 540,900                

2,406,400 
132.0                  
60.0

 SD240-110  6.875                   
174.63

7.8770                     
200.08

7.8757                
200.04

13.3888              
340.076

13.3852                   
339.984

9.2500               
234.95

1.3750                
34.93

0.250                     
6.35

0.250                     
6.35

0.687           
17.45  SE-240-110-60   SB-240-110-70   SWS-240-110   261,900                    

1,165,000 
 842,100              

3,746,100 
190.0                   
86.0

 SD-244-110  8.6614 
220

14.961                          
380

6.875                   
174.63

8.6644                     
220.08

8.6631                
220.04

14.9637                        
380.078

14.9599                
379.981

10.4370                 
265.10

1.3750                    
34.93

0.250                     
6.35

0.250                     
6.35

0.687           
17.45  SE-244-110-60   SB-244-110-70   SWS-244-110   272,700                    

1,213,200 
 888,900             

3,954,400 
137.0                   
62.0

Bearing Selection
Page C-3

Nomenclature Aid
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Features & Benefits
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 Complete 
Assembly  

Nomenclature

B D W Recommended Shaft Diameter Housing Bore Diameter
D1  Rd  ri   ro

Hd  Components  Assembly 
Basic Dynamic 

Rating

Assembly  
Basic Static 

Rating
Assembly 

weightBore Diameter Outside Diameter Width Max Min Max Min Oil Hole 
Dia Component Nomenclature

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm  Inner Ring   Outer Ring   Roller Assembly  lb/N lb/N lb

kg

 D-226  

5.1181 
130

9.055 
230

3.125 
79.38

5.1204                  
130.06

5.1194 
130.03

9.0574                     
230.058

9.0547                 
229.989

6.062              
153.97

1.0000                
25.40

0.156                  
3.96

0.187                      
4.75

0.562                     
14.27  E-226-60   B-226-70   WS-226   89,600                     

398,800 
 229,300                  

1,020,200 
33.0             
15.0

 D-226-68  4.25 
107.95

5.1204                  
130.06

5.1194 
130.03

9.0574                     
230.058

9.0547                 
229.989

6.062              
153.97

1.0000                
25.40

0.156                  
3.96

0.187                      
4.75

0.562                     
14.27  E-226-68-60   B-226-68-70   WS-226-68   117,100                 

520,800 
 323,200            

1,437,700 
45.0                 
20.0

 D-226-136  8.5 
215.90

5.1204                  
130.06

5.1194 
130.03

9.0574                     
230.058

9.0547                 
229.989

6.062              
153.97

1.0000                
25.40

0.156                  
3.96

0.187                      
4.75

0.562                     
14.27  E-226-136-60   B-226-136-70   WS-226-68 (X2)   200,700                 

893,000 
 646,400                  

2,875,500 
90.0                    
41.0

 D-326  11.024                      
280

4.375 
111.13

5.1204                  
130.06

5.1194 
130.03

11.0263             
280.068

11.0231             
279.987

6.5580                   
166.57

1.5000        
38.10

0.250                 
6.35

0.250                 
6.35

0.562                     
14.27  E-326-60   B-326-70   WS-326   143,500                

638,300 
 332,500             

1,479,300 
80.0                  
36.0

 D-228  

5.5118                                 
140

9.843 
250

3.25 
82.55

5.5142 
140.06

5.5131                    
140.03

9.845               
250.063

9.8421                   
249.989

6.6250              
168.28

1.0625                    
26.99

0.219               
5.56

0.219               
5.56

0.562                     
14.27  E-228-60   B-228-70   WS-228   99,000                    

440,500 
 256,400                  

1,140,600 
43.0             
20.0

 D-228-76  4.75 
120.65

5.5142 
140.06

5.5131                    
140.03

9.845               
250.063

9.8421                   
249.989

6.6250              
168.28

1.0625                    
26.99

0.219               
5.56

0.219               
5.56

0.562                     
14.27  E-228-76-60   B-228-76-70   WS-228-76   137,700                   

612,800 
 391,800              

1,743,200 
63.0                   
29.0

 D-228-152  9.5 
241.3

5.5142 
140.06

5.5131                    
140.03

9.845               
250.063

9.8421                   
249.989

6.6250              
168.28

1.0625                    
26.99

0.219               
5.56

0.219               
5.56

0.563             
14.30  E-228-152-60   B-228-152-70   WS-228-76 (X2)   236,200                 

1,050,600 
 783,800                 

3,486,500 
125.0             
57.0

 D-230  
5.9055                           

150
10.63 
270

3.5 
88.90

5.9080                 
150.06

5.9069 
150.04

10.6326            
270.068

10.6295              
269.989

7.0620                   
179.37

1.1875            
30.16

0.219               
5.56

0.219 
5.56

0.625                  
15.88  E-230-60   B-230-70   WS-230   128,500                             

571,700 
 341,200                             

1,517,700 
52.0                     
24.0 

 D-230-76  4.75                  
120.65

5.9080                 
150.06

5.9069 
150.04

10.6326            
270.068

10.6295              
269.989

7.0620                   
179.37

1.1875            
30.16

0.219               
5.56

0.250             
6.35

0.625                  
15.88  E-230-76-60   B-230-76-70   WS-230-76   169,800                   

755,500 
 488,290                       

2,172,000 
70.0                  
32.0

 D-232  

6.2992                   
160

11.417 
290

3.875                   
98.43

6.3019               
160.07

6.3007                     
160.04

11.4201                
290.071

11.4168               
289.987

7.6250                 
193.68

1.2500                 
31.75

0.250                     
6.35

0.250                     
6.35

0.625                  
15.88  E-232-60   B-232-70   WS-232   149,000                       

662,900 
 407,000                

1,810,700 
67.0                   
30.0

 D-232-78  4.875 
123.83

6.3019               
160.07

6.3007                     
160.04

11.4201                
290.071

11.4168               
289.987

7.6250                 
193.68

1.2500                 
31.75

0.250                     
6.35

0.250                     
6.35

0.625                  
15.88  E-232-78-60   B-323-78-70   WS-232-78   183,300                     

815,500 
 531,300                

2,363,600 
85.0                   
39.0

 D-232-156  9.75 
247.65

6.3019               
160.07

6.3007                     
160.04

11.4201                
290.071

11.4168               
289.987

7.6250                 
193.68

1.2500                 
31.75

0.250                     
6.35

0.250                     
6.35

0.625                  
15.88  E-232-156-60   B-232-156-70   WS-232-78 (X2)   314,300                    

1,398,200 
 1,062,700                
4,727,300 

169.0                
77.0

 D-234-86  
6.6929 

170
12.205 

310

5.375                
136.53

6.6957 
170.07

6.6944                
170.04

12.2076                       
310.073

12.2042              
309.987

8.0620                    
204.77

1.3750                
34.93

0.250                     
6.35

0.250                     
6.35

0.687              
17.45  E-234-86-60   B-234-86-70   WS-234-86   185,900              

827,300 
 513,800                   

2,285,600 
108.0              
49.0

 D-234-172  10.75 
273.05

6.6957 
170.07

6.6944                
170.04

12.2076                       
310.073

12.2042              
309.987

8.0625               
204.79

1.3750                
34.93

0.250                     
6.35

0.250                     
6.35

0.688               
17.48  E-234-172-60   B-234-172-70   WS-234-86 (X2)   318,900               

1,418,800 
 1,027,100                     
4,569,000 

217.0                       
99.0

 D-236-94  7.0866                       
180

12.598 
320

5.875                 
149.23

7.0895                    
180.07

7.0882               
180.04

12.6013                 
320.073

12.5978                       
319.984

8.4680              
215.09

1.3750                 
34.93

0.250                     
6.35

0.250                     
6.35

0.687           
17.45  E-236-94-60   B-236-94-70   WS-236-94   220,500                      

980,800 
 649,700                     

2,890,200 
125.0                
57.0

 SD-240  
7.8740 

200
13.386 

340

4.75                  
120.65

7.8770                     
200.08

7.8757                
200.04

13.3888              
340.076

13.3852                   
339.984

9.2500               
234.95

1.3750                
34.93

0.250                     
6.35

0.250                     
6.35

0.687           
17.45  SE-240-60   SB-240-70   SWS-240   187,840                  

835,500 
 540,900                

2,406,400 
132.0                  
60.0

 SD240-110  6.875                   
174.63

7.8770                     
200.08

7.8757                
200.04

13.3888              
340.076

13.3852                   
339.984

9.2500               
234.95

1.3750                
34.93

0.250                     
6.35

0.250                     
6.35

0.687           
17.45  SE-240-110-60   SB-240-110-70   SWS-240-110   261,900                    

1,165,000 
 842,100              

3,746,100 
190.0                   
86.0

 SD-244-110  8.6614 
220

14.961                          
380

6.875                   
174.63

8.6644                     
220.08

8.6631                
220.04

14.9637                        
380.078

14.9599                
379.981

10.4370                 
265.10

1.3750                    
34.93

0.250                     
6.35

0.250                     
6.35

0.687           
17.45  SE-244-110-60   SB-244-110-70   SWS-244-110   272,700                    

1,213,200 
 888,900             

3,954,400 
137.0                   
62.0

Journals (continued)

Outer Ring and 
Roller Assembly

B-XXX

Outer Ring

B-XXX-70

Roller Assembly

WS-XXX

Inner Ring

E-XXX-60

Assembly

D-XXX
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SPHERE-ROL® Spherical Bearings

D-11

Sp
h

e
re

-R
o

l  
B

e
a

ri
n

g
s

Part No. B D W Bs Ds HG J r
Limiting 
Speed 
 (In Oil)

BDR

Bearing 
Weight

Part No. Straight Bore Internal Radial Clearance Taper (K) Bore Internal Radial Clearance         
(1” in 12” on Diameter ) Optional Adapter Dimensions

Base Bearing

Bore Diameter Outside Diameter Width
Min 

Shoulder 
Diameter 

Inner

Min 
Shoulder 
Diameter 

Outer

Annular 
Lub 

Groove

Lambda 
Seal 

Minimum 
Clearance

Maximum 
radius or 
fillet to 
clear

Basic 
Dynamic 
Rating

Base 
Bearing

C2 Standard C3 C4 C2 Standard C3 C4

Adapter 
No.

Adapter 
Shaft 

Dimension
B1 S D1

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch RPM* N/lb kg

lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

Nom. Tol. Nom. Tol. Nom. Tol. Ref Ref W33 Ref Ref Min Max Min Max Min Max Min Max Min Max Min Max Min Max Min Max (Ref) (Ref) (Ref) (Ref)

SB-22204
20.000 +0/-.010 47.000 +0/-.013 18.00 +0/-.13 25 41 3 3 1.0

11000
31,140 .15

SB-22204
.0102 .2032 .0356 .0457 .0610 .0152 .0254 .0356 .0457 .0610

- - - - -
0.7874 +0/-.0004 1.8504 +0/-.0005 .709 +0/-.005 1.0 1.6 .1 .1 .04 7,000 .32 .0004 .0008 .0014 .0018 .0024 .0006 .0010 .0014 .0018 .0024

SB-22205
25.000 +0/-.010 52.000 +0/-.013 18.00 +0/-.13 30 46 5 3 1.0

9000
36,030 .18

SB-22205
.0152 .0254 .0406 .0559 .0711 .0203 .0305 .0432 .0559 .0762

SNW 05*
3.3 5.6 2.0 6.9

0.9843 +0/-.0004 2.0472 +0/-.0005 .709 +0/-.005 1.2 1.8 .2 .1 .04 8,100 .40 .0006 .0010 .0016 .0022 .0028 .0008 .0012 .0017 .0022 .0030 .75 1.27 .45 1.56

SB-22206
30.000 +0/-.010 62.000 +0/-.013 20.00 +0/-.13 36 56 5 3 1.0

8100
51,150 .29

SB-22206
.0152 .0305 .0457 .0610 .0813 .0203 .0356 .0508 .0660 .0864

SNW 06*
4.2 6.0 2.0 7.8

1.1811 +0/-.0004 2.4409 +0/-.0005 .787 +0/-.005 1.4 2.2 .2 .1 .04 11,500 .64 .0006 .0012 .0018 .0024 .0032 .0008 .0014 .0020 .0026 .0034 .94 1.36 .45 1.75

SB-22207
35.000 +0/-.013 72.000 +0/-.013 23.00 +0/-.13 41 61 5 3 1.0

6800
67,160 .43

SB-22207
.0152 .0305 .0457 .0610 .0813 .0203 .0356 .0508 .0660 .0864

SNW 07*
5.3 6.4 2.1 9.2

1.378 +0/-.0005 2.8346 +0/-.0005 .906 +0/-.005 1.6 2.4 .2 .1 .04 15,100 .95 .0006 .0012 .0018 .0024 .0032 .0008 .0014 .0020 .0026 .0034 1.19 1.45 .48 2.06

SB-22208
40.000 +0/-.013 80.000 +0/-.013 23.00 +0/-.13 48 71 5 3 1.0

6000
74,730 .54

SB-22208
.0203 .0356 .0559 .0762 .0813 .0305 .0457 .0610 .0813 .1041

SNW 08*
5.8 6.7 2.2 10.0

1.5748 +0/-.0005 3.1496 +0/-.0005 .906 +0/-.005 1.9 2.8 .2 .1 .04 16,800 1.20 .0008 .0014 .0022 .0030 .0032 .0012 .0018 .0024 .0032 .0041 1.31 1.50 .50 2.25

SB-22209
45.000 +0/-.013 85.000 +0/-.015 23.00 +0/-.13 53 74 5 3 1.0

5600
79,170 .59

SB-22209
.0203 .0356 .0559 .0762 .0813 .0305 .0457 .0610 .0813 .1041

SNW 09*
6.4 7.0 2.2 11.3

1.7717 +0/-.0005 3.3465 +0/-.0006 .906 +0/-.005 2.1 2.9 .2 .1 .04 17,800 1.30 .0008 .0014 .0022 .0030 .0032 .0012 .0018 .0024 .0032 .0041 1.44 1.58 .50 2.53

SB-22210
50.000 +0/-.013 90.000 +0/-.015 23.00 +0/-.13 58 79 5 3 1.0

5250
83,180 .64

SB-22210
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

SNW 10*
7.5 7.9 2.5 12.0

1.9685 +0/-.0005 3.5433 +0/-.0006 .906 +0/-.005 2.3 3.1 .2 .1 .04 18,700 1.40 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049 1.69 1.77 .56 2.69

SB-22211
55.000 +0/-.015 100.000 +0/-.015 25.00 +0/-.15 64 89 5 3 1.5

4650
102,300 .86

SB-22211
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

SNW 11*
8.6 8.2 2.5 13.2

2.1654 +0/-.0006 3.937 +0/-.0006 .984 +0/-.006 2.5 3.5 .2 .1 .06 23,000 1.90 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049 1.94 1.84 .56 2.97

SB-22212
60.000 +0/-.015 110.000 +0/-.015 28.00 +0/-.15 71 99 5 3 1.5

4200
129,880 1.18

SB-22212
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

- - - - -
2.3622 +0/-.0006 4.3307 +0/-.0006 1.102 +0/-.006 2.8 3.9 .2 .1 .06 29,200 2.60 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049

SB-22213
65.000 +0/-.015 120.000 +0/-.015 31.00 +0/-.15 74 107 5 3 1.5

3800
157,900 1.54

SB-22213
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

SNW 13
9.7 9.4 2.8 15.0

2.5591 +0/-.0006 4.7244 +0/-.0006 1.221 +0/-.006 2.9 4.2 .2 .1 .06 35,500 3.40 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061 2.19 2.11 .63 3.38

SB-22214
70.000 +0/-.015 125.000 +0/-.020 31.00 +0/-.15 79 112 5 3 1.5

3650
159,680 1.63

SB-22214
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

-  - - - -
2.7559 +0/-.0006 4.9213 +0/-.0008 1.221 +0/-.006 3.1 4.4 .2 .1 .06 35,900 3.60 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061

SB-22215
75.000 +0/-.015 130.000 +0/-.020 31.00 +0/-.15 84 117 5 3 1.5

3500
167,240 1.77

SB-22215
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

SNW 15*
10.9 10.2 3.0 17.3

2.9528 +0/-0006 5.1181 +0/-0008 1.221 +0/-060 3.3 4.6 .2 .1 .06 37,600 3.90 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061 2.44 2.30 .67 3.88

SB 22200

D BsBDs

HG

W

r

r

Basic Construction Type: 22200 Series Spherical 
Bearing With Non-Separable 
Inner Ring

Rolling Elements: Separated Spherical Rolling 
Elements

Bearing Material: Bearing Quality Steel

Seal Type: NYLAPLATE or LAMBDA

Lubrication: Sealed Bearings: Polyurea 
thickened NLGI 2 EP Grease.
Unsealed Bearings: Corrosion 
Preventive Oil

Bearing Selection
Page D-3

Nomenclature Aid
Page D-6

Features & Benefits
Page D-7

Product Options
Page D-8

Technical Engineering
Page D-19

Add K to base number indicate K bore option 
Add W22 for select OD 
All bearings are supplied with W33 option unless otherwise specified 
*Refers to oil lubrication and moderate load,  use 50% of value for grease lubrication. 
Complete adapter number indicated adapter sleeve, locknut, and washer,  for components refer to S=sleeve, N= lock Nut, W= lock washer 
For Expansion type bearing add E suffix immediately after diametrical clearance specification per nomenclature diagram. 
For Sealing options see page D-8 
Outside diameter may be oversized, due to internal retaining ring

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Part No. B D W Bs Ds HG J r
Limiting 
Speed 
 (In Oil)

BDR

Bearing 
Weight

Part No. Straight Bore Internal Radial Clearance Taper (K) Bore Internal Radial Clearance         
(1” in 12” on Diameter ) Optional Adapter Dimensions

Base Bearing

Bore Diameter Outside Diameter Width
Min 

Shoulder 
Diameter 

Inner

Min 
Shoulder 
Diameter 

Outer

Annular 
Lub 

Groove

Lambda 
Seal 

Minimum 
Clearance

Maximum 
radius or 
fillet to 
clear

Basic 
Dynamic 
Rating

Base 
Bearing

C2 Standard C3 C4 C2 Standard C3 C4

Adapter 
No.

Adapter 
Shaft 

Dimension
B1 S D1

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch RPM* N/lb kg

lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

Nom. Tol. Nom. Tol. Nom. Tol. Ref Ref W33 Ref Ref Min Max Min Max Min Max Min Max Min Max Min Max Min Max Min Max (Ref) (Ref) (Ref) (Ref)

SB-22204
20.000 +0/-.010 47.000 +0/-.013 18.00 +0/-.13 25 41 3 3 1.0

11000
31,140 .15

SB-22204
.0102 .2032 .0356 .0457 .0610 .0152 .0254 .0356 .0457 .0610

- - - - -
0.7874 +0/-.0004 1.8504 +0/-.0005 .709 +0/-.005 1.0 1.6 .1 .1 .04 7,000 .32 .0004 .0008 .0014 .0018 .0024 .0006 .0010 .0014 .0018 .0024

SB-22205
25.000 +0/-.010 52.000 +0/-.013 18.00 +0/-.13 30 46 5 3 1.0

9000
36,030 .18

SB-22205
.0152 .0254 .0406 .0559 .0711 .0203 .0305 .0432 .0559 .0762

SNW 05*
3.3 5.6 2.0 6.9

0.9843 +0/-.0004 2.0472 +0/-.0005 .709 +0/-.005 1.2 1.8 .2 .1 .04 8,100 .40 .0006 .0010 .0016 .0022 .0028 .0008 .0012 .0017 .0022 .0030 .75 1.27 .45 1.56

SB-22206
30.000 +0/-.010 62.000 +0/-.013 20.00 +0/-.13 36 56 5 3 1.0

8100
51,150 .29

SB-22206
.0152 .0305 .0457 .0610 .0813 .0203 .0356 .0508 .0660 .0864

SNW 06*
4.2 6.0 2.0 7.8

1.1811 +0/-.0004 2.4409 +0/-.0005 .787 +0/-.005 1.4 2.2 .2 .1 .04 11,500 .64 .0006 .0012 .0018 .0024 .0032 .0008 .0014 .0020 .0026 .0034 .94 1.36 .45 1.75

SB-22207
35.000 +0/-.013 72.000 +0/-.013 23.00 +0/-.13 41 61 5 3 1.0

6800
67,160 .43

SB-22207
.0152 .0305 .0457 .0610 .0813 .0203 .0356 .0508 .0660 .0864

SNW 07*
5.3 6.4 2.1 9.2

1.378 +0/-.0005 2.8346 +0/-.0005 .906 +0/-.005 1.6 2.4 .2 .1 .04 15,100 .95 .0006 .0012 .0018 .0024 .0032 .0008 .0014 .0020 .0026 .0034 1.19 1.45 .48 2.06

SB-22208
40.000 +0/-.013 80.000 +0/-.013 23.00 +0/-.13 48 71 5 3 1.0

6000
74,730 .54

SB-22208
.0203 .0356 .0559 .0762 .0813 .0305 .0457 .0610 .0813 .1041

SNW 08*
5.8 6.7 2.2 10.0

1.5748 +0/-.0005 3.1496 +0/-.0005 .906 +0/-.005 1.9 2.8 .2 .1 .04 16,800 1.20 .0008 .0014 .0022 .0030 .0032 .0012 .0018 .0024 .0032 .0041 1.31 1.50 .50 2.25

SB-22209
45.000 +0/-.013 85.000 +0/-.015 23.00 +0/-.13 53 74 5 3 1.0

5600
79,170 .59

SB-22209
.0203 .0356 .0559 .0762 .0813 .0305 .0457 .0610 .0813 .1041

SNW 09*
6.4 7.0 2.2 11.3

1.7717 +0/-.0005 3.3465 +0/-.0006 .906 +0/-.005 2.1 2.9 .2 .1 .04 17,800 1.30 .0008 .0014 .0022 .0030 .0032 .0012 .0018 .0024 .0032 .0041 1.44 1.58 .50 2.53

SB-22210
50.000 +0/-.013 90.000 +0/-.015 23.00 +0/-.13 58 79 5 3 1.0

5250
83,180 .64

SB-22210
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

SNW 10*
7.5 7.9 2.5 12.0

1.9685 +0/-.0005 3.5433 +0/-.0006 .906 +0/-.005 2.3 3.1 .2 .1 .04 18,700 1.40 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049 1.69 1.77 .56 2.69

SB-22211
55.000 +0/-.015 100.000 +0/-.015 25.00 +0/-.15 64 89 5 3 1.5

4650
102,300 .86

SB-22211
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

SNW 11*
8.6 8.2 2.5 13.2

2.1654 +0/-.0006 3.937 +0/-.0006 .984 +0/-.006 2.5 3.5 .2 .1 .06 23,000 1.90 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049 1.94 1.84 .56 2.97

SB-22212
60.000 +0/-.015 110.000 +0/-.015 28.00 +0/-.15 71 99 5 3 1.5

4200
129,880 1.18

SB-22212
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

- - - - -
2.3622 +0/-.0006 4.3307 +0/-.0006 1.102 +0/-.006 2.8 3.9 .2 .1 .06 29,200 2.60 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049

SB-22213
65.000 +0/-.015 120.000 +0/-.015 31.00 +0/-.15 74 107 5 3 1.5

3800
157,900 1.54

SB-22213
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

SNW 13
9.7 9.4 2.8 15.0

2.5591 +0/-.0006 4.7244 +0/-.0006 1.221 +0/-.006 2.9 4.2 .2 .1 .06 35,500 3.40 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061 2.19 2.11 .63 3.38

SB-22214
70.000 +0/-.015 125.000 +0/-.020 31.00 +0/-.15 79 112 5 3 1.5

3650
159,680 1.63

SB-22214
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

-  - - - -
2.7559 +0/-.0006 4.9213 +0/-.0008 1.221 +0/-.006 3.1 4.4 .2 .1 .06 35,900 3.60 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061

SB-22215
75.000 +0/-.015 130.000 +0/-.020 31.00 +0/-.15 84 117 5 3 1.5

3500
167,240 1.77

SB-22215
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

SNW 15*
10.9 10.2 3.0 17.3

2.9528 +0/-0006 5.1181 +0/-0008 1.221 +0/-060 3.3 4.6 .2 .1 .06 37,600 3.90 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061 2.44 2.30 .67 3.88
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Basic Construction Type: 22200 Series Spherical 
Bearing With Non-Separable 
Inner Ring

Rolling Elements: Separated Spherical Rolling 
Elements

Bearing Material: Bearing Quality Steel

Seal Type: NYLAPLATE or LAMBDA

Lubrication: Sealed Bearings: Polyurea 
thickened NLGI 2 EP Grease.
Unsealed Bearings: Corrosion 
Preventive Oil

Part No. B D W Bs Ds HG J r
Limiting 
Speed 
 (In Oil)

BDR

Bearing 
Weight

Part No. Straight Bore Internal Radial Clearance Taper (K) Bore Internal Radial Clearance         
(1” in 12” on Diameter ) Optional Adapter Dimensions

Base Bearing

Bore Diameter Outside Diameter Width
Min 

Shoulder 
Diameter 

Inner

Min 
Shoulder 
Diameter 

Outer

Annular 
Lub 

Groove

Lambda 
Seal 

Minimum 
Clearance

Maximum 
radius or 
fillet to 
clear

Basic 
Dynamic 
Rating

Base 
Bearing

C2 Standard C3 C4 C2 Standard C3 C4

Adapter 
No.

Adapter 
Shaft 

Dimension
B1 S D1

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch RPM* N/lb kg

lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

Nom. Tol. Nom. Tol. Nom. Tol. Ref Ref W33 Ref Ref Min Max Min Max Min Max Min Max Min Max Min Max Min Max Min Max (Ref) (Ref) (Ref) (Ref)

SB-22216
80.000 +0/-.015 140.000 +0/-.020 33.00 +0/-.15 91 124 5 3 2.0

3250
188,600 2.09

SB-22216
.0356 .0635

.0025
.0991
.0039

.1346

.0053
.1803 .0508 .0813

.0032
.1118 .1448 .1905

SNW 16
12.0 10.6 3.0 18.5

3.1496 +0/-.0006 5.5118 +0/-.0008 1.299 +0/-.006 3.6 4.9 .2 .1 .08 42,400 4.60 .0014 .0071 .0020 .0044 .0057 .0075 2.69 2.38 .67 4.16

SB-22217
85.000 +0/-.020 150.000 +0/-.020 36.00 +0/-.20 97 135 5 3 2.0

3000
226,400 2.68

SB-22217
.0356 .0635

.0025
.0991
.0039

.1346

.0053
.1803 .0508 .0813

.0032
.1118 .1448 .1905

SNW 17
13.1 11.0 3.1 19.6

3.3465 +0/-.0008 5.9055 +0/-.0008 1.417 +0/-.008 3.8 5.3 .2 .1 .08 50,900 5.90 .0014 .0071 .0020 .0044 .0057 .0075 2.94 2.48 .70 4.41

SB-22218
90.000 +0/-.020 160.000 +0/-.025 40.00 +0/-.20 99 145 5 3 2.0

2800
263,320 3.40

SB-22218
.0356 .0635

.0025
.0991
.0039

.1346

.0053
.1803 .0508 .0813

.0032
.1118 .1448 .1905

SNW 18
14.2 11.7 3.5 20.7

3.5433 +0/-.0008 6.2992 +0/-.0010 1.575 +0/-.008 3.9 5.7 .2 .1 .08 59,200 7.50 .0014 .0071 .0020 .0044 .0057 .0075 3.19 2.64 .78 4.66

SB-22219
95.000 +0/-.020 170.000 +0/-.025 43.00 +0/-.20 107 155 8 3 2.0

2650
315,360 4.17

SB-22219
.0356 .0635

.0025
.0991
.0039

.1346

.0053
.1803 .0508 .0813

.0032
.1118
.0044

.1448 .1905
- - - - -

3.7402 +0/-.0008 6.6929 +0/-.0010 1.693 +0/-.008 4.2 6.1 .3 .1 .08 70,900 9.20 .0014 .0071 .0020 .0057 .0075

SB-22220
100.000 +0/-.020 180.000 +0/-.025 46.00 +0/-.20 112 163 8 3 2.0

2500
345,610 5.03

SB-22220
.0432 .0787

.0031
.1219
.0048

.1626

.0064
.2108 .0635 .0991

.0039
.1346 .1753 .2261

SNW 20
15.3 12.8 3.7 23.1

3.937 +0/-.0008 7.0866 +0/-.0010 1.811 +0/-.008 4.4 6.4 .3 .1 .08 77,700 11.10 .0017 .0083 .0025 .0053 .0069 .0089 3.44 2.88 .84 5.19

SB-22222
110.000 +0/-.020 200.000 +0/-.030 53.00 +0/-.20 124 180 8 3 2.0

2200
444,800 7.21

SB-22222
.0432 .0787

.0031
.1219
.0048

.1626

.0064
.2108 .0635 .0991

.0039
.1346 .1753 .2261

SNW 22
17.5 14.2 4.0 25.4

4.3307 +0/-.0008 7.874 +0/-.0012 2.087 +0/-.008 4.9 7.1 .3 .1 .08 100,000 15.90 .0017 .0083 .0025 .0053 .0069 .0089 3.94 3.20 .91 5.72

SB-22224
120.000 +0/-.020 215.000 +0/-.030 58.00 +0/-.20 135 196 10 5 2.0

2050
533,760 8.98

SB-22224
.0508 .0965

.0038
.1448
.0057

.1905

.0075
.2413 .0762 .1194

.0047
.1600 .2057 .2591

SNW 24
18.6 15.4 4.2 27.3

4.7244 +0/-.0008 8.4646 +0/-.0012 2.284 +0/-.008 5.3 7.7 .4 .2 .08 120,000 19.80 .0020 .0095 .0030 .0063 .0081 .0102 4.19 3.47 .94 6.13

SB-22226
130.000 +0/-.025 230.000 +0/-.030 64.00 +0/-.25 150 211 10 5 2.5

1900
589,360 11.29

SB-22226
.0508 .0965

.0038
.1448
.0057

.1905

.0075
.2413 .0762 .1194

.0047
.1600 .2057 .2591

SNW 26
19.7 16.8 4.4 30.0

5.1181 +0/-.0010 9.0551 +0/-.0012 2.520 +0/-.010 5.9 8.3 .4 .2 .10 132,500 24.80 .0020 .0095 .0030 .0063 .0081 .0102 4.44 3.77 1.00 6.75

SB-22228
140.000 +0/-.025 250.000 +0/-.030 68.00 +0/-.25 160 231 10 5 2.5

1750
707,680 14.19

SB-22228
.0610 .1092

.0043
.1651
.0065

.2210

.0087
.2794 .0864 .1346

.0053
.1803 .2311 .2997

SNW 28
22.0 17.7 4.7 31.5

5.5118 +0/-.0010 9.8425 +0/-.0012 2.677 +0/-.010 6.3 9.1 .4 .2 .10 159,100 31.30 .0024 .0110 .0034 .0071 .0091 .0118 4.94 3.98 1.06 7.09

SB-22230
150.000 +0/-.025 270.000 +0/-.036 73.00 +0/-.25 170 246 13 5 2.5

1600
753,050 17.92

SB-22230
.0610 .1092

.0043
.1651
.0065

.2210

.0087
.2794 .0864 .1346

.0053
.1803 .2311 .2997

SNW 30
23.1 18.8 5.0 34.2

5.9055 +0/-.0010 10.6299 +0/-.0014 2.874 +0/-.010 6.7 9.7 .5 .2 .10 169,300 39.50 .0024 .0110 .0034 .0071 .0091 .0118 5.19 4.23 1.13 7.69

SB-22236
180.000 +0/-.025 320.000 +0/-.041 86.00 +0/-.25 213 290 18 5 3.0

1350
1,024,820 21.92

SB-22236
.0610 .1092

.0043
.1651
.0065

.2210

.0087
.2794 .0864 .1346

.0053
.1803 .2311 .2997

SNW 36
28.6 22.5 5.6 40.3

7.0866 +0/-.0010 12.5984 +0/-.0016 3.386 +0/-.010 8.4 11.4 .7 .2 .12 230,400 48.34 .0024 .0110 .0034 .0071 .0091 .0118 6.44 5.05 1.25 9.06

Add K to base number to indicate K bore option 
Add W22 for select OD 
All bearings are supplied with W33 option unless otherwise specified 
*Refers to oil lubrication and moderate load,  use 50% of value for grease lubrication. 
Complete adapter number indicated adapter sleeve, locknut, and washer,  for components refer to S=sleeve, N= lock Nut, W= lock washer 
For Expansion type bearing add E suffix immediately after diametrical clearance specification per nomenclature diagram. 
For Sealing options see page D-8 
Outside diameter may be oversized, due to internal retaining ring

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Part No. B D W Bs Ds HG J r
Limiting 
Speed 
 (In Oil)

BDR

Bearing 
Weight

Part No. Straight Bore Internal Radial Clearance Taper (K) Bore Internal Radial Clearance         
(1” in 12” on Diameter ) Optional Adapter Dimensions

Base Bearing

Bore Diameter Outside Diameter Width
Min 

Shoulder 
Diameter 

Inner

Min 
Shoulder 
Diameter 

Outer

Annular 
Lub 

Groove

Lambda 
Seal 

Minimum 
Clearance

Maximum 
radius or 
fillet to 
clear

Basic 
Dynamic 
Rating

Base 
Bearing

C2 Standard C3 C4 C2 Standard C3 C4

Adapter 
No.

Adapter 
Shaft 

Dimension
B1 S D1

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch RPM* N/lb kg

lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

Nom. Tol. Nom. Tol. Nom. Tol. Ref Ref W33 Ref Ref Min Max Min Max Min Max Min Max Min Max Min Max Min Max Min Max (Ref) (Ref) (Ref) (Ref)

SB-22216
80.000 +0/-.015 140.000 +0/-.020 33.00 +0/-.15 91 124 5 3 2.0

3250
188,600 2.09

SB-22216
.0356 .0635

.0025
.0991
.0039

.1346

.0053
.1803 .0508 .0813

.0032
.1118 .1448 .1905

SNW 16
12.0 10.6 3.0 18.5

3.1496 +0/-.0006 5.5118 +0/-.0008 1.299 +0/-.006 3.6 4.9 .2 .1 .08 42,400 4.60 .0014 .0071 .0020 .0044 .0057 .0075 2.69 2.38 .67 4.16

SB-22217
85.000 +0/-.020 150.000 +0/-.020 36.00 +0/-.20 97 135 5 3 2.0

3000
226,400 2.68

SB-22217
.0356 .0635

.0025
.0991
.0039

.1346

.0053
.1803 .0508 .0813

.0032
.1118 .1448 .1905

SNW 17
13.1 11.0 3.1 19.6

3.3465 +0/-.0008 5.9055 +0/-.0008 1.417 +0/-.008 3.8 5.3 .2 .1 .08 50,900 5.90 .0014 .0071 .0020 .0044 .0057 .0075 2.94 2.48 .70 4.41

SB-22218
90.000 +0/-.020 160.000 +0/-.025 40.00 +0/-.20 99 145 5 3 2.0

2800
263,320 3.40

SB-22218
.0356 .0635

.0025
.0991
.0039

.1346

.0053
.1803 .0508 .0813

.0032
.1118 .1448 .1905

SNW 18
14.2 11.7 3.5 20.7

3.5433 +0/-.0008 6.2992 +0/-.0010 1.575 +0/-.008 3.9 5.7 .2 .1 .08 59,200 7.50 .0014 .0071 .0020 .0044 .0057 .0075 3.19 2.64 .78 4.66

SB-22219
95.000 +0/-.020 170.000 +0/-.025 43.00 +0/-.20 107 155 8 3 2.0

2650
315,360 4.17

SB-22219
.0356 .0635

.0025
.0991
.0039

.1346

.0053
.1803 .0508 .0813

.0032
.1118
.0044

.1448 .1905
- - - - -

3.7402 +0/-.0008 6.6929 +0/-.0010 1.693 +0/-.008 4.2 6.1 .3 .1 .08 70,900 9.20 .0014 .0071 .0020 .0057 .0075

SB-22220
100.000 +0/-.020 180.000 +0/-.025 46.00 +0/-.20 112 163 8 3 2.0

2500
345,610 5.03

SB-22220
.0432 .0787

.0031
.1219
.0048

.1626

.0064
.2108 .0635 .0991

.0039
.1346 .1753 .2261

SNW 20
15.3 12.8 3.7 23.1

3.937 +0/-.0008 7.0866 +0/-.0010 1.811 +0/-.008 4.4 6.4 .3 .1 .08 77,700 11.10 .0017 .0083 .0025 .0053 .0069 .0089 3.44 2.88 .84 5.19

SB-22222
110.000 +0/-.020 200.000 +0/-.030 53.00 +0/-.20 124 180 8 3 2.0

2200
444,800 7.21

SB-22222
.0432 .0787

.0031
.1219
.0048

.1626

.0064
.2108 .0635 .0991

.0039
.1346 .1753 .2261

SNW 22
17.5 14.2 4.0 25.4

4.3307 +0/-.0008 7.874 +0/-.0012 2.087 +0/-.008 4.9 7.1 .3 .1 .08 100,000 15.90 .0017 .0083 .0025 .0053 .0069 .0089 3.94 3.20 .91 5.72

SB-22224
120.000 +0/-.020 215.000 +0/-.030 58.00 +0/-.20 135 196 10 5 2.0

2050
533,760 8.98

SB-22224
.0508 .0965

.0038
.1448
.0057

.1905

.0075
.2413 .0762 .1194

.0047
.1600 .2057 .2591

SNW 24
18.6 15.4 4.2 27.3

4.7244 +0/-.0008 8.4646 +0/-.0012 2.284 +0/-.008 5.3 7.7 .4 .2 .08 120,000 19.80 .0020 .0095 .0030 .0063 .0081 .0102 4.19 3.47 .94 6.13

SB-22226
130.000 +0/-.025 230.000 +0/-.030 64.00 +0/-.25 150 211 10 5 2.5

1900
589,360 11.29

SB-22226
.0508 .0965

.0038
.1448
.0057

.1905

.0075
.2413 .0762 .1194

.0047
.1600 .2057 .2591

SNW 26
19.7 16.8 4.4 30.0

5.1181 +0/-.0010 9.0551 +0/-.0012 2.520 +0/-.010 5.9 8.3 .4 .2 .10 132,500 24.80 .0020 .0095 .0030 .0063 .0081 .0102 4.44 3.77 1.00 6.75

SB-22228
140.000 +0/-.025 250.000 +0/-.030 68.00 +0/-.25 160 231 10 5 2.5

1750
707,680 14.19

SB-22228
.0610 .1092

.0043
.1651
.0065

.2210

.0087
.2794 .0864 .1346

.0053
.1803 .2311 .2997

SNW 28
22.0 17.7 4.7 31.5

5.5118 +0/-.0010 9.8425 +0/-.0012 2.677 +0/-.010 6.3 9.1 .4 .2 .10 159,100 31.30 .0024 .0110 .0034 .0071 .0091 .0118 4.94 3.98 1.06 7.09

SB-22230
150.000 +0/-.025 270.000 +0/-.036 73.00 +0/-.25 170 246 13 5 2.5

1600
753,050 17.92

SB-22230
.0610 .1092

.0043
.1651
.0065

.2210

.0087
.2794 .0864 .1346

.0053
.1803 .2311 .2997

SNW 30
23.1 18.8 5.0 34.2

5.9055 +0/-.0010 10.6299 +0/-.0014 2.874 +0/-.010 6.7 9.7 .5 .2 .10 169,300 39.50 .0024 .0110 .0034 .0071 .0091 .0118 5.19 4.23 1.13 7.69

SB-22236
180.000 +0/-.025 320.000 +0/-.041 86.00 +0/-.25 213 290 18 5 3.0

1350
1,024,820 21.92

SB-22236
.0610 .1092

.0043
.1651
.0065

.2210

.0087
.2794 .0864 .1346

.0053
.1803 .2311 .2997

SNW 36
28.6 22.5 5.6 40.3

7.0866 +0/-.0010 12.5984 +0/-.0016 3.386 +0/-.010 8.4 11.4 .7 .2 .12 230,400 48.34 .0024 .0110 .0034 .0071 .0091 .0118 6.44 5.05 1.25 9.06
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Basic Construction Type: 22300 Series Spherical 
Bearing With Non-Separable 
Inner Ring

Rolling Elements: Separated Spherical Rolling 
Elements

Bearing Material: Bearing Quality Steel

Seal Type: NYLAPLATE or LAMBDA

Lubrication: Sealed Bearings: Polyurea 
thickened NLGI 2 EP Grease.
Unsealed Bearings: Corrosion 
Preventive Oil

Add K to base number indicate K bore option 
Add W22 for select OD 
All bearings are supplied with W33 option unless otherwise specified 
*Refers to oil lubrication and moderate load,  use 50% of value for grease lubrication. 
Complete adapter number indicated adapter sleeve, locknut, and washer,  for components refer to S=sleeve, N= lock Nut, W= lock washer 
For Expansion type bearing add E suffix immediately after diametrical clearance specification per nomenclature diagram. 
For Sealing options see page D-8 
Outside diameter may be oversized, due to internal retaining ring

Part No. B D W Bs Ds HG J r
 Limiting 

Speed 
 (In Oil)

BDR

Bearing 
Weight

Part No. Straight Bore Internal Radial Clearance Taper (K) Bore Internal Radial Clearance         
(1” in 12” on Diameter ) Optional Adapter Dimensions

Base Bearing

Bore Diameter Outside Diameter Width
Min 

Shoulder 
Diameter 

Inner

Min 
Shoulder 
Diameter 

Outer

Annular 
Lub 

Groove

Lambda 
Seal 

Minimum 
Clearance

Maximum 
radius or 
fillet to 
clear

Basic 
Dynamic 
Rating

Base 
Bearing

C2 Standard C3 C4 C2 Standard C3 C4

Adapter 
No.

Adapter 
Shaft 

Dimension
B1 S D1

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch RPM* N/lb kg

lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

Nom. Tol. Nom. Tol. Nom. Tol. Ref Ref W33 Ref Ref Min Max Min Max Min Max Min Max Min Max Min Max Min Max Min Max (Ref) (Ref) (Ref) (Ref)

SB-22308
40.000 +0/-.013 90.000 +0/-.015 33.00 +0/-.13 48 79 5 2.3 1.5

5250
113,870 1.04

SB-22308
.0203 .0356 .0559 .0762 .0813 .0305 .0457 .0610 .0813 .1041

- - - - -
1.5748 +0/-.0005 3.5433 +0/-.0006 1.299 +0/-.005 1.9 3.1 .2 .09 .06 25,600 2.30 .0008 .0014 .0022 .0030 .0032 .0012 .0018 .0024 .0032 .0041

SB-22309
45.000 +0/-.013 110.000 +0/-.015 36.00 +0/-.13 53 89 8 2.3 1.5

4650
133,880 1.41

SB-22309
.0203 .0356 .0559 .0762 .0813 .0305 .0457 .0610 .0813 .1041

SNW 109
6.4 9.5 2.2 11.3

1.7717 +0/-.0005 3.937 +0/-.0006 1.417 +0/-.005 2.1 3.5 .3 .09 .06 30,100 3.10 .0008 .0014 .0022 .0030 .0032 .0012 .0018 .0024 .0032 .0041 1.44 2.14 .50 2.53

SB-22310
50.000 +0/-.013 110.000 +0/-.015 40.00 +0/-.13 61 99 8 2.3 2.0

4200
166,360 1.86

SB-22310
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

- - - - -
1.9685 +0/-.0005 4.3307 +0/-.0006 1.575 +0/-.005 2.4 3.9 .3 .09 .08 37,400 4.10 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049

SB-22311
55.000 +0/-.013 120.000 +0/-.015 43.00 +0/-.15 66 109 8 3.3 2.0

3800
183,700 2.40

SB-22311
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

SNW 111
8.6 11.2 2.5 13.2

2.1654 +0/-.0005 4.7244 +0/-.0006 1.693 +0/-.006 2.6 4.3 .3 .13 .08 41,300 5.30 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049 1.94 2.52 .56 2.97

SB-22312
60.000 +0/-.013 130.000 +0/-.020 46.00 +0/-.15 71 117 8 3.3 2.0

3500
243,310 2.99

SB-22312
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

- - - - -
2.3622 +0/-.0005 5.1181 +0/-.0008 1.811 +0/-.006 2.8 4.6 .3 .13 .08 54,700 6.60 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049

SB-22313
65.000 +0/-.013 140.000 +0/-.020 48.00 +0/-.15 76 124 8 3.3 2.0

3250
265,550 3.54

SB-22313
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

SNW 113
9.7 12.3 2.8 15.0

2.5591 +0/-.0005 5.5118 +0/-.0008 1.890 +0/-.006 3.0 4.9 .3 .13 .08 59,700 7.80 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061 2.19 2.77 .63 3.38

SB-22314
70.000 +0/-.013 150.000 +0/-.020 51.00 +0/-.15 84 137 8 3.3 2.0

3000
304,240 4.31

SB-22314
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

- - - - -
2.7559 +0/-.0005 5.9055 +0/-.0008 2.008 +0/-.006 3.3 5.4 .3 .13 .08 68,400 9.50 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061

SB-22315
75.000 +0/-.013 160.000 +0/-.025 55.00 +0/-.15 86 137 8 3.3 2.0

2800
332,710 5.39

SB-22315
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

SNW 115
10.9 13.7 3.0 17.3

2.9528 +0/-.0005 6.2992 +0/-.0010 2.165 +0/-.006 3.4 5.4 0.3 .13 .08 74,800 11.90 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061 2.44 3.08 .67 3.88

SB-22316
80.000 +0/-.013 170.000 +0/-.025 58.00 +0/-.15 91 155 8 3.3 2.0

2650
344,720 6.30

SB-22316
.0356 .0635 .0991 .1346 .1803 .0508 .0813 .1118 .1448 .1905

SNW 116
12.0 14.2 3.0 18.5

3.1496 +0/-.0005 6.6929 +0/-.0010 2.284 +0/-.006 3.6 6.1 .3 .13 .08 77,500 13.90 .0014 .0025 .0039 .0053 .0071 .0020 .0032 .0044 .0057 .0075 2.69 3.20 .67 4.16

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Part No. B D W Bs Ds HG J r
 Limiting 

Speed 
 (In Oil)

BDR

Bearing 
Weight

Part No. Straight Bore Internal Radial Clearance Taper (K) Bore Internal Radial Clearance         
(1” in 12” on Diameter ) Optional Adapter Dimensions

Base Bearing

Bore Diameter Outside Diameter Width
Min 

Shoulder 
Diameter 

Inner

Min 
Shoulder 
Diameter 

Outer

Annular 
Lub 

Groove

Lambda 
Seal 

Minimum 
Clearance

Maximum 
radius or 
fillet to 
clear

Basic 
Dynamic 
Rating

Base 
Bearing

C2 Standard C3 C4 C2 Standard C3 C4

Adapter 
No.

Adapter 
Shaft 

Dimension
B1 S D1

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch RPM* N/lb kg

lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

Nom. Tol. Nom. Tol. Nom. Tol. Ref Ref W33 Ref Ref Min Max Min Max Min Max Min Max Min Max Min Max Min Max Min Max (Ref) (Ref) (Ref) (Ref)

SB-22308
40.000 +0/-.013 90.000 +0/-.015 33.00 +0/-.13 48 79 5 2.3 1.5

5250
113,870 1.04

SB-22308
.0203 .0356 .0559 .0762 .0813 .0305 .0457 .0610 .0813 .1041

- - - - -
1.5748 +0/-.0005 3.5433 +0/-.0006 1.299 +0/-.005 1.9 3.1 .2 .09 .06 25,600 2.30 .0008 .0014 .0022 .0030 .0032 .0012 .0018 .0024 .0032 .0041

SB-22309
45.000 +0/-.013 110.000 +0/-.015 36.00 +0/-.13 53 89 8 2.3 1.5

4650
133,880 1.41

SB-22309
.0203 .0356 .0559 .0762 .0813 .0305 .0457 .0610 .0813 .1041

SNW 109
6.4 9.5 2.2 11.3

1.7717 +0/-.0005 3.937 +0/-.0006 1.417 +0/-.005 2.1 3.5 .3 .09 .06 30,100 3.10 .0008 .0014 .0022 .0030 .0032 .0012 .0018 .0024 .0032 .0041 1.44 2.14 .50 2.53

SB-22310
50.000 +0/-.013 110.000 +0/-.015 40.00 +0/-.13 61 99 8 2.3 2.0

4200
166,360 1.86

SB-22310
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

- - - - -
1.9685 +0/-.0005 4.3307 +0/-.0006 1.575 +0/-.005 2.4 3.9 .3 .09 .08 37,400 4.10 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049

SB-22311
55.000 +0/-.013 120.000 +0/-.015 43.00 +0/-.15 66 109 8 3.3 2.0

3800
183,700 2.40

SB-22311
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

SNW 111
8.6 11.2 2.5 13.2

2.1654 +0/-.0005 4.7244 +0/-.0006 1.693 +0/-.006 2.6 4.3 .3 .13 .08 41,300 5.30 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049 1.94 2.52 .56 2.97

SB-22312
60.000 +0/-.013 130.000 +0/-.020 46.00 +0/-.15 71 117 8 3.3 2.0

3500
243,310 2.99

SB-22312
.0254 .0432 .0660 .0914 .1194 .0356 .0559 .0762 .0991 .1245

- - - - -
2.3622 +0/-.0005 5.1181 +0/-.0008 1.811 +0/-.006 2.8 4.6 .3 .13 .08 54,700 6.60 .0010 .0017 .0026 .0036 .0047 .0014 .0022 .0030 .0039 .0049

SB-22313
65.000 +0/-.013 140.000 +0/-.020 48.00 +0/-.15 76 124 8 3.3 2.0

3250
265,550 3.54

SB-22313
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

SNW 113
9.7 12.3 2.8 15.0

2.5591 +0/-.0005 5.5118 +0/-.0008 1.890 +0/-.006 3.0 4.9 .3 .13 .08 59,700 7.80 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061 2.19 2.77 .63 3.38

SB-22314
70.000 +0/-.013 150.000 +0/-.020 51.00 +0/-.15 84 137 8 3.3 2.0

3000
304,240 4.31

SB-22314
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

- - - - -
2.7559 +0/-.0005 5.9055 +0/-.0008 2.008 +0/-.006 3.3 5.4 .3 .13 .08 68,400 9.50 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061

SB-22315
75.000 +0/-.013 160.000 +0/-.025 55.00 +0/-.15 86 137 8 3.3 2.0

2800
332,710 5.39

SB-22315
.0305 .0508 .0813 .1118 .1448 .0457 .0711 .0940 .1245 .1549

SNW 115
10.9 13.7 3.0 17.3

2.9528 +0/-.0005 6.2992 +0/-.0010 2.165 +0/-.006 3.4 5.4 0.3 .13 .08 74,800 11.90 .0012 .0020 .0032 .0044 .0057 .0018 .0028 .0037 .0049 .0061 2.44 3.08 .67 3.88

SB-22316
80.000 +0/-.013 170.000 +0/-.025 58.00 +0/-.15 91 155 8 3.3 2.0

2650
344,720 6.30

SB-22316
.0356 .0635 .0991 .1346 .1803 .0508 .0813 .1118 .1448 .1905

SNW 116
12.0 14.2 3.0 18.5

3.1496 +0/-.0005 6.6929 +0/-.0010 2.284 +0/-.006 3.6 6.1 .3 .13 .08 77,500 13.90 .0014 .0025 .0039 .0053 .0071 .0020 .0032 .0044 .0057 .0075 2.69 3.20 .67 4.16

BsBDsD

J

HG

W

Ro

Ri

SB 22300

Bearing Selection
Page D-3

Nomenclature Aid
Page D-6

Features & Benefits
Page D-7

Product Options
Page D-8

Technical Engineering
Page D-19
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Part No. B D W Bs Ds HG J r
 Limiting 

Speed 
 (In Oil)

BDR

Bearing 
Weight

Part No. Straight Bore Internal Radial Clearance Taper (K) Bore Internal Radial Clearance         
(1” in 12” on Diameter ) Optional Adapter Dimensions

Base Bearing

Bore Diameter Outside Diameter Width
Min 

Shoulder 
Diameter 

Inner

Min 
Shoulder 
Diameter 

Outer

Annular 
Lub 

Groove

Lambda 
Seal 

Minimum 
Clearance

Maximum 
radius or 
fillet to 
clear

Basic 
Dynamic 
Rating

Base 
Bearing

C2 Standard C3 C4 C2 Standard C3 C4

Adapter 
No.

Adapter 
Shaft 

Dimension
B1 S D1

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch RPM* N/lb kg

lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

Nom. Tol. Nom. Tol. Nom. Tol. Ref Ref W33 Ref Ref Min Max Min Max Min Max Min Max Min Max Min Max Min Max Min Max (Ref) (Ref) (Ref) (Ref)

SB-22317
85.000 +0/-.020 180.000 +0/-.025 60.00 +0/-.20 99 163 8 3.3 2.5

2500
423,000 7.35

SB-22317
.0356 .0635 .0991 .1346 .1803 .0508 .0813 .1118 .1448 .1905

SNW 117
13.1 14.7 3.1 19.6

3.3465 +0/-.0008 7.0866 +0/-.0010 2.362 +0/-.008 3.9 6.4 .3 .13 .10 95,100 16.20 .0014 .0025 .0039 .0053 .0071 .0020 .0032 .0044 .0057 .0075 2.94 3.31 .70 4.41

SB-22318
90.000 +0/-.020 190.000 +0/-.030 64.00 +0/-.20 104 173 10 3.3 2.5

2350
437,680 8.71

SB-22318
.0356 .0635 .0991 .1346 .1803 .0508 .0813 .1118 .1448 .1905

SNW 118
14.2 15.8 3.5 20.7

3.5433 +0/-.0008 7.4803 +0/-.0012 2.520 +0/-.008 4.1 6.8 .4 .13 .10 98,400 19.20 .0014 .0025 .0039 .0053 .0071 .0020 .0032 .0044 .0057 .0075 3.19 3.55 .78 4.66

SB-22319
95.000 +0/-.020 200.000 +0/-.030 67.00 +0/-.20 112 180 10 4.1 2.5

2200
486,610 10.29

SB-22319
.0356 .0635 .0991 .1346 .1803 .0508 .0813 .1118 .1448 .1905

- - - - -
3.7402 +0/-.0008 7.874 +0/-.0012 2.638 +0/-.008 4.4 7.1 .4 .16 .10 109,400 22.70 .0014 .0025 .0039 .0053 .0071 .0020 .0032 .0044 .0057 .0075

SB-22320
100.000 +0/-.020 215.000 +0/-.030 73.00 +0/-.20 117 196 10 4.8 2.5

2050
572,900 12.88

SB-22320
.0432 .0787 .1219 .1626 .2108 .0635 .0991 .1346 .1753 .2261

SNW 120
15.3 17.7 3.7 23.1

3.937 +0/-.0008 8.4646 +0/-.0012 2.874 +0/-.008 4.6 7.7 .4 .19 .10 128,800 28.40 .0017 .0031 .0048 .0064 .0083 .0025 .0039 .0053 .0069 .0089 3.44 3.97 .84 5.19

SB-22322
110.000 +0/-.203 240.000 +0/-.030 80.00 +0/-.03 130 218 13 4.8 2.5

1800
805,980 19.37

SB-22322
.0432 .0787 .1219 .1626 .2108 .0635 .0991 .1346 .1753 .2261

SNW 122
17.5 20.9 4.0 25.4

4.3307 +0/-0080 9.4488 +0/-0012 3.150 +0/-800 5.1 8.6 .5 .19 .10 181,200 42.71 .0017 .0031 .0048 .0064 .0083 .0025 .0039 .0053 .0069 .0089 3.94 4.69 .91 5.72

SB 22300 (continued)

D BsBDs

HG

W

r

r

Basic Construction Type: 22300 Series Spherical 
Bearing With Non-Separable 
Inner Ring

Rolling Elements: Separated Spherical Rolling 
Elements

Bearing Material: Bearing Quality Steel

Seal Type: NYLAPLATE or LAMBDA

Lubrication: Sealed Bearings: Polyurea 
thickened NLGI 2 EP Grease.
Unsealed Bearings: Corrosion 
Preventive Oil

Add K to base number indicate K bore option 
Add W22 for select OD 
All bearings are supplied with W33 option unless otherwise specified 
Refers to oil lubrication and moderate load,  use 50% of value for grease lubrication. 
Complete adapter number indicated adapter sleeve, locknut, and washer,  for components refer to S=sleeve, N= lock Nut, W= lock washer 
For Expansion type bearing add E suffix immediately after diametrical clearance specification per nomenclature diagram. 
For Sealing options see page D-8 
Outside diameter may be oversized, due to internal retaining ring

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Part No. B D W Bs Ds HG J r
 Limiting 

Speed 
 (In Oil)

BDR

Bearing 
Weight

Part No. Straight Bore Internal Radial Clearance Taper (K) Bore Internal Radial Clearance         
(1” in 12” on Diameter ) Optional Adapter Dimensions

Base Bearing

Bore Diameter Outside Diameter Width
Min 

Shoulder 
Diameter 

Inner

Min 
Shoulder 
Diameter 

Outer

Annular 
Lub 

Groove

Lambda 
Seal 

Minimum 
Clearance

Maximum 
radius or 
fillet to 
clear

Basic 
Dynamic 
Rating

Base 
Bearing

C2 Standard C3 C4 C2 Standard C3 C4

Adapter 
No.

Adapter 
Shaft 

Dimension
B1 S D1

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch RPM* N/lb kg

lb

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch

Nom. Tol. Nom. Tol. Nom. Tol. Ref Ref W33 Ref Ref Min Max Min Max Min Max Min Max Min Max Min Max Min Max Min Max (Ref) (Ref) (Ref) (Ref)

SB-22317
85.000 +0/-.020 180.000 +0/-.025 60.00 +0/-.20 99 163 8 3.3 2.5

2500
423,000 7.35

SB-22317
.0356 .0635 .0991 .1346 .1803 .0508 .0813 .1118 .1448 .1905

SNW 117
13.1 14.7 3.1 19.6

3.3465 +0/-.0008 7.0866 +0/-.0010 2.362 +0/-.008 3.9 6.4 .3 .13 .10 95,100 16.20 .0014 .0025 .0039 .0053 .0071 .0020 .0032 .0044 .0057 .0075 2.94 3.31 .70 4.41

SB-22318
90.000 +0/-.020 190.000 +0/-.030 64.00 +0/-.20 104 173 10 3.3 2.5

2350
437,680 8.71

SB-22318
.0356 .0635 .0991 .1346 .1803 .0508 .0813 .1118 .1448 .1905

SNW 118
14.2 15.8 3.5 20.7

3.5433 +0/-.0008 7.4803 +0/-.0012 2.520 +0/-.008 4.1 6.8 .4 .13 .10 98,400 19.20 .0014 .0025 .0039 .0053 .0071 .0020 .0032 .0044 .0057 .0075 3.19 3.55 .78 4.66

SB-22319
95.000 +0/-.020 200.000 +0/-.030 67.00 +0/-.20 112 180 10 4.1 2.5

2200
486,610 10.29

SB-22319
.0356 .0635 .0991 .1346 .1803 .0508 .0813 .1118 .1448 .1905

- - - - -
3.7402 +0/-.0008 7.874 +0/-.0012 2.638 +0/-.008 4.4 7.1 .4 .16 .10 109,400 22.70 .0014 .0025 .0039 .0053 .0071 .0020 .0032 .0044 .0057 .0075

SB-22320
100.000 +0/-.020 215.000 +0/-.030 73.00 +0/-.20 117 196 10 4.8 2.5

2050
572,900 12.88

SB-22320
.0432 .0787 .1219 .1626 .2108 .0635 .0991 .1346 .1753 .2261

SNW 120
15.3 17.7 3.7 23.1

3.937 +0/-.0008 8.4646 +0/-.0012 2.874 +0/-.008 4.6 7.7 .4 .19 .10 128,800 28.40 .0017 .0031 .0048 .0064 .0083 .0025 .0039 .0053 .0069 .0089 3.44 3.97 .84 5.19

SB-22322
110.000 +0/-.203 240.000 +0/-.030 80.00 +0/-.03 130 218 13 4.8 2.5

1800
805,980 19.37

SB-22322
.0432 .0787 .1219 .1626 .2108 .0635 .0991 .1346 .1753 .2261

SNW 122
17.5 20.9 4.0 25.4

4.3307 +0/-0080 9.4488 +0/-0012 3.150 +0/-800 5.1 8.6 .5 .19 .10 181,200 42.71 .0017 .0031 .0048 .0064 .0083 .0025 .0039 .0053 .0069 .0089 3.94 4.69 .91 5.72

dD1

B

S

1

BsBDsD

J

HG

W

Ro

Ri

SB 22300 (continued)
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Spherical Engineering Section continued

Radial Clearance (inches) for “SB” Bearings with a Straight Bore

Basic Bore 
Diameter MM

Radial Clearance in Inches
C2 Standard C3 C4

Over Incl. Min. Max. Min. Max. Min. Max. Min. Max.
14 24 . 0004 . 0008 . 0008 . 0014 . 0014 . 0018 . 0018 0.002
24 30 . 0006 . 0010 . 0010 . 0016 . 0016 . 0022 . 0022 0.003
30 40 . 0006 . 0012 . 0012 . 0018 . 0018 . 0024 . 0024 0.003
40 50 . 0008 . 0014 . 0014 . 0022 . 0022 . 0030 . 0030 0.004
50 65 . 0010 . 0017 . 0017 . 0026 . 0026 . 0036 . 0036 0.005
65 80 . 0012 . 0020 . 0020 . 0032 . 0032 . 0044 . 0044 0.006
80 100 . 0014 . 0025 . 0025 . 0039 . 0039 . 0053 . 0053 0.007

100 120 . 0017 . 0031 . 0031 . 0048 . 0048 . 0064 . 0064 0.008
120 140 . 0020 . 0038 . 0038 . 0057 . 0057 . 0075 . 0075 0.010
140 160 . 0024 . 0043 . 0043 . 0065 . 0065 . 0087 . 0087 0.011

1600 180 . 0026 . 0047 . 0047 . 0071 . 0071 . 0095 . 0095 0.012

Basic Bore 
Diameter MM

Radial Clearance in Inches
C2 Standard C3 C4

Over Incl. Min. Max. Min. Max. Min. Max. Min. Max.
14 24 . 0006 . 0010 . 0010 . 0014 . 0014 . 0018 . 0018 0.002
24 30 . 0008 . 0012 . 0012 . 0017 . 0017 . 0022 . 0022 0.003
30 40 . 0008 . 0014 . 0014 . 0020 . 0020 . 0026 . 0026 0.003
40 50 . 0012 . 0018 . 0018 . 0024 . 0024 . 0032 . 0032 0.004
50 65 . 0014 . 0022 . 0022 . 0030 . 0030 . 0039 . 0039 0.005
65 80 . 0018 . 0028 . 0028 . 0037 . 0037 . 0049 . 0049 0.006
80 100 . 0020 . 0032 . 0032 . 0044 . 0044 . 0057 . 0057 0.008

100 120 . 0025 . 0039 . 0039 . 0053 . 0053 . 0069 . 0069 0.009
120 140 . 0030 . 0047 . 0047 . 0063 . 0063 . 0081 . 0081 0.010
140 160 . 0034 . 0051 . 0051 . 0071 . 0071 . 0091 . 0091 0.012

1600 180 . 0037 . 0055 . 0055 . 0079 . 0079 . 0102 . 0102 0.013

Radial Clearance (inches) for “SB” Bearings with a Tapered (“K” Type) Bore

Expansion-Type SPHERE-ROL® Bearings
A special version of the SPHERE-ROL® bearing can be provided for applications requiring the bearing to accommodate 
expansion (float) internally. This “expansion-type” SPHERE-ROL® bearing is specified and identified by adding the suffix 
letter “E” immediately following the diametral clearance specification. (For instance, SB-22319-C3E-W33.)
 
Most applications incorporating two bearings on a common shaft require that one of those bearings be “fixed” and 
that the other be free to “float,” either in the housing seat bore or on the shaft seat. This float allowance, or expansion 
allowance, is required to compensate for variations in thermal expansion, or for linear dimension errors resulting 
from fabrication. In many cases, ordinary nonseparable ball or roller bearings are used for expansion but they are 
unsatisfactory because of housing or shaft seat diameter tolerances, the application of heavy loads or misalignment.
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Spherical Engineering Section continued

6. Tighten the lock nut until the marked area on the lock nut is in line with the prescribed lock washer tang. 
(Lightly striking the face of the lock nut with a soft steel bar will reduce thread pressure and make tightening 
easier.)

7. If, at this point, none of the tangs line up directly with a corresponding slot in the lock nut OD, rotate the lock 
nut, in a tightening direction, the additional small amount required to line up the closest slot and tang.

8. The correct internal clearance has now been obtained and the lock washer tang can be peened into the slot of 
the lock nut, thereby locking the assembly.

 
The more common procedure used for determining the proper fit of spherical roller bearings on tapered seat is 
to measure the reduction of internal clearance of the bearing, upon mounting, through the use of feeler gauges 
or shim stock. This procedure can be utilized with the non-sealed SPHERE-ROL® bearing, if desired. The customer 
must initially measure and verify the clearance existing in the unmounted bearing, then press the bearing on the 
tapered seat until the specified amount of clearance has been removed, checking with the feeler gauges. The chart 
below gives the required diametral clearance reductions which should be used when the feeler gauging procedure 
is utilized.

Clearance reduction — (-K suffix)

Bearing Bore 
In Millimeters

Diametrical 
Clearance 
Reduction 

Inches

Lock Nut 
Turns 

Degrees
ABMA Lock 

Washer Number

Req’d No. of Lock 
Washer Tangs 
for Clearance 

Reduction
25 . 0009 277 W -05 10
30 . 0009 204 W -06 7
35 . 0009 204 W -07 9
40 . 0009 204 W -08 9
45 . 0010 215 W -09 10
50 . 0010 215 W -10 10
55 . 0010 215 W -11 10
60 . 0010 215 W -12 10
65 . 0010 215 W -13 11
70 . 0015 273 W -14 14
75 . 0015 146 W -15 8
80 . 0015 146 W -16 8
85 . 0015 146 W -17 8
90 . 0015 146 W -18 8
95 . 0015 146 W -19 8
100 . 0015 146 W -20 8
110 . 0020 177 W -22 9
120 . 0020 177 W -24 9
130 . 0025 207 W -26 11
140 . 0025 207 W -28 11
150 . 0030 238 W -30 13
180 . 0030 158 W -36 8
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Radial Selection Guide
Flange Pictoral

Design characteristics Features

Description
Inner Race 
Separable, 

both 
Directions

Inner race 
separable, 

one direction

Two piece 
inner race, 
four flange 

design

Outer race 
separable 

in both 
directions

Outer race 
separable, 

one direction
Non 

separable Size Range  Radial 
Load

Thrust 
Load

High 
Speed

Relative 
Base Cost *

Stamped 
Steel 

Retainer

Segmented 
Steel 

Retainer

Two Piece 
Brass 

Retainer

One Piece 
Brass 

Retainer

Full 
complement 

of Rollers / no 
retainer

Radial 
Clearances 
Greater/less 

then standard

Page  
No.

ISO NU-xxxx-E X 35mm - 140mm 3 0 4 $$ Opt Opt S Opt N/A Opt E-16

Tru-Rol E-xxxx-U X 30mm - 280mm 4 0 3 $ Opt S Opt Opt N/A Opt E-16

Tru-Rol E-xxxx-B X 30mm - 160mm 4 0 3 $ Opt S Opt Opt N/A Opt E-16

Max MUC-xxx X 140mm - 440mm 3 0 4 $$ Opt Opt S Opt N/A Opt E-28

ISO NJ-xxxx-E X 35mm - 140mm 3 1 4 $$ Opt Opt S Opt N/A Opt E-16

Tru-Rol L-xxxx-U X 30mm - 300mm 4 1 3 $ Opt S Opt Opt N/A Opt E-16

Max MUL-xxxx X 140mm - 440mm 3 1 4 $$ Opt Opt S Opt N/A Opt E-28

Tru-Rol U-xxxx-B X 30mm - 150mm 4 3 3 $ Opt S Opt N/A N/A Opt E-16

Low Speed

Medium Speed

Medium to High Speed

Land Riding, High Speed.

*For estimating purpose only, individually sizes may vary and are subject to change without notification Higher Capacity / Lower Speed

For Specific Applications
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Design characteristics Features

Description
Inner Race 
Separable, 

both 
Directions

Inner race 
separable, 

one direction

Two piece 
inner race, 
four flange 

design

Outer race 
separable 

in both 
directions

Outer race 
separable, 

one direction
Non 

separable Size Range  Radial 
Load

Thrust 
Load

High 
Speed

Relative 
Base Cost *

Stamped 
Steel 

Retainer

Segmented 
Steel 

Retainer

Two Piece 
Brass 

Retainer

One Piece 
Brass 

Retainer

Full 
complement 

of Rollers / no 
retainer

Radial 
Clearances 
Greater/less 

then standard

Page  
No.

ISO NU-xxxx-E X 35mm - 140mm 3 0 4 $$ Opt Opt S Opt N/A Opt E-16

Tru-Rol E-xxxx-U X 30mm - 280mm 4 0 3 $ Opt S Opt Opt N/A Opt E-16

Tru-Rol E-xxxx-B X 30mm - 160mm 4 0 3 $ Opt S Opt Opt N/A Opt E-16

Max MUC-xxx X 140mm - 440mm 3 0 4 $$ Opt Opt S Opt N/A Opt E-28

ISO NJ-xxxx-E X 35mm - 140mm 3 1 4 $$ Opt Opt S Opt N/A Opt E-16

Tru-Rol L-xxxx-U X 30mm - 300mm 4 1 3 $ Opt S Opt Opt N/A Opt E-16

Max MUL-xxxx X 140mm - 440mm 3 1 4 $$ Opt Opt S Opt N/A Opt E-28

Tru-Rol U-xxxx-B X 30mm - 150mm 4 3 3 $ Opt S Opt N/A N/A Opt E-16

Low Speed

Medium Speed

Medium to High Speed

Land Riding, High Speed.

*For estimating purpose only, individually sizes may vary and are subject to change without notification Higher Capacity / Lower Speed

For Specific Applications

 Opt = Optional
 S = Standard

Poor Best 

= Not Recommended
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Radial Selection Guide
Flange Pictoral

Design characteristics Features

Description
Inner Race 
Separable, 

both 
Directions

Inner race 
separable, 

one direction

Two piece 
inner race, 
four flange 

design

Outer race 
separable 

in both 
directions

Outer race 
separable, 

one direction
Non 

separable Size Range  Radial 
Load

Thrust 
Load

High 
Speed

Relative 
Base Cost *

Stamped 
Steel 

Retainer

Segmented 
Steel 

Retainer

Two Piece 
Brass 

Retainer

One Piece 
Brass 

Retainer

Full 
complement 

of Rollers / no 
retainer

Radial 
Clearances 
Greater/less 

then standard

Page 
No.

ISO N-xxxx-E X 35mm - 140mm 3 0 4 $$ Opt Opt S Opt N/A Opt E-16

Tru-Rol U-xxxx-E X 30mm - 300mm 4 0 3 $ Opt S Opt Opt N/A Opt E-16

Max MCS-xxxx X 140mm - 440mm 3 0 4 $$ Opt Opt S Opt N/A Opt E-28

Tru-Rol U-xxxx-L X 30mm - 300mm 4 1 3 $ Opt S Opt Opt N/A Opt E-16

Max ML-xxxx X 140mm - 440mm 3 1 4 $$ Opt Opt S Opt N/A Opt E-28

ISO NUP-xxx-E X 35mm - 140mm 3 2 4 $$ Opt Opt S Opt N/A Opt E-16

Tru-Rol LP-xxxx-U X 30mm - 300mm 4 2 3 $ Opt S Opt Opt N/A Opt E-16

Max MU-xxxx X 140mm - 440mm 3 2 4 $$ Opt Opt S Opt N/A Opt E-28

Low Speed

Medium Speed

Medium to High Speed

Land Riding, High Speed.

*For estimating purpose only, individually sizes may vary and are subject to change without notification Higher Capacity / Lower Speed

For Specific Applications
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Flange Pictoral

Design characteristics Features

Description
Inner Race 
Separable, 

both 
Directions

Inner race 
separable, 

one direction

Two piece 
inner race, 
four flange 

design

Outer race 
separable 

in both 
directions

Outer race 
separable, 

one direction
Non 

separable Size Range  Radial 
Load

Thrust 
Load

High 
Speed

Relative 
Base Cost *

Stamped 
Steel 

Retainer

Segmented 
Steel 

Retainer

Two Piece 
Brass 

Retainer

One Piece 
Brass 

Retainer

Full 
complement 

of Rollers / no 
retainer

Radial 
Clearances 
Greater/less 

then standard

Page 
No.

ISO N-xxxx-E X 35mm - 140mm 3 0 4 $$ Opt Opt S Opt N/A Opt E-16

Tru-Rol U-xxxx-E X 30mm - 300mm 4 0 3 $ Opt S Opt Opt N/A Opt E-16

Max MCS-xxxx X 140mm - 440mm 3 0 4 $$ Opt Opt S Opt N/A Opt E-28

Tru-Rol U-xxxx-L X 30mm - 300mm 4 1 3 $ Opt S Opt Opt N/A Opt E-16

Max ML-xxxx X 140mm - 440mm 3 1 4 $$ Opt Opt S Opt N/A Opt E-28

ISO NUP-xxx-E X 35mm - 140mm 3 2 4 $$ Opt Opt S Opt N/A Opt E-16

Tru-Rol LP-xxxx-U X 30mm - 300mm 4 2 3 $ Opt S Opt Opt N/A Opt E-16

Max MU-xxxx X 140mm - 440mm 3 2 4 $$ Opt Opt S Opt N/A Opt E-28

Low Speed

Medium Speed

Medium to High Speed

Land Riding, High Speed.

*For estimating purpose only, individually sizes may vary and are subject to change without notification Higher Capacity / Lower Speed

For Specific Applications

 Opt = Optional
 S = Standard

Poor Best 

= Not Recommended
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Rollway Radial Roller Bearings
Rollway Radial bearings utilize crowned cylindrical rollers for more dynamic capacity and longer life than 
comparable ball bearings.  These bearings also feature through hardened bearing quality steel raceways and a 
variety of retainer (cage) options depending on the load/speed requirements of the application (Rollway radial 
roller bearings are available with standard clearance, as well as clearance ranges greater and less than standard, in 
order to accommodate application requirements).  Depending on your preference, these bearings are available in a 
wide variety of sizes and options as illustrated on the pages to follow.

Matched Precision 
Ground Rollers

Segmented Steel 
Retainer

Precision Ground 
Outer Race

Precision Ground 
Inner Race
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Cylindrical Roller Bearings
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Basic Construction Type: Cylindrical Roller Bearing

Rolling Elements: Crowned Cylindrical Rollers

Bearing Material: Through Hardened Bearing 
Grade Steel

Retainer Type: Stamped Steel, Segmented 
Steel, Two Piece Brass, One 
Piece Land Riding Brass

Bearing Selection
Page E-3

Nomenclature Aid
Page E-8

Features & Benefits
Page E-11

Product Options
Page E-13

Technical Engineering
Page E-35

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Radial Roller bearings and manufactured to the ABMA RBEC-1 tolerance class.  Bearing manufactured to either RBEC-3, RBEC-5 or special tolerance classes are also available upon request.

Unless otherwise specified all Rollway radial roller bearings are manufactured to ABMA’s RBEC-1 precision class.

*rs and rh are the maximum shaft and housing fillet radius that can be cleared.

Metric dimensions for reference only.

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

30            
1.1811

62 
2.4409

16 
.6299

1.0 
.039

1.0 
.039

31,942            
7,130

31,002            
6,920

41.3            
1.626

38.0 
1.490

51.2            
2.030

54.0 
2.126

0.2 
0.4 E 1206 U L 1206 U LP 1206 U U 1206 E U 1206 L E 1206 B U 1206 B

23.8 
.9375

1.0 
.039

1.0 
.039

47,533            
10,610

51,654            
11,530

41.3            
1.626

38.0            
1.498

51.2            
2.016

54.0 
2.126

0.4 
0.9 E 5206 U L 5206 U LP 5206 U U 5206 E U 5206 L E 5206 B U 5206 B

72 
2.8346

19 
.7480

1.5 
.059

1.0 
.039

44,486            
9,930

42,605            
9,510

44.6            
1.756

40.7            
1.602

56.9            
2.239

60.4 
2.378

0.5 
1.1 E 1306 U L 1306 U LP 1306 U U 1306 E U 1306 L E 1306 B U 1306 B

30.2            
1.1875

1.5 
.059

1.0 
.039

70,918            
15,830

77,683            
17,340

44.6            
1.756

40.7            
1.602

56.9            
2.239

60.4 
2.378

0.6 
1.3 E 5306 U L 5306 U LP 5306 U U 5306 E U 5306 L E 5306 B U 5306 B

35            
1.3780

72 
2.8346

17 
.6693

1.0 
.039

1.0 
.039

38,304            
8,550

37,094            
8,280

48.0            
1.890

44.0            
1.732

59.4            
2.340

62.4 
2.457

0.3 
0.7 E 1207 U L 1207 U LP 1207 U U 1207 E U 1207 L E 1207 B U 1207 B

27 
1.0625

1.0 
.039

1.0 
.039

62,541            
13,960

69,754            
15,570

48.0            
1.890

44.0            
1.732

59.4            
2.340

62.4 
2.457

0.5 
1.1 E 5207 U L 5207 U LP 5207 U U 5207 E U 5207 L E 5207 B U 5207 B

54 
2.1250

1.0 
.039

1.0 
.039

107,206            
23,930

139,462            
31,130

48.0            
1.890

44.0            
1.732

59.4            
2.340

62.4 
2.457

1.0 
2.2 E 6207 U L 6207 U LP 6207 U U 6207 E U 6207 L E 6207 B U 6207 B

80 
3.1496

21 
.8268

1.5 
.059

1.0 
.039

67,155            
14,990

66,394            
14,820

51.2            
2.016

46.2            
1.819

65.4            
2.575

70.2 
2.764

0.5 
1.1 NU 307 U NJ 307 E NUP 307 E N 307 E - - -

1.5 
.059

1.5 
.059

58,150            
12,980

59,584            
13,300

51.1            
2.012

46.8            
1.844

64.2            
2.526

67.9 
2.673

0.5 
1.1 E 1307 U L 1307 U LP 1307 U U 1307 E U 1307 L E 1307 B U 1307 B

34.9            
1.3750

1.5 
.059

1.5 
.059

87,898            
19,620

101,427            
22,640

51.1            
2.012

46.8            
1.844

64.2            
2.526

67.9 
2.673

0.9 
2.0 E 5307 U L 5307 U LP 5307 U U 5307 E U 5307 L E 5307 B U 5307 B

40            
1.5748

80 
3.1496

18 
.7087

1.5 
.059

1.0 
.039

46,234            
10,320

46,906            
10,470

53.4            
2.102

49.9            
1.966

66.1            
2.602

69.6 
2.740

0.5 
1.1 E 1208 U L1208 U LP1208 U U 1208 E U 1208 L E1208 B U 1208 B

30 
1.1875

1.5 
.059

1.0 
.039

79,296            
17,700

93,856            
20,950

53.4            
2.102

49.9            
1.966

66.1            
2.602

69.6 
2.740

0.7 
1.5 E 5208 U L 5208 U LP 5208 U U 5208 E U 5208 L E 5208 B U 5208 B

90 
3.5433

23 
.9055

1.5 
.059

1.5 
.059

82,880            
18,500

81,581            
18,210

57.7            
2.272

52.0            
2.047

74.4            
2.929

80.0 
3.150

0.7 
1.5 NU 308 U NJ 308 E NUP 308 E N 308 E - - -

1.5 
.059

1.5 
.059

69,978            
15,620

69,440            
15,500

57.4            
2.260

52.6            
2.059

73.1            
2.878

77.9 
3.067

0.8 
1.8 E 1308 U L 1308 U LP 1308 U U 1308 E U 1308 L E 1308 B U 1308 B

36.5            
1.4375

1.5 
.059

1.5 
.059

110,522            
24,670

124,992            
27,900

57.4            
2.260

52.6            
2.059

73.1            
2.878

77.9 
3.067

1.3 
2.9 E 5308 U L 5308 U LP 5308 U U 5308 E U 5308 L E 5308 B U 5308 B

45            
1.7717

85 
3.3465

19 
.7480

1.5 
.059

1.0 
.039

63,571            
14,190

67,469            
15,060

59.1            
2.327

54.5            
2.146

72.1            
2.839

76.5 
3.012

0.6 
1.3 NU 209 E NJ 209 E NUP 209 E N 209 E - - -

1.5 
.059

1.0 
.039

51,430            
11,480

55,552            
12,400

59.4            
2.339

55.5            
2.186

71.5            
2.815

74.9 
2.949

0.5 
1.1 E 1209 U L 1209 U LP 1209 U U 1209 E U 1209 L E 1209 B U 1209 B

30.2            
1.1875

1.5 
.059

1.0 
.039

82,029            
18,310

101,248            
22,600

59.4            
2.339

55.5            
2.186

71.5            
2.815

74.9 
2.949

0.8 
1.8 E 5209 U L 2509 U LP 2509 U U 2509 E U 2509 L E 2509 B U 2509 B

100            
3.9370

49.7            
1.5625

2.0 
.079

1.5 
.059

136,998            
30,580

163,878            
36,580

64.8            
2.551

59.4            
2.337

81.3            
3.201

86.1 
3.390

1.7 
3.7 E 5309 U L 5309 U LP 5309 U U 5309 E U 5309 L E 5309 B U 5309 B

25 
.9843

1.5 
.059

1.5 
.059

100,262            
22,380

102,592            
22,900

64.6            
2.543

58.5            
2.303

82.5            
3.248

88.5 
3.484

1.0 
2.2 NU 309 E NJ 309 E NUP 309 E N 309 E - - -

2.0 
.079

1.5 
.059

88,301            
19,710

93,184            
20,800

64.8            
2.551

59.4            
2.337

81.3            
3.201

86.1 
3.390

1.0 
2.2 E 1309 U L 1309 U LP 1309 U U 1309 E U 1309 L E 1309 B U 1309 B
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Cylindrical Roller Bearings

Bearing Selection
Page E-3

Nomenclature Aid
Page E-8

Features & Benefits
Page E-11

Product Options
Page E-13

Technical Engineering
Page E-35

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

30            
1.1811

62 
2.4409

16 
.6299

1.0 
.039

1.0 
.039

31,942            
7,130

31,002            
6,920

41.3            
1.626

38.0 
1.490

51.2            
2.030

54.0 
2.126

0.2 
0.4 E 1206 U L 1206 U LP 1206 U U 1206 E U 1206 L E 1206 B U 1206 B

23.8 
.9375

1.0 
.039

1.0 
.039

47,533            
10,610

51,654            
11,530

41.3            
1.626

38.0            
1.498

51.2            
2.016

54.0 
2.126

0.4 
0.9 E 5206 U L 5206 U LP 5206 U U 5206 E U 5206 L E 5206 B U 5206 B

72 
2.8346

19 
.7480

1.5 
.059

1.0 
.039

44,486            
9,930

42,605            
9,510

44.6            
1.756

40.7            
1.602

56.9            
2.239

60.4 
2.378

0.5 
1.1 E 1306 U L 1306 U LP 1306 U U 1306 E U 1306 L E 1306 B U 1306 B

30.2            
1.1875

1.5 
.059

1.0 
.039

70,918            
15,830

77,683            
17,340

44.6            
1.756

40.7            
1.602

56.9            
2.239

60.4 
2.378

0.6 
1.3 E 5306 U L 5306 U LP 5306 U U 5306 E U 5306 L E 5306 B U 5306 B

35            
1.3780

72 
2.8346

17 
.6693

1.0 
.039

1.0 
.039

38,304            
8,550

37,094            
8,280

48.0            
1.890

44.0            
1.732

59.4            
2.340

62.4 
2.457

0.3 
0.7 E 1207 U L 1207 U LP 1207 U U 1207 E U 1207 L E 1207 B U 1207 B

27 
1.0625

1.0 
.039

1.0 
.039

62,541            
13,960

69,754            
15,570

48.0            
1.890

44.0            
1.732

59.4            
2.340

62.4 
2.457

0.5 
1.1 E 5207 U L 5207 U LP 5207 U U 5207 E U 5207 L E 5207 B U 5207 B

54 
2.1250

1.0 
.039

1.0 
.039

107,206            
23,930

139,462            
31,130

48.0            
1.890

44.0            
1.732

59.4            
2.340

62.4 
2.457

1.0 
2.2 E 6207 U L 6207 U LP 6207 U U 6207 E U 6207 L E 6207 B U 6207 B

80 
3.1496

21 
.8268

1.5 
.059

1.0 
.039

67,155            
14,990

66,394            
14,820

51.2            
2.016

46.2            
1.819

65.4            
2.575

70.2 
2.764

0.5 
1.1 NU 307 U NJ 307 E NUP 307 E N 307 E - - -

1.5 
.059

1.5 
.059

58,150            
12,980

59,584            
13,300

51.1            
2.012

46.8            
1.844

64.2            
2.526

67.9 
2.673

0.5 
1.1 E 1307 U L 1307 U LP 1307 U U 1307 E U 1307 L E 1307 B U 1307 B

34.9            
1.3750

1.5 
.059

1.5 
.059

87,898            
19,620

101,427            
22,640

51.1            
2.012

46.8            
1.844

64.2            
2.526

67.9 
2.673

0.9 
2.0 E 5307 U L 5307 U LP 5307 U U 5307 E U 5307 L E 5307 B U 5307 B

40            
1.5748

80 
3.1496

18 
.7087

1.5 
.059

1.0 
.039

46,234            
10,320

46,906            
10,470

53.4            
2.102

49.9            
1.966

66.1            
2.602

69.6 
2.740

0.5 
1.1 E 1208 U L1208 U LP1208 U U 1208 E U 1208 L E1208 B U 1208 B

30 
1.1875

1.5 
.059

1.0 
.039

79,296            
17,700

93,856            
20,950

53.4            
2.102

49.9            
1.966

66.1            
2.602

69.6 
2.740

0.7 
1.5 E 5208 U L 5208 U LP 5208 U U 5208 E U 5208 L E 5208 B U 5208 B

90 
3.5433

23 
.9055

1.5 
.059

1.5 
.059

82,880            
18,500

81,581            
18,210

57.7            
2.272

52.0            
2.047

74.4            
2.929

80.0 
3.150

0.7 
1.5 NU 308 U NJ 308 E NUP 308 E N 308 E - - -

1.5 
.059

1.5 
.059

69,978            
15,620

69,440            
15,500

57.4            
2.260

52.6            
2.059

73.1            
2.878

77.9 
3.067

0.8 
1.8 E 1308 U L 1308 U LP 1308 U U 1308 E U 1308 L E 1308 B U 1308 B

36.5            
1.4375

1.5 
.059

1.5 
.059

110,522            
24,670

124,992            
27,900

57.4            
2.260

52.6            
2.059

73.1            
2.878

77.9 
3.067

1.3 
2.9 E 5308 U L 5308 U LP 5308 U U 5308 E U 5308 L E 5308 B U 5308 B

45            
1.7717

85 
3.3465

19 
.7480

1.5 
.059

1.0 
.039

63,571            
14,190

67,469            
15,060

59.1            
2.327

54.5            
2.146

72.1            
2.839

76.5 
3.012

0.6 
1.3 NU 209 E NJ 209 E NUP 209 E N 209 E - - -

1.5 
.059

1.0 
.039

51,430            
11,480

55,552            
12,400

59.4            
2.339

55.5            
2.186

71.5            
2.815

74.9 
2.949

0.5 
1.1 E 1209 U L 1209 U LP 1209 U U 1209 E U 1209 L E 1209 B U 1209 B

30.2            
1.1875

1.5 
.059

1.0 
.039

82,029            
18,310

101,248            
22,600

59.4            
2.339

55.5            
2.186

71.5            
2.815

74.9 
2.949

0.8 
1.8 E 5209 U L 2509 U LP 2509 U U 2509 E U 2509 L E 2509 B U 2509 B

100            
3.9370

49.7            
1.5625

2.0 
.079

1.5 
.059

136,998            
30,580

163,878            
36,580

64.8            
2.551

59.4            
2.337

81.3            
3.201

86.1 
3.390

1.7 
3.7 E 5309 U L 5309 U LP 5309 U U 5309 E U 5309 L E 5309 B U 5309 B

25 
.9843

1.5 
.059

1.5 
.059

100,262            
22,380

102,592            
22,900

64.6            
2.543

58.5            
2.303

82.5            
3.248

88.5 
3.484

1.0 
2.2 NU 309 E NJ 309 E NUP 309 E N 309 E - - -

2.0 
.079

1.5 
.059

88,301            
19,710

93,184            
20,800

64.8            
2.551

59.4            
2.337

81.3            
3.201

86.1 
3.390

1.0 
2.2 E 1309 U L 1309 U LP 1309 U U 1309 E U 1309 L E 1309 B U 1309 B



E-17

Radial Bearings®
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Basic Construction Type: Cylindrical Roller Bearing

Rolling Elements: Crowned Cylindrical Rollers

Bearing Material: Through Hardened Bearing 
Grade Steel

Retainer Type: Stamped Steel, Segmented 
Steel, Two Piece Brass, One 
Piece Land Riding Brass

Cylindrical Roller Bearings

Radial Roller bearings and manufactured to the ABMA RBEC-1 tolerance class.  Bearing manufactured to either RBEC-3, RBEC-5 or special tolerance classes are also available upon request.

Unless otherwise specified all Rollway radial roller bearings are manufactured to ABMA’s RBEC-1 precision class.

*rs and rh are the maximum shaft and housing fillet radius that can be cleared.

Metric dimensions for reference only.

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

50            
1.9685

90 
3.5433

20 
.7874

1.0 
.039

1.0 
.039

66,528            
14,850

73,024            
16,300

64.1            
2.524

59.5            
2.343

77.1            
3.035

81.5 
3.209

0.6 
1.3 NU 210 E NJ 201 E NUP 201 E N 201 E - - -

1.5 
.059

1.0 
.039

52,416            
11,700

58,957            
13,160

64.4            
2.535

60.5            
2.382

76.6            
3.015

79.5 
3.130

0.6 
1.3 E 1210 U L 1210 U LP 1210 U U 1210 E U 1210 L E 1210 B U 1210 B

30.2            
1.1875

1.5 
.059

1.0 
.039

83,597            
18,660

107,430            
23,980

64.4            
2.535

60.5            
2.382

76.7            
3.018

79.5 
3.130

0.9 
2.0 E 5210 U L 5210 U LP 5210 U U 5210 E U 5210 L E 5210 B U 5210 B

60.3            
2.3750

1.5 
.059

1.0 
.039

143,360            
32,000

214,861            
47,960

64.4            
2.535

60.5            
2.382

76.7            
3.018

79.5 
3.130

1.7 
3.7 E 6210 U L 6210 U LP 6210 U U 6210 E U 6210 L E 6210 B U 6210 B

110            
4.3307

27 
1.0630

2.0 
.079

2.0 
.079

113,210            
25,270

117,779            
26,290

71.4            
2.811

65.0            
2.559

90.6            
3.567

97.0 
3.819

1.3 
2.9 NU 310 E NJ 310 E NUP 310 E N 310 E - - -

1.5 
.059

1.5 
.059

102,816            
22,950

109,357            
24,410

71.0            
2.795

65.2            
2.565

89.2            
3.512

94.5 
3.720

1.3 
2.9 E 1310 U L 1310 U LP 1310 U U 1310 E U 1310 L E 1310 B U 1310 B

40 
1.5748

1.5 
.059

1.5 
.059

165,760            
37,000

192,326            
42,930

71.4            
2.811

65.2            
2.565

89.2            
3.512

97.0 
3.819

1.9 
4.2 NU 2310 E NJ 2310 E NUP 2310 E N 2310 E - - -

44.5            
1.7475

1.5 
.059

1.5 
.059

161,683            
36,090

195,731            
43,690

71.0            
2.795

65.0            
2.559

89.2            
3.512

94.5 
3.720

2.3 
5.1 E 5310 U L 5310 U LP 5310 U U 5310 E U 5310 L E 5310 B U 5310 B

55            
2.1654

100            
3.9370

21 
.8268

2.0 
.079

1.5 
.059

86,957            
19,410

100,262            
22,380

70.9            
2.791

66.0            
2.598

85.2            
3.354

90.0 
3.543

0.7 
1.5 NU 211 E NJ 211 E NUP 211 E N 211 E - - -

2.0 
.079

1.5 
.059

65,318            
14,580

75,443            
16,840

71.1            
2.799

66.9            
2.634

84.2            
3.316

88.0 
3.465

1.0 
2.2 E 1211 U L 1211 U LP 1211 U U 1211 E U 1211 L E 1211 B U 1211 B

33.3            
1.3125

2.0 
.079

2.0 
.079

105,862            
23,630

140,358            
31,330

71.1            
2.799

66.9            
2.634

84.2            
3.316

88.0 
3.465

0.5 
1.1 E 5211 U L 5211 U LP 5211 U U 5211 E U 5211 L E 5211 B U 5211 B

120            
4.7244

29 
1.1417

2.0 
.079

2.0 
.079

139,552            
31,150

146,496            
32,700

77.6            
3.055

70.5            
2.776

99.3            
3.909

106.5            
4.193

1.6 
3.5 NU 311 E NJ 311 E NUP 311 E N 311 E - - -

2.0 
.079

2.0 
.079

116,301            
25,960

123,738            
27,620

77.9            
3.067

71.4            
2.812

97.8            
3.851

103.6            
4.079

1.6 
3.5 E 1311 U L 1311 U LP 1311 U U 1311 E U 1311 L E 1311 B U 1311 B

43 
1.6929

2.0 
.079

2.0 
.079

203,571            
45,440

238,067            
53,140

77.6            
3.055

70.5 
3.031

99.3 
4.228

106.5            
4.193

2.4 
5.3 NU 2311 E NJ 2311 E NUP 2311 E N 2311 E - - -

49.2            
1.9375

2.0 
.079

2.0 
.079

199,405            
44,510

247,027            
55,140

77.9            
3.067

71.4            
2.812

97.8            
3.850

103.6            
4.079

2.8 
6.2 E 5311 U L 5311 U LP 5311 U U 5311 E U 5311 L E 5311 B U 5311 B

60            
2.3622

110            
4.3307

22 
.8661

1.5 
.059

1.5 
.059

97,126            
21,680

107,251            
23,940

77.7            
3.059

72.0            
2.835

94.4            
3.717

100.0            
3.937

1.0 
2.2  NU   212   E   NJ   212   E   NUP   212   E   N   212   E    -    -    -  

2.0 
.079

1.5 
.059

80,819            
18,040

89,958            
20,080

76.9            
3.028

72.4            
2.850

93.2            
3.670

97.7 
3.846

1.0 
2.2  E   1212   U   L   1212   U   LP   1212   U   U   1212   E   U   1212   L   E   1212   B   U   1212   B  

36.5            
1.4375

2.0 
.079

1.5 
.059

136,192            
30,400

176,019            
39,290

76.9            
3.028

72.4            
2.850

93.2            
3.670

97.7 
3.846

1.6 
3.5  E   5212   U   L   5212   U   LP   5212   U   U   5212   E   U   5212   L   E   5212   B   U   5212   B  

73 
2.8750

2.0 
.079

1.5 
.059

233,498            
52,120

351,994            
78,570

76.9            
3.028

72.4            
2.850

93.2            
3.670

97.7 
3.846

3.1 
6.8  E   6212   U   L   6212   U   LP   6212   U   U   6212   E   U   6212   L   E   6212   B   U   6212   B  

130            
5.1181

31 
1.2205

2.0 
.079

2.0 
.079

154,560            
34,500

164,550            
36,730

84.5            
3.327

77.0            
3.031

107.4            
4.228

115.0            
4.528

2.0 
4.4  NU   312   E   NJ   312   E   NUP   312   E   N   312   E    -    -    -  

2.5 
.098

2.0 
.079

135,475            
30,240

145,914            
32,570

84.6            
3.331

77.5            
3.053

106.3            
4.187

112.4            
4.425

2.0 
4.4  E   1312   U   L   1312   U   LP   1312   U   U   1312   E   U   1312   L   E   1312   B   U   1312   B  

46 
1.8110

2.0 
.079

2.0 
.079

227,629            
50,810

270,682            
60,420

84.5            
3.327

77.0            
3.031

107.4            
4.228

115.0            
4.528

2.5 
5.5  NU   2312   E   NJ   2312   E   NUP   2312   E   N   2312   E    -    -    -  

54 
2.1250

2.5 
.098

2.0 
.079

239,411            
53,440

303,341            
67,710

84.6            
3.331

77.5 
3.053

106.3            
4.190

112.4            
4.425

3.9 
8.6  E   5312   U   L   5312   U   LP   5312   U   U   5312   E   U   5312   L   E   5312   B   U   5312   B  

Bearing Selection
Page E-3

Nomenclature Aid
Page E-8

Features & Benefits
Page E-11

Product Options
Page E-13

Technical Engineering
Page E-35
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Cylindrical Roller Bearings
B D W Rs Rh C Co Fi Ri Fo Ro

Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

50            
1.9685

90 
3.5433

20 
.7874

1.0 
.039

1.0 
.039

66,528            
14,850

73,024            
16,300

64.1            
2.524

59.5            
2.343

77.1            
3.035

81.5 
3.209

0.6 
1.3 NU 210 E NJ 201 E NUP 201 E N 201 E - - -

1.5 
.059

1.0 
.039

52,416            
11,700

58,957            
13,160

64.4            
2.535

60.5            
2.382

76.6            
3.015

79.5 
3.130

0.6 
1.3 E 1210 U L 1210 U LP 1210 U U 1210 E U 1210 L E 1210 B U 1210 B

30.2            
1.1875

1.5 
.059

1.0 
.039

83,597            
18,660

107,430            
23,980

64.4            
2.535

60.5            
2.382

76.7            
3.018

79.5 
3.130

0.9 
2.0 E 5210 U L 5210 U LP 5210 U U 5210 E U 5210 L E 5210 B U 5210 B

60.3            
2.3750

1.5 
.059

1.0 
.039

143,360            
32,000

214,861            
47,960

64.4            
2.535

60.5            
2.382

76.7            
3.018

79.5 
3.130

1.7 
3.7 E 6210 U L 6210 U LP 6210 U U 6210 E U 6210 L E 6210 B U 6210 B

110            
4.3307

27 
1.0630

2.0 
.079

2.0 
.079

113,210            
25,270

117,779            
26,290

71.4            
2.811

65.0            
2.559

90.6            
3.567

97.0 
3.819

1.3 
2.9 NU 310 E NJ 310 E NUP 310 E N 310 E - - -

1.5 
.059

1.5 
.059

102,816            
22,950

109,357            
24,410

71.0            
2.795

65.2            
2.565

89.2            
3.512

94.5 
3.720

1.3 
2.9 E 1310 U L 1310 U LP 1310 U U 1310 E U 1310 L E 1310 B U 1310 B

40 
1.5748

1.5 
.059

1.5 
.059

165,760            
37,000

192,326            
42,930

71.4            
2.811

65.2            
2.565

89.2            
3.512

97.0 
3.819

1.9 
4.2 NU 2310 E NJ 2310 E NUP 2310 E N 2310 E - - -

44.5            
1.7475

1.5 
.059

1.5 
.059

161,683            
36,090

195,731            
43,690

71.0            
2.795

65.0            
2.559

89.2            
3.512

94.5 
3.720

2.3 
5.1 E 5310 U L 5310 U LP 5310 U U 5310 E U 5310 L E 5310 B U 5310 B

55            
2.1654

100            
3.9370

21 
.8268

2.0 
.079

1.5 
.059

86,957            
19,410

100,262            
22,380

70.9            
2.791

66.0            
2.598

85.2            
3.354

90.0 
3.543

0.7 
1.5 NU 211 E NJ 211 E NUP 211 E N 211 E - - -

2.0 
.079

1.5 
.059

65,318            
14,580

75,443            
16,840

71.1            
2.799

66.9            
2.634

84.2            
3.316

88.0 
3.465

1.0 
2.2 E 1211 U L 1211 U LP 1211 U U 1211 E U 1211 L E 1211 B U 1211 B

33.3            
1.3125

2.0 
.079

2.0 
.079

105,862            
23,630

140,358            
31,330

71.1            
2.799

66.9            
2.634

84.2            
3.316

88.0 
3.465

0.5 
1.1 E 5211 U L 5211 U LP 5211 U U 5211 E U 5211 L E 5211 B U 5211 B

120            
4.7244

29 
1.1417

2.0 
.079

2.0 
.079

139,552            
31,150

146,496            
32,700

77.6            
3.055

70.5            
2.776

99.3            
3.909

106.5            
4.193

1.6 
3.5 NU 311 E NJ 311 E NUP 311 E N 311 E - - -

2.0 
.079

2.0 
.079

116,301            
25,960

123,738            
27,620

77.9            
3.067

71.4            
2.812

97.8            
3.851

103.6            
4.079

1.6 
3.5 E 1311 U L 1311 U LP 1311 U U 1311 E U 1311 L E 1311 B U 1311 B

43 
1.6929

2.0 
.079

2.0 
.079

203,571            
45,440

238,067            
53,140

77.6            
3.055

70.5 
3.031

99.3 
4.228

106.5            
4.193

2.4 
5.3 NU 2311 E NJ 2311 E NUP 2311 E N 2311 E - - -

49.2            
1.9375

2.0 
.079

2.0 
.079

199,405            
44,510

247,027            
55,140

77.9            
3.067

71.4            
2.812

97.8            
3.850

103.6            
4.079

2.8 
6.2 E 5311 U L 5311 U LP 5311 U U 5311 E U 5311 L E 5311 B U 5311 B

60            
2.3622

110            
4.3307

22 
.8661

1.5 
.059

1.5 
.059

97,126            
21,680

107,251            
23,940

77.7            
3.059

72.0            
2.835

94.4            
3.717

100.0            
3.937

1.0 
2.2  NU   212   E   NJ   212   E   NUP   212   E   N   212   E    -    -    -  

2.0 
.079

1.5 
.059

80,819            
18,040

89,958            
20,080

76.9            
3.028

72.4            
2.850

93.2            
3.670

97.7 
3.846

1.0 
2.2  E   1212   U   L   1212   U   LP   1212   U   U   1212   E   U   1212   L   E   1212   B   U   1212   B  

36.5            
1.4375

2.0 
.079

1.5 
.059

136,192            
30,400

176,019            
39,290

76.9            
3.028

72.4            
2.850

93.2            
3.670

97.7 
3.846

1.6 
3.5  E   5212   U   L   5212   U   LP   5212   U   U   5212   E   U   5212   L   E   5212   B   U   5212   B  

73 
2.8750

2.0 
.079

1.5 
.059

233,498            
52,120

351,994            
78,570

76.9            
3.028

72.4            
2.850

93.2            
3.670

97.7 
3.846

3.1 
6.8  E   6212   U   L   6212   U   LP   6212   U   U   6212   E   U   6212   L   E   6212   B   U   6212   B  

130            
5.1181

31 
1.2205

2.0 
.079

2.0 
.079

154,560            
34,500

164,550            
36,730

84.5            
3.327

77.0            
3.031

107.4            
4.228

115.0            
4.528

2.0 
4.4  NU   312   E   NJ   312   E   NUP   312   E   N   312   E    -    -    -  

2.5 
.098

2.0 
.079

135,475            
30,240

145,914            
32,570

84.6            
3.331

77.5            
3.053

106.3            
4.187

112.4            
4.425

2.0 
4.4  E   1312   U   L   1312   U   LP   1312   U   U   1312   E   U   1312   L   E   1312   B   U   1312   B  

46 
1.8110

2.0 
.079

2.0 
.079

227,629            
50,810

270,682            
60,420

84.5            
3.327

77.0            
3.031

107.4            
4.228

115.0            
4.528

2.5 
5.5  NU   2312   E   NJ   2312   E   NUP   2312   E   N   2312   E    -    -    -  

54 
2.1250

2.5 
.098

2.0 
.079

239,411            
53,440

303,341            
67,710

84.6            
3.331

77.5 
3.053

106.3            
4.190

112.4            
4.425

3.9 
8.6  E   5312   U   L   5312   U   LP   5312   U   U   5312   E   U   5312   L   E   5312   B   U   5312   B  
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Radial Bearings®
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Basic Construction Type: Cylindrical Roller Bearing

Rolling Elements: Crowned Cylindrical Rollers

Bearing Material: Through Hardened Bearing 
Grade Steel

Retainer Type: Stamped Steel, Segmented 
Steel, Two Piece Brass, One 
Piece Land Riding Brass

Cylindrical Roller Bearings

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Radial Roller bearings and manufactured to the ABMA RBEC-1 tolerance class.  Bearing manufactured to either RBEC-3, RBEC-5 or special tolerance classes are also available upon request.

Unless otherwise specified all Rollway radial roller bearings are manufactured to ABMA’s RBEC-1 precision class.

*rs and rh are the maximum shaft and housing fillet radius that can be cleared.

Metric dimensions for reference only.

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

65            
2.5591

120            
4.7244

23 
.9055

1.5 
.059

1.5 
.059

110,790            
24,730

124,186            
27,720

84.6            
3.331

78.5            
3.090

102.5            
4.035

108.5            
4.272

1.2 
2.6  NU   213   E   NJ   213   E   NUP   213   E   N   213   E    -    -    -  

2.5 
.098

1.5 
.059

93,453            
20,860

111,642            
24,920

85.3            
3.358

80.4            
3.166

101.2            
3.986

105.7            
4.161

1.2 
2.6  E   1213   U   L   1213   U   LP   1213   U   U   1213   E   U   1213   L   E   1213   B   U   1213   B  

38.1            
1.5000

2.5 
.098

1.5 
.059

93,453            
20,860

111,642            
24,920

85.3            
3.358

80.4            
3.166

101.2            
3.986

105.7            
4.161

2.4 
5.3  E   5213   U   L   5213   U   LP   5213   U   U   5213   E   U   5213   L   E   5213   B   U   5213   B  

140            
5.5118

33 
1.2992

2.0 
.079

2.0 
.079

184,710            
41,230

198,195            
44,240

90.7            
3.571

82.5            
3.248

116.1            
4.571

124.5            
4.902

2.5 
5.5  NU   313   E   NJ   313   E   NUP   313   E   N   313   E    -    -    -  

2.5 
.098

2.0 
.079

160,026            
35,720

175,078            
39,080

90.7            
3.571

83.7            
3.294

114.7            
4.515

120.2            
4.732

2.5 
5.5  E   1313   U   L   1313   U   LP   1313   U   U   1313   E   U   1313   L   E   1313   B   U   1313   B  

48 
1.8898

2.0 
.079

2.0 
.079

251,910            
56,230

295,366            
65,930

90.7            
3.571

82.5            
3.248

116.1            
4.571

124.5            
4.902

3.6 
7.9  NU   2313   E   NJ   2313   E   NUP   2313   E   N   2313   E    -    -    -  

58.7            
2.3125

2.5 
.098

2.0 
.079

293,574            
65,530

367,136            
81,950

90.7            
3.571

83.7            
3.294

114.7            
4.515

120.2            
4.732

5.2 
11.4  E   5313   U   L   5313   U   LP   5313   U   U   5313   E   U   5313   L   E   5313   B   U   5313   B  

70            
2.7559

125            
4.9213

24 
.9449

2.0 
.079

2.0 
.079

111,194            
24,820

126,067            
28,140

89.4            
3.520

83.5            
3.287

107.2            
4.291

113.5            
4.469

1.3 
2.9  NU   214   E   NJ   214   E   NUP   214   E   N   214   E    -    -    -  

2.5 
.098

1.5 
.059

105,011            
23,440

127,142            
28,380

89.7            
3.531

84.8            
3.339

107.2            
4.213

111.5            
4.390

1.3 
2.9  E   1214   U   L   1214   U   LP   1214   U   U   1214   E   U   1214   L   E   1214   B   U   1214   B  

31 
1.2205

1.5 
.059

1.5 
.059

111,194            
24,820

126,067            
28,140

89.4            
3.520

83.5            
3.287

107.2            
4.213

113.5            
4.469

1.5 
3.3  NU   2214   E   NJ   2214   E   NUP   2214   E   N   2214   E    -    -    -  

39.7           
1.5625

2.5 
.098

1.5 
.059

172,211            
38,440

240,128            
53,600

89.7            
3.531

84.8            
3.339

106.7            
4.201

111.5            
4.390

2.2 
4.8  E   5214   U   L   5214   U   LP   5214   U   U   5214   E   U   5214   L   E   5214   B   U   5214   B  

79.4            
3.1250

2.5 
.098

1.5 
.059

295,232            
65,900

480,211            
107,190

89.7            
3.531

84.8            
3.339

106.7            
4.201

111.5            
4.390

4.4 
9.7  E   6214   U   L   6214   U   LP   6214   U   U   6214   E   U   6214   L   E   6214   B   U   6214   B  

150            
5.9055

35 
1.3780

2.0 
.079

2.0 
.079

208,992            
46,650

229,331            
51,190

97.5            
3.839

89.0            
3.504

124.2            
4.890

133.0            
5.236

3.0 
6.6  NU   314   E   NJ   314   E   NUP   314   E   N   314   E    -    -    -  

3.2 
.126

2.0 
.079

193,760            
43,250

219,699            
49,040

97.3            
3.831

89.2 
3.511

122.2            
4.811

129.3            
5.091

3.0 
6.6  E   1314   U   L   1314   U   LP   1314   U   U   1314   E   U   1314   L   E   1314   B   U   1314   B  

51 
2.0079

2.0 
.079

2.0 
.079

278,522            
62,170

331,699            
74,040

97.5            
3.839

89.0            
3.504

124.2            
4.890

133.0            
5.236

4.9 
10.8  NU   2314   E   NJ   2314   E   NUP   2314   E   N   2314   E    -    -    -  

63.5            
2.5000

3.2 
.126

2.0 
.079

316,064            
70,550

412,160            
92,000

97.3            
3.831

89.2 
3.511

122.2            
4.811

129.3            
5.091

5.9 
13.0  E   5314   U   L   5314   U   LP   5314   U   U   5314   E   U   5314   L   E   5314   B   U   5314   B  

75            
2.9528

115            
4.5276

20 
0.7874

2.0 
.079

1.0 
.039

61,958            
13,830

79,117            
17,660

89.2            
3.512

85.2            
3.355

101.0            
3.977

104.9            
4.130

0.8 
1.8  E   1015   U   L   1015   U   LP   1015   U   U   1015   E  U 1015 L E   1015   B U  1015   B

130            
5.1181

25 
.9843

1.5 
.059

1.5 
.059

133,683            
29,840

162,938            
36,370

94.5            
3.720

88.5            
3.484

112.3            
4.420

118.5            
4.665

1.4 
3.1  NU   215   E   NJ   215   E   NUP   215   E   N   215   E    -    -    -  

2.5 
.098

1.5 
.059

104,608            
23,350

127,949            
28,560

94.4            
3.717

89.0            
3.504

111.0            
4.369

115.7            
4.555

1.4 
3.1  E   1215   U   L   1215   U   LP   1215   U   U   1215   E   U   1215   L   E   1215   B   U   1215   B  

31 
1.2250

1.5 
.059

1.5 
.059

165,536            
36,950

214,458            
47,870

94.5            
3.720

88.5            
3.484

112.3            
4.421

118.5            
4.665

1.8 
4.0  NU   2215   E   NJ   2215   E   NUP   2215   E   N   2215   E    -    -    -  

41.3            
1.6250

2.5 
.098

1.5 
.059

179,334            
40,030

255,898            
57,120

94.4            
3.717

88.9            
3.500

111.0            
4.270

115.7            
4.555

2.7 
5.9  E   5215   U   L   5215   U   LP   5215   U   U   5215   E   U   5215   L   E   5215   B   U   5215   B  

160            
6.2992

37 
1.4567

2.0 
.079

2.0 
.079

245,146            
54,720

271,354            
60,570

104.2            
4.102

95.0            
3.740

133.4            
5.252

143.0            
5.630

3.6 
7.9  NU   315   E   NJ   315   E   NUP   315   E   N   315   E    -    -    -  

3.2 
.126

2.0 
.079

192,685            
43,010

211,635            
47,240

104.5            
4.114

95.9            
3.776

131.4            
5.172

139.1            
5.476

3.6 
7.9  E   1315   U   L   1315   U   LP   1315   U   U   1315   E   U   1315   L   E   1315   B   U   1315   B  

55 
2.1654

2.0 
.079

2.0 
.079

245,146            
54,720

271,354            
60,570

104.2            
4.102

95.0            
3.740

133.4            
5.252

143.0            
5.630

5.5 
12.1  NU   2315   E   NJ   2315   E   NUP   2315   E   N   2315   E    -    -    -  

68.3            
2.6875

3.2 
.126

2.0 
.079

369,914            
82,570

489,485            
109,260

104.5            
4.114

95.9            
3.776

131.4            
5.180

139.1            
5.476

7.3 
16.1  E   5315   U   L   5315   U   LP   5315   U   U   5315   E   U   5315   L   E   5315   B   U   5315   B  
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Radial Bearings ®
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Cylindrical Roller Bearings
B D W Rs Rh C Co Fi Ri Fo Ro

Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

65            
2.5591

120            
4.7244

23 
.9055

1.5 
.059

1.5 
.059

110,790            
24,730

124,186            
27,720

84.6            
3.331

78.5            
3.090

102.5            
4.035

108.5            
4.272

1.2 
2.6  NU   213   E   NJ   213   E   NUP   213   E   N   213   E    -    -    -  

2.5 
.098

1.5 
.059

93,453            
20,860

111,642            
24,920

85.3            
3.358

80.4            
3.166

101.2            
3.986

105.7            
4.161

1.2 
2.6  E   1213   U   L   1213   U   LP   1213   U   U   1213   E   U   1213   L   E   1213   B   U   1213   B  

38.1            
1.5000

2.5 
.098

1.5 
.059

93,453            
20,860

111,642            
24,920

85.3            
3.358

80.4            
3.166

101.2            
3.986

105.7            
4.161

2.4 
5.3  E   5213   U   L   5213   U   LP   5213   U   U   5213   E   U   5213   L   E   5213   B   U   5213   B  

140            
5.5118

33 
1.2992

2.0 
.079

2.0 
.079

184,710            
41,230

198,195            
44,240

90.7            
3.571

82.5            
3.248

116.1            
4.571

124.5            
4.902

2.5 
5.5  NU   313   E   NJ   313   E   NUP   313   E   N   313   E    -    -    -  

2.5 
.098

2.0 
.079

160,026            
35,720

175,078            
39,080

90.7            
3.571

83.7            
3.294

114.7            
4.515

120.2            
4.732

2.5 
5.5  E   1313   U   L   1313   U   LP   1313   U   U   1313   E   U   1313   L   E   1313   B   U   1313   B  

48 
1.8898

2.0 
.079

2.0 
.079

251,910            
56,230

295,366            
65,930

90.7            
3.571

82.5            
3.248

116.1            
4.571

124.5            
4.902

3.6 
7.9  NU   2313   E   NJ   2313   E   NUP   2313   E   N   2313   E    -    -    -  

58.7            
2.3125

2.5 
.098

2.0 
.079

293,574            
65,530

367,136            
81,950

90.7            
3.571

83.7            
3.294

114.7            
4.515

120.2            
4.732

5.2 
11.4  E   5313   U   L   5313   U   LP   5313   U   U   5313   E   U   5313   L   E   5313   B   U   5313   B  

70            
2.7559

125            
4.9213

24 
.9449

2.0 
.079

2.0 
.079

111,194            
24,820

126,067            
28,140

89.4            
3.520

83.5            
3.287

107.2            
4.291

113.5            
4.469

1.3 
2.9  NU   214   E   NJ   214   E   NUP   214   E   N   214   E    -    -    -  

2.5 
.098

1.5 
.059

105,011            
23,440

127,142            
28,380

89.7            
3.531

84.8            
3.339

107.2            
4.213

111.5            
4.390

1.3 
2.9  E   1214   U   L   1214   U   LP   1214   U   U   1214   E   U   1214   L   E   1214   B   U   1214   B  

31 
1.2205

1.5 
.059

1.5 
.059

111,194            
24,820

126,067            
28,140

89.4            
3.520

83.5            
3.287

107.2            
4.213

113.5            
4.469

1.5 
3.3  NU   2214   E   NJ   2214   E   NUP   2214   E   N   2214   E    -    -    -  

39.7           
1.5625

2.5 
.098

1.5 
.059

172,211            
38,440

240,128            
53,600

89.7            
3.531

84.8            
3.339

106.7            
4.201

111.5            
4.390

2.2 
4.8  E   5214   U   L   5214   U   LP   5214   U   U   5214   E   U   5214   L   E   5214   B   U   5214   B  

79.4            
3.1250

2.5 
.098

1.5 
.059

295,232            
65,900

480,211            
107,190

89.7            
3.531

84.8            
3.339

106.7            
4.201

111.5            
4.390

4.4 
9.7  E   6214   U   L   6214   U   LP   6214   U   U   6214   E   U   6214   L   E   6214   B   U   6214   B  

150            
5.9055

35 
1.3780

2.0 
.079

2.0 
.079

208,992            
46,650

229,331            
51,190

97.5            
3.839

89.0            
3.504

124.2            
4.890

133.0            
5.236

3.0 
6.6  NU   314   E   NJ   314   E   NUP   314   E   N   314   E    -    -    -  

3.2 
.126

2.0 
.079

193,760            
43,250

219,699            
49,040

97.3            
3.831

89.2 
3.511

122.2            
4.811

129.3            
5.091

3.0 
6.6  E   1314   U   L   1314   U   LP   1314   U   U   1314   E   U   1314   L   E   1314   B   U   1314   B  

51 
2.0079

2.0 
.079

2.0 
.079

278,522            
62,170

331,699            
74,040

97.5            
3.839

89.0            
3.504

124.2            
4.890

133.0            
5.236

4.9 
10.8  NU   2314   E   NJ   2314   E   NUP   2314   E   N   2314   E    -    -    -  

63.5            
2.5000

3.2 
.126

2.0 
.079

316,064            
70,550

412,160            
92,000

97.3            
3.831

89.2 
3.511

122.2            
4.811

129.3            
5.091

5.9 
13.0  E   5314   U   L   5314   U   LP   5314   U   U   5314   E   U   5314   L   E   5314   B   U   5314   B  

75            
2.9528

115            
4.5276

20 
0.7874

2.0 
.079

1.0 
.039

61,958            
13,830

79,117            
17,660

89.2            
3.512

85.2            
3.355

101.0            
3.977

104.9            
4.130

0.8 
1.8  E   1015   U   L   1015   U   LP   1015   U   U   1015   E  U 1015 L E   1015   B U  1015   B

130            
5.1181

25 
.9843

1.5 
.059

1.5 
.059

133,683            
29,840

162,938            
36,370

94.5            
3.720

88.5            
3.484

112.3            
4.420

118.5            
4.665

1.4 
3.1  NU   215   E   NJ   215   E   NUP   215   E   N   215   E    -    -    -  

2.5 
.098

1.5 
.059

104,608            
23,350

127,949            
28,560

94.4            
3.717

89.0            
3.504

111.0            
4.369

115.7            
4.555

1.4 
3.1  E   1215   U   L   1215   U   LP   1215   U   U   1215   E   U   1215   L   E   1215   B   U   1215   B  

31 
1.2250

1.5 
.059

1.5 
.059

165,536            
36,950

214,458            
47,870

94.5            
3.720

88.5            
3.484

112.3            
4.421

118.5            
4.665

1.8 
4.0  NU   2215   E   NJ   2215   E   NUP   2215   E   N   2215   E    -    -    -  

41.3            
1.6250

2.5 
.098

1.5 
.059

179,334            
40,030

255,898            
57,120

94.4            
3.717

88.9            
3.500

111.0            
4.270

115.7            
4.555

2.7 
5.9  E   5215   U   L   5215   U   LP   5215   U   U   5215   E   U   5215   L   E   5215   B   U   5215   B  

160            
6.2992

37 
1.4567

2.0 
.079

2.0 
.079

245,146            
54,720

271,354            
60,570

104.2            
4.102

95.0            
3.740

133.4            
5.252

143.0            
5.630

3.6 
7.9  NU   315   E   NJ   315   E   NUP   315   E   N   315   E    -    -    -  

3.2 
.126

2.0 
.079

192,685            
43,010

211,635            
47,240

104.5            
4.114

95.9            
3.776

131.4            
5.172

139.1            
5.476

3.6 
7.9  E   1315   U   L   1315   U   LP   1315   U   U   1315   E   U   1315   L   E   1315   B   U   1315   B  

55 
2.1654

2.0 
.079

2.0 
.079

245,146            
54,720

271,354            
60,570

104.2            
4.102

95.0            
3.740

133.4            
5.252

143.0            
5.630

5.5 
12.1  NU   2315   E   NJ   2315   E   NUP   2315   E   N   2315   E    -    -    -  

68.3            
2.6875

3.2 
.126

2.0 
.079

369,914            
82,570

489,485            
109,260

104.5            
4.114

95.9            
3.776

131.4            
5.180

139.1            
5.476

7.3 
16.1  E   5315   U   L   5315   U   LP   5315   U   U   5315   E   U   5315   L   E   5315   B   U   5315   B  
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Radial Bearings®
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Basic Construction Type: Cylindrical Roller Bearing

Rolling Elements: Crowned Cylindrical Rollers

Bearing Material: Through Hardened Bearing 
Grade Steel

Retainer Type: Stamped Steel, Segmented 
Steel, Two Piece Brass, One 
Piece Land Riding Brass

Cylindrical Roller Bearings

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Radial Roller bearings and manufactured to the ABMA RBEC-1 tolerance class.  Bearing manufactured to either RBEC-3, RBEC-5 or special tolerance classes are also available upon request.

Unless otherwise specified all Rollway radial roller bearings are manufactured to ABMA’s RBEC-1 precision class.

*rs and rh are the maximum shaft and housing fillet radius that can be cleared.

Metric dimensions for reference only.

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

80            
3.1496

140            
5.5118

26 
1.0236

2.0 
.079

2.0 
.079

143,136            
31,950

174,048            
38,850

101.7            
4.004

95.3            
3.752

121.4            
4.780

127.3            
5.012

1.7 
3.7  NU   216   E   NJ   216   E   NUP   216   E   N   216   E    -    -    -  

2.5 
.098

2.0 
.079

114,150            
25,480

137,402            
30,670

101.7            
4.004

95.3            
3.752

119.4            
4.700

124.6            
4.906

1.7 
3.7  E   1216   U   L   1216   U   LP   1216   U   U   1216   E   U   1216   L   E   1216   B   U   1216   B  

33 
1.2992

2.0 
.079

2.0 
.079

190,355            
42,490

251,104            
56,050

101.7            
4.004

95.3            
3.752

121.4            
4.842

127.3            
5.012

2.3 
5.1  NU   2216   E   NJ   2216   E   NUP   2216   E   N   2216   E    -    -    -  

44.5            
1.7500

2.5 
.098

2.0 
.079

202,899            
45,290

287,750            
64,230

101.1            
3.980

95.3            
3.752

119.4            
4.700

124.6            
4.906

3.2 
7.0  E   5216   U   L   5216   U   LP   5216   U   U   5216   E   U   5216   L   E   5216   B   U   5216   B  

88.9            
3.5000

2.5 
.098

2.0 
.079

202,899            
45,290

287,750            
64,230

101.1            
3.980

95.3            
3.752

119.4            
4.701

124.6            
4.906

0.6 
1.3  E   6216   U   L   6216   U   LP   6216   U   U   6216   E   U   6216   L   E   6216   B   U   6216   B  

170            
6.6929

39 
1.5354

2.0 
.079

2.0 
.079

264,410            
59,020

295,456            
65,950

110.6            
4.354

101.0            
3.976

141.0            
5.551

151.0            
5.945

4.3 
9.5  NU   316   E   NJ   316   E   NUP   316   E   N   316   E    -    -    -  

3.2 
.126

2.0 
.079

231,123            
51,590

262,214            
58,530

110.7            
4.358

101.6            
4.001

139.2            
5.480

147.3            
5.799

4.4 
9.7  E   1316   U   L   1316   U   LP   1316   U   U   1316   E   U   1316   L   E   1316   B   U   1316   B  

58 
2.2835

2.1 
.083

2.1 
.083

364,672            
81,400

446,656            
99,700

110.6            
4.354

101.0            
3.976

141.0            
5.551

151.0            
5.945

6.7 
14.7  NU   2316   E   NJ   2316   E   NUP   2316   E   N   2316   E  - - -

68.3            
2.6875

3.2 
.126

2.0 
.079

404,096            
90,200

537,779            
120,040

110.7            
4.358

101.6            
4.001

139.2            
5.480

147.3            
5.799

8.2 
18.0  E   5316   U   L   5316   U   LP   5316   U   U   5316   E   U   5316   L   E   5316   B   U   5316   B  

85            
3.3465

130            
5.1181

22 
.8661

2.0 
.079

1.5 
.059

90,138            
20,120

122,259            
27,290

100.8            
3.969

96.3            
3.792

113.9            
4.501

118.7            
4.673

1.1 
2.4  E   1017   U   L   1017   U   LP   1017   U   U   1017   E   U   1017   L  E  1017  B U  1017  B

150            
5.9055

28 
1.1024

1.5 
.059

2.0 
.079

169,926            
37,930

203,974            
45,530

107.6            
4.236

100.5            
3.957

129.3            
5.091

136.5            
5.374

2.1 
4.6  NU   217   E   NJ   217   E   NUP   217   E   N   217   E    -    -    -  

3.2 
.126

2.0 
.079

139,059            
31,040

169,971            
37,940

108.5            
4.272

102.0            
4.016

128.4            
5.056

134.1            
5.280

2.1 
4.6  E   1217   U   L   1217   U   LP   1217   U   U   1217   E   U   1217   L   E   1217   B   U   1217   B  

36 
1.4173

2.0 
.079

2.0 
.079

220,506            
49,220

285,107            
63,640

107.6            
4.236

100.5            
3.957

129.3            
5.091

136.5            
5.374

2.9 
6.4  NU   2217   E   NJ   2217   E   NUP   2217   E   N   2217   E    -    -    -  

49.2            
1.9375

3.2 
.126

2.0 
.079

250,701            
55,960

362,611            
80,940

108.5            
4.272

102.0            
4.016

128.4            
5.056

134.1            
5.280

4.0 
8.8  E   5217   U   L   5217   U   LP   5217   U   U   5217   E   U   5217   L   E   5217   B   U   5217   B  

180            
7.0866

41 
1.6142

2.5 
.098

2.5 
.098

284,346            
63,470

321,126            
71,680

118.0            
4.646

108.0            
4.252

149.6            
5.890

160.0            
6.299

5.1 
11.2  NU   317   E   NJ   317   E   NUP   317   E   N   317   E    -    -    -  

4.0 
.157

2.5 
.098

234,573            
52,360

260,019            
58,040

118.2            
4.654

108.5            
4.272

148.6            
5.850

157.3            
6.193

5.0 
11.0  E   1317   U   L   1317   U   LP   1317   U   U   1317   E   U   1317   L   E   1317   B   U   1317   B  

60 
2.3622

2.5 
.098

2.5 
.098

380,531            
84,940

467,085            
104,260

118.0            
4.646

108.0            
4.252

149.6            
5.890

160.0            
6.299

6.8 
15.0  NU   2317   E   NJ   2317   E   NUP   2317   E   N   2317   E    -    -    -  

73 
2.8750

4.0 
.157

2.5 
.098

450,016            
100,450

600,813            
134,110

118.2            
4.654

108.5            
4.272

148.6            
5.850

157.3            
6.193

9.5 
20.9  E   5317   U   L   5317   U   LP   5317   U   U   5317   E   U   5317   L   E   5317   B   U   5317   B  

90            
3.5433

160            
6.2992

30 
1.1811

2.0 
.079

2.0 
.079

187,936            
41,950

227,808            
50,850

114.5            
4.508

107.0            
4.213

137.4            
5.409

145.0            
5.709

2.6 
5.7  NU   218   E   NJ   218   E   NUP   218   E   N   218   E    -    -    -  

3.2 
.126

2.0 
.079

163,072            
36,400

200,570            
44,770

114.2            
4.496

107.2            
4.220

135.9            
5.350

142.1            
5.594

2.7 
5.9  E   1218   U   L   1218   U   LP   1218   U   U   1218   E   U   1218   L   E   1218   B   U   1218   B  

40 
1.5748

2.0 
.079

2.0 
.079

248,237            
55,410

325,830            
72,730

114.2            
4.496

107.0            
4.213

137.4            
5.409

145.0            
5.709

3.4 
7.5  NU   2218   E   NJ   2218   E   NUP   2218   E   N   2218   E    -    -    -  

52.4            
2.0625

2.0 
.079

2.0 
.079

290,304            
64,800

421,075            
93,990

114.2            
4.496

107.2            
4.220

135.9            
5.350

142.1            
5.594

5.0 
11.0  E   5218   U   L   5218   U   LP   5218   U   U   5218   E   U   5218   L   E   5218   B   U   5218   B  

190            
7.4803

43 
1.6929

2.5 
.098

2.5 
.098

322,112            
71,900

364,941            
81,460

124.2            
4.890

113.5            
4.469

158.3            
6.232

169.5            
6.673

5.9 
13.0  NU   318   E   NJ   318   E   NUP   318   E   N   318   E    -    -    -  

4.0 
.157

2.5 
.098

295,366            
65,930

344,064            
76,800

123.4            
4.858

114.0            
4.488

156.2            
6.150

165.3            
6.508

5.9 
13.0  E   1318   U   L   1318   U   LP   1318   U   U   1318   E   U   1318   L   E   1318   B   U   1318   B  

64 
2.5197

2.5 
.098

2.5 
.098

441,594            
98,570

547,501            
122,210

124.2            
4.890

113.5            
4.469

158.3            
6.232

169.5            
6.673

8.7 
19.1  NU   2318   E   NJ   2318   E   NUP   2318   E   N   2318   E    -    -    -  

73 
2.8750

2.5 
.098

2.5 
.098

490,202            
109,420

659,859            
147,290

123.4            
4.858

114.0            
4.488

156.2            
4.213

165.3            
6.508

10.0 
22.0  E   5318   U   L   5318   U   LP   5318   U   U   5318   E   U   5318   L   E   5318   B   U   5318   B  
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Radial Bearings ®
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Cylindrical Roller Bearings
B D W Rs Rh C Co Fi Ri Fo Ro

Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

80            
3.1496

140            
5.5118

26 
1.0236

2.0 
.079

2.0 
.079

143,136            
31,950

174,048            
38,850

101.7            
4.004

95.3            
3.752

121.4            
4.780

127.3            
5.012

1.7 
3.7  NU   216   E   NJ   216   E   NUP   216   E   N   216   E    -    -    -  

2.5 
.098

2.0 
.079

114,150            
25,480

137,402            
30,670

101.7            
4.004

95.3            
3.752

119.4            
4.700

124.6            
4.906

1.7 
3.7  E   1216   U   L   1216   U   LP   1216   U   U   1216   E   U   1216   L   E   1216   B   U   1216   B  

33 
1.2992

2.0 
.079

2.0 
.079

190,355            
42,490

251,104            
56,050

101.7            
4.004

95.3            
3.752

121.4            
4.842

127.3            
5.012

2.3 
5.1  NU   2216   E   NJ   2216   E   NUP   2216   E   N   2216   E    -    -    -  

44.5            
1.7500

2.5 
.098

2.0 
.079

202,899            
45,290

287,750            
64,230

101.1            
3.980

95.3            
3.752

119.4            
4.700

124.6            
4.906

3.2 
7.0  E   5216   U   L   5216   U   LP   5216   U   U   5216   E   U   5216   L   E   5216   B   U   5216   B  

88.9            
3.5000

2.5 
.098

2.0 
.079

202,899            
45,290

287,750            
64,230

101.1            
3.980

95.3            
3.752

119.4            
4.701

124.6            
4.906

0.6 
1.3  E   6216   U   L   6216   U   LP   6216   U   U   6216   E   U   6216   L   E   6216   B   U   6216   B  

170            
6.6929

39 
1.5354

2.0 
.079

2.0 
.079

264,410            
59,020

295,456            
65,950

110.6            
4.354

101.0            
3.976

141.0            
5.551

151.0            
5.945

4.3 
9.5  NU   316   E   NJ   316   E   NUP   316   E   N   316   E    -    -    -  

3.2 
.126

2.0 
.079

231,123            
51,590

262,214            
58,530

110.7            
4.358

101.6            
4.001

139.2            
5.480

147.3            
5.799

4.4 
9.7  E   1316   U   L   1316   U   LP   1316   U   U   1316   E   U   1316   L   E   1316   B   U   1316   B  

58 
2.2835

2.1 
.083

2.1 
.083

364,672            
81,400

446,656            
99,700

110.6            
4.354

101.0            
3.976

141.0            
5.551

151.0            
5.945

6.7 
14.7  NU   2316   E   NJ   2316   E   NUP   2316   E   N   2316   E  - - -

68.3            
2.6875

3.2 
.126

2.0 
.079

404,096            
90,200

537,779            
120,040

110.7            
4.358

101.6            
4.001

139.2            
5.480

147.3            
5.799

8.2 
18.0  E   5316   U   L   5316   U   LP   5316   U   U   5316   E   U   5316   L   E   5316   B   U   5316   B  

85            
3.3465

130            
5.1181

22 
.8661

2.0 
.079

1.5 
.059

90,138            
20,120

122,259            
27,290

100.8            
3.969

96.3            
3.792

113.9            
4.501

118.7            
4.673

1.1 
2.4  E   1017   U   L   1017   U   LP   1017   U   U   1017   E   U   1017   L  E  1017  B U  1017  B

150            
5.9055

28 
1.1024

1.5 
.059

2.0 
.079

169,926            
37,930

203,974            
45,530

107.6            
4.236

100.5            
3.957

129.3            
5.091

136.5            
5.374

2.1 
4.6  NU   217   E   NJ   217   E   NUP   217   E   N   217   E    -    -    -  

3.2 
.126

2.0 
.079

139,059            
31,040

169,971            
37,940

108.5            
4.272

102.0            
4.016

128.4            
5.056

134.1            
5.280

2.1 
4.6  E   1217   U   L   1217   U   LP   1217   U   U   1217   E   U   1217   L   E   1217   B   U   1217   B  

36 
1.4173

2.0 
.079

2.0 
.079

220,506            
49,220

285,107            
63,640

107.6            
4.236

100.5            
3.957

129.3            
5.091

136.5            
5.374

2.9 
6.4  NU   2217   E   NJ   2217   E   NUP   2217   E   N   2217   E    -    -    -  

49.2            
1.9375

3.2 
.126

2.0 
.079

250,701            
55,960

362,611            
80,940

108.5            
4.272

102.0            
4.016

128.4            
5.056

134.1            
5.280

4.0 
8.8  E   5217   U   L   5217   U   LP   5217   U   U   5217   E   U   5217   L   E   5217   B   U   5217   B  

180            
7.0866

41 
1.6142

2.5 
.098

2.5 
.098

284,346            
63,470

321,126            
71,680

118.0            
4.646

108.0            
4.252

149.6            
5.890

160.0            
6.299

5.1 
11.2  NU   317   E   NJ   317   E   NUP   317   E   N   317   E    -    -    -  

4.0 
.157

2.5 
.098

234,573            
52,360

260,019            
58,040

118.2            
4.654

108.5            
4.272

148.6            
5.850

157.3            
6.193

5.0 
11.0  E   1317   U   L   1317   U   LP   1317   U   U   1317   E   U   1317   L   E   1317   B   U   1317   B  

60 
2.3622

2.5 
.098

2.5 
.098

380,531            
84,940

467,085            
104,260

118.0            
4.646

108.0            
4.252

149.6            
5.890

160.0            
6.299

6.8 
15.0  NU   2317   E   NJ   2317   E   NUP   2317   E   N   2317   E    -    -    -  

73 
2.8750

4.0 
.157

2.5 
.098

450,016            
100,450

600,813            
134,110

118.2            
4.654

108.5            
4.272

148.6            
5.850

157.3            
6.193

9.5 
20.9  E   5317   U   L   5317   U   LP   5317   U   U   5317   E   U   5317   L   E   5317   B   U   5317   B  

90            
3.5433

160            
6.2992

30 
1.1811

2.0 
.079

2.0 
.079

187,936            
41,950

227,808            
50,850

114.5            
4.508

107.0            
4.213

137.4            
5.409

145.0            
5.709

2.6 
5.7  NU   218   E   NJ   218   E   NUP   218   E   N   218   E    -    -    -  

3.2 
.126

2.0 
.079

163,072            
36,400

200,570            
44,770

114.2            
4.496

107.2            
4.220

135.9            
5.350

142.1            
5.594

2.7 
5.9  E   1218   U   L   1218   U   LP   1218   U   U   1218   E   U   1218   L   E   1218   B   U   1218   B  

40 
1.5748

2.0 
.079

2.0 
.079

248,237            
55,410

325,830            
72,730

114.2            
4.496

107.0            
4.213

137.4            
5.409

145.0            
5.709

3.4 
7.5  NU   2218   E   NJ   2218   E   NUP   2218   E   N   2218   E    -    -    -  

52.4            
2.0625

2.0 
.079

2.0 
.079

290,304            
64,800

421,075            
93,990

114.2            
4.496

107.2            
4.220

135.9            
5.350

142.1            
5.594

5.0 
11.0  E   5218   U   L   5218   U   LP   5218   U   U   5218   E   U   5218   L   E   5218   B   U   5218   B  

190            
7.4803

43 
1.6929

2.5 
.098

2.5 
.098

322,112            
71,900

364,941            
81,460

124.2            
4.890

113.5            
4.469

158.3            
6.232

169.5            
6.673

5.9 
13.0  NU   318   E   NJ   318   E   NUP   318   E   N   318   E    -    -    -  

4.0 
.157

2.5 
.098

295,366            
65,930

344,064            
76,800

123.4            
4.858

114.0            
4.488

156.2            
6.150

165.3            
6.508

5.9 
13.0  E   1318   U   L   1318   U   LP   1318   U   U   1318   E   U   1318   L   E   1318   B   U   1318   B  

64 
2.5197

2.5 
.098

2.5 
.098

441,594            
98,570

547,501            
122,210

124.2            
4.890

113.5            
4.469

158.3            
6.232

169.5            
6.673

8.7 
19.1  NU   2318   E   NJ   2318   E   NUP   2318   E   N   2318   E    -    -    -  

73 
2.8750

2.5 
.098

2.5 
.098

490,202            
109,420

659,859            
147,290

123.4            
4.858

114.0            
4.488

156.2            
4.213

165.3            
6.508

10.0 
22.0  E   5318   U   L   5318   U   LP   5318   U   U   5318   E   U   5318   L   E   5318   B   U   5318   B  
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Radial Bearings®
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Basic Construction Type: Cylindrical Roller Bearing

Rolling Elements: Crowned Cylindrical Rollers

Bearing Material: Through Hardened Bearing 
Grade Steel

Retainer Type: Stamped Steel, Segmented 
Steel, Two Piece Brass, One 
Piece Land Riding Brass

Cylindrical Roller Bearings

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Radial Roller bearings and manufactured to the ABMA RBEC-1 tolerance class.  Bearing manufactured to either RBEC-3, RBEC-5 or special tolerance classes are also available upon request.

Unless otherwise specified all Rollway radial roller bearings are manufactured to ABMA’s RBEC-1 precision class.

*rs and rh are the maximum shaft and housing fillet radius that can be cleared.

Metric dimensions for reference only.

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

95            
3.7402

170            
6.6929

32 
1.2598

2.0 
.079

2.0 
.079

215,309            
48,060

257,914            
57,570

120.7            
4.752

112.5            
4.429

146.1            
5.752

154.5            
6.083

3.1 
6.8  NU   219   E   NJ   219   E   NUP   219   E   N   219   E    -    -    -  

3.2 
.126

2.0 
.079

191,744            
42,800

238,918            
53,330

121.0            
4.764

113.5            
4.469

144.5            
5.689

151.2            
5.953

3.2 
7.0  E   1219   U   L   1219   U   LP   1219   U   U   1219   E   U   1219   L   E   1219   B   U   1219   B  

43 
1.6929

2.0 
.079

2.0 
.079

278,522            
62,170

359,072            
80,150

120.7            
4.752

112.5            
4.429

146.1            
5.752

154.5            
6.083

4.2 
9.2  NU   2219   E   NJ   2219   E   NUP   2219   E   N   2219   E    -    -    -  

55.6            
2.1875

3.2 
.126

2.0 
.079

334,880            
74,750

489,350            
109,230

121.0            
4.764

113.5            
4.469

144.5            
5.689

151.2            
5.953

6.4 
14.1  E   5219   U   L   5219   U   LP   5219   U   U   5219   E   U   5219   L   E   5219   B   U   5219   B  

111.1            
4.3750

3.2 
.126

2.0 
.079

574,157            
128,160

978,701            
218,460

121.0            
4.764

113.5            
4.469

144.5            
5.689

151.2            
5.953

10.9 
24.0  E   6219   U   L   6219   U   LP   6219   U   U   6219   E   U   6219   L   E   6219   B  U   6219   B  

200            
7.8740

45 
1.7717

3.0 
.118

2.5 
.098

340,883            
76,090

398,182            
88,880

132.2            
5.205

121.5            
4.783

166.3            
6.547

177.5            
6.988

6.9 
15.2  NU   319   E   NJ   319   E   NUP   319   E   N   319   E    -    -    -  

4.0 
.157

2.5 
.098

279,194            
62,320

323,456            
72,200

132.5            
5.217

122.1            
4.807

164.3            
6.468

173.4            
6.827

6.8 
15.0  E   1319   U   L   1319   U   LP   1319   U   U   1319   E   U   1319   L   E   1319   B   U   1319   B  

67 
2.6378

3.0 
.118

2.5 
.098

467,264            
104,300

597,363            
133,340

132.2            
5.205

121.5            
4.783

166.3            
6.547

177.5            
6.988

11.2 
24.6  NU   2319   E   NJ   2319   E   NUP   2319   E   N   2319   E    -    -    -  

77.8            
3.0625

4.0 
.157

2.5 
.098

463,322            
103,420

620,301            
138,460

132.5            
5.217

122.1            
4.807

164.3            
6.469

173.4            
6.827

13.6 
29.9  E   5319   U   L   5319   U   LP   5319   U   U   5319   E   U   5319   L   E   5319   B   U   5319   B  

100            
3.9370

180            
7.0866

34 
1.3386

2.0 
.079

2.0 
.079

243,309            
54,310

297,114            
66,320

127.5            
5.020

119.0            
4.685

154.2            
6.070

163.0            
6.417

4.9 
10.8  NU   220   E   NJ   220   E   NUP   220   E   N   220   E    -    -    -  

4.0 
.157

2.0 
.079

209,754            
46,820

261,722            
58,420

129.0            
5.079

121.0            
4.764

154.2            
6.070

161.1            
6.343

3.8 
8.4  E   1220   U   L   1220   U   LP   1220   U   U   1220   E   U   1220   L   E   1220   B   U   1220   B  

46 
1.8110

2.0 
.079

2.0 
.079

324,218            
72,370

429,766            
95,930

127.5            
5.020

119.0            
4.685

154.2            
6.070

163.0            
6.417

5.5 
12.1  NU   2220   E   NJ   2220   E   NUP   2220   E   N   2220   E    -    -    -  

60.3            
2.3750

4.0 
.157

2.0 
.079

377,306            
84,220

556,774            
124,280

129.0            
5.079

121.0            
4.764

154.2            
6.070

161.1            
6.343

7.3 
16.1  E   5220   U   L   5220   U   LP   5220   U   U   5220   E   U   5220   L   E   5220   B   U   5220   B  

120.7            
4.7500

4.0 
.157

2.0 
.079

646,912            
144,400

1,113,594            
248,570

129.0            
5.079

121.0            
4.764

154.2            
6.070

161.1            
6.343

10.9 
24.0  E   6220   U   L   6220   U   LP   6220   U   U   6220   E   U   6220   L   E   6220   B   U   6220   B  

215            
8.4646

47 
1.8504

2.5 
.098

2.5 
.098

392,090            
87,520

445,312            
99,400

139.6            
5.496

127.5            
5.020

178.7            
7.035

191.5            
7.539

8.4 
18.5  NU   320   E   NJ   320   E   NUP   320   E   N   320   E    -    -    -  

4.7 
.185

2.5 
.098

305,626            
68,220

354,637            
79,160

141.1            
5.555

130.2            
5.126

175.1            
6.894

184.8            
7.276

8.6 
18.9  E   1320   U   L   1320   U   LP   1320   U   U   1320   E   U   1320   L   E   1320   B   U   1320   B  

73 
2.8740

2.5 
.098

2.5 
.098

583,430            
130,230

742,246            
165,680

139.6            
5.496

127.5            
5.020

178.7            
7.035

191.5            
7.539

13.1 
28.8  NU   2320   E   NJ   2320   E   NUP   2320   E   N   2320   E    -    -    -  

82.6           
3.2500

4.7 
.185

2.5 
.098

551,533            
123,110

757,568            
169,100

141.1            
5.555

130.2            
5.126

175.1            
6.892

184.8            
7.276

15.0 
33.0  E   5320   U   L   5320   U   LP   5320   U   U   5320   E   U   5320   L   E   5320   B   U   5320   B  

105            
4.1339

160            
6.2992

26 
1.0236

2.5 
.098

2.0 
.079

132,742            
29,630

189,504            
42,300

124.5            
4.902

119.2            
4.693

140.6            
5.535

145.8            
5.740

1.9 
4.2  E   1021   U   L   1021   U   LP   1021   U   U   1021   E   U   1021   L  E   1021  B U  1021  B

190            
7.4803

36 
1.4173

4.0 
.157

2.0 
.079

236,275            
52,740

300,474            
67,070

134.9            
5.311

126.5            
4.980

161.0            
6.339

168.5            
6.634

4.5 
9.9  E   1221   U   L   1221   U   LP   1221   U   U   1221   E   U   1221   L   E   1221   B   U   1221   B  

65.1            
2.5625

4.0 
.157

2.0 
.079

442,221            
98,710

672,672            
150,150

134.9            
5.311

126.5            
4.980

161.0            
6.339

168.5            
6.634

9.1 
20.0  E   5221   U   L   5221   U   LP   5221   U   U   5221   E   U   5221   L   E   5221   B   U   5221   B  

225            
8.8583

49 
1.9291

4.7 
.185

3.0 
.118

439,757            
98,160

502,790            
112,230

146.6            
5.772

132.9            
5.232

187.4            
7.378

200.9            
7.909

9.5 
20.9  NU   321   E   NJ   321   E   NUP   321   E   N   321   E  - - -

4.7 
.185

2.5 
.098

362,253            
80,860

433,754            
96,820

147.2            
5.795

136.2            
5.362

183.2            
7.213

193.4            
7.614

9.5 
20.9  E   1321   U   L   1321   U   LP   1321   U   U   1321   E   U   1321   L   E   1321   B   E   1321   B  

87.3            
3.4375

4.7 
.185

2.5 
.098

586,880            
131,000

806,579            
180,040

147.2            
5.795

136.2            
5.362

183.2            
7.213

193.4            
7.614

16.8 
37.0  E   5321   U   L   5321   U   LP   5321   U   U   5321   E   U   5321   L   E   5321   B   E   5321   B  
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Radial Bearings ®
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Cylindrical Roller Bearings
B D W Rs Rh C Co Fi Ri Fo Ro

Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

95            
3.7402

170            
6.6929

32 
1.2598

2.0 
.079

2.0 
.079

215,309            
48,060

257,914            
57,570

120.7            
4.752

112.5            
4.429

146.1            
5.752

154.5            
6.083

3.1 
6.8  NU   219   E   NJ   219   E   NUP   219   E   N   219   E    -    -    -  

3.2 
.126

2.0 
.079

191,744            
42,800

238,918            
53,330

121.0            
4.764

113.5            
4.469

144.5            
5.689

151.2            
5.953

3.2 
7.0  E   1219   U   L   1219   U   LP   1219   U   U   1219   E   U   1219   L   E   1219   B   U   1219   B  

43 
1.6929

2.0 
.079

2.0 
.079

278,522            
62,170

359,072            
80,150

120.7            
4.752

112.5            
4.429

146.1            
5.752

154.5            
6.083

4.2 
9.2  NU   2219   E   NJ   2219   E   NUP   2219   E   N   2219   E    -    -    -  

55.6            
2.1875

3.2 
.126

2.0 
.079

334,880            
74,750

489,350            
109,230

121.0            
4.764

113.5            
4.469

144.5            
5.689

151.2            
5.953

6.4 
14.1  E   5219   U   L   5219   U   LP   5219   U   U   5219   E   U   5219   L   E   5219   B   U   5219   B  

111.1            
4.3750

3.2 
.126

2.0 
.079

574,157            
128,160

978,701            
218,460

121.0            
4.764

113.5            
4.469

144.5            
5.689

151.2            
5.953

10.9 
24.0  E   6219   U   L   6219   U   LP   6219   U   U   6219   E   U   6219   L   E   6219   B  U   6219   B  

200            
7.8740

45 
1.7717

3.0 
.118

2.5 
.098

340,883            
76,090

398,182            
88,880

132.2            
5.205

121.5            
4.783

166.3            
6.547

177.5            
6.988

6.9 
15.2  NU   319   E   NJ   319   E   NUP   319   E   N   319   E    -    -    -  

4.0 
.157

2.5 
.098

279,194            
62,320

323,456            
72,200

132.5            
5.217

122.1            
4.807

164.3            
6.468

173.4            
6.827

6.8 
15.0  E   1319   U   L   1319   U   LP   1319   U   U   1319   E   U   1319   L   E   1319   B   U   1319   B  

67 
2.6378

3.0 
.118

2.5 
.098

467,264            
104,300

597,363            
133,340

132.2            
5.205

121.5            
4.783

166.3            
6.547

177.5            
6.988

11.2 
24.6  NU   2319   E   NJ   2319   E   NUP   2319   E   N   2319   E    -    -    -  

77.8            
3.0625

4.0 
.157

2.5 
.098

463,322            
103,420

620,301            
138,460

132.5            
5.217

122.1            
4.807

164.3            
6.469

173.4            
6.827

13.6 
29.9  E   5319   U   L   5319   U   LP   5319   U   U   5319   E   U   5319   L   E   5319   B   U   5319   B  

100            
3.9370

180            
7.0866

34 
1.3386

2.0 
.079

2.0 
.079

243,309            
54,310

297,114            
66,320

127.5            
5.020

119.0            
4.685

154.2            
6.070

163.0            
6.417

4.9 
10.8  NU   220   E   NJ   220   E   NUP   220   E   N   220   E    -    -    -  

4.0 
.157

2.0 
.079

209,754            
46,820

261,722            
58,420

129.0            
5.079

121.0            
4.764

154.2            
6.070

161.1            
6.343

3.8 
8.4  E   1220   U   L   1220   U   LP   1220   U   U   1220   E   U   1220   L   E   1220   B   U   1220   B  

46 
1.8110

2.0 
.079

2.0 
.079

324,218            
72,370

429,766            
95,930

127.5            
5.020

119.0            
4.685

154.2            
6.070

163.0            
6.417

5.5 
12.1  NU   2220   E   NJ   2220   E   NUP   2220   E   N   2220   E    -    -    -  

60.3            
2.3750

4.0 
.157

2.0 
.079

377,306            
84,220

556,774            
124,280

129.0            
5.079

121.0            
4.764

154.2            
6.070

161.1            
6.343

7.3 
16.1  E   5220   U   L   5220   U   LP   5220   U   U   5220   E   U   5220   L   E   5220   B   U   5220   B  

120.7            
4.7500

4.0 
.157

2.0 
.079

646,912            
144,400

1,113,594            
248,570

129.0            
5.079

121.0            
4.764

154.2            
6.070

161.1            
6.343

10.9 
24.0  E   6220   U   L   6220   U   LP   6220   U   U   6220   E   U   6220   L   E   6220   B   U   6220   B  

215            
8.4646

47 
1.8504

2.5 
.098

2.5 
.098

392,090            
87,520

445,312            
99,400

139.6            
5.496

127.5            
5.020

178.7            
7.035

191.5            
7.539

8.4 
18.5  NU   320   E   NJ   320   E   NUP   320   E   N   320   E    -    -    -  

4.7 
.185

2.5 
.098

305,626            
68,220

354,637            
79,160

141.1            
5.555

130.2            
5.126

175.1            
6.894

184.8            
7.276

8.6 
18.9  E   1320   U   L   1320   U   LP   1320   U   U   1320   E   U   1320   L   E   1320   B   U   1320   B  

73 
2.8740

2.5 
.098

2.5 
.098

583,430            
130,230

742,246            
165,680

139.6            
5.496

127.5            
5.020

178.7            
7.035

191.5            
7.539

13.1 
28.8  NU   2320   E   NJ   2320   E   NUP   2320   E   N   2320   E    -    -    -  

82.6           
3.2500

4.7 
.185

2.5 
.098

551,533            
123,110

757,568            
169,100

141.1            
5.555

130.2            
5.126

175.1            
6.892

184.8            
7.276

15.0 
33.0  E   5320   U   L   5320   U   LP   5320   U   U   5320   E   U   5320   L   E   5320   B   U   5320   B  

105            
4.1339

160            
6.2992

26 
1.0236

2.5 
.098

2.0 
.079

132,742            
29,630

189,504            
42,300

124.5            
4.902

119.2            
4.693

140.6            
5.535

145.8            
5.740

1.9 
4.2  E   1021   U   L   1021   U   LP   1021   U   U   1021   E   U   1021   L  E   1021  B U  1021  B

190            
7.4803

36 
1.4173

4.0 
.157

2.0 
.079

236,275            
52,740

300,474            
67,070

134.9            
5.311

126.5            
4.980

161.0            
6.339

168.5            
6.634

4.5 
9.9  E   1221   U   L   1221   U   LP   1221   U   U   1221   E   U   1221   L   E   1221   B   U   1221   B  

65.1            
2.5625

4.0 
.157

2.0 
.079

442,221            
98,710

672,672            
150,150

134.9            
5.311

126.5            
4.980

161.0            
6.339

168.5            
6.634

9.1 
20.0  E   5221   U   L   5221   U   LP   5221   U   U   5221   E   U   5221   L   E   5221   B   U   5221   B  

225            
8.8583

49 
1.9291

4.7 
.185

3.0 
.118

439,757            
98,160

502,790            
112,230

146.6            
5.772

132.9            
5.232

187.4            
7.378

200.9            
7.909

9.5 
20.9  NU   321   E   NJ   321   E   NUP   321   E   N   321   E  - - -

4.7 
.185

2.5 
.098

362,253            
80,860

433,754            
96,820

147.2            
5.795

136.2            
5.362

183.2            
7.213

193.4            
7.614

9.5 
20.9  E   1321   U   L   1321   U   LP   1321   U   U   1321   E   U   1321   L   E   1321   B   E   1321   B  

87.3            
3.4375

4.7 
.185

2.5 
.098

586,880            
131,000

806,579            
180,040

147.2            
5.795

136.2            
5.362

183.2            
7.213

193.4            
7.614

16.8 
37.0  E   5321   U   L   5321   U   LP   5321   U   U   5321   E   U   5321   L   E   5321   B   E   5321   B  
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Radial Bearings®
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Basic Construction Type: Cylindrical Roller Bearing

Rolling Elements: Crowned Cylindrical Rollers

Bearing Material: Through Hardened Bearing 
Grade Steel

Retainer Type: Stamped Steel, Segmented 
Steel, Two Piece Brass, One 
Piece Land Riding Brass

Cylindrical Roller Bearings

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Radial Roller bearings and manufactured to the ABMA RBEC-1 tolerance class.  Bearing manufactured to either RBEC-3, RBEC-5 or special tolerance classes are also available upon request.

Unless otherwise specified all Rollway radial roller bearings are manufactured to ABMA’s RBEC-1 precision class.

*rs and rh are the maximum shaft and housing fillet radius that can be cleared.

Metric dimensions for reference only.

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

110            
4.3307

170            
6.6929

28 
1.1024

2.5 
.098

2.0 
.079

160,115            
35,740

230,586            
51,470

130.8            
5.150

125.3            
4.933

149.0            
5.866

154.7            
6.091

2.3 
5.1  E   1022   U   L   1022   U   LP   1022   U   U   1022   E   U   1022   L  E  1022  B U  1022  B

200            
7.8740

38 
1.4961

2.0 
.079

2.0 
.079

298,547            
66,640

376,320            
84,000

141.7            
5.579

132.5            
5.217

170.9            
6.728

180.5            
7.106

5.1 
11.2  NU   222   E   NJ   222   E   NUP   222   E   N   222   E    -    -    -  

4.0 
.157

2.0 
.079

242,816            
54,200

308,851            
68,940

141.6            
5.575

132.9            
5.232

168.4            
6.630

176.1            
6.933

5.5 
12.1  E   1222   U   L   1222   U   LP   1222   U   U   1222   E   U   1222   L   E   1222   B   E   1222   B  

53 
2.0866

2.0 
.079

2.0 
.079

389,984            
87,050

530,566            
118,430

141.7            
5.579

132.5            
5.217

170.9            
6.728

180.5            
7.106

7.0 
15.4  NU   2222   E   NJ   2222   E   NUP   2222   E   N   2222   E    -    -    -  

69.9            
2.7500

4.0 
.157

2.0 
.079

440,966            
98,430

665,011            
148,440

141.6            
5.575

132.9            
5.232

168.4            
6.636

176.1            
6.933

10.5 
23.1  E   5222   U   L   5222   U   LP   5222   U   U   5222   E   U   5222   L   E   5222   B   E   5222   B  

240            
9.4488

50 
1.9685

2.5 
.098

2.5 
.098

440,563            
98,340

510,138            
113,870

155.8            
6.134

143.0            
5.630

197.4            
7.772

211.0            
8.307

11.2 
24.6  NU   322   E   NJ   322   E   NUP   322   E   N   322   E    -    -    -  

4.7 
.185

2.5 
.098

410,502            
91,630

499,565            
111,510

157.5            
6.201

145.3            
5.720

195.4            
7.693

206.3            
8.122

11.4 
25.1  E   1322   U   L   1322   U   LP   1322   U   U   1322   E   U   1322   L   E   1322   B   E   1322   B  

80 
3.1496

2.5 
.098

2.5 
.098

652,333            
145,610

844,973            
188,610

155.8            
6.134

143.0            
5.630

197.4            
7.772

211.0            
8.307

17.9 
39.4  NU   2322   E   NJ   2322   E   NUP   2322   E   N   2322   E    -    -    -  

92.1            
3.6250

4.7 
.185

2.5 
.098

765,274            
170,820

1,112,698            
248,370

157.5            
6.201

145.3            
5.720

195.4            
7.692

206.3            
8.122

23.2 
51.0  E   5322   U   L   5322   U   LP   5322   U   U   5322   E   U   5322   L   E   5322   B   E   5322   B  

115            
4.5275

250            
9.8425

53 
2.0866

4.7 
.185

2.5 
.098

435,635            
97,240

515,782            
115,130

162.3            
6.390

149.6            
5.890

202.7            
7.980

215.5            
8.484

9.3 
20.5  NU   323    NJ   323    NUP   323    N   323     -    -    -  

4.7 
.185

2.5 
.098

435,635            
97,240

515,782            
115,130

162.3            
6.390

149.6            
5.890

202.7            
7.980

215.5            
8.484

12.7 
27.9  E   1323   U   L   1323   U   LP   1323   U   U   1323   E   U   1323   L   E   1323   B   E   1323   B  

120            
4.7244

180            
7.0866

28 
1.1024

3.2 
.126

2.0 
.079

153,798            
34,330

223,059            
49,790

141.2            
5.559

135.2            
5.323

158.9            
6.256

164.5            
6.476

2.5 
5.5  E   1024   U   L   1024   U   LP   1024   U   U   1024   E   U   1024   L  E   1024   B U   1014   B

46 
1.8110

3.2 
.126

2.0 
.079

241,875            
53,990

399,347            
89,140

141.2            
5.559

135.3            
5.328

158.9            
6.256

164.5            
6.476

4.2 
9.2  E   5024   U   L   5024   U   LP   5024   U   U   5024   E   U   5024   L   E   5024   B   E   5024   B  

215            
8.4646

40 
1.5748

2.0 
.079

2.0 
.079

345,901            
77,210

441,101            
98,460

153.4            
6.039

143.5            
5.650

185.1            
7.287

195.5            
7.697

6.4 
14.1  NU   224   E   NJ   224   E   NUP   224   E   N   224   E    -    -    -  

4.7 
.185

2.0 
.079

286,227            
63,890

376,634            
84,070

154.3            
6.075

145.1            
5.713

182.7            
7.193

190.9            
7.516

6.4 
14.1  E   1224   U   L   1224   U   LP   1224   U   U   1224   E   U   1224   L   E   1224   B   E   1224   B  

58 
2.2835

2.0 
.079

2.0 
.079

481,555            
107,490

674,957            
150,660

153.4            
6.039

143.5            
5.650

185.1            
7.287

195.5            
7.697

18.6 
40.9  NU   2224   E   NJ   2224   E   NUP   2224   E   N   2224   E    -    -    -  

76.2            
3.0000

4.7 
.185

2.0 
.079

557,357            
124,410

887,309            
198,060

154.3            
6.075

145.1            
5.713

182.7            
7.194

190.9            
7.516

11.8 
26.0  E   5224   U   L   5224   U   LP   5224   U   U   5224   E   U   5224   L   E   5224   B   E   5224   B  

260            
10.2362

55 
2.1654

2.5 
.098

2.5 
.098

539,258            
120,370

630,067            
140,640

168.7            
6.642

154.0            
6.063

214.8            
8.457

230.0            
9.055

14.4 
31.7  NU   324   E   NJ   324   E   NUP   324   E   N   324   E    -    -    -  

6.4 
.252

2.5 
.098

435,277            
97,160

520,262            
116,130

170.2            
6.701

157.0            
6.181

211.2            
8.315

223.0            
8.780

14.5 
31.9  E   1324   U   L   1324   U   LP   1324   U   U   1324   E   U   1324   L   E   1324   B   E   1324   B  

86 
3.3858

2.5 
.098

2.5 
.098

804,966            
179,680

1,054,637            
235,410

168.7            
6.642

154.0            
6.063

214.8            
8.457

230.0            
9.055

22.3 
49.1  NU   2324   E   NJ   2324   E   NUP   2324   E   N   2324   E    -    -    -  

104.8            
4.1250

6.4 
.252

2.5 
.098

852,858            
190,370

1,235,315            
275,740

170.2            
6.701

157.0            
6.181

211.2            
8.256

223.0            
8.780

29.3 
64.5  E   5324   U   L   5324   U   LP   5324   U   U   5324   E   U   5324   L   E   5324   B   E   5324   B  
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Radial Bearings ®
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Cylindrical Roller Bearings
B D W Rs Rh C Co Fi Ri Fo Ro

Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

110            
4.3307

170            
6.6929

28 
1.1024

2.5 
.098

2.0 
.079

160,115            
35,740

230,586            
51,470

130.8            
5.150

125.3            
4.933

149.0            
5.866

154.7            
6.091

2.3 
5.1  E   1022   U   L   1022   U   LP   1022   U   U   1022   E   U   1022   L  E  1022  B U  1022  B

200            
7.8740

38 
1.4961

2.0 
.079

2.0 
.079

298,547            
66,640

376,320            
84,000

141.7            
5.579

132.5            
5.217

170.9            
6.728

180.5            
7.106

5.1 
11.2  NU   222   E   NJ   222   E   NUP   222   E   N   222   E    -    -    -  

4.0 
.157

2.0 
.079

242,816            
54,200

308,851            
68,940

141.6            
5.575

132.9            
5.232

168.4            
6.630

176.1            
6.933

5.5 
12.1  E   1222   U   L   1222   U   LP   1222   U   U   1222   E   U   1222   L   E   1222   B   E   1222   B  

53 
2.0866

2.0 
.079

2.0 
.079

389,984            
87,050

530,566            
118,430

141.7            
5.579

132.5            
5.217

170.9            
6.728

180.5            
7.106

7.0 
15.4  NU   2222   E   NJ   2222   E   NUP   2222   E   N   2222   E    -    -    -  

69.9            
2.7500

4.0 
.157

2.0 
.079

440,966            
98,430

665,011            
148,440

141.6            
5.575

132.9            
5.232

168.4            
6.636

176.1            
6.933

10.5 
23.1  E   5222   U   L   5222   U   LP   5222   U   U   5222   E   U   5222   L   E   5222   B   E   5222   B  

240            
9.4488

50 
1.9685

2.5 
.098

2.5 
.098

440,563            
98,340

510,138            
113,870

155.8            
6.134

143.0            
5.630

197.4            
7.772

211.0            
8.307

11.2 
24.6  NU   322   E   NJ   322   E   NUP   322   E   N   322   E    -    -    -  

4.7 
.185

2.5 
.098

410,502            
91,630

499,565            
111,510

157.5            
6.201

145.3            
5.720

195.4            
7.693

206.3            
8.122

11.4 
25.1  E   1322   U   L   1322   U   LP   1322   U   U   1322   E   U   1322   L   E   1322   B   E   1322   B  

80 
3.1496

2.5 
.098

2.5 
.098

652,333            
145,610

844,973            
188,610

155.8            
6.134

143.0            
5.630

197.4            
7.772

211.0            
8.307

17.9 
39.4  NU   2322   E   NJ   2322   E   NUP   2322   E   N   2322   E    -    -    -  

92.1            
3.6250

4.7 
.185

2.5 
.098

765,274            
170,820

1,112,698            
248,370

157.5            
6.201

145.3            
5.720

195.4            
7.692

206.3            
8.122

23.2 
51.0  E   5322   U   L   5322   U   LP   5322   U   U   5322   E   U   5322   L   E   5322   B   E   5322   B  

115            
4.5275

250            
9.8425

53 
2.0866

4.7 
.185

2.5 
.098

435,635            
97,240

515,782            
115,130

162.3            
6.390

149.6            
5.890

202.7            
7.980

215.5            
8.484

9.3 
20.5  NU   323    NJ   323    NUP   323    N   323     -    -    -  

4.7 
.185

2.5 
.098

435,635            
97,240

515,782            
115,130

162.3            
6.390

149.6            
5.890

202.7            
7.980

215.5            
8.484

12.7 
27.9  E   1323   U   L   1323   U   LP   1323   U   U   1323   E   U   1323   L   E   1323   B   E   1323   B  

120            
4.7244

180            
7.0866

28 
1.1024

3.2 
.126

2.0 
.079

153,798            
34,330

223,059            
49,790

141.2            
5.559

135.2            
5.323

158.9            
6.256

164.5            
6.476

2.5 
5.5  E   1024   U   L   1024   U   LP   1024   U   U   1024   E   U   1024   L  E   1024   B U   1014   B

46 
1.8110

3.2 
.126

2.0 
.079

241,875            
53,990

399,347            
89,140

141.2            
5.559

135.3            
5.328

158.9            
6.256

164.5            
6.476

4.2 
9.2  E   5024   U   L   5024   U   LP   5024   U   U   5024   E   U   5024   L   E   5024   B   E   5024   B  

215            
8.4646

40 
1.5748

2.0 
.079

2.0 
.079

345,901            
77,210

441,101            
98,460

153.4            
6.039

143.5            
5.650

185.1            
7.287

195.5            
7.697

6.4 
14.1  NU   224   E   NJ   224   E   NUP   224   E   N   224   E    -    -    -  

4.7 
.185

2.0 
.079

286,227            
63,890

376,634            
84,070

154.3            
6.075

145.1            
5.713

182.7            
7.193

190.9            
7.516

6.4 
14.1  E   1224   U   L   1224   U   LP   1224   U   U   1224   E   U   1224   L   E   1224   B   E   1224   B  

58 
2.2835

2.0 
.079

2.0 
.079

481,555            
107,490

674,957            
150,660

153.4            
6.039

143.5            
5.650

185.1            
7.287

195.5            
7.697

18.6 
40.9  NU   2224   E   NJ   2224   E   NUP   2224   E   N   2224   E    -    -    -  

76.2            
3.0000

4.7 
.185

2.0 
.079

557,357            
124,410

887,309            
198,060

154.3            
6.075

145.1            
5.713

182.7            
7.194

190.9            
7.516

11.8 
26.0  E   5224   U   L   5224   U   LP   5224   U   U   5224   E   U   5224   L   E   5224   B   E   5224   B  

260            
10.2362

55 
2.1654

2.5 
.098

2.5 
.098

539,258            
120,370

630,067            
140,640

168.7            
6.642

154.0            
6.063

214.8            
8.457

230.0            
9.055

14.4 
31.7  NU   324   E   NJ   324   E   NUP   324   E   N   324   E    -    -    -  

6.4 
.252

2.5 
.098

435,277            
97,160

520,262            
116,130

170.2            
6.701

157.0            
6.181

211.2            
8.315

223.0            
8.780

14.5 
31.9  E   1324   U   L   1324   U   LP   1324   U   U   1324   E   U   1324   L   E   1324   B   E   1324   B  

86 
3.3858

2.5 
.098

2.5 
.098

804,966            
179,680

1,054,637            
235,410

168.7            
6.642

154.0            
6.063

214.8            
8.457

230.0            
9.055

22.3 
49.1  NU   2324   E   NJ   2324   E   NUP   2324   E   N   2324   E    -    -    -  

104.8            
4.1250

6.4 
.252

2.5 
.098

852,858            
190,370

1,235,315            
275,740

170.2            
6.701

157.0            
6.181

211.2            
8.256

223.0            
8.780

29.3 
64.5  E   5324   U   L   5324   U   LP   5324   U   U   5324   E   U   5324   L   E   5324   B   E   5324   B  
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Radial Bearings®
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Basic Construction Type: Cylindrical Roller Bearing

Rolling Elements: Crowned Cylindrical Rollers

Bearing Material: Through Hardened Bearing 
Grade Steel

Retainer Type: Stamped Steel, Segmented 
Steel, Two Piece Brass, One 
Piece Land Riding Brass

Cylindrical Roller Bearings

Radial Roller bearings and manufactured to the ABMA RBEC-1 tolerance class.  Bearing manufactured to either RBEC-3, RBEC-5 or special tolerance classes are also available upon request.

Unless otherwise specified all Rollway radial roller bearings are manufactured to ABMA’s RBEC-1 precision class.

*rs and rh are the maximum shaft and housing fillet radius that can be cleared.

Metric dimensions for reference only. 
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

130            
5.1181

200            
7.8740

33 
1.2992

3.2 
.126

2.0 
.079

204,960            
45,750

295,098            
65,870

154.2            
6.071

147.6            
5.811

175.5            
6.909

182.5            
7.185

3.9 
8.6  E   1026   U   L   1026   U   LP   1026   U   U   1026   E   U   1026   L   E   1026   B   U   1026   B  

52 
2.0472

3.2 
.126

2.0 
.079

348,454            
77,780

583,789            
130,310

154.2            
6.071

147.6            
5.811

175.5            
6.909

182.5            
7.185

5.9 
13.0  E   5026   U   L   5026   U   LP   5026   U   U   5026   E   U   5026   L   E   5026   B   U   5026   B  

230            
9.0551

40 
1.5748

4.7 
.185

2.5 
.098

307,104            
68,550

402,125            
89,760

164.7            
6.484

155.0            
6.102

195.2            
7.685

203.8            
8.024

7.3 
16.1  E   1226   U   L   1226   U   LP   1226   U   U   1226   E   U   1226   L   E   1226   B   E   1226   B  

79 
3.1250

4.7 
.185

2.5 
.098

659,635            
147,240

1,074,662            
239,880

164.7            
6.484

155.0            
6.102

195.2            
7.685

203.8            
8.024

11.4 
25.1  E   5226   U   L   5226   U   LP   5226   U   U   5226   E   U   5226   L   E   5226   B   E   5226   B  

280            
11.0236

58 
2.2835

4.0 
.157

3.2 
.126

594,854            
132,780

704,525            
157,260

183.0            
7.205

167.0            
6.575

231.0            
9.094

247.0            
9.724

17.6 
38.7  NU   326   E   NJ   326   E   NUP   326   E   N   326   E    -    -    -  

6.4 
.252

3.2 
.126

500,730            
111,770

601,216            
134,200

184.9            
7.280

170.5            
6.713

229.8            
9.047

242.7            
9.555

17.7 
38.9  E   1326   U   L   1326   U   LP   1326   U   U   1326   E   U   1326   L   E   1326   B   U   1326   B  

93 
3.6615

4.0 
.157

3.2 
.126

884,218            
197,370

1,172,819            
261,790

183.0            
7.205

167.0            
6.575

231.0            
9.094

247.0            
9.724

29.2 
64.2  NU   2326   E   NJ   2326   E   NUP   2326   E   N   2326   E    -    -    -  

111.1            
4.3750

6.4 
.252

3.2 
.126

996,800            
222,500

1,456,896            
325,200

184.9            
7.280

170.5            
6.713

229.8            
9.047

242.7            
9.555

35.5 
78.1  E   5326   U   L   5326   U   LP   5326   U   U   5326   E   U   5326   L   E   5326   B   U   5326   B  

140            
5.5118

210            
8.2677

33 
1.2992

4.0 
.157

2.0 
.079

196,941            
43,960

284,704            
63,550

164.3            
6.469

157.6            
6.205

185.6            
7.307

192.4            
7.575

4.1 
9.0  E   1028   U   L   1028   U   LP   1028   U   U   1028   E   U   1028   L   E   1028   B   U   1028   B  

53 
2.0866

4.0 
.157

2.0 
.079

334,835            
74,740

563,226            
125,720

164.3            
6.469

157.6            
6.205

185.6            
7.307

192.4            
7.575

9.5 
20.9  E   5028   U   L   5028   U   LP   5028   U   U   5028   E   U   5028   L   E   5028   B   U   5028   B  

220            
8.6614

36 
1.4173

2.0 
.079

2.0 
.079

199,046            
44,430

274,310            
61,230

169.4            
6.669

161.9            
6.374

192.9            
7.594

200.0            
7.874

7.7 
16.9  MUC   128    MUL   128    MU   128    MCS   128    ML   128     -    -  

63.5            
2.5000

2.0 
.079

2.0 
.079

412,339            
92,040

699,552            
156,150

169.4            
6.669

161.9            
6.374

192.0            
7.560

200.0            
7.874

10.0 
22.0  MUC   5128    MUL   5128    MU   5128    MCS   5128    ML   5128     -    -  

250            
9.8425

42 
1.6535

4.7 
.185

2.5 
.098

344,646            
76,930

451,898            
100,870

179.1            
7.051

168.5            
6.634

211.8            
8.339

221.5            
8.720

9.1 
20.0  E   1228   U   L   1228   U   LP   1228   U   U   1228   E   U   1228   L   E   1228   B   E   1228   B  

82.6            
3.2500

4.7 
.185

2.5 
.098

674,419            
150,540

1,069,152            
238,650

179.1            
7.051

168.5            
6.634

211.8            
8.339

221.5            
8.720

19.1 
42.0  E   5228   U   L   5228   U   LP   5228   U   U   5228   E   U   5228   L   E   5228   B   E   5228   B  

300            
11.8110

62 
2.4409

4.0 
.157

4.0 
.157

629,082            
140,420

769,485            
171,760

196.0            
7.717

180.0            
7.087

247.2            
9.732

260.0            
10.236

21.6 
47.5  NU   328   E   NJ   328   E   NUP   328   E   N   328   E    -    -    -  

7.9 
.311

3.2 
.126

558,880            
124,750

678,630            
151,480

197.0            
7.756

181.7            
7.154

244.3            
9.618

258.0            
10.157

21.8 
48.0  E   1328   U   L   1328   U   LP   1328   U   U   1328   E   U   1328   L   E   1328   B   U   1328   B  

102            
4.0157

4.0 
.157

4.0 
.157

935,110            
208,730

1,280,922            
285,920

196.0            
7.717

180.0            
7.087

247.2            
9.732

260.0            
10.236

39.7 
87.3  NU   2328   E   NJ   2328   E   NUP   2328   E   N   2328   E  - -  -

114.3            
4.5000

7.9 
.311

3.2 
.126

1,140,205            
254,510

1,701,907            
379,890

197.0            
7.756

181.7            
7.154

244.3            
9.618

258.0            
10.157

42.7 
93.9  E   5328   U   L   5328   U   LP   5328   U   U   5328   E   U   5328   L   E   5328   B   U   5328   B  

150            
5.9055

225            
8.8583

56 
2.2047

4.0 
.157

2.0 
.079

390,387            
87,140

667,206            
148,930

176.2            
6.937

168.7            
6.642

198.9            
7.831

206.3            
8.122

7.7 
16.9  E   5030   U   L   5030   U   LP   5030   U   U   5030   E   U   5030   L   E   5030   B   U   5030   B  

235            
9.2520

38 
1.4961

2.0 
.079

2.0 
.079

203,840            
45,500

288,960            
64,500

182.4            
7.181

174.6            
6.875

205.6            
8.095

212.7            
8.374

7.0 
15.4  MUC   130    MUL   130    MU   130    MCS   130    ML   130   -  -

66.7            
2.6250

2.0 
.079

2.0 
.079

434,650            
97,020

765,005            
170,760

182.4            
7.181

174.6            
6.875

205.6            
8.095

212.7            
8.374

12.3 
27.1  MUC   5130    MUL   5130    MU   5130    MCS   5130    ML   5130   -  -

270            
10.6299

45 
1.7717

2.5 
.098

2.5 
.098

407,814            
91,030

523,936            
116,950

191.6            
7.543

179.4            
7.063

228.5            
8.996

239.7            
9.437

12.3 
27.1  MUC   230    MUL   230    MU   230    MCS   230    ML   230   -  -

6.4 
.252

2.5 
.098

402,842            
89,920

519,053            
115,860

193.0            
7.598

181.6            
7.150

231.1            
9.100

241.7            
9.516

11.8 
26.0  E   1230   U   L   1230   U   LP   1230   U   U   1230   E   U   1230   L   E   1230   B   U   1230   B  

88.9            
3.5000

6.4 
.252

2.5 
.098

878,797            
196,160

1,414,829            
315,810

193.0            
7.598

181.6            
7.150

231.1            
9.100

241.7            
9.516

24.1 
53.0  E   5230   U   L   5230   U   LP   5230   U   U   5230   E   U   5230   L   E   5230   B   U   5230   B  

177.8            
7.0000

6.4 
.252

2.5 
.098

1,506,669            
336,310

2,829,658            
631,620

193.0            
7.598

181.6            
7.150

231.1            
9.100

241.7            
9.516

44.5 
97.9  E   6230   U   L   6230   U   LP   6230   U   U   6230   E   U   6230   L   E   6230   B   U   6230   B  

320            
12.5984

65 
2.5591

3.0 
.118

3.0 
.118

791,034            
176,570

976,147            
217,890

192.8            
7.591

190.0            
7.480

264.4            
10.410

280.0            
11.024

27.3 
60.1  MUC   330    MUL   330    MU   330    MCS   330    ML   330     -    -  

123.8            
4.8750

7.9 
.311

3.2 
.126

1,355,110            
302,480

1,969,542            
439,630

208.5            
8.209

190.9            
7.516

263.3            
10.366

279.1            
10.988

52.7 
115.9  E   5330   U   L   5330   U   LP   5330   U   U   5330   E   U   5330   L   E   5330   B   U   5330   B  
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Cylindrical Roller Bearings
B D W Rs Rh C Co Fi Ri Fo Ro

Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

130            
5.1181

200            
7.8740

33 
1.2992

3.2 
.126

2.0 
.079

204,960            
45,750

295,098            
65,870

154.2            
6.071

147.6            
5.811

175.5            
6.909

182.5            
7.185

3.9 
8.6  E   1026   U   L   1026   U   LP   1026   U   U   1026   E   U   1026   L   E   1026   B   U   1026   B  

52 
2.0472

3.2 
.126

2.0 
.079

348,454            
77,780

583,789            
130,310

154.2            
6.071

147.6            
5.811

175.5            
6.909

182.5            
7.185

5.9 
13.0  E   5026   U   L   5026   U   LP   5026   U   U   5026   E   U   5026   L   E   5026   B   U   5026   B  

230            
9.0551

40 
1.5748

4.7 
.185

2.5 
.098

307,104            
68,550

402,125            
89,760

164.7            
6.484

155.0            
6.102

195.2            
7.685

203.8            
8.024

7.3 
16.1  E   1226   U   L   1226   U   LP   1226   U   U   1226   E   U   1226   L   E   1226   B   E   1226   B  

79 
3.1250

4.7 
.185

2.5 
.098

659,635            
147,240

1,074,662            
239,880

164.7            
6.484

155.0            
6.102

195.2            
7.685

203.8            
8.024

11.4 
25.1  E   5226   U   L   5226   U   LP   5226   U   U   5226   E   U   5226   L   E   5226   B   E   5226   B  

280            
11.0236

58 
2.2835

4.0 
.157

3.2 
.126

594,854            
132,780

704,525            
157,260

183.0            
7.205

167.0            
6.575

231.0            
9.094

247.0            
9.724

17.6 
38.7  NU   326   E   NJ   326   E   NUP   326   E   N   326   E    -    -    -  

6.4 
.252

3.2 
.126

500,730            
111,770

601,216            
134,200

184.9            
7.280

170.5            
6.713

229.8            
9.047

242.7            
9.555

17.7 
38.9  E   1326   U   L   1326   U   LP   1326   U   U   1326   E   U   1326   L   E   1326   B   U   1326   B  

93 
3.6615

4.0 
.157

3.2 
.126

884,218            
197,370

1,172,819            
261,790

183.0            
7.205

167.0            
6.575

231.0            
9.094

247.0            
9.724

29.2 
64.2  NU   2326   E   NJ   2326   E   NUP   2326   E   N   2326   E    -    -    -  

111.1            
4.3750

6.4 
.252

3.2 
.126

996,800            
222,500

1,456,896            
325,200

184.9            
7.280

170.5            
6.713

229.8            
9.047

242.7            
9.555

35.5 
78.1  E   5326   U   L   5326   U   LP   5326   U   U   5326   E   U   5326   L   E   5326   B   U   5326   B  

140            
5.5118

210            
8.2677

33 
1.2992

4.0 
.157

2.0 
.079

196,941            
43,960

284,704            
63,550

164.3            
6.469

157.6            
6.205

185.6            
7.307

192.4            
7.575

4.1 
9.0  E   1028   U   L   1028   U   LP   1028   U   U   1028   E   U   1028   L   E   1028   B   U   1028   B  

53 
2.0866

4.0 
.157

2.0 
.079

334,835            
74,740

563,226            
125,720

164.3            
6.469

157.6            
6.205

185.6            
7.307

192.4            
7.575

9.5 
20.9  E   5028   U   L   5028   U   LP   5028   U   U   5028   E   U   5028   L   E   5028   B   U   5028   B  

220            
8.6614

36 
1.4173

2.0 
.079

2.0 
.079

199,046            
44,430

274,310            
61,230

169.4            
6.669

161.9            
6.374

192.9            
7.594

200.0            
7.874

7.7 
16.9  MUC   128    MUL   128    MU   128    MCS   128    ML   128     -    -  

63.5            
2.5000

2.0 
.079

2.0 
.079

412,339            
92,040

699,552            
156,150

169.4            
6.669

161.9            
6.374

192.0            
7.560

200.0            
7.874

10.0 
22.0  MUC   5128    MUL   5128    MU   5128    MCS   5128    ML   5128     -    -  

250            
9.8425

42 
1.6535

4.7 
.185

2.5 
.098

344,646            
76,930

451,898            
100,870

179.1            
7.051

168.5            
6.634

211.8            
8.339

221.5            
8.720

9.1 
20.0  E   1228   U   L   1228   U   LP   1228   U   U   1228   E   U   1228   L   E   1228   B   E   1228   B  

82.6            
3.2500

4.7 
.185

2.5 
.098

674,419            
150,540

1,069,152            
238,650

179.1            
7.051

168.5            
6.634

211.8            
8.339

221.5            
8.720

19.1 
42.0  E   5228   U   L   5228   U   LP   5228   U   U   5228   E   U   5228   L   E   5228   B   E   5228   B  

300            
11.8110

62 
2.4409

4.0 
.157

4.0 
.157

629,082            
140,420

769,485            
171,760

196.0            
7.717

180.0            
7.087

247.2            
9.732

260.0            
10.236

21.6 
47.5  NU   328   E   NJ   328   E   NUP   328   E   N   328   E    -    -    -  

7.9 
.311

3.2 
.126

558,880            
124,750

678,630            
151,480

197.0            
7.756

181.7            
7.154

244.3            
9.618

258.0            
10.157

21.8 
48.0  E   1328   U   L   1328   U   LP   1328   U   U   1328   E   U   1328   L   E   1328   B   U   1328   B  

102            
4.0157

4.0 
.157

4.0 
.157

935,110            
208,730

1,280,922            
285,920

196.0            
7.717

180.0            
7.087

247.2            
9.732

260.0            
10.236

39.7 
87.3  NU   2328   E   NJ   2328   E   NUP   2328   E   N   2328   E  - -  -

114.3            
4.5000

7.9 
.311

3.2 
.126

1,140,205            
254,510

1,701,907            
379,890

197.0            
7.756

181.7            
7.154

244.3            
9.618

258.0            
10.157

42.7 
93.9  E   5328   U   L   5328   U   LP   5328   U   U   5328   E   U   5328   L   E   5328   B   U   5328   B  

150            
5.9055

225            
8.8583

56 
2.2047

4.0 
.157

2.0 
.079

390,387            
87,140

667,206            
148,930

176.2            
6.937

168.7            
6.642

198.9            
7.831

206.3            
8.122

7.7 
16.9  E   5030   U   L   5030   U   LP   5030   U   U   5030   E   U   5030   L   E   5030   B   U   5030   B  

235            
9.2520

38 
1.4961

2.0 
.079

2.0 
.079

203,840            
45,500

288,960            
64,500

182.4            
7.181

174.6            
6.875

205.6            
8.095

212.7            
8.374

7.0 
15.4  MUC   130    MUL   130    MU   130    MCS   130    ML   130   -  -

66.7            
2.6250

2.0 
.079

2.0 
.079

434,650            
97,020

765,005            
170,760

182.4            
7.181

174.6            
6.875

205.6            
8.095

212.7            
8.374

12.3 
27.1  MUC   5130    MUL   5130    MU   5130    MCS   5130    ML   5130   -  -

270            
10.6299

45 
1.7717

2.5 
.098

2.5 
.098

407,814            
91,030

523,936            
116,950

191.6            
7.543

179.4            
7.063

228.5            
8.996

239.7            
9.437

12.3 
27.1  MUC   230    MUL   230    MU   230    MCS   230    ML   230   -  -

6.4 
.252

2.5 
.098

402,842            
89,920

519,053            
115,860

193.0            
7.598

181.6            
7.150

231.1            
9.100

241.7            
9.516

11.8 
26.0  E   1230   U   L   1230   U   LP   1230   U   U   1230   E   U   1230   L   E   1230   B   U   1230   B  

88.9            
3.5000

6.4 
.252

2.5 
.098

878,797            
196,160

1,414,829            
315,810

193.0            
7.598

181.6            
7.150

231.1            
9.100

241.7            
9.516

24.1 
53.0  E   5230   U   L   5230   U   LP   5230   U   U   5230   E   U   5230   L   E   5230   B   U   5230   B  

177.8            
7.0000

6.4 
.252

2.5 
.098

1,506,669            
336,310

2,829,658            
631,620

193.0            
7.598

181.6            
7.150

231.1            
9.100

241.7            
9.516

44.5 
97.9  E   6230   U   L   6230   U   LP   6230   U   U   6230   E   U   6230   L   E   6230   B   U   6230   B  

320            
12.5984

65 
2.5591

3.0 
.118

3.0 
.118

791,034            
176,570

976,147            
217,890

192.8            
7.591

190.0            
7.480

264.4            
10.410

280.0            
11.024

27.3 
60.1  MUC   330    MUL   330    MU   330    MCS   330    ML   330     -    -  

123.8            
4.8750

7.9 
.311

3.2 
.126

1,355,110            
302,480

1,969,542            
439,630

208.5            
8.209

190.9            
7.516

263.3            
10.366

279.1            
10.988

52.7 
115.9  E   5330   U   L   5330   U   LP   5330   U   U   5330   E   U   5330   L   E   5330   B   U   5330   B  
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E-29

Radial Bearings®

R
a

d
ia

l  
B

e
a

ri
n

g
s

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

160            
6.2992

240            
9.4488

38 
1.4961

4.0 
.157

2.0 
.079

258,272            
57,650

396,480            
88,500

188.8            
7.433

181.2            
7.134

212.7            
8.374

219.3            
8.634

5.9 
13.0  E   1032   U   L   1032   U   LP   1032   U   U   1032   E   U   1032   L   E   1032   B   U   1032   B  

60 
2.3622

4.0 
.157

2.0 
.079

433,619            
96,790

771,814            
172,280

188.8            
7.433

181.2            
7.134

212.7            
8.374

219.3            
8.634

10.0 
22.0  E   5032   U   L   5032   U   LP   5032   U   U   5032   E   U   5032   L   E   5332   B   U   5332   B  

250            
9.8425

40 
1.5748

2.0 
.079

2.0 
.079

231,750            
51,730

327,578            
73,120

192.3            
7.571

184.2            
7.250

218.3            
8.594

225.4            
8.874

8.2 
18.0  MUC   132    MUL   132    MU   132    MCS   132    ML   132     -    -  

73 
2.8750

2.0 
.079

2.0 
.079

498,669            
111,310

877,408            
195,850

192.3            
7.571

184.2            
7.250

218.3            
8.594

225.4            
8.874

14.5 
31.9  MUC   5132    MUL   5132    MU   5132    MCS   5132    ML   5132     -    -  

290            
11.4173

48 
1.8898

2.5 
.098

2.5 
.098

449,882            
100,420

586,387            
130,890

206.0            
8.110

193.7            
7.626

245.2            
9.654

257.2            
10.126

15.5 
34.1  MUC   232    MUL   232    MU   232    MCS   232    ML   232     -    -  

6.4 
.252

2.5 
.098

434,067            
96,890

560,179            
125,040

205.9            
8.106

193.9            
7.634

243.8            
9.598

257.4            
10.134

14.1 
31.0  E   1232   U   L   1232   U   LP   1232   U   U   1232   E   U   1232   L   E   1232   B   U   1232   B  

98.4            
3.8750

6.4 
.252

2.5 
.098

932,154            
208,070

1,496,454            
334,030

205.9            
8.106

193.9            
7.634

243.8            
9.598

257.4            
10.134

30.9 
68.0  E   5232   U   L   5232   U   LP   5232   U   U   5232   E   U   5232   L   E   5232   B   U   5330   B  

196.9            
7.7500

6.4 
.252

2.5 
.098

1,598,150            
356,730

2,992,864            
668,050

205.9            
8.106

193.9            
7.634

243.8            
9.598

257.4            
10.134

57.3 
126.1  E   6232   U   L   6232   U   LP   6232   U   U   6232   E   U   6232   L   E   6232   B   U   6232   B  

340            
13.3858

68 
2.6772

9.5 
.374

3.2 
.126

719,622            
160,630

887,846            
198,180

223.5            
8.799

205.9            
8.106

278.3            
10.957

294.1            
11.579

30.9 
68.0  E   1332   U   L   1332   U   LP   1332   U   U   1332   E   U   1332   L   E   1332   B   U   1332   B  

3.0 
.118

3.0 
.118

815,629            
182,060

995,456            
222,200

220.5            
8.681

203.2            
8.000

283.7            
11.169

298.5            
11.752

32.7 
71.9  MUC   332    MUL   332    MU   332    MCS   332    ML   332     -    -  

170            
6.6929

260            
10.2362

42 
1.6535

4.7 
.185

2.0 
.079

348,230            
77,730

547,232            
122,150

202.1            
7.957

194.9            
7.673

227.1            
8.941

238.1            
9.374

8.6 
18.9  E   1034   U   L   1034   U   LP   1034   U   U   1034   E   U   1034   L   E   1034   B   U   1034   B  

67 
2.6378

4.7 
.185

2.0 
.079

555,117            
123,910

996,621            
222,460

202.1            
7.957

194.9            
7.673

227.1            
8.941

238.1            
9.374

12.3 
27.1  E   5034   U   L   5034   U   LP   5034   U   U   5034   E   U   5034   L   E   5034   B   U   5034   B  

265            
10.4331

76.2            
3.0000

2.5 
.098

2.5 
.098

296,755            
66,240

415,386            
92,720

203.2            
8.000

193.7            
7.626

231.8            
9.125

241.3            
9.500

16.8 
37.0  MUC   5134    MUL   5134    MU   5134    MCS   5134    ML   5134     -    -  

42 
1.6535

2.5 
.098

2.5 
.098

594,630            
132,730

1,015,123            
226,590

203.2            
8.000

193.7            
7.626

231.8            
9.125

241.3            
9.500

9.5 
20.9  MUC   134    MUL   134    MU   134    MCS   134    ML   134     -    -  

310            
12.2047

52 
2.0472

6.4 
.252

3.2 
.126

515,827            
115,140

678,899            
151,540

219.1            
8.626

205.5            
8.091

261.5            
10.295

273.6            
10.772

17.7 
38.9  E   1234   U   L   1234   U   LP   1234   U   U   1234   E   U   1234   L   E   1234   B   U   1234   B  

104.8            
4.1250

6.4 
.252

3.2 
.126

1,058,131            
236,190

1,709,882            
381,670

219.1            
8.626

205.5            
8.091

261.5            
10.295

273.6            
10.772

37.7 
82.9  E   5234   U   L   5234   U   LP   5234   U   U   5234   E   U   5234   L   E   5234   B   U   5234   B  

360            
14.1732

72 
2.8346

3.0 
.118

3.0 
.118

815,494            
182,030

1,009,344            
225,300

235.0            
9.252

219.1            
8.626

298.5            
11.752

314.3            
12.374

37.7 
82.9  MUC   334    MUL   334    MU   334    MCS   334    ML   334     -    -  

139.7            
5.5000

9.5 
.374

3.2 
.126

1,653,568            
369,100

2,473,811            
552,190

236.0            
9.291

216.7            
8.531

295.7            
11.642

313.3            
12.335

75.0 
165.0  E   5334   U   L   5334   U   LP   5334   U   U   5334   E   U   5334   L   E   5334   B   U   5334   B  

180            
7.0866

280            
11.0236

46 
1.8110

4.7 
.185

2.0 
.079

430,886            
96,180

674,061            
150,460

215.3            
8.476

205.6            
8.094

244.6            
9.630

254.4            
10.016

10.9 
24.0  E   1036   U   L   1036   U   LP   1036   U   U   1036   E   U   1036   L   E   1036   B   U   1036   B  

74 
2.9134

4.7 
.185

2.0 
.079

681,139            
152,040

1,214,483            
271,090

215.3            
8.476

205.6            
8.094

244.6            
9.630

254.4            
10.016

12.3 
27.1  E   5036   U   L   5036   U   LP   5036   U   U   5036   E   U   5036   L   E   5036   B   U   5036   B  

44 
1.7323

2.5 
.098

2.5 
.098

337,075            
75,240

476,269            
106,310

214.4            
8.441

204.8            
8.062

245.9            
9.680

255.6            
10.063

11.0 
24.2  MUC   136    MUL   136    MU   136    MCS   136    ML   136     -    -  

82.6            
3.2500

2.5 
.098

2.5 
.098

698,925            
156,010

1,229,715            
274,490

214.4            
8.441

204.8            
8.062

245.9            
9.680

255.6            
10.063

20.5 
45.1  MUC   5136    MUL   5136    MU   5136    MCS   5136    ML   5136     -    -  

320            
12.5984

52 
2.0472

3.0 
.118

3.0 
.118

483,482            
107,920

667,475            
148,990

235.0            
9.252

222.3            
8.752

274.1            
10.791

285.8            
11.252

17.7 
38.9  MUC   236    MUL   236    MU   236    MCS   236    ML   236     -    -  

6.4 
.252

3.2 
.126

513,811            
114,690

683,738            
152,620

229.9            
9.051

216.3            
8.516

272.3            
10.720

284.4            
11.197

19.3 
42.5  E   1236   U   L   1236   U   LP   1236   U   U   1236   E   U   1236   L   E   1236   B   U   1236   B  

108            
4.2500

6.4 
.252

3.2 
.126

1,053,965            
235,260

1,722,112            
384,400

229.9            
9.051

216.3            
8.516

272.3            
10.720

284.4            
11.197

40.5 
89.1  E   5236   U   L   5236   U   LP   5236   U   U   5236   E   U   5236   L   E   5236   B   U   5236   B  

75 
2.9528

3.0 
.118

3.0 
.118

857,920            
191,500

1,092,134            
243,780

250.8            
9.874

231.6            
9.120

309.9            
12.200

327.0            
12.874

43.6 
95.9  MUC   336    MUL   336    MU   336    MCS   336    ML   336     -    -  

s

o

hh

ii

s

BF

r

F

W rr

r

R DoR

Basic Construction Type: Cylindrical Roller Bearing

Rolling Elements: Crowned Cylindrical Rollers

Bearing Material: Through Hardened Bearing 
Grade Steel

Retainer Type: Stamped Steel, Segmented 
Steel, Two Piece Brass, One 
Piece Land Riding Brass

Cylindrical Roller Bearings

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Radial Roller bearings and manufactured to the ABMA RBEC-1 tolerance class.  Bearing manufactured to either RBEC-3, RBEC-5 or special tolerance classes are also available upon request.

Unless otherwise specified all Rollway radial roller bearings are manufactured to ABMA’s RBEC-1 precision class.

*rs and rh are the maximum shaft and housing fillet radius that can be cleared.

Metric dimensions for reference only.
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E-30

Radial Bearings ®

R
a

d
ia

l 
 B

e
a

ri
n

g
s

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

160            
6.2992

240            
9.4488

38 
1.4961

4.0 
.157

2.0 
.079

258,272            
57,650

396,480            
88,500

188.8            
7.433

181.2            
7.134

212.7            
8.374

219.3            
8.634

5.9 
13.0  E   1032   U   L   1032   U   LP   1032   U   U   1032   E   U   1032   L   E   1032   B   U   1032   B  

60 
2.3622

4.0 
.157

2.0 
.079

433,619            
96,790

771,814            
172,280

188.8            
7.433

181.2            
7.134

212.7            
8.374

219.3            
8.634

10.0 
22.0  E   5032   U   L   5032   U   LP   5032   U   U   5032   E   U   5032   L   E   5332   B   U   5332   B  

250            
9.8425

40 
1.5748

2.0 
.079

2.0 
.079

231,750            
51,730

327,578            
73,120

192.3            
7.571

184.2            
7.250

218.3            
8.594

225.4            
8.874

8.2 
18.0  MUC   132    MUL   132    MU   132    MCS   132    ML   132     -    -  

73 
2.8750

2.0 
.079

2.0 
.079

498,669            
111,310

877,408            
195,850

192.3            
7.571

184.2            
7.250

218.3            
8.594

225.4            
8.874

14.5 
31.9  MUC   5132    MUL   5132    MU   5132    MCS   5132    ML   5132     -    -  

290            
11.4173

48 
1.8898

2.5 
.098

2.5 
.098

449,882            
100,420

586,387            
130,890

206.0            
8.110

193.7            
7.626

245.2            
9.654

257.2            
10.126

15.5 
34.1  MUC   232    MUL   232    MU   232    MCS   232    ML   232     -    -  

6.4 
.252

2.5 
.098

434,067            
96,890

560,179            
125,040

205.9            
8.106

193.9            
7.634

243.8            
9.598

257.4            
10.134

14.1 
31.0  E   1232   U   L   1232   U   LP   1232   U   U   1232   E   U   1232   L   E   1232   B   U   1232   B  

98.4            
3.8750

6.4 
.252

2.5 
.098

932,154            
208,070

1,496,454            
334,030

205.9            
8.106

193.9            
7.634

243.8            
9.598

257.4            
10.134

30.9 
68.0  E   5232   U   L   5232   U   LP   5232   U   U   5232   E   U   5232   L   E   5232   B   U   5330   B  

196.9            
7.7500

6.4 
.252

2.5 
.098

1,598,150            
356,730

2,992,864            
668,050

205.9            
8.106

193.9            
7.634

243.8            
9.598

257.4            
10.134

57.3 
126.1  E   6232   U   L   6232   U   LP   6232   U   U   6232   E   U   6232   L   E   6232   B   U   6232   B  

340            
13.3858

68 
2.6772

9.5 
.374

3.2 
.126

719,622            
160,630

887,846            
198,180

223.5            
8.799

205.9            
8.106

278.3            
10.957

294.1            
11.579

30.9 
68.0  E   1332   U   L   1332   U   LP   1332   U   U   1332   E   U   1332   L   E   1332   B   U   1332   B  

3.0 
.118

3.0 
.118

815,629            
182,060

995,456            
222,200

220.5            
8.681

203.2            
8.000

283.7            
11.169

298.5            
11.752

32.7 
71.9  MUC   332    MUL   332    MU   332    MCS   332    ML   332     -    -  

170            
6.6929

260            
10.2362

42 
1.6535

4.7 
.185

2.0 
.079

348,230            
77,730

547,232            
122,150

202.1            
7.957

194.9            
7.673

227.1            
8.941

238.1            
9.374

8.6 
18.9  E   1034   U   L   1034   U   LP   1034   U   U   1034   E   U   1034   L   E   1034   B   U   1034   B  

67 
2.6378

4.7 
.185

2.0 
.079

555,117            
123,910

996,621            
222,460

202.1            
7.957

194.9            
7.673

227.1            
8.941

238.1            
9.374

12.3 
27.1  E   5034   U   L   5034   U   LP   5034   U   U   5034   E   U   5034   L   E   5034   B   U   5034   B  

265            
10.4331

76.2            
3.0000

2.5 
.098

2.5 
.098

296,755            
66,240

415,386            
92,720

203.2            
8.000

193.7            
7.626

231.8            
9.125

241.3            
9.500

16.8 
37.0  MUC   5134    MUL   5134    MU   5134    MCS   5134    ML   5134     -    -  

42 
1.6535

2.5 
.098

2.5 
.098

594,630            
132,730

1,015,123            
226,590

203.2            
8.000

193.7            
7.626

231.8            
9.125

241.3            
9.500

9.5 
20.9  MUC   134    MUL   134    MU   134    MCS   134    ML   134     -    -  

310            
12.2047

52 
2.0472

6.4 
.252

3.2 
.126

515,827            
115,140

678,899            
151,540

219.1            
8.626

205.5            
8.091

261.5            
10.295

273.6            
10.772

17.7 
38.9  E   1234   U   L   1234   U   LP   1234   U   U   1234   E   U   1234   L   E   1234   B   U   1234   B  

104.8            
4.1250

6.4 
.252

3.2 
.126

1,058,131            
236,190

1,709,882            
381,670

219.1            
8.626

205.5            
8.091

261.5            
10.295

273.6            
10.772

37.7 
82.9  E   5234   U   L   5234   U   LP   5234   U   U   5234   E   U   5234   L   E   5234   B   U   5234   B  

360            
14.1732

72 
2.8346

3.0 
.118

3.0 
.118

815,494            
182,030

1,009,344            
225,300

235.0            
9.252

219.1            
8.626

298.5            
11.752

314.3            
12.374

37.7 
82.9  MUC   334    MUL   334    MU   334    MCS   334    ML   334     -    -  

139.7            
5.5000

9.5 
.374

3.2 
.126

1,653,568            
369,100

2,473,811            
552,190

236.0            
9.291

216.7            
8.531

295.7            
11.642

313.3            
12.335

75.0 
165.0  E   5334   U   L   5334   U   LP   5334   U   U   5334   E   U   5334   L   E   5334   B   U   5334   B  

180            
7.0866

280            
11.0236

46 
1.8110

4.7 
.185

2.0 
.079

430,886            
96,180

674,061            
150,460

215.3            
8.476

205.6            
8.094

244.6            
9.630

254.4            
10.016

10.9 
24.0  E   1036   U   L   1036   U   LP   1036   U   U   1036   E   U   1036   L   E   1036   B   U   1036   B  

74 
2.9134

4.7 
.185

2.0 
.079

681,139            
152,040

1,214,483            
271,090

215.3            
8.476

205.6            
8.094

244.6            
9.630

254.4            
10.016

12.3 
27.1  E   5036   U   L   5036   U   LP   5036   U   U   5036   E   U   5036   L   E   5036   B   U   5036   B  

44 
1.7323

2.5 
.098

2.5 
.098

337,075            
75,240

476,269            
106,310

214.4            
8.441

204.8            
8.062

245.9            
9.680

255.6            
10.063

11.0 
24.2  MUC   136    MUL   136    MU   136    MCS   136    ML   136     -    -  

82.6            
3.2500

2.5 
.098

2.5 
.098

698,925            
156,010

1,229,715            
274,490

214.4            
8.441

204.8            
8.062

245.9            
9.680

255.6            
10.063

20.5 
45.1  MUC   5136    MUL   5136    MU   5136    MCS   5136    ML   5136     -    -  

320            
12.5984

52 
2.0472

3.0 
.118

3.0 
.118

483,482            
107,920

667,475            
148,990

235.0            
9.252

222.3            
8.752

274.1            
10.791

285.8            
11.252

17.7 
38.9  MUC   236    MUL   236    MU   236    MCS   236    ML   236     -    -  

6.4 
.252

3.2 
.126

513,811            
114,690

683,738            
152,620

229.9            
9.051

216.3            
8.516

272.3            
10.720

284.4            
11.197

19.3 
42.5  E   1236   U   L   1236   U   LP   1236   U   U   1236   E   U   1236   L   E   1236   B   U   1236   B  

108            
4.2500

6.4 
.252

3.2 
.126

1,053,965            
235,260

1,722,112            
384,400

229.9            
9.051

216.3            
8.516

272.3            
10.720

284.4            
11.197

40.5 
89.1  E   5236   U   L   5236   U   LP   5236   U   U   5236   E   U   5236   L   E   5236   B   U   5236   B  

75 
2.9528

3.0 
.118

3.0 
.118

857,920            
191,500

1,092,134            
243,780

250.8            
9.874

231.6            
9.120

309.9            
12.200

327.0            
12.874

43.6 
95.9  MUC   336    MUL   336    MU   336    MCS   336    ML   336     -    -  
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Radial Bearings®
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Basic Construction Type: Cylindrical Roller Bearing

Rolling Elements: Crowned Cylindrical Rollers

Bearing Material: Through Hardened Bearing 
Grade Steel

Retainer Type: Stamped Steel, Segmented 
Steel, Two Piece Brass, One 
Piece Land Riding Brass

Cylindrical Roller Bearings

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Radial Roller bearings and manufactured to the ABMA RBEC-1 tolerance class.  Bearing manufactured to either RBEC-3, RBEC-5 or special tolerance classes are also available upon request.

Unless otherwise specified all Rollway radial roller bearings are manufactured to ABMA’s RBEC-1 precision class.

*rs and rh are the maximum shaft and housing fillet radius that can be cleared.

Metric dimensions for reference only.

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

190            
7.4803

290            
11.4173

46 
1.8110

4.7 
.185

2.5 
.098

428,422            
95,630

677,376            
151,200

226.9            
8.933

215.6            
8.488

26.3            
1.035

264.4            
10.409

10.9 
24.0  E   1038   U   L   1038   U   LP   1038   U   U   1038   E   U   1038   L   E   1038   B   U   1038   B  

75 
2.9528

4.7 
.185

2.5 
.098

677,197            
151,160

1,220,486            
272,430

226.9            
8.933

215.6            
8.488

26.3            
1.035

264.4            
10.409

19.1 
42.0  E   5038   U   L   5038   U   LP   5038   U   U   5038   E   U   5038   L   E   5038   B   U   5038   B  

300            
11.8110

300            
11.8110

85.7            
3.3750

2.5 
.098

2.5 
.098

742,022            
165,630

1,341,805            
299,510

229.2            
9.024

219.0            
8.623

259.7            
10.225

269.9            
10.626

23.6 
51.9  MUC   5138     MUL   5138 MU   5138 MCS   5138 ML   5138 -   -  

46 
1.8110

2.5 
.098

2.5 
.098

357,907            
79,890

525,414            
117,280

229.2            
9.024

219.0            
8.623

259.7            
10.225

269.9            
10.626

14.1 
31.0  MUC   138 MUL 138 MU   138 MCS   138 ML   138  -  - 

340            
13.3858

114.3            
4.5000

7.9 
.311

3.2 
.126

1,253,862            
279,880

2,111,245            
471,260

243.3            
9.579

228.9            
9.012

288.2            
11.346

301.0            
11.850

45.0 
99.0  E   5238   U   L   5238   U   LP   5238   U   U   5238   E   U   5238   L   E   5238   B   U   5238   B  

400            
15.7480

78 
3.0709

4.0 
.157

4.0 
.157

925,120            
206,500

1,168,653            
260,860

262.9            
10.350

244.5            
9.626

303.4            
11.945

346.1            
13.626

50.0 
110.0  MUC   338    MUL   338    MU   338    MCS   338    ML   338    -  - 

200            
7.8740

310            
12.2047

82 
3.2283

4.7 
.185

2.0 
.079

783,731            
174,940

1,384,947            
309,140

238.6            
9.394

227.7            
8.965

271.6            
10.693

282.3            
11.114

23.2 
51.0  E   5040   U   L   5040   U   LP   5040   U   U   5040   E   U   5040   L   E   5040   B   U   5040   B  

320            
12.5984

48 
1.8898

2.5 
.098

2.5 
.098

431,917            
96,410

628,365            
140,260

243.5            
9.587

231.8            
9.126

278.9            
10.980

288.9            
11.374

17.5 
38.5  MUC   140    MUL   140    MU   140    MCS   140    ML   140    -  - 

88.9            
3.5000

2.5 
.098

2.5 
.098

850,214            
189,780

1,501,069            
335,060

243.5            
9.587

231.8            
9.126

278.9            
10.980

288.9            
11.374

30.5 
67.1  MUC   5140    MUL   5140    MU   5140    MCS   5140    ML   5140    -  - 

360            
14.1732

58 
2.2835

7.9 
.311

3.2 
.126

622,810            
139,020

838,701            
187,210

257.4            
10.134

242.2            
9.535

304.9            
12.004

318.5            
12.539

25.9 
57.0  E   1240   U   L   1240   U   LP   1240   U   U   1240   E   U   1240   L   E   1240   B   U   1240   B  

120.7            
4.7500

7.9 
.311

3.2 
.126

1,344,358            
300,080

2,255,546            
503,470

257.4            
10.134

242.2            
9.535

304.9            
12.004

318.5            
12.539

55.9 
123.0  E   5240   U   L   5240   U   LP   5240   U   U   5240   E   U   5240   L   E   5240   B   U   5240   B  

420            
16.5354

165.1            
6.5000

4.0 
.157

4.0 
.157

2,114,336            
471,950

3,434,726            
766,680

280.5            
11.043

260.4            
10.252

346.1            
13.626

362.0            
14.252

121.8            
268.0  E   5340   U   L   5340   U   LP   5340   U   U   5340   E   U   5340   L   E   5340   B   U   5340   B  

210            
8.2677

340            
13.3858

50 
1.9685

2.5 
.098

2.5 
.098

515,738            
115,120

746,234            
166,570

257.0            
10.118

244.5            
9.626

295.1            
11.618

308.0            
12.126

20.9 
46.0  MUC   142    MUL   142    MU   142    MCS   142    ML   142    -  - 

95.3            
3.7500

2.5 
.098

2.5 
.098

963,379            
215,040

1,666,426            
371,970

257.0            
10.118

244.5            
9.626

295.1            
11.618

308.0            
12.126

37.7 
82.9  MUC   5142    MUL   5142    MU   5142    MCS   5142    ML   5142    -  - 

380            
14.9606

62 
2.4409

3.0 
.118

3.0 
.118

672,000            
150,000

945,370            
211,020

276.5            
10.886

260.4            
10.252

323.9            
12.752

336.6            
13.252

31.4 
69.1  MUC   242    MUL   242    MU   242    MCS   242    ML   242    -  - 

127            
5.0000

9.5 
.374

3.2 
.126

1,573,107            
351,140

2,663,091            
594,440

270.1            
10.634

253.6            
9.984

320.2            
12.606

336.2            
13.236

72.5 
159.5  E   5242   U   L   5242   U   LP   5242   U   U   5242   E   U   5242   L   E   5242   B   U   5242   B  

440            
17.3228

84 
3.3071

4.0 
.157

4.0 
.157

1,095,987            
244,640

1,434,675            
320,240

287.8            
11.331

269.9            
10.626

359.9            
14.169

377.8            
14.874

66.8 
147.0  MUC   342    MUL   342    MU   342    MCS   342    ML   342    -  - 

220            
8.6614

340            
13.3858

75 
2.9578

6.4 
.252

2.5 
.098

940,352            
209,900

1,750,470            
390,730

262.8            
10.346

251.4            
9.898

297.3            
11.705

308.6            
12.150

30.9 
68.0  E   5044   U   L   5044   U   LP   5044   U   U   5044   E   U   5044   L   E   5044   B   U   5044   B  

350            
13.7796

98 
3.8750

2.5 
.098

2.5 
.098

1,031,296            
230,200

1,841,370            
411,020

265.4            
10.449

254.0            
10.000

307.0            
12.085

317.5            
12.500

37.7 
82.9  MUC   5144    MUL   5144    MU   5144    MCS   5144    ML   5144    -  - 

400            
15.7480

65 
2.5591

3.0 
.118

3.0 
.118

749,190            
167,230

1,041,421            
232,460

286.5            
11.280

269.9            
10.626

336.6            
13.252

352.4            
13.874

36.4 
80.1  MUC   244    MUL   244    MU   244    MCS   244    ML   244    -  - 

9.5 
.374

3.2 
.126

835,565            
186,510

1,137,830            
253,980

283.2            
11.150

265.5            
10.453

342.4            
13.480

354.4            
13.953

37.7 
82.9  E   1244   U   L   1244   U   LP   1244   U   U   1244   E   U   1244   L   E   1244   B   U   1244   B  

133.4            
5.2500

9.5 
.374

3.2 
.126

1,721,126            
384,180

2,881,222            
643,130

283.2            
11.150

265.5            
10.453

342.4            
13.480

354.4            
13.953

77.2 
169.8  E   5244   U   L   5244   U   LP   5244   U   U   5244   E   U   5244   L   E   5244   B   U   5244   B  

230            
9.0551

370            
14.5669

53 
2.0866

2.5 
.098

2.5 
.098

603,590            
134,730

878,886            
196,180

280.2            
11.031

266.7            
10.500

323.9            
12.752

336.6            
13.252

25.5 
56.1  MUC   146    MUL   146    MU   146    MCS   146    ML   146    -  - 

101.6            
4.0000

2.5 
.098

2.5 
.098

1,095,002            
244,420

1,890,157            
421,910

280.2            
11.031

266.7            
10.500

323.9            
12.752

336.6            
13.252

44.1 
97.0  MUC   5146    MUL   5146    MU   5146    MCS   5146    ML   5146    -  - 

420            
16.5354

69 
2.7165

3.0 
.118

3.0 
.118

831,578            
185,620

1,147,776            
256,200

299.6            
11.795

282.6            
11.126

354.5            
13.957

371.5            
14.626

43.2 
95.0  MUC   246    MUL   246    MU   246    MCS   246    ML   246    -  - 
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Radial Bearings ®
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Cylindrical Roller Bearings
B D W Rs Rh C Co Fi Ri Fo Ro

Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

190            
7.4803

290            
11.4173

46 
1.8110

4.7 
.185

2.5 
.098

428,422            
95,630

677,376            
151,200

226.9            
8.933

215.6            
8.488

26.3            
1.035

264.4            
10.409

10.9 
24.0  E   1038   U   L   1038   U   LP   1038   U   U   1038   E   U   1038   L   E   1038   B   U   1038   B  

75 
2.9528

4.7 
.185

2.5 
.098

677,197            
151,160

1,220,486            
272,430

226.9            
8.933

215.6            
8.488

26.3            
1.035

264.4            
10.409

19.1 
42.0  E   5038   U   L   5038   U   LP   5038   U   U   5038   E   U   5038   L   E   5038   B   U   5038   B  

300            
11.8110

300            
11.8110

85.7            
3.3750

2.5 
.098

2.5 
.098

742,022            
165,630

1,341,805            
299,510

229.2            
9.024

219.0            
8.623

259.7            
10.225

269.9            
10.626

23.6 
51.9  MUC   5138     MUL   5138 MU   5138 MCS   5138 ML   5138 -   -  

46 
1.8110

2.5 
.098

2.5 
.098

357,907            
79,890

525,414            
117,280

229.2            
9.024

219.0            
8.623

259.7            
10.225

269.9            
10.626

14.1 
31.0  MUC   138 MUL 138 MU   138 MCS   138 ML   138  -  - 

340            
13.3858

114.3            
4.5000

7.9 
.311

3.2 
.126

1,253,862            
279,880

2,111,245            
471,260

243.3            
9.579

228.9            
9.012

288.2            
11.346

301.0            
11.850

45.0 
99.0  E   5238   U   L   5238   U   LP   5238   U   U   5238   E   U   5238   L   E   5238   B   U   5238   B  

400            
15.7480

78 
3.0709

4.0 
.157

4.0 
.157

925,120            
206,500

1,168,653            
260,860

262.9            
10.350

244.5            
9.626

303.4            
11.945

346.1            
13.626

50.0 
110.0  MUC   338    MUL   338    MU   338    MCS   338    ML   338    -  - 

200            
7.8740

310            
12.2047

82 
3.2283

4.7 
.185

2.0 
.079

783,731            
174,940

1,384,947            
309,140

238.6            
9.394

227.7            
8.965

271.6            
10.693

282.3            
11.114

23.2 
51.0  E   5040   U   L   5040   U   LP   5040   U   U   5040   E   U   5040   L   E   5040   B   U   5040   B  

320            
12.5984

48 
1.8898

2.5 
.098

2.5 
.098

431,917            
96,410

628,365            
140,260

243.5            
9.587

231.8            
9.126

278.9            
10.980

288.9            
11.374

17.5 
38.5  MUC   140    MUL   140    MU   140    MCS   140    ML   140    -  - 

88.9            
3.5000

2.5 
.098

2.5 
.098

850,214            
189,780

1,501,069            
335,060

243.5            
9.587

231.8            
9.126

278.9            
10.980

288.9            
11.374

30.5 
67.1  MUC   5140    MUL   5140    MU   5140    MCS   5140    ML   5140    -  - 

360            
14.1732

58 
2.2835

7.9 
.311

3.2 
.126

622,810            
139,020

838,701            
187,210

257.4            
10.134

242.2            
9.535

304.9            
12.004

318.5            
12.539

25.9 
57.0  E   1240   U   L   1240   U   LP   1240   U   U   1240   E   U   1240   L   E   1240   B   U   1240   B  

120.7            
4.7500

7.9 
.311

3.2 
.126

1,344,358            
300,080

2,255,546            
503,470

257.4            
10.134

242.2            
9.535

304.9            
12.004

318.5            
12.539

55.9 
123.0  E   5240   U   L   5240   U   LP   5240   U   U   5240   E   U   5240   L   E   5240   B   U   5240   B  

420            
16.5354

165.1            
6.5000

4.0 
.157

4.0 
.157

2,114,336            
471,950

3,434,726            
766,680

280.5            
11.043

260.4            
10.252

346.1            
13.626

362.0            
14.252

121.8            
268.0  E   5340   U   L   5340   U   LP   5340   U   U   5340   E   U   5340   L   E   5340   B   U   5340   B  

210            
8.2677

340            
13.3858

50 
1.9685

2.5 
.098

2.5 
.098

515,738            
115,120

746,234            
166,570

257.0            
10.118

244.5            
9.626

295.1            
11.618

308.0            
12.126

20.9 
46.0  MUC   142    MUL   142    MU   142    MCS   142    ML   142    -  - 

95.3            
3.7500

2.5 
.098

2.5 
.098

963,379            
215,040

1,666,426            
371,970

257.0            
10.118

244.5            
9.626

295.1            
11.618

308.0            
12.126

37.7 
82.9  MUC   5142    MUL   5142    MU   5142    MCS   5142    ML   5142    -  - 

380            
14.9606

62 
2.4409

3.0 
.118

3.0 
.118

672,000            
150,000

945,370            
211,020

276.5            
10.886

260.4            
10.252

323.9            
12.752

336.6            
13.252

31.4 
69.1  MUC   242    MUL   242    MU   242    MCS   242    ML   242    -  - 

127            
5.0000

9.5 
.374

3.2 
.126

1,573,107            
351,140

2,663,091            
594,440

270.1            
10.634

253.6            
9.984

320.2            
12.606

336.2            
13.236

72.5 
159.5  E   5242   U   L   5242   U   LP   5242   U   U   5242   E   U   5242   L   E   5242   B   U   5242   B  

440            
17.3228

84 
3.3071

4.0 
.157

4.0 
.157

1,095,987            
244,640

1,434,675            
320,240

287.8            
11.331

269.9            
10.626

359.9            
14.169

377.8            
14.874

66.8 
147.0  MUC   342    MUL   342    MU   342    MCS   342    ML   342    -  - 

220            
8.6614

340            
13.3858

75 
2.9578

6.4 
.252

2.5 
.098

940,352            
209,900

1,750,470            
390,730

262.8            
10.346

251.4            
9.898

297.3            
11.705

308.6            
12.150

30.9 
68.0  E   5044   U   L   5044   U   LP   5044   U   U   5044   E   U   5044   L   E   5044   B   U   5044   B  

350            
13.7796

98 
3.8750

2.5 
.098

2.5 
.098

1,031,296            
230,200

1,841,370            
411,020

265.4            
10.449

254.0            
10.000

307.0            
12.085

317.5            
12.500

37.7 
82.9  MUC   5144    MUL   5144    MU   5144    MCS   5144    ML   5144    -  - 

400            
15.7480

65 
2.5591

3.0 
.118

3.0 
.118

749,190            
167,230

1,041,421            
232,460

286.5            
11.280

269.9            
10.626

336.6            
13.252

352.4            
13.874

36.4 
80.1  MUC   244    MUL   244    MU   244    MCS   244    ML   244    -  - 

9.5 
.374

3.2 
.126

835,565            
186,510

1,137,830            
253,980

283.2            
11.150

265.5            
10.453

342.4            
13.480

354.4            
13.953

37.7 
82.9  E   1244   U   L   1244   U   LP   1244   U   U   1244   E   U   1244   L   E   1244   B   U   1244   B  

133.4            
5.2500

9.5 
.374

3.2 
.126

1,721,126            
384,180

2,881,222            
643,130

283.2            
11.150

265.5            
10.453

342.4            
13.480

354.4            
13.953

77.2 
169.8  E   5244   U   L   5244   U   LP   5244   U   U   5244   E   U   5244   L   E   5244   B   U   5244   B  

230            
9.0551

370            
14.5669

53 
2.0866

2.5 
.098

2.5 
.098

603,590            
134,730

878,886            
196,180

280.2            
11.031

266.7            
10.500

323.9            
12.752

336.6            
13.252

25.5 
56.1  MUC   146    MUL   146    MU   146    MCS   146    ML   146    -  - 

101.6            
4.0000

2.5 
.098

2.5 
.098

1,095,002            
244,420

1,890,157            
421,910

280.2            
11.031

266.7            
10.500

323.9            
12.752

336.6            
13.252

44.1 
97.0  MUC   5146    MUL   5146    MU   5146    MCS   5146    ML   5146    -  - 

420            
16.5354

69 
2.7165

3.0 
.118

3.0 
.118

831,578            
185,620

1,147,776            
256,200

299.6            
11.795

282.6            
11.126

354.5            
13.957

371.5            
14.626

43.2 
95.0  MUC   246    MUL   246    MU   246    MCS   246    ML   246    -  - 

Bearing Selection
Page E-3

Nomenclature Aid
Page E-8

Features & Benefits
Page E-11

Product Options
Page E-13

Technical Engineering
Page E-35



E-33

Radial Bearings®
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Basic Construction Type: Cylindrical Roller Bearing

Rolling Elements: Crowned Cylindrical Rollers

Bearing Material: Through Hardened Bearing 
Grade Steel

Retainer Type: Stamped Steel, Segmented 
Steel, Two Piece Brass, One 
Piece Land Riding Brass

Cylindrical Roller Bearings

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Radial Roller bearings and manufactured to the ABMA RBEC-1 tolerance class.  Bearing manufactured to either RBEC-3, RBEC-5 or special tolerance classes are also available upon request.

Unless otherwise specified all Rollway radial roller bearings are manufactured to ABMA’s RBEC-1 precision class.

*rs and rh are the maximum shaft and housing fillet radius that can be cleared.

Metric dimensions for reference only.

B D W Rs Rh C Co Fi Ri Fo Ro
Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

240            
9.4488

390            
15.3545

55 
2.1654

2.5 
.098

2.5 
.098

694,355            
154,990

1,003,162            
223,920

291.6            
11.480

277.8            
10.937

342.4            
13.480

354.0            
13.937

30.7 
67.5  MUC   148    MUL   148    MU   148    MCS   148    ML   148    -  - 

108            
4.2500

2.5 
.098

2.5 
.098

1,209,734            
270,030

2,048,122            
457,170

291.6            
11.480

277.8            
10.937

342.4            
13.480

354.0            
13.937

52.7 
115.9  MUC   5148    MUL   5148    MU   5148    MCS   5148    ML   5148    -  - 

440            
17.3228

72 
2.8346

3.0 
.118

3.0 
.118

931,347            
207,890

1,283,878            
286,580

309.1            
12.169

293.7            
11.563

373.6            
14.709

388.9            
15.311

50.0 
110.0  MUC   248    MUL   248    MU   248    MCS   248    ML   248    -  - 

146.1            
5.7500

9.5 
.374

3.2 
.126

2,192,243            
489,340

3,694,746            
824,720

311.6            
12.268

291.2            
11.465

374.9            
14.760

393.1            
15.476

103.0            
226.6  E   5248   U   L   5248   U   LP   5248   U   U   5248   E   U   5248   L   E   5248   B   U   5248   B  

500            
19.6850

95 
3.7402

4.0 
.157

4.0 
.157

1,335,488            
298,100

1,780,621            
397,460

328.4            
12.929

308.0            
12.126

408.3            
16.075

428.6            
16.874

95.0 
209.0  MUC   348    MUL   348    MU   348    MCS   348    ML   348    -  - 

250            
9.8425

410            
16.1419

57 
2.2441

3.0 
.118

3.0 
.118

715,187            
159,640

1,060,237            
236,660

308.7            
12.154

293.7            
11.563

354.1            
13.942

369.9            
14.563

32.3 
71.1  MUC   150    MUL   150    MU   150    MCS   150    ML   150    -  - 

111.1            
4.3750

3.0 
.118

3.0 
.118

1,290,733            
288,110

2,264,998            
505,580

308.7            
12.154

293.7            
11.563

354.1            
13.942

369.9            
14.563

60.9 
134.0  MUC   5150    MUL   5150    MU   5150    MCS   5150    ML   5150    -  - 

520            
20.4724

196.9            
7.7500

4.0 
.157

4.0 
.157

2,748,973            
613,610

4,581,472            
1,022,650

354.3            
13.949

330.2            
13.000

431.8            
17.000

450.9            
17.752

224.8            
494.6  E   5350   U   L   5350   U   LP   5350   U   U   5350   E   U   5350   L   E   5350   B   U   5350   B  

260            
10.2362

430            
16.9291

59 
2.3228

3.0 
.118

3.0 
.118

736,109            
164,310

1,116,685            
249,260

322.8            
12.709

308.0            
12.126

372.4            
14.661

384.2            
15.126

38.2 
84.0  MUC   152    MUL   152    MU   152    MCS   152    ML   152    -  - 

114.3            
4.5000

3.0 
.118

3.0 
.118

1,374,061            
306,710

2,491,328            
556,100

322.8            
12.709

308.0            
12.126

372.4            
14.661

384.2            
15.126

69.5 
152.9  MUC   5152    MUL   5152    MU   5152    MCS   5152    ML   5152    -  - 

480            
18.8976

158.8            
6.2500

4.0 
.157

4.0 
.157

2,104,480            
469,750

3,593,274            
802,070

336.7            
13.256

320.7            
12.626

406.1            
15.988

422.3            
16.626

136.0            
299.2  E   5252   U   L   5252   U   LP   5252   U   U   5252   E   U   5252   L   E   5252   B   U   5252   B  

540            
21.2598

102            
4.0157

5.0 
.197

5.0 
.197

1,546,810            
345,270

2,138,886            
477,430

365.3            
14.382

342.9            
13.500

445.8            
17.551

469.9            
18.500

130.5            
287.1  MUC   352    MUL   352    MU   352    MCS   352    ML   352    -  - 

280            
11.0236

460            
18.1102

123.8            
4.8750

3.0 
.118

3.0 
.118

1,589,683            
354,840

2,906,400            
648,750

346.6            
13.646

330.2            
13.000

398.8            
15.701

412.8            
16.252

82.3 
181.1  MUC   5156    MUL   5156    MU   5156    MCS   5156    ML   5156    -  - 

500            
19.6850

165.1            
6.5000

9.5 
.374

4.0 
.157

2,845,696            
635,200

4,978,714            
1,111,320

355.6            
14.000

333.0            
13.110

427.2            
16.819

447.3            
17.610

146.8            
323.0  E   5256   U   L   5256   U   LP   5256   U   U   5256   E   U   5256   L   E   5256   B   U   5256   B  

580            
22.8346

215.9            
8.5000

12.7 
.500

5.0 
.197

4,261,197            
951,160

6,441,344            
1,437,800

368.0            
14.488

339.9            
13.382

487.4            
19.189

517.7            
20.382

278.1            
611.8  E   5356   U   L   5356   U   LP   5356   U   U   5356   E   U   5356   L   E   5356   B   U   5356   B  

300            
11.8110

480            
18.8970

127            
5.0000

8.0 
.315

3.2 
.126

1,720,006            
383,930

3,094,246            
690,680

360.7            
14.201

344.5            
13.563

419.0            
16.496

433.4            
17.063

65.5 
144.1  MUC   5160 MUL   5160 MU   5160 MCS   5160 ML   5160  -  - 

540            
21.2590

85 
3.3465

12.7 
.500

4.0 
.157

1,710,240            
381,750

2,178,758            
486,330

366.6            
14.433

343.8            
13.535

470.3            
18.516

496.2            
19.535

86.3 
189.9  E   1260   U   L   1260   U   LP   1260   U   U   1260   E   U   1260   L   E   1260   B   U   1260   B  

320            
12.5984

500            
19.6850

71 
2.7953

3.0 
.118

3.0 
.118

982,778            
219,370

1,531,712            
341,900

381.3            
15.012

363.5            
14.311

437.1            
17.209

452.4            
17.811

64.5 
141.9  MUC   164    MUL   164    MU   164    MCS   164    ML   164    -  - 

130.2            
5.1250

4.0 
.157

3.0 
.118

1,768,928            
394,850

3,261,082            
727,920

381.3            
15.012

363.5            
14.311

437.1            
17.209

452.4            
17.811

99.5 
218.9  MUC   5164    MUL   5164    MU   5164    MCS   5164    ML   5164    -  - 

340            
13.3850

530            
20.8661

133.4            
5.2500 - - 1,452,819            

324,290
2,892,198            
645,580

415.4            
16.354

399.3            
15.720

462.6            
18.213

475.5            
18.720

110.0            
242.0  MUC   5168    MUL   5168    MU   5168    MCS   5168    ML   5168    -  - 

425            
16.7480

610            
24.0157

146 .1           
5.7500 - - 2,086,560            

465,750
4,106,054            
916,530

469.9            
18.500

453.7            
17.862

532.8            
20.976

549.0            
21.614

154.5            
339.9  MUC   5180    MUL   5180    MU   5180    MCS   5180    ML   5180    -  - 

440            
17.3228

660            
25.9843

158.8            
6.2500 - - 2,180,819            

486,790
4,490,528            
1,002,350

520.8            
20.504

503.7            
19.831

582.8            
22.945

599.0            
23.583

191.8            
422.0  MUC   5188 MUL   5188 MU   5188 MCS   5188 ML   5188  -  - 
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Radial Bearings ®
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Cylindrical Roller Bearings
B D W Rs Rh C Co Fi Ri Fo Ro

Bearing  
Weight Inner Race  

Separable Both  
Directions

Inner Race  
Separable One  

Direction

Two Piece  
Inner Race  

Four-Flange  
Design

Outer Race  
Separable Both  

Directions

Outer Race  
Separable  

One Direction

Inner Race  
Separable Both  

Directions
Non-SeparableBore Outside 

Diameter Width Corner* Basic Dynamic 
Rating

Basic Static 
Rating

Flange O.D. 
Inner Race

O.D. Inner  
Race

Flange I.D. 
Outer Race

I.D. Outer  
Race

mm 
inch

mm 
inch

mm 
inch

mm 
inch

mm 
inch N/lb N/lb mm 

inch
mm 
inch

mm 
inch

mm 
inch

kg 
lb

240            
9.4488

390            
15.3545

55 
2.1654

2.5 
.098

2.5 
.098

694,355            
154,990

1,003,162            
223,920

291.6            
11.480

277.8            
10.937

342.4            
13.480

354.0            
13.937

30.7 
67.5  MUC   148    MUL   148    MU   148    MCS   148    ML   148    -  - 

108            
4.2500

2.5 
.098

2.5 
.098

1,209,734            
270,030

2,048,122            
457,170

291.6            
11.480

277.8            
10.937

342.4            
13.480

354.0            
13.937

52.7 
115.9  MUC   5148    MUL   5148    MU   5148    MCS   5148    ML   5148    -  - 

440            
17.3228

72 
2.8346

3.0 
.118

3.0 
.118

931,347            
207,890

1,283,878            
286,580

309.1            
12.169

293.7            
11.563

373.6            
14.709

388.9            
15.311

50.0 
110.0  MUC   248    MUL   248    MU   248    MCS   248    ML   248    -  - 

146.1            
5.7500

9.5 
.374

3.2 
.126

2,192,243            
489,340

3,694,746            
824,720

311.6            
12.268

291.2            
11.465

374.9            
14.760

393.1            
15.476

103.0            
226.6  E   5248   U   L   5248   U   LP   5248   U   U   5248   E   U   5248   L   E   5248   B   U   5248   B  

500            
19.6850

95 
3.7402

4.0 
.157

4.0 
.157

1,335,488            
298,100

1,780,621            
397,460

328.4            
12.929

308.0            
12.126

408.3            
16.075

428.6            
16.874

95.0 
209.0  MUC   348    MUL   348    MU   348    MCS   348    ML   348    -  - 

250            
9.8425

410            
16.1419

57 
2.2441

3.0 
.118

3.0 
.118

715,187            
159,640

1,060,237            
236,660

308.7            
12.154

293.7            
11.563

354.1            
13.942

369.9            
14.563

32.3 
71.1  MUC   150    MUL   150    MU   150    MCS   150    ML   150    -  - 

111.1            
4.3750

3.0 
.118

3.0 
.118

1,290,733            
288,110

2,264,998            
505,580

308.7            
12.154

293.7            
11.563

354.1            
13.942

369.9            
14.563

60.9 
134.0  MUC   5150    MUL   5150    MU   5150    MCS   5150    ML   5150    -  - 

520            
20.4724

196.9            
7.7500

4.0 
.157

4.0 
.157

2,748,973            
613,610

4,581,472            
1,022,650

354.3            
13.949

330.2            
13.000

431.8            
17.000

450.9            
17.752

224.8            
494.6  E   5350   U   L   5350   U   LP   5350   U   U   5350   E   U   5350   L   E   5350   B   U   5350   B  

260            
10.2362

430            
16.9291

59 
2.3228

3.0 
.118

3.0 
.118

736,109            
164,310

1,116,685            
249,260

322.8            
12.709

308.0            
12.126

372.4            
14.661

384.2            
15.126

38.2 
84.0  MUC   152    MUL   152    MU   152    MCS   152    ML   152    -  - 

114.3            
4.5000

3.0 
.118

3.0 
.118

1,374,061            
306,710

2,491,328            
556,100

322.8            
12.709

308.0            
12.126

372.4            
14.661

384.2            
15.126

69.5 
152.9  MUC   5152    MUL   5152    MU   5152    MCS   5152    ML   5152    -  - 

480            
18.8976

158.8            
6.2500

4.0 
.157

4.0 
.157

2,104,480            
469,750

3,593,274            
802,070

336.7            
13.256

320.7            
12.626

406.1            
15.988

422.3            
16.626

136.0            
299.2  E   5252   U   L   5252   U   LP   5252   U   U   5252   E   U   5252   L   E   5252   B   U   5252   B  

540            
21.2598

102            
4.0157

5.0 
.197

5.0 
.197

1,546,810            
345,270

2,138,886            
477,430

365.3            
14.382

342.9            
13.500

445.8            
17.551

469.9            
18.500

130.5            
287.1  MUC   352    MUL   352    MU   352    MCS   352    ML   352    -  - 

280            
11.0236

460            
18.1102

123.8            
4.8750

3.0 
.118

3.0 
.118

1,589,683            
354,840

2,906,400            
648,750

346.6            
13.646

330.2            
13.000

398.8            
15.701

412.8            
16.252

82.3 
181.1  MUC   5156    MUL   5156    MU   5156    MCS   5156    ML   5156    -  - 

500            
19.6850

165.1            
6.5000

9.5 
.374

4.0 
.157

2,845,696            
635,200

4,978,714            
1,111,320

355.6            
14.000

333.0            
13.110

427.2            
16.819

447.3            
17.610

146.8            
323.0  E   5256   U   L   5256   U   LP   5256   U   U   5256   E   U   5256   L   E   5256   B   U   5256   B  

580            
22.8346

215.9            
8.5000

12.7 
.500

5.0 
.197

4,261,197            
951,160

6,441,344            
1,437,800

368.0            
14.488

339.9            
13.382

487.4            
19.189

517.7            
20.382

278.1            
611.8  E   5356   U   L   5356   U   LP   5356   U   U   5356   E   U   5356   L   E   5356   B   U   5356   B  

300            
11.8110

480            
18.8970

127            
5.0000

8.0 
.315

3.2 
.126

1,720,006            
383,930

3,094,246            
690,680

360.7            
14.201

344.5            
13.563

419.0            
16.496

433.4            
17.063

65.5 
144.1  MUC   5160 MUL   5160 MU   5160 MCS   5160 ML   5160  -  - 

540            
21.2590

85 
3.3465

12.7 
.500

4.0 
.157

1,710,240            
381,750

2,178,758            
486,330

366.6            
14.433

343.8            
13.535

470.3            
18.516

496.2            
19.535

86.3 
189.9  E   1260   U   L   1260   U   LP   1260   U   U   1260   E   U   1260   L   E   1260   B   U   1260   B  

320            
12.5984

500            
19.6850

71 
2.7953

3.0 
.118

3.0 
.118

982,778            
219,370

1,531,712            
341,900

381.3            
15.012

363.5            
14.311

437.1            
17.209

452.4            
17.811

64.5 
141.9  MUC   164    MUL   164    MU   164    MCS   164    ML   164    -  - 

130.2            
5.1250

4.0 
.157

3.0 
.118

1,768,928            
394,850

3,261,082            
727,920

381.3            
15.012

363.5            
14.311

437.1            
17.209

452.4            
17.811

99.5 
218.9  MUC   5164    MUL   5164    MU   5164    MCS   5164    ML   5164    -  - 

340            
13.3850

530            
20.8661

133.4            
5.2500 - - 1,452,819            

324,290
2,892,198            
645,580

415.4            
16.354

399.3            
15.720

462.6            
18.213

475.5            
18.720

110.0            
242.0  MUC   5168    MUL   5168    MU   5168    MCS   5168    ML   5168    -  - 

425            
16.7480

610            
24.0157

146 .1           
5.7500 - - 2,086,560            

465,750
4,106,054            
916,530

469.9            
18.500

453.7            
17.862

532.8            
20.976

549.0            
21.614

154.5            
339.9  MUC   5180    MUL   5180    MU   5180    MCS   5180    ML   5180    -  - 

440            
17.3228

660            
25.9843

158.8            
6.2500 - - 2,180,819            

486,790
4,490,528            
1,002,350

520.8            
20.504

503.7            
19.831

582.8            
22.945

599.0            
23.583

191.8            
422.0  MUC   5188 MUL   5188 MU   5188 MCS   5188 ML   5188  -  - 

Bearing Selection
Page E-3
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Page E-8

Features & Benefits
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Radial Engineering Section continued

Standard Tolerances RBEC-1

Standard Tolerances RBEC-3

Outside Diameter Outside Diameter Tolerance
over incl high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

1.1810            
30

1.9685            
50

0.0000 
0.0000

0.0005            
0.0127

1.9685            
50

3.1496            
80

0.0000 
0.0000

0.0005            
0.0127

3.1496            
80

4.7244            
120

0.0000 
0.0000

0.0006            
0.0152

4.7244            
120

5.9055            
150

0.0000 
0.0000

0.0007            
0.0178

5.9055            
150

7.0866            
180

0.0000 
0.0000

0.0010            
0.0254

7.0866            
180

9.8425            
250

0.0000 
0.0000

0.0012            
0.0305

9.8425            
250

12.4016            
315

0.0000 
0.0000

0.0014            
0.0356

12.4016            
315

15.7480            
400

0.0000 
0.0000

0.0016            
0.0406

15.7480            
400

19.6850            
500

0.0000            
0.0000

0.0018            
0.0457

19.6850            
500

24.8031            
630

0.0000            
0.0000

0.0020            
0.0508

24.8031            
630

31.4961            
800

0.0000            
0.0000

0.0030            
0.0762

31.4961            
800

39.3701            
1,000

0.0000            
0.0000

0.0039            
0.0991

39.3701            
1,000

49.2126            
1,250

0.0000            
0.0000

0.0049            
0.1245

Bore Diameter Bore Tolerance Width Tolerance
over incl high (+) low (-) high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000 
0

1.1810 
30

0.0000 
0.0000

0.0004 
0.0102

0.0000 
0.0000

0.0047 
0.1194

1.1810 
30

1.9685 
50

0.0000 
0.0000

0.0005 
0.0127

0.0000 
0.0000

0.0047 
0.1194

1.9685 
50

3.1496 
80

0.0000 
0.0000

0.0006 
0.0152

0.0000 
0.0000

0.0059 
0.1499

3.1496 
80

4.7244 
120

0.0000 
0.0000

0.0008 
0.0203

0.0000 
0.0000

0.0079 
0.2007

4.7244 
120

7.0866 
180

0.0000 
0.0000

0.0010 
0.0254

0.0000 
0.0000

0.0098 
0.2489

7.0866 
180

9.8425 
250

0.0000 
0.0000

0.0012 
0.0305

0.0000 
0.0000

0.0118 
0.2997

9.8425 
250

12.4016 
315

0.0000 
0.0000

0.0014 
0.0356

0.0000 
0.0000

0.0138 
0.3505

12.4016 
315

15.7480 
400

0.0000 
0.0000

0.0016 
0.0406

0.0000 
0.0000

0.0157 
0.3988

15.7480 
400

19.6850 
500

0.0000 
0.0000

0.0018 
0.0457

0.0000 
0.0000

0.0177 
0.4496

19.6850 
500

24.8031 
630

0.0000 
0.0000

0.0020 
0.0508

0.0000 
0.0000

0.0197 
0.5004

24.8031 
630

31.4961 
800

0.0000 
0.0000

0.0030 
0.0762

0.0000 
0.0000

0.0295 
0.7493

 Outside Diameter  Outside Diameter Tolerance
 over incl   high (+) low (-)  

inch 
mm

inch 
mm

inch 
mm

inch 
mm

1.1811            
30

1.9685            
50

0.0000            
0.0000

0.00035            
0.00889

1.9685            
50

3.1496            
80

0.0000            
0.0000

0.00045            
0.01143

3.1496            
80

4.7244            
120

0.0000            
0.0000

0.00050            
0.01270

4.7244            
120

5.9055            
150

0.0000            
0.0000

0.00060            
0.01524

5.9055            
150

7.0866            
180

0.0000            
0.0000

0.00070            
0.01778

7.0866            
180

9.8425            
250

0.0000            
0.0000

0.00080            
0.02032

9.8425            
250

12.4016            
315

0.0000            
0.0000

0.00100            
0.02540

12.4016            
315

15.7480            
400

0.0000            
0.0000

0.00110            
0.02794

15.7480            
400

19.6850            
500

0.0000            
0.0000

0.00130            
0.03302

19.6850            
500

24.8031            
630

0.0000            
0.0000

0.00150            
0.03810

24.8031            
630

31.4961            
800

0.0000            
0.0000

0.00180            
0.04572

 Bore Diameter  Bore Tolerance  Width Tolerance
 over incl   high (+) low (-)   high (+) low (-)  

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000             
0

1.1810            
30

0.0000            
0.0000

0.00030            
0.00762

0.0000            
0.0000

0.0047            
0.1194

1.1810            
30

1.9685            
50

0.0000            
0.0000

0.00040            
0.01016

0.0000            
0.0000

0.0047            
0.1194

1.9685            
50

3.1496            
80

0.0000            
0.0000

0.00045            
0.01143

0.0000            
0.0000

0.0059            
0.1499

3.1496            
80

4.7244            
120

0.0000            
0.0000

0.00060            
0.01524

0.0000            
0.0000

0.0079            
0.2007

4.7244            
120

7.0866            
180

0.0000            
0.0000

0.00070            
0.01778

0.0000            
0.0000

0.0098            
0.2489

7.0866            
180

9.8425            
250

0.0000            
0.0000

0.00085            
0.02159

0.0000            
0.0000

0.0118            
0.2997

9.8425            
250

12.4016            
315

0.0000            
0.0000

0.00100            
0.02540

0.0000            
0.0000

0.0138            
0.3505

12.4016            
315

15.7480            
400

0.0000            
0.0000

0.00120            
0.03048

0.0000            
0.0000

0.0157            
0.3988

15.7480            
400

19.6850            
500

0.0000            
0.0000

0.00140            
0.03556

0.0000            
0.0000

0.0177            
0.4496

19.6850            
500

24.8031            
630

0.0000            
0.0000

0.00600            
0.15240

0.0000            
0.0000

0.0197            
0.5004
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Radial Engineering Section continued

Standard Tolerances RBEC-5

Internal Clearance
Unmounted internal radial clearance may be determined by two methods:

1. Dimensionally from the geometry of the bearing
2. By an inspection gaging procedure prescribed in the ABMA Standards handbook

Dimensionally, internal radial clearance is equal to the bore of the outer race minus the sum of the inner race OD and 
two roller diameters. The gaging procedure specifies that one of the bearing races be fixed horizontally on a flat plate. 
A specified radial load is then applied to the unsupported race, alternately, in diametrically opposing directions. The 
internal radial clearance is the total displacement of the unsupported race.
 
The sole reason for manufacturing bearings with differing internal radial clearance is to give the designer a means to 
achieve predetermined clearance in the mounted revolving bearing. In determining this final running clearance it is 
necessary to take into consideration, in addition to the effects of shaft, housing interference fits and surface finish, the 
desire to meet one or more of the following conditions:

1. Optimum load distribution through the rollers to result in maximum life
2. Minimum bearing operating temperature
3. Minimum bearing torque
4. Minimum bearing noise level

 
The group classification of unmounted radial internal clearance should be specified only after a complete analysis of the 
resultant clearance of the mounted and operating bearing. The commonly available unmounted internal clearances of 
Rollway bearings are shown in the following tables.  In general, Rollway standard internal clearances for the Tru-Rol and 
Max numbering systems are equivalent to the ISO C3 clearance.

 Bore Diameter  Bore Tolerance  Width Tolerance
 over incl   high (+) low (-)   high (+) low (-)  

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000             
0

1.1810            
30

0.0000            
0.0000

0.00025            
0.00635

0.0000            
0.0000

0.0047            
0.1194

1.1810            
30

1.9685            
50

0.0000            
0.0000

0.00030            
0.00762

0.0000            
0.0000

0.0047            
0.1194

1.9685            
50

3.1496            
80

0.0000            
0.0000

0.00035            
0.00889

0.0000            
0.0000

0.0059            
0.1499

3.1496            
80

4.7244            
120

0.0000            
0.0000

0.00040            
0.01016

0.0000            
0.0000

0.0079            
0.2007

4.7244            
120

7.0866            
180

0.0000            
0.0000

0.00050            
0.01270

0.0000            
0.0000

0.0098            
0.2489

7.0866            
180

9.8425            
250

0.0000            
0.0000

0.00065            
0.01651

0.0000            
0.0000

0.0118            
0.2997

9.8425            
250

12.4016            
315

0.0000            
0.0000

0.00070            
0.01778

0.0000            
0.0000

0.0138            
0.3505

12.4016            
315

15.7480            
400

0.0000            
0.0000

0.00090            
0.02286

0.0000            
0.0000

0.0157            
0.3988

 Outside Diameter  Outside Diameter Tolerance
 over incl   high (+) low (-)  

inch 
mm

inch 
mm

inch 
mm

inch 
mm

1.1811            
30

1.9685            
50

0.0000            
0.0000

0.00030            
0.00762

1.9685            
50

3.1496            
80

0.0000            
0.0000

0.00035            
0.00889

3.1496            
80

4.7244            
120

0.0000            
0.0000

0.00040            
0.01016

4.7244            
120

5.9055            
150

0.0000            
0.0000

0.00045            
0.01143

5.9055            
150

7.0866            
180

0.0000            
0.0000

0.00050            
0.01270

7.0866            
180

9.8425            
250

0.0000            
0.0000

0.00060            
0.01524

9.8425            
250

12.4016            
315

0.0000            
0.0000

0.00070            
0.01778

12.4016            
315

15.7480            
400

0.0000            
0.0000

0.00080            
0.02032

15.7480            
400

19.6850            
500

0.0000            
0.0000

0.00090            
0.02286

19.6850            
500

24.8031            
630

0.0000            
0.0000

0.00110            
0.02794
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Radial Engineering Section continued
Radial Bearing Unmounted Internal Clearance

Clearance Codes 
Used on Bearings With Tru-Rol and Max Numbering Systems

 Bearing Bore Dia
 003   005   006 -Standard   007   009  

 Over   Up to & 
include  

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000            
0

0.5906            
15

0.0003            
0.0076

0.0011            
0.0279

0.0009            
0.0229

0.0017            
0.0432

0.0010            
0.0254

0.0018            
0.0457

0.0011            
0.0279

0.0019            
0.0483  -  - 

0.5906            
15

0.6693            
17

0.0004            
0.0102

0.0012            
0.0305

0.0009            
0.0229

0.0017            
0.0432

0.0010            
0.0254

0.0018            
0.0457

0.0012            
0.0305

0.0020            
0.0508  -  - 

0.6693            
17

0.7874            
20

0.0005            
0.0127

0.0013            
0.0330

0.0010            
0.0254

0.0018            
0.0457

0.0012            
0.0305

0.0020            
0.0508

0.0014            
0.0356

0.0022            
0.0559  -  - 

0.7874            
20

0.9843            
25

0.0005            
0.0127

0.0015            
0.0381

0.0011            
0.0279

0.0021            
0.0533

0.0013            
0.0330

0.0023            
0.0584

0.0015            
0.0381

0.0025            
0.0635

0.0024            
0.0610

0.0034            
0.0864

0.9843            
25

1.1811            
30

0.0006            
0.0152

0.0016            
0.0406

0.0013            
0.0330

0.0023            
0.0584

0.0015            
0.0381

0.0025            
0.0635

0.0017            
0.0432

0.0027            
0.0686

0.0027            
0.0686

0.0037            
0.0940

1.1811            
30

1.3780            
35

0.0007            
0.0178

0.0017            
0.0432

0.0015            
0.0381

0.0025            
0.0635

0.0017            
0.0432

0.0027            
0.0686

0.0019            
0.0483

0.0029            
0.0737

0.0030            
0.0762

0.0040            
0.1016

1.3780            
35

1.5748            
40

0.0008            
0.0203

0.0018            
0.0457

0.0016            
0.0406

0.0026            
0.0660

0.0018            
0.0457

0.0028            
0.0711

0.0020            
0.0508

0.0030            
0.0762

0.0032            
0.0813

0.0042            
0.1067

1.5748            
40

1.7717            
45

0.0008            
0.0203

0.0020            
0.0508

0.0017            
0.0432

0.0029            
0.0737

0.0020            
0.0508

0.0032            
0.0813

0.0022            
0.0559

0.0034            
0.0864

0.0036            
0.0914

0.0048            
0.1219

1.7717            
45

1.9685            
50

0.0009            
0.0229

0.0021            
0.0533

0.0017            
0.0432

0.0029            
0.0737

0.0020            
0.0508

0.0032            
0.0813

0.0023            
0.0584

0.0035            
0.0889

0.0036            
0.0914

0.0048            
0.1219

1.9685            
50

2.1654            
55

0.0010            
0.0254

0.0022            
0.0559

0.0019            
0.0483

0.0031            
0.0787

0.0022            
0.0559

0.0034            
0.0864

0.0025            
0.0635

0.0037            
0.0940

0.0039            
0.0991

0.0051            
0.1295

2.1654            
55

2.3622            
60

0.0011            
0.0279

0.0023            
0.0584

0.0022            
0.0559

0.0034            
0.0864

0.0025            
0.0635

0.0037            
0.0940

0.0028            
0.0711

0.0040            
0.1016

0.0044            
0.1118

0.0056            
0.1422

2.3622            
60

2.5197            
64

0.0012            
0.0305

0.0024            
0.0610

0.0023            
0.0584

0.0035            
0.0889

0.0025            
0.0635

0.0037            
0.0940

0.0029            
0.0737

0.0041            
0.1041

0.0046            
0.1168

0.0058            
0.1473

2.5197            
64

2.7559            
70

0.0012            
0.0305

0.0026            
0.0660

0.0024            
0.0610

0.0038            
0.0965

0.0027            
0.0686

0.0041            
0.1041

0.0030            
0.0762

0.0044            
0.1118

0.0048            
0.1219

0.0062            
0.1575

2.7559            
70

2.9528            
75

0.0013            
0.0330

0.0027            
0.0686

0.0026            
0.0660

0.0040            
0.1016

0.0030            
0.0762

0.0044            
0.1118

0.0033            
0.0838

0.0047            
0.1194

0.0052            
0.1321

0.0066            
0.1676

2.9528            
75

3.1496            
80

0.0014            
0.0356

0.0028            
0.0711

0.0026            
0.0660

0.0040            
0.1016

0.0030            
0.0762

0.0044            
0.1118

0.0034            
0.0864

0.0048            
0.1219

0.0052            
0.1321

0.0066            
0.1676

3.1496            
80

3.3465            
85

0.0014            
0.0356

0.0030            
0.0762

0.0028            
0.0711

0.0044            
0.1118

0.0032            
0.0813

0.0048            
0.1219

0.0036            
0.0914

0.0052            
0.1321

0.0056            
0.1422

0.0072            
0.1829

3.3465            
85

3.5433            
90

0.0014            
0.0356

0.0030            
0.0762

0.0028            
0.0711

0.0044            
0.1118

0.0032            
0.0813

0.0048            
0.1219

0.0036            
0.0914

0.0052            
0.1321

0.0056            
0.1422

0.0072            
0.1829

3.5433            
90

3.7402            
95

0.0016            
0.0406

0.0032            
0.0813

0.0030            
0.0762

0.0046            
0.1168

0.0034            
0.0864

0.0050            
0.1270

0.0038            
0.0965

0.0054            
0.1372

0.0059            
0.1499

0.0075            
0.1905

3.7402            
95

3.9370            
100

0.0016            
0.0406

0.0032            
0.0813

0.0031            
0.0787

0.0047            
0.1194

0.0035            
0.0889

0.0051            
0.1295

0.0039            
0.0991

0.0055            
0.1397

0.0061            
0.1549

0.0077            
0.1956

3.9370            
100

4.1339            
105

0.0017            
0.0432

0.0035            
0.0889

0.0032            
0.0813

0.0050            
0.1270

0.0037            
0.0940

0.0055            
0.1397

0.0041            
0.1041

0.0059            
0.1499

0.0064            
0.1626

0.0082            
0.2083

4.1339            
105

4.3307            
110

0.0017            
0.0432

0.0035            
0.0889

0.0033            
0.0838

0.0051            
0.1295

0.0038            
0.0965

0.0056            
0.1422

0.0043            
0.1092

0.0061            
0.1549

0.0066            
0.1676

0.0084            
0.2134

4.3307            
110

4.7244            
120

0.0019            
0.0483

0.0037            
0.0940

0.0036            
0.0914

0.0054            
0.1372

0.0041            
0.1041

0.0059            
0.1499

0.0046            
0.1168

0.0064            
0.1626

0.0071            
0.1803

0.0089            
0.2261

4.7244            
120

5.1181            
130

0.0020            
0.0508

0.0040            
0.1016

0.0039            
0.0991

0.0059            
0.1499

0.0044            
0.1118

0.0064            
0.1626

0.0049            
0.1245

0.0069            
0.1753

0.0076            
0.1930

0.0096            
0.2438

5.1181            
130

5.5118            
140

0.0022            
0.0559

0.0042            
0.1067

0.0042            
0.1067

0.0062            
0.1575

0.0048            
0.1219

0.0068            
0.1727

0.0054            
0.1372

0.0074            
0.1880

0.0083            
0.2108

0.0103            
0.2616

5.5118            
140

5.9055            
150

0.0023            
0.0584

0.0045            
0.1143

0.0045            
0.1143

0.0067            
0.1702

0.0051            
0.1295

0.0073            
0.1854

0.0057            
0.1448

0.0079            
0.2007

0.0088            
0.2235

0.0110            
0.2794

5.9055            
150

6.2992            
160

0.0025            
0.0635

0.0047            
0.1194

0.0048            
0.1219

0.0070            
0.1778

0.0054            
0.1372

0.0076            
0.1930

0.0060            
0.1524

0.0082            
0.2083

0.0093            
0.2362

0.0115            
0.2921

6.2992            
160

6.6929            
170

0.0027            
0.0686

0.0049            
0.1245

0.0050            
0.1270

0.0072            
0.1829

0.0057            
0.1448

0.0079            
0.2007

0.0064            
0.1626

0.0086            
0.2184

0.0097            
0.2464

0.0119            
0.3023

6.6929            
170

7.0866            
180

0.0028            
0.0711

0.0052            
0.1321

0.0053            
0.1346

0.0077            
0.1956

0.0060            
0.1524

0.0084            
0.2134

0.0067            
0.1702

0.0091            
0.2311

0.0130            
0.3302

0.0127            
0.3226

7.0866            
180

7.4803            
190

0.0030            
0.0762

0.0054            
0.1372

0.0056            
0.1422

0.0080            
0.2032

0.0063            
0.1600

0.0087            
0.2210

0.0072            
0.1829

0.0096            
0.2438

0.0110            
0.2794

0.0134            
0.3404

7.4803            
190

7.8740            
200

0.0032            
0.0813

0.0058            
0.1473

0.0059            
0.1499

0.0085            
0.2159

0.0067            
0.1702

0.0093            
0.2362

0.0075            
0.1905

0.0101            
0.2565

0.0115            
0.2921

0.0141            
0.3581

7.8740            
200

8.6614            
220

0.0035            
0.0889

0.0061            
0.1549

0.0063            
0.1600

0.0089            
0.2261

0.0072            
0.1829

0.0098            
0.2489

0.0080            
0.2032

0.0106            
0.2692  -  - 

8.6614            
220

9.4488            
240

0.0038            
0.0965

0.0066            
0.1676

0.0070            
0.1778

0.0098            
0.2489

0.0078            
0.1981

0.0106            
0.2692

0.0087            
0.2210

0.0115            
0.2921  -  - 

9.4488            
240

10.2362            
260

0.0042            
0.1067

0.0070            
0.1778

0.0076            
0.1930

0.0104            
0.2642

0.0085            
0.2159

0.0113            
0.2870

0.0096            
0.2438

0.0124            
0.3150  -  - 

10.2362            
260

11.0236            
280

0.0045            
0.1143

0.0075            
0.1905

0.0080            
0.2032

0.0110            
0.2794

0.0090            
0.2286

0.0120            
0.3048

0.0101            
0.2565

0.0131            
0.3327  -  - 

11.0236            
280

11.8110            
300

0.0049            
0.1245

0.0079            
0.2007

0.0085            
0.2159

0.0115            
0.2921

0.0097            
0.2464

0.0127            
0.3226

0.0109            
0.2769

0.0139            
0.3531  -  - 

11.8110            
300

12.5984            
320

0.0053            
0.1346

0.0083            
0.2108

0.0093            
0.2362

0.0123            
0.3124

0.0105            
0.2667

0.0135            
0.3429

0.0117            
0.2972

0.0147            
0.3734  -  - 
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Radial Engineering Section continued

Clearance Codes 
Used on Bearings With ISO Numbering Systems

Radial Bearing Unmounted Internal Clearance

 Bearing Bore Dia
 C2   C0 Standard   C3   C4   C5  

 Over   Up to & 
include  

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000            
0

0.3937            
10

0.0000            
0.0000

0.0012            
0.0305

0.0004            
0.0102

0.0016            
0.0406

0.0010            
0.0254

0.0022            
0.0559

0.0014            
0.0356

0.0026            
0.0660

0.0022            
0.0559

0.0033            
0.0838

0.3937            
10

0.7087            
18

0.0000            
0.0000

0.0012            
0.0305

0.0004            
0.0102

0.0016            
0.0406

0.0010            
0.0254

0.0022            
0.0559

0.0014            
0.0356

0.0026            
0.0660

0.0022            
0.0559

0.0033            
0.0838

0.7087            
18

0.9449            
24

0.0000            
0.0000

0.0012            
0.0305

0.0004            
0.0102

0.0016            
0.0406

0.0010            
0.0254

0.0022            
0.0559

0.0014            
0.0356

0.0026            
0.0660

0.0022            
0.0559

0.0033            
0.0838

0.9449            
24

1.1811            
30

0.0000            
0.0000

0.0012            
0.0305

0.0004            
0.0102

0.0018            
0.0457

0.0012            
0.0305

0.0026            
0.0660

0.0016            
0.0406

0.0028            
0.0711

0.0024            
0.0610

0.0037            
0.0940

1.1811            
30

1.5748            
40

0.0000            
0.0000

0.0014            
0.0356

0.0006            
0.0152

0.0020            
0.0508

0.0014            
0.0356

0.0028            
0.0711

0.0018            
0.0457

0.0032            
0.0813

0.0028            
0.0711

0.0041            
0.1041

1.5748            
40

1.9685            
50

0.0002            
0.0051

0.0016            
0.0406

0.0008            
0.0203

0.0022            
0.0559

0.0016            
0.0406

0.0030            
0.0762

0.0022            
0.0559

0.0035            
0.0889

0.0033            
0.0838

0.0047            
0.1194

1.9685            
50

2.5591            
65

0.0002            
0.0051

0.0018            
0.0457

0.0008            
0.0203

0.0026            
0.0660

0.0018            
0.0457

0.0035            
0.0889

0.0026            
0.0660

0.0041            
0.1041

0.0039            
0.0991

0.0055            
0.1397

2.5591            
65

3.1496            
80

0.0002            
0.0051

0.0022            
0.0559

0.0010            
0.0254

0.0030            
0.0762

0.0022            
0.0559

0.0041            
0.1041

0.0030            
0.0762

0.0049            
0.1245

0.0045            
0.1143

0.0065            
0.1651

3.1496            
80

3.9370            
100

0.0004            
0.0102

0.0024            
0.0610

0.0012            
0.0305

0.0032            
0.0813

0.0026            
0.0660

0.0045            
0.1143

0.0035            
0.0889

0.0055            
0.1397

0.0057            
0.1448

0.0077            
0.1956

3.9370            
100

4.7244            
120

0.0004            
0.0102

0.0026            
0.0660

0.0014            
0.0356

0.0035            
0.0889

0.0032            
0.0813

0.0053            
0.1346

0.0041            
0.1041

0.0063            
0.1600

0.0065            
0.1651

0.0087            
0.2210

4.7244            
120

5.5118            
140

0.0004            
0.0102

0.0030            
0.0762

0.0016            
0.0406

0.0041            
0.1041

0.0035            
0.0889

0.0061            
0.1549

0.0045            
0.1143

0.0071            
0.1803

0.0073            
0.1854

0.0098            
0.2489

5.5118            
140

6.2992            
160

0.0006            
0.0152

0.0032            
0.0813

0.0020            
0.0508

0.0045            
0.1143

0.0039            
0.0991

0.0065            
0.1651

0.0051            
0.1295

0.0077            
0.1956

0.0083            
0.2108

0.0108            
0.2743

6.2992            
160

7.0866            
180

0.0008            
0.0203

0.0034            
0.0864

0.0024            
0.0610

0.0049            
0.1245

0.0043            
0.1092

0.0069            
0.1753

0.0059            
0.1499

0.0085            
0.2159

0.0093            
0.2362

0.0118            
0.2997

7.0866            
180

7.8740            
200

0.0010            
0.0254

0.0037            
0.0940

0.0026            
0.0660

0.0053            
0.1346

0.0049            
0.1245

0.0077            
0.1956

0.0065            
0.1651

0.0092            
0.2337

0.0102            
0.2591

0.0123            
0.3124

7.8740            
200

8.8583            
225

0.0012            
0.0305

0.0041            
0.1041

0.0030            
0.0762

0.0059            
0.1499

0.0055            
0.1397

0.0085            
0.2159

0.0071            
0.1803

0.0100            
0.2540

0.0014            
0.0356

0.0144            
0.3658

8.8583            
225

9.8425            
250

0.0016            
0.0406

0.0045            
0.1143

0.0035            
0.0889

0.0065            
0.1651

0.0061            
0.1549

0.0090            
0.2286

0.0081            
0.2057

0.0110            
0.2794

0.0126            
0.3200

0.0156            
0.3962

9.8425            
250

11.0236            
280

0.0018            
0.0457

0.0049            
0.1245

0.0039            
0.0991

0.0071            
0.1803

0.0069            
0.1753

0.0100            
0.2540

0.0090            
0.2286

0.0122            
0.3099

0.0140            
0.3556

0.0171            
0.4343

11.0236            
280

12.4016            
315

0.0020            
0.0508

0.0052            
0.1321

0.0043            
0.1092

0.0077            
0.1956

0.0077            
0.1956

0.0110            
0.2794

0.0100            
0.2540

0.0134            
0.3404

0.0157            
0.3988

0.0191            
0.4851

12.4016            
315

13.9764            
355

0.0022            
0.0559

0.0057            
0.1448

0.0049            
0.1245

0.0085            
0.2159

0.0085            
0.2159

0.0120            
0.3048

0.0110            
0.2794

0.0146            
0.3708

0.0173            
0.4394

0.0209            
0.5309

13.9764            
355

15.7480            
400

0.0026            
0.0660

0.0063            
0.1600

0.0055            
0.1397

0.0093            
0.2362

0.0096            
0.2438

0.0134            
0.3404

0.0126            
0.3200

0.0163            
0.4140

0.0197            
0.5004

0.0234            
0.5944

15.7480            
400

17.7165            
450

0.0028            
0.0711

0.0075            
0.1905

0.0061            
0.1549

0.0108            
0.2743

0.0106            
0.2692

0.0153            
0.3886

0.0140            
0.3556

0.0179            
0.4547

0.0219            
0.5563

0.0266            
0.6756

17.7165            
450

19.6850            
500

0.0033            
0.0838

0.0081            
0.2057

0.0071            
0.1803

0.0118            
0.2997

0.0118            
0.2997

0.0165            
0.4191

0.0155            
0.3937

0.0202            
0.5131

0.0244            
0.6198

0.0291            
0.7391
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Design characteristics Features

Type Description Size Range Static Load Dynamic Load Reversing 
Load Higher Speed Horizontal  

Installation
Relative Base 

Cost * Self Aligning Grease Fitting Page No.

Txxx Cylindrical Roller Thrust 6” - 34” 3 2 1 5 3 $ F-13

Atxxx Aligning Cylindrical Roller Thrust 6” - 35” 3 2 1 5 3 $$ S F-17

T-xxx Tapered Roller Thrust 8” - 33” 4 5 1 4 5 $$ F-27

T-xxxx-F T-flat Tapered Roller Thrust 10.5” - 34” 4 5 1 4 5 $$ F-29

T-xxxx-FS Aligning T-Flat Tapered Roller Thrust 19” - 34” 4 5 1 4 5 $$ S F-30

CTxxx Crane Hook Thrust 3” - 18.5” 4 3 1 1 3 $$ S F-21

WCTxxx Crane Hook Thrust w/ Fitting 3” - 18.5” 4 3 1 1 3 $$ F-21

Misalignment Capability

External Greasing 

Thrust Selection Guide

* For estimating purpose only, individually sizes may vary and are subject to change without notification
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Design characteristics Features

Type Description Size Range Static Load Dynamic Load Reversing 
Load Higher Speed Horizontal  

Installation
Relative Base 

Cost * Self Aligning Grease Fitting Page No.

Txxx Cylindrical Roller Thrust 6” - 34” 3 2 1 5 3 $ F-13

Atxxx Aligning Cylindrical Roller Thrust 6” - 35” 3 2 1 5 3 $$ S F-17

T-xxx Tapered Roller Thrust 8” - 33” 4 5 1 4 5 $$ F-27

T-xxxx-F T-flat Tapered Roller Thrust 10.5” - 34” 4 5 1 4 5 $$ F-29

T-xxxx-FS Aligning T-Flat Tapered Roller Thrust 19” - 34” 4 5 1 4 5 $$ S F-30

CTxxx Crane Hook Thrust 3” - 18.5” 4 3 1 1 3 $$ S F-21

WCTxxx Crane Hook Thrust w/ Fitting 3” - 18.5” 4 3 1 1 3 $$ F-21

Misalignment Capability

External Greasing 

O = Optional
S = Standard

Poor Best 

= Not Recommended
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Design characteristics Features

Type Description Size Range Static Load Dynamic 
Load

Reversing 
Load

Higher 
Speed

Horizontal  
Installation

Relative  
Base Cost * Self Aligning Grease 

Fitting
Oil Holes / 
Pathway Page No.

TAB-xxxx 2 Stage Tandem Thrust 4.3” - 34” 5 5 1 3 4 $$$ S F-35

TAC-xxxx 3 Stage Tandem Thrust 3.5” - 34” 5 5 1 3 4 $$$ S F-36

TAD/TMD-xxxx 4 Stage Tandem Thrust 3.9” - 12” 5 5 1 3 4 $$$ S F-37

TAF/TMF-xxxx 6 Stage Tandem Thrust 3.5” - 6” 5 5 1 3 4 $$$ S F-38

TMH-xxxx 8 Stage Tandem Thrust 3.5” - 14” 5 5 1 3 4 $$$ S F-39

Misalignment Capability

External Greasing 

Relubrication and Long Bearing Life
* For estimating purpose only, individually sizes may vary and are subject to change without notification
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Design characteristics Features

Type Description Size Range Static Load Dynamic 
Load

Reversing 
Load

Higher 
Speed

Horizontal  
Installation

Relative  
Base Cost * Self Aligning Grease 

Fitting
Oil Holes / 
Pathway Page No.

TAB-xxxx 2 Stage Tandem Thrust 4.3” - 34” 5 5 1 3 4 $$$ S F-35

TAC-xxxx 3 Stage Tandem Thrust 3.5” - 34” 5 5 1 3 4 $$$ S F-36

TAD/TMD-xxxx 4 Stage Tandem Thrust 3.9” - 12” 5 5 1 3 4 $$$ S F-37

TAF/TMF-xxxx 6 Stage Tandem Thrust 3.5” - 6” 5 5 1 3 4 $$$ S F-38

TMH-xxxx 8 Stage Tandem Thrust 3.5” - 14” 5 5 1 3 4 $$$ S F-39

Misalignment Capability

External Greasing 

Relubrication and Long Bearing Life

O = Optional
S = Standard

Poor Best 

= Not Recommended
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Cylindrical Roller Thrust Bearings

D

b

f

H

B
R

d

R

Basic Construction Type: Standard Cylindrical Roller 
Thrust Or Aligning Type 
Bearing

Rolling Elements: Crowned Cylindrical Rollers 
With Sphered Ends

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: Medium Duty (600), Heavy 
Duty (700), Or Metric

Retainer Types: Machined Brass With Steel 
Retaining Ring

Bearing Selection
Page F-3

Nomenclature Aid
Page F-8

Features & Benefits
Page F-9

Product Options
Page F-10

Technical Engineering
Page F-41

Metric dimensions for reference only.  
For tolerances see pages F-41 to F-42. 
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H b d f R
Bearing 
Weight

C Co

Bore Outside 
Diameter Height  Internal Dimensions Housing & 

Shaft Fillet
Basic Dynamic 

Rating
Basic Static 

Rating
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

T601 1.000                    
25.40

2.125                    
53.98

0.812                    
20.62

1.130                    
28.70

2.000                    
50.80

.220                    
5.59

.031                    
.79

.5 

.2
10,550                    
47,260

18,760                    
84,040

T602 1.062                    
26.97

2.125                    
53.98

0.812                    
20.62

1.130                    
28.70

2.000                    
50.80

.220                    
5.59

.031                    
.79

.5 

.2
10,550                    
47,260

18,760                    
84,040

T603 1.125                    
28.58

2.250                    
57.15

0.812                    
20.62

1.250                    
31.75

2.150                    
54.61

.220                    
5.59

.031                    
.79

.6 

.3
12,140                    
54,390

25,540                    
114,420

T604 1.187                    
30.15

2.250                    
57.15

0.812                    
20.62

1.250                    
31.75

2.150                    
54.61

.220                    
5.59

.031                    
.79

.6 

.3
12,140                    
54,390

25,540                    
114,420

T605 1.250                    
31.75

2.375                    
60.33

0.812                    
20.62

1.430                    
36.32

2.310                    
58.67

.220                    
5.59

.031                    
.79

.6 

.3
13,280                    
59,490

28,380                    
127,140

T606 1.312                    
33.32

2.375                    
60.33

0.812                    
20.62

1.430                    
36.32

2.310                    
58.67

.220                    
5.59

.031                    
.79

.6 

.3
13,280                    
59,490

28,380                    
127,140

T607 1.375                    
34.93

2.875                    
73.03

0.812                    
20.62

1.630                    
41.40

2.790                    
70.87

.220                    
5.59

.031                    
.79

1.0                    
.4

17,470                    
78,270

47,800                    
214,140

T608 1.437                    
36.50

2.875                    
73.03

0.812                    
20.62

1.630                    
41.40

2.790                    
70.87

.220                    
5.59

.031                    
.79

1.0                    
.4

17,470                    
78,270

47,800                    
214,140

T609 1.500                    
38.10

3.000                    
76.20

0.812                    
20.62

1.750                    
44.45

2.900                    
73.66

.220                    
5.59

.031                    
.79

1.0                    
.4

18,730                    
83,910

52,140                    
233,590

T610 1.562                    
39.67

3.000                    
76.20

0.812                    
20.62

1.750                    
44.45

2.900                    
73.66

.220                    
5.59

.031                    
.79

1.0                    
.4

18,730                    
83,910

52,140                    
233,590

T611 1.625                    
41.28

3.250                    
82.55

1.000                    
25.40

1.880                    
47.75

3.150                    
80.01

.250                    
6.35

.062                    
1.57

1.5                    
.7

25,620                    
114,780

67,380                    
301,860

T612 1.687                    
42.85

3.250                    
82.55

1.000                    
25.40

1.880                    
47.75

3.150                    
80.01

.250                    
6.35

.062                    
1.57

1.5                    
.7

25,620                    
114,780

67,380                    
301,860

T613 1.750                    
44.45

3.375                    
85.73

1.000                    
25.40

2.030                    
51.56

3.300                    
83.82

.250                    
6.35

.062                    
1.57

1.6                    
.7

27,670                    
123,960

74,120                    
332,060

T614 1.812                    
46.02

3.375                    
85.73

1.000                    
25.40

2.030                    
51.56

3.300                    
83.82

.250                    
6.35

.062                    
1.57

1.6                    
.7

27,670                    
123,960

74,120                    
332,060

T615 1.875                    
47.63

3.500                    
88.90

1.000                    
25.40

2.130                    
54.10

3.410                    
86.61

.250                    
6.35

.062                    
1.57

1.7                    
.8

27,760                    
124,360

74,120                    
332,060

T616 1.937                    
49.20

3.500                    
88.90

1.000                    
25.40

2.130                    
54.10

3.410                    
86.61

.250                    
6.35

.062                    
1.57

1.6                    
.7

27,760                    
124,360

74,120                    
332,060

T617 2.000                    
50.80

3.625                    
92.08

1.000                    
25.40

2.190                    
55.63

3.500                    
88.90

.250                    
6.35

.062                    
1.57

1.7                    
.8

27,870                    
124,860

74,120                    
332,060

T618 2.125                    
53.98

3.750                    
95.25

1.000                    
25.40

2.380                    
60.45

3.650                    
92.71

.250                    
6.35

.062                    
1.57

1.8                    
.8

28,740                    
128,760

80,850                    
362,210

T619 2.250                    
57.15

3.875                    
98.43

1.000                    
25.40

2.440                    
61.98

3.750                    
95.25

.250                    
6.35

.062                    
1.57

1.9                    
.9

32,030                    
143,490

87,590                    
392,400
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Cylindrical Roller Thrust Bearings

Bearing Selection
Page F-3

Nomenclature Aid
Page F-8

Features & Benefits
Page F-9

Product Options
Page F-10

Technical Engineering
Page F-41

D

b

f

H

B
R

d

R

Basic Construction Type: Standard Cylindrical Roller 
Thrust Or Aligning Type 
Bearing

Rolling Elements: Crowned Cylindrical Rollers 
With Sphered Ends

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: Medium Duty (600), Heavy 
Duty (700), Or Metric

Retainer Types: Machined Brass With Steel 
Retaining Ring

Part No.

B D H b d f R
Bearing 
Weight

C Co

Bore Outside 
Diameter Height  Internal Dimensions Housing & 

Shaft Fillet
Basic Dynamic 

Rating
Basic Static 

Rating
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

T620 2.375                    
60.33

4.000                    
101.60

1.000                    
25.40

2.630                    
66.80

3.900                    
99.06

.250                    
6.35

.062                    
1.57

2.0                    
.9

32,250                    
144,480

87,590                    
392,400

T621 2.500                    
63.50

4.125                    
104.78

1.000                    
25.40

2.670                    
67.82

4.000                    
101.60

.250                    
6.35

.062                    
1.57

2.1                    
1.0

34,180                    
153,130

94,330                    
422,600

T622 2.625                    
66.68

4.343                    
110.31

1.000                    
25.40

2.880                    
73.15

4.220                    
107.19

.250                    
6.35

.062                    
1.57

2.3                    
1.0

36,150                    
161,950

101,070                    
452,790

T623 2.750                    
69.85

4.468                    
113.49

1.000                    
25.40

3.060                    
77.72

4.340                    
110.24

.250                    
6.35

.062                    
1.57

2.4                    
1.1

38,350                    
171,810

107,800                    
482,940

T624 3.000                    
76.20

4.718                    
119.84

1.000                    
25.40

3.250                    
82.55

4.590                    
116.59

.250                    
6.35

.062                    
1.57

2.6                    
1.2

40,510                    
181,480

114,540                    
513,140

T625 3.250                    
82.55

4.968                    
126.19

1.000                    
25.40

3.500                    
88.90

4.840                    
122.94

.250                    
6.35

.062                    
1.57

2.7                    
1.2

40,770                    
182,650

114,540                    
513,140

T626 3.500                    
88.90

5.218                    
132.54

1.000                    
25.40

3.750                    
95.25

5.090                    
129.29

.250                    
6.35

.062                    
1.57

2.9                    
1.3

44,350                    
198,690

128,020                    
573,530

T727 2.000                    
50.80

6.000                    
152.40

1.375                    
34.93

2.250                    
57.15

5.880                    
149.35

.380                    
9.65

.062                    
1.57

8.6                    
3.9

77,500                    
347,200

295,900                    
1,325,630

T728 2.000                    
50.80

7.000                    
177.80

1.375                    
34.93

2.250                    
57.15

6.880                    
174.75

.380                    
9.65

.062                    
1.57

11.7                    
5.3

105,600                    
473,090

363,600                    
1,628,930

T729 2.000                    
50.80

8.000                    
203.20

1.375                    
34.93

2.250                    
57.15

7.880                    
200.15

.380                    
9.65

.062                    
1.57

16.0                    
7.3

111,900                    
501,310

460,200                    
2,061,700

T730 3.000                    
76.20

6.000                    
152.40

1.375                    
34.93

3.250                    
82.55

5.880                    
149.35

.380                    
9.65

.062                    
1.57

7.3                    
3.3

82,200                    
368,260

268,000                    
1,200,640

T731 3.000                    
76.20

7.000                    
177.80

1.375                    
34.93

3.250                    
82.55

6.880                    
174.75

.380                    
9.65

.062                    
1.57

10.8                    
4.9

98,800                    
442,620

365,800                    
1,638,780

T732 3.000                    
76.20

8.000                    
203.20

1.375                    
34.93

3.250                    
82.55

7.880                    
200.15

.380                    
9.65

.062                    
1.57

14.7                    
6.7

126,200                    
565,380

494,500                    
2,215,360

T733 3.000                    
76.20

9.000                    
228.60

1.375                    
34.93

3.250                    
82.55

8.880                    
225.55

.380                    
9.65

.062                    
1.57

19.2                    
8.7

147,500                    
660,800

642,800                    
2,879,740

T734 4.000                    
101.60

7.000                    
177.80

1.750                    
44.45

4.250                    
107.95

6.880                    
174.75

.500                    
12.70

.062                    
1.57

11.4                    
5.2

111,100                    
497,730

320,500                    
1,435,840

T735 4.000                    
101.60

8.000                    
203.20

1.750                    
44.45

4.250                    
107.95

7.880                    
200.15

.500                    
12.70

.062                    
1.57

16.6                    
7.6

132,200                    
592,260

454,200                    
2,034,820

T736 4.000                    
101.60

9.000                    
228.60

1.750                    
44.45

4.250                    
107.95

8.880                    
225.55

.500                    
12.70

.062                    
1.57

22.4                    
10.2

158,400                    
709,630

658,100                    
2,948,290

T737 4.000                    
101.60

10.000                    
254.00

1.750                    
44.45

4.250                    
107.95

9.880                    
250.95

.500                    
12.70

.062                    
1.57

29.0                    
13.2

192,200                    
861,060

777,800                    
3,484,540
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Cylindrical Roller Thrust Bearings (continued)
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Basic Construction Type: Standard Cylindrical Roller 
Thrust Or Aligning Type 
Bearing

Rolling Elements: Crowned Cylindrical Rollers 
With Sphered Ends

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: Medium Duty (600), Heavy 
Duty (700), Or Metric

Retainer Types: Machined Brass With Steel 
Retaining Ring

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H b d f R
Bearing 
Weight

C Co

Bore Outside 
Diameter Height  Internal Dimensions Housing & 

Shaft Fillet
Basic Dynamic 

Rating
Basic Static 

Rating
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

T738 5.000                    
127.00

8.000                    
203.20

1.750                    
44.45

5.250                    
133.35

7.880                    
200.15

.500                    
12.70

.062                    
1.57

13.5                    
6.1

111,000                    
497,280

419,400                    
1,878,910

T739 5.000                    
127.00

9.000                    
228.60

1.750                    
44.45

5.250                    
133.35

8.880                    
225.55

.500                    
12.70

.062                    
1.57

19.5                    
8.8

162,000                    
725,760

631,800                    
2,830,460

T740 5.000                    
127.00

10.000                    
254.00

2.000                    
50.80

5.250                    
133.35

9.880                    
250.95

.560                    
14.22

.125                    
3.18

30.0                    
13.6

205,100                    
918,850

703,300                    
3,150,780

T741 5.000                    
127.00

11.000                    
279.40

2.000                    
50.80

5.250                    
133.35

10.880                    
276.35

.560                    
14.22

.125                    
3.18

38.0                    
17.2

231,200                    
1,035,780

870,900                    
3,901,630

T742 5.000                    
127.00

12.000                    
304.80

2.000                    
50.80

5.250                    
133.35

11.880                    
301.75

.560                    
14.22

.125                    
3.18

47.0                    
21.3

276,100                    
1,236,930

1,144,000                    
5,125,120

T743 6.000                    
152.40

9.000                    
228.60

2.000                    
50.80

6.380                    
162.05

8.750                    
222.25

.560                    
14.22

.125                    
3.18

18.0                    
8.1

130,600                    
585,090

450,100                    
2,016,450

T744 6.000                    
152.40

10.000                    
254.00

2.000                    
50.80

6.380                    
162.05

9.750                    
247.65

.560                    
14.22

.125                    
3.18

25.0                    
11.3

190,300                    
852,540

648,600                    
2,905,730

T745 6.000                    
152.40

11.000                    
279.40

2.000                    
50.80

6.380                    
162.05

10.750                    
273.05

.560                    
14.22

.125                    
3.18

34.0                    
15.4

233,400                    
1,045,630

929,900                    
4,165,950

T746 6.000                    
152.40

12.000                    
304.80

2.000                    
50.80

6.380                    
162.05

11.750                    
298.45

.560                    
14.22

.125                    
3.18

42.0                    
19.1

267,000                    
1,196,160

1,097,100                    
4,915,010

T747 7.000                    
177.80

10.000                    
254.00

2.000                    
50.80

7.380                    
187.45

9.750                    
247.65

.560                    
14.22

.125                    
3.18

20.0                    
4.1

154,500                    
692,160

550,100                    
2,464,450

T748 7.000                    
177.80

11.000                    
279.40

2.000                    
50.80

7.380                    
187.45

10.750                    
273.05

.560                    
14.22

.125                    
3.18

28.0                    
12.7

213,600                    
956,930

790,800                    
3,542,780

T749 7.000                    
177.80

12.000                    
304.80

2.000                    
50.80

7.380                    
187.45

11.750                    
298.45

.560                    
14.22

.125                    
3.18

40.0                    
18.1

251,600                    
1,127,170

1,022,900                    
4,582,590

T750 7.000                    
177.80

14.000                    
355.60

3.000                    
76.20

7.380                    
187.45

13.750                    
349.25

.880                    
22.35

.250                    
6.35

88.0                    
39.9

436,200                    
1,954,180

1,598,200                    
7,159,940

T751 8.000                    
203.20

12.000                    
304.80

3.000                    
76.20

8.380                    
212.85

11.750                    
298.45

.880                    
22.35

.250                    
6.35

48.0                    
21.7

258,000                    
1,155,840

945,400                    
4,235,390

T752 7.000                    
177.80

14.000                    
355.60

3.000                    
76.20

8.380                    
212.85

13.750                    
349.25

.880                    
22.35

.250                    
6.35

78.0                    
35.4

397,500                    
1,780,800

1,487,900                    
6,665,790

T753 7.000                    
177.80

16.000                    
406.40

3.000                    
76.20

8.380                    
212.85

15.750                    
400.05

.880                    
22.35

.250                    
6.35

114.0                    
51.7

516,400                    
2,313,470

2,072,500                    
9,284,800

T754 10.000                    
254.00

16.000                    
406.40

3.000                    
76.20

10.380                    
263.65

15.750                    
400.05

.880                    
22.35

.250                    
6.35

88.0                    
39.9

437,800                    
1,961,340

1,747,200                    
7,827,460

T755 10.000                    
254.00

18.000                    
457.20

3.750                    
95.25

10.380                    
263.65

17.750                    
450.85

1.130                    
28.70

.250                    
6.35

168.0                    
76.2

614,200                    
2,751,620

2,697,600                    
12,085,250

T756 10.000                    
254.00

20.000                    
508.00

3.750                    
95.25

10.380                    
263.65

19.750                    
501.65

1.130                    
28.70

.250                    
6.35

225.0                    
102.1

766,000                    
3,431,680

3,250,900                    
14,564,030

Bearing Selection
Page F-3

Nomenclature Aid
Page F-8

Features & Benefits
Page F-9

Product Options
Page F-10

Technical Engineering
Page F-41
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Cylindrical Roller Thrust Bearings (continued)
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Basic Construction Type: Standard Cylindrical Roller 
Thrust Or Aligning Type 
Bearing

Rolling Elements: Crowned Cylindrical Rollers 
With Sphered Ends

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: Medium Duty (600), Heavy 
Duty (700), Or Metric

Retainer Types: Centrifugally Cast Brass

Part No.

B D H b d f R
Bearing 
Weight

C Co

Bore Outside 
Diameter Height  Internal Dimensions Housing & 

Shaft Fillet
Basic Dynamic 

Rating
Basic Static 

Rating
inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

T757 12.000                    
304.80

18.000                    
457.20

3.750                    
95.25

12.500                    
317.50

17.750                    
450.85

1.130                    
28.70

.250                    
6.35

134.0                    
60.8

469,200                    
2,102,020

2,031,900                    
9,102,910

T758 12.000                    
304.80

20.000                    
508.00

4.500                    
114.30

12.500                    
317.50

19.750                    
501.65

1.380                    
35.05

.250                    
6.35

222.0                    
100.0

724,600                    
3,246,210

2,937,800                    
13,161,340

T759 12.000                    
304.80

24.000                    
609.60

4.500                    
114.30

12.500                    
317.50

23.750                    
603.25

1.380                    
35.05

.250                    
6.35

372.0                    
168.7

1,045,900                    
4,685,630

4,688,000                    
21,002,240

T760 14.000                    
355.60

20.000                    
508.00

3.750                    
95.25

14.500                    
368.30

19.750                    
501.65

1.130                    
28.70

.250                    
6.35

152.0                    
68.9

540,000                    
2,419,200

2,385,200                    
10,685,700

T761 14.000                    
355.60

22.000                    
558.80

3.750                    
95.25

14.500                    
368.30

21.750                    
552.45

1.130                    
28.70

.250                    
6.35

215.0                    
97.5

732,000                    
3,279,360

3,339,900                    
14,962,750

T762 14.000                    
355.60

24.000                    
609.60

3.750                    
95.25

14.500                    
368.30

23.750                    
603.25

1.130                    
28.70

.250                    
6.35

285.0                    
129.2

858,100                    
3,844,290

4,280,300                    
19,175,740

T763 16.000                    
406.40

22.000                    
558.80

4.500                    
114.30

16.500                    
419.10

21.500                    
546.10

1.380                    
35.05

.250                    
6.35

205.0                    
92.9

609,800                    
2,731,900

2,362,800                    
10,585,340

T764 16.000                    
406.40

24.000                    
609.60

4.500                    
114.30

16.500                    
419.10

23.500                    
596.90

1.380                    
35.05

.250                    
6.35

290.0                    
131.5

878,700                    
3,936,580

3,819,100                    
17,109,570

T765 16.000                    
406.40

26.000                    
660.40

4.500                    
114.30

16.500                    
419.10

25.500                    
647.70

1.380                    
35.05

.250                    
6.35

238.0                    
107.9

1,041,500                    
4,665,920

4,916,300                    
22,025,020

T766 18.000                    
457.20

26.000                    
660.40

5.000                    
127.00

18.750                    
476.25

25.500                    
647.70

1.500                    
38.10

.250                    
6.35

350.0                    
158.7

945,500                    
4,235,840

3,937,500                    
17,640,000

T767 18.000                    
457.20

28.000                    
711.20

5.000                    
127.00

18.750                    
476.25

27.500                    
698.50

1.500                    
38.10

.250                    
6.35

460.0                    
208.6

1,571,600                    
7,040,770

5,393,500                    
24,162,880

T768 18.000                    
457.20

30.000                    
762.00

5.500                    
139.70

18.750                    
476.25

29.500                    
749.30

1.500                    
38.10

.250                    
6.35

630.0                    
285.7

1,571,600                    
7,040,770

6,753,800                    
30,257,020

T769 20.000                    
508.00

28.000                    
711.20

5.500                    
139.70

21.250                    
539.75

27.500                    
698.50

1.500                    
38.10

.250                    
6.35

420.0                    
190.5

1,091,700                    
4,890,820

4,407,200                    
19,744,260

T770 20.000                    
508.00

30.000                    
762.00

5.500                    
139.70

21.250                    
539.75

29.500                    
749.30

1.500                    
38.10

.250                    
6.35

550.0                    
249.5

1,544,800                    
6,920,700

6,885,500                    
30,847,040

T771 20.000                    
508.00

32.000                    
812.80

6.000                    
152.40

21.250                    
539.75

31.500                    
800.10

1.750                    
44.45

.250                    
6.35

750.0                    
340.2

1,712,000                    
7,669,760

7,850,000                    
35,168,000

T772 22.000                    
558.80

30.000                    
762.00

5.500                    
139.70

23.250                    
590.55

29.500                    
749.30

1.500                    
38.10

.250                    
6.35

450.0                    
204.1

1,161,900                    
5,205,310

4,774,500                    
21,389,760

T773 22.000                    
558.80

32.000                    
812.80

5.500                    
139.70

23.250                    
590.55

31.500                    
800.10

1.500                    
38.10

.250                    
6.35

590.0                    
267.6

1,431,000                    
6,410,880

6,153,200                    
27,566,340

T744 22.000                    
558.80

34.000                    
863.60

6.000                    
152.40

23.250                    
590.55

33.500                    
850.90

1.750                    
44.45

.250                    
6.35

800.0                    
362.8

1,742,200                    
7,805,060

7,981,700                    
35,758,020
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Basic Construction Type: Standard Cylindrical Roller 
Thrust Or Aligning Type 
Bearing

Rolling Elements: Crowned Cylindrical Rollers 
With Sphered Ends

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: Medium Duty (600), Heavy 
Duty (700), Or Metric

Retainer Types: Machined Brass With Steel 
Retaining Ring

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H b d f m f R
Bearing 
Weight

C Co

Bore Outside 
Diameter Height  Internal Dimensions Housing & 

Shaft Fillet
Basic Dynamic 

Rating
Basic Static 

Rating

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

AT601 1.000                    
25.40

2.250                    
57.15

1.062                    
26.97

1.130                    
28.70

2.000                    
50.80

.220                    
5.59

1.310                    
33.27

1.500                    
38.10

.031                    
.79

.7                    

.3
10,550                    
47,260

18,760                    
84,040

AT602 1.062                    
26.97

2.250                    
57.15

1.062                    
26.97

1.130                    
28.70

2.000                    
50.80

.220                    
5.59

1.310                    
33.27

1.500                    
38.10

.031                    
.79

.7                    

.3
10,550                    
47,260

18,760                    
84,040

AT603 1.125                    
28.58

2.375                    
60.33

1.062                    
26.97

1.250                    
31.75

2.150                    
54.61

.220                    
5.59

1.440                    
36.58

1.750                    
44.45

.031                    
.79

.8                    

.4
12,140                    
54,390

25,540                    
114,420

AT604 1.187                    
30.15

2.375                    
60.33

1.062                    
26.97

1.250                    
31.75

2.150                    
54.61

.220                    
5.59

1.440                    
36.58

1.750                    
44.45

.031                    
.79

.70                    
.3

12,140                    
54,390

25,540                    
114,420

AT605 1.250                    
31.75

2.500                    
63.50

1.062                    
26.97

1.380                    
35.05

2.310                    
58.67

.220                    
5.59

1.500                    
38.10

1.875                    
47.63

.031                    
.79

.8                    

.4
13,280                    
59,490

28,380                    
127,140

AT606 1.312                    
33.32

2.500                    
63.50

1.062                    
26.97

1.380                    
35.05

2.310                    
58.67

.220                    
5.59

1.630                    
41.40

1.875                    
47.63

.031                    
.79

.8                    

.4
13,280                    
59,490

28,380                    
127,140

AT607 1.375                    
34.93

3.000                    
76.20

1.062                    
26.97

1.500                    
38.10

2.790                    
70.87

.220                    
5.59

1.810                    
45.97

2.750                    
69.85

.031                    
.79

1.3                    
.6

17,470                    
78,270

47,800                    
214,140

AT608 1.437                    
36.50

3.000                    
76.20

1.062                    
26.97

1.500                    
38.10

2.790                    
70.87

.220                    
5.59

1.810                    
45.97

2.750                    
69.85

.031                    
.79

1.3                    
.6

17,470                    
78,270

47,800                    
214,140

AT609 1.500                    
38.10

3.125                    
79.38

1.062                    
26.97

1.630                    
41.40

2.900                    
73.66

.220                    
5.59

1.880                    
47.75

3.000                    
76.20

.031                    
.79

1.4                    
.6

18,730                    
83,910

52,140                    
233,590

AT610 1.562                    
39.67

3.125                    
79.38

1.062                    
26.97

1.630                    
41.40

2.900                    
73.66

.220                    
5.59

1.880                    
47.75

3.000                    
76.20

.031                    
.79

1.4                    
.6

18,730                    
83,910

52,140                    
233,590

AT611 1.625                    
41.28

3.375                    
85.73

1.312                    
33.32

1.750                    
44.45

3.150                    
80.01

.250                    
6.35

2.000                    
50.80

3.000                    
76.20

.062                    
1.57

2                    
.9

25,620                    
114,780

67,380                    
301,860

AT612 1.687                    
42.85

3.375                    
85.73

1.312                    
33.32

1.750                    
44.45

3.150                    
80.01

.250                    
6.35

2.000                    
50.80

3.000                    
76.20

.062                    
1.57

2                    
.9

25,620                    
114,780

67,380                    
301,860

AT613 1.750                    
44.45

3.500                    
88.90

1.312                    
33.32

1.880                    
47.75

3.300                    
83.82

.250                    
6.35

2.060                    
52.32

3.250                    
82.55

.062                    
1.57

2                    
.9

27,670                    
123,960

74,120                    
332,060

AT614 1.812                    
46.02

3.500                    
88.90

1.312                    
33.32

1.880                    
47.75

3.300                    
83.82

.250                    
6.35

2.060                    
52.32

3.250                    
82.55

.062                    
1.57

2                   
.9

27,670                    
123,960

74,120                    
332,060

AT615 1.875                    
47.63

3.625                    
92.08

1.312                    
33.32

2.000                    
50.80

3.410                    
86.61

.250                    
6.35

2.250                    
57.15

3.250                    
82.55

.062                    
1.57

2.2                    
1.0

27,760                    
124,360

74,120                    
332,060

AT616 1.937                    
49.20

3.625                    
92.08

1.312                    
33.32

2.000                    
50.80

3.410                    
86.61

.250                    
6.35

2.250                    
57.15

3.250                    
82.55

.062                    
1.57

2.2                    
1.0

27,760                    
124,360

74,120                    
332,060

AT617 2.000                    
50.80

3.750                    
95.25

1.312                    
33.32

2.060                    
52.32

3.500                    
88.90

.250                    
6.35

2.480                    
62.99

3.250                    
82.55

.062                    
1.57

2.3                    
1.0

27,870                    
124,860

74,120                    
332,060

AT618 2.125                    
53.98

3.875                    
98.43

1.312                    
33.32

2.190                    
55.63

3.650                    
92.71

.250                    
6.35

2.500                    
63.50

3.500                    
88.90

.062                    
1.57

2.3                    
1.0

28,740                    
128,760

80,850                    
362,210

AT619 2.250                    
57.15

4.000                    
101.60

1.312                    
33.32

2.310                    
58.67

3.750                    
95.25

.250                    
6.35

2.690                    
68.33

3.500                    
88.90

.062                    
1.57

2.5                    
1.1

32,030                    
143,490

87,590                    
392,400
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Basic Construction Type: Standard Cylindrical Roller 
Thrust Or Aligning Type 
Bearing

Rolling Elements: Crowned Cylindrical Rollers 
With Sphered Ends

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: Medium Duty (600), Heavy 
Duty (700), Or Metric

Retainer Types: Machined Brass With Steel 
Retaining Ring

Part No.

B D H b d f m f R
Bearing 
Weight

C Co

Bore Outside 
Diameter Height  Internal Dimensions Housing & 

Shaft Fillet
Basic Dynamic 

Rating
Basic Static 

Rating

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

AT620 2.375                    
60.33

4.125                    
104.78

1.312                    
33.32

2.440                    
61.98

3.900                    
99.06

.250                    
6.35

2.880                    
73.15

3.500                    
88.90

.062                    
1.57

2.6                    
1.2

32,250                    
144,480

87,590                    
392,400

AT621 2.500                    
63.50

4.250                    
107.95

1.312                    
33.32

2.560                    
65.02

4.000                    
101.60

.250                    
6.35

2.880                    
73.15

4.000                    
101.60

.062                    
1.57

2.7                    
1.2

34,180                    
153,130

94,330                    
422,600

AT622 2.625                    
66.68

4.530                    
115.06

1.312                    
33.32

2.690                    
68.33

4.220                    
107.19

.250                    
6.35

3.130                    
79.50

3.750                    
95.25

.062                    
1.57

3                   
1.4

36,150                    
161,950

101,070                    
452,790

AT623 2.750                    
69.85

4.655                    
118.24

1.312                    
33.32

2.810                    
71.37

4.340                    
110.24

.250                    
6.35

3.130                    
79.50

4.250                    
107.95

.062                    
1.57

3.2                   
1.5

38,350                    
171,810

107,800                    
482,940

AT624 3.000                    
76.20

4.968                    
126.19

1.312                    
33.32

3.060                    
77.72

4.590                    
116.59

.250                    
6.35

3.500                    
88.90

4.500                    
114.30

.062                    
1.57

3.4                    
1.5

40,510                    
181,480

114,540                    
513,140

AT625 3.250                    
82.55

5.218                    
132.54

1.312                    
33.32

3.340                    
84.84

4.840                    
122.94

.250                    
6.35

3.810                    
96.77

4.750                    
120.65

.062                    
1.57

3.6                    
1.6

40,770                    
182,650

114,540                    
513,140

AT626 3.500                    
88.90

5.468                    
138.89

1.312                    
33.32

3.590                    
91.19

5.090                    
129.29

.250                    
6.35

4.060                    
103.12

5.000                    
127.00

.062                    
1.57

3.8                    
1.7

44,350                    
198,690

128,020                    
573,530

AT727 2.000                    
50.80

6.312                    
160.32

1.182                    
30.02

2.060                    
52.32

5.880                    
149.35

.380                    
9.65

3.380                    
85.85

7.500                    
190.50

.062                    
1.57

11.5                    
5.2

77,500                    
347,200

295,900                    
1,325,630

AT728 2.000                    
50.80

7.312                    
185.72

1.182                    
30.02

2.060                    
52.32

6.880                    
174.75

.380                    
9.65

4.250                    
107.95

9.500                    
241.30

.062                    
1.57

15.8                    
7.2

105,600                    
473,090

363,600                    
1,628,930

AT729 2.000                    
50.80

8.312                    
211.12

1.182                    
30.02

2.060                    
52.32

7.880                    
200.15

.380                    
9.65

5.000                    
127.00

12.000                    
304.80

.062                    
1.57

21.5                    
9.7

111,900                    
501,310

460,200                    
2,061,700

AT730 3.000                    
76.20

6.312                    
160.32

1.182                    
30.02

3.060                    
77.72

5.880                    
149.35

.380                    
9.65

4.000                    
101.60

6.000                    
152.40

.062                    
1.57

9                   
4.1

82,200                    
368,260

268,000                    
1,200,640

AT731 3.000                    
76.20

7.312                    
185.72

1.182                    
30.02

3.060                    
77.72

6.880                    
174.75

.380                    
9.65

4.380                    
111.25

9.500                    
241.30

.062                    
1.57

14                  
6.4

98,800                    
442,620

365,800                    
1,638,780

AT732 3.000                    
76.20

8.312                    
211.12

1.182                    
30.02

3.060                    
77.72

7.880                    
200.15

.380                    
9.65

5.250                    
133.35

12.000                    
304.80

.062                    
1.57

20                    
9.1

126,200                    
565,380

494,500                    
2,215,360

AT733 3.000                    
76.20

9.312                    
236.52

1.182                    
30.02

3.060                    
77.72

8.880                    
225.55

.380                    
9.65

6.250                    
158.75

14.000                    
355.60

.062                    
1.57

26                    
11.8

147,500                    
660,800

642,800                    
2,879,740

AT734 4.000                    
101.60

7.375                    
187.33

2.312                    
58.72

4.090                    
103.89

6.880                    
174.75

.500                    
12.70

5.000                    
127.00

6.375                    
161.93

.062                    
1.57

15                    
6.8

111,100                    
497,730

320,500                    
1,435,840

AT735 4.000                    
101.60

8.375                    
212.73

2.312                    
58.72

4.090                    
103.89

7.880                    
200.15

.500                    
12.70

5.250                    
133.35

8.500                    
215.90

.062                    
1.57

22                    
9.9

132,200                    
592,260

454,200                    
2,034,820

AT736 4.000                    
101.60

9.375                    
238.13

2.312                    
58.72

4.090                    
103.89

8.880                    
225.55

.500                    
12.70

5.880                    
149.35

10.000                    
254.00

.062                    
1.57

30                    
13.6

158,400                    
709,630

658,100                    
2,948,290

AT737 4.000                    
101.60

10.500                    
266.70

2.312                    
58.72

4.090                    
103.89

9.880                    
250.95

.500                    
12.70

6.500                    
165.10

14.000                    
355.60

.062                    
1.57

39                    
17.7

192,200                    
861,060

777,800                    
3,484,540
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Basic Construction Type: Standard Cylindrical Roller 
Thrust Or Aligning Type 
Bearing

Rolling Elements: Crowned Cylindrical Rollers 
With Sphered Ends

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: Medium Duty (600), Heavy 
Duty (700), Or Metric

Retainer Types: Machined Brass With Steel 
Retaining Ring

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H b d f m f R
Bearing 
Weight

C Co

Bore Outside 
Diameter Height  Internal Dimensions Housing & 

Shaft Fillet
Basic Dynamic 

Rating
Basic Static 

Rating

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

AT738 5.000                    
127.00

8.500                    
215.90

2.312                    
58.72

5.130                    
130.30

7.880                    
200.15

.500                    
12.70

6.000                    
152.40

7.375                    
187.33

.062                    
1.57

18                    
8.1

111,000                    
497,280

419,400                    
1,878,910

AT739 5.000                    
127.00

9.500                    
241.30

2.312                    
58.72

5.130                    
130.30

8.880                    
225.55

.500                    
12.70

6.130                    
155.70

10.500                    
266.70

.062                    
1.57

26                    
11.8

162,000                    
725,760

631,800                    
2,830,460

AT740 5.000                    
127.00

10.500                    
266.70

2.625                    
66.68

5.130                    
130.30

9.880                    
250.95

.560                    
14.22

6.250                    
158.75

12.750                    
323.85

.125                    
3.18

39                   
17.6

205,100                    
918,850

703,300                    
3,150,780

AT741 5.000                    
127.00

11.500                    
292.10

2.625                    
66.68

5.130                    
130.30

10.880                    
276.35

.560                    
14.22

7.000                    
177.80

16.000                    
406.40

.125                    
3.18

50                    
22.7

231,200                    
1,035,780

870,900                    
3,901,630

AT742 5.000                    
127.00

12.500                    
317.50

2.625                    
66.68

5.130                    
130.30

11.880                    
301.75

.560                    
14.22

7.250                    
184.15

19.750                    
501.65

.125                    
3.18

63                    
28.6

276,100                    
1,236,930

1,144,000                    
5,125,120

AT743 6.000                    
152.40

9.500                    
241.30

2.625                    
66.68

6.130                    
155.70

8.750                    
222.25

.560                    
14.22

7.250                    
184.15

6.750                    
171.45

.125                    
3.18

23                    
10.4

130,600                    
585,090

450,100                    
2,016,450

AT744 6.000                    
152.40

10.500                    
266.70

2.625                    
66.68

6.130                    
155.70

9.750                    
247.65

.560                    
14.22

7.380                    
187.45

9.500                    
241.30

.125                    
3.18

33                    
14.9

190,300                    
852,540

648,600                    
2,905,730

AT745 6.000                    
152.40

11.500                    
292.10

2.625                    
66.68

6.130                    
155.70

10.750                    
273.05

.560                    
14.22

7.380                    
187.45

13.500                    
342.90

.125                    
3.18

44                    
19.9

233,400                    
1,045,630

929,900                    
4,165,950

AT746 6.000                    
152.40

12.500                    
317.50

2.625                    
66.68

6.130                    
155.70

11.750                    
298.45

.560                    
14.22

7.500                    
190.50

17.000                    
431.80

.125                    
3.18

57                    
25.8

267,000                    
1,196,160

1,097,100                    
4,915,010

AT747 7.000                    
177.80

10.500                    
266.70

2.625                    
66.68

7.130                    
181.10

9.750                    
247.65

.560                    
14.22

8.130                    
206.50

8.125                    
206.38

.125                    
3.18

26                    
11.7

154,500                    
692,160

550,100                    
2,464,450

AT748 7.000                    
177.80

11.500                    
292.10

2.625                    
66.68

7.130                    
181.10

10.750                    
273.05

.560                    
14.22

8.250                    
209.55

11.500                    
292.10

.125                    
3.18

37                    
16.7

213,600                    
956,930

790,800                    
3,542,780

AT749 7.000                    
177.80

12.500                    
317.50

2.625                    
66.68

7.130                    
181.10

11.750                    
298.45

.560                    
14.22

8.250                    
209.55

15.375                    
390.53

.125                    
3.18

50                    
22.7

251,600                    
1,127,170

1,022,900                    
4,582,590

AT750 7.000                    
177.80

14.750                    
374.65

4.000                    
101.60

7.190                    
182.63

13.750                    
349.25

.880                    
22.35

9.000                    
228.60

15.375                    
390.53

.250                    
6.35

118                    
53.5

436,200                    
1,954,180

1,598,200                    
7,159,940

AT751 8.000                    
203.20

12.750                    
323.85

4.000                    
101.60

8.190                    
208.03

11.750                    
298.45

.880                    
22.35

9.380                    
238.25

8.500                    
215.90

.250                    
6.35

63                    
28.6

258,000                    
1,155,840

945,400                    
4,235,390

AT752 8.000                    
203.20

14.750                    
374.65

4.000                    
101.60

8.190                    
208.03

13.750                    
349.25

.880                    
22.35

10.380                    
263.65

12.000                    
304.80

.250                    
6.35

106                    
48.1

397,500                    
1,780,800

1,487,900                    
6,665,790

AT753 8.000                    
203.20

16.875                    
428.63

4.000                    
101.60

8.250                    
209.55

15.750                    
400.05

.880                    
22.35

10.500                    
266.70

19.500                    
495.30

.250                    
6.35

154                    
69.6

516,400                    
2,313,470

2,072,500                    
9,284,800

AT754 10.000                    
254.00

16.875                    
428.63

4.000                    
101.60

10.250                    
260.35

17.750                    
450.85

.880                    
22.35

11.500                    
292.10

16.750                    
425.45

.250                    
6.35

120                    
54.4

437,800                    
1,961,340

1,747,200                    
7,827,460

AT755 10.000                    
254.00

18.875                    
479.43

5.000                    
127.00

10.250                    
260.35

17.750                    
450.85

1.130                    
28.70

12.000                    
304.80

20.000                    
508.00

.250                    
6.35

225                    
102.1

614,200                    
2,751,620

2,697,600                    
12,085,250

AT756 10.000                    
254.00

20.875                    
530.23

5.000                    
127.00

10.250                    
260.35

19.750                    
501.65

1.130                    
28.70

13.250                    
336.55

24.000                    
609.60

.250                    
6.35

300                    
136.1

766,000                    
3,431,680

3,250,900                    
14,564,030
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Self Aligning Cylindrical Roller Thrust Bearings (continued)
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Basic Construction Type: Standard Cylindrical Roller 
Thrust Or Aligning Type 
Bearing

Rolling Elements: Crowned Cylindrical Rollers 
With Sphered Ends

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: Medium Duty (600), Heavy 
Duty (700), Or Metric

Retainer Types: Machined Brass With Steel 
Retaining Ring

Part No.

B D H b d f m f R
Bearing 
Weight

C Co

Bore Outside 
Diameter Height  Internal Dimensions Housing & 

Shaft Fillet
Basic Dynamic 

Rating
Basic Static 

Rating

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

AT757 12.000                    
304.80

18.875                    
479.43

5.000                    
127.00

12.250                    
311.15

17.750                    
450.85

1.130                    
28.70

13.630                    
346.20

15.375                    
390.53

.250                    
6.35

180                    
81.6

469,200                    
2,102,020

2,031,900                    
9,102,910

AT758 12.000                    
304.80

20.875                    
530.23

6.000                    
152.40

12.250                    
311.15

19.750                    
501.65

1.380                    
35.05

13.880                    
352.55

20.000                    
508.00

.250                    
6.35

300                    
136.1

724,600                    
3,246,210

2,937,800                    
13,161,340

AT759 12.000                    
304.80

24.875                    
631.83

6.000                    
152.40

12.250                    
311.15

23.750                    
603.25

1.380                    
35.05

16.000                    
406.40

28.500                    
723.90

.250                    
6.35

510                    
231.3

1,045,900                    
4,685,630

4,688,000                    
21,002,240

AT760 14.000                    
355.60

20.875                    
530.23

4.875                    
123.83

14.250                    
361.95

19.750                    
501.65

1.130                    
28.70

15.500                    
393.70

19.500                    
495.30

.250                    
6.35

200                    
90.7

540,000                    
2,419,200

2,385,200                    
10,685,700

AT761 14.000                    
355.60

22.875                    
581.03

4.875                    
123.83

14.250                    
361.95

21.750                    
552.45

1.130                    
28.70

15.500                    
393.70

28.500                    
723.90

.250                    
6.35

280                    
127.0

732,000                    
3,279,360

3,339,900                    
14,962,750

AT762 14.000                    
355.60

24.875                    
631.83

4.875                    
123.83

14.250                    
361.95

23.750                    
603.25

1.130                    
28.70

16.380                    
416.05

36.125                    
917.58

.250                    
6.35

370                    
167.8

858,100                    
3,844,290

4,280,300                    
19,175,740

AT763 16.000                    
406.40

22.855                    
580.52

6.000                    
152.40

16.250                    
412.75

21.500                    
546.10

1.380                    
35.05

17.500                    
444.50

17.500                    
444.50

.250                    
6.35

270                    
122.5

609,800                    
2,731,900

2,362,800                    
10,585,340

AT764 16.000                    
406.40

25.000                    
635.00

6.000                    
152.40

16.250                    
412.75

23.500                    
596.90

1.380                    
35.05

18.000                    
457.20

23.500                    
596.90

.250                    
6.35

385                    
174.6

878,700                    
3,936,580

3,819,100                    
17,109,570

AT765 16.000                    
406.40

27.000                    
685.80

6.000                    
152.40

16.250                    
412.75

25.500                    
647.70

1.380                    
35.05

18.500                    
469.90

29.625                    
752.48

.250                    
6.35

510                    
231.3

1,041,500                    
4,665,920

4,916,300                    
22,025,020

AT766 18.000                    
457.20

27.000                    
685.80

6.750                    
171.45

18.380                    
466.85

25.500                    
647.70

1.500                    
38.10

19.500                    
495.30

23.500                    
596.90

.250                    
6.35

470                    
213.2

945,500                    
4,235,840

3,937,500                    
17,640,000

AT767 18.000                    
457.20

29.000                    
736.60

6.750                    
171.45

18.380                    
466.85

27.500                    
698.50

1.500                    
38.10

20.000                    
508.00

29.625                    
752.48

.250                    
6.35

620                    
281.2

1,185,800                    
5,312,380

5,393,500                    
24,162,880

AT768 18.000                    
457.20

31.000                    
787.40

7.250                    
184.15

18.380                    
466.85

29.500                    
749.30

1.500                    
38.10

20.630                    
524.00

36.125                    
917.58

.250                    
6.35

840                    
381.0

1,571,600                    
7,040,770

6,753,800                    
30,257,020

AT769 20.000                    
508.00

29.000                    
736.60

7.500                    
190.50

20.380                    
517.65

27.500                    
698.50

1.500                    
38.10

21.500                    
546.10

27.500                    
698.50

.250                    
6.35

787                    
356.9

1,091,700                    
4,890,820

4,407,200                    
19,744,260

AT770 20.000                    
508.00

31.000                    
787.40

7.500                    
190.50

20.380                    
517.65

27.500                    
698.50

1.500                    
38.10

21.500                    
546.10

27.500                    
698.50

.250                    
6.35

550                    
249.5

1,544,800                    
6,920,700

6,885,500                    
30,847,040

AT771 20.000                    
508.00

33.000                    
838.20

8.000                    
203.20

20.380                    
517.65

31.500                    
800.10

1.750                    
44.45

23.000                    
584.20

33.000                    
838.20

.250                    
6.35

940                    
426.4

1,714,000                    
7,678,720

7,850,000                    
35,168,000

AT772 22.000                    
558.80

31.000                    
787.40

7.500                    
190.50

22.380                    
568.45

29.500                    
749.30

1.500                    
38.10

23.000                    
584.20

24.625                    
625.48

.250                    
6.35

450                    
204.1

1,162,000                    
5,205,760

4,774,500                    
21,389,760

AT773 22.000                    
558.80

33.000                    
838.20

7.500                    
190.50

22.380                    
568.45

31.500                    
800.10

1.500                    
38.10

13.620                    
345.95

37.000                    
939.80

.250                    
6.35

621                    
281.7

1,431,000                    
6,410,880

6,153,200                    
27,566,340

AT774 22.000                    
558.80

35.000                    
889.00

8.000                    
203.20

22.380                    
568.45

33.500                    
850.90

1.750                    
44.45

24.880                    
631.95

37.000                    
939.80

.250                    
6.35

792                   
359.2

1,742,000                    
7,804,160

7,982,000                    
35,759,360
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Cylindrical Thrust Bearings®
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Crane Hook Thrust Bearings
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Basic Construction Type: Standard Cylindrical Roller 
Thrust Bearing

Rolling Elements: Crowned Cylindrical Rollers 
With Sphered Ends

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series With Or Without Grease 
Fitting

Retainer Types: Machined Brass With Steel 
Retaining Ring

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. Designed  
Hook Shank

B D H d h Bearing 
Weight

Basic Static 
Rating

Bore Outside Diameter Height Internal Dimensions

Grease Fitting inch 
mm

inch 
mm

inch 
mm

inch 
mm inch 

mm
inch 
mm

inch 
mm

lb 
kg lb/N

None Installed CT WCT 

CT-11 WCT-11 1.625                    
41.28

1.640                    
41.66

3.093                    
78.56

3.343                    
84.91

.812                    
20.62

2.95                    
74.9

.69                    
17.5

1.4                    
.6

36,890                    
165,270

CT-16 WCT-16 1.938                    
49.21

1.952                    
49.58

3.468                    
88.09

3.593                    
91.26

.812                    
20.62

3.22                    
81.8

.69                    
17.5

1.4                    
.6

65,310                    
292,590

CT-17 WCT-17 2.000                    
50.80

2.015                    
51.18

3.937                    
100.00

4.000                    
101.60

1.000                    
25.40

3.60                    
91.4

.88                    
22.4

2.6                    
1.2

73,210                    
327,980

CT-19 WCT-19 2.250                    
57.15

2.265                    
57.53

4.000                    
101.60

4.250                    
107.95

1.000                    
25.40

3.86                    
98.0

.88                    
22.4

2.3                    
1.0

72,970                    
326,910

CT-20-C WCT-20-C 2.250                    
57.15

2.265                    
57.53

4.250                    
107.95

4.375                    
111.13

1.000                    
25.40

3.98                    
101.1

.88                    
22.4

2.7                    
1.2

88,600                    
396,930

CT-23 WCT-23 2.750                    
69.85

2.765                    
70.23

4.750                    
120.65

4.843                    
123.01

1.000                    
25.40

4.45                    
113.0

.88                    
22.4

3.1                    
1.4

93,820                    
420,310

CT-24-A WCT-24-A 2.750                    
69.85

2.765                    
70.23

4.875                    
123.83

5.156                    
130.96

1.250                    
31.75

4.76                    
120.9

1.13                    
28.7

4.3                    
1.9

121,300                    
543,420

CT-27-A WCT-27-A 3.250                    
82.55

3.265                    
82.93

6.125                    
155.58

6.250                    
158.75

1.500                    
38.10

5.85                    
148.6

1.38                    
35.1

8.2                    
3.7

180,810                    
810,030

CT-27-C WCT-27-C 3.250                    
82.55

3.265                    
82.93

6.187                    
157.15

6.375                    
161.93

1.750                    
44.45

5.97                    
151.6

1.63                    
41.4

9.0 
4.1

212,960                    
954,060

CT-27-B WCT-27-B 3.500                    
88.90

3.515                    
89.28

6.156                    
156.36

6.375                    
161.93

1.625                    
41.28

5.97                    
151.6

1.50                    
38.1

8.5                    
3.8

203,410                    
911,280

CT-28-A WCT-28-A 3.500                    
88.90

3.515                    
89.28

6.750                    
171.45

6.937                    
176.20

1.625                    
41.28

6.54                    
166.1

1.50                    
38.1

11                    
4.9

245,110                    
1,098,090

CT-30-B WCT-30-B 3.563                    
90.49

3.577                    
90.86

6.375                    
161.93

6.375                    
161.93

1.375                    
34.93

5.97                    
151.6

1.25                    
31.8

8.2                    
3.7

207,000                    
927,360

CT-34-A WCT-34-A 3.750                    
95.25

3.765                    
95.63

7.125                    
180.98

7.250                    
184.15

1.875                    
47.63

6.86                    
174.2

1.75                    
44.5

15                    
6.8

288,080                    
1,290,600

CT-35-A WCT-35-A 4.250                    
107.95

4.265                    
108.33

8.171                    
207.54

8.375                    
212.73

2.000                    
50.80

7.97                    
202.4

1.88                    
47.8

20                    
9.1

369,200                    
1,654,020

Bearing Selection
Page F-3

Nomenclature Aid
Page F-8

Features & Benefits
Page F-9

Product Options
Page F-10

Technical Engineering
Page F-41



F-22

Cylindrical Thrust Bearings ®
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Crane Hook Thrust Bearings
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Basic Construction Type: Standard Cylindrical Roller 
Thrust Bearing

Rolling Elements: Crowned Cylindrical Rollers 
With Sphered Ends

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series With Or Without Grease 
Fitting

Retainer Types: Machined Brass With Steel 
Retaining Ring

Part No. Designed  
Hook Shank

B D H d h Bearing 
Weight

Basic Static 
Rating

Bore Outside Diameter Height Internal Dimensions

Grease Fitting inch 
mm

inch 
mm

inch 
mm

inch 
mm inch 

mm
inch 
mm

inch 
mm

lb 
kg lb/N

None Installed CT WCT 

CT-38-A WCT-38-A 4.500                    
114.30

4.515                    
114.68

8.125                    
206.38

8.312                    
211.12

2.000                    
50.80

7.91                    
200.9

1.88                    
47.8

20                    
9.1

390,910                    
1,751,280

CT-39-A WCT-39-A 5.000                    
127.00

5.015                    
127.38

9.156                    
232.56

9.375                    
238.13

2.250                    
57.15

8.97                    
227.8

2.13                    
54.1

28                    
12.7

628,470                    
2,815,550

CT-44-A WCT-44-A 5.500                    
139.70

5.515                    
140.08

10.500                    
266.70

10.500                    
266.70

2.500                    
63.50

10.10                    
256.5

2.38                    
60.5

41                    
18.6

633,000                    
2,835,840

CT-45-A WCT-45-A 6.000                    
152.40

6.015                    
152.78

11.156                    
283.36

11.375                    
288.93

3.000                    
76.20

10.97                    
278.6

2.75                    
69.9

55                    
24.9

923,160                    
4,135,760

CT-45-B WCT-45-B 5.563                    
141.29

5.577                    
141.66

11.500                    
292.10

11.500                    
292.10

2.000                    
50.80

10.97                    
278.6

1.88                    
47.6

42                    
19.1

858,000                    
3,843,840

CT-48 WCT-48 7.000                    
177.80

7.015                    
178.18

11.500                    
292.10

11.500                    
292.10

2.000                    
50.80

10.97                    
278.6

1.75                    
44.5

58                    
26.3

699,000                    
3,131,520

CT-49-A WCT-49-A 6.813                    
173.04

6.827                    
173.41

12.750                    
323.85

12.750                    
323.85

2.500                    
63.50

12.34                    
313.4

2.38                    
60.5

61                    
27.7

1,004,880                    
4,501,860

CT-51 WCT-51 7.875                    
200.03

7.890                    
200.41

12.375                    
314.33

12.375                    
314.33

3.000                    
76.20

11.91                    
302.4

2.75                    
69.9

73                    
33.1

904,500                    
4,052,160

CT-52 WCT-52 8.438                    
214.31

8.454                    
214.73

14.500                    
368.30

14.500                    
368.30

3.000                    
76.20

13.91                    
353.2

2.75                    
69.9

80                    
36.3

1,170,000                    
5,241,600

CT-53 WCT-53 8.875                    
225.43

8.890                    
225.81

16.500                    
419.10

16.500                    
419.10

3.000                    
76.20

15.90                    
403.9

2.75                    
69.9

111                   
50.3

2,075,000                    
9,296,000

CT-54 WCT-54 9.313                    
236.54

9.327                    
236.91

16.500                    
419.10

16.500                    
419.10

3.000                    
76.20

15.91                    
404.1

2.75                    
69.9

106                    
48.1

1,812,000                    
8,117,760

CT-55 WCT-55 9.625                    
244.48

9.640                    
244.86

18.500                    
469.90

18.500                    
469.90

3.750                    
95.25

17.91                    
454.9

3.38                    
85.7

210                    
95.3

2,269,000                    
10,165,120
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Tapered Thrust Bearings
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Basic Construction Type: Standard Tapered Roller 
(TTHD Style)

Rolling Elements: Crowned Tapered Rollers 
With Sphered Ends

Bearing Material: Case Carburized Bearing 
Grade Steel

Retainer Types: Machined Brass Or Pin 
Through Steel Type

Bearing Selection
Page F-3

Nomenclature Aid
Page F-24

Features & Benefits
Page F-25

Technical Engineering
Page F-41

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H R

Bearing Weight

C Co

Bore Outside  
Diameter Height Housing & Shaft 

Fillet
Basic Dynamic 

Rating
Basic Static  

Rating

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

T-411 4.000                    
101.60

8.500                    
215.90

1.813                    
46.05

.13
3.3

20
9.1

219,100                    
981,570

762,700                    
3,416,900

T-411F 4.000                    
101.60

8.500                    
215.90

1.813                    
46.05

.13
3.3

20
9.1

268,000                    
1,200,640

988,000                    
4,426,240

T-441 4.400                    
111.76

8.800                    
223.52

2.200                    
55.88

.13
3.3

25
11.3

234,000                    
1,048,320

822,000                    
3,682,560

T-451 4.500                    
114.30

9.875                    
250.83

2.125                    
53.98

.16
4.1

31
14.1

305,000                    
1,366,400

1,096,000                    
4,910,080

T-520 5.000                    
127.00

9.875                    
250.83

2.188                    
55.56

.19
4.8

31
14.1

328,000                    
1,469,440

1,094,000                    
4,901,120

T-511 5.000                    
127.00

10.500                    
266.70

2.313                    
58.75

.19
4.8

37
16.7

322,500                    
1,444,800

1,232,570                    
5,521,910

T-511A 5.063                    
128.60

10.500                    
266.70

2.313                    
58.75

.19
4.8

37
16.7

322,500                    
1,444,800

1,232,570                    
5,521,910

T-511F 5.063                    
128.60

10.500                    
266.70

2.313                    
58.75

.19
4.8

37
16.7

408,000                    
1,827,840

1,687,000                    
7,557,760

T-611 6.000                    
152.40

12.500                    
317.50

2.750                    
69.85

.25
6.4

66
29.9

455,125                    
2,038,960

1,672,410                    
7,492,400

T-651 6.500                    
165.10

12.250                    
311.15

3.500                    
88.90

.25
6.4

71
32.2

375,000                    
1,680,000

1,472,000                    
6,594,560

T-661 6.625                    
168.28

12.000                    
304.80

2.750                    
69.85

.25
6.4

56
25.4

382,620                    
1,714,140

1,323,000                    
5,927,040

T-691 6.875                    
174.63

14.125                    
358.78

2.313                    
58.75

.25
6.4

93
42.2

539,980                    
2,419,110

2,023,000                    
9,063,040

T-711 7.000                    
177.80

14.500                    
368.30

2.313                    
58.75

.31
7.9

109
49.4

601,700                    
2,695,620

2,101,000                    
9,412,480

T-711F 7.000                    
177.80

14.500                    
368.30

2.313                    
58.75

.31
7.9

96
43.5

611,000                    
2,737,280

2,936,000                    
13,153,280

T-709 7.000                    
177.80

17.000                    
431.80

4.000                    
101.60

.13
3.3

241 
109.3

229,000                    
1,025,920

3,245,000                    
14,537,600
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Basic Construction Type: Standard Tapered Roller 
(TTHD Style)

Rolling Elements: Crowned Tapered Rollers 
With Sphered Ends

Bearing Material: Case Carburized Bearing 
Grade Steel

Retainer Types: Machined Brass Or Pin 
Through Steel Type

Bearing Selection
Page F-3

Nomenclature Aid
Page F-24

Features & Benefits
Page F-25

Technical Engineering
Page F-41

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H R

Bearing Weight

C Co

Bore Outside  
Diameter Height Housing & Shaft 

Fillet
Basic Dynamic 

Rating
Basic Static  

Rating

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

T-7519 7.480                    
190.00

14.000                    
355.60

2.922                    
74.22

.25
6.4

76
34.5

490,000                    
2,195,200

1,893,000                    
8,480,640

T-811 8.000                    
203.20

16.500                    
419.10

3.625                    
92.08

.38
9.7

132
59.8

752,120                    
3,369,500

2,879,160                    
12,898,640

T-9020 9.000                    
228.60

17.000                    
431.80

3.495                    
88.77

.38
9.7

136
61.7

744,400                    
3,334,910

2,883,000                    
12,915,840

T-911 9.000                    
228.60

19.000                    
482.60

4.125                    
104.78

.44
11.2

237
107.5

991,250                    
4,440,800

3,796,762                    
17,009,490

T-911A 9.250                    
234.95

19.000                    
482.60

4.125                    
104.78

.44
11.2

232
105.2

991,250                    
4,440,800

3,796,762                    
17,009,490

T-921 9.250                    
234.95

21.500                    
546.10

5.000                    
127.00

.44
11.2

351
159.2

1,361,600                    
6,099,970

5,346,100                    
23,950,530

T-537504 9.500                    
241.30

19.500                    
495.30

5.000                    
127.00

.44
11.2

287
130.2

1,050,000                    
4,704,000

3,900,000                    
17,472,000

T-1011 10.000                    
254.00

21.125                    
536.58

4.625                    
117.48

.44
11.2

320
145.1

1,230,400                    
5,512,190

4,874,000                    
21,835,520

T-539210 10.750                    
273.05

21.750                    
552.45

5.250                    
133.35

.44
11.2

364
165.1

1,257,000                    
5,631,360

4,800,000                    
21,504,000

T-539211 10.750                    
273.05

23.750                    
603.25

5.750                    
146.05

.44
11.2

496
224.9

1,522,000                    
6,818,560

6,003,000                    
26,893,440

T-1120 11.000                    
279.40

23.750                    
603.25

5.375                    
136.53

.44
11.2

490
222.2

1,573,660                    
7,050,000

6,286,210                    
28,162,220

T-16021 16.000                    
406.40

28.000                    
711.20

5.750                    
146.05

.38
9.7

575
260.8

1,746,000                    
7,822,080

6,726,000                    
30,132,480

T-16050 16.000                    
406.40

33.000                    
838.20

7.000                    
177.80

.50
12.7

1,165 
528.4

2,877,500                    
12,891,200

11,295,180                    
50,602,410
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T-Flat Tapered Thrust Bearings

D

H

B

R
R

Basic Construction Type: T-Flat (TTVF Style)

Rolling Elements: Crowned Tapered Rollers 
With Sphered Ends

Bearing Material: Case Carburized Bearing 
Grade Steel

Retainer Types: Machined Brass Or Pin 
Through Steel Type

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H R

Bearing Weight

C Co

Bore Outside Diameter Height Housing & Shaft 
Fillet

Basic Dynamic 
Rating

Basic Static  
Rating

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

T-050105-F 5.000                    
127.00

10.500                    
266.70

2.313                    
58.74

.14
3.6

41
18.6

292,000                    
1,308,160

594,000                    
2,661,120

T-059118-F 5.904                    
149.95

11.800                    
299.72

3.531                    
89.69

.12
3.0

79
35.8

487,000                    
2,181,760

1,833,000                    
8,211,840

T-070145-F 7.000                    
177.80

14.000                    
355.60

3.250                    
82.55

.24
6.1

109
49.4

612,000                    
2,741,760

2,764,000                    
12,382,720

T-090190-F 9.000                    
228.60

19.000                    
482.60

5.750                    
146.05

.25
6.4

300
136.1

1,326,800                    
5,944,060

2,473,000                    
11,079,040

T-095230-F 9.500                    
241.30

23.000                    
584.20

6.000                    
152.40

.25
6.4

488
221.3

1,887,600                    
8,456,450

8,504,000                    
38,097,920

T-100200-F 10.000                    
254.00

20.000                    
508.00

4.250                    
107.95

.19
4.8

218
98.8

1,332,000                    
5,967,360

5,070,000                    
22,713,600

T-101215-F 10.000                    
254.00

21.500                    
546.10

6.500                    
165.10

.25
6.4

501
227.2

1,777,000                    
7,960,960

3,352,000                    
15,016,960

T-110237-F 11.000                    
279.40

23.750                    
603.25

5.375                    
136.53

.19
4.8

508
230.4

1,760,000                    
7,884,800

4,000,000                    
17,920,000

T-120240-F 12.000                    
304.80

24.000                    
609.60

4.500                    
114.30

.25
6.4

421
190.9

1,660,000                    
7,436,800

3,994,000                    
17,893,120

T-120265-F 12.000                    
304.80

26.500                    
673.10

6.750                    
171.45

.30
7.6

767
347.9

2,470,000                    
11,065,600

10,100,000                    
45,248,000

T-140260-F 14.000                    
355.60

26.000                    
660.40

9.125                    
231.78

.31
7.9

790
358.3

2,219,000                    
9,941,120

4,467,000                    
20,012,160

T-170340-F 17.000                    
431.80

34.000                    
863.60

9.000                    
228.60

.38
9.7

1,708 
774.7

4,010,000                    
17,964,800

8,500,000                    
38,080,000

Bearing Selection
Page F-3

Nomenclature Aid
Page F-24

Features & Benefits
Page F-25

Technical Engineering
Page F-41
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T-Flat Self Aligning Thrust Bearings

H

D 

R 
B 

R 

Basic Construction Type: T-Flat Aligning Type Bearing 
(TTVF Style), 3 Degrees 
Static Misalignment

Rolling Elements: Crowned Tapered Rollers 
With Sphered Ends

Bearing Material: Case Carburized Bearing 
Grade Steel

Retainer Types: Machined Brass Or Pin 
Through Steel Type

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H R

Bearing Weight

C Co

Bore Outside Diameter Height Housing & Shaft 
Fillet

Basic Dynamic 
Rating

Basic Static  
Rating

inch 
mm

inch 
mm

inch 
mm

inch 
mm

lb 
kg lb/N lb/N

T-095192-FS 9.500                    
241.30

19.250                    
488.95

6.000                    
152.40

.36
9.1

315
142.8

1,120,000                    
5,017,600

2,240,000                    
10,035,200

T-120240-FS 12.000                    
304.80

24.000                    
609.60

8.500                    
215.90

.25
6.4

690
312.9

2,250,000                    
10,080,000

4,010,000                    
17,964,800

T-140260-FS 14.000                    
355.60

26.000                    
660.40

10.000                    
254.00

.40
10.2

900
408.2

2,490,000                    
11,155,200

4,180,000                    
18,726,400

Bearing Selection
Page F-3

Nomenclature Aid
Page F-24

Features & Benefits
Page F-25

Technical Engineering
Page F-41
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2 Stage

B D

H
Basic Construction Type: Multi Stage Cylindrical Roller 

Thrust Bearing

Rolling Elements: Crowned Cylindrical Rollers 

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: 2, 3, 4, 6, Or 8 Stages

Retainer Types: Machined Brass

Bearing Selection
Page F-3

Features & Benefits
Page F-32

Technical Engineering
Page F-41

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.
B D H

 Basic Dynamic Rating Bearing Weight
Bore O.D. Height
inch 
mm

inch 
mm

inch 
mm

lb 
N

lb 
kg

TAB-017043-201 1.7500
44.450

4.3765
111.163

3.8750
98.425

79,000
353,920

11.0
4.9

TAB-027047-203 2.7570
70.028

4.7035
119.469

2.6250
66.675

75,100
336,450

6.8
3.1

TAB-030066-201 3.0000
76.200

6.6265
168.313

3.6250
92.075

141,000
631,680

22.0
9.9

TAB-040082-201 4.0000
101.600

8.2515
209.588

7.0620
179.375

236,000
1,057,280

44
19.9

TAB-040100 4.0000
101.600

10.0000
254.000

5.5620
141.275

376,000
1,684,480

84
38.1

TAB-050090-202 5.0000
127.000

9.0000
228.600

5.3120
134.925

272,000
1,218,560

52
23.6

TAB-060110-280 6.0000
152.400

11.0000
279.400

7.2500
184.150

427,000
1,912,960

109
49.4

TAB-060120-201 6.0000
152.400

12.0000
304.800

6.2500
158.750

454,700
2,037,060

118
53.5

TAB-060140-201 6.0000
152.400

14.0000
355.600

6.8120
173.025

619,000
2,773,120

192
87.1

TAB-062120-201 6.2500
158.750

12.0000
304.800

5.0000
127.000

440,000
1,971,200

93
42.2

TAB-070140-204 7.0000
177.800

14.0000
355.600

7.1250
180.975

605,000
2,710,400

184
83.4

TAB-070140-205 7.0000
177.800

14.0000
355.600

7.7500
196.850

713,000
3,194,240

200
90.7

TAB-070160-201 7.0000
177.800

16.0000
406.400

9.0000
228.600

925,000
4,144,000

328
148.8

TAB-072160-202 7.2500
184.150

16.0000
406.400

9.0000
228.600

897,500
4,020,800

202
91.6

TAB-080160-201 8.0000
203.200

16.0000
406.400

7.5000
190.500

775,000
3,472,000

254
115.2

TAB-080172-201 8.0000
203.200

17.2460
438.048

9.7500
247.650

1,009,000
4,520,320

332
150.6

TAB-090190-202 9.0000
228.600

19.0000
482.600

9.5000
241.300

1,240,000
5,555,200

468
212.3

TAB-092169-203 9.2500
234.950

16.9390
430.251

7.7500
196.850

970,000
4,345,600

261
118.4

TAB-100180 10.0000
254.000

18.0000
457.200

10.5000
266.700

1,078,000
4,829,440

425
192.7

TAB-100200-202 10.0000
254.000

20.0000
508.000

8.5000
215.900

1,120,000
5,017,600

449
203.6

TAB-100200-204 10.0000
254.000

20.0000
508.000

11.7500
298.450

1,458,000
6,531,840

621
281.7

TAB-101215-204 10.1000
256.540

21.5025
546.164

12.8750
327.025

1,987,000
8,901,760

817
370.7

TAB-120240-209 12.0000
304.800

24.0000
609.600

12.5000
317.500

2,320,000
10,393,600

1,050
476.3

TAB-140260-201 14.0000
355.600

26.0000
660.400

13.6870
347.650

2,565,000
11,491,200

1,150
521.6

TAB-140280-201 14.0000
355.600

28.0000
711.200

13.2500
336.550

2,469,000
11,061,120

1,370
621.4

TAB-170340-201 17.0000
431.800

34.0000
863.600

17.6880
449.275

3,800,000
17,024,000

2,800
1,270.1

TAB-220420-201 22.0000
558.800

42.0000
1,066.800

18.8750
479.425

4,810,000
21,548,800

4,920
2,231.7
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3 Stage

H

DB

Basic Construction Type: Multi Stage Cylindrical Roller 
Thrust Bearing

Rolling Elements: Crowned Cylindrical Rollers 

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: 2, 3, 4, 6, Or 8 Stages

Retainer Types: Machined Brass

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H
 Basic Dynamic Rating Bearing Weight

Bore O.D. Height
inch 
mm

inch 
mm

inch 
mm

lb 
N

lb 
kg

TAC-014035-202
1.3775
34.989

3.5433
90.000

4.3750
111.125

93,600
419,330

7.9
3.6

TAC-022094-201
2.1654
55.001

9.4488
240.000

9.4488
240.000

66,700
298,820

113
51.3

TAC-030053-210
3.0000
76.200

5.3880
136.855

4.2500
107.950

155,000
694,400

10
4.5

TAC-030066-204
3.0000
76.200

6.6265
168.313

5.6000
142.240

160,800
720,380

33
14.9

TAC-040100-202
4.0000
101.600

10.0000
254.000

8.1250
206.375

458,000
2,051,840

120
54.4

TAC-101215-203
10.1000
256.540

21.5025
546.164

19.2500
488.950

2,572,000
11,522,560

1,050
476.2

TAC-120240-207
12.0000
304.800

24.0000
609.600

21.2500
539.750

3,460,000
15,500,800

1,800
816.5

TAC-170340-204
17.0000
431.800

34.0000
863.600

25.5200
648.208

5,220,000
23,385,600

3,399
1,541.7
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4 Stage

B

H

D

Basic Construction Type: Multi Stage Cylindrical Roller 
Thrust Bearing

Rolling Elements: Crowned Cylindrical Rollers 

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: 2, 3, 4, 6, Or 8 Stages

Retainer Types: Machined Brass

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H
 Basic Dynamic Rating Bearing Weight

Bore O.D. Height
inch 
mm

inch 
mm

inch 
mm

lb 
N

lb 
kg

TAD-012033-204
1.1830
30.048

3.3465
85.001

4.7750
121.285

69,400
310,910

8.5
3.8

TMD-040127
1.5748
40.000

5.0000
127.000

6.9685
177.000

201,500
902,720

27
12.2

TAD-017047-202
1.7712
44.988

4.7235
119.977

5.9060
150.012

191,000
855,680

20
9.1

TAD-030082
3.0000
76.200

8.2500
209.550

10.0000
254.000

496,000
2,222,080

35
15.8

TAD-059120-201
5.9055
150.000

12.0079
305.001

12.2047
309.999

852,000
3,816,960

290
131.5

Bearing Selection
Page F-3

Features & Benefits
Page F-32

Technical Engineering
Page F-41
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6 Stage

DB

HBasic Construction Type: Multi Stage Cylindrical Roller 
Thrust Bearing

Rolling Elements: Crowned Cylindrical Rollers 

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: 2, 3, 4, 6, Or 8 Stages

Retainer Types: Machined Brass

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H
 Basic Dynamic Rating Bearing Weight

Bore O.D. Height
inch 
mm

inch 
mm

inch 
mm

lb 
N

lb 
kg

TMF-023090
0.9055
23.000

3.5433
90.000

8.2677
210.000

160,650
719,710

16
7.3

TAF-011028
1.1024
28.001

2.7559
70.000

5.5118
140.000

89,700
401,860

6
2.7

TMF-030127-201
1.1811
30.000

5.0000
127.000

11.1024
282.001

329,900
1,477,950

44
19.9

TAF-017063
1.7000
43.180

6.2500
158.750

10.9750
278.765

413,200
1,851,140

72
32.6

TAF-019060
1.8940
48.108

6.0480
153.619

9.2500
234.950

366,000
1,639,680

52
23.5

Bearing Selection
Page F-3

Features & Benefits
Page F-32

Technical Engineering
Page F-41
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8 Stage

B

H

D

Basic Construction Type: Multi Stage Cylindrical Roller 
Thrust Bearing

Rolling Elements: Crowned Cylindrical Rollers 

Bearing Material: Through Hardened Or Case 
Carburized Bearing Grade 
Steel

Series: 2, 3, 4, 6, Or 8 Stages

Retainer Types: Machined Brass

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

B D H
 Basic Dynamic Rating Bearing Weight

Bore O.D. Height
inch 
mm

inch 
mm

inch 
mm

lb 
N

lb 
kg

TMH-023090-201
0.9055
23.000

3.5433
90.000

10.6772
271.201

214,200
959,620

30
13.6

TMH-023092
0.9055
23.000

3.6220
91.999

12.0079
305.001

246,000
1,102,080

27
12.2

TMH-030127
1.1811
30.000

5.0000
127.000

14.6575
372.301

434,100
1,944,770

52
23.6

TMH-040170
1.5748
40.000

6.6929
170.000

19.2910
489.991

661,800
2,964,860

123
55.8

Bearing Selection
Page F-3

Features & Benefits
Page F-32

Technical Engineering
Page F-41
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600 Series, Single Direction, Flat Seats

Bore Diameter Bore Tolerance Height Tolerance

over incl high (+) low (-) high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000 
0.0000

1.1870 
30.1498

0.0000                         
0.0000

0.0005                         
0.0127

0.0000                         
0.0000

0.0060                        
0.1524

1.1870 
30.1498

1.3750 
34.9250

0.0000                         
0.0000

0.0006                         
0.0152

0.0000                         
0.0000

0.0060                        
0.1524

1.3750 
34.9250

1.5620 
39.6748

0.0000                         
0.0000

0.0007                         
0.0178

0.0000                         
0.0000

0.0060                        
0.1524

1.5620 
39.6748

1.7500 
44.4500

0.0000                         
0.0000

0.0008                         
0.0203

0.0000                         
0.0000

0.0060                        
0.1524

1.7500 
44.4500

1.9370 
49.1998

0.0000                         
0.0000

0.0009                         
0.0229

0.0000                         
0.0000

0.0060                        
0.1524

1.9370 
49.1998

2.0000                       
50.8000

0.0000                         
0.0000

0.0010                         
0.0254

0.0000                         
0.0000

0.0060                        
0.1524

2.0000 
50.8000

2.1250                       
53.9750

0.0000                         
0.0000

0.0010                         
0.0254

0.0000                         
0.0000

0.0080                        
0.2032

2.1250 
53.9750

2.5000                       
63.5000

0.0000                         
0.0000

0.0011                          
0.0279

0.0000                         
0.0000

0.0080                        
0.2032

2.5000 
63.5000

3.0000                       
76.2000

0.0000                         
0.0000

0.0012                         
0.0305

0.0000                         
0.0000

0.0080                        
0.2032

3.0000 
76.2000

3.5000                       
88.9000

0.0000                         
0.0000

0.0013                         
0.0330

0.0000                         
0.0000

0.0100                        
0.2540

Outside Diameter Outside Diameter Tolerance

over incl high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000                         
0.0000

2.8750                         
73.0250

0.0005                         
0.0127

0.0000                         
0.0000

2.8750                         
73.0250

3.3750                         
85.7250

0.0007                         
0.0178

0.0000                         
0.0000

3.3750                         
85.7250

3.7500                         
95.2500

0.0009                         
0.0229

0.0000                         
0.0000

3.7500                         
95.2500

4.1250                         
104.7750

0.0011                         
0.0279

0.0000                         
0.0000

4.1250                         
104.7750

4.7180                         
119.8372

0.0013                         
0.0330

0.0000                         
0.0000

4.7180                         
119.8372

5.0000                         
127.0000

0.0015                         
0.0381

0.0000                         
0.0000
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600 Series, Single Direction, Aligning Seat With Aligning Washers

Bore Diameter Bore Tolerance Height Tolerance

over incl high (+) low (-) high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000                         
0.0000

1.1870                         
30.1498

0.0000                         
0.0000

0.0005                         
0.0127

0.0000                         
0.0000

0.0060                         
0.1524

1.1870                         
30.1498

1.3750                         
34.9250

0.0000                         
0.0000

0.0006                         
0.0152

0.0000                         
0.0000

0.0060                         
0.1524

1.3750                         
34.9250

1.5620                         
39.6748

0.0000                         
0.0000

0.0007                         
0.0178

0.0000                         
0.0000

0.0060                         
0.1524

1.5620                         
39.6748

1.7500                         
44.4500

0.0000                         
0.0000

0.0008                         
0.0203

0.0000                         
0.0000

0.0060                         
0.1524

1.7500                         
44.4500

1.9370                         
49.1998

0.0000                         
0.0000

0.0009                         
0.0229

0.0000                         
0.0000

0.0060                         
0.1524

1.9370                         
49.1998

2.0000                         
50.8000

0.0000                         
0.0000

0.0010                         
0.0254

0.0000                         
0.0000

0.0060                         
0.1524

2.0000                         
50.8000

2.1250                         
53.9750

0.0000                         
0.0000

0.0010                         
0.0254

0.0000                         
0.0000

0.0080                         
0.2032

2.1250                         
53.9750

2.5000                         
63.5000

0.0000                         
0.0000

0.0011                         
0.0279

0.0000                         
0.0000

0.0080                         
0.2032

2.5000                         
63.5000

3.0000                         
76.2000

0.0000                         
0.0000

0.0012                         
0.0305

0.0000                         
0.0000

0.0080                         
0.2032

3.0000                         
76.2000

3.5000                         
88.9000

0.0000                         
0.0000

0.0013                         
0.0330

0.0000                         
0.0000

0.0100                         
0.2540

Outside Diameter Outside Diameter Tolerance

over incl high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000                         
0.0000

3.0000                         
76.2000

0.0007                         
0.0178

0.0000                         
0.0000

3.0000                         
76.2000

3.3750                         
85.7250

0.0009                         
0.0229

0.0000                         
0.0000

3.3750                         
85.7250

3.6250                         
92.0750

0.0011                         
0.0279

0.0000                         
0.0000

3.6250                         
92.0750

3.8750                         
98.4250

0.0013                         
0.0330

0.0000                         
0.0000

3.8750                         
98.4250

4.5312                         
115.0925

0.0015                         
0.0381

0.0000                         
0.0000

4.5312                         
115.0925

5.0000                         
127.0000

0.0017                         
0.0432

0.0000                         
0.0000



F-49

Thrust Bearings®

T
h

ru
st

 
B

e
a

ri
n

g
s Thrust Engineering Section continued

700 Series, Single Direction, Flat Seats

Bore Diameter Bore Tolerance Height Tolerance

over incl high (+) low (-) high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

2.0000                     
50.8000

3.0000                     
76.2000

0.0000                       
0.0000

0.0010                      
0.0254

0.0000                       
0.0000

0.0080                       
0.2032

3.0000                     
76.2000

3.5000                     
88.9000

0.0000                       
0.0000

0.0012                      
0.0305

0.0000                       
0.0000

0.0100                       
0.2540

3.5000                     
88.9000

6.0000                     
152.4000

0.0000                       
0.0000

0.0015                      
0.0381

0.0000                       
0.0000

0.0100                       
0.2540

6.0000                     
152.4000

9.0000                     
228.6000

0.0000                       
0.0000

0.0015                      
0.0381

0.0000                       
0.0000

0.0150                       
0.3810

9.0000                     
228.6000

10.0000                     
254.0000

0.0000                       
0.0000

0.0018                      
0.0457

0.0000                       
0.0000

0.0150                       
0.3810

10.0000                     
254.0000

12.0000                     
304.8000

0.0000                       
0.0000

0.0018                      
0.0457

0.0000                       
0.0000

0.0200                       
0.5080

12.0000                     
304.8000

18.0000                     
457.2000

0.0000                       
0.0000

0.0020                      
0.0508

0.0000                       
0.0000

0.0200                       
0.5080

18.0000                     
457.2000

22.0000                     
558.8000

0.0000                       
0.0000

0.0025                      
0.0635

0.0000                       
0.0000

0.0250                       
0.6350

22.0000                     
558.8000

30.0000                     
762.0000

0.0000                       
0.0000

0.0030                      
0.0762

0.0000                       
0.0000

0.0250                       
0.6350

Outside Diameter Outside Diameter Tolerance

over incl high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

5.0000                     
127.0000

10.0000                     
254.0000

0.0015                       
0.0381

0.0000                       
0.0000

10.0000                     
254.0000

18.0000                     
457.2000

0.0020                       
0.0508

0.0000                       
0.0000

18.0000                     
457.2000

26.0000                     
660.4000

0.0025                       
0.0635

0.0000                       
0.0000

26.0000                     
660.4000

34.0000                     
863.6000

0.0030                       
0.0762

0.0000                       
0.0000

34.0000                     
863.6000

44.0000                     
1,117.6000

0.0040                       
0.1016

0.0000                       
0.0000
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700 Series, Single Direction, Aligning Seat With Aligning Washers

Bore Diameter Bore Tolerance Height Tolerance

over incl high (+) low (-) high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

2.0000                       
50.8000

3.0000                       
76.2000

0.0000                         
0.0000

0.0010                         
0.0254

0.0000                         
0.0000

0.0100                        
0.2540

3.0000                       
76.2000

3.5000                       
88.9000

0.0000                         
0.0000

0.0012                         
0.0305

0.0000                         
0.0000

0.0150                        
0.3810

3.5000                       
88.9000

6.0000                       
152.4000

0.0000                         
0.0000

0.0015                         
0.0381

0.0000                         
0.0000

0.0150                        
0.3810

6.0000                       
152.4000

9.0000                       
228.6000

0.0000                         
0.0000

0.0015                         
0.0381

0.0000                         
0.0000

0.0200                        
0.5080

9.0000                       
228.6000

10.0000                       
254.0000

0.0000                         
0.0000

0.0018                         
0.0457

0.0000                         
0.0000

0.0200                        
0.5080

10.0000                       
254.0000

12.0000                       
304.8000

0.0000                         
0.0000

0.0018                         
0.0457

0.0000                         
0.0000

0.0250                        
0.6350

12.0000                       
304.8000

18.0000                       
457.2000

0.0000                         
0.0000

0.0020                         
0.0508

0.0000                         
0.0000

0.0250                        
0.6350

18.0000                       
457.2000

22.0000                       
558.8000

0.0000                         
0.0000

0.0025                         
0.0635

0.0000                         
0.0000

0.0300                        
0.7620

Outside Diameter Outside Diameter Tolerance

over incl high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

5.0000                       
127.0000

10.0000                       
254.0000

0.0019                         
0.0483

0.0000                         
0.0000

10.0000                       
254.0000

18.0000                       
457.2000

0.0021                         
0.0533

0.0000                         
0.0000

18.0000                       
457.2000

26.0000                       
660.4000

0.0023                         
0.0584

0.0000                         
0.0000

26.0000                       
660.4000

34.0000                       
863.6000

0.0025                         
0.0635

0.0000                         
0.0000

34.0000                       
863.6000

44.0000                       
1,117.6000

0.0030                         
0.0762

0.0000                         
0.0000
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Crane Hook

Bore Diameter Bore Tolerance Height Tolerance

over incl high (+) low (-) high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000                         
0.0000

2.0156                         
51.1962

0.0100                         
0.2540

0.0000                         
0.0000

0.0000                         
0.0000

0.0080                         
0.2032

2.0156                         
51.1962

3.0156                         
76.5962

0.0100                         
0.2540

0.0020                         
0.0508

0.0000                         
0.0000

0.0100                         
0.2540

3.0156                         
76.5962

6.0156                         
152.7962

0.0150                         
0.3810

0.0020                         
0.0508

0.0000                         
0.0000

0.0150                         
0.3810

6.0156                         
152.7962

10.1560                         
257.9624

0.0150                         
0.3810

0.0050                         
0.1270

0.0000                         
0.0000

0.0200                         
0.5080

Outside Diameter Outside Diameter Tolerance

over incl high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

2.5000                         
63.5000

4.0000                         
101.6000

0.0050                         
0.1270

0.0050                         
0.1270

4.0000                         
101.6000

6.0000                         
152.4000

0.0060                         
0.1524

0.0060                         
0.1524

6.0000                         
152.4000

10.0000                         
254.0000

0.0100                         
0.2540

0.0100                         
0.2540

10.0000                         
254.0000

34.0000                         
863.6000

0.0120                         
0.3048

0.0120                         
0.3048
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Tapered Roller Thrust

Bore Diameter Bore Tolerance Height Tolerance

over incl high (+) low (-) high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000                         
0.0000

12.0000                   
304.8000

0.0010                         
0.0254

0.0000                         
0.0000

0.0150                         
0.3810

0.0150                         
0.3810

12.0000                   
304.8000

24.0000                   
609.6000

0.0020                         
0.0508

0.0000                         
0.0000

0.0150                         
0.3810

0.0150                         
0.3810

24.0000                   
609.6000

36.0000                   
914.4000

0.0030                         
0.0762

0.0000                         
0.0000

0.0150                         
0.3810

0.0150                         
0.3810

36.0000                   
914.4000

48.0000                   
1,219.2000

0.0040                         
0.1016

0.0000                         
0.0000

0.0150                         
0.3810

0.0150                         
0.3810

Outside Diameter Outside Diameter Tolerance

over incl high (+) low (-)

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000                         
0.0000

12.0000                   
304.8000

0.0010                         
0.0254

0.0000                         
0.0000

12.0000                   
304.8000

24.0000                   
609.6000

0.0020                         
0.0508

0.0000                         
0.0000

24.0000                   
609.6000

36.0000                   
914.4000

0.0030                         
0.0762

0.0000                         
0.0000

36.0000                   
914.4000

48.0000                   
1,219.2000

0.0040                         
0.1016

0.0000                         
0.0000
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Thrust Bearing Mounting
Suitable tolerances for the shaft and housings of the 600 and 700 series thrust bearings and the tapered thrust 
bearings are listed in the following tables. These tolerances will provide satisfactory radial guidance for the 
cylindrical and/or tapered thrust bearings. For further information on bearing mounting and installation, refer to 
page F-56 of this catalog

Cylindrical Thrust  
Thrust Bearing Mounting Practice – Shaft and Housing Fits

Bearing Shaft Diameter Deviation

Bore Diameter from Bore Diameter (-)

over incl high low

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000                                           
0.0000

1.1250                                           
28.5750

0.0005                                           
0.0127

0.0015                                           
0.0381

1.1250                                           
28.5750

1.3125                                           
33.3375

0.0006                                           
0.0152

0.0016                                           
0.0406

1.3125                                           
33.3375

1.5000                                           
38.1000

0.0007                                           
0.0178

0.0017                                           
0.0432

1.5000                                           
38.1000

1.6875                                           
42.8625

0.0008                                           
0.0203

0.0018                                           
0.0457

1.6875                                           
42.8625

1.8750                                           
47.6250

0.0009                                           
0.0229

0.0019                                           
0.0483

1.8750                                           
47.6250

2.1250                                           
53.9750

0.0010                                           
0.0254

0.0020                                           
0.0508

2.1250                                           
53.9750

2.5000                                           
63.5000

0.0011                                            
0.0279

0.0021                                           
0.0533

2.5000                                           
63.5000

3.0000                                           
76.2000

0.0012                                           
0.0305

0.0022                                           
0.0559

3.0000                                           
76.2000

3.5000                                           
88.9000

0.0013                                           
0.0330

0.0023                                           
0.0584

3.5000                                           
88.9000

7.0000                                       
177.8000

0.0015                                           
0.0381

0.0025                                           
0.0635

7.0000                                       
177.8000

9.0000                                       
228.6000

0.0015                                           
0.0381

0.0030                                           
0.0762

9.0000                                       
228.6000

12.0000                                       
304.8000

0.0018                                           
0.0457

0.0033                                           
0.0838

12.0000                                       
304.8000

15.0000                                       
381.0000

0.0020                                           
0.0508

0.0035                                           
0.0889

15.0000                                       
381.0000

19.0000                                       
482.6000

0.0020                                           
0.0508

0.0040                                           
0.1016

19.0000                                       
482.6000

23.0000                                       
584.2000

0.0025                                           
0.0635

0.0045                                            
0.1143

23.0000                                       
584.2000

30.0000                                       
762.0000

0.0030                                           
0.0762

0.0055                                           
0.1397
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Cylindrical Thrust  
Thrust Bearing Mounting Practice – Shaft and Housing Fits continued

Bearing Housing Diameter Deviation

Outside Diameter from Outside Diameter (+)

over incl high low

inch 
mm

inch 
mm

inch 
mm

inch 
mm

2.0000                                         
50.8000

2.3750                                         
60.3250

0.0015                                           
0.0381

0.0005                                           
0.0127

2.3750                                         
60.3250

3.2500                                         
82.5500

0.0017                                           
0.0432

0.0007                                           
0.0178

3.2500                                         
82.5500

3.6875                                         
93.6625

0.0019                                           
0.0483

0.0009                                           
0.0229

3.6875                                         
93.6625

4.0000                                         
101.6000

0.0021                                           
0.0533

0.0011                                            
0.0279

4.0000                                         
101.6000

4.5312                                         
115.0925

0.0028                                            
0.0711

0.0013                                           
0.0330

4.5312                                         
115.0925

10.0000                                         
254.0000

0.0030                                           
0.0762

0.0015                                           
0.0381

10.0000                                         
254.0000

18.0000                                         
457.2000

0.0040                                           
0.1016

0.0020                                           
0.0508

18.0000                                         
457.2000

22.0000                                         
558.8000

0.0050                                           
0.1270

0.0025                                           
0.0635

22.0000                                         
558.8000

26.0000                                         
660.4000

0.0055                                           
0.1397

0.0025                                           
0.0635

26.0000                                         
660.4000

28.0000                                         
711.2000

0.0060                                           
0.1524

0.0030                                           
0.0762

28.0000                                         
711.2000

34.0000                                         
863.6000

0.0070                                           
0.1778

0.0030                                           
0.0762

34.0000                                         
863.6000

38.0000                                         
965.2000

0.0080                                           
0.2032

0.0035                                           
0.0889

38.0000                                         
965.2000

44.0000                                         
1,117.6000

0.0090                                           
0.2286

0.0040                                           
0.1016
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Tapered Thrust  
Thrust Bearing Mounting Practice – Shaft and Housing Fits

Bearing Spring Loaded 
Shaft Diameter Deviation

Bore Diameter from Bore Diameter (-)

over incl high low

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000 
0.0000

6.8750 
174.6250

0.0000 
0.0000

0.0010 
0.0254

6.8750 
174.6250

7.9999 
203.1975

0.0000 
0.0000

0.0010 
0.0254

7.9999 
203.1975

12.0000 
304.8000

0.0000 
0.0000

0.0015 
0.0381

12.0000 
304.8000

24.0000 
609.6000

0.0000 
0.0000

0.0020 
0.0508

24.0000 
609.6000

36.0000 
914.4000

0.0000 
0.0000

0.0025 
0.0635

36.0000 
914.4000

48.0000 
1,219.2000

0.0000 
0.0000

0.0030 
0.0762

Bearing Housing Diameter Deviation

Outside Diameter from Outside Diameter (+)

over incl high low

inch 
mm

inch 
mm

inch 
mm

inch 
mm

0.0000 
0.0000

10.5000 
266.7000

0.0025 
0.0635

0.0010 
0.0254

10.5000 
266.7000

13.0000 
330.2000

0.0030 
0.0762

0.0010 
0.0254

13.0000 
330.2000

20.0000 
508.0000

0.0040 
0.1016

0.0020 
0.0508

20.0000 
508.0000

25.0000 
635.0000

0.0045 
0.1143

0.0020 
0.0508

25.0000 
635.0000

30.0000 
762.0000

0.0060 
0.1524

0.0030 
0.0762

30.0000 
762.0000

35.0000 
889.0000

0.0070 
0.1778

0.0030 
0.0762
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Mounted Ball Bearing Selection Guide
Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Double Setscrew Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Sealmaster

NP
Two Bolt  

Pillow Block -  
High Base

Standard NP NP-T NPD

Cast Iron Felt Contact

1/2” - 2 15/16” 20mm - 75mm

Performance  
Mounted Ball 

Bearings

G-31 to G-33

NPL
Two Bolt  

Pillow Block -  
Low Base

Standard NPL NPL-T 1/2” - 2 11/16” 20mm - 60mm G-34 to G-35

SP
Two Bolt  

Pillow Block - 
Heavy Duty

Standard SP SP-T SPD 13/16” - 3 7/16” 36mm - 80mm G-36 to G-38

MP
Two Bolt  

Pillow Block -  
High Base

Medium MP MP-T MPD 15/16” - 4” 25mm - 100mm G-39 to G-41

MFP
Four Bolt  

Pillow Block -  
High Base

Medium MFP MFPD 1 15/16” - 5” 50mm - 100mm G-42 to G-43

MSPD
Two Bolt  

Pillow Block - 
Heavy Duty

Medium MSPD 1 11/16” - 4 15/16” N/A G-44

MSFPD
Four Bolt  

Pillow Block - 
Heavy Duty

Medium MSFPD 1 15/16” - 4 15/16” N/A G-45

SPM
Two Bolt 

Pillow Block - 
Heavy Duty

Medium SPM 1 3/16” - 2 1/2” N/A G-46

TB Tapped Base  
Pillow Block Standard TB TB-T 1/2” - 2” 20mm - 50mm G-47 to G-48

SF Four Bolt Flange Standard SF   SF-T 1/2” - 2 15/16” 20mm - 75mm G-49 to G-50

MSF Four Bolt Flange Medium MSF MSF-T 15/16” - 4 15/16” 25mm - 100mm G-51 to G-52

SFT Two Bolt Flange Standard SFT SFT-T 1/2” - 2 3/16” 20mm - 55mm G-53 to G-54

MSFT Two Bolt Flange Medium MSFT MSFT-T 15/16” - 2” 25mm - 50mm G-55 to G-56

G-3

® Mounted Ball Bearings
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Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Double Setscrew Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Sealmaster

NP
Two Bolt  

Pillow Block -  
High Base

Standard NP NP-T NPD

Cast Iron Felt Contact

1/2” - 2 15/16” 20mm - 75mm

Performance  
Mounted Ball 

Bearings

G-31 to G-33

NPL
Two Bolt  

Pillow Block -  
Low Base

Standard NPL NPL-T 1/2” - 2 11/16” 20mm - 60mm G-34 to G-35

SP
Two Bolt  

Pillow Block - 
Heavy Duty

Standard SP SP-T SPD 13/16” - 3 7/16” 36mm - 80mm G-36 to G-38

MP
Two Bolt  

Pillow Block -  
High Base

Medium MP MP-T MPD 15/16” - 4” 25mm - 100mm G-39 to G-41

MFP
Four Bolt  

Pillow Block -  
High Base

Medium MFP MFPD 1 15/16” - 5” 50mm - 100mm G-42 to G-43

MSPD
Two Bolt  

Pillow Block - 
Heavy Duty

Medium MSPD 1 11/16” - 4 15/16” N/A G-44

MSFPD
Four Bolt  

Pillow Block - 
Heavy Duty

Medium MSFPD 1 15/16” - 4 15/16” N/A G-45

SPM
Two Bolt 

Pillow Block - 
Heavy Duty

Medium SPM 1 3/16” - 2 1/2” N/A G-46

TB Tapped Base  
Pillow Block Standard TB TB-T 1/2” - 2” 20mm - 50mm G-47 to G-48

SF Four Bolt Flange Standard SF   SF-T 1/2” - 2 15/16” 20mm - 75mm G-49 to G-50

MSF Four Bolt Flange Medium MSF MSF-T 15/16” - 4 15/16” 25mm - 100mm G-51 to G-52

SFT Two Bolt Flange Standard SFT SFT-T 1/2” - 2 3/16” 20mm - 55mm G-53 to G-54

MSFT Two Bolt Flange Medium MSFT MSFT-T 15/16” - 2” 25mm - 50mm G-55 to G-56

G-4
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Mounted Ball Bearing Selection Guide
Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Double Setscrew Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Sealmaster

FB Flange Bracket Standard FB FB-T

Cast Iron

Felt Contact

1/2” - 2” 20mm - 50mm

Performance  
Mounted Ball 

Bearings

G-57 to G-58

SFC Piloted Flange 
Cartridge Standard SFC SFC-T 1 1/8” - 3 3/16” 30mm - 80mm G-59 to G-60

MFC Piloted Flange 
Cartridge Medium MFC MFC-T MFCD 15/16” - 4” 25mm - 100mm G-61 to G-63

SEHB Hanger Bearing 
External Lube Varies SEHB SEHB-T SEHBD

Ductile Iron

15/16” - 4” 25mm - 100mm G-64 to G-66

SCHB Hanger Bearing 
Internal Lube Varies SCHB 15/16” - 4” 25mm - 100mm G-67

SC Cylindrical  
Cartridge Standard SC SC-T

Cast Iron

1/2” - 2 15/16” 20mm - 75mm G-68 to G-69

MSC Cylindrical  
Cartridge Medium MSC MSC-T 15/16” - 4” 25mm - 100mm G-70 to G-71

ST Wide Slot  
Take Up Standard ST ST-T 1/2” - 3 7/16” 20mm - 80mm G-72 to G-73

MST Wide Slot  
Take Up Medium MST MST-T 15/16” - 4” 25mm - 100mm G-74 to G-75

STH Center Pull  
Take Up Frame Standard STH

N/A N/A N/A

7/8” - 2 15/16” 25mm - 75mm G-76 to G-78

MSTH Center Pull  
Take Up Frame Medium MSTH 1 11/16” - 2 1/2” N/A G-79

TF/TFS Top Mount  
Take Up Frame Standard 7/8” - 2 3/16” 25mm - 55mm G-80 to G-82

TFT-T Two Bolt Flange Standard TFT-T Ductile Iron Felt Contact 15/16” - 1 7/16” N/A G-83

G-5
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Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Double Setscrew Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Sealmaster

FB Flange Bracket Standard FB FB-T

Cast Iron

Felt Contact

1/2” - 2” 20mm - 50mm

Performance  
Mounted Ball 

Bearings

G-57 to G-58

SFC Piloted Flange 
Cartridge Standard SFC SFC-T 1 1/8” - 3 3/16” 30mm - 80mm G-59 to G-60

MFC Piloted Flange 
Cartridge Medium MFC MFC-T MFCD 15/16” - 4” 25mm - 100mm G-61 to G-63

SEHB Hanger Bearing 
External Lube Varies SEHB SEHB-T SEHBD

Ductile Iron

15/16” - 4” 25mm - 100mm G-64 to G-66

SCHB Hanger Bearing 
Internal Lube Varies SCHB 15/16” - 4” 25mm - 100mm G-67

SC Cylindrical  
Cartridge Standard SC SC-T

Cast Iron

1/2” - 2 15/16” 20mm - 75mm G-68 to G-69

MSC Cylindrical  
Cartridge Medium MSC MSC-T 15/16” - 4” 25mm - 100mm G-70 to G-71

ST Wide Slot  
Take Up Standard ST ST-T 1/2” - 3 7/16” 20mm - 80mm G-72 to G-73

MST Wide Slot  
Take Up Medium MST MST-T 15/16” - 4” 25mm - 100mm G-74 to G-75

STH Center Pull  
Take Up Frame Standard STH

N/A N/A N/A

7/8” - 2 15/16” 25mm - 75mm G-76 to G-78

MSTH Center Pull  
Take Up Frame Medium MSTH 1 11/16” - 2 1/2” N/A G-79

TF/TFS Top Mount  
Take Up Frame Standard 7/8” - 2 3/16” 25mm - 55mm G-80 to G-82

TFT-T Two Bolt Flange Standard TFT-T Ductile Iron Felt Contact 15/16” - 1 7/16” N/A G-83

G-6
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Mounted Ball Bearing Selection Guide
Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Double Setscrew Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Sealmaster

SRF Rubber Mounted 
Flange Light SRF

Stamped Steel

Felt Contact

1/2” - 1 1/4” N/A

Performance  
Mounted Ball 

Bearings

G-84

SRP Rubber Mounted 
Pillow Block Light SRP 1/2” - 1 1/4” N/A G-85

SRC Rubber Mounted 
Cartridge Light SRC Rubber 1/2” - 1 1/4” N/A G-86

RB Rubber Mount 
Insert Light RB N/A 1/2” - 1 1/4” N/A G-87

AR-2 Expansion Insert Standard AR-2 AR-2-T

Brass

1/2”-3 1/2” 20mm - 90mm G-88 to G-89

AR-3 Expansion Insert Medium AR-3 AR-3-T 15/16” - 4” 25mm - 100mm G-90 to G-91

2- Insert Standard 2- 2-T 2-D

N/A

1/2” - 3 1/2” 20mm - 90mm G-92 to G-94

3- Insert Medium 3- 3-T 3-D 15/16” - 4 15/16” 25mm - 100mm G-95 to G-97

ER Cylindrical  
O.D. Insert Standard ER ER-T 1/2” - 4” 20mm - 80mm

Performance 
Cylindrical O.D. 
Bearings (ER)

G-107 to G-108

NPMH Pillow Block Standard NPMH NPMH-T

Cast Iron

Contact Seal +  
Flinger

N/A

1” - 2 3/16” N/A

Material Handling 
Bearings

 G-113 to G-114

TBMH Tapped Base  
Pillow Block Standard TBMH TBMH-T 1” - 1 15/16” N/A  G-115 to G-116

SFMH Four Bolt Flange Standard SFMH SFMH-T

Contact + Flinger

1” - 2 7/16” N/A  G-117 to G-118

SFTMH Two Bolt Flange Standard SFTMH SFTMH-T 1” - 2 3/16” N/A  G-119 to G-120

G-7
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Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Double Setscrew Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Sealmaster

SRF Rubber Mounted 
Flange Light SRF

Stamped Steel

Felt Contact

1/2” - 1 1/4” N/A

Performance  
Mounted Ball 

Bearings

G-84

SRP Rubber Mounted 
Pillow Block Light SRP 1/2” - 1 1/4” N/A G-85

SRC Rubber Mounted 
Cartridge Light SRC Rubber 1/2” - 1 1/4” N/A G-86

RB Rubber Mount 
Insert Light RB N/A 1/2” - 1 1/4” N/A G-87

AR-2 Expansion Insert Standard AR-2 AR-2-T

Brass

1/2”-3 1/2” 20mm - 90mm G-88 to G-89

AR-3 Expansion Insert Medium AR-3 AR-3-T 15/16” - 4” 25mm - 100mm G-90 to G-91

2- Insert Standard 2- 2-T 2-D

N/A

1/2” - 3 1/2” 20mm - 90mm G-92 to G-94

3- Insert Medium 3- 3-T 3-D 15/16” - 4 15/16” 25mm - 100mm G-95 to G-97

ER Cylindrical  
O.D. Insert Standard ER ER-T 1/2” - 4” 20mm - 80mm

Performance 
Cylindrical O.D. 
Bearings (ER)

G-107 to G-108

NPMH Pillow Block Standard NPMH NPMH-T

Cast Iron

Contact Seal +  
Flinger

N/A

1” - 2 3/16” N/A

Material Handling 
Bearings

 G-113 to G-114

TBMH Tapped Base  
Pillow Block Standard TBMH TBMH-T 1” - 1 15/16” N/A  G-115 to G-116

SFMH Four Bolt Flange Standard SFMH SFMH-T

Contact + Flinger

1” - 2 7/16” N/A  G-117 to G-118

SFTMH Two Bolt Flange Standard SFTMH SFTMH-T 1” - 2 3/16” N/A  G-119 to G-120

G-8
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Mounted Ball Bearing Selection Guide
Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Double Setscrew Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Sealmaster

FBMH Flange Bracket Standard FBMH FBMH-T

Cast Iron

Contact + Flinger

N/A

1” - 1 15/16” N/A

Material Handling 
Bearings

 G-121 to G-122

STMH Wide Slot Take Up Standard STMH STMH-T 1” - 2 3/16” N/A  G-123 to G-124

MH Insert Standard MH MH-T N/A 1” - 2 7/16” N/A  G-125 to G-126

PVR-x3xx Pillow Block Varies

Varies Varies

1 1/8” - 1 3/4” N/A

Paver Bearings

 G-130

PVR-x4xx Tapped Base  
Pillow Block Varies 1” - 2” N/A  G-131

PVR-x5xx Four Bolt Flange Varies 1 1/2” 2 11/16” N/A  G-132

PVR-x6xx Two Bolt Flange Varies 1 7/16” - 2” N/A  G-133

PVR-x1xx Piloted Flange 
Cartridge Varies 1 15/16” - 2 3/16” N/A  G-134

PVR-x2xx Hanger Bearing Varies 2” - 2 11/16” N/A  G-135

PVR-x7xx Cylindrical  
Cartridge Varies 1 3/4” N/A  G-136
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Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Double Setscrew Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Sealmaster

FBMH Flange Bracket Standard FBMH FBMH-T

Cast Iron

Contact + Flinger

N/A

1” - 1 15/16” N/A

Material Handling 
Bearings

 G-121 to G-122

STMH Wide Slot Take Up Standard STMH STMH-T 1” - 2 3/16” N/A  G-123 to G-124

MH Insert Standard MH MH-T N/A 1” - 2 7/16” N/A  G-125 to G-126

PVR-x3xx Pillow Block Varies

Varies Varies

1 1/8” - 1 3/4” N/A

Paver Bearings

 G-130

PVR-x4xx Tapped Base  
Pillow Block Varies 1” - 2” N/A  G-131

PVR-x5xx Four Bolt Flange Varies 1 1/2” 2 11/16” N/A  G-132

PVR-x6xx Two Bolt Flange Varies 1 7/16” - 2” N/A  G-133

PVR-x1xx Piloted Flange 
Cartridge Varies 1 15/16” - 2 3/16” N/A  G-134

PVR-x2xx Hanger Bearing Varies 2” - 2 11/16” N/A  G-135

PVR-x7xx Cylindrical  
Cartridge Varies 1 3/4” N/A  G-136
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Mounted Ball Bearing Selection Guide
Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Eccentric Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Browning

VP 100
Two Bolt 

Pillow Block -  
High Base

Intermediate VPS 100 VPE 100

Cast Iron

Contact

N/A

1/2” - 2 3/16” N/A

Mounted Ball 
Bearings

G-145 to G-146

VP 200
Two Bolt 

Pillow Block -  
High Base

Standard VPS 200 VPB 200 VPE 200

Contact + Flinger

1/2” - 2 15/16” 20 mm - 60 mm G-147 to G-150

VP 300
Two Bolt 

Pillow Block -  
High Base

Medium VPS 300 VPB 300 1” - 2 3/16” N/A G-151 to G-152

VPL 100
Two Bolt 

Pillow Block -  
Low Base

Intermediate VPLS 100 VPLE 100 Contact 1/2” - 2 3/16” N/A G-153 to G-154

VPL 200
Two Bolt 

Pillow Block -  
Low Base

Standard VPLS 200 VPLB 200 VPLE 200

Contact + Flinger

1/2” - 2 7/16” N/A G-155 to G-157

VPD 200
Two Bolt 

Pillow Block - 
Alternate Base

Standard VPDS 200 1 3/16” - 1 1/2” N/A G-158

VTB 100 Tapped Base  
Pillow Block Intermediate VTBE 100 Contact 3/4” - 2” N/A G-159

VTB 200 Tapped Base  
Pillow Block Standard VTBS 200 VTBB 200 Contact + Flinger 1/2” - 2” 20mm - 50mm G-160 to G-162

VF4 100 Four Bolt Flange Intermediate VF4S 100 VF4E 100 Contact 1/2” - 2 3/16” N/A G-163 to G-164

VF4 200 Four Bolt Flange Standard VF4S 200 VF4B 200 VF4E 200

Contact + Flinger

1/2” - 2 7/16” 20mm - 60mm G-165 to G-168

VF4 300 Four Bolt Flange Medium VF4S 300 VF4B 300 1” - 2 3/16” N/A G-169 to G-170

VF2 100 Two Bolt Flange Intermediate VF2S 100 VF2E 100 Contact 1/2” - 2 3/16” N/A G-171 to G-172

VF2 200 Two Bolt Flange Standard VF2S 200 VF2B 200 VF2E 200 Contact + Flinger 1/2” - 2 7/16” 20mm - 60mm G-173 to G-176
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Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Eccentric Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Browning

VP 100
Two Bolt 

Pillow Block -  
High Base

Intermediate VPS 100 VPE 100

Cast Iron

Contact

N/A

1/2” - 2 3/16” N/A

Mounted Ball 
Bearings

G-145 to G-146

VP 200
Two Bolt 

Pillow Block -  
High Base

Standard VPS 200 VPB 200 VPE 200

Contact + Flinger

1/2” - 2 15/16” 20 mm - 60 mm G-147 to G-150

VP 300
Two Bolt 

Pillow Block -  
High Base

Medium VPS 300 VPB 300 1” - 2 3/16” N/A G-151 to G-152

VPL 100
Two Bolt 

Pillow Block -  
Low Base

Intermediate VPLS 100 VPLE 100 Contact 1/2” - 2 3/16” N/A G-153 to G-154

VPL 200
Two Bolt 

Pillow Block -  
Low Base

Standard VPLS 200 VPLB 200 VPLE 200

Contact + Flinger

1/2” - 2 7/16” N/A G-155 to G-157

VPD 200
Two Bolt 

Pillow Block - 
Alternate Base

Standard VPDS 200 1 3/16” - 1 1/2” N/A G-158

VTB 100 Tapped Base  
Pillow Block Intermediate VTBE 100 Contact 3/4” - 2” N/A G-159

VTB 200 Tapped Base  
Pillow Block Standard VTBS 200 VTBB 200 Contact + Flinger 1/2” - 2” 20mm - 50mm G-160 to G-162

VF4 100 Four Bolt Flange Intermediate VF4S 100 VF4E 100 Contact 1/2” - 2 3/16” N/A G-163 to G-164

VF4 200 Four Bolt Flange Standard VF4S 200 VF4B 200 VF4E 200

Contact + Flinger

1/2” - 2 7/16” 20mm - 60mm G-165 to G-168

VF4 300 Four Bolt Flange Medium VF4S 300 VF4B 300 1” - 2 3/16” N/A G-169 to G-170

VF2 100 Two Bolt Flange Intermediate VF2S 100 VF2E 100 Contact 1/2” - 2 3/16” N/A G-171 to G-172

VF2 200 Two Bolt Flange Standard VF2S 200 VF2B 200 VF2E 200 Contact + Flinger 1/2” - 2 7/16” 20mm - 60mm G-173 to G-176

Mounted Ball Bearings ®
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Mounted Ball Bearing Selection Guide
Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Eccentric Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Browning

VF2 300 Two Bolt Flange Medium VF2S 300 VF2B 300

Cast Iron

Contact + Flinger

N/A

1” - 2”

N/A Mounted Ball 
Bearings

G-177 to G-178

VFB 200 Flange Bracket Standard VFBS 200 VFBB 200 3/4” - 2” G-179 to G-180

VFC 200 Piloted Flange 
Cartridge Standard VFCS 200 VFCB 200 1 1/8” - 2 7/16” G-181 to G-182

VFC 300 Piloted Flange 
Cartridge Medium VFCS 300 VFCB 300 1” - 2 1/4” G-183 to G-184

VTW 100 Wide Slot Take Up Intermediate VTWS 100 VTWE 100 Contact 3/4” - 2 3/16” G-185 to G-186

VTW 200 Wide Slot Take Up Standard VTWS 200 VTWE 200

Contact + Flinger

1/2” - 2 7/16” G-187 to G-188

VTW 300 Wide Slot Take Up Medium VTWS 300 1” - 2 1/4” G-189

SF Center Pull  
Take Up Frame Standard xSFxx

N/A N/A

1/2” - 2 7/16” G-190

TF/TFS Top Mount 
Take Up Frame Standard xTFSxx 3/4” - 2 7/16” G-191

VP 100M Pillow Block Intermediate VPS100-M

Ductile Iron

Contact

1/2” - 1 7/16” G-192

VF2 100M Two Bolt Flange Intermediate VF2S100-M 1/2” - 1 7/16” G-193

VF3 100M Three Bolt Flange Intermediate VF3S100-M 1/2” - 1 7/16” G-194

SSP 100 Pillow Block Light SSPS 100 Stamped Steel 7/8” - 1 1/4” G-195
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Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Eccentric Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Browning

VF2 300 Two Bolt Flange Medium VF2S 300 VF2B 300

Cast Iron

Contact + Flinger

N/A

1” - 2”

N/A Mounted Ball 
Bearings

G-177 to G-178

VFB 200 Flange Bracket Standard VFBS 200 VFBB 200 3/4” - 2” G-179 to G-180

VFC 200 Piloted Flange 
Cartridge Standard VFCS 200 VFCB 200 1 1/8” - 2 7/16” G-181 to G-182

VFC 300 Piloted Flange 
Cartridge Medium VFCS 300 VFCB 300 1” - 2 1/4” G-183 to G-184

VTW 100 Wide Slot Take Up Intermediate VTWS 100 VTWE 100 Contact 3/4” - 2 3/16” G-185 to G-186

VTW 200 Wide Slot Take Up Standard VTWS 200 VTWE 200

Contact + Flinger

1/2” - 2 7/16” G-187 to G-188

VTW 300 Wide Slot Take Up Medium VTWS 300 1” - 2 1/4” G-189

SF Center Pull  
Take Up Frame Standard xSFxx

N/A N/A

1/2” - 2 7/16” G-190

TF/TFS Top Mount 
Take Up Frame Standard xTFSxx 3/4” - 2 7/16” G-191

VP 100M Pillow Block Intermediate VPS100-M

Ductile Iron

Contact

1/2” - 1 7/16” G-192

VF2 100M Two Bolt Flange Intermediate VF2S100-M 1/2” - 1 7/16” G-193

VF3 100M Three Bolt Flange Intermediate VF3S100-M 1/2” - 1 7/16” G-194

SSP 100 Pillow Block Light SSPS 100 Stamped Steel 7/8” - 1 1/4” G-195
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Mounted Ball Bearing Selection Guide
Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Eccentric Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Browning

SSRP 100 Pillow Block Light SSRPS 100 Stamped Steel with 
Rubber Grommet

Contact

N/A

3/4” - 1”

N/A

Mounted Ball 
Bearings

G-196

SSF4 100 Four Bolt Flange Light SSF4S 100

Stamped Steel

1 1/2” - 1 15/16” G-197

SSF3 100 Three Bolt Flange Light SSF3S 100 3/4” - 1 7/16” G-198

SSF3T 100 Three Bolt Flange Light SSF3TS 100 3/4” - 1 1/4” G-199

SSF2 100 Two Bolt Flange Light SSF2S 100 1/2” - 1 1/4” G-200

RUBR 100 Rubber Grommet Light RUBRS 100 RUBRB 100 RUBRE 100 Rubber 1/2” - 1” G-201 to G-202

SL 100 Cylindrical  
O.D. Insert Light SLS 100

N/A

1/2” - 1 1/2” G-203

L 100 Insert Light LS 100 1/2” - 1 15/16” G-204

LR 100 Insert Light LRS 100 3/4” - 1 1/4” G-205

V 100 Insert Intermediate VS 100 VE 100 1/2” - 2 3/16” G-206 to G-207

V 200 Insert Standard VS 200 VB 200 VE 200

Contact + Flinger

1/2” - 2 7/16” 20mm - 60mm G-208 to G-211

V 300 Insert Medium VS 300 VB 300 1” - 2 3/16”

N/A

G-212 to G-213

VER 200 Cylindrical  
O.D. Insert Standard VER 200 1/2” - 2 7/16” Cylindrical O.D.  

Insert Bearings G-218
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Lock Type Size Range

Brand Image Series Housing Style Duty Setscrew Concentric Eccentric Housing Material Standard Seal Seal Options Inch Metric Section Name Pages

Browning

SSRP 100 Pillow Block Light SSRPS 100 Stamped Steel with 
Rubber Grommet

Contact

N/A

3/4” - 1”

N/A

Mounted Ball 
Bearings

G-196

SSF4 100 Four Bolt Flange Light SSF4S 100

Stamped Steel

1 1/2” - 1 15/16” G-197

SSF3 100 Three Bolt Flange Light SSF3S 100 3/4” - 1 7/16” G-198

SSF3T 100 Three Bolt Flange Light SSF3TS 100 3/4” - 1 1/4” G-199

SSF2 100 Two Bolt Flange Light SSF2S 100 1/2” - 1 1/4” G-200

RUBR 100 Rubber Grommet Light RUBRS 100 RUBRB 100 RUBRE 100 Rubber 1/2” - 1” G-201 to G-202

SL 100 Cylindrical  
O.D. Insert Light SLS 100

N/A

1/2” - 1 1/2” G-203

L 100 Insert Light LS 100 1/2” - 1 15/16” G-204

LR 100 Insert Light LRS 100 3/4” - 1 1/4” G-205

V 100 Insert Intermediate VS 100 VE 100 1/2” - 2 3/16” G-206 to G-207

V 200 Insert Standard VS 200 VB 200 VE 200

Contact + Flinger

1/2” - 2 7/16” 20mm - 60mm G-208 to G-211

V 300 Insert Medium VS 300 VB 300 1” - 2 3/16”

N/A

G-212 to G-213

VER 200 Cylindrical  
O.D. Insert Standard VER 200 1/2” - 2 7/16” Cylindrical O.D.  

Insert Bearings G-218

Mounted Ball Bearings ®
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Low Drag

Bearing Rotational Torque - Comparison Chart

Low Drag “LO” 
• Felt seal cut down to reduce drag 
• Provides excellent barrier that works to retain grease and acts as a filter to 

reduce the ingress of debris contaminants 
• Features a channeling grease that reduces drag while lubricating the 

bearing 
• A reduced housing fit to allow for the bearing to properly self-align on light 

weight frames

 Suffix   Description   Temperature   Environment  Speed Limits
 LO   Low Drag   -20°F to 180°F  

 Dry/Dusty pages G-235 to G-240
 XLO   Extra Low Drag   -20°F to 100°F  

Company Suffix 
Option Seal Type Lubrication

LO Drag 
Bearing 
Options

AMI® FS Non-Contact Oil
Sealmaster XLO Low Drag Felt Oil

MB® HFF Steel Labyrinth Oil
Peer® ZSFF Steel Labyrinth Oil

Sealmaster LO Low Drag Felt Grease
MB MHFF Steel Labyrinth Grease

FYH® DSK3 Non-Contact Oil
Peer ZMKFF Steel Labyrinth Grease

Standard 
Bearing Drag 
(Reference)

Sealmaster - Felt Grease

Sealmaster C Contact Grease

X-Tra Low Drag “XLO” 
• Felt seal cut down and oil soaked for extra low drag 
• Oil lubricated and supplied with an adapter and plug for easy field 

relubrication
• A reduced housing fit to allow for the bearing to properly self-align on light 

weight frames

Custom Select continued

0.0 2.0 4.0 6.0 8.0 10.0 12.0 14.0

Sealmaster - Contact
Sealmaster - Felt

Peer - ZMKFF
FYH - DSK3
MB - MHFF

Sealmaster - LO
Peer- ZSFF

MB - HFF
Sealmaster - XLO

in-ozs Based on 1”

AMI - FS
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Optional Fittings

Custom Select continued

 Suffix   Description  
 CSK   90° Grease Fitting  
 CSJ   45° Grease Fitting  
 CTJ   Adapter and Plug  
 CTY   Plug  
 W   Adapter and Grease Fitting  

CSK – 90° Grease Fitting

CSJ – 45° Grease Fitting

W – Adaptor and Grease Fitting

CTJ – Adaptor and Plastic Plug

CTY - Plug

Note:
• Fittings are designed to properly position the lock pin anti-rotation device.  Other fittings not designed for 

Sealmaster brand bearings may not provide this function causing reduced bearing life.
• Fittings are factory adjusted to properly position the lock pin anti-rotation device. Improper field adjustment 

of the fitting may cause reduced bearing life.  Consult Bearing Technical Services for proper adjustment 
techniques or review installation instructions.

• For specific hole sizes per housing assembly refer to section L - Accessories.
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Expansion Units Options

Additional Options

Axial shaft expansion is compensated by a non-expansion (fixed) and 
expansion (float) arrangement.  Many bearings are offered in both fixed 
and float arrangements and have identical mounting dimensions.  It is 
recommended to use both units on one shaft in high temperature applications 
to help account for linear shaft expansion. For more information see page 
G-249 in the Mounted Ball Bearing Engineering section.

Expansion Unit Availability Chart

Bore Diameter Unit 
Size

Standard Duty Expansion 
Capability

Bore Diameter Unit 
Size

Medium Duty Expansion 
Capabilityin mm ENP ESP ESF ESFT in mm EMFP EMFPD EMP EMSPD EMSFPD EMSF EMSFT EMFC

 5/8 10

   3/32”

 15/16 15
        1/8” 11/16 11 25 305

 3/4 12 1 16
20 204  30 306

   1/8” 13/16 13

    3/32”

 1 3/16 19
 7/8 14 1 1/4 20

 15/16 15 35 307
   1/8”

25 205 1 7/16 23
1 16 1 1/2 24

   1/8”
1 1/16 17

    1/8”

40 308
1 1/8 18 1 11/16 27

    3/16”30 206 1 3/4 28
1 3/6 19 45 309
1 1/4 20R 1 15/16 31

     3/16”1 1/4 20

    1/8”

50 310
1 5/16 21 2 32
1 3/8 22 55 311

   3/16”35 207 2 3/16 35
1 7/16 23 2 1/4 36
1 1/2 24

   1/8”
2 7/16 39

      3/16”1 9/16 25 2 1/2 40
40 208 65 313

1 5/8 26

   1/8”

2 11/16 43
    3/16”

1 11/16 27 70 314
1 3/4 28 2 15/16 47

     1/4”45 209 75 315
1 13/16 29

    3/16”

3 48
1 7/8 30 80 316

  1/4”1 15/16 31 3 3/16 51
50 210 3 1/4 52

2 32R 3 7/16 55       9/32”
2 32

    3/16”

3 15/16 63
      9/32”2 1/8 34 100 320

55 211 4 64
2 3/16 35 4 7/16 71

    7/16”
2 1/4 36

   3/16”

4 15/16 79
60 212  Expansion option exists for the bearing and housing combination

2 3/8 38 Note: 1. Not all combinations of housing styles, locking types and seal options are available.  Consult customer 
service for availability and possible set-up charges.2 7/16 39

2 1/2 40
  3/16”

2. Alternate expansion version available in some sizes and configurations with half-dog and wire, suffix “HIY”,  
see page G-104 for more information.2 11/16 43

70 214
2 7/8 46

 3/16”2 15/16 47
75 215

3 48
 1/4”80 216

3 3/16 51
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Custom Capabilities
Additional Industry specific options exist such as the:

Sealmaster Paver Bearing – page G-127
Sealmaster Material Handling Bearing - page G-109
Sealmaster PN Gold – Corrosion Resistant – page K-29

 
Our Application Engineers will design a bearing based on your unique application parameters, utilizing a variety of 
existing components or special components. By combining your equipment knowledge and our Application Engineers 
bearing expertise, a product solution can be designed to maximize bearing performance in your specific application. 
 
Thousands of customers benefit from this capability every year, and now you no longer have to endure the lead time 
associated with these custom engineered solutions. In many cases, a higher performance product can be designed 
and developed specifically for your application.

Greases
Optional greases are readily available, consult Application Engineering for complete list

Additional Options

KRYTOX* Extended Lube
• Used in HI suffix modified bearings
• KYRTOX GPL 226, an extremely high performance perflourinated oil and 

PTFE thickened grease
• KRYTOX grease has a superior service life and therefore diminishes re-

lubrication frequency and extends life
• Engineers have found that, compared to other high temperature greases, 

the thermal stability and lubricity of the KRYTOX can improve high 
temperature bearing life by a factor of 4 to 45 times

High Temperature Synthetic
• Used in HT, HTA, and HTC suffix modified bearings
• High quality, synthetic hydrocarbon, lithium complex thickened grease 

NLGI#2, and ISO 220 viscosity
• Superior high temperature (200 F to 400F) stability

*KRYTOX is a registered trademark of E.I. du Pont de Nemurs and Company. This trade name, trademark and/or registered trademark is 
property of their respective owner and is not owned or controlled by Regal Power Transmission Solutions.
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NP Series Standard Duty Pillow Blocks - Setscrew Locking

B

H

C

A
G

J
K

L

D

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – High 
Base

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220

Bore Diameter
Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch mm min. max.

 1/2 NP-8 2-08
2611
11614

1 3/16
30.2

5 
127.0

3 3/8 
85.7

4 1/8 
104.8

1 1/2 
38.1

 1/2 
12.7

2 7/16
61.9

1 7/32
31.0

 23/32
18.3

1 3/16
30.2 3/8 1.7

.77
 9/16 NP-9 2-09
 5/8 NP-10 2-010

 11/16 NP-11 2-011
 3/4 NP-12 2-012 2611 1 5/16 5 3 3/8 4 1/8 1 1/2  1/2 2 9/16 1 7/32  23/32 1 3/16  3/8 1.9

20 NP-204 5204 11614 33.3 127.0 85.7 104.8 38.1 12.7 65.1 31.0 18.3 30.2 .86
 13/16 NP-13 2-013

2801
12459

1 7/16
36.5

5 1/2 
139.7

3 7/8 
98.4

4 3/8 
111.1

1 1/2 
38.1

 1/2 
12.7

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9  3/8 2.2

1.00

 7/8 NP-14 2-014
 15/16 NP-15 2-015

1 NP-16 2-1
25 NP-205 5205

1 1/16 NP-17 2-11

4381
19487

1 11/16
42.9

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 9/16
14.3

3 3/8 
85.7

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5  1/2 3.6

1.63

1 1/8 NP-18 2-12
1 3/16 NP-19 2-13
1 1/4 NP-20R 1-14

30 NP-206 5206
1 1/4 NP-20 2-14

5782
25718

1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 5/8 
15.9

3 3/4 
95.3

1 11/16
42.9

1 
25.4

1 55/64
47.2  1/2 4.5

2.04

1 5/16 NP-21 2-15
1 3/8 NP-22 2-16

1 7/16 NP-23 2-17
35 NP-207 5207

1 1/2 NP-24 2-18
7340
32648

1 15/16
49.2

7 1/4 
184.2

4 7/8 
123.8

5 7/8 
149.2

2 1/8 
54.0

 11/16
17.5

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4  1/2 5.7

2.591 9/16 NP-25 2-19
40 NP-208 5208

1 5/8 NP-26 2-110
1 11/16 NP-27 2-111 7901 2 1/8 7 1/2 5 7/16 6 1/16 2 1/8  11/16 4 1/4 1 15/16 1 3/16 2 19/64  1/2 6.5
1 3/4 NP-28 2-112 35144 54.0 190.5 138.1 154.0 54.0 17.5 108.0 49.2 30.2 58.3 2.95

45 NP-209 5209
1 13/16 NP-29 2-113

7889
35090

2 1/4 
57.2

8 1/8 
206.4

6 
152.4

6 1/2 
165.1

2 3/8 
60.3

 3/4 
19.1

4 9/16
115.9

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7  5/8 7.9

3.58

1 7/8 NP-30 2-114
1 15/16 NP-31 2-115

2 NP-32R 1-2
50 NP-210 5210

2 NP-32 2-2
2 1/8 NP-34 2-22 9752 2 1/2 8 5/8 6 1/2 7 2 3/8  3/4 5 2 3/16 1 5/16 2 23/32  5/8 9.7

2 3/16 NP-35 2-23 43377 63.5 219.1 165.1 177.8 60.3 19.1 127.0 55.6 33.3 69.1 4.40
55 NP-211 5211

2 1/4 NP-36 2-24

 5/8 2 3/8 NP-38 2-26 11789 2 3/4 9 1/2 6 7/8 7 5/8 2 3/4  7/8 5 9/16 2 9/16 1 9/16 2 63/64 13.7
2 7/16 NP-39 2-27 52437 69.9 241.3 174.6 193.7 69.9 22.2 141.3 65.1 39.7 75.8 6.21

60 NP-212 5212
2 7/8 NP-46 2-214

14839
66004

3.5
88.9

13
330.2

8 1/2
215.9

9 1/2
241.3

3 1/2
88.9

1 1/8
28.6

7
177.8

3 1/16
77.8

1 3/4
44.5

3 41/64
92.5

27.9
12.662 15/16 NP-47 2-215  7/8 

75 NP-215 5215
  

For Standard Duty Bearing Inserts-Single Lock see page G-92.

Metric dimensions for reference only.

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220

NP-T Series Standard Duty Pillow Block - SKWEZLOC Locking Collar - Inch

B
C

G

H

A

L

D

J
K

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – High Base

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 3/4 NP-12T 2-012T 2611 1 5/16 5 3 3/8 4 1/8 1 1/2  1/2 2 9/16 1 9/32  25/32 1 3/4  3/8 2.0
11614 33.3 127.0 85.7 104.8 38.1 12.7 65.1 32.5 19.8 44.5 .91

 15/16 NP-15T 2-015T 2801 1 7/16 5 1/2 3 7/8 4 3/8 1 1/2  1/2 2 13/16 1 7/16  7/8 1 15/16  3/8 2.4
1 NP-16T 2-1T 12459 36.5 139.7 98.4 111.1 38.1 12.7 71.4 36.5 22.2 49.2 1.09

1 1/8 NP-18T 2-12T 4381
19487

1 11/16
42.9

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 9/16
14.3

3 3/8 
85.7

1 9/16
39.7

 15/16
23.8

2 3/16
55.6

 1/2 
3.8

1.72
1 3/16 NP-19T 2-13T
1 1/4 NP-20RT 1-14T

1 1/4 NP-20T 2-14T 5782 1 7/8 6 9/16 4 11/16 5 5/16 1 7/8  5/8 3 3/4 1 3/4 1 1/16 2 7/16  1/2 4.8
25718 47.6 166.7 119.1 134.9 47.6 15.9 95.3 44.5 27.0 61.9 2.18

1 3/8 NP-22T 2-16T 4782 1 7/8 6 9/16 4 11/16 5 5/16 1 7/8  5/8 3 3/4 1 3/4 1 1/16 2 9/16  1/2 4.8
1 7/16 NP-23T 2-17T 21270 47.6 166.7 119.1 134.9 47.6 15.9 95.3 44.5 27.0 65.1 2.18

1 1/2 NP-24T 2-18T 7340 1 15/16 7 1/4 4 7/8 5 7/8 2 1/8  11/16 3 15/16 2 1 1/4 2 11/16  1/2 6.0
32648 49.2 184.2 123.8 149.2 54.0 17.5 100.0 50.8 31.8 68.3 2.72

1 5/8 NP-26T 2-110T 7901 2 1/8 7 1/2 5 7/16 6 1/16 2 1/8  11/16 4 1/4 2 1 1/4 2 13/16  1/2 6.8
35144 54.0 190.5 138.1 154.0 54.0 17.5 108.0 50.8 31.8 71.4 3.08

1 11/16 NP-27T 2-111T 7901 2 1/8 7 1/2 5 7/16 6 1/16 2 1/8  11/16 4 1/4 2 1 1/4 2 15/16  1/2 6.8
1 3/4 NP-28T 2-112T 35144 54.0 190.5 138.1 154.0 54.0 17.5 108.0 50.8 31.8 74.6 3.08

1 15/16 NP-31T 2-115T 7889 2 1/4 8 1/8 6 6 1/2 2 3/8  3/4 4 9/16 2 3/32 1 11/32 3 3/8  5/8 8.5
2 NP-32RT 1-2T 35090 57.2 206.4 152.4 165.1 60.3 19.1 115.9 53.2 34.1 85.7 3.86

2 NP-32T 2-2T 9752 2 1/2 8 5/8 6 1/2 7 2 3/8  3/4 5 2 1/4 1 3/8 3 1/2  5/8 10.3
43377 63.5 219.1 165.1 177.8 60.3 19.1 127.0 57.2 34.9 88.9 4.67

2 1/8 NP-34T 2-22T 9752 2 1/2 8 5/8 6 1/2 7 2 3/8  3/4 5 2 1/4 1 3/8 3 5/8  5/8 10.3
2 3/16 NP-35T 2-23T 43377 63.5 219.1 165.1 177.8 60.3 19.1 127.0 57.2 34.9 92.1 4.67

2 1/4 NP-36T 2-24T 11789 2 3/4 9 1/2 6 7/8 7 5/8 2 3/4  7/8 5 9/16 2 5/8 1 5/8 4 1/16  5/8 14.9
52437 69.9 241.3 174.6 193.7 69.9 22.2 141.3 66.7 41.3 103.2 6.76

2 3/8 NP-38T 2-26T 11789 2 3/4 9 1/2 6 7/8 7 5/8 2 3/4  7/8 5 9/16 2 5/8 1 5/8 4 1/8  5/8 14.9
52437 69.9 241.3 174.6 193.7 69.9 22.2 141.3 66.7 41.3 104.8 6.76

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                   

N/lb

Dimensions mm / inch
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Lmm min. max.

20 NP-204TMC 5204TMC 11614 33.3 127.0 85.7 104.8 38.2 12.7 65.1 32.5 19.8 44.5 M10 4.8
4782 1 5/16 5 3 3/8 4 1/8 1 1/2 1/2 2 9/16 1 9/32 25/32 1 3/4 .91

25 NP-205TMC 5205TMC 19487 36.5 139.7 98.4 111.1 38.1 12.7 71.4 36.5 22.2 49.2 M10 2.4
2801 1 7/16 5 1/2 3 7/8 4 3/8 1 1/2  1/2 2 13/16 1 7/16  7/8 1 15/16 1.1

30 NP-206TMC 5206TMC 19487 42.9 165.1 112.7 128.6 47.6 14.3 85.7 39.7 23.8 55.6 M10 3.8
4381 1 11/16 6 1/2 4 7/16 5 1/16 1 7/8  9/16 3 3/8 1 9/16  15/16 2 3/16 1.72

35 NP-207TMC 5207TMC 21270 47.6 166.7 119.1 134.9 47.6 15.9 95.3 44.5 27.0 65.1 M10 4.8
4782 1 7/8 6 9/16 4 11/16 5 5/16 1 7/8  5/8 3 3/4 1 3/4 1 1/16 2 9/16 2.18

40 NP-208TMC 5208TMC 32648 49.2 184.2 123.8 149.2 54.0 17.5 100.0 54.8 31.8 68.3 M14 6.0
7340 1 15/16 7 1/4 4 7/8 5 7/8 2 1/8  11/16 3 15/16 2 5/32 1 1/4 2 11/16 2.72

45 NP-209TMC 5209TMC 35144 54.0 190.5 138.1 154.0 54.0 17.5 108.0 50.8 31.8 74.6 M14 6.8
7901 2 1/8 7 1/2 5 7/16 6 1/16 2 1/8  11/16 4 1/4 2 1 1/4 2 15/16 3.08

50 NP-210TMC 5210TMC 35090 57.2 206.4 152.4 165.1 60.3 19.1 115.9 53.2 34.1 85.7 M16 8.5
7889 2 1/4 8 1/8 6 6 1/2 2 3/8  3/4 4 9/16 2 3/32 1 11/32 3 3/8 3.86

55 NP-211TMC 5211TMC 43377 63.5 219.1 165.1 177.8 60.3 19.1 127.0 57.2 34.9 92.1 M16 10.3
9752 2 1/2 8 5/8 6 1/2 7 2 3/8  3/4 5 2 1/4 1 3/8 3 5/8 4.67

60 NP-212TMC 5212TMC 11789 69.9 241.3 174.6 193.7 69.9 22.2 141.3 66.7 41.3 104.8 M16 14.9
52437 2 3/4 9 1/2 6 7/8 7 5/8 2 3/4  7/8 5 9/16 2 5/8 1 5/8 4 1/8 6.8

NP-T Series Standard Duty Pillow Block - SKWEZLOC Locking Collar - Metric -SKWEZTM

For Standard Duty Bearing Inserts - SKWEZLOC Locking Collar see page G-93. For Replacement Lock Collar see page G-98.
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Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch min. max.

 7/8 NPD-14 2-014D
2801
12459

1 7/16
36.5

5 1/2 
139.7

3 7/8 
98.4

4 3/8 
111.1

1 1/2 
38.1

 1/2 
12.7

2 13/16
71.4

1 1/2 
38.1

 3/4 
19.1

1 3/8 
34.9

2.4
1.09 15/16 NPD-15 2-015D  3/8 

1 NPD-16 2-1D

1 3/16 NPD-19 2-13D 4381
19487

1 11/16
42.9

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 9/16
14.3

3 3/8 
85.7

1 3/4 
44.5

 7/8 
22.2

1 19/32
40.5  1/2 3.8

1.72

1 1/4 NPD-20 2-14D
5782
25718

1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 5/8 
15.9

3 3/4 
95.3

2 
50.8

1 
25.4

1 55/64
47.2  1/2 4.7

2.131 3/8 NPD-22 2-16D
1 7/16 NPD-23 2-17D
1 1/2 NPD-24 2-18D 7340 1 15/16 7 1/4 4 7/8 5 7/8 2 1/8  11/16 3 15/16 2 5/16 1 5/32 2 1/16

 1/2 
6.0

1 9/16 NPD-25 2-19D 32648 49.2 184.2 123.8 149.2 54.0 17.5 100.0 58.7 29.4 52.4 2.73
1 11/16 NPD-27 2-111D 7901

35144
2 1/8 
54.0

7 1/2 
190.5

5 7/16
138.1

6 1/16
154.0

2 1/8 
54.0

 11/16
17.5

4 1/4 
108.0

2 3/8 
60.3

1 3/16
30.2

2 19/64
58.3  1/2 6.5

2.951 3/4 NPD-28 2-112D
1 7/8 NPD-30 2-114D 7889 2 1/4 8 1/8 6 6 1/2 2 3/8  3/4 4 9/16 2 1/2 1 1/4 2 15/32

 5/8 
8.3

1 15/16 NPD-31 2-115D 35090 57.2 206.4 152.4 165.1 60.3 19.1 115.9 63.5 31.8 62.7 3.76
2 NPD-32 2-2D

9752
43377

2 1/2 
63.5

8 5/8 
219.1

6 1/2 
165.1

7 
177.8

2 3/8 
60.3

 3/4 
19.1

5 
127.0

2 5/8 
66.7

1 5/16
33.3

2 23/32
69.1  5/8 10.0

4.542 1/8 NPD-34 2-22D
2 3/16 NPD-35 2-23D
2 1/4 NPD-36 2-24D

11789
52437

2 3/4 
69.9

9 1/2 
241.3

6 7/8 
174.6

7 5/8 
193.7

2 3/4 
69.9

 7/8 
22.2

5 9/16
141.3

3 1/8 
79.4

1 9/16
39.7

2 63/64
75.8  5/8 14.0

6.352 3/8 NPD-38 2-26D
2 7/16 NPD-39 2-27D

  
For Standard Duty Bearing Inserts-Double Lock see page G-94.

NPD Series Standard Duty Pillow Blocks With Double Lock - Setscrew Locking

B

C

G

H L

K

J

A

D

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – High 
Base

Self Alignment: +/- 2 Degrees

Lock: Double Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220
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NPL Series Standard Duty Pillow Blocks - Setscrew Locking

B

H

C

A

G

J
K

L

D

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – Low 
Base

Self Alignment +/- 2 Degrees

Lock Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore Diameter Part  
No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch mm min. max.

 1/2 NPL-8 2-08

 3/8 
 9/16 NPL-9 2-09 2611 1 1/16 5 3 3/8 4 1/8 1 1/2  3/8 2 5/16 1 7/32  23/32 1 3/16 1.7
 5/8 NPL-10 2-010 11614 27.0 127.0 85.7 104.8 38.1 9.5 58.7 31.0 18.3 30.2 .77

 11/16 NPL-11 2-011
 3/4 NPL-12 2-012 2611 1 1/4 5 3 3/8 4 1/8 1 1/2  7/16 2 1/2 1 7/32  23/32 1 3/16

 3/8 
1.7

20 NPL-204 5204 11614 31.8 127.0 85.7 104.8 38.1 11.1 63.5 31.0 18.3 30.2 .77
 13/16 NPL-13 2-013

2801
12459

1 5/16
33.3

5 1/2
139.7

3 7/8
98.4

4 3/8
111.1

1 1/2
38.1

 1/2 
12.7

2 11/16
68.3

1 3/8
34.9

 13/16
20.6

1 3/8 
34.9  3/8 2.0

.91

 7/8 NPL-14 2-014
 15/16 NPL-15 2-015

1 NPL-16 2-1
25 NPL-205 5205

1 1/16 NPL-17 2-11

4381
19487

1 9/16
39.7

6 1/2
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8
47.6

 7/16
11.1

3 1/4
82.6

1 1/2
38.1

 7/8 
22.2

1 19/32
40.5  1/2 3.6

1.63

1 1/8 NPL-18 2-12
1 3/16 NPL-19 2-13
1 1/4 NPL-20R 1-14

30 NPL-206 5206
1 1/4 NPL-20 2-14

5782
25718

1 13/16
46.0

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8
47.6

 9/16
14.3

3 11/16
93.7

1 11/16
42.9

1
25.4

1 55/64
47.2  1/2 4.4

2.00

1 5/16 NPL-21 2-15
1 3/8 NPL-22 2-16
1 7/16 NPL-23 2-17

35 NPL-207 5207
1 1/2 NPL-24 2-18

7340
32648

1 15/16
49.2

7 1/4
184.2

4 7/8
123.8

5 7/8
149.2

2 1/8
54.0

 11/16
17.5

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4  1/2 5.7

2.591 9/16 NPL-25 2-19
40 NPL-208 5208

1 5/8 NPL-26 2-110

 1/2 
1 11/16 NPL-27 2-111 7901 2 1/16 7 1/2 5 7/16 6 1/16 2 1/8  5/8 4 3/16 1 15/16 1 3/16 2 19/64 6.2
1 3/4 NPL-28 2-112 35144 52.4 190.5 138.1 154.0 54.0 15.9 106.4 49.2 30.2 58.3 2.81

45 NPL-209 5209
1 13/16 NPL-29 2-113

7889
35090

2 3/16
55.6

8 1/8
206.4

6
152.4

6 1/2
165.1

2 3/8
60.3

 11/16
17.5

4 1/2
114.3

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7  5/8 7.8

3.54

1 7/8 NPL-30 2-114
1 15/16 NPL-31 2-115

2 NPL-32R 1-2
50 NPL-210 5210

2 NPL-32 2-2

 5/8 
2 1/8 NPL-34 2-22 9752 2 7/16 8 5/8 6 1/2 7 2 3/8  11/16 4 15/16 2 3/16 1 5/16 2 23/32 9.6

2 3/16 NPL-35 2-23 43377 61.9 219.1 165.1 177.8 60.3 17.5 125.4 55.6 33.3 69.1 4.35
55 NPL-211 5211

2 1/4 NPL-36 2-24

 5/8 
2 3/8 NPL-38 2-26 11789 2 11/16 9 1/2 6 7/8 7 5/8 2 3/4  13/16 5 1/2 2 9/16 1 9/16 2 63/64 13.5

2 7/16 NPL-39 2-27 52437 68.3 241.3 174.6 193.7 69.9 20.6 139.7 65.1 39.7 75.8 6.12
60 NPL-212 5212

2 11/16 NPL-43 2-211 13971 
62143

3 
76.2

11 1/4 
285.8

7 1/8 
181.0

8 7/8 
225.4

3 1/4 
82.6

1 1/16 
27.0

6 1/4 
158.8

2 3/4 
69.9

1 11/16 
42.9

3 7/16 
87.3 3/4 21.5 

9.75
 

For Standard Duty Bearing Inserts-Single Lock see page G-92.
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NPL-T  Series Standard Duty Pillow Block - SKWEZLOC Locking Collar

B
C

G

H

A

L

D

J

K

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch min. max.

 3/4 NPL-12T 2-012T
2611 1 1/4 5 3 3/8 4 1/8 1 1/2  7/16 2 1/2 1 9/32  25/32 1 3/4

 3/8 
1.8

11614 31.8 127.0 85.7 104.8 38.1 11.1 63.5 32.5 19.8 44.5 .82

 15/16 NPL-15T 2-015T 2801 1 5/16 5 1/2 3 7/8 4 3/8 1 1/2  1/2 2 11/16 1 7/16  7/8 1 15/16
 3/8 

2.2

1 NPL-16T 2-1T 12459 33.3 139.7 98.4 111.1 38.1 12.7 68.3 36.5 22.2 49.2 1.00

1 1/8 NPL-18T 2-12T
4381
19487

1 9/16
39.7

6 1/2
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8
47.6

 7/16
11.1

3 1/4
82.6

1 9/16
39.7

 15/16
23.8

2 3/16
55.6  1/2 3.8

1.721 3/16 NPL-19T 2-13T

1 1/4 NPL-20RT 1-14T

1 1/4 NPL-20T 2-14T
5782 1 13/16 6 9/16 4 11/16 5 5/16 1 7/8  9/16 3 11/16 1 3/4 1 1/16 2 7/16

 1/2 
4.7

25718 46.0 166.7 119.1 134.9 47.6 14.3 93.7 44.5 27.0 61.9 2.13

1 3/8 NPL-22T 2-16T 5782 1 13/16 6 9/16 4 11/16 5 5/16 1 7/8  9/16 3 11/16 1 3/4 1 1/16 2 9/16
 1/2 

4.7

1 7/16 NPL-23T 2-17T 25718 46.0 166.7 119.1 134.9 47.6 14.3 93.7 44.5 27.0 65.1 2.13

1 1/2 NPL-24T 2-18T
7340 1 15/16 7 1/4 4 7/8 5 7/8 2 1/8  11/16 3 15/16 2 1 1/4 2 11/16

 1/2 
6.0

32648 49.2 184.2 123.8 149.2 54.0 17.5 100.0 50.8 31.8 68.3 2.72

1 5/8 NPL-26T 2-110T
7901 2 1/16 7 1/2 5 7/16 6 1/16 2 1/8  5/8 4 3/16 2 1 1/4 2 13/16

 1/2 
6.5

35144 52.4 190.5 138.1 154.0 54.0 15.9 106.4 50.8 31.8 71.4 2.95

1 11/16 NPL-27T 2-111T 7901 2 1/16 7 1/2 5 7/16 6 1/16 2 1/8  5/8 4 3/16 2 1 1/4 2 15/16
 1/2 

6.5

1 3/4 NPL-28T 2-112T 35144 52.4 190.5 138.1 154.0 54.0 15.9 106.4 50.8 31.8 74.6 2.95

1 15/16 NPL-31T 2-115T 7889 2 3/16 8 1/8 6 6 1/2 2 3/8  11/16 4 1/2 2 3/32 1 11/32 3 3/8
 5/8 

8.4

2 NPL-32RT 1-2T 35090 55.6 206.4 152.4 165.1 60.3 17.5 114.3 53.2 34.1 85.7 3.81

2 NPL-32T 2-2T
9752 2 7/16 8 5/8 6 1/2 7 2 3/8  11/16 4 15/16 2 1/4 1 3/8 3 1/2

 5/8 
10.2

43377 61.9 219.1 165.1 177.8 60.3 17.5 125.4 57.2 34.9 88.9 4.63

2 1/8 NPL-34T 2-22T 9752 2 7/16 8 5/8 6 1/2 7 2 3/8  11/16 4 15/16 2 1/4 1 3/8 3 5/8
 5/8 

10.2

2 3/16 NPL-35T 2-23T 43377 61.9 219.1 165.1 177.8 60.3 17.5 125.4 57.2 34.9 92.1 4.63

2 1/4 NPL-36T 2-24T
11789 2 11/16 9 1/2 6 7/8 7 5/8 2 3/4  13/16 5 1/2 2 5/8 1 5/8 4 1/16

 5/8 
14.7

52437 68.3 241.3 174.6 193.7 69.9 20.6 139.7 66.7 41.3 103.2 6.67

2 3/8 NPL-38T 2-26T 11789 2 11/16 9 1/2 6 7/8 7 5/8 2 3/4  13/16 5 1/2 2 5/8 1 5/8 4 1/8
 5/8 

14.7

2 7/16 NPL-39T 2-27T 52437 68.3 241.3 174.6 193.7 69.9 20.6 139.7 66.7 41.3 104.8 6.67

For Standard Duty SKWEZLOC Locking Collar Bearing inserts see page G-93. For Replacement Lock Collar see page G-98.

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – Low Base

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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SP Series Standard Duty Pillow Blocks - Setscrew Locking

B

H

C

A
G

J
K

L

D

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – 
Heavy Duty

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch mm min. max.

 13/16 SP-13 2-013

2801
12459

1 3/4
44.5

7 
177.8

5 1/8 
130.2

5 5/8 
142.9

2 
50.8

 9/16
14.3

3 5/16
84.1

1 3/8
34.9

 13/16
20.6

1 3/8 
34.9  1/2 3.6

1.63

 7/8 SP-14 2-014
 15/16 SP-15 2-015

1 SP-16 2-1
25 SP-205 5205

1 1/16 SP-17 2-11

4381
19487

2 
50.8

7 1/2 
190.5

5 3/8 
136.5

6 1/8 
155.6

2 
50.8

 5/8 
15.9

3 7/8
98.4

1 1/2
38.1

 7/8 
22.2

1 19/32
40.5  1/2 5.0

2.27

1 1/8 SP-18 2-12
1 3/16 SP-19 2-13
1 1/4 SP-20R 2-14

30 SP-206 5206
1 1/4 SP-20 2-14

5782 2 3/8 
60.3

8 1/4 
209.6

5 5/8 
142.9

6 7/8 
174.6

2 1/4 
57.2

 3/4 
19.1

4 1/2
114.3

1 11/16
42.9

1
25.4

1 55/64
47.2  5/8 7.0

3.18

1 5/16 SP-21 2-15
1 3/8 SP-22 2-16
1 7/16 SP-23 2-17

35 SP-207 5207
1 1/2 SP-24 2-18

7340
32648

2 5/16
58.7

8 1/2 
215.9

5 7/8 
149.2

7 1/8 
181.0

2 3/8 
60.3

 3/4 
19.1

4 9/16
115.9

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4  5/8 7.6

3.451 9/16 SP-25 2-19
40 SP-208 5208

1 5/8 SP-26 2-110

 5/8 
1 11/16 SP-27 2-111 7901 2 3/8 8 3/4 5 7/8 7 1/8 2 3/8  3/4 4 5/8 1 15/16 1 3/16 2 19/64 8.1
1 3/4 SP-28 2-112 35144 60.3 222.3 149.2 181.0 60.3 19.1 117.5 49.2 30.2 58.3 3.67

45 SP-209 5209
1 13/16 SP-29 2-113

7889
35090

2 3/4 
69.9

10 1/2 
266.7

6 3/4 
171.5

8 1/2 
215.9

2 1/2 
63.5

 7/8 
22.2

5 5/16
134.9

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7  5/8 11.6

5.26

1 7/8 SP-30 2-114
1 15/16 SP-31 2-115

2 SP-32R 1-2
50 SP-210 5210

2 SP-32 2-2

 5/8 
2 1/8 SP-34 2-22 9752 3 1/8 11 1/4 7 5/8 9 3/8 2 3/4  7/8 5 15/16 2 3/16 1 5/16 2 23/32 14.1

2 3/16 SP-35 2-23 43377 79.4 285.8 193.7 238.1 69.9 22.2 150.8 55.6 33.3 69.1 6.40
55 SP-211 5211

2 1/4 SP-36 2-24

 3/4 
2 3/8 SP-38 2-26 11789 3 1/8 11 1/2 7 7/8 9 3/8 3  7/8 6 1/16 2 9/16 1 9/16 2 63/64 16.5

2 7/16 SP-39 2-27 52437 79.4 292.1 200.0 238.1 76.2 22.2 154.0 65.1 39.7 75.8 7.48
60 SP-212 5212

2 1/2 SP-40 3-28
13971
62143

3 3/4 
95.3

12 5/8 
320.7

9 3/8 
238.1

10 5/8 
269.9

3 3/8 
85.7

1
25.4

7 1/8
181.0

2 3/4
69.9

1 11/16
42.9

3 7/16
87.3  3/4 26.3

11.932 11/16 SP-43 2-211
70 SP-214 5214

2 7/8 SP-46 2-214
14839
66004

3 3/4 
95.3

13 
330.2

9 1/4 
235.0

10 3/4 
273.1

3 3/8 
85.7

1
25.4

7 3/16
182.6

3 1/16
77.8

1 3/4
44.5

3 41/64
92.5  3/4 26.6

12.072 15/16 SP-47 2-215
75 SP-215 5215

3 SP-48 3-3
17412
77449

4 
101.6

14 1/2 
368.3

10 5/8 
269.9

12 1/8 
308.0

3 3/4 
95.3

1 1/8
28.6

7 13/16
198.4

3 1/4
82.6

1 15/16
49.2

3 59/64
99.6  3/4 34.0

15.423 3/16 SP-51 2-33
80 SP-216 5216

3 1/4 SP-52 2-34
18681
83093

4 
101.6

15 
381.0

9 5/8 
244.5

11 7/8 
301.6

4 1/4 
108.0

1 1/4
31.8

8 1/16
204.8

3 3/8
85.7

2 1/32
51.6

4 5/32
105.6  7/8 42.1

19.103 3/8 SP-54 2-36
3 7/16 SP-55 2-37

For Standard Duty Bearing Inserts-Single Lock see page G-93.
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Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch min. max.

 15/16 SP-15T 2-015T 2801 1 3/4 7 5 1/8 5 5/8 2  9/16 3 5/16 1 7/16  7/8 1 15/16
 1/2 

3.8

1 SP-16T 2-1T 12459 44.5 177.8 130.2 142.9 50.8 14.3 84.1 36.5 22.2 49.2 1.72

1 1/8 SP-18T 2-12T
4381
19487

2
50.8

7 1/2
190.5

5 3/8
136.5

6 1/8
155.6

2
50.8

 5/8 
15.9

3 7/8
98.4

1 9/16
39.7

 15/16
23.8

2 3/16
55.6  1/2 5.2

2.361 3/16 SP-19T 2-13T

1 1/4 SP-20RT 1-14T

1 1/4 SP-20T 2-14T
5782 2 3/8 8 1/4 5 5/8 6 7/8 2 1/4  3/4 4 1/2 1 3/4 1 1/16 2 7/16

 5/8
7.3

25718 60.3 209.6 142.9 174.6 57.2 19.1 114.3 44.5 27.0 61.9 3.31

1 3/8 SP-22T 2-16T 5782 2 3/8 8 1/4 5 5/8 6 7/8 2 1/4  3/4 4 1/2 1 3/4 1 1/16 2 9/16
 5/8 

7.3

1 7/16 SP-23T 2-17T 25718 60.3 209.6 142.9 174.6 57.2 19.1 114.3 44.5 27.0 65.1 3.31

1 1/2 SP-24T 2-18T
7340 2 5/16 8 1/2 5 7/8 7 1/8 2 3/8  3/4 4 9/16 2 1 1/4 2 11/16

 5/8
7.3

32648 58.7 215.9 149.2 181.0 60.3 19.1 115.9 50.8 31.8 68.3 3.31

1 5/8 SP-26T 2-110T
7901 2 3/8 8 3/4 5 7/8 7 1/8 2 3/8  3/4 4 5/8 2 1 1/4 2 13/16

 5/8 
8.4

35144 60.3 222.3 149.2 181.0 60.3 19.1 117.5 50.8 31.8 71.4 3.81

1 11/16 SP-27T 2-111T 7901 2 3/8 8 3/4 5 7/8 7 1/8 2 3/8  3/4 4 5/8 2 1 1/4 2 15/16
 5/8

8.4

1 3/4 SP-28T 2-112T 35144 60.3 222.3 149.2 181.0 60.3 19.1 117.5 50.8 31.8 74.6 3.81

1 15/16 SP-31T 2-115T 7889 2 3/4 10 1/2 6 3/4 8 1/2 2 1/2  7/8 5 5/16 2 3/32 1 11/32 3 3/8
 5/8 

12.2

2 SP-32RT 1-2T 35090 69.9 266.7 171.5 215.9 63.5 22.2 134.9 53.2 34.1 85.7 5.53

2 SP-32T 2-2T
9752 3 1/8 11 1/4 7 5/8 9 3/8 2 3/4  7/8 5 15/16 2 1/4 1 3/8 3 1/2

 5/8
14.7

43377 79.4 285.8 193.7 238.1 69.9 22.2 150.8 57.2 34.9 88.9 6.67

2 1/8 SP-34T 2-22T 9752 3 1/8 11 1/4 7 5/8 9 3/8 2 3/4  7/8 5 15/16 2 1/4 1 3/8 3 5/8
 5/8 

14.7

2 3/16 SP-35T 2-23T 43377 79.4 285.8 193.7 238.1 69.9 22.2 150.8 57.2 34.9 92.1 6.67

2 1/4 SP-36T 2-24T
11789 3 1/8 11 1/2 7 7/8 9 3/8 3  7/8 6 1/16 2 5/8 1 5/8 4 1/16

 3/4 
17.7

52437 79.4 292.1 200.0 238.1 76.2 22.2 154.0 66.7 41.3 103.2 8.03

2 3/8 SP-38T 2-26T 11789 3 1/8 11 1/2 7 7/8 9 3/8 3  7/8 6 1/16 2 5/8 1 5/8 4 1/8
 3/4 

17.7

2 7/16 SP-39T 2-27T 52437 79.4 292.1 200.0 238.1 76.2 22.2 154.0 66.7 41.3 104.8 8.03
  

For Standard Duty SKWEZLOC Locking Collar Bearing Inserts see page G-93. For Replacement Lock Collar see page G-98.

SP-T Series Standard Duty Pillow Blocks - SKWEZLOC Locking Collar

B
C

G

H

A

L

D

J
K

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – Heavy Duty

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch min. max.

 7/8 SPD-14 2-014D
2801
12459

1 3/4 
44.5

7 
177.8

5 1/8 
130.2

5 5/8 
142.9

2 
50.8

 9/16
14.3

3 5/16
84.1

1 1/2 
38.1

 3/4 
19.1

1 3/8 
34.9  1/2 3.6

1.63 15/16 SPD-15 2-015D

1 SPD-16 2-1D

1 3/16 SPD-19 2-13D 4381
19487

2 
50.8

7 1/2 
190.5

5 3/8 
136.5

6 1/8 
155.6

2 
50.8

 5/8 
15.9

3 7/8 
98.4

1 3/4 
44.5

 7/8 
22.2

1 19/32
40.5  1/2 5

2.27

1 1/4 SPD-20 2-14D
5782
25718

2 3/8 
60.3

8 1/4 
209.6

5 5/8 
142.9

6 7/8 
174.6

2 1/4 
57.2

 3/4 
19.1

4 1/2 
114.3

2 
50.8

1 
25.4

1 55/64
47.2 5/8 7.2

3.271 3/8 SPD-22 2-16D

1 7/16 SPD-23 2-17D

1 1/2 SPD-24 2-18D 7340 2 5/16 8 1/2 5 7/8 7 1/8 2 3/8  3/4 4 9/16 2 5/16 1 5/32 2 1/16
 5/8 

7.7

1 9/16 SPD-25 2-19D 32648 58.7 215.9 149.2 181.0 60.3 19.1 115.9 58.7 29.4 52.4 3.49

1 11/16 SPD-27 2-111D 7901
35144

2 3/8 
60.3

8 3/4 
222.3

5 7/8 
149.2

7 1/8 
181.0

2 3/8 
60.3

 3/4 
19.1

4 5/8 
117.5

2 3/8 
60.3

1 3/16
30.2

2 19/64
58.3  5/8 8.3

3.761 3/4 SPD-28 2-112D

1 7/8 SPD-30 2-114D 7889 2 3/4 10 1/2 6 3/4 8 1/2 2 1/2  7/8 5 5/16 2 1/2 1 1/4 2 15/32
 5/8 

11.6

1 15/16 SPD-31 2-115D 35090 69.9 266.7 171.5 215.9 63.5 22.2 134.9 63.5 31.8 62.7 5.26

2 SPD-32 2-2D
9752
43377

3 1/8 
79.4

11 1/4 
285.8

7 5/8 
193.7

9 3/8 
238.1

2 3/4 
69.9

 7/8 
22.2

5 15/16
150.8

2 5/8 
66.7

1 5/16
33.3

2 23/32
69.1  5/8 14.1

6.402 1/8 SPD-34 2-22D

2 3/16 SPD-35 2-23D

2 1/4 SPD-36 2-24D
11789
52437

3 1/8 
79.4

11 1/2 
292.1

7 7/8 
200.0

9 3/8 
238.1

3 
76.2

 7/8 
22.2

6 1/16
154.0

3 1/8 
79.4

1 9/16
39.7

2 63/64
75.8  3/4 17

7.712 3/8 SPD-38 2-26D

2 7/16 SPD-39 2-27D

2 1/2 SPD-40 3-28D 13971 3 3/4 12 5/8 9 3/8 10 5/8 3 3/8 1 7 1/8 3 1/2 1 3/4 3 7/16
 3/4 

26.8

2 11/16 SPD-43 2-211D 62143 95.3 320.7 238.1 269.9 85.7 25.4 181.0 88.9 44.5 87.3 12.16

2 7/8 SPD-46 2-214D 14839 3 3/4 13 9 1/4 10 3/4 3 3/8 1 7 3/16 3 1/2 1 3/4 3 41/64
 3/4 

26.8

2 15/16 SPD-47 2-215D 66004 95.3 330.2 235.0 273.1 85.7 25.4 182.6 88.9 44.5 92.5 12.16

3 SPD-48 3-3D 17412 4 14 1/2 10 5/8 12 1/8 3 3/4 1 1/8 7 13/16 3 7/8 1 15/16 3 59/64
 3/4 

34.5

3 3/16 SPD-51 2-33D 77449 101.6 368.3 269.9 308.0 95.3 28.6 198.4 98.4 49.2 99.6 15.65

For Standard Duty Bearing Inserts-Double Lock see page G-94. 

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – 
Heavy Duty

Self Alignment: +/- 2 Degrees

Lock: Double Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

SPD Series Standard Duty Pillow Blocks With Double Lock - Setscrew Locking

B

C

G

H L

K

J

A

D

Bearing Selection
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Pillow Block -  
High Base

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MP Series Medium Duty Pillow Blocks - Setscrew Locking

B

H

C

A
G

J
K

L

D

Bore Diameter
Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch mm min. max.

 15/16 MP-15 3-015
4381
19487

1 3/4 
44.5

6 1/4 
158.8

4 3/16
106.4

5 3/16
131.8

2 
50.8

 5/8 
15.9

3 7/16
87.3

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5  1/2 4.0

1.811 MP-16 3-1
25 MP-305 5305

1 3/16 MP-19 3-13
5782
25718

1 7/8 
47.6

6 7/8 
174.6

4 1/2 
114.3

5 1/2 
139.7

2 1/4 
57.2

 11/16
17.5

3 13/16
96.8

1 11/16
42.9

1 
25.4

1 55/64
47.2  1/2 5.4

2.451 1/4 MP-20 2-14
30 MP-306 5306

1 7/16 MP-23 3-17 7340
32648

2 1/8 
54.0

8 
203.2

5 
127.0

6 3/8 
161.9

2 1/4 
57.2

 3/4 
19.1

4 3/16
106.4

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4  1/2 6.8

3.081.378 35 MP-307 5307
1 1/2 MP-24 3-18 7901

35144
2 5/16
58.7

8 3/4 
222.3

5 1/2 
139.7

6 3/4 
171.5

2 5/8 
66.7

 13/16
20.6

4 9/16
115.9

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3  5/8 9.0

4.0840 MP-308 5308
1 11/16 MP-27 3-111

7889
35090

2 5/16
58.7

8 3/4 
222.3

5 7/16
138.1

6 13/16
173.0

2 5/8 
66.7

 13/16
20.6

4 5/8 
117.5

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7  5/8 9.5

4.311 3/4 MP-28 3-112
45 MP-309 5309

1 15/16 MP-31 3-115
9752
43377

2 1/2 
63.5

9 1/2 
241.3

5 15/16
150.8

7 9/16
192.1

2 7/8 
73.0

 7/8 
22.2

5 3/32
129.4

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1  5/8 11.7

5.312 MP-32 2-2
50 MP-310 5310

2 3/16 MP-35 3-23
11789
52437

2 3/4 
69.9

10 1/4 
260.4

6 9/16
166.7

7 15/16
201.6

3 1/8 
79.4

1 1/16
27.0

5 5/8 
142.9

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8  3/4 16.2

7.352 1/4 MP-36 2-24
55 MP-311 5311

2 7/16 MP-39 3-27
13971
62143

3 
76.2

11 1/4 
285.8

7 1/8 
181.0

8 7/8 
225.4

3 1/4 
82.6

1 1/16
27.0

6 1/4 
158.8

2 3/4 
69.9

1 11/16
42.9

3 7/16
87.3  3/4 21.5

9.752 1/2 MP-40 3-28
65 MP-313 5313

2 11/16 MP-43 3-211 14839
66004

3 1/2 
88.9

13 
330.2

7 7/8 
200.0

10 1/8 
257.2

3 1/2 
88.9

1 1/8 
28.6

7 
177.8

3 1/16
77.8

1 3/4 
44.5

3 41/64
92.5  7/8 29.2

13.242.756 70 MP-314 5314
2 15/16 MP-47 3-215

17412
77449

3 1/2 
88.9

13 
330.2

7 7/8 
200.0

10 1/8 
257.2

3 1/2 
88.9

1 1/4 
31.8

7 1/4 
184.2

3 1/4 
82.6

1 15/16
49.2

3 59/64
99.6  7/8 31.5

14.293 MP-48 3-3
75 MP-315 5315

3 3/16 MP-51 3-33
18681
83093

4 
101.6

15 
381.0

9 11/16
246.1

12 9/16
319.1

4 
101.6

1 1/4 
31.8

8 
203.2

3 3/8 
85.7

2 1/32
51.6

4 5/32
105.6  7/8 44.1

20.003 1/4 MP-52 2-34
80 MP-316 5316

3 7/16 MP-55 3-37 21566
95926

4 
101.6

15 
381.0

9 5/8 
244.5

12 5/8 
320.7

4 3/8 
111.1

1 5/16
33.3

8 1/4 
209.6

3 25/32
96.0

2 7/32
56.4

4 25/64
111.5  7/8 47.8

21.683 1/2 MP-56 2-38
3 15/16 MP-63 3-315

29905
133017

5 
127.0

17 
431.8

11 3/4 
298.5

14 3/4 
374.7

4 3/4 
120.7

1 5/16
33.3

10 
254.0

4 5/8 
117.5

2 11/16
68.3

5 11/64
131.4 1 73.2

33.204 MP-64 3-4
100 MP-320 5320

For Medium Duty Bearing Inserts-Single Lock see page G-95.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Pillow Block -  
High Base

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MP-T Series Medium Duty Pillow Blocks - SKWEZLOC Locking Collar

B
C

G

H

A

L

D

J
K

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch min. max.

1 MP-16T 3-1T 4381
19487

1 3/4 
44.5

6 1/4 
158.8

4 3/16
106.4

5 3/16
131.8

2 
50.8

 5/8 
15.9

3 7/16
87.3

1 9/16
39.7

 15/16
23.8

2 1/16
52.4  1/2 4.2 

1.91

1 3/16 MP-19T 3-13T 5782
25718

1 7/8 
47.6

6 7/8 
174.6

4 1/2 
114.3

5 1/2 
139.7

2 1/4 
57.2

11/16
17.5

3 13/16
96.8

1 3/4 
44.5

1 1/16
27.0

2 7/16
61.9  1/2 5.7 

2.591 1/4 MP-20T 2-14T

1 7/16 MP-23T 3-17T 7340
32648

2 1/8 
54.0

8 
203.2

5 
127.0

6 3/8 
161.9

2 1/4 
57.2

 3/4 
19.1

4 3/16
106.4

2 
50.8

1 1/4 
31.8

2 11/16
68.3  1/2 7.1 

3.22

1 1/2 MP-24T 3-18T 7901
35144

2 5/16
58.7

8 3/4 
222.3

5 1/2 
139.7

6 3/4 
171.5

2 5/8 
66.7

 13/16
20.6

4 9/16
115.9

2 
50.8

1 1/4 
31.8

2 13/16
71.4  5/8 9.3 

4.22

1 11/16 MP-27T 3-111T 7889
35090

2 5/16
58.7

8 3/4 
222.3

5 7/16
138.1

6 13/16
173.0

2 5/8 
66.7

 13/16
20.6

4 5/8 
117.5

2 3/32
53.2

1 11/32
34.1

3 1/4 
82.6  5/8 10.1 

4.581 3/4 MP-28T 3-112T

1 15/16 MP-31T 3-115T 9752
43377

2 1/2 
63.5

9 1/2 
241.3

5 15/16
150.8

7 9/16
192.1

2 7/8 
73.0

 7/8 
22.2

5 3/32
129.4

2 1/4 
57.2

1 3/8 
34.9

3 1/2 
88.9  5/8 12.3 

5.582 MP-32T 2-2T

2 3/16 MP-35T 3-23T 11789
52437

2 3/4 
69.9

10 1/4 
260.4

6 9/16
166.7

7 15/16
201.6

3 1/8 
79.4

1 1/16
27.0

5 5/8 
142.9

2 5/8 
66.7

1 5/8 
41.3

4 1/16
103.2  3/4 17.4 

7.892 1/4 MP-36T 2-24T
 

For Medium Duty SKWEZLOC Locking Collar Bearing inserts see page G-96. For Replacement Lock Collar see page G-98.
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Pillow Block -  
High Base

Self Alignment: +/- 2 Degrees

Lock: Double Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MPD Series Medium Duty Pillow Blocks With Double Lock - Setscrew Locking

B

C

G

H L

K

J

A

D

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch min. max.

1 MPD-16 3-1D 4381
19487

1 3/4 
44.5

6 1/4 
158.8

4 3/16
106.4

5 3/16
131.8

2 
50.8

 5/8 
15.9

3 7/16
87.3

1 3/4 
44.5

 7/8 
22.2

1 19/32
40.5  1/2 4.0

1.81

1 3/16 MPD-19 3-13D 5782
25718

1 7/8 
47.6

6 7/8 
174.6

4 1/2 
114.3

5 1/2 
139.7

2 1/4 
57.2

 11/16
17.5

3 13/16
96.8

2 
50.8

1 
25.4

1 55/64
47.2  1/2 5.4

2.451 1/4 MPD-20 2-14D

1 7/16 MPD-23 3-17D 7340
32648

2 1/8 
54.0

8 
203.2

5 
127.0

6 3/8 
161.9

2 1/4 
57.2

 3/4 
19.1

4 3/16
106.4

2 5/16
58.7

1 5/32
29.4

2 1/16
52.4  1/2 6.8

3.08

1 1/2 MPD-24 3-18D 7901
35144

2 5/16
58.7

8 3/4 
222.3

5 1/2 
139.7

6 3/4 
171.5

2 5/8 
66.7

 13/16
20.6

4 9/16
115.9

2 3/8 
60.3

1 3/16
30.2

2 19/64
58.3  5/8 9.0

4.08

1 11/16 MPD-27 3-111D 7889
35090

2 5/16
58.7

8 3/4 
222.3

5 7/16
138.1

6 13/16
173.0

2 5/8 
66.7

 13/16
20.6

4 5/8 
117.5

2 1/2 
63.5

1 1/4 
31.8

2 15/32
62.7  5/8 9.5

4.311 3/4 MPD-28 3-112D

1 15/16 MPD-31 3-115D 9752
43377

2 1/2 
63.5

9 1/2 
241.3

5 15/16
150.8

7 9/16
192.1

2 7/8 
73.0

 7/8 
22.2

5 3/32
129.4

2 5/8 
66.7

1 5/16
33.3

2 23/32
69.1  5/8 11.7

5.312 MPD-32 2-2D

2 3/16 MPD-35 3-23D 11789
52437

2 3/4 
69.9

10 1/4 
260.4

6 9/16
166.7

7 15/16
201.6

3 1/8 
79.4

1 1/16
27.0

5 5/8 
142.9

3 1/8 
79.4

1 9/16
39.7

2 63/64
75.8  3/4 16.2

7.352 1/4 MPD-36 2-24D

2 7/16 MPD-39 3-27D 13971
62143

3 
76.2

11 1/4 
285.8

7 1/8 
181.0

8 7/8 
225.4

3 1/4 
82.6

1 1/16
27.0

6 1/4 
158.8

3 1/2 
88.9

1 3/4 
44.5

3 7/16
87.3  3/4 21.5

9.752 1/2 MPD-40 3-28D

2 11/16 MPD-43 3-211D 14839
66004

3 1/2 
88.9

13 
330.2

7 7/8 
200.0

10 1/8 
257.2

3 1/2 
88.9

1 1/8 
28.6

7 
177.8

3 1/2 
88.9

1 3/4 
44.5

3 41/64
92.5  7/8 29.2

13.24

2 15/16 MPD-47 3-215D 17412
77449

3 1/2 
88.9

13 
330.2

7 7/8 
200.0

10 1/8 
257.2

3 1/2 
88.9

1 1/4 
31.8

7 1/4 
184.2

3 7/8 
98.4

1 15/16
49.2

3 59/64
99.6  7/8 31.5

14.293 MPD-48 3-3D

3 3/16 MPD-51 3-33D 18681 4 
101.6

15 
381.0

9 11/16
246.1

12 9/16
319.1

4 
101.6

1 1/4 
31.8

8 
203.2

4 1/16
103.2

2 1/32
51.6

4 5/32
105.6  7/8 44.1

20.003 1/4 MPD-52 2-34D 83093

3 7/16 MPD-55 3-37D 21566 4 
101.6

15 
381.0

9 5/8 
244.5

12 5/8 
320.7

4 3/8 
111.1

1 5/16
33.3

8 1/4 
209.6

4 7/16
112.7

2 7/32
56.4

4 25/64
111.5  7/8 47.8

21.683 1/2 MPD-56 2-38D 95926

3 15/16 MPD-63 3-315D 29905 5 
127.0

17 
431.8

11 3/4 
298.5

14 3/4 
374.7

4 3/4 
120.7

1 5/16
33.3

10 
254.0

5 3/8 
136.5

2 11/16
68.3

5 11/64
131.4 1 73.2

33.204 MPD-64 3-4D 133017
 

For Medium Duty Bearing Inserts-Double Lock see page G-97.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220



G-42

Performance Mounted Ball Bearings Performance Mounted Ball Bearings ®

M
td

. B
a

ll
 

B
e

a
ri

n
g

s

MFP Series Medium Duty Four-Bolt Base Pillow Blocks - Setscrew Locking

L

D

G 

A 

H

B
EC

J
K

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Pillow 
Block - High Base

Self Alignment +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Relube: Relube

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B
C

D E G H J K Linch mm min. max.

1 15/16 MFP-31 3-115
9752
43377

2 1/2 
63.5

9 3/4 
247.7

6 3/8 
161.9

7 5/8 
193.7

4 
101.6

2 1/4 
57.2

 13/16
20.6

5 3/8 
136.5

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1  5/8 13.7

6.212 MFP-32 2-2

50  MFP-310 5310

2 3/16 MFP-35 3-23
11789
52437

2 3/4 
69.9

10 1/4 
260.4

6 7/8 
174.6

8 1/8 
206.4

4 1/8 
104.8

2 1/4 
57.2

 7/8 
22.2

5 13/16
147.6

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8  5/8 17.0

7.712 1/4 MFP-36 2-24

55 MFP-311 5311

2 7/16 MFP-39 3-27
13971
62143

3 
76.2

11 1/4 
285.8

7 1/2 
190.5

9 
228.6

4 1/2 
114.3

2 5/8 
66.7

1 
25.4

6 1/2 
165.1

2 3/4 
69.9

1 11/16
42.9

3 7/16
87.3  5/8 23.3

10.572 1/2 MFP-40 3-28

65 MFP-313 5313

2 11/16 MFP-43 3-211 14839 3 1/2 13 9 10 1/2 5 2 3/4 1 1/8 7 1/4 3 1/16 1 3/4 3 41/64
 3/4 

34.0

70 MFP-314 5314 66004 88.9 330.2 228.6 266.7 127.0 69.9 28.6 184.2 77.8 44.5 92.5 15.42

2 15/16 MFP-47 3-215
17412
77449

3 1/2 
88.9

13 
330.2

9 
228.6

10 1/2 
266.7

5 
127.0

2 3/4 
69.9

1 
25.4

7 3/8 
187.3

3 1/4 
82.6

1 15/16
49.2

3 59/64
99.6  3/4 36.5

16.563 MFP-48 3-3

75 MFP-315 5315

3 3/16 MFP-51 3-33
18681
83093

4 
101.6

15 
381.0

10 3/4 
273.1

12 1/4 
311.2

5 
127.0

3 
76.2

1 1/16
27.0

8 7/16
214.3

3 3/8 
85.7

2 1/32
51.6

4 5/32
105.6  3/4 44.5

20.183 1/4 MFP-52 2-34

80 MFP-316 5316

3 7/16 MFP-55 3-37 21566 4 15 10 3/4 12 1/4 5 3 1 1/16 8 7/16 3 25/32 2 7/32 4 25/64
 3/4 

48.6

3 1/2 MFP-56 2-38 95926 101.6 381.0 273.1 311.2 127.0 76.2 27.0 214.3 96.0 56.4 111.5 22.04

3 15/16 MFP-63 3-315
29905
133017

5 
127.0

17 
431.8

12 7/16
315.9

14 1/16
357.2

6 
152.4

3 1/2 
88.9

1 1/4 
31.8

10 1/4 
260.4

4 5/8 
117.5

2 11/16
68.3

5 11/64
131.4  7/8 83.5

37.874 MFP-64 3-4

100 MFP-320 5320
 

For Medium Duty Bearing Inserts-Single Lock see page G-95.
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MFPD Series Medium Duty Four-Bolt Base Pillow Blocks With Double Lock - Setscrew Locking

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Pillow 
Block - High Base

Self Alignment: +/- 2 Degrees

Lock: Double Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B
C

D E G H J K Linch min. max.

1 15/16 MFPD-31 3-115D 9752
43377

2 1/2 
63.5

9 3/4 
247.7

6 3/8 
161.9

7 5/8 
193.7

4 
101.6

2 1/4 
57.2

 13/16
20.6

5 3/8 
136.5

2 5/8 
66.7

1 5/16
33.3

2 23/32
69.1  5/8 13.7

6.21

2 3/16 MFPD-35 3-23D 11789
52437

2 3/4 
69.9

10 1/4 
260.4

6 7/8 
174.6

8 1/8 
206.4

4 1/8 
104.8

2 1/4 
57.2

 7/8 
22.2

5 13/16
147.6

3 1/8 
79.4

1 9/16
39.7

2 63/64
75.8  5/8 17

7.71

2 7/16 MFPD-39 3-27D 13971 3 
76.2

11 1/4 
285.8

7 1/2 
190.5

9 
228.6

4 1/2 
114.3

2 5/8 
66.7

1 
25.4

6 1/2 
165.1

3 1/2 
88.9

1 3/4 
44.5

3 7/16
87.3  5/8 23.3

10.572 1/2 MFPD-40 3-28D 62143

2 11/16 MFPD-43 3-211D
14839 3 1/2 

88.9
13 

330.2
9 

228.6
10 1/2 
266.7

5 
127.0

2 3/4 
69.9

1 1/8 
28.6

7 1/4 
184.2

3 1/2 
88.9

1 3/4 
44.5

3 41/64
92.5  3/4 34

863.666004

2 15/16 MFPD-47 3-215D 17412
77449

3 1/2 
88.9

13 
330.2

9 
228.6

10 1/2 
266.7

5 
127.0

2 3/4 
69.9

1 
25.4

7 3/8 
187.3

3 7/8 
98.4

1 15/16
49.2

3 59/64
99.6  3/4 36.5

16.563 MFPD-48 3-3D

3 7/16 MFPD-55 3-37D 21566
95926

4 
101.6

15 
381.0

25 3/4 
654.1

12 1/4 
311.2

5 
127.0

3 
76.2

1 1/16
27.0

8 7/16
214.3

4 39/89
112.7

2 7/32
56.4

4 25/64
111.5  3/4 48.6

22.043 1/2 MFPD-56 2-38D

3 15/16 MFPD-63 3-315D 29905
133017

5 
127.0

17 
431.8

12 7/16
315.9

14 1/16
357.2

6 
152.4

3 1/2 
88.9

1 1/4 
31.8

10 1/4 
260.4

5 3/8 
136.5

2 11/16
68.3

5 11/64
131.4  7/8 83.5

37.874 MFPD-64 3-4D

4 7/16 MFPD-71* 3-47D
37482
166720

6 
152.4

19 
482.6

14 
355.6

16 
406.4

5 1/2 
139.7

3 1/4 
82.6

1 5/8 
41.3

12 1/8 
308.0

5 3/4 
146.1

2 7/8 
73.0

6 11/32
161.1 1 130.0

58.974 15/16 MFPD-79* 3-415D

5 MFPD-80 3-500D

 * Units MFPD-71, MFPD-79 and MFPD-80 are not available with contact seal. 
For Medium Duty Bearing Inserts-Double Lock see page G-97.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – 
Heavy Duty

Self Alignment: +/- 2 Degrees

Lock: Double Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MSPD Series Medium Duty Pillow Blocks With Double Lock - Setscrew Locking

D

A

H

G

C
B

L

K
J

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch min. max.

1 11/16 MSPD-27 3-111D 7889
35090

2 3/8 
60.3

8 7/8 
225.4

6 7/16
163.5

7 7/16
188.9

2 1/2 
63.5

 3/4 
19.1

4 13/16
122.2

2 1/2 
63.5

1 1/4 
31.8

2 1/2 
63.5  5/8 9.5

4.311 3/4 MSPD-28 3-112D

1 15/16 MSPD-31 3-115D 9752
43377

2 3/4 
69.9

10 
254.0

7 1/8 
181.0

8 3/8 
212.7

2 5/8 
66.7

 7/8 
22.2

5 7/16
138.1

2 5/8 
66.7

1 5/16
33.3

2 5/8 
66.7  5/8 12.5

5.672 MSPD-32 2-2D

2 3/16 MSPD-35 3-23D 11789
52437

3 1/8 
79.4

10 7/8 
276.2

7 7/8 
200.0

9 3/8 
238.1

2 3/4 
69.9

 15/16
23.8

6 1/16
154.0

3 1/8 
79.4

1 9/16
39.7

2 63/64
75.8  5/8 17.0

7.712 1/4 MSPD-36 2-24D

2 7/16 MSPD-39 3-27D 13971
62143

3 1/8 
79.4

11 3/4 
298.5

8 3/4 
222.3

9 7/8 
250.8

3 
76.2

1 
25.4

6 5/16
160.3

3 1/2 
88.9

1 3/4 
44.5

3 1/2 
88.9  3/4 22.0

9.982 1/2 MSPD-40 3-28D

2 11/16 MSPD-43 3-211D 14839
66004

3 3/4 
95.3

13 3/8 
339.7

10 1/8 
257.2

11 3/8 
288.9

3 1/4 
82.6

1 
25.4

7 5/16
185.7

3 1/2 
88.9

1 3/4 
44.5

3 1/2 
88.9  3/4 28.0

12.70

2 15/16 MSPD-47 3-215D 17412
77449

3 3/4 
95.3

13 3/4 
349.3

10 
254.0

11 1/2 
292.1

3 3/8 
85.7

1 3/16
30.2

7 1/2 
190.5

3 7/8 
98.4

1 15/16
49.2

3 7/8 
98.4  7/8 33.0

14.973 MSPD-48 3-3D

3 7/16 MSPD-55 3-37D 21566
95926

4 9/16
115.9

15 3/8 
390.5

12 1/8 
308.0

13 1/2 
342.9

4 
101.6

1 1/4 
31.8

8 13/16
223.8

4 7/16
112.7

2 7/32
56.4

4 7/16
112.7  7/8 51.0

23.133 1/2 MSPD-56 2-38D

3 15/16 MSPD-63 3-315D 29905
133017

5 1/8 
130.2

17 
431.8

13 1/8 
333.4

14 3/4 
374.7

4 3/4 
120.7

1 1/4 
31.8

10 1/8 
257.2

5 3/8 
136.5

2 11/16
68.3

5 3/8 
136.5 1 74.5

33.794 MSPD-64 3-4D

4 7/16 MSPD-71 3-47D * 37482
166720

6 1/4 
158.8

21 1/4 
539.8

15 1/16
382.6

18 3/16
462.0

6 1/4 
158.8

1 3/4 
44.5

12 1/2 
317.5

5 3/4 
146.1

2 7/8 
73.0

5 3/4 
146.1 1 1/8 159.0

72.124 15/16 MSPD-79 3-415D *

* Units MSPD-71 and MSPD-79 are not available with contact seal. 
For Medium Duty Bearing Inserts-Double Lock see page G-97.
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MSFPD Series Medium Duty Four-Bolt Base Pillow Blocks With Double Lock - Setscrew Locking

L

G

A 

H

C
B

E
D

K
J

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Pillow 
Block – Heavy Duty

Self Alignment: +/- 2 Degrees

Lock: Double Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 
 lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B
C

D E G H J K Linch min. max.

1 15/16 MSFPD-31 3-115D 9752
43377

2 3/4 
69.9

9 3/4 
247.7

6 3/8 
161.9

7 5/8 
193.7

4 
101.6

2 1/4 
57.2

1 1/16
27.0

5 5/8 
142.9

2 5/8 
66.7

1 5/16
33.3

2 5/8 
66.7  5/8 15.4

6.992 MSFPD-32 2-2D

2 3/16 MSFPD-35 3-23D 11789
52437

3 1/8 
79.4

10 1/4 
260.4

6 7/8 
174.6

8 1/8 
206.4

4 1/8 
104.8

2 1/4 
57.2

1 1/4 
31.8

6 3/16
157.2

3 1/8 
79.4

1 9/16
39.7

2 63/64
75.8  5/8 20.1

9.122 1/4 MSFPD-36 2-24D

2 7/16 MSFPD-39 3-27D 13971
62143

3 1/8 
79.4

11 5/16
287.3

7 1/2 
190.5

9 
228.6

4 1/2 
114.3

2 5/8 
66.7

1 1/8 
28.6

6 5/8 
168.3

3 1/2 
88.9

1 3/4 
44.5

3 1/2 
88.9  5/8 25.4

11.522 1/2 MSFPD-40 3-28D

2 11/16 MSFPD-43 3-211D 14839
66004

3 3/4 
95.3

13 
330.2

9 
228.6

10 1/2 
266.7

5 
127.0

2 3/4 
69.9

1 3/8 
34.9

7 1/2 
190.5

3 1/2 
88.9

1 3/4 
44.5

3 1/2 
88.9  3/4 37.3

16.92

2 15/16 MSFPD-47 3-215D 17412
77449

3 3/4 
95.3

13 
330.2

9 
228.6

10 1/2 
266.7

5 
127.0

2 3/4 
69.9

1 1/4 
31.8

7 5/8 
193.7

3 7/8 
98.4

1 15/16
49.2

3 7/8 
98.4  3/4 40.1

18.193 MSFPD-48 3-3D

3 3/16 MSFPD-51 3-33D 18681
83093

4 1/8 
104.8

15 
381.0

10 3/4 
273.1

12 1/4 
311.2

5 
127.0

3 
76.2

1 3/16
30.2

8 9/16
217.5

4 1/16
103.2

2 1/32
51.6

4 5/32
105.6  3/4 51.2

23.223 1/4 MSFPD-52 2-34D

3 7/16 MSFPD-55 3-37D 21566
95926

4 9/16
115.9

15 
381.0

10 3/4 
273.1

12 1/4 
311.2

5 
127.0

3 
76.2

1 1/4 
31.8

9 
228.6

4 7/16
112.7

2 7/32
56.4

4 7/16
112.7  3/4 51.8

23.503 1/2 MSFPD-56 2-38D

3 15/16 MSFPD-63 3-315D 29905
133017

5 1/8 
130.2

17 
431.8

12 7/16
315.9

14 1/16
357.2

6 
152.4

3 1/2 
88.9

1 3/8 
34.9

10 3/8 
263.5

5 3/8 
136.5

2 11/16
68.3

5 3/8 
136.5  7/8 84.6

38.374 MSFPD-64 3-4D

4 7/16 MSFPD-71 3-47D 37482
166720

6 1/4 
158.8

19 
482.6

14 
355.6

16 
406.4

5 1/2 
139.7

3 1/4 
82.6

1 7/8 
47.6

12 3/8 
314.3

5 3/4 
146.1

2 7/8 
73.0

5 3/4 
146.1 1 136.0

61.694 15/16 MSFPD-79 3-415D
 

For Medium Duty Bearing Inserts-Double Lock see page G-97.
Units MSFPD-71 and MSFPD-79 are not available with contact seal.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt. 
lb/kgA B

C
D G H J K Linch min. max.

1 3/16 SPM-19 3-13 5782
25718

2 
50.8

7 1/2 
190.5

5 3/8 
136.5

6 1/8 
155.6

2 
50.8

 5/8 
15.9

3 7/8 
98.4

1 11/16
42.9

1 
25.4

1 55/64
47.2  1/2 6.9

3.13

1 7/16 SPM-23 3-17 7340
32648

2 3/8 
60.3

8 1/4 
209.6

5 5/8 
142.9

6 7/8 
174.6

2 1/4 
57.2

 3/4 
19.1

4 1/2 
114.3

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4  5/8 7.1

3.22

1 11/16 SPM-27 3-111 7889
35090

2 3/8 
60.3

8 3/4 
222.3

5 7/8 
149.2

7 1/8 
181.0

2 3/8 
60.3

 3/4 
19.1

4 5/8 
117.5

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7  5/8 9.7

4.401 3/4 SPM-28 3-112

1 15/16 SPM-31 3-115 9752
43377

2 3/4 
69.9

10 1/2 
266.7

6 3/4 
171.5

8 1/2 
215.9

2 1/2 
63.5

 7/8 
22.2

5 5/16
134.9

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1  5/8 11.9

5.40

2 3/16 SPM-35 3-23 11789
52437

3 1/8 
79.4

11 1/4 
285.8

7 5/8 
193.7

9 3/8 
238.1

2 3/4 
69.9

 7/8 
22.2

5 15/16
150.8

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8  5/8 16.6

7.53

2 7/16 SPM-39 3-27 13971
62143

3 1/8 
79.4

11 1/2 
292.1

7 7/8 
200.0

9 3/8 
238.1

3 
76.2

 7/8 
22.2

6 1/4 
158.8

2 3/4 
69.9

1 11/16
42.9

3 7/16
87.3  3/4 20.1

9.122 1/2 SPM-40 3-28
 

For Medium Duty Bearing Inserts-Single Lock see page G-95.

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Pillow Block -  
Heavy Duty

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

SPM Series Medium Duty Pillow Blocks - Setscrew Locking 

B

H

C

A
G

J
K

L

D
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Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Tapped Base Pillow 
Block 

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

TB Series Tapped Base Pillow Blocks - Setscrew Locking

H

J

C
B

A

D

N 

L

K

TAPPED BASE HOLES

Bore Diameter
Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm Bolt 
UNC-2B 
Thread

Unit 
Wt.  

lb/kgA B C D H J K L N  
Tap Depthinch mm

 1/2 TB-8 2-08

3/8-16

 9/16 TB-9 2-09
 5/8 TB-10 2-010 2611 1 5/16 3 1/8 2 1 1/2 2 9/16 1 7/32  23/32 1 3/16  1/2 1.8

 11/16 TB-11 2-011 11614 33.3 79.4 50.8 38.1 65.1 31.0 18.3 30.2 12.7 .82
 3/4 TB-12 2-012

20 TB-204 5204
 7/8 TB-14 2-014

3/8-16
 15/16 TB-15 2-015 2801 1 7/16 3 2 1 1/2 2 13/16 1 3/8  13/16 1 3/8  1/2 2.0

1 TB-16 2-1 12459 36.5 76.2 50.8 38.1 71.4 34.9 20.6 34.9 12.7 .91
25 TB-205 5205

1 1/16 TB-17 2-11

4381
19487

1 11/16
42.9

4 
101.6

3 
76.2

1 1/2 
38.1

3 13/32
86.5

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

 5/8 
15.9 7/16-14 3.5

1.59

1 1/8 TB-18 2-12
1 3/16 TB-19 2-13
1 1/4 TB-20R 1-14

30 TB-206 5206
1 1/4 TB-20 2-14

5782
25718

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 11/16
42.9

1 
25.4

1 55/64
47.2

 3/4 
19.1 1/2-13 4.5

2.04

1 5/16 TB-21 2-15
1 3/8 TB-22 2-16
1 7/16 TB-23 2-17

35 TB-207 5207
1 1/2 TB-24 2-18

7340
32648

1 15/16
49.2

4 5/8 
117.5

3 1/2 
88.9

1 7/8 
47.6

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

 3/4 
19.1

6.0
2.721 9/16 TB-25 2-19 1/2-13

40 TB-208 5208
1 5/8 TB-26 2-110

1/2-13
1 11/16 TB-27 2-111 7901 2 1/8 5 3 3/4 2 4 1/4 1 15/16 1 3/16 2 19/64  3/4 6.5
1 3/4 TB-28 2-112 35144 54.0 127.0 95.3 50.8 108.0 49.2 30.2 58.3 19.1 2.95

45 TB-209 5209
1 7/8 TB-30 2-114

5/8-11
1 15/16 TB-31 2-115 7889 2 1/4 5 1/2 4 2 4 5/8 2 1/32 1 9/32 2 15/32  7/8 8.0

2 TB-32R 1-2 35090 57.2 139.7 101.6 50.8 117.5 51.6 32.5 62.7 22.2 3.63
50 TB-210 5210

  
For Standard Duty Bearing Inserts-Single Lock see page G-92.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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TB-T Series Standard Duty Tapped Base Pillow Block - SKWEZLOC Locking Collar - Inch

TAPPED BASE HOLES
C
B

A

H L

D

N

K
J

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm Bolt 
UNC-2B 
Thread

Unit Wt. 
lb/kgA B C D H J K L

N
Tap 

Depthinch

 3/4 *TB-12T 2-012T
2611 1 5/16 3 1/8 2 1 1/2 2 9/16 1 9/32  25/32 1 3/4  1/2 

3/8-16
1.8

11614 33.3 79.4 50.8 38.1 65.1 32.5 19.8 44.5 12.7 .82
 15/16 TB-15T 2-015T 2801 1 7/16 3 2 1 1/2 2 13/16 1 7/16  7/8 1 15/16  1/2 

3/8-16
2.0

1 TB-16T 2-1T 12459 36.5 76.2 50.8 38.1 71.4 36.5 22.2 49.2 12.7 .91
1 1/8 TB-18T 2-12T

4381
19487

1 11/16
42.9

4
101.6

3
76.2

1 1/2 
38.1

3 13/32
86.5

1 9/16
39.7

 15/16
23.8

2 3/16
55.6

 5/8 
15.9

7/16-14
3.7
1.68

1 3/16 TB-19T 2-13T
1 1/4 TB-20RT 1-14T

1 1/4 TB-20T 2-14T
5782 1 7/8 4 1/4 3 1/4 1 7/8 3 3/4 1 3/4 1 1/16 2 7/16  3/4 

1/2-13
4.8

25718 47.6 108.0 82.6 47.6 95.3 44.5 27.0 61.9 19.1 2.18
1 3/8 TB-22T 2-16T 5782 1 7/8 4 1/4 3 1/4 1 7/8 3 3/4 1 3/4 1 1/16 2 9/16  3/4 

1/2-13
4.8

1 7/16 TB-23T 2-17T 25718 47.6 108.0 82.6 47.6 95.3 44.5 27.0 65.1 19.1 2.18

1 1/2 TB-24T 2-18T
7340 1 15/16 4 5/8 3 1/2 1 7/8 3 15/16 2 1 1/4 2 11/16  3/4 

1/2-13
6.3

32648 49.2 117.5 88.9 47.6 100.0 50.8 31.8 68.3 19.1 2.86

1 5/8 TB-26T 2-110T
7901 2 1/8 5 3 3/4 2 4 1/4 2 1 1/4 2 13/16  3/4 

1/2-13
6.8

35144 54.0 127.0 95.3 50.8 108.0 50.8 31.8 71.4 19.1 3.08
1 11/16 TB-27T 2-111T 7901 2 1/8 5 3 3/4 2 4 1/4 2 1 1/4 2 15/16  3/4 

1/2-13
6.8

1 3/4 TB-28T 2-112T 35144 54.0 127.0 95.3 50.8 108.0 50.8 31.8 74.6 19.1 3.08
1 15/16 TB-31T 2-115T 7889 2 1/4 5 1/2 4 2 4 5/8 2 3/32 1 11/32 3 3/8  7/8 

5/8-11
8.6

2 TB-32RT 1-2T 35090 57.2 139.7 101.6 50.8 117.5 53.2 34.1 85.7 22.2 3.90

* Bearing reversed in housing for collar clearance 

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Tapped Base Pillow 
Block 

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

TB-T Series Standard Duty Tapped Base Pillow Block - SKWEZLOC Locking Collar - Metric -SKWEZTM

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

N/lb

Dimensions mm / inch M  
Bolt 

Thread 
mm

Unit 
Wt.  

kg/lbA B C D H J K L
N  

Min. Tap 
Depthmm

20 *TB-204TMC 5204TMC
11614 33.3 79.4 52.0 38.1 65.1 32.5 19.8 44.5 11

M10 x 1.5
.82

2611 1 5/16 3 1/8 2 3/64 1 1/2 2 9/16 1 9/32  25/32 1 3/4 7/16 1.8

25 TB-205TMC 5205TMC
12459 36.5 76.2 56.0 38.1 71.4 36.5 22.2 49.2 11

M10 x 1.5
.91

2801 1 7/16 3 2 13/64 1 1/2 2 13/16 1 7/16  7/8 1 15/16 7/16 2.0

30 TB-206TMC 5206TM
19487 42.9 101.6 65.9 38.1 86.5 39.7 23.8 55.6 16

M14 x 2.0
1.68

4381 1 11/16 4 2 19/32 1 1/2 3 13/32 1 9/16  15/16 2 3/16  5/8 3.7

35 TB-207TMC 5207TMC
25718 47.6 108.0 80.2 47.6 95.3 44.5 27.0 65.1 17.5

M14 x 2.0
2.18

5782 1 7/8 4 1/4 3 5/32 1 7/8 3 3/4 1 3/4 1 1/16 2 9/16 11/16 4.8

40 TB-208TMC 5208TMC
32648 49.2 117.5 84.1 47.6 100.0 50.8 31.8 68.3 17.5

M14 x 2.0
2.86

7340 1 15/16 4 5/8 3 5/16 1 7/8 3 15/16 2 1 1/4 2 11/16 11/16 6.3

45 TB-209TMC 5209TMC
35144 54.0 127.0 90.1 50.8 108.0 50.8 31.8 74.6 22

M14 x 2.0
3.08

7901 2 1/8 5 3 35/64 2 4 1/4 2 1 1/4 2 15/16 7/8 6.8

50 TB-210TMC 5210TMC
35090 57.2 139.7 94.1 50.8 117.5 53.2 34.1 85.7 22

M16 x 2.0
3.90

7889 2 1/4 5 1/2 3 45/64 2 4 5/8 2 3/32 1 11/32 3 3/8  7/8 8.6

* Bearing reversed in housing for collar clearance 
For Standard Duty SKWELOC Single Locking Collar Bearing Inserts see page G-93. For Replacement Lock Collar see page G-98.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220
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Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange 

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

SF Series Standard Duty Four-Bolt Flange Units - Setscrew Locking

A

LM

H

G

NB

D

J

T

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating  

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt. 
lb/kgA B* D G H J N L M T

Coreinch mm
 1/2 SF-8 2-08

 3/8  9/16 SF-9 2-09 2611 3 2 1/8  59/64  7/16 1 9/32 1 7/32  1/2 1 3/16 2 17/64 2 1.4
 5/8 SF-10 2-010 11614 76.2 54.0 23.4 11.1 32.5 31.0 12.7 30.2 57.5 50.8 .64

 11/16 SF-11 2-011
 3/4 SF-12 2-012 2611 3 3/8 2 1/2  59/64  7/16 1 9/32 1 7/32  1/2 1 3/16 2 11/32 2  3/8 1.5

20 SF-204 5204 11614 85.7 63.5 23.4 11.1 32.5 31.0 12.7 30.2 59.5 50.8 .68
 13/16 SF-13 2-013

2801
12459

3 3/4 
95.3

2 3/4 
69.9

1 1/32
26.2

 17/32
13.5

1 7/16
36.5

1 3/8 
34.9

 9/16
14.3

1 3/8 
34.9

2 23/32
69.1

2 3/8 
60.3  7/16 2.1

.95

 7/8 SF-14 2-014
 15/16 SF-15 2-015

1 SF-16 2-1
25 SF-205 5205

1 1/16 SF-17 2-11

4381
19487

4 1/4 
108.0

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

 5/8 
15.9

1 19/32
40.5

3 7/32
81.8

2 7/8 
73.0  7/16 3.6

1.63

1 1/8 SF-18 2-12
1 3/16 SF-19 2-13
1 1/4 SF-20R 1-14

30 SF-206 5206
1 1/4 SF-20 2-14

5782
25718

4 5/8 
117.5

3 5/8 
92.1

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

 11/16
17.5

1 55/64
47.2

3 23/32
94.5

3 5/16
84.1  1/2 4.1

1.86

1 5/16 SF-21 2-15
1 3/8 SF-22 2-16
1 7/16 SF-23 2-17

35 SF-207 5207
1 1/2 SF-24 2-18

7340
32648

5 1/8 
130.2

4 
101.6

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

 3/4 
19.1

2 1/16
52.4

4 5/64
103.6

3 1/2 
88.9  1/2 5.5

2.491 9/16 SF-25 2-19
40 SF-208 5208

1 5/8 SF-26 2-110

 9/161 11/16 SF-27 2-111 7901 5 3/8 4 1/8 1 9/16  9/16 2 3/64 1 15/16  3/4 2 19/64 4 21/64 3 7/8 5.7
1 3/4 SF-28 2-112 35144 136.5 104.8 39.7 14.3 52.0 49.2 19.1 58.3 109.9 98.4 2.59

45 SF-209 5209
1 13/16 SF-29 2-113

7889
35090

5 5/8 
142.9

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

 3/4 
19.1

2 15/32
62.7

4 33/64
114.7

4 
101.6  9/16 6.4

2.90

1 7/8 SF-30 2-114
1 15/16 SF-31 2-115

2 SF-32R 1-2
50 SF-210 5210

2 SF-32 2-2

 5/8 2 1/8 SF-34 2-22 9752 6 3/8 5 1/8 1 3/4  13/16 2 5/16 2 3/16  7/8 2 23/32 5 3/16 4 1/4 10.5
2 3/16 SF-35 2-23 43377 161.9 130.2 44.5 20.6 58.7 55.6 22.2 69.1 131.8 108.0 4.76

55 SF-211 5211
2 1/4 SF-36 2-24

 5/8 2 3/8 SF-38 2-26 11789 6 7/8 5 5/8 1 15/16  13/16 2 11/16 2 9/16 1 2 63/64 5 7/16 5 11.8
2 7/16 SF-39 2-27 52437 174.6 142.9 49.2 20.6 68.3 65.1 25.4 75.8 138.1 127.0 5.35

60 SF-212 5212
2 1/2 SF-40 3-28

13971
62143

7 3/8 
187.3

5 7/8 
149.2

2 5/16
58.7

 11/16
17.5

3 
76.2

2 3/4 
69.9

1 1/16
27.0

3 7/16
87.3

6 1/8 
155.6

5 1/8 
130.2  5/8 16.4

7.442 11/16 SF-43 2-211
70 SF-214 5214

2 7/8 SF-46 2-214
14839
66004

7 3/4 
196.9

6 
152.4

2 3/8 
60.3

1 
25.4

3 3/16
81.0

3 1/16
77.8

1 5/16
33.3

3 41/64
92.5

6 1/2 
165.1

5 7/8 
149.2  3/4 19.4

8.802 15/16 SF-47 2-215
75 SF-215 5215

For Standard Duty Bearing Inserts-Single Lock see page G-92.  
*To obtain bolt circle, multiply B x 1.414”.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23
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Page G-220
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Bore 
Diameter Part No. Bearing 

Insert No.
Basic Dynamic 

Rating 
lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B* D G H J L M N T
Coreinch

 3/4 SF-12T 2-012T 2611 3 3/8 2 1/2  59/64  7/16 1 11/32 1 9/32 1 3/4 2 11/32  1/2 2  3/8 1.6
11614 85.7 63.5 23.4 11.1 34.1 32.5 44.5 59.5 12.7 50.8 .73

 15/16 SF-15T 2-015T 2801 3 3/4 2 3/4 1 1/32  17/32 1 1/2 1 7/16 1 15/16 2 23/32  9/16 2 3/8  7/16 2.3
1 SF-16T 2-1T 12459 95.3 69.9 26.2 13.5 38.1 36.5 49.2 69.1 14.3 60.3 1.04

1 1/8 SF-18T 2-12T 4381
19487

4 1/4 
108.0

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 5/8 
41.3

1 9/16
39.7

2 3/16
55.6

3 7/32
81.8

 5/8 
15.9

2 7/8 
73.0

 7/16
3.8

1.72
1 3/16 SF-19T 2-13T
1 1/4 SF-20RT 1-14T

1 1/4 SF-20T 2-14T 5782 4 5/8 3 5/8 1 11/32  9/16 1 13/16 1 3/4 2 7/16 3 23/32  11/16 3 5/16 1/2 4.4
25718 117.5 92.1 34.1 14.3 46.0 44.5 61.9 94.5 17.5 84.1 2.00

1 3/8 SF-22T 2-16T 5782 4 5/8 3 5/8 1 11/32  9/16 1 13/16 1 3/4 2 9/16 3 23/32  11/16 3 5/16  1/2 4.4
1 7/16 SF-23T 2-17T 25718 117.5 92.1 34.1 14.3 46.0 44.5 65.1 94.5 17.5 84.1 2.00

1 1/2 SF-24T 2-18T 7340 5 1/8 4 1 1/2  9/16 2 5/64 2 2 11/16 4 1/8  3/4 3 1/2  1/2 5.8
32648 130.2 101.6 38.1 14.3 52.8 50.8 68.3 104.8 19.1 88.9 2.63

1 5/8 SF-26T 2-110T 7901 5 3/8 4 1/8 1 9/16  9/16 2 7/64 2 2 13/16 4 21/64  3/4 3 7/8  9/16 6.0
35144 136.5 104.8 39.7 14.3 53.6 50.8 71.4 109.9 19.1 98.4 2.72

1 11/16 SF-27T 2-111T 7901 5 3/8 4 1/8 1 9/16  9/16 2 7/64 2 2 15/16 4 21/64  3/4 3 7/8  9/16 6.0
1 3/4 SF-28T 2-112T 35144 136.5 104.8 39.7 14.3 53.6 50.8 74.6 109.9 19.1 98.4 2.72

1 15/16 SF-31T 2-115T 7889 5 5/8 4 3/8 1 9/16  9/16 2 7/32 2 3/32 3 3/8 4 33/64  3/4 4  9/16 7.0
2 SF-32RT 1-2T 35090 142.9 111.1 39.7 14.3 56.4 53.2 85.7 114.7 19.1 101.6 3.18

2 SF-32T 2-2T 9752 6 3/8 5 1/8 1 3/4  13/16 2 3/8 2 1/4 3 1/2 5 3/16  7/8 4 1/4 5/8 11.1
43377 161.9 130.2 44.5 20.6 60.3 57.2 88.9 131.8 22.2 108.0 5.03

2 1/8 SF-34T 2-22T 9752 6 3/8 5 1/8 1 3/4  13/16 2 3/8 2 1/4 3 5/8 5 3/16  7/8 4 1/4  5/8 11.1
2 3/16 SF-35T 2-23T 43377 161.9 130.2 44.5 20.6 60.3 57.2 92.1 131.8 22.2 108.0 5.03

2 1/4 SF-36T 2-24T 11789 6 7/8 5 5/8 1 15/16  13/16 2 3/4 2 5/8 4 1/16 5 7/16 1 5  5/8 13.0
52437 174.6 142.9 49.2 20.6 69.9 66.7 103.2 138.1 25.4 127.0 5.90

2 3/8 SF-38T 2-26T 11789 6 7/8 5 5/8 1 15/16  13/16 2 3/4 2 5/8 4 1/8 5 7/16 1 5  5/8 13.0
2 7/16 SF-39T 2-27T 52437 174.6 142.9 49.2 20.6 69.9 66.7 104.8 138.1 25.4 127.0 5.90

Bore 
Diameter Part No. Bearing 

Insert No.
Basic Dynamic 

Rating 
N/lb

Dimensions mm / inch
Bolt 
Size

Unit 
Wt.  

kg/lbA B* D G H J L M N T
Coremm

20 SF-204TMC 5204TMC 11614 85.7 63.5 23.4 11.1 34.1 32.5 44.5 59.5 12.7 50.8 M10 .73
2611 3 3/8 2 1/2  59/64  7/16 1 11/32 1 9/32 1 3/4 2 11/32  1/2 2 1.6

25 SF-205TMC 5205TMC 12459 95.3 69.9 26.2 13.5 38.1 36.5 49.2 69.1 14.3 60.3 M10 1.04
2801 3 3/4 2 3/4 1 1/32  17/32 1 1/2 1 7/16 1 15/16 2 23/32  9/16 2 3/8 2.3

30 SF-206TMC 5206TMC 19487 108.0 82.6 29.8 13.5 41.3 39.7 55.6 81.8 15.9 73.0 M12 1.72
4381 4 1/4 3 1/4 1 11/64  17/32 1 5/8 1 9/16 2 3/16 3 7/32  5/8 2 7/8 3.8

35 SF-207TMC 5207TMC 25718 117.5 92.1 34.1 14.3 46.0 44.5 65.1 94.5 17.5 3 5/16 M14 2.00
5782 4 5/8 3 5/8 1 11/32  9/16 1 13/16 1 3/4 2 9/16 3 23/32  11/16 84.1 4.4

40 SF-208TMC 5208TMC 32648 130.2 101.6 38.1 14.3 52.8 50.8 68.3 4 5/64 19.1 3 1/2 M14 2.63
7340 5 1/8 4 1 1/2  9/16 2 5/64 2 2 11/16 103.6  3/4 88.9 5.8

45 SF-209TMC 5209TMC 35144 136.5 104.8 39.7 14.3 53.6 50.8 74.6 109.9 19.1 98.4 M14 2.72
7901 5 3/8 4 1/8 1 9/16  9/16 2 7/64 2 2 15/16 4 21/64  3/4 3 7/8 6.0

50 SF-210TMC 5210TMC 35090 142.9 111.1 39.7 14.3 56.4 53.2 85.7 114.7 19.1 101.6 M16 3.18
7889 5 5/8 4 3/8 1 9/16  9/16 2 7/32 2 3/32 3 3/8 4 33/64  3/4 4 7.0

55 SF-211TMC 5211TMC 43377 161.9 130.2 44.5 20.6 60.3 57.2 92.1 131.8 22.2 108.0 M16 5.03
9752 6 3/8 5 1/8 1 3/4  13/16 2 3/8 2 1/4 3 5/8 5 3/16  7/8 4 1/4 11.1

60 SF-212TMC 5212TMC 52437 174.6 142.9 49.2 20.6 69.9 2 5/8 104.8 138.1 25.4 127.0 M16 5.90
11789 6 7/8 5 5/8 1 15/16  13/16 2 3/4 66.7 4 1/8 5 7/16 1 5 13.0

SF-T Series Standard Duty Four Bolt Flange - SKWEZLOC Locking Collar - Inch

SF-T Series Standard Four Bolt Flange - SKWEZLOC Locking Collar - Metric -SKWEZTM

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange 

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

H

M L

A
B

J
N

G
D

T

For standard duty SKWEZLOC Locking Collar Bearing Inserts see page G-93. For Replacement Lock Collar see page G-98. 
*To obtain bolt circle, multiply B x 1.414”.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange 

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MSF Series Medium Duty Four-Bolt Flange Units - Setscrew Locking

A

LM

H

G

NB

D

J

T

Bore Diameter
Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt. 
lb/kgA B* D G H J N L M T

Coreinch mm

 15/16 MSF-15 3-015
4381
19487

4 1/4 
108.0

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

 5/8 
15.9

1 19/32
40.5

3 7/32
81.8

2 7/8 
73.0  7/16 3.6

1.631 MSF-16 3-1
25 MSF-305 5305

1 3/16 MSF-19 3-13
5782
25718

4 5/8 
117.5

3 5/8 
92.1

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

 11/16
17.5

1 55/64
47.2

3 23/32
94.5

3 5/16
84.1  1/2 4.1

1.861 1/4 MSF-20 2-14
30 MSF-306 5306

1 7/16 MSF-23 3-17 7340
32648

5 1/8 
130.2

4 
101.6

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

 3/4 
19.1

2 1/16
52.4

4 5/64
103.6

3 1/2 
88.9  1/2 5.5

2.4935 MSF-307 5307
1 1/2 MSF-24 3-18 7901

35144
5 3/8 
136.5

4 1/8 
104.8

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

 3/4 
19.1

2 19/64
58.3

4 21/64
109.9

3 7/8 
98.4  9/16

6.0
40 MSF-308 5308 2.72

1 11/16 MSF-27 3-111
7889
35090

5 5/8 
142.9

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

 3/4 
19.1

2 15/32
62.7

4 33/64
114.7

4 
101.6  9/16 6.8

3.081 3/4 MSF-28 3-112
45 MSF-309 5309

1 15/16 MSF-31 3-115
9752
43377

6 3/8 
161.9

5 1/8 
130.2

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

 7/8 
22.2

2 23/32
69.1

5 3/16
131.8

4 1/4 
108.0  5/8 10.5

4.762 MSF-32 2-2
50 MSF-310 5310

2 3/16 MSF-35 3-23
11789
52437

6 7/8 
174.6

5 5/8 
142.9

1 15/16
49.2

 13/16
20.6

2 11/16
68.3

2 9/16
65.1

1 
25.4

2 63/64
75.8

5 7/16
138.1

5 
127.0  5/8 12.1

5.492 1/4 MSF-36 2-24
55 MSF-311 5311

2 7/16 MSF-39 3-27
13971
62143

7 3/8 
187.3

5 7/8 
149.2

2 5/16
58.7

 11/16
17.5

3 
76.2

2 3/4 
69.9

1 1/16
27.0

3 7/16
87.3

6 1/8 
155.6

5 10/77
130.3  5/8 16.4

7.442 1/2 MSF-40 3-28
65 MSF-313 5313

2 11/16 MSF-43 3-211 14839
66004

7 3/4 
196.9

6 
152.4

2 3/8 
60.3

1 
25.4

3 3/16
81.0

3 1/16
77.8

1 5/16
33.3

3 41/64
92.5

6 1/2 
165.1

5 22/25
149.4  3/4 20.6

9.3470 MSF-314 5314
2 15/16 MSF-47 3-215

17412
77449

7 3/4 
196.9

6 
152.4

2 11/16
68.3

 7/8 
22.2

3 1/2 
88.9

3 1/4 
82.6

1 5/16
33.3

3 59/64
99.6

6 3/4 
171.5

5 14/25
141.2  3/4 21.4

9.713 MSF-48 3-3
75 MSF-315 5315

3 3/16 MSF-51 3-33
18681
83093

8 7/16
214.3

6 3/4 
171.5

2 3/4 
69.9

1 
25.4

3 17/32
89.7

3 3/8 
85.7

1 11/32
34.1

4 5/32
105.6

7 1/4 
184.2

6 
152.4  3/4 26.7

12.113 1/4 MSF-52 2-34
80 MSF-316 5316

3 7/16 MSF-55 3-37 21566
95926

8 7/16
214.3

6 3/4 
171.5

3 
76.2

1 
25.4

3 31/32
100.8

3 25/32
96.0

1 9/16
39.7

4 25/64
111.5

7 3/4 
196.9

6 22/71
160.3  7/8 30.0

13.613 1/2 MSF-56 3-38
3 15/16 MSF-63 3-315

29905
133017

10 9/16
268.3

8 5/16
211.1

3 13/16
96.8

1 1/4 
31.8

5 
127.0

4 5/8 
117.5

1 15/16
49.2

5 11/64
131.4

9 1/4 
235.0

7 11/25
189.0 1 55.1

24.994 MSF-64 3-4
100 MSF-320 5320

4 7/16 MSFD-71 3-47D 37482
166720

12 3/4 
323.9

10 
254.0

4 3/4 
120.7

1 9/16
39.7

6 
152.4

5 3/4 
146.1

2 7/8 
73.0

6 11/32
161.1

11 1/2 
292.1

9 1/2 
241.3

1 1/4 115.0
52.164 15/16 MSFD-79 3-415D 32

Units MSFD-71 and MSFD-79 are equipped with four set screws: two on each end of inner race extensions.
Units MSFD-71 and MSFD-79 are not available with contact seal.
*To obtain bolt circle, multiply B x 1.414”.
For Medium Duty Bearing Inserts-Single Lock see page G-95.
For Medium Duty Bearing Inserts-Double Lock see page G-97.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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MSF-T Series Medium Duty Four-Bolt Flange Units - SKWEZLOC Locking Collar

H

M L

A
B

J
N

G
D

T

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange 

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating  

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt. 
lb/kgA B* D G H J N L M T

Coreinch

1 MSF-16T 3-1T 4381
19487

4 1/4 
108.0

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 5/8 
41.3

1 9/16
39.7

 5/8 
15.9

2 1/16
52.4

3 7/32
81.8

2 7/8 
73.0  7/16 3.8

1.72

1 3/16 MSF-19T 3-13T 5782
25718

4 5/8 
117.5

3 5/8 
92.1

1 11/32
34.1

 9/16
14.3

1 13/16
46.0

1 3/4 
44.5

 11/16
17.5

2 7/16
61.9

3 23/32
94.5

3 5/16
84.1  1/2 4.4

2.001 1/4 MSF-20T 2-14T

1 7/16 MSF-23T 3-17T 7340
32648

5 1/8 
130.2

4 
101.6

1 1/2 
38.1

 9/16
14.3

2 5/64
52.8

2 
50.8

 3/4 
19.1

2 11/16
68.3

4 1/8 
104.8

3 1/2 
88.9  1/2 5.8

2.63

1 1/2 MSF-24T 3-18T 7901
35144

5 3/8 
136.5

4 1/8 
104.8

1 9/16
39.7

 9/16
14.3

2 7/64
53.6

2
50.8

 3/4 
19.1

2 13/16
71.4

4 21/64
109.9

3 7/8 
98.4  9/16 6.3

2.86

1 11/16 MSF-27T 3-111T 7889
35090

5 5/8 
142.9

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 7/32
56.4

2 3/32
53.2

 3/4 
19.1

3 1/4 
82.6

4 33/64
114.7

4
101.6  9/16 7.4

3.361 3/4 MSF-28T 3-112T

1 15/16 MSF-31T 3-115T 9752
43377

6 3/8 
161.9

5 1/8 
130.2

1 3/4 
44.5

 13/16
20.6

2 3/8 
60.3

2 1/4 
57.2

 7/8 
22.2

3 1/2 
88.9

5 3/16
131.8

4 1/4 
108.0  5/8 11.1

5.032 MSF-32T 2-2T

2 3/16 MSF-35T 3-23T 11789
52437

6 7/8 
174.6

5 5/8 
142.9

1 15/16
49.2

 13/16
20.6

2 3/4 
69.9

2 5/8 
66.7

1
25.4

4 1/16
103.2

5 7/16
138.1

5
127.0  5/8 13.3

6.032 1/4 MSF-36T 2-24T

For Medium Duty SKWEZLOC Locking Collar Bearing Inserts see page G-96. For Replacement Lock Collar see page G-98. 
*To obtain bolt circle, multiply B x 1.414”.
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Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange 

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

SFT Series Standard Duty Two-Bolt Flange Units - Setscrew Locking

45°

B
A

C L T

H

N

J

G

D

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B C D G H J N L T
Coreinch mm

 1/2   SFT-8   2-08

 3/8 
 9/16   SFT-9   2-09 2611 3 7/8 3 2 5/16  59/64  7/16 1 9/32 1 7/32  1/2 1 3/16 2 1.2
 5/8   SFT-10   2-010 11614 98.4 76.2 58.7 23.4 11.1 32.5 31.0 12.7 30.2 50.8 .54

 11/16   SFT-11   2-011
 3/4   SFT-12   2-012 2611 4 13/32 3 17/32 2 3/8  59/64  7/16 1 9/32 1 7/32  1/2 1 3/16 2 

 3/8 
1.2

20   SFT-204   5204 11614 111.9 89.7 60.3 23.4 11.1 32.5 31.0 12.7 30.2 50.8 .54
 13/16   SFT-13   2-013

2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

1 1/32
26.2

 17/32
13.5

1 7/16
36.5

1 3/8 
34.9

 9/16
14.3

1 3/8 
34.9

2 3/8 
60.3  7/16 1.6

.73

 7/8   SFT-14   2-014
 15/16   SFT-15   2-015

1   SFT-16   2-1
25   SFT-205 5205

1 1/16   SFT-17   2-11

4381
19487

5 9/16
141.3

4 19/32
116.7

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

 5/8 
15.9

1 19/32
40.5

2 7/8 
73.0  7/16 2.2

1.00

1 1/8   SFT-18   2-12
1 3/16   SFT-19   2-13
1 1/4   SFT-20R   1-14

30   SFT-206 5206
1 1/4   SFT-20   2-14

5782
25718

6 1/8 
155.6

5 1/8 
130.2

3 3/4 
95.3

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

 11/16
17.5

1 55/64
47.2

3 5/16
84.1  1/2 3.2

1.45

1 5/16   SFT-21   2-15
1 3/8   SFT-22   2-16
1 7/16   SFT-23   2-17

35   SFT-207 5207
1 1/2   SFT-24   2-18

7340
32648

6 3/4 
171.5

5 21/32
143.7

4 1/8 
104.8

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

 3/4 
19.1

2 1/16
52.4

3 1/2 
88.9  1/2 4.5

2.041 9/16   SFT-25   2-19
40   SFT-208 5208

1 5/8   SFT-26   2-110

 9/16
1 11/16   SFT-27   2-111 7901 7 1/16 5 27/32 4 3/8 1 9/16  9/16 2 3/64 1 15/16  3/4 2 19/64 3 7/8 5
1 3/4   SFT-28   2-112 35144 179.4 148.4 111.1 39.7 14.3 52.0 49.2 19.1 58.3 98.4 2.27

45   SFT-209 5209
1 13/16   SFT-29   2-113

7889
35090

7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

 3/4 
19.1

2 15/32
62.7

4 
101.6  9/16 5.4

2.45

1 7/8   SFT-30   2-114
1 15/16   SFT-31   2-115

2   SFT-32R   1-2
50   SFT-210 5210

2   SFT-32   2-2

 5/8 
2 1/8   SFT-34   2-22 9752 8 1/2 7 1/4 5 1/4 1 3/4  13/16 2 5/16 2 3/16  7/8 2 23/32 4 1/4 8.4
2 3/16   SFT-35   2-23 43377 215.9 184.2 133.4 44.5 20.6 58.7 55.6 22.2 69.1 108.0 3.81

55   SFT-211 5211

For Standard Duty Bearing Inserts-Single Lock see page G-92.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Bore 
Diameter Part No. Bearing 

Insert No.

Basic  
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D G H J L N T

Coreinch

 3/4  SFT-12T  2-012T
2611 4 13/32 3 17/32 2 3/8  59/64  7/16 1 11/32 1 9/32 1 3/4  1/2 2

 3/8 
1.3

11614 111.9 89.7 60.3 23.4 11.1 34.1 32.5 44.5 12.7 50.8 .59
 15/16  SFT-15T  2-015T 2801 4 7/8 3 57/64 2 3/4 1 1/32  17/32 1 1/2 1 7/16 1 15/16  9/16 2 3/8 

 7/16
1.8

1  SFT-16T  2-1T 12459 123.8 98.8 69.9 26.2 13.5 38.1 36.5 49.2 14.3 60.3 .82
1 1/8  SFT-18T  2-12T

4381
19487

5 9/16
141.3

4 19/32
116.7

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 5/8 
41.3

1 9/16
39.7

2 3/16
55.6

 5/8 
15.9

2 7/8 
73.0

 7/16
2.4
1.09

1 3/16  SFT-19T  2-13T
1 1/4  SFT-20RT  1-14T

1 1/4  SFT-20T  2-14T
5782 6 1/8 5 1/8 3 3/4 1 11/32  9/16 1 13/16 1 3/4 2 7/16  11/16 3 5/16

1/2
3.5

25718 155.6 130.2 95.3 34.1 14.3 46.0 44.5 61.9 17.5 84.1 1.59
1 3/8  SFT-22T  2-16T 5782 6 1/8 5 1/8 3 3/4 1 11/32  9/16 1 13/16 1 3/4 2 9/16  11/16 3 5/16

 1/2 
3.5

1 7/16  SFT-23T  2-17T 25718 155.6 130.2 95.3 34.1 14.3 46.0 44.5 65.1 17.5 84.1 1.59

1 1/2  SFT-24T  2-18T
7340 6 3/4 5 21/32 4 1/8 1 1/2  9/16 2 5/64 2 2 11/16  3/4 3 1/2 

 1/2 
4.8

32648 171.5 143.7 104.8 38.1 14.3 52.8 50.8 68.3 19.1 88.9 2.18

1 5/8  SFT-26T  2-110T
7901 7 1/16 5 27/32 4 3/8 1 9/16  9/16 2 7/64 2 2 13/16  3/4 3 7/8 

 9/16
5.3

35144 179.4 148.4 111.1 39.7 14.3 53.6 50.8 71.4 19.1 98.4 2.40
1 11/16  SFT-27T  2-111T 7901 7 1/16 5 27/32 4 3/8 1 9/16  9/16 2 7/64 2 2 15/16  3/4 3 7/8 

 9/16
5.3

1 3/4  SFT-28T  2-112T 35144 179.4 148.4 111.1 39.7 14.3 53.6 50.8 74.6 19.1 98.4 2.40
1 15/16  SFT-31T  2-115T 7889 7 7/16 6 3/16 4 9/16 1 9/16  9/16 2 7/32 2 3/32 3 3/8  3/4 4 

 9/16
6

2  SFT-32RT  1-2T 35090 188.9 157.2 115.9 39.7 14.3 56.4 53.2 85.7 19.1 101.6 2.72

2  SFT-32T  2-2T
9752 8 1/2 7 1/4 5 1/4 1 3/4  13/16 2 3/8 2 1/4 3 1/2  7/8 4 1/4 

 5/8 
9

43377 215.9 184.2 133.4 44.5 20.6 60.3 57.2 88.9 22.2 108.0 4.08
2 1/8  SFT-34T  2-22T 9752 8 1/2 7 1/4 5 1/4 1 3/4  13/16 2 3/8 2 1/4 3 5/8  7/8 4 1/4 

 5/8 
9

2 3/16  SFT-35T  2-23T 43377 215.9 184.2 133.4 44.5 20.6 60.3 57.2 92.1 22.2 108.0 4.08

Bore 
Diameter Part No. Bearing 

Insert No.
Basic Dynamic 

Rating 
N/lb

Dimensions mm / inch
Bolt 
Size

Unit Wt.  
kg/lbA B C D G H J L N T

Coremm

20 SFT-204TMC 5204TMC
11614 111.9 89.7 60.3 23.4 11.1 34.1 32.5 44.5 12.7 50.8

M10
.59

2611 4 13/32 3 17/32 2 3/8  59/64  7/16 1 11/32 1 9/32 1 3/4  1/2 2 1.3

25 SFT-205TMC 5205TMC
12459 123.8 98.8 69.9 26.2 13.5 38.1 36.5 49.2 14.3 60.3

M10
.82

2801 4 7/8 3 57/64 2 3/4 1 1/32  17/32 1 1/2 1 7/16 1 15/16  9/16 2 3/8 1.8

30 SFT-206TMC 5206TMC
19487 141.3 116.7 82.6 29.8 13.5 41.3 39.7 55.6 15.9 73.0

M12
1.09

4381 5 9/16 4 19/32 3 1/4 1 11/64  17/32 1 5/8 1 9/16 2 3/16  5/8 2 7/8 2.4

35 SFT-207TMC 5207TMC
25718 155.6 130.2 95.3 34.1 14.3 46.0 44.5 65.1 17.5 84.1

M14
1.59

5782 6 1/8 5 1/8 3 3/4 1 11/32  9/16 1 13/16 1 3/4 2 9/16  11/16 3 5/16 3.5

40 SFT-208TMC 5208TMC
32648 171.5 143.7 104.8 38.1 14.3 52.8 50.8 68.3 19.1 88.9

M14
2.18

7340 6 3/4 5 21/32 4 1/8 1 1/2  9/16 2 5/64 2 2 11/16  3/4 3 1/2 4.8

45 SFT-209TMC 5209TMC
35144 179.4 148.4 111.1 39.7 14.3 53.6 50.8 74.6 19.1 98.4

M14
2.40

7901 7 1/16 5 27/32 4 3/8 1 9/16  9/16 2 7/64 2 2 15/16  3/4 3 7/8 5.3

50 SFT-210TMC 5210TMC
35090 188.9 157.2 115.9 39.7 14.3 56.4 53.2 85.7 19.1 101.6

M16
2.72

7889 7 7/16 6 3/16 4 9/16 1 9/16  9/16 2 7/32 2 3/32 3 3/8  3/4 4 6

55 SFT-211TMC 5211TMC
43377 215.9 184.2 133.4 44.5 20.6 60.3 57.2 92.1 22.2 108.0

M16
4.08

9752 8 1/2 7 1/4 5 1/4 1 3/4  13/16 2 3/8 2 1/4 3 5/8  7/8 4 1/4 9
For Medium Duty SKWEZLOC Locking Collar Bearing Inserts see page G-93. For Replacement Lock Collar see page G-98. 

SFT-T Series Standard Duty Two Bolt Flange - SKWEZLOC Locking Collar - Inch

SFT-T Series Standard Two Bolt Flange - SKWEZLOC Locking Collar - Metric -SKWEZTM

T

G

B
A

LC

H

45°

D

N
J

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange 

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange 

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MSFT Series Medium Duty Two-Bolt Flange Units - Setscrew Locking

45°

B
A

C L T

H

N

J

G

D

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B C D G H J N L T

Coreinch mm

 15/16  MSFT-15  3-015
4381
19487

5 9/16
141.3

4 19/32
116.7

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

 5/8 
15.9

1 19/32
40.5

2 7/8
73.0  7/16 2.4

1.091  MSFT-16  3-1
25  MSFT-305  5305

1 3/16  MSFT-19  3-13
5782
25718

6 1/8 
155.6

5 1/8 
130.2

3 3/4 
95.3

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

 11/16
17.5

1 55/64
47.2

3 5/16
84.1  1/2 3.4

1.541 1/4  MSFT-20  2-14
30  MSFT-306  5306

1 7/16
 MSFT-23  3-17 7340 6 3/4 5 21/32 4 1/8 1 1/2  9/16 2 1/64 1 15/16  3/4 2 1/16 3 1/2

 1/2 
4.6

 MSFT-307  5307 32648 171.5 143.7 104.8 38.1 14.3 51.2 49.2 19.1 52.4 88.9 2.09

1 1/2 
 MSFT-24  3-18 7901 7 1/16 5 27/32 4 3/8 1 9/16  9/16 2 3/64 1 15/16  3/4 2 19/64 3 7/8

 9/16
5.2

 MSFT-308  5308 35144 179.4 148.4 111.1 39.7 14.3 52.0 49.2 19.1 58.3 98.4 2.36
1 11/16  MSFT-27  3-111

7889
35090

7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

 3/4 
19.1

2 15/32
62.7

4
101.6  9/16 5.6

2.541 3/4  MSFT-28  3-112
45  MSFT-309  5309

1 15/16  MSFT-31  3-115
9752
43377

8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

 7/8 
22.2

2 23/32
69.1

4 1/4
108.0  5/8 8.6

3.902  MSFT-32  2-2
50  MSFT-310  5310

For Medium Duty Bearing Inserts-Single Lock see page G-95.
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MSFT-T Series Medium Duty Two-Bolt Flange Units - SKWEZLOC Locking Collar

T

G

B
A

LC

H

45°

D

N
J

Bore 
Diameter Part No. Bearing 

Insert No.
Basic Dynamic 

Rating 
lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D G H J N L T

Coreinch

1 MSFT-16T 3-1T
4381 5 9/16 4 19/32 3 1/4 1 11/64  17/32 1 5/8 1 9/16  5/8 2 1/16 2 7/8 

 7/16
2.6

19487 141.3 116.7 82.6 29.8 13.5 41.3 39.7 15.9 52.4 73.0 1.18

1 3/16 MSFT-19T 3-13T 5782 6 1/8 5 1/8 3 3/4 1 11/32  9/16 1 13/16 1 3/4  11/16 2 7/16 3 5/16
 1/2 

3.7

1 1/4 MSFT-20T 2-14T 25718 155.6 130.2 95.3 34.1 14.3 46.0 44.5 17.5 61.9 84.1 1.68

1 7/16 MSFT-23T 3-17T
7340 6 3/4 5 21/32 4 1/8 1 1/2  9/16 2 5/64 2  3/4 2 11/16 3 1/2 

 1/2 
4.9

32648 171.5 143.7 104.8 38.1 14.3 52.8 50.8 19.1 68.3 88.9 2.22

1 1/2 MSFT-24T 3-18T
7901 7 1/16 5 27/32 4 3/8 1 9/16  9/16 2 7/64 2  3/4 2 13/16 3 7/8 

 9/16
5.5

35144 179.4 148.4 111.1 39.7 14.3 53.6 50.8 19.1 71.4 98.4 2.49

1 11/16 MSFT-27T 3-111T 7889 7 7/16 6 3/16 4 9/16 1 9/16  9/16 2 7/32 2 3/32  3/4 3 1/4 4 
 9/16

6.2

1 3/4 MSFT-28T 3-112T 35090 188.9 157.2 115.9 39.7 14.3 56.4 53.2 19.1 82.6 101.6 2.81

1 15/16 MSFT-31T 3-115T 9752 8 1/2 7 1/4 5 1/4 1 3/4  13/16 2 3/8 2 1/4  7/8 3 1/2 4 1/4 
 5/8 

9.2

2 MSFT-32T 2-2T 43377 215.9 184.2 133.4 44.5 20.6 60.3 57.2 22.2 88.9 108.0 4.17

For Medium Duty SKWEZLOC Locking Collar Bearing Inserts see page G-96. For Replacement Lock Collar see page G-98.

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange 

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220
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Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Flange Bracket 

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

FB Series Standard Duty Three Bolt Single Lock Flange Brackets - Setscrew Locking

45° N

M

A

D

F

B
C

E

L

H

G

J
R

Bore Diameter Part 
No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B C D E F G H J L M N Rinch mm

 1/2 FB-8 2-08

2611
11614

3 
76.2

2 3/8 
60.3

1 1/2 
38.1

1 11/16
42.9

4 3/16
106.4

 7/8 
22.2

 5/16
7.9

1 11/32
34.1

1 7/32
31.0

1 3/16
30.2

2 3/8 
60.3

 1/2 
12.7

1 
25.4 3/8 1.3

0.59

 9/16 FB-9 2-09
 5/8 FB-10 2-010

 11/16 FB-11 2-011
 3/4 FB-12 2-012

20 FB-204 5204
 13/16 FB-13 2-013

2801
12459

3 3/8 
85.7

2 1/2 
63.5

1 5/8 
41.3

1 13/16
46.0

4 3/4 
120.7

1 1/8 
28.6

 3/8 
9.5

1 1/2 
38.1

1 3/8 
34.9

1 3/8 
34.9

2 3/4 
69.9

 9/16
14.3

1 3/32
27.8 3/8 2.1

0.95

 7/8 FB-14 2-014
 15/16 FB-15 2-015

1 FB-16 2-1
25 FB-205 5205

1 1/16 FB-17 2-11

4381
19487

3 3/4 
95.3

2 3/4 
69.9

1 7/8 
47.6

2 1/16
52.4

5 23/64
136.1

1 1/4 
31.8

 3/8 
9.5

1 5/8 
41.3

1 1/2 
38.1

1 
19/32
40.5

3 7/32
81.8

 5/8 
15.9

1 
15/64
31.4

3/8 3.0
1.36

1 1/8 FB-18 2-12
1 3/16 FB-19 2-13
1 1/4 FB-20R 1-14

30 FB-206 5206
1 1/4 FB-20 2-14

5782
25718

4 1/4 
108.0

3 1/4 
82.6

2 
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

 1/2 
12.7

1 7/8 
47.6

1 11/16
42.9

1 
55/64
47.2

3 3/4 
95.3

 11/16
17.5

1 
15/32
37.3

1/2 3.1
1.41

1 5/16 FB-21 2-15
1 3/8 FB-22 2-16
1 7/16 FB-23 2-17

35 FB-207 5207
1 7/8 FB-30 2-114

7889
35090

5 3/16
131.8

4 
101.6

2 3/4 
69.9

2 15/16
74.6

7 15/32
189.7

1 5/8 
41.3

 1/2 
12.7

2 5/32
54.8

2 1/32
51.6

2 
15/32
62.7

4 9/16
115.9

 3/4 
19.1

1 
35/64
39.3

1/2 5.1
2.31

1 15/16 FB-31 2-115
2 FB-32R 1-2

50 FB-210 5210

For Standard Duty Bearing Inserts-Single Lock see page G-92.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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FB-T Series Standard Duty Flange Bracket - SKWEZLOC Locking Collar - Inch

FB-T Series Standard Flange Bracket - SKWEZLOC Locking Collar - Metric -SKWEZTM

F

A

D

C
B

M

G

E

L

H

N
J

45°

R

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D E F G H J L M N Rinch

 3/4 FB-12T 2-012T
2611
11614

3 
76.2

2 3/8 
60.3

1 1/2 
38.1

1 11/16
42.9

4 3/16
106.4

 7/8 
22.2

 5/16
7.9

1 13/32
35.7

1 9/32
32.5

1 3/4 
44.5

2 3/8 
60.3

 1/2 
12.7

1
25.4

3/8
1.4
0.64

 15/16 FB-15T 2-015T 2801
12459

3 3/8 
85.7

2 1/2 
63.5

1 5/8 
41.3

1 13/16
46.0

4 3/4 
120.7

1 1/8 
28.6

 3/8 
9.5

1 9/16
39.7

1 7/16
36.5

1 15/16
49.2

2 3/4 
69.9

 9/16
14.3

1 1/8 
27.8

3/8
2.3
1.041 FB-16T 2-1T

1 1/8 FB-18T 2-12T
4381
19487

3 3/4 
95.3

2 3/4 
69.9

1 7/8 
47.6

2 1/16
52.4

5 23/64
136.1

1 1/4 
31.8

3/8 
9.5

1 11/16
42.9

1 9/16
39.7

2 3/16
55.6

3 7/32
81.8

5/8 
15.9

1 1/4 
31.8

3/8
3.2
1.45

1 3/16 FB-19T 2-13T

1 1/4 FB-20RT 1-14T

1 1/4 FB-20T 2-14T
5782
25718

4 1/4 
108.0

3 1/4 
82.6

2
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

 1/2 
12.7

1 15/16
49.2

1 3/4 
44.5

2 7/16
61.9

3 3/4 
95.3

 11/16
17.5

1 7/16
36.5

1/2
3.4
1.54

1 3/8 FB-22T 2-16T 5782
25718

4 1/4 
108.0

3 1/4 
82.6

2
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

 1/2 
12.7

1 15/16
49.2

1 3/4 
44.5

2 9/16
65.1

3 3/4 
95.3

 11/16
17.5

1 1/2 
37.3

1/2
3.4
1.541 7/16 FB-23T 2-17T

1 15/16 FB-31T 2-115T 7889
35090

5 3/16
131.8

4
101.6

2 3/4 
69.9

2 15/16
74.6

7 15/32
189.7

1 5/8 
41.3

 1/2 
12.7

2 7/32
56.4

2 3/32
53.2

3 3/8 
85.7

4 9/16
115.9

 3/4 
19.1

1 35/64
39.3

1/2
5.7
2.592 FB-32RT 1-2T

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

N/lb

Dimensions mm / inch
Bolt 
Size

Unit Wt.  
kg/lbA B C D E F G H J L M N Rmm

20 FB-204TMC 5204TMC
11614
2611

76.2
3

60.3
2 3/8 

32.1
1 17/64

42.1
1 21/32

106.4
4 3/16

27.0
1 1/16

7.9
 5/16

35.7
1 13/32

32.5
1 9/32

44.5
1 3/4 

60.3
2 3/8 

12.7
 1/2 

25.4
1

M8
.64
1.4

25 FB-205TMC 5205TMC
12459
2801

85.7
3 3/8 

63.5
2 1/2 

34.1
1 11/32

44.8
1 49/64

120.7
4 3/4 

27.0
1 1/16 

9.5
 3/8 

39.7
1 9/16

36.5
1 7/16

49.2
1 15/16

69.9
2 3/4 

14.3
 9/16

27.8
1 1/8 

M8
1.04
2.3

30 FB-206TMC 5206TMC
19487
4381

95.3
3 3/4 

69.9
2 3/4 

40.1
1 37/64

50
1 31/32

136.1
5 23/64

29.0
1 9/64

9.5
 3/8 

42.9
1 11/16

39.7
1 9/16

55.6
2 3/16

81.8
3 7/32

15.9
 5/8 

31.8
1 1/4 

M8
1.45
3.2

35 FB-207TMC 5207TMC
25718
5782

108.0
4 1/4 

82.6
3 1/4 

46.0
1 13/16

55.2
2 11/64

155.6
6 1/8 

32.1
1 17/64

12.7
 1/2 

49.2
1 15/16

44.5
1 3/4 

65.1
2 9/16

95.3
3 3/4 

17.5
 11/16

37.3
1 1/2 

M8
1.54
3.4

50 FB-210TMC 5210TMC
35090
7889

131.8
5 3/16

101.6
4

57.9
2 9/32 

67.9
2 43/64

189.7
7 15/32

46.0
1 13/16

12.7
 1/2 

56.4
2 7/32

53.2
2 3/32

85.7
3 3/8 

115.9
4 9/16

19.1
 3/4 

39.3
1 35/64

M10
2.59
5.7

For Medium Duty SKWEZLOC Locking Collar Bearing Inserts see page G-93. For Replacement Lock Collar see page G-98.

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Flange Bracket 

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220
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Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Piloted Flange 
Cartridge

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

SFC Series Standard Duty Flange Cartridge Units -  Setscrew Locking

A L

BC

-.002”
+.000”

P

H
N

J

G
O

D

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA BC D G H J L N O P*inch mm

1 1/8 SFC-18 2-12

 5/16
1 3/16 SFC-19 2-13 4381 4 3/8 3 5/8 1 11/64  3/8 1 5/16 1 9/16 1 19/32  5/8  1/4 3.000 3.0
1 1/4 SFC-20R 1-14 19487 111.1 92.1 29.8 9.5 33.3 39.7 40.5 15.9 6.4 76.20 1.36

30 SFC-206 5206
1 1/4 SFC-20 2-14

5782
25718

5 
127.0

4 1/8 
104.8

1 9/32
32.5

 3/8 
9.5

1 5/16
33.3

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

 3/8 
9.5

3.375
85.73  3/8 3.9

1.77

1 5/16 SFC-21 2-15
1 3/8 SFC-22 2-16
1 7/16 SEF-23 2-17

35 SFC-207 5207
1 1/2 SFC-24 2-18

7340
32648

5 1/4 
133.4

4 3/8 
111.1

1 25/64 
35.3

 7/16
11.1

1 1/2 
38.1

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

 7/16
11.1

3.625
92.08  3/8 4.7

2.131 9/16 SFC-25 2-19
40 SFC-208 5208

1 5/8 SFC-26 2-110

 7/16
1 11/16 SFC-27 2-111 7901 6 1/8 5 1/8 1 27/64  7/16 1 1/2 1 15/16 2 19/64  3/4  7/16 4.250 6.0
1 3/4 SFC-28 2-112 35144 155.6 130.2 36.1 11.1 38.1 49.2 58.3 19.1 11.1 107.95 2.72

45 SFC-209 5209
1 7/8 SFC-30 2-114

 7/16
1 15/16 SFC-31 2-115 7889 6 1/8 5 1/8 1 25/64  7/16 1 9/16 2 1/32 2 15/32  3/4  15/32 4.250 6.5

2 SFC-32R 1-2 35090 155.6 130.2 35.3 11.1 39.7 51.6 62.7 19.1 11.9 107.95 2.95
50 SFC-210 5210

2 SFC-32 2-2

 7/16
2 1/8 SFC-34 2-22 9752 6 3/8 5 3/8 1 19/32  7/16 1 9/16 2 3/16 2 23/32  7/8  5/8 4.500 7.5

2 3/16 SFC-35 2-23 43377 161.9 136.5 40.5 11.1 39.7 55.6 69.1 22.2 15.9 114.30 3.40
55 SFC-211 5211

2 1/4 SFC-36 2-24

 1/2 
2 3/8 SFC-38 2-26 11789 7 1/8 6 1 25/32  1/2 1 11/16 2 9/16 2 63/64 1  7/8 5.000 10.5

2 7/16 SFC-39 2-27 52437 181.0 152.4 45.2 12.7 42.9 65.1 75.8 25.4 22.2 127.00 4.76
60 SFC-212 5212

2 11/16 SFC-43 2-211 13971 7 5/8 6 1/2 2 5/32  9/16 1 3/4 2 27/32 3 7/16 1 5/32 1 3/32 5.500
 1/2 

14.5
70 SFC-214 5214 62143 193.7 165.1 54.8 14.3 44.5 72.2 87.3 29.4 27.8 139.70 6.58

2 7/8 SFC-46 2-214
14839
66004

8 3/4 
222.3

7 1/2 
190.5

2 9/32 
57.9

 9/16
14.3

2 
50.8

3 1/16
77.8

3 41/64
92.5

1 5/16
33.3

1 1/16
27.0

6.375
161.93  5/8 18.7

8.482 15/16 SFC-47 2-215
75 SFC-215 5215

3 3/16 SFC-51 2-33 17412 8 3/4 7 1/2 2 13/32  21/32 2 3 1/4 3 59/64 1 5/16 1 1/4 6.375
 5/8 

20.0
80 SFC-216 5216 77449 222.3 190.5 61.1 16.7 50.8 82.6 99.6 33.3 31.8 161.93 9.07

For Standard Duty Bearing Inserts-Single Lock see page G-92. 
*Recommended hole size for pilot +.002” / -.000”.

Bearing Selection
Page G-3
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Page G-18

Features & Benefits
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Product Options
Page G-23
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SFC-T Series Standard Duty Piloted Flange Cartridge- SKWEZLOC Locking Collar - Inch

SFC-T Series Standard Piloted Flange Cartridge - SKWEZLOC Locking Collar - Metric -SKWEZTM

H
N

J

G
O

D

A L
P

+.000”
-.002”

BC

Bore 
Diameter Part No. Bearing 

Insert No.
Basic Dynamic 

Rating 
lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA BC D G H J L N O Pinch

1 1/8 SFC-18T 2-12T
4381
19487

4 3/8 
111.1

3 5/8 
92.1

1 11/64
29.8

 3/8 
9.5

1 3/8 
34.9

1 5/8 
41.3

2 3/16
55.6

 5/8 
15.9

1/4 
6.4

3.000
76.200

 5/16
3.2
1.45

1 3/16 SFC-19T 2-13T
1 1/4 SFC-20RT 1-14T

1 1/4 SFC-20T 2-14T
5782 5 4 1/8 1 9/32  3/8 1 3/8 1 3/4 2 7/16  11/16  3/8 3.375

 3/8 
4.2

25718 127.0 104.8 32.5 9.5 34.9 44.5 61.9 17.5 9.5 85.725 1.91
1 3/8 SFC-22T 2-16T 5782 5 4 1/8 1 9/32  3/8 1 3/8 1 3/4 2 9/16  11/16  3/8 3.375

 3/8 
4.2

1 7/16 SFC-23T 2-17T 25718 127.0 104.8 32.5 9.5 34.9 44.5 65.1 17.5 9.5 85.725 1.91
1 1/2 SFC-24T 2-18T 7340 5 1/4 4 3/8 1 25/64  7/16 1 9/16 2 2 11/16  3/4  7/16 3.625

 3/8 
5.0

1 9/16 SFC-25T 2-19T 32648 133.4 111.1 35.3 11.1 39.7 50.8 68.3 19.1 11.1 92.075 2.27

1 5/8 SFC-26T 2-110T
7901 6 1/8 5 1/8 1 27/64  7/16 1 9/16 2 2 13/16  3/4  7/16 4.250

 7/16
6.3

35144 155.6 130.2 36.1 11.1 39.7 50.8 71.4 19.1 11.1 107.950 2.86
1 11/16 SFC-27T 2-111T 7901 6 1/8 5 1/8 1 27/64  7/16 1 9/16 2 2 15/16  3/4  7/16 4.250

 7/16
6.3

1 3/4 SFC-28T 2-112T 35144 155.6 130.2 36.1 11.1 39.7 50.8 74.6 19.1 11.1 107.950 2.86
1 15/16 SFC-31T 2-115T 7889 6 1/8 5 1/8 1 25/64  7/16 1 5/8 2 3/32 3 3/8  3/4  15/32 4.250

 7/16
7.1

2 SFC-32RT 1-2T 35090 155.6 130.2 35.3 11.1 41.3 53.2 85.7 19.1 11.9 107.950 3.22

2 SFC-32T 2-2T
9752 6 3/8 5 3/8 1 19/32  7/16 1 5/8 2 1/4 3 1/2  7/8  5/8 4.500

 7/16
8.1

43377 161.9 136.5 40.5 11.1 41.3 57.2 88.9 22.2 15.9 114.300 3.67
2 1/8 SFC-34T 2-22T 9752 6 3/8 5 3/8 1 19/32  7/16 1 5/8 2 1/4 3 5/8  7/8  5/8 4.500

 7/16
8.1

2 3/16 SFC-35T 2-23T 43377 161.9 136.5 40.5 11.1 41.3 57.2 92.1 22.2 15.9 114.300 3.67

2 1/4 SFC-36T 2-24T
11789 7 1/8 6 1 25/32  1/2 1 3/4 2 5/8 4 1/16 1  7/8 5.000

 1/2 
11.7

52437 181.0 152.4 45.2 12.7 44.5 66.7 103.2 25.4 22.2 127.000 5.31
2 3/8 SFC-38T 2-26T 11789 7 1/8 6 1 25/32  1/2 1 3/4 2 5/8 4 1/8 1  7/8 5.000

 1/2 
11.7

2 7/16 SFC-39T 2-27T 52437 181.0 152.4 45.2 12.7 44.5 66.7 104.8 25.4 22.2 127.000 5.31

Bore 
Diameter Part No. Bearing 

Insert No.
Basic Dynamic 

Rating 
N/lb

Dimensions mm / inch
Bolt 
Size

Unit Wt.  
kg/lbA BC D G H J L N O Pmm

30 SFC-206TMC 5206TMC
19487 111.1 92.1 29.8 9.5 34.9 41.3 55.6 15.9 6.4 76.200

M10
1.45

4381 4 3/8 3 5/8 1 11/64  3/8 1 3/8 1 5/8 2 3/16 .63  1/4 3.000 3.2

35 SFC-207TMC 5207TMC
25718 127.0 104.8 32.5 9.5 34.9 44.5 65.1 17.5 9.5 85.725

M12
1.91

5782 5 4 1/8 1 9/32  3/8 1 3/8 1 3/4 2 9/16 1 1/16  3/8 3.375 4.2

40 SFC-208TMC 5208TMC
32648 133.4 111.1 35.3 11.1 39.7 50.8 68.3 19.1 11.1 92.075

M12
2.27

7340 5 1/4 4 3/8 1 25/64  7/16 1 9/16 2 2 11/16 3/4  7/16 3.625 5

45 SFC-209TMC 5209TMC
35144 155.6 130.2 36.1 11.1 39.7 50.8 74.6 19.1 11.1 107.950

M14
2.86

7901 6 1/8 5 1/8 1 27/64  7/16 1 9/16 2 2 15/16 3/4  7/16 4.250 6.3

50 SFC-210TMC 5210TMC
35090 155.6 130.2 35.3 11.1 41.3 53.2 85.7 19.1 11.9 107.950

M14
3.22

7889 6 1/8 5 1/8 1 25/64  7/16 1 5/8 2 3/32 3 3/8 3/4  15/32 4.250 7.1

55 SFC-211TMC 5211TMC
43377 161.9 136.5 40.5 11.1 41.3 57.2 92.1 22.2 15.9 114.300

M14
3.67

9752 6 3/8 5 3/8 1 19/32  7/16 1 5/8 2 1/4 3 5/8 7/8  5/8 4.500 8.1

60 SFC-212TMC 5212TMC
52437 181.0 152.4 45.2 12.7 44.5 66.7 104.8 25.4 22.2 127.000

M16
5.31

11789 7 1/8 6 1 25/32  1/2 1 3/4 2 5/8 4 1/8 1  7/8 5.000 11.7

For Medium Duty SKWEZLOC Locking Collar Bearing Inserts see page G-93. For Replacement Lock Collar see page G-98.

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Piloted Flange Cartridge 

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Piloted Flange 
Cartridge

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MFC Series Medium Duty Flange Cartridge Units - Setscrew Locking

A L

BC

-.002”
+.000”

P

H
N

J

G
O

D

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA BC D G H J L N O P*inch mm

 15/16 MFC-15 3-015
4381
19487

4 3/8 
111.1

3 5/8 
92.1

1 11/64
29.8

 3/8 
9.5

1 5/16
33.3

1 9/16
39.7

1 19/32
40.5

 5/8 
15.9

 1/4 
6.4

3.000
76.20  5/16 3.0

1.361 MFC-16 3-1
.984 25 MFC-305 5305

1 3/16 MFC-19 3-13
5782
25718

5 
127.0

4 1/8 
104.8

1 9/32
32.5

 3/8 
9.5

1 5/16
33.3

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

 3/8 
9.5

3.375
85.73  3/8 3.9

1.771 1/4 MFC-20 2-14
1.181 30 MFC-306 5306
1 7/16 MFC-23 3-17 7340

32648
5 1/4 
133.4

4 3/8 
111.1

1 25/64
35.3

 7/16
11.1

1 1/2 
38.1

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

 13/32
10.3

3.625
92.08 3/8 4.7

2.131.378 35 MFC-307 5307
1 1/2 MFCH-24 3-18 7901 6 1/8 5 1/8 1 27/64  7/16 1 1/2 1 15/16 2 19/64  3/4  13/32 4.250

 7/16
6

40 MFC-308 5308 35144 155.6 130.2 36.1 11.1 38.1 49.2 58.3 19.1 10.3 107.95 2.72
1 11/16 MFC-27 3-111

7889
35090

6 1/8 
155.6

5 1/8 
130.2

1 25/64
35.3

 7/16
11.1

1 9/16
39.7

2 1/32
51.6

2 15/32
62.7

 3/4 
19.1

 7/16
11.1

4.250
107.95  7/16 6.5

2.951 3/4 MFC-28 3-112
45 MFC-309 5309

1 15/16 MFC-31 3-115
9752
43377

6 3/8 
161.9

5 3/8 
136.5

1 19/32
40.5

 7/16
11.1

1 9/16
39.7

2 3/16
55.6

2 23/32
69.1

 7/8 
22.2

 19/32
15.1

4.500
114.30  7/16 7.5

3.402 MFC-32 2-2
50 MFC-310 5310

2 3/16 MFC-35 3-23
11789
52437

7 1/8 
181.0

6 
152.4

1 25/32
45.2

 1/2 
12.7

1 11/16
42.9

2 9/16
65.1

2 63/64
75.8

1 
25.4

 27/32
21.4

5.000
127.00  1/2 10.5

4.762 1/4 MFC-36 2-24
55 MFC-311 5311

2 7/16 MFC-39 3-27
13971
62143

7 5/8 
193.7

6 1/2 
165.1

2 5/32
54.8

 9/16
14.3

1 3/4 
44.5

2 7/8 
73.0

3 7/16
87.3

1 1/16
27.0

1 3/32
27.8

5.500
139.70  1/2 14.0

6.352 1/2 MFC-40 3-28
65 MFC-313 5313

2 11/16 MFC-43 3-211 14839 8 3/4 7 1/2 2 9/32  9/16 2 3 1/16 3 41/64 1 5/16 1 1/32 6.375
 5/8

18.7
70 MFC-314 5314 66004 222.3 190.5 57.9 14.3 50.8 77.8 92.5 33.3 26.2 161.93 8.48

2 15/16 MFC-47 3-215
17412
77449

8 3/4 
222.3

7 1/2 
190.5

2 13/32
61.1

 5/8 
15.9

2 
50.8

3 1/4 
82.6

3 59/64
99.6

1 5/16
33.3

1 7/32
31.0

6.375
161.93  5/8 20.0

9.073 MFC-48 3-3
75 MFC-315 5315

3 7/16 MFC-55 3-37 21566 10 1/4 8 5/8 2 23/32  3/4 2 21/32 3 25/32 4 25/64 1 9/16 1 3/32 7.375
 3/4 

32.0
3 1/2 MFC-56 2-38 95926 260.4 219.1 69.1 19.1 67.5 96.0 111.5 39.7 27.8 187.33 14.51

3 15/16 MFC-63 3-315
29905
133017

10 7/8 
276.2

9 3/8 
238.1

3 7/32
81.8

 7/8 
22.2

3 1/2 
88.9

4 5/8 
117.5

5 11/64
131.4

1 15/16
49.2

1 3/32
27.8

8.125
206.38  3/4 44.0

19.964 MFC-64 3-4
100 MFC-320 5320

For Medium Duty Bearing Inserts-Single Lock see page G-95.
*Recommended hole size for pilot 15/16 to 3 1/2  +.000” / -.002” and 3 15/16 to 4  +.000” / -.004”.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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MFC-T Series Medium Duty Flange Cartridge Units - SKWEZLOC Locking Collar

H
N

J

G
O

D

A L
P

+.000”
-.002”

BC

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA BC D G H J L N O P*inch

1 MFC-16T 3-1T
4381 4 3/8 3 5/8 1 3/16  3/8 1 3/8 1 5/8 2 1/16  5/8  1/4 3.000

 5/16
3.2 

19487 111.1 92.1 30.2 9.5 34.9 41.3 52.4 15.9 6.4 76.20 1.45
1 3/16 MFC-19T 3-13T 5782 5 4 1/8 1 9/32  3/8 1 3/8 1 3/4 2 7/16  11/16  3/8 3.375

 3/8 
4.2 

1 1/4 MFC-20T 2-14T 25718 127.0 104.8 32.5 9.5 34.9 44.5 61.9 17.5 9.5 85.73 1.91
1 7/16 MFC-23T 3-17T 7340 5 1/4 4 3/8 1 25/64  7/16 1 9/16 2 2 11/16  3/4  7/16 3.625

 3/8 
5.2 

1 1/2 MFC-24T 2-18T 32648 133.4 111.1 35.3 11.1 39.7 50.8 68.3 19.1 11.1 92.08 2.36

1 1/2 MFCH-24T 3-18T
7901 6 1/8 5 1/8 1 7/16  7/16 1 9/16 2 2 13/16  3/4  7/16 4.250

 7/16
6.3 

35144 155.6 130.2 36.5 11.1 39.7 50.8 71.4 19.1 11.1 107.95 2.86
1 11/16 MFC-27T 3-111T 7889 6 1/8 5 1/8 1 25/64  7/16 1 5/8 2 3/32 3 1/4  3/4  15/32 4.250

 7/16
7.1 

1 3/4 MFC-28T 3-112T 35090 155.6 130.2 35.3 11.1 41.3 53.2 82.6 19.1 11.9 107.95 3.22
1 15/16 MFC-31T 3-115T 9752 6 3/8 5 3/8 1 5/8  7/16 1 5/8 2 1/4 3 1/2  27/32  5/8 4.500

 7/16
8.1 

2 MFC-32T 2-2T 43377 161.9 136.5 41.3 11.1 41.3 57.2 88.9 21.4 15.9 114.30 3.67
2 3/16 MFC-35T 3-23T 11789 7 1/8 6 1 25/32  1/2 1 3/4 2 5/8 4 1/16 1  7/8 5.000

 1/2 
11.7 

2 1/4 MFC-36T 2-24T 52437 181.0 152.4 45.2 12.7 44.5 66.7 103.2 25.4 22.2 127.00 5.31

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Piloted Flange Cartridge 

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

For Medium Duty SKWEZLOC Locking Collar Bearing inserts see page G-96. For Replacement Lock Collar see page G-98.
*Recommended hole size for pilot +.000” / -.002”.
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Piloted Flange 
Cartridge

Self Alignment: +/- 2 Degrees

Lock: Double Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MFCD Series Medium Duty Flange Cartridge Units With Double Lock -  Setscrew Locking

-.002”
+.000”

P

BC

H

A

N

J

G
O

D

L

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA BC D G H J L N O P*inch

1 MFCD-16 3-1
4381 4 3/8 3 5/8 1 11/64  3/8 1 5/16 1 3/4 1 19/32  11/16  1/4 3.000

 5/16 3.8
1.719487 111.1 92.1 29.8 9.5 33.3 44.5 40.5 17.5 6.4 76.20

1 3/16 MFCD-19 3-13 5782 5 4 1/8 1 9/32  3/8 1 5/16 2 1 55/64  11/16  3/8 3.375
 3/8 3.9

1.81 1/4 MFCD-20 2-14 25718 127.0 104.8 32.5 9.5 33.3 50.8 47.2 17.5 9.5 85.73
1 7/16 MFCD-23 3-17 7340 5 1/4 4 3/8 1 25/64  7/16 1 1/2 2 5/16 2 1/16  3/4  13/32 3.625

 3/8 4.7
2.11 1/2 MFCD-24 2-18 32648 133.4 111.1 35.3 11.1 38.1 58.7 52.4 19.1 10.3 92.08

1 11/16 MFCD-27 3-111 7889 6 1/8 5 1/8 1 25/64  7/16 1 9/16 2 1/2 2 15/32  23/32  7/16 4.250
 7/16 6.5

3.01 3/4 MFCD-28 3-112 35090 155.6 130.2 35.3 11.1 39.7 63.5 62.7 18.3 11.1 107.95
1 15/16 MFCD-31 3-115 9752 6 3/8 5 3/8 1 19/32  7/16 1 9/16 2 5/8 2 23/32  27/32  19/32 4.500

 7/16 7.6
3.52 MFCD-32 2-2 43377 161.9 136.5 40.5 11.1 39.7 66.7 69.1 21.4 15.1 114.30

2 3/16 MFCD-35 3-23 11789 7 1/8 6 1 25/32  1/2 1 11/16 3 1/8 3 1/8  31/32  27/32 5.000
1/2 10.4

4.72 1/4 MFCD-36 2-24 52437 181.0 152.4 45.2 12.7 42.9 79.4 79 24.6 21.4 127.00
2 7/16 MFCD-39 3-27 13971 7 5/8 6 1/2 2 5/32  9/16 1 3/4 3 1/2 3 7/16 1 5/32 1 3/32 5.500

1/2 14.3
6.52 1/2 MFCD-40 3-28 62143 193.7 165.1 54.8 14.3 44.5 88.9 87.3 29.4 27.8 139.70

2 11/16 MFCD-43 3-211
14839 8 3/4 7 1/2 2 9/32  9/16 2 3 1/2 3 41/64 1 9/32 1 1/32 6.375

 5/8 18.9
8.666004 222.3 190.5 57.9 14.3 50.8 88.9 92.5 32.5 26.2 161.93

2 15/16 MFCD-47 3-215 17412 8 3/4 7 1/2 2 13/32  5/8 2 3 7/8 3 59/64 1 15/32 1 7/32 6.375
 5/8 20.8

9.53 MFCD-48 3-3 77449 222.3 190.5 61.1 15.9 50.8 98.4 99.6 37.3 31.0 161.93
3 7/16 MFCD-55 3-37 21566 10 1/4 8 5/8 2 23/32  3/4 2 21/32 4 7/16 4 25/64 2 7/32 1 3/32 7.375

 3/4 32.8
14.93 1/2 MFCD-56 2-38 95926 260.4 219.1 69.1 19.1 67.5 112.7 111.5 56.4 27.8 187.33

3 15/16 MFCD-63 3-315 29905 10 7/8 9 3/8 3 7/32  7/8 3 1/2 5 3/8 5 11/64 2 11/16 1 3/32 8.125
 3/4 46.0

20.94 MFCD-64 3-4 133017 276.2 238.1 81.8 22.2 88.9 136.5 131.4 68.3 27.8 206.38

For Medium Duty Bearing Inserts-Single Lock see page G-95.
*Recommended hole size for pilot 15/16 to 3 1/2  +.000” / -.002” and 3 15/16 to 4  +.000” / -.004”.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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SEHB Series Hanger Bearing External Lube - Setscrew Locking

A

E

TAPPED FOR STRAIGHT
PIPE THREADF

J

C
K

L

M

N

Duty: Varies

Rolling Elements: Ball

Housing: Ductile Iron Hanger Bearing

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore Diameter
Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Pipe Tap* 
N.P.S.M.

N
Unit Wt.  

lb/kgA C E F J K L M Thread 
Lengthinch mm

 15/16 SEHB-15 3-015

4381
19487

2 1/2 
63.5 - 4 1/16

103.2
1 9/16
39.7

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

3 1/8 
79.4 3/4-14 13/16 2.2

1.00

25 SEHB-305 5305
1 SEHB-16 3-1

1 1/16 SEHB-17 2-11
30 SEHB-206 5206

1 3/16 SEHB-19 3-13

5782
25718

2 3/4 
69.9 - 4 9/16

115.9
1 9/16
39.7

1 11/16
42.9

1 
25.4

1 55/64
47.2

3 5/8 
92.1 3/4-14 3/4 3.1

1.41

1 1/4 SEHB-20 2-14
1 5/16 SEHB-21 2-15
1 3/8 SEHB-22 2-16

35 SEHB-207 5207
1 7/16 SEHB-23 3-17

3/4-14 3/4
1 1/2 SEHB-24 2-18 7340 2 7/8  3/32 4 3/4 1 9/16 1 15/16 1 3/16 2 1/16 3 3/4 3.4

1 9/16 SEHB-25 2-19 32648 73.0 2.4 120.7 39.7 49.2 30.2 52.4 95.3 1.54
40 SEHB-208 5208

1 11/16 SEHB-27 3-111

1-11 1/2 13/16

1 3/4 SEHB-28 3-112
1 7/8 SEHB-30 2-114 7889 3 1/4  3/16 5 7/16 1 7/8 2 1/32 1 9/32 2 15/32 4 3/8 4.5

1 15/16 SEHB-31 2-115 35090 82.6 4.8 138.1 47.6 51.6 32.5 62.7 111.1 2.04
2 SEHB-32R 1-2

50 SEHB-210 5210
2 3/16 SEHB-35 3-23

11789
52437

4 
101.6

 11/32
8.7

6 13/16
173.0

2 5/16
58.7

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

5 5/8 
142.9 1 1/4-11 1/2 1 1/8 9

4.08

2 1/4 SEHB-36 2-24
2 3/8 SEHB-38 2-26

2 7/16 SEHB-39 2-27
60 SEHB-212 5212

2 11/16 SEHB-43 3-211

14839
66004 1 1/2-11 1/2 1 1/4

2 7/8 SEHB-46 2-214 4 5/8  3/8 7 7/8 2 3/4 3 1/16 1 3/4 3 41/64 6 1/2 14.6
2 15/16 SEHB-47 2-215 117.5 9.5 200.0 69.9 77.8 44.5 92.5 165.1 6.62

75 SEHB-215 5215
3 SEHB-48 3-3

17412
77449

4 7/8 
123.8

 5/16
7.9

8 5/16
211.1

2 13/16
71.4

3 1/4 
82.6

1 15/16
49.2

3 59/64
99.6

6 7/8 
174.6

16.8
7.623 3/16 SEHB-51 2-33 1 1/2-11 1/2 1 1/4

80 SEHB-216 5216
3 15/16 SEHB-63 3-315

29905
133017

8 1/8 
206.4

13 1/4 
336.6

4 3/8 
111.1

4 5/8 
117.5

2 11/16
68.3

5 11/64
131.4

10 1/4 
260.4

62
28.124 SEHB-64 3-4 2 1/2-8 1/2 2 5/8

100 SEHB-320 5320

For Standard (2-) Duty Bearing Inserts-Double Lock see page G-95.  For Medium (3-) Duty Bearing Inserts-Double Lock see page G-97.
*Use Straight Pipe Thread.
Note: Units may be provided with tight internal bearing clearance and housing fits by adding suffix BDZ to Part No., as SEHB-19 BDZ.
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SEHB-T Series Hanger Bearing External Lube - SKWEZLOC Locking Collar

TAPPED FOR STRAIGHT
PIPE THREAD

F
J

C
K

L

N

E

A

M

Bore Diameter
Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Pipe Tap*    
N.P.S.M.

N
Unit Wt.  

lb/kgA C E F J K L M Thread 
Lengthinch mm

 15/16 SEHB-15T 3-015T

4381
19487

2 1/2 
63.5 - 4 1/16

103.2
1 9/16
39.7

1 9/16
39.7

 7/8 
22.2

2 1/16
52.4

3 1/8 
79.4 3/4-14 13/16 2.2

1.00
25 SEHB-305T 5305T

1 SEHB-16T 3-1T

1 1/16 SEHB-17T 2-11T

1 3/16 SEHB-19T 3-13T 5782
25718

2 3/4 
69.9 - 4 9/16

115.9
1 9/16
39.7

1 3/4 
44.5

1 1/16
27.0

2 7/16
61.9

3 5/8 
92.1 3/4-14 3/4 3.1

1.411 1/4 SEHB-20 T 2-14T

1 7/16 SEHB-23T 3-17T
7340
32648

2 7/8 
73.0

 3/32
2.4

4 3/4 
120.7

1 9/16
39.7

2 
50.8

1 1/4 
31.8

2 11/16 
68.3

3 3/4 
95.3 3/4-14 3/4 3.4

1.541 1/2 SEHB-24T 2-18T

40 SEHB-208T 5208T

1 11/16 SEHB-27T 3-111T

7889
35090

3 1/4 
82.6

 3/16
4.8

5 7/16
138.1

1 7/8 
47.6

2 3/32
53.2

1 11/32
34.1

3 1/4 
82.6

4 3/8 
111.1 1-11 1/2 13/16 4.5

2.04

1 3/4 SEHB-28T 3-112T

1 7/8 SEHB-30T 2-114T

1 15/16 SEHB-31T 2-115T

2 SEHB-32T 1-2T

50 SEHB-210T 5210T

2 3/16 SEHB-35T 3-23T 11789
52437

4 
101.6

 11/32
8.7

6 13/16
173.0

2 5/16
58.7

2 5/8 
66.7

1 5/8 
41.3

4 1/16 
103.2

5 5/8 
142.9 1 1/4-11 1/2 1 1/8 9

4.08

2 7/16 60 SEHB-39T
SEHB-212T

2-27T
5212T

11789
52437

4 
101.6

 11/32
8.7

6 13/16
173.0

2 5/16
58.7

2 5/8 
66.7

1 5/8 
41.3

4 1/8 
104.8

5 5/8 
142.9 1 1/4-11 1/2 1 1/8 9

4.08

For Standard (2-) Duty Bearing Inserts - SKWELOC Locking Collar see page G-94. For Medium (3-) Duty Bearing Inserts - SKWELOC Locking Collar see page G-95. 
For Replacement Lock Collar see page G-98.
*Use Straight Pipe Thread.
Note: Units may be provided with tight internal bearing clearance and housing fits by adding suffix BDZ to Part No., as SEHB-19T BDZ.

Duty: Varies

Rolling Elements: Ball

Housing: Ductile Iron Hanger Bearing

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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SEHBD Series Hanger Bearing External Lube - Double Set Screw Locking

TAPPED FOR STRAIGHT
PIPE THREADF

A

E

M

C
K

J

N

L

Duty: Varies

Rolling Elements: Ball

Housing: Ductile Iron Hanger Bearing

Self Alignment: +/- 2 Degrees

Lock: Double Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Pipe Tap* 
N.P.S.M.

N Unit 
Wt.  

lb/kgA C E F J K L M Thread 
Lengthinch

1 SEHBD-16 3-1D
4381 2 1/2 

-
4 1/16 1 9/16 1 3/4  7/8 1 19/32 3 1/8 

3/4-14 13/16
2.2

19487 63.5 103.2 39.7 44.5 22.2 40.5 79.4 1.00

1 3/16 SEHBD-19 3-13D 5782 2 3/4 
-

4 9/16 1 9/16 2 1 1 55/64 3 5/8 
3/4-14 3/4

3.1

1 1/4 SEHBD-20 2-14D 25718 69.9 115.9 39.7 50.8 25.4 47.2 92.1 1.41

1 7/16 SEHBD-23 3-17D 7340 2 7/8  3/32 4 3/4 1 9/16 2 5/16 1 5/32 2 1/16 3 3/4 
3/4-14 3/4

3.4

1 1/2 SEHBD-24 2-18D 32648 73.0 2.4 120.7 39.7 58.7 29.4 52.4 95.3 1.54

1 11/16 SEHBD-27 3-111D
7889
35090

3 1/4 
82.6

 3/16
4.8

5 7/16
138.1

1 7/8 
47.6

2 1/2 
63.5

1 1/4 
31.8

2 15/32
62.7

4 3/8 
111.1 1-11 1/2 13/16 4.5

2.041 7/8 SEHBD-30 2-114D

1 15/16 SEHBD-31 2-115D

2 3/16 SEHBD-35 3-23D 11789 3 7/16 1 1/8 5 7/8 1 7/8 3 1/8 1 9/16 2 23/32 4 7/8 
1-11 1/2 1 1/8

9

2 7/16 SEHBD-39 2-27D 52437 87.3 28.6 149.2 47.6 79.4 39.7 69.1 123.8 4.08

2 11/16 SEHBD-43 3-211D 13971 4 5/8  3/8 7 7/8 2 3/4 3 1/2 3 1/2 3 41/64 6 1/2 
1 1/2-11 1/2 1 1/4

14.6

2 15/16 SEHBD-47 2-215D 62143 117.5 9.5 200.0 69.9 88.9 88.9 92.5 165.1 6.62

3 15/16 SEHBD-63 3-315D 29905 8 1/8 
-

13 1/4 4 3/8 5 3/8 5 3/8 5 11/64 10 1/4 
2 1/2-8 1/2 2 5/8

62

4 SEHBD-64 3-4D 133017 206.4 336.6 111.1 136.5 136.5 131.4 260.4 28.12

For Standard (2-)Duty Bearing Inserts-Double Lock see page G-94.  For Medium (3-) Duty Bearing Inserts-Double Lock see page G-97.
*Use Straight Pipe Thread.
Note: Units may be provided with tight internal and housing fits by adding suffix BDZ to Part No., as SEHBD-19 BDZ.
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Duty: Varies

Rolling Elements: Ball

Housing: Ductile Iron Hanger Bearing

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

SCHB Series Hanger Bearing Internal Lube - Setscrew Locking
Bore Diameter

Part No.
Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm Pipe 
Tap*    

N.P.S.M.

N T  Brg. 
To Lub. 

Ftg. 
Centers

Unit Wt.  
lb/kgA C E F J K L M Thread 

Lengthinch mm

 15/16 SCHB-15 3-015

4381
19487

2 1/2 
63.5  - 4 1/16

103.2
1 9/16
39.7

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

3 1/8 
79.4 3/4 - 14  13/16

0.37
¸ 7/32
0.10

2.2
1.00

25 SCHB-305 5305
1 SCHB-16 3-1

1 1/16 SCHB-18 2-12
30 SCHB-206 5206

1 3/16 SCHB-19 3-13

5782
25718

2 3/4 
69.9

4 9/16
115.9

1 9/16
39.7

1 11/16
42.9

1 
25.4

1 55/64
47.2

3 5/8 
92.1

 3/4 
0.34

¸ 1/4 
0.11

3.1
1.41

1 1/4 SCHB-20 2-14
1 5/16 SCHB-21 2-15 - 3/4 - 14
1 3/8 SCHB-22 2-16  

35 SCHB-207 5207
1 7/16 SCHB-23 3-17

3/4 - 14
1 1/2 SCHB-24 2-18 7340 2 7/8  3/32 4 3/4 1 9/16 1 15/16 1 3/16 2 1/16 3 3/4  3/4 ¸ 19/64 3.4

1 9/16 SCHB-25 2-19 32648 73.0 2.4 120.7 39.7 49.2 30.2 52.4 95.3 0.34 0.13 1.54
40 SCHB-208 5208

1 11/16 SCHB-27 3-111

1 - 11 
1/2

1 3/4 SCHB-28 3-112
1 7/8 SCHB-30 2-114 7889 3 1/4  3/16 5 7/16 1 7/8 2 1/32 1 9/32 2 15/32 4 3/8  13/16  17/64 4.5

1 15/16 SCHB-31 2-115 35090 82.6 4.8 138.1 47.6 51.6 32.5 62.7 111.1 0.37 0.12 2.04
2 SCHB-32R 1-2

50 SCHB-210 5210
2 3/16 SCHB-35 3-23

11789
52437

4 
101.6

 11/32
8.7

6 13/16
173.0

2 5/16
58.7

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

5 5/8 
142.9

1 1/4 -  
11 1/2

1 1/8 
0.51

 21/64
0.15

9.0
4.08

2 1/4 SCHB-36 2-24
2 3/8 SCHB-38 2-26
2 7/16 SCHB-39 2-27

60 SCHB-212 5212
2 11/16 SCHB-43 3-211

1 1/2 -  
11 1/2

2 7/8 SCHB-46 2-214 14839 4 5/8  3/8 7 7/8 2 3/4 3 1/16 1 3/4 3 41/64 6 1/2 1 1/4  3/8 14.6
2 15/16 SCHB-47 2-215 66004 117.5 9.5 200.0 69.9 77.8 44.5 92.5 165.1 0.57 0.17 6.62

75 SCHB-215 5215
3 3/16 SCHB-51 2-33 17412 4 7/8  5/16 8 5/16 2 13/16 3 1/4 1 15/16 3 59/64 6 7/8 1 1/2 - 

11 1/2
1 1/4  13/32 16.8

80 SCHB-216 5216 77449 123.8 7.9 211.1 71.4 82.6 49.2 99.6 174.6 0.57 0.18 7.62
3 15/16 SCHB-63 3-315

29905
133017

8 1/8 
206.4

13 1/4 
336.6

4 3/8 
111.1

4 5/8 
117.5

2 11/16
68.3

5 11/64
131.4

10 1/4 
260.4

2 1/2 -  
8 1/2

2 5/8 
1.19

 19/32
0.27

62
28.124 SCHB-64 3-4

100 SCHB-320 5320

For Standard Duty Bearing inserts-Single Lock see page G-92. 
¸ No Adapter or Fitting
*Use Straight Pipe Thread

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

PIPE THREAD
T

C

E

M

F

K
J

N

L

TAPPED FOR STRAIGHT

A
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Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Cylindrical 
Cartridge

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

SC Series Standard Duty Cartridge Units - Setscrew Locking

L A

E
K

J
F

Bore Diameter
Part No. Bearing 

Insert No.
Basic Dynamic 

Rating 
 lb/N

Dimensions inch / mm
Unit Wt.  

lb/kg
A

E F J L Kinch mm ±.001”

 1/2 SC-8 2-08
 9/16 SC-9 2-09 2611 2.688  7/8  1/2 1 7/32 1 3/16  23/32 1.1
 5/8 SC-10 2-010 11614 68.26 22.2 12.7 31.0 30.2 18.3 0.50

 11/16 SC-11 2-011
 3/4 SC-12 2-012 2611 2.938  7/8  1/2 1 7/32 1 3/16  23/32 1.4

.6320 SC-204 5204 11614 74.61 22.2 12.7 31.0 30.2 18.3
 13/16 SC-13 2-013

2801
12459

3.125
79.38

1 1/32
26.2

 9/16
14.3

1 3/8 
34.9

1 3/8 
34.9

 13/16
20.6

1.9
0.86

 7/8 SC-14 2-014
 15/16 SC-15 2-015

1 SC-16 2-1
25 SC-205 5205

1 1/16 SC-17 2-11

4381
19487

3.500
88.90

1 3/32
27.8

 5/8 
15.9

1 1/2 
38.1

1 19/32
40.5

 7/8 
22.2

2.5
1.13

1 1/8 SC-18 2-12
1 3/16 SC-19 2-13
1 1/4 SC-20R 1-14

30 SC-206 5206
1 1/4 SC-20 2-14

5782
25718

3.875
98.43

1 7/32
31.0

 11/16
17.5

1 11/16
42.9

1 55/64
47.2

1 
25.4

3.2
1.45

1 5/16 SC-21 2-15
1 3/8 SC-22 2-16
1 7/16 SC-23 2-17

35 SC-207 5207
1 1/2 SC-24 2-18

7340
32648

4.188
106.36

1 15/32
37.3

 3/4 
19.1

1 15/16
49.2

2 1/16
52.4

1 3/16
30.2

4.1
1.861 9/16 SC-25 2-19

40 SC-208 5208
1 5/8 SC-26 2-110

1 11/16 SC-27 2-111 7901 4.375 1 7/16  3/4 1 15/16 2 19/64 1 3/16 4.5
1 3/4 SC-28 2-112 35144 111.13 36.5 19.1 49.2 58.3 30.2 2.04

45 SC-209 5209
1 13/16 SC-29 2-113

1 7/8 SC-30 2-114
1 15/16 SC-31 2-115 7889 4.563 1 15/32  3/4 2 1/32 2 15/32 1 9/32 4.9

2 SC-32R 1-2 35090 115.89 37.3 19.1 51.6 62.7 32.5 2.22
50 SC-210 5210

2 SC-32 2-2
2 1/8 SC-34 2-22 9752 4.938 1 19/32  7/8 2 3/16 2 23/32 1 5/16 5.8
2 3/16 SC-35 2-23 43377 125.41 40.5 22.2 55.6 69.1 33.3 2.63

55 SC-211 5211
2 1/4 SC-36 2-24
2 3/8 SC-38 2-26 11789 5.875 1 5/8 1 2 9/16 2 63/64 1 9/16 9.0
2 7/16 SC-39 2-27 52437 149.23 41.3 25.4 65.1 75.8 39.7 4.08

60 SC-212 5212
2 1/2 SC-40 3-28

13971
62143

6.250
158.75

2 
50.8

1 1/16
27.0

2 3/4 
69.9

3 7/16
87.3

1 11/16
42.9

12.6
5.722 11/16 SC-43 2-211

70 SC-214 5214
2 7/8 SC-46 2-214

14839
66004

6.625
168.28

2 
50.8

1 5/16
33.3

3 1/16
77.8

3 21/32
92.9

1 3/4 
44.5

13.5
6.122 15/16 SC-47 2-215

75 SC-215 5215
For Standard Duty Bearing Inserts-Single Lock see page G-92. 
For Housing fit guidelines see page G-261.
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SC-T Series Standard Duty Cartridge Units - SKWEZLOC Locking Collar - Inch

SC-T Series Standard Cartridge Units - SKWEZLOC Locking Collar - Metric - SKWEZTM

AL

E
K

J
F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions inch / mm
Unit Wt.  

lb/kg
A

E F J K Linch ±.001”
 15/16 SC-15T* 2-015T 2801 3 1/8 1 1/32  9/16 1 7/16  7/8 1 15/16 1.9

1 SC-16T* 2-1T 12459 79.38 26.2 14.3 36.5 22.2 49.2 .86
1 1/8 SC-18T* 2-12T 4381

19487
3 1/2 
88.90

1 3/32
27.8

 9/16
14.3

1 9/16
39.7

 15/16
23.8

2 3/16
55.6

2.5
1.13

1 3/16 SC-19T* 2-13T
1 1/4 SC-20RT* 1-14T

1 1/4 SC-20T 2-14T 5782 3 7/8 1 7/32  5/8 1 3/4 1 1/16 2 7/16 3.3
25718 98.43 31.0 15.9 44.5 27.0 61.9 1.47

1 3/8 SC-22T 2-16T 5782 3 7/8 1 7/32  5/8 1 3/4 1 1/16 2 9/16 3.2
1 7/16 SC-23T 2-17T 25718 98.43 31.0 15.9 44.5 27.0 65.1 1.45
1 1/2 SC-24T 2-18T 7340 4 3/16 1 15/32  3/4 2 1 1/4 2 11/16 4.1

1 9/16 SC-25T 2-19T 32648 106.36 37.3 19.1 50.8 31.8 68.3 1.86

1 5/8 SC-26T 2-110T 7901 4 3/8 1 7/16  23/32 2 1 1/4 2 13/16 4.6
35144 111.13 36.5 18.3 50.8 31.8 71.4 2.09

1 11/16 SC-27T 2-111T 7901 4 3/8 1 7/16  23/32 2 1 1/4 2 15/16 4.5
1 3/4 SC-28T 2-112T 35144 111.13 36.5 18.3 50.8 31.8 74.6 2.04

1 15/16 SC-31T 2-115T 7889 4 9/16 1 15/32  3/4 2 3/32 1 11/32 3 3/8 4.9
35090 115.89 37.3 19.1 53.2 34.1 85.7 2.22

2 SC-32T 2-2T 9752 4 15/16 1 19/32  27/32 2 1/4 1 3/8 3 1/2 5.8
43377 125.41 40.5 21.4 57.2 34.9 88.9 2.63

2 1/8 SC-34T 2-22T 9752 4 15/16 1 19/32  27/32 2 1/4 1 3/8 3 5/8 5.8
2 3/16 SC-35T 2-23T 43377 125.41 40.5 21.4 57.2 34.9 92.1 2.63

2 1/4 SC-36T 2-24T 11789 5 7/8 1 5/8  13/16 2 5/8 1 5/8 4 1/16 9.0
52437 149.23 41.3 20.6 66.7 41.3 103.2 4.08

2 3/8 SC-38T 2-26T 11789 5 7/8 1 5/8  13/16 2 5/8 1 5/8 4 1/8 9.0
2 7/16 SC-39T 2-27T 52437 149.23 41.3 20.6 66.7 41.3 104.8 4.08

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions mm / inch
Unit Wt.  

lb/kg
A

E F J K Lmm ±.0025 mm

25 SC-205TMC* 5205TMC 12459 79.38 26.2 14.3 36.5 22.2 49.2 .86
2801 3 1/8 1 1/32  9/16 1 7/16  7/8 1 15/16 1.9

30 SC-206TMC* 5206TMC 19487 88.90 27.8 14.3 39.7 23.8 55.6 1.13
4381 3 1/2 1 3/32  9/16 1 9/16  15/16 2 3/16 2.5

35 SC-207TMC 5207TMC 25718 98.43 31.0 15.9 44.5 27.0 65.1 1.45
5782 3 7/8 1 7/32  5/8 1 3/4 1 1/16 2 9/16 3.2

40 SC-208TMC 5208TMC 32648 106.36 37.3 19.1 50.8 31.8 68.3 1.86
7340 4 3/16 1 15/32  3/4 2 1 1/4 2 11/16 4.1

45 SC-209TMC 5209TMC 35144 111.13 36.5 18.3 50.8 31.8 74.6 2.04
7901 4 3/8 1 7/16  23/32 2 1 1/4 2 15/16 4.5

50 SC-210TMC 5210TMC 35090 115.89 37.3 19.1 53.2 34.1 85.7 2.22
7889 4 9/16 1 15/32  3/4 2 3/32 1 11/32 3 3/8 4.9

55 SC-211TMC 5211TMC 43377 125.41 40.5 21.4 57.2 34.9 92.1 2.63
9752 4 15/16 1 19/32  27/32 2 1/4 1 3/8 3 5/8 5.8

60 SC-212TMC 5212TMC 52437 149.23 41.3 20.6 66.7 41.3 104.8 4.08
11789 5 7/8 1 5/8  13/16 2 5/8 1 5/8 4 1/8 9.0

*Reversed Inner Ring; Misalignment Capability ± 1 1/2° 
For standard Duty SKWEZLOC Bearing inserts see page G-93. For Housing fit guidelines see page G-261. For Replacement Lock Collar see page G-98.

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Cylindrical Cartridge

Self Alignment: Consult Application Engineering*

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Cylindrical 
Cartridge

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MSC Series Medium Duty Cartridge Units - Setscrew Locking

L A

E
K

J
F

Bore Diameter
Part No. Bearing Insert 

No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.  

lb/kg
A

E F J K Linch mm ±.001”

 15/16 MSC-15 3-015
4381
19487

3.500
88.90

1 3/32
27.8

 9/16
14.3

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

2.5
1.131 MSC-16 3-1

25 MSC-305 5305
1 3/16 MSC-19 3-13

5782
25718

3.875
98.43

1 7/32
31.0

 5/8 
15.9

1 11/16
42.9

1 
25.4

1 55/64
47.2

3.2
1.451 1/4 MSC-20 2-14

30 MSC-306 5306
1 3/8 MSC-22 3-16

7340
32648

4.188
106.36

1 15/32
37.3

 3/4 
19.1

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

4.1
1.861 7/16 MSC-23 3-17

35 MSC-307 5307
1 1/2 MSC-24 3-18 7901 4.375 1 7/16  23/32 1 15/16 1 3/16 2 19/64 4.5

40 MSC-308 5308 35144 111.13 36.5 18.3 49.2 30.2 58.3 2.04
1 11/16 MSC-27 3-111

7889
35090

4.563
115.89

1 15/32
37.3

 3/4 
19.1

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

4.9
2.221 3/4 MSC-28 3-112

45 MSC-309 5309
1 15/16 MSC-31 3-115

9752
43377

4.938
125.41

1 19/32
40.5

 51/64
20.2

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1

5.8
2.632 MSC-32 2-2

50 MSC-310 5310
2 3/16 MSC-35 3-23

11789
52437

5.875
149.23

1 5/8 
41.3

 13/16
20.6

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

9.5
4.312 1/4 MSC-36 2-24

55 MSC-311 5311
2 7/16 MSC-39 3-27

13971
62143

6.250
158.75

2 
50.8

1 
25.4

2 3/4 
69.9

1 11/16
42.9

3 7/16
87.3

12.6
5.722 1/2 MSC-40 3-28

65 MSC-313 5313
2 11/16 MSC-43 3-211

14839
66004

6.625
168.28

2 
50.8

1 
25.4

3 1/16
77.8

1 3/4 
44.5

3 21/32
92.9

14.1
6.402 3/4 MSC-44 3-212

70 MSC-314 5314
2 15/16 MSC-47 3-215

17412
77449

7.000
177.80

2 3/16
55.6

1 3/32
27.8

3 1/4 
82.6

1 15/16
49.2

3 59/64
99.6

16.6
7.533 MSC-48 3-3

75 MSC-315 5315
3 3/16 MSC-51 3-33
3 1/4 MSC-52 2-34 18681 7.438 2 1/2 1 1/4 3 3/8 2 1/32 4 5/32 20.2
3 3/8 MSC-54 2-36 83093 188.91 63.5 31.8 85.7 51.6 105.6 9.16

80 MSC-316 5316
3 7/16 MSC-55 3-37 21566 8.188 2 1/2 1 1/4 3 25/32 2 7/32 4 25/64 25.8
3 1/2 MSC-56 2-38 95926 207.96 63.5 31.8 96.0 56.4 111.5 11.70

3 15/16 MSC-63 3-315
29905
133017

9.500
241.30

3 
76.2

1 1/2 
38.1

4 5/8 
117.5

2 11/16
68.3

5 11/64
131.4

42
19.054 MSC-64 3-4

100 MSC-320 5320

For Medium Duty Bearing Inserts-Single Lock see page G-95.
For Housing fit guidelines see page G-261.
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MSC-T Series Medium Duty Cartridge Units- SKWEZLOC Locking Collar

AL

E
K

J
F

Bore 
Diameter Part No. Bearing Insert 

No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions inch / mm
Unit Wt.  

lb/kgA E J K F Linch

1 MSC-16T 3-1T
4381 3 1/2 1 3/32 1 9/16  15/16  9/16 2 1/16 2.5

19487 88.90 27.8 39.7 23.8 14.3 52.4 1.13

1 3/16 MSC-19T 3-13T 5782 3 7/8 1 7/32 1 3/4 1 1/16  5/8 2 7/16 3.2

1 1/4 MSC-20T 2-14T 25718 98.43 31.0 44.5 27.0 15.9 61.9 1.45

1 7/16 MSC-23T 3-17T
7340 4 3/16 1 15/32 2 1 1/4  3/4 2 11/16 4.1

32648 106.36 37.3 50.8 31.8 19.1 68.3 1.86

1 1/2 MSC-24T 3-18T
7901 4 3/8 1 7/16 2 1 1/4  23/32 2 13/16 4.5

35144 111.13 36.5 50.8 31.8 18.3 71.4 2.04

1 11/16 MSC-27T 3-111T 7889 4 9/16 1 15/32 2 3/32 1 11/32  3/4 3 1/4 4.9

1 3/4 MSC-28T 3-112T 35090 115.89 37.3 53.2 34.1 19.1 82.6 2.22

1 15/16 MSC-31T 3-115T 9752 4 15/16 1 19/32 2 1/4 1 3/8  27/32 3 1/2 5.8

2 MSC-32T 2-2T 43377 125.41 40.5 57.2 34.9 21.4 88.9 2.63

2 3/16 MSC-35T 3-23T 11789 5 7/8 1 5/8 2 5/8 1 5/8  13/16 4 1/16 9.0

2 1/4 MSC-36T 2-24T 52437 149.23 41.3 66.7 41.3 20.6 103.2 4.08

* Misalignment capability reduced as a result of SKWEZLOC collar clearance.
For Medium Duty SKWEZLOC Locking Collar Bearing inserts see page G-96. 
For Housing fit guidelines see page G-261. 
For Replacement Lock Collar see page G-98.

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Cylindrical Cartridge

Self Alignment: Consult Application Engineering*

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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ST Series Standard Duty Take-UP Units - Setscrew Locking

NH

D
A

R S
C

B

G F

P

T

K
J

L

30°

O

Bore Diameter
Part 
No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 
lb/N

Dimensions inch / mm
Unit 
Wt.  

lb/kgA B C D F G
H

J K L N O
P

R S Tinch mm Core Hub

 1/2 ST-8 2-08

 17/32

 9/16 ST-9 2-09
 5/8 ST-10 2-010 2611 2 11/16  5/8 2 3 11/16 2 1 1/4  3/4 1 7/32  23/32 1 3/16 3 3 1/2 1 3/8 1 5/16 1 3/8 2.1

 11/16 ST-11 2-011 11614 68.3 15.9 50.8 93.7 50.8 31.8 19.1 31.0 18.3 30.2 76.2 88.9 34.9 33.3 34.9 0.95
 3/4 ST-12 2-012

20 ST-204 5204
 13/16 ST-13 2-013

2801
12459

2 13/16
71.4

 5/8 
15.9

2 
50.8

3 13/16
96.8

2 
50.8

1 1/4 
31.8

 3/4 
19.1

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

3 
76.2

3 1/2 
88.9

1 1/2 
38.1

1 3/8 
34.9

1 7/16
36.5  17/32 2.6

1.18

 7/8 ST-14 2-014
 15/16 ST-15 2-015

1 ST-16 2-1
25 ST-205 5205

1 1/16 ST-17 2-11

4381
19487

3 7/16
87.3

 5/8 
15.9

2 1/4 
57.2

4 7/16
112.7

2 3/16
55.6

1 7/16
36.5

 7/8 
22.2

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

1 11/16
42.9

1 3/4 
44.5  17/32 3.4

1.54

1 1/8 ST-18 2-12
1 3/16 ST-19 2-13
1 1/4 ST-20R 1-14

30 ST-206 5206
1 1/4 ST-20 2-14

5782
25718

3 15/16
100.0

 5/8 
15.9

2 1/2 
63.5

5 1/16
128.6

2 1/2 
63.5

1 7/16
36.5

 7/8 
22.2

1 11/16
42.9

1 
25.4

1 55/64
47.2

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

2 
50.8

1 15/16
49.2  17/32 4.0

1.81

1 5/16 ST-21 2-15
1 3/8 ST-22 2-16
1 7/16 ST-23 2-17

35 ST-207 5207
1 1/2 ST-24 2-18

7340
32648

4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 3/16
55.6

2 1/8 
54.0  11/16 6.0

2.71 9/16 ST-25 2-19
40 ST-208 5208

1 5/8 ST-26 2-110

 11/161 11/16 ST-27 2-111 7901 4 5/16  3/4 3 1/4 5 11/16 3 1/4 1 15/16 1 1/8 1 15/16 1 3/16 2 19/64 4 4 5/8 2 3/16 2 1/4 2 1/16 6.0
1 3/4 ST-28 2-112 35144 109.5 19.1 82.6 144.5 82.6 49.2 28.6 49.2 30.2 58.3 101.6 117.5 55.6 57.2 52.4 2.72

45 ST-209 5209
1 13/16 ST-29 2-113

7889
35090

4 1/2 
114.3

 3/4 
19.1

3 3/8 
85.7

5 7/8 
149.2

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

4 
101.6

4 5/8 
117.5

2 3/16
55.6

2 5/16
58.7

2 3/16
55.6  11/16 6.0

2.72

1 7/8 ST-30 2-114
1 15/16 ST-31 2-115

2 ST-32R 1-2
50 ST-210 5210

2 ST-32 2-2

1 1/162 1/8 ST-34 2-22 9752 5 1 3 3/4 6 3/4 4 2 1/2 1 3/8 2 3/16 1 5/16 2 23/32 5 1/8 5 3/4 2 1/4 2 9/16 2 7/16 9.8
2 3/16 ST-35 2-23 43377 127.0 25.4 95.3 171.5 101.6 63.5 34.9 55.6 33.3 69.1 130.2 146.1 57.2 65.1 61.9 4.4

55 ST-211 5211
2 1/4 ST-36 2-24

1 1/162 3/8 ST-38 2-26 11789 5 5/8 1 1/4 4 7 5/8 4 2 1/2 1 3/8 2 9/16 1 9/16 2 63/64 5 1/8 5 3/4 2 3/8 2 15/16 2 11/16 12.3
2 7/16 ST-39 2-27 52437 142.9 31.8 101.6 193.7 101.6 63.5 34.9 65.1 39.7 75.8 130.2 146.1 60.3 74.6 68.3 5.58

60 ST-212 5212
2 1/2 ST-40 3-28

13971
62143

6 3/4 
171.5

1 1/4 
31.8

4 3/4 
120.7

8 13/16
223.8

4 3/8 
111.1

2 3/4 
69.9

1 5/8 
41.3

2 3/4 
69.9

1 11/16
42.9

3 7/16
87.3

5 15/16
150.8

6 9/16
166.7

3 3/8 
85.7

3 7/16
87.3

3 5/16
84.1 1 1/16 19.0

8.622 11/16 ST-43 2-211
70 ST-214 5214

2 7/8 ST-46 2-214
14839
66004

7 1/16
179.4

1 1/4 
31.8

4 3/4 
120.7

9 1/8 
231.8

4 3/8 
111.1

2 3/4 
69.9

1 5/8 
41.3

3 1/16
77.8

1 3/4 
44.5

3 41/64
92.5

5 15/16
150.8

6 9/16
166.7

3 3/8 
85.7

3 5/8 
92.1

3 7/16
87.3

1 1/16
27.0

19.0
8.622 15/16 ST-47 2-215

75 ST-215 5215
3 3/16 ST-51 2-33 17412 7 3/16 1 1/4 4 3/4 9 1/4 4 3/8 2 3/4 1 5/8 3 1/4 1 15/16 3 59/64 6 1/2 7 1/4 3 3/8 3 3/4 3 7/16 1 1/16 22.1

80 ST-216 5216 77449 182.6 31.8 120.7 235.0 111.1 69.9 41.3 82.6 49.2 99.6 165.1 184.2 85.7 95.3 87.3 27.0 10.02
3 1/4 ST-52 2-34

18681
83093

7 5/8 
193.7

1 1/2 
38.1

6 3/16
157.2

10 1/4 
260.4

4 7/8 
123.8

2 7/8 
73.0

1 7/8 
47.6

3 3/8 
85.7

2 1/32
51.6

4 5/32
105.6

6 13/16
173.0

7 13/16
198.4

3 1/2 
88.9

3 7/8 
98.4

3 3/4 
95.3

1 13/16
46.0

31.4
14.23 3/8 ST-54 2-36

3 7/16 ST-55 2-37

For Standard Duty Bearing Inserts-Single Lock see page G-92.  
For Take-Up Frames see pages G-76 to G-78. 

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220



G-73

® Performance Mounted Ball Bearings Performance Mounted Ball BearingsM
td

. B
a

ll
 

B
e

a
ri

n
g

s

ST-T Series Standard Duty Take-Up Units - SKWEZLOC Locking Collar

30°

J
K R

D
A 

S
C

B

H G F L

P

T

N O

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit 
Wt.  

lb/kgA B C D F G
H

J K L N O
P

R S Tinch Core Hub

 3/4 ST-12T 2-012T 2611
11614

2 11/16
68.3

 5/8 
15.9

2 
50.8

3 11/16
93.7

2 
50.8

1 1/4 
31.8

 3/4 
19.1

1 9/32
32.5

25/32
19.8

1 3/4 
44.5

3 
76.2

3 1/2 
88.9

1 3/8 
34.9

1 5/16
33.3

1 3/8 
34.9 17/32 2.2

1.00

 15/16 ST-15T 2-015T 2801
12459

2 13/16
71.4

 5/8 
15.9

2 
50.8

3 13/16
96.8

2 
50.8

1 1/4 
31.8

 3/4 
19.1

1 7/16
36.5

 7/8 
22.2

1 15/16
49.2

3 
76.2

3 1/2 
88.9

1 1/2 
38.1

1 3/8 
34.9

1 7/16
36.5  17/32 2.8

1.271 ST-16T 2-1T

1 1/8 ST-18T 2-12T 4381
19487

3 7/16
87.3

 5/8 
15.9

2 1/4 
57.2

4 7/16
112.7

2 3/16
55.6

1 7/16
36.5

 7/8 
22.2

1 9/16
39.7

15/16
23.8

2 3/16
55.6

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

1 11/16
42.9

1 3/4 
44.5 17/32 3.6

1.631 3/16 ST-19T 2-13T

1 1/4 ST-20T 2-14T 5782
25718

3 15/16
100.0

 5/8 
15.9

2 1/2 
63.5

5 1/16
128.6

2 1/2 
63.5

1 7/16
36.5

 7/8 
22.2

1 3/4 
44.5

1 1/16
27.0

2 7/16
61.9

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

2 
50.8

1 15/16
49.2  17/32 4.3

1.95

1 3/8 ST-22T 2-16T 5782
25718

3 15/16
100.0

 5/8 
15.9

2 1/2 
63.5

5 1/16
128.6

2 1/2 
63.5

1 7/16
36.5

 7/8 
22.2

1 3/4 
44.5

1 1/16
27.0

2 9/16
65.1

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

2 
50.8

1 15/16
49.2 17/32 4.3

1.951 7/16 ST-23T 2-17T

1 1/2 ST-24T 2-18T 7340
32648

4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 
50.8

1 1/4 
31.8

2 11/16
68.3

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 3/16
55.6

2 1/8 
54.0  11/16 6.3

2.861 9/16 ST-25T 2-19T

1 5/8 ST-26T 2-110T 7901
35144

4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 
50.8

1 1/4 
31.8

2 13/16
71.4

4 
101.6

4 5/8 
117.5

2 3/16
55.6

2 1/4 
57.2

2 1/16
52.4  11/16 6.3

2.86

1 11/16 ST-27T 2-111T 7901
35144

4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 
50.8

1 11/32
34.1

2 15/16
74.6

4 
101.6

4 5/8 
117.5

2 3/16
55.6

2 1/4 
57.2

2 1/16
52.4  11/16 6.3

2.861 3/4 ST-28T 2-112T

1 15/16 ST-31T 2-115T 7889
35090

4 1/2 
114.3

 3/4 
19.1

3 3/8 
85.7

5 7/8 
149.2

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 3/32
53.2

1 1/4 
31.8

3 3/8 
85.7

4 
101.6

4 5/8 
117.5

2 3/16
55.6

2 5/16
58.7

2 3/16
55.6 11/16 6.6

2.992 ST-32RT 1-2T

2 ST-32T 2-2T 9752
43377

5 
127.0

1 
25.4

3 3/4 
95.3

6 3/4 
171.5

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 1/4 
57.2

1 3/8 
34.9

3 1/2 
88.9

5 1/8 
130.2

5 3/4 
146.1

2 1/4 
57.2

2 9/16
65.1

2 7/16
61.9 1 1/16 10.4

4.72

2 1/8 ST-34T 2-22T 9752
43377

5 
127.0

1 
25.4

3 3/4 
95.3

6 3/4 
171.5

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 1/4 
57.2

1 3/8 
34.9

3 5/8 
92.1

5 1/8 
130.2

5 3/4 
146.1

2 1/4 
57.2

2 9/16
65.1

2 7/16
61.9 1 1/16 10.4

4.722 3/16 ST-35T 2-23T

2 1/4 ST-36T 2-24T 11789
52437

5 5/8 
142.9

1 1/4 
31.8

4 
101.6

7 5/8 
193.7

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 5/8 
66.7

1 5/8 
41.3

4 1/16
103.2

5 1/8 
130.2

5 3/4 
146.1

2 3/8 
60.3

2 15/16
74.6

2 11/16
68.3 1 1/16 13.4

6.08

2 3/8 ST-38T 2-26T 11789
52437

5 5/8 
142.9

1 1/4 
31.8

4 
101.6

7 5/8 
193.7

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 5/8 
66.7

1 5/8 
41.3

4 1/8 
104.8

5 1/8 
130.2

5 3/4 
146.1

2 3/8 
60.3

2 15/16
74.6

2 11/16
68.3 1 1/16 13.4

6.082 7/16 ST-39T 2-27T

For Standard Duty Bearing Inserts - SKWEZLOC Locking Collar see page G-93
For Take-Up Frames see pages G-76 to G-78. 
For Replacement Lock Collar see page G-98.

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MST Series Medium Duty Take-Up Units - Setscrew Locking

NH

D
A

R S
C

B

G F

P

T

K
J

L

30°

O

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm Unit 
Wt.  

lb/kgA B C D F G
H

J K N O
P

R S Tinch mm Core Hub

 15/16 MST-15 3-015
4381
19487

3 7/16
87.3

 5/8 
15.9

2 1/4 
57.2

4 7/16
112.7

2 
3/16
55.6

1 7/16
36.5

 7/8 
22.2

1 1/2 
38.1

 7/8 
22.2

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

1 
11/16
42.9

1 3/4 
44.5  17/32 3.4

1.541 MST-16 3-1
25 MST-305 5305

1 3/16 MST-19 3-13
5782
25718

3 15/16
100.0

 5/8 
15.9

2 1/2 
63.5

5 1/16
128.6

2 1/2 
63.5

1 7/16
36.5

 7/8 
22.2

1 11/16
42.9

1 
25.4

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

2 
50.8

1 
15/16
49.2

 17/32 4.0
1.811 1/4 MST-20 2-14

30 MST-306 5306
1 7/16 MST-23 3-17 7340

32648
4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

1 15/16
49.2

1 3/16
30.2

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 3/16
55.6

2 1/8 
54.0  11/16 6.2

2.8135 MST-307 5307
1 1/2 MST-24 3-18 7901

35144
4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

1 15/16
49.2

1 3/16
30.2

4 
101.6

4 5/8 
117.5

2 3/16
55.6

2 1/4 
57.2

2 1/16
52.4  11/16 6.2

2.8140 MST-308 5308
1 11/16 MST-27 3-111

7889
35090

4 1/2 
114.3

 3/4 
19.1

3 3/8 
85.7

5 7/8 
149.2

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 1/32
51.6

1 9/32
32.5

4 
101.6

4 5/8 
117.5

2 3/16
55.6

2 5/16
58.7

2 3/16
55.6  11/16 6.4

2.901 3/4 MST-28 3-112
45 MST-309 5309

1 15/16 MST-31 3-115
9752
43377

5 
127.0

1 
25.4

3 3/4 
95.3

6 3/4 
171.5

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 3/16
55.6

1 5/16
33.3

5 1/8 
130.2

5 3/4 
146.1

2 1/4 
57.2

2 9/16
65.1

2 7/16
61.9 11/16 10.0

4.542 MST-32 2-2
50 MST-310 5310

2 3/16 MST-35 3-23
11789
52437

5 5/8 
142.9

1 1/4 
31.8

4 
101.6

7 5/8 
193.7

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 9/16
65.1

1 9/16
39.7

5 1/8 
130.2

5 3/4 
146.1

2 3/8 
60.3

2 
15/16
74.6

2 11/16
68.3 1 1/16 12.3

5.582 1/4 MST-36 2-24
55 MST-311 5311

2 7/16 MST-39 3-27
13971
62143

6 3/4 
171.5

1 1/4 
31.8

4 3/4 
120.7

8 13/16
223.8

4 3/8 
111.1

2 3/4 
69.9

1 5/8 
41.3

2 3/4 
69.9

1 
11/16
42.9

5 
15/16
150.8

6 9/16
166.7

3 3/8 
85.7

3 7/16
87.3

3 5/16
84.1 1 1/16 19.5

8.852 1/2 MST-40 3-28
65 MST-313 5313

2 11/16 MST-43 3-211 14839
66004

7 1/16
179.4

1 1/4 
31.8

4 3/4 
120.7

9 1/8 
231.8

4 3/8 
111.1

2 3/4 
69.9

1 5/8 
41.3

3 1/16
77.8

1 3/4 
44.5

5 15/16
150.8

6 9/16
166.7

3 3/8 
85.7

3 5/8 
92.1

3 7/16
87.3 1 1/16 19.8

8.9870 MST-314 5314
2 15/16 MST-47 3-215

17412
77449

7 3/16
182.6

1 1/4 
31.8

4 3/4 
120.7

9 1/4 
235.0

4 3/8 
111.1

2 3/4 
69.9

1 5/8 
41.3

3 1/4 
82.6

1 
15/16
49.2

6 1/2 
165.1

7 1/4 
184.2

3 3/8 
85.7

3 3/4 
95.3

3 7/16
87.3 1 1/16 23.0

10.433 MST-48 3-3
75 MST-315 5315

3 3/16 MST-51 3-33
18681
83093

7 5/8 
193.7

1 1/2 
38.1

6 
3/16
157.2

10 1/4 
260.4

4 7/8 
123.8

2 7/8 
73.0

1 7/8 
47.6

3 3/8 
85.7

2 1/32
51.6

6 
13/16
173.0

7 13/16
198.4

3 1/2 
88.9

3 7/8 
98.4

3 3/4 
95.3 1 13/16 31.8

14.423 1/4 MST-52 2-34
80 MST-316 5316

3 15/16 MST-63 3-315
29905 

133017
9 1/4 
235.0

1 1/2 
38.1

6 1/2 
165.1

11 7/8 
301.6

4 7/8 
123.8

2 7/8 
73.0

1 7/8 
47.6

4 5/8 
117.5

2 
11/16
68.3

8 3/8 
212.7

9 3/8 
238.1

3 1/2 
88.9

4 3/4 
120.7

4 1/2 
114.3 1 13/16 50.0

22.684 MST-64 3-4
100 MST-320 5320

For Medium Duty Bearing Inserts-Single Lock see page G-95.
For Take-Up Frames see page G-78. 
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MST-T Series Medium Duty Take-Up Units - SKWEZLOC Locking Collar

30°

J
K R

D
A 

S
C

B

H G F L

P

T

N O

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating   
lb/N

Dimensions inch / mm
Unit 
Wt.  

lb/kgA B C D F G
H

J K L N O
P

R S Tinch Core Hub

1 MST-16T 3-1T 4381
19487

3 7/16
87.3

 5/8 
15.9

2 1/4 
57.2

4 7/16
112.7

2 3/16
55.6

1 7/16
36.5

 7/8 
22.2

1 9/16
39.7

 15/16
23.8

2 1/16
52.4

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

1 11/16
42.9

1 3/4 
44.5  17/32 3.6

1.63

1 3/16 MST-19T 3-13T 5782
25718

3 15/16
100.0

5/8
15.9

2 1/2 
63.5

5 1/16
128.6

2 1/2 
63.5

1 7/16
36.5

 7/8 
22.2

1 3/4 
44.5

1 1/16
27.0

2 7/16
61.9

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

2 
50.8

1 15/16
49.2  17/32 4.3

1.951 1/4 MST-20T 2-14T

1 7/16 MST-23T 3-17T 7340
32648

4 5/16
109.5

3/4
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 
50.8

1 1/4 
31.8

2 11/16
68.3

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 3/16
55.6

2 1/8 
54.0  11/16 6.3

2.86

1 1/2 MST-24T 3-18T 7901
35144

4 5/16
109.5

3/4
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 
50.8

1 1/4 
31.8

2 13/16
71.4

4 
101.6

4 5/8 
117.5

2 3/16
55.6

2 1/4 
57.2

2 1/16
52.4  11/16 6.3

2.86

1 11/16 MST-27T 3-111T 7889
35090

4 1/2 
114.3

3/4
19.1

3 3/8 
85.7

5 7/8 
149.2

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 3/32
53.2

1 11/32
34.1

3 1/4 
82.6

4 
101.6

4 5/8 
117.5

2 3/16
55.6

2 5/16
58.7

2 3/16
55.6  11/16 6.6

2.991 3/4 MST-28T 3-112T

1 15/16 MST-31T 3-115T 9752
43377

5 
127.0

1 
25.4

3 3/4 
95.3

6 3/4 
171.5

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 1/4 
57.2

1 3/8 
34.9

3 1/2 
88.9

5 1/8 
130.2

5 3/4 
146.1

2 1/4 
57.2

2 9/16
65.1

2 7/16
61.9 1 1/16 10.4

4.722 MST-32T 2-2T

2 3/16 MST-35T 3-23T 11789
52437

5 5/8 
142.9

1 1/4 
31.8

4 
101.6

7 5/8 
193.7

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 5/8 
66.7

1 5/8 
41.3

4 1/16
103.2

5 1/8 
130.2

5 3/4 
146.1

2 3/8 
60.3

2 15/16
74.6

2 11/16
68.3 1 1/16 13.4

6.082 1/4 MST-36T 2-24T

For medium duty SKWEZLOC Locking Collar Bearing Inserts see page G-96.
For Take-Up Frames see page G-80. 
For Replacement Lock Collar see page G-98.

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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STH Center Pull Take Up Frames

N

G

J
K

R

B B F

E T C
A T

S

D

Duty: Standard

Rolling Elements: Ball

Housing: Center Pull Take Up Frame & 
Take Up Housing

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Optional Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore 
Diameter Part No.

Housing 
Assembly 
Included

Bearing 
Insert  
No.

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kg Frame Only Part No.T 

Travel A B C D E F G J K N R S
inch mm

 7/8 
STH-14-6

ST-14  2-014  

6 15 4 5/8 

 3/8 

11.6
STH 12 TO 16-6 DZU

152.4 381.0 117.5 3 1/4  3/4 3 1/4 2 1/2 7 9/16  13/16 1 1/8 1 3/4  3/4 6 1/16 5.3

STH-14-9
9 18 6 1/8 82.6 19.1 82.6 63.5 192.1 20.6 28.6 44.5 19.1 154.0 13.6

STH 12 TO 16-9 DZU
228.6 457.2 155.6 6.2

 15/16
STH-15-6

ST-15  2-015  

6 15 4 5/8 

 3/8 

11.6
STH 12 TO 16-6 DZU

152.4 381.0 117.5 3 1/4  3/4 3 1/4 2 1/2 7 9/16  13/16 1 1/8 1 3/4  3/4 6 1/16 5.3

STH-15-9
9 18 6 1/8 82.6 19.1 82.6 63.5 192.1 20.6 28.6 44.5 19.1 154.0 13.6

STH 12 TO 16-9 DZU
228.6 457.2 155.6 6.2

25
STH-205-6

ST-205  5205  

6 15 4 5/8 

 3/8 

11.6
STH 12 TO 16-6 DZU

152.4 381.0 117.5 3 1/4  3/4 3 1/4 2 1/2 7 9/16  13/16 1 1/8 1 3/4  3/4 6 1/16 5.3

STH-205-9
9 18 6 1/8 82.6 19.1 82.6 63.5 192.1 20.6 28.6 44.5 19.1 154.0 13.6

STH 12 TO 16-9 DZU
228.6 457.2 155.6 6.2

1
STH-16-6

ST-16  2-1  

6 15 4 5/8 

 3/8 

11.6
STH 12 TO 16-6 DZU

152.4 381.0 117.5 3 1/4  3/4 3 1/4 2 1/2 7 9/16  13/16 1 1/8 1 3/4  3/4 6 1/16 5.3

STH-16-9
9 18 6 1/8 82.6 19.1 82.6 63.5 192.1 20.6 28.6 44.5 19.1 154.0 13.6

STH 12 TO 16-9 DZU
228.6 457.2 155.6 6.2

1 1/8 
STH-18-6

ST-18  2-12  

6 16 1/8 5 

 3/8 

14.1
STH 17 TO 16-6 DZU

152.4 409.6 127.0 3 1/2  3/4 3 3/4 2 1/2 8 1/16  7/8 1 1/4 1 3/4  3/4 6 9/16 6.4

STH-18-9
9 19 1/8 6 1/2 88.9 19.1 95.3 63.5 204.8 22.2 31.8 44.5 19.1 166.7 17.4

STH 17 TO 16-9 DZU
228.6 485.8 165.1 7.9

30
STH-206-6

ST-206  5206  

6 16 1/8 5 

 3/8 

14.1
STH 17 TO 19-6 DZU

152.4 409.6 127.0 3 1/2  3/4 3 3/4 2 1/2 8 1/16  7/8 1 1/4 1 3/4  3/4 6 9/16 6.4

STH-206-9
9 19 1/8 6 1/2 88.9 19.1 95.3 63.5 204.8 22.2 31.8 44.5 19.1 166.7 16

STH 17 TO 19-9 DZU
228.6 485.8 165.1 7.3

1 3/16
STH-19-6

ST-19  2-13  

6 16 1/8 5 

 3/8 

14.1
STH 17 TO 19-6 DZU

152.4 409.6 127.0 3 1/2  3/4 3 3/4 2 1/2 8 1/16  7/8 1 1/4 1 3/4  3/4 6 9/16 6.4

STH-19-9
9 19 1/8 6 1/2 88.9 19.1 95.3 63.5 204.8 22.2 31.8 44.5 19.1 166.7 16

STH 17 TO 19-9 DZU
228.6 485.8 165.1 7.3

1 1/4 
STH-20-9

ST-20  2-14  

9 19 11/16 6 13/16

 3/8 

16
STH 20 TO 23-9 DZU

228.6 500.1 173.0 3 7/8  3/4 4 2 1/2 8 1/16 1 1 1/4 1 3/4  3/4 6 9/16 7.3

STH-20-12
12 22 11/16 8 5/16 98.4 19.1 101.6 63.5 204.8 25.4 31.8 44.5 19.1 166.7 19.5

STH 20 TO 23-12 DZU
304.8 576.3 211.1 8.8

1 3/8 
STH-22-9

ST-22  2-16  

9 19 11/16 6 13/16

 3/8 

17.4
STH 20 TO 23-9 DZU

228.6 500.1 173.0 3 7/8  3/4 4 2 1/2 8 1/16 1 1 1/4 1 3/4  3/4 6 9/16 7.9

STH-22-12
12 22 11/16 8 5/16 98.4 19.1 101.6 63.5 204.8 25.4 31.8 44.5 19.1 166.7 19.5

STH 20 TO 23-12 DZU
304.8 576.3 211.1 8.8

35
STH-207-9

ST-207  5207  

9 19 11/16 6 13/16

 3/8 

17.4
STH 20 TO 23-9 DZU

228.6 500.1 173.0 3 7/8  3/4 4 2 1/2 8 1/16 1 1 1/4 1 3/4  3/4 6 9/16 7.9

STH-207-12
12 22 11/16 8 5/16 98.4 19.1 101.6 63.5 204.8 25.4 31.8 44.5 19.1 166.7 19.5

STH 20 TO 23-12 DZU
304.8 576.3 211.1 8.8

1 7/16
STH-23-9

ST-23  2-17  

9 19 11/16 6 13/16

 3/8 

17.4
STH 20 TO 23-9 DZU

228.6 500.1 173.0 3 7/8  3/4 4 2 1/2 8 1/16 1 1 1/4 1 3/4  3/4 6 9/16 7.9

STH-23-12
12 22 11/16 8 5/16 98.4 19.1 101.6 63.5 204.8 25.4 31.8 44.5 19.1 166.7 19.5

STH 20 TO 23-12 DZU
304.8 576.3 211.1 8.8

1 1/2 
STH-24-12

ST-24  2-18  

12 23 9/16 8 9/16

 3/8 

27.2
STH 24 TO 28-12 DZU

304.8 598.5 217.5 4 1/4  7/8 4 1/4 2 1/2 9 5/16 1 3/16 1 3/8 2  7/8 7 9/16 12.3

STH-24-18
18 29 9/16 11 9/16 108.0 22.2 108.0 63.5 236.5 30.2 34.9 50.8 22.2 192.1 32

STH 24 TO 28-18 DZU
457.2 750.9 293.7 14.5

See notes on page G-78.
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Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Center Pull Take Up 
Frame & Take Up Housing

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Optional Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

STH Center Pull Take Up Frames

N

G

J
K

R

B B F

E T C
A T

S

D

Bore 
Diameter Part No.

Housing 
Assembly 
Included

Bearing 
Insert  
No.

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kg Frame Only Part No.T 

Travel A B C D E F G J K N R S
inch mm

1 9/16
STH-25-12

ST-25  2-19  

12 23 9/16 8 9/16

3/8 

27.2
STH 24 TO 28-12 DZU

304.8 598.5 217.5 4 1/4  7/8 4 1/4 2 1/2 9 5/16 1 3/16 1 3/8 2  7/8 7 9/16 12.3

STH-25-18
18 29 9/16 11 9/16 108.0 22.2 108.0 63.5 236.5 30.2 34.9 50.8 22.2 192.1 32.0

STH 24 TO 28-18 DZU
457.2 750.9 293.7 14.5

40
STH-208-12

ST-208  5208  

12 23 9/16 8 9/16

3/8 

27.2
STH 24 TO 28-12 DZU

304.8 598.5 217.5 4 1/4  7/8 4 1/4 2 1/2 9 5/16 1 3/16 1 3/8 2  7/8 7 9/16 12.3

STH-208-18
18 29 9/16 11 9/16 108.0 22.2 108.0 63.5 236.5 30.2 34.9 50.8 22.2 192.1 32.0

STH 24 TO 28-18 DZU
457.2 750.9 293.7 14.5

1 5/8 
STH-26-12

ST-26  2-110  

12 23 9/16 8 9/16

3/8 

27.2
STH 24 TO 28-12 DZU

304.8 598.5 217.5 4 1/4  7/8 4 1/4 2 1/2 9 5/16 1 3/16 1 3/8 2  7/8 7 9/16 12.3

STH-26-18
18 29 9/16 11 9/16 108.0 22.2 108.0 63.5 236.5 30.2 34.9 50.8 22.2 192.1 32.0

STH 24 TO 28-18 DZU
457.2 750.9 293.7 14.5

1 11/16
STH-27-12

ST-27  2-111  

12 23 9/16 8 9/16

3/8 

27.2
STH 24 TO 28-12 DZU

304.8 598.5 217.5 4 1/4  7/8 4 1/4 2 1/2 9 5/16 1 3/16 1 3/8 2  7/8 7 9/16 12.3

STH-27-18
18 29 9/16 11 9/16 108.0 22.2 108.0 63.5 236.5 30.2 34.9 50.8 22.2 192.1 32.0

STH 24 TO 28-18 DZU
457.2 750.9 293.7 14.5

1 3/4 
STH-28-12

ST-28  2-112  

12 23 9/16 8 9/16

3/8 

27.2
STH 24 TO 28-12 DZU

304.8 598.5 217.5 4 1/4  7/8 4 1/4 2 1/2 9 5/16 1 3/16 1 3/8 2  7/8 7 9/16 12.3

STH-28-18
18 29 9/16 11 9/16 108.0 22.2 108.0 63.5 236.5 30.2 34.9 50.8 22.2 192.1 32.0

STH 24 TO 28-18 DZU
457.2 750.9 293.7 14.5

45
STH-209-12

ST-209  5209  

12 23 9/16 8 9/16

3/8 

27.2
STH 24 TO 28-12 DZU

304.8 598.5 217.5 4 1/4  7/8 4 1/4 2 1/2 9 5/16 1 3/16 1 3/8 2  7/8 7 9/16 12.3

STH-209-18
18 29 9/16 11 9/16 108.0 22.2 108.0 63.5 236.5 30.2 34.9 50.8 22.2 192.1 32.0

STH 24 TO 28-18 DZU
457.2 750.9 293.7 14.5

1 7/8 
STH-30-12

ST-30 2-114

12 23 11/16 8 5/8 

1/2 

27.2
STH 30 TO 31-12 DZU

304.8 601.7 219.1 4 3/8  7/8 4 1/4 2 1/2 9 5/16 1 9/32 1 3/8 2  7/8 7 9/16 12.3

STH-30-18
18 29 11/16 11 5/8 111.1 22.2 108.0 63.5 236.5 32.5 34.9 50.8 22.2 192.1 33.0

STH 30 TO 31-18 DZU
457.2 754.1 295.3 15.0

1 15/16
STH-31-12

ST-31 2-115

12 23 11/16 8 5/8 

1/2 

27.2
STH 30 TO 31-12 DZU

304.8 601.7 219.1 4 3/8  7/8 4 1/4 2 1/2 9 5/16 1 9/32 1 3/8 2  7/8 7 9/16 12.3

STH-31-18
18 29 11/16 11 5/8 111.1 22.2 108.0 63.5 236.5 32.5 34.9 50.8 22.2 192.1 33.0

STH 30 TO 31-18 DZU
457.2 754.1 295.3 15.0

50
STH-210-12

ST-210 5210

12 23 11/16 8 5/8 

1/2 

27.2
STH 30 TO 31-12 DZU

304.8 601.7 219.1 4 3/8  7/8 4 1/4 2 1/2 9 5/16 1 9/32 1 3/8 2  7/8 7 9/16 12.3

STH-210-18
18 29 11/16 11 5/8 111.1 22.2 108.0 63.5 236.5 32.5 34.9 50.8 22.2 192.1 33.0

STH 30 TO 31-18 DZU
457.2 754.1 295.3 15.0

2 
STH-32-12

ST-32 2-2

12 24 13/16 9 1/16

1/2 

41.6
STH 32 TO 35-12 DZU

304.8 630.2 230.2 4 7/8  7/8 4 1/2 2 3/8 11 3/16 1 5/16 1 1/2 2 1/2  7/8 9 7/16 18.9

STH-32-18
18 30 13/16 12 1/16 123.8 22.2 114.3 60.3 284.2 33.3 38.1 63.5 22.2 239.7 50.6

STH 32 TO 35-18 DZU
457.2 782.6 306.4 23.0

2 1/8 
STH-34-12

ST-34 2-22

12 24 13/16 9 1/16

1/2 

41.6
STH 32 TO 35-12 DZU

304.8 630.2 230.2 4 7/8  7/8 4 1/2 2 3/8 11 3/16 1 5/16 1 1/2 2 1/2  7/8 9 7/16 18.9

STH-34-18
18 30 13/16 12 1/16 123.8 22.2 114.3 60.3 284.2 33.3 38.1 63.5 22.2 239.7 50.6

STH 32 TO 35-18 DZU
457.2 782.6 306.4 23.0

55
STH-211-12

ST-211 5211

12 24 13/16 9 1/16

1/2 

41.6
STH 32 TO 35-12 DZU

304.8 630.2 230.2 4 7/8  7/8 4 1/2 2 3/8 11 3/16 1 5/16 1 1/2 2 1/2  7/8 9 7/16 18.9

STH-211-18
18 30 13/16 12 1/16 123.8 22.2 114.3 60.3 284.2 33.3 38.1 63.5 22.2 239.7 50.6

STH 32 TO 35-18 DZU
457.2 782.6 306.4 23.0

See notes on page G-78.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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STH Center Pull Take Up Frames

N

G

J
K

R

B B F

E T C
A T

S

D

Bore 
Diameter Part No.

Housing 
Assembly 
Included

Bearing 
Insert  
No.

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kg Frame Only Part No.T 

Travel A B C D E F G J K N R S
inch mm

2 3/16
STH-35-12

ST-35 2-23

12 24 13/16 9 1/16

1/2 

41.6
STH 32 TO 35-12 DZU

304.8 630.2 230.2 4 7/8  7/8 4 1/2 2 3/8 11 3/16 1 5/16 1 1/2 2 1/2  7/8 9 7/16 18.9

STH-35-18
18 30 13/16 12 1/16 123.8 22.2 114.3 60.3 284.2 33.3 38.1 63.5 22.2 239.7 50.6

STH 32 TO 35-18 DZU
457.2 782.6 306.4 23.0

2 1/4 
STH-36-12

ST-36 2-24

12 25 9/16 9 9/16

1/2 

45.0
STH 36 TO 39-12 DZU

304.8 649.3 242.9 5 3/8  7/8 5 2 3/8 11 3/16 1 9/16 1 1/2 2 1/2 7/8 9 7/16 20.4

STH-36-18
18 31 9/16 12 9/16 136.5 22.2 127.0 60.3 284.2 39.7 38.1 63.5 22.2 239.7 53.0

STH 36 TO 39-18 DZU
457.2 801.7 319.1 24.0

60
STH-212-12

ST-212 5212

12 25 9/16 9 9/16

1/2 

45.0
STH 36 TO 39-12 DZU

304.8 649.3 242.9 5 3/8  7/8 5 2 3/8 11 3/16 1 9/16 1 1/2 2 1/2 7/8 9 7/16 20.4

STH-212-18
18 31 9/16 12 9/16 136.5 22.2 127.0 60.3 284.2 39.7 38.1 63.5 22.2 239.7 53.0

STH 36 TO 39-18 DZU
457.2 801.7 319.1 24.0

2 3/8 
STH-38-12

ST-38 2-26

12 25 9/16 9 9/16

1/2 

45.0
STH 36 TO 39-12 DZU

304.8 649.3 242.9 5 3/8  7/8 5 2 3/8 11 3/16 1 9/16 1 1/2 2 1/2 7/8 9 7/16 20.4

STH-38-18
18 31 9/16 12 9/16 136.5 22.2 127.0 60.3 284.2 39.7 38.1 63.5 22.2 239.7 53.0

STH 36 TO 39-18 DZU
457.2 801.7 319.1 24.0

2 7/16
STH-39-12

ST-39 2-27

12 25 9/16 9 9/16

1/2 

45.0
STH 36 TO 39-12 DZU

304.8 649.3 242.9 5 3/8  7/8 5 2 3/8 11 3/16 1 9/16 1 1/2 2 1/2  7/8 9 7/16 20.4

STH-39-18
18 31 9/16 12 9/16 136.5 22.2 127.0 60.3 284.2 39.7 38.1 63.5 22.2 239.7 53.0

STH 36 TO 39-18 DZU
457.2 801.7 319.1 24.0

2 1/2 
STH-40-12

ST-40 3-28

12 27 1/2 10 1/4 

5/8 

62.5
STH 40 TO 47-12 DZU

304.8 698.5 260.4 6 3/16  7/8 5 11/16 2 1/2 12 1 11/16 2 3  7/8 10 1/4 28.3

STH-40-18
18 33 1/2 13 1/4 157.2 22.2 144.5 63.5 304.8 42.9 50.8 76.2 22.2 260.4 73.7

STH 40 TO 47-18 DZU
457.2 850.9 336.6 33.4

2 11/16
STH-43-12

ST-43 2-211

12 27 1/2 10 1/4 

5/8 

62.5
STH 40 TO 47-12 DZU

304.8 698.5 260.4 6 3/16  7/8 5 11/16 2 1/2 12 1 11/16 2 3  7/8 10 1/4 28.3

STH-43-18
18 33 1/2 13 1/4 157.2 22.2 144.5 63.5 304.8 42.9 50.8 76.2 22.2 260.4 73.7

STH 40 TO 47-18 DZU
457.2 850.9 336.6 33.4

70
STH-214-12

ST-214 5214

12 27 1/2 10 1/4 

5/8 

62.5
STH 40 TO 47-12 DZU

304.8 698.5 260.4 6 3/16  7/8 5 11/16 2 1/2 12 1 11/16 2 3  7/8 10 1/4 28.3

STH-214-18
18 33 1/2 13 1/4 157.2 22.2 144.5 63.5 304.8 42.9 50.8 76.2 22.2 260.4 73.7

STH 40 TO 47-18 DZU
457.2 850.9 336.6 33.4

2 7/8 
STH-46-12

ST-46 2-214

12 27 1/2 10 1/4 

5/8 

62.5
STH 40 TO 47-12 DZU

304.8 698.5 260.4 6 3/16  7/8 5 11/16 2 1/2 12 1 3/4 2 3  7/8 10 1/4 28.3

STH-46-18
18 33 1/2 13 1/4 157.2 22.2 144.5 63.5 304.8 44.5 50.8 76.2 22.2 260.4 73.7

STH 40 TO 47-18 DZU
457.2 850.9 336.6 33.4

2 15/16
STH-47-12

ST-47 2-215

12 27 1/2 10 1/4 

5/8 

62.5
STH 40 TO 47-12 DZU

304.8 698.5 260.4 6 3/16  7/8 5 11/16 2 1/2 12 1 3/4 2 3  7/8 10 1/4 28.3

STH-47-18
18 33 1/2 13 1/4 157.2 22.2 144.5 63.5 304.8 44.5 50.8 76.2 22.2 260.4 73.7

STH 40 TO 47-18 DZU
457.2 850.9 336.6 33.4

75
STH-215-12

ST-215 5215

12 27 1/2 10 1/4 

5/8 

62.5
STH 40 TO 47-12 DZU

304.8 698.5 260.4 6 3/16  7/8 5 11/16 2 1/2 12 1 3/4 2 3  7/8 10 1/4 28.3

STH-215-18
18 33 1/2 13 1/4 157.2 22.2 144.5 63.5 304.8 44.5 50.8 76.2 22.2 260.4 73.7

STH 40 TO 47-18 DZU
457.2 850.9 336.6 33.4

The STH series style H, are side mounting frame take-up units designed to incorporate the ST series take-up units (see pages G-72 to G-74), as indicated in the accompanying charts.   
They are used where shaft adjustment and/or belt tightening is required in conveyor applications.  They are manufactured from heavy gauge structural steel members and equipped with heavy duty Acme 
(square) threads for positive action.
Adjustment is made by turning the square head with an open end wrench.
For SKWEZLOC Locking Collar add T suffix example STH-23T-12
For Contact Seal add C suffix example STH-23C-12

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Center Pull Take Up 
Frame & Take Up Housing

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Optional Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bearing Selection
Page G-3

Nomenclature Aid
Page G-18

Features & Benefits
Page G-21

Product Options
Page G-23

Technical Engineering
Page G-220
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Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Center Pull Take Up 
Frame & Take Up Housing

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

MSTH Center Pull Take Up Frames

N

G

J
K

R

B B F

H

E T C
A T

S

D

Bore 
Diameter Part No.

Housing 
Assembly 
Included

Bearing 
Insert 
No.

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kg
Frame Only 

Part No.T 
Travel A B C D E F G H J K N R Sinch

1 11/16

2

MSTH-31-12

MSTH-32-12

MST-31

MST-32

3-115

2-2

12

304.8

23 11/16

630.2

8 5/8 

230.2

4 3/8 

123.8

 7/8 

22.2

4 1/4 

114.3

2 1/2 

60.3

9 5/16

284.2

20 5/8 

542.9

1 9/32

33.3

1 1/2 

38.1

2 1/2 

63.5

 7/8 

22.2

9 7/16

239.7
 1/2 

41.6

18.9
STH 32 TO 35-12

2 7/16

2 1/2 

MSTH-39-12

MSTH-40-12

MST-39

MST-40

3-27

3-28

12

304.8

25 9/16

698.5

9 9/16

260.4

5 3/8 

157.2

 7/8 

22.2

5 

144.5

2 3/8 

63.5

11 3/16

304.8

22 3/8 

606.4

1 9/16

44.5

1 1/2 

50.8

2 1/2 

76.2

 7/8 

22.2

9 7/16

260.4
5/8

62.5

28.3
STH 40 TO 47-12

The MSTH series style H, are side mounting take-up units designed to incorporate MST series take-up units (see page G-80) as indicated in the table above. They are used 
where shaft adjustment and/or belt tightening is required in conveyor applications. They are manufactured from heavy gauge structural steel members and equipped with 
heavy duty Acme (square) threads for positive action. Adjustment is made by turning the square head with an open wrench.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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TF and TFS Series Standard Duty Top Mount Take-Up Frame

G

B1

J2

W

A

B2
L

H R

G

T

S

J1

Bolt
Size

Adjustment

Bore Diameter 
Range  

 Frame 
Part No.   Adjustment  

Dimensions Inch / Mm
 Bolt 
Size  

Unit  
Wt.  

lb/kg L   B1   B2   W   A   G              
MIN  H   J1   J2   R   S   T  

 3/4 - 1”

 6TF16  
6

152.4
17 1/8 
435.0

13 7/8 
352.4

15 7/8 
403.2

3 1/4 
82.6

2 1/4 
57.2

3 5/16
84.1

2 3/8 
60.3

 7/16
11.1

 9/16
14.3

 9/16
14.3

 5/8 
15.9

 3/16
4.8

 3/8 
10

6.0
2.72

 9TF16  
9

228.6
20 1/8 
511.2

16 7/8 
428.6

18 7/8 
479.4

3 1/4 
82.6

2 1/4 
57.2

3 5/16
84.1

2 3/8 
60.3

 7/16
11.1

 9/16
14.3

 9/16
14.3

 5/8 
15.9

 3/16
4.8

 3/8 
10

6.7
3.04

 
 1 1/16 - 1 15/16”

 

 6TF31  
6

152.4
18 3/16
462.0

15 7/16
392.1

16 15/16
430.2

3 1/2 
88.9

2 1/2 
63.5

3 3/8 
85.7

2 13/16
71.4

 7/16
11.1

 9/16
14.3

 7/8 
22.2

 3/4 
19.1

 3/16
4.8

 1/2 
13

8.9
4.04

 9TF31  
9

228.6
22 5/8 
574.7

19 7/8 
504.8

21 3/8 
542.9

3 1/2 
88.9

2 1/2 
63.5

3 3/8 
85.7

2 13/16
71.4

 7/16
11.1

 9/16
14.3

 7/8 
22.2

 3/4 
19.1

 3/16
4.8

 1/2 
13

10.3
4.67

 12TF31  
12

304.8
24 3/16
614.4

21 7/16
544.5

22 15/16
582.6

3 1/2 
88.9

2 1/2 
63.5

3 3/8 
85.7

2 13/16
71.4

 7/16
11.1

 9/16
14.3

 7/8 
22.2

 3/4 
19.1

 3/16
4.8

 1/2 
13

10.9
4.94

 18TF31  
18

457.2
31 5/8 
803.3

28 7/8 
733.4

30 3/8 
771.5

3 1/2 
88.9

2 1/2 
63.5

3 3/8 
85.7

2 13/16
71.4

 7/16
11.1

 9/16
14.3

 7/8 
22.2

 3/4 
19.1

 3/16
4.8

 1/2 
13

13.3
6.03

 2 - 2 7/16”

 12TF39  
12

304.8
28 

711.2
24 3/4 
628.7

26 3/4 
679.5

4 1/2 
114.3

3
76.2

4
101.6

3 5/16
84.1

 9/16
14.3

 11/16
17.5

 15/16
23.8

1
25.4

 1/4 
6.4

 5/8 
16

18.3
8.30

 18TF39  
18

457.2
34 

863.6
30 3/4 
781.1

32 3/4 
831.9

4 1/2 
114.3

3
76.2

4
101.6

3 5/16
84.1

 9/16
14.3

 11/16
17.5

 15/16
23.8

1
25.4

 1/4 
6.4

 5/8 
16

21.20
9.62

2 1/4 - 2 7/16”

12TFS39 12 
304.8

31 
787.4

30 
762 -

4 1/2 
114.3

3
76.2

3 1/2 
88.9

3 
76.2

5/8 
16 - -

1
25.4

1/3 
8.5

3/4 
16

25.66 
11.64

18TFS39 18 
457.2

37 
939.8

36 
914.4 -

4 1/2 
114.3

3
76.2

3 1/2 
88.9

3 
76.2

5/8 
16 - -

1
25.4

1/3 
8.5

3/4 
16

29.18 
13.24

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Table of Legacy Sealmaster Top Mount Take Up Frame to Replacement Frame
Dimensions Dimensions

Old Assembly Housing Only Old Frame Only A B H L W Replacement 
Frame A B H L W

NPG-14-6
NP-14

NPG 14 TO 16-6 DZW 2.50 18.00 2.31 19.50 3.75 6TF16 2.25 13.88 2.38 17.13 3.25

NPG-14-9 NPG 14 TO 16-9 DZW 2.50 21.00 2.31 22.50 3.75 9TF16 2.25 16.88 2.38 20.13 3.25

NPG-15-6
NP-15

NPG 14 TO 16-6 DZW 2.50 18.00 2.31 19.50 3.75 6TF16 2.25 13.88 2.38 17.13 3.25

NPG-15-9 NPG 14 TO 16-9 DZW 2.50 21.00 2.31 22.50 3.75 9TF16 2.25 16.88 2.38 20.13 3.25

NPG-16-6
NP-16

NPG 14 TO 16-6 DZW 2.50 18.00 2.31 19.50 3.75 6TF16 2.25 13.88 2.38 17.13 3.25

NPG-16-9 NPG 14 TO 16-9 DZW 2.50 21.00 2.31 22.50 3.75 9TF16 2.25 16.88 2.38 20.13 3.25

NPG-205-6
NP-205

NPG 14 TO 16-6 DZW 2.50 18.00 2.31 19.50 3.75 6TF16 2.25 13.88 2.38 17.13 3.25

NPG-205-9 NPG 14 TO 16-9 DZW 2.50 21.00 2.31 22.50 3.75 9TF16 2.25 16.88 2.38 20.13 3.25

NPG-18-6
NP-18

NPG 17 TO 19-6 DZW 2.50 19.00 2.31 20.50 3.75 6TF31 2.50 15.44 2.81 18.19 3.50

NPG-18-9 NPG 17 TO 19-9 DZW 2.50 22.00 2.31 23.50 3.75 9TF31 2.50 19.88 2.81 22.63 3.50

NPG19-6
NP-19

NPG 17 TO 19-6 DZW 2.5 19.00 2.31 20.50 3.75 6TF31 2.5 15.44 2.81 18.19 3.50

NPG19-9 NPG 17 TO 19-9 DZW 2.5 22.00 2.31 23.50 3.75 9TF31 2.5 19.88 2.81 22.63 3.50

NPG-206-6
NP-206

NPG 17 TO 19-6 DZW 2.50 19.00 2.31 20.50 3.75 6TF31 2.50 15.44 2.81 18.19 3.50

NPG-206-9 NPG 17 TO 19-9 DZW 2.50 22.00 2.31 23.50 3.75 9TF31 2.50 19.88 2.81 22.63 3.50

NPG-20-9
NP-20

NPG 20 TO 23-9 DZW 2.50 25.25 2.31 23.75 3.75 9TF31 2.50 19.88 2.81 22.63 3.50

NPG-20-12 NPG 20 TO 23-12 DZW 2.50 22.25 2.31 26.75 3.75 12TF31 2.50 21.44 2.81 24.19 3.50

NPG-22-9
NP-22

NPG 20 TO 23-9 DZW 2.50 25.25 2.31 23.75 3.75 9TF31 2.50 19.88 2.81 22.63 3.50

NPG-22-12 NPG 20 TO 23-12 DZW 2.50 22.25 2.31 26.75 3.75 12TF31 2.50 21.44 2.81 24.19 3.50

NPG-23-9
NP-23

NPG 20 TO 23-9 DZW 2.5 25.25 2.31 23.75 3.75 9TF31 2.50 19.88 2.81 22.63 3.50

NPG-23-12 NPG 20 TO 23-12 DZW 2.5 22.25 2.31 26.75 3.75 12TF31 2.50 21.44 2.81 24.19 3.50

NPG-207-9
NP-207

NPG 20 TO 23-9 DZW 2.50 25.25 2.31 23.75 3.75 9TF31 2.50 19.88 2.81 22.63 3.50

NPG-207-12 NPG 20 TO 23-12 DZW 2.50 22.25 2.31 26.75 3.75 12TF31 2.50 21.44 2.81 24.19 3.50

NPG-24-12
NP-24

NPG 24 TO 28-12 DZW 2.50 26.00 2.31 27.50 3.75 12TF31 2.50 21.44 2.81 21.19 3.50

NPG-24-18 NPG 24 TO 28-18 DZW 2.50 32.00 2.31 33.50 3.75 18TF31 2.50 28.88 2.81 31.63 3.50

NPG-25-12
NP-25

NPG 24 TO 28-12 DZW 2.50 26.00 2.31 27.50 3.75 12TF31 2.50 21.44 2.81 21.19 3.50

NPG-25-18 NPG 24 TO 28-18 DZW 2.50 32.00 2.31 33.50 3.75 18TF31 2.50 28.88 2.81 31.63 3.50

NPG-208-12
NP-208

NPG 24 TO 28-12 DZW 2.50 26.00 2.31 27.50 3.75 12TF31 2.50 21.44 2.81 21.19 3.50

NPG-208-18 NPG 24 TO 28-18 DZW 2.50 32.00 2.31 33.50 3.75 18TF31 2.50 28.88 2.81 31.63 3.50

NPG-26-12
NP-26

NPG 24 TO 28-12 DZW 2.50 26.00 2.31 27.50 3.75 12TF31 2.50 21.44 2.81 21.19 3.50

NPG-26-18 NPG 24 TO 28-18 DZW 2.50 32.00 2.31 33.50 3.75 18TF31 2.50 28.88 2.81 31.63 3.50

NPG-27-12
NP-27

NPG 24 TO 28-12 DZW 2.50 26.00 2.31 27.50 3.75 12TF31 2.50 21.44 2.81 21.19 3.50

NPG-27-18 NPG 24 TO 28-18 DZW 2.50 32.00 2.31 33.50 3.75 18TF31 2.50 28.88 2.81 31.63 3.50

Note: Housing must be ordered separately.

NPG/SPG Design TF/TFS Design
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NPG/SPG Design TF/TFS Design

Table of Legacy Sealmaster Top Mount Take Up Frame to Replacement Frame
Dimensions Dimensions

Old Assembly Housing Only Old Frame Only A B H L W Replacement 
Frame A B H L W

NPG-28-12
NP-28

NPG 24 TO 28-12 DZW 2.50 26.00 2.31 27.50 3.75 12TF31 2.50 21.44 2.81 21.19 3.50

NPG-28-18 NPG 24 TO 28-18 DZW 2.50 32.00 2.31 33.50 3.75 18TF31 2.50 28.88 2.81 31.63 3.50

NPG-209-12
NP-209

NPG 24 TO 28-12 DZW 2.50 26.00 2.31 27.50 3.75 12TF31 2.50 21.44 2.81 21.19 3.50

NPG-209-18 NPG 24 TO 28-18 DZW 2.50 32.00 2.31 33.50 3.75 18TF31 2.50 28.88 2.81 31.63 3.50

NPG-30-12
NP-30

NPG 30 T0 31-12 DZW 2.50 24.00 2.31 28.25 3.75 12TF39 3.00 24.75 3.31 28.00 4.50

NPG-30-18 NPG 30 T0 31-18 DZW 2.50 30.00 2.31 34.25 3.75 18TF39 3.00 30.75 3.31 34.00 4.50

NPG-31-12
NP-31

NPG 30 T0 31-12 DZW 2.50 24.00 2.31 28.25 3.75 12TF39 3.00 24.75 3.31 28.00 4.50

NPG-31-18 NPG 30 T0 31-18 DZW 2.50 30.00 2.31 34.25 3.75 18TF39 3.00 30.75 3.31 34.00 4.50

NPG-210-12
NP-210

NPG 30 T0 31-12 DZW 2.50 24.00 2.31 28.25 3.75 12TF39 3.00 24.75 3.31 28.00 4.50

NPG-210-18 NPG 30 T0 31-18 DZW 2.50 30.00 2.31 34.25 3.75 18TF39 3.00 30.75 3.31 34.00 4.50

NPG-32-12
NP-32

NPG 32 TO 35-12 DZW 3.00 24.50 2.69 29.00 4.75 12TF39 3.00 24.75 3.31 28.00 4.50

NPG-32-18 NPG 32 TO 35-18 DZW 3.00 30.50 2.69 35.00 4.75 18TF39 3.00 30.75 3.31 34.00 4.50

NPG-34-12
NP-34

NPG 32 TO 35-12 DZW 3.00 24.50 2.69 29.00 4.75 12TF39 3.00 24.75 3.31 28.00 4.50

NPG-34-18 NPG 32 TO 35-18 DZW 3.00 30.50 2.69 35.00 4.75 18TF39 3.00 30.75 3.31 34.00 4.50

NPG-211-12
NP-211

NPG 32 TO 35-12 DZW 3.00 24.50 2.69 29.00 4.75 12TF39 3.00 24.75 3.31 28.00 4.50

NPG-211-18 NPG 32 TO 35-18 DZW 3.00 30.50 2.69 35.00 4.75 18TF39 3.00 30.75 3.31 34.00 4.50

NPG-35-12
NP-35

NPG 32 TO 35-12 DZW 3.00 24.50 2.69 29.00 4.75 12TF39 3.00 24.75 3.31 28.00 4.50

NPG-35-18 NPG 32 TO 35-18 DZW 3.00 30.50 2.69 35.00 4.75 18TF39 3.00 30.75 3.31 34.00 4.50

SPG-36-12
SP-36

SPG 36 TO 39-12 DZW 3.00 30.00 2.69 31.75 4.75 12TFS39 3.00 30.00 3.06 31.75 4.50

SPG-36-18 SPG 36 TO 39-18 DZW 3.00 36.00 2.69 37.75 4.75 18TFS39 3.00 36.00 3.06 37.75 4.50

SPG-38-12
SP-38

SPG 36 TO 39-12 DZW 3.00 30.00 2.69 31.75 4.75 12TFS39 3.00 30 3.06 31.75 4.50

SPG-38-18 SPG 36 TO 39-18 DZW 3.00 36.00 2.69 37.75 4.75 18TFS39 3.00 36 3.06 37.75 4.50

SPG-39-12
SP-39

SPG 36 TO 39-12 DZW 3.00 30.00 2.69 31.75 4.75 12TFS39 3.00 30 3.06 31.75 4.50

SPG-39-18 SPG 36 TO 39-18 DZW 3.00 36.00 2.69 37.75 4.75 18TFS39 3.00 36 3.06 37.75 4.50

SPG-212-12
SP-212

SPG 36 TO 39-12 DZW 3.00 30.00 2.69 31.75 4.75 12TFS39 3.00 30 3.06 31.75 4.50

SPG-212-18 SPG 36 TO 39-18 DZW 3.00 36.00 2.69 37.75 4.75 18TFS39 3.00 36 3.06 37.75 4.50

Note: Housing must be ordered separately.
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TFT-T Series Standard Duty Two-Bolt Flange Units - SKWEZLOC Locking Collar

- 2 Adapter Fitting

- 1 Grease Fitting 

Options

G

H

N

C

A

45°

B J 

D

L

Bore 
Diameter

Part No.
Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgStandard 

With Plug
With Grease 

Fitting
With Adapter 

Fitting A B C D H K L Ninch

15/16 TFT-15TC TFT-15TC-1 TFT-15TC-2 2-015TC 2801 3 3/4 3 2 3/4  11/16 1 1/2 1 7/16 1 15/16  9/16
3/8

1.6

1 TFT-16TC TFT-16TC-1 TFT-16TC-2 2-1TC 12459 95.3 76.2 69.9 17.5 38.1 36.5 49.2 14.3 0.73

1 1/8 TFT-18TC TFT-18TC-1 TFT-18TC-2 2-12TC

4381
19487

4 7/16
112.7

3 9/16
90.5

3 1/4 
82.6

 13/16
20.6

1 5/8 
41.3

1 9/16
39.7

2 3/16
55.6

 5/8 
15.9 3/8 2.3

1.041 3/16 TFT-19TC TFT-19TC-1 TFT-19TC-2 2-13TC

1 1/4 TFT-20RT* TFT-20RT* TFT-20RT* 1-14T

1 1/4 TFT-20TC TFT-20TC-1 TFT-20TC-2 2-14TC
5782 4 7/8 3 15/16 3 11/16  7/8 1 13/16 1 3/4 2 7/16  11/16

3/8
3

25718 123.8 100.0 93.7 22.2 46.0 44.5 61.9 17.5 1.36

1 3/8 TFT-22TC TFT-22TC-1 TFT-22TC-2 2-16TC 5782 4 7/8 3 15/16 3 11/16  7/8 1 13/16 1 3/4 2 9/16  11/16
3/8

3

1 7/16 TFT-23TC TFT-23TC-1 TFT-23TC-2 2-17TC 25718 123.8 100.0 93.7 22.2 46.0 44.5 65.1 17.5 1.36

For standard duty SKWEZLOC Locking Collar Bearing inserts, see page G-93. 
*1 1/4 Reduced not available with contact seal, felt only.

Duty: Standard

Rolling Elements: Ball

Housing: Ductile Iron Two Bolt Flange

Self Alignment: +/- 2 Degrees

Lock: Concentric

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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SRF Series Light Duty Rubber Mounted Flange Blocks - Setscrew Locking

B
A

L T

J

D

H

K

M

Duty: Light

Rolling Elements: Ball

Housing: Stamped Steel Rubber 
Mounted Flange

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Relube: No

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Max. Steady 
Radial Loads 

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B D H J K M T Hole Sizeinch

 1/2 SRF-8 SRC-8
400
1779

4 1/2 
114.3

3 5/8 
92.1

1 3/32
27.8

1 3/8 
34.9

1 9/32
32.5

 7/8 
22.2

2 41/64
67.1

2 45/64
68.7

 7/16
11.1  3/8 .75

.34 5/8 SRF-10 SRC-10
 3/4 SRF-12 SRC-12
 7/8 SRF-14 SRC-14

400
1779

4 1/2 
114.3

3 5/8 
92.1

1 3/32
27.8

1 3/8 
34.9

1 3/8
34.9

 7/8 
22.2

2 41/64
67.1

2 45/64
68.7

 7/16
11.1 3/8 .85

.39 15/16 SRF-15 SRC-15
1 SRF-16 SRC-16

1 1/8 SRF-18 SRC-18
600
2669

5 3/8 
136.5

4 3/8 
111.1

1 1/4 
31.8

1 21/32
42.1

1 5/8 
41.3

1 1/16
27.0

3 1/4 
82.6

3 1/2 
88.9

 1/2 
12.7 7/16 1.50

.681 3/16 SRF-19 SRC-19
1 1/4 SRF-20R SRC-20R

Maximum steady radial load is based upon the housing strength and materials composition. Thrust load ratings 40% of radial loads..
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Duty: Light

Rolling Elements: Ball

Housing: Stamped Steel Rubber 
Mounted Pillow Block

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Relube: No

SRP Series Light Duty Rubber Mounted Pillow Blocks - Setscrew Locking

H

A

G

B
C D

L

J
K

M

Bore 
Diameter Part No. Bearing 

Insert No.
Max. Steady 
Radial Loads 

lb/N

Dimensions inch / mm
Hole 
Size

Bolt 
Size

Unit Wt.  
lb/kgA B C D G H J K Minch

 1/2 SRP-8 SRC-8

200
890

1 1/2 
38.1

4 3/4 
120.7

3 5/8 
92.1

1 5/16
33.3

 11/64
4.4

2 13/16
71.4

1 9/32
32.5

 7/8 
22.2

1 1/8 
28.6

 7/16
11.1 3/8 .85

.39 5/8 SRP-10 SRC-10

 3/4 SRP-12 SRC-12

 7/8 SRP-14 SRC-14

200
890

1 1/2 
38.1

4 3/4 
120.7

3 5/8 
92.1

1 5/16
33.3

 11/64
4.4

2 13/16
71.4

1 3/8 
34.9

 7/8 
22.2

1 1/8 
28.6

 7/16
11.1  3/8 1

.4515/16 SRP-15 SRC-15

1 SRP-16 SRC-16

1 1/8 SRP-18 SRC-18

300
1334

1 3/4 
44.5

5 1/4 
133.4

4 1/8 
104.8

1 1/2 
38.1

 7/32
5.6

3 3/8 
85.7

1 5/8 
41.3

1 1/16
27.0

1 11/32
34.1

 7/16
11.1  3/8 1.6

.731 3/16 SRP-19 SRC-19

1 1/4 SRP-20R SRC-20R

Maximum steady radial load is based upon the housing strength and materials composition. Thrust load rating 40% of radial loads.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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SRC Series Light Duty Rubber Mounted Cartridge Units - Setscrew Locking

E

G

D
J

L A
RADIUS

Duty: Light

Rolling Elements: Ball

Housing: Rubber Mounted Insert

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Relube: No

Bore 
Diameter Part No. Bearing 

Insert No.
Max. Steady 
Radial Loads  

lb/N

Dimensions inch / mm
Unit Wt.  

lb/kgA D E G L Jinch

 1/2 SRC-8 RB-8

200
890

2 17/32
64.3

 7/8 
22.2

1 
25.4

 3/16
4.8

1 3/16
30.2

1 9/32
32.5

.60

.27 5/8 SRC-10 RB-10

 3/4 SRC-12 RB-12

 7/8 SRC-14 RB-14

200
890

2 17/32
64.3

 7/8 
22.2

1 
25.4

 3/16
4.8

1 3/8 
34.9

1 3/8 
34.9

.65

.29 15/16 SRC-15 RB-15

1 SRC-16 RB-16

1 1/8 SRC-18 RB-18

300
1334

3 3/32
78.6

1 1/16
27.0

1 13/64
30.6

 7/32
5.6

1 19/32
40.5

1 5/8 
41.3

1.00
.451 3/16 SRC-19 RB-19

1 1/4 SRC-20R RB-20R

Maximum steady radial load is based upon the housing strength and materials composition. Thrust load ratings 40% of radial loads.
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Outside diameter may be oversized due to seal press fit. 

Metric dimensions for reference only.

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

RB Series Bearing Assemblies

A

D
J

EG

L N

RADIUS

Bore 
Diameter Part No.

Basic Dynamic 
Rating 

lb/N

Dimensions inch / mm
Max. Rad. 
to Clear

Setscrew 
Thread

Unit Wt.  
lb/kgA D E G J L Ninch

 1/2 RB-8

2611
11614

1.850
47.00

 7/8 
22.2

 5/8 
15.9

 3/16
4.8

1 9/32
32.5

1 3/16
30.2

1 5/8 
41.3

.040
1.02 1/4-28 .50

.23 5/8 RB-10

 3/4 RB-12

 7/8 RB-14

2801
12459

2.047
52.00

 7/8 
22.2

 3/4 
19.1

 3/16
4.8

1 3/8 
34.9

1 3/8 
34.9

1 55/64
47.2

.040
1.02 1/4-28 .60

.27 15/16 RB-15

1 RB-16

1 1/8 RB-18

4381
19487

2.441
62.00

1 1/16
27.0

 7/8 
22.2

 7/32
5.6

1 5/8 
41.3

1 9/32
32.5

1 19/32
40.5

.040
1.02 1/4-28 .90

.411 3/16 RB-19

1 1/4 RB-20R

Duty: Light

Rolling Elements: Ball

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Relube: No
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Duty: Standard

Rolling Elements: Ball

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

AR Series Standard Duty Expansion Insert - Setscrew Locking

L

D

H
G

J

E

A

RADIUS

I

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Max Rad. 
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kg

A
D E G H I J L+.000”     

-.005”inch mm

 1/2 AR-2-08 2-08

1/4-28

 9/16 AR-2-09 2-09
 5/8 AR-2-010 2-010 2611 2.062  23/32  49/64  3/16  1/8  1/4 1 7/32 1 3/16 .040 .8

 11/16 AR-2-011 2-011 11614 52.375 18.3 19.4 4.8 3.2 6.4 31.0 30.2 1.02 .36
 3/4 AR-2-012 2-012

20 AR-204 5204
 13/16 AR-2-013 2-013

2801
12459

2.272
57.709

 13/16
20.6

 49/64
19.4

 7/32
5.6

 11/64
4.4

 1/4 
6.4

1 3/8 
34.9

1 3/8 
34.9

.040
1.02 1/4-28 1.0

.45

 7/8 AR-2-014 2-014
 15/16 AR-2-015 2-015

1 AR-2-1 2-1
25 AR-205 5205

1 1/16 AR-2-11 2-11

4381
19487

2.687
68.250

 7/8 
22.2

 61/64
24.2

 7/32
5.6

 7/32
5.6

 1/4 
6.4

1 1/2 
38.1

1 19/32
40.5

.040
1.02 1/4-28 1.5

.68

1 1/8 AR-2-12 2-12
1 3/16 AR-2-13 2-13
1 1/4 AR-1-14 1-14

30 AR-206 5206
1 1/4 AR-2-14 2-14

5782
25718

3.140
79.756

1 
25.4

1 1/64
25.8

 1/4 
6.4

 1/4 
6.4

 1/4 
6.4

1 11/16
42.9

1 55/64
47.2

.040
1.02

2.1
.95

1 5/16 AR-2-15 2-15
1 3/8 AR-2-16 2-16 5/16-24
1 7/16 AR-2-17 2-17

35 AR-207 5207
1 1/2 AR-2-18 2-18

7340
32648

3.375
85.725

1 3/16
30.2

1 11/64
29.8

 5/16
7.9

 19/64
7.5

 1/4 
6.4

1 15/16
49.2

2 1/16
52.4

.062
1.57

2.8
1.271 9/16 AR-2-19 2-19 5/16-24

40 AR-208 5208
1 5/8 AR-2-110 2-110

7901
35144

3.562
90.475

1 3/16
30.2

1 11/64
29.8

 5/16
7.9

 19/64
7.5

 1/4 
6.4

1 15/16
49.2

2 19/64
58.3

.062
1.57

3
1.36

1 11/16 AR-2-111 2-111
1 3/4 AR-2-112 2-112 5/16-24

45 AR-209 5209
1 13/16 AR-2-113 2-113

7889
35090

3.875
98.425

1 9/32
32.5

1 13/64
30.6

 3/8 
9.5

 17/64
6.7

11/32
8.7

2 1/32
51.6

2 15/32
62.7

.062
1.57

3.5
1.59

1 7/8 AR-2-114 2-114
1 15/16 AR-2-115 2-115 3/8-24

2 AR-1-2 1-2
50 AR-210 5210

2 AR-2-2 2-2

3/8-24
2 1/8 AR-2-22 2-22 9752 4.250 1 5/16 1 17/64  3/8  19/64 11/32 2 3/16 2 23/32 .080 4.4

2 3/16 AR-2-23 2-23 43377 107.950 33.3 32.1 9.5 7.5 8.7 55.6 69.1 2.03 2.00
55 AR-211 5211

2 1/4 AR-2-24 2-24

3/8-24
2 3/8 AR-2-26 2-26 11789 4.718 1 9/16 1 21/64  7/16  21/64 11/32 2 9/16 2 63/64 .080 5.8

2 7/16 AR-2-27 2-27 52437 119.837 39.7 33.7 11.1 8.3 8.7 65.1 75.8 2.03 2.63
60 AR-212 5212

2 11/16 AR-2-211 2-211 13971 5.170 1 11/16 1 29/64  7/16  3/8 11/32 2 3/4 3 7/16 .080 7/16-20 9.3
70 AR-214 5214 62143 131.318 42.9 36.9 11.1 9.5 8.7 69.9 87.3 2.03 4.22

2 7/8 AR-2-214 2-214
14839
66004

5.375
136.525

1 3/4 
44.5

1 37/64
40.1

 7/16
11.1

 3/8 
9.5

11/32
8.7

3 1/16
77.8

3 41/64
92.5

.080
2.03

9.6
4.352 15/16 AR-2-215 2-215 7/16-20

75 AR-215 5215
3 3/16 AR-2-33 2-33 17412 5.875 1 15/16 1 53/64  17/32  13/32 15/32 3 1/4 3 59/64 .120 7/16-20 12.2
3.150 80 AR-216 5216 77449 149.225 49.2 46.4 13.5 10.3 11.9 82.6 99.6 3.0 5.53
3 1/4 AR-2-34 2-34

18681
83093

6.280
159.512

2 1/32
51.6

2 5/64
52.8

 15/32
11.9

 17/32
13.5

15/32
11.9

3 3/8 
85.7

4 5/32
105.6

.120
3.05 7/16-20 15.2

6.893 3/8 AR-2-36 2-36
3 7/16 AR-2-37 2-37
3 1/2 AR-2-38 2-38 21566 6.750 2 7/32 2 9/64  5/8  15/32 15/32 3 25/32 4 25/64 .120 1/2-20 18.5

90 AR-218 5218 95926 171.450 56.4 54.4 15.9 11.9 11.9 96.0 111.5 3.05 8.39

For Standard Duty Bearing Inserts - Single Lock see page G-92.
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AR-T Standard Duty Expansion Insert - SKWEZLOC Locking Collar - Inch

AR-T Standard Duty Expansion Insert - Metric - SKWEZTM

L

RADIUS

H
E

D
J

A

I

M

Duty: Standard

Rolling Elements: Ball

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Max Rad. 
To Clear

Torx Cap 
Screw

Unit Wt.  
lb/kg

A
D E H I J L M+.000”          

-.005”inch

 3/4 AR-2-012T 2-012T
2611 2.0620  25/32  49/64  9/64  1/4 1 9/32 1 3/4 1 3/16 .040

T-25
.9

11614 52.375 22.8 19.4 3.6 6.4 35.5 44.5 30.2 1.02 .41
 15/16 AR-2-015T 2-015T 2801 2.2720  7/8  49/64  11/64  1/4 1 7/16 1 15/16 1 3/8 .040

T-25
1.2

1 AR-2-1T 2-1T 12459 57.709 22.2 19.4 4.4 6.4 36.5 49.2 34.9 1.02 .54

1 1/8 AR-2-12T 2-12T
4381 2.6870  15/16  61/64  7/32  1/4 1 9/16 2 3/16 1 19/32 .040

T-25
1.7

19487 68.250 22.8 24.2 5.6 6.4 35.5 55.6 40.5 1.02 .77

1 1/4 AR-2-14T 2-14T
5782 3.1400 1 1/16 1 1/64  1/4  1/4 1 3/4 2 7/16 1 55/64 .040

T-27
2.4

25718 79.756 27.0 25.8 6.4 6.4 44.5 61.9 47.2 1.02 1.09
1 3/8 AR-2-16T 2-16T 5782 3.1400 1 1/16 1 1/64  1/4  1/4 1 3/4 2 9/16 1 55/64 .040

T-27
2.4

1 7/16 AR-2-17T 2-17T 25718 79.756 27.0 25.8 6.4 6.4 44.5 65.1 47.2 1.02 1.09

1 1/2 AR-2-18T 2-18T
7340 3.3750 1 1/4 1 11/64  19/64  1/4 2 2 11/16 2 1/16 .062

T-27
3.1

32648 85.725 31.8 29.8 7.5 6.4 50.8 68.3 52.4 1.57 1.41

1 5/8 AR-2-110T 2-110T
7901 3.5620 1 1/4 1 11/64  19/64  1/4 2 2 13/16 2 19/64 .062

T-27
3.3

35144 90.475 31.8 29.8 7.5 6.4 50.8 71.4 58.3 1.57 1.50
1 11/16 AR-2-111T 2-111T 7901 3.5620 1 1/4 1 11/64  19/64 1/4 2 2 15/16 2 19/64 .062

T-27
3.3

1 3/4 AR-2-112T 2-112T 35144 90.475 31.8 29.8 7.5 6.4 50.8 74.6 58.3 1.57 1.50

1 15/16 AR-2-115T 2-115T
7889 3.8750 1 11/32 1 13/64  17/64  11/32 2 3/32 3 3/8 2 15/32 .062

T-30
4.1

35090 98.425 34.1 30.6 6.7 8.7 53.2 85.7 62.7 1.57 1.86

2 AR-2-2T 2-2T
9752 4.2500 1 3/8 1 17/64  19/64  11/32 2 1/4 3 1/2 2 23/32 .080

T-30
5.0

43377 107.950 34.9 32.1 7.5 8.7 57.2 88.9 69.1 2.03 2.27
2 3/16 AR-2-23T 2-23T 9752 4.2500 1 3/8 1 17/64  19/64  11/32 2 1/4 3 5/8 2 23/32 .080

T-30
5.0

AR-211TMC 5211TMC 43377 107.950 34.9 32.1 7.5 8.7 57.2 92.1 69.1 2.03 2.27

2 1/4 AR-2-24T 2-24T
11789 4.7190 1 5/8 1 21/64  21/64  11/32 2 5/8 4 1/16 2 63/64 .080

T-45
7.0

52437 119.863 41.3 33.7 8.3 8.7 66.7 103.2 75.8 2.03 3.18
2 3/8 AR-2-26T 2-26T 11789 4.7190 1 5/8 1 21/64  21/64  11/32 2 5/8 4 1/8 2 63/64 .080

T-45
7.0

2 7/16 AR-2-27T 2-27T 52437 119.863 41.3 33.7 8.3 8.7 66.7 104.8 75.8 2.03 3.18

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions mm / inch
Max Rad. 
To Clear

Torx Cap 
Screw

Unit Wt. 
kg/lb

A
D E H I J L M+.000mm 

 -.125mmmm

20 AR-204TMC 5204TMC
11614 52.375 22.8 19.4 3.6 6.4 35.5 44.5 30.2 1.02

T-25
.41

2611 2.0620  25/32  49/64  9/64  1/4 1 9/32 1 3/4 1 3/16 .040 .9

25 AR-205TMC 5205TMC
12459 57.709 22.2 19.4 4.4 6.4 36.5 49.2 34.9 1.02

T-25
.54

2801 2.2720  7/8  49/64  11/64  1/4 1 7/16 1 15/16 1 3/8 .040 1.2

30 AR-206TMC 5206TMC
19487 68.250 22.8 24.2 5.6 6.4 35.5 55.6 40.5 1.02

T-25
.77

4381 2.6870  15/16  61/64  7/32  1/4 1 9/16 2 3/16 1 19/32 .040 1.7

35 AR-207TMC 5207TMC
25718 79.756 27.0 25.8 6.4 6.4 44.5 65.1 47.2 1.02

T-27
1.09

5782 3.1400 1 1/16 1 1/64  1/4  1/4 1 3/4 2 9/16 1 55/64 .040 2.4

40 AR-208TMC 5208TMC
32648 85.725 31.8 29.8 7.5 6.4 50.8 68.3 52.4 1.57

T-27
1.41

7340 3.3750 1 1/4 1 11/64  19/64  1/4 2 2 11/16 2 1/16 .062 3.1

45 AR-209TMC 5209TMC
35144 90.475 31.8 29.8 7.5 6.4 50.8 74.6 58.3 1.57

T-27
1.50

7901 3.5620 1 1/4 1 11/64  19/64 1/4 2 2 15/16 2 19/64 .062 3.3

50 AR-210TMC 5210TMC
35090 98.425 34.1 30.6 6.7 8.7 53.2 85.7 62.7 1.57

T-30
1.86

7889 3.8750 1 11/32 1 13/64  17/64  11/32 2 3/32 3 3/8 2 15/32 .062 4.1

55 AR-211TMC 5211TMC
43377 107.950 34.9 32.1 7.5 8.7 57.2 92.1 69.1 2.03

T-30
2.27

9752 4.2500 1 3/8 1 17/64  19/64  11/32 2 1/4 3 5/8 2 23/32 .080 5.0

60 AR-212TMC 5212TMC
52437 119.863 41.3 33.7 8.3 8.7 66.7 104.8 75.8 2.03

T-45
3.18

11789 4.7190 1 5/8 1 21/64  21/64  11/32 2 5/8 4 1/8 2 63/64 .080 7.0
For Standard Duty Bearing Inserts - SKWEZLOC Locking collar see page G-93. For Replacement Lock Collar see page G-98.
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Duty: Medium

Rolling Elements: Ball

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

AR Series Medium Duty Expansion Insert - Setscrew Locking

L

D

H
G

J

E

A

RADIUS

I

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions inch / mm
Max Rad. 
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kg

A
D E G H I J L+.000”          

-.005”inch mm

 15/16 AR-3-015 3-015
4381
19487

2.687
68.250

 7/8 
22.2

 61/64
24.2

 7/32
5.6

 7/32
5.6

 1/4 
6.4

1 1/2 
38.1

1 19/32
40.5

.040
1.02

1/4-28
1.5
.68

1 AR-3-1 3-1

25 AR-305 5305

1 3/16 AR-3-13 3-13 5782 3.14 1 1 1/64  1/4  1/4  1/4 1 11/16 1 55/64 .040
5/16-24

2.1

30 AR-306 5306 25718 79.756 25.4 25.8 6.4 6.4 6.4 42.9 47.2 1.02 .95

1 7/16 AR-3-17 3-17 7340 3.375 1 3/16 1 11/64  5/16  19/64  1/4 1 15/16 2 1/16 .062
5/16-24

2.8

35 AR-307 5307 32648 85.725 30.2 29.8 7.9 7.5 6.4 49.2 52.4 1.57 1.27

1 1/2 AR-3-18 3-18 7901 3.562 1 3/16 1 11/64  5/16  19/64  1/4 1 15/16 2 19/64 .062
5/16-24

3

40 AR-308 5308 35144 90.475 30.2 29.8 7.9 7.5 6.4 49.2 58.3 1.57 1.36

1 11/16 AR-3-111 3-111
7889
35090

3.875
98.425

1 9/32
32.5

1 13/64
30.6

 3/8 
9.5

 17/64
6.7

 11/32
8.7

2 1/32
51.6

2 15/32
62.7

.062
1.57

3/8-24
3.5
1.59

1 3/4 AR-3-112 3-112

45 AR-309 5309

1 15/16 AR-3-115 3-115 9752 4.25 1 5/16 1 17/64  3/8  19/64  11/32 2 3/16 2 23/32 .080
3/8-24

4.4

50 AR-310 5310 43377 107.950 33.3 32.1 9.5 7.5 8.7 55.6 69.1 2.03 2.00

2 3/16 AR-3-23 3-23 11789 4.718 1 9/16 1 21/64  7/16  21/64  11/32 2 9/16 2 63/64 .080
3/8-24

5.8

55 AR-311 5311 52437 119.837 39.7 33.7 11.1 8.3 8.7 65.1 75.8 2.03 2.63

2 7/16 AR-3-27 3-27
13971
62143

5.17
131.318

1 11/16
42.9

1 29/64
36.9

 7/16
11.1

 3/8 
9.5

 11/32
8.7

2 3/4 
69.9

3 7/16
87.3

.080
2.03

9.3
4.22

2 1/2 AR-3-28 3-28 7/16-20

65 AR-313 5313

2 11/16 AR-3-211 3-211 14839 5.375 1 3/4 1 37/64  7/16  3/8  11/32 3 1/16 3 41/64 .080
7/16-20

9.6

70 AR-314 5314 66004 136.525 44.5 40.1 11.1 9.5 8.7 77.8 92.5 2.03 4.35

2 15/16 AR-3-215 3-215
17412
77449

5.875
149.225

1 15/16
49.2

1 53/64
46.4

 17/32
13.5

 13/32
10.3

 15/32
11.9

3 1/4 
82.6

3 59/64
99.6

.120
3.05

12.2
5.53

3 AR-3-3 3-3 7/16-20

75 AR-315 5315

3 3/16 AR-3-33 3-33 18681 6.28 2 1/32 2 5/64  15/32  17/32  15/32 3 3/8 4 5/32 .120
7/16-20

15.2

80 AR-316 5316 83093 159.512 51.6 52.8 11.9 13.5 11.9 85.7 105.6 3.05 6.89

3 7/16 AR-3-37 3-37
21566 6.75 2 7/32 2 9/64  5/8  15/32  15/32 3 25/32 4 25/64 .120

1/2-20
18.5

95926 171.450 56.4 54.4 15.9 11.9 11.9 96.0 111.5 3.05 8.39

3 15/16 AR-3-315 3-5315
29905
133017

8.063
204.800

2 11/16
68.3

2 33/64
63.9

 3/4 
19.1

 19/32
15.1

 15/32
11.9

4 5/8 
117.5

5 11/64
131.4

.120
3.05

32.9
14.92

4 AR-3-4 3-4 5/8-18

100 AR-320 320

For Medium Duty Bearing Inserts - Single Lock see page G-95.
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AR-T Medium Duty Expansion Insert - SKWEZLOC Locking Collar

L

RADIUS

H
E

D
J

A

I

M

Bore 
Diameter

Part No. Bearing 
Insert No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions inch / mm
Max 

Rad. To 
Clear

Torx 
Cap 

Screw
Unit Wt.  

lb/kg
A

D E H I J L M+.000” 
-.005”inch

1 AR-3-1T 3-1T 4381
19487

2.687
68.250

 15/16
23.8

 61/64
24.2

 7/32
5.6

 1/4 
6.4

1 9/16
39.7

2 1/16
52.4

1 19/32
40.5

.040
1.02 T-25 1.7

.77

1 1/4 AR-2-14T 2-14T 5782
25718

3.14
79.756

1 1/16
27.0

1 
25.4

 1/4 
6.4

 1/4 
6.4

1 3/4 
44.5

2 7/16
61.9

1 27/32
46.8

.040
1.02 T-27 2.4

1.09

1 7/16 AR-3-17T 3-17T 7340
32648

3.375
85.725

1 1/4 
31.8

1 11/64
29.8

19/64
7.5

 1/4 
6.4

2 
50.8

2 11/16
68.3

2 1/16
52.4

.062
1.57 T-27 3.1

1.41

1 1/2 AR-3-18T 3-18T 7901
35144

3.562
90.475

1 1/4 
31.8

1 11/64
29.8

19/64
7.5

 1/4 
6.4

2 
50.8

2 13/16
71.4

2 5/16
58.7

.062
1.57 T-27 3.3

1.50

1 11/16 AR-3-111T 3-111T 7889
35090

3.875
98.425

1 11/32
34.1

1 13/64
30.6

17/64
6.7

11/32
8.7

2 3/32
53.2

3 1/4 
82.6

2 15/32
62.7

.062
1.57 T-30 4.1

1.861 3/4 AR-3-112T 3-112T

1 15/16 AR-3-115T 2-115T 7889
35090

4.25
107.950

1 3/8 
34.9

1 17/64
32.1

19/64
7.5

11/32
8.7

2 1/4 
57.2

3 1/2 
88.9

2 23/32
69.1

.080
2.03 T-30 5.0

2.27

2 3/16 AR-3-23T 3-23T 11789
52437

4.719
119.863

1 5/8 
41.3

1 21/64
33.7

21/64
8.3

11/32
8.7

2 5/8 
66.7

4 1/16
103.2

2 63/64
75.8

.080
2.03 T-45 7.0

3.18

For Medium Duty SKWEZLOC Locking Collar Bearing inserts see page G-96. For Replacement Lock Collar see page G-98.

Duty: Medium

Rolling Elements: Ball

Housing: Brass Expansion Insert

Self Alignment: +/- 2 Degrees

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Duty: Standard

Rolling Elements: Ball

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Standard Duty Bearing Insert – Setscrew

D
J

RADIUS
L A

G
H

E

Bore Diameter
Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm

Max Rad. To Clear Setscrew 
Thread

Unit Wt.  
lb/kgA D E G H J L

inch mm

 1/2 2-08

1.8504
47

1 3/16
30.2  1/4-28  

 9/16 2-09
 5/8 2-010 2611  23/32  5/8  3/16  1/8 1 7/32 .040 .5

 11/16 2-011 11614 18.3 15.9 4.8 3.2 31.0 1.02 .23
 3/4 2-012

20 5204
 13/16 2-013

2801
12459

2.0472
52

 13/16
20.6

 11/16
17.5

 7/32
5.6

 11/64
4.4

1 3/8 
34.9

1 3/8 
34.9

.040
1.02

.6
.27

 7/8 2-014
 15/16 2-015  1/4-28  

1 2-1  
25 5205

1 1/16 2-11

4381
19487

2.4409
62

 7/8 
22.2

 7/8 
22.2

 7/32
5.6

 7/32
5.6

1 1/2 
38.1

1 19/32
40.5

.040
1.02

1.0
.45

1 1/8 2-12
1 3/16 2-13  1/4-28  
1 1/4 1-14  

30 5206
1 1/4 2-14

5782
25718

2.8316
72

1 
25.4

 15/16
23.8

 1/4 
6.4

 1/4 
6.4

1 11/16
42.9

1 55/64
47.2

.040
1.02  5/16-24  1.5

.68

1 5/16 2-15
1 3/8 2-16
1 7/16 2-17

35 5207
1 1/2 2-18

7340
32648

3.1490
80

1 3/16
30.2

1 3/32
27.8

 5/16
7.9

 19/64
7.5

1 15/16
49.2

2 1/16
52.4

.062
1.57

1.9
.861 9/16 2-19  5/16-24  

40 5208  
1 5/8 2-110

7901
35144

3.3465
85

1 3/16
30.2

1 3/32
27.8

 5/16
7.9

 19/64
7.5

1 15/16
49.2

2 19/64
58.3

.062
1.57  5/16-24  2.2

1.00
1 11/16 2-111
1 3/4 2-112

45 5209
1 13/16 2-113

7889
35090

3.5433
90

1 9/32
32.5

1 1/8 
28.6

 3/8 
9.5

 17/64
6.7

2 1/32
51.6

2 15/32
62.7

.062
1.57

2.4
1.09

1 7/8 2-114
1 15/16 2-115  3/8-24  

2 1-2  
50 5210

2 2-2
3.9370

100  3/8-24  
2 1/8 2-22 9752 1 5/16 1 3/16  3/8  19/64 2 3/16 2 23/32 .080 2.8

2 3/16 2-23 43377 33.3 30.2 9.5 7.5 55.6 69.1 2.03 1.27
55 5211

2 1/4 2-24  
4.3307

110
 

 3/8-24  
2 3/8 2-26 11789 1 9/16 1 1/4  7/16  21/64 2 9/16 2 63/64 .080 3.7

2 7/16 2-27 52437 39.7 31.8 11.1 8.3 65.1 75.8 2.03 1.68
60 5212

2 11/16 2-211 13971 4.9213
125

1 11/16 1 3/8  7/16  3/8 2 3/4 3 7/16 .080
 7/16-20 5.45

2.4770 5214 62143 42.9 34.9 11.1 9.5 69.9 87.3 2.03
2 7/8 2-214

14839
66004

 5.1181
130

1 3/4 
44.5

1 1/2 
38.1

 7/16
11.1

 3/8 
9.5

3 1/16
77.8

3 41/64
92.5

.080
2.03

6.8
3.082 15/16 2-215  7/16-20  

75 5215  
3 3/16 2-33 17412 5.5118

140
1 15/16 1 11/16  17/32  13/32 3 1/4 3 59/64 .120

 7/16-20  
7.2

80 5216 77449 49.2 42.9 13.5 10.3 82.6 99.6 3.05 3.27
3 1/4 2-34

18681
83093

 5.9055
150

2 1/32
51.6

1 15/16
49.2

 15/32
11.9

 17/32
13.5

3 3/8 
85.7

4 5/32
105.6

.120
3.05

9.3
4.223 3/8 2-36  7/16-20  

3 7/16 2-37  
3 1/2 2-38 21566 6.2992

160
2 7/32 2  5/8  15/32 3 25/32 4 25/64 .120

 1/2-20  
11.7

90 5218 95926 56.4 50.8 15.9 11.9 96.0 111.5 3.05 5.31
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Standard Duty Bearing Insert – SKWEZLOC Locking Collar

RADIUS

E
H

D
J

AL M

G

Bore Diameter
Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Max Rad. 
To Clear

Torx Cap 
Screw

Unit Wt.  
lb/kgA D E G H J L M

inch mm

 3/4 2-012T 2611 1.8504  23/32  5/8  3/8  9/64 1 9/32 1 3/4 1 3/16 .040
T-25

.60
20 5204TMC 11614 47 18.3 15.9 9.5 3.6 32.5 44.5 30.2 1.02 .27

 15/16 2-015T
2801
12459

2.0472
52

 13/16
20.6

 11/16
17.5

 3/8 
9.5

 11/64
4.4

1 7/16
36.5

1 15/16
49.2

1 3/8 
34.9

.040
1.02

.80

.36
1 2-1T T-25

25 5205TMC
1 1/8 2-12T

T-25
1 3/16 2-13T 4381 2.4409  7/8  7/8  3/8  7/32 1 9/16 2 3/16 1 19/32 .040 1.2
1 1/4 1-14T 19487 62 22.2 22.2 9.5 5.6 39.7 55.6 40.5 1.02 .54

30 5206TMC

1 1/4 2-14T
5782 2.8346 1  15/16  7/16  1/4 1 3/4 2 7/16 1 55/64 .040

T-27
1.8

25718 72 25.4 23.8 11.1 6.4 44.5 61.9 47.2 1.02 .82
1 3/8 2-16T

5782
25718

2.8346
72

1 
25.4

 15/16
23.8

 7/16
11.1

 1/4 
6.4

1 3/4 
44.5

2 9/16
65.1

1 55/64
47.2

.040
1.02

T-27
1.8
.82

1 7/16 2-17T
35 5207TMC

1 1/2 2-18T
7340
32648

3.1496
80

1 3/16
30.2

1 3/32
27.8

 7/16
11.1

 19/64
7.5

2 
50.8

2 11/16
68.3

2 1/16
52.4

.062
1.57

T-27
2.2
1.00

1 9/16 2-19T
40 5208TMC

1 5/8 2-110T
7901 3.3465 1 3/16 1 3/32  7/16  19/64 2 2 13/16 2 19/64 .062

T-27
2.5

35144 85 30.2 27.8 11.1 7.5 50.8 71.4 58.3 1.57 1.13
1 11/16 2-111T

7901
35144

3.3465
85

1 3/16
30.2

1 3/32
27.8

 7/16
11.1

 19/64
7.5

2 
50.8

2 15/16
74.6

2 19/64
58.3

.062
1.57

2.5
1.13

1 3/4 2-112T T-27
45 5209TMC

1 15/16 2-115T
7889
35090

3.5433
90

1 9/32
32.5

1 1/8 
28.6

 9/16
14.3

 17/64
6.7

2 3/32
53.2

3 3/8 
85.7

2 15/32
62.7

.062
1.57

3.0
1.36

2 1-2T T-30
50 5210TMC

2 2-2T
9752 3.9370 1 5/16 1 3/16  9/16  19/64 2 1/4 3 1/2 2 23/32 .080

T-30
3.4

43377 100 33.3 30.2 14.3 7.5 57.2 88.9 69.1 2.03 1.54
2 1/8 2-22T

9752
43377

3.9370
100

1 5/16
33.3

1 3/16
30.2

 9/16
14.3

 19/64
7.5

2 1/4 
57.2

3 5/8 
92.1

2 23/32
69.1

.080
2.03

3.4
1.54

2 3/16 2-23T T-30
55 5211TMC

2 1/4 2-24T
11789 4.3307 1 9/16 1 1/4  11/16  21/64 2 5/8 4 1/16 2 63/64 .080

T-45
4.9

52437 110 39.7 31.8 17.5 8.3 66.7 103.2 75.8 2.03 2.22
2 3/8 2-26T

11789
52437

4.3307
110

1 9/16
39.7

1 1/4 
31.8

 11/16
17.5

 21/64
8.3

2 5/8 
66.7

4 1/8 
104.8

2 63/64
75.8

.080
2.03

4.9
2.22

2 7/16 2-27T T-45
60 5212TMC

For Replacement Lock Collar see page G-98.

Duty: Standard

Rolling Elements: Ball

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Duty: Standard

Rolling Elements: Ball

Lock: Double Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Standard Duty Bearing Insert – Double Setscrew

D
J

RADIUS
L A

G
H

E

Bore 
Diameter Bearing Insert 

No.
Basic Dynamic 

Rating 
lb/N

Dimensions inch / mm
Max Rad.  
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kgA D E G H J L

inch

 7/8 2-014D
2801
12459

2.0472
52

 3/4 
19.1

 11/16
17.5

 7/32
5.6

 11/64
4.4

1 1/2 
38

1 3/8 
34.9

.040
1.02

1/4-28
.6
.27

 15/16 2-015D
1 2-1D

1 3/16 2-13D
4381
19487

2.4409
62

 7/8 
22.2

 7/8 
22.2

 7/32
5.6

 7/32
5.6

1 3/4 
44

1 19/32
40.5

.040
1.02

1/4-28
1.0
.45

1 1/4 2-14D
5782
25718

2.8346
72

1 
25.4

 15/16
23.8

 1/4 
6.4

 1/4 
6.4

2 
51

1 55/64
47.2

.040
1.02

5/16-24
1.5
.68

1 3/8 2-16D
1 7/16 2-17D
1 1/2 2-18D 7340 3.1496 1 5/32 1 3/32  5/16  19/64 2 5/16 2 1/16 .062

5/16-24
1.9

1 9/16 2-19D 32648 80 29.4 27.8 7.9 7.5 59 52.4 1.57 .86
1 11/16 2-111D 7901

35144
3.3465

85
1 3/16
30.2

1 3/32
27.8

 11/32
8.7

 19/64
7.5

2 3/8 
60

2 19/64
58.3

.062
1.57

5/16-24
2.2
1.001 3/4 2-112D

1 7/8 2-114D 7889 3.5433 1 1/4 1 1/8  11/32  17/64 2 1/2 2 15/32 .062
3/8-24

2.4
1 15/16 2-115D 35090 90 31.8 28.6 8.7 6.7 64 62.7 1.57 1.09

2 2-2D
9752
43377

3.9370
100

1 5/16
33.3

1 3/16
30.2

 5/16
7.9

 19/64
7.5

2 5/8 
67

2 23/32
69.1

.080
2.03

2.8
1.27

2 1/8 2-22D 3/8-24
2 3/16 2-23D
2 1/4 2-24D

11789
52437

4.3307
110

1 9/16
39.7

1 1/4 
31.8

 13/32
10.3

 21/64
8.3

3 1/8 
79

2 63/64
75.8

.080
2.03

3/8-24
3.7
1.68

2 3/8 2-26D
2 7/16 2-27D

2 11/16 2-211D
13971 4.9213 1 3/4 1 3/8  15/32  3/8 3 1/2 3 7/16 .080

7/16-20
5.8

62143 125 44.5 34.9 11.9 9.5 89 87.3 2.03 2.63
2 7/8 2-214D 14839 5.1181 1 3/4 1 1/2  7/16  3/8 3 1/2 3 41/64 .080

7/16-20
6.8

2 15/16 2-215D 66004 130 44.5 38.1 11.1 9.5 89 92.5 2.03 3.08

3 3/16 2-33D
17412 5.5118 1 15/16 1 11/16  9/16  13/32 3 7/8 3 59/64 .120

7/16-20
7.2

77449 140 49.2 42.9 14.3 10.3 98 99.6 3.05 3.27
3 1/4 2-34D

18681
83093

5.9055
150

2 1/32
51.6

1 15/16
49.2

 1/2 
12.7

 17/32
13.5

4 1/16
103

4 5/32
105.6

.120
3.05

9.3
4.22

3 3/8 2-36D 7/16-20
3 7/16 2-37D

3 1/2 2-38D
21566 6.2992 2 7/32 2  1/2  15/32 4 7/16 4 25/64 .120

1/2-20
11.7

95926 160 56.4 50.8 12.7 11.9 113 111.5 3.05 5.31
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Medium Duty Bearing Insert – Setscrew

D
J

RADIUS
L A

G
H

E
Duty: Medium

Rolling Elements: Ball

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Bore Diameter Bearing 
Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Max Rad. 
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kgA J D E L G H

inch mm

 15/16 3-015
4381
19487

2.4409
62

1 1/2 
38.1

 7/8 
22.2

 7/8 
22.2

1 19/32
40.5

 7/32
5.6

 7/32
5.6

.040
1.02

1/4-28
1.0
.45

1 3-1
25 5305

1 3/16 3-13 5782 2.8346 1 11/16 1  15/16 1 55/64  1/4  1/4 .040 5/16-24
 

1.5
1.181 30 5306 25718 72 42.9 25.4 23.8 47.2 6.4 6.4 1.02 .68
1 7/16 3-17 7340 3.1496 1 15/16 1 3/16 1 3/32 2 1/16  5/16  19/64 .062

5/16-24
1.9

35 5307 32648 80 49.2 30.2 27.8 52.4 7.9 7.5 1.57 .86
1 1/2 3-18 7901 3.3465 1 15/16 1 3/16 1 3/32 2 19/64  5/16  19/64 .062

5/16-24
2.2

40 5308 35144 85 49.2 30.2 27.8 58.3 7.9 7.5 1.57 1.00
1 11/16 3-111

7889
35090

3.5433
90

2 1/32
51.6

1 9/32
32.5

1 1/8 
28.6

2 15/32
62.7

 3/8 
9.5

 17/64
6.7

.062
1.57

3/8-24
2.4
1.09

1 3/4 3-112
45 5309

1 15/16 3-115 9752 3.9370 2 3/16 1 5/16 1 3/16 2 23/32  3/8  19/64 .080
3/8-24

3.2
50 5310 43377 100 55.6 33.3 30.2 69.1 9.5 7.5 2.03 1.45

2 3/16 3-23 11789 4.3307 2 9/16 1 9/16 1 1/4 2 63/64  7/16  21/64 .080
3/8-24

4.2
55 5311 52437 110 65.1 39.7 31.8 75.8 11.1 8.3 2.03 1.91

2 7/16 3-27
13971
62143

4.9213
125

2 3/4 
69.9

1 11/16
42.9

1 3/8 
34.9

3 7/16
87.3

 7/16
11.1

 3/8 
9.5

.080
2.03

7/16-20
6.5
2.95

2 1/2 3-28
65 5313

2 11/16 3-211 14839 5.1181 3 1/16 1 3/4 1 1/2 3 41/64  7/16  3/8 .080
7/16-20

7.1
70 5314 66004 130 77.8 44.5 38.1 92.5 11.1 9.5 2.03 3.22

2 15/16 3-215
17412
77449

5.5118
140

3 1/4 
82.6

1 15/16
49.2

1 11/16
42.9

3 59/64
99.6

 17/32
13.5

 13/32
10.3

.120
3.05

7/16-20
8.2
3.72

3 3-3
75 5315

3 3/16 3-33 18681 5.9055 3 3/8 2 1/32 1 15/16 4 5/32  15/32  17/32 .120
7/16-20 

10.0
80 5316 83093 150 85.7 51.6 49.2 105.6 11.9 13.5 3.05 4.54

3 7/16 3-37
21566 6.2992 3 25/32 2 7/32 2 4 25/64  5/8  15/32 .120

1/2-20
11.7

95926 160 96.0 56.4 50.8 111.5 15.9 11.9 3.05 5.31
3 15/16 3-315

29905
133017

7.4803
190

4 5/8 
117.5

2 11/16
68.3

2 1/2 
63.5

5 11/64
131.4

 3/4 
19.1

 19/32
15.1

.120
3.05

5/8-18
20.4
9.25

4 3-4
100 5320

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Medium Duty Bearing Insert - SKWEZLOC Locking Collar

RADIUS

E
H

D
J

AL M

G

Bore Diameter
Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Max Rad.  
To Clear

Torx Cap 
Screw

Unit Wt.  
lb/kgA J D E G H L Minch mm

1 25.4 3-1T
4381 2.4409 1 9/16  7/8  7/8  3/8  7/32 2 1/16 1 19/32 .040

T-25
1.2

19487 62 39.7 22.2 22.2 9.5 5.6 52.4 40.5 1.02 .54

1 3/16 30.2 3-13T
5782 2.8346 1 3/4 1  15/16  7/16  1/4 2 7/16 1 55/64 .040

T-27
1.8

25718 72 44.5 25.4 23.8 11.1 6.4 61.9 47.2 1.02 .82

1 7/16 36.5 3-17T
7340 3.1496 2 1 3/16 1 3/32  7/16  19/64 2 11/16 2 1/16 .062

T-27
2.2

32648 80 50.8 30.2 27.8 11.1 7.5 68.3 52.4 1.57 1.00

1 1/2 38.1 3-18T
7901 3.3470 2 1 3/16 1 3/32  7/16  19/64 2 13/16 2 19/64 .062

T-27
2.5

35144 85 50.8 30.2 27.8 11.1 7.5 71.4 58.3 1.57 1.13
1 11/16 42.9 3-111T 7889 3.5433 2 3/32 1 9/32 1 1/8  9/16  17/64 3 1/4 2 15/32 0.062

T-30
3.0

1 3/4 44.5 3-112T 35090 90 53.2 32.5 28.6 14.3 6.7 82.6 62.7 1.57 1.36

1 15/16 49.2 3-115T
9752 3.9370 2 1/4 1 5/16 1 3/16  9/16  19/64 3 1/2 2 23/32 .080

T-30
3.8
1.7243377 100 57.2 33.3 30.2 14.3 7.5 88.9 69.1 2.03

2 3/16 55.6 3-23T
11789 4.3307 2 5/8 1 9/16 1 1/4  11/16  21/64 4 1/16 2 63/64 .080

T-45
4.9

52437 110 66.7 39.7 31.8 17.5 8.3 103.2 75.8 2.03 2.22

For Replacement Lock Collar see page G-98.

Duty: Medium

Rolling Elements: Ball

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F
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Medium Duty Bearing Insert – Double Setscrew

Duty: Medium

Rolling Elements: Ball

Lock: Double Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

D
J

RADIUS
L A

G
H

E

Bore 
Diameter Part No.

Basic Dynamic 
Rating 

lb/N

Dimensions inch / mm
Max Rad. 
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kgA D E G H L Jinch

1 3-1D
4381 2.4409  7/8  7/8  7/32  7/32 1 19/32 1 3/4 .040

1/4-28
1.0

19487 62 22.2 22.2 5.6 5.6 40.5 44.5 1.02 .45

1 3/16 3-13D 5782
2.8346 1  15/16  1/4  1/4 1 55/64 2 .040

5/16-24
1.5

72 25.4 23.8 6.4 6.4 47.2 50.8 1.02 .68

1 7/16 3-17D
7340 3.1496 1 5/32 1 3/32  31/99  19/64 2 1/16 2 5/16 .062

5/16-24
2.0

32648 80 29.4 27.8 8.0 7.5 52.4 58.7 1.57 .91

1 1/2 3-18D 7901
3.3470 1 3/16 1 3/32  11/32  19/64 2 19/64 2 3/8 .062

5/16-24
2.5

85 30.2 27.8 8.7 7.5 58.3 60.3 1.57 1.13
1 11/16 3-111D 7889 3.5433 1 1/4 1 1/8  11/32  17/64 2 15/32 2 1/2 .062

3/8-24
2.7

1 3/4 3-112D 35090 90 31.8 28.6 8.7 6.7 62.7 63.5 1.57 1.22

1 15/16 3-115D 9752
3.9370 1 5/16 1 3/16  31/99  19/64 2 23/32 2 5/8 .080

3/8-24
3.5

100 33.3 30.2 8.0 7.5 69.1 66.7 2.03 1.59
2 7/16 3-27D 13971 4.9207 1 3/4 1 3/8  15/32  3/8 3 7/16 3 1/2 .080

7/16-20
7.1

2 1/2 3-28D 62143 125 44.5 34.9 11.9 9.5 87.3 88.9 2.03 3.22

2 11/16 3-211D 14839
5.1181 1 3/4 1 1/2  39/89  3/8 3 41/64 3 1/2 .080

1/2-20
7.3

130 44.5 38.1 11.1 9.5 92.5 88.9 2.03 3.31
2 15/16 3-215D 17412 5.5118 1 15/16 1 11/16  49/87  13/32 3 59/64 3 7/8 .120

1/2-20
9

3 3-3D 77449 140 49.2 42.9 14.3 10.3 99.6 98.4 3.05 4.08

3 3/16 3-33D 18681
5.9055 2 1/32 1 15/16  1/2  17/32 4 5/32 4 1/16 .120

1/2-20
10.8

150 51.6 49.2 12.7 13.5 105.6 103.2 3.05 4.90

3 7/16 3-37D
21566 6.2992 2 7/32 2  1/2  15/32 4 25/64 4 7/16 .120

1/2-20
12.6

95926 160 56.4 50.8 12.7 11.9 111.5 112.7 3.05 5.72
3 15/16 3-315D 29905 7.4803 2 11/16 2 1/2  64/89  19/32 5 11/64 5 3/8 .120

5/8-18
21.6

4 3-4D 133017 190 68.3 63.5 18.3 15.1 131.4 136.5 3.05 9.80
4 7/16 3-47D 37482 9.0551 2 7/8 2 5/8  5/8  5/8 6 11/32 5 3/4 .120

5/8-18
40

4 15/16 3-415D 166720 230 73.0 66.7 15.9 15.9 161.1 146.1 3.05 18.14

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Locking Collar Replacement Table
SKWEZLOC Locking  Collar Table

Bore Diameter Standard Duty ER MH
Collar

Medium Duty
inch mm Insert Insert Insert Insert Collar
3/4  2-012T ER-12T

2-012B Lock Collar
20 5204TM ER-204TMC

15/16 2-015T   
2-015 Lock Collar

 
2-13A Lock Collar1  2-1T ER-16T MH-16T 3-1T

25 5205TM ER-205TMC
1 1/8 2-12T ER-18T

2-13B Lock Collar

  
1 3/16  2-13T ER-19T MH-19T 3-13T 2-17A Lock Collar
1 1/4*  1-14T ER-20RT MH-20RT

30 5206TM ER-206TMC
1 1/4  2-14T ER-20T MH20T 2-17A Lock Collar 2-14T 2-17A Lock Collar
1 3/8 2-16T ER-22T

2-17B Lock Collar
 

2-19A Lock Collar1 7/16  2-17T ER-23T MH-23T 3-17T
35 5207TM ER-207TMC

1 1/2  2-18T ER-24T MH-24T
2-19A Lock Collar

3-18T
2-111A Lock Collar1 9/16 2-19T

40 5208TM ER-208TMC
1 5/8 2-110T ER-26T 2-111A Lock Collar   

1 11/16 2-111T ER-27T MH-27T
2-111B Lock Collar

3-111T
2-115A Lock Collar1 3/4  2-112T ER-28T 3-112T

45 5209TM ER-209TMC
1 15/16  2-115T ER-31T MH-31T

2-115B Lock Collar
3-115T

2-23A Lock Collar2* 1-2T
50 5210TM ER-210TMC

2  2-2T ER-32T MH-32T 2-23A Lock Collar 2-2T 2-23A Lock Collar
2 1/8

 
2-22T  

2-23B Lock Collar
 

2-27A Lock Collar 2 3/16 2-23T ER-35T MH-35T 3-23T
55 5211TM ER-211TMC

2 1/4  2-24T ER-36T 2-27A Lock Collar  
2 3/8  2-26T ER-38T  

2-27B Lock Collar2 7/16 2-27T ER-39T MH-39T
60 5212TM ER-512TMC

*Reduced Housing
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ERX-TREME Options 
Low Drag

ERX-TREME X-Tra Low Drag “XLO” 
• Felt seal cut down and oil soaked for extra low drag 
• Oil lubricated

ERX-TREME Low Drag “LO” 
• Felt seal cut down to reduce drag 
• Provides excellent barrier that works to retain grease and acts as a filter to 

reduce the ingress of debris contaminants 
• Features a channeling grease that reduces drag while lubricating the 

bearing 

 Suffix   Description   Temperature   Environment  Speed Limits
 LO   Low Drag   -20°F to 180°F  

 Dry/Dusty  Pages G-235 to G-240
 XLO   Extra Low Drag   -20°F to 100°F  

Options
Bearings are typically selected using L10 fatigue life calculations based on ideal operating conditions. However, 
most bearing problems are not fatigue related, but occur due to contamination, lubrication starvation, or other 
environmental issues. As a result our Bearing engineers have developed custom solutions to meet the varying 
severity, operating parameters and maintenance regularity, such as ERX-TREME and Custom Select.

Bearing Rotational Torque - Comparison Chart

Company Suffix 
Option Seal Type Lubrication

LO Drag 
Bearing 
Options

AMI® FS Non-Contact Oil
Sealmaster XLO Low Drag Felt Oil

MB® HFF Steel Labyrinth Oil
Peer® ZSFF Steel Labyrinth Oil

Sealmaster LO Low Drag Felt Grease
MB MHFF Steel Labyrinth Grease

FYH® DSK3 Non-Contact Oil
Peer ZMKFF Steel Labyrinth Grease

Standard 
Bearing Drag 
(Reference)

Sealmaster - Felt Grease

Sealmaster C Contact Grease

0.0 2.0 4.0 6.0 8.0 10.0 12.0 14.0

Sealmaster - Contact
Sealmaster - Felt

Peer - ZMKFF
FYH - DSK3
MB - MHFF

Sealmaster - LO
Peer- ZSFF

MB - HFF
Sealmaster - XLO

in-ozs Based on 1”

AMI - FS
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Custom Select

High Contamination

 Suffix Description Temperature   Environment Speed Limits
 DRT   Highly Contaminated   -20°F to 200°F   Highly Contaminated  Pages G-235 to G-240

High Contamination “DRT” 
Heavy Duty Multi-Lip contact seal (depending on size and series, either sup-
plied with “2C” double lip or “3C” triple lip seal), 100% Grease Fill with Sealmas-
ter GoldPlex HP Grease.

2C Seal 3C Seal
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Options Availability*
ERX-TREME Options ER Custom Select 

Option

Bore Diameter
Nomenclature 

Size
Low Drag                             

“LO”
X-Tra Low Drag                   

“XLO”
High Temp.                  

“HI”
High Temp. Exp.           

“HIY”
High Contamination 

“DRT”
inch mm

 1/2 8 O O O
 5/8 10 O O O

 11/16 11 O O
 3/4 12 O X O O X O

20 204 O X O X X
 7/8 14 O O O O

 15/16 15 O O O O
1 16 O X O X O X O O X

25 205 O X O X O O
1 1/8 18 O X O X O O
1 3/16 19 O X O X O O
1 1/4R 20R O X O X O O

30 206 O X O X O X
1 1/4 20 O X O X O X O O
1 5/16 21 O
1 3/16 22 O X O X O O
1 7/16 23 O X O X O O O X

35 207 O X O X O X
1 8/16 24 O X O X O X O O
1 9/16 25 O O O O O

40 208 O X O X O O
1 5/8 26 X O O O

1 11/16 27 O O O
1 3/4 28 O X O X O O O X

45 209 O X O X
1 7/8 30 O O O O

1 15/16 31 O X O X O X O O X
2 32 O X O X O O O

50 210 O X O X O
2 1/8 34 O
2 3/16 35 O X O X O O O X
2 1/4 36 O X O O O
2 3/8 38 O O O

2 7/16 39 O X O X O X O O X
60 212 O

2 1/2 40 O O
2 11/16 43 O O O

70 214
2 15/16 47 O X O X O O O

3 48 O O
3 3/16 51 O O O
3 1/4 52 O

3 7/16 55 O O
3 15/16 63 O

4 64 O

O     Setscrew
X     Skwezloc Locking Collar
* Sizes and configurations listed in table are subject to change without notice.
For sizes or configurations not listed, contact Bearing Technical Customer Service.
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Bore Diameter Bearing  
Insert No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions inch / mm
Max. Rad. 
To Clear

Unit 
Wt.  

lb/kgA D E G H J K L M N O Pinch mm
 1/2 ER-8
 9/16 ER-9
 5/8 ER-10 2611 1.8504  13/16  5/8  3/16  3/64 1 7/32  31/64 1 3/16  11/64 1 5/8 .094 2 1/16 .040 .56

 11/16 ER-11 11614 47 20.6 15.9 4.8 1.2 31.0 12.3 30.2 4.4 41.3 2.39 52.4 1.02 .25
 3/4 ER-12

20 ER-204
 7/8 ER-14

 15/16 ER-15 2801 2.0472  55/64  3/4  7/32  3/64 1 3/8  39/64 1 3/8  13/64 1 55/64 .135 2 17/64 .040 .68
1 ER-16 12459 52 21.8 19.1 5.6 1.2 34.9 15.5 34.9 5.2 47.2 3.43 57.5 1.02 .31

25 ER-205
1 1/16 ER-17

4381
19487

2.4409
62

 7/8 
22.2

 7/8 
22.2

 7/32
5.6

 1/16
1.6

1 1/2 
38.1

 11/16
17.5

1 19/32
40.5

 7/32
5.6

2 5/32
54.8

.188
4.78

2 21/32
67.5

.040
1.02

.93

.42

1 1/8 ER-18
1 3/16 ER-19
1 1/4 ER-20R

30 ER-206
1 1/4 ER-20

5782
25718

2.8364
72

1 
25.4

 15/16
23.8

 1/4 
6.4

 1/16
1.6

1 11/16
42.9

 3/4 
19.1

1 55/64
47.2

 7/32
5.6

2 17/32
64.3

.219
5.56

3 5/64
78.2

.040
1.02

1.37
.62

1 5/16 ER-21
1 3/8 ER-22
1 7/16 ER-23

35 ER-207
1 1/2 ER-24 5307

23606
 3.1496

80
1 3/16
30.2

1 3/32
27.8

 5/16
7.9

 1/16
1.6

1 15/16
49.2

 29/32
23.0

2 1/16
52.4

 1/4 
6.4

2 53/64
71.8

.203
5.16

3 13/32
86.5

.062
1.57

2
.91

1 9/16 ER-25
40 ER-208

1 5/8 ER-26
1 11/16 ER-27 7901 3.3465 1 3/16 1 3/32  5/16  1/16 1 15/16  29/32 2 19/64  1/4 3 1/16 .203 3 19/32 .062 2.31
1 3/4 ER-28 35144 85 30.2 27.8 7.9 1.6 49.2 23.0 58.3 6.4 77.8 5.16 91.3 1.57 1.05

45 ER-209
1 13/16 ER-29

7889
35090

3.5433
90

1 9/32
32.5

1 1/8 
28.6

 3/8 
9.5

 3/32
2.4

2 1/32
51.6

 29/32
23.0

2 15/32
62.7

 19/64
7.5

3 7/32
81.8

.188
4.78

3 25/32
96.0

.062
1.57

2.43
1.10

1 7/8 ER-30
1 15/16 ER-31

2 ER-32R
50 ER-210

2 ER-32
2 1/8 ER-34 9752 3.9370 1 5/16 1 3/16  3/8  3/32 2 3/16  31/32 2 23/32  19/64 3 9/16 .281 4 3/16 .080 3
2 3/16 ER-35 43377 100 33.3 30.2 9.5 2.4 55.6 24.6 69.1 7.5 90.5 7.14 106.4 2.03 1.36

55 ER-211
2 1/4 ER-36
2 3/8 ER-38 11789 4.3307 1 9/16 1 1/4  7/16  3/32 2 9/16 1 1/32 2 63/64  19/64 3 29/32 .375 4 37/64 .080 4
2 7/16 ER-39 52437 110 39.7 31.8 11.1 2.4 65.1 26.2 75.8 7.5 99.2 9.53 116.3 2.03 1.81

60 ER-212
2 1/2 ER-40 13971

62143
4.9213

125
1 11/16

42.9
1 3/8 
34.9

 7/16
11.1

 7/64
2.8

2 3/4 
69.9

1 7/64
28.2

3 7/16
87.3

 5/16
7.9

4 7/16
112.7

.375 
9.53

5 9/32
134.1

.080
2.03

5.56
2.52

2 11/16 ER-43
70 ER-214

2 7/8 ER-46 14839
66004

5.1181
130

1 3/4 
44.5

1 1/2 
38.1

 7/16
11.1

 7/64
2.8

3 1/16
77.8

1 15/16 
31.5

1 15/64
92.5

 3/8 
9.5

4 5/8 
117.5

.563
14.30

5 7/16
138.1

.080
2.03

6.37
2.89

2 15/16 ER-47
75 ER-215

3 ER-48 17412
77449

5.5118
140

1 15/16
49.2

1 11/16
42.9

 17/32
13.5

 7/64
2.8

3 1/4 
82.6

1 25/64
35.3

3 59/64
99.6

 7/16
11.1

4 63/64
126.6

.469
11.91

5 13/16
147.6

.120
3.05

7.85
3.56

3 3/16 ER-51
80 ER-216

3 1/4 ER-52 18681
83093

 5.9055
150

2 1/32
51.6

1 15/16
49.2

 15/32
11.9

 7/64
2.8

3 3/8 
85.7

1 41/64
41.7

4 5/32
105.6

 7/16
11.1

5 19/64
134.5

.375 
9.53

6 9/32
159.5

.120
3.05

9.5
4.31

3 3/8 ER-54
3 7/16 ER-55
3 15/16 ER-63 29905 7.4803 2 11/16 2 1/2  3/4  1/8 4 5/8 2 5/32 5 11/64  11/16 6 21/32 .688 8 .120 22

4 ER-64 133017 190 68.3 63.5 19.1 3.2 117.5 54.8 131.4 17.5 169.1 17.48 203.2 3.05 9.98
For Housing fit guidelines see page G-259. 
Felt seal standard. For contact seal add suffix “C” ER-16C. 

ER Cylindrical O.D. Bearing Insert - Setscrew Locking

N

E

P

J

H
M

D

G

K

L ARADIUS

O

Duty: Standard

Rolling Elements: Ball

Housing: Cylindrical OD Insert

Lock: Setscrew

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Relube: Relube Through Outer  
Ring Groove

Bearing Selection
Page G-3

Nomenclature Aid
Page G-100

Features & Benefits
Page G-101

Product Options
Page G-103

Technical Engineering
Page G-220

Outside diameter may be oversized due to seal press fit. 

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.



G-108

Performance Cylindrical OD Bearings (ER) Performance Cylindrical OD Bearings (ER) ®

M
td

. B
a

ll
 

B
e

a
ri

n
g

s

Duty: Standard

Rolling Elements: Ball

Housing: Cylindrical OD Insert

Lock: SKWEZLOC Locking Collar

Seal: Felt

Optional Seal: Contact

Temperature: -20° to 220°F

Relube: Relube Through Outer  
Ring Groove

ER-T Cylindrical O.D. Bearing - SKWEZLOC Locking Collar - Inch

ER-T Cylindrical O.D. Bearing - SKWEZLOC Locking Collar - Metric - SKWEZTM

RADIUS
LP A

K

N

TH
D

J

O
E

M

Bearing Selection
Page G-3

Nomenclature Aid
Page G-100

Features & Benefits
Page G-101

Product Options
Page G-103

Technical Engineering
Page G-220

Bore 
Diameter Bearing  

Insert No.

Basic 
Dynamic 
Rating                   

lb/N

Dimensions inch / mm
Max. Rad. 
To Clear

Unit Wt.  
lb/kgA D E H J K L M N O P Tinch

 3/4 ER-12T 2611 1.8504  7/8  5/8  3/64 1 9/32  31/64 1 3/4 1 3/16 1 5/8 .094 2 1/16  1/8 .04 .56
11614 47.0 19.8 15.9 1.2 32.5 12.3 44.5 30.2 41.3 2.39 52.4 3.2 1.02 .25

1 ER-16T 2801 2.0472  59/64  3/4  3/64 1 7/16  39/64 1 15/16 1 3/8 1 27/32 .135 2 17/64  13/64 .04 .68
12459 52.0 22.1 19.1 1.2 36.5 15.5 49.2 34.9 46.8 3.43 57.5 5.2 1.02 .31

1 1/8 ER-18T 4381
19487

2.4409
62.0

 15/16
23.8

 7/8 
22.2

 1/16
1.6

1 9/16
39.7

 11/16
17.5

2 3/16
55.6

1 19/32
40.5

2 5/32
54.8

.188
4.78

2 21/32
67.5

 7/32
5.6

.04
1.02

.93

.42
1 3/16 ER-19T
1 1/4 ER-20RT

1 1/4 ER-20T 5782 2.8346 1 1/16  15/16  1/16 1 3/4  3/4 2 7/16 1 55/64 2 17/32 .219 3 5/64  7/32 .04 1.37
25718 72.0 27.0 23.8 1.6 44.5 19.1 61.9 47.2 64.3 5.56 78.2 5.6 1.02 .62

1 3/8 ER-22T 5782 2.8346 1 1/16  15/16  1/16 1 3/4  3/4 2 9/16 1 55/64 2 17/32 .219 3 5/64  7/32 .04 1.37
1 7/16 ER-23T 25718 72.0 27.0 23.8 1.6 44.5 19.1 65.1 47.2 64.3 5.56 78.2 5.6 1.02 .62

1 1/2 ER-24T 7340 3.1496 1 1/4 1 3/32  1/16 2  29/32 2 11/16 2 1/16 2 53/64 .203 3 13/32  1/4 .06 2.00
32648 80.0 31.8 27.8 1.6 50.8 23.0 68.3 52.4 71.8 5.16 86.5 6.4 1.57 .91

1 5/8 ER-26T 7901 3.3465 1 1/4 1 3/32  1/16 2  29/32 2 13/16 2 19/64 3 1/32 .203 3 19/32  1/4 .06 2.31
35144 85.0 31.8 27.8 1.6 50.8 23.0 71.4 58.3 77.0 5.16 91.3 6.4 1.57 1.05

1 11/16 ER-27T 7901 3.3465 1 1/4 1 3/32  1/16 2  29/32 2 15/16 2 19/64 3 1/32 .203 3 19/32  1/4 .06 2.31
1 3/4 ER-28T 35144 85.0 31.8 27.8 1.6 50.8 23.0 74.6 58.3 77.0 5.16 91.3 6.4 1.57 1.05

1 15/16 ER-31T 7889 3.5433 1 11/32 1 1/8  3/32 2 3/32  29/32 3 3/8 2 15/32 3 7/32 .188 3 25/32  19/64 .06 2.43
35090 90.0 34.1 28.6 2.4 53.2 23.0 85.7 62.7 81.8 4.78 96.0 7.5 1.57 1.10

2 ER-32T 9752 3.9370 1 3/8 1 3/16  3/32 2 1/4  31/32 3 1/2 2 23/32 3 9/16 .281 4 3/16  19/64 .08 3.00
43377 100.0 34.9 30.2 2.4 57.2 24.6 88.9 69.1 90.5 7.14 106.4 7.5 2.03 1.36

2 3/16 ER-35T 9752 3.9370 1 3/8 1 3/16  3/32 2 1/4  31/32 3 5/8 2 23/32 3 9/16 .281 4 3/16  19/64 .08 3.00
43377 100.0 34.9 30.2 2.4 57.2 24.6 92.1 69.1 90.5 7.14 106.4 7.5 2.03 1.36

2 1/4 ER-36T 11789 4.3307 1 5/8 1 1/4  3/32 2 5/8 1 1/32 4 1/16 2 63/64 3 29/32 .375 4 37/64  19/64 .08 4.00
52437 110.0 41.3 31.8 2.4 66.7 26.2 103.2 75.8 99.2 9.53 116.3 7.5 2.03 1.81

2 3/8 ER-38T 11789 4.3307 1 5/8 1 1/4  3/32 2 5/8 1 1/32 4 1/8 2 63/64 3 29/32 .375 4 37/64  19/64 .08 4.00
2 7/16 ER-39T 52437 110.0 41.3 31.8 2.4 66.7 26.2 104.8 75.8 99.2 9.53 116.3 7.5 2.03 1.81

Bore 
Diameter Bearing  

Insert No.

Basic 
Dynamic 
Rating                   

N/lb

Dimensions mm / inch
Max. Rad. 
To Clear

Unit Wt. 
kg/lbA D E L H J K M N O P Tmm

20 ER-204TMC 11614 47.0 19.8 15.9 44.5 1.2 32.5 12.3 30.2 41.3 2.39 52.4 3.2 1.02 .25
2611 1.8504  7/8  5/8 1 3/4  3/64 1 9/32  31/64 1 3/16 1 5/8 .094 2 1/16  1/8 .04 .56

25 ER-205TMC 12459 52.0 22.1 19.1 49.2 1.2 36.5 15.5 34.9 46.8 3.43 57.5 5.2 1.02 .31
2801 2.0472  59/64  3/4 1 15/16  3/64 1 7/16  39/64 1 3/8 1 27/32 .135 2 17/64  13/64 .04 .68

30 ER-206TMC 19487 62.0 23.8 22.2 55.6 1.6 39.7 17.5 40.5 54.8 4.75 67.5 5.6 1.02 .42
4381 2.4409  15/16  7/8 2 3/16  1/16 1 9/16  11/16 1 19/32 2 5/32 .187 2 21/32  7/32 .04 .93

35 ER-207TMC 25718 72.0 27.0 23.8 65.1 1.6 44.5 19.1 47.2 64.3 5.56 78.2 5.6 1.02 .62
5782 2.8346 1 1/16  15/16 2 9/16  1/16 1 3/4  3/4 1 55/64 2 17/32 .219 3 5/64  7/32 .04 1.37

40 ER-208TMC 32648 80.0 31.8 27.8 68.3 1.6 50.8 23.0 52.4 71.8 4.76 86.5 6.4 1.57 .91
7340 3.1496 1 1/4 1 3/32 2 11/16  1/16 2  29/32 2 1/16 2 53/64 .188 3 13/32  1/4 .06 2.00

45 ER-209TMC 35144 85.0 31.8 27.8 74.6 1.6 50.8 23.0 58.3 77.0 4.76 91.3 6.4 1.57 1.05
7901 3.3465 1 1/4 1 3/32 2 15/16  1/16 2  29/32 2 19/64 3 1/32 .188 3 19/32  1/4 .06 2.31

50 ER-210TMC 35090 90.0 34.1 28.6 85.7 2.4 53.2 23.0 62.7 81.8 4.78 96.0 7.5 1.57 1.10
7889 3.5433 1 11/32 1 1/8 3 3/8  3/32 2 3/32  29/32 2 15/32 3 7/32 .188 3 25/32  19/64 .06 2.43

55 ER-211TMC 43377 100.0 34.9 30.2 92.1 2.4 57.2 24.6 69.1 90.5 7.14 106.4 7.5 2.03 1.36
9752 3.9370 1 3/8 1 3/16 3 5/8  3/32 2 1/4  31/32 2 23/32 3 9/16 .281 4 3/16  19/64 .08 3.00

60 ER-212TMC 52437 110.0 41.3 31.8 104.8 2.4 66.7 26.2 75.8 99.2 9.53 116.3 7.5 2.03 1.81
11789 4.3307 1 5/8 1 1/4 4 1/8  3/32 2 5/8 1 1/32 2 63/64 3 29/32 .375 4 37/64  19/64 .08 4.00

For Housing fit guidelines see page G-259. For Replacement Lock Collar see page G-98.
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G-109

® Material Handling Bearings Material Handling Bearings

Sealmaster Material Handling Mounted  
Ball Bearings
Sealmaster material handling mounted ball bearings feature cast iron housings, an extended inner race insert 
bearing with ball riding nylon retainer.  The insert features a rivet to prevent outer ring rotation and is available with 
setscrew or SKWEZLOC® concentric locking collar and optional snap on end cover. The contact seal, with black oxide 
treated flinger provides a good balance between contaminant resistance, grease loss and friction.  Depending on 
your preference, these bearings are available in common unit material handling industry bore sizes and housing 
configurations as illustrated on the pages to follow. 

Nylon Retainer

Grade 10 
Balls

Contact Seal 
and Flinger

Wide Zone 
Hardened 
Inner Ring

Anti-Rotation 
Rivet

Solid Cast 
Iron Base

Plug
*optional grease 

fitting in box

Contact Seal & 
Flinger

Riveted 
Nameplate

Optional End Cap
order separately

Diamond Fauceted 
Setscrews  

120° Position
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G-113

® Material Handling Bearings Material Handling Bearings

NPMH Series Standard Duty Pillow Block - Setscrew Locking

B

G

A

H

D

L

K
J

C

P

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

Bore 
Diameter Part No. Bearing 

Insert No.
Optional 
End Cap*

Basic 
Dynamic 
Rating  

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B

C
D G H J K L Pinch Min. Max.

1 NPMH-16 MH-16 ECC-16
2801
12459

1 7/16
36.5

5 1/2 
139.7

3 7/8 
98.4

4 3/8 
111.1

1 1/2 
38.1

 1/2 
12.7

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

1 11/16 
42.9

 3/8 
2.0
.91

1 3/16 NPMH-19 MH-19
ECC-19

4381
19487

1 11/16
42.9

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 9/16
14.3

3 3/8 
85.7

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

1 3/4
44.5

 1/2 
3.6
1.621 1/4 NPMH-20R MH-20R

1 1/4 NPMH-20 MH-20
ECC-23

5782
25718

1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 5/8 
15.9

3 3/4 
95.3

1 11/16
42.9

1 
25.4

1 55/64
47.2

1 7/8
47.6

 1/2 
4.4
1.981 7/16 NPMH-23 MH-23

1 1/2 NPMH-24 MH-24 ECC-24
7340
32648

1 15/16
49.2

7 1/4 
184.2

4 7/8 
123.8

5 7/8 
149.2

2 1/8 
54.0

 11/16
17.5

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

2 1/16 
52.4

 1/2 
5.4
2.45

1 11/16 NPMH-27 MH-27 ECC-27
7901
35144

2 1/8 
54.0

7 1/2 
190.5

5 7/16
138.1

6 1/16
154.0

2 1/8 
54.0

 11/16
17.5

4 1/4 
108.0

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

2 1/6 
52.4

 1/2 
6.1
2.75

1 15/16 NPMH-31 MH-31 ECC-31
7889
35090

2 1/4 
57.2

8 1/8 
206.4

6 
152.4

6 1/2 
165.1

2 3/8 
60.3

 3/4 
19.1

4 9/16
115.9

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

2 1/16
52.4

 5/8 
7.4
3.34

2 NPMH-32 MH-32
ECC-35

9752
43377

2 1/2 
63.5

8 5/8 
219.1

6 1/2 
165.1

7 
177.8

2 3/8 
60.3

 11/16
17.5

4 15/16
125.4

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1

2 15/64
56.8

 5/8 
9.4
4.242 3/16 NPMH-35 MH-35

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-110

Features & Benefits
Page G-111

Technical Engineering
Page G-220



M
td

. B
a

ll
 

B
e

a
ri

n
g

s
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Material Handling Bearings Material Handling Bearings ®

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Skwezloc Locking Collar

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

NPMH-T Series Standard Duty Pillow Block - Skwezloc Locking Collar

A

B
D

G

H

J
K

L

C

P

Bore 
Diameter Part No. Bearing 

Insert No.
Optional 
End Cap*

Basic 
Dynamic 
Rating  

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B
C

D G H J K L Pinch Min. Max.

1 NPMH-16T MH-16T ECC-16
2801
12459

1 7/16
36.5

5 1/2 
139.7

3 7/8 
98.4

4 3/8 
111.1

1 1/2 
38.1

1/2 
12.7

2 13/16
71.4

1 7/16
36.5

 7/8 
22.2

1 15/16
49.2

1 11/16 
42.9

 3/8 
2.1
.96

1 3/16 NPMH-19T MH-19T ECC-19 4381
19487

1 11/16
42.9

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 9/16
14.3

3 3/8 
85.7

1 9/16
39.7

 15/16
23.8

2 3/16
55.6

1 3/4
44.5

 1/2 
3.8
1.701 1/4 NPMH-20RT MH-20RT ECC-19

1 1/4 NPMH-20T MH-20T ECC-23
5782
25718

1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

5/8 
15.9

3 3/4 
95.3

1 3/4 
44.5

1 1/16
27.0

2 7/16
61.9

1 7/8
47.6

 1/2 
4.6
2.08

1 7/16 NPMH-23T MH-23T ECC-23
5782
25718

1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

5/8 
15.9

3 3/4 
95.3

1 3/4 
44.5

1 1/16
27.0

2 9/16
65.1

1 7/8
47.6

 1/2 
4.5
2.02

1 1/2 NPMH-24T MH-24T ECC-24
7340
32648

1 15/16
49.2

7 1/4 
184.2

4 7/8 
123.8

5 7/8 
149.2

2 1/8 
54.0

11/16
17.5

3 15/16
100.0

2 
50.8

1 1/4 
31.8

2 11/16
68.3

2 1/6 
52.4

 1/2 
5.7
2.57

1 11/16 NPMH-27T MH-27T ECC-27
7901
35144

2 1/8 
54.0

7 1/2 
190.5

5 7/16
138.1

6 1/16
154.0

2 1/8 
54.0

11/16
17.5

4 1/4 
108.0

2 
50.8

1 1/4 
31.8

2 15/16
74.6

2 1/16 
52.4

 1/2 
6.4
2.88

1 15/16 NPMH-31T MH-31T ECC-31
7889
35090

2 1/4 
57.2

8 1/8 
206.4

6 
152.4

6 1/2 
165.1

2 3/8 
60.3

3/4 
19.1

4 9/16
115.9

2 3/32
53.2

1 11/32
34.1

3 3/8 
85.7

2 1/16
52.4

 5/8 
8.0
3.62

2 NPMH-32T MH-32T ECC-35
9752
43377

2 1/2 
63.5

8 5/8 
219.1

6 1/2 
165.1

7 
177.8

2 3/8 
60.3

11/16
17.5

4 15/16
125.4

2 1/4 
57.2

1 3/8 
34.9

3 1/2 
88.9

2 15/64
56.8

 5/8 
9.9
4.50

2 3/16 NPMH-35T MH-35T ECC-35
9752
43377

2 1/2 
63.5

8 5/8 
219.1

6 1/2 
165.1

7 
177.8

2 3/8 
60.3

11/16
17.5

4 15/16
125.4

2 1/4 
57.2

1 3/8 
34.9

3 5/8 
92.1

2 15/64
56.8

 5/8 
9.6
4.37

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.
For Replacement Lock Collar see page G-98.
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G-115

® Material Handling Bearings Material Handling Bearings

TBMH Series Tapped Base Pillow Block - Setscrew Locking

  
TAPPED BASE HOLES

B

A 

H L

D

K
J

N 

C

P

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Tapped Base

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

Bore 
Diameter Part No. Bearing 

Insert No.
Optional 
End Cap*

Basic 
Dynamic 
Rating  

lb/N

Dimensions inch / mm
Bolt 

UNC-2B 
Thread

Unit 
Wt.  

lb/kgA B C D H J K L P
N

Min. Tap 
Depthinch

1 TBMH-16 MH-16 ECC-16
2801
12459

1 7/16
36.5

3 
76.2

2 
50.8

1 1/2 
38.1

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

1 3/4 
44.5

 1/2 
12.7

3/8-16
1.6
.72

1 3/16 TBMH-19 MH-19
ECC-19

4381
19487

1 3/4 
44.5

4 
101.6

3 
76.2

1 1/2 
38.1

3 13/32
86.5

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

1 49/64
44.8

 5/8 
15.9

7/16-14
2.9
1.301 1/4 TBMH-20R MH-20R

1 1/4 TBMH-20 MH-20 ECC-23 5782
25718

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 11/16
42.9

1 
25.4

1 55/64
47.2

1 7/8
47.6

 3/4 
19.1

1/2-13
3.9
1.751 7/16 TBMH-23 MH-23 ECC-23

1 1/2 TBMH-24 MH-24 ECC-24
7340
32648

1 15/16
49.2

4 5/8 
117.5

3 1/2 
88.9

1 7/8 
47.6

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

2 3/32
53.2

 3/4 
19.1

1/2-13
4.6
2.10

1 11/16 TBMH-27 MH-27 ECC-27
7901
35144

2 1/8 
54.0

5 
127.0

3 3/4 
95.3

2 
50.8

4 1/4 
108.0

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

2 5/32
54.8

 3/4 
19.1

1/2-13
5.7
2.57

1 15/16 TBMH-31 MH-31 ECC-31
7889
35090

2 1/4 
57.2

5 1/2 
139.7

4 
101.6

2 
50.8

4 5/8 
117.5

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

2 1/8 
53.9

 7/8 
22.2

5/8-11
6.7
3.05

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-116

Material Handling Bearings Material Handling Bearings ®

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Tapped Base

Self Alignment: +/- 1.5 Degrees

Lock: Skwezloc Locking Collar

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

TBMH-T Series Tapped Base Pillow Block - Skwezloc Locking Collar

  B

A 

H

D

N 

C

L

K J

TAPPED 
BASE HOLES

P

Bore 
Diameter Part No. Bearing 

Insert No.
Optional 
End Cap*

Basic 
Dynamic 
Rating  

lb/N

Dimensions inch / mm
Bolt 

UNC-2B 
Thread

Unit Wt.  
lb/kgA B C D H J K L P

N
Min. Tap 

Depthinch

1 TBMH-16T MH-16T ECC-16
2801
12459

1 7/16
36.5

3 
76.2

2 
50.8

1 1/2 
38.1

2 13/16
71.4

1 7/16
36.5

 7/8 
22.2

1 15/16
49.2

1 3/4 
44.5

 1/2 
12.7

3/8-16
1.7
.78

1 3/16 TBMH-19T MH-19T
ECC-19

4381
19487

1 3/4 
44.5

4 
101.6

3 
76.2

1 1/2 
38.1

3 13/32
86.5

1 9/16
39.7

 15/16
23.8

2 3/16
55.6

1 49/64
44.8

 5/8 
15.9

7/16-14
3.0
1.37

1 1/4 TBMH-20RT MH-20RT

1 1/4 TBMH-20T MH-20T ECC-23
5782
25718

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 3/4 
44.5

1 1/16
27.0

2 7/16
61.9

1 7/8
47.6

 3/4 
19.1

1/2-13
4.1
1.85

1 7/16 TBMH-23T MH-23T ECC-23
5782
25718

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 3/4 
44.5

1 1/16
27.0

2 9/16
65.1

1 7/8
47.6

 3/4 
19.1

1/2-13
3.9
1.79

1 1/2 TBMH-24T MH-24T ECC-24
7340
32648

1 15/16
49.2

4 5/8 
117.5

3 1/2 
88.9

1 7/8 
47.6

3 15/16
100.0

2 
50.8

1 1/4 
31.8

2 11/16
68.3

2 3/32
53.2

 3/4 
19.1

1/2-13
4.9
2.22

1 11/16 TBMH-27T MH-27T ECC-27
7901
35144

2 1/8 
54.0

5 
127.0

3 3/4 
95.3

2 
50.8

4 1/4 
108.0

2 
50.8

1 1/4 
31.8

2 15/16
74.6

2 5/32
54.8

 3/4 
19.1

1/2-13
6.0
2.70

1 15/16 TBMH-31T MH-31T ECC-31
7889
35090

2 1/4 
57.2

5 1/2 
139.7

4 
101.6

2 
50.8

4 5/8 
117.5

2 3/32
53.2

1 11/32
34.1

3 3/8 
85.7

2 1/8 
53.9

 7/8 
22.2

5/8-11
7.3
3.32

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.
For Replacement Lock Collar see page G-98.
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G-117

® Material Handling Bearings Material Handling Bearings

SFMH Series Standard Duty 4-Bolt Flange - Setscrew Locking

LM 

P

N

D

H

B
A

G

T

J
Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Optional 
End Cap*

Basic 
Dynamic 
Rating  

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B D G H J L M N P Tinch

1 SFMH-16 MH-16 ECC-16 2801
12459

3 3/4 
95.3

2 3/4 
69.9

1 1/32
26.2

 17/32
13.5

1 7/16
36.5

1 3/8
34.9

1 3/8
34.9

2 23/32
69.1

 9/16
14.3

2 19/64
58.3

2 3/8 
60.3  7/16 1.9

.87

1 3/16 SFMH-19 MH-19
ECC-19 4381

19487
4 1/4 
108.0

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 9/16
39.7

1 1/2 1 19/32
40.5

3 7/32
81.8

 5/8 
15.9

2 27/64
61.5

2 7/8 
73.0 7/16 2.7

1.231 1/4R SFMH-20R MH-20R 38.1

1 1/4 SFMH-20 MH-20 ECC-23 5782
25718

4 5/8 
117.5

3 5/8 
92.1

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

3 23/32
94.5

 11/16
17.5

2 43/64
67.8

3 5/16
84.1 1/2 3.7

1.681 7/16 SFMH-23 MH-23 ECC-23

1 1/2 SFMH-24 MH-24 ECC-24 7340
32648

5 1/8 
130.2

4 
101.6

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

4 5/64
103.6

 3/4 
19.1

2 15/16
74.6

3 1/2 
88.9  1/2 4.8

2.18

1 11/16 SFMH-27 MH-27 ECC-27 7901
35144

5 3/8 
136.5

4 1/8 
104.8

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

2 19/64
58.3

4 21/64
109.9

 3/4 
19.1

3 
76.2

3 3/8 
85.7 1/2 5.4

2.43

1 15/16 SFMH-31 MH-31 ECC-31 7889
35090

5 5/8 
142.9

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

4 33/64
114.7

 3/4 
19.1

2 63/64
75.8

4 
101.6  9/16 5.7

2.60

2 SFMH-32 MH-32 ECC-35 9752
43377

6 3/8 
161.9

5 1/8 
130.2

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

2 23/32
69.1

5 3/16
131.8

 7/8 
22.2

3 23/64
85.3

4 1/4 
108.0  5/8 9.9

4.482 3/16 SFMH-35 MH-35 ECC-35

2 7/16 SFMH-39 MH-39 ECC-39 11789
52437

6 7/8 
174.6

5 5/8 
142.9

1 15/16
49.2

 13/16
20.6

2 11/16
68.3

2 34/61
65.0

2 63/64
75.8

5 7/16
138.1

1 
25.4

3 45/64
94.1

4 1/4 
108.0  5/8 10.6

4.80

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-118

Material Handling Bearings Material Handling Bearings ®

SFMH-T Series Standard Duty 4-Bolt Flange - Skwezloc Locking Collar

B
A

LM

G
D

N
J
H

T

PDuty: Standard

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Skwezloc

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

Bore 
Diameter Part No. Bearing 

Insert No.
Optional 
End Cap*

Basic 
Dynamic 
Rating  

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B D G H J L M N P Tinch

1 SFMH-16T MH-16T ECC-16
2801
12459

3 3/4 
95.3

2 3/4 
69.9

1 1/32
26.2

 17/32
13.5

1 1/2 
38.1

1 7/16
36.5

1 15/16
49.2

2 23/32
69.1

 9/16
14.3

2 19/64
58.3

2 3/8 
60.3

 7/16
2.0
.92

1 3/16 SFMH-19T MH-19T
ECC-19

4381
19487

4 1/4 
108.0

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 5/8 
41.3

1 9/16
39.7

2 3/16
55.6

3 7/32
81.8

 5/8 
15.9

2 27/64
61.5

2 7/8 
73.0

7/16
2.9
1.311 1/4R SFMH-20RT MH-20RT

1 1/4 SFMH-20T MH-20T ECC-23
5782
25718

4 5/8 
117.5

3 5/8 
92.1

1 11/32
34.1

 9/16
14.3

1 13/16
46.0

1 3/4 
44.5

2 7/16
61.9

3 23/32
94.5

 11/16
17.5

2 43/64
67.8

3 5/16
84.1

1/2
3.9
1.78

1 7/16 SFMH-23T MH-23T ECC-23
5782
25718

4 5/8 
117.5

3 5/8 
92.1

1 11/32
34.1

 9/16
14.3

1 13/16
46.0

1 3/4 
44.5

2 9/16
65.1

3 23/32
94.5

 11/16
17.5

2 11/16
68.3

3 5/16
84.1

 9/16
3.8
1.72

1 1/2 SFMH-24T MH-24T ECC-24
7340
32648

5 1/8 
130.2

4 
101.6

1 1/2 
38.1

 9/16
14.3

2 5/64
52.8

2 
50.8

2 11/16
68.3

4 5/64
103.6

 3/4 
19.1

2 15/16
74.6

3 1/2 
88.9

 1/2 
5.1
2.30

1 11/16 SFMH-27T MH-27T ECC-27
7901
35144

5 3/8 
136.5

4 1/8 
104.8

1 9/16
39.7

 9/16
14.3

2 7/64
53.6

2 
50.8

2 15/16
74.6

4 21/64
109.9

 3/4 
19.1

3 
76.2

3 7/8 
98.4

 1/2 
5.7
2.56

1 15/16 SFMH-31T MH-31T ECC-31
7889
35090

5 5/8 
142.9

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 7/32
56.4

2 3/32
53.2

3 3/8 
85.7

4 33/64
114.7

 3/4 
19.1

2 63/64
75.8

4 
101.6

 9/16
6.3
2.88

2 SFMH-32T MH-32T ECC-35
9752
43377

6 3/8 
161.9

5 1/8 
130.2

1 3/4 
44.5

 13/16
20.6

2 3/8 
60.3

2 3/32
53.2

3 1/2 
88.9

5 3/16
131.8

 7/8 
22.2

3 23/64 
85.3

4 1/4 
108.0

 5/8 
10.5
4.74

2 3/16 SFMH-35T MH-35T ECC-35
9752
43377

6 3/8 
161.9

5 1/8 
130.2

1 3/4 
44.5

 13/16
20.6

2 3/8 
60.3

2 1/4 
57.2

3 5/8 
92.1

5 3/16
131.8

 7/8 
22.2

3 23/64 
85.3

4 1/4 
108.0

 5/8 
10.9
4.94

2 7/16 SFMH-39T MH-39T ECC-39
11789
52437

6 7/8 
174.6

5 5/8 
142.9

1 15/16
49.2

 13/16
20.6

2 11/16
68.3

2 34/61
65.0

4 1/8 
104.8

1 
25.4

5 7/16
138.1

3 45/64
94.1

4 1/4 
108.0

 5/8 
11.7
5.32

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.
For Replacement Lock Collar see page G-98.
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G-119

® Material Handling Bearings Material Handling Bearings

SFTMH Series Standard Duty 2-Bolt Flange - Setscrew Locking

A
B J

N

H

D

LC

G

T

45°

P
Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

Bore 
Diameter Part No. Bearing 

Insert No.
Optional 
End Cap*

Basic 
Dynamic 
Rating  

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D G H J L N P Tinch

1 SFTMH-16 MH-16 ECC-16
2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

1 1/32
26.2

 17/32
13.5

1 7/16
36.5

1 3/8 
34.9

1 3/8 
34.9

 9/16
14.3

2 19/64
58.3

2 3/8 
60.3

 7/16
1.4
.61

1 3/16 SFTMH-19 MH-19
ECC-19

4381
19487

5 9/16
141.3

4 19/32
116.7

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

 5/8 
15.9

2 27/64
61.5

2 7/8 
73.0

 7/16
2.0
0.921 1/4R SFTMH-20R MH-20R

1 1/4 SFTMH-20 MH-20
ECC-23

5782
25718

6 1/8 
155.6

5 1/8 
130.2

3 3/4 
95.3

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

2 43/64
67.8

3 5/16
84.1

 1/2 
3.2
1.451 7/16 SFTMH-23 MH-23

1 1/2 SFTMH-24 MH-24 ECC-24
7340
32648

6 3/4 
171.5

5 21/32
143.7

4 1/8 
104.8

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

2 15/16
74.6

3 1/2 
88.9

 1/2 
3.9
1.79

1 11/16 SFTMH-27 MH-27 ECC-27
7901
35144

7 1/16
179.4

5 27/32
148.4

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

2 19/64
58.3

 3/4 
19.1

3 
76.2

3 7/8 
98.4

 9/16
4.4
2.00

1 15/16 SFTMH-31 MH-31 ECC-31
7889
35090

7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

 3/4 
19.1

2 63/64
75.8

4 
101.6

 5/8 
4.7
2.12

2 SFTMH-32 MH-32
ECC-35

9752
43377

8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

2 23/32
69.1

 7/8 
22.2

3 5/32 
80.2

4 1/4 
108.0

 5/8 
7.7
3.512 3/16 SFTMH-35 MH-35

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-120

Material Handling Bearings Material Handling Bearings ®

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Skwezloc Locking Collar

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

SFTMH-T Series Standard Duty 2-Bolt Flange - Skwezloc Locking Collar

B
A

J
N

H

D

LC

G

T

45°

P

Bore 
Diameter Part No. Bearing 

Insert No.
Optional 
End Cap*

Basic 
Dynamic 
Rating  

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D G H J L N P Tinch

1 SFTMH-16T MH-16T ECC-16
2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

1 1/32
26.2

 17/32
13.5

1 1/2 
38.1

1 7/16
36.5

1 15/16
49.2

 9/16
14.3

2 19/64
58.3

2 3/8 
60.3

 7/16
1.5
.67

1 3/16 SFTMH-19T MH-19T
ECC-19

4381
19487

5 9/16
141.3

4 19/32
116.7

3 1/4 
82.6

1 11/64
29.8

 17/32
13.5

1 5/8 
41.3

1 9/16
39.7

2 3/16
55.6

 5/8 
15.9

2 27/64
61.5

2 7/8 
73.0

 7/16
2.2
.991 1/4R SFTMH-20RT MH-20RT

1 1/4 SFTMH-20T MH-20T ECC-23
5782
25718

6 1/8 
155.6

5 1/8 
130.2

3 3/4 
95.3

1 11/32
34.1

 9/16
14.3

1 13/16
46.0

1 3/4 
44.5

2 7/16
61.9

 11/16
17.5

2 43/64
67.8

3 5/16
84.1

 1/2 
3.5
1.58

1 7/16 SFTMH-23T MH-23T ECC-23
5782
25718

6 1/8 
155.6

5 1/8 
130.2

3 3/4 
95.3

1 11/32
34.1

 9/16
14.3

1 13/16
46.0

1 3/4 
44.5

2 9/16
65.1

 11/16
17.5

2 43/64
67.8

3 5/16
84.1

 1/2 
3.3
1.49

1 1/2 SFTMH-24T MH-24T ECC-24
7340
32648

6 3/4 
171.5

5 21/32
143.7

4 1/8 
104.8

1 1/2 
38.1

 9/16
14.3

2 5/64
52.8

2 
50.8

2 11/16
68.3

 3/4 
19.1

2 15/16
74.6

3 1/2 
88.9

 1/2 
4.2
1.91

1 11/16 SFTMH-27T MH-27T ECC-27
7901
35144

7 1/16
179.4

5 27/32
148.4

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 7/64
53.6

2 
50.8

2 15/16
74.6

 3/4 
19.1

3 
76.2

3 7/8 
98.4

 9/16
4.7
2.14

1 15/16 SFTMH-31T MH-31T ECC-31
7889
35090

7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 9/16
39.7

 9/16
14.3

2 7/32
56.4

2 3/32
53.2

3 3/8 
85.7

 3/4 
19.1

2 63/64
75.8

4 
101.6

 5/8 
5.3
2.39

2 SFTMH-32T MH-32T ECC-35
9752
43377

8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 3/4 
44.5

 13/16
20.6

2 3/8 
60.3

2 3/32
53.2

3 1/2 
88.9

 7/8 
22.2

3 5/32
80.2

4 1/4 
108.0

 5/8 
8.3
3.77

2 3/16 SFTMH-35T MH-35T ECC-35
9752
43377

8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 3/4 
44.5

 13/16
20.6

2 3/8 
60.3

2 1/4 
57.2

3 5/8 
92.1

 7/8 
22.2

3 5/32 
80.2

4 1/4 
108.0

 5/8 
8.1
3.66

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.
For Replacement Lock Collar see page G-98.
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G-121

® Material Handling Bearings Material Handling Bearings

FBMH Series Standard Duty Flange Bracket - Setscrew Locking

E

F

D

A

45°
M

L

G

H
J

N

B
C

P
RDuty: Standard

Rolling Elements: Ball

Housing: Cast Iron Flange Bracket

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Optional 
End Cap*

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B C D E F G H J L M N P Rinch

1 FBMH-16 MH-16 ECC-16
2801
12459

3 3/8 
85.7

2 1/2 
63.5

1 5/8 
41.3

1 13/16
46.0

4 3/4 
120.7

1 1/8 
28.6

3/8 
9.5

1 1/2 
38.1

1 3/8 
34.9

1 3/8
34.9

2 3/4 
69.9

 9/16
14.3

2 23/64
59.9

1 3/32
27.8

3/8
1.5
.68

1 3/16 FBMH-19 MH-19
ECC-19

4381
19487

3 3/4 
95.3

2 3/4 
69.9

1 7/8 
47.6

2 1/16
52.4

5 23/64
136.1

1 1/4 
31.8

3/8 
9.5

1 5/8 
41.3

1 1/2 
38.1

1 19/32
40.5

3 7/32
81.8

5/8 
15.9

2 15/32
62.7

1 15/64
31.4

3/8
2.1
0.961 1/4R FBMH-20R MH-20R

1 1/4 FBMH-20 MH-20
ECC-23

5782
25718

4 1/4 
108.0

3 1/4 
82.6

2 
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

1/2 
12.7

1 7/8 
47.6

1 11/16
42.9

1 55/64
47.2

3 3/4 
95.3

11/16
17.5

2 25/32
70.6

1 15/32
37.3

 1/2 
3.6
1.621 7/16 FBMH-23 MH-23

1 15/16 FBMH-31 MH-31 ECC-31
7889
35090

5 3/16
131.8

4 
101.6

2 3/4 
69.9

2 15/16
74.6

7 15/32
189.7

1 5/8 
41.3

1/2 
12.7

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

4 9/16
115.9

3/4 
19.1

2 31/32
75.4

1 35/64
39.3

 1/2 
5.4
2.44

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-122

Material Handling Bearings Material Handling Bearings ®

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Flange Bracket

Self Alignment: +/- 1.5 Degrees

Lock: Skwezloc Locking Collar

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

FBMH-T Series Standard Duty Flange Bracket - Skwezloc Locking Collar

M

D

F
A

L

E

J

G

H
P

N

B
C

45°
R

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Optional 
End 
Cap*

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D E F G H J L M N P Rinch

1 FBMH-16T MH-16T ECC-16
2801
12459

3 3/8 
85.7

2 1/2 
63.5

1 5/8 
41.3

1 13/16
46.0

4 3/4 
120.7

1 1/8 
28.6

 3/8 
9.5

1 9/16
39.7

1 7/16
36.5

1 15/16
49.2

2 3/4 
69.9

 9/16
14.3

2 23/64
59.9

1 3/32
27.8

3/8
1.7
.75

1 3/16 FBMH-19T MH-19T
ECC-19

4381
19487

3 3/4 
95.3

2 3/4 
69.9

1 7/8 
47.6

2 1/16
52.4

5 23/64
136.1

1 1/4 
31.8

 3/8 
9.5

1 11/16
42.9

1 9/16
39.7

2 3/16
55.6

3 7/32
81.8

 5/8 
15.9

2 15/32
62.7

1 15/64
31.4

3/8
2.3
1.041 1/4R FBMH-20RT MH-20RT

1 1/4 FBMH-20T MH-20T ECC-23
5782
25718

4 1/4 
108.0

3 1/4 
82.6

2 
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

 1/2 
12.7

1 15/16
49.2

1 3/4 
44.5

2 7/16
61.9

3 3/4 
95.3

 11/16
17.5

2 25/32
70.6

1 15/32
37.3

1/2 
3.8
1.73

1 7/16 FBMH-23T MH-23T ECC-23
5782
25718

4 1/4 
108.0

3 1/4 
82.6

2 
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

 1/2 
12.7

1 15/16
49.2

1 3/4 
44.5

2 9/16
65.1

3 3/4 
95.3

 11/16
17.5

2 25/32
70.6

1 15/32
37.3

1/2 
3.7
1.66

1 15/16 FBMH-31T MH-31T ECC-31
7889
35090

5 3/16
131.8

4 
101.6

2 3/4 
69.9

2 15/16
74.6

7 15/32
189.7

1 5/8 
41.3

 1/2 
12.7

2 7/32
56.4

2 3/32
53.2

3 3/8 
85.7

4 9/16
115.9

 3/4 
19.1

2 31/32
75.4

1 35/64
39.3

1/2 
6.0
2.72

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.
For Replacement Lock Collar see page G-98.
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G-123

® Material Handling Bearings Material Handling Bearings

STMH Series Standard Duty Wide Slot Take Up - Setscrew Locking

C K
JSR

A
D

B

H G F

T

N 

M

L

P

O

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Optional 
End 
Cap*

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.  

lb/kgA B C D F G H 
Core J K L M 

Hub N O P R S Tinch

1 STMH-16 MH-16 ECC-16
2801

12459
2 13/16

71.4
 5/8 
15.9

2 
50.8

3 13/16
96.8

2 
50.8

1 1/4 
31.8

 3/4 
19.1

1 3/8 
34.9

 13/16
20.6

1 3/8
34.9

1 1/2 
38.1

3 
76.2

3 1/2 
88.9

1 23/32
43.7

1 3/8 
34.9

1 7/16
36.5

 17/32
1.9
.88

1 3/16 STMH-19 MH-19
ECC-19

4381
19487

3 7/16
87.3

 5/8 
15.9

2 1/4 
57.2

4 7/16
112.7

2 3/16
55.6

1 7/16
36.5

 7/8 
22.2

1 1/2 
38.1

 7/16
11.1

1 19/32
40.5

1 3/4 
44.5

3 1/2 
88.9

4 
101.6

1 25/32
45.2

1 11/16
42.9

1 7/16
36.5

 17/32
3.1

1.411 1/4R STMH-20R MH-20R

1 1/4 STMH-20 MH-20
ECC-23

5782
25718

3 15/16
100.0

 5/8 
15.9

2 1/2 
63.5

5 1/16
128.6

2 1/2 
63.5

1 7/16
36.5

 7/8 
22.2

1 11/16
42.9

1 
25.4

1 55/64
47.2

1 3/4 
44.5

3 1/2 
88.9

4 
101.6

1 55/64
47.2

2 
50.8

1 15/16
49.2

 17/32
3.9

1.771 7/16 STMH-23 MH-23

1 1/2 STMH-24 MH-24 ECC-24
7340

32648
4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

1 5/16
33.3

1 3/16
30.2

2 1/16
52.4

2 1/8 
54.0

4 
101.6

4 1/2 
114.3

1 63/64 
50.4

2 3/16
55.6

2 1/8 
54.0

 11/16
3.8

1.71

1 11/16 STMH-27 MH-27 ECC-27
7901

35144
4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

1 5/16
33.3

1 3/16
30.2

2 19/64
58.3

2 3/16
55.6

4 
101.6

4 5/8 
117.5

2 1/16
52.4

2 1/4 
57.2

2 1/16
52.4

 11/16
5.8

2.65

1 15/16 STMH-31 MH-31 ECC-31
7889

35090
4 1/2 
114.3

 3/4 
19.1

3 3/8 
85.7

5 7/8 
149.2

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

2 3/16
55.6

4 
101.6

4 5/8 
117.5

2 1/16
52.4

2 5/16
58.7

2 3/16
55.6

 11/16
5.8

2.64

2 STMH-32 MH-32
ECC-35

9752
43377

5 
127.0

1 
25.4

3 3/4 
95.3

6 3/4 
171.5

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1

2 1/4 
57.2

5 1/8 
130.2

5 3/4 
146.1

2 5/16
58.7

2 9/16
65.1

2 7/16
61.9

1 1/16
6.1

2.782 3/16 STMH-35 MH-35

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-124

Material Handling Bearings Material Handling Bearings ®

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 1.5 Degrees

Lock: Skwezloc

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Plugged, Grease Fitting 
Included

STMH-T Series Standard Duty Wide Slot Take Up - Skwezloc Locking Collar

H

A B

C

FG

J
K

M

R S

T

30°

D

NL

P

O

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Optional 
End 
Cap*

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm Unit 
Wt.  

lb/kgA B C D F G H 
Core J K L M 

Hub N O P R S Tinch

1 STMH-16T MH-16T ECC-16
2801

12459
2 13/16

71.4
 5/8 
15.9

2 
50.8

3 13/16
96.8

2 
50.8

1 1/4 
31.8

 3/4 
19.1

1 7/16
36.5

 7/8 
22.2

1 15/16
49.2

1 1/2 
38.1

3 
76.2

3 1/2 
88.9

1 23/32
43.7

1 3/8 
34.9

1 7/16
36.5

17/32
1.9
.88

1 3/16 STMH-19T MH-19T ECC-19 4381
19487

3 7/16
87.3

 5/8 
15.9

2 1/4 
57.2

4 7/16
112.7

2 3/16
55.6

1 7/16
36.5

 7/8 
22.2

1 9/16
39.7

 15/16
23.8

2 3/16
55.6

1 3/4 
44.5

3 1/2 
88.9

4 
101.6

1 25/32
45.2

1 11/16
42.9

1 3/4 
44.5

17/32
3.1

1.411 1/4 STMH-20RT MH-20RT ECC-19

1 1/4 STMH-20T MH-20T ECC-23
5782

25718
3 15/16
100.0

 5/8 
15.9

2 1/2 
63.5

5 1/16
128.6

2 1/2 
63.5

1 7/16
36.5

 7/8 
22.2

1 3/4 
44.5

1 1/16
27.0

2 7/16
61.9

1 3/4 
44.5

3 1/2 
88.9

4 
101.6

1 55/64
47.2

2 
50.8

1 15/16
49.2

17/32
3.9

1.77

1 7/16 STMH-23T MH-23T ECC-23
5782

25718
3 15/16
100.0

 5/8 
15.9

2 1/2 
63.5

5 1/16
128.6

2 1/2 
63.5

1 7/16
36.5

 7/8 
22.2

1 3/4 
44.5

1 1/16
27.0

2 9/16
65.1

1 3/4 
44.5

3 1/2 
88.9

4 
101.6

1 55/64
47.2

2 
50.8

1 15/16
49.2

17/32
3.8

1.71

1 1/2 STMH-24T MH-24T ECC-24
7340

32648
4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 
50.8

1 1/4 
31.8

2 11/16
68.3

2 1/8 
54.0

4 
101.6

4 1/2 
114.3

1 63/64
50.4

2 3/16
55.6

2 1/8 
54.0

11/16
5.8

2.65

1 11/16 STMH-27T MH-27T ECC-27
7901

35144
4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 
50.8

1 1/4 
31.8

2 15/16
74.6

2 3/16
55.6

4 
101.6

4 5/8 
117.5

2 1/16
52.4

2 1/4 
57.2

2 1/16
52.4

11/16
5.8

2.64

1 15/16 STMH-31T MH-31T ECC-31
7889

35090
4 1/2 
114.3

 3/4 
19.1

3 3/8 
85.7

5 7/8 
149.2

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 3/32
53.2

1 11/32
34.1

3 3/8 
85.7

2 3/16
55.6

4 
101.6

4 5/8 
117.5

2 1/16
52.4

2 5/16
58.7

2 3/16
55.6

11/16
6.1

2.78

2 STMH-32T MH-32T ECC-35
9752

43377
5 

127.0
1 

25.4
3 3/4 
95.3

6 3/4 
171.5

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 1/4 
57.2

1 3/8 
34.9

3 1/2 
88.9

2 1/4 
57.2

5 1/8 
130.2

5 3/4 
146.1

2 5/16
58.7

2 9/16
65.1

2 7/16
61.9

1 1/16
9.9

4.50

2 3/16 STMH-35T MH-35T ECC-35
9752

43377
5 

127.0
1 

25.4
3 3/4 
95.3

6 3/4 
171.5

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 1/4 
57.2

1 3/8 
34.9

3 5/8 
92.1

2 1/4 
57.2

5 1/8 
130.2

5 3/4 
146.1

2 5/16
58.7

2 9/16
65.1

2 7/16
61.9

1 1/16
10.4
4.69

*Closed End Cap part number is shown for Open End Cap. See page L-4 in the Accessories section.
For Replacement Lock Collar see page G-98.
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G-125

® Material Handling Bearings Material Handling Bearings

MH Series Standard Duty Insert - Setscrew Locking

RADIUS

LA

J

G
H

E
DDuty: Standard

Rolling Elements: Ball

Lock: Setscrew

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No.

Dimensions inch / mm
Max. Rad. To 

Clear
Setscrew 
Thread

Unit Wt.  
lb/kgA D E G H J Linch

1 MH-16
2.0472
52.0

 13/16
20.6

.591
15.0

 7/32
5.6

 5/32
4.0

1 3/8
34.9

1 3/8
34.9

.040
1.0

1/4-28
.6
.27

1 3/16 MH-19 2.4409
62.0

 7/8 
22.2

 39/55
18.0

 7/32
5.6

 13/64
5.2

1 1/2
38.1

1 19/32
40.5

.040
1.0

1/4-28
.9
.411 1/4 MH-20R

1 1/4 MH-20 2.8346
72.0

1
25.4

.748
19.0

 1/4 
6.4

 15/64
6.0

1 11/16
42.9

1 55/64
47.2

.040
1.0

5/16-24
1.2
.541 7/16 MH-23

1 1/2 MH-24
3.1496
80.0

1 3/16
30.2

.866
22.0

 5/16
7.9

 17/64
6.7

1 15/16
49.2

2 1/16
52.4

.062
1.6

5/16-24
1.5
.68

1 11/16 MH-27
3.3465
85.0

1 3/16
30.2

.866
22.0

 5/16
7.9

 17/64
6.7

1 15/16
49.2

2 19/64
58.3

.062
1.6

5/16-24
1.6
.73

1 15/16 MH-31
3.5433
90.0

1 9/32
32.5

.906
23.0

 3/8 
9.5

 9/32
7.1

2 1/32
51.6

2 15/32
62.7

.062
1.6

3/8-24
1.8
.82

2 MH-32 3.9370
100.0

1 5/16
33.3

.984
25.0

 3/8 
9.5

 5/16
7.9

2 3/16
55.6

2 23/32
69.1

.080
2.0

3/8-24
2.3
1.042 3/16 MH-35

2 7/16 MH-39
4.3303
110.0

1 9/16
39.6

1.060
26.9

7/16
11.1

21/64
8.3

2 9/16
65.0

2 63/64
75.8

.080
2.0

3/8-24
3.14
1.42

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-110

Features & Benefits
Page G-111

Technical Engineering
Page G-220
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G-126

Material Handling Bearings Material Handling Bearings ®

Duty: Standard

Rolling Elements: Ball

Lock: Skwezloc Locking Collar

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

MH-T Series Standard Duty Insert - Skwezloc Locking Collar

M
RADIUS

LA

D
E

H

J

Bore 
Diameter Part No.

Dimensions inch / mm
Max. Rad. To 

Clear
Torx Cap 

Screw
Unit Wt.  

lb/kgA D E H J L Minch

1 MH-16T
2.0472
52.0

 7/8 
22.2

19/32
15.1

 5/32
4.0

1 7/16
36.5

1 15/16
49.2

1 3/8 
34.9

.040
1.0

T-25
.8
.36

1 3/16 MH-19T 2.4409
62.0

 15/16
23.8

45/64
17.9

 13/64
5.2

1 9/16
39.7

2 3/16
55.6

1 19/32
40.5

.040
1.0

T-25
1.1
.501 1/4 MH20RT

1 1/4 MH-20T
2.8346
72.0

1 1/16
27.0

3/4
19.1

 15/64
6.0

1 3/4 
44.5

2 7/16
61.9

1 55/64
47.2

.040
1.0

T-27
1.5
.68

1 7/16 MH-23T
2.8346
72.0

1 1/16
27.0

3/4
19.1

 15/64
6.0

1 3/4 
44.5

2 9/16
65.1

1 55/64 .040
1.0

T-27
1.5
.6847.2

1 1/2 MH-24T
3.1496
80.0

1 1/4 
31.8

7/8
22.2

 17/64
6.7

2 
50.8

2 11/16
68.3

2 1/16
52.4

.062
1.6

T-27
1.8
.82

1 11/16 MH-27T
3.3465
85.0

1 1/4 
31.8

7/8
22.2

 17/64
6.7

2 
50.8

2 15/16
74.6

2 19/64
58.3

.062
1.6

T-27
1.9
.86

1 15/16 MH-31T
3.5433
90.0

1 11/32
34.1

29/32
23.0

 9/32
7.1

2 3/32
53.2

3 3/8 
85.7

2 15/32
62.7

.062
1.6

T-30
2.4
1.09

2 MH-32T
3.9370
90.0

1 3/8 
34.1

63/64
23.0

 5/16
7.1

2 1/4 
53.2

3 1/2 
85.7

2 23/32
62.7

.080
1.6

T-30
2.90
1.09

2 3/16 MH-35T
3.9370
100.0

1 3/8 
34.9

63/64
25.0

 5/16
7.9

2 1/4 
57.2

3 5/8 
92.1

2 23/32
69.1

.080
2.0

T-30
2.9
1.32

2 7/16 MH-39
4.3303
110.0

1 9/16
39.9

1 1/16
26.9

 7/16
11.1

2 9/16
65.0

4 1/8
104.8

2 63/64
75.8

.080
2.0

T-45
3.14
1.42

Bearing Selection
Page G-3

Nomenclature Aid
Page G-110

Features & Benefits
Page G-111

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-98.
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G-127

® Paver Bearings Paver Bearings

Sealmaster Paver Bearings
Paver bearings utilize standard Sealmaster features and improved sealing technology to meet the continuing 
performance needs of industrial paving equipment.  Paver bearings were developed by working closely with OEM’s 
in order to provide reliability and uptime for these severe duty applications.

Land Riding 
Brass Retainer

Grade 10 
Steel Balls

Black Oxided 
Outer Ring

Optional Rotating Shield 
and Ductile End Cap

(not available on all sizes)

High Temperature
Contact Seal

Cast or Ductile 
Iron Housing

High Temperature
Contact Seal

Wide Black Oxide
Zone Hardened 

Inner Race

Optional Rotating Shield 
and Ductile End Cap

(not available on all sizes)

Riveted 
Nameplate

Diamond Faceted 
Setscrews 120° 

Position
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G-130

Paver Bearings Paver Bearings ®

B

H

C

A
G

J
K

L

D

Duty: Varies

Rolling Elements: Ball

Housing: Pillow Block

Lock: Varies

Seal: Varies

PVR x 3xx Pillow Block Assembly
Bore 

Diameter Part No.
Dimensions inch / mm

Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

1 1/8 PVR-1314
1 11/16

42.9
6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 9/16
14.3

3 3/8 
85.7

1 1/2 
38.0

 7/8 
22.2

1 19/32
40.5

 1/2 
3.6
1.63

1 3/4 PVR-1325
2 1/8 
54.0

7 1/2 
190.5

5 7/16
138.1

6 1/16
154.0

2 1/8 
54.0

 11/16
17.5

4 1/4 
108.0

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

 1/2 
6.5
2.95

Popular Paver bearing designs are listed, if you require information on another part number or size please consult Bearing Technical Customer Service.
The basic dimensions as listed are for guidance only, the image shown may not exactly represent the unit, many units have special machining or special casting designs.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-128

Features & Benefits
Page G-129

OEM Substitute Guide
Page G-137

Technical Engineering
Page G-226

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-131

® Paver Bearings Paver Bearings

Duty: Varies

Rolling Elements: Ball

Housing: Tapped Base

Lock: Varies

Seal: Varies

PVR x 4xx Tapped Base Pillow Block Assembly

H

J

C
B

A

D

N 

L

K

TAPPED BASE HOLES

Bore 
Diameter Part No.

Dimensions inch / mm Bolt  
UNC-2B 
Thread

Unit Wt.  
lb/kgA B C D H J K L

N  
Min. Tap 

Depthinch

1 PVR-1416
1 7/16
36.5

3 
76.2

2 
50.8

1 1/2 
38.1

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

 1/2 
12.7

3/8-16
2.0
.91

1 7/16 PVR-1417
1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 11/16
42.9

1 
25.4

1 55/64
47.2

3/4
19.1

1/2-13
4.5
2.04

2 PVR-1450
2 1/4 
57.2

5 
127.0

4 
101.6

2 
50.8

4 5/8 
117.5

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

7/8
22.2

5/8-11
8.0
3.63

Popular Paver bearing designs are listed, if you require information on another part number or size please consult Bearing Technical Customer Service.
The basic dimensions as listed are for guidance only, the image shown may not exactly represent the unit, many units have special machining or special casting designs.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-128

Features & Benefits
Page G-129

OEM Substitute Guide
Page G-137

Technical Engineering
Page G-226
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G-132

Paver Bearings Paver Bearings ®

PVR x 5xx Four Bolt Flange Assembly

A

LM

H

G

NB

D

J

T

Duty: Varies

Rolling Elements: Ball

Housing: Four Bolt Flange

Lock: Varies

Seal: Varies

Bore 
Diameter Part No.

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B D G H J N L M T

Coreinch

1 1/2 PVR-1504
5 1/8 
130.2

4 
101.6

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

 3/4 
19.1

2 1/16
52.4

4 5/64
103.6

3 1/2
88.9

 1/2
5.5
2.49

1 9/16 PVR-1518
5 1/8 
130.2

4 
101.6

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

 3/4 
19.1

2 1/16
52.4

4 5/64
103.6

3 1/2
88.9

 1/2
5.5
2.49

1 3/4 PVR-3546
5 3/8 
136.5

4 1/8 
104.8

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

 3/4 
19.1

2 19/64
58.3

4 11/32
110.3

3 7/8
98.4

 9/16
5.7
2.59

1 3/4 PVR-1501
5 3/8 
136.5

4 1/8 
104.8

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

 3/4 
19.1

2 19/64
58.3

4 21/64
109.9

3 7/8
98.4

 9/16
5.7
2.59

1 7/8 PVR-1509
5 5/8 
142.9

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 5/32 2 1/32
51.6

 3/4 
19.1

2 15/32
62.7

4 33/64
114.7

4
101.6

 9/16
6.4
2.9054.8

2 PVR-1507
6 3/8 
161.9

5 1/8 
130.2

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

 7/8 
22.2

2 23/32
69.1

5 3/16
131.8

4 1/4
108.0

 5/8
10.5
4.76

2 3/16 PVR-2533
5 3/4 
146.1

4 7/16
112.7

1 3/4 
44.5

 13/16
20.6

2 3/8 
60.3

2 3/16
55.6

 7/8 
22.2

3 5/8 
92.1

5 3/16
131.8

4 1/4
108.0

9/16
11.1
5.03

2 3/16 PVR-2538
5 3/4 
146.1

4 39/89
112.7

1 49/64
44.8

 25/32
19.8

2 31/32
75.4

2 13/16
71.4

1 3/32
27.8

3 
76.2

5 1/4 
133.4

4 1/4
108.0

9/16
11.1
5.03

2 1/2 PVR-1551
7 3/8 
187.3

5 7/8 
149.2

2 5/16
58.7

 11/16
17.5

3 
76.1

2 3/4 
69.9

1 1/16
27.0

3 7/16
87.3

6 1/8 
155.6

5 1/8
130.2

 5/8
16.4
7.44

2 11/16 PVR-1522
7 3/4 
196.9

6 
152.4

2 3/8 
60.3

1 
25.4

3 3/16
81.0

3 1/16
77.8

1 5/16
33.3

3 41/64
92.5

6 1/2 
165.1

5 7/8
149.2

 3/4
20.6
9.34

Popular Paver bearing designs are listed, if you require information on another part number or size please consult Bearing Technical Customer Service.
The basic dimensions as listed are for guidance only, the image shown may not exactly represent the unit, many units have special machining or special casting designs.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-128

Features & Benefits
Page G-129

OEM Substitute Guide
Page G-137

Technical Engineering
Page G-226
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G-133

® Paver Bearings Paver Bearings

Duty: Varies

Rolling Elements: Ball

Housing: Two Bolt Flange

Lock: Varies

Seal: Varies

PVR x 6xx Two Bolt Flange Assembly

45°

B
A

C L T

H

N

J

G

D

Bore 
Diameter Part No.

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B C D G H J N L T 

Coreinch

1 7/16 PVR-3647
6 1/8 
155.6

5 1/8 
130.2

3 3/4
95.3

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

 11/16
17.5

1 27/32
46.8

3 5/16
84.1

 1/2 
3.2
1.45

1 9/16 PVR-1605
6 3/4 
171.5

5 21/32
143.7

4 1/8
104.8

1 1/2 
38.1

 35/64
13.9

2 1/64
51.2

1 15/16
49.2

 3/4 
19.1

2 1/16
52.4

3 1/2 
88.9

 1/2 
4.5
2.04

1 11/16 PVR-3648
7 1/16
179.4

5 27/32
148.4

4 3/8
111.1

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

 3/4 
19.1

2 5/16
58.7

3 7/8 
98.4

 9/16
5.0
2.27

1 3/4 PVR-1624
7 1/16
179.4

5 65/77
148.4

4 3/8
111.1

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

 3/4 
19.1

2 5/16
58.7

3 7/8 
98.4

 9/16
5.0
2.27

1 3/4 PVR-1626
7 7/16
188.9

6 16/85
157.2

4 9/16
115.9

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

 3/4 
19.1

2 15/32
62.7

4 
101.6

 9/16
5.6
2.54

1 7/8 PVR-1615
7 7/16
188.9

6 16/85
157.2

4 9/16
115.9

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

 3/4 
19.1

2 15/32
62.7

4 
101.6

 9/16
5.4
2.45

1 15/16 PVR-1608
7 7/16
188.9

6 16/85
157.2

4 9/16
115.9

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

 3/4 
19.1

2 15/32
62.7

4 
101.6

 9/16
5.4
2.45

2 PVR-1612
8 1/2 
215.9

7 1/4 
184.2

5 1/4
133.4

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

 7/8 
22.2

2 23/32
69.1

4 1/4 
108.0

 5/8 
8.4
3.81

Popular Paver bearing designs are listed, if you require information on another part number or size please consult Bearing Technical Customer Service.
The basic dimensions as listed are for guidance only, the image shown may not exactly represent the unit, many units have special machining or special casting designs.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-128

Features & Benefits
Page G-129

OEM Substitute Guide
Page G-137

Technical Engineering
Page G-226
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G-134

Paver Bearings Paver Bearings ®

PVR x 1xx Piloted Flange Assembly

A L

BC

-.002”
+.000”

P

H
N

J

G
O

D

Duty: Varies

Rolling Elements: Ball

Housing: Flange Cartridge

Lock: Varies

Seal: Varies

Bore 
Diameter Part No.

Dimensions inch / mm
Bolt  
Size End Cap Unit Wt.  

lb/kgA BC D G H J L N O Pinch

1 15/16 PVR-2137
6 1/8 
155.6

5 1/8 
130.2

1 25/64
35.3

 61/64
24.2

2 
50.8

2 1/32
51.6

2 15/32
62.7

 23/32
18.3

 7/16
11.1

4 1/4 
108.0

 7/16 No
7.1
3.22

2 PVR-1127
6 3/8 
161.9

5 3/8 
136.5

1 19/32
40.5

1 
25.4

2 5/32
54.8

2 3/16
55.6

2 23/32
69.1

 27/32
21.4

 19/32
15.1

4 1/2 
114.3

 7/16 No
7.5
3.40

2 3/16 PVR-1102
7 3/4 
196.9

6 1/2 
165.1

1 43/64
42.5

 9/16
14.3

2 3/8 
60.3

2 9/16
65.1

2 63/64
75.8

1 
25.4

 5/16
7.9

5 1/4 
133.4

1/2 Yes
10.5
4.76

2 3/16 PVR-1106
7 3/4 
196.9

6 1/2 
165.1

2 
50.8

 9/16
14.3

2 3/4 
69.9

2 9/16
65.1

2 63/64
75.8

1 5/8 
41.3

 5/16
7.9

5 1/4 
133.4

1/2 No
10.5
4.76

2 3/16 PVR-1113
7 3/4 
196.9

6 1/2 
165.1

2 
50.8

 9/16
14.3

2 3/8 
60.3

2 9/16
65.1

2 63/64
75.8

1 
25.4

 5/16
7.9

5 1/4 
133.4

1/2 No
10.5
4.76

2 3/16 PVR-1121
7 3/4 
196.9

6 1/2 
165.1

1 43/64
42.5

 9/16
14.3

2 3/8 
60.3

2 9/16
65.1

2 63/64
75.8

1 
25.4

 5/16
7.9

5 1/4 
133.4

1/2 Yes
10.5
4.76

2 3/16 PVR-1128
7 3/4 
196.9

6 1/2 
165.1

2 
50.8

 9/16
14.3

2 3/8 
60.3

2 9/16
65.1

2 63/64
75.8

1 
25.4

 5/16
7.9

5 1/4 
133.4

1/2 No
10.5
4.76

2 3/16 PVR-3151
7 1/8 
181.0

6 
152.4

1 25/32
45.2

 59/64
23.4

2 17/32
64.3

2 9/16
65.1

2 63/64
75.8

 31/32
24.6

 27/32
21.4

5 
127.0

 1/2 Yes
10.5
4.76

Popular Paver bearing designs are listed, if you require information on another part number or size please consult Bearing Technical Customer Service.
The basic dimensions as listed are for guidance only, the image shown may not exactly represent the unit, many units have special machining or special casting designs.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-128

Features & Benefits
Page G-129

OEM Substitute Guide
Page G-137

Technical Engineering
Page G-226
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G-135

® Paver Bearings Paver Bearings

Duty: Varies

Rolling Elements: Ball

Housing: Hanger Bearing

Lock: Varies

Seal: Varies

PVR x 2xx Hanger Bearing Assembly

TAPPED FOR STRAIGHT
PIPE THREAD

L

C
K

J

N

M

A

E

F
T

Bore 
Diameter Part No.

Dimensions inch / mm
Pipe Tap*    
N.P.S.M.

N
Thread 
Length

Unit Wt.  
lb/kgA C E F J K L Minch

2 PVR-3245
3 1/4 
82.6

 3/16
4.8

5 7/16
138.1

1 7/8 
47.6

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

4 3/8 
111.1

1-11 1/2 
 13/16
20.6

4.5
2.04

2 7/16 PVR-3243
4 

101.6
 11/32

8.7
6 13/16
173.0

2 5/16
58.7

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

5 5/8 
142.9

1 1/4-11 1/2
1 1/8 
28.6

9.2
4.17

2 7/16
PVR-1229 4 1/4 

108.0
 5/16
7.9

7 1/8 
181.0

2 3/4 
69.9

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

5 3/4 
146.1

1 1/2-11 1/2 
1 1/8 
28.6

9.0
4.08PVR-1203

2 11/16 PVR-1219
4 5/8 
117.5

 3/8 
9.5

7 7/8 
200.0

2 3/4 
69.9

3 1/16
77.8

1 3/4 
44.5

3 41/64
92.5

6 1/2 
165.1

1 1/2-11 1/2 
 

1 1/4 
31.8

14.6
6.62

Popular Paver bearing designs are listed, if you require information on another part number or size please consult Bearing Technical Customer Service.
The basic dimensions as listed are for guidance only, the image shown may not exactly represent the unit, many units have special machining or special casting designs.
*Use Straight Pipe Thread.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-128

Features & Benefits
Page G-129

OEM Substitute Guide
Page G-137

Technical Engineering
Page G-226
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Paver Bearings Paver Bearings ®

PVR x 7xx Cylindrical Cartridge Assembly

L A

E
K

J
F

Duty: Varies

Rolling Elements: Ball

Housing: Cylindrical Cartridge

Lock: Varies

Seal: Varies

Bore Diameter
Part No.

Dimensions inch / mm
Unit Wt.  

lb/kgA
±.001 E F J L Kinch

1 3/4 PVR-1720
4.375
111.13

1 7/16
36.51

 23/32
18.26

1 15/16
49.21

2 19/64
58.34

1 3/16
30.16

4.5
2.04

Popular Paver bearing designs are listed, if you require information on another part number or size please consult Bearing Technical Customer Service.
The basic dimensions as listed are for guidance only, the image shown may not exactly represent the unit, many units have special machining or special casting designs.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-128

Features & Benefits
Page G-129

OEM Substitute Guide
Page G-137

Technical Engineering
Page G-226
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® Paver Bearings Paver Bearings

 Paver Manufacturer*  Model   Manufacturer Part 
No.   Sealmaster Part No.   Bearing 

Description   Location on Paver  

 Global/Allatt/Champion   Various   13031950   PVR-3840   Take up   Conveyor  

 Global/Allatt/Champion   Various   13031943   PVR-3841   Take up   Conveyor  

 Global/Allatt/Champion   Various   13031919   PVR-3142  Piloted Flange   Auger Inner  

 Global/Allatt/Champion   Various   13031091   PVR-3243  Hanger   Auger Outer  

 Global/Allatt/Champion   Various   13117833   PVR-3144   Piloted Flange   Auger Inner  

 Global/Allatt/Champion   Various   13054846   PVR-3245   Hanger   Auger Outer  

 Global/Allatt/Champion   575T   13116702   PVR-3546   4 Bolt Flange   Conveyor  

 Global/Allatt/Champion   575T   13131974   PVR-3647   2 Bolt Flange   Auger  

 Global/Allatt/Champion   575T   13038591   PVR-3648   2 Bolt Flange   Auger  

 Global/Allatt/Champion   Various   13031927   PVR-3149   Piloted Flange   Auger Inner  

 Global/Allatt/Champion   Various   13031091   PVR-3250   Hanger   Auger Outer  

 Global/Allatt/Champion   Various   13031919, 
13117833   PVR-3151   Piloted Flange   Auger Inner  

 Blaw Knox   PF-400A   116-112   PVR-1711   AR Style   Auger Box  

 Blaw Knox   Various   116-099   PVR-1710   AR Style   Auger Box  

 Blaw Knox   PF-150/150H   116-118   PVR-1626   2 Bolt Flange   Auger Outer  

 Blaw Knox   PF-172/172B   116-119,116-026   PVR-1314   Pillow Block   Screed  

 Blaw Knox   Various   116-011,116-083   PVR-1325   Pillow Block   Screed  

 Blaw Knox   PF-115   116-036   PVR-1624   2 Bolt Flange   Auger/Conveyor Drive  

 Blaw Knox   PF-180/180H/180X   116-051   PVR-1612   2 Bolt Flange   Auger/Conveyor Drive  

 Blaw Knox   Various   116-093   PVR-1723   SC Cartridge   Auger Box  

 Blaw Knox   Various   116-092   PVR-1522   4 Bolt Flange   Chain Box  

 Blaw Knox   PF-115, PF-120H, PF-500   116-015, 116-034, 
116-103   PVR-1504   4 Bolt Flange   Conveyor/Screed  

 Blaw Knox   PF-161, PF-180H   116-131   PVR-1113   Piloted Flange   Conveyor Drive Screed  

 Blaw Knox   PF-161, PF-410, PF-3172, PF-3180, 
PF-3200, PF-4410, PF-5500, PF-5510   116-139   PVR-1106   Piloted Flange   Conveyor Outer Rear  

 Blaw Knox  

 PF-161, PF-172/172B, PF-180/180X, 
PF-510,PF-200/200B, PF-410, PF-

500, PF-3200, PF-4410,PF-3172, PF-
3180, PF-5500, PF-5510  

 116-114   PVR-1229  Hanger   Auger Outer  

 Blaw Knox  

 PF-161, PF-172/172B, PF-180/180X, 
PF-200/200B, PF-410, PF-500, PF-

510, PF-3200, PF-4410,PF-3172, PF-
3180, PF-5500, PF-5510  

 116-123, 116-127, 
116-129, 116-141   PVR-1203   Hanger   Auger Outer  

 Blaw Knox  
 PF-200/200B, PF-172/172B, PF-161, 

PF-410, PF-500, PF-510, PF-3172, 
PF-3180, PF-4410, PF-5500, PF-5510  

 116-113, 116-128, 
116-130, 116-143   PVR-1128  Piloted Flange   Auger Inner/Conveyor 

Rear Inner  

 Blaw Knox  
 PF-200/200B, PF-172/172B, PF-161, 

PF-410, PF-500, PF-510, PF-3172, 
PF-3180, PF-4410, PF-5500, PF-5510  

 116-142   PVR-1102   Piloted Flange   Auger Inner/Conveyor 
Rear Inner  

Original Equipment Manufacture Substitution Guide
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Paver Bearings Paver Bearings ®

Original Equipment Manufacture Substitution Guide continued

 Paver Manufacturer*  Model   Manufacturer Part 
No.   Sealmaster Part No.   Bearing 

Description   Location on Paver  

 Blaw Knox   PF-3200, PF-3180, PF-3172   116-144   PVR-1121   Piloted Flange   Auger Inner-Power 
Flight Auger  

 Blaw Knox  

 PF-115,PF-120H, PF-161, PF-
172/172B, PF-180/180X, PF-

200/200B, PF-410, PF-510, PF-3180, 
PF-3200, PF-4410, PF-5500, PF-5510  

 116-035, 116-070, 
116-071, 116-072, 
116-133, 116-137, 

116-138  

 PVR-1501   4 Bolt Flange   Conveyor  

 Blaw Knox   PF-150/150H   116-117   PVR-1720   SC Cartridge   Auger Inner/Conveyor 
Drive  

 Blaw Knox   Various   115-328,116-094   PVR-1219   Hanger   Auger Outer  

 Blaw Knox   Various   116-068,116-109   PVR-1518   4 Bolt Flange   Auger  

 Blaw Knox   PF-115   116-063   PVR-1509   4 Bolt Flange   Conveyor  

 Blaw Knox   PF-180/180H   116-032,116-041   PVR-1507   4 Bolt Flange   Conveyor  

 Blaw Knox   PF-115, PF120H, PF-161,  
PF-180/180X   116-033   PVR-1127   Piloted Flange   Conveyor  

 Blaw Knox   PF-180H, PF-120   116-031,116-090   PVR-1608   2 Bolt Flange   Auger/Conveyor Drive  

 Blaw Knox   Various   116-069   PVR-1605   2 Bolt Flange   Auger  

 Blaw Knox   PF-115, PF-400A   116-064,116-122   PVR-1615   2 Bolt Flange   Auger  

 Blaw Knox   Various   116-145   PVR-1416   Tapped Base   Screed  

 Blaw Knox   PF-150/150H   116-067   PVR-1417   Tapped Base   Conveyor Front  

 Blaw Knox   Various   116-098   PVR-1450   Tapped Base   Conveyor  

 Blaw Knox   Various   116-091   PVR-1551   4 Bolt Flange   Conveyor  

 Blaw Knox   Road Wideners   116-095   MSF-28   4 Bolt Flange   Conveyor  

 Blaw Knox   Road Wideners   116-084   MSF-24   4 Bolt Flange   Conveyor  

 Blaw Knox   Most   115-021   ER-23   ER Style   Push Roller  

 Cedarapids   Various   45134-010-37   PVR-2431  Tapped Base   Auger Inner  

 Cedarapids   Various   45134-010-41   PVR-2130  Piloted Flange   Auger Inner  

 Cedarapids   Various   45134-010-39   PVR-2432   Tapped Base   Auger Remix  

 Cedarapids   Various   45134-010-47   PVR-2533   4 Bolt Flange   Conveyor  

 Cedarapids   CR-351   45134-010-40   PVR-2534   4 Bolt Flange   Conveyor  

 Cedarapids   CR-351, CR-451, CR-461, CR-551, 
CR-561   F0115-FGA   PVR-2535   4 Bolt Flange   Conveyor  

 Cedarapids   Various   45134-010-37   PVR-2436   Tapped Base   Auger Outer  

 Cedarapids   Various   45134-010-41   PVR-2137   Piloted Flange   Auger Inner  

 Cedarapids   Various   45134-010-47, 
F0203FGA   PVR-2538  4 Bolt Flange   Conveyor  

 Cedarapids   CR-351, CR-451, CR461, CR-551, 
CR-561  

 45134-010-40, 
F0115-FGA   PVR-2539  4 Bolt Flange   Conveyor  
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Mounted Ball Bearings

Browning Mounted Ball Bearings
Browning mounted ball bearings feature multiple housing styles, materials and configurations, an extended inner 
race insert bearing with ball riding nylon retainer.  The insert features a rivet to prevent outer ring rotation and is 
available with setscrew, eccentric, or BOA concentric locking collar. The contact seal, with black oxide treated flinger 
provides a good balance between contaminant resistance, grease loss and friction.  Depending on your preference, 
these bearings are available in inch and metric bore with a wide variety of cast iron, stamped steel or rubber mount 
housings or specific industry solutions as illustrated on the pages to follow. 

Brand 
Identification

Grade 10 
Balls

Semi-Solid Cast 
Iron Bases

Anti-Rotation 
Rivet

Wide Zone Hardened 
Inner Ring

Contact Seal 
and Flinger

Contact Seal 
and Flinger

Diamond Faceted 
Setscrews 120° 

Position

Part 
Identification

Nylon Retainer

+/-1.5° Alignment
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Mounted Ball Bearings

Housing Styles* (see below)
Locking Option
 B - BOA Concentric
 E - Eccentric
 S - Setscrew
Bearing Duty
 Omit for Metric
 1 - Light or Intermediate Duty / 100 Series
 2 - Standard Duty / 200 Series
 3 - Medium Duty / 300 Series
Bore Size
 Inch - ##/16 (ex. 20/16 = 1 1/4”)
  S for 1 1/4” and 2” Reduced 
 Metric - ex. 25 MM
Material Option
 M - Malleable 2 Bolt and 4 Bolt
  100 Series only
Common Option
 AH - Air Handling
 CTY - Plugged Lubed Hole
 CSK - 90° Lube Fitting
 S-#### - Special Design

Browning Mounted Ball Nomenclature
Housing Units

Housing Housing Style Material
RUBR Grommet Rubber
SSF2 Two Bolt Flange Stamped Steel
SSF3 Three Bolt Flange Stamped Steel
SSF3T Three Bolt Flange Stamped Steel
SSF4 Four Bolt Flange Stamped Steel
SSP Pillow Block Stamped Steel
SSRP Pillow Block Stamped Steel / Rubber
VF2 Two Bolt Flange Cast Iron
VF3 Three Bolt Flange Cast Iron
VF4 Four Bolt Flange Cast Iron
VFB Flange Bracket Cast Iron
VFC Piloted Flange Cartridge Cast Iron
VP Pillow Block - High Base Cast Iron
VPD Pillow Block - Alternate Base Cast Iron
VPL Pillow Block - Low Base Cast Iron
VTB Tapped Base Pillow Block Cast Iron
VTW Wide Slot Take Up Cast Iron

VP S-1 16 M AH

*Note: Configurations are not available in all sizes or housing styles. Consult the product tables, option sections and engineering sections 
for more detail or consult a Bearing Application Engineer.
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Mounted Ball Bearings

VPS 100 Series Intermediate Duty Pillow Blocks - Setscrew Locking

L

K
J

D

G

A

H

C
B

45°

RIVET

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 1/2 VPS-108 VS-108 2108
9377

1 3/16
30.2

4 7/8 
123.8

3 1/8
79.4

4 1/8
104.8

1 7/32
31.0

 15/32
11.9

2 7/32
56.4

 15/16
23.8

 5/8 
15.9

 31/32
24.6

 3/8 
.80
.36 5/8 VPS-110 VS-110

 3/4 VPS-112 VS-1112
2611
11614

1 5/16
33.3

5 
127.0

3 15/32 
88.1

4 9/32
108.7

1 11/32
34.1

 17/32
13.5

2 17/32
64.3

1 1/16
27.0

 23/32
18.3

1 3/16
30.2

 3/8
1.4
.64

 7/8 VPS-114 VS-114

2801
12459

1 7/16
36.5

5 1/2 
139.7

3 11/16
93.7

4 9/16
115.9

1 13/32
35.7

 19/32
15.1

2 13/16
71.4

1 7/64
28.2

 49/64
19.4

1 3/8 
34.9

 3/8 
1.6
.73

 15/16 VPS-115 VS-115

1 VPS-116 VS-116

1 1/8 VPS-118 VS-118

4381
19487

1 11/16
42.9

6 3/16
157.2

4 3/16
106.4

5 1/16
128.6

1 3/4 
44.5

 21/32
16.7

3 9/32
83.3

1 5/32
29.4

 25/32
19.8

1 19/32
40.5

 1/2 
2.6
1.18

1 3/16 VPS-119 VS-119

1 1/4 VPS-120S VS-120S

1 1/4 VPS-120 VS-120

5782
25718

1 7/8 
47.6

6 3/4 
171.5

4 5/8 
117.5

5 3/8 
136.5

1 3/4 
44.5

 23/32
18.3

3 11/16
93.7

1 9/32
32.5

 55/64
21.8

1 55/64
47.2

 1/2 
3.5
1.59

1 3/8 VPS-122 VS-122

1 7/16 VPS-123 VS-123

1 1/2 VPS-124 VS-124
7340
32648

2 
50.8

7 1/8 
181.0

4 7/8 
123.8

5 7/8 
149.2

1 15/16
49.2

 13/16
20.6

4 
101.6

1 27/64
36.1

 15/16
23.8

2 1/16
52.4

 1/2 
4.4
2.00

1 11/16 VPS-127 VS-127 7901
35144

2 1/8 
54.0

7 3/8 
187.3

5 1/4 
133.4

6 1/16
154.0

2 
50.8

 3/4 
19.1

4 1/4 
108.0

1 7/16
36.5

 61/64
24.2

2 19/64
58.3

 1/2
5.3
2.401 3/4 VPS-128 VS-128

1 15/16 VPS-131 VS-131 7889
35090

2 1/4 
57.2

8 
203.2

5 7/8 
149.2

6 1/2 
165.1

2 3/16
55.6

 3/4 
19.1

4 9/16
115.9

1 35/64
39.3

1 3/64
26.6

2 15/32
62.7

 5/8 
5.8

147.32 VPS-132S VS-132S

2 VPS-132 VS-132 9752
43377

2 1/2 
63.5

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 7/8 
22.2

4 31/32
126.2

1 21/32
42.1

1 7/64
28.2

2 23/32
69.1

 5/8 
7.7
3.492 3/16 VPS-135 VS-135
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Mounted Ball Bearings

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact

Temperature: -20° to 200°F

VPE 100 Series Intermediate Duty Pillow Blocks - Eccentric Locking

L

DC
B

G

A

45°
K

RIVET

H

J

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 1/2 VPE-108 VE-108 2108
9377

1 3/16
30.2

4 7/8 
123.8

3 1/8
79.4

4 1/8
104.8

1 7/32
31.0

 15/32
11.9

2 7/32
56.4

1 3/16
30.2

 7/8 
22.2

1 3/16
30.2

 3/8 
1.0
.45 5/8 VPE-110 VE-110

 3/4 VPE-112 VE-112
2611
11614

1 5/16
33.3

5 
127.0

3 15/32 
88.1

4 9/32
108.7

1 11/32
34.1

 17/32
13.5

2 17/32
64.3

1 17/64
32.1

 59/64
23.4

1 5/16
33.3

 3/8 
1.5
.68

 7/8 VPE-114 VE-114

2801
12459

1 7/16
36.5

5 1/2 
139.7

3 11/16
93.7

4 9/16
115.9

1 13/32
35.7

 19/32
15.1

2 13/16
71.4

1 17/64
32.1

 59/64
23.4

1 1/2 
38.1

 3/8 
1.8
.82

 15/16 VPE-115 VE-115

1 VPE-116 VE-116

1 1/8 VPE-118 VE-118

4381
19487

1 11/16
42.9

6 3/16
157.2

4 3/16
106.4

5 1/16
128.6

1 3/4 
44.5

 21/32
16.7

3 9/32
83.3

1 27/64
36.1

1 3/64
26.6

1 3/4 
44.5

 1/2 
2.9
1.32

1 3/16 VPE-119 VE-119

1 1/4 VPE-120S VE-120S

1 1/4 VPE-120 VE-120

5782
25718

1 7/8 
47.6

6 3/4 
171.5

4 5/8 
117.5

5 3/8 
136.5

1 3/4 
44.5

 23/32
18.3

3 11/16
93.7

1 37/64
40.1

1 5/32
29.4

2 3/16
55.6

 1/2 
3.8
1.72

1 3/8 VPE-122 VE-122

1 7/16 VPE-123 VE-123

1 1/2 VPE-124 VE-124
7340
32648

2 
50.8

7 1/8 
181.0

4 7/8 
123.8

5 7/8 
149.2

1 15/16
49.2

 13/16
20.6

4 
101.6

1 49/64
44.8

1 9/32
32.5

2 3/8 
60.3

 1/2 
5.0
2.27

1 11/16 VPE-127 VE-127 7901
35144

2 1/8 
54.0

7 3/8 
187.3

5 1/4 
133.4

6 1/16
154.0

2 
50.8

 3/4 
19.1

4 1/4 
108.0

1 49/64
44.8

1 9/32
32.5

2 1/2 
63.5

 1/2 
5.7
2.591 3/4 VPE-128 VE-128

1 15/16 VPE-131 VE-131 7889
35090

2 1/4 
57.2

8 
203.2

5 7/8 
149.2

6 1/2 
165.1

2 3/16
55.6

 3/4 
19.1

4 9/16
115.9

1 25/32
45.2

1 9/32
32.5

2 3/4 
69.9

 5/8 
6.3
2.862 VPE-132S VE-132S

2 VPE-132 VE-132 9752
43377

2 1/2 
63.5

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 7/8 
22.2

4 31/32
126.2

1 63/64
50.4

1 7/16
36.5

3 
76.2

 5/8 
8.1
3.672 3/16 VPE-135 VE-135

For Replacement Lock Collar see page G-214.
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Mounted Ball Bearings

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 1/2 VPS-208 VS-208 2108
9377

1 3/16
30.2

4 7/8
123.8

3 1/8
79.4

4 1/8
104.8

1 7/32
31.0

 15/32
11.9

2 7/32
56.4

1 1/32
26.2

 5/8 
15.9

 31/32
24.6

 3/8 
.9
.41 5/8 VPS-210 VS-210

 3/4 VPS-212 VS-212
2611
11614

1 5/16
33.3

5
127.0

3 3/8
85.7

4 3/16
106.4

1 11/32
34.1

 17/32
13.5

2 17/32
64.3

1 7/32
31.0

 23/32
18.3

1 3/16
30.2

 3/8 
1.4
.64

 7/8 VPS-214 VS-214
2801
12459

1 7/16
36.5

5 1/2
139.7

3 11/16
93.7

4 9/16
115.9

1 13/32
35.7

 19/32
15.1

2 13/16
71.4

1 3/8
34.9

 13/16
20.6

1 3/8 
34.9

 3/8 
1.5
.68

 15/16 VPS-215 VS-215

1 VPS-216 VS-216

1 1/8 VPS-218 VS-218
4381
19487

1 11/16
42.9

6 3/16
157.2

4 3/16
105.6

5 1/16
128.6

1 3/4 
44.5

 21/32
16.7

3 9/32
83.3

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

 1/2 
2.5
1.13

1 3/16 VPS-219 VS-219

1 1/4 VPS-220S VS-220S

1 1/4 VPS-220 VS-220
5782
25718

1 7/8
47.6

6 3/4
171.5

4 5/8
117.5

5 3/8
136.5

1 3/4
44.5

 23/32
18.3

3 11/16
93.7

1 11/16
42.9

1
25.4

1 55/64
47.2

 1/2
3.5
1.59

1 3/8 VPS-222 VS-222

1 7/16 VPS-223 VS-223

1 1/2 VPS-224 VS-224
7340
32648

2
50.8

7 1/8
181.0

4 7/8 
123.8

5 7/8 
149.2

1 15/16
49.2

 13/16
20.6

4
101.6

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

 1/2 
4.7
2.13

1 5/8 VPS-226 VS-226
7901
35144

2 1/8
54.0

7 3/8
187.3

5 1/4
133.4

6 1/16
154.0

2
50.8

 3/4 
19.1

4 1/4
108.0

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

 1/2 
5.5
2.49

1 11/16 VPS-227 VS-227

1 3/4 VPS-228 VS-228

1 15/16 VPS-231 VS-231 7889
35090

2 1/4
57.2

8
203.2

5 7/8
149.2

6 1/2
165.1

2 3/16
55.6

 3/4 
19.1

4 9/16
115.9

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

 5/8 
6.0
3.52 VPS-232S VS-232S

2 VPS-232 VS-232 9752
43377

2 1/2
63.5

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 7/8 
22.2

4 31/32
126.2

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1

 5/8 
7.8
3.542 3/16 VPS-235 VS-235

2 1/4 VPS-236 VS-236 11789
52437

2 3/4
69.9

9 1/2
241.3

6 7/8
174.6

7 15/16
201.6

2 3/8
60.3

 7/8 
22.2

5 9/16
141.3

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

 5/8 
10.1
3.52 7/16 VPS-239 VS-239

2 15/16 VPS-247 VS-247
14839
66004

3 5/16
84.1

12
304.8

9 1/8 
231.8

9 7/8 
250.8

2 7/8
73.0

1
25.4

6 5/8
168.3

3 1/16
77.8

1 3/4
44.5

3 11/64
42.5

 7/8 
16.9
7.67

VPS 200 Series Standard Duty Pillow Blocks - Setscrew Locking - Inch

45°

G

A

H L

J

K

DC

B

RIVET

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Mounted Ball Bearings

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

N/lb

Dimensions mm / inch
Bolt  
Size

Unit Wt. 
kg/lbA B

C
D G H J K Lmm min. max.

20 VPS-20 MM VS-20 MM
11614
2611

33.3
1 5/16

127.0
5

85.7
3 3/8 

106.4
4 3/16

34.1
1 11/32

13.5
 17/32

64.3
2 17/32

31.0
1 7/32

18.3
 23/32

30.2
1 3/16

M10
.6
1.4

25 VPS-25 MM VS-25 MM
12459
2801

36.5
1 7/16

139.7
5 1/2 

93.7
3 11/16

115.9
4 9/16

35.7
1 13/32

15.1
 19/32

71.4
2 13/16

34.9
1 3/8 

20.6
 13/16

34.9
1 3/8 

M10 
.7
1.5

30 VPS-30 MM VS-30 MM
19487
4381

42.9
1 11/16

157.2
6 3/16

105.6
4 3/16

128.6
5 1/16

44.5
1 3/4 

16.7
 21/32

83.3
3 9/32

38.1
1 1/2 

22.2
 7/8 

40.5
1 19/32

M12
1.1
2.5

35 VPS-35 MM VS-35 MM
25718
5782

47.6
1 7/8 

171.5
6 3/4 

117.5
4 5/8 

136.5
5 3/8 

44.5
1 3/4 

18.3
 23/32

93.7
3 11/16

42.9
1 11/16

25.4
1

47.2
1 55/64

M12
1.6
3.5

40 VPS-40 MM VS-40 MM
32648
7340

49.2
1 89/95

181.0
7 1/8 

123.8
4 7/8 

149.2
5 7/8 

49.2
1 15/16

20.6
 13/16

100.0
3 89/95

49.2
1 15/16

30.2
1 3/16

52.4
2 1/16

M12
2.1
4.7

45 VPS-45 MM VS-45 MM
35144
7901

54.0
2 1/8 

187.3
7 3/8 

133.4
5 1/4 

154.0
6 1/16

50.8
2

19.1
 3/4 

108.0
4 1/4 

49.2
1 15/16

30.2
1 3/16

58.3
2 19/64

M12 
2.5
5.5

50 VPS-50 MM VS-50 MM
35090
7889

57.2
2 1/4 

203.2
8 

149.2
5 7/8 

165.1
6 1/2 

55.6
2 3/16

19.1
 3/4 

115.9
4 9/16

51.6
2 1/32

32.5
1 9/32

62.7
2 15/32

M16 
3.5
6

55 VPS-55 MM VS-55 MM
43377
9752

63.5
2 1/2 

223.8
8 13/16

6.7
6 9/16

185.7
7 5/16

58.7
2 5/16

22.2
 7/8 

126.2
4 31/32

55.6
2 3/16

33.3
1 5/16

69.1
2 23/32

M16 
3.5
7.8

60 VPS-60 MM VS-60 MM
52437
11789

69.9
2 3/4 

241.3
9 1/2 

174.6
6 7/8 

201.6
7 15/16

60.3
2 3/8 

22.2
 7/8 

141.3
5 9/16

65.1
2 9/16

39.7
1 9/16

75.8
2 63/64

M16 
3.5
10.1

VPS-200 Series Standard Duty Pillow Blocks - Setscrew Locking - Metric

45°

G

A

H L

J

K

DC

B

RIVET

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220
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G-149

Mounted Ball Bearings

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

VPB 200 Series Standard Duty Pillow Blocks - BOA Concentric Locking

K
J

L

G

A

H

C
B

D

45°

RIVET

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch mm min. max.

 3/4 - VPB-212 VB-212 2611
11614

1 5/16
33.3

5
 127.0

3 3/8
 85.7

4 3/16
106.4

1 11/32
34.1

17/32
13.5

2 17/32
64.3

1 9/32
32.5

25/32
19.8

1 3/4
 44.5

 3/8 
1.6
.73- 20 VPB-20MM VB-20MM

 7/8 - VPB-214 VB-214

2801
12459

1 7/16
36.5

5 1/2 
139.7

3 11/16
93.7

4 9/16
115.9

1 13/32
35.7

 19/32
15.1

2 13/16
71.4

1 7/16
36.5

 7/8 
22.2

1 15/16
49.2

 3/8 
1.9
.86

 15/16 - VPB-215 VB-215

1 - VPB-216 VB-216

- 25 VPB-25MM VB-25MM

1 1/8 - VPB-218 VB-218

4381
19487

1 11/16
42.9

6 3/16
157.2

4 3/16
106.4

5 1/16
128.6

1 3/4 
44.5

 21/32
16.7

3 9/32
83.3

1 9/16
39.7

 15/16
23.8

2 3/16
55.6

 1/2
2.9
1.32

1 3/16 - VPB-219 VB-219

1 1/4 - VPB-220S VB-220S

- 30 VPB-30MM VB-30MM

1 1/4 - VPB-220 VB-220
5782
25718

1 7/8 
47.6

6 3/4 
171.5

4 5/8 
117.5

5 3/8 
136.5

1 3/4 
44.5

 23/32
18.3

3 11/16
93.7

1 3/4 
44.5

1 1/16
27.0

2 7/16
61.9

 1/2
3.8
1.72

1 3/8 - VPB-222 VB-222
5782
25718

1 7/8 
47.6

6 3/4 
171.5

4 5/8 
117.5

5 3/8 
136.5

1 3/4 
44.5

 23/32
18.3

3 11/16
93.7

1 3/4 
44.5

1 1/16
27.0

2 9/16
65.1

 1/2 
3.8
1.72

1 7/16 - VPB-223 VB-223

- 35 VPB-35MM VB-35MM

1 1/2 - VPB-224 VB-224 7340
32648

2 
50.8

7 1/8 
181.0

4 7/8 
123.8

5 7/8 
149.2

1 15/16
49.2

 13/16
20.6

4 
101.6

2 
50.8

1 1/4 
31.8

2 11/16
68.3

 1/2 
4.9
2.22- 40 VPB-40MM VB-40MM

1 5/8 - VPB-226 VB-226
7901
35144

2 1/8 
54.0

7 3/8 
187.3

5 1/4 
133.4

6 1/16
154.0

2 
50.8

 3/4 
19.1

4 1/4 
108.0

2 
50.8

1 1/4 
31.8

2 13/16
71.4

 1/2 
5.6
2.54

1 11/16 - VPB-227 VB-227
7901
35144

2 1/8 
54.0

7 3/8 
187.3

5 1/4 
133.4

6 1/16
154.0

2 
50.8

 3/4 
19.1

4 1/4 
108.0

2 
50.8

1 1/4 
31.8

2 15/16
74.6

 1/2 
5.6
2.54

1 3/4 - VPB-228 VB-228

- 45 VPB-45MM VB-45MM

1 15/16 - VPB-231 VB-231
7889
35090

2 1/4 
57.2

8 
203.2

5 7/8 
149.2

6 1/2 
165.1

2 3/16
55.6

 3/4 
19.1

4 9/16
115.9

2 3/32
53.2

1 11/32
34.1

3 3/8 
85.7

 5/8 
6.2
2.81

2 - VPB-232S VB-232S

- 50 VPB-50MM VB-50MM

2 - VPB-232 VB-232
9752
43377

2 1/2 
63.5

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 7/8 
22.2

4 31/32
126.2

2 1/4 
57.2

1 3/8 
34.9

3 1/2 
88.9

 5/8 
8.0
3.63

2 3/16 - VPB-235 VB-235 9752
43377

2 1/2 
63.5

8 13/16
223.8

6 9/16
166.7

7 5/15
185.7

2 5/16
58.7

 7/8 
22.2

4 31/32
126.2

2 1/4 
57.2

1 3/8 
34.9

3 5/8 
92.1

 5/8 
8.0
3.63- 55 VPB-55MM VB-55MM

2 1/4 - VPB-236 VB-236
11789
52437

2 3/4 
69.9

9 1/2 
241.3

6 7/8 
174.6

7 15/16
201.6

2 3/8 
60.3

 7/8 
22.2

5 9/16
141.3

2 5/8 
66.7

1 5/8 
41.3

4 1/16
103.2

 5/8 
10.1
4.58

2 7/16 - VPB-239 VB-239 11789
52437

2 3/4 
69.9

9 1/2 
241.3

6 7/8 
174.6

7 15/16
201.6

2 3/8 
60.3

 7/8 
22.2

5 9/16
141.3

2 5/8 
66.7

1 5/8 
41.3

4 1/8 
104.8

 5/8 
10.1
4.58- 60 VPB-60MM VB-60MM

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-150

Mounted Ball Bearings

VPE 200 Series Standard Duty Pillow Blocks - Eccentric Locking

L

D
B

G

A

H

C

45°
K

J

RIVET

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 1/2 VPE-208 VE-208 2108
9377

1 3/16
30.2

4 7/8 
123.8

3 1/8
79.4

4 1/8
104.8

1 7/32
31.0

 15/32
11.9

2 7/32
56.4

1 15/32
37.3

 59/64
23.4

1 3/16
30.2

 3/8 
1.0
.45 5/8 VPE-210 VE-210

 3/4 VPE-212 VE-212
2611
11614

1 5/16
33.3

5 
127.0

3 3/8
85.7

4 3/16
106.4

1 11/32
34.1

 17/32
13.5

2 17/32
64.3

1 23/32
43.7

1 3/64
26.6

1 5/16
33.3

 3/8 
1.5
.68

 7/8 VPE-214 VE-214
2801
12459

1 7/16
36.5

5 1/2 
139.7

3 11/16
93.7

4 9/16
115.9

1 13/32
35.7

 19/32
15.1

2 13/16
71.4

1 3/4 
44.5

1 1/16
27.0

1 1/2 
38.1

 3/8 
1.8
.82

 15/16 VPE-215 VE-215

1 VPE-216 VE-216

1 1/8 VPE-218 VE-218
4381
19487

1 11/16
42.9

6 3/16
157.2

4 3/16
106.4

5 1/16
128.6

1 3/4 
44.5

 21/32
16.7

3 9/32
83.3

1 29/32
48.4

1 3/16
30.2

1 3/4 
44.5

 1/2 
2.9
1.32

1 3/16 VPE-219 VE-219

1 1/4 VPE-220S VE-220S

1 1/4 VPE-220 VE-220
5782
25718

1 7/8 
47.6

6 3/4 
171.5

4 5/8
117.5

5 3/8
136.5

1 3/4 
44.5

 23/32
18.3

3 11/16
93.7

2 1/64
51.2

1 9/32
32.5

2 3/16
55.6

 1/2 
3.8
1.72

1 3/8 VPE-222 VE-222

1 7/16 VPE-223 VE-223

1 1/2 VPE-224 VE-224
7340
32648

2 
50.8

7 1/8 
181.0

4 7/8 
123.8

5 7/8 
149.2

1 15/16
49.2

 13/16
20.6

4 
101.6

2 7/32
56.4

1 3/8 
34.9

2 3/8 
60.3

 1/2 
5.0
2.27

1 5/8 VPE-226 VE-226
7901
35144

2 1/8 
54.0

7 3/8 
187.3

5 1/4
133.4

6 1/16
154.0

2 
50.8

 3/4 
19.1

4 1/4 
108.0

2 7/32
56.4

1 3/8 
34.9

2 1/2 
63.5

 1/2 
5.7
2.59

1 11/16 VPE-227 VE-227

1 3/4 VPE-228 VE-228

1 15/16 VPE-231 VE-231
7889
35090

2 1/4 
57.2

8 
203.2

5 7/8
149.2

6 1/2
165.1

2 3/16
55.6

 3/4 
19.1

4 9/16
115.9

2 15/32
62.7

1 1/2 
38.1

2 3/4 
69.9

 5/8 
6.3
2.86

2 VPE-232 VE-232 9752
4377

2 1/2 
63.5

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 7/8 
22.2

4 31/32
126.2

2 13/16
71.4

1 23/32
43.7

3 
76.2

 5/8 
8.1
3.672 3/16 VPE-235 VE-235

2 1/4 VPE-236 VE-236 13971
62143

2 3/4
69.9

9 1/2
241.3

6 7/8
174.6

7 15/16
201.6

2 3/8
60.3

7/8
22.2

5 9/16
141.3

3 1/16
77.8

1 27/32
46.8

3 3/8
85.7

5/8
10.2
4.632 7/16 VPE-239 VE-239

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-151

Mounted Ball Bearings

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VPS 300 Series Medium Duty Pillow Blocks - Setscrew Locking

G

A

H L

J
K

DC
B

RIVET

45°

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

1 VPS-316 VS-316
4381
19487

1 3/4 
44.5

6 3/16
157.2

4 3/16
106.4

5 1/16
128.6

1 3/4 
44.5

 23/32
18.3

3 11/32
84.9

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

 1/2 
3.6
1.63

1 3/16 VPS-319 VS-319
5782
25718

1 7/8 
47.6

6 3/4 
171.5

4 5/8
117.5

5 3/8
136.5

1 3/4 
44.5

 23/32
18.3

3 11/16
93.7

1 11/16
42.9

1 
25.4

1 55/64
47.2

 1/2 
4.8
2.18

1 7/16 VPS-323 VS-323
7340
32648

2 1/8 
54.0

7 1/4 
184.2

5 5/16
134.9

5 3/4
146.1

2 
50.8

 13/16
20.6

4 3/16
106.4

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

 1/2 
6.2
2.81

1 1/2 VPS-324 VS-324
7901
35144

2 5/16
58.7

7 13/16
198.4

5 19/32
142.1

6 11/32
161.1

2 3/16
55.6

 13/16
20.6

4 9/16
115.9

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

 5/8 
8.0
3.63

1 11/16 VPS-327 VS-327 7889
35090

2 5/16
58.7

7 15/16
201.6

5 3/4 
146.1

6 1/2 
165.1

2 1/4 
57.2

 13/16
20.6

4 5/8 
117.5

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

 5/8 
8.0
3.631 3/4 VPS-328 VS-328

1 15/16 VPS-331 VS-331 7889
35090

2 1/2 
63.5

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 7/8 
22.2

4 31/32
126.2

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1

 5/8 
10.5
4.762 VPS-332 VS-232

2 3/16 VPS-335 VS-335 11789
52437

2 3/4 
69.9

9 1/2 
241.3

6 7/8
174.6

7 15/16
201.6

2 3/8 
60.3

 7/8 
22.2

5 9/16
141.3

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

 5/8 
14.3
6.492 1/4 VPS-336 VS-236

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220

Metric dimensions for reference only.
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G-152

Mounted Ball Bearings

VPB 300 Series Medium Duty Pillow Blocks - BOA Concentric Locking

RIVET

K

J 

L

C

B

G

A

H

D

45°Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

1 VPB-316 VB-316
4381
19487

1 3/4 
44.5

6 3/16
157.2

4 3/16
106.4

5 1/16
128.6

1 3/4 
44.5

 23/32
18.3

3 11/32
84.9

1 9/16
39.7

 15/16
23.8

2 1/16
52.4

 1/2
3.1
1.41

1 3/16 VPB-319 VB-319 5782
25718

1 7/8 
47.6

6 3/4 
171.5

4 5/8 
117.5

5 3/8 
136.5

1 3/4 
44.5

 23/32
18.3

3 11/16
93.7

1 3/4 
44.5

1 1/16
27.0

2 7/16
61.9

 1/2
3.1
1.411 1/4 VPB-320 VB-220

1 7/16 VPB-323 VB-323
7340
32648

2 1/8 
54.0

7 1/4 
184.2

5 5/16 
134.9

5 3/4
146.1

2 
50.8

 13/16
20.6

4 3/16
106.4

2 
50.8

1 1/4 
31.8

2 11/16
68.3

 1/2
3.9
1.77

1 1/2 VPB-324 VB-324
7901
35144

2 5/16
58.7

7 13/16
198.4

5 19/32
142.1

6 11/32
161.1

2 3/16
55.6

 13/16
20.6

4 9/16
115.9

2 
50.8

1 1/4 
31.8

2 13/16
71.4

 1/2
4.8
2.18

1 11/16 VPB-327 VB-327 7889
35090

2 5/16
58.7

7 15/16
201.6

5 3/4 
146.1

6 1/2 
165.1

2 1/4 
57.2

 13/16
20.6

4 5/8 
117.5

2 3/32
53.2

1 11/32
34.1

3 1/4 
82.6

 5/8
5.8
2.631 3/4 VPB-328 VB-328

1 15/16 VPB-331 VB-331 9752
43377

2 1/2 
63.5

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 7/8 
22.2

4 31/32
126.2

2 1/4 
57.2

1 3/8 
34.9

3 1/2 
88.9

 5/8
8.1
3.672 VPB-332 VB-232

2 3/16 VPB-335 VB-335
11789
52437

2 3/4 
69.9

9 1/2 
241.3

6 7/8 
174.6

7 15/16
201.6

2 3/8 
60.3

 7/8 
22.2

5 9/16
141.3

2 5/8 
66.7

1 5/8 
41.3

4 1/16
103.2

 5/8
10.4
4.72

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-153

Mounted Ball Bearings

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – Low 
Base

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

VPLS 100 Series Intermediate Duty Low Base Pillow Blocks - Setscrew Locking

K
J

D

LH

A

G

45°

RIVET

B
C

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 1/2 VPLS-108 VS-108 2108
9377

1 1/16
27.0

4 7/8 
123.8

3 1/8
79.4

4 1/8
104.8

1 7/32
31.0

 11/32
8.7

2 3/32
53.2

 15/16
23.8

 5/8 
15.9

 31/32
24.6

 3/8 
.7
.32 5/8 VPLS-110 VS-110

 3/4 VPLS-112 VS-112
2611
11614

1 1/4 
31.8

5 
127.0

3 15/32
88.1

4 9/32
108.7

1 11/32
34.1

 15/32
11.9

2 15/32
62.7

1 1/16
27.0

 23/32
18.3

1 3/16
30.2

 3/8 
1.3
.59

 7/8 VPLS-114 VS-114

2801
12459

1 5/16
33.3

5 1/2 
139.7

3 11/16
93.7

4 9/16
115.9

1 13/32
35.7

 15/32
11.9

2 11/16
68.3

1 7/64
28.2

 49/64
19.4

1 3/8 
34.9

 3/8 
1.4
.64

 15/16 VPLS-115 VS-115

1 VPLS-116 VS-116

1 1/8 VPLS-118 VS-118

4381
19487

1 9/16
39.7

6 3/16
157.2

4 3/16
106.4

5 1/16
128.6

1 3/4 
44.5

 17/32
13.5

3 5/32
80.2

1 5/32
29.4

 25/32
19.8

1 19/32
40.5

 1/2 
2.4
1.09

1 3/16 VPLS-119 VS-119

1 1/4 VPLS-120S VS-120S

1 1/4 VPLS-120 VS-120

5782
25718

1 13/16
46.0

6 3/4 
171.5

4 5/8
117.5

5 3/8
136.5

1 3/4 
44.5

 21/32
16.7

3 5/8 
92.1

1 9/32
32.5

 55/64
21.8

1 55/64
47.2

 1/2 
3.5
1.59

1 3/8 VPLS-122 VS-122

1 7/16 VPLS-123 VS-123

1 1/2 VPLS-124 VS-124
7340
32648

1 15/16
49.2

7 1/8 
181.0

4 7/8 
123.8

5 7/8 
149.2

1 15/16
49.2

 3/4 
19.1

3 15/16
100.0

1 27/64
36.1

 15/16
23.8

2 1/16
52.4

 1/2 
4.5
2.04

1 11/16 VPLS-127 VS-127 7901
35144

2 1/16
52.4

7 3/8 
187.3

5 7/16
138.1

5 7/8
149.2

2 
50.8

 11/16
17.5

4 3/16
106.4

1 7/16
36.5

 61/64
24.2

2 19/64
58.3

 1/2 
5.5
2.491 3/4 VPLS-128 VS-128

1 15/16 VPLS-131 VS-131 7889
35090

2 3/16
55.6

8 
203.2

5 7/8
149.2

6 1/2
165.1

2 3/16
55.6

 11/16
17.5

4 1/2 
114.3

1 35/64
39.3

1 3/64
26.6

2 15/32
62.7

 5/8 
5.9
2.682 VPLS-132S VS-132S

2 VPLS-132 VS-132 9752
43377

2 7/16
61.9

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 13/16
20.6

4 29/32
124.6

1 21/32
42.1

1 7/64
28.2

2 23/32
69.1

 5/8 
7.6
3.452 3/16 VPLS-135 VS-135

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220
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G-154

Mounted Ball Bearings

VPLE 100 Series Intermediate Duty Low Base Pillow Blocks - Eccentric Locking

K

D

J

B

G

A

H

45°

C

RIVET

L

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – Low 
Base

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 1/2 VPLE-108 VE-108 2108
9377

1 1/16
27.0

4 7/8 
123.8

3 1/8
79.4

4 1/8
104.8

1 7/32
31.0

 11/32
8.7

2 3/32
53.2

1 3/16
30.2

 7/8 
22.2

1 3/16
30.2

 3/8 
.8
.36 5/8 VPLE-110 VE-110

 3/4 VPLE-112 VE-112
2611
11614

1 1/4 
31.8

5 
127.0

3 15/32
88.1

4 9/32
108.7

1 11/32
34.1

 15/32
11.9

2 15/32
62.7

1 17/64
32.1

 59/64
23.4

1 5/16
33.3

 3/8 
1.4
.64

 7/8 VPLE-114 VE-114

2801
12459

1 5/16
33.3

5 1/2 
139.7

3 11/16
93.7

4 9/16
115.9

1 13/32
35.7

 15/32
11.9

2 11/16
68.3

1 17/64
32.1

 59/64
23.4

1 1/2 
38.1

 3/8 
1.7
.77

 15/16 VPLE-115 VE-115

1 VPLE-116 VE-116

1 1/8 VPLE-118 VE-118

4381
19487

1 9/16
39.7

6 3/16
157.2

4 3/16 
106.4

5 1/16
128.6

1 3/4 
44.5

 17/32
13.5

3 5/32
80.2

1 27/64
36.1

1 3/64
26.6

1 3/4 
44.5

 1/2 
2.8
1.27

1 3/16 VPLE-119 VE-119

1 1/4 VPLE-120S VE-120S

1 1/4 VPLE-120 VE-120

5782
25718

1 13/16
46.0

6 3/4 
171.5

4 5/8
117.5

5 3/8
136.5

1 3/4 
44.5

 21/32
16.7

3 5/8 
92.1

1 37/64
40.1

1 5/32
29.4

2 3/16
55.6

 1/2 
3.7
1.68

1 3/8 VPLE-122 VE-122

1 7/16 VPLE-123 VE-123

1 1/2 VPLE-124 VE-124
7340
32648

1 15/16
49.2

7 1/8 
181.0

4 7/8
123.8

5 7/8
149.2

1 15/16
49.2

 3/4 
19.1

3 15/16
100.0

1 49/64
44.8

1 9/32
32.5

2 3/8 
60.3

 1/2 
4.8
2.18

1 11/16 VPLE-127 VE-127 7901
35144

2 1/16
52.4

7 3/8 
187.3

5 7/16
138.1

5 7/8
149.2

2 
50.8

 11/16
17.5

4 3/16
106.4

1 49/64
44.8

1 9/32
32.5

2 1/2 
63.5

 1/2 
5.6
2.541 3/4 VPLE-128 VE-128

1 15/16 VPLE-131 VE-131 7889
35090

2 3/16
55.6

8 
203.2

5 7/8
149.2

6 1/2
165.1

2 3/16
55.6

 11/16
17.5

4 1/2 
114.3

1 25/32
45.2

1 9/32
32.5

2 3/4 
69.9

 5/8 
6.2
2.812 VPLE-132S VE-132S

2 VPLE-132 VE-132 9752
43377

2 7/16
61.9

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 13/16
20.6

4 29/32
124.6

1 63/64
50.4

1 7/16
36.5

3 
76.2

 5/8 
7.9
3.582 3/16 VPLE-135 VE-135

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-155

Mounted Ball Bearings

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – Low 
Base

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VPLS 200 Series Standard Duty Low Base Pillow Blocks - Setscrew Locking

45°

G

A

H L

J

K

DC

B

RIVET

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 1/2 VPLS-208 VS-208 2108
9377

1 1/16
27.0

4 7/8 
123.8

3 1/8
79.4

4 1/8
104.8

1 7/32
31.0

 11/32
8.7

2 3/32
53.2

1 1/32
26.2

 5/8 
15.9

 31/32
24.6

 3/8 
.7
.32 5/8 VPLS-210 VS-210

 3/4 VPLS-212 VS-212
2611
11614

1 1/4 
31.8

5 
127.0

3 3/8
85.7

4 3/16
106.4

1 11/32
34.1

 15/32
11.9

2 15/32
62.7

1 7/32
31.0

 23/32
18.3

1 3/16
30.2

 3/8 
1.3
.59

 7/8 VPLS-214 VS-214
2801
12459

1 5/16
33.3

5 1/2 
139.7

3 11/16
93.7

4 9/16
115.9

1 13/32
35.7

 15/32
11.9

2 11/16
68.3

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

 3/8 
1.4
.64

 15/16 VPLS-215 VS-215

1 VPLS-216 VS-216

1 1/8 VPLS-218 VS-218
4381
19487

1 9/16
39.7

6 3/16
157.2

4 3/16
106.4

5 1/16
128.6

1 3/4 
44.5

 17/32
13.5

3 5/32
80.2

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

 1/2 
2.4
1.09

1 3/16 VPLS-219 VS-219

1 1/4 VPLS-220S VS-220S

1 1/4 VPLS-220 VS-220
5782
25718

1 13/16
46.0

6 3/4 
171.5

4 5/8
117.5

5 3/8
136.5

1 3/4 
44.5

 21/32
16.7

3 5/8 
92.1

1 11/16
42.9

1 
25.4

1 55/64
47.3

 1/2 
3.5
1.59

1 3/8 VPLS-222 VS-222

1 7/16 VPLS-223 VS-223

1 1/2 VPLS-224 VS-224
7340
32648

1 15/16
49.2

7 1/8 
181.0

4 7/8 
123.8

5 7/8 
149.2

1 15/16
49.2

 3/4 
19.1

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

 1/2 
4.5
2.04

1 5/8 VPLS-226 VS-226
7901
35144

2 1/16
52.4

7 3/8 
187.3

5 1/4
133.4

6 1/16
154.0

2 
50.8

 11/16
17.5

4 3/16
106.4

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

 1/2 
5.5
2.49

1 11/16 VPLS-227 VS-227

1 3/4 VPLS-228 VS-228

1 15/16 VPLS-231 VS-231 7889
35090

2 3/16
55.6

8 
203.2

5 7/8
149.2

6 1/2
165.1

2 3/16
55.6

 11/16
17.5

4 1/2 
114.3

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

 5/8 
5.9
2.682 VPLS-232S VS-232S

2 VPLS-232 VS-232 9752
43377

2 7/16
61.9

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 13/16
20.6

4 29/32
124.6

2 3/16
55.6

1 19/64
32.9

2 23/32
69.1

 5/8 
7.6
3.452 3/16 VPLS-235 VS-235

2 1/4 VPLS-236 VS-236 11789
52437

2 11/16
68.3

9 1/2 
241.3

6 7/8
174.6

7 15/16
201.6

2 3/8 
60.3

 13/16
20.6

5 1/2 
139.7

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

 5/8 
9.7
4.402 7/16 VPLS-239 VS-239

Bearing Selection
Page G-3
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Metric dimensions for reference only.
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G-156

Mounted Ball Bearings

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – Low 
Base

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

VPLB 200 Series Standard Duty Low Base Pillow Blocks - BOA Concentric Locking

K
J

L

G

A

H

C
B

D

45°

RIVET

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 3/4 VPLB-212 VB-212
2611
11614

1 1/4 
31.8

5 
127.0

3 3/8 
85.7

4 3/16
106.4

1 11/32
34.1

 15/32
11.9

2 15/32
62.7

1 9/32
32.5

 25/32
19.8

1 3/4 
44.5

 3/8 
1.4
.64

 7/8 VPLB-214 VB-214
2801
12459

1 5/16
33.3

5 1/2 
139.7

3 11/16
93.7

4 9/16
115.9

1 13/32
35.7

 15/32
11.9

2 11/16
68.3

1 7/16
36.5

 7/8 
22.2

1 15/16
49.2

 3/8 
1.6
.73

 15/16 VPLB-215 VB-215

1 VPLB-216 VB-216

1 1/8 VPLB-218 VB-218
4381
19487

1 9/16
39.7

6 3/16
157.2

4 3/16
106.4

5 1/16
128.6

1 3/4 
44.5

 17/32
13.5

3 5/32
80.2

1 9/16
39.7

 15/16
23.8

2 3/16
55.6

 1/2 
2.6
1.18

1 3/16 VPLB-219 VB-219

1 1/4 VPLB-220S VB-220S

1 1/4 VPLB-220 VB-220
5782
25718

1 13/16
46.0

6 3/4 
171.5

4 5/8 
117.5

5 3/8 
136.5

1 3/4 
44.5

 21/32
16.7

3 5/8 
92.1

1 3/4 
44.5

1 1/16
27.0

2 7/16
61.9

 1/2 
3.8
1.72

1 3/8 VPLB-222 VB-222 5782
25718

1 13/16
46.0

6 3/4 
171.5

4 5/8 
117.5

5 3/8 
136.5

1 3/4 
44.5

 21/32
16.7

3 5/8 
92.1

1 3/4 
44.5

1 1/16
27.0

2 9/16
65.1

 1/2 
3.8
1.721 7/16 VPLB-223 VB-223

1 1/2 VPLB-224 VB-224
7340
32648

1 15/16
49.2

7 1/8 
181.0

4 7/8 
123.8

5 7/8 
149.2

1 15/16
49.2

 3/4 
19.1

3 15/16
100.0

2 
50.8

1 1/4 
31.8

2 11/16
68.3

 1/2 
4.8
2.18

1 5/8 VPLB-226 VB-226
7901
35144

2 1/16
52.4

7 3/8 
187.3

5 1/4 
133.4

6 1/16
154.0

2 
50.8

 11/16
17.5

4 3/16
106.4

2 
50.8

1 1/4 
31.8

2 13/16
71.4

 1/2 
5.8
2.63

1 11/16 VPLB-227 VB-227 7901
35144

2 1/16
52.4

7 3/8 
187.3

5 1/4 
133.4

6 1/16
154.0

2 
50.8

 11/16
17.5

4 3/16
106.4

2 
50.8

1 1/4 
31.8

2 15/16
74.6

 1/2 
6.5
2.951 3/4 VPLB-228 VB-228

1 15/16 VPLB-231 VB-231 7889
35090

2 3/16
55.6

8 
203.2

5 7/8 
149.2

6 1/2 
165.1

2 3/16
55.6

 11/16
17.5

4 1/2 
114.3

2 3/32
53.2

1 11/32
34.1

3 3/8 
85.7

 5/8 
6.5
2.952 VPLB-232S VB-232S

2 VPLB-232 VB-232
9752
43377

2 7/16
61.9

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 13/16
20.6

4 29/32
124.6

2 1/4 
57.2

1 3/8 
34.9

3 1/2 
88.9

 5/8 
8.2
3.72

2 3/16 VPLB-235 VB-235
9752
43377

2 7/16
61.9

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
58.7

 13/16
20.6

4 29/32
124.6

2 1/4 
57.2

1 3/8 
34.9

3 5/8 
92.1

 5/8 
10.9
4.94

2 1/4 VPLB-236 VB-236
11789
52437

2 11/16
68.3

9 1/2 
241.3

6 7/8 
174.6

7 15/16
201.6

2 3/8 
60.3

 13/16
20.6

5 1/2 
139.7

2 5/8 
66.7

1 5/8 
41.3

4 1/16
103.2

 5/8 
10.9
4.94

2 7/16 VPLB-239 VB-239
11789
52437

2 11/16
68.3

9 1/2 
241.3

6 7/8 
174.6

7 15/16
201.6

2 3/8 
60.3

 13/16
20.6

5 1/2 
139.7

2 5/8 
66.7

1 5/8 
41.3

4 1/8 
104.8

 5/8 
10.9
4.94

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-157

Mounted Ball Bearings

VPLE 200 Series Standard Duty Low Base Pillow Blocks - Eccentric Locking

K

D

J

B

G

A

H

45°

C

RIVET

L

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block – Low 
Base

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 1/2 VPLE-208 VE-208 2108
9377

1 1/16
27.0

4 7/8 
123.8

3 1/8
79.4

4 1/8
104.8

1 7/32
31.0

 11/32
8.7

2 3/32
53.2

1 15/32
37.3

 59/64
23.4

1 3/16
30.2

 3/8 
.8
.36 5/8 VPLE-210 VE-210

 3/4 VPLE-212 VE-212
2611
11614

1 1/4 
31.8

5 
127.0

3 3/8
85.7

4 3/16
106.4

1 11/32
34.1

 15/32
11.9

2 15/32
62.7

1 23/32
43.7

1 3/64
26.6

1 5/16
33.3

 3/8 
1.4
.64

 7/8 VPLE-214 VE-214
2801
12459

1 5/16
33.3

5 1/2 
139.7

3 11/16
93.7

4 9/16
115.9

1 13/32
35.7

 15/32
11.9

2 11/16
68.3

1 3/4 
44.5

1 1/16
27.0

1 1/2 
38.1

 3/8 
1.7
.77

 15/16 VPLE-215 VE-215

1 VPLE-216 VE-216

1 1/8 VPLE-218 VE-218
4381
19487

1 9/16
39.7

6 3/16
157.2

4 3/16
106.4

5 1/16
128.6

1 3/4 
44.5

 17/32
13.5

3 5/32
80.2

1 29/32
48.4

1 3/16
30.2

1 3/4 
44.5

 1/2 
2.8
1.27

1 3/16 VPLE-219 VE-219

1 1/4 VPLE-220S VE-220S

1 1/4 VPLE-220 VE-220
5782
25718

1 13/16
46.0

6 3/4 
171.5

4 5/8
117.5

5 3/8
136.5

1 3/4 
44.5

 21/32
16.7

3 5/8 
92.1

2 1/64
51.2

1 9/32
32.5

2 3/16
55.6

 1/2 
3.7
1.68

1 3/8 VPLE-222 VE-222

1 7/16 VPLE-223 VE-223

1 1/2 VPLE-224 VE-224
7340
32648

1 15/16
49.2

7 1/8 
181.0

4 7/8 
123.8

5 7/8 
149.2

1 15/16
49.2

 3/4 
19.1

3 15/16
100.0

2 7/32
56.4

1 3/8 
34.9

2 3/8 
60.3

 1/2 
4.8
2.18

1 5/8 VPLE-226 VE-226
7901
35144

2 1/16
52.4

7 3/8 
187.3

5 1/4
133.4

6 1/16
154.0

2 
50.8

 11/16
17.5

4 3/16
106.4

2 7/32
56.4

1 3/8 
34.9

2 1/2 
63.5

 1/2 
5.6
2.54

1 11/16 VPLE-227 VE-227

1 3/4 VPLE-228 VE-228

1 15/16 VPLE-231 VE-231
7889
35090

2 3/16
55.6

8 
203.2

5 7/8
149.2

6 1/2
165.1

2 3/16
55.6

 11/16
17.5

4 1/2 
114.3

2 15/32
62.7

1 1/2 
38.1

2 3/4 
69.9

 5/8 
6.2
2.81

2 VPLE-232 VE-232 9752
43377

2 7/16
61.9

8 13/16
223.8

6 9/16
166.7

7 5/16
185.7

2 5/16
188.9

 13/16
58.7

4 29/32
20.6

2 13/16
124.6

1 23/32
71.4

3 
43.7

 5/8 
7.9
.282 3/16 VPLE-235 VE-235

2 1/4 VPLE-236 VE-236 11789
52437

2 11/16
68.3

9 1/2 
241.3

6 7/8
174.6

7 15/16
201.6

2 3/8 
60.3

 13/16
20.6

5 1/2 
139.7

3 1/16
77.8

1 27/32
46.8

3 3/8 
85.7

 5/8 
10

4.542 7/16 VPLE-239 VE-239

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-158

Mounted Ball Bearings

VPDS 200 Series Standard Duty Pillow Blocks - Setscrew Locking

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Pillow Block - 
Alternate Base

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B

C
D G H J K L

inch min. max.

1 3/16 VPDS-219 VS-219 4381
19487

1 5/8 
41.3

6 3/16
157.2

4 3/16
106.4

 5 1/16
128.6

1 3/4
44.5

 19/32
15.1

3 9/32
83.3

1 1/2
38.1

 7/8 
22.2

1 19/32
40.5

 1/2 
2.8
1.271 1/4 VPDS-220S VS-220S

1 1/2 VPDS-224 VS-224
7340
32648

2 1/8 
54.0

7 1/4 
184.2

5 7/32
132.6

5 27/32
148.4

2 
50.8

 13/16
20.6

4 3/16
106.4

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

1/2
5.3
2.40

45°

G

A

H L

J

K

DC

B

RIVET

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220
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G-159

Mounted Ball Bearings

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Tapped Base Pillow 
Block

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact

Temperature: -20° to 200°F

VTBE 100 Series Intermediate Duty Tapped Base Pillow Blocks - Eccentric Locking

B

A

H

N

D

L

K

J

C

RIVET

TAPPED BASE HOLES

45°

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm Tapped 
Hole 

Thread 
Size

N
Unit Wt.  

lb/kgA B C D H J K L Min Tap 
Depthinch

 3/4 VTBE-112 VE-112
2611
11614

1 5/16
33.3

2 7/8 
73.0

2 
50.8

1 1/2 
38.1

2 9/16
65.1

1 17/64
32.1

 59/64
23.4

1 5/16
33.3

3/8-16  1/2 
1.5
.68

 7/8 VTBE-114 VE-114

2801
12459

1 7/16
36.5

3 
76.2

2 
50.8

1 1/2 
38.1

2 13/16
71.4

1 17/64
32.1

 59/64
23.4

1 1/2 
38.1

3/8-16  1/2 
1.6
.73

 15/16 VTBE-115 VE-115

1 VTBE-116 VE-116

1 1/8 VTBE-118 VE-118

4381
19487

1 11/16
42.9

4 
101.6

3 
76.2

1 1/2 
38.1

3 3/8 
85.7

1 27/64
36.1

1 3/64
26.6

1 3/4 
44.5

7/16-14  5/8 
2.5
1.13

1 3/16 VTBE-119 VE-119

1 1/4 VTBE-120S VE-120S

1 1/4 VTBE-120 VE-120

5782
25718

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 37/64
40.1

1 5/32
29.4

2 3/16
55.6

1/2-13  3/4 
3.4
1.54

1 3/8 VTBE-122 VE-122

1 7/16 VTBE-123 VE-123

1 1/2 VTBE-124 VE-124
7340
32648

1 15/16
49.2

4 5/8 
117.5

3 1/2 
88.9

1 7/8 
47.6

3 15/16
100.0

1 49/64
44.8

1 9/32
32.5

2 3/8 
60.3

1/2-13  3/4 
3.8
1.72

1 11/16 VTBE-127 VE-127 7901
35144

2 1/8 
54.0

5 
127.0

3 3/4 
95.3

2 
50.8

4 1/4 
108.0

1 49/64
44.8

1 9/32
32.5

2 1/2 
63.5

1/2-13  3/4 
4.7
2.131 3/4 VTBE-128 VE-128

1 15/16 VTBE-131 VE-131 7889
35090

2 1/4 
57.2

5 1/2 
139.7

4 
101.6

2 
50.8

4 5/8 
117.5

1 25/32
45.2

1 9/32
32.5

2 3/4 
69.9

5/8-11  7/8 
5.7
2.592 VTBE-132S VE-132S

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-160

Mounted Ball Bearings

VTBS 200 Series Standard Duty Tapped Base Pillow Blocks - Setscrew Locking

C
B

A

H

D

N

L

K
J

TAPPED BASE HOLES

RIVET

45°
Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Tapped Base Pillow 
Block

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm Tapped 
Hole 

Thread 
Size

N
Min Tap 
Depth

Unit Wt.  
lb/kg

A B C D H J K Linch

 1/2 VTBS-208 VS-208 2108
9377

1 5/16
33.3

2 7/8 
73.0

2 
50.8

1 1/2 
38.1

2 9/16
65.1

1 1/32
26.2

 5/8 
15.9

 31/32
24.6

3/8-16  1/2 
1.3
.59 5/8 VTBS-210 VS-210

 3/4 VTBS-212 VS-212
2611
11614

1 5/16
33.3

2 7/8 
73.0

2 
50.8

1 1/2 
38.1

2 9/16
65.1

1 7/32
31.0

 23/32
18.3

1 3/16
30.2

3/8-16  1/2 
1.5
.68

 7/8 VTBS-214 VS-214
2801
12459

1 7/16
36.5

3 
76.2

2 
50.8

1 1/2 
38.1

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 3/8
34.9

3/8-16  1/2 
1.6
.73

 15/16 VTBS-215 VS-215

1 VTBS-216 VS-216

1 1/8 VTBS-218 VS-218
4381
19487

1 11/16
42.9

4 
101.6

3 
76.2

1 1/2 
38.1

3 3/8 
85.7

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

7/16-14  5/8
2.5
1.13

1 3/16 VTBS-219 VS-219

1 1/4 VTBS-220S VS-220S

1 1/4 VTBS-220 VS-220
5782
25718

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 11/16
42.9

1 
25.4

1 55/64
47.2

1/2-13  3/4
3.4
1.54

1 3/8 VTBS-222 VS-222

1 7/16 VTBS-223 VS-223

1 1/2 VTBS-224 VS-224
7340
32648

1 15/16
49.2

4 5/8 
117.5

3 1/2 
88.9

1 7/8 
47.6

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

1/2-13  3/4 3.8

1 5/8 VTBS-226 VS-226
7901
35144

2 1/8 
54.0

5 
127.0

3 3/4 
95.3

2 
50.8

4 1/4 
108.0

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

1/2-13  3/4
4.7
2.13

1 11/16 VTBS-227 VS-227

1 3/4 VTBS-228 VS-228

1 15/16 VTBS-231 VS-231 7889
35090

2 1/4 
57.2

5 1/2 
139.7

4 
101.6

2 
50.8

4 5/8 
117.5

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

5/8-11  7/8 
5.7
2.592 VTBS-232S VS-232S

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220
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G-161

Mounted Ball Bearings

VTBS 200 Series Standard Duty Tapped Base Pillow Blocks - Setscrew Locking - Metric

C
B

A

H

D

N

L

K
J

TAPPED BASE HOLES

RIVET

45°
Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Tapped Base Pillow 
Block

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

N/lb

Dimensions mm / inch Tapped 
Hole 

Thread 
Size

N
Min Tap 
Depth

Unit Wt. 
kg/lb

A B C D H J K Lmm

20 VTBS-20 MM VS-20 MM
11614
2611

33.3
1 5/16

73.0
2 7/8 

50.8
2

38.1
1 1/2 

65.1
2 9/16

31.0
1 7/32

18.3
 23/32

30.2
1 3/16

M8 12.7
.68
1.5

25 VTBS-25MM VS-25MM
12459
2801

36.5
1 7/16

76.2
3

50.8
2

38.1
1 1/2 

71.4
2 13/16

34.9
1 3/8 

20.6
 13/16

34.9
1 3/8 

M25 12.7
.73
1.6

30 VTBS-30MM VS-30MM
19487
4381

42.9
1 11/16

101.6
4

76.2
3

38.1
1 1/2 

85.7
3 3/8 

38.1
1 1/2 

22.2
 7/8 

40.5
1 19/32

M10 15.9
1.13
2.5

35 VTBS-35MM VS-35MM
25718
5782

47.6
1 7/8 

108.0
4 1/4 

82.6
3 1/4 

47.6
1 7/8 

95.3
3 3/4 

42.9
1 11/16

25.4
1

47.2
1 55/64

M10 19.1
1.5
3.4

40 VTBS-40MM VS-40MM
32648
7340

49.2
1 15/16

117.5
4 5/8 

88.9
3 1/2 

47.6
1 7/8 

100.0
3 15/16

49.2
1 15/16

30.2
1 3/16

52.4
2 1/16

M12 19.1
1.72
3.8

45 VTBS-45MM VS-45MM
35144
7901

54.0
2 1/8 

127.0
5

95.3
3 3/4 

50.8
2

108.0
4 1/4 

49.2
1 15/16

30.2
1 3/16

58.3
2 19/64

M12 19.1
2.13
4.7

50 VTBS-50MM VS-50MM
35090
7889

57.2
2 1/4 

139.7
5 1/2 

101.6
4

50.8
2

117.5
4 5/8 

51.6
2 1/32

32.5
1 9/32

62.7
2 15/32

M16 22.2
2.59
5.7

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220
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G-162

Mounted Ball Bearings

VTBB 200 Series Standard Duty Tapped Base Pillow Blocks - BOA Concentric Locking

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Tapped Base Pillow 
Block

Self Alignment: +/- 1.5 Degrees

Lock: BOA

Seal: Contact and Flinger

Temperature: -20° to 200°F

45°

RIVET

C
B

A

H

D

L

K
J

N

TAPPED BASE HOLES

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm Tapped 
Hole 

Thread 
Size

N
Min Tap 
Depth

Unit Wt.  
lb/kgA B C D H J K Linch

 3/4 VTBB-212 VB-212
2611
11614

1 5/16
33.3

2 7/8 
73.0

2
50.8

1 1/2 
38.1

2 9/16
65.1

1 9/32
32.5

 25/32
19.8

1 3/4
44.5

3/8-16  1/2 
1.7
.77

 7/8 VTBB-214 VB-214

2801
12459

1 7/16
36.5

3
76.2

2
50.8

1 1/2 
38.1

2 13/16
71.4

1 7/16
36.5

 7/8 
22.2

1 15/16
49.2

3/8-16  1/2 
1.8
.82

 15/16 VTBB-215 VB-215

1 VTBB-216 VB-216

1 1/8 VTBB-218 VB-218

4381
19487

1 11/16
42.9

4
101.6

3
76.2

1 1/2 
38.1

3 3/8 
85.7

1 9/16
39.7

 15/16
23.8

2 3/16
55.6

7/16-14  5/8 
2.8
1.27

1 3/16 VTBB-219 VB-219

1 1/4 VTBB-220S VB-220S

1 1/4 VTBB-220 VB-220
5782
25718

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 3/4
44.5

1 1/16
27.0

2 7/16
61.9

1/2-13  3/4 
4.0
1.81

1 3/8 VTBB-222 VB-222 5782
25718

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 3/4
44.5

1 1/16
27.0

2 9/16
65.1

1/2-13  3/4 
4.0
1.811 7/16 VTBB-223 VB-223

1 1/2 VTBB-224 VB-224
7340
32648

1 15/16
49.2

4 5/8 
117.5

3 1/2 
88.9

1 7/8 
47.6

3 15/16
100.0

2
50.8

1 1/4 
31.8

2 11/16
68.3

1/2-13  3/4 
4.5
2.04

1 5/8 VTBB-226 VB-226
7901
35144

2 1/8 
54.0

5
127.0

3 3/4 
95.3

2
50.8

4 1/4 
108.0

2
50.8

1 1/4 
31.8

2 13/16
71.4

1/2-13  3/4 
5.6
2.54

1 11/16 VTBB-227 VB-227 7901
35144

2 1/8 
54.0

5
127.0

3 3/4 
95.3

2
50.8

4 1/4 
108.0

2
50.8

1 1/4 
31.8

2 15/16
74.6

1/2-13  3/4 
5.6
2.541 3/4 VTBB-228 VB-228

1 15/16 VTBB-231 VB-231 7889
35090

2 1/4 
57.2

5 1/2 
139.7

4
101.6

2
50.8

4 5/8 
117.5

2 3/32
53.2

1 11/32
34.1

3 3/8
85.7

5/8-11  7/8 
6.9
3.132 VTBB-232S VB-232S

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-163

Mounted Ball Bearings

VF4S 100 Series Intermediate Duty Four Bolt Flanges - Setscrew Locking

B
A 

G
D

LM

N
J
H

RIVET

T

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing  

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B* D G H J L M N T               

Coredinch

 1/2 VF4S-108 VS-108 2108
9377

3 
76.2

2 1/8 
54.0

 23/32
18.3

 3/8 
9.5

1 5/64
27.4

 15/16
23.8

 31/32
24.6

2 1/8 
54.0

 5/16
7.9

1 3/4 
44.5

 3/8 
1.0
.45 5/8 VF4S-110 VS-110

 3/4 VF4S-112 VS-112
2611
11614

3 3/8
85.7

2 1/2 
63.5

 57/64
22.6

 7/16
11.1

1 9/32
32.5

1 1/16
27.0

1 3/16
30.2

2 1/2 
63.5

 11/32
8.7

2 
50.8

 3/8 
1.3
.59

 7/8 VF4S-114 VS-114

2801
12459

3 3/4 
95.3

2 3/4 
69.9

 61/64
24.2

 1/2 
12.7

1 25/64
35.3

1 7/64
28.2

1 3/8 
34.9

2 3/4 
69.9

 11/32
8.7

2 1/2 
63.5

 7/16
1.7
.77

 15/16 VF4S-115 VS-115

1 VF4S-116 VS-116

1 1/8 VF4S-118 VS-118

4381
19487

4 1/4 
108.0

3 1/4 
82.6

1 5/64
27.4

 17/32
13.5

1 15/32
37.3

1 5/32
29.4

1 19/32
40.5

3 1/8 
79.4

 3/8 
9.5

2 7/8 
73.0

 7/16
2.4
1.09

1 3/16 VF4S-119 VS-119

1 1/4 VF4S-120S VS-120S

1 1/4 VF4S-120 VS-120

5782
25718

4 5/8 
117.5

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 39/64
40.9

1 9/32
32.5

1 55/64
47.2

3 5/8 
92.1

 27/64
10.7

3 1/4 
82.6

 1/2 
3.4
1.54

1 3/8 VF4S-122 VS-122

1 7/16 VF4S-123 VS-123

1 1/2 VF4S-124 VS-124
7340
32648

5 1/8 
130.2

4 
101.6

1 19/64
32.9

 5/8 
15.9

1 49/64
44.8

1 27/64
36.1

2 1/16
52.4

4 1/8 
104.8

 31/64
12.3

3 1/2 
88.9

 1/2 
4.4
2.00

1 11/16 VF4S-127 VS-127 7901
35144

5 3/8 
136.5

4 1/8 
104.8

1 21/64
33.7

 5/8 
15.9

1 13/16
46.0

1 7/16
36.5

2 19/64
58.3

4 3/8 
111.1

 31/64
12.3

3 7/8 
98.4

 9/16
4.7
2.131 3/4 VF4S-128 VS-128

1 15/16 VF4S-131 VS-131 7889
35090

5 5/8 
142.9

4 3/8 
111.1

1 23/64
34.5

 5/8 
15.9

1 59/64
48.8

1 35/64
39.3

2 15/32
62.7

4 9/16
115.9

 1/2 
12.7

4 
101.6

 9/16
5.4
2.452 VF4S-132S VS-132S

2 VF4S-132 VS-132 9752
43377

6 3/8 
161.9

5 1/8 
130.2

1 33/64
38.5

 13/16
20.6

2 7/64
53.6

1 21/32
42.1

2 23/32
69.1

5 1/4 
133.4

 35/64
13.9

4 1/4 
108.0

 5/8 
7.7
3.492 3/16 VF4S-135 VS-135

* To obtain bolt circle multiply B x 1.414”.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-164

Mounted Ball Bearings

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact

Temperature: -20° to 200°F

VF4E 100 Series Intermediate Duty Four Bolt Flanges - Eccentric Locking

B

A

L T

D
G

RIVET

N
J

H

M

Bore 
Diameter Part No. Bearing  

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B* D G H J L M N T               

Coredinch

 1/2 VF4E-108 VE-108 2108
9377

3 
76.2

2 1/8 
54.0

 23/32
18.3

 3/8 
9.5

1 21/64
33.7

1 3/16
30.2

1 3/16
30.2

2 1/8 
54.0

 5/16
7.9

1 3/4 
44.5

 3/8 
1.1
.50 5/8 VF4E-110 VE-110

 3/4 VF4E-112 VE-112
2611
11614

3 3/8 
85.7

2 1/2 
63.5

 57/64
22.6

 7/16
11.1

1 31/64
37.7

1 17/64
32.1

1 5/16
33.3

2 1/2 
63.5

 11/32
8.7

2 
50.8

 3/8 
1.4
.64

 7/8 VF4E-114 VE-114

2801
12459

3 3/4 
95.3

2 3/4 
69.9

 61/64
24.2

 1/2 
12.7

1 35/64
39.3

1 17/64
32.1

1 1/2 
38.1

2 3/4 
69.9

 11/32
8.7

2 1/2 
63.5

 7/16
1.8
.82

 15/16 VF4E-115 VE-115

1 VF4E-116 VE-116

1 1/8 VF4E-118 VE-118

4381
19487

4 1/4 
108.0

3 1/4 
82.6

1 5/64
27.4

 17/32
13.5

1 47/64
44.1

1 27/64
36.1

1 3/4 
44.5

3 1/8 
79.4

 3/8 
9.5

2 7/8 
73.0

 7/16
2.6
1.18

1 3/16 VF4E-119 VE-119

1 1/4 VF4E-120S VE-120S

1 1/4 VF4E-120 VE-120

5782
25718

4 5/8 
117.5

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 29/32
48.4

1 37/64
40.1

2 3/16
55.6

3 5/8 
92.1

 27/64
10.7

3 1/4 
82.6

 1/2 
3.6
1.63

1 3/8 VF4E-122 VE-122

1 7/16 VF4E-123 VE-123

1 1/2 VF4E-124 VE-124
7340
32648

5 1/8 
130.2

4 
101.6

1 19/64
32.9

 5/8 
15.9

2 7/64
53.6

1 49/64
44.8

2 3/8 
60.3

4 1/8 
104.8

 31/64
12.3

3 1/2 
88.9

 1/2 
4.7
2.13

1 11/16 VF4E-127 VE-127 7901
35144

5 3/8 
136.5

4 1/8 
104.8

1 21/64
33.7

 5/8 
15.9

2 9/64
54.4

1 49/64
44.8

2 1/2 
63.5

4 3/8 
111.1

 31/64
12.3

3 7/8 
98.4

 9/16
5.0
2.271 3/4 VF4E-128 VE-128

1 15/16 VF4E-131 VE-131 7889
35090

5 5/8 
142.9

4 3/8 
111.1

1 23/64
34.5

 5/8 
15.9

2 5/32
54.8

1 25/32
45.2

2 3/4 
69.9

4 9/16
115.9

 1/2 
12.7

4 
101.6

 9/16
5.6
2.542 VF4E-132S VE-132S

2 VF4E-132 VE-132 9752
43377

6 3/8 
161.9

5 1/8 
130.2

1 33/64
38.5

 13/16
20.6

2 7/16
61.9

1 63/64
50.4

3 
76.2

5 1/4 
133.4

 35/64
13.9

4 1/4 
108.0

 5/8 
7.7
3.492 3/16 VF4E-135 VE-135

* To obtain bolt circle multiply B x 1.414”.
For Replacement Lock Collar see page G-214.
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G-165

Mounted Ball Bearings

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B* D G H J L M N T               

Coredinch mm

 1/2 12.7 VF4S-208 VS-208 2108
9377

3 
76.2

2 1/8 
54.0

 23/32
18.3

 3/8 
9.5

1 5/64
27.4

1 1/32
26.2

 31/32
24.6

2 1/8 
54.0

 13/32
10.3

1 3/4 
44.5

 3/8 
1.1
.50 5/8 15.9 VF4S-210 VS-210

 3/4 19.1 VF4S-212 VS-212
2611
11614

3 3/8 
85.7

2 1/2 
63.5

 57/64
22.6

 7/16
11.1

1 9/32
32.5

1 7/32
31.0

1 3/16
30.2

2 1/2 
63.5

 1/2 
12.7

2 
50.8

 3/8 
1.4
.64

 7/8 22.2 VF4S-214 VS-214
2801
12459

3 3/4 
95.3

2 3/4 
69.9

 61/64
24.2

 1/2 
12.7

1 7/16
36.5

1 3/8 
34.9

1 3/8 
34.9

2 3/4 
69.9

 9/16
14.3

2 1/2 
63.5

 7/16
1.6
.73

 15/16 23.8 VF4S-215 VS-215

1 25.4 VF4S-216 VS-216

1 1/8 28.6 VF4S-218 VS-218
4381
19487

4 1/4 
108.0

3 1/4 
82.6

1 5/64
27.4

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

3 1/8 
79.4

 5/8 
15.9

2 7/8 
73.0

 7/16
2.6
1.18

1 3/16 30.2 VF4S-219 VS-219

1 1/4 31.8 VF4S-220S VS-220S

1 1/4 31.8 VF4S-220 VS-220
5782
25718

4 5/8 
117.5

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

3 5/8 
92.1

 11/16
17.5

3 1/4 
82.6

 1/2 
3.6
1.63

1 3/8 34.9 VF4S-222 VS-222

1 7/16 36.5 VF4S-223 VS-223

1 1/2 38.1 VF4S-224 VS-224
7340
32648

5 1/8 
130.2

4 
101.6

1 19/64
32.9

 5/8 
15.9

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

4 1/8 
104.8

 3/4 
19.1

3 1/2 
88.9

 1/2 
4.9
2.22

1 5/8 41.3 VF4S-226 VS-226
7901
35144

5 3/8 
136.5

4 1/8 
104.8

1 21/64
33.7

 5/8 
15.9

2 3/64
52.0

1 15/16
49.2

2 19/64
58.3

4 3/8 
111.1

 3/4 
19.1

3 7/8 
98.4

 9/16
5.2
2.36

1 11/16 42.9 VF4S-227 VS-227

1 3/4 44.5 VF4S-228 VS-228

1 15/16 49.2 VF4S-231 VS-231 7889
35090

5 5/8 
142.9

4 3/8 
111.1

1 23/64
34.5

 5/8 
15.9

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

4 9/16
115.9

 3/4 
19.1

4 
101.6

 9/16
5.6
2.542 50.8 VF4S-232S VS-232S

2 50.8 VF4S-232 VS-232 9752
43377

6 3/8 
161.9

5 1/8 
130.2

1 33/64
38.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

2 23/32
69.1

5 1/4 
133.4

 7/8 
22.2

4 1/4 
108.0

 5/8 
7.9
3.582 3/16 55.6 VF4S-235 VS-235

2 1/4 57.2 VF4S-236 VS-236 11789
52437

6 7/8 
174.6

5 5/8 
142.9

1 11/16
42.9

 13/16
20.6

2 11/16
68.3

2 3/16
55.6

2 63/64
75.8

5 7/16
138.1

1 
25.4

5 
127.0

 5/8 
9.6
4.352 7/16 61.9 VF4S-239 VS-239

* To obtain bolt circle multiply B x 1.414”.

VF4S 200 Series Standard Duty Four Bolt Flanges - Setscrew Locking - Inch

B
A 

G
D

LM

N

J
H

RIVET

T

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-166

Mounted Ball Bearings

Bore 
Diameter Part No. Bearing  

Insert No.

Basic 
Dynamic 
Rating         

N/lb

Dimensions mm / inch
Bolt 
Size

Unit Wt. 
kg/lbA B* D G H J L M N T               

Coredmm

20 VF4S-20 MM VS-20 MM
11614 85.7

3 3/8 
63.5
2 1/2 

22.6
 57/64

11.1
 7/16

32.5
1 9/32

31.0
1 7/32

30.2
1 3/16

63.5
2 1/2 

12.7
 1/2 

50.8
2

M10
.64
1.42611

25 VF4S-25 MM VS-25 MM
12459 95.3

3 3/4 
69.9
2 3/4 

24.2
 61/64

12.7
 1/2 

36.5
1 7/16

34.9
1 3/8 

34.9
1 3/8 

69.9
2 3/4 

14.3
 9/16

63.5
2 1/2 

M10
.73
1.62801

30 VF4S-30 MM VS-30 MM
19487 108.0

4 1/4 
82.6
3 1/4 

27.4
1 5/64

13.5
 17/32

39.7
1 9/16

38.1
1 1/2 

40.5
1 19/32

79.4
3 1/8 

15.9
 5/8 

73.0
2 7/8 

M10
1.18
2.64381

35 VF4S-35 MM VS-35 MM
25718 117.5

4 5/8 
92.1
3 5/8 

29.4
1 5/32

15.1
 19/32

44.5
1 3/4 

42.9
1 11/16

47.2
1 55/64

92.1
3 5/8 

17.5
 11/16

82.6
3.25

M12
1.63
3.65782

40 VF4S-40 MM VS-40 MM
32648 130.2

5 1/8 
101.6

4
32.9

1 19/64
15.9
 5/8 

51.2
2 1/64

49.2
1 15/16

52.4
2 1/16

104.8
4 1/8 

19.1
 3/4 

88.9
3 1/2 

M12
2.22
4.97340

45 VF4S-45 MM VS-45 MM
35144 136.5

5 3/8 
104.8
4 1/8 

33.7
1 21/64

15.9
 5/8 

52.0
2 3/64

49.2
1 15/16

58.3
2 19/64

111.1
4 3/8 

19.1
 3/4 

98.4
3 7/8 

M14
2.36
5.27901

50 VF4S-50 MM VS-50 MM
35090 142.9

5 5/8 
111.1
4 3/8 

34.5
1 23/64

15.9
 5/8 

54.8
2 5/32

51.6
2 1/32

62.7
2 15/32

115.9
4 9/16

19.1
 3/4 

101.6
4

M16
2.54
5.67889

55 VF4S-55 MM VS-55 MM
43377 161.9

6 3/8 
130.2
5 1/8 

38.5
1 33/64

20.6
 13/16

58.7
2 5/16

55.6
2 3/16

69.1
2 23/32

133.4
5 1/4 

22.2
 7/8 

108.0
4 1/4 

M16
3.58
7.99752

60 VF4S-60 MM VS-60 MM
52437 174.6

6 7/8 
142.9
5 5/8

42.9
1 11/16

20.6
13/16

68.3
2 11/16

55.6
2 3/16

75.8
2 63/64

138.1
5 7/16

25.4
1

127.0
5

M16
4.35
9.611789

* To obtain bolt circle multiply B x 1.414”.

VF4S 200 Series Standard Duty Four Bolt Flanges - Setscrew Locking - Metric

B
A 

G
D

LM

N

J
H

RIVET

T

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F
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G-167

Mounted Ball Bearings

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

VF4B 200 Series Standard Duty Four Bolt Flanges - BOA Concentric Locking

RIVET

B
A

LM

N
J
H

G
D

T

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B* D G H J L M N T               

Coredinch

 3/4 VF4B-212 VB-212
2611 3 3/8 

85.7
2 1/2 
63.5

 57/64
22.6

7/16
11.1

1 11/32
34.1

1 9/32
32.5

1 3/4 
44.5

2 1/2 
63.5

 1/2 
12.7

2 
50.8

 3/8 
1.5
.6811614

 7/8 VF4B-214 VB-214
2801
12459

3 3/4 
95.3

2 3/4 
69.9

 61/64
24.2

1/2
12.7

1 1/2 
38.1

1 7/16
36.5

1 15/16
49.2

2 3/4 
69.9

 9/16
14.3

2 1/2 
63.5

 7/16
1.8
.82

 15/16 VF4B-215 VB-215

1 VF4B-216 VB-216

1 1/8 VF4B-218 VB-218
4381
19487

4 1/4 
108.0

3 1/4 
82.6

1 5/64
27.4

 17/32
13.5

1 5/8 
41.3

1 9/16
39.7

2 3/16
55.6

3 1/8 
79.4

 5/8 
15.9

2 7/8 
73.0

 7/16
2.8
1.27

1 3/16 VF4B-219 VB-219

1 1/4 VF4B-220S VB-220S

1 1/4 VF4B-220 VB-220
5782 4 5/8 

117.5
3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 13/16
46.0

1 3/4 
44.5

2 7/16
61.9

3 5/8 
92.1

 11/16
17.5

3 1/4 
82.6

 1/2 
3.9
1.7725718

1 3/8 VF4B-222 VB-222 5782 4 5/8 
117.5

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 13/16
46.0

1 3/4 
44.5

2 9/16
65.1

3 5/8 
92.1

 11/16
17.5

3 1/4 
82.6

 1/2 
3.9
1.771 7/16 VF4B-223 VB-223 25718

1 1/2 VF4B-224 VB-224
7340 5 1/8 

130.2
4 

101.6
1 19/64

32.9
 5/8 
15.9

2 5/64
52.8

2 
50.8

2 11/16
68.3

4 1/8 
104.8

 3/4 
19.1

3 1/2 
88.9

 1/2 
5.2
2.3632648

1 5/8 VF4B-226 VB-226
7901 5 3/8 

136.5
4 1/8 
104.8

1 21/64
33.7

 5/8 
15.9

2 7/64
53.6

2 
50.8

2 13/16
71.4

4 3/8 
111.1

 3/4 
19.1

3 7/8 
98.4

 9/16
5.5
2.4935144

1 11/16 VF4B-227 VB-227 7901 5 3/8 
136.5

4 1/8 
104.8

1 21/64
33.7

 5/8 
15.9

2 7/64
53.6

2 
50.8

2 15/16
74.6

4 3/8 
111.1

 3/4 
19.1

3 7/8 
98.4

 9/16
5.5
2.491 3/4 VF4B-228 VB-228 35144

1 15/16 VF4B-231 VB-231 7889 5 5/8 
142.9

4 3/8 
111.1

1 23/64
34.5

 5/8 
15.9

2 7/32
56.4

2 3/32
53.2

3 3/8 
85.7

4 9/16
115.9

 3/4 
19.1

4 
101.6

 9/16
6.2
2.812 VF4B-232S VB-232S 35090

2 VF4B-232 VB-232
9752 6 3/8 

161.9
5 1/8 
130.2

1 33/64
38.5

 13/16
20.6

2 3/8 
60.3

2 1/4 
57.2

3 1/2 
88.9

5 1/4 
133.4

 7/8 
22.2

4 1/4 
108.0

 5/8 
8.5
3.8643377

2 3/16 VF4B-235 VB-235
9752 6 3/8 

161.9
5 1/8 
130.2

1 33/64
38.5

 13/16
20.6

2 3/8 
60.3

2 1/4 
57.2

3 5/8 
92.1

5 1/4 
133.4

 7/8 
22.2

4 1/4 
108.0

 5/8 
8.5
3.8643377

2 1/4 VF4B-236 VB-236
11789 6 7/8 

174.6
5 5/8 
142.9

1 11/16
42.9

 13/16
20.6

2 3/4 
69.9

2 5/8 
66.7

4 1/16
103.2

5 7/16
138.1

1 
25.4

5 
127.0

 5/8 
10.8
4.9052437

2 7/16 VF4B-239 VB-239
11789 6 7/8 

174.6
5 5/8 
142.9

1 11/16
42.9

 13/16
20.6

2 3/4 
69.9

2 5/8 
66.7

4 1/8 
104.8

5 7/16
138.1

1 
25.4

5 
127.0

 5/8 
10.8
4.9052437

* To obtain bolt circle multiply B x 1.414”.
For Replacement Lock Collar see page G-214.
Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-168

Mounted Ball Bearings

VF4E 200 Series Standard Duty Four Bolt Flanges - Eccentric Locking

A
B

TM L

D
G

H

RIVET

N
JDuty: Standard

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B* G D H J L M N T               

Coredinch

 1/2 VF4E-208 VE-208 2108 3 
76.2

2 1/8 
54.0

 1/2 
12.7

 7/8 
22.2

1 33/64
38.5

1 15/32
37.3

1 3/16
30.2

2 1/8 
54.0

 35/64
13.9

1 3/4 
44.5

 3/8 
1.2
.54 5/8 VF4E-210 VE-210 9377

 3/4 VF4E-212 VE-212
2611 3 3/8 

85.7
2 1/2 
63.5

 1/2 
12.7

1 5/64
27.4

1 51/64
45.6

1 23/32
43.7

1 5/16
33.3

2 1/2 
63.5

 43/64
17.1

2 
50.8

 3/8 
1.5
.6811614

 7/8 VF4E-214 VE-214
2801
12459

3 3/4 
95.3

2 3/4 
69.9

 9/16
14.3

1 7/64
28.2

1 27/32
46.8

1 3/4 
44.5

1 1/2 
38.1

2 3/4 
69.9

 11/16
17.5

2 1/2 
63.5

 7/16
2.0
.91

 15/16 VF4E-215 VE-215

1 VF4E-216 VE-216

1 1/8 VF4E-218 VE-218
4381
19487

4 1/4 
108.0

3 1/4 
82.6

 5/8 
15.9

1 13/64
30.6

2 
50.8

1 29/32
48.4

1 3/4 
44.5

3 1/8 
79.4

 23/32
18.3

2 7/8 
73.0

 7/16
3.0
1.36

1 3/16 VF4E-219 VE-219

1 1/4 VF4E-220S VE-220S

1 1/4 VF4E-220 VE-220
5782
25718

4 5/8 
117.5

3 5/8 
92.1

 21/32
16.7

1 1/4 
31.8

2 1/8 
54.0

2 1/64
51.2

2 3/16
55.6

3 5/8 
92.1

 3/4 
19.1

3 1/4 
82.6

 1/2 
3.8
1.72

1 3/8 VF4E-222 VE-222

1 7/16 VF4E-223 VE-223

1 1/2 VF4E-224 VE-224
7340 5 1/8 

130.2
4 

101.6
 11/16
17.5

1 13/32
35.7

2 5/16
58.7

2 7/32
56.4

2 3/8 
60.3

4 1/8 
104.8

 27/32
21.4

3 1/2 
88.9

 1/2 
5.1
2.3132648

1 5/8 VF4E-226 VE-226
7901
35144

5 3/8 
136.5

4 1/8 
104.8

 11/16
17.5

1 13/32
35.7

2 5/16
58.7

2 7/32
56.4

2 1/2 
63.5

4 3/8 
111.1

 27/32
21.4

3 7/8 
98.4

 9/16
5.4
2.45

1 11/16 VF4E-227 VE-227

1 3/4 VF4E-228 VE-228

1 15/16 VF4E-231 VE-231
7889 5 5/8 

142.9
4 3/8 
111.1

 23/32
18.3

1 39/64
40.9

2 5/8 
66.7

2 15/32
62.7

2 3/4 
69.9

4 9/16
115.9

 31/32
24.6

4 
101.6

 9/16
5.9
2.6835090

2 VF4E-232 VE-232 9752 6 3/8 
161.9

5 1/8 
130.2

 25/32
19.8

1 49/64
44.8

2 31/32
75.4

2 13/16
71.4

3 
76.2

5 1/4 
133.4

1 3/32
27.8

4 1/4 
108.0

 5/8 
8.2
3.722 3/16 VF4E-235 VE-235 43377

2 1/4 VF4E-236 VE-236 11789 6 7/8 
174.6

5 5/8 
142.9

 13/16
20.6

1 31/32
50.0

3 1/4 
82.6

3 1/16
77.8

3 3/8 
85.7

5 7/16
138.1

1 7/32
31.0

4 7/8 
123.8

 5/8 
9.9
4.492 7/16 VF4E-239 VE-239 52437

* To obtain bolt circle multiply B x 1.414”.
For Replacement Lock Collar see page G-214.
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G-169

Mounted Ball Bearings

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VF4S 300 Series Medium Duty Four Bolt Flanges - Setscrew Locking

B

A 

G
D

LM

N
J
H

RIVET

T

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B D G H J L M N T               

Coredinch

1 VF4S-316 VS-316
4381 4 1/4 

108.0
3 1/4 
82.6

1 5/64
27.4

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

3 1/8 
79.4

 5/8 
15.9

2 7/8 
73.0

 7/16
2.9
1.3219487

1 3/16 VF4S-319 VS-319
5782 4 5/8 

117.5
3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

3 5/8 
92.1

 11/16
17.5

3 1/4 
82.6

 1/2 
2.9
1.3225718

1 7/16 VF4S-323 VS-323
7340 5 1/8 

130.2
4 

101.6
1 19/64

32.9
 5/8 
15.9

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

4 1/8 
104.8

 3/4 
19.1

3 1/2 
88.9

 1/2 
5.0
2.2732648

1 1/2 VF4S-324 VS-324
7901 5 3/8 

136.5
4 1/8 
104.8

1 21/64
33.7

 5/8 
15.9

2 3/64
52.0

1 15/16
49.2

2 19/64
58.3

4 3/8 
111.1

 3/4 
19.1

3 7/8 
98.4

 9/16
5.0
2.2735144

1 11/16 VF4S-327 VS-327 7889 5 5/8 
142.9

4 3/8 
111.1

1 23/64
34.5

 5/8 
15.9

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

4 9/16
115.9

 3/4 
19.1

4 
101.6

 9/16
5.8
2.631 3/4 VF4S-328 VS-328 35090

1 15/16 VF4S-331 VS-331 9752 6 3/8 
161.9

5 1/8 
130.2

1 33/64
38.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

2 23/32
69.1

5 1/4 
133.4

 7/8 
22.2

4 1/4 
108.0

 5/8 
8.0
3.632 VF4S-332 VS-232S 43377

2 3/16 VF4S-335 VS-335 11789 6 7/8 
174.6

5 5/8 
142.9

1 11/16
42.9

 13/16
20.6

2 11/16
68.3

2 9/16
65.1

2 63/64
75.8

5 7/16
138.1

1 
25.4

5 
127.0

 5/8 
9.9
4.492 1/4 VF4S-336 VS-236 52437

* To obtain bolt circle multiply B x 1.414”.
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G-170

Mounted Ball Bearings

VF4B 300 Series Medium Duty Four Bolt Flanges - BOA Concentric Locking

RIVET

B
A

L

G
D

M

H
J

N

T

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B* D G H J L M N T               

Coredinch

 1 VF4B-316 VB-316
4381 4 1/4 

108.0
3 1/4 
82.6

1 5/64
27.4

 17/32
13.5

1 5/8 
41.3

1 9/16
39.7

2 1/16
52.4

3 1/8 
79.4

 5/8 
15.9

2 7/8 
73.0

 7/16
3.0
1.3619487

1 3/16 VF4B-319 VB-319 5782 4 5/8 
117.5

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 13/16
46.0

1 3/4 
44.5

2 7/16
61.9

3 5/8 
92.1

 11/16
17.5

3 1/4 
82.6

 1/2 
3.0
1.361 1/4 VF4B-320 VB-220 25718

1 7/16 VF4B-323 VB-323
7340 5 1/8 

130.2
4 

101.6
1 19/64

32.9
 5/8 
15.9

2 5/64
52.8

2 
50.8

2 11/16
68.3

4 1/8 
104.8

 3/4 
19.1

3 1/2 
88.9

 1/2 
5.1
2.3132648

1 8/16 VF4B-324 VB-324
7901 5 3/8 

136.5
4 1/8 
104.8

1 21/64
33.7

 5/8 
15.9

2 7/64
53.6

2 
50.8

2 13/16
71.4

4 3/8 
111.1

 3/4 
19.1

3 7/8 
98.4

 9/16
5.1
2.3135144

1 11/16 VF4B-327 VB-327 7889 5 5/8 
142.9

4 3/8 
111.1

1 23/64
34.5

 5/8 
15.9

2 7/32
56.4

2 3/32
53.2

7 3/4 
196.9

4 9/16
115.9

 3/4 
19.1

4 
101.6

 9/16
5.9
2.681 3/4 VF4B-328 VB-328 35090

1 15/16 VF4B-331 VB-331 9752 6 3/8 
161.9

5 1/8 
130.2

1 33/64
38.5

 13/16
20.6

2 3/8 
60.3

2 1/4 
57.2

3 1/2 
88.9

5 1/4 
133.4

 7/8 
22.2

4 1/4 
108.0

 5/8 
8.2
3.72 2 VF4B-332 VB-232S 43377

2 3/16 VF4B-335 VB-335
11789 6 7/8 

174.6
5 5/8 
142.9

1 11/16
42.9

 13/16
20.6

2 3/4 
69.9

2 5/8 
66.7

4 1/16
103.2

5 7/16
138.1

1 
25.4

5 
127.0

 5/8 
10.2
4.6352437

* To obtain bolt circle multiply B x 1.414”.
For Replacement Lock Collar see page G-214.
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G-171

Mounted Ball Bearings

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

VF2S 100 Series Intermediate Duty Two Bolt Flanges - Setscrew Locking

B
A

C L

H

N
J

45°

G
D

RIVET

T

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D G H J L N T               

Coredinch

 1/2 VF2S-108 VS-108 2108 3 7/8 
98.4

3 
76.2

2 1/8 
54.0

 23/32
18.3

 3/8 
9.5

1 5/64
27.4

 15/16
23.8

 31/32
24.6

 5/16
7.9

1 3/4 
44.5

 3/8 
.8
.36 5/8 VF2S-110 VS-110 9377

 3/4 VF2S-112 VS-112
2611 4 13/32

111.9
3 17/32

89.7
2 1/2 
63.5

 57/64
22.6

 7/16
11.1

1 9/32
32.5

1 1/16
27.0

1 3/16
30.2

 11/32
8.7

2 
50.8

 3/8 
.9
.4111614

 7/8 VF2S-114 VS-114

2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

 61/64
24.2

 1/2 
12.7

1 25/64
35.3

1 7/64
28.2

1 3/8 
34.9

 11/32
8.7

2 5/16
58.7

 7/16
1.0
.45

 15/16 VF2S-115 VS-115

1 VF2S-116 VS-116

1 1/8 VF2S-118 VS-118

4381
19487

5 9/16
141.3

4 19/32
116.7

3 1/8 
79.4

1 5/64
27.4

 17/32
13.5

1 15/32
37.3

1 5/32
29.4

1 19/32
40.5

 3/8 
9.5

2 3/4 
69.9

 7/16
1.6
.73

1 3/16 VF2S-119 VS-119

1 1/4 VF2S-120S VS-120S

1 1/4 VF2S-120 VS-120

5782
25718

6 1/8 
155.6

5 1/8 
130.2

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 39/64
40.9

1 9/32
32.5

1 55/64
47.2

 27/64
10.7

3 3/16
81.0

1/2
2.6
1.18

1 3/8 VF2S-122 VS-122

1 7/16 VF2S-123 VS-123

1 1/2 VF2S-124 VS-124
7340 6 3/4 

171.5
5 21/32
143.7

4 1/8 
104.8

1 19/64
32.9

 5/8 
15.9

1 49/64
44.8

1 27/64
36.1

2 1/16
52.4

 31/64
12.3

3 1/2 
88.9

 1/2 
3.4
1.5432648

1 11/16 VF2S-127 VS-127 7901 7 1/16
179.4

5 27/32
148.4

4 3/8 
111.1

1 21/64
33.7

 5/8 
15.9

1 13/16
46.0

1 7/16
36.5

2 19/64
58.3

 31/64
12.3

3 3/4 
95.3

 9/16
3.5
1.591 3/4 VF2S-128 VS-128 35144

1 15/16 VF2S-131 VS-131 7889 7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 23/64
34.5

 5/8 
15.9

1 59/64
48.8

1 35/64
39.3

2 15/32
62.7

 1/2 
12.7

4 
101.6

 9/16
4.4
2.002 VF2S-132S VS-132S 35090

2 VF2S-132 VS-132 9752 8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 33/64
38.5

 13/16
20.6

2 7/64
53.6

1 21/32
42.1

2 23/32
69.1

 35/64
13.9

4 1/4 
108.0

 5/8 
5.7
2.592 3/16 VF2S-135 VS-135 43377

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-172

Mounted Ball Bearings

VF2E 100 Series Intermediate Duty Two Bolt Flanges - Eccentric Locking

B
A

45°

LC T

G
D

N

H
J

RIVET

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D G H J L N T               

Coredinch

 1/2 VF2E-108 VE-108 2108 3 7/8 
98.4

3 
76.2

2 1/8 
54.0

 23/32
18.3

 3/8 
9.5

1 21/64
33.7

1 3/16
30.2

1 3/16
30.2

 5/16
7.9

1 3/4 
44.5

 3/8 
1.0
.45 5/8 VF2E-110 VE-110 9377

 3/4 VF2E-112 VE-112
2611 4 13/32

111.9
3 17/32

89.7
2 1/2 
63.5

 57/64
22.6

 7/16
11.1

1 31/64
37.7

1 17/64
32.1

1 5/16
33.3

 11/32
8.7

2 
50.8

 3/8 
1.1
.5011614

 7/8 VF2E-114 VE-114

2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

 61/64
24.2

 1/2 
12.7

1 35/64
39.3

1 17/64
32.1

1 1/2 
38.1

 11/32
8.7

2 5/16
58.7

 7/16
1.5
.68

 15/16 VF2E-115 VE-115

1 VF2E-116 VE-116

1 1/8 VF2E-118 VE-118

4381
19487

5 9/16
141.3

4 19/32
116.7

3 1/8 
79.4

1 5/64
27.4

 17/32
13.5

1 47/64
44.1

1 27/64
36.1

1 3/4 
44.5

 3/8 
9.5

2 3/4 
69.9

 7/16
1.9
.86

1 3/16 VF2E-119 VE-119

1 1/4 VF2E-120S VE-120S

1 1/4 VF2E-120 VE-120

5782
25718

6 1/8 
155.6

5 1/8 
130.2

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 29/32
48.4

1 37/64
40.1

2 3/16
55.6

 27/64
10.7

3 3/16
81.0

1/2 
2.8
1.27

1 3/8 VF2E-122 VE-122

1 7/16 VF2E-123 VE-123

1 1/2 VF2E-124 VE-124
7340 6 3/4 

171.5
5 21/32
143.7

4 1/8 
104.8

1 19/64
32.9

 5/8 
15.9

2 7/64
53.6

1 49/64
44.8

2 3/8 
60.3

 31/64
12.3

3 1/2 
88.9

 1/2 
3.6
1.6332648

1 11/16 VF2E-127 VE-127 7901 7 1/16
179.4

5 27/32
148.4

4 3/8 
111.1

1 21/64
33.7

 5/8 
15.9

2 5/32
54.8

1 49/64
44.8

2 1/2 
63.5

 31/64
12.3

3 3/4 
95.3

 9/16
3.8
1.721 3/4 VF2E-128 VE-128 35144

1 15/16 VF2E-131 VE-131 7889 7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 23/64
34.5

 5/8 
15.9

2 5/32
54.8

1 25/32
45.2

2 3/4 
69.9

 1/2 
12.7

4 
101.6

 9/16
4.5
2.042 VF2E-132S VE-132S 35090

2 VF2E-132 VE-132 9752 8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 33/64
38.5

 13/16
20.6

2 7/16
61.9

1 63/64
50.4

3 
76.2

 35/64
13.9

4 1/4 
108.0

 5/8 
6.1
2.772 3/16 VF2E-135 VE-135 43377

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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Mounted Ball Bearings

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B C D G H J L N T               

Coredinch

 1/2 VF2S-208 VS-208 2108 3 7/8 
98.4

3 
76.2

2 1/8 
54.0

 23/32
18.3

 3/8 
9.5

1 5/64
27.4

1 1/32
26.2

 31/32
24.6

 13/32
10.3

1 3/4 
44.5

 3/8 
.9
.41 5/8 VF2S-210 VS-210 9377

 3/4 VF2S-212 VS-212
2611 4 13/32

111.9
3 17/32

89.7
2 1/2 
63.5

 57/64
22.6

 7/16
11.1

1 9/32
32.5

1 7/32
31.0

1 3/16
30.2

 1/2 
12.7

2 
50.8

 3/8 
1.0
.4511614

 7/8 VF2S-214 VS-214
2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

 61/64
24.2

 1/2 
12.7

1 7/16
36.5

1 3/8 
34.9

1 3/8 
34.9

 9/16
14.3

2 5/16
58.7

 7/16
1.1
.50

 15/16 VF2S-215 VS-215

1 VF2S-216 VS-216

1 1/8 VF2S-218 VS-218
4381
19487

5 9/16
141.3

4 19/32
116.7

3 1/8 
79.4

1 5/64
27.4

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

 5/8 
15.9

2 3/4 
69.9

 7/16
1.7
.77

1 3/16 VF2S-219 VS-219

1 1/4 VF2S-220S VS-220S

1 1/4 VF2S-220 VS-220
5782
25718

6 1/8 
155.6

5 1/8 
130.2

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

3 3/16
81.0

 1/2 
2.7
1.22

1 3/8 VF2S-222 VS-222

1 7/16 VF2S-223 VS-223

1 1/2 VF2S-224 VS-224
7340 6 3/4 

171.5
5 21/32
143.7

4 1/8 
104.8

1 19/64
32.9

 5/8 
15.9

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

3 1/2 
88.9

 1/2 
3.6
1.6332648

1 5/8 VF2S-226 VS-226
7901
35144

7 1/16
179.4

5 27/32
148.4

4 3/8 
111.1

1 21/64
33.7

 5/8 
15.9

2 3/64
52.0

1 15/16
49.2

2 19/64
58.3

 3/4 
19.1

3 3/4 
95.3

 9/16
3.7
1.68

1 11/16 VF2S-227 VS-227

1 3/4 VF2S-228 VS-228

1 15/16 VF2S-231 VS-231 7889 7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 23/64
34.5

 5/8 
15.9

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

 3/4 
19.1

4 
101.6

 9/16
4.6
2.092 VF2S-232S VS-232S 35090

2 VF2S-232 VS-232 9752 8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 33/64
38.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

2 23/32
69.1

 7/8 
22.2

4 1/4 
108.0

 5/8 
5.9
2.682 3/16 VF2S-235 VS-235 43377

2 1/4 VF2S-236 VS-236 11789 9 1/4 
235.0

7 15/16
201.6

5 7/16
138.1

1 11/16
42.9

 13/16
20.6

2 11/16
68.3

2 9/16
65.1

2 63/64
75.8

1 
25.4

4 3/4 
120.7

 5/8 
9.6
4.352 7/16 VF2S-239 VS-239 52437

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VF2S 200 Series Standard Duty Two Bolt Flanges - Setscrew Locking - Inch

RIVET

B
A

TLC

G
D

N
J
H

45°

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220
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G-174

Mounted Ball Bearings

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

N/lb

Dimensions mm / inch
Bolt  
Size

Unit Wt.  
kg/lbA B C D G H J L N T               

Coredmm

20 VF2S-20MM VS-20MM
11614 111.9

4 13/32
90.0

3 17/32
63.5
2 1/2 

22.6
 57/64

11.1
 7/16

32.5
1 9/32

31.0
1 7/32

30.2
1 3/16

12.7
 1/2 

50.8
2

M10
.45
1.02611

25 VF2S-25MM VS-25MM
12459 123.8

4 7/8 
99.0

3 79/88
69.9
2 3/4 

24.2
 61/64

12.7
 1/2 

36.5
1 7/16

34.9
1 3/8 

34.9
1 3/8 

14.3
 9/16

58.7
2 5/16

M10
.50
1.12801

30 VF2S-30MM VS-30MM
19487 141.3

5 9/16
116.5

4 44/75
79.4
3 1/8 

27.4
1 5/64

13.5
 17/32

39.7
1 9/16

38.1
1 1/2 

40.5
1 19/32

15.9
 5/8 

69.9
2 3/4 

M10
.77
1.74381

35 VF2S-35MM VS-35MM
25718 155.6

6 1/8 
130.0

5 11/93
92.1
3 5/8 

29.4
1 5/32

15.1
 19/32

44.5
1 3/4 

42.9
1 11/16

47.2
1 55/64

17.5
 11/16

81.0
3.1875

M12
1.22
2.75782

40 VF2S-40MM VS-40MM
32648 171.5

6 3/4 
143.5

5 63/97
104.8
4 1/8 

32.9
1 19/64

15.9
 5/8 

51.2
2 1/64

49.2
1 15/16

52.4
2 1/16

19.1
 3/4 

88.9
3 1/2 

M12
1.63
3.67340

45 VF2S-45MM VS-45MM
35144 179.4

7 1/16
148.5

5 11/13
111.1
4 3/8 

33.7
1 21/64

15.9
 5/8 

52.0
2 3/64

49.2
1 15/16

57.2
2 1/4 

19.1
 3/4 

95.3
3 3/4 

M14
1.68
3.77901

50 VF2S-50MM VS-50MM
35090 188.9

7 7/16
157.0

6 17/94
115.9
4 9/16

34.5
1 23/64

15.9
 5/8 

54.8
2 5/32

51.6
2 1/32

62.7
2 15/32

19.1
 3/4 

101.6
4

M16
2.09
4.67889

55 VF2S-55MM VS-55MM
43377 215.9

8 1/2 
184.0

7 21/86
133.4
5 1/4 

38.5
1 33/64

20.6
 13/16

58.7
2 5/16

55.6
2 3/16

69.1
2 23/32

22.2
 7/8 

108.0
4 1/4 

M16
2.68
5.99752

60 VF2S-60MM VS-60MM
52437 235.0

9 1/4 
202.0

7 81/85
138.1
5 7/16

42.9
1 11/16

20.6
 13/16

68.3
2 11/16

65.1
2 9/16

75.8
2 63/64

25.4
1

120.7
4.75

M16
4.35
9.611789

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VF2S 200 Series Standard Duty Two Bolt Flanges - Setscrew Locking - Metric

RIVET

B
A

TLC

G
D

N
J
H

45°

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220
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G-175

Mounted Ball Bearings

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B C D G H J L N T               

Coredinch

 3/4 VF2B-212 VB-212
2611 4 13/32

111.9
3 17/32

89.7
2 1/2 
63.5

 57/64
22.6

 7/16
11.1

1 11/32
34.1

1 9/32
32.5

1 3/4 
44.5

 1/2 
12.7

2 
50.8

 3/8 
1.1
.5011614

 7/8 VF2B-214 VB-214

2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

 61/64
24.2

 1/2 
12.7

1 1/2 
38.1

1 7/16
36.5

1 15/16
49.2

 9/16
14.3

2 5/16
58.7

 7/16
1.3
.59

 15/16 VF2B-215 VB-215

1 VF2B-216 VB-216

1 1/8 VF2B-218 VB-218

4381
19487

5 9/16
141.3

4 19/32
116.7

3 1/8 
79.4

1 5/64
27.4

 17/32
13.5

1 5/8 
41.3

1 9/16
39.7

2 3/16
55.6

 5/8 
15.9

2 3/4 
69.9

 7/16
2.0
.91

1 3/16 VF2B-219 VB-219

1 1/4 VF2B-220S VB-220S

1 1/4 VF2B-220 VB-220
5782 6 1/8 

155.6
5 1/8 
130.2

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 13/16
46.0

1 3/4 
44.5

2 7/16
61.9

 11/16
17.5

3 3/16
81.0

 1/2 
3.0
1.3625718

1 3/8 VF2B-222 VB-222 5782 6 1/8 
155.6

5 1/8 
130.2

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 13/16
46.0

1 3/4 
44.5

2 9/16
65.1

 11/16
17.5

3 3/16
81.0

 1/2 
3.0
1.361 7/16 VF2B-223 VB-223 25718

1 1/2 VF2B-224 VB-224
7340 6 3/4 

171.5
5 21/32
143.7

4 1/8 
104.8

1 19/64
32.9

 5/8 
15.9

2 5/64
52.8

2 
50.8

2 11/16
68.3

 3/4 
19.1

3 1/2 
88.9

 1/2 
3.3
1.5032648

1 5/8 VF2B-226 VB-226
7901 7 1/16

179.4
5 27/32
148.4

4 3/8 
111.1

1 21/64
33.7

 5/8 
15.9

2 7/64
53.6

2 
50.8

2 13/16
71.4

 3/4 
19.1

3 3/4 
95.3

 9/16
4.0
1.8135144

1 11/16 VF2B-227 VB-227 7901 7 1/16
179.4

5 27/32
148.4

4 3/8 
111.1

1 21/64
33.7

 5/8 
15.9

2 7/64
53.6

2 
50.8

2 15/16
74.6

 3/4 
19.1

3 3/4 
95.3

 9/16
4.0
1.811 3/4 VF2B-228 VB-228 35144

1 15/16 VF2B-231 VB-231 7889 7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 23/64
34.5

 5/8 
15.9

2 7/32
56.4

2 3/32
53.2

3 3/8 
85.7

 3/4 
19.1

4 
101.6

 9/16
4.2
1.912 VF2B-232S VB-232S 35090

2 VF2B-232 VB-232
9752 8 1/2 

215.9
7 1/4 
184.2

5 1/4 
133.4

1 33/64
38.5

 13/16
20.6

2 3/8 
60.3

2 1/4 
57.2

3 1/2 
88.9

 7/8 
22.2

4 1/4 
108.0

 5/8 
7.1
3.2243377

2 3/16 VF2B-235 VB-235
9752 8 1/2 

215.9
7 1/4 
184.2

5 1/4 
133.4

1 33/64
38.5

 13/16
20.6

2 3/8 
60.3

2 1/4 
57.2

3 5/8 
92.1

 7/8 
22.2

4 1/4 
108.0

 5/8 
7.1
3.2243377

VF2B 200 Series Standard Duty Two Bolt Flanges - BOA Concentric Locking

D

N
J
H

G

45°
B
A

RIVET

TC L

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-176

Mounted Ball Bearings

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

VF2E 200 Series Standard Duty Two Bolt Flanges - Eccentric Locking

G

B
A

LC T

NJ

D

H

45° RIVET

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B C D G H J L N T               

Coredinch

 1/2 VF2E-208 VE-208 2108 3 7/8 
98.4

3 
76.2

2 1/8 
54.0

1 1/32
26.2

 1/2 
12.7

1 43/64
42.5

1 15/32
37.3

1 3/16
30.2

 35/64
13.9

1 3/4 
44.5

 3/8 
1.0
.45 5/8 VF2E-210 VE-210 9377

 3/4 VF2E-212 VE-212
2611 4 13/32

111.9
3 17/32

89.7
2 1/2 
63.5

1 5/64
27.4

 1/2 
12.7

1 51/64
45.6

1 23/32
43.7

1 5/16
33.3

 43/64
17.1

2 
50.8

 3/8 
1.1
.5011614

 7/8 VF2E-214 VE-214
2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

1 5/64
27.4

 17/32
13.5

1 13/16
46.0

1 3/4 
44.5

1 1/2 
38.1

 11/16
17.5

2 5/16
58.7

 7/16
1.5
.68

 15/16 VF2E-215 VE-215

1 VF2E-216 VE-216

1 1/8 VF2E-218 VE-218
4381
19487

5 9/16
141.3

4 19/32
116.7

3 1/8 
79.4

1 13/64
30.6

 17/32
13.5

2 
50.8

1 29/32
48.4

1 3/4 
44.5

 23/32
18.3

2 3/4 
69.9

 7/16
2.1
.95

1 3/16 VF2E-219 VE-219

1 1/4 VF2E-220S VE-220S

1 1/4 VF2E-220 VE-220
5782
25718

6 1/8 
155.6

5 1/8 
130.2

3 5/8 
92.1

1 1/4 
31.8

 5/8 
15.9

2 1/8 
54.0

2 1/64
51.2

2 3/16
55.6

 3/4 
19.1

3 3/16
81.0

1/2 
2.9
1.32

1 3/8 VF2E-222 VE-222

1 7/16 VF2E-223 VE-223

1 1/2 VF2E-224 VE-224
7340 6 3/4 

171.5
5 21/32
143.7

4 1/8 
104.8

1 13/32
35.7

 5/8 
15.9

2 5/16
58.7

2 7/32
56.4

2 3/8 
60.3

 27/32
21.4

3 1/2 
88.9

 1/2 
3.8
1.7232648

1 5/8 VF2E-226 VE-226
7901
35144

7 1/16
179.4

5 27/32
148.4

4 3/8 
111.1

1 13/32
35.7

 5/8 
15.9

2 5/16
58.7

2 7/32
56.4

2 1/2 
63.5

 27/32
21.4

3 3/4 
95.3

 9/16
3.9
1.77

1 11/16 VF2E-227 VE-227

1 3/4 VF2E-228 VE-228

1 15/16 VF2E-231 VE-231
7889 7 7/16

188.9
6 3/16
157.2

4 9/16
115.9

1 39/64
40.9

 11/16
17.5

2 5/8 
66.7

2 15/32
62.7

2 3/4 
69.9

 31/32
24.6

4 
101.6

 9/16
4.8
2.1835090

2 VF2E-232 VE-232 9752 8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 49/64
44.8

 13/16
20.6

2 31/32
75.4

2 13/16
71.4

3 
76.2

1 3/32
27.8

4 1/4 
108.0

 5/8 
6.2
2.812 7/16 VF2E-235 VE-235 43377

2 1/4 VF2E-236 VE-236 11789 9 1/4 
235.0

7 15/16
201.6

5 7/16
138.1

1 31/32
50.0

 13/16
20.6

3 1/4 
82.6

3 1/16
77.8

3 3/8 
85.7

1 7/32
31.0

4 3/4 
120.7

 5/8 
9.6
4.352 7/16 VF2E-239 VE-239 52437

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Air Handling Option
Page G-144

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-177

Mounted Ball Bearings

VF2S 300 Series Medium Duty Two Bolt Flanges - Setscrew Locking

45°
B
A

TL

G
D

N
J
H

RIVET

C

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B C D G H J L N T               

Coredinch

1 VF2S-316 VS-316
4381 5 9/16

141.3
4 19/32
116.7

3 1/8 
79.4

1 5/64
27.4

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

 5/8 
15.9

2 3/4 
69.9

 7/16
2.7
1.2219487

1 3/16 VF2S-319 VS-319 5782 6 1/8 
155.6

5 1/8 
130.2

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

3 3/16
81.0

1/2 
2.7
1.221 1/4 VF2S-320 VS-220 25718

1 7/16 VF2S-323 VS-323
7340 6 3/4 

171.5
5 21/32
143.7

4 1/8 
104.8

1 19/64
32.9

 5/8 
15.9

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

3 1/2 
88.9

1/2 
4.8
2.1832648

1 1/2 VF2S-324 VS-324
7901 7 1/16

179.4
5 27/32
148.4

4 3/8 
111.1

1 21/64
33.7

 5/8 
15.9

2 3/64
52.0

1 15/16
49.2

2 19/64
58.3

 3/4 
19.1

3 3/4 
95.3

 9/16
4.8
2.1835144

1 11/16 VF2S-327 VS-327 7889 7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 23/64
34.5

 5/8 
15.9

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

 3/4 
19.1

4 
101.6

9/16
7.6
3.451 3/4 VF2S-328 VS-328 35090

1 15/16 VF2S-331 VS-331 9752 8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 33/64
38.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

2 23/32
69.1

 7/8 
22.2

4 1/4 
108.0

5/8 
9.6
4.352 VF2S-332 VS-232S 43377

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
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Features & Benefits
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Technical Engineering
Page G-220
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G-178

Mounted Ball Bearings

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

VF2B 300 Series Medium Duty Two Bolt Flanges - BOA Concentric Locking

D

N
J
H

G

45°
B
A

RIVET

TC L

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B C D G H J L N T               

Coredinch

1 VF2B-316 VB-316
4381 5 9/16

141.3
4 19/32
116.7

3 1/8 
79.4

1 5/64
27.4

 17/32
13.5

1 5/8 
41.3

1 9/16
39.7

2  1/16
2.1

 5/8 
15.9

2 3/4 
69.9

 7/16
2.0
.9119487

1 3/16 VF2B-319 VB-319 5782 6 1/8 
155.6

5 1/8 
130.2

3 5/8 
92.1

1 5/32
29.4

 19/32
15.1

1 13/16
46.0

1 3/4 
44.5

2 7/16
61.9

 11/16
17.5

3 3/16
81.0

 1/2 
3.0
1.361 1/4 VF2B-320 VB-220 25718

1 7/16 VF2B-323 VB-323
7340 6 3/4 

171.5
5 21/32
143.7

4 1/8 
104.8

1 19/64
32.9

 5/8 
15.9

2 5/64
52.8

2 
50.8

2 11/16
68.3

 3/4 
19.1

3 1/2 
88.9

 1/2 
3.3
1.5032648

1 1/2 VF2B-324 VB-324
7901 7 1/16

179.4
5 27/32
148.4

4 3/8 
111.1

1 21/64
33.7

 5/8 
15.9

2 7/64
53.6

2 
50.8

2 13/16
71.4

 3/4 
19.1

3 3/4 
95.3

 9/16
4.0
1.8135144

1 11/16 VF2B-327 VB-327 7889 7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 23/64
34.5

 5/8 
15.9

2 7/32
56.4

2 3/32
53.2

3 1/4 
82.6

 3/4 
19.1

4 
101.6

 9/16
5.2
2.361 3/4 VF2B-328 VB-328 35090

1 15/16 VF2B-331 VB-331 9752 8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 33/64
38.5

 13/16
20.6

2 3/8 
60.3

2 1/4 
57.2

3 1/2 
88.9

 7/8 
22.2

4 1/4 
108.0

 5/8 
7.1
3.222 VF2B-332 VB-232S 43377

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-179

Mounted Ball Bearings

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Flange Bracket

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VFBS 200 Series Standard Duty Flange Brackets - Setscrew Locking

C
B

D

F

A

45°
M

G

L

E

N
J

H
R

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B C D E F G H J L M N Rinch

 3/4 VFBS-212 VS-212
2611 3 

76.2
2 3/8 
60.3

1 1/2 
38.1

1 11/16
42.9

4 3/16
106.4

 7/8 
22.2

 5/16
7.9

1 11/32
34.1

1  7/32
26.2

1 3/16
30.2

2 3/8 
60.3

 1/2 
12.7

 61/64
24.2

 3/8 
1.1
.5011614

 7/8 VFBS-214 VS-214

2801
12459

3 3/8 
85.7

2 1/2 
63.5

1 5/8 
41.3

1 13/16
46.0

4 3/4 
120.7

1 1/8 
28.6

 3/8 
9.5

1 1/2 
38.1

1 3/8
34.9

1 3/8 
34.9

2 3/4 
69.9

 9/16
14.3

1 1/64
25.8

 3/8 
1.9
.86

 15/16 VFBS-215 VS-215

1 VFBS-216 VS-216

1 1/8 VFBS-218 VS-218

4381
19487

3 3/4 
95.3

2 3/4 
69.9

1 7/8 
47.6

2 1/16
52.4

5 23/64
136.1

1 1/4 
31.8

 3/8 
9.5

1 5/8 
41.3

1 1/2
38.1

1 19/32
40.5

3 7/32
81.8

 5/8 
15.9

1 9/64
29.0

 3/8 
2.8
1.27

1 3/16 VFBS-219 VS-219

1 1/4 VFBS-220S VS-220S

1 1/4 VFBS-220 VS-220

5782
25718

4 1/4 
108.0

3 1/4 
82.6

2 
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

 1/2 
12.7

1 7/8 
47.6

1 11/16
42.9

1 55/64
47.2

3 3/4 
95.3

 11/16
17.5

1 9/32
32.5

 1/2 
2.6
1.18

1 3/8 VFBS-222 VS-222

1 7/16 VFBS-223 VS-223

1 15/16 VFBS-231 VS-231 7889 5 3/16
131.8

4 
101.6

2 3/4 
69.9

2 15/16
74.6

7 15/32
189.7

1 5/8 
41.3

 1/2 
12.7

2 5/32
54.8

2  1/32
51.6

2 15/32
62.7

4 9/16
115.9

 3/4 
19.1

1 23/64
34.5

 1/2 
4.2
1.912 VFBS-232S VS-232S 35090

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3
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Page G-140

Features & Benefits
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G-180

Mounted Ball Bearings

VFBB 200 Series Standard Duty Flange Brackets - BOA Concentric Locking

45°
M

D

F

A

C
B

L

E

G 

N
J

H
R

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Flange Bracket

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt 
Size

Unit 
Wt.  

lb/kgA B C D E F G H J L M N Rinch

 3/4 VFBB-212 VB-212
2611 3 

76.2
2 3/8 
60.3

1 1/2 
38.1

1 11/16
42.9

4 3/16
106.4

 7/8 
22.2

 5/16
7.9

1 13/32
35.7

1  9/32
32.5

1 3/4 
44.5

2 3/8 
60.3

 1/2 
12.7

 61/64
24.2

 3/8 
1.2
.5411614

 7/8 VFBB-214 VB-214

2801
12459

3 3/8 
85.7

2 1/2 
63.5

1 5/8 
41.3

1 13/16
46.0

4 3/4 
120.7

1 1/8 
28.6

 3/8 
9.5

1 9/16
39.7

1  7/16
36.5

1 15/16
49.2

2 3/4 
69.9

 9/16
14.3

1 1/64
25.8

 3/8 
2.1
.95

 15/16 VFBB-215 VB-215

1 VFBB-216 VB-216

1 1/8 VFBB-218 VB-218

4381
19487

3 3/4 
95.3

2 3/4 
69.9

1 7/8 
47.6

2 1/16
52.4

5 23/64
136.1

1 1/4 
31.8

 3/8 
9.5

1 11/16
42.9

1  9/16
39.7

2 3/16
55.6

3 7/32
81.8

 5/8 
15.9

1 9/64
29.0

 3/8 
2.8
1.27

1 3/16 VFBB-219 VB-219

1 1/4 VFBB-220S VB-220S

1 1/4 VFBB-220 VB-220
4381 4 1/4 

108.0
3 1/4 
82.6

2 
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

 1/2 
12.7

1 15/16
49.2

1 3/4
44.5

2 7/16
61.9

3 3/4 
95.3

 11/16
17.5

1 9/32
32.5

 3/8 
2.9
1.3219487

1 3/8 VFBB-222 VB-222 5782 4 1/4 
108.0

3 1/4 
82.6

2 
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

 1/2 
12.7

1 15/16
49.2

1 3/4
44.5

2 9/16
65.1

3 3/4 
95.3

 11/16
17.5

1 9/32
32.5

 1/2 
2.9
1.321 7/16 VFBB-223 VB-223 25718

1 15/16 VFBB-231 VB-231 7889 5 3/16
131.8

4 
101.6

2 3/4 
69.9

2 15/16
74.6

7 15/32
189.7

1 5/8 
41.3

 1/2 
12.7

2 7/32
56.4

2  3/32
52.2

3 3/8 
85.7

4 9/16
115.9

 3/4 
19.1

1 23/64
34.5

 1/2 
4.8
2.182 VFBB-232S VB-232S 35090

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-181

Mounted Ball Bearings

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Piloted Flange 
Cartridge

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VFCS 200 Series Standard Duty Piloted Flange Cartridges - Setscrew Locking

LA

BC

N
H

J

G
O

D

P +.000
-.002

RIVET

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA BC D G H J L N O Pinch

1 1/8 VFCS-218 VS-218

4381
19487

4 3/8 
111.1

3 5/8 
92.1

1 63/64
50.4

13/32 
10.3

1 1/4 
31.8

1 1/2 
38.1

1 19/32
40.5

 5/8 
15.9

7/32
5.6

3.000
76.20

 5/16
2.4
1.09

1 3/16 VFCS-219 VS-219

1 1/4 VFCS-220S VS-220S

1 1/4 VFCS-220 VS-220

5782
25718

5 
127.0

4 1/8 
104.8

1 1/16
27.0

13/32
10.3

1 5/16
33.3

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

11/32
8.7

3.375 
85.73

 3/8 
3.2
1.45

1 3/8 VFCS-222 VS-222

1 7/16 VFCS-223 VS-223

1 1/2 VFCS-224 VS-224
7340 5 1/4 

133.4
4 3/8 
111.1

1 3/16
30.2

13/32
10.3

1 1/2 
38.1

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

13/32
10.3

3.625 
92.08

 3/8 
3.6
1.6332648

1 5/8 VFCS-226 VS-226

7901
35144

6 1/8 
155.6

5 1/8 
130.2

1 3/16
30.2

13/32
10.3

1 1/2 
38.1

1 15/16
49.2

2 19/64
58.3

 3/4 
19.1

13/32
10.3

4.250 
107.95

 7/16
4.9
2.22

1 11/16 VFCS-227 VS-227

1 3/4 VFCS-228 VS-228

1 15/16 VFCS-231 VS-231 7889 6 1/8 
155.6

5 1/8 
130.2

1 15/64
31.4

13/32
10.3

1 19/32
40.5

2 1/16
52.4

2 15/32
62.7

 3/4 
19.1

7/16
11.1

4.250 
107.95

 7/16
5.7
2.592 VFCS-232S VS-232S 35090

2 VFCS-232 VS-232 9752 6 3/8 
161.9

5 3/8 
136.5

1 3/8
34.9

13/32
10.3

1 37/64
40.1

2 13/64
56.0

2 23/32
69.1

 7/8 
22.2

19/32
15.1

4.500 
114.30

 7/16
6.0
2.722 3/16 VFCS-235 VS-235 43377

2 1/4 VFCS-236 VS-236 11789 7 1/8 
181.0

6 
152.4

1 27/32 
46.8

17/32
13.5

2 
50.8

2 7/8 
73.0

2 63/64
75.8

1 
25.4

23/32
18.3

5.000
127.00

 1/2 
7.1
3.222 7/16 VFCS-239 VS-239 52437

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
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G-182

Mounted Ball Bearings

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA BC D G H J L N O Pinch

1 1/8 VFCB-218 VB-218 4381 4 3/8 
111.1

3 5/8 
92.1

63/64
25.0

13/32
10.3

1 5/16
33.3

1 9/16
39.7

2 3/16
55.6

 5/8 
15.9

7/32
5.6

3.000
76.20

 3/8 
2.6
1.181 3/16 VFCB-219 VB-219 19487

1 1/4 VFCB-220 VB-220
5782 5 

127.0
4 1/8 
104.8

1 1/16
27.0

13/32
10.3

1 3/8 
34.9

1 3/4 
44.5

2 7/16
61.9

 11/16
17.5

11/32
8.7

3.375 
85.73

 3/8 
3.5
1.5925718

1 3/8 VFCB-222 VB-222 5782 5 
127.0

4 1/8 
104.8

1 1/16
27.0

13/32
10.3

1 3/8 
34.9

1 3/4 
44.5

2 9/16
65.1

 11/16
17.5

11/32
8.7

3.375
85.73

 3/8 
3.5
1.591 7/16 VFCB-223 VB-223 25718

1 1/2 VFCB-224 VB-224
7340 5 1/4 

133.4
4 3/8 
111.1

1 3/16
30.2

13/32
10.3

1 9/16
39.7

2 
50.8

2 11/16
68.3

 3/4 
19.1

13/32
10.3

3.625 
92.08

 3/8 
3.9
1.7732648

1 5/8 VFCB-226 VB-226
7901 6 1/8 

155.6
5 1/8 
130.2

1 3/16
30.2

13/32
10.3

1 9/16
39.7

2 
50.8

2 13/16
71.4

 3/4 
19.1

13/32
10.3

4.250 
107.95

 7/16
5.2
2.3635144

1 11/16 VFCB-227 VB-227 7901 6 1/8 
155.6

5 1/8 
130.2

1 3/16
30.2

13/32
10.3

1 9/16
39.7

2 
50.8

2 15/16
74.6

 3/4 
19.1

13/32
10.3

4.250 
107.95

 7/16
5.2
2.361 3/4 VFCB-228 VB-228 35144

1 15/16 VFCB-231 VB-231 7889 6 1/8 
155.6

5 1/8 
130.2

1 15/64
31.4

13/32
10.3

1 21/32
42.1

2 3/32
53.2

3 3/8 
85.7

 3/4 
19.1

7/16
11.1

4.250 
107.95

 7/16
6.3
2.862 VFCB-232S VB-232S 35090

2 VFCB-232 VB-232
9752 6 3/8 

161.9
5 3/8 
136.5

1 3/8
34.9

13/32
10.3

1 41/64
41.7

2 1/4 
57.2

3 1/2 
88.9

 7/8 
22.2

19/32
15.1

4.500 
114.30

 7/16
6.6
2.9943377

2 3/16 VFCB-235 VB-235
9752 6 3/8 

161.9
5 3/8 
136.5

1 3/8
34.9

13/32
10.3

1 41/64
41.7

2 1/4 
57.2

3 5/8 
92.1

 7/8 
22.2

19/32
15.1

4.500 
114.30

 7/16
6.6
2.9943377

2 1/4 VFCB-236 VB-236
11789 7 1/8 

181.0
6 

152.4
1 27/32 

46.8
17/32
13.5

2 1/16
52.4

2 5/8 
66.7

4 1/16
103.2

1 
25.4

23/32
18.3

5.000
127.00

 1/2 
8.3
3.7652437

2 7/16 VFCB-239 VB-239
11789 7 1/8 

181.0
6 

152.4
1 27/32 

46.8
17/32
13.5

2 1/16
52.4

2 5/8 
66.7

4 1/8 
104.8

1 
25.4

23/32
18.3

5.000
127.00

 1/2 
8.3
3.7652437

VFCB 200 Series Standard Duty Piloted Flange Cartridges - BOA Concentric Locking

LA

BC

N

J
H

G
O

D

RIVET

P +.000
-.002

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Piloted Flange 
Cartridge

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-183

Mounted Ball Bearings

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Piloted Flange 
Cartridge

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VFCS 300 Series Medium Duty Piloted Flange Cartridges - Setscrew Locking
Bore 

Diameter Part No.
Bearing 
Insert 
No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA BC D G H J L N O Pinch

1 VFCS-316 VS-316
4381 4 3/8 

111.1
3 5/8 
92.1

63/64
25.0

 13/32
10.3

1 1/4 
31.8

1 1/2 
38.1

1 19/32
40.5

 5/8 
15.9

7/32
5.6

3.000
76.20

 5/16
2.5
1.1319487

1 3/16 VFCS-319 VS-319 5782 5 
127.0

4 1/8 
104.8

1 1/16
27.0

 13/32
10.3

1 5/16
33.3

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

11/32
8.7

3.375 
85.73

 3/8 
3.2
1.451 1/4 VFCS-320 VS-220 25718

1 7/16 VFCS-323 VS-323
7340 5 1/4 

133.4
4 3/8 
111.1

1 3/16
30.2

 13/32
10.3

1 1/2 
38.1

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

13/32
10.3

3.625 
92.08

 3/8 
3.7
1.6832648

1 1/2 VFCS-324 VS-324
7901 6 1/8 

155.6
5 1/8 
130.2

1 3/16
30.2

 13/32
10.3

1 1/2 
38.1

1 15/16
49.2

2 19/64
58.3

 3/4 
19.1

13/32
10.3

4.250 
107.95

 7/16
5.0
2.2735144

1 11/16 VFCS-327 VS-327 7889 6 1/8 
155.6

5 1/8 
130.2

1 15/64
31.4

 13/32
10.3

1 19/32
40.5

2 1/32
51.6

2 15/32
62.7

 3/4 
19.1

 7/16
11.1

4.250 
107.95

 7/16
5.8
2.631 3/4 VFCS-328 VS-328 35090

1 15/16 VFCS-331 VS-331 9752 6 3/8 
161.9

5 3/8 
136.5

1 3/8
34.9

 13/32
10.3

1 37/64
40.1

2 3/16
55.6

2 23/32
69.1

 7/8 
22.2

19/32
15.1

4.500 
114.30

 7/16
6.0
2.722 VFCS-332 VS-232 43377

2 3/16 VFCS-335 VS-335 11789 7 1/8 
181.0

6 
152.4

1 27/32
46.8

17/32
13.5

2 
50.8

2 7/16
61.9

2 63/64
75.8

1 
25.4

27/32
21.4

5.000
127.00

 1/2 
6.1
2.772 1/4 VFCS-336 VS-236 52437

LA

BC

N
H

J

G
O

D

P +.000
-.002

RIVET

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

Metric dimensions for reference only.
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G-184

Mounted Ball Bearings

VFCB 300 Series Medium Duty Piloted Flange Cartridges - BOA Concentric Locking

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Piloted Flange 
Cartridge

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA BC D G H J L N O Pinch

1 VFCB-316 VB-316
4381 4 3/8 

111.1
3 5/8 
92.1

 63/64
25.0

13/32
10.3

1 5/16
33.3

1 9/16
39.7

2 1/16
52.4

 5/8 
15.9

7/32
5.6

3.000
76.20

 3/16
2.7
1.2219487

1 3/16 VFCB-319 VB-319 5782 5 
127.0

4 1/8 
104.8

1 1/16
27.0

13/32
10.3

1 3/8 
34.9

1 3/4 
44.5

2 7/16
61.9

 11/16
17.5

11/32
8.7

3.375
85.73

 3/8 
3.7
1.681 1/4 VFCB-320 VB-220 25718

1 7/16 VFCB-323 VB-323
7340 5 1/4 

133.4
4 3/8 
111.1

1 3/16
30.2

13/32
10.3

1 9/16
39.7

2 
50.8

2 11/16
68.3

 3/4 
19.1

13/32
10.3

3.625
92.08

 3/8 
4.2
1.9132648

1 1/2 VFCB-324 VB-324
7901 6 1/8 

155.6
5 1/8 
130.2

1 3/16
30.2

13/32
10.3

1 9/16
39.7

2 
50.8

2 13/16
71.4

 3/4 
19.1

13/32
10.3

4.250
107.95

 7/16
5.8
2.6335144

1 11/16 VFCB-327 VB-327 7889 6 1/8 
155.6

5 1/8 
130.2

1 15/64
31.4

13/32
10.3

1 23/32
43.7

2 3/32
53.2

3 1/4 
82.6

 3/4 
19.1

7/16
11.1

4.250
107.95

 7/16
6.8
3.081 3/4 VFCB-328 VB-328 35090

1 15/16 VFCB-331 VB-331 9752 6 3/8 
161.9

5 3/8 
136.5

1 3/8 
34.9

13/32
10.3

1 51/64
45.6

2 1/4 
57.2

3 1/2 
88.9

 7/8 
22.2

19/32
15.1

4.500
114.30

 7/16
7.1
3.222 VFCB-332 VB-232 43377

2 3/16 VFCB-335 VB-335
11789 7 1/8 

181.0
6 

152.4
1 27/32

46.8
13/32
10.3

2 1/16
52.4

2 5/8 
66.7

4 1/16
103.2

1 9/32
32.5

27/32
21.4

5.000
127.00

 1/2 
7.7
3.4952437

LA

BC

N

J
H

G
O

D

RIVET

P +.000
-.002

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

For Replacement Lock Collar see page G-214.
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G-185

Mounted Ball Bearings

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

VTWS 100 Series Intermediate Duty Wide Slot Take Ups - Setscrew Locking

C
S

A B

J
K

L N

T

PRIVET

30°

R

H G F

D

O

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm Unit 
Wt.  

lb/kgA B C D F G H        
Core J K L N O P                

Hub R S Tinch

 3/4 VTWS-112 VS-112
2611 3 

76.2
 5/8 
15.9

2 1/4 
57.2

4 
101.6

1 7/8 
47.6

1 1/4 
31.8

 3/4 
19.1

1 1/16
27.0

 23/32
18.3

1 3/16
30.2

3 
76.2

3 1/2 
88.9

1 3/8 
34.9

1 7/16
36.5

1 1/8 
28.6

17/32
13.5

1.6
.7311614

 7/8 VTWS-114 VS-114 2801

3 5/64
78.2

 5/8 
15.9

2 1/4 
57.2

4 3/32
104.0

1 7/8 
47.6

1 1/4 
31.8

 3/4 
19.1

1 7/64
28.2

 49/64
19.4

1 3/8 
34.9

3 
76.2

3 1/2 
88.9

1 1/2 
38.1

1 9/16
39.7

1 1/8 
28.6

17/32
13.5

1.7
.77

 15/16 VTWS-115 VS-115 12459

1 VTWS-116 VS-116

1 1/8 VTWS-118 VS-118 4381

3 3/8 
85.7

 3/4 
19.1

2 1/2 
63.5

4 5/8 
117.5

2 1/8 
54.0

1 7/16
36.5

 7/8 
22.2

1 5/32
29.4

 25/32
19.8

1 19/32
40.5

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

1 25/32
45.2

1 1/4 
31.8

17/32
13.5

2.4
1.09

1 3/16 VTWS-119 VS-119 19487

1 1/4 VTWS-120S VS-120S

1 1/4 VTWS-120 VS-120 5782

3 3/4 
95.3

 3/4 
19.1

2 3/4 
69.9

5 
127.0

2 1/8 
54.0

1 7/16
36.5

 7/8 
22.2

1 9/32
32.5

 55/64
21.8

1 55/64
47.2

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

2 
50.8

1 3/8 
34.9

17/32
13.5

3.1
1.41

1 3/8 VTWS-122 VS-122 25718

1 7/16 VTWS-123 VS-123

1 1/2 VTWS-124 VS-124
7340 4 7/32

107.2
 3/4 
19.1

3 1/4 
82.6

5 19/32
142.1

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 27/64
36.1

 15/16
23.8

2 1/16
52.4

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 3/16
55.6

1 5/8 
41.3

11/16
17.5

4.7
2.1332648

1 11/16 VTWS-127 VS-127 7901 4 3/8 
111.1

 3/4 
19.1

3 1/4 
82.6

5 3/4 
146.1

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 7/16
36.5

 61/64
24.2

2 19/64
58.3

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 1/4 
57.2

1 5/8 
41.3

11/16
17.5

5.2
2.361 3/4 VTWS-128 VS-128 35144

1 15/16 VTWS-131 VS-131 7889 4 17/32
115.1

 3/4 
19.1

3 3/8 
85.7

5 29/32
150.0

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 35/64
39.3

1 3/64
26.6

2 15/32
62.7

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 5/16
58.7

1 11/16
42.9

11/16
17.5

5.4
2.452 VTWS-132S VS-132S 35090

2 VTWS-132 VS-132 9752 5 3/32
129.4

1 
25.4

3 3/4 
95.3

6 27/32
173.8

3 5/8 
92.1

2 1/2 
63.5

1 3/8 
34.9

1 21/32
42.1

1 7/64
28.2

2 23/32
69.1

5 1/8 
130.2

5 3/4 
146.1

2 1/2 
63.5

2 9/16
65.1

1 7/8 
47.6

1 1/16
27.0

8.0
3.632 3/16 VTWS-135 VS-135 43377

Refer to page G-190 for Frames.

Bore Size Frame Series

 3/4” to 1” 10

1 1/8” to 1 7/16” 23

1 1/2” to 2” 31

2” to 2 3/16” 39

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

Metric dimensions for reference only.

OBSOLETE!

Please use VTWS 200  

Series on page G-187
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G-186

Mounted Ball Bearings

VTWE 100 Series Intermediate Duty Wide Slot Take Ups - Eccentric Locking

30°

C
R S

A B
D

H G F

K
J

L

T

N

P

RIVET

O

Duty: Intermediate

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact

Temperature: -20° to 200°F

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm Unit 
Wt.  

lb/kgA B C D F G H        
Core J K L N O P                

Hub R S Tinch

 3/4 VTWE-112 VE-112
2611 3 

76.2
 5/8 
15.9

2 1/4 
57.2

4 
101.6

1 7/8 
47.6

1 1/4 
31.8

 3/4 
19.1

1 17/64
32.1

 59/64
23.4

1 5/16
33.3

3 
76.2

3 1/2 
88.9

1 3/8 
34.9

1 7/16
36.5

1 9/16
39.7

 17/32
13.5

1.8
.8211614

 7/8 VTWE-114 VE-114 2801

3 5/64
78.2

 5/8 
15.9

2 1/4 
57.2

4 3/32
104.0

1 7/8 
47.6

1 1/4 
31.8

 3/4 
19.1

1 17/64
32.1

 59/64
23.4

1 1/2 
38.1

3 
76.2

3 1/2 
88.9

1 1/2 
38.1

1 9/16
39.7

1 17/32
38.9

 17/32
13.5

1.9
.86

 15/16 VTWE-115 VE-115 12459

1 VTWE-116 VE-116

1 1/8 VTWE-118 VE-118 4381

3 3/8 
85.7

 3/4 
19.1

2 1/2 
63.5

4 5/8 
117.5

2 1/8 
54.0

1 7/16
36.5

 7/8 
22.2

1 27/64
36.1

1 3/64
26.6

1 3/4 
44.5

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

1 25/32
45.2

1 19/32
40.5

 17/32
13.5

2.8
1.27

1 3/16 VTWE-119 VE-119 19487

1 1/4 VTWE-120S VE-120S

1 1/4 VTWE-120 VE-120

5782
25718

3 3/4 
95.3

 3/4 
19.1

2 3/4 
69.9

5 
127.0

2 1/8 
54.0

1 7/16
36.5

 7/8 
22.2

1 37/64
40.1

1 5/32
29.4

2 3/16
55.6

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

2 
50.8

1 3/4 
44.5

 17/32
13.5

3.5
1.59

1 3/8 VTWE-122 VE-122

1 7/16 VTWE-123 VE-123

1 1/2 VTWE-124 VE-124
7340 4 7/32

107.2
 3/4 
19.1

3 1/4 
82.6

5 19/32
142.1

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 49/64
44.8

1 9/32
32.5

2 3/8 
60.3

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 3/16
55.6

2 1/32
51.6

 11/16
17.5

5.2
2.3632648

1 11/16 VTWE-127 VE-127 7901 4 3/8 
111.1

 3/4 
19.1

3 1/4 
82.6

5-3/4
146.1

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 49/64
44.8

1 9/32
32.5

2 1/2 
63.5

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 1/4 
57.2

2 1/8 
54.0

 11/16
17.5

5.8
2.631 3/4 VTWE-128 VE-128 35144

1 15/16 VTWE-131 VE-131 7889 4 17/32
115.1

 3/4 
19.1

3 3/8 
85.7

5 29/32
150.0

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 25/32
45.2

1 9/32
32.5

2 3/4 
69.9

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 5/16
58.7

2 7/32
56.4

 11/16
17.5

6.1
2.772 VTWE-132S VE-132S 35090

2 VTWE-132 VE-132 9752 5 3/32
129.4

1 
25.4

3 3/4 
95.3

6 27/32
173.8

3 5/8 
92.1

2 1/2 
63.5

1 3/8 
34.9

1 63/64
50.4

1 7/16
36.5

3 
76.2

5 1/8 
130.2

5 3/4 
146.1

2 1/2 
63.5

2 9/16
65.1

2 17/32
64.3

1 1/16
27.0

8.7
3.952 3/16 VTWE-135 VE-135 43377

Refer to page G-190 for Frames. For Replacement Lock Collar see page G-214.

Bore Size Frame Series

 3/4” to 1” 10

1 1/8” to 1 7/16” 23

1 1/2” to 2” 31

2” to 2 3/16” 39

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

Metric dimensions for reference only.
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G-187

Mounted Ball Bearings

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VTWS 200 Series Standard Duty Wide Slot Take Ups - Setscrew Locking

30°

C
R S

A B
D

H G F

T

NL

P

K
J

O

Bore Size Frame Series

1/2” to 1” 10

1 1/8” to 1 7/16” 23

1 1/2” to 2” 31

2” to 2 7/16” 39

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

Metric dimensions for reference only.

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm Unit 
Wt.  

lb/kgA B C D F G H        
Core J K L N O P                

Hub R S Tinch

 1/2 VTWS-208 VS-208 2108 2 11/16
68.3

 5/8 
15.9

2 
50.8

3 11/16
93.7

1 7/8 
47.6

1 1/4 
31.8

 3/4 
19.1

1 1/32
26.2

 5/8 
15.9

 31/32
24.6

3 
76.2

3 1/2 
88.9

1 3/8 
34.9

1 5/16
33.3

1 3/8 
34.9

 17/32
13.5

1.5
.68 5/8 VTWS-210 VS-210 9377

 3/4 VTWS-212 VS-212
2611 3 

76.2
 5/8 
15.9

2 1/4 
57.2

4 
101.6

1 7/8 
47.6

1 1/4 
31.8

 3/4 
19.1

1 7/32
31.0

 23/32
18.3

1 3/16
30.2

3 
76.2

3 1/2 
88.9

1 3/8 
34.9

1 7/16
36.5

1 9/16
39.7

 17/32
13.5

1.7
.7711614

 7/8 VTWS-214 VS-214
2801
12459

3 5/64
78.2

 5/8 
15.9

2 1/4 
57.2

4 3/32
104.0

1 7/8 
47.6

1 1/4 
31.8

 3/4 
19.1

1 3/8
34.9

 13/16
20.6

1 3/8 
34.9

3 
76.2

3 1/2 
88.9

1 1/2 
38.1

1 9/16
39.7

1 17/32
38.9

 17/32
13.5

1.6
.73

 15/16 VTWS-215 VS-215

1 VTWS-216 VS-216

1 1/8 VTWS-218 VS-218
4381
19487

3 3/8 
85.7

 3/4 
19.1

2 1/2 
63.5

4 5/8 
117.5

2 1/8 
54.0

1 7/16
36.5

 7/8 
22.2

1 1/2
38.1

 7/8 
22.2

1 19/32
40.5

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

1 25/32
45.2

1 19/32
40.5

 17/32
13.5

2.4
1.09

1 3/16 VTWS-219 VS-219

1 1/4 VTWS-220S VS-220S

1 1/4 VTWS-220 VS-220
5782
25718

3 3/4 
95.3

 3/4 
19.1

2 3/4 
69.9

5 
127.0

2 1/8 
54.0

1 7/16
36.5

 7/8 
22.2

1 11/16
42.9

1 
25.4

1 55/64
47.2

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

2 
50.8

1 3/4 
44.5

 17/32
13.5

3.3
1.50

1 3/8 VTWS-222 VS-222

1 7/16 VTWS-223 VS-223

1 1/2 VTWS-224 VS-224
7340 4 7/32

107.2
 3/4 
19.1

3 1/4 
82.6

5 19/32
142.1

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 3/16
55.6

2 1/32
51.6

 11/16
17.5

5.0
2.2732648

1 5/8 VTWS-226 VS-226
7901
35144

4 3/8 
111.1

 3/4 
19.1

3 1/4 
82.6

5 3/4 
146.1

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 1/4 
57.2

2 1/8 
54.0

 11/16
17.5

5.6
2.54

1 11/16 VTWS-227 VS-227

1 3/4 VTWS-228 VS-228

1 15/16 VTWS-231 VS-231 7889
35090

4 17/32
115.1

 3/4 
19.1

3 3/8 
85.7

5 29/32
150.0

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 5/16
58.7

2 7/32
56.4

 11/16
17.5

5.8
2.632 VTWS-232S VS-232S

2 VTWS-232 VS-232 9752 5 3/32
129.4

1 
25.4

3 3/4 
95.3

6 27/32
173.8

3 5/8 
92.1

2 1/2 
63.5

1 3/8 
34.9

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1

5 1/8 
130.2

5 3/4 
146.1

2 1/2 
63.5

2 9/16
65.1

2 17/32
64.3

1 1/16
27.0

8.4
3.812 3/16 VTWS-235 VS-235 43377

2 7/16 VTWS-239 VS-239
11789 5 1/2 

139.7
1 

25.4
4 

101.6
7 1/4 
184.2

3 5/8 
92.1

2 1/2 
63.5

1 3/8 
34.9

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

5 1/8 
130.2

5 3/4 
146.1

2 1/2 
63.5

2 27/32
72.2

2 21/32
67.5

1 1/16
27.0

9.3
4.2252437

Refer to page G-190 for Frames.
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G-188

Mounted Ball Bearings

VTWE 200 Series Standard Duty Wide Slot Take Ups - Eccentric Locking

K
J

H

A

T

RIVET

FG

C
R S

D
B

N

P

30°

L
O

Duty: Standard

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 1.5 Degrees

Lock: Eccentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm Unit 
Wt.  

lb/kgA B C D F G H        
Core J K L N O P                

Hub R S Tinch

 3/4 VTWE-212 VE-212
2611 3 

76.2
 5/8 
15.9

2 1/4 
57.2

4 
101.6

1 7/8 
47.6

1 1/4 
31.8

 3/4 
19.1

1 23/32
43.7

1 3/64
26.6

1 5/16
33.3

3 
76.2

3 1/2 
88.9

1 3/8 
34.9

1 7/16
36.5

1 9/16
39.7

 17/32
13.5

1.8
.8211614

 7/8 VTWE-214 VE-214
2801
12459

3 5/64
78.2

 5/8 
15.9

2 1/4 
57.2

4 3/32
104.0

1 7/8 
47.6

1 1/4 
31.8

 3/4 
19.1

1 3/4 
44.5

1 1/16
27.0

1 1/2 
38.1

3 
76.2

3 1/2 
88.9

1 1/2 
38.1

1 9/16
39.7

1 17/32
38.9

 17/32
13.5

1.9
.86

 15/16 VTWE-215 VE-215

1 VTWE-216 VE-216

1 1/8 VTWE-218 VE-218 4381 3 3/8 
85.7

 3/4 
19.1

2 1/2 
63.5

4 5/8 
117.5

2 1/8 
54.0

1 7/16
36.5

 7/8 
22.2

1 29/32
48.4

1 3/16
30.2

1 3/4 
44.5

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

1 25/32
45.2

1 19/32
40.5

 17/32
13.5

2.8
1.271 3/16 VTWE-219 VE-219 19487

1 1/4 VTWE-220 VE-220
5782
25718

3 3/4 
95.3

 3/4 
19.1

2 3/4 
69.9

5 
127.0

2 1/8 
54.0

1 7/16
36.5

 7/8 
22.2

2 1/64
51.2

1 9/32
32.5

2 3/16
55.6

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

2 
50.8

1 3/4 
44.5

 17/32
13.5

3.5
1.59

1 3/8 VTWE-222 VE-222

1 7/16 VTWE-223 VE-223

1 1/2 VTWE-224 VE-224
7340 4 7/32

107.2
 3/4 
19.1

3 1/4 
82.6

5 19/32
142.1

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

2 7/32
56.4

1 3/8 
34.9

2 3/8 
60.3

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 3/16
55.6

2 1/32
51.6

 11/16
17.5

5.2
2.3632648

1 5/8 VTWE-226 VE-226
7901
35144

4 3/8 
111.1

 3/4 
19.1

3 1/4 
82.6

5 3/4 
146.1

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

2 7/32
56.4

1 3/8 
34.9

2 1/2 
63.5

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 1/4 
57.2

2 1/8 
54.0

 11/16
17.5

5.8
2.63

1 11/16 VTWE-227 VE-227

1 3/4 VTWE-228 VE-228

1 15/16 VTWE-231 VE-231
7889 4 17/32

115.1
 3/4 
19.1

3 3/8 
85.7

5 29/32
150.0

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

2 15/32
62.7

1 1/2 
38.1

2 3/4 
69.9

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 5/16
58.7

2 7/32
56.4

 11/16
17.5

6.1
2.7735090

2 VTWE-232 VE-232 9752 5 3/32
129.4

1 
25.4

3 3/4 
95.3

6 27/32
173.8

3 5/8 
92.1

2 1/2 
63.5

1 3/8 
34.9

2 13/16
71.4

1 23/32
43.7

3 
76.2

5 1/8 
130.2

5 3/4 
146.1

2 1/2 
63.5

2 9/16
65.1

2 17/32
64.3

1 1/16
27.0

8.7
3.952 3/16 VTWE-235 VE-235 43377

2 7/16 VTWE-239 VE-239
11789 5 1/2 

139.7
1 

25.4
4 

101.6
7 1/4 
184.2

3 5/8 
92.1

2 1/2 
63.5

1 3/8 
34.9

3 1/16
77.8

1 27/32
46.8

3 3/8 
85.7

5 1/8 
130.2

5 3/4 
146.1

2 1/2 
63.5

2 27/32
72.2

2 21/32
67.5

1 1/16
27.0

9.6
4.3552437

Refer to page G-190 for Frames. For Replacement Lock Collar see page G-214.

Bore Size Frame Series

 3/4” to 1” 10

1 1/8” to 1 7/16” 23

1 1/2” to 2” 31

2” to 2 7/16” 39

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

Metric dimensions for reference only.
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G-189

Mounted Ball Bearings

Duty: Medium

Rolling Elements: Ball

Housing: Cast Iron Wide Slot Take Up

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VTWS 300 Series Medium Duty Wide Slot Take Ups - Setscrew Locking

RIVET

30°

C
R S

A B
D

H G F

T

NL

P

K
J

O

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm Unit 
Wt.  

lb/kgA B C D F G H        
Core K J

D L N O P                
Hub R S Tinch

1 VTWS-316 VS-316
4381 3 3/8 

85.7
 3/4 
19.1

2 1/2 
63.5

4 5/8 
117.5

2 1/8 
54.0

1 7/16
36.5

 7/8 
22.2

 7/8 
22.2

1 1/2 
38.1

1 19/32
40.5

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

1 25/32
45.2

1 19/32
40.5

 17/32
13.5

3.1
1.4119487

1 3/16 VTWS-319 VS-319
5782 3 3/4 

95.3
 3/4 
19.1

2 3/4 
69.9

5 
127.0

2 1/8 
54.0

1 7/16
36.5

 7/8 
22.2

1 
25.4

1 11/16
42.9

1 55/64
47.2

3 1/2 
88.9

4 
101.6

1 3/4 
44.5

2 
50.8

1 3/4 
44.5

 17/32
13.5

4.0
1.8125718

1 7/16 VTWS-323 VS-323
7340 4 7/32

107.2
 3/4 
19.1

3 1/4 
82.6

5 19/32
142.1

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 3/16
30.2

1 15/16
49.2

2 1/16
52.4

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 3/16
55.6

2 1/32
51.6

 11/16
17.5

5.7
2.5932648

1 1/2 VTWS-324 VS-324
7901 4 3/8 

111.1
 3/4 
19.1

3 1/4 
82.6

5 3/4 
146.1

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 3/16
30.2

1 15/16
49.2

2 19/64
58.3

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 1/4 
57.2

2 1/8 
54.0

 11/16
17.5

5.7
2.5935144

1 11/16 VTWS-327 VS-327 7889 4 17/32
115.1

 3/4 
19.1

3 3/8 
85.7

5 29/32
150.0

2 3/4 
69.9

1 15/16
49.2

1 1/8 
28.6

1 9/32
32.5

2 1/32
51.6

2 15/32
62.7

4 
101.6

4 1/2 
114.3

2 1/8 
54.0

2 5/16
58.7

2 7/32
56.4

 11/16
17.5

6.2
2.811 3/4 VTWS-328 VS-328 35090

1 15/16 VTWS-331 VS-331 9752 5 3/32
129.4

1 
25.4

3 3/4 
95.3

6 27/32
173.8

3 5/8 
92.1

2 1/2 
63.5

1 3/8 
34.9

1 5/16
33.3

2 3/16
55.6

2 23/32
69.1

5 1/8 
130.2

5 3/4 
146.1

2 1/2 
63.5

2 9/16
65.1

2 17/32
64.3

1 1/16
27.0

9.5
4.312 VTWS-332 VS-232 4337

2 3/16 VTWS-335 VS-335 11789 5 1/2 
139.7

1 
25.4

4 
101.6

7 1/4 
184.2

3 5/8 
92.1

2 1/2 
63.5

1 3/8 
34.9

1 9/16
39.7

2 9/16
65.1

2 63/64
75.8

5 1/8 
130.2

5 3/4 
146.1

2 1/2 
63.5

2 27/32
72.2

2 21/32
67.5

1 1/16
27.0

11.0
4.992 1/4 VTWS-336 VS-236 52437

Refer to page G-190 for Frames.

Bore Size Frame Series

1” to 1 3/16” 23

1 7/16” to 1 3/4” 31

1 15/16” to 2 1/4” 39

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

Metric dimensions for reference only.
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G-190

Mounted Ball Bearings

SF Series Standard Duty  Center Pull Take-Up Frame

BW

C
A

D

H = K value shown
   + K for individual
   bearing assembly

GT

K

AdjustmentNote 2
4 Bolt Hole View 3 Bolt Hole View

L
A

D

L

Note: 
1. Bearing sold separately.  
2. Dimension variable based on housing.  To calculate use G in table above + D - R from housing tables shown on prior pages. 
Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore Diameter Range
Frame 

Part No.  Adjustment  
Dimensions inch / mm

Bolt Holes Unit Wt.  
lb/kg100 Series 200 Series  300 Series  L   A   W   B   C   D   G  K   T  

 No.   Size  

3/4 - 1” 1/2 - 1” N/A

1SF10
1 1/2 
38.1

7 
177.8

6 
152.4

4 1/16
103.2

3 3/16
81.0

 1/2 
12.7

 1/2 
12.7

1 1/2 
38.1

1 3/8 
34.9

 1/4 
6.4

3 
 9/16

14
3.3
1.50

3SF16
3 

76.2
8 1/2 
215.9

7 1/2 
190.5

4 1/16
103.2

3 3/16
81.0

 1/2 
12.7

 1/2 
12.7

1 1/2 
38.1

1 3/8 
34.9

 1/4 
6.4

3 
 9/16

14
3.9
1.77

6SF16
6 

152.4
11 1/2 
292.1

10 1/2 
266.7

4 1/16
103.2

3 3/16
81.0

 1/2 
12.7

 1/2 
12.7

1 1/2 
38.1

1 3/8 
34.9

 1/4 
6.4

3 
 9/16

14
5.1
2.31

9SF16
9 

228.6
14 1/2 
368.3

13 1/2 
342.9

4 1/16
103.2

3 3/16
81.0

 1/2 
12.7

 1/2 
12.7

1 1/2 
38.1

1 3/8 
34.9

 1/4 
6.4

3 
 9/16

14
6.2
2.81

1 1/8 -  
1 7/16”

1 1/8 -  
1 7/16” 1 -1 3/16“

3SF23  
3 

76.2
9 3/8 
238.1

8 3/8 
212.7

4 11/16
119.1

3 11/16
93.7

 1/2 
12.7

 1/2 
12.7

1 1/2 
38.1

1 3/8 
34.9

 1/4 
6.4

3
 9/16

14
5.4
2.45

6SF23  
6 

152.4
12 3/8 
314.3

11 3/8 
288.9

4 11/16
119.1

3 11/16
93.7

 1/2 
12.7

 1/2 
12.7

1 1/2 
38.1

1 3/8 
34.9

 1/4 
6.4

3
 9/16

14
6.7
5.1

9SF23  
9 

228.6
15 3/8 
390.5

14 3/8 
365.1

4 11/16
119.1

3 11/16
93.7

 1/2 
12.7

 1/2 
12.7

1 1/2 
38.1

1 3/8 
34.9

 1/4 
6.4

3
 9/16

14
8.1
3.67

12SF23  
12 

304.8
18 3/8 
466.7

17 3/8 
441.3

4 11/16
119.1

3 11/16
93.7

 1/2 
12.7

 1/2 
12.7

1 1/2 
38.1

1 3/8 
34.9

 1/4 
6.4

3
 9/16

14
9.5
4.31

1 1/2 -  
2”

1 1/2 -  
2”

 1 7/16 - 
1 3/4”

3SF31  
3 

76.2
11

279.4
9 7/8 
250.8

5 1/16
128.6

3 1/16
77.8

 1/2 
12.7

 5/8 
15.9

1 1/2 
38.1

1 5/8 
41.3

 1/4 
6.4

4
 9/16

14
7.4
3.36

6SF31  
6 

152.4
14

355.6
12 7/8 
327.0

5 1/16
128.6

3 1/16
77.8

 1/2 
12.7

 5/8 
15.9

1 1/2 
38.1

1 5/8 
41.3

 1/4 
6.4

4
 9/16

14
9.1
4.13

9SF31  
9 

228.6
17

431.8
15 7/8 
403.2

5 1/16
128.6

3 1/16
77.8

 1/2 
12.7

 5/8 
15.9

1 1/2 
38.1

1 5/8 
41.3

 1/4 
6.4

4
 9/16

14
10.8
5.1

12SF31  
12 

304.8
20 

508.0
18 7/8 
479.4

5 1/16
128.6

3 1/16
77.8

 1/2 
12.7

 5/8 
15.9

1 1/2 
38.1

1 5/8 
41.3

 1/4 
6.4

4
 9/16

14
12.5
5.67

18SF31  
18 

457.2
26 

660.4
24 7/8 
631.8

5 1/16
128.6

3 1/16
77.8

 1/2 
12.7

 5/8 
15.9

1 1/2 
38.1

1 5/8 
41.3

 1/4 
6.4

4
 9/16

14
15.9
7.21

2 - 2 3/16” 2 - 2 7/16”  1 15/16 - 
2 1/4” 

9SF39  9 
228.6

18 1/4 
463.6

16 7/8 
428.6

6 3/8 
161.9

4 1/8 
104.8

 5/8 
15.9

 3/4 
19.1

2 
50.8

1 7/8 
47.6

 5/8 
15.9

4
 11/16

17
20
5.1

12SF39  
12 

304.8
21 1/4 
539.8

19 7/8 
504.8

6 3/8 
161.9

4 1/8 
104.8

 5/8 
15.9

 3/4 
19.1

2 
50.8

1 7/8 
47.6

 5/8 
15.9

4
 11/16

17
22.8
5.1

18SF39  
18 

457.2
27 1/4 
692.2

25 7/8 
657.2

6 3/8 
161.9

4 1/8 
104.8

 5/8 
15.9

 3/4 
19.1

2 
50.8

1 7/8 
47.6

 5/8 
15.9

4
 11/16

17
28.2
5.1

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220
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G-191

Mounted Ball Bearings

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

TF and TFS Series Standard Duty Top Mount Take-Up Frame

G

B1

J2

W

A

B2
L

H R

G

T

S

J1

Bolt
Size

Adjustment

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore Diameter 
Range  

 Frame 
Part No.   Adjustment  

Dimensions Inch / Mm
 Bolt 
Size  

Unit  
Wt.  

lb/kg L   B1   B2   W   A   G              
MIN  H   J1   J2   R   S   T  

 3/4 - 1”

 6TF16  
6

152.4
17 1/8 
435.0

13 7/8 
352.4

15 7/8 
403.2

3 1/4 
82.6

2 1/4 
57.2

3 5/16
84.1

2 3/8 
60.3

 7/16
11.1

 9/16
14.3

 9/16
14.3

 5/8 
15.9

 3/16
4.8

 3/8 
10

6.0
2.72

 9TF16  
9

228.6
20 1/8 
511.2

16 7/8 
428.6

18 7/8 
479.4

3 1/4 
82.6

2 1/4 
57.2

3 5/16
84.1

2 3/8 
60.3

 7/16
11.1

 9/16
14.3

 9/16
14.3

 5/8 
15.9

 3/16
4.8

 3/8 
10

6.7
3.04

 
 1 1/16 - 1 15/16”

 

 6TF31  
6

152.4
18 3/16
462.0

15 7/16
392.1

16 15/16
430.2

3 1/2 
88.9

2 1/2 
63.5

3 3/8 
85.7

2 13/16
71.4

 7/16
11.1

 9/16
14.3

 7/8 
22.2

 3/4 
19.1

 3/16
4.8

 1/2 
13

8.9
4.04

 9TF31  
9

228.6
22 5/8 
574.7

19 7/8 
504.8

21 3/8 
542.9

3 1/2 
88.9

2 1/2 
63.5

3 3/8 
85.7

2 13/16
71.4

 7/16
11.1

 9/16
14.3

 7/8 
22.2

 3/4 
19.1

 3/16
4.8

 1/2 
13

10.3
4.67

 12TF31  
12

304.8
24 3/16
614.4

21 7/16
544.5

22 15/16
582.6

3 1/2 
88.9

2 1/2 
63.5

3 3/8 
85.7

2 13/16
71.4

 7/16
11.1

 9/16
14.3

 7/8 
22.2

 3/4 
19.1

 3/16
4.8

 1/2 
13

10.9
4.94

 18TF31  
18

457.2
31 5/8 
803.3

28 7/8 
733.4

30 3/8 
771.5

3 1/2 
88.9

2 1/2 
63.5

3 3/8 
85.7

2 13/16
71.4

 7/16
11.1

 9/16
14.3

 7/8 
22.2

 3/4 
19.1

 3/16
4.8

 1/2 
13

13.3
6.03

 2 - 2 7/16”

 12TF39  
12

304.8
28 

711.2
24 3/4 
628.7

26 3/4 
679.5

4 1/2 
114.3

3
76.2

4
101.6

3 5/16
84.1

 9/16
14.3

 11/16
17.5

 15/16
23.8

1
25.4

 1/4 
6.4

 5/8 
16

18.3
8.30

 18TF39  
18

457.2
34 

863.6
30 3/4 
781.1

32 3/4 
831.9

4 1/2 
114.3

3
76.2

4
101.6

3 5/16
84.1

 9/16
14.3

 11/16
17.5

 15/16
23.8

1
25.4

 1/4 
6.4

 5/8 
16

21.20
9.62

2 1/4 - 2 7/16”

12TFS39 12 
304.8

31 
787.4

30 
762 -

4 1/2 
114.3

3
76.2

3 1/2 
88.9

3 
76.2

5/8 
16 - -

1
25.4

1/3 
8.5

3/4 
16

25.66 
11.64

18TFS39 18 
457.2

37 
939.8

36 
914.4 -

4 1/2 
114.3

3
76.2

3 1/2 
88.9

3 
76.2

5/8 
16 - -

1
25.4

1/3 
8.5

3/4 
16

29.18 
13.24
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G-192

Mounted Ball Bearings

VPS 100-M Series Intermediate Duty Ductile Iron Pillow Blocks - Setscrew Locking

L

K
J

D

G

A

H

C
B

45°

RIVET

Duty: Intermediate

Rolling Elements: Ball

Housing: Ductile Iron Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic  
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B

C
D G H J K Linch min. max.

 1/2 VPS-108M VS-108 2108 1 3/16
30.2

4 7/16
112.7

3 5/32
80.2

3 23/32
94.5

1 
25.4

 11/32
8.7

2 5/32
54.8

 15/16
23.8

 5/8 
15.9

 31/32
24.6

 3/8 
.7
.32 5/8 VPS-110M VS-110 9377

 3/4 VPS-112M VS-112
2611 1 5/16

33.3
4 3/4 
120.7

3 15/32
88.1

4 1/32
102.4

1 1/16
27.0

 3/8 
9.5

2 7/16
61.9

1 1/16
27.0

 23/32
18.3

1 3/16
30.2

 3/8 
0.9
.4111614

 15/16 VPS-115M VS-115 2801 1 7/16
36.5

5 
127.0

3 21/32
92.9

4 7/32
107.2

1 1/8 
28.6

 13/32
10.3

2 11/16
68.3

1 7/64
28.2

 49/64
19.4

1 3/8 
34.9

 3/8 
1.1
.501 VPS-116M VS-116 12459

1 3/16 VPS-119M VS-119 4381 1 11/16
42.9

5 15/16
150.8

4 3/8
111.1

5 1/16
128.6

1 5/16
33.3

 13/32
10.3

3 5/32
80.2

1 5/32
29.4

 25/32
19.8

1 19/32
40.5

 1/2 
1.6
.731 1/4 VPS-120SM VS-120S 19487

1 1/4 VPS-120M VS-120
5782

25718

1 7/8 

47.6

6 1/4 

158.8

4 21/32

118.3

5 11/32

135.7

1 3/8 

34.9

 7/16

11.1

3 9/16

90.5

1 9/32

32.5

 55/64

21.8

1 55/64

47.2
 1/2 

2.4

1.09
1 3/8 VPS-122M VS-122

1 7/16 VPS-123M VS-123
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G-193

Mounted Ball Bearings

VF2S 100-M Series Intermediate Duty Ductile Iron Two Bolt Flanges - Setscrew Locking

D

H

LCF

N
J

G

B
A 

45° RIVET

Duty: Intermediate

Rolling Elements: Ball

Housing: Ductile Iron Two Bolt Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D F 

Square G H J L Ninch

 1/2 VF2S-108M VS-108 2108 3 3/16
81.0

2 1/2 
63.5

1 15/16
49.2

 5/8 
15.9

 19/64
7.5

 13/32
10.3

 31/32
24.6

 15/16
23.8

 31/32
24.6

 5/16
7.9

 1/4 
.6
.27 5/8 VF2S-110M VS-110 9377

 3/4 VF2S-112M VS-112
2611 3 9/16

90.5
2 13/16

71.4
2 1/4 
57.2

23/32
18.3

 23/64
9.1

 7/16
11.1

1 7/64
28.2

1 1/16
27.0

1 3/16
30.2

 11/32
8.7

 5/16
.9
.4111614

 7/8 VF2S-114M VS-114

2801
12459

3 3/4 
95.3

3 
76.2

2 1/2 
63.5

 25/32
19.8

 23/64
9.1

7/16
11.1

1 3/16
30.2

1 7/64
28.2

1 3/8 
34.9

 11/32
8.7

 5/16
1.0
.45

 15/16 VF2S-115M VS-115

1 VF2S-116M VS-116

1 1/8 VF2S-118M VS-118

4381
19487

4 7/16
112.7

3 9/16
90.5

2 15/16
74.6

 29/32
23.0

 27/64
10.7

 15/32
11.9

1 17/64
32.1

1 5/32
29.4

1 19/32
40.5

 3/8 
9.5

 3/8 
1.5
.68

1 3/16 VF2S-119M VS-119

1 1/4 VF2S-120SM VS-120S

1 1/4 VF2S-120M VS-120

5782
25718

4 13/16
122.2

3 15/16
100.0

3 3/8 
85.7

31/32
24.6

 27/64
10.7

 1/2 
12.7

1 25/64
35.3

1 9/32
32.5

1 35/64
39.3

 27/64
10.7

 3/8 
1.9
.86

1 3/8 VF2S-122M VS-122

1 7/16 VF2S-123M VS-123

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-194

Mounted Ball Bearings

VF3S 100-M Series Intermediate Duty Ductile Iron Three Bolt Flanges - Setscrew Locking

A

BC

30°

M L

H

D

N

G

JF

Duty: Intermediate

Rolling Elements: Ball

Housing: Ductile Iron Three Bolt 
Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating                

lb/N

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA BC D F 

Square G H J L M Ninch

 1/2 VF3S-108M VS-108 2108 3 3/16
81.0

2 1/2 
63.5

 5/8 
15.9

 19/64
7.5

 13/32
10.3

 31/32
24.6

 15/16
23.8

 31/32
24.6

1 15/16
49.2

 5/16
7.9

 1/4 
.60
.27 5/8 VF3S-110M VS-110 9377

 3/4 VF3S-112M VS-112
2611 3 9/16

90.5
2 13/16

71.4
 23/32
18.3

 23/64
9.1

 7/16
11.1

1 7/64
28.2

1 1/16
27.0

1 3/16
30.2

2 1/4 
57.2

 11/32
8.7

 5/16
.81
.3711614

 7/8 VF3S-114M VS-114

2801
12459

3 3/4 
95.3

3 
76.2

 25/32
19.8

 23/64
9.1

 7/16
11.1

1 3/16
30.2

1 7/64
28.2

1 3/8 
34.9

2 1/2 
63.5

 11/32
8.7

 5/16
1.05
.48

 15/16 VF3S-115M VS-115

1 VF3S-116M VS-116

1 1/8 VF3S-118M VS-118

4381
19487

4 7/16
112.7

3 9/16
90.5

 29/32
23.0

 27/64
10.7

 15/32
11.9

1 17/64
32.1

1 5/32
29.4

1 19/32
40.5

2 15/16
74.6

 3/8 
9.5

 3/8 
1.50
.68

1 3/16 VF3S-119M VS-119

1 1/4 VF3S-120SM VS-120S

1 1/4 VF3S-120M VS-120

5782
25718

4 13/16
122.2

3 15/16
100.0

 31/32
24.6

 27/64
10.7

 1/2 
12.7

1 25/64
35.3

1 9/32
32.5

1 55/64
47.2

3 3/8 
85.7

 27/64
10.7

 3/8 
2.00
.91

1 3/8 VF3S-122M VS-122

1 7/16 VF3S-123M VS-123
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G-195

Mounted Ball Bearings

Duty: Light

Rolling Elements: Ball

Housing: Stamped Steel Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Relube: No

SSPS 100 Series Light Duty Stamped Steel Pillow Blocks - Setscrew Locking

C
B

G

A

H L

D

K
E

J

Bore 
Diameter Max Radial 

Load  
lb/N

Part No. Bearing 
Insert No.

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D E G H J K Linch

 7/8 

400
1779

SSPS-114 LRS-114

1 1/8 
28.6

4 1/4 
108.0

3 3/8 
85.7

1 1/4 
31.8

 27/32
21.4

 1/8 
3.2

2 13/64
56.0

1 3/8 
34.9

 7/8 
22.2

1 3/8 
34.9

 3/8 
.6
.27

 15/16 SSPS-115 LRS-115

1 SSPS-116 LRS-116

1 1/8 

600
2669

SSPS-118 LRS-118

1 5/16
33.3

4 5/8 
117.5

3 3/4 
95.3

1 3/8 
34.9

 61/64
24.2

 5/32
4.0

2 19/32
65.9

1 19/32 
40.5

 7/8 
22.2

1 19/32
40.5

 3/8 
1.0
.45

1 3/16 SSPS-119 LRS-119

1 1/4 SSPS-120S LRS-120S

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-196

Mounted Ball Bearings

Duty: Light

Rolling Elements: Ball

Housing: Stamped Steel with Rubber 
Grommet Pillow Block

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Relube: No

SSRPS 100 Series Light Duty Stamped Steel with Rubber Grommet Pillow Blocks - Setscrew Locking

C
B

G
A

H L

D

K
J

E

Bore 
Diameter Max Radial 

Load  
lb/N

Part No. Bearing  
Insert No.

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA B C D E G H J K Linch

 3/4 
250

SSRPS-112 LRS-112
1 1/8 
28.6

4 1/4 
108.0

3 3/8 
85.7

1 1/4 
31.8

 27/32
21.4

 1/8 
3.2

2 13/64
56.0

1 7/32
31.0

 13/16
20.6

1 3/16
30.2

 3/8 
0.6
.271112

 7/8 
300

1334

SSRPS-114 LRS-114

1 5/16
33.3

4 5/8 
117.5

3 3/4 
95.3

1 3/8 
34.9

 61/64
24.2

 5/32
4.0

2 19/32
65.9

1 3/8 
34.9

 55/64
21.8

1 3/8 
34.9

 3/8 
0.8
.36

 15/16 SSRPS-115 LRS-115

1 SSRPS-116 LRS-116
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G-197

Mounted Ball Bearings

Duty: Light

Rolling Elements: Ball

Housing: Stamped Steel Four Bolt 
Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Relube: No

SSF4S 100 Series Light Duty Stamped Steel Four Bolt Flanges - Setscrew Locking

LF A

N
H

J

BC

K

G

D
O

Bore 
Diameter Max Radial 

Load  
lb/N

Part No. Bearing  
Insert No.

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA BC F 

Square G H J L M N Oinch

1 1/2 
1700

SSF4S-124 LS-124
5 13/16
147.6

4 11/16
119.1

 17/32
13.5

 17/64
6.7

1 5/64
27.4

1 27/64
36.1

2 1/16
52.4

3 7/16
87.3

 31/64
12.3

 11/32
8.7

 1/2 
3.5
1.597562

1 11/16 1700 SSF4S-127 LS-127 5 7/8 
149.2

4 3/4 
120.7

 17/32
13.5

 17/64
6.7

1 3/32
27.8

1 7/16
36.5

2 19/64
58.3

3 5/8 
92.1

 31/64
12.3

 11/32
8.7

 1/2 
3.9
1.771 3/4 7562 SSF4S-128 LS-128

1 15/16
1900

SSF4S-131 LS-131
6 1/8 
155.6

5 
127.0

 17/32
13.5

 19/64
7.5

1 3/16
30.2

1 35/64
39.3

2 15/32
62.7

3 27/32
97.6

 1/2 
12.7

 23/64
9.1

 1/2 
4.0
1.818451

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-198

Mounted Ball Bearings

SSF3S 100 Series Light Duty Stamped Steel Three Bolt Flanges - Setscrew Locking

A

BC

J

F

G

LM

D

H
N

O

Duty: Light

Rolling Elements: Ball

Housing: Stamped Steel Three Bolt 
Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Relube: No

Bore 
Diameter Steady 

Radial Load 
lb/N

Part No. Bearing 
Insert No.

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA BC D F 

Square G H J L M N Oinch

 3/4 
700

SSF3S-112 LS-112
3 9/16
90.5

2 13/16
71.4

43/64 
17.1

11/37
8.7

11/64
4.4

 13/16
20.6

1 1/16
27.0

1 3/16
30.2

2 1/64
51.2

 11/32
8.7

 1/4 
6.4

 5/16
1.0
.453114

 7/8 
800

3558

SSF3S-114 LS-114

3 3/4 
95.3

3 
76.2

43/64 
17.1

11/32
8.7

11/64
4.4

 55/64
21.8

1 7/64
28.2

1 3/8 
34.9

2 7/32
56.4

 11/32
8.7

 1/4 
6.4

 5/16
1.3
.59

 15/16 SSF3S-115 LS-115

1 SSF3S-116 LS-116

1 1/8 
1100

4893

SSF3S-118 LS-118

4 7/16
112.7

3 9/16
90.5

 17/23
18.8

13/32
10.3

13/64
5.1

 57/64
22.6

1 5/32
29.4

1 19/32
40.5

2 21/32
67.5

 3/8 
9.5

 17/64
6.7

 3/8 
1.5
.68

1 3/16 SSF3S-119 LS-119

1 1/4 SSF3S-120S LS-120S

1 1/4 
1400

6227

SSF3S-120 LS-120

4 13/16
122.2

3 15/16
100.0

53/64
21.0

13/32
10.3

13/64
5.1

 31/32
24.6

1 9/32
32.5

1 55/64
47.2

3 1/16
77.8

 27/64
10.7

 5/16
7.9

 3/8 
1.8
.82

1 3/8 SSF3S-122 LS-122

1 7/16 SSF3S-123 LS-123
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G-199

Mounted Ball Bearings

SSF3TS 100 Series Light Duty Stamped Steel Three Bolt Flanges - Setscrew Locking

A

K

BC
G

D

J
F

LM

H

Duty: Light

Rolling Elements: Ball

Housing: Stamped Steel Three Bolt 
Triangular Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Relube: No

Bore 
Diameter

Max Radial 
Load  
lb/N

Part No. Bearing 
Insert No.

Dimensions inch / mm
Bolt 
Size

Unit Wt.  
lb/kgA BC D F  

Square G J H K L M
inch

 3/4 
700

SSF3TS-112 LS-112
3 

76.2
2 13/16

71.4
 21/32
16.7

11/32
8.7

 11/64
4.2

1 1/16
27.0

 23/32
18.3

1 5/16
33.3

1 3/16
30.2

2 1/64
51.2

 5/16
1.0
.453114

 7/8 
800

3558

SSF3TS-114 LS-114
3 1/8 
79.4

3 
76.2

 21/32
16.7

11/32
8.7

 11/64
4.2

1 7/64
28.2

 49/64
19.4

1 3/8
34.9

1 3/8 
34.9

2 7/32
56.4

 5/16
1.1
.50

 15/16 SSF3TS-115 LS-115

1 SSF3TS-116 LS-116

1 1/8 
1100

4893

SSF3TS-118 LS-118
3 11/16

93.7
3 9/16
90.5

 3/4 
19.1

11/32
8.7

13/64
5.2

1 5/32
29.4

 25/32
19.8

1 1/2
38.1

1 19/32
40.5

2 21/32
67.5

 3/8 
1.3
.59

1 3/16 SSF3TS-119 LS-119

1 1/4 SSF3TS-120S LS-120S

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-200

Mounted Ball Bearings

SSF2S 100 Series Light Duty Stamped Steel Two Bolt Flanges - Setscrew Locking

B
A

C

K
J

L

D
G

M

Duty: Light

Rolling Elements: Ball

Housing: Stamped Steel Two Bolt 
Flange

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Relube: No

Bore 
Diameter Max Radial 

Load  
lb/N

Part No. Bearing 
Insert No.

Dimensions inch / mm
Bolt  
Size

Unit Wt.  
lb/kgA B C D G J L K Minch

 1/2 600
2669

SSF2S-108 LS-108 3 3/16
81.0

2 1/2 
63.5

2 1/4 
57.2

9/16
14.3

5/32
4.0

 15/16
23.8

 31/32
24.6

5/8
15.9

1 47/64
44.1

 1/4 
.6
.27 5/8 SSF2S-110 LS-110

 3/4 
600
2669

SSF2S-112 LS-112
3 9/16
90.5

2 13/16
71.4

2 5/8 
66.7

 21/32
16.7

11/64
4.3

1 1/16
27.0

1 3/16
30.2

23/32
18.3

2 1/64
51.2

 5/16
.8
.36

 7/8 
800
3558

SSF2S-114 LS-114
3 3/4 
95.3

3 
76.2

2 13/16
71.4

 21/32
71.4

11/64
4.3

1 7/64
28.2

1 3/8 
34.9

49/64
19.4

2 7/32
56.4

 5/16
.9
.41

 15/16 SSF2S-115 LS-115

1 SSF2S-116 LS-116

1 1/8 
1100
4893

SSF2S-118 LS-118
4 7/16
112.7

3 9/16
90.5

3 5/16
84.1

 3/4 
19.1

13/64
5.2

1 5/32
29.4

1 19/32
40.5

25/32
19.8

2 21/32
67.5

 3/8 
1.0
.45

1 3/16 SSF2S-119 LS-119

1 1/4 SSF2S-120S LS-120S
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G-201

Mounted Ball Bearings

RUBRS 100 Series Light Duty Rubber Grommets - Setscrew Locking

RADIUSL A

G E
D

J
Duty: Light

Rolling Elements: Ball

Housing: Cylindrical O.D.  
Rubber Grommet

Lock: Setscrew

Seal: Contact 

Temperature: -20° to 200°F

Relube: No

Bore Diameter Steady  
Radial Load  

lb/N
Part No. Bearing  

Insert No.

Dimensions inch / mm
Unit Wt.  

lb/kgA D E G J Linch

 1/2 

250
1112

RUBRS-108 SLRS-108

2 17/32
64.3

 7/8 
22.2

1 
25.4

 3/16
4.8

1 9/32
32.5

1 3/16
30.2

.5
.23

 5/8 RUBRS-110 SLRS-110

 3/4 RUBRS-112 SLRS-112

 15/16 300 RUBRS-115 SLRS-115 2 17/32
64.3

 7/8 
22.2

1 
25.4

 3/16
4.8

1 3/8 
34.9

1 3/8 
34.9

.6
.271 1334 RUBRS-116 SLRS-116

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-202

Mounted Ball Bearings

RUBRB 100 Series Light Duty Rubber Grommets - BOA Concentric Locking

RUBRB 100 Series Light Duty Rubber Grommets - BOA Concentric Locking - Metric

RADIUS

J
D

E

L A

M

Duty: Light

Rolling Elements: Ball

Housing: Cylindrical O.D.  
Rubber Grommet

Lock: BOA Concentric

Seal: Contact

Temperature: -20° to 200°F

Relube: No

Bore 
Diameter Steady  

Radial Load  
lb/N

Part No. Bearing  
Insert No.

Dimensions inch / mm
Torx Cap 

Screw
Unit Wt.  

lb/kg Collar No.
A D E J L Minch

 5/8 
250
1112

RUBRB-112 SLRB-112
2 17/32

64.3
 7/8 
22.2

1 
25.4

11/32
99.1

1 3/4 
44.5

1 3/16
30.2

T-25
.5
.23

B-12B

1 
300
1334

RUBRB-116 SLRB-116
2 17/32

64.3
 15/16
23.8

1 
25.4

1 7/16
36.5

1 15/16
49.2

1 3/8
34.9

T-25
.6
.27

B-15A

Duty: Light

Rolling Elements: Ball

Housing: Cylindrical O.D.  
Rubber Grommet

Lock: Eccentric

Seal: Contact

Temperature: -20° to 200°F

Relube: No

RUBRE 100 Series Light Duty Rubber Grommets - Eccentric Locking

L RADIUS A

E

J
D

M

Bore 
Diameter Steady 

Radial Load 
lb/N

Part No. Bearing 
Insert No.

Dimensions inch / mm
Setscrew 

Tap
Unit Wt.  

lb/kgA D E J L Minch

 3/4 
250
1112

RUBRE-112 SLE-112
2 17/32

64.3
 59/64
23.4

1 
25.4

1 17/64
32.1

1 5/16
.60

1 3/16
.54

1/4-28
.5
.23

 15/16 300
1334

RUBRE-115 SLE-115 2 17/32
64.3

 59/64
23.4

1 
25.4

1 17/64
32.1

1 1/2 
.68

1 3/8 
.62

1/4-28
.6
.271 RUBRE-116 SLE-116

For Replacement Lock Collar see page G-214.

Bearing Selection
Page G-3
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Bore 
Diameter Part No. Bearing  

Insert No.

Dimensions inch / mm
Torx Cap 

Screw
Unit Wt.  

lb/kg Collar No.
A D E J L Mmm

20 VPB-20MM SLRB-20MM
2 17/32

64.3
 7/8 
22.2

1 
25.4

11/32
99.1

1 3/4 
44.5

1 3/16
30.2

T-25
.5
.23

2-012B

25 VPB-25MM SLRB-25MM
2 17/32

64.3
 15/16
23.8

1 
25.4

1 7/16
36.5

1 15/16
49.2

1 3/8
34.9

T-25
.6
.27

B-15A

30 RUBRB-30MM SLRB-30MM
3 3/32
78.6

1
25.4

1 7/32
30.7

1 19/32
40.6

2 3/16
55.6

1 19/32
40.4

T-25
1.3
.59

B-19B
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G-203

Mounted Ball Bearings

SLS 100 Series Light Duty Straight OD Inserts - Setscrew Locking

E

RADIUS
L

G

D

J

A

Duty: Light

Rolling Elements: Ball

Outer: Cylindrical O.D.

Self Alignment: +/- 1.5 Degrees

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Relube: No

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Max. Rad.  
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kgA D E G J L

inch

 1/2 SLS-108 2108 1.5748
40

 5/8 
15.9

 33/64
13.1

 5/32
4.0

 15/16
23.8

 31/32
24.6

.055
1.4

10-32
.4
.18 5/8 SLS-110 9377

 3/4 SLS-112
2611 1.8504

47
 23/32
18.3

 19/32
15.1

 3/16
4.8

1 1/16
27.0

1 3/16
30.2

0.07
1.8

1/4-28
.5
.2311614

 7/8 SLS-114

2801
12459

2.042
52

 49/64
19.4

 19/32
15.1

 3/16
4.8

1 7/64
28.2

1 3/8 
34.9

0.07
1.8

1/4-28
.6
.27

 15/16 SLS-115

1 SLS-116

1 1/8 SLS-118

4381
19487

2.4409
62

 25/32
19.8

 45/64
17.9

 7/32
5.6

1 5/32
29.4

1 19/32
40.5

0.08
2.0

1/4-28
1.0
.45

1 3/16 SLS-119

1 1/4 SLS-120S

1 1/4 SLS-120

5782
25718

2.8346
72

 55/64
21.8

 3/4 
19.1

 1/4 
6.4

1 9/32
32.5

1 55/64
47.2

0.08
2.0

5/16-24
1.6
.73

1 3/8 SLS-122

1 7/16 SLS-123

1 1/2 SLS-124
7340 3.1496

80
 15/16
23.8

 55/64
21.8

 9/32
7.1

1 27/64
36.1

2 1/16
52.4

0.095
2.4

5/16-24
1.8
.8232648

Outside diameter may be oversized due to seal press fit. 

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
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G-204

Mounted Ball Bearings

LS 100 Series Light Duty Inserts - Setscrew Locking

RADIUSL

G E
D

J

A

Duty: Light

Rolling Elements: Ball

Outer: Spherical O.D.

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Relube: No

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Max. Rad.  
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kgA D E G J Linch

 1/2 LS-108 2108
9377

1.5748
40

 5/8 
15.9

 33/64
13.1

 5/32
4.0

 15/16
23.8

 31/32
24.6

.055
1.4

10-32
.4
.18 5/8 LS-110

 3/4 LS-112
2611
11614

1.8504
47

 23/32
18.3

 19/32
15.1

 3/16
4.8

1 1/16
27.0

1 3/16
30.2

.070
1.8

1/4-28
.5
.23

 7/8 LS-114

2801
12459

2.0472
52

 49/64
19.4

 19/32
15.1

 3/16
4.8

1 7/64
28.2

1 3/8 
34.9

.070
1.8

1/4-28
.6
.27

 15/16 LS-115

1 LS-116

1 1/8 LS-118

4381
19487

2.4409
62

 25/32
19.8

 45/64
17.9

 7/32
5.6

1 5/32
29.4

1 19/32
40.5

.080
2.0

1/4-28
1.0
.45

1 3/16 LS-119

1 1/4 LS-120S

1 1/4 LS-120

5782
25718

2.8346
72

 55/64
21.8

 3/4 
19.1

 1/4 
6.4

1 9/32
32.5

1 55/64
47.2

.080
2.0

5/16-24
1.6
.73

1 3/8 LS-122

1 7/16 LS-123

1 1/2 LS-124
7340
32648

3.1496
80

 15/16
23.8

 55/64
21.8

 9/32
7.1

1 27/64
36.1

2 1/16
52.4

.095
2.4

5/16-24
1.8
.82

1 11/16 LS-127 7901
35144

3.3465
85

 61/64
24.2

 55/64
21.8

 5/16
7.9

1 7/16
36.5

2 19/64
58.3

.110
2.8

5-16-24
1.4
.641 3/4 LS-128

1 15/16 LS-131
7889
35090

3.5433
90

1 3/64
26.6

 29/32
23.0

 3/8 
9.5

1 35/64
39.3

2 15/32
62.7

.110
2.8

3/8-24
1.6
.73

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220
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G-205

Mounted Ball Bearings

LRS 100 Series Light Duty Inserts - Setscrew Locking

RADIUS
L A

G E
D

J
Duty: Light

Rolling Elements: Ball

Outer: Spherical O.D.

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

Relube: No 

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions In Inches
Max. Rad.  
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kgA D E G J Linch

 3/4 LRS-112
2611
11614

47MM
1.8504

 13/16 
20.6

 19/32 
15.1

 3/16 
4.8

1 7/32
31.0

1 3/16
30.2

.04
1.0

1/4-28
.4
.18

 7/8 LRS-114

2801
12459

52MM
2.0472

 55/64 
21.8

 19/32 
15.1

 7/32 
5.6

1 3/8
34.9

1 3/8
34.9

.04
1.0

1/4-28
.5
.23

 15/16 LRS-115

1 LRS-116

1 1/8 LRS-118

4381
19487

62MM
2.4409

 7/8  
22.2

 45/64 
17.9

 7/32 
5.6

1 1/2
38.1

1 19/32
40.5

.04
1.0

1/4-28
.9
.41

1 3/16 LRS-119

1 1/4 LRS-120S

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-206

Mounted Ball Bearings

Duty: Intermediate

Rolling Elements: Ball

Outer: Spherical O.D.

Lock: Setscrew

Seal: Contact

Temperature: -20° to 200°F

VS 100 Series Intermediate Duty Inserts - Setscrew Locking

RADIUS

L

G
E

D
J

A

H

Bore 
Diameter Part No.

Basic Dynamic 
Rating          

lb/N

Dimensions In Inches
Max. Rad. 
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kgA D E G H J Linch

 1/2 VS-108 2108
9377

1.5748
40

 5/8 
15.9

.512
13

 5/32
4.0

 9/64
3.6

 15/16
23.8

 31/32
24.6

.055
1.4

10-32
.3
.14 5/8 VS-110

 3/4 VS-112
2611
11614

1.8504
47

 23/32
18.3

.591
15

 3/16
4.8

 5/32
4.0

1 1/16
27.0

1 3/16
30.2

.070
1.8

1/4-28
.4
.18

 7/8 VS-114

2801
12459

 2.0472
52

 49/64
19.4

.591
15

 3/16
4.8

 5/32
4.0

1 7/64
28.2

1 3/8 
34.9

.070
1.8

1/4-28
.5
.23

 15/16 VS-115

1 VS-116

1 1/8 VS-118

4381
19487

 2.4409
62

 25/32
19.8

.709
18

 7/32
5.6

 13/64
5.2

1 5/32
29.4

1 19/32
40.5

.080
2.0

1/4-28
.7
.32

1 3/16 VS-119

1 1/4 VS-120S

1 1/4 VS-120

5782
25718

 2.8346
72

 55/64
21.8

.748
19

 1/4 
6.4

 15/64
6.0

1 9/32
32.5

1 55/64
47.2

.080
2.0

5/16-24
1.0
.45

1 3/8 VS-122

1 7/16 VS-123

1 1/2 VS-124
7340
32648

3.1496
 80

 15/16
23.8

.866
22

 9/32
7.1

 17/64
6.7

1 27/64
36.1

2 1/16
52.4

.095
2.4

5/16-24
1.2
.54

1 11/16 VS-127 7901
35144

3.3465
85

 61/64
24.2

.866
22

 5/16
7.9

 17/64
6.7

1 7/16
36.5

2 19/64
58.3

.110
2.8

5/16-24
1.4
.641 3/4 VS-128

1 15/16 VS-131 7889
35090

3.5433
90

1 3/64
26.6

.906
23

 3/8 
9.5

 9/32
7.1

1 35/64
39.3

2 15/32
62.7

.110
2.8

3/8-24
1.6
.732 VS-132S

2 VS-132 9752
43377

3.9370
100

1 7/64
28.2

.984
25

 3/8 
9.5

 5/16
7.9

1 21/32
42.1

2 23/32
69.1

.125
3.2

3/8-24
2.2
1.002 3/16 VS-135

Bearing Selection
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G-207

Mounted Ball Bearings

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Max. Rad. 
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kgA C D E H J L Minch

 1/2 VE-108 2108
9377

1.5748
40

 5/16
7.9

 1/2 
12.7

.512
13

 9/64
3.6

1 3/16
30.2

1 3/16
30.2

 31/32
24.6

.055
1.4

1/4-28
.4
.18 5/8 VE-110

 3/4 VE-112
2611
11614

1.8504
47

 11/32
8.7

 35/64
13.9

.591
15

 5/32
4.0

1 17/64
32.1

1 5/16
33.3

1 3/16
30.2

.070
1.8

1/4-28
.4
.18

 7/8 VE-114

2801
12459

2.0472
52

 11/32
8.7

 35/64
13.9

.591
15

 5/32
4.0

1 17/64
32.1

1 1/2 
38.1

1 3/8 
34.9

.070
1.8

1/4-28
.5
.23

 15/16 VE-115

1 VE-116

1 1/8 VE-118

4381
19487

2.4409
62

 3/8 
9.5

 37/64
14.7

.709
18

 13/64
5.2

1 27/64
36.1

1 3/4 
44.5

1 19/32
40.5

.080
2.0

5/16-24
.7
.32

1 3/16 VE-119

1 1/4 VE-120S

1 1/4 VE-120

5782
25718

2.8346
72

 27/64
10.7

 5/8 
15.9

.748
19

 15/64
6.0

1 37/64
40.1

2 3/16
55.6

1 55/64
47.2

.080
2.0

3/8-24
1.1
.50

1 3/8 VE-122

1 7/16 VE-123

1 1/2 VE-124
7340
32648

3.1496
80

 31/64
12.3

 3/4 
19.1

.866
22

 17/64
6.7

1 49/64
44.8

2 3/8 
60.3

2 1/16
52.4

.095
2.4

3/8-24
1.4
.64

1 11/16 VE-127 7901
35144

3.3465
85

 31/64
12.3

 3/4 
19.1

.866
22

 17/64
6.7

1 49/64
44.8

2 1/2 
63.5

2 19/64
58.3

.110
2.8

3/8-24
1.6
.731 3/4 VE-128

1 15/16 VE-131 7889
35090

3.5433
90

 1/2 
12.7

 3/4 
19.1

.906
23

 9/32
7.1

1 25/32
45.2

2 3/4 
69.9

2 15/32
62.7

.110
2.8

3/8-24
1.8
.822 VE-132S

2 VE-132 9752
43377

3.937
100

 35/64
13.9

 13/16
20.6

.984
25

 5/16
7.9

1 63/64
50.4

3 
76.2

2 23/32
69.1

.125
3.2

7/16-20
2.5
1.132 3/16 VE-135

Replacement collar part numbers can be found on page G-214.

VE 100 Series Intermediate Duty Inserts - Eccentric Locking

L A

H
E

D
J

C

M

RADIUS

Duty: Intermediate

Rolling Elements: Ball

Outer: Spherical O.D.

Lock: Eccentric

Seal: Contact

Temperature: -20° to 200°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-208

Mounted Ball Bearings

Duty: Standard

Rolling Elements: Ball

Outer: Spherical O.D.

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VS 200 Series Standard Duty Inserts - Setscrew Locking - Inch

G
H

E

D
J

L A

RADIUS

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Max. Rad. 
To Clear

Setscrew 
Thread

Unit Wt.  
lb/kgA D E G H J Linch

 1/2 VS-208 2108
9377

1.5748
40

 5/8 
15.9

.512
13

 5/32
4.0

 9/64
3.6

1 1/32
26.2

 31/32
24.6

.040
1.0

10-32
.4
.18 5/8 VS-210

 3/4 VS-212
2611
11614

1.8504
47

 23/32
18.3

.591
15

 3/16
4.8

 5/32
4.0

1 7/32
31.0

1 3/16
30.2

.040
1.0

1/4-28
.4
.18

 7/8 VS-214
2801
12459

2.0472
52

 13/16
20.6

.591
15

 7/32
5.6

 5/32
4.0

1 3/8
34.9

1 3/8
34.9

.040
1.0

1/4-28
.6
.27

 15/16 VS-215
1 VS-216

1 1/8 VS-218
4381
19487

2.4409
62

 7/8 
22.2

 39/55
18

 7/32
5.6

 13/64
5.2

1 1/2
38.1

1 19/32
40.5

.040
1.0

1/4-28
.9
.41

1 3/16 VS-219
1 1/4 VS-220S

1 1/4 VS-220
5782
25718

2.8346
72

1
25.4

.748
19

 1/4 
6.4

 15/64
6.0

1 11/16
42.9

1 55/64
47.2

.040
1.0

5/16-24
1.2
.54

1 3/8 VS-222
1 7/16 VS-223

1 1/2 VS-224
7340
32648

3.1496
80

1 3/16
30.2

.866
22

 5/16
7.9

 17/64
6.7

1 15/16
49.2

2 1/16
52.4

.062
1.6

5/16-24
1.5
.68

1 5/8 VS-226
 7901
35144

3.3465
85

1 3/16
30.2

.866
22

 5/16
7.9

 17/64
6.7

1 15/16
49.2

2 19/64
58.3

.062
1.6

5/16-24
1.6
.73

1 11/16 VS-227
1 3/4 VS-228

1 15/16
2 

VS-231
VS-232S

7889
35090

3.5433
90

1 9/32
32.5

.906
23

 3/8 
9.5

 9/32
7.1

2 1/32
51.6

2 15/32
62.7

.062
1.6

3/8-24
1.8
.82

2 
2 3/16

VS-232
VS-235

9752
43377

3.9370
100

1 5/16
33.3

.984
25

 3/8 
9.5

 5/16
7.9

2 3/16
55.6

2 23/32
69.1

.080
2.0

3/8-24
2.3
1.04

2 1/4 
2 7/16

VS-236
VS-239

11789
52437

 4.3307
110

1 9/16
39.7

1.063
27

 7/16
11.1

11/32
8.7

2 9/16
65.1

2 63/64
75.8

.080
2.0

3/8-24
3.1
1.41
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G-209

Mounted Ball Bearings

Duty: Standard

Rolling Elements: Ball

Outer: Spherical O.D.

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

VS 200 Series Standard Duty Inserts - Setscrew Locking - Metric

G
H

E

D
J

L A

RADIUS

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating          

N/lb

Dimensions mm / inch
Max. Rad. 
To Clear

Setscrew 
Thread

Unit Wt.  
kg/lbA D E G H J Lmm

20 VS-20MM
11614
2611

47.000
1.8504

18.3
 23/32

15.0
.591

4.8
 3/16

4.0
 5/32

31.0
1 7/32

30.2
1 3/16

1.0
.040

M6
.18
.4

25 VS-25MM
12459
2801

52.000
2.0472

20.6
 13/16

15.0
.591

5.6
 7/32

4.0
 5/32

34.9
1 3/8

34.9
1 3/8

1.0
.040

M6
.27
.6

30 VS-30MM
19487
4381

62.000
2.4409

22.2
 7/8 

18.0
.709

5.6
 7/32

5.2
 13/64

38.1
1 1/2

40.5
1 19/32

1.0
.040

M6
.41
.9

35 VS-35MM
25718
5782

72.000
2.8346

25.4
1

19.0
.748

6.4
 1/4 

6.0
 15/64

42.9
1 11/16

47.2
1 55/64

1.0
.040

M8
.54
1.2

40 VS-40MM
32648
7340

80.000
3.1496

30.2
1 3/16

22.0
.866

7.9
 5/16

6.7
 17/64

49.2
1 15/16

52.4
2 1/16

1.6
.062

M8
.68
1.5

45 VS-45MM
35144
7901

85.000
3.3465

30.2
1 3/16

22.0
.866

7.9
 5/16

6.7
 17/64

49.2
1 15/16

58.3
2 19/64

1.6
.062

M8
.73
1.6

50 VS-50MM
35090
7889

90.000
3.5433

32.5
1 9/32

23.0
.906

9.5
 3/8 

7.1
 9/32

51.6
2 1/32

62.7
2 15/32

1.6
.062

M10
.82
1.8

55 VS-55MM
43377
9752

100.000
3.9370

33.3
1 5/16

25.0
.984

9.5
 3/8 

7.9
 5/16

55.6
2 3/16

69.1
2 23/32

2.0
.080

M10
1.04
2.3

60 VS-60MM
52437
11789

110.000
4.3307

39.7
1 9/16

27.0
1.063

11.1
 7/16

8.7
 11/32

65.1
2 9/16

75.8
2 63/64

2.0
.080

M10
1.41
3.1

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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G-210

Mounted Ball Bearings

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Max. Rad. 
To Clear

Torx Cap 
Screw

Unit Wt.  
lb/kgA D E H J L Minch

 3/4 VB-212
2611
11614

1.8504
47

 25/32
19.8

.594
15

 5/32
4.0

1 9/32
32.5

1 3/4 
44.5

1 3/16
30.2

0.04
1.0

T-25
0.5
.23

 7/8 VB-214
2801
12459

2.0472
52

 7/8 
22.2

.594
15

 5/32
4.0

1 7/16
36.5

1 15/16
49.2

1 3/8 
34.9

0.04
1.0

T-25
0.8
.36

 15/16 VB-215

1 VB-216

1 1/8 VB-218
4381
19487

2.4409
62

 15/16
23.8

.709
18

 13/64
5.2

1 9/16
39.7

2 3/16
55.6

1 19/32
40.5

0.04
1.0

T-25
1.1
.50

1 3/16 VB-219

1 1/4 VB-220S

1 1/4 VB-220
5782
25718

2.8346
72

1 1/16
27.0

.750
19

 15/64
6.0

1 3/4 
44.5

2 7/16
61.9

1 55/64
47.2

0.04
1.0

T-27
1.5
.68

1 3/8 VB-222 5782
25718

2.8346
72

1 1/16
27.0

.750
19

 15/64
6.0

1 3/4 
44.5

2 9/16
65.1

1 55/64
47.2

0.04
1.0

T-27
1.5
.681 7/16 VB-223

1 1/2 VB-224
7340
32648

3.1496
80

1 1/4 
31.8

.875
22

 17/64
6.7

2 
50.8

2 11/16
68.3

2 1/16
52.4

0.062
1.6

T-27
1.8
.82

1 5/8 VB-226
7901
35144

3.3465
85

1 1/4 
31.8

.875
22

 17/64
6.7

2 
50.8

2 13/16
71.4

2 19/64
58.3

0.062
1.6

T-27
1.9
.86

1 11/16 VB-227 7901
35144

3.3465
85

1 1/4 
31.8

.875
22

 17/64
6.7

2 
50.8

2 15/16
74.6

2 19/64
58.3

0.062
1.6

T-27
1.9
.861 3/4 VB-228

1 15/16 VB-231 7889
35090

3.5433
90

1 11/32
34.1

.906
23

 9/32
7.1

2 3/32
53.2

3 3/8 
85.7

2 15/32
62.7

0.062
1.6

T-30
2.4
1.092 VB-232S

2 VB-232
9752 
43377

3.9370
100

1 3/8 
34.9

.984
25

 5/16
7.9

2 1/4 
57.2

3 1/2 
88.9

2 23/32
69.1

0.08
2.0

T-30
2.9
1.32

2 3/16 VB-235
9752 
43377

3.9370
100

1 3/8 
34.9

.984
25

 5/16
7.9

2 1/4 
57.2

3 5/8 
92.1

2 23/32
69.1

0.08
2.0

T-30
2.9
1.32

2 1/4 VB-236
11789 
52437

4.3307
110

1 5/8 
41.3

1.063
27

 11/32
8.7

2 5/8 
66.7

4 1/16
103.2

2 63/64
75.8

0.08
2.0

T-45
4.3
1.95

2 7/16 VB-239
11789 
52437

4.3307
110

1 5/8 
41.3

1.063
27

 11/32
8.7

2 5/8 
66.7

4 1/8 
104.8

2 63/64
75.8

0.08
2.0

T-45
4.3
1.95

VB 200 Series Standard Duty Inserts - BOA Concentric Locking

L A

E

D

J

H

M

RADIUS

Duty: Standard

Rolling Elements: Ball

Outer: Spherical O.D.

Self Alignment: +/- 1.5 Degrees

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220
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G-211

Mounted Ball Bearings

Bore 
Diameter Part No.

Basic  
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Max. Rad. 
To Clear

Setscrew 
Tap

Unit Wt.  
lb/kgA D E H J L Minch

 1/2 VE-208 2108
9377

1.5748
40

 35/64
13.9

.512
13

 9/64
3.6

1 15/32
37.3

1 3/16
30.2

 31/32
24.6

.055
1.4

1/4-28
.6
.27 5/8 VE-210

 3/4 VE-212
2611
11614

1.8504
47

 43/64
17.1

.591
15

 5/32
4.0

1 23/32
43.7

1 5/16
33.3

1 3/16
30.2

.070
1.8

1/4-28
.6
.27

 7/8 VE-214
2801
12459

 
2.0472

52

 11/16
17.5

.591
15

 5/32
4.0

1 3/4 
44.5

1 1/2 
38.1

1 3/8 
34.9

.070
1.8

1/4-28
.8
.36

 15/16 VE-215

1 VE-216

1 1/8 VE-218
4381
19487

2.4409
62

 23/32
18.3

.709
18

 13/64
5.2

1 29/32
48.4

1 3/4 
44.5

1 19/32
40.5

.080
2.0

5/16-24
1.1
.50

1 3/16 VE-219

1 1/4 VE-220S

1 1/4 VE-220
5782
25718

2.8346
72

 3/4 
19.1

.748
19

 15/64
6.0

2 1/64
51.2

2 3/16
55.6

1 55/64
47.2

.080
2.0

3/8-24
1.4
.64

1 3/8 VE-222

1 7/16 VE-223

1 1/2 VE-224
7340
32648

3.1496
80

 27/32
21.4

.866
22

 17/64
6.7

2 7/32
56.4

2 3/8 
60.3

2 1/16
52.4

.095
2.4

3/8-24
1.7
.77

1 5/8 VE-226
7901
35144

3.3465
85

 27/32
21.4

.866
22

 17/64
6.7

2 7/32
56.4

2 1/2 
63.5

2 19/64
58.3

.110
2.8

3/8-24
1.8
.82

1 11/16 VE-227

1 3/4 VE-228

1 15/16 VE-231
7889
35090

3.5433
90

 31/32
24.6

.906
23

 9/32
7.1

2 15/32
62.7

2 3/4 
69.9

2 15/32
62.7

.110
2.8

3/8-24
2.3
1.04

2 VE-232 9752
43377

3.9370
100

1 3/32
27.8

.984
25

 5/16
7.9

2 13/16
71.4

3 
76.2

2 23/32
69.1

.125
3.2

7/16-20
3

1.362 3/16 VE-235

2 1/4 
2 7/16

VE-236
VE-239

11789
52437

4.3307
110

1 7/32
31.0

1.063
27

 11/32
8.7

3 1/16
77.8

3 3/8 
85.7

2 63/64
75.8

.125
3.2

7/16-20
4

1.81

Replacement collar part numbers can be found on page G-214.

Duty: Standard

Rolling Elements: Ball

Outer: Spherical O.D.

Lock: Eccentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

VE 200 Series Standard Duty Inserts - Eccentric Locking E

D

J 

L A 

H

M

RADIUS

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220
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G-212

Mounted Ball Bearings

VS 300 Series Medium Duty Inserts - Setscrew Locking

L A

G H
E

D
J

RADIUS

Duty: Medium

Rolling Elements: Ball

Outer: Spherical O.D.

Lock: Setscrew

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Max. Rad. 
To Clear

Setscrew 
Tap

Unit Wt.  
lb/kgA D E G H J Linch

1 VS-316
4381
19487

2.4409
62

 7/8 
22.2

.709
18.0

 7/32
5.6

 13/64
5.2

1 1/2 
38.1

1 19/32
40.5

.040
1.0

1/4-28
.9
.41

1 3/16 VS-319
5782
25718

2.8346
72

1 
25.4

.748
19.0

 1/4 
6.4

 15/64
6.0

1 11/16
42.9

1 55/64
47.2

.040
1.0

5/16-24
1.2
.54

1 7/16 VS-323
7340
32648

3.1496
80

1 3/16
30.2

.866
22.0

 5/16
7.9

 17/64
6.7

1 15/16
49.2

2 1/16
52.4

 .062
1.6

5/16-24
1.6
.73

1 1/2 VS-324
7901
35144

3.3465
85

1 3/16
30.2

.866
22.0

 5/16
7.9

 17/64
6.7

1 15/16
49.2

2 19/64
58.3

.062
1.6

5/16-24
1.6
.73

1 11/16 VS-327 7889
35090

3.5433
90

1 9/32
32.5

.906
23.0

 3/8 
9.5

 9/32
7.1

2 1/32
51.6

2 15/32
62.7

.062
1.6

3/8-24
1.8
.821 3/4 VS-328

1 15/16 VS-331
9752
43377

3.9370
100

1 5/16
33.3

.984
25.0

 3/8 
9.5

 5/16
7.9

2 3/16
55.6

2 23/32
69.1

.080
2.0

3/8-24
2.3
1.04

2 3/16 VS-335
11789
52437

4.3307
110

1 9/16
39.7

1.063
27.0

 7/16
11.1

 21/64
8.3

2 9/16
65.1

2 63/64
75.8

.080
2.0

3/8-24
3.1
1.41

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220
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G-213

Mounted Ball Bearings

VB 300 Series Medium Duty Inserts - BOA Concentric Locking

J
D

E
H

L AM

RADIUS

Duty: Standard

Rolling Elements: Ball

Outer: Spherical O.D.

Lock: BOA Concentric

Seal: Contact and Flinger

Temperature: -20° to 200°F

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Max. Rad. 
To Clear

Furx Cap 
Screw

Unit Wt.  
lb/kg Collar No.

A D E G H J Linch

1 VB-316
4381 2.4409

62
 7/8 
22.2

.709
18.0

 7/32
5.6

 13/64
5.2

1 9/16
39.7

2 1/16
52.4

.040
1.0

T-25
.9

.41
B-19A

19487

1 3/16 VB-319
5782 2.8346

72
1 

25.4
.748
19.0

 1/4 
6.4

 15/64
6.0

1 3/4
44.5

2 7/16
61.9

.040
1.0

T-27
1.2
.54

B-23A
25718

1 7/16 VB-323
7340 3.1496

80
1 3/16
30.2

.866
22.0

 5/16
7.9

 17/64
6.7

2
50.8

2 11/16
68.3

 .062
1.6

T-27
1.6
.73

B-25A
32648

1 1/2 VB-324
7901 3.3465

85
1 3/16
30.2

.866
22.0

 5/16
7.9

 17/64
6.7

2
50.8

2 13/16
71.4

.062
1.6

T-27
1.6
.73

B-27A
35144

1 11/16 VB-327 7889 3.5433
90

1 9/32
32.5

.906
23.0

 3/8 
9.5

 9/32
7.1

3
76.2

3 1/4
82.6

.062
1.6

T-30
1.8
.82

B-31A
1 3/4 VB-328 35090

1 15/16 VB-331
9752 3.9370

100
1 5/16
33.3

.984
25.0

 3/8 
9.5

 5/16
7.9

2 1/4
57.2

3 1/2
88.9

.080
2.0

T-30
2.3

1.04
B-35A

43377

2 3/16 VB-335
11789 4.3307

110
1 9/16
39.7

1.063
27.0

 7/16
11.1

11/32
8.7

2 5/8
66.7

4 1/16
103.2

.080
2.0

T-45
3.1

1.41
B-39A

52437

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
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G-214

Mounted Ball Bearings

Bearing Selection
Page G-3

Nomenclature Aid
Page G-140

Features & Benefits
Page G-143

Technical Engineering
Page G-220

 BOA Locking Collar Table

Bore Diameter Standard Duty Medium Duty
inch mm Insert Collar Insert Collar

3/4
-

-
20

VB-212 
VB-20MM 2-012B Lock Collar  -  -

7/8 - VB-214 2-015 Lock Collar - -

15/16 - VB-215 2-015 Lock Collar - -

1
-

-
25

VB-216 
VB-25MM 2-015 Lock Collar VB-316 2-13A Lock Collar

1 1/8 - VB-218 2-13A Lock Collar  - - 

1 3/16 30 VB-219 
VB-30MM 2-13B Lock Collar VB-319 2-17A Lock Collar

1 1/4* - VB-220S 2-13B Lock Collar  - - 

1 1/4 - VB-220 2-17A Lock Collar VB-220 2-17A Lock Collar

1 3/8 - VB-222 2-17B Lock Collar  - - 

1 7/16 35 VB-223 
VB-35MM 2-17B Lock Collar VB-323 2-19A Lock Collar

1 1/2 40 VB-224 
VB-40MM 2-19A Lock Collar VB-324 2-111A Lock Collar

1 5/8 - VB-226 2-111A Lock Collar  - - 

1 11/16 - VB-227 2-111B Lock Collar VB-327 2-115A Lock Collar

1 3/4 45 VB-228 
VB-45MM 2-111B Lock Collar VB-328 2-115A Lock Collar

1 15/16 50 VB-231 
VB-50MM 2-115B Lock Collar VB-331 2-23A Lock Collar

2* - VB-232S 2-115B Lock Collar VB-232S 2-115B Lock Collar

2  - VB-232 2-23A Lock Collar VB-232 2-23A Lock Collar

2 3/16 - VB-235 2-23B Lock Collar VB-335 2-27A Lock Collar

2 1/4  - VB-236 2-27A Lock Collar  - - 

2 3/8 60 VB-60MM 2-27B Lock Collar - -

2 7/16 - VB-239 2-27B Lock Collar  - - 

*Reduced Housing

Eccentric Locking Collar Table

Bore Diameter

(inch)

Series
Collar No.

VE-100 VE-200 SLE-100 RUBRE-100

 1/2 VE-108 VE-208 SLE-108 - ELC-08

 5/8 VE-110 VE-210 SLE-110 - ELC-10

 3/4 VE-112 VE-212 SLE-112 RUBRE-112 ELC-12

 7/8 VE-114 VE-214 SLE-114 - ELC-14

 15/16 VE-115 VE-215 SLE-115 RUBRE-115 ELC-15

1 VE-116 VE-216 SLE-116 RUBRE-116 ELC-16

1 1/8 VE-118 VE-218 SLE-118 - ELC-18

1 3/16 VE-119 VE-219 SLE-119 - ELC-19

1 1/4S VE-120S VE-220S SLE-120S - ELC-20S

1 1/4 VE-120 VE-220 SLE-120 - ELC-20

1 3/8 VE-122 VE-222 SLE-122 - ELC-22

1 7/16 VE-123 VE-223 SLE-123 - ELC-23

1 1/2 VE-124 VE-224 SLE-124 - ELC-24

1 5/8 - VE-226 - - ELC-26

1 11/16 VE-127 VE-227 - - ELC-27

1 3/4 VE-128 VE-228 - - ELC-28

1 15/16 VE-131 VE-231 - - ELC-31

2 VE-132S - - - ELC-32S

2 VE-132 VE-232 - - ELC-32

2 3/16 VE-135 VE-235 - - ELC-35

2 1/4 - VE-236 - - ELC-36

2 7/16 - VE-239 - - ELC-39

Locking Collar Replacement Tables
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G-218

Cylindrical OD Insert Bearings

Duty: Standard

Rolling Elements: Ball

Outer: Cylindrical O.D. Outer

Lock: Setscrew

Seal: Contact Seal and Flinger

Temperature: -20° to 200°F

Relube: Through Groove In O.D.

VER 200 Series Standard Duty Cylindrical O.D. Inserts - Setscrew Locking

D

H

J

L A

RADIUS

G

K O
E

NP

M

Bearing Selection
Page G-3

Nomenclature Aid
Page G-216

Features & Benefits
Page G-217

Technical Engineering
Page G-220

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating         

lb/N

Dimensions inch / mm
Max. 

Rad. To 
Clear

Unit Wt.  
lb/kgA D G E H J K L N O Pinch

 1/2 VER-208
2611
11614

1.8504
47

 23/32
18.3

 11/64
4.4

 5/8 
15.9

 3/64
1.2

1 7/32
31.0

 31/64
12.3

1 3/16
30.2

1 19/32
40.5

 3/16
4.8

2 1/16
52.4

.040
1.02

.6
.27

 5/8 VER-210

 3/4 VER-212

 7/8 VER-214
2801
12459

2.0472
52

 13/16
20.6

 13/64
5.2

 3/4 
19.1

 3/64
1.2

1 3/8 
34.9

 39/64
15.5

1 3/8 
34.9

1 53/64
46.4

 3/16
4.8 

2 17/64
57.5

.040
1.02

.7
.32

 15/16 VER-215

1 VER-216

1 1/16 VER-217

4381
19487

2.4409
62

 7/8 
22.2

 7/32
5.6

 7/8 
22.2

 1/16
1.6

1 1/2 
38.1

 11/16
17.5

1 19/32
40.5

2 3/32
53.2

 3/16
4.8

2 21/32
67.5

.040
1.02

.9
.41

1 1/8 VER-218

1 3/16 VER-219

1 1/4 VER-220S

1 1/4 VER-220
5782
25718

2.8346
72

1
25.4

 7/32
5.6

 15/16
23.8

 1/16
1.6

1 11/16
42.9

 3/4 
19.1

55/64
21.8

2 7/16
61.9

 7/32
5.6

3 5/64
78.2

.040
1.02

1.4
.64

1 3/8 VER-222

1 7/16 VER-223

1 1/2 VER-224 7340
32648

3.1496
80

1 3/16
30.2

 1/4 
6.4

1 3/32
27.8

 1/16
1.6

1 15/16
49.2

 29/32
23.0

2 1/16
52.4

2 47/64
69.5

 13/64
5.2

3
86.5

.062
1.57

2
.911 9/16 VER-225

1 5/8 VER-226
7901
35144

3.3465
85

1 3/16
30.2

 1/4 
6.4

1 3/32
27.8

 1/16
1.6

1 15/16
49.2

 29/32
23.0

2 19/64
58.3

3
76.2

 13/64
5.2

3 19/32
91.3

.062
1.57

2.3
1.04

1 11/16 VER-227

1 3/4 VER-228

1 15/16 VER-231
7889
35090

3.5433
90

1 9/32
32.5

 19/64
7.5

1 1/8 
28.6

 3/32
2.4

2 1/32
51.6

 29/32
23.0

2 15/32
62.7

3 5/32
80.2

 3/16
4.8

3 25/32
96.0

.062
1.57

2.4
1.09

2 VER-232 9752
43377

3.9370
100

1 5/16
33.3

 19/64
7.5

1 3/16
30.2

 3/32
2.4

2 3/16
55.6

 31/32
24.6

2 23/32
69.1

3 15/32
88.1

9/32
7.1

4 3/16
106.4

.080
2.03

3
1.362 3/16 VER-235

2 1/4 VER-236
11789
52437

4.3307
110

1 9/16
39.7

 19/64
7.5

1 1/4 
31.8

 3/32
2.4

2 9/16
65.1

1 1/32
26.2

2 63/64
75.8

3 13/16
96.8

 3/8 
9.5

4 19/32
116.7

.080
2.03

4
1.81

2 3/8 VER-238

2 7/16 VER-239

Outside diameter may be oversized due to seal press fit.  
Metric dimensions for reference only. 
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Bearing Load Rating Tables

Series

Standard Duty, ER and Material Handling Medium Duty Basic 
Dynamic 
Rating

Basic 
Static  
Rating

Relative Axial 
Load Factor 

(ND2)
Thrust  
Rating

Bore Diameter
Unit 
Size

Standard 
Duty

ER

Material 
Handling Bore Diameter Medium 

Duty

inch mm Insert Insert inch mm Insert lb N lb N lb N lb N

2-012

 1/2 - 8 2-08 ER-8 - - - -

2611 11614 1444 6423 .706 3.1 741 3296

 9/16 - 9 2-09 ER-9 - - - -

 5/8 - 10 2-010 ER-10 - - - -

 11/16 - 11 2-011 ER-11 - - - -

 3/4 - 12 2-012 ER-12 MH-12 - - -

- 20 204 5204 ER-204 MH-204 - - -

2-015

 13/16 - 13 2-013 ER-13 - - - -

2801 12459 1651 7344 .784 3.5 490 2180

 7/8 - 14 2-014 ER-14 - - - -

 15/16 - 15 2-015 ER-15 - - - -

- 25 205 5205 ER-205 MH-205 - - -

1 - 16 2-1 ER-16 MH-16 - - -

2-13

1 1/16 - 17 2-11 ER-17 -  15/16 - 3-015

4381 19488 2567 11419 1.300 5.8 1177 5236

1 1/8 - 18 2-12 ER-18 - - 25 5305

- 30 206 5206 ER-206 MH-206 1 - 3-1

1 3/6 - 19 2-13 ER-19 MH-19 - - -

1 1/4 - 20R 1-14 ER-20R MH-20R - - -

2-17

1 1/4 - 20 2-14 ER-20 MH-20 - 30 5306

5782 25719 3493 15538 1.742 7.8 1709 7602

1 5/16 - 21 2-15 ER-21 - 1 3/16 - 3-13

1 3/8 - 22 2-16 ER-22 - - - -

- 35 207 5207 ER-207 - - - -

1 7/16 - 23 2-17 ER-23 MH-23 - - -

2-19

1 1/2 - 24 2-18 ER-24 MH-24 - 35 5307

7340 32650 4467 19870 2.250 10.0 2254 100261 9/16 - 25 2-19 ER-25 - 1 7/16 - 3-17

- 40 208 5208 ER-208 - - - -

2-111

1 5/8 - 26 2-110 ER-26 - 1 1/2 - 3-18

7901 35145 5139 22859 2.500 11.1 2350 10453
1 11/16 - 27 2-111 ER-27 MH-27 - 40 5308

1 3/4 - 28 2-112 ER-28 - - - -

- 45 209 5209 ER-209 - - - -

2-115

1 13/16 - 29 2-113 ER-29 - 1 11/16 - 3-111

7889 35092 5216 23202 2.500 11.1 2350 10453

1 7/8 - 30 2-114 ER-30 - 1 3/4 - 3-112

1 15/16 - 31 2-115 ER-31 MH-31 - 45 5309

- 50 210 5210 ER-210 MH-210 - - -

2 - 32R 1-2 ER-32R - - - -

Table 4 - Sealmaster Ball Bearing Load Ratings

Setscrew locking standard duty, ER cylindrical O.D., Material Handling and Medium Duty bearing are shown.
For Skwezloc and Double Setscrew Locking use the equivalent setscrew lock rating in the table. Example:. 2-1, 2-1D and 2-1T all use the 2-015 series rating
For RB inserts use the equivalent ER series bearing listed to determine the capacity.  Ex:  RB-16, use ER-1
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Table 4 - Sealmaster Ball Bearing Load Ratings continued

Series

Standard Duty, ER and Material Handling Medium Duty Basic 
Dynamic 
Rating

Basic 
Static  
Rating

Relative Axial 
Load Factor 

(ND2)
Thrust  
Rating

Bore Diameter
Unit 
Size

Standard 
Duty

ER

Material 
Handling Bore Diameter Medium 

Duty

inch mm Insert Insert inch mm Insert lb N lb N lb N lb N

2-23

2 - 32 2-2 ER-32 MH-32 1 15/16 - 3-115

9752 43379 6601 29363 3.316 14.8 2886 12838
2 1/8 - 34 2-22 ER-34 - - 50 5310

- 55 211 5211 ER-211 - - - -

2 3/16 - 35 2-23 ER-35 MH-35 - - -

2-27

2 1/4 - 36 2-24 ER-36 - - 55 5311

11789 52440 8150 36253 3.969 17.7 4105 18260
- 60 212 5212 ER-212 - 2 3/16 - 3-23

2 3/8 - 38 2-26 ER-38 - - - -

2 7/16 - 39 2-27 ER-39 MH-39 - - -

2-211

2 1/2 - 40 - ER-40 - 2 7/16 - 3-27

13971 62146 10063 44762 4.761 21.2 4503 200302 11/16 - 43 2-211 ER-43 - 2 1/2 - 3-28

- 70 214 5214 ER-214 - - 65 5313

2-215

2 7/8 - 46 2-214 ER-46 - 2 11/16 - 3-211

14839 66007 11224 49927 5.237 23.3 5207 231622 15/16 - 47 2-215 ER-47 - - 70 5314

- 75 215 5215 ER-215 - - - -

2-33

3 - 48 - ER-48 - 2 15/16 - 3-215

17412 77452 13174 58601 6.188 27.5 6032 26832- 80 216 5216 ER-216 - - 75 5315

3 3/16 - 51 2-33 ER-51 - 3 - 3-3

2-37

3 1/4 - 52 2-34 ER-52 - - 80 5316

18681 83097 14496 64481 6.692 29.8 7474 332463 3/8 - 54 2-36 ER-54 - 3 3/16 - 3-33

3 7/16 - 55 2-37 ER-55 - - - -

2-38
3 1/2 - 56 2-38 - - 3 7/16 - 3-37

21566 95930 16301 72510 7.744 34.4 7839 34869
- 90 218 5218 - - - -

2-43

3 15/16 - 63 - ER-63 - 3 15/16 - 3-315

29905 133023 23553 104768 11.236 50.0 11097 49362- 100 - - - - - 100 5320

4 - 64 - ER-64 - 4 - 3-4

3-47
- - - - - - 4 7/16 - 3-47

37482 166727 33267 147978 15.625 69.5 16697 74272
- - - - - - 4 15/16 - 3-415

Setscrew locking standard duty, ER cylindrical O.D., Material Handling and Medium Duty bearing are shown.
For Skwezloc and Double Setscrew Locking use the equivalent setscrew lock rating in the table. Example:. 2-1, 2-1D and 2-1T all use the 2-015 series rating
For RB inserts use the equivalent ER series bearing listed to determine the capacity.  Ex:  RB-16, use ER-16
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Table 5 - Browning Ball Bearing Load Ratings

Series

100, 200 & VER
100 Series 200 Series

VER

300 Series
Basic Dynamic 

Rating
Basic 

Static Rating
Relative Axial 
Load Factor  

(ND2)
Thrust Rating

Bore Diameter Bore 
Diameter Insert

inch mm Insert Insert inch lb N lb N lb N lb N
L-10

 1/2 
- VS-108 VS-208 - - - 2108 9377 1117 4969 .563 2.5 320 1423

2-012 - - - VER-208 - - 2611 11614 1444 6423 .706 3.1 741 3296

L-10
 5/8 

- VS-110 VS-210 - - - 2108 9377 1117 4969 .563 2.5 320 1423

2-012 - - VER-210 - - 2611 11614 1444 6423 .706 3.1 741 3296

2-012
 3/4 - VS-112 VS-212 VER-212 - -

2611 11614 1444 6423 .706 3.1 741 3296
- 20 - VS-20MM - - -

2-015

 7/8 - VS-114 VS-214 VER-214 - -

2801 12459 1651 7344 .784 3.5 490 2180
 15/16 - VS-115 VS-215 VER-215 - -

- 25 - VS-25MM - - -

1 - VS-116 VS-216 VER-216 - -

2-13

1 1/8 - VS-118 VS-218 VER-217

1 VS-316 4381 19488 2567 11419 1.300 5.8 1177 5236
- 30 - VS-30MM -

1 3/16 - VS-119 VS-219 VER-219

1 1/4S - VS-120S VS-220S VER-220S

2-17

1 1/4 - VS-120 VS-220 VER-220

1 3/16 VS-319 5782 25719 3493 15538 1.742 7.8 1709 7602
1 3/8 - VS-122 VS-222 VER-222

- 35 - VS-35MM -

1 7/16 - VS-123 VS-223 VER-223

2-19

1 1/2 - VS-124 VS-224 VER-224

1 7/16 VS-323 7340 32650 4467 19870 2.250 10.0 2254 100261 9/16 - - - VER-225

- 40 - VS-40MM -

2-111

1 5/8 - VS-126 VS-226 VER-226

1 1/2 VS-324 7901 35145 5139 22859 2.500 11.1 2350 10453
1 11/16 - VS-127 VS-227 VER-227

1 3/4 - VS-128 VS-228 VER-228

- 45 VS-45MM VS-45MM -

2-115

1 15/16 - VS-131 VS-231 VER-231
1 11/16 VS-327

7889 35092 5216 23202 2.500 11.1 2350 10453- 50 - VS-50MM -

2 - VS-132S VS-232S - 1 3/4 VS-328

2-23

2 VS-132 VS-232 VER-232

1 15/16 VS-331 9752 43379 6601 29363 3.316 14.8 2886 1283855 - VS-55MM -

2 3/16 VS-135 VS-235 VER-235

2-27

2 1/4 - - VS-236 VER-236

2 3/16 VS-335 11789 52440 8150 36253 3.969 17.7 4105 18260
- 60 - VS-60MM -

2 3/8 - - - VER-238

2 7/16 - - VS-239 VER-239

Setscrew locking 100, 200, 300 series and VER’s shown.
For VE-100, RUBRE-100, RUBRS-100, SLS-100, LE-100, LR-100, LRS-100, LS-100 use equivalent ratings and factors for respective 100 series bore.
For VB-200, VE-200 equivalent ratings and factors for respective 200 series bore.
For VB-300 equivalent ratings and factors for respective 300 series bore.
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Load and Speed
1. Table 6 displays the Sealmaster Gold and Material Handling ball bearing load capacities for a given L10 life, speed 
and shaft size.

2. Values in Table 6 represent radial loads at ideal conditions with press fit mounting to the shaft.  ABMA 
recommends de-rating of slip fit mounted bearings. Elevated operating temperatures can reduce the load capacity 
of bearing steel where a material de-rating is also recommended.
 a. For operating temperatures up to 200°F, divide the value in the load table by 1.3 to obtain the slip fit derated value.
 b. For units designed for operating temperatures 200°F to 400°F, divide the value in the load table by 1.5 to  
 obtain the slip fit/elevated temperature de-rate value.
 c. Values in Table 6 represent equivalent radial loads only. For combined radial/thrust loads see page G-222.  

3. The gray shaded area indicates the maximum speed ratings for Skwezloc concentric locking collar and double 
setscrew lock bearings (applicable on sizes available). All speeds listed are for the standard felt seal. For speed 
ratings using alternate seals, see pages G-235 to G-240.

4. The double line indicates the maximum speed ratings of material handling bearings.

5.  The blue shaded area represents maximum recommended load for given operating speed based on load of 25% 
BDR. It is NOT recommended to exceed these loads in general industrial applications. See note on page G-222 for 
high load applications.

6. Areas designated by “-” exceed maximum value for standard bearings. See note on page G-223.

7. Consult Application Engineering for load and speed applications not covered in this table.

Table 6 - Load/Speed Chart – Sealmaster Ball Bearings

Series L10 
Hours

Revolutions Per Minute

50 150 500 1000 1250 1500 1750 2000 2500 3000 3500 4000 4500 5000 5500 6000 6500 7500 8000 10000

2-012

5000 652 652 491 390 362 341 324 310 287 270 257 246 236 228 221 215 209 199 195 181
10000 652 583 390 310 287 270 257 246 228 215 204 195 188 181 175 170 166 158 155 144
30000 583 404 270 215 199 188 178 170 158 149 141 135 130 126 122 118 115 110 107 100
50000 491 341 228 181 168 158 150 144 133 126 119 114 110 106 103 100 97 92 91 84
100000 390 270 181 144 133 126 119 114 106 100 95 91 87 84 81 79 77 73 72 67

2-015

5000 700 700 527 418 388 366 347 332 308 290 276 264 253 245 237 230 224 214 209 -
10000 700 625 418 332 308 290 276 264 245 230 219 209 201 194 188 183 178 170 166 -
30000 625 433 290 230 214 201 191 183 170 160 152 145 139 135 130 127 123 118 115 -
50000 527 366 245 194 180 170 161 154 143 135 128 122 118 114 110 107 104 99 97 -
100000 418 290 194 154 143 135 128 122 114 107 102 97 93 90 87 85 83 79 77 -

2-13

5000 1,095 1,095 825 654 608 572 543 519 482 454 431 412 396 383 371 360 351 334 327 -
10000 1,095 978 654 519 482 454 431 412 383 360 342 327 315 304 294 286 278 265 260 -
30000 978 678 454 360 334 315 299 286 265 250 237 227 218 211 204 198 193 184 180 -
50000 825 572 383 304 282 265 252 241 224 211 200 191 184 178 172 167 163 155 152 -
100000 654 454 304 241 224 211 200 191 178 167 159 152 146 141 137 133 129 123 121 -

2-17

5000 1,446 1,446 1,088 864 802 755 717 686 636 599 569 544 523 505 489 475 463 - - -
10000 1,446 1,290 864 686 636 599 569 544 505 475 452 432 415 401 388 377 367 - - -
30000 1,290 895 599 475 441 415 394 377 350 330 313 299 288 278 269 262 255 - - -
50000 1,088 755 505 401 372 350 333 318 295 278 264 253 243 234 227 221 215 - - -
100000 864 599 401 318 295 278 264 253 234 221 210 200 193 186 180 175 171 - - -

2-19

5000 1,835 1,835 1,381 1,096 1,018 958 910 870 808 760 722 691 664 641 621 - - - - -
10000 1,835 1,638 1,096 870 808 760 722 691 641 603 573 548 527 509 493 - - - - -
30000 1,638 1,136 760 603 560 527 501 479 445 418 397 380 365 353 342 - - - - -
50000 1,381 958 641 509 472 445 422 404 375 353 335 321 308 298 288 - - - - -
100000 1,096 760 509 404 375 353 335 321 298 280 266 254 245 236 229 - - - - -

2-111

5000 1,975 1,975 1,487 1,180 1,096 1,031 979 937 870 818 777 744 715 690 - - - - - -
10000 1,975 1,763 1,180 937 870 818 777 744 690 650 617 590 567 548 - - - - - -
30000 1,763 1,222 818 650 603 567 539 516 479 450 428 409 393 380 - - - - - -
50000 1,487 1,031 690 548 509 479 455 435 404 380 361 345 332 320 - - - - - -
100000 1,180 818 548 435 404 380 361 345 320 301 286 274 263 254 - - - - - -

How to Read the Table 
Example A: For a 1” standard duty ball bearing operating at 1000 RPM and desired 100,000 hours L10 life, 154 Lbs is the maximum allowable radial load.  
Example B: If 230 lbs of radial load is applied to a 1” standard duty shaft operating at 1000 RPM, the resulting L10 life is 30,000 hours.
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Table 6 - Load/Speed Chart – Sealmaster Ball Bearings continued

Series L10 
Hours

Revolutions Per Minute

50 150 500 1000 1250 1500 1750 2000 2500 3000 3500 4000 4500 5000 5500 6000 6500 7500 8000 10000

2-115

5000 1,972 1,972 1,485 1,178 1,094 1,029 978 935 868 817 776 742 714 689 - - - - - -
10000 1,972 1,760 1,178 935 868 817 776 742 689 649 616 589 567 547 - - - - - -
30000 1,760 1,221 817 649 602 567 538 515 478 450 427 409 393 379 - - - - - -
50000 1,485 1,029 689 547 508 478 454 434 403 379 360 345 331 320 - - - - - -
100000 1,178 817 547 434 403 379 360 345 320 301 286 273 263 254 - - - - - -

2-23

5000 2,438 2,438 1,835 1,457 1,352 1,273 1,209 1,156 1,073 1,010 959 918 882 - - - - - - -
10000 2,438 2,176 1,457 1,156 1,073 1,010 959 918 852 802 762 728 700 - - - - - - -
30000 2,176 1,509 1,010 802 744 700 665 636 591 556 528 505 486 - - - - - - -
50000 1,835 1,273 852 676 628 591 561 537 498 469 445 426 410 - - - - - - -
100000 1,457 1,010 676 537 498 469 445 426 395 372 353 338 325 - - - - - - -

2-27

5000 2,947 2,947 2,219 1,761 1,635 1,538 1,461 1,398 1,298 1,221 1,160 1,109 - - - - - - - -
10000 2,947 2,631 1,761 1,398 1,298 1,221 1,160 1,109 1,030 969 921 881 - - - - - - - -
30000 2,631 1,824 1,221 969 900 847 804 769 714 672 638 611 - - - - - - - -
50000 2,219 1,538 1,030 817 759 714 678 649 602 567 538 515 - - - - - - - -
100000 1,761 1,221 817 649 602 567 538 515 478 450 427 409 - - - - - - - -

2-211

5000 3,493 3,493 2,629 2,087 1,937 1,823 1,732 1,656 1,538 1,447 1,375 - - - - - - - -
10000 3,493 3,118 2,087 1,656 1,538 1,447 1,375 1,315 1,220 1,149 1,091 - - - - - - - - -
30000 3,118 2,162 1,447 1,149 1,066 1,003 953 912 846 796 756 - - - - - - - - -
50000 2,629 1,823 1,220 969 899 846 804 769 714 672 638 - - - - - - - - -
100000 2,087 1,447 969 769 714 672 638 610 567 533 506 - - - - - - - - -

2-215

5000 3,710 3,710 2,793 2,217 2,058 1,936 1,839 1,759 1,633 1,537 - - - - - - - - - -
10000 3,710 3,311 2,217 1,759 1,633 1,537 1,460 1,396 1,296 1,220 - - - - - - - - - -
30000 3,311 2,296 1,537 1,220 1,132 1,066 1,012 968 899 846 - - - - - - - - - -
50000 2,793 1,936 1,296 1,029 955 899 854 817 758 713 - - - - - - - - - -
100000 2,217 1,537 1,029 817 758 713 678 648 602 566 - - - - - - - - - -

2-33

5000 4,353 4,353 3,277 2,601 2,415 2,272 2,158 2,064 1,916 1,803 - - - - - - - - - -
10000 4,353 3,885 2,601 2,064 1,916 1,803 1,713 1,639 1,521 1,431 - - - - - - - - - -
30000 3,885 2,694 1,803 1,431 1,329 1,250 1,188 1,136 1,055 992 - - - - - - - - - -
50000 3,277 2,272 1,521 1,207 1,121 1,055 1,002 958 890 837 - - - - - - - - - -
100000 2,601 1,803 1,207 958 890 837 795 761 706 664 - - - - - - - - - -

2-37

5000 4,670 4,670 3,516 2,791 2,591 2,438 2,316 2,215 2,056 1,935 - - - - - - - - - -
10000 4,670 4,169 2,791 2,215 2,056 1,935 1,838 1,758 1,632 1,536 - - - - - - - - - -
30000 4,169 2,890 1,935 1,536 1,426 1,342 1,274 1,219 1,132 1,065 - - - - - - - - - -
50000 3,516 2,438 1,632 1,295 1,202 1,132 1,075 1,028 954 898 - - - - - - - - - -
100000 2,791 1,935 1,295 1,028 954 898 853 816 757 713 - - - - - - - - - -

2-38

5000 5,392 5,392 4,059 3,222 2,991 2,814 2,673 2,557 2,374 - - - - - - - - - - -
10000 5,392 4,812 3,222 2,557 2,374 2,234 2,122 2,029 1,884 - - - - - - - - - - -
30000 4,812 3,337 2,234 1,773 1,646 1,549 1,471 1,407 1,306 - - - - - - - - - - -
50000 4,059 2,814 1,884 1,495 1,388 1,306 1,241 1,187 1,102 - - - - - - - - - - -
100000 3,222 2,234 1,495 1,187 1,102 1,037 985 942 874 - - - - - - - - - - -

2-43

5000 7,476 7,476 5,628 4,467 4,147 3,902 3,707 3,546 - - - - - - - - - - - -
10000 7,476 6,673 4,467 3,546 3,291 3,097 2,942 2,814 - - - - - - - - - - - -
30000 6,673 4,627 3,097 2,458 2,282 2,148 2,040 1,951 - - - - - - - - - - - -
50000 5,628 3,902 2,612 2,074 1,925 1,811 1,721 1,646 - - - - - - - - - - - -
100000 4,467 3,097 2,074 1,646 1,528 1,438 1,366 1,306 - - - - - - - - - - - -

3-47

5000 9,371 9,371 7,054 5,599 5,198 4,891 4,646 - - - - - - - - - - - - -
10000 9,371 8,364 5,599 4,444 4,125 3,882 3,688 - - - - - - - - - - - - -
30000 8,364 5,799 3,882 3,081 2,860 2,692 2,557 - - - - - - - - - - - - -
50000 7,054 4,891 3,274 2,599 2,413 2,270 2,157 - - - - - - - - - - - - -
100000 5,599 3,882 2,599 2,063 1,915 1,802 1,712 - - - - - - - - - - - - -

See notes on top of page G-230.
How to Read the Table
Example A: For a 1” standard duty ball bearing operating at 1000 RPM and desired 100,000 hours L10 life, 154 Lbs is the maximum allowable radial load. 
Example B: If 230 lbs of radial load is applied to a 1” standard duty shaft operating at 1000 RPM, the resulting L10 life is 30,000 hours.
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Load and Speed continued
1. Table 7 displays the Browning 200 (VS-200) and 300 (VS-300) Series ball bearing load capacities for a given L10 life, speed and 
shaft size.   For VB-200 and VE-200 use equivalent ratings for respective 200 series bore.  For VB-300 use equivalent ratings for 
respective 300 series bore.

2. Values in Table 7 represent radial loads at ideal conditions with press fit mounting to the shaft.  ABMA recommends de-rating 
of slip fit mounted bearings. Elevated operating temperatures can reduce the load capacity of bearing steel where a material de-
rating is also recommended.

a. For operating temperatures up to 200°F, divide the value in the load table by 1.3 to obtain the slip fit derated value.
b. For units designed for operating temperatures 200°F to 400°F, divide the value in the load table by 1.5 to obtain the slip fit/
elevated temperature de-rate value.
c. Values in Table 7 represent equivalent radial loads only. For combined radial/thrust loads see page G-222.  

3.  The blue shaded area represents maximum recommended load for given operating speed based on load of 25% BDR. It is NOT 
recommended to exceed these loads in general industrial applications. See note on page G-222 for high load applications.

4. Areas designated by “-” exceed maximum value for standard bearings. See note on page G-223.

5. Consult Application Engineering for load and speed applications not covered in this table. 

Table 7 - Load/Speed Chart – Browning 200 and 300 Series Ball Bearings
Series L10 

Hours
Revolutions Per Minute

50 150 250 500 750 1000 1250 1500 1750 2000 2500 3000 3500 4000 4500 5000 5500 6000 6500 7500

L-10

5000 527 527 500 397 347 315 292 275 261 250 232 218 207 198 191 184 178 173 169 161
10000 527 470 397 315 275 250 232 218 207 198 184 173 165 157 151 146 142 138 134 128
30000 470 326 275 218 191 173 161 151 144 138 128 120 114 109 105 101 98 95 93 89
50000 397 275 232 184 161 146 136 128 121 116 108 101 96 92 89 85 83 80 78 75
100000 315 218 184 146 128 116 108 101 96 92 85 80 76 73 70 68 66 64 62 59

2-012

5000 652 652 619 491 429 390 362 341 324 310 287 270 257 246 236 228 221 215 209 -
10000 652 583 491 390 341 310 287 270 257 246 228 215 204 195 188 181 175 170 166 -
30000 583 404 341 270 236 215 199 188 178 170 158 149 141 135 130 126 122 118 115 -
50000 491 341 287 228 199 181 168 158 150 144 133 126 119 114 110 106 103 100 97 -
100000 390 270 228 181 158 144 133 126 119 114 106 100 95 91 87 84 81 79 77 -

2-015

5000 700 700 664 527 461 418 388 366 347 332 308 290 276 264 253 245 237 - - -
10000 700 625 527 418 366 332 308 290 276 264 245 230 219 209 201 194 188 - - -
30000 625 433 366 290 253 230 214 201 191 183 170 160 152 145 139 135 130 - - -
50000 527 366 308 245 214 194 180 170 161 154 143 135 128 122 118 114 110 - - -
100000 418 290 245 194 170 154 143 135 128 122 114 107 102 97 93 90 87 - - -

2-13

5000 1095 1095 1,039 825 720 654 608 572 543 519 482 454 431 412 396 - - - - -
10000 1095 978 825 654 572 519 482 454 431 412 383 360 342 327 315 - - - - -
30000 978 678 572 454 396 360 334 315 299 286 265 250 237 227 218 - - - - -
50000 825 572 482 383 334 304 282 265 252 241 224 211 200 191 184 - - - - -
100000 654 454 383 304 265 241 224 211 200 191 178 167 159 152 146 - - - - -

2-17

5000 1,446 1,446 1,371 1,088 951 864 802 755 717 686 636 599 569 544 - - - - - -
10000 1,446 1,290 1,088 864 755 686 636 599 569 544 505 475 452 432 - - - - - -
30000 1,290 895 755 599 523 475 441 415 394 377 350 330 313 299 - - - - - -
50000 1,088 755 636 505 441 401 372 350 333 318 295 278 264 253 - - - - - -
100000 864 599 505 401 350 318 295 278 264 253 234 221 210 200 - - - - - -

2-19

5000 1835 1,835 1,741 1,381 1,207 1,096 1,018 958 910 870 808 760 722 - - - - - - -
10000 1,835 1,638 1,381 1,096 958 870 808 760 722 691 641 603 573 - - - - - - -
30000 1,638 1,136 958 760 664 603 560 527 501 479 445 418 397 - - - - - - -
50000 1,381 958 808 641 560 509 472 445 422 404 375 353 335 - - - - - - -
100000 1,096 760 641 509 445 404 375 353 335 321 298 280 266 - - - - - - -

2-111

5000 1,975 1,975 1,874 1,487 1,299 1,180 1,096 1,031 979 937 870 818 - - - - - - - -
10000 1,975 1,763 1,487 1,180 1,031 937 870 818 777 744 690 650 - - - - - - - -
30000 1,763 1,222 1,031 818 715 650 603 567 539 516 479 450 - - - - - - - -
50000 1,487 1,031 870 690 603 548 509 479 455 435 404 380 - - - - - - - -
100000 1,180 818 690 548 479 435 404 380 361 345 320 301 - - - - - - - -

2-115

5000 1,972 1,972 1,871 1,485 1,297 1,178 1,094 1,029 978 935 868 817 - - - - - - - -
10000 1,972 1,760 1,485 1,178 1,029 935 868 817 776 742 689 649 - - - - - - - -
30000 1,760 1,221 1,029 817 714 649 602 567 538 515 478 450 - - - - - - - -
50000 1,485 1,029 868 689 602 547 508 478 454 434 403 379 - - - - - - - -
100000 1,178 817 689 547 478 434 403 379 360 345 320 301 - - - - - - - -

2-23

5000 2,438 2,438 2,312 1,835 1,603 1,457 1,352 1,273 1,209 1,156 1,073 - - - - - - - - -
10000 2,438 2,176 1,835 1,457 1,273 1,156 1,073 1,010 959 918 852 - - - - - - - - -
30000 2,176 1,509 1,273 1,010 882 802 744 700 665 636 591 - - - - - - - - -
50000 1,835 1,273 1,073 852 744 676 628 591 561 537 498 - - - - - - - - -
100000 1,457 1,010 852 676 591 537 498 469 445 426 395 - - - - - - - - -

2-27

5000 2,947 2,947 2,795 2,219 1,938 1,761 1,635 1,538 1,461 1,398 1,298 - - - - - - - - -
10000 2,947 2,631 2,219 1,761 1,538 1,398 1,298 1,221 1,160 1,109 1,030 - - - - - - - - -
30000 2,631 1,824 1,538 1,221 1,067 969 900 847 804 769 714 - - - - - - - - -
50000 2,219 1,538 1,298 1,030 900 817 759 714 678 649 602 - - - - - - - - -
100000 1,761 1,221 1,030 817 714 649 602 567 538 515 478 - - - - - - - - -
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Load and Speed continued
1. Table 8 displays the Browning 100 setscrew locking ball bearing (VS-100) load capacities for a given L10 life, speed and shaft 
size. For VE-100, RUBRE-100, RUBRS-100, SLS-100, LE-100, LR-100, LRS-100, LS-100 use equivalent ratings for respective 100 
series bore.

2. Values in Table 8 represent radial loads at ideal conditions with press fit mounting to the shaft.  ABMA recommends de-rating 
of slip fit mounted bearings. Elevated operating temperatures can reduce the load capacity of bearing steel where a material de-
rating is also recommended.

a. For operating temperatures up to 200°F, divide the value in the load table by 1.3 to obtain the slip fit derated value.
b. For units designed for operating temperatures 200°F to 400°F, divide the value in the load table by 1.5 to obtain the slip fit/
elevated temperature de-rate value.
c. Values in Table 8 represent equivalent radial loads only. For combined radial/thrust loads see page G-222.  

3.  The blue shaded area represents maximum recommended load for given operating speed based on load of 17% BDR. It is NOT 
recommended to exceed these loads in general industrial applications. See note on page G-222 for high load applications.

4. Areas designated by “-” exceed maximum value for standard bearings. See note on page G-223.

5. Consult Application Engineering for load and speed applications not covered in this table. 

Table 8 - Load/Speed Chart – Browning 100 Series Ball Bearings
Series L10 

Hours
Revolutions Per Minute

50 150 250 500 750 1000 1250 1500 1750 2000 2500 3000 3500 4000 4500 5000

L-10

5000 351 351 351 351 347 315 292 275 261 250 232 218 207 198 191 184
10000 351 351 351 315 275 250 232 218 207 198 184 173 165 157 151 146
30000 351 326 275 218 191 173 161 151 144 138 128 120 114 109 105 101
50000 351 275 232 184 161 146 136 128 121 116 108 101 96 92 89 85

100000 315 218 184 146 128 116 108 101 96 92 85 80 76 73 70 68

2-012

5000 435 435 435 435 429 390 362 341 324 310 287 270 257 246 236 228
10000 435 435 435 390 341 310 287 270 257 246 228 215 204 195 188 181
30000 435 404 341 270 236 215 199 188 178 170 158 149 141 135 130 126
50000 435 341 287 228 199 181 168 158 150 144 133 126 119 114 110 106

100000 390 270 228 181 158 144 133 126 119 114 106 100 95 91 87 84

2-015

5000 466 466 466 466 461 418 388 366 347 332 308 290 276 - - -
10000 466 466 466 418 366 332 308 290 276 264 245 230 219 - - -
30000 466 433 366 290 253 230 214 201 191 183 170 160 152 - - -
50000 466 366 308 245 214 194 180 170 161 154 143 135 128 - - -

100000 418 290 245 194 170 154 143 135 128 122 114 107 102 - - -

2-13

5000 730 730 730 730 720 654 608 572 543 519 482 454 - - - -
10000 730 730 730 654 572 519 482 454 431 412 383 360 - - - -
30000 730 678 572 454 396 360 334 315 299 286 265 250 - - - -
50000 730 572 482 383 334 304 282 265 252 241 224 211 - - - -

100000 654 454 383 304 265 241 224 211 200 191 178 167 - - - -

2-17

5000 963 963 963 963 951 864 802 755 717 686 636 - - - - -
10000 963 963 963 864 755 686 636 599 569 544 505 - - - - -
30000 963 895 755 599 523 475 441 415 394 377 350 - - - - -
50000 963 755 636 505 441 401 372 350 333 318 295 - - - - -

100000 864 599 505 401 350 318 295 278 264 253 234 - - - - -

2-19

5000 1,223 1,223 1,223 1,223 1,207 1,096 1,018 958 910 870 808 - - - - -
10000 1,223 1,223 1,223 1,096 958 870 808 760 722 691 641 - - - - -
30000 1,223 1,136 958 760 664 603 560 527 501 479 445 - - - - -
50000 1,223 958 808 641 560 509 472 445 422 404 375 - - - - -

100000 1,096 760 641 509 445 404 375 353 335 321 298 - - - - -

2-111

5000 1,316 1,316 1,316 1,316 1,299 1,180 1,096 1,031 979 937 - - - - - -
10000 1,316 1,316 1,316 1,180 1,031 937 870 818 777 744 - - - - - -
30000 1,316 1,222 1,031 818 715 650 603 567 539 516 - - - - - -
50000 1,316 1,031 870 690 603 548 509 479 455 435 - - - - - -

100000 1,180 818 690 548 479 435 404 380 361 345 - - - - - -

2-115

5000 1,314 1,314 1,314 1,314 1,297 1,178 1,094 1,029 978 935 - - - - - -
10000 1,314 1,314 1,314 1,178 1,029 935 868 817 776 742 - - - - - -
30000 1,314 1,221 1,029 817 714 649 602 567 538 515 - - - - - -
50000 1,314 1,029 868 689 602 547 508 478 454 434 - - - - - -

100000 1,178 817 689 547 478 434 403 379 360 345 - - - - - -

2-23

5000 1,625 1,625 1,625 1,625 1,603 1,457 1,352 1,273 1,209 - - - - - - -
10000 1,625 1,625 1,625 1,457 1,273 1,156 1,073 1,010 959 - - - - - - -
30000 1,625 1,509 1,273 1,010 882 802 744 700 665 - - - - - - -
50000 1,625 1,273 1,073 852 744 676 628 591 561 - - - - - - -

100000 1,457 1,010 852 676 591 537 498 469 445 - - - - - - -
How to Read the Table 
Example A: For a 1” standard duty ball bearing operating at 1000 RPM and desired 100,000 hours L10 life, 154 Lbs is the maximum allowable radial load.  
Example B: If 230 lbs of radial load is applied to a 1” standard duty shaft operating at 1000 RPM, the resulting L10 life is 30,000 hours.
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MAX SEAL SPEED REVOLUTIONS PER MINUTE MAX SEAL SPEED REVOLUTIONS PER MINUTE

Standard Sealmaster Gold Custom Select Suffix

Standard Duty and ER Bearings
Locking Setscrew

Skwezloc 
Locking Collar or 
Double Setscrew

Setscrew, Skwezloc Locking Collar and Double Setscrew Setscrew, Skwezloc Locking Collar 
and Double Setscrew Setscrew

Skwezloc Locking 
Collar or Double 

Setscrew

Skwezloc 
Locking 
Collar

All Locking
Standard Duty and ER Bearings

Suffix Standard, A, AS, X C 2C 3C F SF U, BF VA, VS H HT, HTA, HI HTC LO XLO CXU HS DRT Suffix

Series

Bore  
Diameter

Standard 
Duty

ER
Standard Felt  

Backed off Felt (AS) 
Nomex (A) 
No Felt (X)

Contact
Double 
Contact 

Seal 
(Progard)

Triple 
Contact 

Seal 
(Safegard)

High Temp 
Contact 
Seal - 

Fiberglass 
(Heatgard)

High Temp 
Double 

Contact Seal 
- Fiberglass 

(Heatgard Plus)

Spring 
Seal 

(UltaGard)

High Temp 
Spring 
Seal 

(HeatGard 
Ultra)

High 
Performance 

Seal
High Temperature 

Options Low Drag Options Air Handling High  
Speed

High 
Contamination

Bore Diameter Standard 
Duty

ER Series
inch mm Insert inch mm Insert

2-012

1/2 - 2-08 ER-8

7300 10200 6450 1600 N/A 1600 N/A 2800 N/A 3100 3200 800 5800 2900 7300 10200 11700 1600

 1/2 - 2-08 ER-8

2-012

9/16 - 2-09 ER-9  9/16 - 2-09 ER-9

5/8 - 2-010 ER-10  5/8 - 2-010 ER-10

11/16 - 2-011 ER-11  11/16 - 2-011 ER-11

3/4 - 2-012 ER-12  3/4 - 2-012 ER-12

- 20 5204 ER-204 - 20 5204 ER-204

2-015

13/16 - 2-013 ER-13

6350 9000 6350 N/A 550 1400 N/A 2500 2500 2700 2750 800 5000 2500 6350 9000 10200 550

 13/16 - 2-013 ER-13

2-015

7/8 - 2-014 ER-14  7/8 - 2-014 ER-14

15/16 - 2-015 ER-15  15/16 - 2-015 ER-15

- 25 5205 ER-205 - 25 5205 ER-205

1 - 2-1 ER-16 1 - 2-1 ER-16

2-13

1 1/16 - 2-11 ER-17

5450 7600 5450 N/A 500 1050 500 2200 2200 2300 2400 700 4300 2150 5450 7600 8700 500

1 1/16 - 2-11 ER-17

2-13

1 1/8 - 2-12 ER-18 1 1/8 - 2-12 ER-18

- 30 5206 ER-206 - 30 5206 ER-206

1 3/6 - 2-13 ER-19 1 3/6 - 2-13 ER-19

1 1/4 - 1-14 ER-20R 1 1/4 - 1-14 ER-20R

2-17

1 1/4 - 2-14 ER-20

4650 6500 4650 N/A 450 1000 450 N/A 1900 2000 2200 600 3700 1850 4650 6500 7450 450

1 1/4 - 2-14 ER-20

2-17

1 5/16 - 2-15 ER-21 1 5/16 - 2-15 ER-21

1 3/8 - 2-16 ER-22 1 3/8 - 2-16 ER-22

- 35 5207 ER-207 - 35 5207 ER-207

1 7/16 - 2-17 ER-23 1 7/16 - 2-17 ER-23

2-19

1 1/2 - 2-18 ER-24

4150 5850 4150 N/A 400 925 400 N/A 1700 1750 1800 500 3300 1650 4150 5850 6700 400

1 1/2 - 2-18 ER-24

2-191 9/16 - 2-19 ER-25 1 9/16 - 2-19 ER-25

- 40 5208 ER-208 - 40 5208 ER-208

2-111

1 5/8 - 2-110 ER-26

3800 5300 3800 N/A 350 850 350 N/A 1500 1600 1650 500 3000 1500 3800 5300 6050 350

1 5/8 - 2-110 ER-26

2-111
1 11/16 - 2-111 ER-27 1 11/16 - 2-111 ER-27

1 3/4 - 2-112 ER-28 1 3/4 - 2-112 ER-28

- 45 5209 ER-209 - 45 5209 ER-209
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Table 9 – Sealmaster Gold Standard Duty Maximum Speed Rating continued

MAX SEAL SPEED REVOLUTIONS PER MINUTE MAX SEAL SPEED REVOLUTIONS PER MINUTE

Standard Sealmaster Gold Custom Select Suffix

Standard Duty and ER Bearings
Locking Setscrew

Skwezloc 
Locking Collar or 
Double Setscrew

Setscrew, Skwezloc Locking Collar and Double Setscrew Setscrew, Skwezloc Locking Collar 
and Double Setscrew Setscrew

Skwezloc Locking 
Collar or Double 

Setscrew

Skwezloc 
Locking 
Collar

All Locking
Standard Duty and ER Bearings

Suffix Standard, A, AS, X C 2C 3C F SF U, BF VA, VS H HT, HTA, HI HTC LO XLO CXU HS DRT Suffix

Series

Bore  
Diameter

Standard 
Duty

ER
Standard Felt  

Backed off Felt (AS) 
Nomex (A) 
No Felt (X)

Contact
Double 
Contact 

Seal 
(Progard)

Triple 
Contact 

Seal 
(Safegard)

High Temp 
Contact 
Seal - 

Fiberglass 
(Heatgard)

High Temp 
Double 

Contact Seal 
- Fiberglass 

(Heatgard Plus)

Spring 
Seal 

(UltaGard)

High Temp 
Spring 
Seal 

(HeatGard 
Ultra)

High 
Performance 

Seal
High Temperature 

Options Low Drag Options Air Handling High  
Speed

High 
Contamination

Bore Diameter Standard 
Duty

ER Series
inch mm Insert inch mm Insert

2-115

1 13/16 - 2-113 ER-29

3550 5000 3550 N/A 325 775 325 1400 N/A 1500 1550 400 2800 1400 3550 5000 5700
 

325
 

1 13/16 - 2-113 ER-29

2-115

1 7/8 - 2-114 ER-30 1 7/8 - 2-114 ER-30

1 15/16 - 2-115 ER-31 1 15/16 - 2-115 ER-31

- 50 5210 ER-210 - 50 5210 ER-210

2 - 1-2 ER-32R 2 - 1-2 ER-32R

2-23

2 - 2-2 ER-32

3250 4500 3250 700 300 700 300 1300 N/A 1350 1400 350 2500 1250 3250 4500
5150

 
 

300
 
 

2 - 2-2 ER-32

2-23
2 1/8 - 2-22 ER-34 2 1/8 - 2-22 ER-34

- 55 5211 ER-211 - 55 5211 ER-211

2 3/16 - 2-23 ER-35 2 3/16 - 2-23 ER-35

2-27

2 1/4 - 2-24 ER-36

3000 4100 2550 650 N/A 650 250 1200 N/A 1250 1250 325 2300 1150 3000 4100 4700 650

2 1/4 - 2-24 ER-36

2-27
- 60 5212 ER-212 - 60 5212 ER-212

2 3/8 - 2-26 ER-38 2 3/8 - 2-26 ER-38

2 7/16 - 2-27 ER-39 2 7/16 - 2-27 ER-39

2-211

2 1/2 - - ER-40

2500 3600 2225 550 N/A 550 225 N/A N/A 1050 1100 275 2000 1000 2500 3600 N/A 550

2 1/2 - - ER-40

2-2112 11/16 - 2-211 ER-43 2 11/16 - 2-211 ER-43

- 70 5214 ER-214 - 70 5214 ER-214

2-215*

2 7/8 - 2-214 ER-46

2450 3400 2100 525 N/A 525 200 N/A N/A 2500* 1050 250 1900 950 2450 3400 N/A 525

2 7/8 - 2-214 ER-46

2-2152 15/16 - 2-215 ER-47 2 15/16 - 2-215 ER-47

- 75 5215 ER-215 - 75 5215 ER-215

2-33

3 - - ER-48

2250 3150 1950 500 N/A 500 N/A N/A N/A N/A 950 250 1750 900 2250 3150 N/A 500

3 - - ER-48

2-33- 80 5216 ER-216 - 80 5216 ER-216

3 3/16 - 2-33 ER-51 3 3/16 - 2-33 ER-51

2-37

3 1/4 - 2-34 ER-52

2125 3000 1850 450 N/A 450 N/A N/A N/A N/A 900 225 1650 800 2125 3000 N/A 450

3 1/4 - 2-34 ER-52

2-373 3/8 - 2-36 ER-54 3 3/8 - 2-36 ER-54

3 7/16 - 2-37 ER-55 3 7/16 - 2-37 ER-55

2-38
3 1/2 2-38 -

2000 2800 1725 425 N/A 425 N/A N/A N/A N/A 850 200 1550 750 2000 2800 N/A 425
3 1/2 - 2-38 -

2-38
- 90 5218 - - 90 5218 -

2-43

3 15/16 - ER-63

1700 2400 1450 375 N/A 375 N/A N/A N/A N/A 700 200 1300 650 1700 2400 N/A 375

3 15/16 - - ER-63

2-43- 100 - - 100 -

4 - ER-64 4 - - ER-64

If seal max speed in this chart exceeds bearing max speed from rating tables or speed that is deemed acceptable for the 
application, lowest applicable speed applies.
*2-215 series uses a double lip seal vs. our triple lip high performance seal (HPS).
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MAX SEAL SPEED REVOLUTIONS PER MINUTE MAX SEAL SPEED REVOLUTIONS PER MINUTE

Standard Sealmaster Gold Custom Select Suffix

Standard Duty and ER Bearings
Locking Setscrew

Skwezloc 
Locking Collar or 
Double Setscrew

Setscrew, Skwezloc Locking Collar and Double Setscrew Setscrew, Skwezloc Locking Collar 
and Double Setscrew Setscrew

Skwezloc Locking 
Collar or Double 

Setscrew

Skwezloc 
Locking 
Collar

All Locking
Standard Duty and ER Bearings

Suffix Standard, A, AS, X C 2C 3C F SF U, BF VA, VS H HT, HTA, HI HTC LO XLO CXU HS DRT Suffix

Series

Bore  
Diameter

Standard 
Duty

ER
Standard Felt  

Backed off Felt (AS) 
Nomex (A) 
No Felt (X)

Contact
Double 
Contact 

Seal 
(Progard)

Triple 
Contact 

Seal 
(Safegard)

High Temp 
Contact 
Seal - 

Fiberglass 
(Heatgard)

High Temp 
Double 

Contact Seal 
- Fiberglass 

(Heatgard Plus)

Spring 
Seal 

(UltaGard)

High Temp 
Spring 
Seal 

(HeatGard 
Ultra)

High 
Performance 

Seal
High Temperature 

Options Low Drag Options Air Handling High  
Speed

High 
Contamination

Bore Diameter Standard 
Duty

ER Series
inch mm Insert inch mm Insert

2-115

1 13/16 - 2-113 ER-29

3550 5000 3550 N/A 325 775 325 1400 N/A 1500 1550 400 2800 1400 3550 5000 5700
 

325
 

1 13/16 - 2-113 ER-29

2-115

1 7/8 - 2-114 ER-30 1 7/8 - 2-114 ER-30

1 15/16 - 2-115 ER-31 1 15/16 - 2-115 ER-31

- 50 5210 ER-210 - 50 5210 ER-210

2 - 1-2 ER-32R 2 - 1-2 ER-32R

2-23

2 - 2-2 ER-32

3250 4500 3250 700 300 700 300 1300 N/A 1350 1400 350 2500 1250 3250 4500
5150

 
 

300
 
 

2 - 2-2 ER-32

2-23
2 1/8 - 2-22 ER-34 2 1/8 - 2-22 ER-34

- 55 5211 ER-211 - 55 5211 ER-211

2 3/16 - 2-23 ER-35 2 3/16 - 2-23 ER-35

2-27

2 1/4 - 2-24 ER-36

3000 4100 2550 650 N/A 650 250 1200 N/A 1250 1250 325 2300 1150 3000 4100 4700 650

2 1/4 - 2-24 ER-36

2-27
- 60 5212 ER-212 - 60 5212 ER-212

2 3/8 - 2-26 ER-38 2 3/8 - 2-26 ER-38

2 7/16 - 2-27 ER-39 2 7/16 - 2-27 ER-39

2-211

2 1/2 - - ER-40

2500 3600 2225 550 N/A 550 225 N/A N/A 1050 1100 275 2000 1000 2500 3600 N/A 550

2 1/2 - - ER-40

2-2112 11/16 - 2-211 ER-43 2 11/16 - 2-211 ER-43

- 70 5214 ER-214 - 70 5214 ER-214

2-215*

2 7/8 - 2-214 ER-46

2450 3400 2100 525 N/A 525 200 N/A N/A 2500* 1050 250 1900 950 2450 3400 N/A 525

2 7/8 - 2-214 ER-46

2-2152 15/16 - 2-215 ER-47 2 15/16 - 2-215 ER-47

- 75 5215 ER-215 - 75 5215 ER-215

2-33

3 - - ER-48

2250 3150 1950 500 N/A 500 N/A N/A N/A N/A 950 250 1750 900 2250 3150 N/A 500

3 - - ER-48

2-33- 80 5216 ER-216 - 80 5216 ER-216

3 3/16 - 2-33 ER-51 3 3/16 - 2-33 ER-51

2-37

3 1/4 - 2-34 ER-52

2125 3000 1850 450 N/A 450 N/A N/A N/A N/A 900 225 1650 800 2125 3000 N/A 450

3 1/4 - 2-34 ER-52

2-373 3/8 - 2-36 ER-54 3 3/8 - 2-36 ER-54

3 7/16 - 2-37 ER-55 3 7/16 - 2-37 ER-55

2-38
3 1/2 2-38 -

2000 2800 1725 425 N/A 425 N/A N/A N/A N/A 850 200 1550 750 2000 2800 N/A 425
3 1/2 - 2-38 -

2-38
- 90 5218 - - 90 5218 -

2-43

3 15/16 - ER-63

1700 2400 1450 375 N/A 375 N/A N/A N/A N/A 700 200 1300 650 1700 2400 N/A 375

3 15/16 - - ER-63

2-43- 100 - - 100 -

4 - ER-64 4 - - ER-64
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Table 10 – Sealmaster Gold Medium Duty Maximum Speed 

MAX SEAL SPEED REVOLUTIONS PER MINUTE MAX SEAL SPEED REVOLUTIONS PER MINUTE

Standard Sealmaster Gold Custom Select Suffix

Medium Duty
Locking Setscrew

Skwezloc Locking 
Collar or Double 

Setscrew
Setscrew, Skwezloc Locking Collar and Double Setscrew Setscrew, Skwezloc Locking Collar and Double 

Setscrew Setscrew
Skwezloc 

Locking Collar or 
Double Setscrew

Skwezloc 
Locking Collar All

Medium Duty
Locking

Series
Suffix Standard, AS, X C 2C 3C SF U, BF VA, VS H HT, HTA, HI HTC LO XLO CXU HS DRT Suffix

Series

Bore 
Diameter Unit 

Size Insert
Standard Felt  

Backed off Felt (AS) 
Nomex (A) 
No Felt (X)

Contact
Double 
Contact  

Seal 
(Progard)

Triple 
Contact  

Seal 
(Safegard)

High Temp 
Double Contact 
Seal - Fiberglass 
(Heatgard Plus)

Spring 
Seal 

(UltaGard)

FKM 
Spring Seal 
(HeatGard 

Ultra)

High 
Performance 

Seal
High Temperature  

Options Low Drag Air Handling High Speed High 
Contamination

Bore 
Diameter Unit 

Size Insert
inch mm inch mm

2-13

 15/16 - 15 3-015

5450 7600 5450 N/A 500 500 2200 2200 2300 2400 400 4300 2150 5450 7600 8700 500

 15/16 - 15 3-015

2-13- 25 305 5305 - 25 305 5305

1 - 16 3-1 1 - 16 3-1

2-17
- 30 306 5306

4650 6500 4650 N/A 450 450 N/A 1900 2000 2200 350 3700 1850 4650 6500 7450 450
- 30 306 5306

2-17
1 3/16 - 19 3-13 1 3/16 - 19 3-13

2-19
- 35 307 5307

4150 5850 4150 N/A 400 400 N/A 1700 1750 1800 350 3300 1650 4150 5850 6700 400
- 35 307 5307

2-19
1 7/16 - 23 3-17 1 7/16 - 23 3-17

2-111
1 1/2 - 24 3-18

3800 5300 3800 N/A 350 350 N/A 1500 1600 1650 350 3000 1500 3800 5300 6050 350
1 1/2 - 24 3-18

2-111
- 40 308 5308 - 40 308 5308

2-115

1 11/16 - 27 3-111

3550 5000 3550 N/A 325 325 1400 N/A 1500 1550 350 2800 1400 3550 5000 5700 325

1 11/16 - 27 3-111

2-1151 3/4 - 28 3-112 1 3/4 - 28 3-112

- 45 309 5309 - 45 309 5309

2-23
1 15/16 - 31 3-115

3250 4500 3250 700 300 300 1300 N/A 1350 1400 350 2500 1250 3250 4500 5150 300
1 15/16 - 31 3-115

2-23
- 50 310 5310 - 50 310 5310

2-27
- 55 311 5311

3000 4100 2550 650 N/A 250 1200 N/A 1250 1250 325 2300 1150 3000 4100 4700 650
- 55 311 5311

2-27
2 3/16 - 35 3-23 2 3/16 - 35 3-23

2-211

2 7/16 - 39 3-27

2500 3600 2250 550 N/A 225 N/A N/A 1050 1100 275 2000 1000 2500 3600 N/A 550

2 7/16 - 39 3-27

2-2112 1/2 - 40 3-28 2 1/2 - 40 3-28

- 65 313 5313 - 65 313 5313

2-215
2 11/16 - 43 3-211

2450 3400 2100 525 N/A 200 N/A N/A 2500* 1050 250 1900 950 2450 3400 N/A 525
2 11/16 - 43 3-211

2-215
- 70 314 5314 - 70 314 5314

2-33

2 15/16 - 47 3-215

2250 3150 1950 500 N/A N/A N/A N/A N/A 950 250 1750 900 2250 3150 N/A 500

2 15/16 - 47 3-215

2-33- 75 315 5315 - 75 315 5315

3 - 48 3-3 3 - 48 3-3

2-37
- 80 316 5316

2125 3000 1850 450 N/A N/A N/A N/A N/A 900 225 1650 800 2125 3000 N/A 450
- 80 316 5316

2-37
3 3/16 - 51 3-33 3 3/16 - 51 3-33

2-38 3 7/16 - 55 3-37 2000 2800 1725 425 N/A N/A N/A N/A N/A 850 200 1550 750 2000 2800 N/A 425 3 7/16 - 55 3-37 2-38

2-43

3 15/16 - 63 3-315

1700 2400 1450 375 N/A N/A N/A N/A N/A 700 200 1300 650 1700 2400 N/A 375

3 15/16 - 63 3-315

2-43- 100 320 5320 - 100 320 5320

4 - 64 3-4 4 - 64 3-4

3-47
4 7/16 - 71 3-47

1375 1950 N/A N/A N/A N/A N/A N/A N/A 600 N/A 1050 525 1375 1950 N/A N/A
4 7/16 - 71 3-47

3-47
4 15/16 - 79 3-415 4 15/16 - 79 3-415

If seal max speed in this chart exceeds bearing max speed from rating tables or speed that is deemed acceptable for the 
application, lowest applicable speed applies.
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MAX SEAL SPEED REVOLUTIONS PER MINUTE MAX SEAL SPEED REVOLUTIONS PER MINUTE

Standard Sealmaster Gold Custom Select Suffix

Medium Duty
Locking Setscrew

Skwezloc Locking 
Collar or Double 

Setscrew
Setscrew, Skwezloc Locking Collar and Double Setscrew Setscrew, Skwezloc Locking Collar and Double 

Setscrew Setscrew
Skwezloc 

Locking Collar or 
Double Setscrew

Skwezloc 
Locking Collar All

Medium Duty
Locking

Series
Suffix Standard, AS, X C 2C 3C SF U, BF VA, VS H HT, HTA, HI HTC LO XLO CXU HS DRT Suffix

Series

Bore 
Diameter Unit 

Size Insert
Standard Felt  

Backed off Felt (AS) 
Nomex (A) 
No Felt (X)

Contact
Double 
Contact  

Seal 
(Progard)

Triple 
Contact  

Seal 
(Safegard)

High Temp 
Double Contact 
Seal - Fiberglass 
(Heatgard Plus)

Spring 
Seal 

(UltaGard)

FKM 
Spring Seal 
(HeatGard 

Ultra)

High 
Performance 

Seal
High Temperature  

Options Low Drag Air Handling High Speed High 
Contamination

Bore 
Diameter Unit 

Size Insert
inch mm inch mm

2-13

 15/16 - 15 3-015

5450 7600 5450 N/A 500 500 2200 2200 2300 2400 400 4300 2150 5450 7600 8700 500

 15/16 - 15 3-015

2-13- 25 305 5305 - 25 305 5305

1 - 16 3-1 1 - 16 3-1

2-17
- 30 306 5306

4650 6500 4650 N/A 450 450 N/A 1900 2000 2200 350 3700 1850 4650 6500 7450 450
- 30 306 5306

2-17
1 3/16 - 19 3-13 1 3/16 - 19 3-13

2-19
- 35 307 5307

4150 5850 4150 N/A 400 400 N/A 1700 1750 1800 350 3300 1650 4150 5850 6700 400
- 35 307 5307

2-19
1 7/16 - 23 3-17 1 7/16 - 23 3-17

2-111
1 1/2 - 24 3-18

3800 5300 3800 N/A 350 350 N/A 1500 1600 1650 350 3000 1500 3800 5300 6050 350
1 1/2 - 24 3-18

2-111
- 40 308 5308 - 40 308 5308

2-115

1 11/16 - 27 3-111

3550 5000 3550 N/A 325 325 1400 N/A 1500 1550 350 2800 1400 3550 5000 5700 325

1 11/16 - 27 3-111

2-1151 3/4 - 28 3-112 1 3/4 - 28 3-112

- 45 309 5309 - 45 309 5309

2-23
1 15/16 - 31 3-115

3250 4500 3250 700 300 300 1300 N/A 1350 1400 350 2500 1250 3250 4500 5150 300
1 15/16 - 31 3-115

2-23
- 50 310 5310 - 50 310 5310

2-27
- 55 311 5311

3000 4100 2550 650 N/A 250 1200 N/A 1250 1250 325 2300 1150 3000 4100 4700 650
- 55 311 5311

2-27
2 3/16 - 35 3-23 2 3/16 - 35 3-23

2-211

2 7/16 - 39 3-27

2500 3600 2250 550 N/A 225 N/A N/A 1050 1100 275 2000 1000 2500 3600 N/A 550

2 7/16 - 39 3-27

2-2112 1/2 - 40 3-28 2 1/2 - 40 3-28

- 65 313 5313 - 65 313 5313

2-215
2 11/16 - 43 3-211

2450 3400 2100 525 N/A 200 N/A N/A 2500* 1050 250 1900 950 2450 3400 N/A 525
2 11/16 - 43 3-211

2-215
- 70 314 5314 - 70 314 5314

2-33

2 15/16 - 47 3-215

2250 3150 1950 500 N/A N/A N/A N/A N/A 950 250 1750 900 2250 3150 N/A 500

2 15/16 - 47 3-215

2-33- 75 315 5315 - 75 315 5315

3 - 48 3-3 3 - 48 3-3

2-37
- 80 316 5316

2125 3000 1850 450 N/A N/A N/A N/A N/A 900 225 1650 800 2125 3000 N/A 450
- 80 316 5316

2-37
3 3/16 - 51 3-33 3 3/16 - 51 3-33

2-38 3 7/16 - 55 3-37 2000 2800 1725 425 N/A N/A N/A N/A N/A 850 200 1550 750 2000 2800 N/A 425 3 7/16 - 55 3-37 2-38

2-43

3 15/16 - 63 3-315

1700 2400 1450 375 N/A N/A N/A N/A N/A 700 200 1300 650 1700 2400 N/A 375

3 15/16 - 63 3-315

2-43- 100 320 5320 - 100 320 5320

4 - 64 3-4 4 - 64 3-4

3-47
4 7/16 - 71 3-47

1375 1950 N/A N/A N/A N/A N/A N/A N/A 600 N/A 1050 525 1375 1950 N/A N/A
4 7/16 - 71 3-47

3-47
4 15/16 - 79 3-415 4 15/16 - 79 3-415
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Table 11 – Sealmaster Material Handling Bearing Maximum Speed Rating

Series
Bore Diameter

Unit Size
Insert Max. Seal Speed 

Revolutions  
Per Minuteinch mm Setscrew Skwezloc Locking  

Collar

2-012
 3/4 - 12 MH-12 MH-12T

6500
- 20 204 MH-204 MH-204T

2-015
- 25 205 MH-205 MH-205T

5500
1 - 16 MH-16 MH-16T

2-13

- 30 206 MH-206 MH-206T

45001 3/6 - 19 MH-19 MH-19T

1 1/4S - 20S MH-20R MH-20RT

2-17
1 1/4 - 20 MH-20 MH-20T

4000
1 7/16 - 23 MH-23 MH-23T

2-19 1 1/2 - 24 MH-24 MH-24T 3500

2-111 1 11/16 - 27 MH-27 MH-27T 3000

2-115
1 15/16 - 31 MH-31 MH-31T

3000
- 50 210 MH-210 MH-210T

2-23
2 - 32 MH-32 MH-32T

2500
2 3/16 - 35 MH-35 MH-35T

2-27 2 7/16 - 39 MH-39 MH-39T 2500
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Table 12 – Browning 100 and 200 Maximum Speed Rating 

Series

100 Series, 200 Series and VER Bearings Max. Seal Speed Revolutions  
Per Minute

Bore Diameter 100 Series 200 Series
VER

100 Series 200 Series VER

inch mm Insert Insert Contact Contact + 
Flinger

Contact + 
Flinger

L-10
 1/2 -

VS-108 VS-208 - 5000 7500 -

2-012 - - VER-208 - - 6500

L-10
 5/8 -

VS-110 VS-210 - 5000 7500 -

2-012 - - VER-210 - - 6500

2-012
 3/4 - VS-112 VS-212 VER-212

4000 6500 6500
- 20 - VS-20 MM -

2-015

 7/8 - VS-114 VS-214 VER-214

3500 5500 5500
 15/16 - VS-115 VS-215 VER-215

- 25 - VS-25 MM -

1 - VS-116 VS-216 VER-216

2-13

1 1/16 - - - VER-217

3000 4500 4500

1 1/8 - VS-118 VS-218 VER-218

- 30 - VS-30 MM -

1 3/6 - VS-119 VS-219 VER-219

1 1/4 - VS-120S VS-220S VER-220S

2-17

1 1/4 - VS-120 VS-220 VER-220

2500 4000 4000
1 3/8 - VS-122 VS-222 VER-222

- 35 - VS-35 MM -

1 7/16 - VS-123 VS-223 VER-223

2-19

1 1/2 - VS-124 VS-224 VER-224

2500 3500 35001 9/16 - - - VER-225

- 40 - VS-40 MM -

2-111

1 5/8 - - VS-226 VER-226

2000 3000 3000
1 11/16 - VS-127 VS-227 VER-227

1 3/4 - VS-128 VS-228 VER-228

- 45 - VS-45 MM -

2-115

1 7/8 - - - VER-230

2000 3000 3000
1 15/16 - VS-131 VS-231 VER-231

- 50 - VS-50 MM -

2 - VS-132S VS-232S VER-232S

2-23

2 - VS-132 VS-232 VER-232

1750 2500 2500- 55 - VS-55 MM  -

2 3/16 - VS-135 VS-235 VER-235

2-27

2 1/4 - - VS-236 VER-236

- 2500 25002 3/8 - - - VER-238

2 7/16 - - VS-239 VER-239

Setscrew locking 100, 200, 300 series and VER’s shown.
For VE-100, RUBRE-100, RUBRS-100, SLS-100, LE-100, LR-100, LRS-100, LS-100 use equivalent limits respective 100 series bore.
For VB-200, VE-200 equivalent limits for respective 200 series bore.
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Table 13 – Browning 300 Maximum Speed Rating

300 Series Bearing Max. Seal Speed Revolutions  
Per Minute

Bore Diameter 300 Series 300 Series

inch mm Insert Contact + Flinger

1 25.4 VS-316 4500

1 3/16 30.2 VS-319
4000

1 1/4 31.8 VS-220

1 7/16 36.5 VS-323 3500

1 1/2 38.1 VS-324

30001 11/16 42.9 VS-327

1 3/4 44.5 VS-328

1 15/16 49.2 VS-331
2500

2 3/16 55.6 VS-335

For VB-300 equivalent limits for respective 300 series bore.
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Sealmaster Gold Expansion Bearings:
Expansion bearings allow for linear shaft expansion or 
contraction caused by temperature variations. Without this 
expansion capability, bearings may be subjected to exces-
sive thrust loads and misalignment which could damage the 
bearing, mounting surfaces, and frameworks.  Sealmaster 
offers two types of expansion (float) bearings:

 1. In Sealmaster Gold mounted units where the bearing  
 is installed into an AR ring then into a housing assembly  
 as shown on page G-29.  This design allows the bearing  
 to move axially in the housing assembly. Table 4 below  
 shows the allowable expansion by size.

 
 2. In Sealmaster Cylindrical O.D. bearings (ER style) and  
 some Sealmaster Gold mounted units expansion is  
 achieved by utilizing a special half-dog & wire and  
 keyway in the shaft by specifying a “HIY” suffix.  The  
 bearing then floats along the shaft. Table 5 shows the  
 shaft slot dimensions required.

Notes:
 •Before installation, make certain proper expansion  
 is accounted for. Expansion units should be placed in  
 a location where relative movement between the  
 bearing insert and the housing can be tolerated.

 •When using an expansion bearing, always use a  
 fixed bearing as the second support bearing.

 •Half-dog setscrew and lock wire systems are not  
 recommended for high speed or vibration applications.  
 Application Engineering can be contacted for specifics.   
 Only one half-dog setscrew should be used in this  
 arrangement. No other setscrew should be installed.  
 The half-dog setscrew’s nub is engaged within  
 the shaft slot, but not tightened into the shaft.

When shafting is heated, it grows longer. This growth in 
shaft length is particularly problematic when shafts are long 
and temperature differentials are large. 
 
The difference in linear expansion between the shaft (shaft 
length between bearing centers) and the bearing mounting 
structure must be taken in consideration in high tempera-
ture applications. For example, in the case where the shaft, 
bearings and bearing support structure are all in a heated 
environment, the effect of thermal expansion on the bear-
ings can be insignificant (assuming that all components are 
made of steel).

The shaft expansion concern arises when the shaft is in a 
heated environment but the bearings and bearing support 
structure are not. In this case the slot length in the shaft 
should be machined so as to accommodate the amount of 
linear shaft expansion. 

Calculate the minimum slot length (rL) as follows:

rL = α • X rTEMPsys

Where:
rL = differential linear expansion (inches)
α = coefficient of thermal expansion (inch/inch/°F)
(α = 7x10-6 inch/inch/°F for most carbon steel shafting)
(α = 1x10-5 inch/inch/°F for most stainless steel shafting)
X = length of shaft (inches)
rTEMPsys = operating shaft temperature (°F) - installed shaft  
 temperature (°F)

B rL

SM Gold Table 5
Bore Sizes Slot Width (C) Min. Slot  

Depth (B)
1/2 Dog  

Point Dia. (P)
inch inch inch inch

1/2 to 1/4R 13/64 3/32 5/32

1 1/4 to 1 3/4 9/32 3/32 13/64

1 7/8 to 2 7/16 21/64 1/8 1/4

2 /12 to 3 7/16 21/64 1/8 19/64

3 15/16 to 4 33/64 3/16 15/32

rL is calculated below

SM Gold Table 4
Bore Diameter Expansion  

(inch)Standard Duty Medium Duty

1/2 - 1 N/A 3/32

1 3/16 - 1 3/4 15/16 - 1 1/2 1/8

1 15/16 - 2 15/16 1 11/16 - 2 11/16 3/16

3 - 3 7/16 2 15/16 - 3 3/16 1/4

3 1/2 - 4 3 7/16 - 4 9/32

5 4 7/16 - 4 15/16 7/16

AR Ring
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Sealmaster Gold and Material Handling Bearing Lubrication:

All Sealmaster Gold and Material Handling Ball Bearings are 
delivered with a high quality lithium complex grease with 
an EP additive. The bearing is ready for use with no initial 
lubrication required. The grease consists of a lithium complex 
thickener, mineral oil, and NLGI grade 2 consistency.  Compat-
ibility of grease is critical; therefore consult with Application 
Engineering and your grease supplier to insure greases are 
compatible. For best performance it is recommended to relu-
bricate with lithium complex thickened grease with a compa-
rable NLGI consistency and base oil properties.

Relubricatable Sealmaster bearings are supplied with grease 
fittings or zerks for ease of lubrication with hand or automatic
grease guns. Always wipe the fitting and grease nozzle clean.

Note: Sealmaster bearings with the RM suffix are Reduced 
Maintenance Bearings (ex. NP-16 RM). Sealmaster Reduced 
Maintenance Bearings are designed to operate with the 
standard factory fill of grease and are designed not to be 
lubricated.

CAUTION: If possible, it is recommended to lubricate the 
bearing while rotating, until grease purge is seen from the 
seals. If this is not an option due to safety reasons, follow the 
alternate lubrication procedure below.

Re-Lubrication Procedure:
Stop rotating equipment. Add one half of the recommended 
amount shown in Table 1. Start the bearing and run for a few 
minutes. Stop the bearing and add the second half of the 
recommended amount. A temperature rise after lubrication, 
sometimes 30°F (17°C), is normal. Bearing should operate at 
temperatures less than 200°F (94°C) and should not exceed 
250° (121°C) for intermittent operation. For lubrication guide-
lines, see Tables 2 and 3.

Note: Tables 2 and 3 are general recommendations. Experi-
ence and testing may be required for specific applications.

Note: Grease charges in Table 1 are based on the use of 
lithium complex thickened grease with a NLGI grade 2 consis-
tency.

Note: The Maximum Operational Speeds listed in Table 2 
and 3 are based on the use of a single lock setscrew insert with 
felt seals. For maximum operational speeds of other locking 
mechanisms and seals, refer to speed rating section or consult 
Application Engineering.

LO and XLO Relubrication Frequency
LO and XLO bearings are designed for applications which 
require the bearing to operate with less torque or drag than a 
standard bearing.

Note: Addition of lubricant to the bearing will increase bear-
ing drag.

If relubrication is necessary:
1. Add a very small amount of lubricant
2. Check bearing rotational torque (be sure that the bearing 
still rotates freely enough for the application.)

Sealmaster Ball Lube Table 1 / Grease Charge for 
Relubrication

Series
Bore Diameter Grease 

Charge 
(Mass - 

Ounces)

Bore Diameter Grease 
Charge 
(Mass - 

Ounces)
Gold - Performance Material 

Handling 
BearingStandard Duty Medium Duty

2-012 1/2 - 3/4 - 0.03 - -
2-015 13/16 - 1 - 0.04 1 0.03
2-13 1 1/16 - 1 1/4R 15/16 - 1 0.09 1 1/16 - 1 1/4R 0.06
2-17 1 1/4 - 1 7/16 1 3/16 0.13 1 1/4 - 1 7/16 0.09
2-19 1 1/2 - 1 9/16 1 7/16 0.18 1 1/2 - 1 9/16 0.14
2-111 1 5/8 - 1 3/4 1 1/2 0.20 1 5/8 - 1 3/4 0.16
2-115 1 13/16 - 2R 1 11/16 - 1 3/4 0.22 1 13/16 - 2R 0.18
2-23 2 - 2 3/16 1 15/16 0.30 2 - 2 3/16 0.25
2-27 2 1/4 - 2 7/16 2 3/16 0.38 - -
2-211 2 1/2 - 2 11/16 2 7/16 - 2 1/2 0.53 - -
2-215 2 13/16 - 2 15/16 2 11/16 0.62 - -
2-33 3 - 3 3/16 2 15/16 0.88 - -
2-37 3 1/4 - 3 7/16 3 3/16 1.11 - -
2-38 3 1/2 3 7/16 1.37 - -
2-43 3 15/16 - 4 3/16 3 15/16 - 4 2.50 - -
2-47 5 4 7/16 - 4 15/16 3.91 - -

Sealmaster Ball Lube Table 2
Environment Temperature (°F) Speed  

(% Catalog Max) Frequency

Dirty -20 to 250 0 - 100% Daily to 1 Week

Clean

-20 to 125

0 - 25% 4 to 10 Months
26 - 50% 1 to 4 Months
51 - 75% 1 Week to 1 Month

76 - 100% Daily to 1 Week

125 to 175

0 - 25% 2 to 6 Weeks
26 - 50% 1 Week to 1 Month
51 - 75%

Daily to 1 Week76 - 100%
175 to 250 0 - 100%

Sealmaster Ball Lube Table 3

Environment Temperature 
(°F)

Speed (% 
Catalog 

Max)
HT / HTC / HTA 

Suffix (1)
HI Suffix  

(2)

Dirty -20 to 400 0 - 100% Daily to 1 Week Daily to 1 Week

Clean

200 to 300

0 - 25% 1 to 3 Months 6 to 12 Months
26 - 50% 2 to 6 Weeks 2 to 6 Months
51 - 75% Daily to 1 Week 2 Weeks to 2 Months

76 - 100% Daily to 1 Week Daily to 1 Week

300 to 400

0 - 25% 2 Weeks to 1 Month 3 to 6 Months
26 - 50% 1 to 2 Weeks 1 to 3 Months
51 - 75% Daily to 1 Week 1 Week to 1 Month

76 - 100% Daily to 1 Week Daily to 1 Week
(1) Use high quality lithium complex grease, NLGI#2 and synthetic hydrocarbon oil with ISO 
220 viscosity
(2) Use Krytox GPL-226, no substitutions

*DuPont is a registered trademark of E.I. du Pont de Nemurs and Company. This trade name, 
trademark and/or registered trademark is property of their respective owner and is not owned or 
controlled by Regal Power Transmission Solutions.

Sealmaster Relubrication Frequency

Sealmaster High Temperature Suffix Modified 
Bearing Relubrication Frequency
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Step 5: Tighten Locking Mechanism
a. Setscrew Locking Inserts 

Setscrews in multiple bearing applications should be aligned 
as shown. 
 

Tighten bearing units to the shaft as follows:
 i. Torque the first setscrew “A” to one half of the  
 recommended torque in Table 2.

 ii. Torque the second setscrew “B” to the full  
 recommended torque. Go back to the first setscrew  
 “A” and tighten to the full recommended torque.  
 

b. Eccentric Locking Inserts 

 i. Place collar on inner race and rotate by hand in  
 direction of shaft rotation until eccentrics are engaged.

 ii. Insert drift pin into the hole in the collar O.D. (B) and  
 lock in direction of shaft rotation with the aid of small  
 hammer.

 iii. Torque single setscrew (A) to recommended 
 torque in Table 3.

c. BOA Locking Inserts
 i. Be sure that the BOA collar is fitted square and snug  
 against the shoulder on the inner ring as shown.

 ii. Torque the BOA collar cap screw to the full  
 recommended torque in Table 4.

 

Check shaft again for freedom of rotation and then tighten 
the second bearing unit in the same fashion. When all bear-
ings are tightened, perform a final check to the shaft for 
freedom of rotation.

BMD Table 3
Eccentric Locking Recommended Torque
Screw Size Hex Size Inch-Pounds

1/4-28 1/8 65 - 85
5/16-24 5/32 125 - 165
3/8-24 3/16 230 - 300

7/16-20 7/32 350 - 450
1/2-20 1/4 500 - 650
5/8-18 5/16 1100 - 1440

Browning Mounted Ball Bearing Housed Units continued

Push Locking Collar Tightly 
Against Inner Ring Shoulder

BMD Table 4
 BOA Concentric Locking Collar Cap Screw Torque

Screw Size Torx Size Inch-Pounds
# 8-32 T-25 70
# 10-24 T-27 100
1/4-20 T-30 240
5/16-18 T-45 495

BMD Table 2
 Setscrew Recommended Torque

Screw Size Hex Size Inch-Pounds

1/4-28 1/8 65 - 85

5/16-24 5/32 125 - 165

3/8-24 3/16 230 - 300

7/16-20 7/32 350 - 450

1/2-20 1/4 500 - 650

5/8-18 5/16 1100 - 1440

A

B
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Browning Mounted Ball Lubrication:

All Browning Ball Bearings are delivered with a high quality 
lithium complex grease with an EP additive. The bearing is 
ready for use with no initial lubrication required. The grease 
consists of a lithium complex thickener, mineral oil, and NLGI 
grade 2 consistency.

Compatibility of grease is critical; therefore consult with Appli-
cation Engineering and your grease supplier to insure greases 
are compatible. For best performance it is recommended to 
relubricate with lithium complex thickened grease with a com-
parable NLGI consistency and base oil properties.

Relubricatable Browning bearings are supplied with grease 
fittings or zerks for ease of lubrication with hand or automatic 
grease guns. Always wipe the fitting and grease nozzle clean.

CAUTION: If possible, it is recommended to lubricate the 
bearing while rotating, until grease purge is seen from the 
seals. If this is not an option due to safety reasons, follow the 
alternate lubrication procedure below.

Re-Lubrication Procedure:
Stop rotating equipment. Add one half of the recommended 
amount shown in Table 1. Start the bearing and run for a few 
minutes. Stop the bearing and add the second half of the 
recommended amount. A temperature rise after lubrication, 
sometimes 30°F (17°C), is normal.  Bearing should operate at 
temperatures less than 200°F (94°C) and should not exceed 
250° (121°C) for intermittent operation. For lubrication guide-
lines, see Table 2.

Note: Table 2 is general recommendations. Experience and 
testing may be required for specific applications.

Note: Grease charges in Table 1 are based on the use of 
lithium complex thickened grease with a NLGI grade 2 consis-
tency.

Browning Lube Table 1  
Grease Charge for Relubrication

Series

Shaft Size 

Grease Charge 
(Mass - Ounces)

100 & 200 Series 300 Series

Intermediate & 
Standard Duty Medium Duty

L-10 1/2 - 5/8 x 0.02
2-012 3/4 x 0.03
2-015 13/16 - 1 x 0.03
2-13 1 1/16 - 1 1/4S 15/16 - 1 0.06
2-17 1 1/4 - 1 7/16 1 3/16 0.09
2-19 1 1/2 - 1 9/16 1 7/16 0.14
2-111 1 5/8 - 1 3/4 1 1/2 0.16
2-115 1 13/16 - 2 1 11/16 - 1 3/4 0.18
2-23 2 - 2 3/16 1 15/16 0.25
2-27 2 1/4 - 2 7/16 2 3/16 0.35
2-211 2 1/2 - 2 11/16 2 7/16 - 2 1/2 0.46
2-215 2 13/16 - 2 15/16 2 11/16 0.48
2-33 x 2 15/16 - 3 0.65
2-38 x 3 7/16 - 3 1/2 1.05
2-43 x 3 15/16 1.77

Browning Lube Table 2  
Relubrication Recommendations

Environment Temperature (°F) Speed 
(% Catalog Max) Frequency

Dirty -20 to 250 0 - 100% Daily to 1 Week

Clean

-20 to 125

0 - 25% 4 to 10 Months
26 - 50% 1 to 4 Months
51 - 75% 1 Week to 1 Month

76 - 100% Daily to 1 Week

125 to 175

0 - 25% 2 to 6 Weeks
26 - 50% 1 Week to 1 Month
51 - 75%

Daily to 1 Week
76 - 100%

175 to 250 0 - 100% Daily to 1 Week
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Cylindrical OD Housing Fit Guidelines
Tables 14-15 list fit up guidelines for light load conveyor roll application per ABMA J6 fit. Testing and experience 
is needed to verify if this fit is sufficient for specific operation conditions.  If tighter press fit is needed, contact 
Application Engineering to review if the standard bearing internal clearance is sufficient or a modified clearance is 
needed to prevent reduction or elimination of internal clearance.  

For best reliability, bearings and housings should be selectively matched to reduce variation in fit up due to 
manufacturing tolerances of the bearing outside diameter and housing bore.  Roll pockets should be machined 
parallel with the axis of the shaft and both sides should be on the same centerline to minimize potential for 
misalignment.  

Table 14 - ER, VER and Cylindrical OD Insert Bearing Housing/Roll Bore

Dimensions inch / mm

Bore Diameter Sealmaster 
ER

Browning 
VER

Nominal 
Outside 

Diameter

Outside  
Diameter*

Stationary Housing Revolving Housing

Diameters Theoretical Fit Diameters Theoretical Fit

inch mm Max Min Max Min Tight Loose Max Min Tight Loose

 1/2 - ER-8 VER-208  

 9/16 - ER-9 -  

 5/8 - ER-10 VER-210 1.8504  1.8504   1.8499   1.8509   1.8503   .0001   .0010   1.8504   1.8498   .0006   .0005  

 11/16 - ER-11 - 47 47.002 46.9875 47.0129 46.9976 .0025 .0254 47.002 46.9848 .0152 .0127

 3/4 - ER-12 VER-212  

- 20 ER-204 -  

 7/8 - ER-14 VER-214  

 15/16 - ER-15 VER-215 2.0472  2.0472   2.0466   2.0476   2.0471   .0001   .0010   2.0471   2.0466   .0006   .0005  

1 - ER-16 VER-216 52 51.9989 51.9836 52.0090 51.9963 .0025 .0254 51.9963 51.9836 .0152 .0127

- 25 ER-205 -  

1 1/16 - ER-17 VER-217

 
2.4409

62
 

 2.4409  
61.9989

 2.4403  
61.9836

 2.4413  
62.0090

 2.4408  
61.9963

 .0001  
.0025

 .0010  
.0254

 2.4408  
61.9963

 2.4403  
61.9836

 .0006  
.0152

 .0005  
.0127

1 1/8 - ER-18 VER-218

1 3/16 - ER-19 VER-219

1 1/4 - ER-20R VER-220S

- 30 ER-206 -

1 1/4 - ER-20 VER-220

 
2.8364

72
 

 2.8346  
71.9988

 2.8340  
71.9836

 2.8350  
72.0090

 2.8345  
71.9963

 .0001  
.0025

 .0010  
.0254

 2.8345  
71.9963

 2.8340  
71.98836

 .0006  
.0152

 .0005  
.0127

1 5/16 - ER-21 -

1 3/8 - ER-22 VER-222

1 7/16 - ER-23 VER-223

- 35 ER-207 -

1 1/2 - ER-24 VER-224
3.1496

80
 3.1496  
79.9998

 3.1490  
79.9846

 3.1500  
80.0100

 3.1495  
79.9973

 .0001  
.0025

 .0010  
.0254

 3.1495  
79.9973

 3.1490  
79.9846

 .0006  
.0152

 .0005  
.0127

1 9/16 - ER-25 VER-225

- 40 ER-208 -

1 5/8 - ER-26 VER-226  

1 11/16 - ER-27 VER-227 3.3465  3.3465   3.3459   3.3470   3.3464   .0001   .0013   3.3464   3.3458   .0007   .0007  

1 3/4 - ER-28 VER-228 85 85.0011 84.9808 85.0138 84.9986 .0025 .0330 84.9986 84.9833 .0178 .0178

- 45 ER-209 -  

This chart displays the recommended housing dimensions for Sealmaster ER and Browning VER ball bearings at the various bore diameters and nominal 
Outer Diameter. For Sealmaster ER with Skwezloc Concentric locking use the similar size ER with setscrew locking as shown. For other Browning Cylindrical 
O.D. bearings use the similar nominal dimensioned bearing. 
* Outside diameter may be slightly oversized due to seal press fit, dimensions listed are as measured prior to seal assembly.
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Dimensions inch / mm

Bore Diameter Sealmaster 
ER

Browning 
VER

Nominal 
Outside 

Diameter

Outside  
Diameter*

Stationary Housing Revolving Housing

Diameters Theoretical Fit Diameters Theoretical Fit

inch mm Max Min Max Min Tight Loose Max Min Tight Loose

1 13/16 - ER-29 -

 
3.5433

90
 

 3.5433  
89.998

 3.5425  
89.9795

 3.5438  
90.0125

 3.5432  
89.9972

 .0001  
.0025

 .0013  
.0330

 3.5432  
89.9973

 3.5426  
89.9820

 .0007  
.0178

 .0007  
.0178

1 7/8 - ER-30 -

1 15/16 - ER-31 VER-231

2 - ER-32R VER-232S

- 50 ER-210 -

2 - ER-32 VER-232  

2 1/8 - ER-34 - 3.937  3.9370   3.9362   3.9375   3.9369   .0001   .0013   3.9369   3.9363   .0007   .0007  

2 3/16 - ER-35 VER-235 100 99.9998 99.9795 100.0125 99.9973 .0025 .0330 99.9973 99.9820 .0178 .0178

- 55 ER-211 -  

2 1/4 - ER-36 VER-236  

2 3/8 - ER-38 VER-238 4.3307  4.3307   4.3299   4.3312   4.3306   .0001   .0013   4.3306   4.3300   .0007   .0007  

2 7/16 - ER-39 VER-239 110 109.9998 109.9795 110.0125 109.9972 .0025 .0330 109.9972 109.9820 .0178 .0178

- 60 ER-212 -  

2 1/2 - ER-40 -
4.9213

125
 4.9213  

125.0010
 4.9203  

124.9756
 4.9219  

125.0163
 4.9211  

124.9959
 .0002  
.0051

 .0016  
.0406

 4.9212 
124.9985

 4.9204  
124.9782

 .0009  
.0229

 .0009  
.0229

2 11/16 - ER-43 -

- 70 ER-214 -

2 7/8 - ER-46 -
 5.1181

130
 5.1181  

129.9997
 5.1171  

129.9743
 5.1187  

130.0150
 5.1179  

129.9947
 .0002  
.0051

 .0016  
.0406

 5.1180  
129.9972

 5.1172  
129.9769

 .0009  
.0229

 .0009  
.0229

2 15/16 - ER-47 -

- 75 ER-215 -

3 - ER-48 -
 5.5118

140
 5.5118  

139.9997
 5.5108  

139.9743
 5.5124  

140.0150
 5.5116  

139.9946
 .0002  
.0051

 .0016  
.0406

 5.5117  
139.9972

 5.5109  
139.9769

 .0009  
.0229

 .0009  
.0229

3 3/16 - ER-51 -

- 80 ER-216 -

3 1/4 - ER-52 -
 5.9055

150
 5.9055  

148.9997
 5.9045  

149.9743
 5.9061  

150.0149
 5.9053  

149.9946
 .0002  
.0051

 .0016  
.0406

 5.9054  
149.9972

 5.9046 
149.9768

 .0009  
.0229

 .0009  
.0229

3 3/8 - ER-54 -

3 7/16 - ER-55 -

3 15/16 - ER-63 - 7.4803  7.4803   7.4791   7.4815   7.4801   .0002   .0024   7.4805   7.4791   .0012   .0014  

4 - ER-64 - 190 189.9996 189.9691 190.0301 189.9945 .0051 .0610 190.0047 189.9691 .0305 .0356

Table 14 - ER, VER and Cylindrical OD Insert Bearing Housing/Roll Bore cont.

This chart displays the recommended housing dimensions for Sealmaster ER and Browning VER ball bearings at the various bore diameters and nominal Outer 
Diameter. For Sealmaster ER with Skwezloc Concentric locking use the similar size ER with setscrew locking as shown. For other Browning Cylindrical O.D. 
bearings use the similar nominal dimensioned bearing. 
* Outside diameter may be slightly oversized due to seal press fit, dimensions listed are as measured prior to seal assembly.
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Table 15 - Sealmaster SC and MSC Housing Bore

Standard Duty Medium Duty Nominal 
Outside 

Diameter

 Housing Dimension Recommendations inch/mm

Bore Diameter
Part No.

Bore Diameter
Part No.

Outside Diameter Stationary Housing Revolving Housing

inch 
mm

Diameters Diameters Diameters

inch mm inch mm Max Min Max Min Max Min

 1/2 - SC-8 - - -

2 11/16
68.26

 9/16 - SC-9 - - -  2.6885   2.6865   2.6905   2.6885   2.6875   2.6855  

 5/8 - SC-10 - - - 68.288 68.237 68.339 68.288 68.263 68.212

 11/16 - SC-11 - - -

 3/4 - SC-12 - - - 2 15/16
74.61

 2.9385   2.9365   2.9405   2.9385   2.9375   2.9355  

- 20 SC-204 - - - 74.638 74.587 74.689 74.638 74.613 74.562

 13/16 - SC-13 - - -

3 1/8
79.38

 3.1260  
79.400

 3.1240  
79.350

 3.1280  
79.451

 3.1260  
79.400

 3.1250  
79.375

 3.1230  
79.324

 7/8 - SC-14 - - -

 15/16 - SC-15 - - -

1 - SC-16 - - -

- 25 SC-205 - - -

1 1/16 - SC-17 - - -

3 1/2
88.90

 3.5010  
88.925

 3.4990  
88.875

 3.5030  
88.976

 3.5010  
88.925

 3.5000  
88.900

 3.4980  
88.849

1 1/8 - SC-18  15/16 - MSC-15

1 3/16 - SC-19 1 - MSC-16

1 1/4 - SC-20R - 25 MSC-305

- 30 SC-206 - - -

1 1/4 - SC-20 - - -

3 7/8
98.43

 3.8760  
98.450

 3.8740  
98.400

 3.8780  
98.501

 3.8760  
98.450

 3.8750  
98.425

 3.8730  
98.374

1 5/16 - SC-21 1 3/16 - MSC-19

1 3/8 - SC-22 1 1/4 - MSC-20

1 7/16 - SC-23 - 30 MSC-306

- 35 SC-207 - - -

1 1/2 - SC-24 1 3/8 - MSC-22
4 3/16
106.36

 4.1885  
106.388

 4.1865  
106.337

 4.1905  
106.439

 4.1885  
106.388

 4.1875  
106.363

 4.1855  
106.312

1 9/16 - SC-25 1 7/16 - MSC-23

- 40 SC-208 - 35 MSC-307

1 5/8 - SC-26 - - -

4 3/8
111.13

1 11/16 - SC-27 1 1/2 MSC-24  4.3760   4.3740   4.3780   4.3760   4.3750   4.3730  

1 3/4 - SC-28 - 40 MSC-308 111.150 111.100 111.201 111.150 111.125 111.074

- 45 SC-209 - - -

1 13/16 - SC-29 - - -

4 9/16
115.89

 4.5635  
115.913

 4.5615  
115.862

 4.5655  
115.964

 4.5635  
115.913

 4.5625  
115.888

 4.5605  
115.837

1 7/8 - SC-30 1 11/16 - MSC-27

1 15/16 - SC-31 1 3/4 - MSC-28

2 - SC-32R - 45 MSC-309

- 50 SC-210 - - -

This chart displays the recommended housing dimensions for Sealmaster SC and MSC ball bearings at the various bore diameters and nominal Outer Diameter. For 
Sealmaster SC and MSC with Skwezloc Concentric locking use the similar size SC or MSC with setscrew locking as shown.

For additional assistance contact Application Engineering at (800) 626-2093.
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Table 15 - Sealmaster SC and MSC Housing Bore cont.

This chart displays the recommended housing dimensions for Sealmaster SC and MSC ball bearings at the various bore diameters and nominal Outer Diameter. For 
Sealmaster SC and MSC with Skwezloc Concentric locking use the similar size SC or MSC with setscrew locking as shown.

For additional assistance contact Application Engineering at (800) 626-2093.

Standard Duty Medium Duty Nominal 
Outside 

Diameter

 Housing Dimension Recommendations inch/mm

Bore Diameter
Part No.

Bore Diameter
Part No.

Outside Diameter Stationary Housing Revolving Housing

inch 
mm

Diameters Diameters Diameters

inch mm inch mm Max Min Max Min Max Min

2 - SC-32 1 15/16 - MSC-31

4 15/16
125.41

 4.9385  
125.438

 4.9365  
125.387

 4.9405  
125.489

 4.9385  
125.438

 4.9375  
125.413

 4.9355  
125.362

2 1/8 - SC-34 2 - MSC-32

2 3/16 - SC-35 - 50 MSC-310

- 55 SC-211 - - -

- - - - - -

2 1/4 - SC-36 2 3/16 - MSC-35

5 7/8
149.23

 5.8750  
149.225

 5.8730  
149.174

2 3/8 - SC-38 2 1/4 - MSC-36  5.8760  
149.250

 5.8740  
149.200

 5.8780  
149.301

 5.8760  
149.2502 7/16 - SC-39 - 55 MSC-311

- 60 SC-212 - - -

2 1/2 - SC-40 2 7/16 - MSC-39

6 1/4
 6.2510  
158.775

 6.2490  
158.725

 6.2530  
158.826

 6.2510  
158.775

 6.2500  
158.750

 6.2480  
158.699

2 11/16 - SC-43 2 1/2 - MSC-40

- 70 SC-214 - 65 MSC-313

2 7/8 - SC-46 2 11/16 - MSC-43
6 5/8

168.28
 6.6260  
168.300

 6.6240  
168.250

 6.6280  
168.351

 6.6260  
168.300

 6.6250  
168.275

 6.6230  
168.224

2 15/16 - SC-47 2 3/4 - MSC-44

- 75 SC-215 - 70 MSC-314

- - - 2 15/16 - MSC-47
7

158.75
 7.0010  
177.825

 6.9990  
177.775

 7.0030  
177.876

 7.0010  
177.825

 7.0000  
177.800

 6.9980  
177.749

- - - 3 - MSC-48

- - - - 75 MSC-315

- - - 3 3/16 - MSC-51

7 7/16
168.28

- - - 3 1/4 - MSC-52  7.4385  
188.938

 7.4365  
188.887

 7.4405  
188.989

 7.4385  
188.938

 7.4375  
188.913

 7.4355  
188.862- - - 3 3/8 - MSC-54

- - - - 80 MSC-316

- - - 3 7/16 - MSC-55 8 3/16
177.80

 8.1885  
207.988

 8.1865  
207.937

 8.1905  
208.039

 8.1885  
207.988

 8.1875  
207.963

 8.1855  
207.912- - - 3 1/2 - MSC-56

- - - 3 15/16 - MSC-63
9 1/2

188.91
 9.5010  
241.325

 9.4990  
241.275

 9.5030  
241.376

 9.5010  
241.325

 9.5000  
241.300

 9.4980  
241.249

- - - 4 - MSC-64

- - - - 100 MSC-320
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Vibration Analysis

BALL BEARINGS VIBRATION ANALYSIS
The following equations are used to calculate the fundamental frequencies for Sealmaster and Browning Ball Bearings. 

1. If the insert number is known, proceed to step 2. For housed units, identify the bearing insert number by look-
ing up the unit in the dimension tables, then proceed to step 2.

2. Find the Sealmaster or Browning insert number in Table 16 below and identify the series.

3. Select the vibration geometry information (O, I, B, F) from Table 16.

4. Use this information to calculate the fundamental bearing frequencies:
• Outer Ball Pass Frequency (Hz) = O x RPM
• Inner Ball Pass Frequency (Hz) = I x RPM
• Ball Spin Frequency (Hz) = B x RPM
• Fundamental Train Frequency (Hz) = F x RPM

Symbol Description Units
 RPM = Revolutions per Minute RPM
 O = Outer Race Frequency Factor
 I = Inner Race Frequency Factor
 B = Ball Spin Frequency Factor
 F = Fundamental Train Frequency Factor

Series
Standard Duty Bore Diameter Medium Duty Bore Diameter

Pitch 
Diameter 

(inch)           
dM

Number 
Of Balls               

N

Size of 
Balls 
(inch)         

D

Factor 
For Outer 

Race
O

Factor 
For Inner 

Race            
I

Factor 
For Ball 

Spin        
B

Factor  
for F.T.F.

Finch mm inch mm

*L-10 *1/2 to 5/8 N/A - - 1.138 9 1/4 0.0585 0.0915 0.0361 0.0065

2-012 1/2 to 3/4 20mm - - 1.345 9 9/32 0.0593 0.0907 0.0381 0.0066

2-015 13/16 to 1 25mm - - 1.544 10 9/32 0.0682 0.0985 0.0442 0.0068

2-13 1 1/16 to 1 1/4R or S 30mm 15/16 to 1 25mm 1.812 9 3/8 0.0595 0.0905 0.0385 0.0066

2-17 1 1/4 to 1 7/16 35mm 1 3/16 30mm 2.115 9 7/16 0.0595 0.0905 0.0386 0.0066

2-19 1 1/2 to 1 9/16 40mm 1 7/16 35mm 2.362 9 1/2 0.0591 0.0909 0.0376 0.0066

2-111 1 5/8 to 1 3/4 45mm 1 1/2 40mm 2.596 10 1/2 0.0673 0.0994 0.0417 0.0067

2-115 1 13/16 to 2R 50mm 1 11/16 to 1 3/4 45mm 2.763 10 1/2 0.0683 0.0984 0.0445 0.0068

2-23 2 to 2 3/16 55mm 1 15/16 50mm 3.051 10 9/16 0.0680 0.0987 0.0437 0.0068

2-27 2 1/4 to 2 7/16 60mm 2 3/16 55mm 3.356 10 5/8 0.0678 0.0989 0.0432 0.0068

2-211 2 1/2 to 2 11/16 70mm 2 7/16 to 2 1/2 65mm 3.846 10 11/16 0.0684 0.0982 0.0451 0.0068

2-215 2 7/8 to 2 15/16 75mm 2 11/16 70mm 4.045 11 11/16 0.0761 0.1072 0.0476 0.0069

2-33 3 to 3 3/16 80mm 2 15/16 to 3 75mm 4.362 11 3/4 0.0759 0.1074 0.0470 0.0069

2-37 3 1/4 to 3 7/16 - 3 3/16 80mm 4.627 11 25/32 0.0762 0.1071 0.0479 0.0069

2-38 3 1/2 90mm 3 7/16 - 4.922 10 7/8 0.0685 0.0981 0.0454 0.0069

2-43 3 15/16 to 4 - 3 15/16 to 4 100mm 5.808 10 1 1/16 0.0681 0.0986 0.0440 0.0068

3-47 5 - 4 7/16 to 4 15/16 - 7.087 10 1 1/4 0.0686 0.0980 0.0458 0.0069

For specific bearing insert, refer to load rating page G-227 to G-229 to determine series
*L-10 series only applies to Browning units for the Bore Diameters shown.  For VER-208 and 210 units use the 2-012 series values

Table 16 - Vibration Geometry Information
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Lock Type Size Range

Series Housing style Collar Mount Adapter Mount Housing Material Seal Standard Seal  
Options Inch Page

Sealmaster USRB

USRB5000 Two Bolt Pillow Block USRB5000 USRB5000A Cast Iron

Felt  Contact

1 1/8”-4” H-9 to H-10

USRBF5000 Four Bolt Pillow Block USRBF5000 USRBF5000A Cast Iron 2 7/16” - 4” H-11 to H-12

USRB5000
Four Bolt Pillow Block 

(No F prefix for 4 7/16” - 4 15/16”)
USRB5000 USRB5000A Cast Iron 4 7/16” - 4 15/16” H-11 to H-12

USRB5500 Two Bolt Pillow Block (SAF mounting dimensions) USRB5500 USRB5500A Cast Iron 1 7/16” - 3 7/16 H-13 to H-14

USRBF5500
Four Bolt Pillow Block (SAF mounting dimensions) 

(F prefix for 2 7/16” - 3 7/16”)
USRBF5500 USRBF5500A Cast Iron 2 7/16” - 3 7/16” H-13 to H-14

USRB5500
Four Bolt Pillow Block (SAF mounting dimensions) 

(F prefix for 3 15/16” - 8”)
USRB5500 USRB5500A Cast Iron 3 15/16” - 8” H-13 to H-14

USFB5000 Four Bolt Flange USFB5000 USFB5000A Cast Iron 1 3/8” - 4” H-15 to H-16

USFC5000 Piloted Flange Cartridge USFC5000 USFC5000A Cast Iron 1 3/8” - 4” H-17 to H-18

USBF5000 Flange Bracket USBF5000 USBF5000A Ductile Iron 1 7/16” - 2 7/16” H-19 to H-20

USRBE5000
Two Bolt Pillow Block 

(Type E mounting dimensions)
USRBE5000 USRBE5000A Ductile Iron 1 15/16” - 4” H-21 to H-22

USFBE5000
Flange Block 

(Type E mounting dimensions)
USFBE5000 USFBE5000A Ductile Iron 1 15/16” - 4” H-23 to H-24

USFCE5000
Piloted Flange Cartridge 

(Type E mounting dimensions)
USFCE5000 USFCE5000A Ductile Iron 1 15/16” - 4” H-25 to H-26

USTU5000 Wide Slot Take Up USTU5000 USTU5000A Cast Iron 1 15/16” - 4” H-27 to H-28

USTA5000 Top Angle Take Up USTA5000 USTA5000A Cast Iron 1 15/16” - 3 15/16” H-29

USF3B5000 Three Bolt Flange USF3B5000 - Cast Iron 1 1/8” - 1 1/2” H-30

USI5000 Insert USI5000 USI5000A N/A 1 1/8” - 8” H-31 to H-32

Mounted Roller Bearing Selection Guide
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Lock Type Size Range

Series Housing style Collar Mount Adapter Mount Housing Material Seal Standard Seal  
Options Inch Page

Sealmaster USRB

USRB5000 Two Bolt Pillow Block USRB5000 USRB5000A Cast Iron

Felt  Contact

1 1/8”-4” H-9 to H-10

USRBF5000 Four Bolt Pillow Block USRBF5000 USRBF5000A Cast Iron 2 7/16” - 4” H-11 to H-12

USRB5000
Four Bolt Pillow Block 

(No F prefix for 4 7/16” - 4 15/16”)
USRB5000 USRB5000A Cast Iron 4 7/16” - 4 15/16” H-11 to H-12

USRB5500 Two Bolt Pillow Block (SAF mounting dimensions) USRB5500 USRB5500A Cast Iron 1 7/16” - 3 7/16 H-13 to H-14

USRBF5500
Four Bolt Pillow Block (SAF mounting dimensions) 

(F prefix for 2 7/16” - 3 7/16”)
USRBF5500 USRBF5500A Cast Iron 2 7/16” - 3 7/16” H-13 to H-14

USRB5500
Four Bolt Pillow Block (SAF mounting dimensions) 

(F prefix for 3 15/16” - 8”)
USRB5500 USRB5500A Cast Iron 3 15/16” - 8” H-13 to H-14

USFB5000 Four Bolt Flange USFB5000 USFB5000A Cast Iron 1 3/8” - 4” H-15 to H-16

USFC5000 Piloted Flange Cartridge USFC5000 USFC5000A Cast Iron 1 3/8” - 4” H-17 to H-18

USBF5000 Flange Bracket USBF5000 USBF5000A Ductile Iron 1 7/16” - 2 7/16” H-19 to H-20

USRBE5000
Two Bolt Pillow Block 

(Type E mounting dimensions)
USRBE5000 USRBE5000A Ductile Iron 1 15/16” - 4” H-21 to H-22

USFBE5000
Flange Block 

(Type E mounting dimensions)
USFBE5000 USFBE5000A Ductile Iron 1 15/16” - 4” H-23 to H-24

USFCE5000
Piloted Flange Cartridge 

(Type E mounting dimensions)
USFCE5000 USFCE5000A Ductile Iron 1 15/16” - 4” H-25 to H-26

USTU5000 Wide Slot Take Up USTU5000 USTU5000A Cast Iron 1 15/16” - 4” H-27 to H-28

USTA5000 Top Angle Take Up USTA5000 USTA5000A Cast Iron 1 15/16” - 3 15/16” H-29

USF3B5000 Three Bolt Flange USF3B5000 - Cast Iron 1 1/8” - 1 1/2” H-30

USI5000 Insert USI5000 USI5000A N/A 1 1/8” - 8” H-31 to H-32



® Performance Mounted Spherical Roller Bearings

H-9

M
td

. S
p

h
er

ic
al

 
B

ea
ri

n
g

s 

USRB5000 Series Two-Bolt Base Pillow Blocks - Collar Mount

45°

 C (MIN)

 B
 C (MAX)

 G
 A

 H

BOLT SIZE

L

 D
 M

 JRolling Elements: Spherical Roller

Housing: Cast Iron Two Bolt Pillow 
Block

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bearing Selection
Page H-3

Nomenclature Aid
Page H-6

Features & Benefits
Page H-7

Technical Engineering
Page I-47

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter

Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D G H J L M * Bolt  
Sizeinch Min. Max.

1 1/8 USRB5000-102
20368

90597

1 3/4 

44.5

6 5/16

160.3

4 1/2 

114.3

5 

127.0

2 3/16

55.6

1 1/16

27.0

3 3/4 

95.3

2 3/4 

69.9

2 49/64

70.2

2 3/4 

69.9
 3/8 

6.9

3.14
1 3/16 USRB5000-103

1 1/4 USRB5000-104

1 7/16

1 1/2 

USRB5000-107

USRB5000-108

20368

90597

1 7/8 

47.6

6 7/8 

174.6

4 11/16

119.1

5 5/16

134.9

2 3/16

55.6

1 3/16

30.2

3 7/8 

98.4

2 3/4 

69.9

2 49/64

70.2

2 3/4 

69.9
 1/2 

6.6

3.00

1 11/16 USRB5000-111 22689 2 1/8 7 3/8 5 3/16 5 13/16 2 3/16 1 5/16 4 1/4 2 7/8 2 3/4 2 13/16
 1/2 

7.8

1 3/4 USRB5000-112 100921 54.0 187.3 131.8 147.6 55.6 33.3 108.0 73.0 69.9 71.4 3.55

1 15/16 USRB5000-115 23520 2 1/4 8 3/8 5 15/16 6 9/16 2 3/16 1 3/8 4 9/16 2 7/8 3 2 25/32
 5/8 

7.7

2 USRB5000-200 104617 57.2 212.7 150.8 166.7 55.6 34.9 115.9 73.0 76.2 70.6 5.23

2 3/16 USRB5000-203
28087 2 1/2 8 7/8 6 9/16 7 1/16 2 7/16 1 5/8 5 3 1/8 3 1/4 3 1/8 

 5/8 
11.5

124931 63.5 225.4 166.7 179.4 61.9 41.3 127.0 79.4 82.6 79.4 5.23

2 7/16 USRB5000-207 44691 2 3/4 9 1/4 6 13/16 7 7/16 2 11/16 1 3/4 5 11/16 3 3/8 4 3 9/32
 5/8 

16.0

2 1/2 USRB5000-208 198786 69.9 235.0 173.0 188.9 68.3 44.5 144.5 85.7 101.6 83.3 7.27

2 11/16 USRB5000-211

 3/4 
2 3/4 USRB5000-212 47447 3 1/4 10 7/16 7 13/16 8 7/16 2 13/16 2 1/4 6 7/16 3 7/8 4 17/32 3 3/4 23.7

2 15/16 USRB5000-215 211044 82.6 265.1 198.4 214.3 71.4 57.2 163.5 98.4 115.1 95.3 10.77

3 USRB5000-300

3 3/16 USRB5000-303
72640

323103

3 3/4 

95.3

13

330.2

9 1/4 

235.0

10 3/4 

273.1

3 3/16

81.0

2 1/4 

57.2

7 1/2 

190.5

4 15/32

113.5

5 5/16

134.9

4 1/4 

108.0
 7/8 

37.1

81.62
3 7/16 USRB5000-307

3 1/2 USRB5000-308

3 11/16 USRB5000-311
96050

427230

4 1/8 

104.8

14 1/4 

362.0

10

254.0

11 3/4 

298.5

3 9/16

90.5

2 1/2 

63.5

8 7/16

214.3

4 15/16

125.4

6

152.4

4 23/32

119.9

49.9

22.68
3 15/16 USRB5000-315 1

4 USRB5000-400

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69.
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Bore  
Diameter

Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D G H J L M * Bolt  
Sizeinch Min. Max.

1 1/8 USRB5000A-102
20368

90597

1 3/4 

44.5

6 5/16

160.3

4 1/2 

114.3

5 

127.0

2 3/16

55.6

1 1/16

27.0

3 3/4 

95.3

3 11/32

84.9

2 47/64

69.5

3 11/32

84.9
 3/8 

6.9

3.12
1 3/16 USRB5000A-103

1 1/4 USRB5000A-104

1 7/16

1 1/2 

USRB5000A-107

USRB5000A-108

20368

90597

1 7/8 

47.6

6 7/8 

174.6

4 11/16

119.1

5 5/16

134.9

2 3/16

55.6

1 3/16

30.2

3 7/8 

98.4

3 11/32

84.9

2 47/64

69.5

3 11/32

84.9
 1/2 

6.9

3.12

1 11/16 USRB5000A-111 22689 2 1/8 7 3/8 5 3/16 5 13/16 2 3/16 1 5/16 4 1/4 3 29/64 2 31/32 3 3/8 
 1/2 

8.3

1 3/4 USRB5000A-112 100921 54.0 187.3 131.8 147.6 55.6 33.3 108.0 87.7 75.4 85.7 3.77

1 15/16 USRB5000A-115 23520 2 1/4 8 3/8 5 15/16 6 9/16 2 3/16 1 3/8 4 9/16 3 1/2 3 11/64 3 13/32
 5/8 

10.1

2 USRB5000A-200 104617 57.2 212.7 150.8 166.7 55.6 34.9 115.9 88.9 80.6 86.5 4.58

2 3/16 USRB5000A-203
28087 2 1/2 8 7/8 6 9/16 7 1/16 2 7/16 1 5/8 5 3 7/8 3 7/16 3 27/32

 5/8 
12.2

124931 63.5 225.4 166.7 179.4 61.9 41.3 127.0 98.4 87.3 97.6 5.53

2 7/16 USRB5000A-207 44691 2 3/4 9 1/4 6 13/16 7 7/16 2 11/16 1 3/4 5 11/16 4 5/16 3 63/64 4 7/32
 5/8 

17.3

2 1/2 USRB5000A-208 198786 69.9 235.0 173.0 188.9 68.3 44.5 144.5 109.5 101.2 107.2 7.86

2 11/16 USRB5000A-211

 3/4 
2 3/4 USRB5000A-212 47447 3 1/4 10 7/16 7 13/16 8 7/16 2 13/16 2 1/4 6 7/16 4 31/64 4 25/64 4 3/8 23.8

2 15/16 USRB5000A-215 211044 82.6 265.1 198.4 214.3 71.4 57.2 163.5 113.9 111.5 111.1 10.82

3 USRB5000A-300

3 3/16 USRB5000A-303
72640

323103

3 3/4 

95.3

13

330.2

9 1/4 

235.0

10 3/4 

273.1

3 3/16

81.0

2 1/4 

57.2

7 1/2 

190.5

5 35/64

140.9

5 15/32

138.9

5 21/64

135.3
 7/8 

39.1

17.76
3 7/16 USRB5000A-307

3 1/2 USRB5000A-308

3 11/16 USRB5000A-311
96050

427230

4 1/8 

104.8

14 1/4 

362.0

10 

254.0

11 3/4 

298.5

3 9/16

90.5

2 1/2 

63.5

8 7/16

214.3

5 15/16

150.8

5 13/16

147.6

5 23/32

145.3
1

50.6

23.01
3 15/16 USRB5000A-315

4 USRB5000A-400

USRB5000A Series Two-Bolt Base Pillow Blocks - Adapter Mount

BOLT SIZE

45°

 H

 A
 G

 C (MAX)
 C (MIN)

 B

 M

 D

 J

L

Rolling Elements: Spherical Roller

Housing: Cast Iron Two Bolt Pillow 
Block

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bearing Selection
Page H-3

Nomenclature Aid
Page H-6

Features & Benefits
Page H-7

Technical Engineering
Page I-47

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69. 
One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit 
Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance.
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USRBF5000 Series Four-Bolt Base Pillow Blocks - Collar Mount

 H

 A
 G

 B
 C (MAX)
 C (MIN)

45°

BOLT SIZE

"Double Collar"
4 7/16” - 4 15/16”

Bore Diameter

 M
 D
 E

L

 J

 M
 D
 E

 J

L

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Spherical Roller

Housing: Cast Iron Four Bolt Pillow 
Block

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter

Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D E G H J L M * Bolt  
Sizeinch Min. Max.

2 7/16 USRBF5000-207 44691 2 3/4 9 1/4 6 7/8 7 5/8 3 1/4 1 3/4 1 3/4 5 11/16 3 3/8 4 3 11/16
 1/2 

17.6

2 1/2 USRBF5000-208 198786 69.9 235.0 174.6 193.7 82.6 44.5 44.5 144.5 85.7 101.6 93.7 8.00

2 11/16 USRBF5000-211

 5/8 
2 3/4 USRBF5000-212 47447 3 1/4 10 7/16 7 7/8 8 3/8 3 3/4 1 7/8 2 1/4 6 7/16 3 7/8 4 17/32 4 19/64 26.4

2 15/16 USRBF5000-215 211044 82.6 265.1 200.0 212.7 95.3 47.6 57.2 163.5 98.4 115.1 109.1 11.98

3 USRBF5000-300

3 3/16 USRBF5000-303
72640

323103

3 3/4 

95.3

13 

330.2

9 1/4 

235.0

10 3/4 

273.1

3 7/8 

98.4

2 

50.8

2 1/4 

57.2

7 1/2 

190.5

4 15/32

113.5

5 5/16

134.9

4 19/32

116.7
 3/4 

39.0

17.73
3 7/16 USRBF5000-307

3 1/2 USRBF5000-308

3 11/16 USRBF5000-311
96050

427230

4 1/4 

108.0

15 1/4 

387.4

11

279.4

13

330.2

4 1/2 

114.3

2 1/4 

57.2

2 5/8 

66.7

8 9/16

217.5

4 15/16

125.4

6

152.4

5 7/32

132.6
 3/4 

57.5

26.14
3 15/16 USRBF5000-315

4 USRBF5000-400

4 7/16 USRB5000-407 111537 4 3/4 16 1/16 13 14 4 5/8 2 1/2 2 3/4 9 3/8 6 3/4 6 1/2 5 1/2 
 3/4 

74.1

4 1/2 USRB5000-408 496117 120.7 408.0 330.2 355.6 117.5 63.5 69.9 238.1 171.5 165.1 139.7 33.68

4 15/16 USRB5000-415
158816 5 1/2 18 1/2 15 16 5 1/8 2 3/4 3 10 7/8 7 27/64 7 1/2 6 3/32

 3/4 
112.6

706414 139.7 469.9 381.0 406.4 130.2 69.9 76.2 276.2 188.5 190.5 154.8 51.18

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69.
Note: Bore diameters up to 4” available in single lock collar. Bore diameters 4 7/16” and up available in double lock collar.

Bearing Selection
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USRBF5000A Series Four-Bolt Base Pillow Blocks - Adapter Mount

45°

 H

 A
 G

 B
 C (MAX)
 C (MIN)

L

 J

BOLT SIZE

 M

 D
 E

Rolling Elements: Spherical Roller

Housing: Cast Iron Four Bolt Pillow 
Block

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69. 
One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit 
Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance.

Bore  
Diameter

Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D E G H J L M * Bolt  
Sizeinch Min. Max.

2 7/16 USRBF5000A-207 44691 2 3/4 9 1/4 6 7/8 7 5/8 3 1/4 1 3/4 1 3/4 5 11/16 4 5/16 3 63/64 4 39/64
 1/2 

18.5

2 1/2 USRBF5000A-208 198786 69.9 235.0 174.6 193.7 82.6 44.5 44.5 144.5 109.5 101.2 117.1 8.42

2 11/16 USRBF5000A-211

 5/8 
2 3/4 USRBF5000A-212 47447 3 1/4 10 7/16 7 7/8 8 3/8 3 3/4 1 7/8 2 1/4 6 7/16 4 31/64 4 25/64 4 29/32 26.4

2 15/16 USRBF5000A-215 211044 82.6 265.1 200.0 212.7 95.3 47.6 57.2 163.5 113.9 111.5 124.6 12.02

3 USRBF5000A-300

3 3/16 USRBF5000A-303
72640

323103

3 3/4 

95.3

13

330.2

9 1/4 

235.0

10 3/4 

273.1

3 7/8 

98.4

2

50.8

2 1/4 

57.2

7 1/2 

190.5

5 35/64

140.9

5 15/32

138.9

5 11/16

144.5
 3/4 

41.0

18.63
3 7/16 USRBF5000A-307

3 1/2 USRBF5000A-308

3 11/16 USRBF5000A-311
96050

427230

4 1/4 

108.0

15 1/4 

387.4

11

279.4

13

330.2

4 1/2 

114.3

2 1/4 

57.2

2 5/8 

66.7

8 9/16

217.5

5 15/16

150.8

5 13/16

147.6

6 13/64

157.6
 3/4 

58.2

26.47
3 15/16 USRBF5000A-315

4 USRBF5000A-400

4 7/16 USRB5000A-407 111537 4 3/4 16 1/16 13 14 4 5/8 2 1/2 2 3/4 9 3/8 6 27/64 6 11/32 6 31/64
 3/4 

68.2

4 1/2 USRB5000A-408 496117 120.7 408.0 330.2 355.6 117.5 63.5 69.9 238.1 163.1 161.1 164.7 31.01

4 15/16 USRB5000A-415 158816 5 1/2 18 1/2 15 16 5 1/8 2 3/4 3 10 7/8 7 1/8 7 13/64 7 3/32
 7/8 

107.8

5 USRB5000A-500 706414 139.7 469.9 381.0 406.4 130.2 69.9 76.2 276.2 181.0 183.0 180.2 48.99

Bearing Selection
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USRB5500 Series Two and Four-Bolt Base Pillow Blocks - Collar Mount, SAF Mounting Dimensions

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Spherical Roller

Housing: Cast Iron Two and Four Bolt 
Pillow Block

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No. Basic 

Dynamic 
Rating 

lb/N

Dimensions inch / mm Unit Wt.
lb/kg

 A  B
C

D E G H J L M *
Bolt Size

inch 2 Bolt 4 Bolt Min. Max. 2  
Bolt

4 
Bolt

2  
Bolt

4  
Bolt

1 7/16

1 1/2 

USRB5509-107

USRB5509-108

20368

90597

2 1/4 

57.2

8 1/4 

209.6

6 1/4 

158.8

7

177.8

2 3/16

55.6
-

 13/16

20.6

4 3/8 

111.1

2 3/4 

69.9

2 49/64

70.2

2 61/64

75.0
 1/2 -

10.2

4.64
--

1 15/16 USRB5511-115
-

23520 2 3/4 9 5/8 7 3/8 8 1/4 2 3/4 
-

15/16 5 1/32 2 7/8 3 3 19/64
 5/8 -

13.8
-

2 USRB5511-200 104617 69.9 244.5 187.3 209.6 69.9 23.8 127.8 73.0 76.2 83.7 6.27

2 7/16 USRB5515-207 USRBF5515-207 44691 3 1/4 11 1/4 8 5/8 9 5/8 3 1/8 1 7/8 1 1/8 6 1/8 3 3/8 4 3 25/32
 5/8  1/2 

25.2 25.0

2 1/2 USRB5515-208 USRBF5515-208 198786 82.6 285.8 219.1 244.5 79.4 47.6 28.6 155.6 85.7 101.6 96.0 11.46 11.34

2 15/16 USRB5517-215 USRBF5517-215 47447 3 3/4 13 9 7/8 11 3 1/2 2 1/8 1 1/4 7 1/8 3 7/8 4 17/32 4 13/32
 3/4  5/8 

38.2 37.8

3 USRB5517-300 USRBF5517-300 211044 95.3 330.2 250.8 279.4 88.9 54.0 31.8 181.0 98.4 115.1 111.9 17.38 17.20

3 7/16 USRB5520-307 USRBF5520-307 72640 4 1/2 15 1/4 11 5/8 13 1/8 4 3/8 2 3/8 1 3/4 9 4 15/32 5 5/16 5 9/64
 7/8  3/4 

71.4 70.5

3 1/2 USRB5520-308 USRBF5520-308 323103 114.3 387.4 295.3 333.4 111.1 60.3 44.5 228.6 113.5 134.9 130.6 32.47 32.02

3 15/16
-

USRB5522-315 96050 4 15/16 16 1/2 12 19/32 14 1/2 4 3/4 2 3/4 2 9 7/8 4 15/16 6 5 41/64
-  3/4 -

87.7

4 USRB5522-400 427230 125.4 419.1 319.9 368.3 120.7 69.9 50.8 250.8 125.4 152.4 143.3 39.86

4 7/16
-

USRB5526-407 111537 6 18 3/8 14 1/2 16 5 1/8 3 1/4 2 3/8 11 9/16 6 3/4 6 1/2 6 1/8 
-  7/8 -

133.2

4 1/2 USRB5526-408 496117 152.4 466.7 368.3 406.4 130.2 82.6 60.3 293.7 171.5 165.1 155.6 60.57

4 15/16 - USRB5528-415
158816 6 19 11/16 15 5/8 17 3/8 5 7/8 3 3/8 2 3/8 12 7 27/64 7 1/2 6 27/32

- 1 -
164.1

706414 152.4 500.1 396.9 441.3 149.2 85.7 60.3 304.8 188.5 190.5 173.8 74.61

5 7/16 - USRB5532-507
196682 6 11/16 22 17 3/8 19 1/4 6 1/4 3 3/4 2 5/8 13 1/2 9 1/32 8 1/2 7 27/32

- 1 -
229.0

874842 169.9 558.8 441.3 489.0 158.8 95.3 66.7 342.9 229.4 215.9 199.2 104.09

5 15/16 - USRB5534-515
261346 7 1/16 24 3/4 19 3/8 21 5/8 6 3/4 4 1/4 2 3/4 14 15/16 9 25/32 10 8 15/32

- 1 -
313.0

1162467 179.4 628.7 492.1 549.3 171.5 108.0 69.9 379.4 248.4 254.0 215.1 142.27

6 7/16
-

USRB5536-607 334229 7 1/2 26 3/4 20 7/8 23 5/8 7 1/8 4 5/8 3 15 15/16 10 1/2 11 9 1/64
- 1 -

391.0

6 1/2 USRB5536-608 1486651 190.5 679.5 530.2 600.1 181.0 117.5 76.2 404.8 266.7 279.4 229.0 177.73

6 15/16
-

USRB5538-615 363818 7 7/8 28 21 5/8 24 3/8 7 1/2 4 1/2 3 1/8 16 9/16 10 1/2 11 9 13/64
- 1 1/4 -

435.0

7 USRB5538-700 1618262 200.0 711.2 549.3 619.1 190.5 114.3 79.4 420.7 266.7 279.4 233.8 197.71

*For expansion bearings, this dimension can decrease by the corresponding value in table VIII on page I-69. 
Note: Bore diameters up to 4” available in single lock collar. Bore diameters 4 7/16” and up available in double lock collar 
 Bore diameters up to 3” - grease fitting location at 12:00.

 M
 D
 E

 J

LH

A

G

D
M

E

L

J

 C (MAX)
 C (MIN)

B "Double Collar"
4 7/16” - 7”

Bore Diameter

Four Bolt Base

2 7/6” - 4”
Bore Diameter

B

D
M

G

A

H L

C (MAX)
C (MIN)

J

Two Bolt Base

Bearing Selection
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USRB5500A Series Two and Four-Bolt Base Pillow Blocks - Adapter Mount, SAF Mounting Dimensions

J

L

M
D

20°

B
C(MAX)
C(MIN)

G

A

H
L

J

E
D

M
Four Bolt BaseTwo Bolt Base

Rolling Elements: Spherical Roller

Housing: Cast Iron Two and Four Bolt 
Pillow Block

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

*For expansion bearings, this dimension can decrease by the corresponding value in table VIII on page I-69. 
Bore diameters up to 3” - grease fitting location at 12:00. 
One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit 
Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance.

Bore  
Diameter Part No. Basic 

Dynamic 
Rating 

lb/N

Dimensions inch / mm Unit Wt.
lb/kg

 A  B
C

D E G H J L M *
Bolt Size

inch 2 Bolt 4 Bolt Min. Max. 2  
Bolt

4 
Bolt

2  
Bolt

4  
Bolt

1 7/16

1 1/2 

USRB5509A-107

USRB5509A-108

20368

90597

2 1/4 

57.2

8 1/4 

209.6

6 1/4 

158.8

7 

177.8

2 3/16

55.6
-

 13/16

20.6

4 3/8 

111.1

3 11/32

84.9

2 47/64

69.5

3 35/64

90.1
 1/2 -

10.5

4.77
--

1 15/16 USRB5511A-115
-

23520 2 3/4 9 5/8 7 3/8 8 1/4 2 3/4 -  15/16 5 1/32 3 1/2 3 11/64 3 29/32
 5/8 -

16.2
-

2 USRB5511A-200 104617 69.9 244.6 187.3 209.6 69.9 23.8 127.8 88.9 80.6 99.2 7.36

2 7/16 USRB5515A-207 USRBF5515A-207 44691 3 1/4 11 1/4 8 5/8 9 5/8 3 1/8 1 7/8 1 1/8 6 1/8 4 5/16 3 7/16 4 23/32
 5/8  1/2 

26.5 26.2

2 1/2 USRB5515A-208 USRBF5515A-208 198786 82.6 285.8 219.1 244.5 79.4 47.6 28.6 155.6 109.5 87.3 119.9 12.04 11.92

2 15/16 USRB5517A-215 USRBF5517A-215 47447 3 3/4 13 9 7/8 11 3 1/2 2 1/8 1 1/4 7 1/8 4 31/64 4 25/64 5 1/32
 3/4  5/8 

38.4 38.0

3 USRB5517A-300 USRBF5517A-300 211044 95.3 330.2 250.8 279.4 88.9 54.0 31.8 181.0 113.9 111.5 127.8 17.44 17.26

3 7/16 USRB5520A-307 USRBF5520A-307 72640 4 1/2 15 1/4 11 5/8 13 1/8 4 3/8 2 3/8 1 3/4 9 5 35/64 5 15/32 6 15/64
 7/8  3/4 

73.4 72.4

3 1/2 USRB5520A-308 USRBF5520A-308 323103 114.3 387.4 295.3 333.4 111.1 60.3 44.5 228.6 140.9 138.9 158.4 33.37 32.92

3 15/16
-

USRB5522A-315 96050 4 15/16 16 1/2 12 19/32 14 1/2 4 3/4 2 3/4 2 9 7/8 5 15/16 5 13/16 6 41/64
-  3/4 -

88.5

4 USRB5522A-400 427230 125.4 419.1 319.9 368.3 120.7 69.9 50.8 250.8 150.8 147.64 168.7 40.23

4 7/16
-

USRB5526A-407 111537 6 18 3/8 14 1/2 16 5 1/8 3 1/4 2 3/8 11 9/16 6 27/64 6 11/32 7 3/32
-  7/8 -

127.4

4 1/2 USRB5526A-408 496117 152.4 466.7 368.3 406.4 130.2 82.6 60.3 293.7 163.1 161.1 180.2 57.89

4 15/16
5

-
USRB5528A-415 158816 6 19 11/16 15 5/8 17 3/8 5 7/8 3 3/8 2 3/8 12 7 1/8 7 13/64 7 53/64

- 1 -
159.3

USRB5528A-500 706414 152.4 500.1 396.9 441.3 149.2 85.7 60.3 304.8 181.0 183.0 198.8 72.41

5 7/16 - USRB5532A-507
196682 6 11/16 22 17 3/8 19 1/4 6 1/4 3 3/4 2 5/8 13 1/2 7 7/8 7 47/64 8 19/32

- 1 -
214.0

874842 169.9 558.8 441.3 489.0 158.8 95.3 66.7 342.9 200.0 196.5 218.3 97.27

5 15/16 - USRB5534A-515
261346 7 1/16 24 3/4 19 3/8 21 5/8 6 3/4 4 1/4 2 3/4 14 15/16 8 11/16 8 1/2 9 1/4 

- 1 -
287.0

1162467 179.4 628.7 492.1 549.3 171.5 108.0 69.9 379.4 220.7 215.9 235.0 130.45

6 7/16
-

USRB5536A-607 334229 7 1/2 26 3/4 20 7/8 23 5/8 7 1/8 4 5/8 3 15 15/16 9 45/64 9 11/16 10 5/32
- 1 -

357.0

6 1/2 USRB5536A-608 1486651 190.5 679.5 530.2 600.1 181.0 117.5 76.2 404.8 246.5 246.1 258.0 162.27

6 15/16
-

USRB5538A-615 334229 7 7/8 28 21 5/8 24 3/8 7 1/2 4 1/2 3 1/8 16 9/16 9 23/32 9 11/16 10 11/32
- 1 1/4 -

405.0

7 USRB5538A-700 1486651 200.0 711.2 549.3 619.1 190.5 114.3 79.4 420.7 246.9 246.1 262.7 184.09

7 1/2 USRB5544A-708
363818

1618262

9 1/2

241.3

32 3/4

831.9

24 3/4

628.7

27 7/8

708.0

8 3/4

222.3

5 1/4

133.4

3 3/4

95.3

19 5/8

498.5

10 9/16

268.3

11 7/64

282.2

11 17/32

292.9
- 1 1/2 -

656.0

298.18
7 15/16 - USRB5544A-715

8 USRB5544A-800
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USFB5000 Series Four-Bolt Flange Units - Collar Mount

M L

 D
 G

 H
 J

BOLT SIZE

 A B

 B.C.

25°

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Spherical Roller

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B B.C. D G H * J L M Bolt  
Sizeinch

1 7/16

1 1/2 

USFB5000-107

USFB5000-108

20368

90597

4 5/8 

117.5

3 17/32

89.7

5

127.0

2 1/16

52.4

 3/4 

19.1

2 53/64

71.8

2 3/4 

69.9

2 49/64

70.2

3 7/8 

98.4
 1/2 

6.4

2.93

1 11/16 USFB5000-111 22689 5 3 57/64 5 1/2 2 1/4  3/4 2 61/64 2 7/8 2 3/4 4 1/2 
 1/2 

8.4

1 3/4 USFB5000-112 100921 127.0 98.8 139.7 57.2 19.1 75.0 73.0 69.9 114.3 3.82

1 15/16 USFB5000-115 23520 5 3/16 4 1/16 5 3/4 2 1/4  3/4 2 61/64 2 7/8 3 4 3/4 
 1/2 

8.9

2 USFB5000-200 104617 131.8 103.2 146.1 57.2 19.1 75.0 73.0 76.2 120.7 4.04

2 3/16 USFB5000-203
28087 5 7/8 4 1/2 6 3/8 2 7/16  13/16 3 7/32 3 1/8 3 1/4 5 1/8 

 5/8 
11.3

124931 149.2 114.3 161.9 61.9 20.6 81.8 79.4 82.6 130.2 5.13

2 7/16 USFB5000-207 44691 6 1/8 4 49/64 6 3/4 2 21/32 1 1/32 3 31/64 3 3/8 4 5 3/4 
 5/8 

15.3

2 1/2 USFB5000-208 198786 155.6 121.0 171.5 67.5 26.2 88.5 85.7 101.6 146.1 6.95

2 11/16 USFB5000-211

 3/4 
2 3/4 USFB5000-212 47447 7 3/16 5 9/16 7 7/8 2 7/8  15/16 3 63/64 3 7/8 4 17/32 6 5/8 23.1

2 15/16 USFB5000-215 211044 182.6 141.3 200.0 73.0 23.8 101.2 98.4 115.1 168.3 10.50

3 USFB5000-300

3 3/16 USFB5000-303
72640

323103

8 3/8 

212.7

6 23/32

170.7

9 1/2 

241.3

3 9/32

83.3

1 1/8 

28.6

4 19/32

116.7

4 15/32

113.5

5 5/16

134.9

7 5/8 

193.7
 3/4 

36.0

16.38
3 7/16 USFB5000-307

3 1/2 USFB5000-308

3 11/16 USFB5000-311
96050

427230

9 1/2 

241.3

7 19/32

192.9

10 3/4 

273.1

3 11/16

93.7

1 1/4 

31.8

5 5/64

129.0

4 15/16

125.4

6

152.4

8 7/8 

225.4
 7/8 

46.1

20.98
3 15/16 USFB5000-315

4 USFB5000-400

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69.
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USFB5000A Series Four-Bolt Flange Units - Adapter Mount

LM

 D
 G

 H
 J

BOLT SIZE

25°

 A B

 B.C.

Rolling Elements: Spherical Roller

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69. 
One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit 
Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance.

Bore  
Diameter

Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B B.C. D G H * J L M Bolt  
Sizeinch

1 7/16

1 1/2 

USFB5000A-107

USFB5000A-108

20368

90597

4 5/8 

117.5

3 17/32

89.7

5

127.0

2 1/16

52.4

 3/4 

19.1

3 7/16

87.3

3 11/32

84.9

2 47/64

69.5

3 7/8 

98.4
 1/2 

6.7

3.06

1 11/16 USFB5000A-111 22689 5 3 57/64 5 1/2 2 1/4  3/4 3 35/64 3 29/64 2 31/32 4 1/2 
 1/2 

8.9

1 3/4 USFB5000A-112 100921 127.0 98.8 139.7 57.2 19.1 90.1 87.7 75.4 114.3 4.04

1 15/16 USFB5000A-115 23520 5 3/16 4 1/16 5 3/4 2 1/4  3/4 3 37/64 3 1/2 3 11/64 4 3/4 
 1/2 

9.5

2 USFB5000A-200 104617 131.8 103.2 146.1 57.2 19.1 90.9 88.9 80.6 120.7 4.33

2 3/16 USFB5000A-203
28087 5 7/8 4 1/2 6 3/8 2 7/16  13/16 3 31/32 3 7/8 3 7/16 5 1/8 

 5/8 
11.9

124931 149.2 114.3 161.9 61.9 20.6 100.8 98.4 87.3 130.2 5.42

2 7/16 USFB5000A-207 44691 6 1/8 4 49/64 6 3/4 2 21/32 1 1/32 4 13/32 4 5/16 3 63/64 5 3/4 
 5/8 

16.2

2 1/2 USFB5000A-208 198786 155.6 121.0 171.5 67.5 26.2 111.9 109.5 101.2 146.1 7.37

2 11/16 USFB5000A-211

 3/4 
2 3/4 USFB5000A-212 47447 7 3/16 5 9/16 7 7/8 2 7/8  15/16 4 19/32 4 31/64 4 25/64 6 5/8 23.2

2 15/16 USFB5000A-215 211044 182.6 141.3 200.0 73.0 23.8 116.7 113.9 111.5 168.3 10.54

3 USFB5000A-300

3 3/16 USFB5000A-303
72640

323103

8 3/8 

212.7

6 23/32

170.7

9 1/2 

241.3

3 9/32

83.3

1 1/8 

28.6

5 43/64

144.1

5 35/64

140.9

5 15/32

138.9

7 5/8 

193.7
 3/4 

38.0

17.28
3 7/16 USFB5000A-307

3 1/2 USFB5000A-308

3 11/16 USFB5000A-311
96050

427230

9 1/2 

241.3

7 19/32

192.9

10 3/4 

273.1

3 11/16

93.7

1 1/4 

31.8

6 5/64

154.4

5 15/16

150.8

5 13/16

147.6

8 7/8 

225.4
 7/8 

46.9

21.32
3 15/16 USFB5000A-315

4 USFB5000A-400
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USFC5000 Series Piloted Flange Cartridge Units - Collar Mount

+.000
-.002P

 D
 G

 R

 J
 N H

M L

 B.C.

BOLT SIZE

 A

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Spherical Roller

Housing: Cast Iron Piloted Flange 
Cartridge

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B.C. D G H * J K M N * P R Bolt  
Sizeinch

1 7/16

1 1/2 

USFC5000-107

USFC5000-108

20368

91249

5 1/4 

133.4

4 3/8 

111.1

2 1/16

52.4

 15/32

11.9

1 7/16

36.5

2 3/4 

69.9

2 49/64

70.2

3 1/2 

88.9

1 9/32

32.5

3 5/8 

92.1
–  3/8 

6.4

2.93

1 11/16 USFC5000-111 22689 6 1/8 5 1/8 2 1/4  15/32 1 27/64 2 7/8 2 3/4 4 1 7/16 4 1/4  9/16
 7/16

7.4

1 3/4 USFC5000-112 101647 155.6 130.2 57.2 11.9 36.1 73.0 69.9 101.6 36.5 108.0 14.3 3.37

1 15/16 USFC5000-115 23520 6 3/8 5 3/8 2 1/4  17/32 1 25/64 2 7/8 3 4 3/8 1 15/32 4 1/2  5/8 
 7/16

8.1

2 USFC5000-200 105370 161.9 136.5 57.2 13.5 35.3 73.0 76.2 111.1 37.3 114.3 15.9 3.70

2 3/16 USFC5000-203
28087 7 1/8 6 2 3/8  17/32 1 19/32 3 1/8 3 1/4 4 3/4 1 15/32 5  15/32

 1/2 
10.2

125830 181.0 152.4 60.3 13.5 40.5 79.4 82.6 120.7 37.3 127.0 11.9 4.66

2 7/16 USFC5000-207 44691 7 5/8 6 1/2 2 9/16  19/32 1 19/32 3 3/8 4 5 5/16 1 5/8 5 1/2  5/8 
 1/2 

14.4

2 1/2 USFC5000-208 200216 193.7 165.1 65.1 15.1 40.5 85.7 101.6 134.9 41.3 139.7 15.9 6.53

2 11/16 USFC5000-211

 5/8 
2 3/4 USFC5000-212 47447 8 3/4 7 1/2 2 7/8  23/32 2 3 7/8 4 17/32 6 1 27/32 6 3/8  19/32 21.8

2 15/16 USFC5000-215 212563 222.3 190.5 73.0 18.3 50.8 98.4 115.1 152.4 46.8 161.9 15.1 9.92

3 USFC5000-300

3 3/16 USFC5000-303
72640

325427

10 1/4 

260.4

8 5/8 

219.1

3 1/8 

79.4

 53/64

21.0

2 13/32

61.1

4 15/32

113.5

5 5/16

134.9

7 3/16

182.6

1 27/32

46.8

7 3/8 

187.3

 5/8 

15.9
 3/4 

33.6

15.25
3 7/16 USFC5000-307

3 1/2 USFC5000-308

3 11/16 USFC5000-311
96050

430304

10 7/8 

276.2

9 3/8 

238.1

3 1/2 

88.9

 31/32

24.6

2 21/32

67.5

4 15/16

125.4

6

152.4

7 3/4 

196.9

2 1/16

52.4

8 1/8 

206.4

 9/16

14.3
 3/4 

42.3

19.25
3 15/16 USFC5000-315

4 USFC5000-400

*For expansion bearings, the sum of dimension “H” and “N” can increase by the corresponding value in table VIII on page I-69.
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USFC5000A Series Piloted Flange Cartridge Units - Adapter Mount

+.000
-.002

 R

 J
 N H

P

 D
 G

M L A

BOLT SIZE

 B.C.
Rolling Elements: Spherical Roller

Housing: Cast Iron Piloted Flange 
Cartridge

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B.C. D G H * J L M N * P R Bolt  
Sizeinch

1 7/16

1 1/2 

USFC5000A-107

USFC5000A-108

20368

90597

5 1/4 

133.4

4 3/8 

111.1

2 1/16

52.4

 15/32

11.9

2 3/64

52.0

3 11/32

84.9

2 47/64

69.5

3 1/2 

88.9

1 9/32

32.5

3 5/8 

92.1
–  3/8 

5.6

2.56

1 11/16 USFC5000A-111 22689 6 1/8 5 1/8 2 1/4  15/32 2 3 29/64 2 31/32 4 1 7/16 4 1/4  9/16
 7/16

7.9

1 3/4 USFC5000A-112 100921 155.6 130.2 57.2 11.9 50.8 87.7 75.4 101.6 36.5 108.0 14.3 3.60

1 15/16 USFC5000A-115 23520 6 3/8 5 3/8 2 1/4  17/32 2 1/64 3 1/2 3 11/64 4 3/8 1 15/32 4 1/2  5/8 
 7/16

8.6

2 USFC5000A-200 104617 161.9 136.5 57.2 13.5 51.2 88.9 80.6 111.1 37.3 114.3 15.9 3.92

2 3/16 USFC5000A-203
28087 7 1/8 6 2 3/8  17/32 2 11/32 3 7/8 3 7/16 4 3/4 1 15/32 5  15/32

 1/2 
10.9

124931 181.0 152.4 60.3 13.5 59.5 98.4 87.3 120.7 37.3 127.0 11.9 4.95

2 7/16 USFC5000A-207 44691 7 5/8 6 1/2 2 9/16  19/32 2 17/32 4 5/16 3 63/64 5 5/16 1 5/8 5 1/2  5/8 
 1/2 

15.3

2 1/2 USFC5000A-208 198786 193.7 165.1 65.1 15.1 64.3 109.5 101.2 134.9 41.3 139.7 15.9 6.95

2 11/16 USFC5000A-211

 5/8 
2 3/4 USFC5000A-212 47447 8 3/4 7 1/2 2 7/8  23/32 2 19/32 4 31/64 4 25/64 6 1 27/32 6 3/8  19/32 21.9

2 15/16 USFC5000A-215 211044 222.3 190.5 73.0 18.3 65.9 113.9 111.5 152.4 46.8 161.9 15.1 9.97

3 USFC5000A-300

3 3/16 USFC5000A-303
72640

323103

10 1/4 

260.4

8 5/8 

219.1

3 1/8 

79.4

 53/64

21.0

3 1/2 

88.9

5 35/64

140.9

5 15/32

138.9

7 3/16

182.6

1 27/32

46.8

7 3/8 

187.3

 5/8 

15.9
 3/4 

35.5

16.15
3 7/16 USFC5000A-307

3 1/2 USFC5000A-308

3 11/16 USFC5000A-311
96050

427230

10 7/8 

276.2

9 3/8 

238.1

3 1/2 

88.9

 31/32

24.6

3 21/32

92.9

5 15/16

150.8

5 13/16

147.6

7 3/4 

196.9

2 1/16

52.4

8 1/8 

206.4

 9/16

14.3
 3/4 

43.1

19.59
3 15/16 USFC5000A-315

4 USFC5000A-400

*For expansion bearings, the sum of dimension “H” and “N” can increase by the corresponding value in table VIII on page I-69. 
One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit 
Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance.
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USBF5000 Series Three-Bolt Flange Brackets - Collar Mount

USBF5000 Series Four-Bolt Flange Brackets - Collar Mount

BOLT 
SIZE

C

BB

CBOLT 
SIZE

 M

 A

 F

 D

 J
 P

 E

L

 H

 G

 A

 F

 D

 M

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Spherical Roller

Housing: Ductile Iron Flange Bracket

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B C D E F G H * J L M P Bolt  
Sizeinch

1 7/16 USBF5000-107
20368 4 1/4 3 1/4 2 2 3/8 6 1/8 1 1/4  5/8 2 53/64 2 3/4 2 49/64 3 3/4 2 1/4

 1/2 
6.4

90597 108.0 82.6 50.8 60.3 155.6 31.8 15.9 71.8 69.9 70.2 95.3 57.2 2.91

1 15/16 USBF5000-115
23520 5 3/16 4 2 3/4 2 15/16 7 5/16 1 5/8  11/16 2 31/32 2 7/8 3 4 1/4 2 3/8

 1/2
7.5

104617 131.8 101.6 69.9 74.6 185.7 41.3 17.5 75.4 73.0 76.2 108.0 60.3 3.41

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B C D E F G H * J L M P Bolt  
Sizeinch

2 7/16 USBFF5000-207
44691 6 1/4 4 7/8 3 3 3/4 9 3/32 1 3/4  3/4 3 31/64 3 3/8 4 5 11/16 2 21/32

 5/8 
16.6

198786 158.8 123.8 76.2 95.3 231.0 44.5 19.1 88.5 85.7 101.6 144.5 67.5 7.55

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69.
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USBF5000A Series Three-Bolt Flange Brackets - Adapter Mount

USBF5000A Series Four-Bolt Flange Brackets - Adapter Mount

BOLT 
SIZE

BOLT 
SIZE B

CC
B

 J

 P

 H
 G

 E

L

 A

 F

 D

 M M

 A

 F

 D

Rolling Elements: Spherical Roller

Housing: Ductile Iron Flange Bracket

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B C D E F G H * J L M P Bolt  
Sizeinch

1 7/16 USBF5000A-107
20368 4 1/4 3 1/4 2 2 3/8 6 1/8 1 1/4  5/8 3 7/16 3 11/32 2 47/64 3 3/4 2 1/4 

 1/2 
6.1

90597 108.0 82.6 50.8 60.3 155.6 31.8 15.9 87.3 84.9 69.5 95.3 57.2 2.76

1 15/16 USBF5000A-115
23520 5 3/16 4 2 3/4 2 15/16 7 5/16 1 5/8  11/16 3 37/64 3 1/2 3 11/64 4 1/4 2 3/8 

 1/2 
8.0

105370 131.8 101.6 69.9 74.6 185.7 41.3 17.5 90.9 88.9 80.6 108.0 60.3 3.63

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B C D E F G H * J L M P Bolt  
Sizeinch

2 7/16 USBFF5000A-207
44691 6 1/4 4 7/8 3 3 3/4 9 3/32 1 3/4  3/4 4 13/32 4 5/16 3 63/64 5 11/16 2 21/32

 5/8 
17.6

198786 158.8 123.8 76.2 95.3 231.0 44.5 19.1 111.9 109.5 101.2 144.5 67.5 7.99

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69. 
One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit 
Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance.
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USRBE5000 Series Two-Bolt Base Pillow Blocks - Collar Mount, Type E Mounting Dimensions

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Spherical Roller

Housing: Ductile Iron Two Bolt Pillow 
Block

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D G H J L M * Bolt Size
inch Min. Max.

1 15/16 USRBE5000-115 23520 2 1/4 8 7/8 6 7 1/8 2 7/16 1 5/16 4 17/32 2 7/8 3 2 63/64
 5/8 

11.4

2 USRBE5000-200 104617 57.2 225.4 152.4 181.0 61.9 33.3 115.1 73.0 76.2 75.8 5.18

2 3/16 USRBE5000-203
28087 2 1/2 9 5/8 6 1/2 7 7/8 2 1/2 1 7/16 4 31/32 3 1/8 3 1/4 3 1/8 

 5/8 
13.7

124931 63.5 244.5 165.1 200.0 63.5 36.5 126.2 79.4 82.6 79.4 6.21

2 7/16 USRBE5000-207 44691 2 3/4 10 3/8 6 7/8 8 5/8 2 13/16 1 9/16 5 5/8 3 3/8 4 3 11/32
 5/8 

19.4

2 1/2 USRBE5000-208 198786 69.9 263.5 174.6 219.1 71.4 39.7 142.9 85.7 101.6 84.5 8.82

2 11/16 USRBE5000-211

 3/4 
2 3/4 USRBE5000-212 47447 3 1/8 11 5/8 7 7/8 9 5/8 2 5/8 1 5/8 6 1/16 3 7/8 4 17/32 3 11/16 22.3

2 15/16 USRBE5000-215 211044 79.4 295.3 200.0 244.5 66.7 41.3 154.0 98.4 115.1 93.7 10.14

3 USRBE5000-300

3 3/16 USRBE5000-303
72640
323103

3 3/4
95.3

13 1/2
342.9

9 3/8
238.1

11 1/4
285.8

3 1/8
79.4

2 1/16
52.4

7 3/8
187.3

4 15/32
113.5

5 5/16
134.9

4 7/32
107.2

 7/8 
38.8
17.62

3 7/16 USRBE5000-307

3 1/2 USRBE5000-308

3 11/16 USRBE5000-311
96050
427230

4 1/8
104.8

14 1/4
362.0

10
254.0

11 3/4
298.5

3 9/16
90.5

2 1/4
57.2

8 1/2
215.9

4 15/16
125.4

6
152.4

4 23/32
119.9

1
55.4
25.19

3 15/16 USRBE5000-315

4 USRBE5000-400

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69.
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USRBE5000A Series Two-Bolt Base Pillow Blocks - Adapter Mount, Type E Mounting Dimensions

Rolling Elements: Spherical Roller

Housing: Ductile Iron Two Bolt Pillow 
Block

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D G H J L M * Bolt Size
inch Min. Max.

1 15/16 USRBE5000A-115 23520 2 1/4 8 7/8 6 7 1/8 2 7/16 1 5/16 4 17/32 3 1/2 3 11/64 3 19/32
 5/8 

11.9

2 USRBE5000A-200 104617 57.2 225.4 152.4 181.0 61.9 33.3 115.1 88.9 80.6 91.3 5.41

2 3/16 USRBE5000A-203
28087 2 1/2 9 5/8 6 1/2 7 7/8 2 1/2 1 7/16 4 31/32 3 7/8 3 7/16 3 7/8

 5/8 
14.3

124931 63.5 244.5 165.1 200.0 63.5 36.5 126.2 98.4 87.3 98.4 6.50

2 7/16 USRBE5000A-207 44691 2 3/4 10 3/8 6 7/8 8 5/8 2 13/16 1 9/16 5 5/8 4 5/16 3 63/64 4 19/64
 5/8 

20.3

2 1/2 USRBE5000A-208 198786 69.9 263.5 174.6 219.1 71.4 39.7 142.9 109.5 101.2 109.1 9.23

2 11/16 USRBE5000A-211

 3/4 
2 3/4 USRBE5000A-212 47447 3 1/8 11 5/8 7 7/8 9 5/8 2 5/8 1 5/8 6 1/16 4 31/64 4 25/64 4 9/32 22.4

2 15/16 USRBE5000A-215 211044 79.4 295.3 200.0 244.5 66.7 41.3 154.0 113.9 111.5 108.7 10.18

3 USRBE5000A-300

3 3/16 USRBE5000A-303
72640

323103

3 3/4

95.3

13 1/2

342.9

9 3/8

238.1

11 1/4

285.8

3 1/8

79.4

2 1/16

52.4

7 3/8

187.3

5 35/64

140.9

5 15/32

138.9

5 19/64

134.5
 7/8 

40.7

18.50
3 7/16 USRBE5000A-307

3 1/2 USRBE5000A-308

3 11/16 USRBE5000A-311
96050

427230

4 1/8

104.8

14 1/4

362.0

10

254.0

11 3/4

298.5

3 9/16

90.5

2 1/4

57.2

8 1/2

215.9

5 15/16

150.8

5 13/16

147.6

5 23/32

145.3
1

56.2

25.55
3 15/16 USRBE5000A-315

4 USRBE5000A-400

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69. 
One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit 
Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance.
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USFBE5000 Series Four-Bolt Flange Units - Collar Mount, Type E Mounting Dimensions

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Spherical Roller

Housing: Ductile Iron Four Bolt Flange

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter

Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B B.C. D G H * J L M Bolt Size
inch

1 15/16 USFBE5000-115 23520 5 1/2 4 3/8 6 3/16 2 9/16  7/8 3 3/16 2 7/8 3 4 31/32
 1/2 

11.6

2 USFBE5000-200 104617 139.7 111.1 157.2 65.1 22.2 81.0 73.0 76.2 126.2 5.25

2 3/16 USFBE5000-203
28087 6 3/16 4 7/8 6 57/64 2 5/8 1 3 5/16 3 1/8 3 1/4 5 15/32

 5/8 
14.8

124931 157.2 123.8 175.0 66.7 25.4 84.1 79.4 82.6 138.9 6.75

2 7/16 USFBE5000-207 44691 6 3/4 5 3/8 7 19/32 2 11/16 1 3 31/64 3 3/8 4 6 3/32
 5/8 

19.1

2 1/2 USFBE5000-208 198786 171.5 136.5 192.9 68.3 25.4 88.5 85.7 101.6 154.8 8.68

2 11/16 USFBE5000-211

 3/4 
2 3/4 USFBE5000-212 47447 7 5/8 6 8 31/64 2 3/4 1 1/16 3 63/64 3 7/8 4 17/32 6 53/64 26.4

2 15/16 USFBE5000-215 211044 193.7 152.4 215.5 69.9 27.0 101.2 98.4 115.1 173.4 12.00

3 USFBE5000-300

3 3/16 USFBE5000-303
72640

323103

8 5/8

219.1

7

177.8

9 29/32

251.6

3 1/4

82.6

1 1/4

31.8

4 19/32

116.7

4 15/32

113.5

5 5/16

134.9

7 31/32

202.4
 3/4 

40.3

18.34
3 7/16 USFBE5000-307

3 1/2 USFBE5000-308

3 11/16 USFBE5000-311
96050

427230

9 1/2

241.3

7 19/32

192.9

10 3/4

273.1

3 11/16

93.7

1 1/4

31.8

5 5/64

129.0

4 15/16

125.4

6

152.4

8 7/8 

225.4
 7/8 

52.3

23.76
3 15/16 USFBE5000-315

4 USFBE5000-400

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69.
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USFBE5000A Series Four-Bolt Flange Units - Adapter Mount, Type E Mounting Dimensions

Rolling Elements: Spherical Roller

Housing: Ductile Iron Four Bolt Flange

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter

Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B B.C. D G H * J L M Bolt Size
inch

1 15/16 USFBE5000A-115 23520 5 1/2 4 3/8 6 3/16 2 9/16  7/8 3 51/64 3 1/2 3 11/64 4 31/32
 1/2 

12.0

2 USFBE5000A-200 104617 139.7 111.1 157.2 65.1 22.2 96.4 88.9 80.6 126.2 5.48

2 3/16 USFBE5000A-203
28087 6 3/16 4 7/8 6 57/64 2 5/8 1 4 1/16 3 7/8 3 7/16 5 15/32

 5/8 
15.5

124931 157.2 123.8 175.0 66.7 25.4 103.2 98.4 87.3 138.9 7.04

2 7/16 USFBE5000A-207 44691 6 3/4 5 3/8 7 19/32 2 11/16 1 4 13/32 4 5/16 3 63/64 6 3/32
 5/8 

20.0

2 1/2 USFBE5000A-208 198786 171.5 136.5 192.9 68.3 25.4 111.9 109.5 101.2 154.8 9.10

2 11/16 USFBE5000A-211

 3/4 
2 3/4 USFBE5000A-212 47447 7 5/8 6 8 31/64 2 3/4 1 1/16 4 19/32 4 31/64 4 25/64 6 53/64 26.5

2 15/16 USFBE5000A-215 211044 193.7 152.4 215.5 69.9 27.0 116.7 113.9 111.5 173.4 12.04

3 USFBE5000A-300

3 3/16 USFBE5000A-303
72640

323103

8 5/8

219.1

7

177.8

9 29/32

251.6

3 1/4

82.6

1 1/4

31.8

5 43/64

144.1

5 35/64

140.9

5 15/32

138.9

7 31/32

202.4
 3/4 

42.3

19.23
3 7/16 USFBE5000A-307

3 1/2 USFBE5000A-308

3 11/16 USFBE5000A-311
96050

427230

9 1/2

241.3

7 19/32

192.9

10 3/4

273.1

3 11/16

93.7

1 1/4

31.8

6 5/64

154.4

5 15/16

150.8

5 13/16

147.6

8 7/8 

225.4
 7/8 

53.0

24.10
3 15/16 USFBE5000A-315

4 USFBE5000A-400

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69. 
One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit 
Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance.
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USFCE5000 Series Flange Cartridge Units - Collar Mount, Type E Mounting Dimensions

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Spherical Roller

Housing: Ductile Iron Piloted Flange 
Cartridge

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B.C. D G H * J L M N * P Bolt Size
inch

1 15/16 USFCE5000-115 23520 6 3/8 5 3/8 2 7/16 1 1 31/32 2 7/8 3 4 1/2 1 1/16 4 1/2
 3/8 

9.6

2 USFCE5000-200 104617 161.9 136.5 61.9 25.4 50.0 73.0 76.2 114.3 27.0 114.3 4.35

2 3/16 USFCE5000-203
28087 7 1/8 6 2 1/2 1 2 1/16 3 1/8 3 1/4 4 7/8 1 1/8 5

 1/2 
11.8

124931 181.0 152.4 63.5 25.4 52.4 79.4 82.6 123.8 28.6 127.0 5.35

2 7/16 USFCE5000-207 44691 7 5/8 6 1/2 2 9/16 1 1/16 2 5/32 3 3/8 4 5 3/8 1 1/8 5 1/2
 1/2 

15.0

2 1/2 USFCE5000-208 198786 193.7 165.1 65.1 27.0 54.8 85.7 101.6 136.5 28.6 139.7 6.83

2 11/16 USFCE5000-211

 5/8 
2 3/4 USFCE5000-212 47447 8 3/4 7 1/2 2 9/16  15/16 2 7/16 3 7/8 4 17/32 6 1/4 1 1/4 6 3/8 22.0

2 15/16 USFCE5000-215 211044 222.3 190.5 65.1 23.8 61.9 98.4 115.1 158.8 31.8 161.9 10.02

3 USFCE5000-300

3 3/16 USFCE5000-303
72640

323103

10 1/4

260.4

8 5/8

219.1

3 1/8

79.4

1 7/16

36.5

2 15/16

74.6

4 15/32

113.5

5 5/16

134.9

7 1/8

181.0

1 5/16

33.3

7 3/8

187.3
 3/4 

36.5

16.59
3 7/16 USFCE5000-307

3 1/2 USFCE5000-308

3 11/16 USFCE5000-311
96050

427230

10 7/8

276.2

9 3/8

238.1

3 1/2

88.9

1 1/16

27.0

2 21/32

67.5

4 15/16

125.4

6

152.4

7 3/4

196.9

2 1/16

52.4

8 1/8

206.4
 3/4 

42.7

19.40
3 15/16 USFCE5000-315

4 USFCE5000-400

*For expansion bearings, the sum of dimension “H” and “N” can increase by the corresponding value in table VIII on page I-69.
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USFCE5000A Series Flange Cartridge Units - Adapter Mount, Type E Mounting Dimensions

Rolling Elements: Spherical Roller

Housing: Ductile Iron Piloted Flange 
Cartridge

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B.C. D G H * J L M N * P Bolt Size
inch

1 15/16 USFCE5000A-115 23520 6 3/8 5 3/8 2 7/16 1 2 19/32 3 1/2 3 11/64 4 1/2 1 1/16 4 1/2
 3/8 

10.1

2 USFCE5000A-200 104617 161.9 136.5 61.9 25.4 65.9 88.9 80.6 114.3 27.0 114.3 4.57

2 3/16 USFCE5000A-203
28087 7 1/8 6 2 1/2 1 2 7/8 3 7/8 3 7/16 4 7/8 1 1/8 5

 1/2 
12.4

124931 181.0 152.4 63.5 25.4 73.0 98.4 87.3 123.8 28.6 127.0 5.65

2 7/16 USFCE5000A-207 44691 7 5/8 6 1/2 2 9/16 1 1/16 3 5/64 4 5/16 3 63/64 5 3/8 1 1/8 5 1/2
 1/2 

15.9

2 1/2 USFCE5000A-208 198786 193.7 165.1 65.1 27.0 78.2 109.5 101.2 136.5 28.6 139.7 7.24

2 11/16 USFCE5000A-211

 5/8 
2 3/4 USFCE5000A-212 47447 8 3/4 7 1/2 2 9/16  15/16 3 3/64 4 31/64 4 25/64 6 1/4 1 1/4 6 3/8 22.1

2 15/16 USFCE5000A-215 211044 222.3 190.5 65.1 23.8 77.4 113.9 111.5 158.8 31.8 161.9 10.06

3 USFCE5000A-300

3 3/16 USFCE5000A-303
72640

323103

10 1/4

260.4

8 5/8

219.1

3 1/8

79.4

1 7/16

36.5

4 1/32

102.4

5 35/64

140.9

5 15/32

138.9

7 1/8

181.0

1 5/16

33.3

7 3/8

187.3
 3/4 

38.5

17.49
3 7/16 USFCE5000A-307

3 1/2 USFCE5000A-308

3 11/16 USFCE5000A-311
96050

427230

10 7/8

276.2

9 3/8

238.1

3 1/2

88.9

1 1/16

27.0

3 21/32

92.9

5 15/16

150.8

5 13/16

147.6

7 3/4

196.9

2 1/16

52.4

8 1/8

206.4
 3/4 

43.4

19.75
3 15/16 USFCE5000A-315

4 USFCE5000A-400

*For expansion bearings, the sum of dimension “H” and “N” can increase by the corresponding value in table VIII on page I-69. 
One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit 
Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance.
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USTU5000 Series Take-Up Units - Collar Mount

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Spherical Roller

Housing: Cast Iron Take-Up

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B C D F G H J K L N P R S T
inch

1 15/16 USTU5000-115 23520 6 3/16 1 1/16 3 1/2 4 3/4 2 7/8 1 15/16 1 1/16 2 7/8 1 3/4 3 4 2 61/64 2 1/4 2 1/8  11/16 8.3

2 USTU5000-200 104617 157.2 27.0 88.9 120.7 73.0 49.2 27.0 73.0 44.5 76.2 101.6 75.0 57.2 54.0 17.5 3.76

2 3/16 USTU5000-203
28087 6 13/16 1 3/16 3 3/4 5 1/4 3 1/2 2 1/4 1 3/16 3 1/8 1 15/16 3 1/4 4 1/2 3 15/64 2 1/2 2 3/8  13/16 10.7

124931 173.0 30.2 95.3 133.4 88.9 57.2 30.2 79.4 49.2 82.6 114.3 82.2 63.5 60.3 20.6 4.86

2 7/16 USTU5000-207 44691 7 15/16 1 5/16 4 3/4 5 7/8 3 3/4 2 1/4 1 5/16 3 3/8 1 15/16 4 5 1/8 3 19/64 3 2 3/4 1 1/16 16.8

2 1/2 USTU5000-208 198786 201.6 33.3 120.7 149.2 95.3 57.2 33.3 85.7 49.2 101.6 130.2 83.7 76.2 69.9 27.0 7.63

2 11/16 USTU5000-211

2 3/4 USTU5000-212 47447 8 3/4 1 9/16 4 3/4 6 3/4 4 1/4 2 3/4 1 9/16 3 7/8 2 3/8 4 17/32 5 15/16 3 55/64 3 3/16 3 1 13/16 24.6

2 15/16 USTU5000-215 211044 222.3 39.7 120.7 171.5 108.0 69.9 39.7 98.4 60.3 115.1 150.8 98.0 81.0 76.2 46.0 11.16

3 USTU5000-300

3 3/16 USTU5000-303
72640

323103

10 7/16

265.1

1 13/16

46.0

6 1/4

158.8

7 5/8

193.7

4 7/8

123.8

2 7/8

73.0

1 13/16

46.0

4 15/32

113.5

2 21/32

67.5

5 5/16

134.9

6 13/16

173.0

4 29/64

113.1

4

101.6

3 5/8

92.1

1 13/16

46.0

40.9

18.60
3 7/16 USTU5000-307

3 1/2 USTU5000-308

3 11/16 USTU5000-311
96050

427230

11 13/16

300.0

2 1/8

54.0

7

177.8

9 7/16

239.7

5 5/8

142.9

3 3/8

85.7

2 3/16

55.6

4 15/16

125.4

2 15/16

74.6

6

152.4

8 5/8

219.1

5 3/16

131.8

4 7/16

112.7

4 1/8

104.8

2 1/16

52.4

66.6

30.26
3 15/16 USTU5000-315

4 USTU5000-400

Note: These take-up units can be used with T-1000 take-up frames shown on pages I-45 and I-46.
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USTU5000A Series Take-Up Units - Adapter Mount

Rolling Elements: Spherical Roller

Housing: Cast Iron Take-Up

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B C D F G H J K L N P R S T
inch

1 15/16 USTU5000A-115 23520  6 3/16   1 1/16   3 1/2   4 3/4   2 7/8   1 15/16   1 1/16   3 1/2  2 11/32  3 3/16   4  3 9/16  2 1/4   2 1/8   11/16 8.8

2 USTU5000A-200 104617 157.2 27.0 88.9 120.7 73.0 49.2 27.0 88.9 59.5 81.0 101.6 90.5 57.2 54.0 17.5 3.99

2 3/16 USTU5000A-203
28087 6 13/16 1 3/16 3 3/4 5 1/4 3 1/2 2 1/4 1 3/16 3 7/8 2 45/64 3 7/16 4 1/2 3 63/64 2 1/2 2 3/8  13/16 11.3

124931 173.0 30.2 95.3 133.4 88.9 57.2 30.2 98.4 68.7 87.3 114.3 101.2 63.5 60.3 20.6 5.14

2 7/16 USTU5000A-207 44691 7 15/16 1 5/16 4 3/4 5 7/8 3 3/4 2 1/4 1 5/16 4 5/16 2 7/8 3 63/64 5 1/8 4 15/64 3 2 3/4 1 1/16 17.7

2 1/2 USTU5000A-208 198786 201.6 33.3 120.7 149.2 95.3 57.2 33.3 109.5 73.0 101.2 130.2 107.6 76.2 69.9 27.0 8.04

2 11/16 USTU5000A-211

2 3/4 USTU5000A-212 47447 8 3/4 1 9/16 4 3/4 6 3/4 4 1/4 2 3/4 1 9/16 4 31/64 2 31/32 4 25/64 5 15/16 4 15/32 3 3/16 3 1 13/16 24.6

2 15/16 USTU5000A-215 211044 222.3 39.7 120.7 171.5 108.0 69.9 39.7 113.9 75.4 111.5 150.8 113.5 81.0 76.2 46.0 11.20

3 USTU5000A-300

3 3/16 USTU5000A-303
72640

323103

10 7/16

265.1

1 13/16

46.0

6 1/4

158.8

7 5/8

193.7

4 7/8

123.8

2 7/8

73.0

1 13/16

46.0

5 35/64

140.9

3 47/64

94.9

5 15/32

138.9

6 13/16

173.0

5 35/64

140.9

4

101.6

3 5/8

92.1

1 13/16

46.0

42.9

19.50
3 7/16 USTU5000A-307

3 1/2 USTU5000A-308

3 11/16 USTU5000A-311
96050

427230

11 13/16

300.0

2 1/8

54.0

7

177.8

9 7/16

239.7

5 5/8

142.9

3 3/8

85.7

2 3/16

55.6

5 15/16

150.8

3 15/16

100.0

5 13/16

147.6

8 5/8

219.1

6 3/16

157.2

4 7/16

112.7

4 1/8

104.8

2 1/16

52.4

67.3

30.61
3 15/16 USTU5000A-315

4 USTU5000A-400

Note: These take-up units can be used with T-1000 take-up frames shown on pages I-45 and I-46. 
One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit 
Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance.
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USTA5000 Series Top Angle Take-Up Units - Collar Mount

USTA5000A Series Top Angle Take-Up Units - Adapter Mount

Rolling Elements: Spherical Roller

Housing: Cast Iron Top Angle Take-Up

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Rolling Elements: Spherical Roller

Housing: Cast Iron Top Angle Take-Up

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F
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 C  
G

F 

N L D  

B
90°

 A  

K

J
P

T

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm Unit Wt. 
lb/kginch A B C D F G J K L N P T

1 15/16 USTA5000-115 23520 3 1/4 6 6  1/2 6 3/8 2 7/16 51/64 2 7/8 1 11/16 3 3 33/64 2 7/8  7/8 12.1
104617 82.6 152.4 165.1 162.1 62.0 20.3 73.0 42.9 76.2 89.3 73.2 22.4 5.49

2 3/16 USTA5000-203 28087 3 1/2 7 7 1/2 7 7/16 2 7/16 51/64 3 1/8 1 7/8 3 1/4 4 57/64 3 1/4 1 1/8 18.0
124931 88.9 177.8 190.5 189.0 62.0 20.3 79.7 47.5 82.6 124.2 82.3 28.4 8.16

2 7/16 USTA5000-207 44691 4 8 8 1/2 8 5/16 2 11/16 51/64 3 3/8 1 61/64 4 5 53/64 3 21/64 1 1/8 27.9
198786 101.6 203.2 215.9 211.1 68.3 20.3 85.7 49.6 101.6 148.0 84.5 28.4 12.66

2 15/16 USTA5000-215 47447 4 8 8 1/2 8 5/16 2 13/16 51/64 3 7/8 2 11/32 4 17/32 5 53/64 3 47/64 1 1/8 27.4
211044 101.6 203.2 215.9 211.1 71.4 20.3 98.3 59.5 115.1 148.0 94.9 28.4 12.43

3 7/16 USTA5000-307 72640 4 1/2 9 9 1/2 9 5/8 3 3/16 51/64 4 15/32 2 21/32 5 5/16 6 53/64 4 1/4 1 3/8 39.3
323103 114.3 228.6 241.3 244.6 81.0 20.3 113.5 67.5 134.5 173.4 108.0 35.1 17.83

3 15/16 USTA5000-315 96050 5  1/2 10  1/2 11 11 3 9/16 51/64 4 15/16 2 15/16 6 7 19/32 4 1/2 1 23/64 54.5
427230 139.7 266.7 279.4 279.4 90.4 20.3 125.4 74.4 152.4 192.9 114.0 34.5 24.72

Type E Mounting Dimensions

2 3/16 USTAE5000-203 28087 3  1/16 6  3/4 7 6 7/8 2 1/2 51/64 3 1/8 1 55/64 3 1/4 4 37/64 3 3/64  7/8 11.3
124931 77.7 171.5 177.8 174.8 63.5 20.3 79.7 47.2 82.6 116.3 77.4 22.4 5.13

2 7/16 USTAE5000-207 44691 3 1/2 7 7 1/2 7 7/16 2 3/4 49/64 3 3/8 1 61/64 4 4 15/16 3 21/64 1 1/8 19.6
198786 88.9 177.8 190.5 189.0 69.9 19.3 85.7 49.6 101.6 125.2 84.5 28.4 8.89

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm Unit Wt. 
lb/kginch A B C D F G J K L N P T

1 15/16 USTA5000A-115 23520 3  1/4 6 6  1/2 6 3/8 2  7/16 51/64 3 1/2 2  5/16 3  3/16 3 33/64 3  1/2  7/8 12.6
104617 82.6 152.4 165.1 162.1 62.0 20.3 88.9 58.7 80.6 89.3 88.9 22.4 5.72

2  3/16 USTA5000A-203 28087 3  1/2 7 7  1/2 7  7/16 2  7/16 51/64 3 7/8 2 5/8 3  7/16 4 57/64 4 1 1/8 18.7
124931 88.9 177.8 190.5 189.0 62.0 20.3 98.4 66.5 87.4 124.2 101.6 28.4 8.48

2  7/16 USTA5000A-207 44691 4 8 8  1/2 8  5/16 2 11/16 51/64 4  5/16 2 7/8 3 63/64 5 53/64 4 17/64 1 1/8 28.9
198786 101.6 203.2 215.9 211.1 68.3 20.3 109.5 73.2 101.2 148.0 108.3 28.4 13.11

2 15/16 USTA5000A-215 47447 4 8 8  1/2 8  5/16 2 13/16 51/64 4  31/64 2 31/32 4 25/64 5 53/64 4 11/32 1 1/8 27.6
211044 101.6 203.2 215.9 211.1 71.4 20.3 113.9 75.4 111.5 148.0 110.3 28.4 12.52

3  7/16 USTA5000A-307 72640 4  1/2 9 9  1/2 9 5/8 3  3/16 51/64 5  35/64 3 47/64 5 15/32 6 53/64 5 21/64 1 3/8 41.3
323103 114.3 228.6 241.3 244.6 81.0 20.3 140.9 94.9 138.9 173.4 135.3 35.1 18.73

3 15/16 USTA5000A-315 96050 5  1/2 10  1/2 11 11 3  9/16 51/64 5 15/16 3 15/16 5 37/64 7 19/32 5  1/2 1 23/64 55.4
427230 139.7 266.7 279.4 279.4 90.4 20.3 150.8 99.8 141.7 192.9 139.7 34.5 25.13

Type E Mounting Dimensions

2  3/16 USTAE5000A-203 28087 3  3/8 6  3/4 7 6 7/8 2  1/2 51/64 3 7/8 2 5/8 3  7/16 4 37/64 3 13/16  7/8 15.7
124931 85.7 171.5 177.8 174.8 63.5 20.3 98.4 66.5 87.4 116.3 96.8 22.4 7.12

2  7/16 USTAE5000A-207 44691 3  1/2 7 7  1/2 7  7/16 2  3/4 49/64 4  5/16 2 7/8 3 63/64 4 15/16 4  17/64 1 1/8 20.6
198786 88.9 177.8 190.5 189.0 69.9 19.3 109.5 73.2 101.2 125.2 108.3 28.4 9.34

J 
P 

K 
T 

G
F

LN

A

C

D

90°
B

Note: One expansion unit is to be used in conjunction with one non-expansion unit for applications using an adapter lock unit.Failure to utilize one expansion and one non-expansion unit is likely to result in reduced bearing performance. 
Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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USF3B5000 Series Three-Bolt Flange Units - Collar Mount

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Spherical Roller

Housing: Cast Iron Three Bolt Flange

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B.C. D G H * J L M Bolt Size
inch

1 1/8 USF3B5000-102
20368
90597

5 1/4 
133.4

4 1/2 
114.3

2 1/4 
57.2

25/32
19.8

2 53/64
71.8

2 3/4 
69.9

2 49/64
70.2

3 15/16
100.0

 3/8 
6.9
3.13

1 3/16 USF3B5000-103

1 1/4 USF3B5000-104

1 7/16
1 1/2 

USF3B5000-107
USF3B5000-108

20368
90597

5 1/4 
133.4

5
127.0

2 1/4 
57.2

 13/16
20.6

2 53/64
71.8

2 3/4 
69.9

2 49/64
70.2

3 15/16
100.0

 1/2 
6.4
2.91

*For expansion bearings, this dimension can increase by the corresponding value in table VIII on page I-69.

Bearing Selection
Page H-3

Nomenclature Aid
Page H-6

Features & Benefits
Page H-7

Technical Engineering
Page I-47



® Performance Mounted Spherical Roller Bearings

H-31

M
td

. S
p

h
er

ic
al

 
B

ea
ri

n
g

s Rolling Elements: Spherical Roller

Housing: Insert Bearing

Self Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

K

J

.015 X 45°

H

LM

"DOUBLE COLLAR"

K

J

LM

H

.020 X 45°

USI5000 Unitized Spherical Roller Bearing Inserts - Collar Mount
Bore  

Diameter Part No.
Basic 

Dynamic Rating 
lb/N

Dimensions inch / mm
Unit Wt.

lb/kgH  J K L M (Nominal)
inch

1 1/8 USI5000-102

20368
90597

1 15/64
31.4

2 3/4 
69.9

1
25.4

2 49/64
70.2

3.1493
80.0

3.3
1.50

1 3/16 USI5000-103
1 1/4 USI5000-104
1 7/16 USI5000-107
1 1/2 USI5000-108

1 11/16 USI5000-111 22689 1 7/32 2 7/8 1 3/64 2 3/4 3.3462 3.0
1 3/4 USI5000-112 100921 31.0 73.0 26.6 69.9 85.0 1.36

1 15/16 USI5000-115 23520 1 17/64 2 7/8 1 1/16 3 3.5430 3.2
2 USI5000-200 104617 32.1 73.0 27.0 76.2 90.0 1.45

2 3/16 USI5000-203
28087 1 23/64 3 1/8 1 9/64 3 1/4 3.9367 3.9

124931 34.5 79.4 29.0 82.6 100.0 1.77
2 7/16 USI5000-207 44691 1 11/16 3 3/8 1 5/16 4 4.7241 7.3
2 1/2 USI5000-208 198786 42.9 85.7 33.3 101.6 120.0 3.32

2 11/16 USI5000-211
2 3/4 USI5000-212 47447 1 23/32 3 7/8 1 25/64 4 17/32 5.1178 9.9

2 15/16 USI5000-215 211044 43.7 98.4 35.3 115.1 130.0 4.50
3 USI5000-300

3 3/16 USI5000-303
72640
323103

2 1/8 
54.0

4 15/32
113.5

1 45/64
43.3

5 5/16
134.9

6.2987
160.0

17.8
8.09

3 7/16 USI5000-307
3 1/2 USI5000-308

3 11/16 USI5000-311
96050
427230

2 13/32
61.1

4 15/16
125.4

1 55/64
47.2

6
152.4

7.0861
180.0

15.8
7.18

3 15/16 USI5000-315
4 USI5000-400

4 7/16 USI5000-407 111537 2 11/16 6 3/4 3 3/8 6 1/2 7.8734 35.2
4 1/2 USI5000-408 496117 68.3 171.5 85.7 165.1 200.0 16.00

4 15/16 USI5000-415
158816 3 21/64 7 27/64 3 23/32 7 1/2 9.0545 55.4
706414 84.5 188.5 94.5 190.5 230.0 25.18

5 7/16 USI5000-507
196682 3 21/32 9 1/32 4 33/64 8 1/2 9.8419 72.7
874842 92.9 229.4 114.7 215.9 250.0 33.05

5 15/16 USI5000-515
196682 4 25/64 9 25/32 4 57/64 10 11.4166 117.2
874842 111.5 248.4 124.2 254.0 290.0 53.27

6 7/16
6 1/2 USI5000-608 334229 4 55/64 10 1/2 5 1/4 11 12.5976 162.5

6 15/16 USI5000-700 1486651 123.4 266.7 133.4 279.4 320.0 73.87
7 

Note: 1 1/8” - 4” bore sizes have a single lock collar. 
 4 7/16” - 7” bore sizes have a double lock collar.
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Rolling Elements: Spherical Roller

Housing: Insert Bearing

Self Alignment: +/- 2 Degrees

Lock: Adapter

Seal: Felt

Optional Seal: Double Lip Contact

Temperature: -20° to 220° F

USI5000A Unitized Spherical Roller Bearing Inserts - Adapter Mount

H

LM

.020  X 45°
K

J

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.

Basic Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kgH  J K L M (Nominal)
inch

1 1/8 USI5000A-102

20368
90597

1 15/64
31.4

3 11/32
84.9

1 
25.4

2 31/32
75.4

3.1493
80.0

3.3
1.50

1 3/16 USI5000A-103
1 1/4 USI5000A-104
1 7/16 USI5000A-107
1 1/2 USI5000A-108

1 11/16 USI5000A-111 22689 1 7/32 3 29/64 1 3/64 2 63/64 3.3462 3.5
1 3/4 USI5000A-112 100921 29.9 84.6 25.6 73.1 82.0 1.59

1 15/16 USI5000A-115 23520 1 17/64 3 1/2 1 1/16 3 11/64 3.5430 3.7
2 USI5000A-200 104617 32.1 88.9 27.0 80.6 90.0 1.68

2 3/16 USI5000A-203
28087 1 23/64 3 7/8 1 9/64 3 7/16 3.9367 4.6
124931 33.3 94.9 27.9 84.2 96.4 2.09

2 7/16 USI5000A-207 44691 1 11/16 4 5/16 1 5/16 3 63/64 4.7281 8.3
2 1/2 USI5000A-208 198786 42.9 109.5 33.3 101.2 120.0 3.77

2 11/16 USI5000A-211
2 3/4 USI5000A-212 47447 1 23/32 4 31/64 1 25/64 4 25/64 5.1178 10.0

2 15/16 USI5000A-215 211044 42.1 109.9 34.1 107.6 125.4 4.55
3 USI5000A-300

3 3/16 USI5000A-303
72640
323103

2 1/8 
54.0

5 35/64
140.9

1 45/64
43.3

5 15/32
138.9

6.2987
160.0

19.8
9.00

3 7/16 USI5000A-307
3 1/2 USI5000A-308

3 11/16 USI5000A-311
96050
427230

2 13/32
59.0

5 15/16
150.8

1 55/64
45.6

5 13/16
142.4

7.0861
173.6

24.4
11.09

3 15/16 USI5000A-315
4 USI5000A-400

4 7/16 USI5000A-407 111537 2 11/16 6 27/64 2 5/64 6 11/32 7.8734 28.7
4 1/2 USI5000A-408 496117 68.3 163.1 52.8 161.1 200.0 13.05

4 15/16 USI5000A-415 158816 3 21/64 7 1/8 2 27/64 7 13/64 9.0545 46.7
5 USI5000A-500 706414 81.5 174.6 59.3 176.5 221.8 21.23

5 7/16 USI5000A-507
196682 3 21/32 7 7/8 2 39/64 7 47/64 9.8419 57.7
874842 92.9 200.0 66.3 196.5 250.0 26.23

5 15/16 USI5000A-515
261346 4 25/64 8 11/16 3 1/64 8 1/2 11.1724 91.3
1162467 111.5 220.7 76.6 215.9 290.0 41.50

6 7/16 USI5000A-607
6 1/2 USI5000A-608 334229 4 55/64 9 45/64 3 5/16 9 11/16 12.5976 118.7

6 15/16 USI5000A-615 1486651 119.1 237.7 81.2 237.3 308.6 53.95
7 USI5000A-700

7 1/2 USI5000A-708
363818
1618262

5 15/64
133.0

10 9/16
268.3

3 19/32
91.3

11 7/64
282.2

14.1732
360.0

178.9
81.32

7 15/16 USI5000A-715
8 USI5000A-800
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I-3

Lock Type Size Range

Brand Image Series Housing Style Double Lock 
Collar

Single Lock 
Collar

Housing 
Material Standard Seal Seal Options Inch Metric Page

Sealmaster

RPB Two Bolt Pillow Block RPB-2 RPBA-2 Cast Iron Felt Contact, Nomex 1 3/16” - 3 1/2” 35 mm - 95 mm I-13, I-15

RPB Four Bolt Pillow Block RPB-4 RPBA-4 Cast Iron Felt Contact, Nomex 2 1/4” - 5” 60 mm - 125 mm I-14, I-16

ERPB Expansion Two Bolt Pillow Block ERPB-2 ERPBA-2 Cast Iron Felt Contact, Nomex 1 3/4” - 3 1/2” 45 mm - 95 mm I-17, I-19

ERPB Expansion Four Bolt Pillow Block ERPB-4 ERPBA-4 Cast Iron Felt Contact, Nomex 3 15/16” - 5” 100 mm - 125 mm I-18, I-20

DRPB Two Bolt Pillow Block DRPB-2 DRPBA-2 Cast Iron Felt Contact, Nomex 1 3/4” - 3 1/2” 45 mm - 95 mm I-21, I-23

DRPB Four Bolt Pillow Block DRPB-4 DRPBA-4 Cast Iron Felt Contact, Nomex 3 15/16” - 4” 100 mm - 105 mm I-22, I-24

EDPB Expansion Two Bolt Pillow Block N/A EDPBA-2 Cast Iron Felt Contact, Nomex 1 3/4” - 3 1/2” 100 mm - 105 mm I-25

EDPB Expansion Four Bolt Pillow Block N/A EDPBA-4 Cast Iron Felt Contact, Nomex 3 15/16” - 4” 100 mm - 105 mm I-26

RPBXT Four Bolt Pillow Block  
(SAF mounting dimensions) RPBXT-4 N/A Cast Iron Felt Contact, Nomex 2 1/4” - 5” 60 mm - 125 mm I-27

ERPBXT Expansion Four Bolt Pillow Block 
(SAF mounting dimensions) ERPBXT-4 N/A Cast Iron Felt Contact, Nomex 2 1/4” - 5” 60 mm - 125 mm I-28

SPB Two Bolt Pillow Block SPB-2 N/A Cast Steel Felt Contact, Nomex 1 1/2” - 3 1/2” 40 mm - 95 mm I-29

SPB Four Bolt Pillow Block SPB-4 N/A Cast Steel Felt Contact, Nomex 3 15/16” - 5” 100 mm - 125 mm I-30

Mounted Tapered Roller Selection Guide

® Mounted Tapered Roller Bearings

M
td

. T
a

p
e

re
d

 
B

e
a

ri
n

g
s



I-4

Lock Type Size Range

Brand Image Series Housing Style Double Lock 
Collar

Single Lock 
Collar

Housing 
Material Standard Seal Seal Options Inch Metric Page

Sealmaster

RPB Two Bolt Pillow Block RPB-2 RPBA-2 Cast Iron Felt Contact, Nomex 1 3/16” - 3 1/2” 35 mm - 95 mm I-13, I-15

RPB Four Bolt Pillow Block RPB-4 RPBA-4 Cast Iron Felt Contact, Nomex 2 1/4” - 5” 60 mm - 125 mm I-14, I-16

ERPB Expansion Two Bolt Pillow Block ERPB-2 ERPBA-2 Cast Iron Felt Contact, Nomex 1 3/4” - 3 1/2” 45 mm - 95 mm I-17, I-19

ERPB Expansion Four Bolt Pillow Block ERPB-4 ERPBA-4 Cast Iron Felt Contact, Nomex 3 15/16” - 5” 100 mm - 125 mm I-18, I-20

DRPB Two Bolt Pillow Block DRPB-2 DRPBA-2 Cast Iron Felt Contact, Nomex 1 3/4” - 3 1/2” 45 mm - 95 mm I-21, I-23

DRPB Four Bolt Pillow Block DRPB-4 DRPBA-4 Cast Iron Felt Contact, Nomex 3 15/16” - 4” 100 mm - 105 mm I-22, I-24

EDPB Expansion Two Bolt Pillow Block N/A EDPBA-2 Cast Iron Felt Contact, Nomex 1 3/4” - 3 1/2” 100 mm - 105 mm I-25

EDPB Expansion Four Bolt Pillow Block N/A EDPBA-4 Cast Iron Felt Contact, Nomex 3 15/16” - 4” 100 mm - 105 mm I-26

RPBXT Four Bolt Pillow Block  
(SAF mounting dimensions) RPBXT-4 N/A Cast Iron Felt Contact, Nomex 2 1/4” - 5” 60 mm - 125 mm I-27

ERPBXT Expansion Four Bolt Pillow Block 
(SAF mounting dimensions) ERPBXT-4 N/A Cast Iron Felt Contact, Nomex 2 1/4” - 5” 60 mm - 125 mm I-28

SPB Two Bolt Pillow Block SPB-2 N/A Cast Steel Felt Contact, Nomex 1 1/2” - 3 1/2” 40 mm - 95 mm I-29

SPB Four Bolt Pillow Block SPB-4 N/A Cast Steel Felt Contact, Nomex 3 15/16” - 5” 100 mm - 125 mm I-30

®Mounted Tapered Roller Bearings
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Mounted Tapered Roller Selection Guide

® Mounted Tapered Roller Bearings

Lock Type Size Range

Brand Image Series Housing Style Double Lock 
Collar

Single Lock 
Collar

Housing 
Material Standard Seal Seal Options Inch Metric Page

Sealmaster

RFB Four Bolt Flange RFB RFBA Cast Iron Felt Contact, Nomex 1 3/16” - 4” 35 mm - 105 mm I-31 to I-32

RFP Piloted Flange Cartridge RFP RFPA Cast Iron Felt Contact, Nomex 1 3/16” - 5” 35 mm - 125 mm I-33 to I-34

ERCI Expansion Cartridge Insert ERCI ERCIA N/A Felt Contact, Nomex 1 3/4” - 5” 45 mm - 125 mm I-35

RCI Roller Cartridge Insert RCI RCIA N/A Felt Contact, Nomex 1 3/16” - 5” 35 mm - 125 mm I-37

Browning

PBE920 Two Bolt Pillow Block PBE920 N/A Cast Iron Contact N/A 1 3/16” - 3 1/2” N/A I-42

PBE920F Four Bolt Pillow Block PBE920F N/A Cast Iron Contact N/A 2 1/4” - 5” N/A I-42

FBE920 Flange Block FBE920 N/A Cast Iron Contact N/A 1 3/16” - 4” N/A I-43

TUE920  Take Up TUE920  N/A Cast Iron Contact N/A 1 3/8” - 4 7/16” N/A I-44

T1000  Take Up Frame N/A N/A N/A N/A N/A 1 1/2” - 4 1/2” N/A I-45 to I-46
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®Mounted Tapered Roller Bearings

Lock Type Size Range

Brand Image Series Housing Style Double Lock 
Collar

Single Lock 
Collar

Housing 
Material Standard Seal Seal Options Inch Metric Page

Sealmaster

RFB Four Bolt Flange RFB RFBA Cast Iron Felt Contact, Nomex 1 3/16” - 4” 35 mm - 105 mm I-31 to I-32

RFP Piloted Flange Cartridge RFP RFPA Cast Iron Felt Contact, Nomex 1 3/16” - 5” 35 mm - 125 mm I-33 to I-34

ERCI Expansion Cartridge Insert ERCI ERCIA N/A Felt Contact, Nomex 1 3/4” - 5” 45 mm - 125 mm I-35

RCI Roller Cartridge Insert RCI RCIA N/A Felt Contact, Nomex 1 3/16” - 5” 35 mm - 125 mm I-37

Browning

PBE920 Two Bolt Pillow Block PBE920 N/A Cast Iron Contact N/A 1 3/16” - 3 1/2” N/A I-42

PBE920F Four Bolt Pillow Block PBE920F N/A Cast Iron Contact N/A 2 1/4” - 5” N/A I-42

FBE920 Flange Block FBE920 N/A Cast Iron Contact N/A 1 3/16” - 4” N/A I-43

TUE920  Take Up TUE920  N/A Cast Iron Contact N/A 1 3/8” - 4 7/16” N/A I-44

T1000  Take Up Frame N/A N/A N/A N/A N/A 1 1/2” - 4 1/2” N/A I-45 to I-46
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Rolling Elements: Tapered Roller

Housing: Cast Iron Two Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

Bearing Selection
Page I-3

Nomenclature Aid
Page I-8

Features & Benefits
Page I-9

Product Options
Page I-12

Technical Engineering
Page I-47

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

RPB Series Two-Bolt Base Pillow Blocks
Bore Diameter

Part No. Bearing  
Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D G H J K L Bolt 
Sizeinch mm Min. Max.

1 3/16 RPB-103-2 RCI-103 2975
13233

1 1/2 
38.1

6 1/4 
158.8

4 9/16
115.9

4 15/16
125.4

1 7/8 
47.6

 7/8 
22.2

3 1/8 
79.4

2 3/4 
69.9

1 3/8
34.9

2 1/4 
57.2

 1/2 
4.8
2.181 1/4 RPB-104-2 RCI-104

1 3/8 RPB-106-2 RCI-106
4760
21174

1 7/8 
47.6

7 1/4 
184.2

5 5/16
134.9

5 15/16
150.8

2 1/16
52.4

1 1/8 
28.6

3 13/16
96.8

3
76.2

1 1/2 
76.2

2 5/8 
66.7

 1/2 
7.7
3.5

35 RPB-35MM-2 RCI-35MM

1 7/16 RPB-107-2 RCI-107

1 1/2 RPB-108-2 RCI-108

6140
27312

2 1/8 
54.0

7 3/4 
196.9

5 9/16
141.3

6 7/16
163.5

2 5/16
58.7

1 1/4 
31.8

4 3/8 
111.1

3 3/8 
85.7

1 11/16
42.9

2 7/8 
73.0

 1/2 
10.9
4.94

40 RPB-40MM-2 RCI-40MM

1 5/8 RPB-110-2 RCI-110

1 11/16 RPB-111-2 RCI-111

1 3/4 RPB-112-2 RCI-112

8070
35897

2 1/4 
57.2

8 7/8 
225.4

6 5/16
160.3

7 3/16
182.6

2 7/16
61.9

1 1/4 
31.8

4 5/8 
117.5

3 1/2 
88.9

1 3/4 
44.5

3 1/4 
82.6

 5/8 
13.2
5.99

45 RPB-45MM-2 RCI-45MM

1 15/16 RPB-115-2 RCI-115

50 RPB-50MM-2 RCI-50MM

2 RPB-200-2 RCI-200

55 RPB-55MM-2 RCI-55MM 8570
38121

2 1/2 
63.5

9 5/8 
244.5

6 11/16
169.9

7 15/16
201.6

2 9/16
65.1

1 7/16
36.5

5 1/8 
130.2

3 3/4 
95.3

1 7/8 
47.6

3 5/8 
92.1

 5/8 
15.7
7.122 3/16 RPB-203-2 RCI-203

2 1/4 RPB-204-2 RCI-204

9030
40167

2 3/4 
69.9

10 3/8 
263.5

6 15/16
176.2

8 11/16
220.7

2 3/4 
69.9

1 5/8 
41.3

5 5/8 
142.9

4
101.6

2
50.8

3 15/16
100.0

 5/8 
20.7
9.39

60 RPB-60MM-2 RCI-60MM

2 7/16 RPB-207-2 RCI-207

2 1/2 RPB208-2 RCI-208

65 RPB-65MM-2 RCI-65MM

2 11/16 RPB-211-2 RCI-211

9630
42836

3 1/8 
79.4

11 3/4 
298.5

8 1/16
204.8

9 11/16
246.1

3
76.2

1 3/4 
44.5

6 3/8 
161.9

4 1/2 
114.3

2 1/4 
57.2

4 23/32
119.9

 3/4 
29.3
13.29

2 3/4 RPB-212-2 RCI-212

70 RPB-70MM-2 RCI-70MM

2 15/16 RPB-215-2 RCI-215

75 RPB-75MM-2 RCI-75MM

3 RPB-300-2 RCI-300

80 RPB-80MM-2 RCI-80MM

15320
65147

3 3/4 
95.3

13 3/4 
349.3

10 1/8 
257.2

11 1/4 
285.8

4 1/8 
104.8

2
52.4

7 3/4 
196.9

5
127.0

2 1/2 
63.5

5 7/16
138.1

 7/8 
56.0
25.40

3 3/16 RPB-303-2 RCI-303

3 1/4 RPB-304-2 RCI-304

85 RPB-85MM-2 RCI-85MM

3 7/16 RPB-307-2 RCI-307

3 1/2 RPB-308-2 RCI-308

90 RPB-90MM-2 RCI-90MM

95 RPB-95MM-2 RCI-95MM
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Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

RPB Series Four-Bolt Base Pillow Blocks

Bearing Selection
Page I-3

Nomenclature Aid
Page I-8

Features & Benefits
Page I-9

Product Options
Page I-12

Technical Engineering
Page I-47
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Bore Diameter
Part No. Bearing  

Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D E G H J K L Bolt 
Sizeinch mm Min. Max.

2 1/4 RPB-204-4 RCI-204

9030
40167

2 3/4 
69.9

10 3/8 
263.5

7 3/4 
196.9

8 3/4 
222.3

3 1/2 
88.9

1 7/8 
47.6

1 5/8 
41.3

5 5/8 
142.9

4
101.6

2
50.8

3 15/16
100.0

 5/8 
22.4
10.16

60 RPB-60MM-4 RCI-60MM

2 7/16 RPB-207-4 RCI-207

2 1/2 RPB-208-4 RCI-208

65 RPB-65MM-4 RCI-65MM

2 11/16 RPB-211-4 RCI-211

9630
42836

3 1/8 
79.4

11 3/4 
298.5

8 3/4 
222.3

10
254.0

3 3/4 
95.3

2 1/8 
54.0

1 3/4 
44.5

6 3/8 
161.9

4 1/2 
114.3

2 1/4 
57.2

4 23/32
119.9

 5/8 
31.5
14.29

2 3/4 RPB-212-4 RCI-212

70 RPB-70MM-4 RCI-70MM

2 15/16 RPB-215-4 RCI-215

75 RPB-75MM-4 RCI-75MM

3 RPB-300-4 RCI-300

80 RPB-80MM-4 RCI-80MM

15320
68147

3 3/4 
95.3

13 3/4 
349.3

10 9/16
268.3

11 1/2 
292.1

4 1/2 
114.3

2 3/8 
60.3

2 1/16
52.4

7 3/4 
196.9

5
127.0

2 1/2 
63.5

5 7/16
138.1

 3/4 
59.6
27.03

3 3/16 RPB-303-4 RCI-303

3 1/4 RPB-304-4 RPB-304

85 RPB-85MM-4 RCI-85MM

3 7/16 RPB-307-4 RCI-307

3 1/2 RPB-308-4 RCI-308

90 RPB-90MM-4 RCI-90MM

95 RPB-95MM-4 RCI-95MM

3 15/16 RPB-315-4 RCI-315

20980
93324

4 1/4 
108.0

15 1/4 
387.4

11
279.4

13
330.2

4 1/2 
114.3

2 1/4 
57.2

2 7/16
61.9

8 5/8 
219.1

6 1/4 
158.8

3 1/8 
79.4

5 15/16
150.8

 3/4 
76.9
34.88

100 RPB-100MM-4 RCI-100MM

4 RPB-400-4 RCI-400

105 RPB-105MM-4 RCI-105MM

110 RPB-110MM-4 RCI-110MM

25750
114542

4 3/4 
120.7

16 1/2 
419.1

11 3/4 
298.5

13 7/8 
352.4

4 5/8 
117.5

2 1/2 
63.5

2 3/4 
69.9

9 5/8 
244.5

6 3/4 
171.5

3 3/8 
85.7

6 13/32
162.7

 3/4 
95.6
43.36

4 7/16 RPB-407-4 RCI-407

4 1/2 RPB-408-4 RCI-408

115 RPB-115MM-4 RCI-115MM

120 RPB-120MM-4 RCI-120MM

35520
158001

5 1/2 
139.7

18 1/2 
469.9

13 1/2 
342.9

15 7/8 
403.2

5 1/8 
130.2

2 3/4 
69.9

3 1/8 
79.4

11
279.4

7 1/4 
184.2

3 5/8 
92.1

7 13/32
188.1

 7/8 
143.6
65.14

125 RPB-125MM-4 RCI-125MM

4 15/16 RPB-415-4 RCI-415

5 RPB-500-4 RCI-500
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RPBA Series Two-Bolt Base Pillow Blocks - Single Lock Collar
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Rolling Elements: Tapered Roller

Housing: Cast Iron Two Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore Diameter
Part No. Bearing  

Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D G H J K L Bolt 
Sizeinch mm Min. Max.

1 3/16 RPBA-103-2 RCIA-103 2975 1 1/2 6 1/4 4 9/16 4 15/16 1 7/8  7/8 3 1/8 2 3/8 1 3/8 2 1/4 
 1/2 

4.8

1 1/4 RPBA-104-2 RCIA-104 13233 38.1 158.8 115.9 125.4 47.6 22.2 79.4 60.3 34.9 57.2 2.18

1 3/8 RPBA-106-2 RCIA-106
4760
21174

1 7/8 
47.6

7 1/4 
184.2

5 5/16
134.9

5 15/16
150.8

2 1/16
52.4

1 1/8 
28.6

3 13/16
96.8

2 17/32
64.3

1 1/2 
38.1

2 5/8 
66.7

 1/2 
7.7
3.49

35 RPBA-35MM-2 RCI-35MM

1 7/16 RPBA-107-2 RCIA-107

1 1/2 RPBA-108-2 RCIA-108

6140
27312

2 1/8 
54.0

7 3/4 
196.9

5 9/16
141.3

6 7/16
163.5

2 5/16
58.7

1 1/4 
31.8

4 3/8 
111.1

2 27/32
72.2

1 11/16
42.9

2 7/8 
73.0

 1/2 
10.9
4.94

40 RPBA-40MM-2 RCI-40MM

1 5/8 RPBA-110-2 RCIA-110

1 11/16 RPBA-111-2 RCIA-111

1 3/4 RPBA-112-2 RCIA-112

8070
35897

2 1/4 
57.2

8 7/8 
225.4

6 5/16
160.3

7 3/16
182.6

2 7/16
61.9

1 1/4 
31.8

4 5/8 
117.5

2 61/64
75.0

1 3/4 
44.5

3 1/4 
82.6

 5/8 
13.2
5.99

45 RPBA-45MM-2 RCI-45MM

1 15/16 RPBA-115-2 RCIA-115

50 RPBA-50MM-2 RCI-50MM

2 RPBA-200-2 RCIA-200

55 RPBA-55MM-2 RCI-55MM 8570 2 1/2 9 5/8 6 11/16 7 15/16 2 9/16 1 7/16 5 1/8 3 1/8 1 7/8 3 5/8 
 5/8 

15.7

2 3/16 RPBA-203-2 RCIA-203 38121 63.5 244.5 169.9 201.6 65.1 36.5 130.2 79.4 47.6 92.1 7.12

2 1/4 RPBA-204-2 RCIA-204

9030
40167

2 3/4 
69.9

10 3/8 
263.5

6 15/16
176.2

8 11/16
220.7

2 3/4 
69.9

1 5/8 
41.3

5 5/8 
142.9

3 5/16
84.1

2 
50.8

3 15/16
100.0

 5/8 
20.7
9.39

60 RPBA-60MM-2 RCI-60MM

2 7/16 RPBA-207-2 RCIA-207

2 1/2 RPBA-208-2 RCIA-208

65 RPBA-65MM-2 RCI-65MM

2 11/16 RPBA-211-2 RCIA-211

9630
42836

3 1/8 
79.4

11 3/4 
298.5

8 1/16
204.8

9 11/16
246.1

3 
76.2

1 3/4 
44.5

6 3/8 
161.9

3 11/16
93.7

2 1/4 
57.2

4 23/32
119.9

 3/4 
29.3
13.29

2 3/4 RPBA-212-2 RCIA-212

70 RPBA-70MM-2 RCI-70MM

2 15/16 RPBA-215-2 RCIA-215

75 RPBA-75MM-2 RCI-75MM

3 RPBA-300-2 RCIA-300

80 RPBA-80MM-2 RCI-80MM

15320
68147

3 3/4 
95.3

13 3/4 
349.3

10 1/8 
257.2

11 1/4 
285.8

4 1/8 
104.8

2
50.8

7 3/4 
196.9

4 3/16
106.4

2 1/2 
63.5

5 7/16
138.1

 7/8 
56

25.40

3 3/16 RPBA-303-2 RCIA-303

3 1/4 RPBA-304-2 RCIA-304

85 RPBA-85MM-2 RCI-85MM

3 7/16 RPBA-307-2 RCIA-307

3 1/2 RPBA-308-2 RCIA-308

90 RPBA-90MM-2 RCI-90MM

95 RPBA-95MM-2 RCI-95MM

Bearing Selection
Page I-3

Nomenclature Aid
Page I-8

Features & Benefits
Page I-9

Product Options
Page I-12

Technical Engineering
Page I-47
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Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

RPBA Series Four-Bolt Base Pillow Blocks
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D
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H
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B

30°

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D E G H J K L Bolt 
Sizeinch mm Min. Max.

2 1/4 RPBA-204-4  RCIA-204

9030
40167

2 3/4 
69.9

10 3/8 
263.5

7 3/4 
196.9

8 3/4 
222.3

3 1/2 
88.9

1 7/8 
47.6

1 5/8 
41.3

5 5/8 
142.9

3 5/16
84.1

2 
50.8

3 15/16
100.0

 5/8 
22.4
10.16

60 RPBA-60MM-4 RCI-60MM

2 7/16 RPBA-207-4  RCIA-207

2 1/2 RPBA-208-4  RCIA-208

65 RPBA-65MM-4 RCI-65MM

2 11/16 RPBA-211-4  RCIA-211

9630
42836

3 1/8 
79.4

11 3/4 
298.5

8 3/4 
222.3

10 
254.0

3 3/4 
95.3

2 1/8 
54.0

1 3/4 
44.5

6 3/8 
161.9

3 11/16
93.7

2 1/2 
63.5

4 23/32
119.9

 5/8 
31.5
14.29

2 3/4 RPBA-212-4 RCIA-212

70 RPBA-70MM-4 RCI-70MM

2 15/16 RPBA-215-4 RCIA-215

75 RPBA-75MM-4 RCI-75MM

3 RPBA-300-4  RCIA-300

80 RPBA-80MM-4 RCI-80MM

15320
68147

3 3/4 
95.3

13 3/4 
349.3

10 9/16
268.3

11 1/2 
292.1

4 1/2 
114.3

2 3/8 
60.3

2 1/16
52.4

7 3/4 
196.9

4 3/16
106.4

2 1/2 
63.5

5 7/16
138.1

 3/4 
59.8
27.12

3 3/16 RPBA-303-4 RCIA-303

3 1/4 RPBA-304-4 RCIA-304

85 RPBA-85MM-4 RCI-85MM

3 7/16 RPBA-307-4 RCIA-307

3 1/2 RPBA-308-4 RCIA-308

90 RPBA-90MM-4 RCI-90MM

95 RPBA-95MM-4 RCI-95MM

3 15/16 RPBA-315-4 RCIA-315

20980
93324

4 1/4 
108.0

15 1/4 
387.4

11 
279.4

13 
330.2

4 1/2 
114.3

2 1/4 
57.2

2 7/16
61.9

8 5/8 
219.1

5 1/4 
133.4

3 1/8 
79.4

5 15/16
150.8

 3/4 
76.9
34.88

100 RPBA-100MM-4 RCI-100MM

4 RPBA-400-4 RCIA-400

105 RPBA-105MM-4 RCI-105MM

110 RPBA-110MM-4 RCI-110MM

25750
114542

4 3/4 
120.7

16 1/2 
419.1

11 3/4 
298.5

13 7/8 
352.4

4 5/8 
117.5

2 1/2 
63.5

2 7/8 
73.0

9 5/8 
244.5

5 1/2 
139.7

3 3/8 
85.7

6 13/32
162.7

 3/4 
95.6
43.36

4 7/16 RPBA-407-4 RCIA-407

4 1/2 RPBA-408-4 RCIA-408

115 RPBA-115MM-4 RCI-115MM

120 RPBA-120MM-4 RCI-120MM

35520
158001

5 1/2 
139.7

18 1/2 
469.9

13 1/2 
342.9

15 7/8 
403.2

5 1/8 
130.2

2 3/4 
69.9

3 1/8 
79.4

11 
279.4

6 13/64
157.6

3 5/8 
92.1

7 13/32
188.1

 7/8 
143.6
65.14

125 RPBA-125MM-4 RCI-125MM

4 15/16 RPBA-415-4 RCIA-415

5 RPBA-500-4 RCIA-500
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Rolling Elements: Tapered Roller

Housing: Cast Iron Two Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

B

A

H

D

J

G

K

L

30°

C

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

ERPB Expansion Series Two-Bolt Base Pillow Blocks
Bore 

Diameter Part No. Bearing 
Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D G H J K L Bolt 
Size

Total 
Expansioninch mm Min. Max.

1 3/4 ERPB-112-2 ERCI-112

8070
35897

2 1/4 
57.2

8 7/8 
225.4

6 5/16
160.3

7 3/16
182.6

2 57/64
73.4

1 1/4 
31.8

4 7/8 
123.8

3 1/2 
88.9

1 3/4 
44.5

3 1/4 
82.6

 5/8 
 3/16
4.8

14.9
6.76

45 ERPB-45MM-2 ERCI-45MM

1 15/16 ERPB-115-2 ERCI-115

50 ERPB-50MM-2 ERCI-50MM

2 ERPB-200-2 ERCI-200

55 ERPB-55MM-2 ERCI-55MM 8570 2 1/2 9 5/8 6 11/16 7 15/16 3 1/32 1 7/16 5 5/16 3 3/4 1 7/8 3 5/8 
 5/8 

 3/16 17.8

2 3/16 ERPB-203-2 ERCI-203 38121 63.5 244.5 169.9 201.6 77.0 36.5 134.9 95.3 47.6 92.1 4.8 8.07

2 1/4 ERPB-204-2 ERCI-204

9030
40167

2 3/4 
69.9

10 3/8 
263.5

6 15/16
176.2

8 11/16
220.7

3 13/32
86.5

1 5/8 
41.3

5 3/4 
146.1

4 
101.6

2 
50.8

3 15/16
100.0

 5/8 
 1/4 
6.4

23.0
10.43

60 ERPB-60MM-2 ERCI-60MM

2 7/16 ERPB-207-2 ERCI-207

2 1/2 ERPB-208-2 ERCI-208

65 ERPB-65MM-2 ERCI-65MM

2 11/16 ERPB-211-2 ERCI-211

9630
42836

3 1/8 
79.4

11 3/4 
298.5

8 1/16
204.8

9 11/16
246.1

3 31/64
88.5

1 3/4 
44.5

6 9/16
166.7

4 33/64
114.7

2 1/4
57.3

4 23/32
119.9

 3/4 
 5/16
7.9

32.0
14.51

2 3/4 ERPB-212-2 ERCI-212

70 ERPB-70MM-2 ERCI-70MM

2 15/16 ERPB-215-2 ERCI-215

75 ERPB-75MM-2 ERCI-75MM

3 ERPB-300-2 ERCI-300

80 ERPB-80MM-2 ERCI-80MM

15320
68147

3 3/4 
95.3

13 3/4 
349.3

10 1/8 
257.2

11 1/4 
285.8

4 33/64
114.7

2 1/16
52.4

7 15/16
201.6

5 
127.0

2 1/2 
63.5

5 7/16
138.1

 7/8 
 5/16
7.9

64.0
29.03

3 3/16 ERPB-303-2 ERCI-303

3 1/4 ERPB-304-2 ERCI-304

85 ERPB-85MM-2 ERCI-85MM

3 7/16 ERPB-307-2 ERCI-307

3 1/2 ERPB-308-2 ERCI-308

90 ERPB-90MM-2 ERCI-90MM

95 ERPB-95MM-2 ERCI-95MM
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Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

ERPB Expansion Series Four-Bolt Base Pillow Blocks

B

A

H

D

J

G

K

L

30°

C E

Bore  
Diameter Part No. Bearing Insert  

No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D E G H J K L Bolt 
Size

Total 
Expansioninch mm Min. Max.

3 15/16 ERPB-315-4 ERCI-315

20980
93324

4 1/4 
108.0

15 1/4 
387.4

11 
279.4

13 
330.2

5 5/32
131.0

2 1/4 
57.2

2 7/16
61.9

8 7/8 
225.4

6 1/4 
158.8

3 1/8 
79.4

5 15/16
150.8

 3/4 
 3/8 
9.5

90.0
40.82

100 ERPB-100MM-4 ERCI-100MM

4 ERPB-400-4 ERCI-400

105 ERPB-105MM-4 ERCI-105MM

110 ERPB-110MM-4 ERCI-110MM

25750
114542

4 3/4 
120.7

16 1/2 
419.1

11 3/4 
298.5

13 7/8 
352.4

5 3/8 
136.5

2 1/2 
63.5

2 3/4 
69.9

9 7/8 
250.8

6 3/4 
171.5

3 3/8 
85.7

6 13/32
162.7

 3/4 
 3/8 
9.5

110.6
50.2

4 7/16 ERPB-407-4 ERCI-407

4 1/2 ERPB-408-4 ERCI-408

115 ERPB-115MM-4 ERCI-115MM

120 ERPB-120MM-4 ERCI-120MM

35520
158001

5 1/2 
139.7

18 1/2 
469.9

13 1/2 
342.9

15 7/8 
403.2

6 5/64
154.4

2 3/4 
69.9

3 1/8 
79.4

11 5/16
287.3

7 1/4 
184.2

3 5/8 
92.1

7 13/32
188.1

 7/8 
 3/8 
9.5

161.0
73.03

125 ERPB-125MM-4 ERCI-125MM

4 15/16 ERPB-415-4 ERCI-415

5 ERPB-500-4 ERCI-500

Bearing Selection
Page I-3

Nomenclature Aid
Page I-8

Features & Benefits
Page I-9

Product Options
Page I-12

Technical Engineering
Page I-47



® RPB Bearings

I-19

M
td

. T
a

p
e

re
d

 
B

e
a

ri
n

g
s

Rolling Elements: Tapered Roller

Housing: Cast Iron Two Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

ERPBA Expansion Series Two-Bolt Base Pillow Blocks
Bore Diameter

Part No. Bearing 
Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D G H J K L Bolt 
Size

Total 
Expansioninch mm Min. Max.

1 3/4 ERPBA-112-2 ERCIA-112

8070
35897

2 1/4 
57.2

8 7/8 
225.4

6 5/16
160.3

7 3/16
182.6

2 57/64
73.4

1 1/4 
31.8

4 7/8 
123.8

2 61/64 
75.0

1 13/64 
30.6

3 1/4 
82.6

 5/8 
 3/16
4.8

14.9
6.76

45 ERPBA-45MM-2 ERCI-45MM

1 15/16 ERPBA-115-2 ERCIA-115

50 ERPBA-50MM-2 ERCI-50MM

2 ERPBA-200-2 ERCIA-200

55 ERPBA-55MM-2 ERCI-55MM 8570 2 1/2 9 5/8 6 11/16 7 15/16 3 1/32 1 7/16 5 5/16 3 1/8 1 1/4 3 5/8 
 5/8 

 3/16 17.8

2 3/16 ERPBA-203-2 ERCIA-203 38121 63.5 244.5 169.9 201.6 77.0 36.5 134.9 79.4 31.8 92.1 4.8 8.07

2 1/4 ERPBA-204-2 ERCIA-204

9030
40167

2 3/4 
69.9

10 3/8 
263.5

6 15/16
176.2

8 11/16
220.7

3 13/32
86.5

1 5/8 
41.3

5 3/4 
146.1

3 5/16 
84.1

1 5/16
33.3

3 15/16
100.0

 5/8 
 1/4 
6.4

23.0
10.43

60 ERPBA-60MM-2 ERCI-60MM

2 7/16 ERPBA-207-2 ERCIA-207

2 1/2 ERPBA-208-2 ERCIA-208

65 ERPBA-65MM-2 ERCI-65MM

2 11/16 ERPBA-211-2 ERCIA-211

9630
42836

3 1/8 
79.4

11 3/4 
298.5

8 1/16
204.8

9 11/16
246.1

3 31/64
88.5

1 3/4 
44.5

6 9/16
166.7

3 11/16
93.7

1 7/16
36.5

4 23/32
119.9

 3/4 
 5/16
7.9

32.0
14.51

2 3/4 ERPBA-212-2 ERCIA-212

70 ERPBA-70MM-2 ERCI-70MM

2 15/16 ERPBA-215-2 ERCIA-215

75 ERPBA-75MM-2 ERCI-75MM

3 ERPBA-300-2 ERCIA-300

80 ERPBA-80MM-2 ERCI-80MM

15320
68147

3 3/4 
95.3

13 3/4 
349.3

10 1/8 
257.2

11 1/4 
285.8

4 33/64
114.7

2 1/16
52.4

7 15/16
201.6

4 3/16 
106.4

1 57/64 
48.0

5 7/16
138.1

 7/8 
 5/16
7.9

64.0
29.03

3 3/16 ERPBA-303-2 ERCIA-303

3 1/4 ERPBA-304-2 ERCIA-304

85 ERPBA-85MM-2 ERCI-85MM

3 7/16 ERPBA-307-2 ERCIA-307

3 1/2 ERPBA-308-2 ERCIA-308

90 ERPBA-90MM-2 ERCI-90MM

95 ERPBA-95MM-2 ERCI-95MM

30°

C
B

G
A

H

J
K

L

D
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Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

ERPBA Expansion Series Four-Bolt Base Pillow Blocks
Bore Diameter

Part No. Bearing Insert 
No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D E G H J K L Bolt 
Size

Total 
Expansioninch mm Min. Max.

3 15/16 ERPBA-315-4 ERCIA-315

20980
93324

4 1/4 
108.0

15 1/4 
387.4

11 
279.4

13 
330.2

5 5/32
131.0

2 1/4 
57.2

2 7/16
61.9

8 7/8 
225.4

5 1/4 
133.4

2 1/8 
54.0

5 15/16
150.8

 3/4 
 3/8 
9.5

90.0
40.82

100 ERPBA-100MM-4 ERCI-100MM

4 ERPBA-400-4 ERCIA-400

105 ERPBA-105MM-4 ERCI-105MM

110 ERPBA-110MM-4 ERCI-110MM

25750
114542

4 3/4 
120.7

16 1/2 
419.1

11 3/4 
298.5

13 7/8 
352.4

5 3/8 
136.5

2 1/2 
63.5

2 3/4 
69.9

9 7/8 
250.8

5 1/2 
139.7

3 3/8 
85.7

6 13/32
162.7

 3/4 
 3/8 
9.5

110.6
50.2

4 7/16 ERPBA-407-4 ERCIA-407

4 1/2 ERPBA-408-4 ERCIA-408

115 ERPBA-115MM-4 ERCI-115MM

120 ERPBA-120MM-4 ERCI-120MM

35520
158001

5 1/2 
139.7

18 1/2 
469.9

13 1/2 
342.9

15 7/8 
403.2

6 5/64
154.4

2 3/4 
69.9

3 1/8 
79.4

11 5/16
287.3

6 13/64 
157.6

2 37/64 
90.9

7 13/32
188.1

 7/8 
 3/8 
9.5

161.0
73.03

125 ERPBA-125MM-4 ERCI-125MM

4 15/16 ERPBA-415-4 ERCIA-415

5 ERPBA-500-4 ERCIA-500

C
B

G
A

H

30°

L

J
K

E
D
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Rolling Elements: Tapered Roller

Housing: Cast Iron Two Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

J

A

D

H

K

G

L

C
B

30°

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

DRPB Series Two-Bolt Base Pillow Blocks
Bore  

Diameter Part No. Bearing  
Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D G H J K L Bolt 
Sizeinch mm Min. Max.

1 3/4 DRPB-112-2 RCI-112

8070
35897

2 7/8 
73.0

10 
254.0

6 3/4 
171.5

8 1/2 
215.9

2 9/16
65.1

1 1/2 
38.1

5 1/4 
133.4

3 1/2 
88.9

1 3/4 
44.5

3 1/4 
82.6

 5/8 
17.5
7.94

45 DRPB-45MM-2 RCI-45MM

1 15/16 DRPB-115-2 RCI-115

50 DRPB-50MM-2 RCI-50MM

2 DRPB-200-2 RCI-200

55 DRPB-55MM-2 RCI-55MM 8570
38121

3 
76.2

11 
279.4

7 3/4 
196.9

9 1/4 
235.0

2 9/16
65.1

1 9/16
39.7

5 5/8 
142.9

3 3/4 
95.3

1 7/8 
47.6

3 5/8 
92.1

 5/8 
19.7
8.942 3/16 DRPB-203-2 RCI-203

2 1/4 DRPB-204-2 RCI-204

9030
40167

3 1/4 
82.6

12 
304.8

8 1/2 
215.9

10 3/8 
263.5

2 7/8 
73.0

1 3/4 
44.5

6 1/8 
155.6

4 
101.6

2 
50.8

3 15/16
100.0

 5/8 
25.5
11.57

60 DRPB-60MM-2 RCI-60MM

2 7/16 DRPB-207-2 RCI-207

2 1/2 DRPB-208-2 RCI-208

65 DRPB-65MM-2 RCI-65MM

2 11/16 DRPB-211-2 RCI-211

9630
42836

3 3/4 
95.3

13 1/2 
342.9

9 5/16
236.5

11 9/16
293.7

3 1/8 
79.4

2 
50.8

7 
177.8

4 1/2 
114.3

2 1/4 
57.2

4 23/32
119.9

 3/4 
35.2
15.97

2 3/4 DRPB-212-2 RCI-212

70 DRPB-70MM-2 RCI-70MM

2 15/16 DRPB-215-2 RCI-215

75 DRPB-75MM-2 RCI-75MM

3 DRPB-300-2 RCI-300

80 DRPB-80MM-2 RCI-80MM

15320
68147

4 1/2 
114.3

16 
406.4

10 7/8 
276.2

13 7/8 
352.4

4 3/8 
111.1

2 1/4 
57.2

8 1/2 
215.9

5 
127.0

2 1/2 
63.5

5 7/16
138.1

 7/8 
67.8
30.75

3 3/16 DRPB-303-2 RCI-303

3 1/4 DRPB-304-2 RCI-304

85 DRPB-85MM-2 RCI-85MM

3 7/16 DRPB-307-2 RCI-307

3 1/2 DRPB-308-2 RCI-308

90 DRPB-90MM-2 RCI-90MM

95 DRPB-95MM-2 RCI-95MM
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DRPB Series Four-Bolt Base Pillow Blocks

J
K

L

E
D

G
A

H

C
B

30°

Bore  
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D E G H J K L Bolt 
Sizeinch mm Min. Max.

3 15/16 DRPB-315-4 RCI-315 

20980
93324

5
127.0

17 1/2 
444.5

12
304.8

15
381.0

4 43/64
118.7

2
50.8

2 3/4 
69.9

9 3/8 
238.1

6 1/4 
158.8

3 1/8 
79.4

5 15/16
150.8

 3/4 
93.0
42.18

100 DRPB-100MM-4 RCI-100MM

4 DRPB-400-4  RCI-400

105 DRPB-105MM-4 RCI-105MM

Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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J

A

D

H

K

G

L

C
B

30°

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

DRPBA Series Two-Bolt Base Pillow Blocks - Single Lock Collar
Bore Diameter

Part No. Bearing 
Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D G H J K L Bolt 
Sizeinch mm Min. Max.

1 3/4 DRPBA-112-2 RCIA-112

8070
35897

2 7/8 
73.0

10 
254.0

6 3/4 
171.5

8 1/2 
215.9

2 9/16
65.1

1 1/2 
38.1

5 1/4 
133.4

2 61/64
75.0

1 3/4 
44.5

3 1/4 
82.6

 5/8 
17.5
7.94

45 DRPBA-45MM-2 RCI-45MM

1 15/16 DRPBA-115-2 RCIA-115

50 DRPBA-50MM-2 RCI-50MM

2 DRPBA-200-2 RCIA-200

55 DRPBA-55MM-2 RCI-55MM 8570 3 
76.2

11 
279.4

7 3/4 
196.9

9 1/4 
235.0

2 9/16
65.1

1 9/16
39.7

5 5/8 
142.9

3 1/8 
79.4

1 7/8 
47.6

3 5/8 
92.1

 5/8
19.7
8.942 3/16 DRPBA-203-2 RCIA-203 38121

2 1/4 DRPBA-204-2 RCIA-204

9030
40167

3 1/4 
82.6

12 
304.8

8 1/2 
215.9

10 3/8 
263.5

2 7/8 
73.0

1 3/4 
44.5

6 1/8 
155.6

3 5/16
84.1

2 
50.8

3 15/16
100.0

 5/8 
25.5
11.57

60 DRPBA-60MM-2 RCI-60MM

2 7/16 DRPBA-207-2 RCIA-207

2 1/2 DRPBA-208-2 RCIA-208

65 DRPBA-65MM-2 RCI-65MM

2 11/16 DRPBA-211-2 RCIA-211

9630
42836

3 3/4 
95.3

13 1/2 
342.9

9 5/16
236.5

11 9/16
293.7

3 1/8 
79.4

2 
50.8

7 
177.8

3 11/16
93.7

2 1/4 
57.2

4 23/32
119.9

 3/4 
35.2
15.97

2 3/4 DRPBA-212-2 RCIA-212

70 DRPBA-70MM-2 RCI-70MM

2 15/16 DRPBA-215-2 RCIA-215

75 DRPBA-75MM-2 RCI-75MM

3 DRPBA-300-2 RCIA-300

80 DRPBA-80MM-2 RCI-80MM

15320
68147

4 1/2 
114.3

16 
406.4

10 7/8 
276.2

13 7/8 
352.4

4 3/8 
111.1

2 1/4 
57.2

8 1/2 
215.9

4 3/16
106.4

2 1/2 
63.5

5 7/16
138.1

 7/8 
67.8
30.75

3 3/16 DRPBA-303-2 RCIA-303

3 1/4 DRPBA-304-2 RCIA-304

85 DRPBA-85MM-2 RCI-85MM

3 7/16 DRPBA-307-2 RCIA-307

3 1/2 DRPBA-308-2 RCIA-308

90 DRPBA-90MM-2 RCI-90MM

95 DRPBA-95MM-2 RCI-95MM

Rolling Elements: Tapered Roller

Housing: Cast Iron Two Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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DRPBA Series Four-Bolt Base Pillow Blocks - Single Lock Collar

LH

B

A
G

D
C

30°

E

K
J

Bore Diameter
Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D E G H J K L Bolt 
Sizeinch mm Min. Max.

3 15/16 DRPBA-315-4  RCIA-315

20980
93324

5 
127.0

17 1/2 
444.5

12 
304.8

15 
381.0

4 43/64
118.7

2 
50.8

2 3/4 
69.9

9 3/8 
238.1

5 1/4 
133.4

3 1/8 
79.4

5 15/16
150.8

 3/4 
93.0
42.2

100 DRPBA-100MM-4 RCI-100MM

4 DRPBA-400-4 RCIA-400

105 DRPBA-105MM-4 RCI-105MM

Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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30°

H

A
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J

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

EDPBA Expansion Series Two-Bolt Base Pillow Blocks - Single Lock Collar
Bore Diameter

Part No. Bearing 
Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D G H J K L Bolt 
Size

Total 
Expansioninch mm Min. Max.

1 3/4 EDPBA-112-2  ERCIA-112

8070
35897

2 7/8 
73.0

10 
254.0

6 3/4 
171.5

8 1/2 
215.9

2 29/32
73.8

1 1/2 
38.1

5 1/2 
139.7

2 61/64
75.0

1 3/4
44.5

3 1/4 
82.6

 5/8 
 3/16
4.8

19.2
8.72

45 EDPBA-45MM-2 ERCI-45MM

1 15/16 EDPBA-115-2  ERCIA-115

50 EDPBA-50MM-2 ERCI-50MM

2 EDPBA-200-2  ERCIA-200

55 EDPBA-55MM-2 ERCI-55MM 8570
38121

3 
76.2

11 
279.4

7 3/4 
196.9

9 1/4 
235.0

3 1/32
77.0

1 9/16
39.7

5 13/16
147.6

3 1/8 
79.4

1 7/8 
47.6

3 5/8 
92.1

 5/8 
 3/16
4.8

21.8
9.892 3/16 EDPBA-203-2  ERCIA-203

2 1/4 EDPBA-204-2  ERCIA-204

9030
40167

3 1/4 
82.6

12 
304.8

8 1/2 
215.9

10 3/8 
263.5

3 7/16
87.3

1 3/4 
44.5

6 1/4 
158.8

3 5/16
84.1

2 
50.8

3 15/16
100.0

 5/8 
 1/4 
6.4

27.8
12.61

60 EDPBA-60MM-2 ERCI-60MM

2 7/16 EDPBA-207-2 ERCIA-207

2 1/2 EDPBA-208-2 ERCIA-208

65 EDPBA-65MM-2 ERCI-65MM

2 11/16 EDPBA-211-2 ERCIA-211

9630
42836

3 3/4 
95.3

13 1/2 
342.9

9 5/16
236.5

11 9/16
293.7

3 1/2 
88.9

2 
50.8

7 3/16
182.6

3 11/16
93.7

2 1/4 
57.2

4 23/32
119.9

 3/4 
 5/16
7.9

38.0
17.24

2 3/4 EDPBA-212-2 ERCIA-212

70 EDPBA-70MM-2 ERCI-70MM

2 15/16 EDPBA-215-2 ERCIA-215

75 EDPBA-75MM-2 ERCI-75MM

3 EDPBA-300-2 ERCIA-300

80 EDPBA-80MM-2 ERCI-80MM

15320
68147

4 1/2 
114.3

16 
406.4

10 7/8 
276.2

13 7/8 
352.4

4 1/2 
114.3

2 1/4 
57.2

8 11/16
220.7

4 3/16
106.4

2 1/2 
63.5

5 7/16
138.1

 7/8 
 5/16
7.9

75.8
34.38

3 3/16 EDPBA-303-2 ERCIA-303

3 1/4 EDPBA-304-2 ERCIA-304

85 EDPBA-85MM-2 ERCI-85MM

3 7/16 EDPBA-307-2 ERCIA-307

3 1/2 EDPBA-308-2 ERCIA-308

90 EDPBA-90MM-2 ERCI-90MM

95 EDPBA-95MM-2 ERCI-95MM

Rolling Elements: Tapered Roller

Housing: Cast Iron Two Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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EDPBA Expansion Series Four-Bolt Base Pillow Blocks - Single Lock Collar

30°

H

A

B

G

C E

L

D

K
J

Bore Diameter
Part No. Bearing Insert 

No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D E G H J K L Bolt 
Size

Total 
Expansioninch mm Min. Max.

3 15/16 EDPBA-315-4 ERCIA-315

20980
93321

5 
127.0

17 1/2 
444.5

12 
304.8

15 
381.0

5 3/16
131.8

2 
50.8

2 3/4 
69.9

9 5/8 
244.5

5 1/4 
133.4

3 3/25
79.2

5 15/16
150.8

 3/4 
 3/8
9.84

106.0
48.08

100 EDPBA-100MM-4 ERCI-100MM

4 EDPBA-400-4  ERCIA-400

105 EDPBA-105MM-4 ERCI-105MM

Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

RPBXT Series Four-Bolt Base Pillow Blocks - SAF Mounting Dimensions
Bore Diameter

Part No. Bearing 
Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D E G H J K L Bolt 
Sizeinch mm Min. Max.

2 1/4 RPBXT-204-4 RCI-204

9030
40167

3 1/4 
82.6

11 1/4 
285.8

8 5/8 
219.1

9 5/8 
244.5

3 1/8 
79.4

1 7/8 
47.6

1 1/4 
31.8

6 1/8 
155.6

4 
101.6

2 
50.8

3 15/16
100.0

 1/2 
25.5
11.57

60 RPBXT-60MM-4 RCI-60MM

2 7/16 RPBXT-207-4 RCI-207

2 1/2 RPBXT-208-4 RCI-208

65 RPBXT-65MM-4 RCI-65MM

2 11/16 RPBXT-211-4 RCI-211

9630
42836

3 3/4 
95.3

13 
330.2

10 
254.0

11 
279.4

3 1/2 
88.9

2 1/8 
54.0

1 1/2 
38.1

7 
177.8

4 1/2 
114.3

2 1/4 
57.2

4 23/32
119.9

 5/8 
36.2
16.42

2 3/4 RPBXT-212-4 RCI-212

70 RPBXT-70MM-4 RCI-70MM

2 15/16 RPBXT-215-4 RCI-215

75 RPBXT-75MM-4 RCI-75MM

3 RPBXT-300-4 RCI-300

80 RPBXT-80MM-4 RCI-80MM

15320
68147

4 1/2 
114.3

15 1/4 
387.4

11 3/4 
298.5

12 3/4 
323.9

4 3/8 
111.1

2 3/8 
60.3

1 3/4 
44.5

8 1/2 
215.9

5 
127.0

2 1/2 
63.5

5 7/16
138.1

 3/4 
67.8
30.75

3 3/16 RPBXT-303-4 RCI-303

3 1/4 RPBXT-304-4 RCI-304

85 RPBXT-85MM-4 RCI-85MM

3 7/16 RPBXT-307-4 RCI-307

3 1/2 RPBXT-308-4 RCI-308

90 RPBXT-90MM-4 RCI-90MM

95 RPBXT-95MM-4 RCI-95MM

3 15/16 RPBXT-315-4 RCI-315

20980
93324

4 15/16
125.4

16 1/2 
419.1

12 7/8 
327.0

14 1/8 
358.8

4 3/4 
120.7

2 3/4 
69.9

2 
50.8

9 5/16
236.5

6 1/4 
158.8

3 1/8 
79.4

5 15/16
150.8

 3/4 
93

42.18

100 RPBXT-100MM-4 RCI-100MM

4 RPBXT-400-4 RCI-400

105 RPBXT-105MM-4 RCI-105MM

110 RPBXT-110MM-4 RCI-110MM

25750
114542

6 
152.4

18 3/8 
466.7

14 1/2 
368.3

16 
406.4

5 1/4 
133.4

3 1/4 
82.6

2 1/2 
63.5

10 7/8 
276.2

6 3/4 
171.5

3 3/8 
85.7

6 13/32
162.7

 7/8 
114.7
52.03

4 7/16 RPBXT-407-4 RCI-407

4 1/2 RPBXT-408-4 RCI-408

115 RPBXT-115MM-4 RCI-115MM

120 RPBXT-120MM-4 RCI-120MM

35520
158001

6 
152.4

20 1/8 
511.2

15 5/8 
396.9

17 3/8 
441.3

6 
152.4

3 3/8 
85.7

2 1/2 
63.5

11 1/2 
292.1

7 1/4 
184.2

3 5/8 
92.1

7 13/32
188.1

1 
172.4
78.20

125 RPBXT-125MM-4 RCI-125MM

4 15/16 RPBXT-415-4 RCI-415

5 RPBXT-500-4 RCI-500

Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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ERPBXT Expansion Series Four-Bolt Base Pillow Blocks - SAF Mounting Dimensions

K
J

L

D

A

H

B
E

G

30°

C

Bore Diameter
Part No. Bearing Insert 

No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D E G H J K L Bolt 
Size

Total 
Expansioninch mm Min. Max.

2 1/4 ERPBXT-204-4 ERCI-204

9030
40167

3 1/4 
82.6

11 1/4 
285.8

8 5/8 
219.1

9 5/8 
244.5

3 27/64
86.9

1 7/8 
47.6

1 1/4 
31.8

6 1/4 
158.8

4 
101.6

2 
50.8

3 15/16
100.0

 1/2 
 1/4
6.35

27.7
12.56

60 ERPBXT-60MM-4 ERCI-60MM

2 7/16 ERPBXT-207-4 ERCI-207

2 1/2 ERPBXT-208-4 ERCI-208

65 ERPBXT-65MM-4 ERCI-65MM

2 11/16 ERPBXT-211-4 ERCI-211

9630
42836

3 3/4 
95.3

13 
330.2

10 
254.0

11 
279.4

3 1/2 
88.9

2 1/8 
54.0

1 1/2 
38.1

7 3/16
182.6

4 1/2 
114.3

2 1/4 
57.2

4 23/32
119.9

 5/8 
 5/16
7.94

39.0
17.69

2 3/4 ERPBXT-212-4 ERCI-212

70 ERPBXT-70MM-4 ERCI-70MM

2 15/16 ERPBXT-215-4 ERCI-215

75 ERPBXT-75MM-4 ERCI-75MM

3 ERPBXT-300-4 ERCI-300

80 ERPBXT-80MM-4 ERCI-80MM

15320
68147

4 1/2 
114.3

15 1/4 
387.4

11 3/4 
298.5

12 3/4 
323.9

4 1/2 
114.3

2 3/8 
60.3

1 3/4 
44.5

8 11/16
220.7

5 
127.0

2 1/2 
63.5

5 7/16
138.1

 3/4 
 5/16
7.94

75.3
34.16

3 3/16 EPRBXT-303-4 ERCI-303

3 1/4 ERPBXT-304-4 ERCI-304

85 ERPBXT-85MM-4 ERCI-85MM

3 7/16 ERPBXT-307-4 ERCI-307

3 1/2 ERPBXT-308-4 ERCI-308

90 ERPBXT-90MM-4 ERCI-90MM

95 ERPBXT-95MM-4 ERCI-95MM

3 15/16 ERPBXT-315-4 ERCI-315

20980
93324

4 15/16
125.4

16 1/2 
419.1

12 7/8 
327.0

14 1/8 
358.8

5 3/16
131.8

2 3/4 
69.9

2 
50.8

9 9/16
242.9

6 1/4 
158.8

3 1/8 
79.4

5 15/16
150.8

 3/4 
 3/8
9.84

106.0
48.08

100 ERPBXT-100MM-4 ERCI-100MM

4 ERPBXT-400-4 ERCI-400

105 ERPBXT-105MM-4 ERCI-105MM

110 ERPBXT-110MM-4 ERCI-110MM

25750
114542

6 
152.4

18 3/8 
466.7

14 1/2 
368.3

16 
406.4

5 13/32
137.3

3 1/4 
82.6

2 1/2 
63.5

11 1/8 
282.6

6 3/4 
171.5

3 3/8 
85.7

6 13/32
162.7

 7/8 
 3/8
9.84

104.0
47.17

4 7/16 ERPBXT-407-4 ERCI-407

4 1/2 ERPBXT-408-4 ERCI-408

115 ERPBXT-115MM-4 ERCI-115MM

120 ERPBXT-120MM-4 ERCI-120MM

35520
158001

6 
152.4

20 1/8 
511.2

15 5/8 
396.9

17 3/8 
441.3

6 3/32
154.8

3 3/8 
85.7

2 1/2 
63.5

11 
13/16
300.0

7 1/4 
184.2

3 5/8 
92.1

7 13/32
188.1

1 
 3/8
9.84

190.0
86.18

125 ERPBXT-125MM-4 ERCI-125MM

4 15/16 ERPBXT-415-4 ERCI-415

5 ERPBXT-500-4 ERCI-500

Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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SPB Series Two-Bolt Base Pillow Blocks - Cast Steel Housing

J

A

D

H

K

G

L

C
B

30°

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore Diameter
Part No. Bearing  

Insert No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B
C

D G H J K L Bolt 
Sizeinch mm Min. Max.

1 1/2 SPB-108-2 RCI-108

6140
27312

2 1/8 
54.0

7 3/4 
196.9

5 9/16
141.3

6 7/16
163.5

2 5/16
58.7

1 1/4 
31.8

4 3/8 
111.1

3 3/8 
85.7

1 11/16
42.9

2 7/8 
73.0

 1/2 
12.0
5.44

40 SPB-40MM-2 RCI-40MM

1 5/8 SPB-110-2 RCI-110

1 11/16 SPB-111-2 RCI-111

1 3/4 SPB-112-2 RCI-112

8070
35897

2 1/4 
57.2

8 7/8 
225.4

6 5/16
160.3

7 3/16
182.6

2 7/16
61.9

1 1/4 
31.8

4 5/8 
117.5

3 1/2 
88.9

1 3/4 
44.5

3 1/4 
82.6

 5/8 
14.5
6.58

45 SPB-45MM-2 RCI-45MM

1 15/16 SPB-115-2 RCI-115

50 SPB-50MM-2 RCI-50MM

2 SPB-200-2 RCI-200

55 SPB-55MM-2 RCI-55MM 8570
38121

2 1/2 
63.5

9 5/8 
244.5

6 11/16
169.9

7 15/16
201.6

2 9/16
65.1

1 7/16
36.5

5 1/8 
130.2

3 3/4 
95.3

1 7/8 
47.6

3 5/8 
92.1

 5/8 
17.3
7.852 3/16 SPB-203-2  RCI-203

2 1/4 SPB-204-2 RCI-204

9030
40167

2 3/4 
69.9

10 3/8 
263.5

6 15/16
176.2

8 11/16
220.7

2 3/4 
69.9

1 5/8 
41.3

5 5/8 
142.9

4 
101.6

2 
50.8

3 15/16
100.0

 5/8 
22.8
10.34

60 SPB-60MM-2 RCI-60MM

2 7/16 SPB-207-2 RCI-207

2 1/2 SPB-208-2 RCI-208

65 SPB-65MM-2 RCI-65MM

2 11/16 SPB-211-2 RCI-211

9630
42836

3 1/8 
79.4

11 3/4 
298.5

8 1/16
204.8

9 11/16
246.1

3 
76.2

1 3/4 
44.5

6 3/8 
161.9

4 1/2 
114.3

2 1/4 
57.2

4 23/32
119.9

 3/4 
32.2
14.61

2 3/4 SPB-212-2 RCI-212

70 SPB-70MM-2 RCI-70MM

2 15/16 SPB-215-2 RCI-215

75 SPB-75MM-2 RCI-75MM

3 SPB-300-2 RCI-300

80 SPB-80MM-2 RCI-80MM

15320
68147

3 3/4 
95.3

13 3/4 
349.3

10 1/8 
257.2

11 1/4 
285.8

4 1/8 
104.8

2 1/16
52.4

7 3/4 
196.9

5 
127.0

2 1/2 
63.5

5 7/16
138.1

 7/8 
65.6
29.76

3 3/16 SPB-303-2 RCI-303

3 1/4 SPB-304-2 RCI-304

85 SPB-85MM-2 RCI-85MM

3 7/16 SPB-307-2 RCI-307

3 1/2 SPB-308-2 RCI-308

90 SPB-90MM-2 RCI-90MM

95 SPB-95MM-2 RCI-95MM

Rolling Elements: Tapered Roller

Housing: Cast Steel Two Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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Bore Diameter
Part No. Bearing Insert 

No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm Unit 
Wt.

lb/kg A  B
C

D E G H J K L Bolt 
Sizeinch mm Min. Max.

3 15/16 SPB-315-4 RCI-315

20980
93324

4 1/4 
108.0

15 1/4 
387.4

11 
279.4

13 
330.2

4 1/2 
114.3

2 1/4 
57.2

2 7/16
61.9

8 5/8 
219.1

6 1/4 
158.8

3 1/8 
79.4

5 15/16
150.8

 3/4 
84.6
38.37

100 SPB-100MM-4 RCI-100MM

4 SPB-400-4 RCI-400

105 SPB-105MM-4 RCI-105MM

110 SPB-110MM-4 RCI-110MM

25750
114542

4 3/4 
120.7

16 1/2 
419.1

11 3/4 
298.5

13 7/8 
352.4

4 5/8 
117.5

2 1/4 
57.2

2 3/4 
69.9

9 5/8 
244.5

6 3/4 
171.5

3 3/8 
85.7

6 13/32
162.7

 3/4 
105.2
47.7

4 7/16 SPB-407-4 RCI-407

4 1/2 SPB-408-4 RCI-408

115 SPB-115MM-4 RCI-115MM

120 SPB-120MM-4 RCI-120MM

35520
158001

5 1/2 
139.7

18 1/2 
469.9

13 1/2 
342.9

15 7/8 
403.2

5 1/8 
130.2

2 3/4 
69.9

3 1/8 
79.4

11 
279.4

7 1/4 
184.2

3 5/8 
92.1

7 13/32
188.1

 7/8 
158.0
71.67

125 SPB-125MM-4 RCI-125MM

4 15/16 SPB-415-4 RCI-415

5 SPB-500-4  RCI-500

SPB Series Four-Bolt Base Pillow Blocks - Cast Steel Housing

J
K

L

E
D

G
A

H

C
B

30°

Rolling Elements: Tapered Roller

Housing: Cast Steel Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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B
A

D
G

H
J

L
M

N

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

RFB Series Four-Bolt Flange Units
Bore Diameter

Part No.
Bearing 
Insert 
 No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B B.C. D G H J L M N Bolt  
Sizeinch mm

1 3/16 RFB-103 RCI-103 2975 4 2 7/8 4 1/16 2 5/16 1 2 13/16 2 25/32 2 1/4 3 1/4 1 25/64
 3/8 

6.0
1 1/4 RFB-104 RCI-104 13233 101.6 73.0 103.2 58.7 25.4 71.4 70.6 57.2 82.6 35.3 2.72
1 3/8 RFB-106 RCI-106

4760
21174

4 5/8 
117.5

3 1/2 
88.9

4 61/64
125.8

2 9/16
65.1

1 
25.4

3 1/16
77.8

3 
76.2

2 5/8 
66.7

3 3/4 
95.3

1 1/2 
38.1

 1/2 
8.1
3.67

35 RFB-35MM RCI-35MM
1 7/16 RFB-107 RCI-107
1 1/2 RFB-108 RCI-108

6140
27312

5 3/8 
136.5

4 1/8 
104.8

5 53/64
148.0

2 15/16
74.6

1 3/16
30.2

3 1/2 
88.9

3 3/8 
85.7

2 7/8 
73.0

4 1/2 
114.3

1 11/16
42.9

 1/2 
12.3
5.58

40 RFB-40MM RCI-40MM
1 5/8 RFB-110 RCI-110

1 11/16 RFB-111 RCI-111
1 3/4 RFB-112 RCI-112

8070
35897

5 5/8 
142.9

4 3/8 
111.1

6 3/16
157.2

3 1/16
77.8

1 3/16
30.2

3 5/8 
92.1

3 1/2 
88.9

3 1/4 
82.6

4 3/4 
120.7

1 3/4 
44.5

 1/2 
14.5
6.58

45 RFB-45MM RCI-45MM
1 15/16 RFB-115 RCI-115

50 RFB-50MM RCI-50MM
2 RFB-200 RCI-200

55 RFB-55MM RCI-55MM 8570 6 1/4 4 7/8 6 57/64 3 1/4 1 3/8 3 7/8 3 3/4 3 5/8 5 1/4 1 7/8 
 5/8 

19.0
2 3/16 RFB-203 RCI-203 38121 158.8 123.8 175.0 82.6 34.9 98.4 95.3 92.1 133.4 47.6 8.62
2 1/4 RFB-204 RCI-204

9030
40167

6 7/8 
174.6

5 3/8 
136.5

7 39/64
193.3

3 9/16
90.5

1 1/2 
38.1

4 3/16
106.4

4 
101.6

3 15/16
100.0

5 3/4 
146.1

2 
50.8

 5/8 
24.0
10.89

60 RFB-60MM RCI-60MM
2 7/16 RFB-207 RCI-207
2 1/2 RFB-208 RCI-208

65 RFB-65MM RCI-65MM
2 11/16 RFB-211 RCI-211

9630
42836

7 3/4 
196.9

6 
152.4

8 31/64
215.5

3 15/16
100.0

1 5/8 
41.3

4 11/16
119.1

4 1/2 
114.3

4 23/32
119.9

6 1/2 
165.1

2 1/4 
57.2

 3/4 
33.4
15.15

2 3/4 RFB-212 RCI-212
70 RFB-70MM RCI-70MM

2 15/16 RFB-215 RCI-215
75 RFB-75MM RCI-75MM

3 RFB-300 RCI-300
80 RFB-80MM RCI-80MM

15320
68147

9 1/4 
235.0

7 
177.8

9 29/32
251.6

4 1/2 
114.3

1 7/8 
47.6

5 1/4 
133.4

5 
127.0

5 7/16
138.1

8 
203.2

2 1/2 
63.5

 3/4 
57.4
26.04

3 3/16 RFB-303 RCI-303
3 1/4 RFB-304 RCI-304

85 RFB-85MM RCI-85MM
3 7/16 RFB-307 RCI-307
3 1/2 RFB-308 RCI-308

90 RFB-90MM RCI-90MM
95 RFB-95MM RCI-95MM

3 15/16 RFB-315 RCI-315
20980
93324

10 1/4 
260.4

7 3/4 
196.9

10 61/64
278.2

5 5/8 
142.9

2 1/8 
54.0

6 1/2 
165.1

6 1/4 
158.8

5 15/16
150.8

8 7/8 
225.4

3 1/8 
79.4

 7/8 
81.8
37.10

100 RFB-100MM RCI-100MM
4 RFB-400 RCI-400

105 RFB-105MM RCI-105MM

Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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RFBA Series Four-Bolt Flange Units - Single Lock Collar

A
B 

M
L

D
G

H
J

N

Bore Diameter
Part No.

Bearing 
Insert  
No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B B.C. D G H J L M N Bolt 
Sizeinch mm

1 3/16 RFBA-103 RCIA-103 2975 4 2 7/8 4 1/16 2 5/16 1 2 13/16 2 1/4 2 1/4 3 1/4  55/64
 3/8 

6.0
1 1/4 RFBA-104 RCIA-104 13233 101.6 73.0 103.2 58.7 25.4 71.4 57.2 57.2 82.6 21.8 2.72

1 3/8 RFBA-106 RCIA-106 4760 4 5/8 3 1/2 4 61/64 2 9/16 1 3 1/16 2 17/32 2 5/8 3 3/4 1 1/32
 1/2 

8.1
1 7/16 RFBA-107 RCIA-107 21174 117.5 88.9 125.8 65.1 25.4 77.8 64.3 66.7 95.3 26.2 3.67

1 1/2 RFBA-108 RCIA-108
6140
27312

5 3/8 
136.5

4 1/8 
104.8

5 53/64
148.0

2 15/16
74.6

1 3/16
30.2

3 1/2 
88.9

2 27/32
72.2

2 7/8 
73.0

4 1/2 
114.3

1 5/32
29.4

 1/2 
12.3
5.58

1 5/8 RFBA-110 RCIA-110

1 11/16 RFBA-111 RCIA-111

1 3/4 RFBA-112 RCIA-112

8070
35897

5 5/8 
142.9

4 3/8 
111.1

6 3/16
157.2

3 1/16
77.8

1 3/16
30.2

3 5/8 
92.1

2 61/64
75.0

3 1/4 
82.6

4 3/4 
120.7

1 13/64
30.6

 1/2 
14.5
6.58

45 RFBA-45MM RCI-45MM

1 15/16 RFBA-115 RCIA-115

50 RFBA-50MM RCI-50MM

2 RFBA-200 RCIA-200

55 RFBA-55MM RCI-55MM 8570 6 1/4 4 7/8 6 57/64 3 1/4 1 3/8 3 7/8 3 1/8 3 5/8 5 1/4 1 1/4 
 5/8 

19.0
2 3/16 RFBA-203 RCIA-203 38121 158.8 123.8 175.0 82.6 34.9 98.4 79.4 92.1 133.4 31.8 8.62

2 1/4 RFBA-204 RCIA-204

9030
40167

6 7/8 
174.6

5 3/8 
136.5

7 39/64
193.3

3 9/16
90.5

1 1/2 
38.1

4 3/16
106.4

3 5/16
84.1

3 15/16
100.0

5 3/4 
146.1

1 5/16
33.3

 5/8 
24.0
10.89

60 RFBA-60MM RCI-60MM

2 7/16 RFBA-207 RCIA-207

2 1/2 RFBA-208 RCIA-208

65 RFBA-65MM RCI-65MM

2 11/16 RFBA-211 RCIA-211

9630
42836

7 3/4 
196.9

6 
152.4

8 31/64
215.5

3 15/16
100.0

1 5/8 
41.3

4 11/16
119.1

3 11/16
93.7

4 23/32
119.9

6 1/2 
165.1

1 7/16
36.5

 3/4 
33.4
15.15

2 3/4 RFBA-212 RCIA-212

70 RFBA-70MM RCI-70MM

2 15/16 RFBA-215 RCIA-215

75 RFBA-75MM RCI-75MM

3 RFBA-300 RCIA-300

80 RFBA-80MM RCI-80MM

15320
68147

9 1/4 
235.0

7 
177.8

9 29/32
251.6

4 1/2 
114.3

1 7/8 
47.6

5 1/4 
133.4

4 3/16
106.4

5 7/16
138.1

8 
203.2

1 11/16
42.9

 3/4 
57.4
26.04

3 3/16 RFBA-303 RCIA-303

3 1/4 RFBA-304 RCIA-304

85 RFBA-85MM RCI-85MM

3 7/16 RFBA-307 RCIA-307

3 1/2 RFBA-308 RCIA-308

90 RFBA-90MM RCI-90MM

95 RFBA-95MM RCI-95MM

3 15/16 RFBA-315 RCIA-315

20980
93324

10 1/4 
260.4

7 3/4 
196.9

10 61/64
278.2

5 5/8 
142.9

2 1/8 
54.0

6 1/2 
165.1

5 1/4 
133.4

5 15/16
150.8

8 7/8 
225.4

2 1/8 
54.0

 7/8 
81.8
37.10

100 RFBA-100MM RCI-100MM

4 RFBA-400 RCIA-400

105 RFBA-105MM RCI-105MM

Rolling Elements: Tapered Roller

Housing: Cast Iron Four Bolt Flange

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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RFP Series Piloted Flange Cartridge Units

A L P

BC

J
NH

D
G

+.000
-.002

Rolling Elements: Tapered Roller

Housing: Cast Iron Piloted Flange

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

Bore  
Diameter Part No.

Bearing 
Insert  
No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B.C. D G H J L N P Bolt Size
inch mm

1 3/16 RFP-103 RCI-103 2975 5 4 1/8 1 3/4  7/16 1 5/16 2 3/4 2 1/4  7/8 3 3/8  3/8 5.5
1 1/4 RFP-104 RCI-104 13233 127.0 104.8 44.5 11.1 33.3 69.9 57.2 85.7 2.49
1 3/8 RFP-106 RCI-106 4760

21174
5 1/4 
133.4

4 3/8 
111.1

2 
50.8

 1/2 
12.7

1 1/2 
38.1

3 
76.2

2 5/8 
66.7

 15/16
3 5/8 
92.1

 3/8 
6.8
3.08

35 RFP-35MM RCI-35MM
1 7/16 RFP-107 RCI-107
1 1/2 RFP-108 RCI-108

6140
27312

6 1/8 
155.6

5 1/8 
130.2

2 1/4 
57.2

 1/2 
12.7

1 9/16
39.7

3 3/8 
85.7

2 7/8 
73.0

1 1/8 
28.6

4 1/4 
108.0

 7/16
10.1
4.58

40 RFP-40MM RCI-40MM
1 5/8 RFP-110 RCI-110

1 11/16 RFP-111 RCI-111
1 3/4 RFP-112 RCI-112

8070
35897

6 3/8 
161.9

5 3/8 
136.5

2 5/16
58.7

 9/16
14.3

1 9/16
39.7

3 1/2 
88.9

3 1/4 
82.6

1 1/4 
31.8

4 1/2 
114.3

 7/16
11.6
5.26

45 RFP-45MM RCI-45MM
1 15/16 RFP-115 RCI-115

50 RFP-50MM RCI-50MM
2 RFP-200 RCI-200

55 RFP-55MM RCI-55MM 8570 7 1/8 6 2 1/2  9/16 1 11/16 3 3/4 3 5/8 1 15/16 5  1/2 14.5
2 3/16 RFP-203 RCI-203 38121 181.0 152.4 63.5 14.3 42.9 95.3 92.1 49.2 127.0 6.58
2 1/4 RFP-204 RCI-204

9030
40167

7 5/8 
193.7

6 1/2 
165.1

2 3/4 
69.9

 5/8 
15.9

1 13/16
46.0

4 
101.6

3 15/16
100.0

1 7/16
36.5

5 1/2 
139.7

 1/2 
19

8.62

60 RFP-60MM RCI-60MM
2 7/16 RFP-207 RCI-207
2 1/2 RFP-208 RCI-208

65 RFP-65MM RCI-65MM
2 11/16 RFP-211 RCI-211

9630
42836

8 3/4 
222.3

7 1/2 
190.5

2 7/8 
73.0

 3/4 
19.1

2 
50.8

4 1/2 
114.3

4 23/32
119.9

1 9/16
39.7

6 3/8 
161.9

 5/8 
26.7
12.11

2 3/4 RFP-212 RCI-212
70 RFP-70MM RCI-70MM

2 15/16 RFP-215 RCI-215
75 RFP-75MM RCI-75MM

3 RFP-300 RCI-300
80 RFP-80MM RCI-80MM

15320
68147

10 1/4 
260.4

8 5/8 
219.1

3 3/8 
85.7

 7/8 
22.2

2 7/16
61.9

5 
127.0

5 7/16
138.1

1 5/8 
41.3

7 3/8 
187.3

 3/4 
42.6
19.32

3 3/16 RFP-303 RCI-303
3 1/4 RFP-304 RCI-304

85 RFP-85MM RCI-85MM
3 7/16 RFP-307 RCI-307
3 1/2 RFP-308 RCI-308

90 RFP-90MM RCI-90MM
95 RFP-95MM RCI-95MM

3 15/16 RFP-315 RCI-315
20980
93324

10 7/8 
276.2

9 3/8 
238.1

4 3/8 
111.1

 15/16
23.8

2 11/16
68.3

6 1/4 
158.8

5 15/16
150.8

2 7/16
61.9

8 1/8 
206.4

 3/4 
55.2
25.04

100 RFP-100MM RCI-100MM
4 RFP-400 RCI-400

105 RFP-105MM RCI-105MM
110 RFP-110MM RCI-110MM

 3/4 
4 7/16 RFP-407 RCI-407 25750 13 1/2 11 3/4 4 5/8 1 3 1/32 6 3/4 6 13/32 2 3/8 10 1/4 91
4 1/2 RFP-408 RCI-408 114542 342.9 298.5 117.5 25.4 77.0 171.5 162.7 60.3 260.4 41.28

115 RFP-115MM RCI-115MM
120 RFP-120MM RCI-120MM

35520
158001

14 3/4 
374.7

12 3/4 
323.9

5 3/8 
136.5

1 1/4 
31.8

2 31/32
75.4

7 1/4 
184.2

7 13/32
188.1

2 7/8 
73.0

11 
279.4

 7/8 
115

52.16
125 RFP-125MM RCI-125MM

4 15/16 RFP-415 RCI-415
5 RFP-500 RCI-500
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Rolling Elements: Tapered Roller

Housing: Cast Iron Piloted Flange

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

RFPA Series Piloted Flange Cartridge Units - Single Lock Collar

A

BC

L P

J

NH

D
G

+.000
-.002

Bore Diameter
Part No.

Bearing 
Insert  
No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A  B.C. D G H J L N P Bolt  
Sizeinch mm

1 3/16 RFPA-103 RCIA-103 2975 5 4 1/8 1 3/4  7/16 1 5/16 2 3/8 2 1/4  7/8 3 3/8 
 3/8 

5.5
1 1/4 RFPA-104 RCIA-104 13233 127.0 104.8 44.5 11.1 33.3 60.3 57.2 22.2 85.7 2.49
1 3/8 RFPA-106 RCIA-106 4760 5 1/4 4 3/8 2  1/2 1 1/2 2 17/32 2 5/8  15/16 3 5/8 

 3/8 
6.8

1 7/16 RFPA-107 RCIA-107 21174 133.4 111.1 50.8 12.7 38.1 64.3 66.7 23.8 92.1 3.08
1 1/2 RFPA-108 RCIA-108 6140

27312
6 1/8 
155.6

5 1/8 
130.2

2 1/4 
57.2

 1/2 
12.7

1 9/16
39.7

2 27/32
72.2

2 7/8 
73.0

1 1/8 
28.6

4 1/4 
108.0

 7/16
10.1
4.58

1 5/8 RFPA-110 RCIA-110
1 11/16 RFPA-111 RCIA-111
1 3/4 RFPA-112 RCIA-112

8070
35897

6 3/8 
161.9

5 3/8 
136.5

2 5/16
58.7

 9/16
14.3

1 9/16
39.7

2 61/64
75.0

3 1/4 
82.6

1 9/16
39.7

4 1/2 
114.3

 7/16
11.6
5.26

45 RFPA-45MM RCI-45MM
1 15/16 RFPA-115 RCIA-115

50 RFPA-50MM RCI-50MM
2 RFPA-200 RCIA-200

55 RFPA-55MM RCI-55MM 8570 7 1/8 6 2 1/2  9/16 1 11/16 3 1/8 3 5/8 1 5/16 5
 1/2 

14.5
2 3/16 RFPA-203 RCIA-203 38121 181.0 152.4 63.5 14.3 42.9 79.4 92.1 33.3 127.0 6.58
2 1/4 RFPA-204 RCIA-204

9030
40167

7 5/8 
193.7

6 1/2 
165.1

2 3/4 
69.9

 5/8 
15.9

1 13/16
46.0

3 5/16
84.1

3 15/16
100.0

1 7/16
36.5

5 1/2 
139.7

 1/2 
19

8.62

60 RFPA-60MM RCI-60MM
2 7/16 RFPA-207 RCIA-207
2 1/2 RFPA-208 RCIA-208

65 RFPA-65MM RCI-65MM
2 11/16 RFPA-211 RCIA-211

9630
42836

8 3/4 
222.3

7 1/2 
190.5

2 7/8 
73.0

 3/4 
19.1

2
50.8

3 11/16
93.7

4 23/32
119.9

1 9/16
39.7

6 3/8 
161.9

 5/8 
26.7
12.11

2 3/4 RFPA-212 RCIA-212
70 RFPA-70MM RCI-70MM

2 15/16 RFPA-215 RCIA-215
75 RFPA-75MM RCI-75MM

3 RFPA-300 RCIA-300
80 RFPA-80MM RCI-80MM

15320
68147

10 1/4 
260.4

8 5/8 
219.1

3 3/8 
85.7

 7/8 
22.2

2 7/16
61.9

4 3/16
106.4

5 7/16
138.1

1 5/8 
41.3

7 3/8 
187.3

 3/4 
42.6
19.32

3 3/16 RFPA-303 RCIA-303
3 1/4 RFPA-304 RCIA-304

85 RFPA-85MM RCI-85MM
3 7/16 RFPA-307 RCIA-307
3 1/2 RFPA-308 RCIA-308

90 RFPA-90MM RCI-90MM
95 RFPA-95MM RCI-95MM

3 15/16 RFPA-315 RCIA-315
20980
93324

10 7/8 
276.2

9 3/8 
238.1

4 3/8 
111.1

 15/16
23.8

2 11/16
68.3

5 1/4 
133.4

5 15/16
150.8

2 7/16
61.9

8 1/8 
206.4

 3/4 
55.2
25.04

100 RFPA-100MM RCI-100MM
4 RFPA-400 RCIA-400

105 RFPA-105MM RCI-105MM
110 RCI-110MM

 3/4 
4 7/16 RFPA-407 RCIA-407 25750 13 1/2 11 3/4 4 5/8 1 3 1/32 5 1/2 6 13/32 2 3/8 10 1/4 91
4 1/2 RFPA-408 RCIA-408 114542 342.9 298.5 117.5 25.4 77.0 139.7 162.7 60.3 260.4 41.28

115 RCI-115MM
120 RCI-120MM

35520
158001

14 3/4 
374.7

12 3/4 
323.9

5 3/8 
136.5

1 1/4 
31.8

2 31/32
75.4

6 13/64
157.6

7 13/32
188.1

2 7/8 
73.0

11
279.4

 7/8 
115

52.16
125 RCI-125MM

4 15/16 RFPA-415 RCIA-415
5 RFPA-500 RCIA-500
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Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

ERCI Series Replacement Cartridge Insert
Bore Diameter

Part No.
Basic  

Dynamic 
Rating        

lb/N

Dimensions inch / mm
Unit Wt.

lb/kg A                
+.000 / -.001 D E G J L

inch mm
1 3/4 ERCI-112

8070
35897

3.937
100.0

1 3/4 
44.5

1 3/4 
44.5

  5/16
7.9

3 1/2 
88.9

3 1/4 
82.6

6.5
2.95

45 ERCI-45MM
1 15/16 ERCI-115

50 ERCI-50MM
2 ERCI-200

55 ERCI-55MM 8570 4.437 1 7/8 1 3/4   5/16 3 3/4 3 5/8 7.7
2 3/16 ERCI-203 38121 112.7 47.6 44.5 7.9 95.3 92.1 3.49

2 1/4 ERCI-204

9030
40167

4.782
121.5

2
50.8

1 13/16
46.0

  5/16
7.9

4
101.6

3 15/16
100.0

10.0
4.54

60 ERCI-60MM
2 7/16 ERCI-207
2 1/2 ERCI-208

65 ERCI-65MM

2 11/16 ERCI-211

9630
42836

5.374
136.5

2 1/4 
57.2

2
50.8

  7/16
11.1

4 1/2 
114.3

4 23/32
119.9

13.0
5.90

2 3/4 ERCI-212
70 ERCI-70MM

2 15/16 ERCI-215
75 ERCI-75MM

3 ERCI-300

80 ERCI-80MM

15320
68147

6.593
167.5

2 1/2 
63.5

2 1/4 
57.2

  7/16
11.1

5
127.0

5 7/16
138.1

22.0
9.98

3 3/16 ERCI-303
85 ERCI-85MM

3 7/16 ERCI-307
3 1/2 ERCI-308

90 ERCI-90MM
95 ERCI-95MM

3 15/16 ERCI-315

20980
93321

7.187
182.5

3 1/8 
79.4

3 1/8 
79.4

  1/2 
12.7

6 1/4 
158.8

5 15/16
150.8

30.0
13.61

100 ERCI-100MM
4 ERCI-400

105 ERCI-105MM

110 ERCI-110MM
4 7/16 ERCI-407 25750 7.999 3 3/8 3 1/4   1/2 6 3/4 6 13/32 38.4
4 1/2 ERCI-408 114542 203.2 85.7 82.6 12.7 171.5 162.7 17.42

115 ERCI-115MM

120 ERCI-120MM

35520
158001

9.061
230.1

3 5/8 
92.1

3 3/4 
95.3

  5/8 
15.9

7 1/4 
184.2

7 13/32
188.1

55.0
24.95

125 ERCI-125MM
4 15/16 ERCI-415

5 ERCI-500

Rolling Elements: Tapered Roller

Housing: Cylindrical Cartridge Insert

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F

Bearing Selection
Page I-3

Nomenclature Aid
Page I-8

Features & Benefits
Page I-9

Product Options
Page I-12

Technical Engineering
Page I-47
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A

3 Locations 
Where Lubricant 
can be Applied

Centerline
of Bearing
and Lube Hole

30° 30° E

F

D

180°

ERCI Series Housing Bore Dimensions
Bore Diameter Dimensions inch / mm

inch mm
A 

+.002 / -.000 
+.05 / -.000

B 
+.01 / -.00 
+.25 / -.00

C 
+.01 / -.00 
+.25 / -.00

D 
±.01 
±.25

E 
±.01 
±.25

F 
±.005 
±.127

1 3/4 

3.939
100.05

4.12
104.65

.44
11.18

3.63
42.20

.97
24.64

.25
6.35

1 15/16
45

2 
50
55 4.439

112.75
4.62

117.35
.56

14.22
4.00

101.10
.97

24.64
.38
9.652 3/16

2 1/4 

4.782
121.46

5.01
127.25

.56
14.22

4.38
111.25

1.03
26.16

.38
9.65

60
2 7/16
2 1/2 

65
2 11/16

5.376
136.55

5.50
139.70

.56
14.22

5.12
130.05

1.16
29.46

.38
9.65

2 3/4 
70

2 15/16
75

3 
80

6.595
167.51

6.89
175.01

.75
19.05

6.00
152.40

1.28
32.51

.50
12.70

3 3/16
85

3 7/16
3 1/2 

90
95

3 15/16
7.189
182.60

7.46
189.48

.75
19.05

6.62
168.15

1.75
44.45

.50
12.70

100
4 

105
110

8.001
203.23

8.28
210.31

.75
19.05

7.25
184.15

1.81
45.97

.50
12.70

4 7/16
4 1/8

115
120

9.063
230.20

9.34
237.24

.75
19.05

8.50
215.90

2.06
52.35

.50
12.70

125
4 15/16

5 

Cartridge Fixed Between
Shoulder and Snap Ring

Cartridge Set For Expansion
And Held Between Snap Rings

Cartridge Fixed Between Two
Types of Collars

Bearing Selection
Page I-3

Nomenclature Aid
Page I-8

Features & Benefits
Page I-9

Product Options
Page I-12

Technical Engineering
Page I-47
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RCI and RCIA Series Replacement Cartridge Inserts - Inch
Bore  

Diameter RCIA 
 Felt Seal Contact Seal Hi-Temp  

Seal
Unit Wt.

lb/kg
inch

1 3/16 RCIA-103  RCIA-103-C  RCIA-103-N   2.0  
.91

1 1/4 RCIA-104  RCIA-104-C  RCIA-104-N   1.9  
.86

1 3/8 RCIA-106  RCIA-106-C  RCIA-106-N   2.9  
1.32

1 7/16 RCIA-107  RCIA-107-C  RCIA-107-N   2.7  
1.22

1 1/2 RCIA-108  RCIA-108-C  RCIA-108-N   4.5  
2.04

1 5/8 RCIA-110  RCIA-110-C  RCIA-110-N   4.2  
1.91

1 11/16 RCIA-111  RCIA-111-C  RCIA-111-N   4.0  
1.81

1 3/4  RCIA-112   RCIA-112-C   RCIA-112-N   5.3  
2.40

1 15/16  RCIA-115   RCIA-115-C   RCIA-115-N   4.8  
2.18

2 7/16  RCIA-207   RCIA-207-C   RCIA-207-N   7.4  
3.36

2 1/2  RCIA-208   RCIA-208-C   RCIA-208-N   7.2  
3.27

2 11/16  RCIA-211   RCIA-211-C   RCIA-211-N   11.5  
5.22

2 3/4  RCIA-212   RCIA-212-C   RCIA-212-N   11.3  
5.13

2 15/16  RCIA-215   RCIA-215-C   RCIA-215-N   10.3  
4.67

3  RCIA-300   RCIA-300-C   RCIA-300-N   10.0  
4.54

3 3/16  RCIA-303   RCIA-303-C   RCIA-303-N   19.6  
8.89

3 7/16  RCIA-307   RCIA-307-C   RCIA-307-N   17.8  
8.07

3 1/2  RCIA-308   RCIA-308-C   RCIA-308-N   17.3  
7.85

3 15/16  RCIA-315   RCIA-315-C   RCIA-315-N   23.1  
10.48

4  RCIA-400  RCIA-400-C   RCIA-400-N   22.6  
10.25

4 7/16  RCIA-407   RCIA-407-C   RCIA-407-N   30.4  
13.79

4 1/2  RCIA-408  RCIA-408-C   RCIA-408-N   29.9  
13.56

4 15/16  RCIA-415  RCIA-415-C   RCIA-415-N   45.6  
20.68

5  RCIA-500  RCIA-500-C   RCIA-500-N   44.4  
20.14

Bore  
Diameter RCI  

Felt Seal Contact Seal Hi-Temp  
Seal

Unit Wt.
lb/kg

inch

1 3/16  RCI-103   RCI-103-C   RCI-103-N  2.0  
.91

1 1/4  RCI-104   RCI-104-C  RCI-104-N   1.9  
.86

1 3/8  RCI-106   RCI-106-C  RCI-106-N   2.9  
1.32

1 7/16  RCI-107   RCI-107-C  RCI-107-N   2.7  
1.22

1 1/2  RCI-108   RCI-108-C  RCI-108-N   4.5  
2.04

1 5/8  RCI-110   RCI-110-C  RCI-110-N   4.2  
1.91

1 11/16  RCI-111   RCI-111-C  RCI-111-N   4.0  
1.81

1 3/4  RCI-112   RCI-112-C  RCI-112-N   5.3  
2.40

1 15/16  RCI-115   RCI-115-C  RCI-115-N   4.8  
2.18

2 7/16  RCI-207   RCI-207-C  RCI-207-N   7.4  
3.36

2 1/2  RCI-208   RCI-208-C  RCI-208-N   7.2  
3.27

2 11/16  RCI-211   RCI-211-C  RCI-211-N   11.5  
5.22

2 3/4  RCI-212   RCI-212-C  RCI-212-N   11.3  
5.13

2 15/16  RCI-215   RCI-215-C  RCI-215-N   10.3  
4.67

3  RCI-300   RCI-300-C  RCI-300-N   10.0  
4.54

3 3/16  RCI-303   RCI-303-C  RCI-303-N   19.6  
8.89

3 7/16  RCI-307   RCI-307-C  RCI-307-N   17.8  
8.07

3 1/2  RCI-308   RCI-308-C  RCI-308-N   17.3  
7.85

3 15/16  RCI-315   RCI-315-C  RCI-315-N   23.1  
10.48

4  RCI-400   RCI-400-C  RCI-400-N   22.6  
10.25

4 7/16  RCI-407   RCI-407-C  RCI-407-N   30.4  
13.79

4 1/2  RCI-408   RCI-408-C  RCI-408-N   29.9  
13.56

4 15/16  RCI-415   RCI-415-C  RCI-415-N   45.6  
20.68

5  RCI-500   RCI-500-C  RCI-500-N   44.4  
20.14

Rolling Elements: Tapered Roller

Housing: Cylindrical Cartridge Insert

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single and Double Collar

Seal: Felt

Optional Seal: Single Lip Contact

Temperature: -20°F to 220°F
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RCI-M and RCIA-M - Replacement Cartridge Inserts - Metric
Bore  

Diameter RCI-M  
Felt Seal Contact Seal Hi-Temp Seal

mm

35 RCI-35MM RCI35MM-C RCI35MM-N

40 RCI-40MM RCI40MM-C RCI40MM-N

45 RCI-45MM RCI45MM-C RCI45MM-N

50 RCI-50MM RCI50MM-C RCI50MM-N

55 RCI-55MM RCI55MM-C RCI55MM-N

60 RCI-60MM RCI60MM-C RCI60MM-N

65 RCI-65MM RCI65MM-C RCI65MM-N

70 RCI-70MM RCI70MM-C RCI70MM-N

75 RCI-75MM RCI75MM-C RCI75MM-N

80 RCI-80MM RCI80MM-C RCI80MM-N

95 RCI-85MM RCI85MM-C RCI85MM-N

90 RCI-90MM RCI90MM-C RCI90MM-N

95 RCI-95MM RCI95MM-C RCI95MM-N

100 RCI-100MM RCI100MM-C RCI100MM-N

105 RCI-105MM RCI105MM-C RCI105MM-N

110 RCI-110MM RCI110MM-C RCI110MM-N

115 RCI-115MM RCI115MM-C RCI115MM-N

120 RCI-120MM RCI120MM-C RCI120MM-N

125 RCI-125MM RCI125MM-C RCI125MM-N

Bore  
Diameter RCIA-M  

Felt Seal Contact Seal Hi-Temp Seal
mm

35 RCIA-35MM RCIA35MM-C RCIA35MM-N

40 RCIA-40MM RCIA40MM-C RCIA40MM-N

45 RCIA-45MM RCIA45MM-C RCIA45MM-N

50 RCIA-50MM RCIA50MM-C RCIA50MM-N

55 RCIA-55MM RCIA55MM-C RCIA55MM-N

60 RCIA-60MM RCIA60MM-C RCIA60MM-N

65 RCIA-65MM RCIA65MM-C RCIA65MM-N

70 RCIA-70MM RCIA70MM-C RCIA70MM-N

75 RCIA-75MM RCIA75MM-C RCIA75MM-N

80 RCIA-80MM RCIA80MM-C RCIA80MM-N

95 RCIA-85MM RCIA85MM-C RCIA85MM-N

90 RCIA-90MM RCIA90MM-C RCIA90MM-N

95 RCIA-95MM RCIA95MM-C RCIA95MM-N

100 RCIA-100MM RCIA100MM-C RCIA100MM-N

105 RCIA-105MM RCIA105MM-C RCIA105MM-N

110 RCIA-110MM RCIA110MM-C RCIA110MM-N

115 RCIA-115MM RCIA115MM-C RCIA115MM-N

120 RCIA-120MM RCIA120MM-C RCIA120MM-N

125 RCIA-125MM RCIA125MM-C RCIA125MM-N
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PBE920 Series Two and Four-Bolt Base Pillow Blocks

L

D

Type SR / Two-Bolt Type SR / Four-Bolt

K
J

E

J
K

D

L

C
B

G
A

H

45°

Type LN

Rolling Elements: Tapered Roller

Housing: Cast Iron, Two And Four Bolt 
Pillow Blocks

Lock: Setscrew, Double Collar

Seal: Contact

Temperature: -20°F to 200°F

Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore 
Diameter Part No.

Basic 
Dynamic 
Rating       

lb/N
Type*

Dimensions inch / mm
Unit 
Wt. 

lb/kgA B
C

D E G H J K L
Bolt Size

inch Min. Max. 2 Bolt 4 Bolt
1 3/16 PBE920x 1  3/16 2975

SR
1 1/2 6 3/8 4 5/16 5 1 7/8 

-----
 7/8 3 2 3/4 1 25/64 2 1/4 

 1/2 -----
4.0

1 1/4 PBE920x 1  1/4 13233 38.1 161.9 109.5 127.0 47.6 22.2 76.2 69.9 35.3 57.2 1.81
1 3/8 PBE920x 1  3/8 4760

SR
1 7/8 7 3/8 5 6 2 1/8 

-----
1 1/8 3 3/4 3 1 1/2 2 3/4 

 1/2 -----
6.9

1 7/16 PBE920x 1  7/16 21172 47.6 187.3 127.0 152.4 54.0 28.6 95.3 76.2 38.1 69.9 3.1
1 1/2 PBE920x 1  1/2

6140
27311

SR
2 1/8 
54.0

7 7/8 
200.0

5 11/16
144.5

6 1/2 
165.1

2 1/2 
63.5

1 1/4 
31.8

4 1/4 
108.0

3 3/8 
85.7

1 11/16
42.9

3 3/16
81.0

9.5
4.31

1 5/8 PBE920x 1  5/8 -----  1/2 -----
1 11/16 PBE920x 1  11/16
1 3/4 PBE920x 1  3/4

8070
35895

SR
2 1/4 
57.2

8 7/8 
225.4

6 3/16
157.2

7 1/4 
184.2

2 1/2 
63.5

1 1/4 
31.8

4 1/2 
114.3

3 1/2 
88.9

1 3/4 
44.5

3 7/16
87.3

10.9
4.94

1 15/16 PBE920x 1  15/16 -----  5/8 -----
2 PBE920x 2

2 3/16 PBE920x 2  3/16
8570

SR
2 1/2 9 5/8 6 11/16 8 2 5/8 ----- 1 7/16 5 3 3/4 1 7/8 3 3/4  5/8 ----- 14.0

38119 63.5 244.5 169.9 203.2 66.7 36.5 127.0 95.3 47.6 95.3 6.35
2 1/4 PBE920x 2  1/4

9030
40165

SR
2 3/4 
69.9

10 1/2 
266.7

7 1/8 
181.0

8 3/4 
222.3

2 7/8 
73.0

1 5/8 
41.3

5 1/2 
139.7

4 
101.6

2 
50.8

4 1/16
103.2

19.0
8.62

2 7/16 PBE920x 2  7/16 -----  5/8 -----
2 1/2 PBE920x 2  1/2

2 11/16 PBE920x 2  11/16

SR  3/4 
2 3/4 PBE920x 2  3/4 9630 3 1/8 12 8 7/16 9 3/4 3 ----- 1 3/4 6 1/4 4 1/2 2 1/4 4 23/32 ----- 26.0

2 15/16 PBE920x 2  15/16 42834 79.4 304.8 214.3 247.7 76.2 44.5 158.8 114.3 57.2 119.9 11.79
3 PBE920x 3

3 3/16 PBE920x 3  3/16
15320
68143

LN
3 3/4 
95.3

14 
355.6

9 3/4 
247.7

11 1/2 
292.1

3 5/8 
92.1

2 1/8 
54.0

7 1/2 
190.5

5 
127.0

2 1/2 
63.5

5 7/16
138.1

44.0
19.96

3 7/16 PBE920x 3  7/16 -----  7/8 -----
3 1/2 PBE920x 3  1/2
2 1/4 PBE920Fx 2  1/4

9030
40165

SR
2 3/4 
69.9

10 1/2 
266.7

7 1/8 
181.0

8 3/4 
222.3

3 1/2 
88.9

1 7/8 
47.6

1 5/8 
41.3

5 1/2 
139.7

4 
101.6

2 
50.8

4 1/16
103.2

19
8.62

2 7/16 PBE920Fx 2  7/16 -----  5/8 
2 1/2 PBE920Fx 2  1/2

2 11/16 PBE920Fx 2  11/16

SR -----  5/8 
2 3/4 PBE920Fx 2  3/4 9630 3 1/8 12 8 9 7/8 4 2 1/8 1 3/4 6 1/4 4 1/2 2 1/4 4 23/32 26

2 15/16 PBE920Fx 2  15/16 42834 79.4 304.8 203.2 250.8 101.6 54.0 44.5 158.8 114.3 57.2 119.9 11.79
3 PBE920Fx 3

3 3/16 PBE920Fx 3  3/16
15320
68143

LN
3 3/4 
95.3

14 
355.6

9 11/16
246.1

11 7/16
290.5

4 1/2 
114.3

2 3/8 
60

2 1/8 
54.0

7 1/2 
190.5

5 
127.0

2 1/2 
63.5

5 7/16
138.1

-----
44

19.96
3 7/16 PBE920Fx 3  7/16  3/4 
3 1/2 PBE920Fx 3 1/2

3 15/16 PBE920Fx 3  15/16 20980
LN

4 1/4 15 1/4 10 7/16 12 7/8 4 1/2 2 1/4 2 7/16 8 1/2 6 1/4 3 1/8 5 15/16
 3/4

65
4 PBE920Fx 4 93319 108.0 387.4 265.1 327.0 114.3 57.2 61.9 215.9 158.8 79.4 150.8 29.48

4 7/16 PBE920Fx 4  7/16 25750
LN

4 3/4 16 5/8 11 1/4 13 7/8 4 5/8 2 1/2 2 3/4 9 3/8 6 3/4 3 3/8 6 13/32
-----  3/4 

65
4 1/2 PBE920Fx 4  1/2 114536 120.7 422.3 285.8 352.4 117.6 63.5 69.9 238.1 171.5 85.7 162.7 29

4 15/16 PBE920Fx 4  15/16 35520
LN

5 1/2 18 1/2 13 15 7/8 5 1/8 2 3/4 3 1/8 10 7/8 7 1/4 3 5/8 7 13/32
-----  7/8 

132
5 PBE920Fx 5 157993 139.7 469.9 330.2 403.2 130.2 69.9 79.4 276.2 184.2 92.1 188.1 59.87
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*Type LN and SR are different internal mounting configurations as shown in line drawings.
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Type SR

Type LN

BC

Rolling Elements: Tapered Roller

Housing: Cast Iron, Four Bolt, Flange 
Block 

Lock: Setscrew, Double Collar

Seal: Contact

Temperature: -20°F to 200°F

FBE920 Series Four-Bolt Flange Units
Bore 

Diameter Part  No.
Basic 

Dynamic 
Rating       

lb/N
Type*

Dimensions inch / mm
Unit Wt.

lb/kgA B.C. B D G H J L M Bolt Size
inch

1 3/16 FBE920x 1  3/16 2975
SR

3 3/4 4 1/16 2 7/8 2 3/8 1 1/32 2 27/32 2 3/4 2 1/4 3
 3/8 

4.5

1 1/4 FBE920x 1  1/4 13233 95.3 103.3 73.0 60.3 26.2 72.2 69.9 57.2 76.2 2.04

1 3/8 FBE920x 1  3/8 4760
SR

4 5/8 4 61/64 3 1/2 2 5/8 1 1/16 3 5/64 3 2 3/4 3 5/8 
 1/2 

6.7

1 7/16 FBE920x 1  7/16 21172 117.5 125.8 88.9 66.7 27.0 78.2 76.2 69.9 92.1 3.04

1 1/2 FBE920x 1  1/2
6140
27311

5 3/8 
136.5

5 53/64
148.0

4 1/8 
104.8

3 
76.2

1 3/16
30.2

3 29/64
87.7

3 3/8 
85.7

3 3/16
81.0

4 1/4 
108.0

10.0
4.54

1 5/8 FBE920x 1  5/8 SR  1/2 

1 11/16 FBE920x 1  11/16

1 3/4 FBE920x 1  3/4
8070
35895

5 5/8 
142.9

6 3/16
157.2

4 3/8 
111.1

3 1/8 
79.4

1 3/16
30.2

3 5/8 
92.1

3 1/2 
88.9

3 7/16
87.3

4 1/2 
114.3

12.0
5.44

1 15/16 FBE920x 1  15/16 SR  1/2 

2 FBE920x 2

2 3/16
 

FBE920x 2  3/16
8570

SR
6 1/4 6 57/64 4 7/8 3 5/16 1 1/4 3 7/8 3 3/4 3 3/4 4 7/8 

 5/8 
16.0

38119 158.8 175.0 123.8 84.1 31.8 98.3 95.0 95.3 123.8 7.26

2 1/4 FBE920x 2  1/4

SR  5/8 
2 7/16 FBE920x 2  7/16 9030 6 7/8 7 39/64 5 3/8 3 5/8 1 1/2 4 3/16 4 4 1/16 5 1/4 21.0

2 1/2 FBE920x 2  1/2 40165 174.6 193.3 136.5 92.1 38.1 106.3 101.6 103.2 133.4 9.53

2 1/2 FBE920x 2  1/2

2 11/16 FBE920x 2  11/16

SR  3/4 
2 3/4 FBE920x 2  3/4 9630 7 3/4 8 31/64 6 3 15/16 1 5/8 4 11/16 4 1/2 4 23/32 6 1/8 28.0

2 15/16 FBE920x 2  15/16 42834 196.9 215.5 152.4 100.0 41.3 119.1 114.3 119.9 155.6 12.70

3 FBE920x 3

3 3/16 FBE920x 3  3/16
15320
68143

9 1/4 
235.0

9 29/32
251.6

7 
177.8

4 9/16
115.9

1 7/8 
47.6

5 1/4 
133.4

5 
127.0

5 7/16
138.1

7 1/2 
190.5

46.0
20.87

3 7/16 FBE920x 3  7/16 LN  3/4 

3 1/2 FBE920x 3  1/2

3 15/16 FBE920x 3 15/16 20980
LN

10 1/4 10 31/32 7 3/4 5 11/16 2 3/16 6 9/16 6 1/4 5 15/16 8 1/4 
 7/8 

64.0

4 FBE920x 4 93319 260.4 278.6 196.9 144.5 55.6 166.7 158.6 150.8 209.6 29.03

Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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*Type LN and SR are different internal mounting configurations as shown in line drawings.
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TUE920 Series Take Up Units

R

K
J

20°

C
S

A B
D

H G F L N

T

O

Rolling Elements: Tapered Roller

Housing: Cast Iron, Take Ups 

Lock: Setscrew, Double Collar

Seal: Contact

Temperature: -20°F to 200°F

Bore 
Diameter Part  No.

Basic 
Dynamic 
Rating       

lb/N

Dimensions inch / mm
Unit 
Wt.

lb/kgA B C D F G H J K L N O R S T
inch

1 3/8* TUE920x 1 3/8 4760 3 3/4  5/8 2 3/4 5 3/32 2 7/16 1 7/16  13/16 3 1 1/2 2 3/4 3 1/2 4 1/8 1 3/4 1 29/32  17/32 6.0

1 7/16* TUE920x 1 7/16 21172 95.8 15.9 69.9 129.4 61.9 36.5 20.6 76.2 38.1 69.9 88.9 104.8 47.3 48.4 13.5 2.72

1 1/2 TUE920x 1 1/2 6140 4 5/16 1 1/16 3 1/4 6 2 7/8 1 15/16 1 1/16 3 3/8 1 11/16 3 3/16 4 4 3/4 2 1/4 2 1/8  11/16 9.0

1 11/16 TUE920x 1 11/16 27311 109.5 27.0 82.6 152.4 73.0 49.2 27.0 85.7 42.9 81.0 101.6 120.7 55.5 54.0 17.5 4.08

1 3/4 TUE920x 1 3/4
8070
35895

4 3/8
111.3

1 1/16
27.0

3 1/2 
88.9

6 3/16
157.2

2 7/8 
73.0

1 15/16
49.2

1 1/16
27.0

3 1/2 
88.9

1 3/4 
44.5

3 7/16
87.3

4 
101.6

4 3/4 
120.7

2 1/2
57.3

2 1/8 
54.0

 11/16
17.5

12.0
5.44

1 15/16 TUE920x 1 15/16

2 TUE920x 2

2 3/16 TUE920x 2 3/16
8570 4 7/8 1 3/16 3 3/4 6 13/16 3 1/2 2 1/4 1 3/16 3 3/4 1 7/8 3 3/4 4 1/2 5 1/4 2 1/2 2 3/8  13/16 16.0

38119 123.7 30.2 95.3 173.0 88.9 57.2 30.2 95.3 47.6 95.3 114.3 133.4 63.4 60.3 20.6 7.26

2 7/16 TUE920x 2 7/16 9030 5 3/4 1 5/16 4 3/4 7 15/16 3 3/4 2 1/4 1 5/16 4 2 4 1/16 5 1/8 5 7/8  3 2 3/4 1 1/16 21.0

2 1/2 TUE920x 2 1/2 40165 146.1 33.3 120.7 201.6 95.3 57.2 33.3 101.6 50.8 103.2 130.0 149.2 76.2 69.9 27.0 9.53

2 11/16 TUE920x 2 11/16

2 3/4 TUE920x 2 3/4 9630 6 3/16 1 9/16 4 3/4 8 3/4 4 1/4 2 3/4 1 9/16 4 1/2 2 1/4 4 23/32 5 15/16 6 3/4 3 1/4 3 1 13/16 30.0

2 15/16 TUE920x 2 15/16 42834 157.2 39.7 120.7 222.3 108.0 69.9 39.7 114.3 57.2 119.9 150.6 171.5 81.0 76.2 46.0 13.61

3 TUE920x 3

3 7/16 TUE920x 3 7/16
15320 7 5/8 1 13/16 6 1/4 10 7/16 4 7/8 2 7/8 1 13/16 5 2 1/2 5 7/16 6 13/16 7 5/8 4 3 5/8 1 13/16 44.0

68143 193.8 46.0 158.8 265.1 123.8 73.0 46.0 127.0 63.5 138.1 173.0 193.7 101.7 92.1 46.0 19.96

3 15/16 TUE920x 3 15/16
20980 8 9/16 2 1/8 7 11 13/16 5 5/8 3 3/8 2 3/16 6 1/4 3 1/8 5 15/16 8 5/8 9 7/16 4 1/2 4 1/8 2 1/16 70.0

93319 217.2 54.0 177.8 300.0 142.9 85.7 55.6 158.8 79.4 150.8 219.1 239.7 112.4 104.8 52.4 31.75

4 7/16 TUE920x 4 7/16
25750 8 9/16 2 1/8 7 11 13/16 5 5/8 3 3/8 2 3/16 6 3/4 3 3/8 6 13/32 8 5/8 9 7/16 4 1/2 4 1/8 2 1/16 74.0

114536 217.2 54.0 177.8 300.0 142.9 85.7 55.6 171.5 85.7 162.7 219.1 239.7 112.4 104.8 52.4 33.57

Part Numbers are specified by TUE 920 and bore size: Example, TUE920 x 1 3/16.
These Take-Up Bearings are to be used with Take-Up Frames shown on page I-45 and I-46.
Bearing unit and frame must be ordered separately.
* Take -Up frames not available in these sizes.
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T1000 Take Up Frames

M

KK K
V
G

S

U ADJUSTMENT

A

L
B
BB

W

P

E

H

C

Housing: All Steel Take-Up Frame, 
Removable Top Permits 
Assembling Of Take-Up Unit 
On Shelf Before Inserting  
In Take-Up Frame

Bore 
Diameter Part  No.

Dimensions inch / mm
Unit 
Wt.

lb/kg
Adjustment

A B BB C E G H K L M P S U V W
Bolts Req’d

inch Nominal Actual No. Size

1 3/4 12-16.5T1000D
12 16.5 3 15/16 27 1/2 26 1/2 

-----

29 1/2 

1-8NC
5 3/8 
136.5

-----
5 5/8 
142.9

2  5/8 

60.0

304.8 419.1 100.0 698.5 673.1 749.3 27.22

1 15/16 18-22.5T1000D
18 22.5 3 15/16 33 1/2 32 1/2 1 8 9/32 4 1 1/4 35 1/2 1 7/8 1 1/4 70.0

457.2 571.5 100.0 850.9 825.5 25.4 210.3 101.6 31.8 901.7 47.6 31.8 31.75

2 24-28.5T1000D
24 28.5 3 15/16 39 1/2 38 1/2 41 1/2 80.0

609.6 723.9 100.0 1,003.3 977.9 1,054.1 36.29

2 3/16

12-17T1000EL
12 17.0 4 3/16 27 1/2 

----- -----

29 1/2 

1 1/8-7NC
4 9/16
115.9

-----
5 15/16
150.8

2  5/8 

65.0

304.8 431.8 106.4 698.5 749.3 29.48

18-23T1000EL
18 23.0 4 3/16 33 1/2 1 8 21/32 4 1 3/8 35 1/2 2 1 5/8 77.0

457.2 584.2 106.4 850.9 25.4 219.9 101.6 34.9 901.7 50.8 41.3 34.93

24-29T1000EL
24 29.0 4 3/16 39 1/2 41 1/2 86.0

609.6 736.6 106.4 1,003.3 1,054.1 39.01

2 3/16

12-17T1000EH
12 17.0 4 7/16 27 1/2 

----- -----

29 1/2 

1 1/8-7NC
4 9/16
115.9

-----
5 15/16
150.8

2  5/8 

68.0

304.8 431.8 112.7 698.5 749.3 30.8

18-23T1000EH
18 23.0 4 7/16 33 1/2 1 8 29/32 4 1 5/8 35 1/2 2 1 5/8 80.0

457.2 584.2 112.7 850.9 25.4 226.2 101.6 41.3 901.7 50.8 41.3 36.29

24-29T1000EH
24 29.0 4 7/16 39 1/2 41 1/2 91.0

609.6 736.6 112.7 1,003.3 1,054.1 41.28

2 7/16

2    1/2

12-16.6T1000F
12 16.6 4 3/8 28 1/2 

----- -----

30 1/2

1 1/4-7NC
5 5/16
134.9

-----
6 9/16
166.7

2  3/4 

71.0

304.8 421.64 111.1 723.9 774.7 32.21

18-22.6T1000F
18 22.6 4 3/8 34 1/2 36 1/2 81.0

457.2 574.04 111.1 876.3 1 9 9/32 4 1 1/8 927.1 2 1/8 1 3/4 36.74

24-28.6T1000F
24 28.6 4 3/8 40 1/2 25.4 235.7 101.6 28.6 42 1/2 54.0 44.5 91.0

609.6 726.44 111.1 1,028.7 1,079.5 41.28

30-34.6T1000F
30 34.6 4 3/8 46 1/2 48 1/2 111.0

762.0 878.84 111.1 1,181.1 1,231.9 50.35

2 11/16 12-15.5T1000GL
12 15.5 4 15/16 30 1/2 

-----
1 1/2 
38.1

32 1/2 

1 1/2-6NC
6 1/2 
165.1

2
50.8

8 1/2 
215.9

4  5/8 

105.0

304.8 393.7 125.4 774.7 825.5 47.63

2  3/4 18-21.5T1000GL
18 21.5 4 15/16 36 1/2 38 1/2 120.0

457.2 546.1 125.4 927.1 1 10 11/16 5  31/32 977.9 2 3/8  1/2 54.43

2 15/16 24-27.5T1000GL
24 27.5 4 15/16 42 1/2 25.4 271.5 127.0 24.6 44 1/2 60.3 12.7 135.0

609.6 698.5 125.4 1,079.5 1,130.3 61.23

3 30-33.5T1000GL
30 33.5 4 15/16 48 1/2 50   1/2 150.0

762 850.9 125.4 1,231.9 1,282.7 68.04

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part Numbers are specified by “T1000” with travel adjustment and bore size.  
Example 12-16.6T1000 has 12”-16.6” adjustment and will accommodate a TUE920x 2 7/16” or USTU5000-207 bearing unit.
These Take-Up Frames are to be used with TUE Take-Up Units shown on page I-44 and USTU Take-Up Units shown on page H-21.
Bearing unit and frame must be ordered separately.
Frames give greater ACTUAL adjustment, often permitting use of shorter, more compact frames.
Frames with over 12” nominal adjustment have a third foot in the center for extra support.
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Bore 
Diameter Part  No.

Dimensions inch / mm
Unit 
Wt.

lb/kg
Adjustment

A B BB C E G H K L M P S U V W
Bolts Req’d

inch Nominal Actual No. Size

2 11/16 12-15.5T1000GH
12 15.5 5 1/8 30 1/2 

-----
1 1/2 
38.1

32 1/2

1 1/2-6NC
6 1/2 
165.1

2
50.8

8 1/2 
215.9

4  5/8 

109.0

304.8 393.7 130.2 774.7 825.5 49.44

2  3/4 18-21.5T1000GH
18 21.5 5 1/8 36 1/2 38 1/2 126.0

457.2 546.1 130.2 927.1 1 10 7/8 5 1 5/32 977.9 2 3/8  1/2 57.15

2 15/16 24-27.5T1000GH
24 27.5 5 1/8 42 1/2 25.4 276.2 127.0 29.4 44 1/2 60.3 12.7 141.0

609.6 698.5 130.2 1,079.5 1130.3 63.96

3 30-33.5T1000GH
30 33.5 5 1/8 48 1/2 50 1/2 156.0

762.0 850.9 130.2 1,231.9 1,282.7 70.76

3 3/16

3 7/16

3 1/2 

12-15.5T1000JL
12 15.5 5 7/16 32 

-----

34 1/4 

1 3/4-5NC 4  3/4 

138.0

304.8 393.7 138.1 812.8 870.0 62.60

18-21.5T1000JL
18 21.5 5 7/16 38 40  1/4 156.0

457.2 546.1 138.1 965.2 1 1/8 11 5/8 5 1 1/32 1 1/2 1022.4 2 19/32 1 7 5/16 2 9 3/16 70.76

24-27.5T1000JL
24 27.5 5 7/16 44 28.6 295.3 127.0 26.2 38.1 46 1/4 65.9 25.4 185.7 50.8 233.4 173.0

609.6 698.5 138.1 1117.6 1174.8 78.47

30-33.5T1000JL
30 33.5 5 7/16 50 52 1/4 191.0

762 850.9 138.1 1,270.0 1,327.2 86.64

3 3/16

3 7/16

3 1/2 

12-15.5T1000JH
12 15.5 5 5/8 32 

-----
1 1/8 
28.6

11 13/16
300.0

5 
127.0

1 7/32
31.0

1 1/2 
38.1

34   1/4

2 19/32
65.9

1
25.4

1 3/4-5NC
7 5/16
185.7

2
50.8

9 3/16
233.4

4  3/4 

145.0

304.8 393.7 142.9 812.8 867 65.77

18-21.5T1000JH
18 21.5 5 5/8 38 40  1/4 163.0

457.2 546.1 142.9 965.2 1022.4 73.94

24-27.5T1000JH
24 27.5 5 5/8 44 46  1/4 179.0

609.6 698.5 142.9 1,117.6 1174.8 81.19

30-33.5T1000JH
30 33.5 5 5/8 50 52  1/4 197.0

762.0 850.9 142.9 1,270.0 1327.2 89.36

3 11/16 

3 15/16

4 

4 7/16

4 1/2 

12-18T1000K
12 18.0 7 36 

-----
1 1/4 
31.8

14 15/32
367.5

6 
152.4

1 7/16
36.5

1 3/4 
44.5

38 1/2

2 31/32
75.4

1 5/8 
41.3

2-4 1/2NC
7 1/2 
190.5

2 1/2 
63.5

10 7/16
265.1

4  3/4 

191.0

304.8 457.2 177.8 914.4 977.9 86.64

18-24T1000K
18 24 7 42 44 1/2 223.0

457.2 609.6 177.8 1,066.8 1,130.3 101.15

24-30T1000K
24 30 7 48 50 1/2 249.0

609.6 762 177.8 1219.2 1,282.7 112.94

30-36T1000K
30 36 7 54 56 1/2 274.0

762 914.4 177.8 1,371.6 1,435.1 124.28

T1000 Take Up Frames Continued

Housing: All Steel Take-Up Frame, 
Removable Top Permits 
Assembling Of Take-Up Unit 
On Shelf Before Inserting In 
Take-Up Frame

Part Numbers are specified by “T1000” with travel adjustment and bore size.  
Example 12-16.6T1000 has 12”-16.6” adjustment and will accommodate a TUE920x 2 7/16” or USTU5000-207 bearing unit.
These Take-Up Frames are to be used with TUE Take-Up Units shown on page I-44 and USTU Take-Up Units shown on page H-21.
Bearing unit and frame must be ordered separately.
Frames give greater ACTUAL adjustment, often permitting use of shorter, more compact frames.
Frames with over 12” nominal adjustment have a third foot in the center for extra support.
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Table 4 - Sealmaster RPB and Browning E920 Tapered Roller Bearing Load / Speed Chart

Revolutions Per Minute

Bore Size
“K” 

Factor

Basic Dynamic 
Rating Thrust 

Rating Hours 50 100 150 250 500 750 1000 1500 1750 2000 2500 3000 3500 4000Double 
Row

Single 
Row*inch mm

lb/N lb/N lb/N

1 3/16
1 1/4 - 1.23

2975
13233

1710
7006

1390
6183

5000 3360 3360 3360 3142 2552 2260 2073 1836 1753 1684 1575 1491 1424 1368
10000 3360 3360 2975 2552 2073 1836 1684 1491 1424 1368 1279 1211 1156 1111
30000 2975 2416 2140 1836 1491 1320 1211 1072 1024 984 920 871 832 799
50000 2552 2073 1836 1575 1279 1133 1039 920 878 844 789 747 714 685
100000 2073 1684 1491 1279 1039 920 844 747 714 685 641 607 580 556

1 3/8
1 7/16 35 1.31

4760
21174

2740
12188

2080
9252

5000 5376 5376 5376 5028 4084 3616 3317 2937 2804 2694 2520 2386 2278 -
10000 5376 5376 4760 4084 3317 2937 2694 2386 2278 2188 2047 1938 1850 -
30000 4760 3866 3424 2937 2386 2112 1938 1716 1638 1574 1472 1394 1331 -
50000 4084 3317 2937 2520 2047 1812 1662 1472 1406 1350 1263 1196 1142 -
100000 3317 26741 2386 2047 1662 1472 1350 1196 1142 1097 1026 971 927 -

1 1/2
1 11/16 40 1.36

6140
27312

3530
15702

2600
11565

5000 6934 6934 6934 6485 5268 4664 4279 3789 3617 3475 3250 3077 - -
10000 6934 6934 6140 5268 4279 3789 3475 3077 2938 2823 2640 2500 - -
30000 6140 4987 4416 3789 3077 2725 2500 2213 2113 2030 1899 1798 - -
50000 5268 4279 3789 3250 2640 2338 2144 1899 1813 1742 1629 1542 - -
100000 4279 3475 3077 2640 2144 1899 1742 1542 1473 1415 1323 1253 - -

1 3/4
1 15/16

2

45
50 1.83

8070
35897

4640
20640

2540
11298

5000 9114 9114 9114 8524 6923 6130 5624 4979 4754 4568 4272 - - -
10000 9114 9114 8070 6923 5624 4979 4568 4045 3862 3710 3470 - - -
30000 8070 6555 5804 4979 4045 3581 3285 2909 2777 2668 2496 - - -
50000 6923 5624 4979 4272 3470 3072 2818 2496 2383 2289 2141 - - -
100000 5624 4568 4045 3470 2818 2496 2289 2027 1935 1859 1739 - - -

2 3/16 55 1.65
8570
38121

4910
21841

2980
13256

5000 9679 9679 9679 9052 7352 6510 5972 5288 5049 4851 4537 - - -
10000 9679 9679 8570 7352 5972 5288 4851 4295 4101 3940 3685 - - -
30000 8570 6961 9194 5288 4295 3803 3489 3089 2950 2834 2650 - - -
50000 7352 5972 5288 4537 3685 3263 2993 2650 2530 2431 2274 - - -
100000 5972 4851 4295 3685 2993 2650 2431 2153 2055 1975 1847 - - -

2 1/4
2 7/16
2 1/2

60
65 1.51

9030
40167

5220
23220

3470
15435

5000 10198 10198 10198 9538 7747 6860 6293 5572 5320 5111 - - - -
10000 10198 10198 9030 7747 6293 5572 5111 4526 4321 4152 - - - -
30000 9030 7335 6495 5572 4526 4007 3676 3255 3108 2986 - - - -
50000 7747 6293 5572 4780 3883 3438 3154 2793 2666 2562 - - - -
100000 6293 5111 4526 3883 3154 2793 2562 2268 2166 2081 - - - -

2 11/16
2 15/16

3

70
75 1.30

9630
42836

5510
24510

4260
18949

5000 10876 10876 10876 10171 8262 7316 6711 5942 5674 - - - - -
10000 10876 10876 9630 8262 6711 5942 5451 4826 4608 - - - - -
30000 9360 7822 6926 5942 4826 4274 3920 3471 3314 - - - - -
50000 8262 6711 5942 5098 4141 3666 3363 2978 2843 - - - - -
100000 6711 5451 4826 4141 3363 2978 2732 2419 2310 - - - - -

3 3/16
3 7/16
3 1/2

80
85
90
95

1.19
15320
68147

8790
39100

4710
20951

5000 17302 17302 17302 16181 13143 11638 10676 9453 - - - - - -
10000 17302 17302 15320 13143 10676 9453 8671 7678 - - - - - -
30000 15320 12444 11018 9453 7678 6799 6273 5522 - - - - - -
50000 13143 10676 9453 8110 6587 5833 5351 4738 - - - - - -
100000 10676 8671 7678 6587 5351 4738 4346 3848 - - - - - -

3 15/16
4

100
105 1.23

20980
93324

12100
53823

9800
43593

5000 23694 23694 23694 22159 17999 15938 14620 12945 - - - - - -
10000 23694 23694 20980 17999 14620 12945 11875 10515 - - - - - -
30000 20980 17041 15089 12945 10515 9311 5841 7563 - - - - - -
50000 17999 14620 12945 11106 9021 7988 7327 6488 - - - - - -
100000 14620 11875 10515 9021 7327 6488 5952 5270 - - - - - -

4 7/16
4 1/2

110
115 1.13

25750
114542

14800
65834

13100
58272

5000 29081 29081 29081 27198 22091 19561 17944 - - - - - - -
10000 29081 29081 25750 22091 17944 15889 14575 - - - - - - -
30000 25750 20915 18520 15889 12906 11427 10483 - - - - - - -
50000 22091 17944 15889 13631 11072 9804 8993 - - - - - - -
100000 17944 14575 12906 11072 8993 7963 7305 - - - - - - -

4 15/16
5

120
125 1.27

35520
158001

20400
90744

16000
71172

5000 40114 40114 40114 37517 30473 26983 24752 - - - - - - -
10000 40114 40114 35520 30473 24752 21917 20105 - - - - - - -
30000 35520 28851 25547 21917 17802 15763 14460 - - - - - - -
50000 30473 24752 21917 18803 15273 13524 12405 - - - - - - -
100000 24752 20105 17802 15273 12405 10985 10076 - - - - - - -

This chart displays the Sealmaster RPB and Browning E920 Series Tapered Roller Bearings load capacity for a given L10 life speed and shaft size. Values in the 
table represent load at ideal conditions. The shaded areas indicate maximum speed for the Sealmaster RPB series only. For combined load determination, see the 
Bearing Selection section on page I-49. Areas designated by “-” exceed maximum speed value.
*Single Row Basic Dynamic Rating required for determining combined loads as shown on page I-49.
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Table 5 - Sealmaster USRB Spherical Roller Bearing Load / Speed Chart

Series Bore 
Size

L10  
Hours

Revolutions per Minute

50 100 150 250 500 750 1000 1500 1750 2000 2500 3000 3500 4000

107

1 1/8 
1 3/16 
1 1/4 
1 3/8 
1 7/16 
1 1/2

5000 
10000 
30000 
50000 

100000

9039 
7342 
5281 
4530 
3680

7342
5964
4289
3680
2989

6501
5281
3798
3258
2647

5577 
4530
3258
2795
2271

4530
3680
2647
2271
1844

4011
3258
2343
2010
1633

3680
2989
2150
1844
1498

3258
2647
1903
1633
1326

3111
2527
1817
1559
1266

2989
2428
1746
1498
1217

2795
2271
1633
1401
1138

2647
2150
1546
1326
1077

2527
2053
1476
1266
1029

2428
1972
1418
1217
988

111 1 11/16 
1 3/4

5000 
10000 
30000 
50000 

100000

10069 
8179 
5882 
5046 
4099

8179
6643
4778
4099
3329

7242
5882
4231
3630
2948

6213
5046
3630
3114
2529

5046
4099
2948
2529
2054

4468
3630
2610
2240
1819

4099
3329
2395
2054
1669

3630
2948
2120
1819
1478

3465
2815
2025
1737
1411

3329
2704
1945
1669
1355

3114
2529
1819
1561
1268

2948
2395
1722
1478
1200

2815
2286
1644
1411
1146

2704
2197
1580
1355
1101

115 1 15/16 
2

5000 
10000 
30000 
50000 

100000

10438 
8478 
6098 
5231 
4249

8478
6886
4953
4249
3451

7507
6098
4386
3762
3056

6441
5231
3762
3228
2622

5231
4249
3056
2622
2130

4632
3762
2706
2322
1886

4249
3451
2482
2130
1730

3762
3056
2198
1886
1532

3592
2918
2099
1800
1462

3451
2803
2016
1730
1405

3228
2622
1886
1618
1314

3056
2482
1785
1532
1244

2918
2370
1705
1462
1188

2803
2277
1638
1405
1141

203 2 3/16

5000 
10000 
30000 
50000 

100000

12465 
10124 
7282 
6247 
5074

10124
8224
5915
5074
4122

8965
7282
5237
4493
3650

7691
6247
4493
3855
3131

6247
5074
3650
3131
2543

5532
4493
3232
2772
2252

5074
4122
2964
2543
2066

4493
3650
2625
2252
1829

4290
3485
2506
2150
1746

4122
3348
2408
2066
1678

3855
3131
2252
1932
1569

3650
2964
2132
1829
1486

3485
2830
2036
1746
1419

3348
2719
1956
1678
1363

207 2 7/16 
2 1/2

5000 
10000 
30000 
50000 

100000

19833 
16110 
11586 
9940 
8074

16110 
13085 
9411 
8074 
6558

14265 
11586 
8333 
7149 
5807

12238 
9940 
7149 
6133 
4982

9940 
8074 
5807 
4982 
4047

8802 
7149 
5142 
4411 
3583

8074 
6558 
4717 
4047 
3287

7149 
5807 
4177 
3583 
2910

6826 
5545 
3988 
3421 
2779

6558 
5327 
3831 
3287 
2670

6133 
4982 
3583 
3074 
2497

5807 
4717 
3392 
2910 
2364

5545 
4504 
3239 
2778 
2257

-
-
-
-
-

215

2 11/16 
2 3/4 

2 15/16 
3

5000 
10000 
30000 
50000 

100000

21056 
17103 
12301 
10553 
8572

17103
13892
9991
8572
6962

15144
12301
8847
7590
6165

12992
10553
7590
6512
5289

10553
8572
6165
5289
4296

9344
7590
5459
4683
3804

8572
6962
5008
4296
3489

7590
6165
4434
3804
3090

7247
5886
4234
3632
2950

6962
5655
4067
3489
2834

6512
5289
3804
3264
2651

6165
5008
3602
3090
2510

-
-
-
-
-

-
-
-
-
-

307
3 3/16 
3 7/16 
3 1/2

5000 
10000 
30000 
50000 

100000

32237 
26184 
18832 
16157 
13123

26184 
21268 
15297 
13123 
10659

23185 
18832 
13545 
11620 
9439

19891 
16157 
11620 
9969 
8098

16157 
13123 
9439 
8098 
6577

14306 
11620 
8358 
7170 
5824

13123 
10659 
7666 
6577 
5342

11620 
9439 
6788 
5824 
4730

11095 
9012 
6482 
5561 
4517

10659 
8658 
6227 
5342 
4339

9969 
8098 
5824 
4996 
4058

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

315
3 11/16 
3 15/16 

4

5000 
10000 
30000 
50000 

100000

42626 
34623 
24902 
21364 
17353

34623
28123
20226
17353
14095

30657
24902
17910
15365
12480

26302
21364
15365
13182
10707

21364
17353
12480
10707
8697

18917
15365
11051
9481
7701

17353
14095
10137
8697
7064

15365
12480
8976
7701
6255

14671
11916
8571
7353
5972

14095
11448
8234
7064
5738

13182
10707
7701
6607
5366

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

407 4 7/16 
4 1/2

5000 
10000 
30000 
50000 

100000

49499 
40205 
28917 
24808 
20150

40205 
32657 
23488 
20150 
16367

35601 
28917 
20798 
17843 
14493

30542 
24808 
17843 
15307 
12434

24808 
20150 
14493 
12434 
10099

21967 
17843 
12833 
11009 
8942

20150 
16367 
11772 
10099 
8203

17843 
14493 
10423 
8942 
7264

17036 
13838 
9952 
8538 
6935

16367 
13294 
9562 
8203 
6663

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

415 4 15/16 
5

5000 
10000 
30000 
50000 

100000

70481 
57248 
41174 
35324 
28692

57248
46500
33444
28692
23305

50691
41174
29613
25406
20636

43489
35324
25406
21796
17704

35324
28692
20636
17704
14380

31278
25406
18272
15676
12733

28692
23305
16762
14380
11680

25406
20636
14842
12733
10342

24258
19703
14171
12158
9875

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

507 5 7/16 
5 1/2

5000 
10000 
30000 
50000 

100000

87285 
70897 
50991 
43746 
35533

70897 
57587 
41418 
35533 
28862

62777 
50991 
36674 
31463 
25556

53858 
43746 
31463 
26993 
21925

43746 
35533 
25556 
21925 
17809

38736 
31463 
22629 
19414 
15769

35533 
28862 
20758 
17809 
14465

31463 
25556 
18381 
15769 
12808

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

515 5 15/16

5000 
10000 
30000 
50000 

100000

115982 
94207 
67756 
58129 
47215

94207 
76520 
55035 
47215 
38351

83417 
67756 
48731 
41808 
33958

71565 
58129 
41808 
35867 
29133

58129 
47215 
33958 
29133 
23664

51471 
41808 
30069 
25797 
20953

47215 
38351 
27583 
23664 
19221

41808 
33958 
24424 
20953 
17019

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

615

6 7/16 
6 1/2 

6 15/16 
7

5000 
10000 
30000 
50000 

100000

143889 
116874 
84059 
72115 
58576

116874 
94931 
68277 
58576 
47578

103488 
84059 
60457 
51867 
42129

88784 
72115 
51867 
44498 
36143

72115 
58576 
42129 
36143 
29357

63856 
51867 
37304 
32004 
25995

58576 
47578 
34219 
29357 
23846

51867 
42129 
30300 
25995 
21115

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

708
7 1/2 

7 15/16 
8

5000 
10000 
30000 
50000 

100000

161458 
131145 
94322 
80921 
65728

131145 
106523 
76613 
65728 
53388

116124 
94322 
67839 
58200 
47273

99625 
80921 
58200 
49931 
40556

80921 
65728 
47273 
40556 
32942

71653 
58200 
41859 
35911 
29169

65728 
53388 
38398 
32942 
26757

58200 
47273 
34000 
29169 
23693

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

-
-
-
-
-

This chart displays the Sealmaster Unitized Spherical Roller Bearing (USRB) load capacity for a given L10 life, speed and shaft size. Values in the Table represent 
estimated load at ideal conditions. The shaded areas indicate maximum speed for USRB felt seals. For combined load determination, see the Bearing Selection sec-
tion on page I-50. Areas designated by “—” exceed maximum speed value. For actual maximum speed limits see table on page I-58.
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Speed Limit Tables

Table 7 - Browning E920 Tapered Roller Bearing Maximum Speed Rating
Maximum Operational Speed

Bore Size
Speed (RPM)

inch
1 3/16 - 1 1/4 3500

1 3/8 - 1 7/16 3000

1 1/2 - 1 11/16 2500

1 3/4 - 2 3/16 2000

2 1/4 - 2 1/2 1750

2 11/16 - 3 1500

3 3/16 - 4 1000

4 7/16 - 5 750

Table 8 - Sealmaster USRB Spherical Roller Bearing Maximum Speed Rating
Maximum Operational Speed

Bore Size 
Felt Seal (RPM) Contact Seal (RPM)

inch
1 1/8 - 1 1/2 4000 3000

1 11/16 - 1 3/4 4000 2750

1 15/16 - 2 4000 2500

2 3/16 3750 2200

2 7/16 - 2 1/2 3250 1750

2 11/16 - 3 3000 1600

3 3/16 - 3 1/2 2500 1350

3 11/16 - 4 2250 1200

4 7/16 - 4 1/2 2000 1100

4 15/16 - 5 1750 900

Values in these tables represent speeds at ideal conditions. Other application factors may reduce the speed rating of a bearing.  
Seal limits evaluated at a load of c/10.

Table 6 - Sealmaster RPB Tapered Roller Bearing Maximum Speed Rating
Maximum Operational Speed*

Bore Size
Speed (RPM)

inch mm
1 3/16 - 1 1/4 - 4000

1 3/8 - 1 7/16 35 3500

1 1/2 - 1 11/16 40 3000

1 3/4 - 2 3/16 45 - 50 2500

2 1/4 - 2 1/2 60 - 65 2000

2 11/16 - 3 70 - 75 1750

3 3/16 - 3 1/2 80 - 95 1500

3 15/16 - 4 1/2 100 - 115 1250

4 15/16 - 5 120 - 125 1000

* Tapered Roller Bearing maximum speeds are not limited by seals, value listed is for all seal designs.
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Step 6:  Tighten Setscrews
Setscrews in multiple bearing applications should be aligned 
as shown in Figure 1.  Tighten bearing units to the shaft as 
follows: 

 a) Torque the first setscrew to one half of the recom- 
  mended torque in Table II.
 b) Torque the second setscrew to the full recommend- 
  ed torque.  Go back to the first setscrew and tighten  
  to the full recommended torque.

If the bearing unit has two lock collars, repeat the same 
procedure for the second lock collar.  Check shaft again for 
freedom of rotation and then tighten the second bearing 
unit in the same fashion.  When all bearings are tightened, 
perform a final check to the shaft for freedom of rotation.

Mounting Adapter Lock Units:

Step 1:  Inspect Shaft and Bore
Shaft should be within tolerance range shown in Table I, 
clean and free of nicks and burrs.  Mount bearings on unused 
section of shafting or repair/replace shafting as required.  In-
spect both the shaft and bearing bore for debris or contami-
nants.  Wipe clean as necessary.

NOTICE: Do not apply any additional lubricant (ex. 
Grease, oil, or anti-seize) to bearing tapered surfaces, bore or 
shafting.  Bearing components have a light oil, rust preven-
tative coating that should not be removed.  Application of 
additional lubricant may cause reduction in bearing perfor-
mance and may lead to equipment failure. 

Step 2:  Check Support Surfaces
Make sure the base of the housing and the support surfaces 
are clean and free from burrs.  If the housing elevation is 
adjusted with shims these must cover the entire contact area 
between the housing and the support surface.

Step 3:  Install Unit
NOTICE: One expansion unit is to be used in conjunction 
with one non-expansion unit for applications using adapter 
lock units.  Failure to utilize one expansion and one non-
expansion unit is likely to result in reduced bearing perfor-
mance.

To aid installation, keep weight off bearing during mounting.  
Slide unit onto shaft by pushing on the inner ring.  If it is dif-
ficult to mount bearing on shaft, use a piece of emery cloth 
to reduce any high spots on the shaft.

Installation Instructions continued

Table III
Recommended Shaft Tolerances (Adapter Lock)

Nominal Bore Diameter Tolerance (inch)

1 1/8 - 2 +0.000 / -0.003

2 3/16 - 4 +0.000 / -0.004

4 7/16 - 5 +0.000 / -0.005

Table II
Lock Collar Setscrew Torque

Bore Size Hex Size Foot-Pounds

1 1/8 - 1 3/4 5/32 14

1 15/16 - 2 1/2 3/16 25

2 11/16 - 3 1/2 1/4 55

3 11/16 - 4 1/2 5/16 120

4 15/16 3/8 180

Figure 1
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 Step 4:  Fasten Unit in Place
Install housing mounting bolts and check bearing alignment.  
Align the bearing units as closely as possible.  
 

Tighten mounting bolts to recommended fastener torques.  
Check the shaft for freedom of rotation by rotating shaft with 
hand in both directions.

Step 5:  Position Insert
Expansion inserts must be located in the housing to allow for 
axial shaft expansion and/or contraction.  If the direction of 
shaft expansion or contraction is in the direction shown in 
Figure 2, locate the bearing insert as shown.  If the direction 
of shaft expansion or contraction is opposite to that shown in 
Figure 2, center the insert in the housing.
 

Step 6:  Tighten Cap Screws
Tighten bearing units to the shaft as follows:
 a) Tighten the cap screws in the specified order, as  
  shown in Figure 3.  Continue tightening until all cap  
  screws have become snug.  
 b) Using a torque wrench, tighten each cap screw in the  
  specified order to one half of the recommended  
  torque in Table IV. 
 c)  In the same order, repeat the procedure tighten- 
  ing each cap screw to the full recommended torque.   
  Once complete, follow the same pattern and verify  
  that each cap screw has met the full recommended  
  torque value and all cap screws have achieved equiva- 
  lent resistance.
Check shaft for freedom of rotation and then tighten the 
second bearing unit in the same fashion.  When all bearings 
are tightened, perform a final check to the shaft for freedom 
of rotation.

Installation Instructions continued

Table IV
Adapter Lock Cap Screw Information 

Bore Size Torque         
(inch - Pounds) Hex Size # Cap Screws

1 1/8 - 1 1/2 45 1/8 3

1 11/16 - 1 3/4 40 1/8 3

1 15/16 - 2 30 1/8 3

2  3/16 45 1/8 3

2 7/16 - 2 1/2 60 1/8 4

2 11/16 - 3 55 1/8 4

3 3/16 - 3 1/2 80 3/16 4

3 11/16 - 4 80 3/16 4

4 7/16 - 4 1/2 115 3/16 4

4 15/16 - 5 130 3/16 6

Figure 2

Figure 3
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Replacing Existing Sealmaster Inserts: 

Step 1:  Loosen and Remove Housing 
Mounting Bolts

Step 2:  Remove Bearing from Shaft
For lock collar units, loosen the setscrews.  For adapter 
lock units, loosen the cap screws in the specified order 
as shown in Figure 3.  Once locking mechanism is loos-
ened, slide the bearing off the shaft.

Step 3:  Remove the Bearing Insert from 
the Housing 
Carefully remove retaining ring and spacer (non-
expansion units) from the housing bore.  Clean rings 
before reuse.  Remove insert from housing.

Step 4:  Inspect and Prepare Housing
Housings should be inspected for damage prior to 
installation.  Wipe housing bore clean as necessary 
and check that the lubrication hole is clean and free of 
debris.  Wetting of the housing bore with oil or grease 
may be done to ease installation of bearing insert. 

Step 5:  Load New Insert
Slide the bearing insert into the housing.

Step 6:  Secure Bearing in Housing
Replace the spacer into housing (non-expansion units 
only).  Install retaining rings into the grooves in the 
housing bore.

Step 7:  Refer to Steps 1 - 6 from the Previ-
ous Installation Sections for the Respective 
Locking Mechanism

Sealmaster USRB Spherical Roller Bearing 
Lubrication:

Pre-Mounting Checklist:

All Sealmaster Spherical Roller Bearings are delivered 
with a high quality lithium complex grease with an EP 
additive.  The bearing is ready for use with no initial 
lubrication required.  The grease consists of a lithium 
complex thickener, mineral oil, and NLGI grade 2 con-
sistency.

Compatibility of grease is critical; therefore consult 
with Application Engineering and your grease supplier 
to insure greases are compatible.  For best perfor-
mance it is recommended to relubricate with lithium 
complex thickened grease with a comparable NLGI 
consistency and base oil properties.

Relubricatable Sealmaster bearings are supplied with 
grease fittings or zerks for ease of lubrication with 
hand or automatic grease guns.  Always wipe the fit-
ting and grease nozzle clean.

Caution: If possible, it is recommended to lubri-
cate the bearing while rotating, until grease purge is 
observed from the seals.  If this is not an option due to 
safety reasons, follow the alternate lubrication proce-
dure below.  

Installation Instructions continued
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Installation Instructions continued

Alternate Lubrication Procedure:
Stop rotating equipment.  Add one half the recom-
mended amount shown in Table V.  Start the bearing 
and run for a few minutes.  Stop the bearing and add the 
second half of the recommended amount. A tempera-
ture rise after lubrication, sometimes 30°F (17°C), is 
normal.  Bearing should operate at temperatures less 
than 200°F (94°C) and should not exceed 250° (121°C) 
for intermittent operation.  For lubrication guidelines, 
see Table VI.

Note:  Table VI are general recommendations.  Experi-
ence and testing may be required for specific applica-
tions. 

Note:  Grease charges in Table V are based on the use 
of lithium complex thickened grease with a NLGI grade 
2 consistency.
 

Expansion Bearing Applications:
Before installation, make certain proper expansion is 
accounted for.  Expansion units should be placed in a 
location where relative movement between the bear-
ing insert and the housing can be tolerated.  For most 
applications using expansion type units, the fixed unit 
(non-expansion unit) is placed at the drive end of the 
shaft.  Use Table VIII to review the total available bearing 
expansion.  If the application requires additional expan-
sion, consult Application Engineering.

NOTICE: One expansion unit is to be used in conjunc-
tion with one non-expansion unit for applications using 
adapter lock units.  Failure to utilize one expansion and 
one non-expansion unit is likely to result in reduced 
bearing performance.

Table V
Grease Charge for Relubrication

Bore Size Grease Charge (Mass - Ounces)

1 1/8 - 1 1/2 0.20

1 11/16 - 1 3/4 0.20

1 15/16 - 2 0.25

2  3/16 0.40

2 7/16 - 2 1/2 0.60

2 11/16 - 3 0.75

3 3/16 - 3 1/2 1.25

3 11/16 - 4 2.00

4 7/16 - 4 1/2 2.75

4 15/16 - 5 4.00

Table VI
Relubrication Recommendations

Environment Temperature (°F) Speed  
(% Catalog Max) Frequency

Dirty -20 to 250 0 - 100% Daily to 1 Week

Clean

-20 to 125

0 - 25% 4 to 10 Months
26 - 50% 1 to 4 Months
51 - 75% 1 Week to 1 Month

76 - 100% Daily to 1 Week

125 to 175

0 - 25% 2 to 6 Weeks
26 - 50% 1 Week to 1 Month
51 - 75%

Daily to 1 Week
76 - 100%

175 to 250 0 - 100% Daily to 1 Week

Table VII
Maximum Operational Speed

Bore Size Felt Seal (RPM) Contact Seal (RPM)

1 1/8 - 1 1/2 4000 3000

1 11/16 - 1 3/4 4000 2750

1 15/16 - 2 4000 2500

2  3/16 3750 2200

2 7/16 - 2 1/2 3250 1750

2 11/16 - 3 3000 1600

3 3/16 - 3 1/2 2500 1350

3 11/16 - 4 2250 1200

4 7/16 - 4 1/2 2000 1100

4 15/16 - 5 1750 900

Table VIII
Total Available Housing Expansion (inch)

Bore Size Setscrew Adapter Lock

1 1/8 - 1 1/2 3/16 5/32

1 11/16 - 3 1/2 1/4 7/32

3 11/16 - 4 5/16 1/4

4 7/16 - 5 3/8 9/32
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Mounting Lock Collar Units:

NOTICE

• These bearings are designed for maximum permissi-
ble misalignment of ± 2 degrees.  Installation, handling 
or operation of the bearing in excess of the maximum 
of ± 2 degrees can cause reduction in bearing perfor-
mance and may lead to equipment failure.

• Do not strike or hammer on any component of the 
bearing and/or shaft.  Impact can result in damage to 
the bearing that may cause reduction in bearing per-
formance and may lead to equipment failure.
 

Step 1:  Inspect Shaft and Bore
Shaft should be within tolerance range shown in Table 
I, clean and free of nicks and burrs.  Mount bearings on 
unused section of shafting or repair/replace shafting as 
required.  Inspect both the shaft and bearing bore for 
debris or contaminants.  Wipe clean as necessary.

Step 2:  Check Support Surfaces
Make sure the base of the housing and the support 
surfaces are clean and free from burrs.  If the housing 
elevation is adjusted with shims these must cover the 
entire contact area between the housing and the sup-
port surface.

Step 3:  Install Unit
To aid installation, keep weight off bearing during 
mounting.  Slide unit onto shaft by pushing on the 
inner ring.  If it is difficult to mount bearing on shaft, 
use a piece of emery cloth to reduce any high spots on 
the shaft. 

Step 4:  Fasten Unit in Place
Install housing mounting bolts and check bearing 
alignment.  Align the bearing units as closely as pos-
sible.  

Tighten mounting bolts to recommended fastener 
torques.  Check the shaft for freedom of rotation by 
rotating shaft with hand in both directions.

Step 5:  Position Insert
Expansion units must be located in the housing to 
allow for axial shaft expansion and/or contraction.  
Position bearing insert to obtain the required axial 
expansion in desired directions.  It may be necessary 
to unload the bearing while moving the assembly.

Sealmaster USRB Spherical Roller Bearing Split Pillow Block Housing Installation

Table I
Recommended Shaft Tolerances

Nominal Bore Diameter Tolerance (inch)

1 7/16 - 2 +0.0000 / -0.0005

2 7/16 - 4 +0.000 / -0.001

4 7/16 - 5 15/16 +0.0000 / -0.0015

6 7/16 - 7 +0.000 / -0.002
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Step 6:  Tighten Setscrews
Setscrews in multiple bearing applications should be 
aligned as shown in Figure 1.  Tighten bearing units to 
the shaft as follows: 

 a) Torque the first setscrew to one half of the rec- 
  ommended torque in Table II.
 b) Torque the second setscrew to the full recom- 
  mended torque.  Go back to the first setscrew  
  and tighten to the full recommended torque.

If the bearing unit has two lock collars, repeat the same 
procedure for the second lock collar.  Check shaft again 
for freedom of rotation and then tighten the second 
bearing unit in the same fashion.  When all bearings are 
tightened, perform a final check to the shaft for free-
dom of rotation.

Mounting Adapter Lock Units:

Step 1:  Inspect Shaft and Bore
Shaft should be within tolerance range shown in Table 
III, clean and free of nicks and burrs.  Mount bearings on 
unused section of shafting or repair/replace shafting as 
required.  Inspect both the shaft and bearing bore for 
debris or contaminants.  Wipe clean as necessary.

NOTICE: Do not apply any additional lubricant (ex. 
Grease, oil, or anti-seize) to bearing tapered surfaces, 
bore or shafting.  Bearing components have a light oil, 
rust preventative coating that should not be removed.  
Application of additional lubricant may cause reduction 
in bearing performance and may lead to equipment 
failure.

Step 2:  Check Support Surfaces
Make sure the base of the housing and the support 
surfaces are clean and free from burrs.  If the housing 
elevation is adjusted with shims these must cover the 
entire contact area between the housing and the sup-
port surface.

Step 3:  Install Unit

NOTICE: One expansion unit is to be used in conjunc-
tion with one non-expansion unit for applications using 
adapter lock units.  Failure to utilize one expansion and 
one non-expansion unit is likely to result in reduced 
bearing performance.

Installation Instructions continued

Table III
Recommended Shaft Tolerances

Nominal Bore Diameter Tolerance (inch)

1 7/16 - 2 +0.000 / -0.003

2 7/16 - 4 +0.000 / -0.004

4 7/16 - 5 15/16 +0.000 / -0.005

6 7/16 - 8 +0.000 / -0.006

Table II
Lock Collar Setscrew Torque

Bore Size Hex Size Foot-Pounds

1 7/16 - 1 3/4 5/32 14

1 15/16 - 2 1/2 3/16 25

2 15/16 - 3 1/2 1/4 55

3 15/16 - 4 1/2 5/16 120

4 15/16 - 5 15/16 3/8 180

6 7/16 - 7 1/2 428

Figure 1
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Installation Instructions continued

To aid installation, keep weight off bearing during 
mounting.  Slide unit onto shaft by pushing on the 
inner ring.  If it is difficult to mount bearing on shaft, 
use a piece of emery cloth to reduce any high spots on 
the shaft.

Step 4:  Fasten Unit in Place
Install housing mounting bolts and check bearing 
alignment.  Align the bearing units as closely as pos-
sible.  

Tighten mounting bolts to recommended fastener 
torques.  Check the shaft for freedom of rotation by 
rotating shaft with hand in both directions.

 Step 5:  Position Insert
Expansion inserts must be located in the housing to 
allow for axial shaft expansion and/or contraction.  If 
the direction of shaft expansion or contraction is in the 
direction shown in Figure 2, locate the bearing insert 
as shown.  If the direction of shaft expansion or con-
traction is opposite to that shown in Figure 2, center 
the insert in the housing.

Step 6:  Tighten Cap Screws
Tighten bearing units to the shaft as follows:

 a) Tighten the cap screws in the specified order,  
  as shown in Figure 3.  Continue tightening until  
  all cap screws have become snug.  
 b) Using a torque wrench, tighten each cap screw  
  in the specified order to one half of the recom- 
  mended torque in Table IV. 
 c)  In the same order, repeat the procedure tight- 
  ening each cap screw to the full recommended  
  torque.  Once complete, follow the same  
  pattern and verify that each cap screw has met  
  the full recommended torque value and all cap  
  screws have achieved equivalent resistance.

Check shaft for freedom of rotation and then tighten 
the second bearing unit in the same fashion.  When all 
bearings are tightened, perform a final check to the 
shaft for freedom of rotation.
  

Table IV
Adapter Lock Cap Screw Information 

Bore Size Torque         
(inch - Pounds) Hex Size # Cap Screws

1 7/16 - 1 1/2 45 1/8 3

1 15/16 - 2 30 1/8 3

2 7/16 - 2 1/2 60 1/8 4

2 15/16 - 3 55 1/8 4

3 7/16 - 3 1/2 80 3/16 4

3 15/16 - 4 80 3/16 4

4 7/16 - 4 1/2 115 3/16 4

4 15/16 - 5 130 3/16 6

5 7/16 - 5 1/2 115 3/16 6

5 15/16 175 3/16 8

6 7/16 - 7 225 1/4 8

7 1/2 - 8 275 1/4 8

Figure 2

Figure 3
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Replacing Existing Sealmaster Inserts:

Step 1:  Remove Housing Cap Bolts

Step 2:  Remove Top Half of Housing

Step 3:  Remove Bearing from Shaft
For lock collar units, loosen the setscrews.  For adapter 
lock units, loosen the cap screws in the specified order 
as shown in Figure 3.  Once locking mechanism is loos-
ened, slide the bearing off the shaft.  

Step 4:  Inspect Shaft and Bore
Shaft should be within tolerance range shown in Table 
III, clean and free of nicks and burrs.  Mount bearings 
on unused section of shafting or repair/replace shafting 
as required.  Inspect both the shaft and bearing bore 
for debris or contaminants.  Also be sure to inspect 
the housing for damages.  Wipe housing bore clean as 
necessary and check that the lubrication hole is clean 
and free of debris.

Step 5:  Load New Insert
Slide bearing onto shaft and seat the bearing in the 
housing base.  

Step 6:  Install Top Half of Housing
Be sure to check the bearing inserts for proper align-
ment.  Align the bearings.

Install the top half of the housing.  Tighten down the 
cap bolts to the recommended torque in Tables V.  Ro-
tate the shaft by hand to check for freedom of rotation.

 

Step 7:  Refer to Steps 5 and 6 from the Pre-
vious Installation Sections for the Respec-
tive Locking Mechanism

Sealmaster USRB Spherical Roller Bearing 
Split Pillow Block Housing Lubrication:

Pre-Mounting Checklist:

Lubrication:
All Sealmaster Spherical Roller Bearings are delivered 
with a high quality lithium complex grease with an EP 
additive.  The bearing is ready for use with no initial 
lubrication required.  The grease consists of a lithium 
complex thickener, mineral oil, and NLGI grade 2 consis-
tency.

Compatibility of grease is critical; therefore consult with 
Application Engineering and your grease supplier to 
insure greases are compatible.  For best performance 
it is recommended to relubricate with lithium complex 
thickened grease with a comparable NLGI consistency 
and base oil properties.

Relubricatable Sealmaster bearings are supplied with 

Installation Instructions continued

Table V
Cap Bolt Tightening Torque

Casting Bore Size Foot-Pounds

509 1 7/16 - 1 1/2 31

511 1 15/16 - 2 31

515 2 7/16 - 2 1/2 75

517 2 15/16 - 3 75

520 3 7/16 - 3 1/2 109

522 3 15/16 - 4 150

526 4 7/16 - 4 1/2 150

528 4 15/16 - 5 266

532 5 7/16 - 5 1/2 266

534 5 15/16 266

536 6 7/16 - 6 1/2 266

538 6 15/16 - 7 600

544 7 1/2 - 8 600
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Installation Instructions continued

grease fittings or zerks for ease of lubrication with 
hand or automatic grease guns.  Always wipe the fit-
ting and grease nozzle clean.

Caution: If possible, it is recommended to lubri-
cate the bearing while rotating, until grease purge is 
observed from the seals.  If this is not an option due to 
safety reasons, follow the alternate lubrication proce-
dure below.  

Alternate Lubrication Procedure:
Stop rotating equipment.  Add one half the recom-
mended amount shown in Table VI.  Start the bearing 
and run for a few minutes.  Stop the bearing and add 
the second half of the recommended amount. A tem-
perature rise after lubrication, sometimes 30°F (17°C), 
is normal.  Bearing should operate at temperatures less 
than 200°F (94°C) and should not exceed 250° (121°C) 
for intermittent operation.  For lubrication guidelines, 
see Table VII.

Note:  Table VII are general recommendations.  Expe-
rience and testing may be required for specific applica-
tions. 

Note:  Grease charges in Table VI are based on the 
use of lithium complex thickened grease with a NLGI 
grade 2 consistency.

Expansion Bearing Applications:
Before installation, make certain proper expansion is 
accounted for.  Expansion units should be placed in 
a location where relative movement between the bear-
ing insert and the housing can be tolerated.  For most 
applications using expansion type units, the fixed unit 
(non-expansion unit) is placed at the drive end of the 
shaft.  Use Table IX to review the total available bear-
ing expansion.  If the application requires additional 
expansion, consult Application Engineering.

NOTICE: One expansion unit is to be used in con-
junction with one non-expansion unit for applications 
using adapter lock units.  Failure to utilize one expan-
sion and one non-expansion unit is likely to result in 
reduced bearing performance.

Table VI
Grease Charge for Relubrication

Bore Size Grease Charge (Mass - Ounces)
1 7/16 - 1 1/2 0.20

1 15/16 - 2 0.30
2 7/16 - 2 1/2 0.60

2 15/16 - 3 0.80
3 7/16 - 3 1/2 1.20

3 15/16 - 4 2.00
4 7/16 - 4 1/2 2.75

4 15/16 - 5 4.00
5 7/16 - 5 1/2 6.10

5 15/16 10.60
6 7/16 - 7 13.90
7 1/2 - 8 17.60

Table VII
Relubrication Recommendations

Environment Temperature (°F) Speed  
(% Catalog Max) HI Suffix

Dirty -20 to 250 0 - 100% Daily to 1 Week

Clean

-20 to 125

0 - 25% 4 to 10 Months
26 - 50% 1 to 4 Months
51 - 75% 1 Week to 1 Month

76 - 100% Daily to 1 Week

125 to 175

0 - 25% 2 to 6 Weeks
26 - 50% 1 Week to 1 Month
51 - 75%

Daily to 1 Week
76 - 100%

175 to 250 0 - 100% Daily to 1 Week

Table VIII
Maximum Operational Speed

Bore Size Felt Seal (RPM) Contact Seal (RPM)
1 7/16 - 1 1/2 4000 3000

1 15/16 - 2 4000 2500
2 7/16 - 2 1/2 3250 1750

2 15/16 - 3 3000 1600
3 7/16 - 3 1/2 2500 1350

3 15/16 - 4 2250 1200
4 7/16 - 4 1/2 2000 1100

4 15/16 - 5 1750 900
5 7/16 - 5 1/2 1500 900

5 15/16 1300 800
6 7/16 - 7 1200 750
7 1/2 - 8 1100 750

Table IX
Total Available Housing Expansion (inch)

Casting Bore Size Setscrew Adapter Lock
509 1 7/16 - 1 1/2 7/32 3/16
511 1 15/16 - 2 1/4 7/32
515 2 7/16 - 2 1/2 5/16 9/32
517 2 15/16 - 3 3/8 11/32
520 3 7/16 - 3 1/2 3/8 11/32
522 3 15/16 - 4 3/8 5/16
526 4 7/16 - 4 1/2 3/8 9/32
528 4 15/16 - 5 3/8 9/32
532 5 7/16 - 5 1/2 3/8 9/32
534 5 15/16 3/8 9/32
536 6 7/16 - 6 1/2 3/8 9/32
538 6 15/16 - 7 3/8 9/32
544 7 1/2 - 8 3/8 9/32
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Vibration Analysis
The following equations are used to calculate the fundamental frequencies for Mounted Tapered Roller Bearings.

 1. All information can be linked to three factors:
   • Shaft Size
   • Unit number
   • Insert number
 2. Use the information from Step 1 to select the vibration geometry information (R, I, O and F) from the Table 9.
 3. Use the information to calculate the fundamental bearing frequencies:
   • Roller Spin Frequency (Hz) = R x RPM
   • Inner Roller Pass Frequency (Hz) = I x RPM
   • Outer Roller Pass Frequency (Hz) = O x RPM
   • Fundamental Train Frequency (Hz) = F x RPM

Bearing Symbols for Vibration Analysis
 RPM = Shaft Speed (Revolutions per Minute)
 R = Roller Spin Frequency Factor
 I = Inner Roller Pass Frequency Factor
 O = Outer Roller Pass Frequency Factor
 F = Fundamental Train Frequency Factor

Table 9 - Sealmaster RPB and Browning E920 Vibration Geometry Information

Bore Size Factor for 
Roller Spin

Factor for  
Inner Roller 

Pass

Factor for 
Outer Roller 

Pass

Factor for 
F.T.F.

inch mm R I O F

1 3/16 - 1 1/4 - 0.1258 0.1782 0.1384 0.0073

1 3/8 - 1 7/16 35 0.1173 0.1892 0.1442 0.0072

1 1/2 - 1 11/16 40 0.1132 0.1710 0.1290 0.0072

1 3/4 - 2 45 - 50 0.1083 0.1626 0.1207 0.0071

2 3/16 55 0.1216 0.1792 0.1375 0.0072

2 1/4 - 2 1/2 60 - 65 0.1345 0.1958 0.1542 0.0073

2 11/16 - 3 70 - 75 0.1578 0.2202 0.1798 0.0075

3 3/16 - 3 1/2 80 - 95 0.1706 0.2368 0.1966 0.0076

3 15/16 - 4 100 - 105 0.1645 0.2376 0.1958 0.0075

4 7/16 - 4 1/2 110 - 115 0.1601 0.2289 0.1878 0.0075

4 15/16 - 5 120 - 125 0.1587 0.2292 0.1875 0.0075
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Vibration Analysis
The following equations are used to calculate the fundamental frequencies for Mounted Spherical Roller Bearings.

 1. All information can be linked to three factors:
   • Shaft Size
   • Unit number
   • Insert number
 2. Use the information from Step 1 to select the vibration geometry information (R, I, O and F) from Table 10.
 3. Use the information to calculate the fundamental bearing frequencies:
   • Roller Spin Frequency (Hz) = R x RPM
   • Inner Roller Pass Frequency (Hz) = I x RPM
   • Outer Roller Pass Frequency (Hz) = O x RPM
   • Fundamental Train Frequency (Hz) = F x RPM

Bearing Symbols for Vibration Analysis
 RPM = Shaft Speed (Revolutions per Minute)
 R = Roller Spin Frequency Factor
 I = Inner Roller Pass Frequency Factor
 O = Outer Roller Pass Frequency Factor
 F = Fundamental Train Frequency Factor

Table 10 - USRB Vibration Geometry Information

Bore Size
Factor for 

Roller Spin

Factor for 
Inner Roller 

Pass

Factor for 
Outer Roller 

Pass

Factor for 
F.T.F.

R I O F

1 1/8 - 1 1/2 0.0977 0.1549 0.1117 0.0070

1 11/16 - 1 3/4 0.1077 0.1722 0.1278 0.0071

1 15/16 - 2 0.1151 0.1804 0.1363 0.0072

2 3/16 0.1106 0.1717 0.1283 0.0071

2 7/16 - 2 1/2 0.1105 0.1812 0.1354 0.0071

2 11/16 - 3 0.1204 0.1983 0.1517 0.0072

3 3/16 - 3 1/2 0.1205 0.1889 0.1444 0.0072

3 11/16 - 4 0.1088 0.1816 0.1351 0.0071

4 7/16 - 4 1/2 0.1138 0.1806 0.1360 0.0072

4 15/16 - 5 0.1171 0.1894 0.1439 0.0072

5 7/16 - 5 1/2 0.1037 0.1730 0.1270 0.0071

5 15/16 0.1009 0.1735 0.1265 0.0070

6 7/16 - 7 0.1020 0.1733 0.1267 0.0070

7 1/2 - 8 0.1115 0.1809 0.1357 0.0071
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Design CharaCteristiCs Features

Brand Image Product Series Housing / Race Material Bore Size Range Static Load Reversing 
Load Shock Load Relative  

Base Cost Construction Max Temp.
(°F)

Grease 
Fitting

Left Hand 
Thread Y-Stud Page No.

Sealmaster Rod Ends

AR / ARE HT Steel / Steel 3/16” - 3/4” 4 4 3 $$$ 3 Piece 350 Optional Standard --- J-13, J-15

ARE-20 HT Steel / Steel 3/16” - 3/4” 4 4 3 $$$ 3 Piece 350 Optional Standard --- J-14

TR / TRE Steel / Steel 3/16” - 1” 2 3 3 $ 3 Piece 350 Optional Standard Optional J-16 to J-17

CFF-T / CFM-T  Steel / PTFE Liner 3/16” - 1” 2 2 2 $$ 2 Piece 250 --- Standard Optional  J-18 to J-19

TF / TM Steel / Bronze 3/16” - 3/4” 2 2 2 $ 3 Piece 350 Optional Standard Optional J-20 to J-21

CFF / CFM  Steel 3/16” - 1” 2 3 2 $ 2 Piece 350 Optional Standard Optional J-22 to J-23

CTFD / CTMD Steel / Delrin* 3/16” - 3/4” 1 1 1 $ 3 Piece 150 --- --Standard- Optional J-24 to J-25

Rod End Selection Guide

HT = Heat Treated
SS = Stainless Steel

* The following trade names, trademarks and/or registered trademarks are used in this material by Regal Power Transmission Solutions are NOT owned 
or controlled by Regal Power Transmission Solutions and are believed to be owned by the following parties: Delrin;E.I. du Pont de Nemurs and Company. 
Regal Power Transmission Solutions cannot and does not represent or warrant the accuracy of this information.
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Design CharaCteristiCs Features

Brand Image Product Series Housing / Race Material Bore Size Range Static Load Reversing 
Load Shock Load Relative  

Base Cost Construction Max Temp.
(°F)

Grease 
Fitting

Left Hand 
Thread Y-Stud Page No.

Sealmaster Rod Ends

AR / ARE HT Steel / Steel 3/16” - 3/4” 4 4 3 $$$ 3 Piece 350 Optional Standard --- J-13, J-15

ARE-20 HT Steel / Steel 3/16” - 3/4” 4 4 3 $$$ 3 Piece 350 Optional Standard --- J-14

TR / TRE Steel / Steel 3/16” - 1” 2 3 3 $ 3 Piece 350 Optional Standard Optional J-16 to J-17

CFF-T / CFM-T  Steel / PTFE Liner 3/16” - 1” 2 2 2 $$ 2 Piece 250 --- Standard Optional  J-18 to J-19

TF / TM Steel / Bronze 3/16” - 3/4” 2 2 2 $ 3 Piece 350 Optional Standard Optional J-20 to J-21

CFF / CFM  Steel 3/16” - 1” 2 3 2 $ 2 Piece 350 Optional Standard Optional J-22 to J-23

CTFD / CTMD Steel / Delrin* 3/16” - 3/4” 1 1 1 $ 3 Piece 150 --- --Standard- Optional J-24 to J-25

= Not Recommended

Poor Best 
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Design CharaCteristiCs Features

Brand Image Product Series Outer / Race Material Bore Size Range Static Load Reversing 
Load Shock Load Relative  Base 

Cost Construction Max Temp.
(°F)

Groove on Ball 
ID and Inter-
connecting 

Hole
Seal Page No.

Sealmaster Spherical  
Plain Bearings

SBG Bronze / Steel Ball 3/16” - 1” 3 3 1 $ 2 Piece 350 --- --- J-32

SBG-S HT Steel / Steel Ball 3/16” - 1” 5 4 4 $ 2 Piece 350 --- --- J-32

SBG-SA HT Steel / Steel Ball 1/2” - 1” 5 4 4 $ 2 Piece 350 Standard --- J-32

SBG-SS SS / SS Ball 3/16” - 1” 3 3 3 $$ 2 Piece 500 --- --- J-32

COR SS / SS Ball 3/16” - 1” 4 4 4 $$ 2 Piece 500 --- --- J-33

COM Steel / Steel Ball 3/16” - 1” 3 3 3 $ 2 Piece 350 --- --- J-34

FLBG Steel Outer / Bronze  
Race / Steel Ball 3/16” - 1” 3 3 3 $$ 3 Piece 350 --- --- J-35

Sealmaster Heavy Duty 
Spherical  

Plain Bearings

BTS-LS Steel / Steel Ball 3/4” - 1 1/2” 4 4 4 $$$ 2 Piece 250 --- Standard J-36

BH-LS Steel / Steel Ball 1”- 2” 4 4 4 $$$ 2 Piece 350 --- --- J-37

Spherical Plain Bearings Selection Guide

HT = Heat Treated
SS = Stainless Steel
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Design CharaCteristiCs Features

Brand Image Product Series Outer / Race Material Bore Size Range Static Load Reversing 
Load Shock Load Relative  Base 

Cost Construction Max Temp.
(°F)

Groove on Ball 
ID and Inter-
connecting 

Hole
Seal Page No.

Sealmaster Spherical  
Plain Bearings

SBG Bronze / Steel Ball 3/16” - 1” 3 3 1 $ 2 Piece 350 --- --- J-32

SBG-S HT Steel / Steel Ball 3/16” - 1” 5 4 4 $ 2 Piece 350 --- --- J-32

SBG-SA HT Steel / Steel Ball 1/2” - 1” 5 4 4 $ 2 Piece 350 Standard --- J-32

SBG-SS SS / SS Ball 3/16” - 1” 3 3 3 $$ 2 Piece 500 --- --- J-32

COR SS / SS Ball 3/16” - 1” 4 4 4 $$ 2 Piece 500 --- --- J-33

COM Steel / Steel Ball 3/16” - 1” 3 3 3 $ 2 Piece 350 --- --- J-34

FLBG Steel Outer / Bronze  
Race / Steel Ball 3/16” - 1” 3 3 3 $$ 3 Piece 350 --- --- J-35

Sealmaster Heavy Duty 
Spherical  

Plain Bearings

BTS-LS Steel / Steel Ball 3/4” - 1 1/2” 4 4 4 $$$ 2 Piece 250 --- Standard J-36

BH-LS Steel / Steel Ball 1”- 2” 4 4 4 $$$ 2 Piece 350 --- --- J-37

= Not Recommended

Poor Best 
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Design Modifications
Sealmaster rod ends can be ordered with the following design modifications at an extra cost.

Stock Modifications Design Modifications Option Offered on These 
Series

Ordering Instructions and 
Example for Specifying

Zerk Type Fitting AR, ARE, ARE-20, TR, TRE, TF, TM, 
CFF, CFM

Add “N” to part number suffix 
Example: TRE-8N  

(available on sizes 4-16 only) 
Caution: Catalog load ratings of 

rod ends are not applicable when 
grease fittings are specified, because 

of the reduced cross section of the 
head. When selecting rod ends with 
grease fittings, consult Application 

Engineering for static load capacities.

Y-Studs TR, TRE, TF, TM, CFF, CFM, CFF-T, 
CFM-T, CTFD, CTMD

Add “Y” to part number suffix 
Example:  TRE-8Y (see page 
J-37 for stud specifications)                                    

Caution when selecting rod ends 
with Y-studs: Catalog load ratings are 
not applicable with Y-studs because 
of the reduced stud strength due to 

bending.  For load ratings with Y-stud 
contact Application Engineering.

Special Modifications Design Modifications Option Offered on These 
Series

Ordering Instructions and 
Example for Specifying

Alloy Steel Race AR, ARE, ARE-20, TR, TRE Add “S” to part number suffix 
Example ARE-8S

Stainless Steel Race AR, ARE, ARE-20, TR, TRE Add “SS” to part number suffix 
Example TRE-6SS
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AR, AR-N Series Rod Ends

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit Wt.

lb/kgB W H D F A M K J Ball Diam. O
+.0015    
-.0005

+.000                  
-.005

+.005  
 -.005

+.010 
 -.010

+.010              
-.010 Min. Class 

UNF-3B Ref. +.010 
 -.010 Ref. Ref. Deg.  

+/-

AR-3
.1900 .312 .250 .625 1.062 .531

#10-32
.375 .312 .437 .306 3700

6 1/2 
.030

4.826 7.92 6.35 15.88 26.97 13.49 9.53 7.92 11.10 7.77 16458 .014

AR-4
.2500 .375 .281 .750 1.312 .719

 1/4-28
.469 .375 .500 .331 5370

8
.060

6.350 9.53 7.14 19.05 33.32 18.26 11.91 9.53 12.70 8.41 23887 .027

AR-5
.3125 .437 .344 .875 1.375 .719

 5/16-24
.531 .437 .625 .447 7500

7
.080

7.938 11.10 8.74 22.23 34.93 18.26 13.49 11.10 15.88 11.35 33362 .036

AR-6
.3750 .500 .406 1.000 1.625 .906

 3/8-24
.688 .562 .718 .517 9570

6
.140

9.525 12.70 10.31 25.40 41.28 23.01 17.48 14.27 18.24 13.13 42569 .064

AR-7
.4375 .562 .437 1.125 1.812 1.031

 7/16-20
.750 .625 .812 .586 11000

7
.180

11.113 14.27 11.10 28.58 46.02 26.19 19.05 15.88 20.62 14.88 48930 .082

AR-8
.5000 .625 .500 1.312 2.125 1.156

 1/2-20
.875 .750 .937 .698 13500

6
.290

12.700 15.88 12.70 33.32 53.98 29.36 22.23 19.05 23.80 17.73 60051 .132

AR-10
.6250 .750 .562 1.500 2.500 1.469

 5/8-18
1.000 .875 1.125 .839 17300

8
.430

15.875 19.05 14.27 38.10 63.50 37.31 25.40 22.23 28.58 21.31 76954 .195

AR-12
.7500 .875 .687 1.750 2.875 1.719

 3/4-16
1.125 1.000 1.312 .978 23200

7
.640

19.050 22.23 17.45 44.45 73.03 43.66 28.58 25.40 33.32 24.84 103199 .290

NOTES
1. Rod ends with Zerk type grease fittings can be obtained by ordering the AR-N series; Example: AR-8N.
2. Grease fittings are available on sizes 4 through 12 only.
*3. Load ratings apply to the AR series only. For AR-N load ratings contact Application Engineering.
4. To order left hand threaded units add letter “L” to part number prefix; Example: ARL-8.
5. For design modifications, see page J-13.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38

LUBRICATION 
GROOVE

OFLOCATION 
OPTIONAL
GREASE
FITTING *

a

K

O

A

F

J

M

D
W

H

B

Basic Construction Type: Female 3 pc. Extra Capacity, 
Precision

Outer Member Material: Alloy Steel, Heat Treated 
Protective Plating for 
Corrosion Resistance

Race Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated
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ARE-20, ARE-20N Series Male Rod Ends

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit Wt.

lb/kg
B W H D F A M Ball Diam. O

+.0015    
-.0005

+.000                  
-.005

+.005  
 -.005

+.010 
 -.010

+.010              
-.010 Min. Class  

UNF-3A Ref. Ref. Deg.  
+/-

ARE-3-20
.1900 .312 .250 .625 1.250 .719

 1/4-28
.437 .306 3700

6 1/2  
.030

4.826 7.92 6.35 15.88 31.75 18.26 11.10 7.77 16458 .014

ARE-4-20
.2500 .375 .281 .750 1.562 .969

 5/16-24
.500 .331 5370

8 
.060

6.350 9.53 7.14 19.05 39.67 24.61 12.70 8.41 23887 .027

ARE-5-20
.3125 .437 .344 .875 1.875 1.219

 3/8-24
.625 .447 7500

7 
.090

7.938 11.10 8.74 22.23 47.63 30.96 15.88 11.35 33362 .041

ARE-6-20
.3750 .500 .406 1.000 1.938 1.219

 7/16-20
.718 .517 9570

6 
.130

9.525 12.70 10.31 25.40 49.23 30.96 18.24 13.13 42569 .059

ARE-7-20
.4375 .562 .437 1.125 2.125 1.344

 1/2-20
.812 .586 11000

7 
.180

11.113 14.27 11.10 28.58 53.98 34.14 20.62 14.88 48930 .082

ARE-8-20
.5000 .625 .500 1.312 2.438 1.469

 5/8-18
.937 .698 13500

6 
.300

12.700 15.88 12.70 33.32 61.93 37.31 23.80 17.73 60051 .136

ARE-10-20
.6250 .750 .562 1.500 2.625 1.594

 3/4-16
1.125 .839 17300

8 
.460

15.875 19.05 14.27 38.10 66.68 40.49 28.58 21.31 76954 .209

ARE-12-20
.7500 .875 .687 1.750 2.875 1.719

 7/8-14
1.312 .978 23200

7 
.720

19.050 22.23 17.45 44.45 73.03 43.66 33.32 24.84 103199 .327

NOTES
1. Rod ends with Zerk type grease fittings can be obtained by ordering the ARE-20N series; Example: ARE-8-20N.
2. Grease fittings are available on sizes 4 through 12 only.
*3. Load ratings apply to the ARE-20 series only. For ARE-20N load ratings contact Application Engineering.
4. To order left hand threaded units add letter “L” to part number prefix; Example: AREL-8-20.
5. For design modifications, see page J-13.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

aO

W

F

M

B

A

HD

LOCATION OF
OPTIONAL
GREASE
FITTING*

LUBRICATION
GROOVE

Basic Construction Type: Male 3 pc. Extra Capacity, 
Precision

Outer Member Material: Alloy Steel, Heat Treated 
Protective Plating for 
Corrosion Resistance

Race Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Feature: Large Shank
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ARE, ARE-N Series Male Rod Ends

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit Wt.

lb/kg
B W H D F A M Ball Diam. O

+.0015    
-.0005

+.000                  
-.005

+.005  
 -.005

+.010 
 -.010

+.010              
-.010 Min. Class  

UNF-3A Ref. Ref. Deg.  
+/-

ARE-3
.1900 .312 .250 .625 1.250 .719

#10-32
.437 .306 2850

6 1/2  
.030

4.826 7.92 6.35 15.88 31.75 18.26 11.10 7.77 12677 .014

ARE-4
.2500 .375 .281 .750 1.562 .969

 1/4-28
.500 .331 4480

8 
.050

6.350 9.53 7.14 19.05 39.67 24.61 12.70 8.41 19928 .023

ARE-5
.3125 .437 .344 .875 1.875 1.219

 5/16-24
.625 .447 7280

7 
.080

7.938 11.10 8.74 22.23 47.63 30.96 15.88 11.35 32383 .036

ARE-6
.3750 .500 .406 1.000 1.938 1.219

 3/8-24
.718 .517 9580

6 
.120

9.525 12.70 10.31 25.40 49.23 30.96 18.24 13.13 42614 .054

ARE-7
.4375 .562 .437 1.125 2.125 1.344

 7/16-20
.812 .586 11000

7 
.170

11.113 14.27 11.10 28.58 53.98 34.14 20.62 14.88 48930 .077

ARE-8
.5000 .625 .500 1.312 2.438 1.469

 1/2-20
.937 .698 13500

6 
.260

12.700 15.88 12.70 33.32 61.93 37.31 23.80 17.73 60051 .118

ARE-10
.6250 .750 .562 1.500 2.625 1.594

 5/8-18
1.125 .839 17300

8 
.410

15.875 19.05 14.27 38.10 66.68 40.49 28.58 21.31 76954 .186

ARE-12
.7500 .875 .687 1.750 2.875 1.719

 3/4-16
1.312 .978 23200

7 
.640

19.050 22.23 17.45 44.45 73.03 43.66 33.32 24.84 103199 .290

NOTES
1. Rod ends with Zerk type grease fittings can be obtained by ordering the ARE-N series; Example: ARE-8N. 
2. Grease fittings are available on sizes 4 through 12 only.
*3. Load ratings apply to the ARE series only. For ARE-N load ratings contact Application Engineering.
4. To order left hand threaded units add letter “L” to part number prefix; Example: AREL-8. 
5. For design modifications, see page J-13.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38

O

W

a

A

M

B

H

F

D

LOCATION OF 
OPTIONAL
GREASE
FITTING*

LUBRICATION
GROOVE

Basic Construction Type: Male 3 pc. Extra Capacity, 
Precision

Outer Member Material: Alloy Steel, Heat Treated 
Protective Plating for 
Corrosion Resistance

Race Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated
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TR, TR-N Series Female Rod Ends

A

a

K
J

M

F LOCATION OF 
OPTIONAL
GREASE
FITTING*

BO

LUBRICATION
GROOVED

W

HBasic Construction Type: Female 3 pc. General Purpose, 
Precision

Outer Member Material: Carbon Steel with Protective 
Plating for Corrosion  
Resistance

Race Material: Carbon Steel with Protective 
Plating for Corrosion  
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit 

Wt.
lb/kg

B W H D F A M K J Ball Diam. O
+.0015    
-.0005

+.000                  
-.005

+.005  
 -.005

+.010 
 -.010

+.015              
-.015 Min. Class 

UNF-2B Ref. +.010 
 -.010 Ref. Ref. Deg.  

+/-

TR-3
.1900 .312 .250 .625 1.062 .531

#10-32
.375 .312 .437 .306 1850

6 1/2 
.030

4.826 7.92 6.35 15.88 26.97 13.49 9.53 7.92 11.10 7.77 8229 .014

TR-4
.2500 .375 .281 .750 1.312 .719

 1/4-28
.469 .375 .500 .331 2700

8
.060

6.350 9.53 7.14 19.05 33.32 18.26 11.91 9.53 12.70 8.41 12010 .027

TR-5
.3125 .437 .344 .875 1.375 .719

 5/16-24
.531 .437 .625 .447 3350

7
.080

7.938 11.10 8.74 22.23 34.93 18.26 13.49 11.10 15.88 11.35 14902 .036

TR-6
.3750 .500 .406 1.000 1.625 .906

 3/8-24
.688 .562 .718 .517 4450

6
.140

9.525 12.70 10.31 25.40 41.28 23.01 17.48 14.27 18.24 13.13 19795 .064

TR-7
.4375 .562 .437 1.125 1.812 1.031

 7/16-20
.750 .625 .812 .586 5350

7
.180

11.113 14.27 11.10 28.58 46.02 26.19 19.05 15.88 20.62 14.88 23798 .082

TR-8
.5000 .625 .500 1.312 2.125 1.156

 1/2-20
.875 .750 .937 .698 7400

6
.290

12.700 15.88 12.70 33.32 53.98 29.36 22.23 19.05 23.80 17.73 32917 .132

TR-10
.6250 .750 .562 1.500 2.500 1.469

 5/8-18
1.000 .875 1.125 .839 8050

8
.430

15.875 19.05 14.27 38.10 63.50 37.31 25.40 22.23 28.58 21.31 35808 .195

TR-12
.7500 .875 .687 1.750 2.875 1.719

 3/4-16
1.125 1.000 1.312 .978 11300

7
.640

19.050 22.23 17.45 44.45 73.03 43.66 28.58 25.40 33.32 24.84 50265 .290

** TR-16
1.0000 1.375 1.000 2.750 4.125 2.094

1 1/4-12
1.688 1.500 1.875 1.269 21000

8 1/2 
2.250

25.400 34.93 25.40 69.85 104.78 53.19 42.88 38.10 47.63 32.23 93413 1.021

NOTES
1. Rod ends with Zerk type grease fittings can be obtained by ordering the TR-N series; Example: TR-8N.
2. Grease fittings are available on sizes 4 through 16 only.
*3. Load ratings apply to the TR series only. For TR-N load ratings contact Application Engineering.
4. To order left hand threaded units add letter “L” to part number prefix; Example: TRL-8.
5. Add letter "Y" to the part number suffix to indicate stud. Example: TR-8Y.
6. For design modifications, see page J-13.
**7. Tolerances for "D" dimensions is +.030, -.010. For "H" dimensions is +.030, -.010.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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TRE, TRE-N Series Female Rod Ends

M

H

a

W

F
LOCATION OF
OPTIONAL
GREASE
FITTING*

LUBRICATION
GROOVE

D

O B

A

Basic Construction Type: Male 3 pc. General Purpose, 
Precision

Outer Member Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Race Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit Wt.

lb/kg
B W H D F A M Ball Diam. O

+.0015    
-.0005

+.000                  
-.005

+.005  
 -.005

+.010 
 -.010

+.015              
-.015 Min. Class  

UNF-3A Ref. Ref. Deg.  
+/-

TRE-3
.1900 .312 .250 .625 1.250 .719

#10-32
.437 .306 900

6 1/2  
.030

4.826 7.92 6.35 15.88 31.75 18.26 11.10 7.77 4003 .014

TRE-4
.2500 .375 .281 .750 1.562 .969

 1/4-28
.500 .331 1700

8 
.050

6.350 9.53 7.14 19.05 39.67 24.61 12.70 8.41 7562 .023

TRE-5
.3125 .437 .344 .875 1.875 1.219

 5/16-24
.625 .447 2500

7 
.080

7.938 11.10 8.74 22.23 47.63 30.96 15.88 11.35 11121 .036

TRE-6
.3750 .500 .406 1.000 1.938 1.219

 3/8-24
.718 .517 4000

6 
.120

9.525 12.70 10.31 25.40 49.23 30.96 18.24 13.13 17793 .054

TRE-7
.4375 .562 .437 1.125 2.125 1.344

 7/16-20
.812 .586 5000

7 
.170

11.113 14.27 11.10 28.58 53.98 34.14 20.62 14.88 22241 .077

TRE-8
.5000 .625 .500 1.312 2.438 1.469

 1/2-20
.937 .698 7000

6 
.260

12.700 15.88 12.70 33.32 61.93 37.31 23.80 17.73 31138 .118

TRE-10
.6250 .750 .562 1.500 2.625 1.594

 5/8-18
1.125 .839 8050

8 
.410

15.875 19.05 14.27 38.10 66.68 40.49 28.58 21.31 35808 .186

TRE-12
.7500 .875 .687 1.750 2.875 1.719

 3/4-16
1.312 .978 11300

7 
.640

19.050 22.23 17.45 44.45 73.03 43.66 33.32 24.84 50265 .290

** TRE-16
1.0000 1.375 1.000 2.750 4.125 2.094

1 1/4-12
1.875 1.269 21000

8 1/2
2.250

25.400 34.93 25.40 69.85 104.78 53.19 47.63 32.23 93413 1.021

NOTES
1. Rod ends with Zerk type grease fittings can be obtained by ordering the TRE-N series; Example: TRE-8N.
2. Grease fittings are available on sizes 4 through 16 only.
*3. Load ratings apply to the TRE series only. For TRE-N load ratings contact Application Engineering.
4. To order left hand threaded units add letter “L” to part number prefix; Example: TREL-8.
5. Add letter “Y” to the part number suffix to indicate stud; Example: TRE-8Y.
6. For design modifications, see page J-13.
** 7. Tolerances for “D” Dimension is +.030, -.010. For “H” Dimension is +.030, -.010.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38
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CFF-T Series Female Rod Ends

A

F

K

D

W

J

M

aO B

H

LOCATION 
OPTIONAL
GREASE
FITTING *

Basic Construction Type: Female 2 pc. General Purpose, 
Precision

Outer Member Material: Carbon Steel with Protective 
Plating for Corrosion  
Resistance 

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Feature: PTFE Fabric Liner

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit 

Wt.
lb/kg

B W H D F A M K J Ball Diam. O
+.0015    
-.0005

+.000                  
-.005

+.015                  
-.015

+.031 
 -.031

+.015              
-.015 Min. Class 

UNF-2B Ref. +.010 
 -.010 Ref. Ref. Deg.  

+/-

CFF-3T
.1900 .312 .250 .625 1.062 .469

#10-32
.375 .312 .437 .306 865

6 1/2 
.030

4.826 7.92 6.35 15.88 26.97 11.91 9.53 7.92 11.10 7.77 3848 .014

CFF-4T
.2500 .375 .281 .750 1.312 .656

 1/4-28
.469 .375 .500 .331 1550

8
.060

6.350 9.53 7.14 19.05 33.32 16.66 11.91 9.53 12.70 8.41 6895 .027

CFF-5T
.3125 .437 .344 .875 1.375 .656

 5/16-24
.531 .437 .625 .447 2080

7
.080

7.938 11.10 8.74 22.23 34.93 16.66 13.49 11.10 15.88 11.35 9252 .036

CFF-6T
.3750 .500 .406 1.000 1.625 .781

 3/8-24
.688 .562 .718 .517 2950

6
.140

9.525 12.70 10.31 25.40 41.28 19.84 17.48 14.27 18.24 13.13 13122 .064

CFF-7T
.4375 .562 .437 1.125 1.812 .906

 7/16-20
.750 .625 .812 .586 3160

7
.180

11.113 14.27 11.10 28.58 46.02 23.01 19.05 15.88 20.62 14.88 14056 .082

CFF-8T
.5000 .625 .500 1.312 2.125 1.031

 1/2-20
.875 .750 .937 .698 4920

6
.290

12.700 15.88 12.70 33.32 53.98 26.19 22.23 19.05 23.80 17.73 21885 .132

CFF-10T
.6250 .750 .562 1.500 2.500 1.344

 5/8-18
1.000 .875 1.125 .839 5460

8
.430

15.875 19.05 14.27 38.10 63.50 34.14 25.40 22.23 28.58 21.31 24287 .195

CFF-12T
.7500 .875 .687 1.750 2.875 1.531

 3/4-16
1.125 1.000 1.312 .978 8300

7
.640

19.050 22.23 17.45 44.45 73.03 38.89 28.58 25.40 33.32 24.84 36920 .290

CFF-16T
1.0000 1.375 1.000 2.750 4.125 2.000

1 1/4-12
1.688 1.500 1.875 1.269 21000

8 1/2
2.250

25.400 34.93 25.40 69.85 104.78 50.80 42.88 38.10 47.63 32.23 93413 1.021

NOTES
1. To order left hand threaded units add letter “L” to part number prefix; Example: CFFL-8T.
2. “T” in part number prefix indicates PTFE liner.
3. Add letter “Y” to the part number suffix to indicate stud; Example: CFF-8TY.
4. For design modifications, see page J-13.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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CFM-T Series Male Rod Ends

D

F

a

A

M

H

W

O B

Basic Construction Type: Male 2 pc. General Purpose, 
Precision

Outer Member Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Feature: PTFE Fabric Liner

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit Wt.

lb/kg
B W H D F A M Ball Diam. O

+.0015    
-.0005

+.000                  
-.005

+.015                  
-.015

+.031 
 -.031

+.015              
-.015 Min. Class  

UNF-3A Ref. Ref. Deg.  
+/-

CFM-3T
.1900 .312 .250 .625 1.250 .719

#10-32
.437 .306 865

6 1/2  
.030

4.826 7.92 6.35 15.88 31.75 18.26 11.10 7.77 3848 .014

CFM-4T
.2500 .375 .281 .750 1.562 .969

 1/4-28
.500 .331 1550

8 
.050

6.350 9.53 7.14 19.05 39.67 24.61 12.70 8.41 6895 .023

CFM-5T
.3125 .437 .344 .875 1.875 1.219

 5/16-24
.625 .447 2080

7 
.080

7.938 11.10 8.74 22.23 47.63 30.96 15.88 11.35 9252 .036

CFM-6T
.3750 .500 .406 1.000 1.938 1.219

 3/8-24
.718 .517 2950

6 
.120

9.525 12.70 10.31 25.40 49.23 30.96 18.24 13.13 13122 .054

CFM-7T
.4375 .562 .437 1.125 2.125 1.344

 7/16-20
.812 .586 3160

7 
.170

11.113 14.27 11.10 28.58 53.98 34.14 20.62 14.88 14056 .077

CFM-8T
.5000 .625 .500 1.312 2.438 1.469

 1/2-20
.937 .698 4920

6 
.260

12.700 15.88 12.70 33.32 61.93 37.31 23.80 17.73 21885 .118

CFM-10T
.6250 .750 .562 1.500 2.625 1.594

 5/8-18
1.125 .839 5460

8 
.410

15.875 19.05 14.27 38.10 66.68 40.49 28.58 21.31 24287 .186

CFM-12T
.7500 .875 .687 1.750 2.875 1.719

 3/4-16
1.312 .978 8300

7 
.640

19.050 22.23 17.45 44.45 73.03 43.66 33.32 24.84 36920 .290

CFM-16T
1.0000 1.375 1.000 2.750 4.125 2.094

1 1/4-12
1.875 1.269 21000

8 1/2
2.250

25.400 34.93 25.40 69.85 104.78 53.19 47.63 32.23 93413 1.021

NOTES
1. To order left hand threaded units add letter “L” to part number prefix.  Example: CFML-8T.
2. “T” in part number prefix indicates PTFE liner.
3. Add letter “Y” to the part number suffix to indicate stud; Example: CFM-8TY.
4. For design modifications, see page J-13.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38
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TF, TF-N Series Female Rod Ends

B

J

O

D
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LUBRICATION
GROOVE

W

M

A

H

a

LOCATION 
OPTIONAL
GREASE
FITTING *

Basic Construction Type: Female 3 pc. General Purpose, 
Commercial

Outer Member Material: Carbon Steel with Protective 
Plating for Corrosion  
Resistance

Race Material: Bronze

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit 

Wt.
lb/kg

B W H D F A M K J Ball Diam. O
+.0025    
-.0005

+.000                  
-.005

+.010  
 -.010

+.031 
 -.031

+.015              
-.015 Min. Class 

UNF-2B Ref. +.010 
 -.010 Ref. Ref. Deg.  

+/-

TF-3
.1900 .312 .250 .625 1.062 .531

#10-32
.375 .312 .437 .306 1850

6 1/2 
.030

4.826 7.92 6.35 15.88 26.97 13.49 9.53 7.92 11.10 7.77 8229 .014

TF-4
.2500 .375 .281 .750 1.312 .719

 1/4-28
.469 .375 .500 .331 2700

8
.060

6.350 9.53 7.14 19.05 33.32 18.26 11.91 9.53 12.70 8.41 12010 .027

TF-5
.3125 .437 .344 .875 1.375 .719

 5/16-24
.531 .437 .625 .447 3350

7
.080

7.938 11.10 8.74 22.23 34.93 18.26 13.49 11.10 15.88 11.35 14902 .036

TF-6
.3750 .500 .406 1.000 1.625 .906

 3/8-24
.688 .562 .718 .517 4450

6
.140

9.525 12.70 10.31 25.40 41.28 23.01 17.48 14.27 18.24 13.13 19795 .064

TF-7
.4375 .562 .437 1.125 1.812 1.031

 7/16-20
.750 .625 .812 .586 5350

7
.180

11.113 14.27 11.10 28.58 46.02 26.19 19.05 15.88 20.62 14.88 23798 .082

TF-8
.5000 .625 .500 1.312 2.125 1.156

 1/2-20
.875 .750 .937 .698 7400

6
.290

12.700 15.88 12.70 33.32 53.98 29.36 22.23 19.05 23.80 17.73 32917 .132

TF-10
.6250 .750 .562 1.500 2.500 1.469

 5/8-18
1.000 .875 1.125 .839 8050

8
.430

15.875 19.05 14.27 38.10 63.50 37.31 25.40 22.23 28.58 21.31 35808 .195

TF-12
.7500 .875 .687 1.750 2.875 1.719

 3/4-16
1.125 1.000 1.312 .978 11300

7
.640

19.050 22.23 17.45 44.45 73.03 43.66 28.58 25.40 33.32 24.84 50265 .290

NOTES
1. Rod ends with Zerk type grease fittings can be obtained by ordering the TF-N series; Example: TF-8N.
2. Grease fittings are available on sizes 4 through 12 only.
*3. Load ratings apply to the TF series only. For TF-N load ratings contact Application Engineering.
4. To order left hand threaded units add letter “L” to part number prefix; Example: TFL-8.
5. Add letter “Y” to the part number suffix to indicate stud; Example: TF-8Y.
6. For design modifications, see page J-13.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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TM, TM-N Series Male Rod Ends

H

M
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O

A

B a

LOCATION OF
OPTIONAL
GREASE
FITTING*

Basic Construction Type: Male 3 pc. General Purpose, 
Commercial

Outer Member Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Race Material: Bronze

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit Wt.

lb/kg
B W H D F A M Ball Diam. O

+.0025    
-.0005

+.000                  
-.005

+.010  
 -.010

+.031 
 -.031

+.015              
-.015 Min. Class  

UNF-3A Ref. Ref. Deg.  
+/-

TM-3
.1900 .312 .250 .625 1.250 .719

#10-32
.437 .306 900

6 1/2  
.030

4.826 7.92 6.35 15.88 31.75 18.26 11.10 7.77 4003 .014

TM-4
.2500 .375 .281 .750 1.562 .969

 1/4-28
.500 .331 1700

8 
.050

6.350 9.53 7.14 19.05 39.67 24.61 12.70 8.41 7562 .023

TM-5
.3125 .437 .344 .875 1.875 1.219

 5/16-24
.625 .447 2500

7 
.080

7.938 11.10 8.74 22.23 47.63 30.96 15.88 11.35 11121 .036

TM-6
.3750 .500 .406 1.000 1.938 1.219

 3/8-24
.718 .517 4000

6 
.120

9.525 12.70 10.31 25.40 49.23 30.96 18.24 13.13 17793 .054

TM-7
.4375 .562 .437 1.125 2.125 1.344

 7/16-20
.812 .586 5000

7 
.170

11.113 14.27 11.10 28.58 53.98 34.14 20.62 14.88 22241 .077

TM-8
.5000 .625 .500 1.312 2.438 1.469

 1/2-20
.937 .698 7000

6 
.260

12.700 15.88 12.70 33.32 61.93 37.31 23.80 17.73 31138 .118

TM-10
.6250 .750 .562 1.500 2.625 1.594

 5/8-18
1.125 .839 8050

8 
.410

15.875 19.05 14.27 38.10 66.68 40.49 28.58 21.31 35808 .186

TM-12
.7500 .875 .687 1.750 2.875 1.719

 3/4-16
1.312 .978 11300

7  
.640

19.050 22.23 17.45 44.45 73.03 43.66 33.32 24.84 50265 .290

NOTES
1. Rod ends with Zerk type grease fittings can be obtained by ordering the TM-N series; Example: TM-8N.
2. Grease fittings are available on sizes 4 through 12 only.
*3. Load ratings apply to the TM series only. For TM-N load ratings contact Application Engineering.
4. To order left hand threaded units add letter “L” to part number prefix; Example: TML-8.
5. Add letter “Y” to the part number suffix to indicate stud; Example: TM-8Y.
6. For design modifications, see page J-13.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38
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CFF, CFF-N Series Female Rod Ends

A

F
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LOCATION 
OPTIONAL
GREASE
FITTING *

Basic Construction Type: Female 2 pc. General Purpose, 
Commercial

Outer Member Material: Carbon Steel with Protective 
Plating for Corrosion  
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit Wt.

lb/kg
B W H D F A M K J Ball Diam. O

+.0025    
-.0005

+.005                  
-.005

+.015              
-.015

+.031 
 -.031

+.015              
-.015 Min. Class 

UNF-2B Ref. +.010 
 -.010 Ref. Ref. Deg.  

+/-

CFF-3
.1900 .312 .250 .625 1.062 .469

#10-32
.375 .312 .437 .306 2000

6 1/2 
.030

4.826 7.92 6.35 15.88 26.97 11.91 9.53 7.92 11.10 7.77 8896 .014

CFF-4
.2500 .375 .281 .750 1.312 .656

 1/4-28
.469 .375 .500 .331 3200

8
.060

6.350 9.53 7.14 19.05 33.32 16.66 11.91 9.53 12.70 8.41 14234 .027

CFF-5
.3125 .437 .344 .875 1.375 .656

 5/16-24
.531 .437 .625 .447 3800

7
.080

7.938 11.10 8.74 22.23 34.93 16.66 13.49 11.10 15.88 11.35 16903 .036

CFF-6
.3750 .500 .406 1.000 1.625 .781

 3/8-24
.688 .562 .718 .517 5000

6
.140

9.525 12.70 10.31 25.40 41.28 19.84 17.48 14.27 18.24 13.13 22241 .064

CFF-7
.4375 .562 .437 1.125 1.812 .906

 7/16-20
.750 .625 .812 .586 6500

7
.180

11.113 14.27 11.10 28.58 46.02 23.01 19.05 15.88 20.62 14.88 28913 .082

CFF-8
.5000 .625 .500 1.312 2.125 1.031

 1/2-20
.875 .750 .937 .698 9000

6
.290

12.700 15.88 12.70 33.32 53.98 26.19 22.23 19.05 23.80 17.73 40034 .132

CFF-10
.6250 .750 .562 1.500 2.500 1.344

 5/8-18
1.000 .875 1.125 .839 10000

8
.430

15.875 19.05 14.27 38.10 63.50 34.14 25.40 22.23 28.58 21.31 44482 .195

CFF-12
.7500 .875 .687 1.750 2.875 1.531

 3/4-16
1.125 1.000 1.312 .978 14000

7
.640

19.050 22.23 17.45 44.45 73.03 38.89 28.58 25.40 33.32 24.84 62275 .290

CFF-16
1.0000 1.375 1.000 2.750 4.125 2.000

1 1/4-12
1.688 1.500 1.875 1.269 25200

8 1/2 
2.250

25.400 34.93 25.40 69.85 104.78 50.80 42.88 38.10 47.63 32.23 112095 1.021

NOTES
1. Rod ends with Zerk type grease fittings can be obtained by ordering the CFF-N series; Example: CFF-8N.
2. Grease fittings are available on sizes 4 through 16 only.
*3. Load ratings apply to the CFF series only.  For CFF-N load ratings contact Application Engineering.
4. To order left hand threaded units add letter “L” to part number prefix; Example: CFFL-8.
5. Add letter “Y” to the part number suffix to indicate stud; Example: CFF-8Y.
6. For design modifications, see page J-13.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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CFM, CFM-N Series Male Rod Ends

A
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LOCATION 
OPTIONAL
GREASE
FITTING *

Basic Construction Type: Male 2 pc. General Purpose, 
Commercial

Outer Member Material Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit Wt.

lb/kg
B W H D F A M Ball Diam. O

+.0025    
-.0005

+.005                  
-.005

+.015  
 -.015

+.031 
 -.031

+.015              
-.015 Min. Class  

UNF-3A Ref. Ref. Deg.  
+/-

CFM-3
.1900 .312 .250 .625 1.250 .719

#10-32
.437 .306 950

6 1/2  
.030

4.826 7.92 6.35 15.88 31.75 18.26 11.10 7.77 4226 .014

CFM-4
.2500 .375 .281 .750 1.562 .969

 1/4-28
.500 .331 2000

8  
.050

6.350 9.53 7.14 19.05 39.67 24.61 12.70 8.41 8896 .023

CFM-5
.3125 .437 .344 .875 1.875 1.219

 5/16-24
.625 .447 3000

7 
.080

7.938 11.10 8.74 22.23 47.63 30.96 15.88 11.35 13345 .036

CFM-6
.3750 .500 .406 1.000 1.938 1.219

 3/8-24
.718 .517 5000

6 
.110

9.525 12.70 10.31 25.40 49.23 30.96 18.24 13.13 22241 .050

CFM-7
.4375 .562 .437 1.125 2.125 1.344

 7/16-20
.812 .586 6500

7 
.160

11.113 14.27 11.10 28.58 53.98 34.14 20.62 14.88 28913 .073

CFM-8
.5000 .625 .500 1.312 2.438 1.469

 1/2-20
.937 .698 9000

6  
.240

12.700 15.88 12.70 33.32 61.93 37.31 23.80 17.73 40034 .109

CFM-10
.6250 .750 .562 1.500 2.625 1.594

 5/8-18
1.125 .839 10000

8 
.400

15.875 19.05 14.27 38.10 66.68 40.49 28.58 21.31 44482 .181

CFM-12
.7500 .875 .687 1.750 2.875 1.719

 3/4-16
1.312 .978 14000

7  
.630

19.050 22.23 17.45 44.45 73.03 43.66 33.32 24.84 62275 .286

CFM-16
1.0000 1.375 1.000 2.750 4.125 2.094

1 1/4-12
1.875 1.269 25200

8 1/2  
2.250

25.400 34.93 25.40 69.85 104.78 53.19 47.63 32.23 112095 1.021

NOTES
1. Rod ends with Zerk type grease fittings can be obtained by ordering the CFM-N series; Example: CFM-8N.
2. Grease fittings are available on sizes 4 through 16 only.
*3. Load ratings apply to the CFM series only. For CFM-N load ratings contact Application Engineering.
4. To order left hand threaded units add letter “L” to part number prefix; Example: CFML-8.
5. Add letter “Y” to the part number suffix to indicate stud; Example: CFM-8Y.
6. For design modifications, see page J-13.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38
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CTFD Series Female Rod Ends
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Basic Construction Type: Female 3 pc. General Purpose, 
Commercial

Outer Member Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Race Material: Delrin*

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Feature: Self-Lubricating

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit Wt.

lb/kg
B W H D F A M K J Ball Diam. O

+.0025    
-.0005

+.005                  
-.005

+.010  
 -.010

+.031 
 -.031

+.015              
-.015 Min. Class 

UNF-2B Ref. +.010 
 -.010 Ref. Ref. Deg.  

+/-

CTFD-3
.1900 .312 .250 .625 1.062 .531

#10-32
.375 .312 .437 .306 800

6 1/2 
.030

4.826 7.92 6.35 15.88 26.97 13.49 9.53 7.92 11.10 7.77 3559 .014

CTFD-4
.2500 .375 .281 .750 1.312 .719

 1/4-28
.469 .375 .500 .331 1060

8
.060

6.350 9.53 7.14 19.05 33.32 18.26 11.91 9.53 12.70 8.41 4715 .027

CTFD-5
.3125 .437 .344 .875 1.375 .719

 5/16-24
.531 .437 .625 .447 1570

7
.080

7.938 11.10 8.74 22.23 34.93 18.26 13.49 11.10 15.88 11.35 6984 .036

CTFD-6
.3750 .500 .406 1.000 1.625 .906

 3/8-24
.688 .562 .718 .517 2150

6
.140

9.525 12.70 10.31 25.40 41.28 23.01 17.48 14.27 18.24 13.13 9564 .064

CTFD-7
.4375 .562 .437 1.125 1.812 1.031

 7/16-20
.750 .625 .812 .586 2600

7
.180

11.113 14.27 11.10 28.58 46.02 26.19 19.05 15.88 20.62 14.88 11565 .082

CTFD-8
.5000 .625 .500 1.312 2.125 1.156

 1/2-20
.875 .750 .937 .698 3420

6
.290

12.700 15.88 12.70 33.32 53.98 29.36 22.23 19.05 23.80 17.73 15213 .132

CTFD-10
.6250 .750 .562 1.500 2.500 1.469

 5/8-18
1.000 .875 1.125 .839 4620

8
.430

15.875 19.05 14.27 38.10 63.50 37.31 25.40 22.23 28.58 21.31 20551 .195

CTFD-12
.7500 .875 .687 1.750 2.875 1.719

 3/4-16
1.125 1.000 1.312 .978 6600

7
.640

19.050 22.23 17.45 44.45 73.03 43.66 28.58 25.40 33.32 24.84 29358 .290

NOTES
1. To order left hand threaded units add letter “L” to part number prefix; Example: CTFDL-8.
2. Add letter “Y” to the part number suffix to indicate stud; Example: CTFD-8Y.
3. For design modifications, see page J-13.
4. Caution: Prolonged exposure to ultraviolet light can cause loss of mechanical properties in DELRIN material.
Consult Application Engineering for application assistance.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38

* The following trade names, trademarks and/or registered trademarks are used in this material by Regal Power Transmission Solutions are NOT owned 
or controlled by Regal Power Transmission Solutions and are believed to be owned by the following parties: Delrin;E.I. du Pont de Nemurs and Company. 
Regal Power Transmission Solutions cannot and does not represent or warrant the accuracy of this information.
Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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CTMD Series Male Rod Ends
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Basic Construction Type: Male 3 pc. General Purpose, 

Commercial

Outer Member Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Race Material: Delrin*

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Feature: Self-Lubricating

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle a Unit Wt.

lb/kg
B W H D F A M Ball Diam. O

+.0025    
-.0005

+.005                  
-.005

+.010  
 -.010

+.031 
 -.031

+.015              
-.015 Min. Class  

UNF-3A Ref. Ref. Deg.  
+/-

CTMD-3
.1900 .312 .250 .625 1.250 .719

#10-32
.437 .306 800

6 1/2  
.030

4.826 7.92 6.35 15.88 31.75 18.26 11.10 7.77 3559 .014

CTMD-4
.2500 .375 .281 .750 1.562 .969

 1/4-28
.500 .331 1060

8  
.050

6.350 9.53 7.14 19.05 39.67 24.61 12.70 8.41 4715 .023

CTMD-5
.3125 .437 .344 .875 1.875 1.219

 5/16-24
.625 .447 1570

7 
.080

7.938 11.10 8.74 22.23 47.63 30.96 15.88 11.35 6984 .036

CTMD-6
.3750 .500 .406 1.000 1.938 1.219

 3/8-24
.718 .517 2150

6 
.120

9.525 12.70 10.31 25.40 49.23 30.96 18.24 13.13 9564 .054

CTMD-7
.4375 .562 .437 1.125 2.125 1.344

 7/16-20
.812 .586 2600

7 
.170

11.113 14.27 11.10 28.58 53.98 34.14 20.62 14.88 11565 .077

CTMD-8
.5000 .625 .500 1.312 2.438 1.469

 1/2-20
.937 .698 3420

6 
.260

12.700 15.88 12.70 33.32 61.93 37.31 23.80 17.73 15213 .118

CTMD-10
.6250 .750 .562 1.500 2.625 1.594

 5/8-18
1.125 .839 4620

8 
.410

15.875 19.05 14.27 38.10 66.68 40.49 28.58 21.31 20551 .186

CTMD-12
.7500 .875 .687 1.750 2.875 1.719

 3/4-16
1.312 .978 6600

7  
.640

19.050 22.23 17.45 44.45 73.03 43.66 33.32 24.84 29358 .290

NOTES
1. To order left hand threaded units add letter “L” to part number prefix; Example: CTMDL-8.
2. Add letter “Y” to the part number suffix to indicate stud; Example: CTMD-8Y.
3. For design modifications, see page J-13.
4. Caution: Prolonged exposure to ultraviolet light can cause loss of mechanical properties in DELRIN® material.
Consult Application Engineering for application assistance.

Bearing Selection
J-3

Nomenclature Aid
J-8

Features & Benefits
J-9

Product Options
J-13

Technical Engineering
J-38

* The following trade names, trademarks and/or registered trademarks are used in this material by Regal Power Transmission Solutions are NOT owned 
or controlled by Regal Power Transmission Solutions and are believed to be owned by the following parties: Delrin;E.I. du Pont de Nemurs and Company. 
Regal Power Transmission Solutions cannot and does not represent or warrant the accuracy of this information.



R
o

d
 E

n
d

  
B

e
a

ri
n

g
s

® Spherical Plain Bearings

J-27

Sealmaster Spherical Plain Bearings
Sealmaster spherical plain bearings perform a similar function as rod end bearings and must be supported in a 
housing.  Sealmaster spherical plain bearings are designed with a variety of outer race materials including steel, 
heat treated steel, bronze, stainless steel and heat treated stainless steel for flexibility in a wide range of application 
requirements.  In addition Sealmaster spherical plain bearings can accommodate angular misalignment to provide 
ease in assembly and smooth motion transfer in a variety of applications.

Alloy Steel Ball

One-Piece Race
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®Spherical Plain Bearings

J-32

SBG, SBG-S, SBG-SA, SBG-SS Series Spherical Plain Bearings

LUBRICATION 
GROOVES

D O B

C x 45°
 BOTH SIDES

LUBRICATION 
HOLE

W

b2

H

Basic Construction Type: 2 pc. General Purpose, 
Precision

Race Material: Variable, See Below

Ball Material: Variable, See Below

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Material Specifications
SBG 
 Outer Race - Aluminum bronze 
 Ball - Alloy steel, heat treated, chrome plated
SBG-S 
 Outer Race - Alloy steel, heat treated with protective plating 
  for corrosion resistance 
 Ball - Alloy steel, heat treated, chrome plated

SBG-SA 
 Outer Race - Alloy steel, heat treated with protective plating 
  for corrosion resistance 
 Ball - Alloy steel, heat treated, chrome plated
SBG-SS 
 Outer Race - 300 series stainless steel 
 Ball - Stainless steel, heat treated

Part No. Part No. Part No. Part No.

Dimensions inch / mm Max Static Radial Load
lb/N

Misalignment  
Angle b2

Unit 
Wt.

lb/kg
B D W H C Ball Diam. O

+.0000    
-.0005

+.0000 
 -.0005

+.000                 
-.005

+.005  
 -.005 Ref. Ref. Ref. SBG SBG-S SBG-SA SBG-SS Deg.  

+/-

SBG-3 SBG-3S - SBG-3SS
.1900 .5625 .281 .218 .025 .406 .293 2750 6480

-
4400

11 1/2  
.020

4.826 14.288 7.14 5.54 .64 10.31 7.44 12233 28824 19572 .009

SBG-4 SBG-4S - SBG-4SS
.2500 .6562 .343 .250 .025 .500 .364 4200 10000

-
6700

13 1/2  
.020

6.350 16.667 8.71 6.35 .64 12.70 9.25 18683 44482 29803 .009

SBG-5 SBG-5S - SBG-5SS
.3125 .7500 .375 .281 .025 .562 .419 5800 13900

-
9200

12 
.030

7.938 19.050 9.53 7.14 .64 14.27 10.64 25800 61830 40924 .014

SBG-6 SBG-6S - SBG-6SS
.3750 .8125 .406 .312 .030 .656 .515 7750 18700

-
12400

10 
.040

9.525 20.638 10.31 7.92 .76 16.66 13.08 34474 83182 55158 .018

SBG-7 SBG-7S - SBG-7SS
.4375 .9062 .437 .343 .035 .687 .530 9300 22300

-
14900

9 1/2  
.050

11.113 23.017 11.10 8.71 .89 17.45 13.46 41368 99195 66279 .023

SBG-8 SBG-8S SBG-8SA SBG-8SS
.5000 1.0000 .500 .390 .035 .781 .600 11200 26900 26900 17900

10 
.070

12.700 25.400 12.70 9.91 .89 19.84 15.24 49820 119657 119657 79623 .032

SBG-10 SBG-10S SBG-10SA SBG-10SS
.6250 1.1875 .625 .500 .035 .968 .739 20000 48000 48000 32000

9  
.120

15.875 30.163 15.88 12.70 .89 24.59 18.77 88964 213515 213515 142343 .054

SBG-12 SBG-12S SBG-12SA SBG-12SS
.7500 1.4375 .750 .593 .045 1.187 .920 30000 78000 78000 48000

9  
.210

19.050 36.513 19.05 15.06 1.14 30.15 23.37 133447 346961 346961 213515 .095

SBG-14 SBG-14S SBG-14SA SBG-14SS
.8750 1.5625 .875 .703 .045 1.312 .980 43000 103000 103000 69000

9 1/2  
.270

22.225 39.688 22.23 17.86 1.14 33.32 24.89 191274 458167 458167 306927 .122

SBG-16 SBG-16S SBG-16SA SBG-16SS
1.0000 1.7500 1.000 .797 .045 1.500 1.118 52000 125000 125000 83000

9 1/2  
.380

25.400 44.450 25.40 20.24 1.14 38.10 28.40 231308 556028 556028 369202 .172

NOTES:
1. Add letter “A” to suffix to indicate cross drilled oil hole in ball and race and a grooved I.D. on ball.
2. For design modifications, see page J-31.
3. For mounting information, see Recommended Housing Bore Diameters page J-43.

Bearing Selection
J-5

Nomenclature Aid
J-28

Features & Benefits
J-29

Product Options
J-31

Technical Engineering
J-38
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® Spherical Plain Bearings

J-33

COR Series Spherical Plain Bearings

HOLE
LUBRICATION 

LUBRICATION 
GROOVES

 BOTH SIDES
C x 45°

b2D O B

W

H

Basic Construction Type: 2 pc. Corrosion Resistant, 
Precision

Race Material: Stainless Steel, Heat Treated

Ball Material: Stainless Steel, Heat Treated

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle b2

Unit Wt.
lb/kg

B D W H C Ball Diam. O
+.0000    
-.0005

+.0000 
 -.0005

+.000                 
-.005

+.005  
 -.005 Ref. Ref. Ref. Deg.  

+/-

COR-3
.1900 .5625 .281 .218 .025 .406 .293 4800

11 1/2  
.020

4.826 14.288 7.14 5.54 .64 10.31 7.44 21351 .009

COR-4
.2500 .6562 .343 .250 .025 .500 .364 7500

13 1/2  
.020

6.350 16.667 8.71 6.35 .64 12.70 9.25 33362 .009

COR-5
.3125 .7500 .375 .281 .025 .562 .419 10400

12 
.030

7.938 19.050 9.53 7.14 .64 14.27 10.64 46262 .014

COR-6
.3750 .8125 .406 .312 .030 .656 .515 14000

10 
.040

9.525 20.638 10.31 7.92 .76 16.66 13.08 62275 .018

COR-8
.5000 1.0000 .500 .390 .035 .781 .600 20000

10 
.070

12.700 25.400 12.70 9.91 .89 19.84 15.24 88964 .032

COR-10
.6250 1.1875 .625 .500 .035 .968 .739 36000

9  
.120

15.875 30.163 15.88 12.70 .89 24.59 18.77 160136 .054

COR-12
.7500 1.4375 .750 .593 .045 1.187 .920 54000

9  
.210

19.050 36.513 19.05 15.06 1.14 30.15 23.37 240204 .095

COR-14
.8750 1.5625 .875 .703 .045 1.312 .980 77000

9 1/2  
.270

22.225 39.688 22.23 17.86 1.14 33.32 24.89 342513 .122

COR-16
1.0000 1.7500 1.000 .797 .045 1.500 1.118 93500

9 1/2  
.380

25.400 44.450 25.40 20.24 1.14 38.10 28.40 415909 .172

NOTES
1. For mounting information, see Recommended Housing Bore Diameters, page J-43.

Bearing Selection
J-5

Nomenclature Aid
J-28

Features & Benefits
J-29

Product Options
J-31

Technical Engineering
J-38

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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J-34

COM Series Spherical Plain Bearings

 BOTH SIDES
C x 45°

HOLE
LUBRICATION 

LUBRICATION 
GROOVES

D O B
b2

W

H

Basic Construction Type: 2 pc. General Purpose, 
Commercial

Race Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle b2 Unit Wt.

lb/kg
B D W H C Ball Diam. O

+.0015    
-.0005

+.0000 
 -.0007

+.000                  
-.005

+.005 
 -.005 Ref. Ref. Ref. Deg.  

+/-

COM-3
.1900 .5625 .281 .218 .025 .406 .293 3250

11 1/2  
.020

4.826 14.288 7.14 5.54 .64 10.31 7.44 14457 .009

COM-4
.2500 .6562 .343 .250 .025 .500 .364 4900

13 1/2  
.020

6.350 16.667 8.71 6.35 .64 12.70 9.25 21796 .009

COM-5
.3125 .7500 .375 .281 .025 .562 .419 6450

12 
.030

7.938 19.050 9.53 7.14 .64 14.27 10.64 28691 .014

COM-6
.3750 .8125 .406 .312 .030 .656 .515 8250

10 
.040

9.525 20.638 10.31 7.92 .76 16.66 13.08 36698 .018

COM-7
.4375 .9062 .437 .343 .035 .687 .530 10200

9 1/2  
.050

11.113 23.017 11.10 8.71 .89 17.45 13.46 45372 .023

COM-8
.5000 1.0000 .500 .390 .035 .781 .600 13600

10 
.070

12.700 25.400 12.70 9.91 .89 19.84 15.24 60496 .032

COM-10
.6250 1.1875 .625 .500 .035 .968 .739 21000

9  
.120

15.875 30.163 15.88 12.70 .89 24.59 18.77 93413 .054

COM-12
.7500 1.4375 .750 .593 .045 1.187 .920 30000

9  
.210

19.050 36.513 19.05 15.06 1.14 30.15 23.37 133447 .095

COM-14
.8750 1.5625 .875 .703 .045 1.312 .980 41100

9 1/2  
.270

22.225 39.688 22.23 17.86 1.14 33.32 24.89 182822 .122

COM-16
1.0000 1.7500 1.000 .797 .045 1.500 1.118 54700

9 1/2  
.380

25.400 44.450 25.40 20.24 1.14 38.10 28.40 243318 .172

NOTES
1. For mounting information, see Recommended Housing Bore Diameters, page J-43.

Bearing Selection
J-5

Nomenclature Aid
J-28

Features & Benefits
J-29

Product Options
J-31

Technical Engineering
J-38
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J-35

FLBG Series Spherical Plain Bearings

C x 45°
BOTH SIDE

H

W
LUBRICATION 
HOLE

b2

LUBRICATION 
GROOVES

BO D

Basic Construction Type: 3 pc. General Purpose, 
Precision

Outer Member Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Race Material: Bronze

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle b2 Unit Wt.

lb/kg
B D W H C Ball Diam. O

+.0000    
-.0005

+.0000 
 -.0005

+.000                  
-.005

+.005  
 -.005 Ref. Ref. Ref. Deg.  

+/-

FLBG-3
.1900 .6250 .281 .187 .020 .406 .293 2960

16 1/2  
.020

4.826 15.875 7.14 4.75 .51 10.31 7.44 13167 .009

FLBG-4
.2500 .7500 .375 .281 .020 .500 .331 5240

14 1/2  
.040

6.350 19.050 9.53 7.14 .51 12.70 8.41 23309 .018

FLBG-5
.3125 .8750 .437 .313 .025 .625 .447 6550

14 1/2  
.050

7.938 22.225 11.10 7.95 .64 15.88 11.35 29136 .023

FLBG-6
.3750 1.0000 .500 .375 .025 .718 .517 8600

12 1/2  
.080

9.525 25.400 12.70 9.53 .64 18.24 13.13 38255 .036

FLBG-7
.4375 1.1875 .562 .437 .040 .812 .586 11100

11 
.120

11.113 30.163 14.27 11.10 1.02 20.62 14.88 49375 .054

FLBG-8
.5000 1.3125 .687 .531 .045 .937 .637 15600

12 1/2  
.180

12.700 33.338 17.45 13.49 1.14 23.80 16.18 69392 .082

FLBG-10
.6250 1.5625 .875 .687 .045 1.187 .802 25700

12  
.330

15.875 39.688 22.23 17.45 1.14 30.15 20.37 114319 .150

FLBG-12
.7500 2.2500 1.250 .937 .050 1.625 1.038 47600

15 
.970

19.050 57.150 31.75 23.80 1.27 41.28 26.37 211735 .440

FLBG-16
1.0000 2.3750 1.125 .875 .065 1.750 1.345 48200

10 
.940

25.400 60.325 28.58 22.23 1.65 44.45 34.16 214404 .426

NOTES
1. For mounting information, see Recommended Housing Bore Diameters, page J-43.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
J-5

Nomenclature Aid
J-28

Features & Benefits
J-29

Product Options
J-31

Technical Engineering
J-38
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®Spherical Plain Bearings

J-36

BTS-LS Series Spherical Plain Bearings

Z

E

J

SEAL

BOTH SIDES
C x 45° W

H

b
D O B

LUBRICATION 
HOLE

HOUSING

2

RETAINING
RINGS

Basic Construction Type: 2 pc. Heavy Duty, Precision

Race Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Feature: Nitrile Rubber Seals

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle b2 Unit Wt.

lb/kg
Recommended  

Snap RingB D W H C Ball  
Diam. O Housing 

Width
E Z J

+.0000    
-.0007

+.0000 
 -.0007

+.000                  
-.005

+.005  
 -.005 Ref. Ref. Ref. Groove 

Spacing
Groove 
Diam.

Groove 
Width

Deg.  
+/-

BTS-12LS
.7500
19.050

1.5000
38.100

1.250
31.75

.500
12.70

.015
.38

1.250
31.75

1.000
25.40

1.250
31.75

.507
12.88

1.576/1.584 
40.03/40.23

.056/.060 
1.42/1.52 31500

140119
13 1/2

.250

.113

TRUARC #5000-150

1.551/1.556 
39.4/39.52

.045/.048 
1.14/1.22 SPIROLOX #RR-150

BTS-16LS
1.0000
25.400

2.2500
57.150

1.875
47.63

.875
22.23

.015
.38

1.813
46.05

1.375
34.93

1.687
42.85

.882
22.40

2.364/2.376 
60.05/60.35

.086/.091 
2.18/2.31 83500

371427
12

.950

.431

TRUARC #5000-225

2.324/2.330 
59.03/59.18

.055/.058 
1.4/1.47 SPIROLOX #RR-225

BTS-20LS
1.2500
31.750

2.3750
60.325

1.875
47.63

.875
22.23

.015
.38

2.000
50.80

1.625
41.28

1.687
42.85

.882
22.40

2.499/2.511 
63.47/63.78

.086/.091 
2.18/2.31 94000

418133
9 1/2 

.990

.449

TRUARC #5000-237

2.453/2.459 
62.31/62.46

.055/.058 
1.4/1.47 SPIROLOX #RR-237

BTS-24LS
1.5000
38.100

2.7500
69.850

1.875
47.63

1.000
25.40

.015
.38

2.375
60.33

2.000
50.80

1.875
47.63

1.007
25.58

2.894/2.906 
73.51/73.81

.103/.108 
2.62/2.74 130000

578269
7 1/2

1.440
.653

TRUARC #5000-275

2.841/2.847 
72.16/72.31

.055/.058 
1.4/1.47 SPIROLOX #RR-275

NOTES
1. Retaining rings are NOT furnished with the bearings.
2. For mounting information, see Recommended Housing Bore Diameters, page J-43.

Bearing Selection
J-5

Nomenclature Aid
J-28

Features & Benefits
J-29

Product Options
J-31

Technical Engineering
J-38
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® Spherical Plain Bearings

J-37

BH-LS Series Spherical Plain Bearings

2 LUBRICATION 
HOLES

 BOTH SIDES
C x 45°

LUBRICATION 
GROOVES

W

H

D O B
b2

Basic Construction Type: 2 pc. Heavy Duty, Precision

Race Material: Carbon Steel with Protective 
Plating for Corrosion 
Resistance

Ball Material: Alloy Steel, Heat Treated, 
Chrome Plated

Part No.

Dimensions inch / mm Max Static 
Radial  
Load
lb/N

Misalignment  
Angle b2 Unit Wt.

lb/kg
B D W H C Ball Diam. O

+.0000    
-.0007

+.0000 
 -.0007

+.000                  
-.005

+.007  
 -.007 Ref. Ref. Ref. Deg.  

+/-

BH-16LS
1.0000
25.400

2.0000
50.800

1.000
25.40

.781
19.84

.035
.89

1.687
42.85

1.360
34.54

69500
309151

9 
.550
.249

BH-19LS
1.1875
30.163

2.3750
60.325

1.187
30.15

.937
23.80

.035
.89

2.000
50.80

1.610
40.89

100000
444822

8 1/2  
.940
.426

BH-20LS
1.2500
31.750

2.3750
60.325

1.187
30.15

.937
23.80

.035
.89

2.000
50.80

1.610
40.89

100000
444822

8 1/2  
.900
.408

BH-24LS
1.5000
38.100

2.7500
69.850

1.375
34.93

1.094
27.79

.035
.89

2.312
58.72

1.860
47.24

135000
600510

8  
1.360
.617

BH-28LS
1.7500
44.450

3.1250
79.375

1.562
39.67

1.250
31.75

.040
1.02

2.625
66.68

2.110
53.59

178000
791783

8 
1.950
.885

BH-32LS
2.0000
50.800

3.5000
88.900

1.750
44.45

1.375
34.93

.040
1.02

2.937
74.60

2.360
59.94

221000
983057

8 1/2  
2.640
1.197

NOTES
1. For mounting information, see Recommended Housing Bore Diameters, page J-43.

Bearing Selection
J-5

Nomenclature Aid
J-28

Features & Benefits
J-29

Product Options
J-31

Technical Engineering
J-38

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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Rod Ends and Spherical Plain Bearing 
Engineering Section
Sealmaster Rods Ends with Y-Studs

Rod Ends with Y-Studs are available  
in the following series:

CTFD-Y, CTFDL-Y TF-Y, TFL-Y 
CTMD-Y, CTMDL-Y TF-YN, TFL-YN 
CFF-Y, CFFL-Y TM-Y, TML-Y 
CFF-YN, CFFL-YN TM-YN, TML-YN 
CFM-Y, CFML-Y TR-Y, TRL-Y 
CFM-YN, CFML-YN TR-YN, TRL-YN 
CFF-TY, CFFL-TY TRE-Y, TREL-Y 
CFM-TY, CFML-TY TRE-YN, TREL-YN

• Sealmaster Y-studs are available with the above rod end series to facilitate right angle connections in a variety of  
 linkage applications. 

• To order, add the letter Y to the rod end part number; Example: TR-8Y.

• Sealmaster Y-studs are manufactured from carbon steel and plated for corrosion resistance. 

• They are secured in the rod end bore, threaded and manufactured with a hex wrench flat.

• Rod ends with Y-studs can accommodate up to ± 25 degrees of angular misalignment in any direction for linkage  
 design flexibility.

• Y-stud thread sizes are the same as the corresponding rod end and are available in right hand threads only.

Caution: When selecting rod ends with Y-studs: Catalog load ratings are not applicable with Y-studs because of the 
reduced stud strength due to bending. For load ratings with Y-studs contact Application Engineering.

Stud 
Size

Dimensions in inch
R

+.031
-.031

S
+.031
-.031

T
Min.

Thread Size 
Class  

UNF-2A
 -3  .500 .968 7/16 #10-32
 -4  .562 1.047 1/2 1/4-28
 -5  .687 1.234 19/32 5/16-24
 -6  .906 1.540 13/16 3/8-24
 -7  1.125 1.930 1 7/16-20
 -8  1.125 2.000 1 1/2-20
 -10  1.500 2.500 1 3/8 5/8-18
 -12  1.812 3.000 1 5/8 3/4-16
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Rod Ends and Spherical Plain Bearing 
Engineering Section
Recommended Housing Diameters - Spherical Plain Bearings

Spherical Bearings Housing Bore (inch)

Series Bearing 
O.D. Steel Housing Aluminum Housing

SBG, 
SBG-S,  

SBG-SS, 
SBG-SA

+.0000 
-.0005 Min Max Min Max

3 .5625 .5616 .5620 .5614 .5619

4 .6562 .6553 .6557 .6551 .6556

5 .7500 .7491 .7495 .7489 .7494

6 .8125 .8116 .8120 .8114 .8119

7 .9062 .9053 .9057 .9051 .9056

8 1.0000 .9991 .9995 .9989 .9994

10 1.1875 1.1866 1.1870 1.1864 1.1869

12 1.4375 1.4366 1.4370 1.4364 1.4369

14 1.5625 1.5616 1.5620 1.5614 1.5619

16 1.7500 1.7491 1.7495 1.7489 1.7494

FLBG +.0000 
-.0005 Min Max Min Max

3 .6250 .6241 .6245 .6239 .6244

4 .7500 .7491 .7495 .7489 .7494

5 .8750 .8741 .8745 .8739 .8744

6 1.0000 .9991 .9995 .9989 .9994

7 1.1875 1.1865 1.1870 1.1863 1.1869

8 1.3125 1.3115 1.3120 1.3113 1.3119

10 1.5625 1.5613 1.5620 1.5611 1.5619

12 2.2500 2.2488 2.2495 2.2486 2.2494

16 2.3750 2.3738 2.3745 2.3736 2.3744

COM +.0000 
-.0007 Min Max Min Max

3 .5625 .5615 .5619 .5613 .5618

4 .6562 .6552 .6556 .6550 .6555

5 .7500 .7490 .7494 .7488 .7493

6 .8125 .8115 .8119 .8113 .8118

7 .9062 .9052 .9056 .9050 .9055

8 1.0000 .9990 .9994 .9988 .9993

10 1.1875 1.1864 1.1869 1.1862 1.1868

12 1.4375 1.4364 1.4369 1.4362 1.4368

14 1.5625 1.5614 1.5619 1.5612 1.5618

16 1.7500 1.7489 1.7494 1.7487 1.7493

Spherical Bearings Housing Bore (inch)

Series Bearing 
O.D. Steel Housing Aluminum Housing

COR +.0000 
-.0005 Min Max Min Max

3 .5625 .5616 .5620 .5614 .5619

4 .6562 .6553 .6557 .6551 .6556

5 .7500 .7491 .7495 .7489 .7494

6 .8125 .8116 .8120 .8114 .8119

8 1.0000 .9991 .9995 .9989 .9994

10 1.1875 1.1866 1.1870 1.1864 1.1869

12 1.4375 1.4366 1.4370 1.4364 1.4369

14 1.5625 1.5616 1.5620 1.5614 1.5619

16 1.7500 1.7491 1.7495 1.7489 1.7494

BTS-LS +.0000 
-.0007 Min Max Min Max

12 1.5000 1.4988 1.4993 1.4986 1.4992

16 2.2500 2.2488 2.2493 2.2486 2.2492

20 2.3750 2.3738 2.3743 2.3736 2.3742

24 2.7500 2.7488 2.7493 2.7486 2.7492

BH-LS +.0000 
-.0007 Min Max Min Max

16 2.0000 1.9988 1.9993 1.9986 1.9992

19 2.3750 2.3738 2.3743 2.3736 2.3742

20 2.3750 2.3738 2.3743 2.3736 2.3742

24 2.7500 2.7488 2.7493 2.7486 2.7492

28 3.1250 3.1238 3.1243 3.1236 2.1242

32 3.5000 3.4988 3.4993 3.4986 3.4992
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CRES Bearing Selection Guide

Material Size range

Brand  Image Series Style Duty Type O.D. Eccentric Mounting Inner and Outer 
Material

Rolling Element 
Material Seal Inch Section 

Name Pages

McGill CRES CAMROL

CF-CR

Standard

Stud

Cylindrical

N/A

Hex Hole

440C Stainless Steel 440C Stainless Steel

LUBRI-DISC  
(up through  
7/8" size)

LUBRI-DISC+  
(1" size and 

larger)

3/4" - 
2 1/4"

CRES Cam 
Follower

K-13  
to K-16

CCF-CR Crowned

CFE-CR Cylindrical

Eccentric

CCFE-CR Crowned

CYR-CR

Yoke

Cylindrical

N/A Yoke Style K-17 
to K-18

CCYR-CR Crowned

lock type Material Size range

Brand Image Series Housing Style Duty Single Lock Collar Double Lock Collar Inner and Outer 
Material

Rolling Element 
Material Seal Inch Metric Section 

Name Pages

Sealmaster

RPB-C2 CR Two Bolt Pillow Block

Standard

RPBA-C2 CR RPB-C2 CR

Inner Ring:  
52100 Steel 52100 Steel Contact

1 3/16” - 3 1/2”
35 mm - 
95 mm

RPB-CR  
Series 

Mounted  
Roller  

Bearings

K-23  
to K-24

RPB-C4 CR Four Bolt Pillow Block RPBA-C4 CR RPB-C4 CR 2 1/4” - 5” 60 mm - 
125 mm

K-25 
to K-26

RFB-CR Four Bolt Flange RFBA-CR RFB-CR 1 3/16” - 4” 35 mm - 
105 mm

K-27 
to K-28

Cam Followers

Mounted Roller Bearings

lock type Material Size range

Brand Image Series Housing Style Duty Setscrew Concentric Housing 
Material

Inner and 
Outer Material

Rolling 
Element 
Material

Seal Inch Metric Section 
Name Pages

Sealmaster

CRPS-PN Pillow Block

Standard

CRPS-PN CRPS-PN-T

316 Stainless 
Steel 

Phosphorus 
Nickel Coated 
52100 Steel

52100 Steel
High 

Performance 
Seal (HPS)

3/4” - 2 7/16” 20 mm -  
60 mm

PN Gold 
Mounted Ball 

Bearings

K-35 
to K-36

CRFS-PN Four Bolt Flange CRFS-PN CRFS-PN-T 3/4” - 2 7/16” 20 mm -  
60 mm

K-37 
to K-38

CRFTS-PN Two Bolt Flange CRFTS-PN CRFTS-PN-T 3/4” - 2 3/16” 20 mm -  
55 mm

K-39 
to K-40

Mounted Ball Bearings
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Material Size range

Brand  Image Series Style Duty Type O.D. Eccentric Mounting Inner and Outer 
Material

Rolling Element 
Material Seal Inch Section 

Name Pages

McGill CRES CAMROL

CF-CR

Standard

Stud

Cylindrical

N/A

Hex Hole

440C Stainless Steel 440C Stainless Steel

LUBRI-DISC  
(up through  
7/8" size)

LUBRI-DISC+  
(1" size and 

larger)

3/4" - 
2 1/4"

CRES Cam 
Follower

K-13  
to K-16

CCF-CR Crowned

CFE-CR Cylindrical

Eccentric

CCFE-CR Crowned

CYR-CR

Yoke

Cylindrical

N/A Yoke Style K-17 
to K-18

CCYR-CR Crowned

lock type Material Size range

Brand Image Series Housing Style Duty Single Lock Collar Double Lock Collar Inner and Outer 
Material

Rolling Element 
Material Seal Inch Metric Section 

Name Pages

Sealmaster

RPB-C2 CR Two Bolt Pillow Block

Standard

RPBA-C2 CR RPB-C2 CR

Inner Ring:  
52100 Steel 52100 Steel Contact

1 3/16” - 3 1/2”
35 mm - 
95 mm

RPB-CR  
Series 

Mounted  
Roller  

Bearings

K-23  
to K-24

RPB-C4 CR Four Bolt Pillow Block RPBA-C4 CR RPB-C4 CR 2 1/4” - 5” 60 mm - 
125 mm

K-25 
to K-26

RFB-CR Four Bolt Flange RFBA-CR RFB-CR 1 3/16” - 4” 35 mm - 
105 mm

K-27 
to K-28

lock type Material Size range

Brand Image Series Housing Style Duty Setscrew Concentric Housing 
Material

Inner and 
Outer Material

Rolling 
Element 
Material

Seal Inch Metric Section 
Name Pages

Sealmaster

CRPS-PN Pillow Block

Standard

CRPS-PN CRPS-PN-T

316 Stainless 
Steel 

Phosphorus 
Nickel Coated 
52100 Steel

52100 Steel
High 

Performance 
Seal (HPS)

3/4” - 2 7/16” 20 mm -  
60 mm

PN Gold 
Mounted Ball 

Bearings

K-35 
to K-36

CRFS-PN Four Bolt Flange CRFS-PN CRFS-PN-T 3/4” - 2 7/16” 20 mm -  
60 mm

K-37 
to K-38

CRFTS-PN Two Bolt Flange CRFTS-PN CRFTS-PN-T 3/4” - 2 3/16” 20 mm -  
55 mm

K-39 
to K-40
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lock type Material Size range

Brand Image Series Housing Style Duty Setscrew Concentric Housing 
Material

Inner and 
Outer Material

Rolling 
Element 
Material

Seal Inch Metric Section 
Name Pages

Sealmaster

CRBFRS-PN Four Bolt Flange Reduced

Standard

CRBFRS-PN-T

316 Stainless 
Steel 

Phosphorus 
Nickel Coated 
52100 Steel

52100 Steel
High 

Performance 
Seal (HPS)

1 7/16" -  
1 1/2" 40 mm

PN Gold 
Mounted Ball 

Bearings

K-41

CRBFTRS-PN Two Bolt Flange Reduced CRBFTRS-PN-T 1 7/16" -  
1 1/2" 40 mm K-42

CRFBS-PN Flange Bracket CRFBS-PN CRFBS-PN-T 3/4” - 1 7/16” 20 mm -  
35 mm

K-43 
to K-44

CRPC-PN Pillow Block CRPC-PN CRPC-PN-T

High Strength 
Composite

3/4” - 1 1/2” 20 mm -  
40 mm

K-45 
to K-46

CRTBC-PN Tapped Base Pillow Block CRTBC-PN CRTBC-PN-T 3/4” - 1 1/2” 20 mm -  
40 mm

K-47 
to K-48

CRFC-PN Four Bolt Flange CRFC-PN CRFC-PN-T 3/4” - 1 1/2” 20 mm -  
40 mm

K-49 
to K-50

CRFTC-PN Two Bolt Flange CRFTC-PN CRFTC-PN-T 3/4” - 1 1/2” 20 mm -  
40 mm

K-51 
to K-52

CRPLF-PN Pillow Block - Low Base CRPLF-PN

Fluoropolymer 
Coated Cast 

Iron

1" - 2 3/16" 30 mm -  
55 mm K-53

CRTBF-PN Tapped Base Pillow Block CRTBF-PN 3/4" - 2" 20 mm -  
50 mm K-54

CRFCF-PN Piloted Flange Cartridge CRFCF-PN 1 3/16" - 2 
7/16"

30 mm -  
60 mm K-55

CREHBF-PN Hanger Bearing - External Lube CREHBF-PN 1" - 2 7/16" K-56

CRSTF-PN Wide Slot Take Up CRSTF-PN 3/4" - 2 7/16" 20 mm -  
60 mm K-57

PN Insert PN PN-T

N/A

3/4” - 2 7/16” 20 mm -  
60 mm

K-58 
 to K-59

ERX-PN ER Style ERX-PN ERX-PN-T 1/2” - 2 1/2” 20 mm -  
60 mm

ERX-TREME 
PN Gold Style 
Ball Bearings

K-65 
to K-66

NP-C CR Pillow Block NP-C CR

N/A 316 Stainless 
Steel 

Black Oxide 
52100 Steel 52100 Steel

Single Lip 
Rubber Contact 

Seal

3/4” - 2 7/16”

CR Gold 
Mounted Ball 

Bearings

K-71

SF-C CR Four Bolt Flange SF-C CR 3/4” - 2 7/16” K-72

SFT-C CR Two Bolt Flange SFT-C CR 3/4” - 2 3/16” K-73

FB-C CR Flange Bracket FB-C CR 3/4” - 1 7/16” K-74

CRES Bearing Selection Guide Cont.

Mounted Ball Bearings
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lock type Material Size range

Brand Image Series Housing Style Duty Setscrew Concentric Housing 
Material

Inner and 
Outer Material

Rolling 
Element 
Material

Seal Inch Metric Section 
Name Pages

Sealmaster

CRBFRS-PN Four Bolt Flange Reduced

Standard

CRBFRS-PN-T

316 Stainless 
Steel 

Phosphorus 
Nickel Coated 
52100 Steel

52100 Steel
High 

Performance 
Seal (HPS)

1 7/16" -  
1 1/2" 40 mm

PN Gold 
Mounted Ball 

Bearings

K-41

CRBFTRS-PN Two Bolt Flange Reduced CRBFTRS-PN-T 1 7/16" -  
1 1/2" 40 mm K-42

CRFBS-PN Flange Bracket CRFBS-PN CRFBS-PN-T 3/4” - 1 7/16” 20 mm -  
35 mm

K-43 
to K-44

CRPC-PN Pillow Block CRPC-PN CRPC-PN-T

High Strength 
Composite

3/4” - 1 1/2” 20 mm -  
40 mm

K-45 
to K-46

CRTBC-PN Tapped Base Pillow Block CRTBC-PN CRTBC-PN-T 3/4” - 1 1/2” 20 mm -  
40 mm

K-47 
to K-48

CRFC-PN Four Bolt Flange CRFC-PN CRFC-PN-T 3/4” - 1 1/2” 20 mm -  
40 mm

K-49 
to K-50

CRFTC-PN Two Bolt Flange CRFTC-PN CRFTC-PN-T 3/4” - 1 1/2” 20 mm -  
40 mm

K-51 
to K-52

CRPLF-PN Pillow Block - Low Base CRPLF-PN

Fluoropolymer 
Coated Cast 

Iron

1" - 2 3/16" 30 mm -  
55 mm K-53

CRTBF-PN Tapped Base Pillow Block CRTBF-PN 3/4" - 2" 20 mm -  
50 mm K-54

CRFCF-PN Piloted Flange Cartridge CRFCF-PN 1 3/16" - 2 
7/16"

30 mm -  
60 mm K-55

CREHBF-PN Hanger Bearing - External Lube CREHBF-PN 1" - 2 7/16" K-56

CRSTF-PN Wide Slot Take Up CRSTF-PN 3/4" - 2 7/16" 20 mm -  
60 mm K-57

PN Insert PN PN-T

N/A

3/4” - 2 7/16” 20 mm -  
60 mm

K-58 
 to K-59

ERX-PN ER Style ERX-PN ERX-PN-T 1/2” - 2 1/2” 20 mm -  
60 mm

ERX-TREME 
PN Gold Style 
Ball Bearings

K-65 
to K-66

NP-C CR Pillow Block NP-C CR

N/A 316 Stainless 
Steel 

Black Oxide 
52100 Steel 52100 Steel

Single Lip 
Rubber Contact 

Seal

3/4” - 2 7/16”

CR Gold 
Mounted Ball 

Bearings

K-71

SF-C CR Four Bolt Flange SF-C CR 3/4” - 2 7/16” K-72

SFT-C CR Two Bolt Flange SFT-C CR 3/4” - 2 3/16” K-73

FB-C CR Flange Bracket FB-C CR 3/4” - 1 7/16” K-74
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CF-CR Series

Bearing Selection
Page K-3

Nomenclature Aid
Page K-8

Features & Benefits
Page K-9

Technical Engineering
Page K-75

HD

F SD

W

RD

HC

C

E

TL

SL

H

Part No. RD W SD SL C TL L ECC G BD Track 
Roller 

Dynamic 
Rating

Track 
Roller 
Static 
Rating

Part No. HC HD F H E Ro
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

Limiting 
Speed

WT

With Lubri-Disc  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall Eccentric

With Lubri-Disc 
Seals

Hole 
Center

Radial Hole 
Diameter

Lub. Hole  
Dia / Fitting

Hex Hole Min Boss 
Diameter

Outer  
 Corner 
Radius

Bearing 
WeightSuffix XX-B

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb/kg
Nom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) +0/-.001 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1/2 SB CR
.500 
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0/-.001 
+0/-.03

.190              
4.826

+0/-.001 
+0/-.03

.625              
15.88

.03 
.8

.25 
6.35

1.03              
26.2

N/A N/A N/A
610 

2,730
300 

1,340

CF 1/2 SB CR

- - - .125 
3.175

.29 
7.5

.015 
.38

.1903              
4.833

+.0002/-.0003 
+.0005/-.0008

10-32 8 
.9 11,500 .04 

.02
CFE 1/2 SB CR .010                 

.25
.375              
9.5

.25              
6.4 CFE 1/2 SB CR .253           

6.43
+0.001/-0.001 
+0.025/-0.025

CF 9/16 SB CR
.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0/-.001 
+0/-.03

.190              
4.826

+0/-.001 
+0/-.03

.625              
15.88

.03 
.8

.25 
6.35

1.03              
26.2

N/A N/A N/A
610 

2,730
300 

1,340

CF 9/16 SB CR

- - - .125 
3.175

.29 
7.5

.015 
.38

.1903              
4.833

+.0002/-.0003 
+.0005/-.0008

10-32 8 
.9 10,000 .04 

.02
CFE 9/16 SB CR .010                 

.25
.375              
9.5

.25 
6.4 CFE 9/16 SB CR .253           

6.43
+0.001/-0.001 
+0.025/-0.025

CF 5/8 SB CR
.625              
15.88

+0/-.001 
+0/-.03

.438              
11.13

+0/-.001 
+0/-.03

.250              
6.35

+0/-.001 
+0/-.03

.750              
19.05

.03 
.8

.3125 
7.94

1.22 
30.9

N/A N/A N/A
860                 

 3,850
600 

2,680

CF 5/8 SB CR

- - - .125 
3.175

.36 
9.1

.015 
.38

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008

1/4-28 18 
2 9,200 .05 

.02
CFE 5/8 SB CR .015                 

.38
.437              
11.1

.375 
9.5 CFE 5/8 SB CR .378 

9.601
+0.001/-0.001 
+0.025/-0.025

CF 11/16 SB CR
.6875              
17.46

+0/-.001 
+0/-.03

.438              
11.13

+0/-.001 
+0/-.03

.250              
6.35

+0/-.001 
+0/-.03

.750              
19.05

.03 
.8

.3125 
7.94

1.22 
30.9

N/A N/A N/A
860                 

 3,850
600 

2,680

CF 11/16 SB CR

- - - .125 
3.175

.36 
9.1

.015 
.38

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008

1/4-28 18 
2 8,300 .06 

.03
CFE 11/16 SB CR .015                 

.38
.437              
11.1

.375 
9.5 CFE 11/16 SB CR .378 

9.601
+0.001/-0.001 
+0.025/-0.025

CF 3/4 SB CR
.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0/-.001 
+0/-.03

.875              
22.2

.03 
.8

.375 
9.5

1.41              
35.7

N/A N/A N/A
1,500 
6,672

1,580               
7,028

CF 3/4 SB CR
.25              
6.4

.09 
2.4

.19 
4.8

.1875 
5

.500 
12.70

.02 
.4

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008

3/8-24 48 
5 6,400 .07                         

.03
CFE 3/4 SB CR .015                 

.38
.500              
12.7

.500              
12.7 CFE 3/4 SB CR .503           

12.77
+0.001/-0.001 
+0.025/-0.025

CF 7/8 SB CR
.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0/-.001 
+0/-.03

.875              
22.2

.03 
.8

.375 
9.5

1.41              
35.7

N/A N/A N/A
1,500 
6,672

1,580               
7,028

CF 7/8 SB CR
.25              
6.4

.09 
2.4

.19 
4.8

.1875 
5

.500 
12.70

.02 
.4

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008

3/8-24 48 
5 5,400 .09 

.04
CFE 7/8 SB CR .015                 

.38
.500              
12.7

.500              
12.7 CFE 7/8 SB CR .503           

12.77
+0.001/-0.001 
+0.025/-0.025

CF 1 SB CR
1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

.4375              
11.11

+0/-.001 
+0/-.03

1.00              
25.4

.03 
.8

.50 
12.7

1.66              
42.1

N/A N/A N/A
1,800 
8,006

2,040               
9,074

CF 1 SB CR
.25              
6.4

.09 
2.4

.19 
4.8

.250 
6.4

.64 
16.3

.03 
.8

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008

7/16-20 125 
14 4,800 .17 

.08
CFE 1 SB CR .030                 

.76
.500              
12.7

.625              
15.8 CFE 1 SB CR .628           

15.95
+0.001/-0.001 
+0.025/-0.025

CF 1 1/8 SB CR
1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

.4375              
11.11

+0/-.001 
+0/-.03

1.00              
25.4

.03 
.8

.50 
12.7

1.66              
42.1

N/A N/A N/A
1,800 
8,006

2,040               
9,074

CF 1 1/8 SB CR
.25              
6.4

.09 
2.4

.19 
4.8

.250 
6.4

.64 
16.3

.03 
.8

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008

7/16-20 125 
14 3,400 .19 

.09 
CFE 1 1/8 SB CR .030                 

.76
.500              
12.7

.625              
15.8 CFE 1 1/8 SB CR .628           

15.95
+0.001/-0.001 
+0.025/-0.025

Basic Construction Type: Stud Type 400 Series Stainless 
Steel

Rolling Elements: Full Complement Needle 400 
Series Corrosion Resistant Steel

Seal Type: LUBRI-DISC (7/8" & smaller) 
LUBRI-DISC+ (1" & larger)

Lubrication: H1 Food Grade Grease

System Configuration: Concentric / Eccentric Stud

Mounting Feature: Hex Hole

Dimensional Interchange: Standard Camrol

Note: 
1. Clamping torque is based on lubricated threads. If threads are dry, double the value listed. 
2. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speeds. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and 
are listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the operating speed approaches the listed limiting speed. 
3. Use track roller dynamic load rating for life calculations. Maximum dynamic load should not exceed 50% of track roller dynamic load rating. If radial load and/or root mean load exceed 50% of track roller dynamic load rating, life calculations must be 
reviewed by Application Engineering. If dynamic loads exceed 25% of basic dynamic rating, consideration should be given to use of CYR CRES series CAMROL bearing. For more information please contact Application Engineering (800) 626-2093. 
4. The track roller static load rating is based on stud strength.  Exceeding the static load rating may impair subsequent dynamic operation.
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CF-CR Series

Bearing Selection
Page K-3

Nomenclature Aid
Page K-8

Features & Benefits
Page K-9

Technical Engineering
Page K-75

HD

F SD

W

RD

HC

C

E

TL

SL

H

Part No. RD W SD SL C TL L ECC G BD Track 
Roller 

Dynamic 
Rating

Track 
Roller 
Static 
Rating

Part No. HC HD F H E Ro
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

Limiting 
Speed

WT

With Lubri-Disc  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall Eccentric

With Lubri-Disc 
Seals

Hole 
Center

Radial Hole 
Diameter

Lub. Hole  
Dia / Fitting

Hex Hole Min Boss 
Diameter

Outer  
 Corner 
Radius

Bearing 
WeightSuffix XX-B

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb/kg
Nom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) +0/-.001 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1/2 SB CR
.500 
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0/-.001 
+0/-.03

.190              
4.826

+0/-.001 
+0/-.03

.625              
15.88

.03 
.8

.25 
6.35

1.03              
26.2

N/A N/A N/A
610 

2,730
300 

1,340

CF 1/2 SB CR

- - - .125 
3.175

.29 
7.5

.015 
.38

.1903              
4.833

+.0002/-.0003 
+.0005/-.0008

10-32 8 
.9 11,500 .04 

.02
CFE 1/2 SB CR .010                 

.25
.375              
9.5

.25              
6.4 CFE 1/2 SB CR .253           

6.43
+0.001/-0.001 
+0.025/-0.025

CF 9/16 SB CR
.5625              
14.29

+0/-.001 
+0/-.03

.375              
9.53

+0/-.001 
+0/-.03

.190              
4.826

+0/-.001 
+0/-.03

.625              
15.88

.03 
.8

.25 
6.35

1.03              
26.2

N/A N/A N/A
610 

2,730
300 

1,340

CF 9/16 SB CR

- - - .125 
3.175

.29 
7.5

.015 
.38

.1903              
4.833

+.0002/-.0003 
+.0005/-.0008

10-32 8 
.9 10,000 .04 

.02
CFE 9/16 SB CR .010                 

.25
.375              
9.5

.25 
6.4 CFE 9/16 SB CR .253           

6.43
+0.001/-0.001 
+0.025/-0.025

CF 5/8 SB CR
.625              
15.88

+0/-.001 
+0/-.03

.438              
11.13

+0/-.001 
+0/-.03

.250              
6.35

+0/-.001 
+0/-.03

.750              
19.05

.03 
.8

.3125 
7.94

1.22 
30.9

N/A N/A N/A
860                 

 3,850
600 

2,680

CF 5/8 SB CR

- - - .125 
3.175

.36 
9.1

.015 
.38

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008

1/4-28 18 
2 9,200 .05 

.02
CFE 5/8 SB CR .015                 

.38
.437              
11.1

.375 
9.5 CFE 5/8 SB CR .378 

9.601
+0.001/-0.001 
+0.025/-0.025

CF 11/16 SB CR
.6875              
17.46

+0/-.001 
+0/-.03

.438              
11.13

+0/-.001 
+0/-.03

.250              
6.35

+0/-.001 
+0/-.03

.750              
19.05

.03 
.8

.3125 
7.94

1.22 
30.9

N/A N/A N/A
860                 

 3,850
600 

2,680

CF 11/16 SB CR

- - - .125 
3.175

.36 
9.1

.015 
.38

.2503              
6.358

+.0002/-.0003 
+.0005/-.0008

1/4-28 18 
2 8,300 .06 

.03
CFE 11/16 SB CR .015                 

.38
.437              
11.1

.375 
9.5 CFE 11/16 SB CR .378 

9.601
+0.001/-0.001 
+0.025/-0.025

CF 3/4 SB CR
.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0/-.001 
+0/-.03

.875              
22.2

.03 
.8

.375 
9.5

1.41              
35.7

N/A N/A N/A
1,500 
6,672

1,580               
7,028

CF 3/4 SB CR
.25              
6.4

.09 
2.4

.19 
4.8

.1875 
5

.500 
12.70

.02 
.4

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008

3/8-24 48 
5 6,400 .07                         

.03
CFE 3/4 SB CR .015                 

.38
.500              
12.7

.500              
12.7 CFE 3/4 SB CR .503           

12.77
+0.001/-0.001 
+0.025/-0.025

CF 7/8 SB CR
.875              
22.23

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

.375              
9.53

+0/-.001 
+0/-.03

.875              
22.2

.03 
.8

.375 
9.5

1.41              
35.7

N/A N/A N/A
1,500 
6,672

1,580               
7,028

CF 7/8 SB CR
.25              
6.4

.09 
2.4

.19 
4.8

.1875 
5

.500 
12.70

.02 
.4

.3753              
9.533

+.0002/-.0003 
+.0005/-.0008

3/8-24 48 
5 5,400 .09 

.04
CFE 7/8 SB CR .015                 

.38
.500              
12.7

.500              
12.7 CFE 7/8 SB CR .503           

12.77
+0.001/-0.001 
+0.025/-0.025

CF 1 SB CR
1.000              
25.40

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

.4375              
11.11

+0/-.001 
+0/-.03

1.00              
25.4

.03 
.8

.50 
12.7

1.66              
42.1

N/A N/A N/A
1,800 
8,006

2,040               
9,074

CF 1 SB CR
.25              
6.4

.09 
2.4

.19 
4.8

.250 
6.4

.64 
16.3

.03 
.8

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008

7/16-20 125 
14 4,800 .17 

.08
CFE 1 SB CR .030                 

.76
.500              
12.7

.625              
15.8 CFE 1 SB CR .628           

15.95
+0.001/-0.001 
+0.025/-0.025

CF 1 1/8 SB CR
1.125              
28.58

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

.4375              
11.11

+0/-.001 
+0/-.03

1.00              
25.4

.03 
.8

.50 
12.7

1.66              
42.1

N/A N/A N/A
1,800 
8,006

2,040               
9,074

CF 1 1/8 SB CR
.25              
6.4

.09 
2.4

.19 
4.8

.250 
6.4

.64 
16.3

.03 
.8

.4378              
11.120

+.0002/-.0003 
+.0005/-.0008

7/16-20 125 
14 3,400 .19 

.09 
CFE 1 1/8 SB CR .030                 

.76
.500              
12.7

.625              
15.8 CFE 1 1/8 SB CR .628           

15.95
+0.001/-0.001 
+0.025/-0.025

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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CF-CR Series (continued)

HD

F SD

W

RD

HC

C

E

TL

SL

H

Part No. RD W SD SL C TL L ECC G BD Track 
Roller 

Dynamic 
Rating

Track 
Roller 
Static 
Rating

Part No. HC HD F H E Ro
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

Limiting 
Speed

WT

With Lubri-Disc  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall Eccentric

With Lubri-Disc 
Seals

Hole 
Center

Radial Hole 
Diameter

Lub. Hole  
Dia / Fitting

Hex Hole Min Boss 
Diameter

Outer  
 Corner 
Radius

Bearing 
WeightSuffix XX-B

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb/kg
Nom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) +0/-.001 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1 1/4 SB CR
1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

1.25              
31.8

.03 
.8

.625 
15.9

2.03              
51.6

N/A N/A N/A
2,300 
10,230

3,650               
16,235

CF 1 1/4 SB CR
.31              
7.9

.09 
2.4

.19 
4.8

.250 
6.4

.76 
19.4

.03 
.8

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008

1/2-20 175 
20 3,100 .30                         

.14
CFE 1 1/4 SB CR .030                 

.76
.625              
15.8

.687              
17.4 CFE 1 1/4 SB CR .690 

17.53
+0.001/-0.001 
+0.025/-0.025

CF 1 3/8 SB CR
1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

1.25              
31.8

.03 
.8

.625 
15.9

2.03              
51.6

N/A N/A N/A
2,300 
10,230

3,650               
16,235

CF 1 3/8 SB CR
.31              
7.9

.09 
2.4

.19 
4.8

.250 
6.4

.76 
19.4

.05 
1.2

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008

1/2-20 175 
20 2,800 .35                         

.16
CFE 1 3/8 SB CR .030                 

.76
.625              
15.8

.687              
17.4 CFE 1 3/8 SB CR .690 

17.53
+0.001/-0.001 
+0.025/-0.025

CF 1 1/2 SB CR
1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

1.50              
38.1

.03 
.8

.75 
19.1

2.41              
61.1

N/A N/A N/A
4,000 
17,792

4,400               
19,571

CF 1 1/2 SB CR
.38              
9.5

.09 
2.4

.19 
4.8

.3125 
7.9

.89 
22.6

.06 
1.6

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008

5/8-18 325 
37 2,500 .52                         

.24
CFE 1 1/2 SB CR .030                 

.76
.75              
19.1

.875              
22.2 CFE 1 1/2 SB CR .878 

22.30
+0.001/-0.001 
+0.025/-0.025

CF 1 5/8 SB CR
1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

1.50              
38.1

.03 
.8

.75 
19.1

2.41              
61.1

N/A N/A N/A
4,000 
17,792

4,400               
19,571

CF 1 5/8 SB CR
.38              
9.5

.09 
2.4

.19 
4.8

.3125 
7.9

.89 
22.6

.06 
1.6

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008

5/8-18 325 
37 2,350 .60                         

.27
CFE 1 5/8 SB CR .030                 

.76
.75              
19.1

.875              
22.2 CFE 1 5/8 SB CR .878 

22.30
+0.001/-0.001 
+0.025/-0.025

CF 1 3/4 SB CR
1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

1.75              
44.5

.03 
.8

.875 
22.2

2.78              
70.6

N/A N/A N/A
6,000 
26,688

5,550               
24,686

CF 1 3/4 SB CR
.44              
11.1

.09 
2.4

.19 
4.8

.3125 
7.9

1.05 
26.6

.06 
1.6

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008

3/4-16 625 
71 2,200 .84 

.38
CFE 1 3/4 SB CR .030                 

.76
.875              
22.2

1              
25.4 CFE 1 3/4 SB CR 1.003 

25.48
+0.001/-0.001 
+0.025/-0.025

CF 1 7/8 SB CR
1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

1.75              
44.5

.03 
.8

.875 
22.2

2.78              
70.6

N/A N/A N/A
6,000 
26,688

5,550               
24,686

CF 1 7/8 SB CR
.44              
11.1

.09 
2.4

.19 
4.8

.3125 
7.9

1.05 
26.6

.06 
1.6

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008

3/4-16 625 
71 2,000 .95 

.43
CFE 1 7/8 SB CR .030                 

.76
.875              
22.2

1              
25.4 CFE 1 7/8 SB CR 1.003 

25.48
+0.001/-0.001 
+0.025/-0.025

CF 2 SB CR
2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

2.00              
50.8

.03 
.8

2.00 
50.8

3.28              
83.3

N/A N/A N/A
8,200 
36,474

6,750               
30,024

CF 2 SB CR
.50              

12.7
.13 
3.2

.19 
4.8

.4375 
11.1

1.20 
30.6

.09 
2.4

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008

7/8-14 750 
85 1,400 1.36                         

.62
CFE 2 SB CR .030                 

.76
1              

25.4
1.187              
30.1 CFE 2 SB CR 1.190 

30.23
+0.001/-0.001 
+0.025/-0.025

CF 2 1/4 SB CR
2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

2.00              
50.8

.03 
.8

2.00 
50.8

3.28              
83.3

N/A N/A N/A
8,200 
36,474

6,750               
30,024

CF 2 1/4 SB CR
.50              

12.7
.13 
3.2

.19 
4.8

.4375 
11.1

1.20 
30.6

.09 
2.4

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008

7/8-14 750 
85 1,300 1.65                         

.75
CFE 2 1/4 SB CR .030                 

.76
1              

25.4
1.187              
30.1 CFE 2 1/4 SB CR 1.190 

30.23
+0.001/-0.001 
+0.025/-0.025

Basic Construction Type: Stud Type 400 Series Stainless 
Steel

Rolling Elements: Full Complement Needle 400 
Series Corrosion Resistant Steel

Seal Type: LUBRI-DISC (7/8" & smaller) 
LUBRI-DISC+ (1" & larger)

Lubrication: H1 Food Grade Grease

System Configuration: Concentric / Eccentric Stud

Mounting Feature: Hex Hole

Dimensional Interchange: Standard Camrol

Note: 
1. Clamping torque is based on lubricated threads. If threads are dry, double the value listed. 
2. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speeds. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and 
are listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the operating speed approaches the listed limiting speed. 
3. Use track roller dynamic load rating for life calculations. Maximum dynamic load should not exceed 50% of track roller dynamic load rating. If radial load and/or root mean load exceed 50% of track roller dynamic load rating, life calculations must be 
reviewed by Application Engineering. If dynamic loads exceed 25% of basic dynamic rating, consideration should be given to use of CYR CRES series CAMROL bearing. For more information please contact Application Engineering (800) 626-2093. 
4. The track roller static load rating is based on stud strength.  Exceeding the static load rating may impair subsequent dynamic operation.

Bearing Selection
Page K-3

Nomenclature Aid
Page K-8

Features & Benefits
Page K-9

Technical Engineering
Page K-75
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CF-CR Series (continued)
Part No. RD W SD SL C TL L ECC G BD Track 

Roller 
Dynamic 
Rating

Track 
Roller 
Static 
Rating

Part No. HC HD F H E Ro
 Housing Bore 

Diameter
Thread 
Type

Clamping 
Torque

Limiting 
Speed

WT

With Lubri-Disc  
Seals

Roller Diameter Roller Width Stud Diameter Stud 
Length

Endplate 
Extension

Minimum 
Thread   
Length

Length 
Overall Eccentric

With Lubri-Disc 
Seals

Hole 
Center

Radial Hole 
Diameter

Lub. Hole  
Dia / Fitting

Hex Hole Min Boss 
Diameter

Outer  
 Corner 
Radius

Bearing 
WeightSuffix XX-B

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm in-lb 

Nm RPM lb/kg
Nom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) (Ref) (Ref) +0/-.001 ±.001 (Ref) (Ref) (Ref) (Ref) (Ref) (Ref) Nom. Tol.

CF 1 1/4 SB CR
1.250              
31.75

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

1.25              
31.8

.03 
.8

.625 
15.9

2.03              
51.6

N/A N/A N/A
2,300 
10,230

3,650               
16,235

CF 1 1/4 SB CR
.31              
7.9

.09 
2.4

.19 
4.8

.250 
6.4

.76 
19.4

.03 
.8

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008

1/2-20 175 
20 3,100 .30                         

.14
CFE 1 1/4 SB CR .030                 

.76
.625              
15.8

.687              
17.4 CFE 1 1/4 SB CR .690 

17.53
+0.001/-0.001 
+0.025/-0.025

CF 1 3/8 SB CR
1.375              
34.93

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

.500              
12.70

+0/-.001 
+0/-.03

1.25              
31.8

.03 
.8

.625 
15.9

2.03              
51.6

N/A N/A N/A
2,300 
10,230

3,650               
16,235

CF 1 3/8 SB CR
.31              
7.9

.09 
2.4

.19 
4.8

.250 
6.4

.76 
19.4

.05 
1.2

.5003              
12.708

+.0002/-.0003 
+.0005/-.0008

1/2-20 175 
20 2,800 .35                         

.16
CFE 1 3/8 SB CR .030                 

.76
.625              
15.8

.687              
17.4 CFE 1 3/8 SB CR .690 

17.53
+0.001/-0.001 
+0.025/-0.025

CF 1 1/2 SB CR
1.500              
38.10

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

1.50              
38.1

.03 
.8

.75 
19.1

2.41              
61.1

N/A N/A N/A
4,000 
17,792

4,400               
19,571

CF 1 1/2 SB CR
.38              
9.5

.09 
2.4

.19 
4.8

.3125 
7.9

.89 
22.6

.06 
1.6

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008

5/8-18 325 
37 2,500 .52                         

.24
CFE 1 1/2 SB CR .030                 

.76
.75              
19.1

.875              
22.2 CFE 1 1/2 SB CR .878 

22.30
+0.001/-0.001 
+0.025/-0.025

CF 1 5/8 SB CR
1.625              
41.28

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

.625              
15.88

+0/-.001 
+0/-.03

1.50              
38.1

.03 
.8

.75 
19.1

2.41              
61.1

N/A N/A N/A
4,000 
17,792

4,400               
19,571

CF 1 5/8 SB CR
.38              
9.5

.09 
2.4

.19 
4.8

.3125 
7.9

.89 
22.6

.06 
1.6

.6253              
15.883

+.0002/-.0003 
+.0005/-.0008

5/8-18 325 
37 2,350 .60                         

.27
CFE 1 5/8 SB CR .030                 

.76
.75              
19.1

.875              
22.2 CFE 1 5/8 SB CR .878 

22.30
+0.001/-0.001 
+0.025/-0.025

CF 1 3/4 SB CR
1.750              
44.45

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

1.75              
44.5

.03 
.8

.875 
22.2

2.78              
70.6

N/A N/A N/A
6,000 
26,688

5,550               
24,686

CF 1 3/4 SB CR
.44              
11.1

.09 
2.4

.19 
4.8

.3125 
7.9

1.05 
26.6

.06 
1.6

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008

3/4-16 625 
71 2,200 .84 

.38
CFE 1 3/4 SB CR .030                 

.76
.875              
22.2

1              
25.4 CFE 1 3/4 SB CR 1.003 

25.48
+0.001/-0.001 
+0.025/-0.025

CF 1 7/8 SB CR
1.875              
47.63

+0/-.001 
+0/-.03

1.000              
25.40

+0/-.001 
+0/-.03

.750              
19.05

+0/-.001 
+0/-.03

1.75              
44.5

.03 
.8

.875 
22.2

2.78              
70.6

N/A N/A N/A
6,000 
26,688

5,550               
24,686

CF 1 7/8 SB CR
.44              
11.1

.09 
2.4

.19 
4.8

.3125 
7.9

1.05 
26.6

.06 
1.6

.7503              
19.058

+.0002/-.0003 
+.0005/-.0008

3/4-16 625 
71 2,000 .95 

.43
CFE 1 7/8 SB CR .030                 

.76
.875              
22.2

1              
25.4 CFE 1 7/8 SB CR 1.003 

25.48
+0.001/-0.001 
+0.025/-0.025

CF 2 SB CR
2.000              
50.80

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

2.00              
50.8

.03 
.8

2.00 
50.8

3.28              
83.3

N/A N/A N/A
8,200 
36,474

6,750               
30,024

CF 2 SB CR
.50              
12.7

.13 
3.2

.19 
4.8

.4375 
11.1

1.20 
30.6

.09 
2.4

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008

7/8-14 750 
85 1,400 1.36                         

.62
CFE 2 SB CR .030                 

.76
1              

25.4
1.187              
30.1 CFE 2 SB CR 1.190 

30.23
+0.001/-0.001 
+0.025/-0.025

CF 2 1/4 SB CR
2.250              
57.15

+0/-.001 
+0/-.03

1.250              
31.75

+0/-.001 
+0/-.03

.875              
22.23

+0/-.001 
+0/-.03

2.00              
50.8

.03 
.8

2.00 
50.8

3.28              
83.3

N/A N/A N/A
8,200 
36,474

6,750               
30,024

CF 2 1/4 SB CR
.50              
12.7

.13 
3.2

.19 
4.8

.4375 
11.1

1.20 
30.6

.09 
2.4

.8753              
22.233

+.0002/-.0003 
+.0005/-.0008

7/8-14 750 
85 1,300 1.65                         

.75
CFE 2 1/4 SB CR .030                 

.76
1              

25.4
1.187              
30.1 CFE 2 1/4 SB CR 1.190 

30.23
+0.001/-0.001 
+0.025/-0.025

HD

F SD

W

RD

HC

C

E

TL

SL

H
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CYR-CR Series

HD

LUBRICATION
GROOVE

B ERD

W1

W

Basic Construction Type: Yoke Type 400 Series Stainless 
Steel

Rolling Elements: Full Complement Needle 400 
Series Corrosion Resistant Steel

Seal Type: LUBRI-DISC (7/8" & smaller) 
LUBRI-DISC+ (1" & larger)

Lubrication: H1 Food Grade Grease

Dimensional Interchange: Standard CAMROL

Part No. RD W B w1 Track Roller 
Dynamic  
Rating

Track Roller 
Static  
Rating

Part No. HC E Ro Recommended Bore Diameters Limiting  
Speed

WT

With Lubri-Disc 
Seals

Roller Diameter Roller Width Bore Diameter Overall Width

With Lubri-Disc 
Seals

Hole 
Center

Min. Clamping 
Diameter

Outer Corner 
Radius Push Fit Drive Fit Press Fit Bearing 

Weight
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb/kg

Nom. Tol. Nom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) Nom. Tol. Nom. Tol. Nom. Tol.

CYR 3/4 S CR .750               
19.05

+0/-.005 
+0/-.13

.500               
12.70

+0/-.005 
+0/-.13

.2500               
6.35

+.0002/-.0004                          
+.0002/-.0004

.5625                       
14.28

+.005/-.001                          
+.127/-.254

1,490                    
6,675

2,100                     
9,400 CYR 3/4 S CR .25 

6.4
.61 

15.5
.02 
.4

.2495               
6.337

±.0002                          
±.005

.2501               
6.353

±.0002                          
±.005

.2503               
6.358

±.0002                          
±.005 6,400 .06                         

.03

CYR 7/8 S CR .875               
22.23

+0/-.005 
+0/-.15

.500               
12.70

+0/-.005 
+0/-.15

.2500               
6.35

+.0002/-.0004                          
+.0002/-.0004

.5625                       
14.28

+.005/-.001                          
+.127/-.254

1,490                    
6,675

2,100                     
9,400 CYR 7/8 S CR .25 

6.4
.61 

15.5
.02 
.4

.2495               
6.337

±.0002                          
±.005

.2501               
6.353

±.0002                          
±.005

.2503               
6.358

±.0002                          
±.005 5,400 .08                         

.04

CYR 1 S CR 1.000               
25.40

+0/-.005 
+0/-.17

.625               
15.88

+0/-.005 
+0/-.17

.3125               
7.94

+.0002/-.0004                          
+.0002/-.0004

.6875                       
17.46

+.005/-.001                          
+.127/-.254

2,000                     
8,960

5,400                     
24,190 CYR 1 S CR .25 

6.4
.78 

19.8
.03 
.8

.3120               
7.925

±.0002                          
±.005

.3126               
7.940

±.0002                          
±.005

.3128               
7.945

±.0002                          
±.005 4,800 .15                       

.07

CYR 1 1/8 S CR 1.125               
28.58

+0/-.005 
+0/-.19

.625               
15.88

+0/-.005 
+0/-.19

.3125               
7.94

+.0002/-.0004                          
+.0002/-.0004

.6875                       
17.46

+.005/-.001                          
+.127/-.254

2,000                     
8,960

5,400                     
24,190 CYR 1 1/8 S CR .25 

6.4
.78 

19.8
.03 
.8

.3120               
7.925

±.0002                          
±.005

.3126               
7.940

±.0002                          
±.005

.3128               
7.945

±.0002                          
±.005 3,400 .17                         

.08

CYR 1 1/4 S CR 1.250               
31.75

+0/-.005 
+0/-.21

.750               
19.05

+0/-.005 
+0/-.21

.3750               
9.53

+.0002/-.0004                          
+.0002/-.0004

.8125                        
20.64

+.005/-.001                          
+.127/-.254

3,530                     
15,800

7,700                     
34,500 CYR 1 1/4 S CR .31 

7.9
.98 

25.0
.03 
.8

.3745               
9.512

±.0002                          
±.005

.3751               
9.528

±.0002                          
±.005

.3753               
9.533

±.0002                          
±.005 3,100 .24                         

.11

CYR 1 3/8 S CR 1.375               
34.93

+0/-.005 
+0/-.23

.750               
19.05

+0/-.005 
+0/-.23

.3750               
9.53

+.0002/-.0004                          
+.0002/-.0004

.8125                        
20.64

+.005/-.001                          
+.127/-.254

3,530                     
15,800

7,700                     
34,500 CYR 1 3/8 S CR .31 

7.9
.98 

25.0
.05 
1.2

.3745               
9.512

±.0002                          
±.005

.3751               
9.528

±.0002                          
±.005

.3753               
9.533

±.0002                          
±.005 2,800 .30                         

.14

CYR 1 1/2 S CR 1.500               
38.10

+0/-.005 
+0/-.25

.875               
22.23

+0/-.005 
+0/-.25

.4375               
11.11

+.0002/-.0004                          
+.0002/-.0004

.9375 
23.81

+.005/-.001                          
+.127/-.254

4,390                     
19,488

11,200                     
50,170 CYR 1 1/2 S CR .38 

9.5
1.09               
27.8

.06 
1.6

.4370               
11.100

±.0002                          
±.005

.4376               
11.115

±.0002                          
±.005

.4378               
11.120

±.0002                          
±.005 2,500 .41                         

.19

CYR 1 5/8 S CR 1.625               
41.28

+0/-.005 
+0/-.27

.875               
22.23

+0/-.005 
+0/-.27

.4375               
11.11

+.0002/-.0004                          
+.0002/-.0004

.9375 
23.81

+.005/-.001                          
+.127/-.254

4,390                     
19,488

11,200                     
50,170 CYR 1 5/8 S CR .38 

9.5
1.09               
27.8

.06 
1.6

.4370               
11.100

±.0002                          
±.005

.4376               
11.115

±.0002                          
±.005

.4378               
11.120

±.0002                          
±.005 2,350 .50                         

.23

CYR 1 3/4 S CR 1.750               
44.45

+0/-.005 
+0/-.29

1.000               
25.40

+0/-.005 
+0/-.29

.5000              
12.70

+.0002/-.0004                          
+.0002/-.0004

1.0625 
26.99

+.005/-.001                          
+.127/-.254

5,540                     
25,670

14,800                     
66,300 CYR 1 3/4 S CR .44               

11.1
1.25               
31.8

.06 
1.6

.4995               
12.687

±.0002                          
±.005

.5001               
12.703

±.0002                          
±.005

.5005               
12.713

±.0002                          
±.005 2,200 .64                         

.29

CYR 1 7/8 S CR 1.875               
47.63

+0/-.005 
+0/-.31

1.000               
25.40

+0/-.005 
+0/-.31

.5000               
12.70

+.0002/-.0004                          
+.0002/-.0004

1.0625 
26.99

+.005/-.001                          
+.127/-.254

5,540                     
25,670

14,800                     
66,300 CYR 1 7/8 S CR .44               

11.1
1.25               
31.8

.06 
1.6

.4995               
12.687

±.0002                          
±.005

.5001               
12.703

±.0002                          
±.005

.5005               
12.713

±.0002                          
±.005 2,000 .80                         

.36

CYR 2 S CR 2.000               
50.80

+0/-.005 
+0/-.33

1.250               
31.75

+0/-.005 
+0/-.33

.6250               
15.88

+.0002/-.0004                          
+.0002/-.0004

1.3125 
33.34

+.005/-.001                          
+.127/-.254

7,270 
32,570

17,600                     
78,850 CYR 2 S CR .50               

12.7
1.41               
35.7

.09 
2.4

.6245               
15.862

±.0002                          
±.005

.6251               
15.878

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005 1,400 1.05                         

.48

CYR 2 1/4 S CR 2.250               
57.15

+0/-.005 
+0/-.35

1.250               
31.75

+0/-.005 
+0/-.35

.6250               
15.88

+.0002/-.0004                          
+.0002/-.0004

1.3125 
33.34

+.005/-.001                          
+.127/-.254

7,270 
32,570

17,600                     
78,850 CYR 2 1/4 S CR .50               

12.7
1.41               
35.7

.09 
2.4

.6245               
15.862

±.0002                          
±.005

.6251               
15.878

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005 1,300 1.32                         

.59

Note: 
1. Clamping torque is based on lubricated threads. If threads are dry, double the value listed. 
2. Since load, lubrication method, temperature and other factors affect the maximum operating speed, it is impossible to determine precise limiting speeds. The listed limiting speeds are based on lightly loaded bearings having adequate lubrication and 
are listed only as a design guide. More frequent relubrication is required when operating at higher speeds. Actual bearing testing in the specific application should be conducted if the operating speed approaches the listed limiting speed.
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CYR-CR Series

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Part No. RD W B w1 Track Roller 
Dynamic  
Rating

Track Roller 
Static  
Rating

Part No. HC E Ro Recommended Bore Diameters Limiting  
Speed

WT

With Lubri-Disc 
Seals

Roller Diameter Roller Width Bore Diameter Overall Width

With Lubri-Disc 
Seals

Hole 
Center

Min. Clamping 
Diameter

Outer Corner 
Radius Push Fit Drive Fit Press Fit Bearing 

Weight
inch 
mm

inch 
mm

inch 
mm

inch 
mm lb/N lb/N

inch 
mm

inch 
mm

inch 
mm

inch 
mm RPM lb/kg

Nom. Tol. Nom. Tol. Nom. Tol. Nom. Tol. (Ref) (Ref) (Ref) Nom. Tol. Nom. Tol. Nom. Tol.

CYR 3/4 S CR .750               
19.05

+0/-.005 
+0/-.13

.500               
12.70

+0/-.005 
+0/-.13

.2500               
6.35

+.0002/-.0004                          
+.0002/-.0004

.5625                       
14.28

+.005/-.001                          
+.127/-.254

1,490                    
6,675

2,100                     
9,400 CYR 3/4 S CR .25 

6.4
.61 
15.5

.02 
.4

.2495               
6.337

±.0002                          
±.005

.2501               
6.353

±.0002                          
±.005

.2503               
6.358

±.0002                          
±.005 6,400 .06                         

.03

CYR 7/8 S CR .875               
22.23

+0/-.005 
+0/-.15

.500               
12.70

+0/-.005 
+0/-.15

.2500               
6.35

+.0002/-.0004                          
+.0002/-.0004

.5625                       
14.28

+.005/-.001                          
+.127/-.254

1,490                    
6,675

2,100                     
9,400 CYR 7/8 S CR .25 

6.4
.61 
15.5

.02 
.4

.2495               
6.337

±.0002                          
±.005

.2501               
6.353

±.0002                          
±.005

.2503               
6.358

±.0002                          
±.005 5,400 .08                         

.04

CYR 1 S CR 1.000               
25.40

+0/-.005 
+0/-.17

.625               
15.88

+0/-.005 
+0/-.17

.3125               
7.94

+.0002/-.0004                          
+.0002/-.0004

.6875                       
17.46

+.005/-.001                          
+.127/-.254

2,000                     
8,960

5,400                     
24,190 CYR 1 S CR .25 

6.4
.78 
19.8

.03 
.8

.3120               
7.925

±.0002                          
±.005

.3126               
7.940

±.0002                          
±.005

.3128               
7.945

±.0002                          
±.005 4,800 .15                       

.07

CYR 1 1/8 S CR 1.125               
28.58

+0/-.005 
+0/-.19

.625               
15.88

+0/-.005 
+0/-.19

.3125               
7.94

+.0002/-.0004                          
+.0002/-.0004

.6875                       
17.46

+.005/-.001                          
+.127/-.254

2,000                     
8,960

5,400                     
24,190 CYR 1 1/8 S CR .25 

6.4
.78 
19.8

.03 
.8

.3120               
7.925

±.0002                          
±.005

.3126               
7.940

±.0002                          
±.005

.3128               
7.945

±.0002                          
±.005 3,400 .17                         

.08

CYR 1 1/4 S CR 1.250               
31.75

+0/-.005 
+0/-.21

.750               
19.05

+0/-.005 
+0/-.21

.3750               
9.53

+.0002/-.0004                          
+.0002/-.0004

.8125                        
20.64

+.005/-.001                          
+.127/-.254

3,530                     
15,800

7,700                     
34,500 CYR 1 1/4 S CR .31 

7.9
.98 
25.0

.03 
.8

.3745               
9.512

±.0002                          
±.005

.3751               
9.528

±.0002                          
±.005

.3753               
9.533

±.0002                          
±.005 3,100 .24                         

.11

CYR 1 3/8 S CR 1.375               
34.93

+0/-.005 
+0/-.23

.750               
19.05

+0/-.005 
+0/-.23

.3750               
9.53

+.0002/-.0004                          
+.0002/-.0004

.8125                        
20.64

+.005/-.001                          
+.127/-.254

3,530                     
15,800

7,700                     
34,500 CYR 1 3/8 S CR .31 

7.9
.98 
25.0

.05 
1.2

.3745               
9.512

±.0002                          
±.005

.3751               
9.528

±.0002                          
±.005

.3753               
9.533

±.0002                          
±.005 2,800 .30                         

.14

CYR 1 1/2 S CR 1.500               
38.10

+0/-.005 
+0/-.25

.875               
22.23

+0/-.005 
+0/-.25

.4375               
11.11

+.0002/-.0004                          
+.0002/-.0004

.9375 
23.81

+.005/-.001                          
+.127/-.254

4,390                     
19,488

11,200                     
50,170 CYR 1 1/2 S CR .38 

9.5
1.09               
27.8

.06 
1.6

.4370               
11.100

±.0002                          
±.005

.4376               
11.115

±.0002                          
±.005

.4378               
11.120

±.0002                          
±.005 2,500 .41                         

.19

CYR 1 5/8 S CR 1.625               
41.28

+0/-.005 
+0/-.27

.875               
22.23

+0/-.005 
+0/-.27

.4375               
11.11

+.0002/-.0004                          
+.0002/-.0004

.9375 
23.81

+.005/-.001                          
+.127/-.254

4,390                     
19,488

11,200                     
50,170 CYR 1 5/8 S CR .38 

9.5
1.09               
27.8

.06 
1.6

.4370               
11.100

±.0002                          
±.005

.4376               
11.115

±.0002                          
±.005

.4378               
11.120

±.0002                          
±.005 2,350 .50                         

.23

CYR 1 3/4 S CR 1.750               
44.45

+0/-.005 
+0/-.29

1.000               
25.40

+0/-.005 
+0/-.29

.5000              
12.70

+.0002/-.0004                          
+.0002/-.0004

1.0625 
26.99

+.005/-.001                          
+.127/-.254

5,540                     
25,670

14,800                     
66,300 CYR 1 3/4 S CR .44               

11.1
1.25               
31.8

.06 
1.6

.4995               
12.687

±.0002                          
±.005

.5001               
12.703

±.0002                          
±.005

.5005               
12.713

±.0002                          
±.005 2,200 .64                         

.29

CYR 1 7/8 S CR 1.875               
47.63

+0/-.005 
+0/-.31

1.000               
25.40

+0/-.005 
+0/-.31

.5000               
12.70

+.0002/-.0004                          
+.0002/-.0004

1.0625 
26.99

+.005/-.001                          
+.127/-.254

5,540                     
25,670

14,800                     
66,300 CYR 1 7/8 S CR .44               

11.1
1.25               
31.8

.06 
1.6

.4995               
12.687

±.0002                          
±.005

.5001               
12.703

±.0002                          
±.005

.5005               
12.713

±.0002                          
±.005 2,000 .80                         

.36

CYR 2 S CR 2.000               
50.80

+0/-.005 
+0/-.33

1.250               
31.75

+0/-.005 
+0/-.33

.6250               
15.88

+.0002/-.0004                          
+.0002/-.0004

1.3125 
33.34

+.005/-.001                          
+.127/-.254

7,270 
32,570

17,600                     
78,850 CYR 2 S CR .50               

12.7
1.41               
35.7

.09 
2.4

.6245               
15.862

±.0002                          
±.005

.6251               
15.878

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005 1,400 1.05                         

.48

CYR 2 1/4 S CR 2.250               
57.15

+0/-.005 
+0/-.35

1.250               
31.75

+0/-.005 
+0/-.35

.6250               
15.88

+.0002/-.0004                          
+.0002/-.0004

1.3125 
33.34

+.005/-.001                          
+.127/-.254

7,270 
32,570

17,600                     
78,850 CYR 2 1/4 S CR .50               

12.7
1.41               
35.7

.09 
2.4

.6245               
15.862

±.0002                          
±.005

.6251               
15.878

±.0002                          
±.005

.6245               
15.862

±.0002                          
±.005 1,300 1.32                         

.59
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® RPB-CR Series Mounted Tapered Roller Bearings

K-23

Bore  
Diameter Standard Seal  

Part No.

Basic  
Dynamic  
Rating 

lb/N

Approx. 
Wt.  

lb/kg

Dimensions inch/mm
Bolt 
Size A  B

C
D G H J K L

inch mm Min. Max.
1 3/16 RPB 103-C2 CR 2975

13233
4.8
2.2

1 1/2 
38.1

6 1/4 
158.8

4 9/16
115.9

4 15/16
125.4

1 7/8 
47.6

 7/8 
22.2

3 1/8 
79.4

2 3/4 
69.9

1 3/8
34.9

2 1/4 
57.2 1/2

1 1/4 RPB 104-C2 CR

1 3/8 RPB 106-C2 CR
4760
21172

7.7
3.5

1 7/8 
47.6

7 1/4 
184.2

5 5/16
134.9

5 15/16
150.8

2 1/16
52.4

1 1/8 
28.6

3 13/16
96.8

3 
76.2

1 1/2 
76.2

2 5/8 
66.7 1/2 1 7/16 RPB 107-C2 CR

35 RPB 35MM-C2 CR

1 1/2 RPB 108-C2 CR
6140
27311

10.9
4.9

2 1/8 
54.0

7 3/4 
196.9

5 9/16
141.3

6 7/16
163.5

2 5/16
58.7

1 1/4 
31.8

4 3/8 
111.1

3 3/8 
85.7

1 11/16
42.9

2 7/8 
73.0 1/2 1 5/8 RPB 110-C2 CR

40 RPB 40MM-C2 CR

1 11/16 RPB 111-C2 CR 6140
27311

10.9
4.9

2 1/8 
54.0

7 3/4 
196.9

5 9/16
141.3

6 7/16
163.5

2 5/16
58.7

1 1/4 
31.8

4 3/8 
31.8

3 3/8 
31.8

1 11/16
31.8

2 7/8 
73.0 1/2 

1 3/4 RPB 112-C2 CR

8070
35895

13.2
6.0

2 1/4 
57.2

8 7/8 
225.4

6 5/16
160.3

7 3/16
182.6

2 7/16
61.9

1 1/4 
31.8

4 5/8 
117.5

3 1/2 
88.9

1 3/4 
44.5

3 1/4 
82.6 5/8 

1 15/16 RPB 115-C2 CR

2 RPB 200-C2 CR

45 RPB 45MM-C2 CR

50 RPB 50MM-C2 CR

2 3/16 RPB 203-C2 CR 8570
38119

15.7
7.1

2 1/2 
63.5

9 5/8 
244.5

6 11/16
169.9

7 15/16
201.6

2 9/16
65.1

1 7/16
36.5

5 1/8 
130.2

3 3/4 
95.3

1 7/8 
47.6

3 5/8 
92.1 5/8

55 RPB 55MM-C2 CR

2 1/4 RPB 204-C2 CR

9030
40165

20.7
9.4

2 3/4 
69.9

10 3/8 
263.5

6 15/16
176.2

8 11/16
220.7

2 3/4 
69.9

1 5/8 
41.3

5 5/8 
142.9

4 
101.6

2 
50.8

3 15/16
100.0 5/8 

2 7/16 RPB 207-C2 CR

60 RPB 60MM-C2 CR

65 RPB 65MM-C2 CR

2 11/16 RPB 211-C2 CR

9630
42834

29.3
13.3

3 1/8 
79.4

11 3/4 
298.5

8 1/16
204.8

9 11/16
246.1

3 
76.2

1 3/4 
44.5

6 3/8 
161.9

4 1/2 
114.3

2 1/4 
57.2

4 23/32
119.9  3/4 

2 3/4 RPB 212-C2 CR

2 15/16 RPB 215-C2 CR

3 RPB 300-C2 CR

70 RPB 70MM-C2 CR

75 RPB 75MM-C2 CR

3 3/16 RPB 303-C2 CR

15320
68143

56.0
25.4

3 3/4 
95.3

13 3/4 
349.3

10 1/8 
257.2

11 1/4 
285.8

4 1/8 
104.8

2 
52.4

7 3/4 
196.9

5 
127.0

2 1/2 
63.5

5 7/16
138.1  7/8 

3 1/4 RPB 304-C2 CR

3 7/16 RPB 307-C2 CR

3 1/2 RPB 308-C2 CR

80 RPB 80MM-C2 CR

85 RPB 85MM-C2 CR

90 RPB 90MM-C2 CR

95 RPB 95MM-C2 CR

RPB-CR Series Two-Bolt Base Pillow Blocks

B
C

L

G
A

D

J
K

H

30°
Rolling Elements: Tapered Roller

Housing: Fluoropolymer Coated Cast 
Iron Two Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Lock Collar

Seal: Single Lip Contact

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only.  
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120. 
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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RPB-CR Series Mounted Tapered Roller Bearings

K-24

®

Rolling Elements: Tapered Roller

Housing: Fluoropolymer Coated Cast 
Iron Two Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Lock Collar

Seal: Single Lip Contact

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-FG

RPBA-CR Series Two-Bolt Base Pillow Blocks - Single Lock Collar

L

D

J
K

B
C

H

A

30°

G

Bore 
Diameter Standard Seal  

Part No.

Basic  
Dynamic  
Rating 

lb/N

Approx. 
Wt. 

lb/kg

Dimensions inch/mm
Bolt 
SizeA B

C
D G H J K L

inch mm Min. Max.

1 3/16 RPBA 103-C2 CR 2975
13233

4.8
2.2

1 1/2 
38.1

6 1/4 
158.8

4 9/16
115.9

4 15/16
125.4

1 7/8 
47.6

 7/8 
22.2

3 1/8 
79.4

2 3/8 
60.3

1 3/8 
34.9

2 1/4 
57.2  1/2 

1 1/4 RPBA 104-C2 CR

1 3/8 RPBA 106-C2 CR 4760
21172

7.7
3.5

1 7/8 
47.6

7 1/4 
184.2

5 5/16
134.9

5 15/16
150.8

2 1/16
52.4

1 1/8 
28.6

3 13/16
96.8

2 17/32
64.3

1 1/2 
38.1

2 5/8 
66.7  1/2 

1 7/16 RPBA 107-C2 CR

1 1/2  RPBA 108-C2 CR
6140
27311

10.9
4.9

2 1/8 
54.0

7 3/4 
196.9

5 9/16
141.3

6 7/16
163.5

2 5/16
58.7

1 1/4 
31.8

4 3/8 
111.1

2 27/32
72.2

1 11/16
42.9

2 7/8 
73.0  1/2 1 5/8 RPBA 110-C2 CR

1 11/16 RPBA 111-C2 CR

1 3/4 RPBA 112-C2 CR

8070
35895

13.2
6.0

2 1/4 
57.2

8 7/8 
225.4

6 5/16
160.3

7 3/16
182.6

2 7/16
61.9

1 1/4 
31.8

4 5/8 
117.5

2 61/64
75.0

1 3/4 
44.5

3 1/4 
82.6  5/8 

1 15/16 RPBA 115-C2 CR

2 RPBA 200-C2 CR

45 RPBA 45MM-C2 CR

50 RPBA 50MM-C2 CR

2 3/16 RPBA 203-C2 CR 8570
38119

15.7
7.1

2 1/2 
63.5

9 5/8 
244.5

6 11/16
169.9

7 15/16
201.6

2 9/16
65.1

1 7/16
36.5

5 1/8 
130.2

3 1/8 
79.4

1 7/8 
47.6

3 5/8 
92.1  5/8 

55 RPBA 55MM-C2 CR

2 1/4 RPBA 204-C2 CR

9030
40165

20.7
9.4

2 3/4 
69.9

10 3/8 
263.5

6 15/16
176.2

8 11/16
220.7

2 3/4 
69.9

1 5/8 
41.3

5 5/8 
142.9

3 5/16
84.1

2 
50.8

3 15/16
100.0  5/8 

2 7/16 RPBA 207-C2 CR

2 1/2 RPBA 208-C2 CR

60 RPBA 60MM-C2 CR

65 RPBA 65MM-C2 CR

2 11/16 RPBA 211-C2 CR

9630
42834

29.3
13.3

3 1/8 
79.4

11 3/4 
298.5

8 1/16
204.8

9 11/16
246.1

3 
76.2

1 3/4 
44.5

6 3/8 
161.9

3 11/16
93.7

2 1/4 
57.2

4 23/32
119.9  3/4 

2 3/4 RPBA 212-C2 CR

2 15/16 RPBA 215-C2 CR

3 RPBA 300-C2 CR

70 RPBA 70MM-C2 CR

75 RPBA 75MM-C2 CR

3 3/16 RPBA 303-C2 CR

15320
68143

56
25.4

3 3/4 
95.3

13 3/4 
349.3

10 1/8 
257.2

11 1/4 
285.8

4 1/8 
104.8

2 
50.8

7 3/4 
196.9

4 3/16
106.4

2 1/2 
63.5

5 7/16
138.1  7/8 

3 1/4 RPBA 304-C2 CR

3 7/16 RPBA 307-C2 CR

3 1/2 RPBA 308-C2 CR

80 RPBA 80MM-C2 CR

85 RPBA 85MM-C2 CR

90 RPBA 90MM-C2 CR

95 RPBA 95MM-C2 CR
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® RPB-CR Series Mounted Tapered Roller Bearings

K-25

Bore 
Diameter Standard Seal Part 

No.

Basic  
Dynamic  
Rating 

lb/N

Approx. 
Wt. 

lb/kg

Dimensions inch/mm
Bolt 
Size A  B

C
D E G H J K L

inch mm Min. Max.

2 1/4 RPB 204-C4 CR

9030
40165

22.4
10.2

2 3/4 
69.9

10 3/8 
263.5

7 3/4 
196.9

8 3/4 
222.3

3 1/2 
88.9

1 7/8 
47.6

1 5/8 
41.3

5 5/8 
142.9

4 
101.6

2 
50.8

3 15/16
100.0

5/8 

2 7/16 RPB 207-C4 CR

2 1/2 RPB 208-C4 CR

60 RPB 60MM-C4 CR

65 RPB 65MM-C4 CR

2 11/16 RPB 211-C4 CR

9630
42834

31.5
14.3

3 1/8 
79.4

11 3/4 
298.5

8 3/4 
222.3

10 
254.0

3 3/4 
95.3

2 1/8 
54.0

1 3/4 
44.5

6 3/8 
161.9

4 1/2 
114.3

2 1/4 
57.2

4 23/32
119.9

5/8 

2 3/4 RPB 212-C4 CR

2 15/16 RPB 215-C4 CR

3 RPB 300-C4 CR

70 RPB 70MM-C4 CR

75 RPB 75MM-C4 CR

3 3/16 RPB 303-C4 CR

15320
68143

59.6
27.0

3 3/4 
95.3

13 3/4 
349.3

10 9/16
268.3

11 1/2 
292.1

4 1/2 
114.3

2 3/8 
60.3

2 1/16
52.4

7 3/4 
196.9

5 
127.0

2 1/2 
63.5

5 7/16
138.1

 5/8 

3 1/4 RPB 304-C4 CR

3 7/16 RPB 307-C4 CR

3 1/2 RPB 308-C4 CR

80 RPB 80MM-C4 CR

85 RPB 85MM-C4 CR

90 RPB 90MM-C4 CR

95 RPB 95MM-C4 CR

3 15/16 RPB 315-C4 CR

20980
93319

76.9
34.9

4 1/4 
108.0

15 1/4 
387.4

11 
279.4

13 
330.2

4 1/2 
114.3

2 1/4 
57.2

2 7/16
61.9

8 5/8 
219.1

6 1/4 
158.8

3 1/8 
79.4

5 15/16
150.8

 3/4 
4 RPB 400-C4 CR

100 RPB 100MM-C4 CR

105 RPB 105MM-C4 CR

4 7/16 RPB 407-C4 CR

25750
114536

95.6
43.4

4 3/4 
120.7

16 1/2 
419.1

11 3/4 
298.5

13 7/8 
352.4

4 5/8 
117.5

2 1/2 
63.5

2 3/4 
69.9

9 5/8 
244.5

6 3/4 
171.5

3 3/8 
85.7

6 1/2 
165.1

 3/4 
4 1/2 RPB 408-C4 CR

110 RPB 110MM-C4 CR

115 RPB 115MM-C4 CR

4 15/16 RPB 415-C4 CR

35520
157993

143.6
65.1

5 1/2 
139.7

18 1/2 
469.9

13 1/2 
342.9

15 7/8 
403.2

5 1/8 
130.2

2 3/4 
69.9

3 1/8 
79.4

11 
279.4

7 1/4 
184.2

3 5/8 
92.1

7 5/16
185.7

 7/8 
5 RPB 500-C4 CR

120 RPB 120MM-C4 CR

125 RPB 125MM-C4 CR

RPB-CR Series Four-Bolt Base Pillow Blocks

30°

D

L

J
K

E
B

G
A

H

C

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Tapered Roller

Housing: Fluoropolymer Coated Cast 
Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Lock Collar

Seal: Single Lip Contact

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-FG

Bearing Selection
Page K-3

Nomenclature Aid
Page K-20

Features & Benefits
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Technical Engineering
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RPB-CR Series Mounted Tapered Roller Bearings

K-26

®

RPBA-CR Series Four-Bolt Base Pillow Blocks - Single Lock Collar

J
K

L

E
D

G
A

H

C
B

30°

Bore 
Diameter Standard Seal  

Part No.

Basic  
Dynamic  
Rating 

lb/N

Approx. 
Wt 

lb/kg

Dimensions inch/mm
Bolt 
SizeA B

C
D E G H J K L

inch mm Min. Max.

2 1/4 RPBA 204-C4 CR

9030
40165

22.4
10.2

2 3/4 
69.9

10 3/8 
263.5

7 3/4 
196.9

8 3/4 
222.3

3 1/2 
88.9

1 7/8 
47.6

1 5/8 
41.3

5 5/8 
142.9

3 5/16
84.1

2 
50.8

3 15/16
100.0

 5/8 

2 7/16 RPBA 207-C4 CR

2 1/2 RPBA 208-C4 CR

60 RPBA 60MM-C4 CR

65 RPBA 65MM-C4 CR

2 11/16 RPBA 211-C4 CR

9630
42834

31.5
14.3

3 1/8 
79.4

11 3/4 
298.5

8 3/4 
222.3

10 
254.0

3 3/4 
95.3

2 1/8 
54.0

1 3/4 
44.5

6 3/8 
161.9

3 11/16
93.7

2 1/2 
63.5

4 23/32
119.9

 3/4 

2 3/4 RPBA 212-C4 CR

2 15/16 RPBA 215-C4 CR

3 RPBA 300-C4 CR

70 RPBA 70MM-C4 CR

75 RPBA 75MM-C4 CR

3 3/16 RPBA 303-C4 CR

15320
68143

59.8
27.1

3 3/4 
95.3

13 3/4 
349.3

10 9/16
268.3

11 1/2 
292.1

4 1/2 
114.3

2 3/8 
60.3

2 1/16
52.4

7 3/4 
196.9

4 3/16
106.4

2 1/2 
63.5

5 7/16
138.1

 7/8 

3 1/4 RPBA 304-C4 CR

3 7/16 RPBA 307-C4 CR

3 1/2 RPBA 308-C4 CR

80 RPBA 80MM-C4 CR

85 RPBA 85MM-C4 CR

90 RPBA 90MM-C4 CR

95 RPBA 95MM-C4 CR

3 15/16 RPBA 315-C4 CR

20980
93319

76.9
34.9

4 1/4 
108.0

15 1/4 
387.4

11 
279.4

13 
330.2

4 1/2 
114.3

2 1/4 
57.2

2 7/16
61.9

8 5/8 
219.1

5 1/4 
133.4

3 1/8 
79.4

5 15/16
150.8

 5/8 
4 RPBA 400-C4 CR

100 RPBA 100MM-C4 CR

105 RPBA 105MM-C4 CR

4 7/16 RPBA 407-C4 CR

25750
114536

95.6
43.4

4 3/4 
120.7

16 1/2 
419.1

11 3/4 
298.5

13 7/8 
352.4

4 5/8 
117.5

2 1/2 
63.5

2 7/8 
73.0

9 5/8 
244.5

5 1/2 
139.7

3 3/8 
85.7

6 1/2 
165.1

 3/4 
4 1/2 RPBA 408-C4 CR

110 RPBA 110MM-C4 CR

115 RPBA 115MM-C4 CR

4 15/16 RPBA 415-C4 CR

35520
157993

143.6
65.1

5 1/2 
139.7

18 1/2 
469.9

13 1/2 
342.9

15 7/8 
403.2

5 1/8 
130.2

2 3/4 
69.9

3 1/8 
79.4

11 
279.4

6 13/64
157.6

3 5/8 
92.1

7 5/16
185.7

 7/8 
5 RPBA 500-C4 CR

120 RPBA 120MM-C4 CR

125 RPBA 125MM-C4 CR

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Tapered Roller

Housing: Fluoropolymer Coated Cast 
Iron Four Bolt Pillow Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Lock Collar

Seal: Single Lip Contact

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-FG

Bearing Selection
Page K-3

Nomenclature Aid
Page K-20

Features & Benefits
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Technical Engineering
Page K-75
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® RPB-CR Series Mounted Tapered Roller Bearings
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Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

RFB-CR Series Four-Bolt Flange Units

B
A

D
G

H
J

LM

N

Bore Diameter Standard Seal 
Part No.

Basic  
Dynamic  
Rating 

lb/N

Approx. 
Wt. 

lb/kg

Dimensions inch/mm
Bolt 
Size A  B B.C D G H J L M Ninch mm

1 3/16 RFB 103C CR 2975
13233

6.0
2.7

4 
101.6

2 7/8 
73.0

4 1/16
103.2

2 5/16
58.7

1 
25.4

2 13/16
71.4

2 25/32
70.6

2 1/4 
57.2

3 1/4 
82.6

1 25/64
35.3

 3/8 
1 1/4 RFB 104C CR
1 3/8 RFB 106C CR

4760
21172

8.1
3.7

4 5/8 
117.5

3 1/2 
88.9

4 61/64
125.8

2 9/16
65.1

1 
25.4

3 1/16
77.8

3 
76.2

2 5/8 
66.7

3 3/4 
95.3

1 1/2 
38.1

 1/2 1 7/16 RFB 107C CR
35 RFB 35MM-C CR

1 1/2 RFB 108C CR
6140
27311

12.3
5.6

5 3/8 
136.5

4 1/8 
104.8

5 53/64
148.0

2 15/16
74.6

1 3/16
30.2

3 1/2 
88.9

3 3/8 
85.7

2 7/8 
73.0

4 1/2 
114.3

1 11/16
42.9

 1/2 
1 5/8 RFB 110C CR

1 11/16 RFB 111C CR
40 RFB 40MM-C CR

1 3/4 RFB 112C CR

8070
35895

14.5
6.6

5 5/8 
142.9

4 3/8 
111.1

6 3/16
157.2

3 1/16
77.8

1 3/16
30.2

3 5/8 
92.1

3 1/2 
88.9

3 1/4 
82.6

4 3/4 
120.7

1 3/4 
44.5

 1/2 
1 15/16 RFB 115C CR

2 RFB 200C CR
45 RFB 45MM-C CR
50 RFB 50MM-C CR

2 3/16 RFB 203C CR 8570
38119

19.0
8.6

6 1/4 
158.8

4 7/8 
123.8

6 57/64
175.0

3 1/4 
82.6

1 3/8 
34.9

3 7/8 
98.4

3 3/4 
95.3

3 5/8 
92.1

5 1/4 
133.4

1 7/8 
47.6

 5/8 
55 RFB 55MM-C CR

2 1/4 RFB 204C CR

9030
40165

24.0
10.9

6 7/8 
174.6

5 3/8 
136.5

7 39/64
193.3

3 9/16
90.5

1 1/2 
38.1

4 3/16
106.4

4 
101.6

3 15/16
100.0

5 3/4 
146.1

2 
50.8

 5/8 
2 7/16 RFB 207C CR
2 1/2 RFB 208C CR

60 RFB 60MM-C CR
65 RFB 65MM-C CR

2 11/16 RFB 211C CR

9630
42834

33.4
15.1

7 3/4 
196.9

6 
152.4

8 31/64
215.5

3 15/16
100.0

1 5/8 
41.3

4 11/16
119.1

4 1/2 
114.3

4 3/4 
120.7

6 1/2 
165.1

2 1/4 
57.2

 3/4 

2 3/4 RFB 212C CR
2 15/16 RFB 215C CR

3 RFB 300C CR
70 RFB 70MM-C CR
75 RFB 75MM-C CR

3 3/16 RFB 303C CR

15320
68143

57.4
26.0

9 1/4 
235.0

7 
177.8

9 29/32
251.6

4 1/2 
114.3

1 7/8 
47.6

5 1/4 
133.4

5 
127.0

5 7/16
138.1

8 
203.2

2 1/2 
63.5

 3/4 

3 1/4 RFB 304C CR
3 7/16 RFB 307C CR
3 1/2 RFB 308C CR

80 RFB 80MM-C CR
85 RFB 85MM-C CR
90 RFB 90MM-C CR
95 RFB 95MM-C CR

3 15/16 RFB 315C CR
20980
93319

81.8
37.1

10 1/4 
260.4

7 3/4 
196.9

10 61/64
278.2

5 5/8 
142.9

2 1/8 
54.0

6 1/2 
165.1

6 1/4 
158.8

6 
152.4

8 7/8 
225.4

3 1/8 
79.4

 7/8 
4 RFB 400C CR

100 RFB 100MM-C CR
105 RFB 105MM-C CR

Rolling Elements: Tapered Roller

Housing: Fluoropolymer Coated Cast 
Iron Four Bolt Flange

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Double Lock Collar

Seal: Single Lip Contact

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-FG
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RPB-CR Series Mounted Tapered Roller Bearings

K-28

®

RFBA-CR Series Four-Bolt Flange Units - Single Lock Collar

A
B 

M L

D
G

H
J

N

Bore 
Diameter Standard Seal Part 

No.

Basic  
Dynamic  
Rating 

lb/N

Approx. 
Wt. 

lb/kg

Dimensions inch/mm
Bolt  
Size A  B B.C D G H J L M Ninch mm

1 3/16 RFBA 103C CR  2975
13233

6.0
2.7

4 
101.6

2 7/8 
73.0

4 1/16
103.2

2 5/16
58.7

1 
25.4

2 13/16
71.4

2 1/4 
57.2

2 1/4 
57.2

3 1/4 
82.6

 55/64
21.8

 3/8 
1 1/4 RFBA 104C CR
1 3/8 RFBA 106C CR 4760

21172
8.1
3.7

4 5/8 
117.5

3 1/2 
88.9

4 61/64
125.8

2 9/16
65.1

1 
25.4

3 1/16
77.8

2 17/32
64.3

2 5/8 
66.7

3 3/4 
95.3

1 1/32
26.2

 1/2 
1 7/16 RFBA 107C CR  
1 1/2 RFBA 108C CR 

6140
27311

12.3
5.6

5 3/8 
136.5

4 1/8 
104.8

5 53/64
148.0

2 15/16
74.6

1 3/16
30.2

3 1/2 
88.9

2 27/32
72.2

2 7/8 
73.0

4 1/2 
114.3

1 5/32
29.4

 1/2 1 5/8 RFBA 110C CR
1 11/16 RFBA 111C CR
1 3/4 RFBA 112C CR

8070
35895

14.5
6.6

5 5/8 
142.9

4 3/8 
111.1

6 3/16
157.2

3 1/16
77.8

1 3/16
30.2

3 5/8 
92.1

2 61/64
75.0

3 1/4 
82.6

4 3/4 
120.7

1 13/64
30.6

 1/2 
1 15/16 RFBA 115C CR

2 RFBA 200C CR  
45 RFBA 45MM-C CR
50 RFBA 50MM-C CR

2 3/16 RFBA 203C CR  8570
38119

19.0
8.6

6 1/4 
158.8

4 7/8 
123.8

6 57/64
175.0

3 1/4 
82.6

1 3/8 
34.9

3 7/8 
98.4

3 1/8 
79.4

3 5/8 
92.1

5 1/4 
133.4

1 1/4 
31.8

 5/8 
55 RFBA 55MM-C CR

2 1/4 RFBA 204C CR  

9030
40165

24.0
10.9

6 7/8 
174.6

5 3/8 
136.5

7 39/64
193.3

3 9/16
90.5

1 1/2 
38.1

4 3/16
106.4

3 5/16
84.1

3 15/16
100.0

5 3/4 
146.1

1 5/16
33.3

 5/8 
2 7/16 RFBA 207C CR
2 1/2 RFBA 208C CR

60 RFBA 60MM-C CR
65 RFBA 65MM-C CR

2 11/16 RFBA 211C CR  

9630
42834

33.4
15.1

7 3/4 
196.9

6 
152.4

8 31/64
215.5

3 15/16
100.0

1 5/8 
41.3

4 11/16
119.1

3 11/16
93.7

4 3/4 
120.7

6 1/2 
165.1

1 7/16
36.5

 3/4 

2 3/4 RFBA 212C CR
2 15/16 RFBA 215C CR

3 RFBA 300C CR
70 RFBA 70MM-C CR
75 RFBA 75MM-C CR

3 3/16 RFBA 303C CR

15320
68143

57.4
26.0

9 1/4 
235.0

7 
177.8

9 29/32
251.6

4 1/2 
114.3

1 7/8 
47.6

5 1/4 
133.4

4 3/16
106.4

5 7/16
138.1

8 
203.2

1 11/16
42.9

 3/4 

3 1/4 RFBA 304C CR
3 7/16 RFBA 307C CR
3 1/2 RFBA 308C CR

80 RFBA 80MM-C CR
85 RFBA 85MM-C CR
90 RFBA 90MM-C CR
95 RFBA 95MM-C CR

3 15/16 RFBA 315C CR
20980
93319

81.8
37.1

10 1/4 
260.4

7 3/4 
196.9

10 61/64
278.2

5 5/8 
142.9

2 1/8 
54.0

6 1/2 
165.1

5 1/4 
133.4

6 
152.4

8 7/8 
225.4

2 1/8 
54.0

 7/8 
4 RFBA 400C CR

100 RFBA 100MM-C CR
105 RFBA 105MM-C CR

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Rolling Elements: Tapered Roller

Housing: Fluoropolymer Coated Cast 
Iron Four Bolt Flange Block

Self Alignment: +/- 3 Degrees

Lock: Setscrew, Single Lock Collar

Seal: Single Lip Contact

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-FG

Bearing Selection
Page K-3

Nomenclature Aid
Page K-20

Features & Benefits
Page K-21

Technical Engineering
Page K-75
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Sealmaster PN Gold Mounted Ball Bearings
Sealmaster PN Gold mounted bearings feature high phosphorus, electroless nickel coated steel insert with 
patented seal technology available in either setscrew or SKWEZLOC™ concentric locking collar, within a variety of 
316 stainless casting high strength composite fluoropolymer coated cast iron housing configurations.  The high 
performance triple lip seal is the latest innovation of over 10 patents on sealing technology.  The combination 
of stainless flingers and FKM lip materials provide a strong contaminant resistance and GoldPlex FG (USDA H1)
food grade grease loss.  Specially engineered for industries with corrosive wash down environments such as food 
and beverage, pharmaceuticals and chemical processing. PN Gold mounted ball bearings provide outstanding 
performance in demanding corrosive environments.

Lock Pin under 303 
Stainless Lubrication 

Fitting

Land Riding
Brass Retainer

High 
Performance 

Seal (HPS)
Grade 10 Balls

Solid Base Machined 
316 Passivated Stainless 

Steel Housing or 
Composite Housing

Wide Zone Hardened High 
Phosphorus Electroless 
Nickel Plated Inner Race

High 
Performance 

Seal (HPS)

± 2° Alignment

Wide High Phosphorous 
Electroless Nickel Plated 

Outer Race Direct 
Lubrication Inlet Hole with 

Tapered Land Profile

300 Series Stainless 
Steel Setscrews

120° Position
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Bore  
Diameter Part No

Bearing 
Insert 
No.

Basic  
Dynamic  
Rating 

lb/N

Dimensions inch/mm
Unit Wt.  

lb/kg
Open  
Cap  

 Closed 
Cap  A B

C
D G H J K L P Bolt 

Sizeinch mm Min. Max.

 3/4 - CRPS-PN12 PN-12 2611
11614

1 5/16
33.3

5 
127.0

3 3/8 
85.7

4 1/8 
104.8

1 1/2 
38.1

 1/2 
12.7

2 9/16
65.1

1 7/32
31.0

 23/32
18.3

1 3/16
30.2

1 41/64
41.7

 3/8 
1.90
.86

ECO-12 ECC-12
- 20 CRPS-PN204 PN-204

1 - CRPS-PN16 PN-16 2801
12459

1 7/16
36.5

5 1/2 
139.7

3 3/4 
95.3

4 1/2 
114.3

1 1/2 
38.1

 1/2 
12.7

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

1 47/64
44.1

 3/8 
1.57
.71

ECO-16 ECC-16
- 25 CRPS-PN205 PN-205

1 3/16 - CRPS-PN19 PN-19

4381
19488

1 11/16
42.9

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 9/16
14.3

3 3/8 
85.7

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

1 51/64
45.6

 1/2 
3.80
1.72

ECO-19

ECC-191 1/4 - CRPS-PN20R PN-20R ECO-20R

- 30 CRPS-PN206 PN-206 ECO-19

1 1/4 - CRPS-PN20 PN-20

5782
25720

1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 5/8 
15.9

3 3/4 
95.3

1 11/16
42.9

1 
25.4

1 55/64
47.2

1 59/64
48.8

 1/2 
4.50
2.04

ECO-20

ECC-23
1 3/8 - CRPS-PN22 PN-22

ECO-231 7/16 - CRPS-PN23 PN-23

- 35 CRPS-PN207 PN-207

1 1/2 - CRPS-PN24 PN-24 7340
32650

1 15/16
49.2

7 1/4 
184.2

4 7/8 
123.8

5 7/8 
149.2

2 1/8 
54.0

 11/16
17.5

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

2 7/64
53.6

 1/2 
5.70
2.59

ECO-24 ECC-24
- 40 CRPS-PN208 PN-208

1 11/16 - CRPS-PN27 PN-27

7901
35145

2 1/8 
54.0

7 1/2 
190.5

5 7/16
138.1

6 1/16
154.0

2 1/8 
54.0

 11/16
17.5

4 1/4 
108.0

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

2 1/8 
54.0

 1/2 
6.50
2.95

ECO-27

ECC-271 3/4 - CRPS-PN28 PN-28 N/A

- 45 CRPS-PN209 PN-209 N/A

1 15/16 - CRPS-PN31 PN-31

7889
35092

2 1/4 
57.2

8 1/8 
206.4

6 
152.4

6 1/2 
165.1

2 3/8 
60.3

 3/4 
19.1

4 9/16
115.9

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

2 5/64
52.8

 5/8 
7.90
3.58

ECO-31

ECC-312 - CRPS-PN32R PN-32R N/A

- 50 CRPS-PN210 PN-210 ECO-31

2 - CRPS-PN32 PN-32

9752
43379

2 1/2 
63.5

8 5/8 
219.1

6 1/2 
165.1

7 
177.8

2 3/8 
60.3

 3/4 
19.1

5 
127.0

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1

2 21/64
59.1

 5/8 
9.70
4.40

ECO-35 ECC-352 3/16 - CRPS-PN35 PN-35

- 55 CRPS-PN211 PN-211

2 3/8 - CRPS-PN38 PN-38

11789
52440

2 3/4 
69.9

9 1/2 
241.3

6 7/8 
174.6

7 5/8 
193.7

2 3/4 
69.9

 7/8 
22.2

5 9/16
141.3

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

2 37/64
65.5

 5/8 
13.70
6.21

ECO-39 ECC-352 7/16 - CRPS-PN39 PN-39

- 60 CRPS-PN212 PN-212

CRPS-PN Series Pillow Block Setscrew Locking

L

D

K
P

J

C
B

G

A

H

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Duty: Standard

Housing: 316 Passivated Stainless Steel 
Pillow Block

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75
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®

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

CRPS-PN-T Series Pillow Block Skwezloc Locking Collar

D

K
J

C
B

G
A

H L

P
Duty: Standard

Housing: 316 Passivated Stainless Steel 
Pillow Block

Self-Alignment: +/- 2 Degrees

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Bore  
Diameter Part No.

Bearing 
Insert 
No.

Basic  
Dynamic  
Rating 

lb/N

Dimensions inch/mm
Unit Wt.  

lb/kg
Open  
Cap  

 Closed 
Cap  A B

C
D G H J K L P Bolt 

Sizeinch mm Min. Max.

 3/4 - CRPS-PN12T PN-12T 2611
11614

1 5/16
33.3

5 
127.0

3 3/8 
85.7

4 1/8 
104.8

1 1/2 
38.1

 1/2 
12.7

2 9/16
65.1

1 7/32
31.0

 23/32
18.3

1 3/4 
44.5

1 41/64
41.7

 3/8 
1.90
.86

ECO-12 ECC-12
- 20 CRPS-PN204T PN-204T

1 - CRPS-PN16T PN-16T 2801
12459

1 7/16
36.5

5 1/2 
139.7

3 3/4 
95.3

4 1/2 
114.3

1 1/2 
38.1

 1/2 
12.7

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 15/16
49.2

1 47/64
44.1

 3/8 
1.57
.71

ECO-16 ECC-16
- 25 CRPS-PN205T PN-205T

1 3/16 - CRPS-PN19T PN-19T

4381
19488

1 11/16
42.9

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 9/16
14.3

3 3/8 
85.7

1 1/2 
38.1

 7/8 
22.2

2 3/16
55.6

1 51/64
45.6

 1/2 
3.60
1.63

ECO-19

ECC-191 1/4 - CRPS-PN20RT PN-20RT ECO-20R

- 30 CRPS-PN206T PN-206T ECO-19

1 1/4 - CRPS-PN20T PN-20T
5782

25720
1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 5/8 
15.9

3 3/4 
95.3

1 11/16
42.9

1 
25.4

2 7/16
61.9

1 59/64
48.8

 1/2 
4.50
2.04

ECO-20 ECC-23

1 3/8 - CRPS-PN22T PN-22T

5782
25720

1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 5/8 
15.9

3 3/4 
95.3

1 11/16
42.9

1 
25.4

2 9/16
65.1

1 59/64
48.8

 1/2 
4.50
2.04

ECO-23 ECC-231 7/16 - CRPS-PN23T PN-23T

- 35 CRPS-PN207T PN-207T

1 1/2 - CRPS-PN24T PN-24T 7340
32650

1 15/16
49.2

7 1/4 
184.2

4 7/8 
123.8

5 7/8 
149.2

2 1/8 
54.0

 11/16
17.5

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 11/16
68.3

2 7/64
53.6

 1/2 
5.70
2.59

ECO-24 ECC-24
- 40 CRPS-PN208T PN-208T

1 11/16 - CRPS-PN27T PN-27T

7901
35145

2 1/8 
54.0

7 1/2 
190.5

5 7/16
138.1

6 1/16
154.0

2 1/8 
54.0

 11/16
17.5

4 1/4 
108.0

1 15/16
49.2

1 3/16
30.2

2 15/16
74.6

2 1/8 
54.0

 1/2 
6.50
2.95

ECO-27

ECC-271 3/4 - CRPS-PN28T PN-28T N/A

- 45 CRPS-PN209T PN-209T ECO-27

1 15/16 - CRPS-PN31T PN-31T

7889
35092

2 1/4 
57.2

8 1/8 
206.4

6 
152.4

6 1/2 
165.1

2 3/8 
60.3

 3/4 
19.1

4 9/16
115.9

2 1/32
51.6

1 9/32
32.5

3 3/8 
85.7

2 5/64
52.8

 5/8 
7.90
3.58

ECO-31 ECC-312 - CRPS-PN32RT PN-31RT

- 50 CRPS-PN210T PN-210T

2 - CRPS-PN32T PN-32T
9752

43379
2 1/2 
63.5

8 5/8 
219.1

6 1/2 
165.1

7 
177.8

2 3/8 
60.3

 3/4 
19.1

5 
127.0

2 3/16
55.6

1 5/16
33.3

3 1/2 
88.9

2 21/64
59.1

 5/8 
9.70
4.40

ECO-35 ECC-35

2 3/16 - CRPS-PN35T PN-35T 9752
43379

2 1/2 
63.5

8 5/8 
219.1

6 1/2 
165.1

7 
177.8

2 3/8 
60.3

 3/4 
19.1

5 
127.0

2 3/16
55.6

1 5/16
33.3

3 5/8 
92.1

2 21/64
59.1

 5/8 
9.70
4.40

ECO-35 ECC-35
- 55 CRPS-PN211T PN-211T

2 3/8 - CRPS-PN38T PN-38T

11789
52440

2 3/4 
69.9

9 1/2 
241.3

6 7/8 
174.6

7 5/8 
193.7

2 3/4 
69.9

 7/8 
22.2

5 9/16
141.3

2 9/16
65.1

1 9/16
39.7

4 1/8 
104.8

2 37/64
65.5

 5/8 
13.70
6.21

ECO-39 ECC-392 7/16 - CRPS-PN39T PN-39T

- 60 CRPS-PN212T PN-212T

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75
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CRFS-PN Series 4 Bolt Flange Setscrew Locking

P

NJ H

TL
M

GD

B
A

Duty: Standard

Housing: 316 Passivated Stainless Steel 
Four Bolt Flange

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic  
Dynamic  
Rating 

lb/N

Dimensions inch/mm
Unit Wt.  

lb/kg
 Open 
Cap  

 Closed 
Cap  

 Backside 
Shield  A B D G H J L M N P T Bolt 

Sizeinch mm

 3/4 - CRFS-PN12 PN-12 2611
11614

3 3/8 
85.7

2 1/2 
63.5

 31/32
24.6

 7/16
11.1

1 9/32
32.5

1 7/32
31.0

1 3/16
30.2

2 1/2 
63.5

 1/2 
12.7

2 19/64
58.3

2 
50.8

 3/8 
1.50
.68

ECO-12 ECC-12 4BSS-12
- 20 CRFS-PN204 PN-204

1 - CRFS-PN16 PN-16 2801
12459

3 3/4 
95.3

2 3/4 
69.9

1 5/64
27.4

 17/32
13.5

1 7/16
36.5

1 3/8 
34.9

1 3/8 
34.9

2 23/32
69.1

 9/16
14.3

2 7/16
61.9

2 3/8 
60.3

 7/16
2.10
.95

ECO-16 ECC-16 4BSS-16
- 25 CRFS-PN205 PN-205

1 3/16 - CRFS-PN19 PN-19

4381
19488

4 1/4 
108.0

3 1/4 
82.6

1 7/32
31.0

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

3 7/32
81.8

 5/8 
15.9

2 37/64
65.5

2 7/8 
73.0

 7/16
3.05
1.38

ECO-19

ECC-19

4BSS-19

1 1/4 -  CRFS-PN20R PN-20R ECO-20R 4BSS-20R

 - 30 CRFS-PN206 PN-206 ECO-19 4BSS-19

1 1/4 - CRFS-PN20 PN-20

5782
25720

4 5/8 
117.5

3 5/8 
92.1

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

3 3/4 
95.3

 11/16
17.5

2 3/4 
69.9

3 5/16
84.1

 1/2 
4.10
1.86

ECO-20

ECC-23

4BSS-20

1 3/8 - CRFS-PN22 PN-22

ECO-23

4BSS-22

1 7/16 -  CRFS-PN23 PN-23 4BSS-23

 - 35 CRFS-PN207 PN-207 4BSS-22

1 1/2 - CRFS-PN24 PN-24 7340
32650

5 1/8 
130.2

4 
101.6

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

4 5/64
103.6

 3/4 
19.1

3 1/64
76.6

3 1/2 
88.9

 1/2 
5.50
2.49

ECO-24 ECC-24
4BSS-24

 - 40 CRFS-PN208 PN-208 N/A

1 11/16 - CRFS-PN27 PN-27

7901
35145

5 3/8 
136.5

4 1/8 
104.8

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

2 19/64
58.3

4 21/64
109.9

 3/4 
19.1

3 3/64
77.4

3 7/8 
98.4

 9/16
5.70
2.59

ECO-27

ECC-27

4BSS-27

1 3/4 - CRFS-PN28 PN-28
N/A N/A

- 45 CRFS-PN209 PN-209

1 15/16 - CRFS-PN31 PN-31

7889
35092

5 5/8 
142.9

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

4 35/64
115.5

 3/4 
19.1

3 3/64
77.4

4 
101.6

 9/16
6.70
3.04

ECO-31 ECC-31

4BSS-31

2 -  CRFS-PN32R PN-32R N/A

 - 50 CRFS-PN210 PN-210 4BSS-31

2 - CRFS-PN32 PN-32

9752
43379

6 3/8 
161.9

5 1/8 
130.2

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

2 23/32
69.1

5 3/16
131.8

 7/8 
22.2

3 13/32
86.5

4 1/4 
108.0

 5/8 
10.50
4.76

ECO-35 ECC-35

4BSS-32

2 3/16 -  CRFS-PN35 PN-35
4BSS-35

 - 55 CRFS-PN211 PN-211

2 3/8 - CRFS-PN38 PN-38

11789
52440

6 7/8 
174.6

5 5/8 
142.9

1 15/16
49.2

 13/16
20.6

2 11/16
68.3

2 9/16
65.1

2 63/64
75.8

5 7/16
138.1

1 
25.4

3 51/64
96.4

5 
127.0

 5/8 
12.00
5.44

ECO-39 ECC-39

4BSS-38

2 7/16 -  CRFS-PN39 PN-39 4BSS-39

 - 60 CRFS-PN212 PN-212 4BSS-38

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75



CR
ES

 B
ea

ri
ng

s

PN Gold Mounted Ball Bearings PN Gold Mounted Ball Bearings

K-38

®

CRFS-PN-T Series 4 Bolt Flange Skwezloc Locking Collar

Duty: Standard

Housing: 316 Passivated Stainless Steel 
Four Bolt Flange

Self-Alignment: +/- 2 Degrees

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

T

G
D

LM

N
J
H

P

B
A

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt.  

lb/kg
 Open 
Cap  

 Closed 
Cap  

 Backside 
Shield  A B D G H J L M N P T Bolt 

Sizeinch mm

 3/4 - CRFS-PN12T PN-12T 2611
11614

3 3/8 
85.7

2 1/2 
63.5

 31/32
24.6

 7/16
11.1

1 9/32
32.5

1 7/32
31.0

1 3/4 
44.5

2 1/2 
63.5

 1/2 
12.7

2 9/32
57.9

2
50.8

 3/8 
1.50
.68

ECO-12 ECC-12 4BSS-12
- 20 CRFS-PN204T PN-204T

1 - CRFS-PN16T PN-16T 2801
12459

3 3/4 
95.3

2 3/4 
69.9

1 5/64
27.4

 17/32
13.5

1 7/16
36.5

1 3/8 
34.9

1 15/16
49.2

2 45/64
68.7

 9/16
14.3

2 7/16
61.9

2 21/64
59.1

 7/16
2.10
.95

ECO-16 ECC-16 4BSS-16
- 25 CRFS-PN205T PN-205T

1 3/16 - CRFS-PN19T PN-19T
4381

19488
4 1/4 
108.0

3 1/4 
82.6

1 7/32
31.0

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

2 3/16
55.6

3 13/64
81.4

 5/8 
15.9

2 9/16
65.1

2 7/8 
73.0

 7/16
3.05
1.38

ECO-19

ECC-19

4BSS-19

1 1/4 -  CRFS-PN20RT PN-20RT ECO-20R 4BSS-20R

- 30 CRFS-PN206T PN-206T ECO-19 4BSS-19

1 1/4 - CRFS-PN20T PN-20T
5782

25720
4 5/8 
117.5

3 5/8 
92.1

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

2 7/16
61.9

3 3/4 
95.3

 11/16
17.5

2 3/4 
69.9

3 5/16
84.1

 1/2 
4.10
1.86

ECO-20 ECC-23 4BSS-20

1 3/8 - CRFS-PN22T PN-22T
5782

25720
4 5/8 
117.5

3 5/8 
92.1

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

2 9/16
65.1

3 3/4 
95.3

 11/16
17.5

2 1/4 
57.2

3 5/16
84.1

 1/2 
4.00
1.81

ECO-23 ECC-23

4BSS-22

1 7/16 - CRFS-PN23T PN-23T 4BSS-23

- 35 CRFS-PN207T PN-207T 4BSS-22

1 1/2 - CRFS-PN24T PN-24T 7340
32650

5 1/8 
130.2

4
101.6

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

2 11/16
68.3

4 5/64
103.6

 3/4 
19.1

3 1/64
76.6

3 1/2 
88.9

 1/2 
5.50
2.49

ECO-24 ECC-24
4BSS-24

- 40 CRFS-PN208T PN-208T N/A

1 11/16 - CRFS-PN27T PN-27T
7901

35145
5 3/8 
136.5

4 1/8 
104.8

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

2 15/16
74.6

4 21/64
109.9

 3/4 
19.1

3 3/64
77.4

3 7/8 
98.4

 9/16
5.70
2.59

ECO-27

ECC-27

4BSS-27

1 3/4 - CRFS-PN28T PN-28T
N/A N/A

- 45 CRFS-PN209T PN-209T

1 15/16 - CRFS-PN31T PN-31T
7889

35092
5 5/8 
142.9

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

3 3/8 
85.7

4 35/64
115.5

 3/4 
19.1

3 3/64
77.4

4
101.6

 9/16
6.70
3.04

ECO-31 ECC-31

4BSS-31

2 -  CRFS-PN32RT PN-32RT N/A

 - 50 CRFS-PN210T PN-210T 4BSS-31

2 - CRFS-PN32T PN-32T
9752

43379
6 3/8 
161.9

5 1/8 
130.2

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

3 1/2 
88.9

5 3/16
131.8

 7/8 
22.2

3 13/32
86.5

4 1/4 
108.0

 5/8 
10.50
4.76

ECO-32 ECC-35 4BSS-32

2 3/16 - CRFS-PN35T PN-35T 9752
43379

6 3/8 
161.9

5 1/8 
130.2

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

3 5/8 
92.1

5 3/16
131.8

 7/8 
22.2

3 13/32
86.5

4 1/4 
108.0

 5/8 
10.50
4.76

ECO-35 ECC-35 4BSS-35
 - 55 CRFS-PN211T PN-211T

2 3/8 - CRFS-PN38T PN-38T
11789
52440

6 7/8 
174.6

5 5/8 
142.9

1 15/16
49.2

 13/16
20.6

2 11/16
68.3

2 9/16
65.1

4 1/8 
104.8

5 7/16
138.1

1
25.4

3 51/64
96.4

5
127.0

 5/8 
11.80
5.35

ECO-38 ECC-38 4BSS-38

2 7/16 -  CRFS-PN39T PN-39T ECO-39 ECC-39 4BSS-39

- 60 CRFS-PN212T PN-212T ECO-38 ECC-38 4BSS-38
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K-39

CRFTS-PN Series 2 Bolt Flange Setscrew Locking

45°
B
A

LC

G
D

N

P
J

H

T

Duty: Standard

Housing: 316 Passivated Stainless Steel 
Two Bolt Flange

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic  
Dynamic  
Rating 

lb/N

Dimensions inch/mm Unit 
Wt.  

lb/kg
 Open Cap  Closed 

Cap
 Backside 

Shield  A B C D G H J L N P T Bolt 
Sizeinch mm

 3/4 - CRFTS-PN12 PN-12 2611
11614

4 13/32
111.9

3 17/32
89.7

2 3/8 
60.3

 31/32
24.6

 7/16
11.1

1 9/32
32.5

1 7/32
31.0

1 3/16
30.2

 1/2 
12.7

2 19/64
58.3

2 
50.8

 3/8 
1.20
.54

ECO-12 ECC-12 2BSS-12
- 20 CRFTS-PN204 PN-204

1 - CRFTS-PN16 PN-16 2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

1 5/64
27.4

 17/32
13.5

1 7/16
36.5

1 3/8 
34.9

1 3/8 
34.9

 9/16
14.3

2 7/16
61.9

2 3/8 
60.3

 7/16
1.60
.73

ECO-16 ECC-16 2BSS-16
- 25 CRFTS-PN205 PN-205

1 3/16 - CRFTS-PN19 PN-19

4381
19488

5 9/16
141.3

4 19/32
116.7

3 1/4 
82.6

1 7/32
31.0

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

 5/8 
15.9

2 9/16
65.1

2 7/8 
73.0

 7/16
2.36
1.07

ECO-19

ECC-19

2BSS-19

1 1/4 - CRFTS-PN20R PN-20R ECO-20R 2BSS-20R

- 30 CRFTS-PN206 PN-206 ECO-19 2BSS-19

1 1/4 - CRFTS-PN20 PN-20

5782
25720

6 1/8 
155.6

5 1/8 
130.2

3 3/4 
95.3

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

2 3/4 
69.9

3 5/16
84.1

 1/2 
3.20
1.45

ECO-20

ECC-23

2BSS-20

1 3/8 - CRFTS-PN22 PN-22

ECO-23

2BSS-22

1 7/16 - CRFTS-PN23 PN-23 2BSS-23

- 35 CRFTS-PN207 PN-207 N/A

1 1/2 - CRFTS-PN24 PN-24 7340
32650

6 3/4 
171.5

5 21/32
143.7

4 1/8 
104.8

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

3 1/64
76.6

3 1/2 
88.9

 1/2 
4.50
2.04

ECO-24 ECC-24
2BSS-24

1.575 40 CRFTS-PN208 PN-208 2BSS-208

1 11/16 - CRFTS-PN27 PN-27

7901
35145

7 1/16
179.4

5 27/32
148.4

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

2 19/64
58.3

 3/4 
19.1

3 3/64
77.4

3 3/8 
85.7

 9/16
5.00
2.27

ECO-27

ECC-27

2BSS-27

1 3/4 - CRFTS-PN28 PN-28
N/A N/A

- 45 CRFTS-PN209 PN-209

1 15/16 - CRFTS-PN31 PN-31

7889
35092

7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

 3/4 
19.1

3 1/16
77.8

4 
101.6

 9/16
5.40
2.45

ECO-31 ECC-31

2BSS-31

2 - CRFTS-PN32R PN-32R
N/A

- 50 CRFTS-PN210 PN-210

2 - CRFTS-PN32 PN-32

9752
43379

8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

2 23/32
69.1

 7/8 
22.2

3 13/32
86.5

4 1/4 
108.0

 5/8 
8.40
3.81

ECO-35 ECC-35

N/A

2 3/16 - CRFTS-PN35 PN-35
2BSS-35

- 55 CRFTS-PN211 PN-211

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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K-40

®

CRFTS-PN-T Series 2 Bolt Flange Skwezloc Locking Collar

45°
B
A

LC

G
D

N

P

J
H

T

Duty: Standard

Housing: 316 Passivated Stainless Steel 
Two Bolt Flange

Self-Alignment: +/- 2 Degrees

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic  
Dynamic  
Rating 

lb/N

Dimensions inch/mm
Unit Wt.  

lb/kg
 Open 
Cap  

 Closed 
Cap  

 Backside 
Shield  A B C D G H J L N P T Bolt 

Sizeinch mm

 3/4 - CRFTS-PN12T PN-12T 2611
11614

4 13/32
111.9

3 17/32
89.7

2 3/8
60.3

 31/32
24.6

 7/16
11.1

1 9/32
32.5

2 1/2 
63.5

1 3/4 
44.5

 1/2 
12.7

2 17/64
57.5

2 
50.8

3/8 
1.20
.54

ECO-12 ECC-12 2BSS-12
- 20 CRFTS-PN204T PN-204T

1 - CRFTS-PN16T PN-16T 2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

1 5/64
27.4

 17/32
13.5

1 7/16
36.5

2 3/4 
69.9

1 15/16
49.2

 9/16
14.3

2 7/16
61.9

2 3/16
55.6

7/16
1.60
.73

ECO-16 ECC-16 2BSS-16
- 25 CRFTS-PN205T PN-205T

1 3/16 - CRFTS-PN19T PN-19T

4381
19488

5 9/16
141.3

4 19/32
116.7

3 1/4 
82.6

1 7/32
31.0

 17/32
13.5

1 9/16
39.7

3 1/4 
82.6

2 3/16
55.6

 5/8 
15.9

2 37/64
65.5

2 9/16
65.1

7/16
2.20
1.00

ECO-19

ECC-19

2BSS-19

1 1/4 - CRFTS-PN20RT PN-20RT ECO-20R 2BSS-20R

- 30 CRFTS-PN206T PN-206T ECO-19 2BSS-19

1 1/4 - CRFTS-PN20T PN-20T
5782

25720
6 1/8 
155.6

5 1/8 
130.2

3 3/4 
95.3

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

3 3/4 
95.3

2 7/16
61.9

 11/16
17.5

2 25/32
70.6

2 15/16
74.6

1/2 
3.20
1.45

ECO-20 ECC-23 2BSS-20

1 3/8 - CRFTS-PN22T PN-22T

5782
25720

6 1/8 
155.6

5 1/8 
130.2

3 3/4 
95.3

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

3 3/4 
95.3

2 9/16
65.1

 11/16
17.5

2 25/32
70.6

2 15/16
74.6

 1/2 
3.40
1.54

ECO-23 ECC-23

2BSS-22

1 7/16 - CRFTS-PN23T PN-23T 2BSS-23

- 35 CRFTS-PN207T PN-207T 2BSS-22

1 1/2 - CRFTS-PN24T PN-24T 7340
32650

6 3/4 
171.5

5 21/32
143.7

4 1/8 
104.8

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

4 1/8 
104.8

2 11/16
68.3

 3/4 
19.1

3 3/64
77.4

3 19/64
83.7

1/2 
4.50
2.04

ECO-24 ECC-24
2BSS-24

- 40 CRFTS-PN208T PN-208T 2BSS-208

1 11/16 - CRFTS-PN27T PN-27T

7901
35145

7 1/16
179.4

5 27/32
148.4

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

4 3/8 
111.1

2 15/16
74.6

 3/4 
19.1

3 5/64
78.2

3 7/8 
98.4

9/16
5.00
2.27

ECO-27

ECC-27

2BSS-27

1 3/4 - CRFTS-PN28T PN-28T
N/A N/A

- 45 CRFTS-PN209T PN-209T

1 15/16 - CRFTS-PN31T PN-31T

7889
35092

7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

4 9/16
115.9

3 3/8 
85.7

 3/4 
19.1

3 5/64
78.2

4 
101.6

9/16
6.70
3.04

ECO-31 ECC-31

2BSS-31

2 - CRFTS-PN32RT PN-32RT
N/A

- 50 CRFTS-PN210T PN-210T

2 - CRFTS-PN32T PN-32T
9752

43379
8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

5 1/4 
133.4

3 1/2 
88.9

 7/8 
22.2

3 27/64
86.9

4 1/4 
108.0

 5/8 
8.40
3.81

ECO-35 ECC-35 N/A

2 3/16 - CRFTS-PN35T PN-35T 9752
43379

8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

5 1/4 
133.4

3 5/8 
92.1

 7/8 
22.2

3 27/64
86.9

4 1/4 
108.0

 5/8 
8.40
3.81

ECO-35 ECC-35 2BSS-35
- 55 CRFTS-PN211T PN-211T
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K-41

CRBFRS-PN-T RMW Series 4 Bolt Reduced Flange Skwezloc Locking Collar

Duty: Standard

Housing: 316 Passivated Stainless Steel 
Four Bolt Reduced Flange

Self-Alignment: +/- 2 Degrees

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Relube: Reduced Maintenance

P
H
J

N

W

B

A

M L

G
D

T

Bore  
Diameter Part No.*

Bearing 
Insert 
No.

Basic  
Dynamic  
Rating 

lb/N

Dimensions inch/mm
Unit 
Wt.  

lb/kg
 Open 
Cap*

 Closed 
Cap*

 Backside 
Shield  A B D G H L J M N P T W Bolt 

Sizeinch mm

1 7/16 - CRBFRS-PN23T RMW SK-2556

5782
25720

4 3/8 
111.1

3 1/4 
82.6

1 1/4 
31.8

 9/16
14.3

1 25/32
45.2

2 11/16
68.3

1 49/64
44.8

4 7/64
104.4

 7/8 
22.2

1 31/64
37.7

3 1/2 
88.9

 29/32
23.0

 7/16
5.50
2.49

BEO-24 BEC-24

S-5134GS

1 1/2 - CRBFRS-PN24T RMW SK-2540 S-5110GS

- 40 CRBFRS-PN208T RMW SK-2555 S-4492GS

* Standard option is as shown with Bolt On Cap, SKWEZLOC Locking Collar, Reduced Maintenance Option, with Back Side Shield.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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K-42

®

CRBFTRS-PN-T RMW Series 2 Bolt Reduced Flange Skwezloc Locking Collar

Duty: Standard

Housing: 316 Passivated Stainless Steel 
Two Bolt Reduced Flange

Self-Alignment: +/- 2 Degrees

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Relube: Reduced Maintenance

W
P

H
J

N

T

G
D

B
A

M

Bore  
Diameter Part No.*

Bearing 
Insert 
No.

Basic  
Dynamic  
Rating 

lb/N

Dimensions inch/mm
Unit 
Wt.  

lb/kg
 Open 
Cap*

 Closed 
Cap*

 Backside 
Shield  A B D G H J L M N P T W Bolt 

Sizeinch mm

1 7/16 - CRBFTRS-PN23T RMW SK-2556 5782

6 3/16
157.2

4 19/32
116.7

1 17/64
32.1

 37/64
14.7

1 25/32
45.2

1 49/64
44.8

2 11/16
68.3

4 5/32
105.6

 7/8 
22.2

2 9/64
54.4

3 1/2 
88.9

 29/32
23.0

 7/16
3.25
1.47

BEO-24 BEC-24

S-5133GS

1 1/2 - CRBFTRS-PN24T RMW SK-2540 25720 S-5121GS

- 40 CRBFTRS-PN208T RMW SK-2555 - S-5132GS

* Standard option is as shown with Bolt On Cap, SKWEZLOC Locking Collar, Reduced Maintenance Option, with Back Side Shield.

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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K-43

CRFBS-PN Series Flange Bracket Setscrew Locking

45°
M

D

F
A

C
B

G

R
H

P

L

E

N
J

Duty: Standard

Housing: 316 Passivated Stainless Steel 
Flange Bracket

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic  
Dynamic  
Rating 

lb/N

Dimensions inch/mm Unit 
Wt.  

lb/kg
 Open 
Cap  

Closed 
Cap  A B C D E F G H J L M N P R Bolt 

Sizeinch mm

 3/4 - CRFBS-PN12 PN-12
2611

11614
3 

76.2
2 3/8 
60.3

1 1/2 
38.1

1 11/16
42.9

4 1/4 
108.0

 7/8 
22.2

5/16
7.9

1 11/32
34.1

1 7/32
31.0

1 3/16
30.2

2 1/2 
63.5

 1/2 
12.7

2 1/4 
57.2

1 1/32
26.2

3/8 
1.30
.59

ECO-12 ECC-12

- 20 CRFBS-PN204 PN-204

1 - CRFBS-PN16 PN-16
2801

12459
3 3/8 
85.7

2 1/2 
63.5

1 5/8 
41.3

1 13/16
46.0

4 3/4 
120.7

1 1/8 
28.6

 3/8 
9.5

1 1/2 
38.1

1 3/8 
34.9

1 3/8 
34.9

2 3/4 
69.9

 9/16
14.3

2 5/32
54.8

1 9/64
29.0

3/8 
2.10
.95

ECO-16 ECC-16

- 25 CRFBS-PN205 PN-205

1 3/16 - CRFBS-PN19 PN-19

4381
19488

3 3/4 
95.3

2 3/4 
69.9

1 7/8 
47.6

2 1/16
52.4

5 3/8 
136.5

1 1/4 
31.8

 3/8 
9.5

1 5/8 
41.3

1 1/2 
38.1

1 19/32
40.5

3 1/4 
82.6

 5/8 
15.9

2 17/32
64.3

1 9/32
32.5

3/8 
3.00
1.36

ECO-19

ECC-191 1/4 -  CRFBS-PN20R  PN-20R ECO-20R

- 30 CRFBS-PN206 PN-206 ECO-19

1 1/4 - CRFBS-PN20  PN-20

5782
25720

4 1/4 
108.0

3 1/4 
82.6

2 
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

 1/2 
12.7

1 7/8 
47.6

1 11/16
42.9

1 55/64
47.2

3 3/4 
95.3

11/16
17.5

2 25/32
70.6

1 
15/32
37.3

1/2 
3.10
1.41

ECO-20

ECC-23

1 3/8 - CRFBS-PN22 PN-22 ECO-22

1 7/16 - CRFBS-PN23 PN-23 ECO-23

- 35 CRFBS-PN207 PN-207 ECO-22

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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K-44

®

CRFBS-PN-T Series Flange Bracket Skwezloc Locking Collar

45°
M

D

F

A

C
B

G

L

E

N
J

H
P

RDuty: Standard

Housing: 316 Passivated Stainless Steel 
Flange Bracket

Self-Alignment: +/- 2 Degrees

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic  
Dynamic  
Rating 

lb/N

Dimensions inch/mm Unit 
Wt.  

lb/kg
 Open Cap   Closed Cap  

A B C D H F G E M L R J N P Bolt 
Sizeinch mm

 3/4 - CRFBS-PN12T PN-12T
2611
11614

3 
76.2

2 3/8 
60.3

1 1/2 
38.1

1 11/16
42.9

1 11/32
34.1

 7/8 
22.2

 5/16
7.9

4 1/4 
108.0

2 1/2 
63.5

1 3/4 
44.5

1 1/32
26.2

1 7/32
31.0

 1/2 
12.7

2 1/4 
57.2

3/8 
1.30
.59

ECO-12 ECC-12

- 20 CRFBS-PN204T PN-204T

1 - CRFBS-PN16T PN-16T
2801
12459

3 3/8 
85.7

2 1/2 
63.5

1 5/8 
41.3

1 13/16
46.0

1 1/2 
38.1

1 1/8 
28.6

 3/8 
9.5

4 3/4 
120.7

2 3/4 
69.9

1 15/16
49.2

1 9/64
29.0

1 3/8 
34.9

 9/16
14.3

2 13/32
61.1

3/8 
2.10
.95

ECO-16 ECC-16

- 25 CRFBS-PN205T PN-205T

1 3/16 - CRFBS-PN19T PN-19T

4381
19488

3 3/4 
95.3

2 3/4 
69.9

1 7/8 
47.6

2 1/16
52.4

1 5/8 
41.3

1 1/4 
31.8

 3/8 
9.5

5 3/8 
136.5

3 1/4 
82.6

2 3/16
55.6

1 9/32
32.5

1 1/2 
38.1

 5/8 
15.9

2 17/32
64.3

3/8 
3.00
1.36

ECO-19

ECC-191 1/4 -  CRFBS-PN20RT  PN-20RT ECO-20R

- 30 CRFBS-PN206T PN-206T ECO-19

1 1/4 - CRFBS-PN20T PN-20T
5782
25720

4 1/4 
108.0

3 1/4 
82.6

2 
50.8

2 3/8 
60.3

1 7/8 
47.6

1 1/4 
31.8

 1/2 
12.7

6 1/8 
155.6

3 3/4 
95.3

2 7/16
61.9

1 15/32
37.3

1 11/16
42.9

 11/16
17.5

2 25/32
70.6

1/2 
3.10
1.41

ECO-20 ECC-23

1 3/8 - CRFBS-PN22T PN-22T

5782
25720

4 1/4 
108.0

3 1/4 
82.6

2 
50.8

2 3/8 
60.3

1 7/8 
47.6

1 1/4 
31.8

 1/2 
12.7

6 1/8 
155.6

3 3/4 
95.3

2 9/16
65.1

1 15/32
37.3

1 11/16
42.9

 11/16
17.5

2 25/32
70.6

1/2 
3.10
1.41

ECO-22

ECC-231 7/16 - CRFBS-PN23T PN-23T ECO-23

- 35 CRFBS-PN207T PN-207T ECO-22
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K-45

CRPC-PN Series Pillow Block Setscrew Locking

C
B

G

A

H

D

K
J

P

L

Duty: Standard

Housing: High Strength Composite 
Pillow Block

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: 0° to 150°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm Unit 
Wt.  

lb/kg
Open Cap   Closed 

Cap  A B
C

D G H J K L P Bolt 
Sizeinch mm Min. Max.

 3/4 - CRPC-PN12 PN-12
2611

11614
1 5/16
33.3

5 
127.0

3 3/8 
85.7

4 1/8 
104.8

1 1/2 
38.1

 9/16
14.3

2 35/64
64.7

1 7/32
31.0

 23/32
18.3

1 3/16
30.2

1 41/64
41.7

 3/8 
.80
.36

 ECO-12 ECC-12

- 20 CRPC-PN204 PN-204

1 - CRPC-PN16 PN-16
2801

12459
1 7/16
36.5

5 1/2 
139.7

3 3/4 
95.3

4 1/2 
114.3

1 1/2 
38.1

 9/16
14.3

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

1 47/64
44.1

 3/8 
.83
.38

 ECO-16 ECC-16

- 25 CRPC-PN205 PN-205

1 3/16 - CRPC-PN19 PN-19

4381
19488

1 11/16
42.9

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 11/16
17.5

3 21/64
84.5

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

1 51/64
45.6

 1/2 
1.35
.61

 ECO-19  

ECC-191 1/4 - CRPC-PN20R PN-20R  ECO-20R  

- 30 CRPC-PN206 PN-206  ECO-19  

1 1/4 - CRPC-PN20 PN-20

5782
25720

1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 11/16
17.5

3 3/4 
95.3

1 11/16
42.9

1 
25.4

1 55/64
47.2

1 59/64
48.8

 1/2 
2.03
.92

 ECO-20 

ECC-23

1 3/8 - CRPC-PN22 PN-22

 ECO-23 1 7/16 - CRPC-PN23 PN-23

- 35 CRPC-PN207 PN-207

1 1/2 - CRPC-PN24 PN-24
7340

32650
1 15/16

49.2
7 1/4 
184.2

5 1/16
128.6

5 11/16
144.5

2 1/8 
54.0

 11/16
17.5

4 1/64
102.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

2 7/64
53.6

 1/2 
2.50
1.13

 ECO-24 ECC-24

- 40 CRPC-PN208 PN-208
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K-46

®

CRPC-PN-T Series Pillow Block Skwezloc Locking Collar

C
B

G
A

H

D

L

P
K

JDuty: Standard

Housing: High Strength Composite 
Pillow Block

Self-Alignment: +/- 2 Degrees

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: 0° to 150°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt. 

lb/kg
Open 
Cap  

 Closed 
Cap  A B

C
D G H J K L P Bolt 

Sizeinch mm Min. Max.

 3/4 - CRPC-PN12T PN-12T 2611
11614

1 5/16
33.3

5 
127.0

3 3/8 
85.7

4 1/8 
104.8

1 1/2 
38.1

 9/16
14.3

2 35/64
64.7

1 7/32
31.0

 23/32
18.3

1 3/4 
44.5

1 41/64
41.7

 3/8 
.80
.36

 ECO-12 ECC-12
- 20 CRPC-PN204T PN-204T

1 - CRPC-PN16T PN-16T 2801
12459

1 7/16
36.5

5 1/2 
139.7

3 3/4 
95.3

4 1/2 
114.3

1 1/2 
38.1

 9/16
14.3

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 15/16
49.2

1 47/64
44.1

 3/8 
.83
.38

 ECO-16 ECC-16
- 25 CRPC-PN205T PN-205T

1 3/16 - CRPC-PN19T PN-19T

4381
19488

1 11/16
42.9

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 11/16
17.5

3 21/64
84.5

1 1/2 
38.1

 7/8 
22.2

2 3/16
55.6

1 51/64
45.6

 1/2 
1.54
.70

 ECO-19  

ECC-191 1/4 - CRPC-PN20RT PN-20RT  ECO-20R  

- 30 CRPC-PN206T PN-206T  ECO-19  

1 1/4 - CRPC-PN20T PN-20T
5782

25720
1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 11/16
17.5

3 3/4 
95.3

1 11/16
42.9

1 
25.4

2 7/16
61.9

1 59/64
48.8

 1/2 
1.97
.89

 ECO-20 ECC-23

1 3/8 - CRPC-PN22T PN-22T

5782
25720

1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 11/16
17.5

3 3/4 
95.3

1 11/16
42.9

1 
25.4

2 9/16
65.1

1 59/64
48.8

 1/2 
1.97
.89

 ECO-23 ECC-231 7/16 - CRPC-PN23T PN-23T

- 35 CRPC-PN207T PN-207T

1 1/2 - CRPC-PN24T PN-24T 7340
32650

1 15/16
49.2

7 1/4 
184.2

5 1/16
128.6

5 11/16
144.5

2 1/8 
54.0

 11/16
17.5

4 1/64
102.0

1 15/16
49.2

1 3/16
30.2

2 11/16
68.3

2 7/64
53.6

 1/2 
2.50
1.13

 ECO-24 ECC-24
- 40 CRPC-PN208T PN-208T
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K-47

CRTBC-PN Series Tapped Base Pillow Block Setscrew Locking Collar

TAPPED 
BASE HOLE

C
B

A

H

D

N

L

P
K

J
Duty: Standard

Housing: High Strength Composite 
Tapped Base

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: 0° to 150°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm Unit 
Wt. 

lb/kg
 Open  
Cap  

 Closed 
Cap  A B C D H J K L N P Bolt 

Sizeinch mm

 3/4 CRTBC-PN12 PN-12 2611
11614

1 5/16
33.3

3 1/8 
79.4

2 
50.8

1 1/2 
38.1

2 9/16
65.1

1 7/32
31.0

 23/32
18.3

1 3/16
30.2

 1/2 
12.7

1 41/64
41.7

 3/8-16  
.82
.37

ECO-12 ECC-12
- 20 CRTBC-PN204 PN-204

1 - CRTBC-PN16 PN-16 2801
12459

1 7/16
36.5

3 
76.2

2 
50.8

1 1/2 
38.1

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

 1/2 
12.7

1 47/64
44.1

 3/8-16  
.93
.42

ECO-16 ECC-16
- 25 CRTBC-PN205 PN-205

1 3/16 - CRTBC-PN19 PN-19

4381
19488

1 11/16
42.9

4 
101.6

3 
76.2

1 1/2 
38.1

3 3/8 
85.7

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

 5/8 
15.9

1 51/64
45.6

 7/16-14  
1.57
.71

ECO-19

ECC-191 1/4 -  CRTBC-PN20R  PN-20R ECO-20R

- 30 CRTBC-PN206 PN-206 ECO-19

1 1/4 -  CRTBC-PN20  PN-20

5782
25720

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 11/16
42.9

1 
25.4

1 55/64
47.2

 3/4 
19.1

1 59/64
48.8

 1/2-13  
2.27
1.03

ECO-20

ECC-23
1 3/8 - CRTBC-PN22 PN-22

ECO-231 7/16 - CRTBC-PN23 PN-23

- 35 CRTBC-PN207 PN-207

1 1/2 - CRTBC-PN24 PN-24 7340
32650

1 15/16
49.2

4 5/8 
117.5

3 1/2 
88.9

1 7/8 
47.6

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

 3/4 
19.1

2 7/64
53.6

 1/2-13  
2.77
1.26

ECO-24 ECC-24
- 40 CRTBC-PN208 PN-208
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K-48

®

CRTBC-PN-T Series Tapped Base Pillow Block Skwezloc Locking Collar

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt. 

lb/kg
 Open 
Cap  

 Closed 
Cap  A B C D H J K L N P Bolt 

Sizeinch mm

 3/4 - CRTBC-PN12T PN-12T 2611
11614

1 5/16
33.3

3 1/8 
79.4

2 
50.8

1 1/2 
38.1

2 9/16
65.1

1 7/32
31.0

 23/32
18.3

1 3/4 
44.5

 1/2 
12.7

1 41/64
41.7

 3/8-16  
.82
.37

ECO-12 ECC-12
- 20 CRTBC-PN204T PN-204T

1 - CRTBC-PN16T PN-16T 2801
12459

1 7/16
36.5

3 
76.2

2 
50.8

1 1/2 
38.1

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 15/16
49.2

 1/2 
12.7

1 47/64
44.1

 3/8-16  
.93
.42

ECO-16 ECC-16
- 25 CRTBC-PN205T PN-205T

1 3/16 - CRTBC-PN19T PN-19T

4381
19488

1 11/16
42.9

4 
101.6

3 
76.2

1 1/2 
38.1

3 3/8 
85.7

1 1/2 
38.1

 7/8 
22.2

2 3/16
55.6

 5/8 
15.9

1 51/64
45.6

 7/16-14  
1.57
.71

ECO-19

ECC-191 1/4 -  CRTBC-PN20RT  PN-20RT ECO-20R

- 30 CRTBC-PN206T PN-206T ECO-19

1 1/4 - CRTBC-PN20T PN-20T
5782

25720
1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 11/16
42.9

1 
25.4

2 7/16
61.9

 3/4 
19.1

1 59/64
48.8

 1/2-13  
2.27
1.03

ECO-20 ECC-23

1 3/8 - CRTBC-PN22T PN-22T

5782
25720

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 11/16
42.9

1 
25.4

2 9/16
65.1

 3/4 
19.1

1 59/64
48.8

 1/2-13  
2.27
1.03

ECO-23 ECC-231 7/16 - CRTBC-PN23T PN-23T

- 35 CRTBC-PN207T PN-207T

1 1/2 - CRTBC-PN24T PN-24T 7340
32650

1 15/16
49.2

4 5/8 
117.5

3 1/2 
88.9

1 7/8 
47.6

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 11/16
68.3

 3/4 
19.1

2 7/64
53.6

 1/2-13  
2.77
1.26

ECO-24 ECC-24
- 40 CRTBC-PN208T PN-208T

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75

C
B

A

H

N

L

D

K
J

P

TAPPED 
BASE HOLE

Duty: Standard

Housing: High Strength Composite 
Tapped Base

Self-Alignment: +/- 2 Degrees

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: 0° to 150°F

Grease: Sealmaster GoldPlex-FG
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K-49

CRFC-PN Series 4 Bolt Flange Setscrew Locking Collar

Duty: Standard

Housing: High Strength Composite 
Four Bolt Flange

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: 0° to 150°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

N
J
P

LM

G
D

B
A

T

H

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm Unit 
Wt.  

lb/kg
 Open 
Cap  

 Closed 
Cap  

 Backside 
Shield  A B G D H J L M N P T Bolt 

Sizeinch mm

 3/4 - CRFC-PN12 PN-12 2611
11614

3 7/16
87.3

2 1/2 
63.5

 7/16
11.1

 61/64
24.2

1 9/32
32.5

1 7/32
31.0

1 3/16
30.2

2 3/8 
60.3

 1/2 
12.7

2 13/64
56.0

2 
50.8

 3/8 
.78
.35

ECO-12 ECC-12 4BSS-12
- 20 CRFC-PN204 PN-204

1 - CRFC-PN16 PN-16 2801
12459

3 51/64
96.4

2 3/4 
69.9

 17/32
13.5

1 5/64
27.4

1 7/16
36.5

1 3/8 
34.9

1 3/8 
34.9

2 21/32
67.5

 9/16
14.3

2 23/64
59.9

2 3/16
55.6

 7/16
.99
.45

ECO-16 ECC-16 4BSS-16
- 25 CRFC-PN205 PN-205

1 3/16 - CRFC-PN19 PN-19

4381
19488

4 11/32
110.3

3 1/4 
82.6

 17/32
13.5

1 13/64
30.6

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

3 3/16
81.0

 5/8 
15.9

2 15/32
62.7

2 9/16
65.1

 7/16
1.54
.70

ECO-19

ECC-19

4BSS-19

1 1/4 -  CRFC-PN20R  PN-20R ECO-20R 4BSS-20R

- 30 CRFC-PN206 PN-206 ECO-19 4BSS-19

1 1/4 - CRFC-PN20 PN-20

5782
25720

4 53/64
122.6

3 5/8 
92.1

 9/16
14.3

1 11/32
34.1

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

3 21/32
92.9

 11/16
17.5

2 43/64
67.9

2 15/16
74.6

 1/2 
2.21
1.00

ECO-20

ECC-23

4BSS-20

1 3/8 - CRFC-PN22 PN-22

ECO-23

4BSS-22

1 7/16 -  CRFC-PN23  PN-23 4BSS-23

- 35 CRFC-PN207 PN-207 N/A

1 1/2 - CRFC-PN24 PN-24 7340
32650

5 1/4 
133.4

4 
101.6

 9/16
14.3

1 1/2 
38.1

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

4 1/64
102.0

 3/4 
19.1

2 15/16
74.6

3 9/32
83.3

 1/2 
2.78
1.26

ECO-24 ECC-24
4BSS-24

- 40 CRFC-PN208 PN-208 N/A

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75
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K-50

®

CRFC-PN T Series 4 Bolt Flange Skwezloc Locking Collar

Duty: Standard

Housing: High Strength Composite 
Four Bolt Flange

Self-Alignment: +/- 2 Degrees

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: 0° to 150°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

G
D

T
L

M

N
J H

P

B
A

Bore 
Diameter Part No. Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt. 

lb/kg
 Open 
Cap  

 Closed 
Cap  

 Backside 
Shield  A B G D H J L M N P T Bolt 

Sizeinch mm

 3/4 - CRFC-PN12T PN-12T 2611
11614

3 7/16
87.3

2 1/2 
63.5

 7/16
11.1

 61/64
24.2

1 9/32
32.5

1 7/32
31.0

1 3/4 
44.5

2 3/8 
60.3

 1/2 
12.7

2 13/64
56.0

2 
50.8

 3/8 
.78
.35

ECO-12 ECC-12 4BSS-12
- 20 CRFC-PN204T PN-204T

1 - CRFC-PN16T PN-16T 2801
12459

3 51/64
96.4

2 3/4 
69.9

 17/32
13.5

1 5/64
27.4

1 7/16
36.5

1 3/8 
34.9

1 15/16
49.2

2 21/32
67.5

 9/16
14.3

2 23/64
59.9

2 3/16
55.6

 7/16
.99
.45

ECO-16 ECC-16 4BSS-16
- 25 CRFC-PN205T PN-205T

1 3/16 - CRFC-PN19T PN-19T

4381
19488

4 11/32
110.3

3 1/4 
82.6

 17/32
13.5

1 13/64
30.6

1 9/16
39.7

1 1/2 
38.1

2 3/16
55.6

3 3/16
81.0

 5/8 
15.9

2 15/32
62.7

2 9/16
65.1

 7/16
1.54
.70

ECO-19

ECC-19

4BSS-19

1 1/4 -  CRFC-PN20RT  PN-20RT ECO-20R 4BSS-20R

- 30 CRFC-PN206T PN-206T ECO-19 4BSS-19

1 1/4 - CRFC-PN20T PN-20T
5782

25720
4 53/64
122.6

3 5/8 
92.1

 9/16
14.3

1 11/32
34.1

1 3/4 
44.5

1 11/16
42.9

2 7/16
61.9

3 21/32
92.9

 11/16
17.5

2 43/64
67.9

2 15/16
74.6

 1/2 
2.21
1.00

ECO-20 ECC-23 4BSS-20

1 3/8 - CRFC-PN22T PN-22T

5782
25720

4 53/64
122.6

3 5/8 
92.1

 9/16
14.3

1 11/32
34.1

1 3/4 
44.5

1 11/16
42.9

2 9/16
65.1

3 21/32
92.9

 11/16
17.5

2 43/64
67.9

2 15/16
74.6

 1/2 
2.21
1.00

ECO-23 ECC-23

4BSS-22

1 7/16 - CRFC-PN23T PN-23T 4BSS-23

- 35 CRFC-PN207T PN-207T N/A

1 1/2 - CRFC-PN24T PN-24T 5307
23607

5 1/4 
133.4

4 
101.6

 9/16
14.3

1 1/2 
38.1

2 1/64
51.2

1 15/16
49.2

2 11/16
68.3

4 1/64
102.0

 3/4 
19.1

2 15/16
74.6

3 9/32
83.3

 1/2 
2.78
1.26

ECO-24 ECC-24
4BSS-24

- 40 CRFC-PN208T PN-208T N/A

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75
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K-51

CRFTC-PN Series 2 Bolt Flange Setscrew Locking Collar

A
B

60°

TLC

J
P

H
N

G
D

Duty: Standard

Housing: High Strength Composite 
Two Bolt Flange

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: 0° to 150°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt. 

lb/kg
 Open 
Cap  

 Closed 
Cap  

 Backside 
Shield  A B C D G H J L N P T Bolt 

Sizeinch mm

 3/4 - CRFTC-PN12 PN-12 2611
11614

4 15/32
113.5

3 17/32
89.7

2 7/16
61.9

 31/32
24.6

 7/16
11.1

1 9/32
32.5

1 7/32
31.0

1 3/16
30.2

 1/2 
12.7

2 13/64
56.0

2 
50.8

 3/8 
.70
.32

 ECO-12 ECC-12
2BSS-12

- 20 CRFTC-PN204 PN-204 N/A

1 - CRFTC-PN16 PN-16 2801
12459

4 15/16
125.4

3 57/64
98.8

2 23/32
69.1

1 5/64
27.4

 17/32
13.5

1 7/16
36.5

1 3/8 
34.9

1 3/8 
34.9

 9/16
14.3

2 23/64
59.9

2 3/16
55.6

 7/16
.83
.38

 ECO-16 ECC-16
2BSS-16

- 25 CRFTC-PN205 PN-205 N/A

1 3/16 - CRFTC-PN19 PN-19

4381
19488

5 11/16
144.5

4 19/32
116.7

3 1/4 
82.6

1 7/32
31.0

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

 5/8 
15.9

2 31/64
63.1

2 9/16
65.1

 7/16
2.45
1.11

 ECO-19  

ECC-19

2BSS-19

1 1/4 - CRFTC-PN20R PN-20R  ECO-20R 2BSS-20R

- 30 CRFTC-PN206 PN-206  ECO-19  2BSS-19

1 1/4 - CRFTC-PN20 PN-20

5782
25720

6 21/64
160.7

5 1/8 
130.2

3 45/64
94.1

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

2 43/64
67.9

2 15/16
74.6

 1/2 
3.20
1.45

 ECO-20 

ECC-23

2BSS-20

1 3/8 - CRFTC-PN22 PN-22

 ECO-23 

2BSS-22

1 7/16 - CRFTC-PN23 PN-23 2BSS-23

- 35 CRFTC-PN207 PN-207 2BSS-22

1 1/2 - CRFTC-PN24 PN-24 7340
32650

6 29/32
175.4

5 21/32
143.7

4 7/64
104.4

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

2 15/16
74.6

3 19/64
83.7

 1/2 
2.45
1.11

 ECO-24 ECC-24
2BSS-24

- 40 CRFTC-PN208 PN-208 2BSS-208

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75
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K-52

®

CRFTC-PN-T Series 2 Bolt Flange Skwezloc Locking Collar

60°
B

A

C T

G
D

N
J

H
P

L

Duty: Standard

Housing: High Strength Composite 
Two Bolt Flange

Self-Alignment: +/- 2 Degrees

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: 0° to 150°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt. 

lb/kg
 Open 
Cap  

 Closed 
Cap  

 Backside 
Shield  A B C D G H J L N P T Bolt 

Sizeinch mm

 3/4 - CRFTC-PN12T PN-12T 2611
11614

4 15/32
113.5

3 17/32
89.7

2 7/16
61.9

 31/32
24.6

 7/16
11.1

1 9/32
32.5

1 7/32
31.0

1 3/4 
44.5

 1/2 
12.7

2 13/64
56.0

2 
50.8

 3/8 
.70
.32

 ECO-12 ECC-12 2BSS-12
- 20 CRFTC-PN204T PN-204T

1 - CRFTC-PN16T PN-16T 2801
12459

4 15/16
125.4

3 57/64
98.8

2 23/32
69.1

1 5/64
27.4

 17/32
13.5

1 7/16
36.5

1 3/8 
34.9

1 15/16
49.2

 9/16
14.3

2 23/64
59.9

2 3/16
55.6

 7/16
.83
.38

 ECO-16 ECC-16 2BSS-16
- 25 CRFTC-PN205T PN-205T

1 3/16 - CRFTC-PN19T PN-19T

4381
19488

5 11/16
144.5

4 19/32
116.7

3 1/4 
82.6

1 7/32
31.0

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

2 3/16
55.6

 5/8 
15.9

2 31/64
63.1

2 9/16
65.1

 7/16
1.97
.89

 ECO-19  

ECC-19

2BSS-19

1 1/4 - CRFTC-PN20RT PN-20RT  ECO-20R 2BSS-20R

- 30 CRFTC-PN206T PN-206T  ECO-19  2BSS-19

1 1/4 - CRFTC-PN20T PN-20T
5782

25720
6 21/64
160.7

5 1/8 
130.2

3 45/64
94.1

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

2 7/16
61.9

 11/16
17.5

2 43/64
67.9

2 15/16
74.6

 1/2 
1.97
.89

 ECO-20 ECC-23 2BSS-20

1 3/8 - CRFTC-PN22T PN-22T

5782
25720

6 21/64
160.7

5 1/8 
130.2

3 45/64
94.1

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

2 9/16
65.1

 11/16
17.5

2 43/64
67.9

2 15/16
74.6

 1/2 
1.97
.89

 ECO-23 ECC-23

2BSS-22

1 7/16 - CRFTC-PN23T PN-23T 2BSS-23

- 35 CRFTC-PN207T PN-207T 2BSS-22

1 1/2 - CRFTC-PN24T PN-24T 7340
32650

6 29/32
175.4

5 21/32
143.7

4 7/64
104.4

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

2 11/16
68.3

 3/4 
19.1

2 15/16
74.6

3 19/64
83.7

 1/2 
2.50
1.13

 ECO-24 ECC-24
2BSS-24

- 40 CRFTC-PN208T PN-208T 2BSS-208

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75
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K-53

CRPLF-PN Series Low Base Pillow Block Setscrew Locking

H

A
G

DC
B

L

K
J

Duty: Standard

Housing: Fluoropolymer Coated Cast 
Iron

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75

Bore  
Diameter Part No* Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt.  

lb/kgA B
C

D G H J K L Bolt  
Sizeinch mm Min. Max.

1 - CRPLF-PN16 PN-16 2801
12459

1 5/16
33.3

5 1/2 
139.7

3 7/8
98.4

4 3/8
111.1

1 1/2 
38.1

 1/2 
12.7

2 11/16
68.3

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

 3/8 
2.0
.91- 30 CRPLF-PN205 PN-205

1 3/16 - CRPLF-PN19 PN-19

4381
19488

1 9/16
39.7

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

7/16
11.1

3 1/4 
82.6

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

 1/2 
3.6
1.6

1 1/4 - CRPLF-PN20R PN-20R

- 35 CRPLF-PN206 PN-206

1 1/4 - CRPLF-PN20 PN-20

5782
25720

1 13/16
46.0

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 9/16
14.3

3 11/16
93.7

1 11/16
42.9

1 
25.4

1 55/64
47.2

 1/2 
4.4
2.0

1 3/8 - CRPLF-PN22 PN-22

1 7/16 - CRPLF-PN23 PN-23

- 35 CRPLF-PN207 PN-207

1 1/2 - CRPS-PN24** PN-24 7340
32650

1 15/16
49.2

7 1/4 
184.2

4 7/8
123.8

5 7/8
149.2

2 1/8 
54.0

 11/16
17.5

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

 1/2 
5.7
2.6- 40 CRPLF-PN208 PN-208

1 11/16 - CRPLF-PN27 PN-27

7901
35145

2 1/16
52.4

7 1/2 
190.5

5 7/16
138.1

6 1/16
154.0

2 1/8 
54.0

 5/8 
15.9

4 3/16
106.4

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

 1/2 
6.2
2.8

1 3/4 - CRPLF-PN28 PN-28

- 45 CRPLF-PN209 PN-209

1 15/16 - CRPLF-PN31 PN-31 7889
35092

2 3/16
55.6

8 1/8 
206.4

6
152.4

6 1/2
165.1

2 3/8 
60.3

 11/16
17.5

4 1/2 
114.3

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

 5/8 
7.8
3.5- 50 CRPLF-PN210 PN-210

2 - CRPLF-PN32 PN-32

9752
43379

2 7/16
61.9

8 5/8 
219.1

6 1/2
165.1

7
177.8

2 3/8 
60.3

 11/16
17.5

4 15/16
125.4

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1

 5/8 
9.7
4.4

2 3/16 - CRPLF-PN35 PN-35

- 55 CRPLF-PN211 PN-211

*Housing is Fluoropolymer coated cast iron and housing design does not allow for snap on end cap.
For additional sizes and Skwezloc concentric locking collar availability contact customer service.
**CRPLF-PN24 replaced by CRPS-PN24, dimensions are the same. See page K-35
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K-54

®

Duty: Standard

Housing: Fluoropolymer Coated Cast 
Iron

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

CRTBF-PN Series Tapped Base Pillow Block Setscrew Locking

H

A

TAPPED 
BASE HOLES

C
B

L

D

N

K
J

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.* Brg. No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm N
Min.

Tap Depth

Bolt
UNC-2B
Thread

Unit Wt.  
lb/kgA B C D H J K L

inch mm

 3/4 - CRTBF-PN12 PN-12 2611
11614

1 5/16
33.3

3 1/8 
79.4

2 
50.8

1 1/2 
38.1

2 9/16
65.1

1 7/32
31.0

 23/32
18.3

1 3/16
30.2

 1/2 
12.7

3/8-16
1.8
.820.787 20 CRTBF-PN204 PN-204

1 - CRTBF-PN16 PN-16 2801
12459

1 7/16
36.5

3 
76.2

2 
50.8

1 1/2 
38.1

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

 1/2 
12.7

3/8-16
2.0
.91- 25 CRTBF-PN205 PN-205

1 3/16 - CRTBF-PN19 PN-19

4381
19488

1 11/16
42.9

4 
101.6

3 
76.2

1 1/2 
38.1

3 13/32
86.5

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

 5/8 
15.9

7/16-14
3.5

1.59
1 1/4 - CRTBF-PN20R PN-20R

- 30 CRTBF-PN206 PN-206

1 1/4 - CRTBF-PN20 PN-20

5782
25720

1 7/8 
47.6

4 1/4 
108.0

3 1/4 
82.6

1 7/8 
47.6

3 3/4 
95.3

1 11/16
42.9

1 
25.4

1 55/64
47.2

 3/4 
19.1

1/2-13
4.5

2.04

1 3/8 - CRTBF-PN22 PN-22

1 7/16 - CRTBF-PN23 PN-23

- 35 CRTBF-PN207 PN-207

1 1/2 - CRTBF-PN24 PN-24 7340
32650

1 15/16
49.2

4 5/8 
117.5

3 1/2 
88.9

1 7/8 
47.6

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

 3/4 
19.1

1/2-13
6.0

2.72- 40 CRTBF-PN208 PN-208

1 11/16 - CRTBF-PN27 PN-27

7901
35145

2 1/8 
54.0

5 
127.0

3 3/4 
95.3

2 
50.8

4 1/4 
108.0

1 15/16
49.2

1 3/16
30.2

2 19/64
58.7

 3/4 
19.1

1/2-13
6.5

2.95
1 3/4 - CRTBF-PN28 PN-28

- 45 CRTBF-PN209 PN-209

1 15/16 - CRTBF-PN31 PN-31

9752
43379

2 1/4 
57.2

5 1/2 
139.7

4 
101.6

2 
50.8

4 5/8 
117.5

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

 7/8 
22.2

5/8-11
8.0

3.63
2 - CRTBF-PN32R PN-32R

- 50 CRTBF-PN210 PN-210

*Housing is Fluoropolymer coated cast iron and housing design does not allow for snap on end cap.
For additional sizes and Skwezloc concentric locking collar availability contact customer service.

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75



CR
ES

 B
ea

ri
ng

s

® PN Gold Mounted Ball Bearings PN Gold Mounted Ball Bearings

K-55

CRFCF-PN Series Flange Cartridge Setscrew Locking

A

BC

L
+.000
-.002

P

N

G
O

D

J
H

Duty: Standard

Housing: Fluoropolymer Coated Cast 
Iron

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.* Bearing 

Insert No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt.  

lb/kgA BC D G H J L N O P Bolt  
Sizeinch mm

1 3/16 - CRFCF-PN19 PN-19

4381
19488

4 3/8 
111.1

3 5/8 
92.1

1 3/16
30.2

 3/8 
9.5

1 5/16
33.3

1 9/16
39.7

1 19/32
40.5

 5/8 
15.9

 1/4 
6.4

3.000
76.20

5/16
3.0

1.36
1 1/4 - CRFCF-PN20R PN-20R

- 30 CRFCF-PN206 PN-206

1 1/4 - CRFCF-PN20 PN-20

5782
25720

5
127.0

4 1/8 
104.8

1 9/32
32.5

 3/8 
9.5

1 5/16
33.3

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

 3/8 
9.5

3.375
85.73

3/8
3.9

1.77

1 3/8 - CRFCF-PN22 PN-22

1 7/16 - CRFCF-PN23 PN-23

- 35 CRFCF-PN207 PN-207

1 1/2 - CRFCF-PN24 PN-24 7340
32650

5 1/4 
133.4

4 3/8 
111.1

1 27/64
36.1

 7/16
11.1

1 1/2 
38.1

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

 7/16
11.1

3.625
92.08

3/8
4.7

2.13- 40 CRFCF-PN208 PN-208

1 11/16 - CRFCF-PN27 PN-27

7901
35145

6 1/8 
155.6

5 1/8 
130.2

1 29/64
36.9

 7/16
11.1

1 1/2 
38.1

1 15/16
49.2

2 19/64
58.3

 3/4 
19.1

 7/16
11.1

4.250
107.95

7/16
6.0

2.72
1 3/4 - CRFCF-PN28 PN-28

- 45 CRFCF-PN209 PN-209

1 15/16 - CRFCF-PN31 PN-31

7889
35092

6 1/8 
155.6

5 1/8 
130.2

1 27/64
36.1

 7/16
11.1

1 9/16
39.7

2 1/32
51.6

2 15/32
62.7

 3/4 
19.1

 15/32
11.9

4.250
107.95

7/16
6.5

2.95
2 - CRFCF-PN32R PN-32R

- 50 CRFCF-PN210 PN-210

2 - CRFCF-PN32 PN-32

9752
43379

6 3/8 
161.9

5 3/8 
136.5

1 5/8 
41.3

 7/16
11.1

1 9/16
39.7

2 3/16
55.6

2 23/32
69.1

 7/8 
22.2

 5/8 
15.9

4.500
114.30

7/16
7.5

3.40
2 3/16 - CRFCF-PN35 PN-35

- 55 CRFCF-PN211 PN-211

2 3/8 - CRFCF-PN38 PN-38

11789
52440

7 1/8 
181.0

6 
152.4

1 13/16
46.0

 1/2 
12.7

1 11/16
42.9

2 9/16
65.1

2 63/64
75.8

1 
25.4

 7/8 
22.2

5.000
127.00

5/8
10.5
4.76

2 7/16 - CRFCF-PN39 PN-39

- 60 CRFCF-PN212 PN-212

*Housing is Fluoropolymer coated cast iron and housing design does not allow for snap on end cap.
For additional sizes and Skwezloc concentric locking collar availability contact customer service
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K-56

®

CREHBF-PN Series Hanger Bearing External Lube Setscrew Locking

TAPPED FOR STRAIGHT 
PIPE THREAD

A

E

M

L

K
J

N

FC
Duty: Standard

Housing: Fluoropolymer Coated Cast 
Iron

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore 
Diameter Part No.* Brg. No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Pipe Tap**    
N.P.S.M.

N
Thread 
Length

Unit Wt.  
lb/kgA C E F J K L M

inch

1 CREHBF-PN16 PNM-16
4381

19488
2 1/2 
63.5

-
4 1/16
103.2

1 9/16
39.7

1 1/2
38.1

7/8
22.2

1 19/32
40.5

3 1/8 
79.4

3/4-14
 13/16
20.6

2.2
1.00

1 1/4 CREHBF-PN20R PN-20R

1 1/4 CREHBF-PN20 PN-20
5782

25720
2 3/4 
69.9

-
4 9/16
115.9

1 9/16
39.7

1 11/16
42.9

1 
25.4

1 55/64
47.2

3 5/8 
92.1

3/4-14
 3/4 
19.1

3.1
1.41

1 3/8 CREHBF-PN22 PN-22

1 7/16 CREHBF-PN23 PNM-23
7340

32650
2 7/8 
73.0

 3/32
2.4

4 3/4 
120.7

1 9/16
39.7

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

3 3/4 
95.3

3/4-14
 3/4 
19.1

3.4
1.54

1 1/2 CREHBF-PN24 PN-24

1 15/16 CREHBF-PN31 PN-31
7889

35092
3 1/4 
82.6

 3/16
4.8

5 7/16
138.1

1 7/8 
47.6

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

4 3/8 
111.1

1-11 1/2
 13/16
20.6

4.5
2.04

2 CREHBF-PN32R PN-32R

2 3/16 CREHBF-PN35 PNM-35
11789
52440

4 
101.6

 11/32
8.7

6 13/16
173.0

2 5/16
58.7

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

5 5/8 
142.9

1 1/4-11 
1/2

1 1/8 
28.6

9
4.08

2 7/16 CREHBF-PN39 PN-39

*Housing is Fluoropolymer coated cast iron and housing design does not allow for snap on end cap.
**Use Straight Pipe Thread.
For additional sizes and Skwezloc concentric locking collar availability contact customer service
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Duty: Standard

Housing: Fluoropolymer Coated Cast 
Iron

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

CRSTF-PN Series Wide Slot Take Up Setscrew Locking

L

T

N
O

W

C

30°

R S
BA

D

H G F

J
K

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.* Brg. No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm Unit 
Wt.  

lb/kgA B C D F G H
Core J K L N O R S T W

Hubinch mm

 3/4 - CRSTF-PN12 PN-12 2611
11614

2 11/16
68.3

 5/8 
15.9

2 
50.8

3 11/16
93.7

2 
50.8

1 1/4 
31.8

 3/4 
19.1

1 7/32
31.0

23/32
18.3

1 3/16
30.2

3 
76.2

3 1/2 
88.9

1 5/16
33.3

1 3/8 
34.9

17/32
1 3/8 
34.9

2.1
0.95- 20 CRSTF-PN204 PN-204

1 - CRSTF-PN16 PN-16 2801
12459

2 13/16
71.4

 5/8 
15.9

2 
50.8

3 13/16
96.8

2 
50.8

1 1/4 
31.8

 3/4 
19.1

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

3 
76.2

3 1/2 
88.9

1 3/8 
34.9

1 7/16
36.5

17/32
1 1/2 
38.1

2.6
1.18- 25 CRSTF-PN205 PN-205

1 3/16 - CRSTF-PN19 PN-19

4381
19488

3 7/16
87.3

 5/8 
15.9

2 1/4 
57.2

4 7/16
112.7

2 3/16
55.6

1 7/16
36.5

 7/8 
22.2

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

3 1/2 
88.9

4 
101.6

1 11/16
42.9

1 3/4 
44.5

17/32
1 3/4 
44.5

3.4
1.54

1 1/4 - CRSTF-PN20R PN-20R

- 30 CRSTF-PN206 PN-206

1 1/4 - CRSTF-PN20 PN-20

5782
25720

3 15/16
100.0

 5/8 
15.9

2 1/2 
63.5

5 1/16
128.6

2 1/2 
63.5

1 7/16
36.5

 7/8 
22.2

1 11/16
42.9

1 
25.4

1 55/64
47.2

3 1/2 
88.9

4 
101.6

2 
50.8

1 15/16
49.2

17/32
1 3/4 
44.5

4.0
1.81

1 3/8 - CRSTF-PN22 PN-22

1 7/16 - CRSTF-PN23 PN-23

- 35 CRSTF-PN207 PN-207

1 1/2 - CRSTF-PN24 PN-24 7340
32650

4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

4 
101.6

4 1/2 
114.3

2 3/16
55.6

2 1/8 
54.0

 11/16
2 1/8 
54.0

6
2.7- 40 CRSTF-PN208 PN-208

1 11/16 - CRSTF-PN27 PN-27

7901
35145

4 5/16
109.5

 3/4 
19.1

3 1/4 
82.6

5 11/16
144.5

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

4 
101.6

4 5/8 
117.5

2 1/4 
57.2

2 1/16
52.4

11/16
2 3/16
55.6

6.0
2.72

1 3/4 - CRSTF-PN28 PN-28

- 45 CRSTF-PN209 PN-209

1 15/16 - CRSTF-PN31 PN-31 7889
35092

4 1/2 
114.3

 3/4 
19.1

3 3/8 
85.7

5 7/8 
149.2

3 1/4 
82.6

1 15/16
49.2

1 1/8 
28.6

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

4 
101.6

4 5/8 
117.5

2 5/16
58.7

2 3/16
55.6

11/16
2 3/16
55.6

6.0
2.72- 50 CRSTF-PN210 PN-210

2 - CRSTF-PN32 PN-32 9752
43379

5 
127.0

1 
25.4

3 3/4 
95.3

6 3/4 
171.5

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1

5 1/8 
130.2

5 3/4 
146.1

2 9/16
65.1

2 7/16
61.9

1 1/16
2 1/4 
57.2

9.8
4.4- 55 CRSTF-PN211 PN-211

2 7/16 - CRSTF-PN39 PN-39 11789
52440

5 5/8 
142.9

1 1/4 
31.8

4 
101.6

7 5/8 
193.7

4 
101.6

2 1/2 
63.5

1 3/8 
34.9

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

5 1/8 
130.2

5 3/4 
146.1

2 15/16
74.6

2 11/16
68.3

1 1/16
2 3/8 
60.3

12.3
5.58- 60 CRSTF-PN212 PN-212

*Housing is Fluoropolymer coated cast iron and housing design does not allow for snap on end cap.
For additional sizes and Skwezloc concentric locking collar availability contact customer service
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®

PN Series Insert  Setscrew Locking
Bore  

Diameter Part No.
Basic  

Dynamic  
Rating 

lb/N

Dimensions inch/mm
Setscrew 

Tap
Unit Wt.  

lb/kgA D E G H J L Max Rad. 
To Clearinch mm

 3/4 - PN-12 2611
11614

1.8504
47

 23/32
18.3

 5/8 
15.9

 3/16
4.8

 9/64
3.6

1 7/32
31.0

1 3/16
30.2

.040
1.02

 1/4-28  
.5

.23- 20 PN-204

1 - PN-16 2801
12459

2.0472
52

 13/16
20.6

 11/16
17.5

 7/32
5.6

 11/64
4.4

1 3/8 
34.9

1 3/8 
34.9

.040
1.02

 1/4-28  
.6

.27- 25 PN-205

1 3/16 - PN-19
4381

19488
2.4409

62
 7/8 
22.2

 7/8 
22.2

 7/32
5.6

 7/32
5.6

1 1/2 
38.1

1 19/32
40.5

.040
1.02

 1/4-28  
1.0
.45

1 1/4 - PN-20R

- 30 PN-206

1 1/4 - PN-20

5782
25720

2.8346
72

1 
25.4

 15/16
23.8

 1/4 
6.4

 1/4 
6.4

1 11/16
42.9

1 55/64
47.2

.040
1.02

 5/16-24  
1.5
.68

1 3/8 - PN-22

1 7/16 - PN-23

- 35 PN-207

1 1/2 - PN-24 7340
32650

3.1496
80

1 3/16
30.2

1 3/32
27.8

 5/16
7.9

 19/64
7.5

1 15/16
49.2

2 1/16
52.4

.062
1.57

 5/16-24  
1.9
.86- 40 PN-208

1 11/16 - PN-27
7889

35092
3.3465

85
1 3/16
30.2

1 3/32
27.8

 5/16
7.9

 19/64
7.5

1 15/16
49.2

2 19/64
58.3

.062
1.57

 5/16-24  
2.2

1.00
1 3/4 - PN-28

- 45 PN-209

1 15/16 - PN-31
7091

31542
3.5433

90
1 9/32
32.5

1 1/8 
28.6

 3/8 
9.5

 17/64
6.7

2 1/32
51.6

2 15/32
62.7

.062
1.57

 3/8-24   
2.4

1.09
2 - PN-32R

- 50 PN-210

2 - PN-32
9752

43379
3.937
100

1 5/16
33.3

1 3/16
30.2

 3/8 
9.5

 19/64
7.5

2 3/16
55.6

2 23/32
69.1

.080
2.03

 3/8-24  
2.8

1.27
2 3/16 - PN-35

- 55 PN-211

2 3/8 - PN-38
11789
52440

4.3307
110

1 9/16
39.7

1 1/4 
31.8

 7/16
11.1

 21/64
8.3

2 9/16
65.1

2 63/64
75.8

.080
2.03

 3/8-24  
3.7

1.68
2 7/16 - PN-39

- 60 PN-212

Duty: Standard

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220°F

J
D

E

H

L A
RADIUS

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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PN-T Series Insert  Skwezloc Locking Collar
Bore  

Diameter Part No.
Basic  

Dynamic  
Rating 

lb/N

Dimensions inch/mm
Torx Cap 

Screw
Unit Wt.  

lb/kg
Replacement 

Collar Part No.A D E F G H J L Max Rad. 
To Clearinch mm

 3/4 - PN-12T 2611
11614

1.8504
47

 23/32
18.3

 5/8 
15.9

1 3/16
30.2

 3/8 
9.5

 9/64
3.6

1 9/32
32.5

1 3/4 
44.5

.040
1.02

8-32 X 5/8
.60
.27

2-012B XYLAN 
LOCK COLLAR - 20 PN-204T

1 - PN-16T 2801
12459

2.0472
52

 13/16
20.6

 11/16
17.5

1 3/8 
34.9

 3/8 
9.5

 11/64
4.4

1 7/16
36.5

1 15/16
49.2

.040
1.02

8-32 X 5/8
.80
.36

2-015A XYLAN 
LOCK COLLAR- 25 PN-205T

1 3/16 - PN-19T
4381

19488
2.4409

62
 7/8 
22.2

 7/8 
22.2

1 19/32
40.5

 3/8 
9.5

 7/32
5.6

1 9/16
39.7

2 3/16
55.6

.040
1.02

8-32 X 5/8
1.2
.54

2-13B XYLAN 
LOCK COLLAR1 1/4 - PN-20RT

- 30 PN-206T

1 1/4 - PN-20T
5782

25720
2.8346

72
1 

25.4
 15/16
23.8

1 55/64
47.2

 7/16
11.1

 1/4 
6.4

1 3/4 
44.5

2 7/16
61.9

.040
1.02

10-24 X 3/4
1.8
.82

2-17A XYLAN 
LOCK COLLAR  

1 3/8 - PN-22T
5782

25720
2.8346

72
1 

25.4
 15/16
23.8

1 55/64
47.2

 7/16
11.1

 1/4 
6.4

1 3/4 
44.5

2 9/16
65.1

.040
1.02

10-24 X 3/4
1.8
.82

2-17B XYLAN 
LOCK COLLAR1 7/16 - PN-23T

- 35 PN-207T

1 1/2 - PN-24T 7340
32650

3.1496
80

1 3/16
30.2

1 3/32
27.8

2 1/16
52.4

 7/16
11.1

 19/64
7.5

2 
50.8

2 11/16
68.3

.062
1.57

10-24 X 3/4
2.2

1.00
2-19A XYLAN 

LOCK COLLAR  - 40 PN-208T

1 11/16 - PN-27T
7901

35145
3.3465

85
1 3/16
30.2

1 3/32
27.8

2 19/64
58.3

 7/16
11.1

 19/64
7.5

2 
50.8

2 15/16
74.6

.062
1.57

10-24 X 3/4
2.5

1.13
2-111B XYLAN 
LOCK COLLAR1 3/4 - PN-28T

- 45 PN-209T

1 15/16 - PN-31T
7889

35092
3.5433

90
1 9/32
32.5

1 1/8 
28.6

2 15/32
62.7

 9/16
14.3

 17/64
6.7

2 3/32
53.2

3 3/8 
85.7

.062
1.57

1/4-20 X 1
3.0

1.36
2-115B XYLAN 
LOCK COLLAR2 - PN-31RT

- 50 PN-210T

2 - PN-32T
9752

43379
3.937
100

1 5/16
33.3

1 3/16
30.2

2 23/32
69.1

 9/16
14.3

 19/64
7.5

2 1/4 
57.2

3 1/2 
88.9

.080
2.03

1/4-20 X 1
3.4

1.54
 2-23A XYLAN 
LOCK COLLAR

2 3/16 - PN-35T 9752
43379

3.937
100

1 5/16
33.3

1 3/16
30.2

2 23/32
69.1

 9/16
14.3

 19/64
7.5

2 1/4 
57.2

3 5/8 
92.1

.080
2.03

1/4-20 X 1
3.4

1.54
2-23B XYLAN 

LOCK COLLAR - 55 PN-211T

2 3/8 - PN-38T
11789
52440

4.3307
110

1 9/16
39.7

1 1/4 
31.8

2 63/64
75.8

 11/16
17.5

 21/64
8.3

2 5/8 
66.7

4 1/8 
104.8

.080
2.03

5/16 -18 X 1
4.9

2.22
2-27B XYLAN 

LOCK COLLAR2 7/16 - PN-39T

- 60 PN-212T

Duty: Standard

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: -20° to 220°F

Grease: Sealmaster GoldPlex-FG

H

J

D

E

L

G

M A
RADIUS

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bearing Selection
Page K-3

Nomenclature Aid
Page K-30

Features & Benefits
Page K-31

Technical Engineering
Page K-75



CR
ES

 B
ea

ri
ng

s

K-65

®

ERX-TREME  
Cylindrical OD PN Gold Bearings

ERX-TREME  
Cylindrical OD PN Gold Bearings

ERX-PN Series Cylindrical O.D. Setscrew Locking

H
D

M

J

G

RADIUS

LP

E

N A

K O

Duty: Standard

Lock: Setscrew

Seal: HPS

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-FG

Relube: Relube Through Lube Groove

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt. 

lb/kgA D E G H J K L M N O P T
Max. 
Rad

To Clearinch mm

 1/2 - ERX-PN8

2611
11614

1.8504
47

 13/16
20.6

 5/8 
15.9

 3/16
4.8

 3/64
1.2

1 7/32
31.0

 31/64
12.3

1 3/16
30.2

 11/64
4.4

1 5/8 
41.3

.094
2.39

2 1/16
52.4

 11/64
4.4

.040
1.02

.56

.25

 5/8 - ERX-PN10

 3/4 - ERX-PN12

- 20 ERX-PN204

1 - ERX-PN16 2801
12459

2.0472
52

 55/64
21.8

 3/4 
19.1

 7/32
5.6

 3/64
1.2

1 3/8 
34.9

 39/64
15.5

1 3/8 
34.9

 13/64
5.2

1 55/64
47.2

.135
3.43

2 17/64
57.5

 13/64
5.2

.040
1.02

.68

.31- 25 ERX-PN205

1 1/8 - ERX-PN18

4381
19488

2.4409
62

 7/8 
22.2

 7/8 
22.2

 7/32
5.6

 1/16
1.6

1 1/2 
38.1

 11/16
17.5

1 19/32
40.5

 7/32
5.6

2 5/32
54.8

.188
4.75

2 21/32
67.5

 7/32
5.6

.040
1.02

.93
0.42

1 3/16 - ERX-PN19

1 1/4 - ERX-PN20R

- 30 ERX-PN206

1 1/4 - ERX-PN20

5782
25720

2.8364
72

1 
25.4

 15/16
23.8

 1/4 
6.4

 1/16
1.6

1 11/16
42.9

 3/4 
19.1

1 55/64
47.2

 7/32
5.6

2 17/32
64.3

.219
5.56

3 5/64
78.2

 7/32
5.6

.040
1.02

1.37
.62

1 3/8 - ERX-PN22

1 7/16 - ERX-PN23

- 35 ERX-PN207

1 1/2 - ERX-PN24 7340
32650

3.1496
80

1 3/16
30.2

1 3/32
27.8

 5/16
7.9

 1/16
1.6

1 15/16
49.2

 29/32
23.0

2 1/16
52.4

 1/4 
6.4

2 53/64
71.8

.188
4.76

3 13/32
86.5

 1/4 
6.4

.062
1.57

2
.91- 40 ERX-PN208

1 11/16 - ERX-PN27
7901

35145
3.3465

85
1 3/16
30.2

1 3/32
27.8

 5/16
7.9

 1/16
1.6

1 15/16
49.2

 29/32
23.0

2 19/64
58.3

 1/4 
6.4

3 1/16
77.8

.188
4.76

3 19/32
91.3

 1/4 
6.4

.062
1.57

2.31
1.05

1 3/4 - ERX-PN28

- 45 ERX-PN209

1 15/16 - ERX-PN31
7889

35092
3.5433

90
1 9/32
32.5

1 1/8 
28.6

 3/8 
9.5

 3/32
2.4

2 1/32
51.6

 29/32
23.0

2 15/32
62.7

 19/64
7.5

3 7/32
81.8

.188
4.76

3 25/32
96.0

 19/64
7.5

.062
1.57

2.43
1.10

2 - ERX-PN32R

- 50 ERX-PN210

2 - ERX-PN32 9752
43379

3.9370
100

1 5/16
33.3

1 3/16
30.2

 3/8 
9.5

 3/32
2.4

2 3/16
55.6

 31/32
24.6

2 23/32
69.1

 19/64
7.5

3 9/16
90.5

.281
7.14

4 3/16
106.4

 19/64
7.5

.080
2.03

3
1.362 3/16 - ERX-PN35

2 7/16 - ERX-PN39
7889

35092
4.3307

110
1 9/16
39.7

1 1/4 
31.8

 7/16
11.1

 3/32
2.4

2 9/16
65.1

1 1/32
26.2

2 63/64
75.8

 19/64
7.5

3 29/32
99.2

.375
9.53

4 37/64
116.3

 19/64
7.5

.080
2.03

4
1.81

2 1/2 - ERX-PN40
13971
62146

4.9213
125

1 11/16
42.9

1 3/8 
34.9

 7/16
11.1

 7/64
2.8

2 3/4 
69.9

1 7/64
28.2

3 7/16
87.3

 5/16
7.9

4 7/16
112.7

.375
9.53

5 9/32
134.1

 5/16
7.9

.080
2.03

5.56
2.52
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ERX-TREME  
Cylindrical OD PN Gold Bearings ®

ERX-TREME  
Cylindrical OD PN Gold Bearings

ERX-PN-T Series Cylindrical O.D. Skwezloc Locking Collar

LP

RADIUS

N A

E
K O

H

D

M

J
Duty: Standard

Lock: Skwezloc Locking Collar

Seal: HPS

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-FG

Relube: Relube Through Lube Groove

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions in Inches
Unit Wt. 

lb/kgA D E H J K L M N O P T Max. Rad
To Clearinch mm

 3/4 - ERX-PN12T 2611
11614

1.8504
47

 7/8 
22.2

 5/8 
15.9

 3/64
1.2

1 9/32
32.5

 31/64
12.3

1 3/4 
44.5

 11/64
4.4

1 5/8 
41.3

.094
2.39

2 1/16
52.4

1/8
3.2

.040
1.02

.56

.25- 20 ERX-PN204T

1 - ERX-PN16T 2801
12459

2.0472
52

 59/64
23.4

 3/4 
19.1

 3/64
1.2

1 7/16
36.5

 39/64
15.5

1 15/16
49.2

 13/64
5.2

1 7/32
46.8

.135
3.43

2 17/64
57.5

 13/64
5.2

.040
1.02

.68

.31- 25 ERX-PN205T

1 1/8 - ERX-PN18T

4381
19488

 
2.4409

62

 15/16
23.8

 7/8 
22.2

 1/16
1.6

1 9/16
39.7

 11/16
17.5

2 3/16
55.6

 7/32
5.6

2 5/32
54.8

.188
4.76

2 21/32
67.5

 7/32
5.6

.040
1.02

.93

.42

1 3/16 - ERX-PN19T

1 1/4 - ERX-PN20RT

- 30 ERX-PN206T

1 1/4 - ERX-PN20T
5782

25720
2.8346

72
1 1/16
27.0

 15/16
23.8

 1/16
1.6

1 3/4 
44.5

 3/4 
19.1

2 7/16
61.9

 7/32
5.6

2 17/32
64.3

.219
5.56

3 5/64
78.2

 7/32
5.6

.040
1.02

1.37
.62

1 3/8 - ERX-PN22T

- 35 ERX-PN207T

1 7/16 - ERX-PN23T
5782

25720
2.8346

72
1 1/16
27.0

 15/16
23.8

 1/16
1.6

1 3/4 
44.5

 3/4 
19.1

2 7/16
61.9

 7/32
5.6

2 17/32
64.3

.219
5.56

3 5/64
78.2

 7/32
5.6

.040
1.02

1.37
.62

1 1/2 - ERX-PN24T 7340
32650

3.1496
80

1 1/4 
31.8

1 3/32
27.8

 1/16
1.6

2 
50.8

 29/32
23.0

2 11/16
68.3

 1/4 
6.4

2 53/64
71.8

.188
4.76

3 13/32
86.5

 1/4 
6.4

.062
1.57

2.00
.91- 40 ERX-PN208T

1 11/16 - ERX-PN27T
7901

35145
3.3465

85
1 1/4 
31.8

1 3/32
27.8

 1/16
1.6

2 
50.8

 29/32
23.0

2 15/16
74.6

 1/4 
6.4

3 1/32
77.0

.188
4.76

3 19/32
91.3

 1/4 
6.4

.062
1.57

2.31
1.05

1 3/4 - ERX-PN28T

- 45 ERX-PN209T

1 15/16 - ERX-PN31T 7889
35092

3.5433
90

1 11/32
34.1

1 1/8 
28.6

 3/32
2.4

2 3/32
53.2

 29/32
23.0

3 3/8 
85.7

 19/64
7.5

3 7/32
81.8

.188
4.76

3 25/32
96.0

 19/64
7.5

.062
1.57

2.43
1.10- 50 ERX-PN210T

2 - ERX-PN32T
9752

43379
3.9370

100
1 3/8 
34.9

1 3/16
30.2

 3/32
2.4

2 1/4 
57.2

 31/32
24.6

3 1/2 
88.9

 19/64
7.5

3 9/16
90.5

.281
4.78

4 3/16
106.4

 19/64
7.5

.080
2.03

3.00
1.36

2 3/16 - ERX-PN35T
9752

43379
3.9370

100
1 3/8 
34.9

1 3/16
30.2

 3/32
2.4

2 1/4 
57.2

 31/32
24.6

3 5/8 
92.1

2 23/32
69.1

3 9/16
90.5

.281
7.14

4 3/16
106.4

 19/64
7.5

.080
2.03

3.00
1.36

2 7/16 - ERX-PN39T
13971
62146

4.3307
110

1 5/8 
41.3

1 1/4 
31.8

 3/32
2.4

2 5/8 
66.7

1 1/32
26.2

4 1/8 
104.8

 19/64
7.5

3 29/32
99.2

.375
9.35

4 37/64
116.3

 19/64
7.5

.080
2.03

4.00
1.81
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K-71

NP-C CR Series Pillow Block Setscrew Locking

L

D

K
P

J

C
B

G

Duty: Standard

Rolling Elements: 52100 Steel Balls

Housing: 316 Passivated Stainless Steel 
Pillow Block

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Single Lip Rubber Contact 
Seal

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-HP

Bore  
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt. 

lb/kg Open Cap Closed 
Cap A B 

C
D G H J K L P Bolt 

Size inch mm Min. Max.

 3/4 - NP-12C CR 2-012C 2611
11614

1 5/16
33.3

5
127.0

3 3/8 
85.7

4 1/8 
104.8

1 1/2 
38.1

 1/2 
12.7

2 9/16
65.1

1 7/32
31.0

 47/64
18.7

1 3/16
30.2

1 41/64
41.7

 3/8 
1.80
.82

ECO-12 ECC-12
- 20 NP-204C CR 5204C

1 - NP-16C CR 2-1C 2801
12459

1 7/16
36.5

5 1/2 
139.7

3 3/4 
95.3

4 1/2 
114.3

1 1/2 
38.1

 1/2 
12.7

2 13/16
71.4

1 3/8 
34.9

 13/16
20.6

1 3/8 
34.9

1 47/64
44.1

 3/8 
2.10
.95

ECO-16 ECC-16
- 25 NP-205C CR 5205C

1 3/16 - NP-19C CR 2-13C

4381
19488

1 11/16
42.9

6 1/2 
165.1

4 7/16
112.7

5 1/16
128.6

1 7/8 
47.6

 9/16
14.3

3 3/8 
85.7

1 1/2 
38.1

 7/8 
22.2

1 19/32
40.5

1 51/64
45.6

 1/2 
3.65
1.66

ECO-19

ECC-191 1/4 - NP-20RC CR 1-14C ECO-20R

- 30 NP-206C CR 5206C ECO-19

1 1/4 - NP-20C CR 2-14C

5782
25720

1 7/8 
47.6

6 9/16
166.7

4 11/16
119.1

5 5/16
134.9

1 7/8 
47.6

 5/8 
15.9

3 3/4 
95.3

1 11/16
42.9

1
25.4

1 55/64
47.2

1 59/64
48.8

 1/2 
4.45
2.02

ECO-20

ECC-231 7/16 - NP-23C CR 2-17C ECO-23

- 35 NP-207C CR 5207C ECO-23

1 1/2 - NP-24C CR 2-18C 7240
32205

1 15/16
49.2

7 1/4 
184.2

4 7/8 
123.8

5 7/8 
149.2

2 1/8 
54.0

 11/16
17.5

3 15/16
100.0

1 15/16
49.2

1 3/16
30.2

2 1/16
52.4

2 7/64
53.6

 1/2 
5.75
2.61

ECO-24 ECC-24
- 40 NP-208C CR 5208C

1 11/16 - NP-27C CR 2-111 7901
35145

2 1/8 
54.0

7 1/2 
190.5

5 7/16
138.1

6 1/16
154.0

2 1/8 
54.0

 11/16
17.5

4 1/4 
108.0

1 15/16
49.2

1 3/16
30.2

2 19/64
58.3

2 1/8 
54.0

 1/2 
6.65
3.02

ECO-27 ECC-27
- 45 NP-209C CR 5209C

1 15/16 - NP-31C CR 2-115C 7889
35092

2 1/4 
57.2

8 1/8 
206.4

6 
152.4

6 1/2 
165.1

2 3/8 
60.3

 3/4 
19.1

4 9/16
115.9

2 1/32
51.6

1 9/32
32.5

2 15/32
62.7

2 13/64
56.0

 5/8 
8.10
3.67

ECO-31 ECC-31
- 50 NP-210C CR 5210C

2 - NP-32C CR 1-2C

9752
43379

2 1/2 
63.5

8 5/8 
219.1

6 1/2 
165.1

7
177.8

2 3/8 
60.3

 3/4 
19.1

5
127.0

2 3/16
55.6

1 5/16
33.3

2 23/32
69.1

2 21/64
59.1

 5/8 
9.70
4.40

ECO-32

ECC-352 3/16 - NP-35C CR 2-23C
ECO-35

- 55 NP-211C CR 5211C

2 7/16 - NP-39C CR 2-27C 11789
52440

2 3/4 
69.9

9 1/2 
241.3

6 7/8 
174.6

7 5/8 
193.7

2 3/4 
69.9

 7/8 
22.2

5 9/16
141.3

2 9/16
65.1

1 9/16
39.7

2 63/64
75.8

2 37/64
65.5

 5/8 
13.70
6.21

ECO-39 ECC-39
- 60 NP-212C CR 5212C

Skwezloc concentric locking available upon request

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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CR Gold Mounted Ball Bearings CR Gold Mounted Ball Bearings

K-72

®

Duty: Standard

Rolling Elements: 52100 Steel Balls

Housing: 316 Passivated Stainless Steel 
Four Bolt Flange

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Single Lip Rubber Contact 
Seal

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-HP

SF-C CR Series 4 Bolt Flange Setscrew Locking

B
A

L
M

T

N
J H

G
D

PP

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore  
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm Unit 
Wt.  

lb/kg
 Open 
Cap  

 Closed 
Cap  

 Backside 
Shield  A B D G H J L M N P T Bolt 

Sizeinch mm

 3/4 - SF-12C CR 2-012C 2611
11614

3 3/8 
85.7

2 1/2 
63.5

 31/32
24.6

 7/16
11.1

1 9/32
32.5

1 7/32
31.0

1 3/16
30.2

2 1/2
63.5

 1/2 
12.7

2 19/64
58.3

2 
50.8

 3/8 
1.50
.68

ECO-12 ECC-12 4BSS-12
- 20 SF-204C CR 5204C

1 - SF-16C CR 2-1C 2801
12459

3 3/4 
95.3

2 3/4 
69.9

1 5/64
27.4

 17/32
13.5

1 7/16
36.5

1 3/8 
34.9

1 3/8 
34.9

2 23/32
69.1

 9/16
14.3

2 7/16
61.9

2 3/8 
60.3

 7/16
2.00
.91

ECO-16 ECC-16 4BSS-16
- 25 SF-205C CR 5205C

1 3/16 - SF-19C CR 2-13C

4381
19488

4 1/4 
108.0

3 1/4 
82.6

1 7/32
31.0

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

3 7/32
81.8

 5/8 
15.9

2 37/64
65.5

2 7/8 
73.0

 7/16
2.75
1.25

ECO-19

ECC-19

4BSS-19

1 1/4 - SF-20RC CR 1-14C ECO-20R 4BSS-20R

- 30 SF-206C CR 5206C ECO-19 4BSS-19

1 1/4 - SF-20C CR 2-14C

5782
25720

4 5/8 
117.5

3 5/8 
92.1

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

3 3/4
95.3

 11/16
17.5

2 3/4
69.9

3 5/16
84.1

 1/2 
3.90
1.77

ECO-20

ECC-23

4BSS-20

1 7/16 - SF-23C CR 2-17C
ECO-23

4BSS-23

- 35 SF-207C CR 5207C N/A

1 1/2 - SF-24C CR 2-18C 7340
32650

5 1/8 
130.2

4 
101.6

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

4 5/64
103.6

 3/4 
19.1

3 1/64
76.6

3 1/2 
88.9

 1/2 
5.15
2.34

ECO-24 ECC-24
4BSS-24

- 40 SF-208C CR 5208C N/A

1 11/16 - SF-27C CR 2-111 7901
35145

5 3/8 
136.5

4 1/8 
104.8

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

2 19/64
58.3

4 21/64
109.9

 3/4 
19.1

3 3/64
77.4

3 7/8 
98.4

 9/16
5.70
2.59

ECO-27 ECC-27
4BSS-27

- 45 SF-209C CR 5209C N/A

1 15/16 - SF-31C CR 2-115C 7889
35092

5 5/8 
142.9

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

3 5/64
115.5

 3/4 
19.1

3 3/64
77.4

4 
101.6

 9/16
6.40
2.90

ECO-31 ECC-31
4BSS-31

- 50 SF-210C CR 5210C N/A

2 - SF-32C CR 1-2C

9752
43379

6 3/8 
161.9

5 1/8 
130.2

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

2 23/32
69.1

5 3/16
131.8

 7/8 
22.2

3 13/32
86.4

4 1/4 
108.0

 5/8 
10.45
4.74

ECO-35 ECC-35

4BSS-32

2 3/16 - SF-35C CR 2-23C
4BSS-35

- 55 SF-211C CR 5211C

2 7/16 - SF-39C CR 2-27C 11789
52440

6 7/8 
174.6

5 5/8 
142.9

1 15/16
49.2

 13/16
20.6

2 11/16
68.3

2 9/16
65.1

2 63/64
75.8

5 7/16
138.1

1 
25.4

3 51/64
96.4

5 
127.0

 5/8 
11.80
5.35

ECO-39 ECC-39
4BSS-39

- 60 SF-212C CR 5212C 4BSS-38

Skwezloc concentric locking available upon request
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Bore  
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm Unit 
Wt.  

lb/kg
 Open 
Cap  

 Closed 
Cap  

 Backside 
Shield  A B C D G H J L N P T Bolt 

Sizeinch mm

 3/4 - SFT-12C CR 2-012C 2611
11614

4 13/32
111.9

3 17/32
89.7

2 3/8 
60.3

31/32
24.6

 7/16
11.1

1 9/32
32.5

1 7/32
31.0

1 3/16
30.2

 1/2 
12.7

2 19/64
58.3

2 
50.8

 3/8 
1.10
.50

ECO-12 ECC-12 2BSS-12
- 20 SFT-204C CR 5204C

1 - SFT-16C CR 2-1C 2801
12459

4 7/8 
123.8

3 57/64
98.8

2 3/4 
69.9

1 5/64
27.4

 17/32
13.5

1 7/16
36.5

1 3/8 
34.9

1 3/8 
34.9

 9/16
14.3

2 7/16
61.9

2 3/8 
60.3

 7/16
1.50
.68

ECO-16 ECC-16 2BSS-16
- 25 SFT-205C CR 5205C

1 3/16 - SFT-19C CR 2-13C

4381
19488

5 9/16
141.3

4 19/32
116.7

3 1/4 
82.6

17/32
31.0

 17/32
13.5

1 9/16
39.7

1 1/2 
38.1

1 19/32
40.5

 5/8 
15.9

2 9/16
65.1

2 7/8 
73.0

 7/16
2.20
1.00

ECO-19

ECC-19

2BSS-19

1 1/4 - SFT-20RC CR 1-14C
ECO-20R

2BSS-20R

- 30 SFT-206C CR 5206C 2BSS-19

1 1/4 - SFT-20C CR 2-14C

5782
25720

6 1/8 
155.6

5 1/8 
130.2

3 3/4 
95.3

1 11/32
34.1

 9/16
14.3

1 3/4 
44.5

1 11/16
42.9

1 55/64
47.2

 11/16
17.5

2 3/4
69.9

3 5/16
84.1

 1/2 
3.25
1.47

ECO-20

ECC-23

2BSS-20

1 7/16 - SFT-23C CR 2-17C
ECO-23

2BSS-23

- 35 SFT-207C CR 5207C 2BSS-22

1 1/2 - SFT-24C CR 2-18C 7340
32650

6 3/4 
171.5

5 21/32
143.7

4 1/8 
104.8

1 1/2 
38.1

 9/16
14.3

2 1/64
51.2

1 15/16
49.2

2 1/16
52.4

 3/4 
19.1

3 1/64
76.6

3 1/2 
88.9

 1/2 
4.35
1.97

ECO-24 ECC-24
2BSS-24

- 40 SFT-208C CR 5208C 2BSS-208

1 11/16 - SFT-27C CR 2-111 7901
35145

7 1/16
179.4

5 27/32
148.4

4 3/8 
111.1

1 9/16
39.7

 9/16
14.3

2 3/64
52.0

1 15/16
49.2

2 19/64
58.3

 3/4 
19.1

3 3/64
77.4

3 7/8 
98.4

 9/16
5.00
2.27

ECO-27 ECC-27
2BSS-27

- 45 SFT-209C CR 5209C N/A

1 15/16 - SFT-31C CR 2-115C 7889
35092

7 7/16
188.9

6 3/16
157.2

4 9/16
115.9

1 9/16
39.7

 9/16
14.3

2 5/32
54.8

2 1/32
51.6

2 15/32
62.7

 3/4 
19.1

3 1/16
77.8

4 
101.6

 9/16
5.15
2.34

ECO-31 ECC-31
2BSS-31

- 50 SFT-210C CR 5210C N/A

2 - SFT-32C CR 1-2C

9752
43379

8 1/2 
215.9

7 1/4 
184.2

5 1/4 
133.4

1 3/4 
44.5

 13/16
20.6

2 5/16
58.7

2 3/16
55.6

2 23/32
69.1

 7/8 
22.2

3 13/32
86.4

4 1/4 
108.0

 5/8 
8.40
3.81

ECO-35 ECC-35

2BSS-32

2 3/16 - SFT-32C CR 2-23C
2BSS-35

- 55 SFT-32C CR 5211C

Skwezloc concentric locking available upon request

Duty: Standard

Rolling Elements: 52100 Steel Balls

Housing: 316 Passivated Stainless Steel 
Two Bolt Flange

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Single Lip Rubber Contact 
Seal

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-HP

SFT-C CR Series 2 Bolt Flange Setscrew Locking

G
D

L

N
J

P
H

TC

B
A

45°

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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®

G

LE

N
J

H
P

R45°
M

D

F
A

C
B

FB-C CR Series Flange Bracket Setscrew Locking

Duty: Standard

Rolling Elements: 52100 Steel Balls

Housing: 316 Passivated Stainless Steel 
Flange Block

Self-Alignment: +/- 2 Degrees

Lock: Setscrew

Seal: Single Lip Rubber Contact 
Seal

Temperature: -20° to 220° F

Grease: Sealmaster GoldPlex-HP

Metric dimensions for reference only. 

Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.

For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.

Bore 
Diameter Part No.

Bearing 
Insert 
No.

Basic 
Dynamic 
Rating 

lb/N

Dimensions inch/mm
Unit Wt.  

lb/kg  Open Cap  Closed 
CapA B C D E F G H J L M N P R Bolt 

Sizeinch mm

 3/4 - FB-12C CR 2-012C 2611
11614

3 
76.2

2 3/8 
60.3

1 1/2 
38.1

1 11/16
42.9

4 1/4
108

 7/8 
22.2

5/16
7.9

1 11/32
34.1

1 7/32
31.0

1 3/16
30.2

2 1/2 
63.5

1/2 
12.7

2 1/4
57.2

1 
25.4

 3/8 
1.30
.59

ECO-12 ECC-12
- 20 FB-204C CR 5204C

1 - FB-16C CR 2-1C 2801
12459

3 3/8 
85.7

2 1/2 
63.5

1 5/8 
41.3

1 13/16
46.0

4 3/4 
120.7

1 1/8 
28.6

3/8 
9.5

1 1/2 
38.1

1 3/8 
34.9

1 3/8 
34.9

2 3/4 
69.9

9/16
14.3

25/32
54.8

1 3/32
27.8

 3/8 
1.80
.82

ECO-16 ECC-16
- 25 FB-205C CR 5205C

1 3/16 - FB-19C CR 2-13C

4381
19488

3 3/4 
95.3

2 3/4 
69.9

1 7/8 
47.6

2 1/16
52.4

5 3/8
136.5

1 1/4 
31.8

3/8 
9.5

1 5/8 
41.3

1 1/2 
38.1

1 19/32
40.5

3 1/4
82.6

5/8 
15.9

2 17/32
64.3

1 15/64
31.4

 3/8 
2.45
1.11

ECO-19

ECC-191 1/4 - FB-20RC CR 1-14C ECO-20R

- 30 FB-206C CR 5206C ECO-19

1 1/4 - FB-20C CR 2-14C

5782
25720

4 1/4 
108.0

3 1/4 
82.6

2 
50.8

2 3/8 
60.3

6 1/8 
155.6

1 1/4 
31.8

1/2 
12.7

1 7/8 
47.6

1 11/16
42.9

1 55/64
47.2

3 3/4 
95.3

11/16
17.5

2 25/32
70.6

1 15/32
37.3

 1/2 
3.80
1.72

ECO-20

ECC-231 7/16 - FB-23C CR 2-17C
ECO-23

- 35 FB-207C CR 5207C

Skwezloc concentric locking available upon request

Bearing Selection
Page K-3

Nomenclature Aid
Page K-68

Features & Benefits
Page K-69

Technical Engineering
Page K-75



Corrosion Resistant Engineering Section Corrosion Resistant Engineering Section

CR
ES

 B
ea

ri
ng

s

® Corrosion Resistant Engineering Section Corrosion Resistant Engineering Section

K-77

Load Ratings for Sealmaster PN Gold & CR Gold
This chart displays load capacity in pounds for a given L10 life, speed and shaft size. The shaded areas indicate the max-
imum speed ratings for CR Gold only. The values in the table represent loads at ideal conditions with press fit mounting 
to the shaft. ABMA recommends applying life adjustments factors for slip fit mounted ball bearings and when using 
alternative race materials. To obtain de-rated load, divide load in the table by 1.29. The values in the table represent 
equivalent radial loads only. For combined radial and thrust load, the equivalent radial load must be calculated before 
applying the load in the table. Refer to Mounted Ball Engineering Section G for more information on calculating L10.

Notes: 
• Not all shaft sizes are available for each product line; refer to the product pages to determine availability. 
• Typical operating temperature range of CR Gold and PN Gold bearings are -20° F to 220° F (0° F to 150° F for composite housings). 
• For loads, speeds and temperature not listed, contact Application Engineering at 800-626-2093.

Bore 
Size

Basic 
Dynamic 
Rating 

lb/N
L10 Hrs

RPM

50 150 250 500 750 1000 1250 1500 1750 2000 3000 4000 5000 6000

2611
11614

5000 653 653 619 491 429 390 362 341 324 310 270 246 228 215
1/2 10000 653 583 491 390 341 310 287 270 257 246 215 195 181 170
5/8 30000 583 404 341 270 236 215 199 188 178 170 149 135 126 118
3/4 50000 491 341 287 228 199 181 168 158 150 144 126 114 106 100

100000 390 270 228 181 158 144 133 126 119 114 100 91 84 79

1 2801
12459

5000 700 700 664 527 461 418 388 366 347 332 290 264 245 230
10000 700 625 527 418 366 332 308 290 276 264 230 209 194 183
30000 625 433 366 290 253 230 214 201 191 183 160 145 135 127
50000 527 366 308 245 214 194 180 170 161 154 135 122 114 107
100000 418 290 245 194 170 154 143 135 128 122 107 97 90 85

4381
19487

5000 1095 1095 1039 825 720 654 608 572 543 519 454 412 383

1 3/16
1 1/4R

10000 1095 978 825 654 572 519 482 454 431 412 360 327 304
30000 978 678 572 454 396 360 334 315 299 286 250 227 211
50000 825 572 482 383 334 304 282 265 252 241 211 191 178
100000 654 454 383 304 265 241 224 211 200 191 167 152 141

5782
25718

5000 1446 1446 1371 1088 951 864 802 755 717 686 599 544
1 1/4 10000 1446 1290 1088 864 755 686 636 599 569 544 475 432
1 3/8 30000 1290 895 755 599 523 475 441 415 394 377 330 299
1 7/16 50000 1088 755 636 505 441 401 372 350 333 318 278 253

100000 864 599 505 401 350 318 295 278 264 253 221 200

7340
32648

5000 1835 1835 1741 1381 1207 1096 1018 958 910 870 760 691
10000 1835 1638 1381 1096 958 870 808 760 722 691 603 548

1 1/2 30000 1638 1136 958 760 664 603 560 527 501 479 418 380
50000 1381 958 808 641 560 509 472 445 422 404 353 321
100000 1096 760 641 509 445 404 375 353 335 321 280 254

7901
35144

5000 1975 1975 1874 1487 1299 1180 1096 1031 979 937 818
1 5/8 10000 1975 1763 1487 1180 1031 937 870 818 777 744 650

1 11/16 30000 1763 1222 1031 818 715 650 603 567 539 516 450
1 3/4 50000 1487 1031 870 690 603 548 509 479 455 435 380

100000 1180 818 690 548 479 435 404 380 361 345 301

7889
35090

5000 1972 1972 1871 1485 1297 1178 1094 1029 978 935 817

1 15/16
2R

10000 1972 1760 1485 1178 1029 935 868 817 776 742 649
30000 1760 1221 1029 817 714 649 602 567 538 515 450
50000 1485 1029 868 689 602 547 508 478 454 434 379
10000 1178 817 689 547 478 434 403 379 360 345 301

9752
43377

5000 2438 2438 2312 1835 1603 1457 1352 1273 1209 1156 1010

2
2 3/16

10000 2438 2176 1835 1457 1273 1156 1073 1010 959 918 802
30000 2176 1509 1273 1010 882 802 744 700 665 636 556
50000 1835 1273 1073 852 744 676 628 591 561 537 469
100000 1457 1010 852 676 591 537 498 469 445 426 372

11789
52437

5000 2947 2947 2795 2219 1938 1761 1635 1538 1461 1398

2 1/4
2 7/16

10000 2947 2631 2219 1761 1538 1398 1298 1221 1160 1109
30000 2631 1824 1538 1221 1067 969 900 847 804 769
50000 2219 1538 1298 1030 900 817 759 714 678 649
100000 1761 1221 1030 817 714 649 602 567 538 515
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Notes:
• Typical operating temperature ranges for standard bearings are -20° F to 220° F.
• For loads, speeds outside the rating chart, contact Application Engineering at 800-626-2093.

Bore 
Size

Basic 
Dynamic 
Rating 

lb/N

L10 
Hrs.

RPM

50 150 250 500 750 1000 1250 1500 1750 2000 2500 3000 3500 4000

2975
13233

5000 2975 2975 2975 2552 2260 2073 1939 1836 1753 1684 1575 1491 1424 1368

1 3/16
1 1/4 

10000 2975 2975 2552 2073 1836 1684 1575 1491 1424 1368 1279 1211 1156 1111
30000 2975 2140 1836 1491 1320 1211 1133 1072 1024 984 920 871 832 799
50000 2552 1836 1575 1279 1133 1039 972 920 878 844 789 747 714 685
100000 2073 1491 1279 1039 920 844 789 747 714 685 641 607 580 557

4760
21174

5000 4760 4760 4760 4084 3616 3317 3102 2937 2804 2694 2520 2386 2278

1 3/8
1 7/16

10000 4760 4760 4084 3317 2937 2694 2520 2386 2278 2188 2047 1938 1850
30000 4760 3424 2937 2386 2112 1938 1812 1716 1638 1574 1472 1394 1331
50000 4084 2937 2520 2047 1812 1662 1555 1472 1406 1350 1263 1196 1142

100000 3317 2386 2047 1662 1472 1350 1263 1196 1142 1097 1026 971 927

6140
27312

5000 6140 6140 6140 5268 4664 4279 4002 3789 3617 3475 3250 3077
1 1/2 10000 6140 6140 5268 4279 3789 3475 3250 3077 2938 2823 2640 2500
1 5/8 30000 6140 4416 3789 3077 2725 2500 2338 2213 2113 2030 1899 1798

1 11/16 50000 5268 3789 3250 2640 2338 2144 2006 1899 1813 1742 1629 1542
100000 4279 3077 2640 2144 1899 1742 1629 1542 1473 1415 1323 1253

8070
35897

5000 8070 8070 8070 6923 6130 5624 5259 4979 4754 4568 4272
1 3/4 10000 8070 8070 6923 5624 4979 4568 4272 4045 3862 3710 3470

1 15/16 30000 8070 5804 4979 4045 3581 3285 3072 2909 2777 3668 2496
2 50000 6923 4979 4272 3470 3072 2818 2636 2496 2383 2289 2141

100000 5624 4045 3470 2818 2496 2289 2141 2027 1935 1859 1739

2 3/16 8570
38121

5000 8570 8570 8570 7352 6510 5972 5585 5288 5049 4851 4537
10000 8570 8570 7352 5972 5288 4851 4537 4295 4101 3940 3685
30000 8570 6164 5288 4295 3803 3489 3263 3089 2950 2834 2650
50000 7352 5288 4537 3685 3263 2993 2799 2650 2530 2431 2274

100000 5972 4295 3685 2993 2650 2431 2274 2153 2055 1975 1847

9030
40167

5000 9030 9030 9030 7747 6860 6293 5885 5572 5320 5111
2 1/4 10000 9030 9030 7747 6293 5572 5111 4780 4526 4321 4152
2 7/16 30000 9030 6495 5572 4526 4007 3676 3438 3255 3108 2986
2 1/2 50000 7747 5572 4780 3883 3438 3154 2950 2793 2666 2562

100000 6293 4526 3883 3154 2793 2562 2396 2268 2166 2081

2 11/16
2 3/4

2 15/16
3

9630
42836

5000 9630 9630 9630 8262 7316 6711 6276 5942 5674
10000 9630 9630 8262 6711 5942 5451 5098 4826 4608
30000 9630 6926 5942 4826 4274 3920 3666 3471 3314
50000 8262 5942 5098 4141 3666 3363 3145 2978 2843

100000 6711 4826 4141 3363 2978 2732 2555 2419 2310

15320
68147

5000 15320 15320 15320 13143 11638 10676 9984 9453
3 3/16 10000 15320 15320 13143 10676 9453 8671 8110 7678
3 7/16 30000 15320 11018 9453 7678 6799 6237 5833 5522
3 1/2 50000 13143 9453 8110 6587 5833 5351 5004 4738

100000 10676 7678 6587 5351 4738 4346 4065 3848

20980
93324

5000 20980 20980 20980 17999 15938 14620 13673

3 15/16
4

10000 20980 20980 17999 14620 12945 11875 11106
30000 20980 15089 12945 10515 9311 8541 7988
50000 17999 12945 11106 9021 7988 7327 6853
100000 14620 10515 9021 7327 6488 5952 5566

25750
114542

5000 25750 25750 25750 22091 19561 17944 16782

4 7/16
4 1/2

10000 25750 25750 22091 17944 15889 14575 13631
30000 25750 18520 15889 12906 11427 10483 9804
50000 22091 15889 13631 11072 9804 8993 8411

100000 17944 12906 11072 8993 7963 7305 6832

35520
158001

5000 35520 35520 35520 30473 26983 24752

4 15/16
5

10000 35520 35520 34073 24752 21917 20105
30000 35520 25547 21917 17802 15763 14460
50000 30473 21917 18803 15273 13524 12405

100000 24752 17802 15273 12405 10985 10076

Load Ratings for Sealmaster RPB-CR
This chart displays load capacity in pounds for a given L10 life, speed and shaft size. The values in the table represent 
equivalent radial loads only. For combined radial and thrust load, the equivalent radial load must be calculated before 
applying the load in the table. Refer to Mounted Roller Engineering Section I for more information on calculating L10, 
and page I-56 for Single Row Basic Dynamic Rating.
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Lubrication:

All Sealmaster PN Gold and CR Gold Ball Bearings are 
delivered with a high quality food grade grease with an 
EP additive.  The bearing is ready for use with no initial 
lubrication required.  The grease consists of a calcium 
sulfonate thickener, mineral oil, and NLGI grade 2 
consistency.

Compatibility of grease is critical; therefore consult with 
Application Engineering and your grease supplier to 
insure greases are compatible.  For best performance it 
is recommended to relubricate with calcium sulfonate 
thickened grease with a comparable NLGI consistency 
and base oil properties.

Relubricatable Sealmaster bearings are supplied with 
grease fittings or zerks for ease of lubrication with hand 
or automatic grease guns.  Always wipe the fitting and 
grease nozzle clean.

CAUTION: If possible, it is recommended to lubricate 
the bearing while rotating, until grease purge is seen 
from the seals.  If this is not an option due to safety rea-
sons, follow the alternate lubrication procedure below.  

Alternate Lubrication Procedure:
Stop rotating equipment.  Add one half of the 
recommended amount shown in Table 4.  Start the 
bearing and run for a few minutes.  Stop the bearing 
and add the second half of the recommended amount.  
A temperature rise after lubrication, sometimes 
30°F (17°C), is normal.  Bearing should operate at 
temperatures less than 200°F (94°C) and should not 
exceed 250° (121°C) for intermittent operation.  For 
lubrication guidelines, see Tables 4 and 5.

Note:  Table 5 is a general recommendation.  Experi-
ence and testing may be required for specific applica-
tions. 

Note:  Grease charges in Table 4 are based on the use 
of calcium sulfonate thickened grease with a NLGI grade 
2 consistency.

Speed Limits:
Note:  The Maximum Operational Speeds listed in 
Table 6 are based on the use of a single lock setscrew 
insert, with single lip contact seals (1C) for CR Gold, and 
with HPS seals for PN Gold.

PN/CR Gold Table 4
Grease Charge for Relubrication

Series
Bore Size Grease Charge 

(Mass - Ounces)Standard Duty Medium Duty

2-012 1/2 - 3/4 --- .03

2-015 13/16 - 1 --- .04

2-13 1 1/16 - 1 1/4R 15/16 - 1 .09

2-17 1 1/4 - 1 7/16 1 3/16 .13

2-19 1 1/2 - 1 9/16 1 7/16 .18

2-111 1 5/8 - 1 3/4 1 1/2 .20

2-115 1 13/16 - 2R 1 11/16 - 1 3/4 .22

2-23 2 - 2 3/16 1 15/16 .30

2-27 2 1/4 - 2 7/16 2 3/16 .38

2-211 2 1/2 - 2 11/16 2 7/16 - 2 1/2 .53

2-215 2 13/16 - 2 15/16 2 11/16 .62

2-33 3 - 3 3/16 2 15/16 .88

2-37 3 1/4 - 3 7/16 3 3/16 1.11

2-38 3 1/2 3 7/16 1.37

2-43 3 15/16 - 4 3/16 3 15/16 - 4 2.50

PN/CR Gold Table 5
Relubrication Recommendations

Environment Temperature (°F) Speed  
(% Catalog Max) Frequency

Dirty -20 to 250 0 - 100% Daily to 1 Week

Clean

-20 to 125

0 - 25% 4 to 10 Months

26 - 50% 1 to 4 Months

51 - 75% 1 Week to 1 Month

76 - 100% Daily to 1 Week

125 to 175

0 - 25% 2 to 6 Weeks

26 - 50% 1 Week to 1 Month

51 - 75%
Daily to 1 Week

76 - 100%

175 to 250 0 - 100% Daily to 1 Week

PN/CR Gold Table 6
Maximum Operational Speed

Bore Size (inch) Speed (RPM)

Standard Duty Medium Duty CR Gold PN Gold

1/2 - 3/4 x 6450 3100

13/16 - 1 x 6350 2700

1 1/16 - 1 1/4R 15/16 - 1 5450 2300

1 1/4 - 1 7/16 1  3/16 4650 2000

1 1/2 - 1 9/16 1  7/16 4150 1750

1 5/8 - 1 3/4 1 1/2 3800 1600

1 13/16 - 2R 1 11/16 - 1 3/4 3550 1500

2 - 2 3/16 1 15/16 3250 1350

2 1/4 - 2 7/16 2  3/16 2550 1250
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End Caps and Backside Shields
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Backside Shield
Backside shield gaskets are mounted between the bearing and the equipment frame to 
reduce moisture runoff. Backside shields are available for two and four bolt flange mounted 
ball bearings.  

Backside shields are made of nitrile rubber gaskets to reduce bearing moisture contact mated 
to a 304 stainless steel plate for improved assembly strength, with drain slots to reduce 
moisture buildup against the back of the bearing housing.

End Cap Part Identification
Bore Size

Unit Size
 Polymer Snap On   Bolt On (2-bolt, 3-bolt, 4-bolt flange)

inch mm  Closed   Open   Closed   Open  
 3/4 - 12

ECC-12  ECO-12  N/A N/A
- 20 204

7/8 - 14
ECC-16

ECO-14
BEC-16  BEO-16  1 - 16

ECO-16
- 25 205

1 1/8 - 18

ECC-19

ECO-19

BEC-19

N/A
1 3/16 - 19 ECO-19  BEO-19  
1 1/4R - 20R  ECO-20R   BEO-20R  

- 30 206 ECO-19  BEO-19  
1 1/4 - 20

ECC-23

ECO-20

BEC-23

 BEO-20  
1 3/8 - 22 ECO-23  BEO-22  

1 7/16 - 23 ECO-23  BEO-23  
- 35 207 ECO-23  BEO-22  

1 1/2 - 24
ECC-24 ECO-24 BEC-24  BEO-24

- 40 208
1 11/16 - 27

ECC-27
ECO-27

BEC-27
BEO-27  

1 3/4 - 28 N/A BEO-28
- 45 209 N/A BEO-28

1 15/16 - 31
ECC-31

 ECO-31
BEC-31 BEO-312 - 32R N/A

- 50 210  ECO-31
2 - 32

ECC-35 ECO-35 BEC-35
 BEO-32

2 3/16 - 211  BEO-35
- 55 35  BEO-35  

2 3/8 - 38
ECC-39 ECO-39 BEC-39 BEO-392 7/16 - 39

- 60 212

Mounted Ball Bearing Caps

Bore Size
Unit Size 2 Bolt Flange 4 Bolt Flangeinch mm

 3/4 - 12
2BSS-12 4BSS-12

- 20 204
1 - 16

2BSS-16 4BSS-16
- 25 205

1 3/16 - 19 2BSS-19 4BSS-19
- - 20R 2BSS-20R 4BSS-20R
- 30 206 2BSS-19 4BSS-19

1 1/4 - 20 2BSS-20 4BSS-20
1 3/8 - 22 2BSS-22 4BSS-22

- 35 207 2BSS-22 4BSS-22
1 7/16 - 23 2BSS-23 4BSS-23
1 1/2 - 24 2BSS-24 4BSS-24

- 40 - 2BSS-208 4BSS-208
1 11/16 - 27 2BSS-27 4BSS-27

- 45 - N/A N/A
1 15/16 - 31

2BSS-31 4BSS-31
- 50 210
2 - 32 N/A 4BSS-32

2 3/16 - 35 2BSS-35 4BSS-35
- 55 211 2BSS-35 4BSS-35

2 3/8 - 38 2BSS-38 4BSS-38
2 7/16 - 39 N/A 4BSS-39

- 60 212 2BSS-38 4BSS-38

Notes: 1. Bolt on caps for mounted ball bearings are for flange housing designs only. Caps fit on housings that have been modified with the appropriate bolt pattern as defined by the prefix “B” in the  
  part number. Example: Sealmaster PN Gold CRBFTS-PN24, Sealmaster Gold BSFT-24 
 2. Ends caps may reduce bearing misalignment capability.
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Sealmaster GoldPlex®-HP Grease
Formulated by Sealmaster engineers in conjunction with leading lubrication experts, GoldPlex-HP 
high performance mounted bearing grease is specifically designed to help maximize the operating 
performance of Sealmaster brand ball and roller bearings. This superior lubricant is formulated 
with a highly compatible lithium complex thickener and specially processed base oil. A finely tuned 
additive package further improves performance by providing high film strength, extreme pressure 
(EP), and anti-wear properties.

Sealmaster GoldPlex-HP provides effective lubrication over a wide range of temperatures with a 
low temperature performance of -40°F (-40°C). Test results show that GoldPlex-HP outperforms 
standard bearing greases in oxidation prevention and load carrying capabilities, which contribute to 
longer bearing life.

This lubricant's performance advantages include:
 • Superior corrosion resistance
 • Wide operating temperature range (-40°F to 350°F)
 • Significantly lowers bearing running temperature
 • Increased EP protection
 • Lengthens lubrication cycles in most applications
 • Excellent consistency

GoldPlex-HP sets a new standard for extreme pressure 
protection, long life and dependable performance.

GoldPlex HP 14 oz.

GoldPlex HP 35 lb Pail

GoldPlex HP 120 lb Keg

GoldPlex HP 400 lb Drum

Availability

Product Specifications
 Thickener Type   Lithium Complex  

 Texture   Smooth  

 Color   Gold  

 60-Stroke Penetration, ASTM D 217, 77F   280-300  

 Droppino Point, ASTM D 2265, F (C)   500 (260)  

 Oxidation Stability, ASTM D 942, Psi Drop/100  5

 Rust and Corrosion Protection, ASTM D 1743   Pass  

 Modified with 5% Synthetic Seawater   Pass  

 Water Washout, ASTM D 1264, 175F, %   5  

 Timken* OK Load, ASTM D 2509   50  

 4-Ball EP, ASTM D 2596 Weld Pt. kg   250  

 4-Ball Wear, ASTM D 2266, Scar Dia. Mm, 40 kg   0.60  

 Oil Separation, ASTM D 1742, Mass %   10  

 Base Oil Viscosity SUS @ 100F   575-675  

 Base Oil Viscosity cSt @ 100C   12.2  

 Base Oil Viscosity cSt @ 40C   115  

 NLGI #   2  

 Operating Temperature Range   -40°F to 350°F  

* The following trade names, trademarks and/or registered trademarks are used in this material by Regal Power Transmission Solutions for comparison purposes only, are NOT owned or controlled by ERegal Power Transmission 
Solutions and are believed to be owned by the following parties: The Timken Company. Regal Power Transmission Solutions cannot and does not represent or warrant the accuracy of this information.

GoldPlex-HP vs. Synthetic Hydrocarbon Grease**
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D 942 - Oxidation Loss

D 5969 - Rust  
Prevention

D 2596 4-Ball EP IndexD 2596 Weld Load-KG

D 4693 Low  
Temp Torque

D 942 - Oxidation Loss

D 5969 - Rust  
Prevention

D 2596 4-Ball EP IndexD 2596 Weld Load-KG

D 4693 Low  
Temp Torque

GoldPlex-HP vs. Multi-Purpose Lithium Complex Grease**
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GoldPlex-HP
Multi-Purpose Lithium Complex
Synthetic Hydrocarbon
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* The following trade names, trademarks and/or registered trademarks are used in this material by Regal Power Transmission Solutions for comparison purposes only, are NOT owned or controlled by Regal Power Transmission 
Solutions and are believed to be owned by the following parties: The Timken Company. Regal Power Transmission Solutions cannot and does not represent or warrant the accuracy of this information.

Sealmaster GoldPlex®-FG Food  
Grade Grease
GoldPlex-FG food grade, mounted bearing grease is suitable for mounted bearing lubrication 
where incidental contact with food products may occur or any applications where clean, routine 
lubrication is required.

This lubricant's performance advantages include:
 • Superior corrosion resistance
 • Excellent water washout properties
 • Compatible with major thickeners
  -  Aluminum Complex
  -  Calcium Complex
  -  Polyurea
 • USDA H1 category approved
 • Superior dropping point 572°F (300°C)
 • Nonstaining and nontoxic

All Sealmaster PN Gold and RPB-CR bearings are factory filled with GoldPlex-FG lubricant.

GoldPlex FG 14 oz.

GoldPlex FG 35 lb Pail

GoldPlex FG 120 lb Keg

Availability

Product Specifications
 Thickener Type   Calcium Sulfonate  

 Texture   Smooth  

 Color   White  

 60-Stroke Penetration, ASTM D 217, 77F   265-295  

 Dropping Point, ASTM D 2265, F (C)   572 (300)  

 Oxidation Stability, ASTM D 942, Psi Drop/100   1  

 Rust and Corrosion Protection, ASTM D 1743   Pass  

 Modified with 5% Synthetic Seawater   Pass  

 Water Washout, ASTM D 1264, 175F, %   2.75  

 Timken* OK Load, ASTM D 2509   65  

 4-Ball EP, ASTM D 2596 Weld Pt. kg   620  

 4-Ball Wear, ASTM D 2266, Scar Dia. Mm, 40 kg   0.45  

 Oil Separation, ASTM D 1742, Mass %   0.2  

 Base Oil Viscosity SUS @ 100F   523  

 Base Oil Viscosity cSt @ 100C   10.5  

 Base Oil Viscosity cSt @ 40C   100  

 NLGI #   2  

 Operating Temperature Range   -40°F to 350°F  

GoldPlex-FG: Indicates food grade mounted bearing 
grease for use in a wide variety of bearing applications 
in the food and beverage industries.

GoldPlex-FG
Al Complex - Synthetic Oil
Al Complex - Mineral Oil

GoldPlex-FG vs. Al Complex Synthetic **
Water Washout

Oil Separation Rust Prevention
5% Sea Water
Area Rusted

4 Ball EP Index - RatioWeld Load - Ratio
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Water Washout

Rust Prevention
5% Sea Water
Area Rusted

4 Ball EP Index - RatioWeld Load - Ratio

Oil Separation

GoldPlex-FG vs. Al Complex Mineral Oil **
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Bore Size in Inches

Brand Bearing Unit 
Description

1/2 -  
1 1/8

1 3/16 -  
1 1/4R or S

1 1/4 -  
1 5/8

1 11/16 -  
1 3/4

1 7/18 -  
2 1/8 2 3/16 2 1/4 -  

2 7/8 2 15/16 3+

Sealmaster

FB, FBMH A A A - B - - - -
MFC A A A B B B B C C
MFP - - - - B B B C C

MP, EMP, MPD A A A B B B B C C
MSC A A A A A B B B B

MSF, EMSF A A A B B B B C C
MSFPD - - - - B B B C C
MSFT A A A B B - - - -
MSPD - - - B B B B C C
MST D D D E E E E E+F E+F

NP , ENP, NPMH A A A A B B B - -
NPD A A A A B B B - -
NPL A A A A B B B - -
SC A A A A A A B B -

SCHB G G G H H H H H F
SEHB A A A B B B B B C

SF. ESF, SFMH A A A A B B B B -
SFC A A A A B B B B C

SFT, ESFT, SFTMH A A A A B B - - -
SP A A A A B B B B C

SPD A A A A B B B B C
SPM - A A B B B B - -

ST, STMH D D D D E E E E E
TB, TBMH A A A A B - - - -

TFT A A A - - - - - -

Browning

VF2B-200 A A B B B B - - -
VF2B-300 A B B B B - - - -

VF2E-100, 200 A A B B B B B B -
VF2E-100M A A A - - - - - -

VF2S-100, 200 A A B B B B B B -
VF2S-100M A A A - - - - - -
VF2S-300 A B B B B - - - -

VF3E-100M A A A - - - - - -
VF3S-100M A A A - - - - - -
VF4B-200 A A B B B B B - -
VF4B-300 A B B B B B - - -

VF4E-100, 200 A A B B B B B B -
VF4S-100, 200 A A B B B B B B -

VFBS-200 A A B - B - - - -
VFBB-200 A A B - B - - - -
VF4S-300 A B B B B B B B B
VFCB-200 A A A A A A B - -
VFCB-300 A A A A A B - - -
VFCS-200 A A A A A A B - -
VFCS-300 A A A A A B B B B
VPB-200 A A B B B B B - -
VPB-300 A B B B B B - - -

VPE-100, 200 A A B B B B B B -
VPE-100M A A A - - - - - -
VPLB-200 A A B B B B B - -

VPLE-100, 200 A A B B B B B B -
VPLS-100, 200 A A B B B B B B -
VPS-100, 200 A A B B B B B B -

VPS-100M A A A - - - - - -
VPS-300 A B B B B B B B B

VTBE-100 A A B B B - - - -
VTBE-200 A A B B B B B - -

VTBS-100, 200 A A B B B - - - -
VTWE-100, 200 D D E E E E E - -
VTWS-100, 200 D D E E E E E - -

VTWS-300 D E E E E E E E E

Lubrication Fittings continued
Lubrication Fitting Chart Mounted Ball Bearings
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Brand Series All Shaft Sizes

Browning
FBE920, PBE920 B

TUE920 E

Sealmaster

DRPB B

RPB B

RPBXT B

RFB B

RFP B

SPB B

USBF J

USFB, USFBE USF3B B

USFC A

USFCE, USRB USRBE B

USTU E

Lubrication Fittings continued
Lubrication Fitting Chart Mounted Roller Bearings

CF / CFH Inch Camrol

From Sizes To Sizes Lube Fitting Size Part No.

1/2” 11/16” 1/8” Drive 3019*

3/4” 2 3/4” 3/16” Drive 1728B*

3” 4” 1/4” Drive 1743B*

5” 10” 1/4” NPT 1627B*

Lubrication Fitting Chart Cam Followers

Lubrication Fitting Chart Sealmaster Rod Ends

Bore Size Fitting Number Thread Size Hex size

1/4” - 7/16” #3018 (no ball check) #6-40 UNF-2A 1/4”

1/2” - 1” #3016 (no ball check) #10-32 UNF-2A 1/4”

*Part Numbers listed below picture drawings are Alemite part numbers. Alemite is a registered trademark of Alemite LLC. This trade name, 
trademark and/or registered trademark is property of their respective owner and is not owned or controlled by Regal Power Transmission Solutions
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Oil hole plugs are used to block lubrication holes when the port is not required for relubrication the bearing. 
These plugs help retain the grease or oil, and also help prevent contamination from entering the bearing.   
All McGill Cam Followers are supplied with oil hole plugs for the number of lubrication holes present.

Oil Hole Plugs
IN

C
H

Description Part ID Pack Qty
inch

Type
Basic  

Diameter
Basic  

Length

CF-1/2 Brass Plug 9712160050 100 pc .131 .095 Solid

CF-3/4 Solid Plug 9712160075 100 pc .194 .125 Solid

CF-3 Steel Plug 9712160300 100 pc .255 .25 to .31 Hollow
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Rollway Wheel Bearings for Off-Highway 
Vehicle Electric Wheels

Rollway is committed to providing value to the mining industry by 
manufacturing the best value cylindrical roller bearings available. 
Whether you’re looking to replace an armature bearing as a result 
of an inspection or all the motor bearings for a rebuild, Rollway is 
there providing high quality bearings, when you need them.  The 
combination of reliable performance and availability will help your 
trucks maintain more “Uptime” which translates to more loads 
per day.

In recognition of proven performance, Rollway is an approved supplier of GE* motorized wheel bearings. 

Rollway Number GE Wheel Number
GE Wheel Number GE Part Number Location

U-2934-LP-033 772 8864951P180 Planetary Gear
E-5019-U-103 772 8864951P114 Planetary Pinion
E-5019-U-105 772 8864950P111 Planetary Pinion
MUC-224-014 772, 776, 791 8864951P139 Pinion End Armature
E-5220-U-112 772, 776, 791 8864951P118 Planetary Pinion
E-5220-U-118 776, 791 8864951P297 Planetary Pinion
E-5040-U-103 787, 788 8864951P200 Planetary Pinion

E-5044-UMR-105 787, 788 8864951P206 Planetary Pinion
NU 1030 M1C3 787, 788, GDY85 8864951P163 Pinion End Armature

GE* Motorized 
Wheels used In
 
 •Unit Rig Trucks
 • Liebherr* / Wiseda* Trucks
 •Euclid* / Hitachi* Trucks
 •Komatsu* Trucks

* The following trade names, trademarks and/or registered trademarks are used in this material by Regal Power Transmission Solutions are NOT owned or controlled by Regal 
Power Transmission Solutions  and are believed to be owned by the following parties: Euclid: Euclid-Hitachi Heavy Equipment, Inc.; GE: General Electric Company; Hitachi: 
Kabushiki Kaisha Hitachi Seisakusho dba Hitachi, Ltd.; Komatsu: Kabushiki Kaisha Komatsu Seisakusho aka Komatsu Ltd.; Liebherr: Liebherr International AG; Wiseda: Liebherr 
Mining Truck, Inc. Regal Power Transmission Solutions  cannot and does not represent or warrant the accuracy of this information.
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Browning Large Bore to Sealmaster Large Bore Mounted Ball Bearings

Primary Substitute* Alternate Substitute* Primary Substitute* Alternate Substitute*

Browning Part  
Description*

Sealmaster Part 
Description

Sealmaster Part 
Description

Browning Part  
Description*

Sealmaster Part  
Description

Sealmaster Part  
Description

VE-243 Insert - No Substitute VPE-247 (eccentric lock) No Direct Substitute NP-47 (setscrew lock)

VE-247 Insert - No Substitute VPLE-243 (eccentric lock) No Direct Substitute NPL-43 (setscrew lock)

VER-243 ER-43 ER-43C VPLE-247 (eccentric lock) No Direct Substitute

VER-247 ER-47 ER-47C VPLS-243 NPL-43 N/A

VER-248 ER-48 ER-48C VPLS-247 No Direct Substitute

VER-251 ER-51 ER-51C VPS-247 NPL-47 NPL-47C

VF2E-243 (eccentric lock) No Direct Substitute VPS-339 MP-39 MP-39C

VF2E-247 (eccentric lock) No Direct Substitute VPS-340 MP-40 MP-40C

VF2S-243 No Direct Substitute VPS-343 MP-43 MP-43C

VF2S-247 No Direct Substitute VPS-347 MP-47 MP-47C

VF4E-243 (eccentric lock) No Direct Substitute SF-43 (setscrew lock) VPS-348 MP-48 MP-48C

VF4E-247 (eccentric lock) No Direct Substitute SF-47 (setscrew lock) VPS-355 MP-55 MP-55C

VF4S-243 SF-43 SF-43C VPS-356 MP-56 MP-56C

VF4S-247 SF-47 SF-47C VPS-363 MP-63 MP-63C

VF4S-339 MSF-39 MSF-39C VS-243 Insert - No Substitute

VF4S-340 MSF-40 MSF-40C VS-247 Insert - No Substitute

VF4S-343 MSF-43 MSF-43C VS-256 Insert - No Substitute

VF4S-347 MSF-47 MSF-47C VS-339 Insert - No Substitute

VF4S-348 MSF-48 MSF-48C VS-340 Insert - No Substitute

VF4S-355 MSF-55 MSF-55C VS-343 Insert - No Substitute

VF4S-356 MSF-56 MSF-56C VS-347 Insert - No Substitute

VF4S-363 MSF-63 MSF-63C VS-348 Insert - No Substitute

VFCS-240 SFC-40 SFC-40C VS-355 Insert - No Substitute

VFCS-243 SFC-43 SFC-43C VS-356 Insert - No Substitute

VFCS-339 MFC-39 MFC-39C VS-363 Insert  -No Substitute

VFCS-340 MFC-40 MFC-40C VTWS-339 MST-39 MST-39C

VFCS-343 MFC-43 MFC-43C VTWS-340 MST-40 MST-40C

VFCS-347 MFC-47 MFC-47C VTWS-343 MST-43 MST-43C

VFCS-348 MFC-48 MFC-48C VTWS-347 MST-47 MST-47C

VFCS-355 MFC-55 MFC-55C VTWS-348 MST-48 MST-48C

VFCS-356 MFC-56 MFC-56C

VFCS-363 MFC-63 MFC-63C

*Notes: 
1. Browning product shown uses a single lip contact seal and flinger.  Primary Substitute is the Sealmaster Gold felt seal.  Alternate Substitute is contact seal. 
2. In some cases, locking design changes and is noted with Substitute part. 
 
The Substitute products listed should be reviewed prior to installation by reviewing the product data sheet, installation instructions, and relubrication guidelines. 
For more information visit Smart Interchange at:  www.RegalPTS.com or contact Application Engineering 800-626-2093
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Spherical Roller Bearings Substitution Guide

The substitute products listed should be reviewed prior to installation by reviewing the product data sheet, installation instructions, and relubrication guidelines. 
For more information visit Smart Interchange at:  www.RegalPTS.com or contact Application Engineering 800-626-2093.

Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SBF1000E3X 1 15/16 USBF5000E-115

SBF1000E3X 1 7/16 USBF5000E-107

SBF1000E4X 2 7/16 USBFF5000E-207

SBF1000EC3X 1 15/16 USBF5000E-115-C

SBF1000EC3X 1 7/16 USBF5000E-107-C

SBF1000EC4X 2 7/16 USBFF5000E-207-C

SBF1000NE3X 1 15/16 USBF5000-115

SBF1000NE3X 1 7/16 USBF5000-107

SBF1000NE4X 2 7/16 USBFF5000-207

SBF1000NEC3X 1 7/16 USBF5000-107-C

SBF1000NEC3X1 15/16 USBF5000-115-C

SBF1000NEC4X 2 7/16 USBFF5000-207-C

SFB1000E3X 1 1/2 USF3B5000E-108

SFB1000E3X 1 1/8 USF3B5000E-102

SFB1000E3X 1 3/16 USF3B5000E-103

SFB1000E3X 1 7/16 USF3B5000E-107

SFB1000ECX 1 1/2 USFB5000E-108-C

SFB1000ECX 1 11/16 USFB5000E-111-C

SFB1000ECX 1 15/16 USFB5000E-115-C

SFB1000ECX 1 3/4 USFB5000E-112-C

SFB1000ECX 1 7/16 USFB5000E-107-C

SFB1000ECX 2 1/2 USFB5000E-208-C

SFB1000ECX 2 11/16 USFB5000E-211-C

SFB1000ECX 2 15/16 USFB5000E-215-C

SFB1000ECX 2 3/16 USFB5000E-203-C

SFB1000ECX 2 3/4 USFB5000E-212-C

SFB1000ECX 2 7/16 USFB5000E-207-C

SFB1000ECX 3 1/2 USFB5000E-308-C

SFB1000ECX 3 11/16 USFB5000E-311-C

SFB1000ECX 3 15/16 USFB5000E-315-C

SFB1000ECX 3 3/16 USFB5000E-303-C

SFB1000ECX 3 7/16 USFB5000E-307-C

SFB1000ECX2 USFB5000E-200-C

SFB1000ECX3 USFB5000E-300-C

SFB1000ECX4 USFB5000E-400-C

SFB1000EX 1 1/2 USFB5000E-108

SFB1000EX 1 11/16 USFB5000E-111

SFB1000EX 1 15/16 USFB5000E-115

SFB1000EX 1 3/4 USFB5000E-112

SFB1000EX 1 7/16 USFB5000E-107

SFB1000EX 2 1/2 USFB5000E-208

SFB1000EX 2 11/16 USFB5000E-211

SFB1000EX 2 15/16 USFB5000E-215

SFB1000EX 2 3/16 USFB5000E-203

Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SFB1000EX 2 3/4 USFB5000E-212

SFB1000EX 2 7/16 USFB5000E-207

SFB1000EX 3 1/2 USFB5000E-308

SFB1000EX 3 11/16 USFB5000E-311

SFB1000EX 3 15/16 USFB5000E-315

SFB1000EX 3 3/16 USFB5000E-303

SFB1000EX 3 7/16 USFB5000E-307

SFB1000EX2 USFB5000E-200

SFB1000EX3 USFB5000E-300

SFB1000EX4 USFB5000E-400

SFB1000NE3X 1 1/2 USF3B5000-108

SFB1000NE3X 1 1/4 USF3B5000-104

SFB1000NE3X 1 1/8 USF3B5000-102

SFB1000NE3X 1 3/16 USF3B5000-103

SFB1000NE3X 1 7/16 USF3B5000-107

SFB1000NECX 1 1/2 USFB5000-108-C

SFB1000NECX 1 11/16 USFB5000-111-C

SFB1000NECX 1 15/16 USFB5000-115-C

SFB1000NECX 1 3/4 USFB5000-111

SFB1000NECX 1 3/4 USFB5000-112-C

SFB1000NECX 1 7/16 USFB5000-107-C

SFB1000NECX 2 1/2 USFB5000-208-C

SFB1000NECX 2 11/16 USFB5000-211-C

SFB1000NECX 2 15/16 USFB5000-215-C

SFB1000NECX 2 3/16 USFB5000-203-C

SFB1000NECX 2 3/4 USFB5000-212

SFB1000NECX 2 7/16 USFB5000-207-C

SFB1000NECX 3 1/2 USFB5000-308-C

SFB1000NECX 3 11/16 USFB5000-311-C

SFB1000NECX 3 15/16 USFB5000-315-C

SFB1000NECX 3 3/16 USFB5000-303-C

SFB1000NECX 3 7/16 USFB5000-307-C

SFB1000NECX2 USFB5000-200-C

SFB1000NECX3 USFB5000-300-C

SFB1000NECX4 USFB5000-400-C

SFB1000NEX 1 1/2 USFB5000-108

SFB1000NEX 1 15/16 USFB5000-115

SFB1000NEX 1 3/4 USFB5000-112

SFB1000NEX 1 7/16 USFB5000-107

SFB1000NEX 2 1/2 USFB5000-208

SFB1000NEX 2 11/16 USFB5000-211

SFB1000NEX 2 15/16 USFB5000-215

SFB1000NEX 2 3/16 USFB5000-203

SFB1000NEX 2 3/4 USFB5000-212-C

Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SFB1000NEX 2 7/16 USFB5000-207

SFB1000NEX 3 1/2 USFB5000-308

SFB1000NEX 3 11/16 USFB5000-311

SFB1000NEX 3 15/16 USFB5000-315

SFB1000NEX 3 3/16 USFB5000-303

SFB1000NEX 3 7/16 USFB5000-307

SFB1000NEX2 USFB5000-200

SFB1000NEX3 USFB5000-300

SFB1000NEX4 USFB5000-400

SFB1100EX 1 15/16 USFBE5000E-115

SFB1100EX 2 1/2 USFBE5000E-208

SFB1100EX 2 11/16 USFBE5000E-211

SFB1100EX 2 15/16 USFBE5000E-215

SFB1100EX 2 3/16 USFBE5000E-203

SFB1100EX 2 3/4 USFBE5000E-212

SFB1100EX 2 7/16 USFBE5000E-207

SFB1100EX 3 1/2 USFBE5000E-308

SFB1100EX 3 11/16 USFBE5000E-311

SFB1100EX 3 15/16 USFBE5000E-315

SFB1100EX 3 3/16 USFBE5000E-303

SFB1100EX 3 7/16 USFBE5000E-307

SFB1100EX2 USFBE5000E-200

SFB1100EX3 USFBE5000E-300

SFB1100EX4 USFBE5000E-400

SFB1100NECX 2 11/16 USFBE5000-211-C

SFB1100NECX 2 15/16 USFBE5000-215-C

SFB1100NECX 2 3/4 USFBE5000-212-C

SFB1100NECX 3 1/2 USFBE5000-308-C

SFB1100NECX 3 3/16 USFBE5000-303-C

SFB1100NECX 3 7/16 USFBE5000-307-C

SFB1100NECX3 USFBE5000-300-C

SFB1100NEX 1 15/16 USFBE5000-115

SFB1100NEX 2 1/2 USFBE5000-208

SFB1100NEX 2 11/16 USFBE5000-211

SFB1100NEX 2 15/16 USFBE5000-215

SFB1100NEX 2 3/16 USFBE5000-203

SFB1100NEX 2 3/4 USFBE5000-212

SFB1100NEX 2 7/16 USFBE5000-207

SFB1100NEX 3 11/16 USFBE5000-311

SFB1100NEX 3 3/16 USFBE5000-303

SFB1100NEX 3 7/16 USFBE5000-307

SFB1100NEX4 USFBE5000-400

SFC1000ECX 1 1/2 USFC5000E-108-C

SFC1000ECX 1 11/16 USFC5000E-111-C
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Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SFC1000ECX 1 15/16 USFC5000E-115-C

SFC1000ECX 1 3/4 USFC5000E-112-C

SFC1000ECX 1 7/16 USFC5000E-107-C

SFC1000ECX 2 1/2 USFC5000E-208-C

SFC1000ECX 2 11/16 USFC5000E-211-C

SFC1000ECX 2 15/16 USFC5000E-215-C

SFC1000ECX 2 3/16 USFC5000E-203-C

SFC1000ECX 2 3/4 USFC5000E-212-C

SFC1000ECX 2 7/16 USFC5000E-207-C

SFC1000ECX 3 1/2 USFC5000E-308-C

SFC1000ECX 3 11/16 USFC5000E-311-C

SFC1000ECX 3 15/16 USFC5000E-315-C

SFC1000ECX 3 3/16 USFC5000E-303-C

SFC1000ECX 3 7/16 USFC5000E-307-C

SFC1000ECX2 USFC5000E-200-C

SFC1000ECX3 USFC5000E-300-C

SFC1000ECX4 USFC5000E-400-C

SFC1000EX 1 1/2 USFC5000E-108

SFC1000EX 1 11/16 USFC5000E-111

SFC1000EX 1 15/16 USFC5000E-115

SFC1000EX 1 3/4 USFC5000E-112

SFC1000EX 1 7/16 USFC5000E-107

SFC1000EX 2 1/2 USFC5000E-208

SFC1000EX 2 11/16 USFC5000E-211

SFC1000EX 2 15/16 USFC5000E-215

SFC1000EX 2 3/16 USFC5000E-203

SFC1000EX 2 3/4 USFC5000E-212

SFC1000EX 2 7/16 USFC5000E-207

SFC1000EX 3 1/2 USFC5000E-308

SFC1000EX 3 11/16 USFC5000E-311

SFC1000EX 3 15/16 USFC5000E-315

SFC1000EX 3 3/16 USFC5000E-303

SFC1000EX 3 7/16 USFC5000E-307

SFC1000EX2 USFC5000E-200

SFC1000EX3 USFC5000E-300

SFC1000EX4 USFC5000E-400

SFC1000NECX 1 1/2 USFC5000-108-C

SFC1000NECX 1 11/16 USFC5000-111-C

SFC1000NECX 1 15/16 USFC5000-115-C

SFC1000NECX 1 3/4 USFC5000-112-C

SFC1000NECX 1 7/16 USFC5000-107-C

SFC1000NECX 2 1/2 USFC5000-208-C

SFC1000NECX 2 11/16 USFC5000-211-C

SFC1000NECX 2 15/16 USFC5000-215-C

Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SFC1000NECX 2 3/16 USFC5000-203-C

SFC1000NECX 2 3/4 USFC5000-212-C

SFC1000NECX 2 7/16 USFC5000-207-C

SFC1000NECX 3 1/2 USFC5000-308-C

SFC1000NECX 3 11/16 USFC5000-311-C

SFC1000NECX 3 15/16 USFC5000-315-C

SFC1000NECX 3 3/16 USFC5000-303-C

SFC1000NECX 3 7/16 USFC5000-307-C

SFC1000NECX2 USFC5000-200-C

SFC1000NECX3 USFC5000-300-C

SFC1000NECX4 USFC5000-400-C

SFC1000NEX 1 1/2 USFC5000-108

SFC1000NEX 1 11/16 USFC5000-111

SFC1000NEX 1 15/16 USFC5000-115

SFC1000NEX 1 3/4 USFC5000-112

SFC1000NEX 1 7/16 USFC5000-107

SFC1000NEX 2 1/2 USFC5000-208

SFC1000NEX 2 11/16 USFC5000-211

SFC1000NEX 2 15/16 USFC5000-215

SFC1000NEX 2 3/16 USFC5000-203

SFC1000NEX 2 3/4 USFC5000-212

SFC1000NEX 2 7/16 USFC5000-207

SFC1000NEX 3 1/2 USFC5000-308

SFC1000NEX 3 11/16 USFC5000-311

SFC1000NEX 3 15/16 USFC5000-315

SFC1000NEX 3 3/16 USFC5000-303

SFC1000NEX 3 7/16 USFC5000-307

SFC1000NEX2 USFC5000-200

SFC1000NEX3 USFC5000-300

SFC1000NEX4 USFC5000-400

SFC1100ECX 1 15/16 USFCE5000E-115-C

SFC1100ECX 2 1/2 USFCE5000E-208-C

SFC1100ECX 2 11/16 USFCE5000E-211-C

SFC1100ECX 2 15/16 USFCE5000E-215-C

SFC1100ECX 2 3/16 USFCE5000E-203-C

SFC1100ECX 2 3/4 USFCE5000E-212-C

SFC1100ECX 2 7/16 USFCE5000E-207-C

SFC1100ECX 3 1/2 USFCE5000E-308-C

SFC1100ECX 3 11/16 USFCE5000E-311-C

SFC1100ECX 3 15/16 USFCE5000E-315-C

SFC1100ECX 3 3/16 USFCE5000E-303-C

SFC1100ECX 3 7/16 USFCE5000E-307-C

SFC1100ECX2 USFCE5000E-200-C

SFC1100ECX3 USFCE5000E-300-C

Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SFC1100ECX4 USFCE5000E-400-C

SFC1100EX 1 15/16 USFCE5000E-115

SFC1100EX 2 11/16 USFCE5000E-211

SFC1100EX 2 15/16 USFCE5000E-215

SFC1100EX 2 3/4 USFCE5000E-212

SFC1100EX 3 1/2 USFCE5000E-308

SFC1100EX 3 11/16 USFCE5000E-311

SFC1100EX 3 15/16 USFCE5000E-315

SFC1100EX 3 3/16 USFCE5000E-303

SFC1100EX 3 7/16 USFCE5000E-307

SFC1100EX3 USFCE5000E-300

SFC1100EX4 USFCE5000E-400

SFC1100NECX 1 15/16 USFCE5000-115-C

SFC1100NECX 2 1/2 USFCE5000-208-C

SFC1100NECX 2 11/16 USFCE5000-211-C

SFC1100NECX 2 15/16 USFCE5000-215-C

SFC1100NECX 2 3/16 USFCE5000-203-C

SFC1100NECX 2 3/4 USFCE5000-212-C

SFC1100NECX 2 7/16 USFCE5000-207-C

SFC1100NECX 3 1/2 USFCE5000-308-C

SFC1100NECX 3 11/16 USFCE5000-311-C

SFC1100NECX 3 15/16 USFCE5000-315-C

SFC1100NECX 3 3/16 USFCE5000-303-C

SFC1100NECX 3 7/16 USFCE5000-307-C

SFC1100NECX2 USFCE5000-200-C

SFC1100NECX3 USFCE5000-300-C

SFC1100NECX4 USFCE5000-400-C

SFC1100NEX 1 15/16 USFCE5000-115

SFC1100NEX 2 1/2 USFCE5000-208

SFC1100NEX 2 11/16 USFCE5000-211

SFC1100NEX 2 15/16 USFCE5000-215

SFC1100NEX 2 3/16 USFCE5000-203

SFC1100NEX 2 3/4 USFCE5000-212

SFC1100NEX 2 7/16 USFCE5000-207

SFC1100NEX 3 1/2 USFCE5000-308

SFC1100NEX 3 11/16 USFCE5000-311

SFC1100NEX 3 15/16 USFCE5000-315

SFC1100NEX 3 3/16 USFCE5000-303

SFC1100NEX 3 7/16 USFCE5000-307

SFC1100NEX2 USFCE5000-200

SFC1100NEX4 USFCE5000-400

SFC2107-C USFC5000A-107-C

SFC2108-C USFC5000A-108-C

SFC2111-C USFC5000A-111-C
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Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SFC2112-C USFC5000A-112-C

SFC2115-C USFC5000A-115-C

SFC2200-C USFC5000A-200-C

SFC2203-C USFC5000A-203-C

SFC2207-C USFC5000A-207-C

SFC2208-C USFC5000A-208-C

SFC2211-C USFC5000A-211-C

SFC2212-C USFC5000A-212-C

SFC2215-C USFC5000A-215-C

SFC2300-C USFC5000A-300-C

SFC2307-C USFC5000A-307-C

SFC2308-C USFC5000A-308-C

SFC2315-C USFC5000A-315-C

SFC2400-C USFC5000A-400-C

SFC3115-C USFCE5000A-115-C

SFC3200-C USFCE5000A-200-C

SFC3203-C USFCE5000A-203-C

SFC3207-C USFCE5000A-207-C

SFC3208-C USFCE5000A-208-C

SFC3211-C USFCE5000A-211-C

SFC3212-C USFCE5000A-212-C

SFC3215-C USFCE5000A-215-C

SFC3307-C USFCE5000A-307-C

SFC3308-C USFCE5000A-308-C

SFC3315-C USFCE5000A-315-C

SFC3400-C USFCE5000A-400-C

SPB1000ECX 1 1/2 USRB5000E-108-C

SPB1000ECX 1 1/8 USRB5000E-102-C

SPB1000ECX 1 11/16 USRB5000E-111-C

SPB1000ECX 1 15/16 USRB5000E-115-C

SPB1000ECX 1 3/16 USRB5000E-103-C

SPB1000ECX 1 3/4 USRB5000E-112-C

SPB1000ECX 1 7/16 USRB5000E-107-C

SPB1000ECX 2 1/2 USRB5000E-208-C

SPB1000ECX 2 11/16 USRB5000E-211-C

SPB1000ECX 2 15/16 USRB5000E-215-C

SPB1000ECX 2 3/16 USRB5000E-203-C

SPB1000ECX 2 3/4 USRB5000E-212-C

SPB1000ECX 2 7/16 USRB5000E-207-C

SPB1000ECX 3 1/2 USRB5000E-308-C

SPB1000ECX 3 1/2 USRBF5000E-308

SPB1000ECX 3 11/16 USRB5000E-311-C

SPB1000ECX 3 15/16 USRB5000E-315-C

SPB1000ECX 3 3/16 USRB5000E-303-C

SPB1000ECX 3 7/16 USRB5000E-307-C

SPB1000ECX2 USRB5000E-200-C

SPB1000ECX3 USRB5000E-300-C

Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SPB1000ECX4 USRB5000E-400-C

SPB1000EX 1 1/2 USRB5000E-108

SPB1000EX 1 1/4 USRB5000E-104

SPB1000EX 1 1/8 USRB5000E-102

SPB1000EX 1 11/16 USRB5000E-111

SPB1000EX 1 15/16 USRB5000E-115

SPB1000EX 1 3/16 USRB5000E-103

SPB1000EX 1 3/4 USRB5000E-112

SPB1000EX 1 7/16 USRB5000E-107

SPB1000EX 2 1/2 USRB5000E-208

SPB1000EX 2 11/16 USRB5000E-211

SPB1000EX 2 15/16 USRB5000E-215

SPB1000EX 2 3/16 USRB5000E-203

SPB1000EX 2 3/4 USRB5000E-212

SPB1000EX 2 7/16 USRB5000E-207

SPB1000EX 3 1/2 USRB5000E-308

SPB1000EX 3 11/16 USRB5000E-311

SPB1000EX 3 15/16 USRB5000E-315

SPB1000EX 3 3/16 USRB5000E-303

SPB1000EX 3 7/16 USRB5000E-307

SPB1000EX2 USRB5000E-200

SPB1000EX3 USRB5000E-300

SPB1000EX4 USRB5000E-400

SPB1000FECX 2 1/2 USRBF5000E-208-C

SPB1000FECX 2 11/16 USRBF5000E-211-C

SPB1000FECX 2 15/16 USRBF5000E-215-C

SPB1000FECX 2 3/4 USRBF5000E-212-C

SPB1000FECX 2 7/16 USRBF5000E-207-C

SPB1000FECX 3 1/2 USRBF5000E-308-C

SPB1000FECX 3 11/16 USRBF5000E-311-C

SPB1000FECX 3 15/16 USRBF5000E-315-C

SPB1000FECX 3 3/16 USRBF5000E-303-C

SPB1000FECX 3 7/16 USRBF5000E-307-C

SPB1000FECX 4 1/2 USRB5000E-408-C

SPB1000FECX 4 15/16 USRB5000E-415-C

SPB1000FECX 4 7/16 USRB5000E-407-C

SPB1000FECX3 USRBF5000E-300-C

SPB1000FECX4 USRBF5000E-400-C

SPB1000FEX 2 1/2 USRBF5000E-208

SPB1000FEX 2 11/16 USRBF5000E-211

SPB1000FEX 2 15/16 USRBF5000E-215

SPB1000FEX 2 3/4 USRBF5000E-212

SPB1000FEX 2 7/16 USRBF5000E-207

SPB1000FEX 3 11/16 USRBF5000E-311

SPB1000FEX 3 15/16 USRBF5000-315

SPB1000FEX 3 3/16 USRBF5000E-303

SPB1000FEX 3 7/16 USRBF5000E-307

Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SPB1000FEX3 USRBF5000E-300

SPB1000FEX4 USRBF5000E-400

SPB1000FNECX 2 1/2 USRBF5000-208-C

SPB1000FNECX 2 3/4 USRBF5000-212-C

SPB1000FNECX 2 7/16 USRBF5000-207-C

SPB1000FNECX 3 1/2 USRBF5000-308-C

SPB1000FNECX 3 3/16 USRBF5000-303-C

SPB1000FNECX 3 7/16 USRBF5000-307-C

SPB1000FNECX 4 1/2 USRB5000-408-C

SPB1000FNECX 4 15/16 USRB5000-415-C

SPB1000FNECX 4 7/16 USRB5000-407-C

SPB1000FNECX2 11/16 USRBF5000-211-C

SPB1000FNECX2 15/16 USRBF5000-215-C

SPB1000FNECX3 USRBF5000-300-C

SPB1000FNECX3 11/16 USRBF5000-311-C

SPB1000FNECX3 15/16 USRBF5000-315-C

SPB1000FNECX4 USRBF5000-400-C

SPB1000FNEX 2 1/2 USRBF5000-208

SPB1000FNEX 2 11/16 USRBF5000-211

SPB1000FNEX 2 15/16 USRBF5000-215

SPB1000FNEX 2 3/4 USRBF5000-212

SPB1000FNEX 2 7/16 USRBF5000-207

SPB1000FNEX 3 1/2 USRBF5000-308

SPB1000FNEX 3 11/16 USRBF5000-311

SPB1000FNEX 3 3/16 USRBF5000-303

SPB1000FNEX 3 7/16 USRBF5000-307

SPB1000FNEX3 USRBF5000-300

SPB1000FNEX4 USRBF5000-400

SPB1000NECX 1 1/2 USRB5000-108-C

SPB1000NECX 1 1/4 USRB5000-104-C

SPB1000NECX 1 11/16 USRB5000-111-C

SPB1000NECX 1 15/16 USRB5000-115-C

SPB1000NECX 1 3/16 USRB5000-103-C

SPB1000NECX 1 3/4 USRB5000-112-C

SPB1000NECX 1 7/16 USRB5000-107-C

SPB1000NECX 2 1/2 USRB5000-208-C

SPB1000NECX 2 11/16 USRB5000-211-C

SPB1000NECX 2 15/16 USRB5000-215-C

SPB1000NECX 2 3/16 USRB5000-203-C

SPB1000NECX 2 3/4 USRB5000-212-C

SPB1000NECX 2 7/16 USRB5000-207-C

SPB1000NECX 3 1/2 USRB5000-308-C

SPB1000NECX 3 11/16 USRB5000-311-C

SPB1000NECX 3 15/16 USRB5000-315-C

SPB1000NECX 3 3/16 USRB5000-303-C

SPB1000NECX 3 7/16 USRB5000-307-C

SPB1000NECX2 USRB5000-200-C
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Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SPB1000NECX3 USRB5000-300-C

SPB1000NECX4 USRB5000-400-C

SPB1000NEX 1 1/2 USRB5000-108

SPB1000NEX 1 1/4 USRB5000-104

SPB1000NEX 1 11/16 USRB5000-111

SPB1000NEX 1 15/16 USRB5000-115

SPB1000NEX 1 3/16 USRB5000-103

SPB1000NEX 1 3/4 USRB5000-112

SPB1000NEX 1 7/16 USRB5000-107

SPB1000NEX 2 1/2 USRB5000-208

SPB1000NEX 2 11/16 USRB5000-211

SPB1000NEX 2 15/16 USRB5000-215

SPB1000NEX 2 3/16 USRB5000-203

SPB1000NEX 2 3/4 USRB5000-212

SPB1000NEX 2 7/16 USRB5000-207

SPB1000NEX 3 1/2 USRB5000-308

SPB1000NEX 3 11/16 USRB5000-311

SPB1000NEX 3 15/16 USRB5000-315

SPB1000NEX 3 3/16 USRB5000-303

SPB1000NEX 3 7/16 USRB5000-307

SPB1000NEX2 USRB5000-200

SPB1000NEX3 USRB5000-300

SPB1000NEX4 USRB5000-400

SPB1100ECX 1 15/16 USRBE5000E-115-C

SPB1100ECX 2 1/2 USRBE5000E-208-C

SPB1100ECX 2 11/16 USRBE5000E-211-C

SPB1100ECX 2 15/16 USRBE5000E-215-C

SPB1100ECX 2 3/16 USRBE5000E-203-C

SPB1100ECX 2 3/4 USRBE5000E-212-C

SPB1100ECX 2 7/16 USRBE5000E-207-C

SPB1100ECX 3 1/2 USRBE5000E-308-C

SPB1100ECX 3 11/16 USRBE5000E-311-C

SPB1100ECX 3 15/16 USRBE5000E-315-C

SPB1100ECX 3 3/16 USRBE5000E-303-C

SPB1100ECX 3 7/16 USRBE5000E-307-C

SPB1100ECX2 USRBE5000E-200-C

SPB1100ECX3 USRBE5000E-300-C

SPB1100ECX4 USRBE5000E-400-C

SPB1100EX 2 1/2 USRBE5000E-208

SPB1100EX 2 11/16 USRBE5000E-211

SPB1100EX 2 15/16 USRBE5000E-215

SPB1100EX 2 3/16 USRBE5000E-203

SPB1100EX 2 3/4 USRBE5000E-212

SPB1100EX 2 7/16 USRBE5000E-207

Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SPB1100EX 3 1/2 USRBE5000E-308

SPB1100EX 3 11/16 USRBE5000E-311

SPB1100EX 3 15/16 USRBE5000E-315

SPB1100EX 3 3/16 USRBE5000E-303

SPB1100EX 3 7/16 USRBE5000E-307

SPB1100EX2 USRBE5000E-200

SPB1100EX3 USRBE5000E-300

SPB1100EX4 USRBE5000E-400

SPB1100NECX 1 15/16 USRBE5000-115-C

SPB1100NECX 2 1/2 USRBE5000-208-C

SPB1100NECX 2 11/16 USRBE5000-211-C

SPB1100NECX 2 15/16 USRBE5000-215-C

SPB1100NECX 2 3/16 USRBE5000-203-C

SPB1100NECX 2 3/4 USRBE5000-212-C

SPB1100NECX 2 7/16 USRBE5000-207-C

SPB1100NECX 3 1/2 USRBE5000-308-C

SPB1100NECX 3 11/16 USRBE5000-311-C

SPB1100NECX 3 15/16 USRBE5000-315-C

SPB1100NECX 3 3/16 USRBE5000-303-C

SPB1100NECX 3 7/16 USRBE5000-307-C

SPB1100NECX2 USRBE5000-200-C

SPB1100NECX3 USRBE5000-300-C

SPB1100NECX4 USRBE5000-400-C

SPB1100NEX 1 15/16 USRBE5000-115

SPB1100NEX 2 1/2 USRBE5000-208

SPB1100NEX 2 11/16 USRBE5000-211

SPB1100NEX 2 15/16 USRBE5000-215

SPB1100NEX 2 3/16 USRBE5000-203

SPB1100NEX 2 3/4 USRBE5000-212

SPB1100NEX 2 7/16 USRBE5000-207

SPB1100NEX 3 1/2 USRBE5000-308

SPB1100NEX 3 11/16 USRBE5000-311

SPB1100NEX 3 15/16 USRBE5000-315

SPB1100NEX 3 3/16 USRBE5000-303

SPB1100NEX 3 7/16 USRBE5000-307

SPB1100NEX2 USRBE5000-200

SPB1100NEX3 USRBE5000-300

SPB1100NEX4 USRBE5000-400

SPBF22515X 2 7/16 USRBF5515A-207

SPBF22517X 2 15/16 USRBF5517A-215

SPBF22520X 3 7/16 USRBF5520A-307

SPBF22522X 3 15/16 USRB5522A-315

SPBF22526X 4 7/16 USRB5526A-407

SPBF22528X 4 15/16 USRB5528A-415

Browning SPB1000  
Part Description

Sealmaster USRB  
Part Description

SPBF22532X 5 7/16 USRB5532A-507

SPBF22534X 5 15/16 USRB5534A-515

SPBF22536X 6 1/2 USRB5536A-608

SPBF22536X 6 7/16 USRB5536A-607

SPBF22538X 6 15/16 USRB5538A-615

SPBF22538X7 USRB5538A-700

SPBF22544x 7 1/2 USRB5544A-708

SPBF22544X 7 15/16 USRB5544A-715

SPBF22544x8 USRB5544A-800

SPBT22515X 2 7/16 USRB5515A-207

SPBT22517X 2 15/16 USRB5517A-215

SPBT22520X 3 7/16 USRB5520A-307

STU1000NECX 1 15/16 USTU5000-115-C

STU1000NECX 2 1/2 USTU5000-208-C

STU1000NECX 2 11/16 USTU5000-211-C

STU1000NECX 2 15/16 USTU5000-215-C

STU1000NECX 2 3/16 USTU5000-203-C

STU1000NECX 2 3/4 USTU5000-212-C

STU1000NECX 2 7/16 USTU5000-207-C

STU1000NECX 3 1/2 USTU5000-308-C

STU1000NECX 3 11/16 USTU5000-311-C

STU1000NECX 3 15/16 USTU5000-315-C

STU1000NECX 3 3/16 USTU5000-303-C

STU1000NECX 3 7/16 USTU5000-307-C

STU1000NECX2 USTU5000-200-C

STU1000NECX3 USTU5000-300-C

STU1000NECX4 USTU5000-400-C

STU1000NEX 1 15/16 USTU5000-115

STU1000NEX 2 1/2 USTU5000-208

STU1000NEX 2 11/16 USTU5000-211

STU1000NEX 2 15/16 USTU5000-215

STU1000NEX 2 3/16 USTU5000-203

STU1000NEX 2 3/4 USTU5000-212

STU1000NEX 2 7/16 USTU5000-207

STU1000NEX 3 1/2 USTU5000-308

STU1000NEX 3 11/16 USTU5000-311

STU1000NEX 3 15/16 USTU5000-315

STU1000NEX 3 3/16 USTU5000-303

STU1000NEX 3 7/16 USTU5000-307

STU1000NEX2 USTU5000-200

STU1000NEX3 USTU5000-300

STU1000NEX4 USTU5000-400
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Sealmaster SleevlocTM to Sealmaster USRB Mounted  
Spherical Roller Bearings Substitution Guide

Primary Substitute Alternate Substitute
Sealmaster SleevlocTM  

Part Description
Sealmaster USRB  
Part Description

Sealmaster USRB  
Part Description

ESBF2107-C USBF5000AE-107-C USBF5000AE-107

ESBF2115-C USBF5000AE-115-C USBF5000AE-115

ESBF2207-C USBFF5000AE-207-C USBFF5000AE-207

ESFB2107-C USFB5000AE-107-C USFB5000AE-107

ESFB2108-C USFB5000AE-108-C USFB5000AE-108

ESFB2111-C USFB5000AE-111-C USFB5000AE-111

ESFB2112-C USFB5000AE-112-C USFB5000AE-112

ESFB2115-C USFB5000AE-115-C USFB5000AE-115

ESFB2200-C USFB5000AE-200-C USFB5000AE-200

ESFB2203-C USFB5000AE-203-C USFB5000AE-203

ESFB2207-C USFB5000AE-207-C USFB5000AE-207

ESFB2208-C USFB5000AE-208-C USFB5000AE-208

ESFB2211-C USFB5000AE-211-C USFB5000AE-211

ESFB2212-C USFB5000AE-212-C USFB5000AE-212

ESFB2215-C USFB5000AE-215-C USFB5000AE-215

ESFB2300-C USFB5000AE-300-C USFB5000AE-300

ESFB2307-C USFB5000AE-307-C USFB5000AE-307

ESFB2308-C USFB5000AE-308-C USFB5000AE-308

ESFB2315-C USFB5000AE-315-C USFB5000AE-315

ESFB2400-C USFB5000AE-400-C USFB5000AE-400

ESFB3115-C USFBE5000AE-115-C USFBE5000AE-115

ESFB3200-C USFBE5000AE-200-C USFBE5000AE-200

ESFB3203-C USFBE5000AE-203-C USFBE5000AE-203

ESFB3207-C USFBE5000AE-207-C USFBE5000AE-207

ESFB3208-C USFBE5000AE-208-C USFBE5000AE-208

ESFB3211-C USFBE5000AE-211-C USFBE5000AE-211

ESFB3212-C USFBE5000AE-212-C USFBE5000AE-212

ESFB3215-C USFBE5000AE-215-C USFBE5000AE-215

ESFB3300-C USFBE5000AE-300-C USFBE5000AE-300

ESFB3307-C USFBE5000AE-307-C USFBE5000AE-307

ESFB3308-C USFBE5000AE-308-C USFBE5000AE-308

ESFB3315-C USFBE5000AE-315-C USFBE5000AE-315

ESFB3400-C USFBE5000AE-400-C USFBE5000AE-400

ESFC2107-C USFC5000AE-107-C USFC5000AE-107

ESFC2108-C USFC5000AE-108-C USFC5000AE-108

ESFC2111-C USFC5000AE-111-C USFC5000AE-111

ESFC2112-C USFC5000AE-112-C USFC5000AE-112

ESFC2115-C USFC5000AE-115-C USFC5000AE-115

ESFC2200-C USFC5000AE-200-C USFC5000AE-200

ESFC2203-C USFC5000AE-203-C USFC5000AE-203

ESFC2207-C USFC5000AE-207-C USFC5000AE-207

ESFC2208-C USFC5000AE-208-C USFC5000AE-208

ESFC2211-C USFC5000AE-211-C USFC5000AE-211

ESFC2212-C USFC5000AE-212-C USFC5000AE-212

ESFC2215-C USFC5000AE-215-C USFC5000AE-215

ESFC2300-C USFC5000AE-300-C USFC5000AE-300

ESFC2307-C USFC5000AE-307-C USFC5000AE-307

Primary Substitute Alternate Substitute
Sealmaster SleevlocTM  

Part Description
Sealmaster USRB  
Part Description

Sealmaster USRB  
Part Description

ESFC2308-C USFC5000AE-308-C USFC5000AE-308

ESFC2315-C USFC5000AE-315-C USFC5000AE-315

ESFC2400-C USFC5000AE-400-C USFC5000AE-400

ESFC3200-C USFCE5000AE-200-C USFCE5000AE-200

ESFC3203-C USFCE5000AE-203-C USFCE5000AE-203

ESFC3207-C USFCE5000AE-207-C USFCE5000AE-207

ESFC3208-C USFCE5000AE-208-C USFCE5000AE-208

ESFC3211-C USFCE5000AE-211-C USFCE5000AE-211

ESFC3215-C USFCE5000AE-215-C USFCE5000AE-215

ESFC3300-C USFCE5000AE-300-C USFCE5000AE-300

ESFC3307-C USFCE5000AE-307-C USFCE5000AE-307

ESFC3308-C USFCE5000AE-308-C USFCE5000AE-308

ESPB2107-C2 USRB5000AE-107-C USRB5000AE-107

ESPB2108-C2 USRB5000AE-108-C USRB5000AE-108

ESPB2111-C2 USRB5000AE-111-C USRB5000AE-111

ESPB2112-C2 USRB5000AE-112-C USRB5000AE-112

ESPB2115-C2 USRB5000AE-115-C USRB5000AE-115

ESPB2200-C2 USRB5000AE-200-C USRB5000AE-200

ESPB2203-C2 USRB5000AE-203-C USRB5000AE-203

ESPB2207-C2 USRB5000AE-207-C USRB5000AE-207

ESPB2207-C4 USRBF5000AE-207-C USRBF5000AE-207

ESPB2208-C2 USRB5000AE-208-C USRB5000AE-208

ESPB2208-C4 USRBF5000AE-208-C USRBF5000AE-208

ESPB2211-C2 USRB5000AE-211-C USRB5000AE-211

ESPB2211-C4 USRBF5000AE-211-C USRBF5000AE-211

ESPB2212-C2 USRB5000AE-212-C USRB5000AE-212

ESPB2212-C4 USRBF5000AE-212-C USRBF5000AE-212

ESPB2215-C2 USRB5000AE-215-C USRB5000AE-215

ESPB2215-C4 USRBF5000AE-215-C USRBF5000AE-215

ESPB2300-C2 USRB5000AE-300-C USRB5000AE-300

ESPB2300-C4 USRBF5000AE-300-C USRBF5000AE-300

ESPB2307-C2 USRB5000AE-307-C USRB5000AE-307

ESPB2307-C4 USRBF5000AE-307-C USRBF5000AE-307

ESPB2308-C2 USRB5000AE-308-C USRB5000AE-308

ESPB2308-C4 USRBF5000AE-308-C USRBF5000AE-308

ESPB2315-C2 USRB5000AE-315-C USRB5000AE-315

ESPB2315-C4 USRBF5000AE-315-C USRBF5000AE-315

ESPB2400-C2 USRB5000AE-400-C USRB5000AE-400

ESPB2400-C4 USRBF5000AE-400-C USRBF5000AE-400

ESPB3115-C2 USRBE5000AE-115-C USRBE5000AE-115

ESPB3200-C2 USRBE5000AE-200-C USRBE5000AE-200

ESPB3203-C2 USRBE5000AE-203-C USRBE5000AE-203

ESPB3207-C2 USRBE5000AE-207-C USRBE5000AE-207

ESPB3208-C2 USRBE5000AE-208-C USRBE5000AE-208

ESPB3211-C2 USRBE5000AE-211-C USRBE5000AE-211

ESPB3212-C2 USRBE5000AE-212-C USRBE5000AE-212

ESPB3215-C2 USRBE5000AE-215-C USRBE5000AE-215
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Primary Substitute Alternate Substitute
Sealmaster SleevlocTM  

Part Description
Sealmaster USRB  
Part Description

Sealmaster USRB  
Part Description

ESPB3300-C2 USRBE5000AE-300-C USRBE5000AE-300

ESPB3307-C2 USRBE5000AE-307-C USRBE5000AE-307

ESPB3308-C2 USRBE5000AE-308-C USRBE5000AE-308

ESPB3315-C2 USRBE5000AE-315-C USRBE5000AE-315

ESPB3400-C2 USRBE5000AE-400-C USRBE5000AE-400

SBF2107-C USBF5000A-107-C USBF5000A-107

SBF2115-C USBF5000A-115-C USBF5000A-115

SBF2207-C USBFF5000A-207-C USBFF5000A-207

SFB2107-C USFB5000A-107-C USFB5000A-107

SFB2108-C USFB5000A-108-C USFB5000A-108

SFB2111-C USFB5000A-111-C USFB5000A-111

SFB2112-C USFB5000A-112-C USFB5000A-112

SFB2115-C USFB5000A-115-C USFB5000A-115

SFB2200-C USFB5000A-200-C USFB5000A-200

SFB2203-C USFB5000A-203-C USFB5000A-203

SFB2207-C USFB5000A-207-C USFB5000A-207

SFB2208-C USFB5000A-208-C USFB5000A-208

SFB2211-C USFB5000A-211-C USFB5000A-211

SFB2212-C USFB5000A-212-C USFB5000A-212

SFB2215-C USFB5000A-215-C USFB5000A-215

SFB2300-C USFB5000A-300-C USFB5000A-300

SFB2307-C USFB5000A-307-C USFB5000A-307

SFB2308-C USFB5000A-308-C USFB5000A-308

SFB2315-C USFB5000A-315-C USFB5000A-315

SFB2400-C USFB5000A-400-C USFB5000A-400

SFB3115-C USFBE5000A-115-C USFBE5000A-115

SFB3200-C USFBE5000A-200-C USFBE5000A-200

SFB3203-C USFBE5000A-203-C USFBE5000A-203

SFB3207-C USFBE5000A-207-C USFBE5000A-207

SFB3208-C USFBE5000A-208-C USFBE5000A-208

SFB3211-C USFBE5000A-211-C USFBE5000A-211

SFB3212-C USFBE5000A-212-C USFBE5000A-212

SFB3215-C USFBE5000A-215-C USFBE5000A-215

SFB3300-C USFBE5000A-300-C USFBE5000A-300

SFB3307-C USFBE5000A-307-C USFBE5000A-307

SFB3308-C USFBE5000A-308-C USFBE5000A-308

SFB3315-C USFBE5000A-315-C USFBE5000A-315

SFB3400-C USFBE5000A-400-C USFBE5000A-400

SPB2107-C2 USRB5000A-107-C USRB5000A-107

SPB2108-C2 USRB5000A-108-C USRB5000A-108

SPB2111-C2 USRB5000A-111-C USRB5000A-111

SPB2112-C2 USRB5000A-112-C USRB5000A-112

SPB2115-C2 USRB5000A-115-C USRB5000A-115

SPB2200-C2 USRB5000A-200-C USRB5000A-200

SPB2203-C2 USRB5000A-203-C USRB5000A-203

SPB2207-C2 USRB5000A-207-C USRB5000A-207

SPB2207-C4 USRBF5000A-207-C USRBF5000A-207

Primary Substitute Alternate Substitute
Sealmaster SleevlocTM  

Part Description
Sealmaster USRB  
Part Description

Sealmaster USRB  
Part Description

SPB2208-C2 USRB5000A-208-C USRB5000A-208

SPB2208-C4 USRBF5000A-208-C USRBF5000A-208

SPB2211-C2 USRB5000A-211-C USRB5000A-211

SPB2211-C4 USRBF5000A-211-C USRBF5000A-211

SPB2212-C2 USRB5000A-212-C USRB5000A-212

SPB2212-C4 USRBF5000A-212-C USRBF5000A-212

SPB2215-C2 USRB5000A-215-C USRB5000A-215

SPB2215-C4 USRBF5000A-215-C USRBF5000A-215

SPB2300-C2 USRB5000A-300-C USRB5000A-300

SPB2300-C4 USRBF5000A-300-C USRBF5000A-300

SPB2307-C2 USRB5000A-307-C USRB5000A-307

SPB2307-C4 USRBF5000A-307-C USRBF5000A-307

SPB2308-C2 USRB5000A-308-C USRB5000A-308

SPB2308-C4 USRBF5000A-308-C USRBF5000A-308

SPB2315-C2 USRB5000A-315-C USRB5000A-315

SPB2315-C4 USRBF5000A-315-C USRBF5000A-315

SPB2400-C2 USRB5000A-400-C USRB5000A-400

SPB2400-C4 USRBF5000A-400-C USRBF5000A-400

SPB3115-C2 USRBE5000A-115-C USRBE5000A-115

SPB3200-C2 USRBE5000A-200-C USRBE5000A-200

SPB3203-C2 USRBE5000A-203-C USRBE5000A-203

SPB3207-C2 USRBE5000A-207-C USRBE5000A-207

SPB3208-C2 USRBE5000A-208-C USRBE5000A-208

SPB3211-C2 USRBE5000A-211-C USRBE5000A-211

SPB3212-C2 USRBE5000A-212-C USRBE5000A-212

SPB3215-C2 USRBE5000A-215-C USRBE5000A-215

SPB3300-C2 USRBE5000A-300-C USRBE5000A-300

SPB3307-C2 USRBE5000A-307-C USRBE5000A-307

SPB3308-C2 USRBE5000A-308-C USRBE5000A-308

SPB3315-C2 USRBE5000A-315-C USRBE5000A-315

SPB3400-C2 USRBE5000A-400-C USRBE5000A-400

STU2115-C USTU5000A-115-C USTU5000A-115

STU2200-C USTU5000A-200-C USTU5000A-200

STU2203-C USTU5000A-203-C USTU5000A-203

STU2207-C USTU5000A-207-C USTU5000A-207

STU2208-C USTU5000A-208-C USTU5000A-208

STU2211-C USTU5000A-211-C USTU5000A-211

STU2212-C USTU5000A-212-C USTU5000A-212

STU2215-C USTU5000A-215-C USTU5000A-215

STU2300-C USTU5000A-300-C USTU5000A-300

STU2307-C USTU5000A-307-C USTU5000A-307

STU2308-C USTU5000A-308-C USTU5000A-308

STU2315-C USTU5000A-315-C USTU5000A-315

STU2400-C USTU5000A-400-C USTU5000A-400
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Air Handling ......................................7, 25 ......................................................................................................... 24, 144 .........................................11 ................................................................................

Anti Rotation........... Lock Pin .................................................................................................................................. 21 .............................................10 ............................................19, 34, 69 ....................

  Rivet ............................................................................................................................... 112, 143 .............................................................................................................................

Bearing Type ........................................7 .......................................................................................................................................................................................................................................................

Cage  
(see Retainer) ......................................39 ......................................................................................................................................................................................................................................................

Cam Design ...........................................................150 ..................................................................................................................................................................................................................................

Clevis ............................................................................................................................................................................................................................................... 39,41 .....................................................

Coating ............... Fluoropolymer ..........................................................................................................................................................................See CRES .............................................76 .........................

  Phosphorus Nickel..................................................................................................................................................................................................................................31, 63 ......................

Collar Mount ......................................................................................................................................................................................8.....................10 ..................................................22 .........................

Configuration ..........Bearing ....................................................................................................................................................................................10 ...............10,29,31 ..................................................

Contact Seal ........................................37 ..........................................................................................................................................8.....................10 ......................................... 21, 32, 63, 69 .................

Crowned ..................... OD ...............................11, 66, 97 ..............................................................................................................................................................................................................................

  Rollers ................9 ........................................................................ 12 .............33.........................................................................................................................................................

   12, 66,
Eccentric............................................................100, 121 .................................................................................. 143, 244 ..................  ............................................................................11 .........................

End Caps ............................................................................................................................................................. 111, 129 ............................................................................................34, 82 .....................3

Environment ........................................7 ........................................................................................................... 254, 258 .............. I-69 ............... 62,64 ..............................................................................

Expansion.............................................6 ................................................... 9, 25 ................................................ 29, 104 ............ I-65, 69 ...............61 ................................................................................

..............................................................................................7, 19, 36 ........... 7 ............... 11 ........9, 25, 32 ........................................7......................9 ................... 9,29 ............. 9, 21, 31, 63, 69 ...............

Grease .................................................18 ....................................................................................................... 30, 254, 258 .........I-68,73 ............. 62,64 ..................41 ...........10, 22, 34,64, 70, 84 ..........5

Hex Hole ...........................................................12, 66, 98 ..............................................................................................................................................................................................................................

High Temperature ................................20, 23 ................................................................................................. 24, 30, 104, 129 ..................................12 ................................................................................

Housing Fit .......................................25, 31 ......................................................................................53......... 222, 144, 258 ....................................12 ....................43 .......................................................

Installation ...............Bearing ................................152 ........ 50, 51, 52 ... 28, 29, 30, 31 .........................56................. 246 ................I-65,70 ............. 59,63 ..................41 .........................79 .........................

  Back Side Shield .....................................................................................................................................................................................................................................80 .........................

  End Cap ................................................................................................................................. 252 ...................................................................................................82 .........................

Internal Clearance Diametral ...................................................................... 24 .............................................................................................................................................................................................

  End Play ..............32 .................................................................................................................................................................12 ................................................................................

  Radial ................32 .................................................... 25 ............43, 46 .......................................................................................................................................................................

L10 .......................................................11 .................................45............... 19 .............. 35 .............41................. 221 .................. I-48 ..................48 ..................................................77 .........................

Life Calculation ...................................12 .............143 .............45............... 19 .............. 35 .............41................. 221 ................I-48,54 ............. 48,54 ..............................................................................

 Axial 
Load ................... (see also Thrust) .........4 ..............148 ................................................... 48 .................................. 221 ............................................49 ....................39 .......................................................

  Combined .............4 ..................................................... 20 ..................................................... 222 .................. I-50 ..................49 ................................................................................

  Computation ..........16 .................................48......................................................................... 224 .................. I-53 ..................53 ................................................................................

  Direction ..............4 .......................................................................................................................................................................................................................................................

  Dynamic .............12 .............................................................................................................. 221 ................. 48,50 ............48,53,56 .............................................77 .........................

  High Load
  Applications ...........24 .............................................................................................................. 246 .................................................................................................................................

  Magnitude .............4 ........................................................................................................................................ I-53 ..................53 ................................................................................

  Minimum .............15 .............145 .............47............... 22 .............. 38 ..........43, 56 .............. 223 .................. I-53 ..................53 ................................................................................

  Oscillating ............14 .............145 .............47............... 21 .............. 37 .............43................. 223 .................. I-51 ..................51 ................................................................................

  Radial .................5 ..............147 .......................................................................................... 221 .................. I-48 ............... 48,54 ..................39 .......................................................

  Shock .................7 ..........144, 148 .........46............... 20 ............36, 38 ..........42................. 221 .................. I-48 ..................48 ................................................................................

  Static ................15 .............145 .............47............ 22, 23 ........... 38 .............43................. 223 .................. I-52 ............... 50,52 ....... 4,6,10,30,39,41.............................................

  Steady ........................................................................................... 38 .................................. 221 .................. I-48 ..................48 ................................................................................

  Thrust ................4 ..............148 ................................................... 48 .................................. 221 ............................................49 ....................39 .......................................................

  Variable ..............14 .............144 .............46............... 21 .............. 37 .............42................. 222 .................. I-51 ..................51 ................................................................................

Load & Speed ......................................................................................................................................................... 230 .................. I-56 ..................56 ................................................................................

Load Rating .........................................11 .............147 .......................................................................................... 221 .................. I-50 ............... 49,56 ..................39 .........................77 .........................

Load Ratings 
and Life ................................................11 .............143 .............45............... 19 .............. 35 .............41................. 221 .................. I-48 ..................48 ................................................................................
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Locking ...............Adapter Mount ...................................................................................................................................................... 4,8 ........................................................................................................

 BOA Concentric 
  Locking ............................................................................................................................. 143, 243 .............................................................................................................................

Locking (cont.) .......Collar Mount .........................................................................................................................................................8.....................10 ..................................................22 .........................

  Concentric ......................................................................................................................................................................................................................................31, 64 ......................

  Double Setscrew .......................................................................................................................... 243 ............................................10 ................................................................................

  Eccentric ............................................................................................................................ 143, 244 .............................................................................................................................

  Setscrew ...................................................................................................................................   .......................8.....................10 ............................................31, 64, 70 ....................

 Skwezloc®

  Locking Collar ...................................................................................................................21, 102, 111, 244 .......................................................................................31, 64 ......................

Lubrication ................Direct .................................................................................................................................... 21 .............................................10 ............................................22, 34, 69 ....................

  Dry Film ..............23 ......................................................................................................................................................................................................................................................

  Fitting .................................151 ........................................................................................... 28 ......................................................................41 ......................................................8

  Fitting Caps .....................................................................................................................................................................................................................................................................7

  Food Grade ...........20 ............................................................................................................................................................See CRES ................................. 10, 22, 34, 64, 70 .............6

  Frequency ............23 .................................51............... 27 ................................................. 254, 258 ........... I-69, 74 ...............64 ..................................................84 .........................

  Grease ...............18 .............150 ...........7, 19 ........... 8, 27 .................................................... 30 ................ I-68, 73 ............ 62, 64 .................41 ............. 10, 22, 34, 64, 70 .............5

 Grease
  Compatibility ..........21 .............150 ...................................................................................... 254, 258 ............I-68,73 ............. 62,64 ..............................................................................

  Groove ..................................10 ............7, 19 .............. 7 .................................................. 101, 105 .................................................................42 .......................................................

  Hole Plug ................................10 .....................................................................................................................................................................................................11 .........................

  Holes ................................10, 64 ...........36............................................................................................................................10 ....................42 .......................................................

  Lock Pin & Dimple ........................................................................................................................... 21 .................................................................................................34, 69 ......................

 Lubrication
  Guidelines ........................................................................................ 48 .............56............. 254, 258 ........... I-69, 74 ............ 62, 64 ...............................................84 .........................

  Oil ..................21 ........................................................................................................... 27, 103 ..............................................................................................................................

  Relubrication ............................151 ...................................................................................... 101, 105 ........... I-69, 74 ............ 62, 64 .................41 .........................84 .........................

  Solid.................23 ......................................................................................................................................................................................................................................................

Matched Sets .......................................................................8, 20, 49 ....... 10, 24 ..........................................................................................................................................................................................

Material ....................Bearing ..............34 ...........................................................................................................................................................................................3 ........................................................

  Housing ..............36 ........................................................................................................................................ 4,7 ............. 4, 6, 9, 11 ...............3 ..........................33 .........................

  PTFE ......................................................................................................................................................................................................... 3, 7, 10, 41.................................................

  Delrin* ....................................................................................................................................................................................................... 3, 9, 11, 41.................................................

Material 
Handling ................................................................................................................................................................ 109 .................................................................................................................................

Mean Speed 
Formula ...............................................14 .............................................................................................................. 222 .................. I-51 ..................51 ................................................................................

Minimum Load ....................................15 .............................................................................................................. 223 .................. I-53 ..................53 ................................................................................

Misalignment... Bearing Selection ........5 .......................................................................................................................................................................................................................................................

  Dynamic ..............5 ..................................................................................................................................... I-65, 70 ....................................................................................................

  Static .................5 ................................................................................................................................................................ 9,59 ............. 12, 38, 40 .................................................

  Lock Pin & Dimple .......................................................................................................................... 21 ..................................................................................................................................

Mounting ...............Alignment ............26 .............................................................................................................. 246 ............... I-65, 70 ...............59 ................................................................................

 Housing Fit -  16, 70,
   Cam Follower ..........26 .......104, 124, 132 ............................................................................................................................................................................................................................

 Housing Fit -
  Mounted Bearings ......25 .............................................................................................................................................................. 12,36 ..............................................................................

 Housing Fit -
  Unmounted Bearings ....25, 31 .........................9, 21, 37 ...............................................54.............................................................................................43 .......................................................

 Precision and Quiet
  Running Applications .......26 ......................................................................................................................................................................................................................................................

 Shaft Fit -
   Mounted Bearings ........24 ...................................................................................................... 246, 251, 255 ....................................59 ................................................................................

 Shaft Fit -
  Unmounted Bearings .....25, 29 ..........155 .......10, 22, 37 ..............................................53.........................................................................................................................................................

Mounting (cont.) ......Squareness............26 .................................................................................................................................. I-65,67,70 .......... 59,63 ..............................................................................

  Slip Fit ........................................................................................................................................................... I-49 ..................49 ................................................................................

21, 102, 
111, 143, 244

21, 102, 111, 
143, 212, 243
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Mounting (also 
see installation) ........................................................................................................................................................ 246 .................. I-65 ..................59 ....................40 .......................................................

Noise ................ Bearing Selection ........7 .......................................................................................................................................................................................................................................................

  Test ................................................................................................................................. 24, 144 ..............................................................................................................................

Nomenclature ......................................................................6, 18, 38 ........... 6 ............8, 9, 10 .......8, 24 ...........................................6......................8 ......................8 ............... 8, 20, 30, 62, 68 ...............

Options ...........................................................13, 65, 100 ......8, 20 .............. 8 ............... 13 .............10.......... 23, 103, 144 ...................................4,6,8 ............... 12,31 .......................11 .........................

Oscillating 

Applications ........................................14 .............................................................................................................. 223 .................. I-51 ..................51 ................................................................................

       9, 25, 22, 101,
Plates ...........................................................................................................................................33, 45, 46 ... 112, 144, 217 .....................................9 .................................................................................

       9, 25,
Retainer...............................................39 ..........65, 119 ...........7................. 7 ............... 11 .......26, 33, 46 ........ 22, 102 ..........................................................................................34, 64, 70 .................... 

Rollers ...............................................................9, 63, 67 ...........7................. 7 .................................................................................................................................................................9 ..........................

Seal .......................... Contact ..............37 ..............97 .......................................................................................................................7.....................10 ....................31 ......................21, 69 ......................

  Felt ..................37 ........................................................................................................ 21, 25, 101 ...............7......................9 .................................................................................

  Flinger ..............................................................................................................................................................7......................9 .................................................................................
  

  High Contamination ....................................................................................................................... 25, 105 ..............................................................................................................................

  High Performance ........................................................................................................................ 24, 104 .............................................................................................32, 63 ......................

  High Speed ........................................................................................................................... 25, 223 ..............................................................................................................................

  High Temperature ................................................................................................................. 24, 30, 104, 129 ..................................12 ................................................................................

  Labyrinth .............37 ..........................................................................................................................................7......................9 .................................................................................

  Lambda ........................................................................ 9 ..............................................................................................................................................................................................

  Low Drag ............................................................................................................................. 27, 103 ..............................................................................................................................

  LUBRI-DISC® .......................11, 66, 119 ................................................................................................................................................................................................9 ..........................

  Nylaplate ....................................................................... 8 ..............................................................................................................................................................................................

  Selection .............37 ...............................8, 20 ............ 8, 9 ..................................................... 24 ..................................................................................................................................

Sealed for Life ........................................................................................................................................................ 111 .................................................................................................................................

Selection Guide ...................................10 ...............3 ................3................. 3 ...............3, 5 ...........3, 5 .................. 3 .......................3......................3 ......................3 ...........................3 ..........................

Shields .................................................................................................................................................................... 129 ................................................................................................................................4

Shock ..............................  .....................7 ............................................................................................................... 221 .................. I-48 ............... 48,54 ................. 4, 6 ......................................................

Speed ................Bearing Speed Limit ...................16, 70, 124 .............................................. 47 .................................. 235 .................. I-58 ..................58 ................................................................................

  High Speed
  Applications ...........24 .......................................................................................................... 223, 246 .............................................................................................................................

  Load & Speed Chart .......................................................................................................................... 230 .................. I-57 ..................56 ..................................................77 .........................

  Mean Speed Formula .......14 .............144 .............46............... 21 .............. 37 .............42................. 222 .................. I-51 ..................51 ................................................................................

  Seal Speed Limit ........................................................................................................................... 235 .................. I-58 ..................58 ................................................................................

Split Housings ....................................................................................................................................................................................7......................9 .................................................................................

Stiffness ...................Bearing ..............33 ......................................................................................................................................................................................................................................................

Storage ................................................42 ......................................................................................................................................................................................................................................................

   12, 66,
Stud .........................Eccentric ...........................100, 121 ................................................................................................................................................................................................11 .........................

  Heavy...................................11 ...................................................................................................................................................................................................................................

Tapered Lands ..................................................................................................................................................... 23, 101 .............................................................................................31, 63 ......................

Tolerances ................Bearing .......................................................................................... 42 .............47.........................................................................................................................................................

  Shaft .........................................................................................................................246, 251, 255, 259 ......I-65,70 ............. 59,63 ................................................80 .........................

Track ........................Capacity ................................148 ..................................................................................................................................................................................................................................

  Design .................................148 ....................................................................................... 23, 101 ..............................................................................................................................

Vibration ................. Analysis ................................................................................................................................. 263 .................. I-76 ..................75 ................................................................................

  Bearing Selection ........7 ............................................................................................................... 221 .................. I-48 ..................48 ................................................................................

Y-Stud .............................................................................................................................................................................................................................................. 12,38 .....................................................

Zone Hardened    9, 63,     22, 102,
Race ....................................................................98, 120 ............................................................................... 112, 144, 217 .................................................................................. 10, 34, 64, 70 .................

8, 62, 96, 
118, 128

18, 100, 110, 
128, 140, 216

21, 24, 101, 105, 
111, 129, 143,217

21, 101, 111, 
129, 143, 217
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# SF## .................... Mounted Ball Bearing Take Up Frame ........... Browning ........... G ......... 190

# TF## .................... Mounted Ball Bearing Take Up Frame ........... Browning ........... G ......... 191

2 - ## ...................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 92

2 ## D ..................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 94

2 ## T ..................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 93

2BSS ....................... Mounted Ball Bearing Back Side Shield ........ Sealmaster ...........L ............ 4

3 - ## ...................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 95

3 ## D ..................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 97

3 ## T ..................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 96

4BSS ....................... Mounted Ball Bearing Back Side Shield ........ Sealmaster ...........L ............ 4

AR .......................... Rod End ...................................................... Sealmaster ........... J ........... 13

AR - ## N ................. Rod End ...................................................... Sealmaster ........... J ........... 13

AR - 2 ...................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 88

AR - 2 - ##  T ............ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 89

AR - 3 ...................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 90

AR - 3 - ##  T ............ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 91

AR ### TMC ............ Mounted Ball Bearings ................................ Sealmaster .......... G .......... 89 

ARE ......................... Rod End ...................................................... Sealmaster ........... J ........... 14

ARE - ## - 20 ........... Rod End ...................................................... Sealmaster ........... J ........... 14

ARE - ## - 20N ......... Rod End ...................................................... Sealmaster ........... J ........... 14

ARE - ##  N  ............. Rod End ...................................................... Sealmaster ........... J ........... 15

AT ### .................... Aligning Cylindrical Thrust Bearing.................Rollway .............F ........... 17

B - ### - ## ............. Journal Roller Bearing Component .................Rollway ............ C .......... 37

BCCF ....................... Cam Follower .................................................. McGill ..............B........... 45

BCCFE ..................... Cam Follower .................................................. McGill ..............B........... 45

BCCYR .................... Cam Follower .................................................. McGill ..............B........... 57

BCF ......................... Cam Follower .................................................. McGill ..............B........... 45

BCFE ....................... Cam Follower .................................................. McGill ..............B........... 45

BCYR ...................... Cam Follower .................................................. McGill ..............B........... 57

BEC ......................... Mounted Ball Bearing End Cap .................... Sealmaster ...........L ............ 4

BEO ........................ Mounted Ball Bearing End Cap .................... Sealmaster ...........L ............ 4

BH - ## LS ............... Spherical Plain Bearing ................................ Sealmaster ........... J ........... 37

BTS - ## LS  ............. Spherical Plain Bearing ................................ Sealmaster ........... J ........... 36

CCF ......................... Cam Follower .................................................. McGill ..............B........... 15

CCFD ...................... Cam Follower .................................................. McGill ..............B.......... 103

CCFE ....................... Cam Follower .................................................. McGill ..............B........... 15

CCFH ...................... Cam Follower .................................................. McGill ..............B........... 15

CCYRD .................... Cam Follower .................................................. McGill ..............B.......... 107

CF ........................... Cam Follower .................................................. McGill ..............B........... 15

CF ## CR ................. CRES Cam Follower ......................................... McGill ..............K .......... 13 

CFD ........................ Cam Follower .................................................. McGill ..............B.......... 103

CFE ......................... Cam Follower .................................................. McGill ..............B........... 15

CFE ## CR ............... CRES Cam Follower ......................................... McGill ..............K .......... 13 

CFF ......................... Rod End ...................................................... Sealmaster ........... J ........... 22

CFF ## N ................. Rod End ...................................................... Sealmaster ........... J ........... 22

CFF ## T  ................. Rod End ...................................................... Sealmaster ........... J ........... 18

CFH ........................ Cam Follower .................................................. McGill ..............B........... 15

CFM ........................ Rod End ...................................................... Sealmaster ........... J ........... 23

CFM ## N ................ Rod End ...................................................... Sealmaster ........... J ........... 23

CFM ## T ................ Rod End ...................................................... Sealmaster ........... J ........... 19

COM ....................... Spherical Plain Bearing ................................ Sealmaster ........... J ........... 34

COR ........................ Spherical Plain Bearing ................................ Sealmaster ........... J ........... 33

CRBFRS-PN## T ...... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 41

CRBFTRS-PN## T .... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 42

CREHBF-PN ............. CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 56

CRFBS-PN ............... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 43

CRFBS-PN## T......... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 44

CRFC-PN ................. CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 49

CRFC-PN## T ........... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 50

CRFCF-PN ............... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 55

CRFS-PN ................. CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 37

CRFS-PN## T........... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 38

CRFTC-PN................ CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 51

CRFTC-PN## T ......... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 52

CRFTS-PN ............... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 39

CRFTS-PN## T ........ CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 40

CRPC-PN ................. CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 45

CRPC-PN## T .......... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 46

CRPLF-PN ................ CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 53

CRPS-PN ................. CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 35

CRPS-PN## T .......... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 36

CRSTF-PN ............... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 57

CRTBC-PN ............... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 47

CRTBC-PN## T ........ CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 48

CRTBF-PN ............... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 54

CT - ## .................... Crane Hook Thrust Bearings ...........................Rollway .............F ........... 21

CTFD  ...................... Rod End ...................................................... Sealmaster ........... J ........... 24

CTMD ..................... Rod End ...................................................... Sealmaster ........... J ........... 25

CYR ........................ Cam Follower .................................................. McGill ..............B........... 39

CYR-CR ................... CRES Cam Follower ......................................... McGill ..............K .......... 17
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CYRD ...................... Cam Follower .................................................. McGill ..............B.......... 107

D - ### .................... Journal Roller Bearing .....................................Rollway ............ C .......... 37

DRPB ### - 2 ........... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 21

DRPB ### - 4 ........... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 22

DRPBA ### - 2......... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 23

DRPBA ### - 4......... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 24

DRPBA-##MM-2 ..... Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 21 

E - ### .................... Journal Roller Bearing Component .................Rollway ............ C .......... 37

E - #### - B .............. Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

E - #### - U ............. Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

ECC ......................... Mounted Ball Bearing End Cap .................... Sealmaster ...........L ............ 4

ECO ........................ Mounted Ball Bearing Endcap ..................... Sealmaster ...........L ............ 4

EDPBA ### - 2 ......... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 25

EDPBA ### - 4 ......... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 26

EDPBA-##MM-2 ...... Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 25 

ER ........................... Cylindrical O.D. Ball Bearing ........................ Sealmaster .......... G ......... 107

ER ## T ................... Cylindrical O.D. Ball Bearing ........................ Sealmaster .......... G ......... 108

ER ### TMC ............ Mounted Ball Bearings ................................ Sealmaster .......... G ......... 108 

ERCI ........................ Mounted Tapered Roller Bearing Insert ....... Sealmaster ........... I ........... 35

ERCI-##MM............. Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 35

ERPB ### - 2 ........... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 17

ERPB ### - 4 ........... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 18

ERPB-##MM-2 ........ Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 17

ERPBA ### - 2 ......... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 19

ERPBA ### - 4 ......... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 20

ERPBA-##MM-2 ...... Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 19 

ERPBXT ................... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 28

ERPBXT-##MM-4 .... Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 27 

ERX-PN ................... CRES Cylindrical O.D. Ball Bearing ............... Sealmaster ...........K .......... 65

ERX-PN## T ............ CRES Cylindrical O.D. Ball Bearing ............... Sealmaster ...........K .......... 66

FB ........................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 57

FB ## C CR .............. CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 74

FB ## T .................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 58

FB ### TMC ............ Mounted Ball Bearings ................................ Sealmaster .......... G .......... 58 

FBE920 ................... Mounted Tapered Roller Bearing .................. Browning ............ I ........... 43

FBMH...................... Mounted Ball Bearing .................................. Sealmaster .......... G ......... 121

FBMH ## T .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 122

FCF ......................... Cam Follower .................................................. McGill ..............B.......... 135

FCFE ....................... Cam Follower .................................................. McGill ..............B.......... 139

FCYR ....................... Cam Follower .................................................. McGill ..............B.......... 137

FLBG ....................... Spherical Plain Bearing ................................ Sealmaster ........... J ........... 35

GR .......................... Needle Roller Bearing Component .................. McGill ............. C .......... 21

L - #### - U ............. Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

LP - #### - U ........... Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

LP - #### - U ........... Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

LRS 1## .................. Mounted Ball Bearing ................................... Browning ........... G ......... 205

LS 1## .................... Mounted Ball Bearing ................................... Browning ........... G ......... 204

MCF ........................ Cam Follower .................................................. McGill ..............B........... 69

MCFD ..................... Cam Follower .................................................. McGill ..............B.......... 111

MCFDE.................... Cam Follower .................................................. McGill ..............B.......... 111

MCFE ...................... Cam Follower .................................................. McGill ..............B........... 69

MCFR ...................... Cam Follower .................................................. McGill ..............B........... 69

MCFRE .................... Cam Follower .................................................. McGill ..............B........... 69

MCYR ..................... Cam Follower .................................................. McGill ..............B........... 91

MCYRD ................... Cam Follower .................................................. McGill ..............B.......... 115

MCYRR ................... Cam Follower .................................................. McGill ..............B........... 91

MFC ........................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 61

MFC ## T ................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 62

MFCD ..................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 63

MFP ........................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 42

MFPD ...................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 43

MH ......................... Mounted Ball Bearing .................................. Sealmaster .......... G ......... 125

MH ## T .................. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 126

MI ........................... Needle Roller Bearing Component .................. McGill ............. C .......... 29

ML - ### ................. Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

MP .......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 39

MP ## T .................. Mounted Ball Bearing .................................. Sealmaster .......... G .......... 40

MPD ....................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 41

MR .......................... Needle Roller Bearing Component .................. McGill ............. C ........... 9

MSC ........................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 70

MSC ## T ................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 71

MSF ........................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 51

MSF ## T ................. Mounted Ball Bearing .................................. Sealmaster .......... G .......... 52

MSFPD .................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 45

MSFT ...................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 55

MSFT ## T ............... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 56

MSPD ...................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 34

MST ........................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 74

MST ## T................. Mounted Ball Bearing .................................. Sealmaster .......... G .......... 75

MSTH...................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 79
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MUC - #### ............ Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

N - ### - E ............... Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

NJ - #### - E ............ Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

NJ - #### - E ............ Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

NP .......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 31

NP ## C CR .............. CRES Mounted Ball Bearings ....................... Sealmaster ...........K .......... 71

NP ### TMC ............ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 32

NP ## T ................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 32

NPD ........................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 33

NPG ........................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 81

NPL ......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 35

NPL ## T ................. Mounted Ball Bearing .................................. Sealmaster .......... G .......... 35

NPMH ..................... Mounted Ball Bearing .................................. Sealmaster .......... G ......... 113

NPMH ## T ............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 114

NUP - ### - E ........... Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

PBE ......................... Mounted Tapered Roller Bearing .................. Browning ............ I ........... 42

PBE920 ................... Mounted Tapered Roller Bearing .................. Browning ............ I ........... 42

PCF ......................... Cam Follower .................................................. McGill ..............B.......... 131

PCFE ....................... Cam Follower .................................................. McGill ..............B.......... 131

PCYR ...................... Cam Follower .................................................. McGill ..............B.......... 133

PN .......................... CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 58

PN-## T .................. CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 59

PVR - #1## .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 134

PVR - #2## .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 135

PVR - #3## .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 130

PVR - #4## .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 131

PVR - #5## .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 132

PVR - #6## .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 133

PVR - #7## .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 136

RB ........................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 87

RCI .......................... Mounted Tapered Roller Bearing Insert ....... Sealmaster ........... I ........... 37

RCIA ....................... Mounted Tapered Roller Bearing Insert ....... Sealmaster ........... I ........... 37

RCI-##MM .............. Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 38

RD .......................... Multi-Rol Needle Roller Bearings ..................... McGill ............. C .......... 34

RFB ......................... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 31

RFB - ### - CR ......... CRES Mounted Tapered Roller Bearing ........ Sealmaster ...........K .......... 27

RFB-##MM .............. Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 31

RFB-##MM-C CR ..... CRES Mounted Tapered Roller Bearing ........ Sealmaster ...........K .......... 27 

RFBA ....................... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 32

RFBA-CR ................. CRES Mounted Tapered Roller Bearing ........ Sealmaster ...........K .......... 28

RFBA-##MM ........... Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 32

RFBA-##MM-C CR...... CRES Mounted Tapered Roller Bearing ........ Sealmaster ...........K .......... 28 

RFP ......................... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 33

RFP-##MM .............. Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 33

RFPA ....................... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 34

RFPA-##MM ............ Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 34

RPB - ### - C2 - CR ..... CRES Mounted Tapered Roller Bearing ........ Sealmaster ...........K .......... 23

RPB - ### - C4 - CR ..... CRES Mounted Tapered Roller Bearing ........ Sealmaster ...........K .......... 25

RPB ### - 2 ............. Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 13

RPB ### - 4 ............. Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 14

RPB-##MM-2 .......... Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 13

RPB-##MM-C2 CR ..... CRES Mounted Tapered Roller Bearing ........ Sealmaster ...........K .......... 25 

RPBA - ### - C2 - CR ..... CRES Mounted Tapered Roller Bearing ........ Sealmaster ...........K .......... 24

RPBA - ### - C4 - CR ..... CRES Mounted Tapered Roller Bearing ........ Sealmaster ...........K .......... 26

RPBA ### - 2 ........... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 15

RPBA ### - 4 ........... Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 16

RPBA-##MM-2 ........ Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 15 

RPBA-##MM-C2 CR ..... CRES Mounted Tapered Roller Bearing ........ Sealmaster ...........K .......... 26 

RPBXT-###-4 .......... Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 27

RPBXT-##MM-4 ...... Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 27

RS ........................... Needle Roller Bearing...................................... McGill ............. C .......... 33

RUBRB 1## ............. Mounted Ball Bearing ................................... Browning ........... G ......... 202

RUBRE 1## .............. Mounted Ball Bearings ................................. Browning ........... G ......... 202

RUBRS 1##.............. Mounted Ball Bearing ................................... Browning ........... G ......... 201

SB - ### - ##............ Journal Roller Bearing Component .................Rollway ............ C .......... 37

SB - 222## .............. Spherical Roller Bearing .................................. McGill ............. D .......... 11

SB - 223## .............. Spherical Roller Bearing .................................. McGill ............. D .......... 15

SBG ........................ Spherical Plain Bearing ................................ Sealmaster ........... J ........... 32

SBG - ##  S .............. Spherical Plain Bearing ................................ Sealmaster ........... J ........... 32

SBG - ##  SA ............ Spherical Plain Bearing ................................ Sealmaster ........... J ........... 32

SBG - ##  SS ............. Spherical Plain Bearing ................................ Sealmaster ........... J ........... 32

SC ........................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 68

SC ## T ................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 69

SC ### TMC ............ Mounted Ball Bearings ................................ Sealmaster .......... G .......... 69

SCHB ...................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 67

SDCF....................... Cam Follower .................................................. McGill ..............B.......... 123

SDMCF ................... Cam Follower .................................................. McGill ..............B.......... 125

SDMCFE .................. Cam Follower .................................................. McGill ..............B.......... 125

SE - ### - ## ............ Journal Roller Bearing .....................................Rollway ............ C ........... 7

SEHB ....................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 64
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SEHB ## T ............... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 65

SEHBD .................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 66

SF    ......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 49

SF-## C CR .............. CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 72

SF ## T .................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 50

SF ### TMC............. Mounted Ball Bearings ................................ Sealmaster .......... G .......... 50

SFC ......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 59

SFC ## T.................. Mounted Ball Bearing .................................. Sealmaster .......... G .......... 60

SFC ### TMC .......... Mounted Ball Bearings ................................ Sealmaster .......... G .......... 60

SFMH ...................... Mounted Ball Bearing .................................. Sealmaster .......... G ......... 117

SFMH ## T .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 118

SFT ......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 53

SFT-## C CR ............ CRES Mounted Ball Bearing ......................... Sealmaster ...........K .......... 73

SFT ## T .................. Mounted Ball Bearing .................................. Sealmaster .......... G .......... 54

SFT ### TMC .......... Mounted Ball Bearings ................................ Sealmaster .......... G .......... 54

SFTMH .................... Mounted Ball Bearing .................................. Sealmaster .......... G ......... 119

SFTMH ## T ............ Mounted Ball Bearing .................................. Sealmaster .......... G ......... 120

SLS 1## ................... Mounted Ball Bearing ................................... Browning ........... G ......... 203

SP ........................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 36

SP ## T .................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 37

SPB ### - 2 .............. Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 29

SPB ### - 4 .............. Mounted Tapered Roller Bearing ................. Sealmaster ........... I ........... 30

SPB-##MM-2 .......... Mounted Tapered Roller Bearings................ Sealmaster ........... I ........... 29 

SPD ......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 38

SPG ......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 82

SPM ........................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 46

SRC ......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 86

SRF ......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 84

SRP ......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 85

SSF2S 1## ............... Mounted Ball Bearing ................................... Browning ........... G ......... 200

SSF3S 1## ............... Mounted Ball Bearing ................................... Browning ........... G ......... 198

SSF3TS 1## ............. Mounted Ball Bearing ................................... Browning ........... G ......... 199

SSF4S 1## ............... Mounted Ball Bearing ................................... Browning ........... G ......... 197

SSPS 1## ................. Mounted Ball Bearing ................................... Browning ........... G ......... 195

SSRPS 1## .............. Mounted Ball Bearing ................................... Browning ........... G ......... 196

ST ........................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 72

ST ## T.................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 73

STH ........................ Mounted Ball Bearing .................................. Sealmaster .......... G .......... 76

STMH ..................... Mounted Ball Bearing .................................. Sealmaster .......... G ......... 123

STMH ## T .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 124

SWS - ### ............... Journal Roller Bearing Component .................Rollway ............ C .......... 37

T ............................. Cylindrical Thrust Bearing ..............................Rollway .............F ........... 13

T - #### .................. Tapered Thrust Bearing ..................................Rollway .............F ........... 27

T - #### - F .............. T-Flat Thrust Bearing ......................................Rollway .............F ........... 29

T - ###### - FS ........ T-Flat Aligning Thrust Bearing ........................Rollway .............F ........... 30

T1000 ..................... Mounted Tapered Roller Bearing Take Up Frame ...... Browning ............ I ........... 45

TAB - ##### ............ Tandem Thrust Bearing ..................................Rollway .............F ........... 35

TAC - ##### - ### ..... Tandem Thrust Bearing ..................................Rollway .............F ........... 36

TAD - ##### ............ Tandem Thrust Bearing ..................................Rollway .............F ........... 37

TAF - ##### ............ Tandem Thrust Bearing ..................................Rollway .............F ........... 38

TB  .......................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 47

TB ## T ................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 48

TBMH ..................... Mounted Ball Bearing .................................. Sealmaster .......... G ......... 115

TBMH ## T .............. Mounted Ball Bearing .................................. Sealmaster .......... G ......... 116

TF ........................... Rod End ...................................................... Sealmaster ........... J ........... 20

TF/TFS .................... Mounted Ball Bearing .................................. Sealmaster .......... G .......... 80

TF/TFS .................... Mounted Ball Bearing ................................... Browning ........... G ......... 191

TF - ##  N................. Rod End ...................................................... Sealmaster ........... J ........... 20

TFT ## T .................. Mounted Ball Bearing .................................. Sealmaster .......... G .......... 83

TM .......................... Rod End ...................................................... Sealmaster ........... J ........... 21

TM - ##  N ............... Rod End ...................................................... Sealmaster ........... J ........... 21

TMD - ######......... Tandem Thrust Bearing ..................................Rollway .............F ........... 37

TMF - ###### ......... Tandem Thrust Bearing ..................................Rollway .............F ........... 38

TMH - ###### - ### ..... Tandem Thrust Bearing ..................................Rollway .............F ........... 39

TR ........................... Rod End ...................................................... Sealmaster ........... J ........... 16

TR - ##  N ................ Rod End ...................................................... Sealmaster ........... J ........... 16

TRE ......................... Rod End ...................................................... Sealmaster ........... J ........... 17

TRE - ##  N .............. Rod End ...................................................... Sealmaster ........... J ........... 17

TUE920................... Mounted Tapered Roller Bearing .................. Browning ............ I ........... 44

U - #### - B ............. Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

U - #### - E ............. Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

U - #### - L ............. Cylindrical Roller Bearing ...............................Rollway .............E ........... 15

USBF5000  .............. Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 19

USBF5000A ............ Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 20

USF3B5000 ............. Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 30

USFB5000  .............. Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 15

USFB5000A ............ Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 16

USFBE5000  ............ Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 23

USFBE5000A ........... Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 24

USFC5000  .............. Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 17
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USFC5000A ............ Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 18

USFCE5000  ............ Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 25

USFCE5000A .......... Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 26

USI5000  ................. Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 31

USI5000A ............... Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 32

USRB5000   ............. Mounted Spherical Roller Bearing ............... Sealmaster .......... H ........... 9

USRB5000A ............ Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 10

USRB5500  .............. Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 13

USRB5500A ............ Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 14

USRBE5000  ............ Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 21

USRBE5000A .......... Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 22

USRBF5000  ............ Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 11

USRBF5000A .......... Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 12

USTA5000 .............. Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 29

USTU5000  ............. Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 27

USTU5000A ............ Mounted Spherical Roller Bearing ............... Sealmaster .......... H .......... 28

VB 2## .................... Mounted Ball Bearing ................................... Browning ........... G ......... 210

VB 3## .................... Mounted Ball Bearing ................................... Browning ........... G ......... 213

VCF ......................... Cam Follower .................................................. McGill ..............B.......... 139

VCFE ....................... Cam Follower .................................................. McGill ..............B.......... 139

VCYR ...................... Cam Follower .................................................. McGill ..............B.......... 141

VE 1## .................... Mounted Ball Bearing Insert ......................... Browning ........... G ......... 207

VE 2## .................... Mounted Ball Bearing Insert ......................... Browning ........... G ......... 211

VER 2## .................. Cylindrical O.D. Mounted Ball Bearing .......... Browning ........... G ......... 218

VF2B 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 175

VF2B 3## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 178

VF2E 1## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 172

VF2E 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 176

VF2S - ##MM .......... Mounted Ball Bearing ................................... Browning ........... G ......... 174

VF2S 1## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 171

VF2S 1## M ............ Mounted Ball Bearing ................................... Browning ........... G ......... 193

VF2S 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 174

VF2S 3## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 177

VF3S 1## M ............ Mounted Ball Bearing ................................... Browning ........... G ......... 194

VF4B 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 167

VF4B 3## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 170

VF4E 1## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 164

VF4E 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 168

VF4S - ##MM .......... Mounted Ball Bearing ................................... Browning ........... G ......... 166

VF4S 1## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 163

VF4S 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 164

VF4S 3## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 169

VFBB 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 180

VFBS 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 179

VFCB 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 182

VFCB 3## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 184

VFCS 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 181

VFCS 3## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 183

VPB 2## .................. Mounted Ball Bearing ................................... Browning ........... G ......... 149

VPB 3## .................. Mounted Ball Bearing ................................... Browning ........... G ......... 152

VPDS 2##................ Mounted Ball Bearing ................................... Browning ........... G ......... 158

VPE 1## .................. Mounted Ball Bearing ................................... Browning ........... G ......... 146

VPE 2## .................. Mounted Ball Bearing ................................... Browning ........... G ......... 150

VPLB 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 156

VPLE 1## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 154

VPLE 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 157

VPLS 1## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 153

VPLS 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 155

VPS - ##MM ............ Mounted Ball Bearing ................................... Browning ........... G ......... 148

VPS 1## .................. Mounted Ball Bearing ................................... Browning ........... G ......... 145

VPS 1## M .............. Mounted Ball Bearing ................................... Browning ........... G ......... 192

VPS 2## .................. Mounted Ball Bearing ................................... Browning ........... G ......... 147

VPS 3## .................. Mounted Ball Bearing ................................... Browning ........... G ......... 151

VS 1## .................... Mounted Ball Bearing Insert ......................... Browning ........... G ......... 206

VS 2## .................... Mounted Ball Bearing Insert ......................... Browning ........... G ......... 208

VS 3## .................... Mounted Ball Bearing Insert ......................... Browning ........... G ......... 212

VS-## MM ............... Mounted Ball Bearings ................................. Browning ........... G ......... 209 

VTBB 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 162

VTBE 1## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 159

VTBS - ##MM .......... Mounted Ball Bearing ................................... Browning ........... G ......... 161

VTBS 2## ................ Mounted Ball Bearing ................................... Browning ........... G ......... 160

VTWE 1## .............. Mounted Ball Bearing ................................... Browning ........... G ......... 186

VTWE 2## .............. Mounted Ball Bearing ................................... Browning ........... G ......... 188

VTWS 1## .............. Mounted Ball Bearing ................................... Browning ........... G ......... 185

VTWS 2## .............. Mounted Ball Bearing ................................... Browning ........... G ......... 187

VTWS 3## .............. Mounted Ball Bearing ................................... Browning ........... G ......... 189

WCT - ##................. Crane Hook Thrust Bearings ...........................Rollway .............F ........... 21

WS - ### ................. Journal Roller Bearing Component .................Rollway ............ C .......... 37



All sales are made on our STANDARD TERMS AND CONDITIONS OF SALE in effect at the time a customer’s order is accepted. The current Terms and Conditions are set forth below:

STANDARD TERMS AND CONDITIONS OF SALE (February 2015)
These Terms and Conditions, the attendant quotation or acknowledgment and all documents incorporated by specific reference therein, will be the complete and exclusive statement of the terms 
of the agreement governing the sale of goods ("Goods") by Regal Beloit America Inc. and its divisions and subsidiaries ("Seller") to Customer ("Buyer"). Buyer’s acceptance of the Goods will 
manifest Buyer’s assent to these Terms and Conditions. If these Terms and Conditions differ in any way from the terms and conditions of Buyer’s order, or other documentation, this document will be 
construed as a counteroffer and will not be deemed an acceptance of Buyer’s terms and conditions which conflict herewith.

1. PRICES: Unless otherwise specified in writing by Seller, Seller’s price for the goods shall remain in 
effect for thirty (30) days after the date of Seller’s quotation or acknowledgment of Buyer’s order for 
the Goods, whichever occurs first, provided an unconditional, complete authorization for the immediate 
shipment of the Goods is received and accepted by Seller within such time period. If such authorization 
is not received by Seller within such thirty (30) day period, Seller shall have the right to change the price 
for the Good to Seller’s price for the Goods at the time of shipment.
2. TAXES: Any tax or governmental charge or increase in same hereafter becoming effective increasing 
the cost to Seller of producing, selling or delivering the Goods/provision of Services or of procuring 
material used therein, and any tax now in effect or increase in same payable by the Seller because of 
the manufacture, sale or delivery of the Goods/provision of Services, may at Seller’s option, be added to 
the price.
3. TERMS OF PAYMENT: Subject to the approval of Seller’s Credit Department, terms are net thirty 
(30) days from date of Seller’s invoice in U.S. currency. If any payment owed to Seller is not paid when 
due, it shall bear interest, at a rate to be determined by Seller, which shall not exceed the maximum rate 
permitted by law, from the date on which it is due until it is paid. Seller shall have the right, among other 
remedies, either to terminate the Agreement or to suspend further performance under this and/or other 
agreements with Buyer in the event Buyer fails to make any payment when due. Buyer shall be liable for 
all expenses, including attorneys’ fees, relating to the collection of past due amounts.
4. SHIPMENT AND DELIVERY: Shipments are made F.O.B. Seller’s shipping point. Any claims for 
shortages or damages suffered in transit shall be submitted by the Buyer directly to the carrier. While 
Seller will use all reasonable commercial efforts to maintain the delivery date for the Goods or the date of 
provision of Services acknowledged or quoted by Seller, all such dates are approximate. Seller reserves 
the right to make partial shipments and to segregate “specials” and made-to-order Goods from normal 
stock Goods. Seller shall not be bound to tender delivery of any Goods for which Buyer has not provided 
shipping instructions.
5. QUANTITY: Buyer agrees to accept overruns of up to ten percent (10%) of the order on "made-to-
order" Goods, including parts. Any such additional items shall be priced at the price per item charged for 
the specific quantity ordered.
6. LIMITED WARRANTY: Subject to the limitations of Section 7, Seller warrants that the Goods will 
be free from defects in material and workmanship under normal use, service and maintenance and 
Services will be performed by trained personnel using proper equipment and instrumentation for the 
particular Service provided. Any licensed firmware embodied in the Goods will execute the programming 
instructions provided by Seller. The foregoing warranties will apply until the expiration of the applica-
ble warranty period. Except as specified below, Goods are warranted for twelve (12) months (unless 
otherwise specified by Seller in writing) from the date of shipment of the Goods by Seller. Consum-
ables and Services (except as specified below) are warranted for a period of 90 days from the date of 
shipment or completion of the Services. Products purchased by Seller from a third party for resale to 
Buyer (“Resale Products”) shall carry only the warranty extended by the original manufacturer. Buyer 
agrees that Seller has no liability for Resale Products beyond making a reasonable commercial effort to 
arrange for procurement and shipping of the Resale Products. THIS IS THE SOLE AND EXCLUSIVE 
WARRANTY GIVEN BY SELLER WITH RESPECT TO THE GOODS/SERVICES AND IS IN LIEU OF 
AND EXCLUDES ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, ARISING BY OPERATION OF 
LAW OR OTHERWISE, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY OR FITNESS FOR 
A PARTICULAR PURPOSE WHETHER OR NOT THE PURPOSE OR USE HAS BEEN DISCLOSED 
TO SELLER IN SPECIFICATIONS, DRAWINGS OR OTHERWISE, AND WHETHER OR NOT SELL-
ER’S PRODUCTS ARE SPECIFICALLY DESIGNED AND/OR MANUFACTURED BY SELLER FOR 
BUYER’S USE OR PURPOSE.
This warranty does not extend to any losses or damages due to misuse, accident, abuse, neglect, 
normal wear and tear, unauthorized modification or alteration, use beyond rated capacity, or improper
installation, maintenance or application. To the extent that Buyer or its agents has supplied specifica-
tions, information, representation of operating conditions or other data to Seller in the selection or design 
of the Goods or provision of Services and the preparation of Seller’s quotation, and in the event that 
actual operating conditions or other conditions differ from those represented by Buyer, any warranties or 
other provisions contained herein which are affected by such conditions shall be null and void. If within 
thirty (30) days after Buyer’s discovery of any warranty defects within the warranty period, Buyer notifies 
Seller thereof in writing, Seller shall, at its option, repair, correct, or replace F.O.B. point of manufacture, 
or refund the purchase price for, that portion of the goods found by Seller to be defective. Failure by 
Buyer to give such written notice within the applicable time period shall be deemed an absolute and 
unconditional waiver of Buyer’s claim for such defects. Goods repaired or replaced during the warranty 
period shall be covered by the foregoing warranty for the remainder of the original warranty period or 
ninety (90) days, whichever is longer. Buyer assumes all other responsibility for any loss, damage, or 
injury to persons or property arising out of, connected with, or resulting from the use of Goods, either 
alone or in combination with other products/components.
SECTIONS 6 AND 7 APPLY TO ANY ENTITY OR PERSON WHO MAY BUY, ACQUIRE OR USE 
SELLER’S GOODS, INCLUDING ANY ENTITY OR PERSON WHO BUYS THE GOODS FROM SELL-
ER’S DISTRIBUTOR AND SUCH ENTITY OR PERSON SHALL BE BOUND BY THE LIMITATIONS 
THEREIN.
7. LIMITATION OF REMEDY AND LIABILITY: THE SOLE AND EXCLUSIVE REMEDY FOR BREACH 
OF ANY WARRANTY HEREUNDER (OTHER THAN THE WARRANTY PROVIDED UNDER SECTION 
13) SHALL BE LIMITED TO REPAIR, CORRECTION, REPLACEMENT, OR REFUND OF THE PUR-
CHASE PRICE UNDER SECTION 6. SELLER SHALL NOT BE LIABLE FOR DAMAGES CAUSED BY 
DELAY IN PERFORMANCE AND IN NO EVENT, REGARDLESS OF THE FORM OF THE CLAIM OR 
CAUSE OF ACTION (WHETHER BASED IN CONTRACT, INFRINGEMENT, NEGLIGENCE, STRICT 
LIABILITY, OTHER TORT OR OTHERWISE), SHALL SELLER’S LIABILITY TO BUYER AND/OR ITS 
CUSTOMERS EXCEED THE PRICE TO BUYER OF THE SPECIFIC GOODS OR SERVICES PRO-
VIDED BY SELLER GIVING RISE TO THE CLAIM OR CAUSE OF ACTION. BUYER AGREES THAT 
IN NO EVENT SHALL SELLER’S LIABILITY TO BUYER AND/OR ITS CUSTOMERS EXTEND TO 
INCLUDE INCIDENTAL, CONSEQUENTIAL OR PUNITIVE DAMAGES. THE TERM “CONSEQUEN-
TIAL DAMAGES” SHALL INCLUDE, BUT NOT BE LIMITED TO, LOSS OF ANTICIPATED PROFITS, 
LOSS OF USE, LOSS OF REVENUE, COST OF CAPITAL AND DAMAGE OR LOSS OF OTHER 
PROPERTY OR EQUIPMENT AND COSTS INCURRED INCLUDING WITHOUT LIMITATION FOR 
CAPITAL, FUEL AND POWER, AND CLAIMS OF BUYER’S CUSTOMERS. GOODS AND/OR SER-
VICES SOLD HEREUNDER ARE NOT FOR USE IN ANY NUCLEAR AND RELATED APPLICATIONS.
Buyer accepts goods and/or services with the foregoing understanding, agrees to communicate the 
same in writing to any subsequent purchaser or users and to defend, indemnify and hold harmless 
Seller from any claims, losses, suits, judgments and damages, including incidental and consequential 
damages, arising from such use, whether the cause of action be based in tort, contract or otherwise, 
including allegations that the Seller’s liability is based on negligence or strict liability.
8. BUYER RESPONSIBILITIES: Buyer shall provide Seller ready access to the site where services are 
to be performed and adequate workspace and facilities to perform same as provided in these terms and 
conditions. Buyer shall not require Seller or its employees, as a condition to site access or otherwise, 
to further agree or enter into any agreement, which waives, releases, indemnifies or otherwise limits or 
expands any rights or obligations whatsoever. Any such agreements shall be null and void. Buyer shall 
inform Seller, in writing, at the time of order placement, of any known hazardous substance or condition 
at the site, including, but not limited to, the presence of asbestos or asbestos containing materials, and 
shall provide Seller with any applicable Material Data Safety Sheets regarding same. Buyer shall appoint 
a representative familiar with the site and the nature of the services to be performed by Seller to be pres-
ent at all times that Seller personnel are at the site. Seller shall not be liable for any expenses incurred 

by Buyer in removing, replacing or refurbishing any Buyer equipment or any part of Buyer’s building 
structure that restricts Seller access. Buyer personnel shall cooperate with and provide all necessary 
assistance to Seller. Seller shall not be liable or responsible for any work performed by Buyer.
9. BUYER SUPPLIED DATA: To the extent that Seller has relied upon any data or information supplied 
by Buyer to Seller (“Data”) in the selection or design of the Goods and/or provision of the Services and 
the preparation of Seller’s quotation, and the Data is inadequate or inaccurate, any warranties or other 
provisions contained herein which are affected by such conditions shall be null and void.
10. TECHNICAL ADVICE: It is expressly understood that the Seller assumes no obligation or liability 
for any technical advice given without charge and furnished by the Seller with respect to the use of the 
Goods. All such technical advice, or results obtained, is given and accepted at Buyer’s risk.
11. EXCUSE OF PERFORMANCE: Seller shall not be liable for delays in performance or for nonper-
formance due to acts of God, acts of Buyer, war, riot, fire, flood, other severe weather, sabotage, or 
epidemics; strikes or labor disturbances; governmental requests, restrictions, laws, regulations, orders 
or actions; unavailability of or delays in transportation; default of suppliers; or unforeseen circumstances 
or any events or causes beyond Seller’s reasonable control. Deliveries of Goods or provision of Services 
may be suspended for an appropriate period of time as a result of the foregoing. If Seller determines that 
its ability to supply the total demand for the Goods, or to obtain material used directly or indirectly in the 
manufacture of the Goods, is hindered, limited or made impracticable due to causes addressed in this 
Section 8, Seller may allocate its available supply of the Goods or such material (without obligation to 
acquire other supplies of any such Goods or material) among itself and its purchasers on such basis as 
Seller determines to be equitable without liability for any failure of performance which may result there 
from. Deliveries suspended or not made by reason of this section may be canceled by Seller upon notice 
to Buyer without liability, but the balance of the agreement shall otherwise remain unaffected.
12. CANCELLATIONS AND DELAYS: The Buyer may cancel orders only upon written notice and upon 
payment to Seller of cancellation charges which include, among other things, all costs and expenses 
incurred and commitments made by the Seller and a reasonable profit thereon. Any request by Buyer to 
extend the delivery schedule must be agreed to in writing by the Seller. If agreement cannot be reached, 
Seller may deliver product or provide services to the last known ship to address and invoice the Buyer 
upon completion of the product or services or prior delivery date, whichever is later.
13. CHANGES: Buyer may request changes or additions to the Goods/Services consistent with Seller’s 
specifications and criteria. In the event such changes or additions are accepted by Seller, Seller may 
revise the price and delivery schedule. Seller reserves the right to change designs and specifications for 
the Goods or Services without prior notice to Buyer, except with respect to Goods being made-to-order 
for Buyer. Seller may cancel any order or terminate any agreement without liability to Buyer if Buyer fails 
To meet the conditions specified herein.
14. TOOLING: Tool, die, and pattern charges, if any, are in addition to the price of the Goods/Services 
and are due and payable upon completion of the tooling. All such tools, dies and patterns shall be and 
remain the property of Seller. Charges for tools, dies, and patterns do not convey to Buyer, title, owner-
ship interests in, or rights to possession or removal, nor prevent their use by Seller for other purchasers, 
except as otherwise expressly provided by Seller and Buyer in writing with reference to this provision.
15. SOFTWARE AND FIRMWARE: Notwithstanding any other provision herein to the contrary, Seller 
or applicable third party owner shall retain all rights of ownership and title in its respective firmware and 
software, including all copyrights relating to such firmware and software and all copies of such firmware 
and software. Except as otherwise provided herein, Buyer is hereby granted a nonexclusive, royalty 
free license to use firmware and software, and copies of firmware and software, incorporated into the 
Goods only in conjunction with such Goods and only at the Buyer’s plant site where the Goods are first 
used. Buyer’s use of certain firmware (as specified by Seller) and all other software shall be governed 
exclusively by Seller’s and/or third party owner’s applicable license terms.
16. ASSIGNMENT: Buyer shall not assign its rights or delegate its duties hereunder or any interest 
therein or any rights hereunder without the prior written consent of the Seller, and any such assignment, 
without such consent, shall be void.
17. PATENTS AND COPYRIGHTS: Subject to Section 7, Seller warrants that the Goods and/or Services 
sold, except as are made specifically for Buyer according to Buyer’s specifications, do not infringe any 
valid U.S. patent or copyright in existence as of the date of delivery. This warranty is given upon the 
condition that Buyer promptly notify Seller of any claim or suit involving Buyer in which such infringe-
ment is alleged, and, that Buyer cooperate fully with Seller and permit Seller to control completely the 
defense or compromise of any such allegation of infringement. Seller’s warranty as to use only applies 
to infringements arising solely out of the inherent operation (i) of such Goods, or (ii) of any combination 
of Goods in a system designed by Seller. In the event such Goods and/or Services, singularly or in 
combination, are held to infringe a U.S. patent or copyright in such suit, and the use of such Goods and/
or Services is enjoined, or in the case of a compromise by Seller, Seller shall have the right, at its option 
and expense, to procure for Buyer the right to continue using such Goods or providing such Services, or 
replace them with non-infringing Goods or Services; or modify same to become non-infringing; or grant 
Buyer a credit for the depreciated value of such Goods and accept return of them or grant Buyer a credit 
for such provided Services.
18. EXPORT/IMPORT: Buyer agrees that all applicable import and export control laws, regulations, 
orders, and requirements, including without limitation those of the United States and the European 
Union, and the jurisdictions in which the Seller and the Buyer are established or from which Goods may 
be supplied, will apply to their receipt and use. In no event shall Buyer use, transfer, release, import, or 
export Goods in violation of such applicable laws, regulations, orders or requirements.
19. HIRING/EMPLOYEES: Buyer agrees that during the execution of Services by Seller and for a period 
of twelve (12) months after the performance of Services, it will not hire any employee(s) of Seller and will 
not entice or counsel any such employee(s) to leave Seller’s employ. Buyer agrees that this covenant 
shall extend to its agents and affiliates. In the event that an employee of Seller is hired or leaves the 
employ of Seller in such circumstances, Buyer shall pay Seller, as compensation for the cost incurred 
by Seller in recruiting and training the employee, the sum equivalent to six (6) months pay for each 
employee hired from or leaving the employment of Seller.
20. EMPLOYEE SAFETY AND SUSPENSION OF SERVICES: Seller may suspend or terminate 
Services, at its sole discretion, without liability to Buyer if Buyer fails to meet its obligations hereunder or 
becomes bankrupt or insolvent or if Seller determines that continuing to provide Services represents a 
hazardous condition for its employees.
21. MISCELLANEOUS: These terms and conditions set forth the entire understanding and agreement 
between Seller and Buyer, and supersede all other communications, negotiations and prior oral or written 
statements regarding the subject matter of these terms and conditions. No change, modification, rescis-
sion, discharge, abandonment, or waiver of these terms and conditions of Sale shall be binding upon the 
Seller unless made in writing and signed on its behalf by an officer of the Seller. No conditions, usage or 
trade, course of dealing or performance, understanding or agreement purporting to modify, vary, explain, 
or supplement these Terms and Conditions shall be binding unless hereafter made in writing and signed 
by the party to be bound, and no modification shall be affected by the acceptance of purchase orders or 
shipping instruction forms containing terms at variance with or in addition to those set forth herein. Any 
such modifications or additional terms are specifically rejected by Seller. No waiver by Seller with respect 
to any breach or default or any right or remedy and no course of dealing, shall be deemed to constitute 
a continuing waiver of any other breach or default or of any other right or remedy, unless such waiver be 
expressed in writing and signed by the party to be bound. Seller is not responsible for typographical or 
clerical errors made in any quotation, orders or publications. All such errors are subject to correction. The 
validity, performance, and all other matters relating to the interpretation and effect of this contract shall be 
governed by the law of the state of New York. The United Nations Convention on the International Sale of 
Goods shall not apply to any transaction hereunder.


